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(54) Process for closing and hermetically sealing a bottom of a container

(57) A process is provided for closing and hermeti-
cally sealing a bottom of a container (10). A cylindrical
container body (11) is provided which has an inside
heat-sealable surface (12) and an open bottom end. A
flange (22) is formed on and around the bottom end of
the cylindrical container body (11) which extends out-
wardly from the container body at a sharp radius of ap-
proximately 90 degrees to an outside surface of the con-
tainer body (11) and which defines a flat circular heat-
sealable surface (12) on an outer side of the flange (22).
A generally circular membrane patch (24) having an in-
side heat-sealable surface is positioned on the flat cir-
cular-heat-sealable surface (12) of the container body
flange (22) covering the open bottom end of the contain-
er body (11). The heat-sealable surfaces of the contain-
er body flange (22) and the membrane patch (24) are
heat sealed to each other for hermetically sealing the
container bottom end. If additional strength is desired in
the bottom closure of the container, a circular reinforcing
plug (26) preferably with an upwardly extending flange
(27) is positioned on the membrane patch (24). The con-
tainer body flange (22) and the membrane patch (24)
heat-sealed thereto are then curled inwardly of the con-
tainer body (11) and over an outside periphery of the
reinforcing plug (26) while applying heat and pressure
to complete closure of the container body (11) and to
maintain the cylindrical shape of the container (10).



2

EP 0 839 641 A3



EP 0 839 641 A3

3



EP 0 839 641 A3

4


	bibliography
	search report

