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Description

Technical Field

[0001] The present invention relates to an endoscope apparatus, and more particularly, to an endoscope apparatus
in which a manipulating part that curves an insertion part and a display part that displays an image acquired by the
insertion part are accommodated in the same housing.

Background Art

[0002] An endoscope apparatus including an imaging mechanism at a distal end portion of a long insertion part is
widely used for observation of a specimen beyond an elongated insertion path, internal observation of a specimen, or
the like.
[0003] In recent years, as one direction for improvement of endoscope apparatuses, it has being studied in which a
display part that displays an image acquired by an insertion part and a manipulating part that performs curving manip-
ulation of the insertion part are accommodated in one housing, and in which carrying and manipulation of an endoscope
apparatus are made easy.
[0004] Patent Document 1 discloses an endoscope apparatus in which a display part and a manipulating part are
accommodated in a common housing. In this endoscope apparatus, a monitor part is arranged at one end of the housing,
and a substantially rod-shaped grip is formed at the other end. The manipulating part having a joystick is arranged
between a grip and a monitor part, and when a user manipulates the joystick, the joystick is manipulated by the thumb
with the rod-shaped grip grasped.

[Prior Art Document]

[Patent Document]

[0005] Patent Document 1 : Japanese Unexamined Patent Application, First Publication No. 2004-109222

Summary of Invention ’

[Problems to be Solved by the Invention]

[0006] However, in the endoscope apparatus disclosed in Patent Document 1, the joystick is manipulated by the thumb
at a position closer to the monitor part than fingers other than the thumb holding the grip. Therefore, for example, when
the joystick is pushed toward the monitor part, there are problems in that the housing is not stable due to the power that
acts on the housing, and it becomes difficult to manipulate the joystick.
[0007] The invention has been made in consideration of the above circumstances, and the object thereof is to provide
an endoscope apparatus in which more stably holding and manipulating of the housing is possible.

[Means for Solving the Problem]

[0008] An endoscope apparatus of the present invention includes an insertion part which has an imaging mechanism
at a distal end portion and which is bendable and elongated; a display part which displays an image acquired by the
imaging mechanism; a manipulating part which performs curving manipulation of the insertion part; and a housing which
accommodates the display part and the manipulating part to a front face thereof, and connects the insertion part with a
back face opposite to the front face. The manipulating part has a swingable manipulating rod; and a curving mechanism
that has the manipulating rod and the manipulating member connected thereto and that curves the insertion part as the
manipulating member is advanced or retracted by manipulating the manipulating rod. The swinging center of the ma-
nipulating rod is located inside a region specified by the portion of the back face where fingers are arranged in a side
view of the housing when a user holds the housing, and by the distal end of the manipulating rod protruding toward the
front face.
[0009] The other endoscope apparatus of the present invention includes an insertion part which has an imaging
mechanism at a distal end portion and which is bendable and elongated; an insertion part which has an imaging mech-
anism at a distal end portion and which is bendable and elongated; a display part which displays an image acquired by
the imaging mechanism; a manipulating part which performs curving manipulation of the insertion part; and a housing
which accommodates the display part and the manipulating part to a front face thereof, and connects the insertion part
with a back face opposite to the front face. The manipulating part has a swingable manipulating rod; and a curving
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mechanism that has the manipulating rod and the manipulating member connected thereto and that curves the insertion
part as the manipulating member is advanced or retracted by manipulating the manipulating rod. The swinging center
of the manipulating rod is located inside a region specified by a holding portion, which is a portion of the back face,
where fingers are arranged in a side view of the housing when a user holds the housing, and by the distal end of the
manipulating rod protruding toward the front face, and the holding portion has a fundamental shape that is convex toward
the front face.
[0010] The portion where the fingers are arranged may have a first slope and a second slope that rise up toward the
connected insertion part, and if a user holds the housing in order to use the endoscope apparatus, at least one finger
may be arranged at each of the first slope and the second slope.

[Effects of the Invention]

[0011] According to the endoscope apparatus of the present invention, it can more stably holding and manipulate of
the housing.

Brief Description of the Drawings

[0012]

FIG. 1 is an overall perspective view showing an endoscope apparatus of one embodiment of the present invention.
FIG. 2 is a diagram showing a first joystick and a manipulating mechanism of the endoscope apparatus.
FIG. 3 is a back view of a housing of the endoscope apparatus.
FIG. 4 is a cross-sectional view in an upper portion of the housing in a front-and-rear direction.
FIG. 5 is a bottom plan view of the housing.
FIG. 6 is a cross-sectional view of a manipulating part, a display part, and a housing part of the endoscope apparatus
along the center axis of an insertion part.
FIG. 7 is a functional block diagram of the endoscope apparatus.
FIG. 8 is a view showing a ground contact aspect in an inverted mode of the endoscope apparatus.
FIG. 9A is a view showing an example of screen display in a standard mode of the endoscope apparatus.
FIG. 9B is a view showing an example of screen display in the inverted mode of the endoscope apparatus.
FIG. 10A is a view showing an example of screen display in the standard mode.
FIG 10B is a view showing an example of screen display in the inverted mode.
FIG. 11 is a view showing an example of a user’s hand holding the housing of the endoscope apparatus.
FIG. 12 is an overall perspective view showing an endoscope apparatus of a not part modified example of the
invention.
FIG. 13 is an overall perspective view showing an endoscope apparatus not part of the invention.
FIG. 14A is a schematic view showing the shape of a grip face in the apparatus of Fig. 13.
FIG 14B is a schematic view showing the shape of a grip face in the endoscope apparatus of Fig. 13.
FIG. 14C is a schematic view showing the shape of a grip face in the endoscope apparatus of Fig. 13.
FIG 14D is a schematic view showing the shape of a grip face in the endoscope apparatus of Fig. 13.
FIG. 14E is a schematic view showing the shape of a grip face in the endoscope apparatus of Fig. 13.

Description of Embodiments

[0013] An endoscope apparatus of one embodiment of the present invention will be described with reference to FIGS.
1 to 11. An endoscope apparatus 1 of the present embodiment is used for observation of a specimen at the point of an
elongated insertion path, internal observation of a specimen, or the like. As shown in FIG. 1, the endoscope apparatus
1 includes a long insertion part 10, a manipulating part 20 for performing curving manipulation of the insertion part 10,
a display part 40 that displays an image acquired by the insertion part 10, and a housing part 60 including a housing 61
that accommodates the manipulating part 20 and the display part 40.
[0014] The insertion part 10 has a well-known configuration in which a distal end portion thereof includes an illumination
mechanism 12, such as an observation optical system 11 and an LED, and an imaging mechanism, such as a CCD (not
shown), and can acquire an image, such as a still image, a moving image, or the like of a specimen in front of the distal
end portion. Additionally, the insertion part 10 has a well-known curving portion 13 in which a plurality of joint rings or
curvable pieces (hereinafter generically referred to as "joint rings or the like") that is not shown is arranged and coupled
together in the direction of an axis. The insertion part 10 can be curved in four directions apart from the center axis in
two axes that intersect its own center axis. Manipulating members, such as four wires that corresponds to the four
directions, are connected to a joint ring or the like at the most distal end among the plurality of joint rings or the like.
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Each manipulating member extends to the inside of the housing part 60 through each joint ring or the like, and is connected
to the manipulating part 20.
[0015] The manipulating part 20 has a first joystick (manipulating rod) 21 for manipulating the curving portion 13, a
second joystick 22 for manipulating a cursor or the like displayed on the display part 40, and a curving mechanism
manipulated via the first joystick 21.
[0016] FIG. 2 is a diagram showing the first joystick 21 and the curving mechanism 23.
[0017] The curving mechanism 23 includes a frame body 24, and a swinging body 25 attached to the frame body 24.
The frame body 24 is formed of a material having a certain rigidity, such as metal, and includes a swinging body
accommodation portion 26 to which the swinging body is attached, and a guide portion 27 provided to extend from the
swinging body accommodation portion 26.
[0018] The swinging body 25 includes a first member 28 rotatably attached to the frame body 24, a second member
29 rotatably attached to the first member 28, and a manipulating member fixing portion 30 attached to the second member
29.
[0019] The first member 28 is formed of metal, resin, or the like, and has a rotating shaft portion 28A. The swinging
body accommodation portion includes the first end 26A to which the guide portion 27 extends, and the second end 26B
which is opposite to the first end 26A. The first member 28 is attached to the second end 26B of the swinging body
accommodation portions 26 so as to be able to rotate on the axis of the rotating shaft portion 28A by a predetermined range.
[0020] The second member 29 is formed of metal, resin, or the like, and has a substantially columnar shaft portion
29A and a rotating shaft portion 29B that is formed substantially in the shape of a column and is formed at one end of
the shaft portion 29A. The center axis of the shaft portion 29A and the center axis of the rotating shaft portion 29B are
orthogonal to each other. The second member 29 is attached to the first member 28 so that both of the axis of the shaft
portion 29A and the axis of the rotating shaft portion 29B are orthogonal to the center axis of the rotating shaft portion
28A of the first member 28. The second member 29 can be rotated about the axis of the rotating shaft portion 29B with
respect to the first member 28 in a predetermined range by a cutout portion 28B which is formed in the first member 28
so as not to interfere with the shaft portion 29A.
[0021] The manipulating member fixing portion 30 includes a first arm portion 31 that protrudes toward both sides in
a first direction, and a second arm portion (not shown) that protrudes toward both sides in a second direction which is
orthogonal to the first arm portion. Ends of the four manipulating members 14 extending from the insertion part 10 are
fixed to both longitudinal ends of the first arm portion 31 and the second arm portion. A connecting member 15 is attached
to the end of each manipulating member 14. Both the longitudinal ends of the first arm portion 31 and the second arm
portion are provided with receiving members 32 to which the connecting member 15 is attached, and each manipulating
member 14 is connected and fixed to the manipulating member fixing portion 30 by inserting each connecting member
15 into each receiving member 32.
[0022] As shown in FIG. 2, the swinging body 25 is attached to the second end 26B of the swinging body accommodation
portion 26 so that the center axis of the shaft portion 29A of the second member 29 becomes substantially coaxial with
the center axis of the guide portion 27 of the frame body 24. The four manipulating members 14 extending from the
insertion part 10 are connected to the manipulating member fixing portion 30 through the guide portion 27. The shape
of the frame body 24 is set so as not to interfere with the swinging of the swinging body 25, and the push or pull (advance
or retreat) of the manipulating member 14 accompanying this.
[0023] The first joystick 21 is attached to the second member 29 so as to become substantially coaxial with the shaft
portion 29A of the second member 29. Accordingly, the first joystick 21 is inclined in arbitrary directions, so that the
swinging body 25 can be swung with respect to the frame body 24 and the manipulating member 14 connected to the
manipulating member fixing portion 30 can be advanced or retracted in the longitudinal direction of the insertion part 10.
As a result, the curving portion 13 can be curved in a direction opposite to the direction in which the first joystick 21 is
inclined.
[0024] The second joystick 22 is an electrical manipulating mechanism of which one end is attached to a substrate.
The inclined direction of the second joystick 22 is inputted to the substrate there by, a cursor is moved in the direction.
[0025] As shown in FIG. 1, the display part 40 has a well-known configuration including a display 41, such as an LCD,
and a control substrate (to be described below) that controls display of the display 41. An aspect in which the display
part 40 is accommodated in the housing 61 will be described in detail in the description of the housing part 60.
[0026] The housing part 60 includes a housing 61 in which the manipulating part 20 and the display part 40 are
accommodated, a reinforcing member 62 attached to a connecting portion between the housing 61 and the insertion
part 10, and a holder (self-supporting auxiliary member) 63 attached to the proximal end of the insertion part 10.
[0027] The housing 61 is formed of resin or the like, and includes an upper portion 64 provided with the display part
40, and a lower portion 65 connected to the upper portion 64 and having the manipulating part 20 arranged therein.
[0028] FIG. 3 is a back view of the housing 61 that is shown with the holder 63 shown in FIG. 1 is omitted. As shown
in FIGS. 1 and 3, the upper portion 64 is formed in a substantially rectangular parallelepiped shape corresponding to
the display 41 of the display part 40, and the display 41 is arranged at a front face 64A. Within the back face 64B of the
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upper portion 64, fins 66 for heat dissipation are provided on the upper side of a back face 64B, and a lid 67 of a battery
accommodation portion (to be described below) is provided on the lower side of the back face 64B. Furthermore, ground
contact members 68 made from rubber, elastomer, or the like are attached to two locations of a top side edge of the
back face 64B so as to enhance the frictional coefficient. Moreover, fittings 69 for attaching accessories, such as a strap,
are attached to the lower side to which the lower portion 65 is connected.
[0029] FIG. 4 is a cross-sectional view of the upper portion 64 in the front-and-rear direction. Within the upper portion
64, the display part 40 is accommodated at the front face 64A, and the battery B is arranged at the back face 64B. A
control board 42 having an IC 43 is connected to the display 41. The control board 42 is accommodated on the back
side of the display 41 in a state that the IC 43 is faced the back face 64B.
[0030] The IC 43 that emits heat during operation is accommodated at a position near the fins 66 provided at an upper
portion of the back face 64B, and a heat-conduction sheet 44 is interposed between the IC 43 and the fins 66.
[0031] The battery B is accommodated in the battery accommodation portion 74 formed closer to the back face than
the control board 42. A heat insulation sheet 75 is arranged at a wall surface on the front side of the battery accommodation
portion 74 so that the heat emitted from the battery B is not easily transferred to the display part 40.
[0032] Through the above configuration, the IC 43 and the battery B that generate heat when the endoscope apparatus
1 is used are arranged apart from each other. Generation of heat from the IC 43 is efficiently diffused to the outside of
the apparatus from the fins 66 through the heat-conduction sheet 44, and generation of heat of the battery B is not easily
transferred to the display part 40 as described above. As a result, a structure in which display of the display 41 or the
like is not affected while accommodating two heating elements of the IC 43 and the battery B in the upper portion 64 is
realized.
[0033] The lower portion 65 is a portion that a user holds with a hand when the endoscope apparatus 1 is used and
manipulated. As shown in FIG. 1, the lower portion 65 is connected to the upper portion 64 with an upper front face 64A,
and a front face 65A of the lower portion 65 form a predetermined angle so that the display 41 is easily seen when a
user holds the lower portion.
[0034] The peripheral edge of the front face 65A is formed by a curve, and has such a shape that is constricted and
is narrowed at an intermediate portion in a vertical direction and becomes gradually wider toward the lower portion.
Furthermore, the peripheral edge of the front face has a symmetrical shape so that the peripheral edge can be suitably
held by a right or left hands.
[0035] The second joystick 22 of the two joysticks of the manipulating part 20 is arranged on the lower side of the front
face 65A, and the first joystick 21 is arranged above the second joystick 22. A straight line that connects the first joystick
21 and the second joystick 22 together are on line where a central portion of the display part 40 in the right-and-left
direction (direction orthogonal to the vertical direction of the housing 61), in the plan view of the housing 61. A distal end
of the first joystick 21 protrudes above the front face 65A in a predetermined length so as to be easily manipulated by
a user holding the lower portion 65. The second joystick 22 protrudes from the bottom of the concave portion 70 provided
in the front face 65A. The second joystick 22 is set to have a height that the distal end thereof does not protrude from
the front face 65A.
[0036] As shown in FIG 3, the insertion part 10 is connected to a back face 65B of the lower portion 65. The insertion
part 10 extends from an intermediate portion of the back face 65B in the vertical direction. A first slope 71 that rises up
toward the insertion part 10 is formed on the side of the back face 65B above the insertion part 10. A second slope 72
that rises up toward the insertion part 10 is formed below the insertion part 10. The back face 65B of the lower portion
65 is formed in a shape, which becomes convex toward the back side in a side view of the housing 61, by the first slope
71 and the second slope 72. Through such a configuration, the back face 65B of the back face of the housing 61 is used
as a portion (grip face) on which user’s fingers are arranged when a user holds the housing 61.
[0037] The first slope 72 is set to have a dimension such that the index finger and middle finger of a hand with a
standard size can be aligned in the vertical direction and can be hooked simultaneously, and functions as a first finger
hook portion. The first slope 71 is provided with a freezing/recording button 71A for recording an image acquired by an
imaging means of the insertion part 10 as a still image or a moving image, and the button can be manipulated by an
index finger when a user holds the lower portion 65.
[0038] The second slope 72 is set to have a dimension such that the third finger and little finger of a hand with a
standard size can be aligned in the vertical direction and can be hooked simultaneously. The second slope 72 functions
as a second finger hook portion. As shown by a two-dot chain line shown in FIG. 5, the lower portion 65 is formed so
that the cross-sectional area that is parallel to the right-and-left direction of the housing 61 and orthogonal to the vertical
direction becomes gradually smaller toward the lower end by providing the second slope 72. The second slope 72 has
a first holding face 72A and a second holding face 72B that incline toward the peripheral edges of the back face 65B in
the right-and-left direction respectively. Additionally, the second slope 72 has a third holding face 72C that extends
toward a lower peripheral edge of the back face 65B and connects the first holding face 72A to the second holding face
72B. Thereby, the second slope 72 is formed in a shape which becomes convex toward the back face 65B in a bottom
view of the housing 61. A friction member 73 made of an elastically deformable material, such as rubber or elastomer,
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is attached to each face of the second slope 72. This makes the frictional coefficient of each holding face higher than
other portions of the housing 61.
[0039] The reinforcing member 62 is formed substantially in the shape of a cylinder of which the external diameter of
one end is reduced in the shape of a taper. The reinforcing member 62 is arranged so as to cover the proximal end of
the insertion part 10 connected to the housing 61 and its surroundings. The reinforcing member 62 has certain rigidity
and the portion of the insertion part 10 which is covered with the reinforcing member 62 maintains a linear state. That
is, the reinforcing member 62 functions as a bending stopper that prevents the covered insertion part 10 from bending
at a steep angle.
[0040] FIG. 6 is a cross-sectional view of the manipulating part 20, the display part 40, and the housing part 60 along
the center axis of the insertion part 10. The holder 63 is formed of resin or the like, and as shown in FIG. 6, has a first
through hole 63A with a larger diameter at a first end and has a second through hole 63B with a smaller diameter at a
second end. The holder 63 is mounted on the connecting portion between the insertion part 10 and the housing 61 so
that the reinforcing member 62 is inserted into the first through hole 63A. The internal diameter of the second through
hole 63B is slightly larger than the external diameter of the insertion part 10 so that the through hole allows the insertion
part 10 to be inserted thereinto and held thereby. The second end of the holder 63 is provided with a ground contact
face 63C, and the details thereof will be described below.
[0041] As shown in FIG. 6, the curving mechanism 23 is accommodated in the lower portion 65 of the housing 61 so
that the guide portion 27 is located at the back face 65B, and the center axis of the insertion part 10 and the first joystick
21 in a non-manipulated neutral state are made coaxial with each other.
[0042] Since the battery B is accommodated in the upper portion 64 of the housing 61, the center of gravity of the
endoscope apparatus 1 excluding the insertion part 10 is set to a designed center-of-gravity position CG1 shown in FIG.
6 when the battery B is mounted and used. Although the actual center-of-gravity position moves slightly due to the
allowable range for manufacturing errors or the like in an individual product, the position is present within a region within
a predetermined radius having the designed center-of gravity position CG1 as a center that is a region A1 substantially
including the connecting portion between the upper portion 64 and the lower portion 65.
[0043] Fig. 7 is a functional block diagram of the endoscope apparatus 1. In addition to the above-described display
control unit 51, the endoscope apparatus 1 includes an image processing unit 52 that processes a video signal acquired
by the imaging mechanism 56 of the insertion part 10, a storage unit 53 that stores the acquired still image, moving
image, or the like, and a control unit 54 that controls the overall operation of the endoscope apparatus 1 including light
quantity adjustment or the like of the illumination mechanism 12.
[0044] The image processing unit 52 and the control unit 54 are stored in, for example, an IC (not shown) that is
attached to the control board 42. Various well-known storage media can be used as the storage unit 53, and the storage
unit may be detachably attached to the housing part 60. The imaging mechanism 56 and the illumination mechanism
12 are connected to the image processing unit 52 or the control unit 54 by a wiring line 55 that extends to the inside of
the housing part 60 through the insertion part 10. The second joystick 22 of the manipulating part 20 is electrically
connected to the control unit 54 via the substrate (not shown).
[0045] The operation when the endoscope apparatus 1 configured as described above is used will be described.
[0046] With the battery B accommodated in and mounted on the battery accommodation portion 74, a user starts the
endoscope apparatus 1, inserts the distal end of the insertion part 10 into the inside of a specimen, into an access path
to the specimen, or the like, and advances the distal end to a part to be observed.
[0047] When the user wants to change the orientation of the distal end of the insertion part 10, the insertion part 10
can be curved in a desired orientation by manipulating the first joystick 21 of the manipulating part 20 to advance or
retract the manipulating member 14 connected to the curving mechanism 23.
[0048] At this time, the user holds the lower portion 65 of the housing 61 so as to wrap around the lower portion with
a dominant hand, and places and manipulates a thumb at the end of the first joystick 21 protruding from the front face
65A. An example of the positional relationship between user’s fingers and the housing part 60 during the manipulation
is shown in FIG. 6. During the manipulation, in a side view of the housing 61, at least the index finger F1 is located on
the first slope 71 of the lower back face 65B, and the little finger F4 is located on the second slope 72. Accordingly, the
connecting portion between the insertion part 10 and the housing part 60 is located between the index finger F1 and the
little finger F4, and the insertion part 10 extends from the back face 65B that is a grip face.
[0049] In the example of FIG. 6, the middle finger F2 is arranged on the first slope 71 in addition to the index finger
F1, and the third finger F3 is arranged on the second slope 72 in addition to the little finger F4.
[0050] When the distal end of the insertion part 10 reaches a part to be observed, the user performs observation or
inspection of the specimen while manipulating the manipulating part 20. If needed, the freezing/recording button 71 A
is manipulated to record a still image, a moving image, or the like of a target part. Various acquired images are stored
in the storage unit 53.
[0051] When a hand holding the housing 61 gets tired because the operating time becomes long, the housing 61 can
be placed on the ground or on a desk and manipulated. When the housing 61 is placed, as shown in FIG. 8, the two
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ground contact members 68 provided at the upper portion 64, and the connecting portion between the insertion part 10
and the housing 61, more specifically, the connecting portion is a boundary portion between the reinforcing member 62
and the insertion part 10 including a predetermined range in front of or behind the boundary portion are brought into
contact with the ground. Thereby, the housing 61 is suitably self-supported such that the upper portion 64 is turned down
and the lower portion 65 is turned up.
[0052] Since the proximal end portion of the insertion part 10 extending from the housing 61 is held in the shape of a
straight line by the reinforcing member 62, the proximal end is suitably self-supported without holder 63. However, as
shown in FIG. 8, if the second end of the holder 63 is turned toward the upper portion 64 of the housing 61, the ground
contact face 63C is located on the ground contact face of the housing 61 specified by the connecting portion that contacts
the ground and the ground contact member 68. As a result, the holder 63 can assist the housing 61 in being suitably
self-supporting, and can place the housing 61 in a more stable state. Hereinafter, the state in which the endoscope
apparatus 1 is used with the housing 61 placed in this way is referred to as an "inverted mode".
[0053] When the apparatus is used with the housing 61 placed as described above, the user performs a predetermined
manipulation input via the manipulating part 20 to switch a display mode of a screen. The display control unit 51 receives
an input, and switches the display of the display 41 from a standard mode shown in FIG. 9A to the inverted mode shown
in FIG. 9B.
[0054] As shown in FIG. 9A, in the standard mode, an image acquired by the imaging mechanism 56 is displayed on
the first region R1, and textual information, such as a manipulation menu and various parameters, is displayed on the
second region R2. In the inverted mode shown in FIG. 9B, the user views a display on which upper and lower sides are
inverted. For this reason, the textual information displayed on the second region R2 is vertically reversed from the state
in the standard mode, and is displayed. On the other hand, the upper and lower sides of an image displayed on the first
region R1 are not reversed even in the inverted mode. This is provided to keep a correspondence relationship between
an image and the manipulation of the first joystick 21. Additionally, when recording is performed by manipulating the
freezing/recording button 71A, there is a purpose storing images in the storage unit 53 with a vertically-structured
relationship being unified even if the images are recorded in any of the standard mode and the inverted mode.
[0055] On the other hand, as for a thumbnail screen showing the list of images stored in the storage unit 53, it is not
necessary to take the above-described matter into consideration. Therefore, in the inverted mode shown in FIG. 10B,
the images are vertically reversed, and are aligned and displayed within the first region R1. As a result, the orientation
of a thumbnail image Tn that the user views is the same as that of the standard mode shown in FIG. 10A. Additionally,
as for a retrieve screen (not shown) that displays one image corresponding to an arbitrary thumbnail image Tn selected
from the thumbnail screen, an image is vertically reversed and displayed in the inverted mode.
[0056] As described above, according to the endoscope apparatus 1 of the present embodiment, the first joystick 21
in a neutral state and the insertion part 10 connected to the housing part 60 are arranged so as to be coaxial with each
other. Thus, in the mechanical curving mechanism 23 using the manipulating member 14, the amount of advance or
retreat of each manipulating member 14 during curving manipulation becomes uniform, and the curving portion 13 can
be suitably curved.
[0057] In the lower portion 65 of the housing 61 in which the curving mechanism 23 is accommodated, the first slope
71 is formed above the insertion part 10 and the second slope 72 is formed below the insertion part 10 at the back face
65B to which the insertion part 10 is connected. Thereby, the back face 65B is formed in a convex shape that rises up
toward the insertion part 10 in a side view of the housing 61. Accordingly, the hand of the user holding the lower portion
65 is brought into a state where the palm of the hand is made concave so as to wrap around the back face 65B. In
addition, at least one finger among the four fingers other than the thumb is arranged on the first slope 71 and the second
slope 72 so as to pinch the insertion part 10 in the vertical direction.
[0058] As a result, a force, such as a moment that acts on the housing part 60 through the long insertion part 10, can
be suitably received by a user’s hand regardless of the direction in which the moment acts, and the housing 61 can be
stably held.
[0059] Moreover, since the position of the center of gravity of the endoscope apparatus 1 excluding the insertion part
10 is set in the above-described region A1. Therefore the user can suitably hold the housing part 60 with the hand holding
the lower portion 65, and can suitably stabilize the positions of the upper front face 64A and the lower front face 65A.
That is, it is not easily brought about a state which difficult to recognize the display part 40 or to manipulate the manipulating
part 20 such as the manipulating part 20 of the upper front face 64A is pushed toward the back face or the lower front
face 65A becomes parallel to the perpendicular direction. As a result, manipulation can be performed with the housing
part 60 being held in a state where the display 41 is easily seen and the manipulating part 20 is easily manipulated.
[0060] Moreover, due to the shape of the lower back face 65B described above, a swinging center 21A of the first
joystick 21 is located in a region A2 specified by the first slope 71 and the second slope 72 where user’s fingers are
arranged when the housing 61 is held and by the distal end 21B of the first joystick 21 that protrudes to the front face
65A, in a side view of the housing 61 shown in FIG. 6. Accordingly, a situation where the housing part 60 is collapsed
due to the force that acts on the housing part 60 when the first joystick 21 is manipulated can be suitably suppressed,
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and an endoscope apparatus that does not easily cause fatigue even if being manipulated for a long period of time can
be provided.
[0061] Moreover, since the second slope 72 has the first holding face 72A and the second holding face 72B, the tips
of fingers (for example, the third finger F3 and the little finger F4) arranged on the second slope 72 are arranged along
either the first holding face 72A or the second holding face 72B when the lower portion 65 is held.
[0062] For this reason, as shown in FIG. 11, the fingers F3 and F4, and the like that are arranged on the second slope
72, and the thumb Th have the positional relationship of substantially facing each other. As a result, when the first joystick
21 is inclined with the thumb Th in the direction (for example, the direction of an arrow D1 shown in FIG 11) separating
from the grip side of the hand, such as the direction in which the thumb Th extends, the force that acts with inclination
manipulation by the third finger F3, the little finger F4, and the like to incline the housing 61 can be suitably received,
and to perform manipulation while maintaining a state where the housing 61 is stabilized. This effect is similarly exhibited
even in an electrical motor-driven type in which the curving mechanism uses a motor or the like. However, since the
force that is generated with the manipulation of the first joystick 21 becomes large in a case where a mechanical curving
mechanism only using a manipulating member is provided, the effect is greater in the endoscope apparatus like the
present embodiment.
[0063] This effect is similarly obtained even when a button or the like is arranged on the front to which the thumb Th
extends and the button is manipulated in the manipulating part 20. An example in a case where holding and manipulation
are performed with the left hand is shown in FIG. 11. In this case, the tip of a finger arranged on the second slope 72 is
arranged at the second holding face 72B. When a user performs holding and manipulation with the right hand, the tip
of a finger is arranged at the first holding face 72A, but the same effect is exhibited.
[0064] Moreover, since the friction members 73 having elasticity are attached to the first holding face 72A and the
second holding face 72B. Through this configuration, even when a relatively larger force acts on the finger arranged on
the second slope 72, the positional relationship between the second slope 72 and the finger is suitably held. As a result,
the housing part 60 can be held even during manipulation, and stable manipulation can be performed.
[0065] The second joystick 22 protrudes from the bottom of the concave portion 70 provided in lower of a front face
65A, and the height thereof is set so that the distal end of the second joystick 22 does not protrude from the front face
65A. For this reason, the second joystick 22 is not hindering the manipulation of the first joystick 21, although the second
joystick 22 is arranged in a place where the joystick is easily manipulated by the thumb Th around the first joystick 21
and then, operability can be further improved.
[0066] In addition, the housing can be suitably self-supported such that the upper portion 64 is turned down and the
lower portion 65 is turned up, and can be used in the inverted mode by bringing the housing 61 contact with the ground
at the two ground contact members 68 provided at the upper portion 65, and the connecting portion between the insertion
part 10 and the housing part. For this reason, the housing can be suitably used even in the manipulation for a prolonged
time. Furthermore, through the control of the display control unit 41 described above, showing of the display 41 is easily
seen even when being used in the inverted mode, and can be suitably used.
[0067] Although the one embodiment of the present invention has been described hitherto, the technical scope of the
invention is not limited to the above respective embodiments, but various modified examples can be made to respective
constituent elements or omissions thereof can be made, without departing from the scope of the invention.
[0068] First, the shape of the grip face in the present invention is not limited to the shape having the first slope and
the second slope as described above, and any arbitrary shapes that are convex toward the back face may be adopted.
In an endoscope apparatus 81 not part of the invention shown in FIG. 12, the grip face 82 is formed in the shape of a
spindle that is convex toward the back face. Since such a grip face 82 also fit the curve of a finger of a holding user, the
finger can be suitably arranged, and stable holding can be performed. In addition, although a hand Hd is shown by a
two-dot chain line in FIG 12 in a state where the first joystick 21 is placed at the tip side and the display part 40 is placed
at the grip side, it is also possible to turn the display part 40 up and hold the display part similarly to the above-described
endoscope apparatus 1.
[0069] FIG. 13 shows an endoscope apparatus 91 not part of the invention in which a grip face 92 is formed in the
shape of a spherical surface. Since such a grip face 92 also fit the curve of a finger F of a holding user as schematically
shown in FIG. 14A, the finger F can be suitably arranged.
[0070] FIG. 14B to FIG. 14E schematically show examples of the shape of the grip face, respectively, in bottom views
(the same state as FIG. 5) of the housing.
[0071] A grip face 94 shown in FIG. 14B or a grip face 95 shown in FIG. 14C have a first holding face 94A or 95A and
a second holding face 94B or 95B that rise up from the edges of a housing in the right-and-left direction, respectively,
and becomes convex toward the back face in the bottom view of the housing. A connecting portion between the first
holding face and the second holding face becomes a top portion 94C or 95C. In such a grip face 94 or 95, a user can
hook a portion of the finger F (for example, a first joint) on the top portion 94C or 95C, and can further stabilize holding.
In the grip face 95, the first holding face 95A and the second holding face 95B are curved with predetermined curvature
so as to become concave toward the back face. However, since the grip face has a top portion 95C, the fundamental
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shape of the grip face 95 is convex toward the back face.
[0072] A grip face 96 having a convex portion 96B that protrudes above a spherical fundamental face 96A is shown
in FIG. 14D. In such a grip face, a user also can hook a first joint of the finger F on the convex portion 96B, and can
stabilize holding.
[0073] A grip face 97 having a concave portion 97B on a spherical fundamental face 97A is shown in FIG. 14E. In
such a grip face, a user can hook a first joint of the finger F on the concave portion 97B to stabilize holding. Although
the concave portion 97B is not convex toward the back face in the grip face 97, since the grip face has the spherical
fundamental face 97A, the fundamental shape is convex toward the back face.
[0074] As such, the grip face can be suitably set according to the application of an endoscope apparatus, a target
user, or the like while having a fundamental shape that is convex toward the back face. In addition, it is sufficient if the
grip face is convex toward the back face in at least one of a side view or a bottom view of the housing. Even if the grip
face is not convex toward the back face in both of the side view and bottom view as in the endoscope apparatus 1, the
effect that the holding by a user is stabilized to a certain degree is exhibited.
[0075] In the above-described embodiments, the example in which the position of the center of gravity of the endoscope
apparatus excluding the insertion part is set within the region A1 of the connecting portion between the upper portion
and the lower portion of the housing and its surroundings has been described. However, even if the center of gravity is
out of the region A1, or even if the center of gravity is set so as to be arranged within the region A3 shown in FIG. 6, the
effect that holding and manipulation are stabilized can be obtained to a certain degree.
[0076] Furthermore, in the above-described embodiments, the example in which the ground contact members 68 for
self-supporting the housing 61 in the inverted mode are arranged at two locations apart from each other has been
described. Instead of this, however, the ground contact members may be arranged on one straight line by a predetermined
length (for example, to such a degree that two locations where the ground contact members 68 of the present embodiment
are arranged are connected together) at an upper peripheral edge portion of the upper back face 64B. Even in this way,
the housing 61 can be suitably self-supported and can be used in the inverted mode.
[0077] Moreover, in the above-described embodiments, the example in which the illumination mechanism 12 is ar-
ranged at the distal end of the insertion part 10 has been described. Instead of this, however, as in the related-art
endoscope apparatus, the light source may be arranged within the housing, and the light guide member, such as a light
guide, may be arranged within the insertion part to supply illumination light to the distal end of the insertion part.
[0078] Furthermore, although the present invention is suitably applied to an endoscope apparatus in which only a
battery can be used as a power source, a configuration in which electric power can be supplied from an external power
source in addition to the battery may be adopted. At this time, for example, the position of the center of gravity of the
endoscope apparatus excluding the insertion part may change greatly due to no mounting of a battery. In this case, an
endoscope apparatus may be provided with a dummy member, which has the same shape and size as a battery, is
lighter in weight than the battery, and which is capable of setting the position of the center of gravity within a predetermined
region in a state where the dummy member is mounted on a battery accommodating portion, and the dummy member
may be mounted on the battery accommodating portion and an endoscope apparatus may be used when an external
power source is used.
[0079] Furthermore, in the above-described embodiments, the example in which the friction members having elasticity
are attached to the first holding face and the second holding face has been described. And so forth, even if a member
that does not deform elastically is selected as the friction member, and this member is attached to each holding face so
as to enhance only the frictional coefficient, a certain effect can be exhibited.
[0080] Moreover, in the above-described embodiments, the example in which the reinforce member and the self-
supporting auxiliary member are attached to the proximal end portion of the insertion part connected to the housing has
been described. In addition, only one of the reinforcing member and the self-supporting auxiliary member may be attached
to the proximal end portion. And so forth, an endoscope apparatus capable of being self-supported only by the connecting
portion of the insertion part, and the edge of the housing at the display part without being attached to any of the reinforcing
member and the self-supporting auxiliary member may be configured.

Industrial Applicability

[0081] The invention can be widely applied to observation of a specimen at the point of an elongated insertion path,
internal observation of a specimen, or the like.

Reference Signs List

[0082]

1, 81, 91: ENDOSCOPE APPARATUS
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10: INSERTION PART
14: MANIPULATING MEMBER
15: IMAGING MECHANISM
20: MANIPULATING PART
21: FIRST JOYSTICK (MANIPULATING ROD)
21A: SWINGING CENTER
21B: DISTAL END
23: CURVING MECHANISM
40: DISPLAY PART
61: HOUSING
64A, 65A: FRONT FACE
64B: BACK FACE
65B: BACK FACE (GRIP FACE)
71: FIRST SLOPE
72: SECOND SLOPE
72A, 94A, 95A: FIRST HOLDING FACE
72B, 94B, 95B: SECOND HOLDING FACE
72C: THIRD HOLDING FACE (TOP PORTION)
82, 92, 94, 95, 96, 97: GRIP FACE
94C, 95C: TOP PORTION
A2: REGION

Claims

1. An endoscope apparatus (1) comprising:

an insertion part (10) which has an imaging mechanism (15) at a distal end portion and which is bendable and
elongated;
a display part (40) which displays an image acquired by the imaging mechanism (15);
a manipulating part (20) which performs curving manipulation of the insertion part (10); and
a housing (61) being provided with the display part (40) and the manipulating part (20) to a front face (64A)
thereof, and being connected with the insertion part (10) with a back face (64B) opposite to the front face (64A),
wherein the manipulating part (20) comprises
a swingable manipulating rod (21), and
a curving mechanism (23) that has the manipulating rod (21) and a manipulating member (14) connected thereto
and that curves the insertion part (10) as the manipulating member (14) is advanced or retracted by manipulating
the manipulating rod (21),
wherein the housing (61) has an upper portion (64) where the display part (40) is provided therewith, and a
lower portion (65) connected to the upper portion where the manipulating part (20) is provided therewith and
having the insertion part (10) connected to a back of the lower portion,
wherein the housing (61) is configured to be held such that the thumb of one hand of a user is located at a distal
end of the manipulating rod (21), the other fingers in the one hand of the user are located above and below a
proximal end of the insertion part (10) in the back face (64B), and the thumb and the other fingers face each
other, and
wherein the swinging center (21A) of the manipulating rod (21) is located inside a region specified by the portion
of the back face (64B) where the other fingers are arranged in a side view of the housing (61) when the user
holds the housing, and by a distal end of the manipulating rod (21) protruding toward the front face (64A),
characterized in that
the proximal end of the insertion part (10) connected to the lower portion (65), and the manipulating rod (21)
are coaxially arranged in a non-manipulated neutral state of the manipulating rod (21).

2. The endoscope apparatus (1) according to Claim 1,
wherein the back face (64B) has a first slope (71) and a second slope (72) that rise up toward the connected insertion
part (10), and is configured such that when the user holds the housing (61) in order to use the endoscope apparatus
(1), at least one of the other finger is arranged at each of the first slope (71) and the second slope (72).

3. The endoscope apparatus according to Claim 1 or Claim 2,
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wherein the curving mechanism (23) is a mechanical curving mechanism in which the manipulating member (14)
is advanced or retracted by manipulating the manipulating rod (21).

Patentansprüche

1. Endoskopvorrichtung (1) aufweisend:

ein Einfügungsteil, das an einem distalen Endteil einen Abbildungsmechanismus (15) aufweist und das biegbar
und länglich ausgebildet ist;
ein Anzeigeteil (40), das ein von dem Abbildungsmechanismus (15) erlangtes Bild anzeigt;
ein Betätigungsteil (20), das eine Biegeverstellung des Einfügungsteils (10) ausführt; und
ein Gehäuse (61), an dessen Vorderseite (64A) das Anzeigeteil (40) und das Betätigungsteil (20) bereitgestellt
sind, und welches das Einfügungsteil (10) mit einer Rückseite (64B) gegenüber der Vorderseite (64A) verbindet,
wobei das Betätigungsteil (20) aufweist
einen schwenkbaren Betätigungsstab (21) und
einen Biegemechanismus (23) mit dem der Betätigungsstab (21) und ein Betätigungselement (14) verbunden
sind und der das Einfügungsteil (10) biegt wenn das Betätigungselement (14) durch Betätigung des Betäti-
gungsstabs (21) vor oder zurück bewegt wird,
wobei das Gehäuse (61) ein oberes Teil (64) aufweist, an dem das Anzeigeteil (40) bereitgestellt ist, und ein
mit dem oberen Teil verbundenes unteres Teil (65), an dem das Betätigungsteil (20) bereitgestellt ist, und mit
dem mit einer Rückseite des unteren Teils verbundenen Einfügungsteil (10),
wobei das Gehäuse (61) dazu eingerichtet ist, derart gehalten zu werden, dass der Daumen einer Hand eines
Nutzers an einem distalen Ende des Betätigungsstabs (21) angeordnet ist, die anderen Finger der einen Hand
des Nutzers über und unter einem proximalen Ende des Einfügungsteils (10) an der Rückseite (64B) angeordnet
sind und sich der Daumen und die anderen Finger gegenüberstehen, und
wobei das Schwenkzentrum (21A) des Betätigungsstabs (21) in einem Bereich angeordnet ist, der durch den
Teil der Rückseite (64B), an dem die anderen Finger in einer seitlichen Ansicht des Gehäuses (61) angeordnet
sind, wenn der Nutzer das Gehäuse hält, und durch ein distales Ende des Betätigungsstabs (21), der zu der
Vorderseite (64A) hervorsteht, bestimmt ist,
dadurch gekennzeichnet, dass
das proximale Ende des mit dem unteren Teil (65) verbundenen Einfügungsteils (10) und der Betätigungsstab
(21) in einem nicht-verstellten, neutralen Zustand des Betätigungsstabs (21) koaxial angeordnet sind.

2. Endoskopvorrichtung nach Anspruch 1,
bei der die Rückseite (64B) eine erste Neigung (71) und eine zweite Neigung (72) aufweist, die zu dem verbundenen
Einfügungsteil (10) ansteigen und derart eingerichtet sind, dass, wenn der Nutzer zur Nutzung der Endoskopvor-
richtung (1) das Gehäuse (61) hält, mindestens einer der anderen Finger an jeder der ersten Neigung (71) und der
zweiten Neigung (72) angeordnet ist.

3. Endoskopvorrichtung nach Anspruch 1 oder Anspruch 2,
bei der der Biegemechanismus (23) ein mechanischer Biegemechanismus ist, bei dem das Betätigungselement
(14) durch Betätigung des Betätigungsstabs (21) nach vorne oder nach hinten bewegt wird.

Revendications

1. Appareil d’endoscopie (1) comprenant :

une partie d’insertion (10) qui comporte un mécanisme d’imagerie (15) au niveau d’une partie d’extrémité distale
et qui peut être cintrée et allongée ;
une partie d’affichage (40) qui affiche une image acquise par le mécanisme d’imagerie (15) ;
une partie de manipulation (20) qui réalise une manipulation de courbure de la partie d’insertion (10) ; et
un logement (61) étant muni de la partie d’affichage (40) et de la partie de manipulation (20) sur une face avant
(64A) de celui-ci, et étant connecté avec la partie d’insertion (10) avec une face arrière (64B) opposée à la face
avant (64A),
dans lequel la partie de manipulation (20) comprend
une tige de manipulation oscillante (21), et
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un mécanisme de courbure (23) qui comporte la tige de manipulation (21) et un élément de manipulation (14)
connectés à celui-ci et qui courbe la partie d’insertion (10) à mesure que l’élément de manipulation (14) est
avancé ou rétracté par la manipulation de la tige de manipulation (21),
dans lequel le logement (61) comporte une partie supérieure (64) dans laquelle la partie d’affichage (45) est
équipé, et une partie inférieure (65) connectée à la partie supérieure dans laquelle la partie de manipulation
(20) est équipée et ayant la partie d’insertion (10) connectée à une face arrière de la partie inférieure,
dans lequel le logement (61) est configuré pour être tenu d’une manière telle que le pouce d’une main d’un
utilisateur est placé au niveau d’une extrémité distale de la tige de manipulation (21), les autres doigts de la
main de l’utilisateur sont placés au-dessus et au-dessous d’une extrémité proximale de la partie d’insertion (10)
dans la face arrière (64B), et le pouce et les autres doigts sont en regard les uns des autres, et
dans lequel le centre d’oscillation (21A) de la tige de manipulation (21) est placé à l’intérieur d’une région
spécifiée par la partie de la face arrière (64B) où les autres doigts sont disposés dans une vue latérale du
logement (61) lorsque l’utilisateur tient le logement, et par une extrémité distale de la tige de manipulation (21)
faisant saillie vers la face avant (64A),
caractérisé en ce que
l’extrémité proximale de la partie d’insertion (10) connectée à la partie inférieure (65), et la tige de manipulation
(21) sont agencées de manière coaxiale dans un état neutre non manipulé de la tige de manipulation (21).

2. Appareil d’endoscopie (1) selon la revendication 1,
dans lequel la face arrière (64B) présente une première pente (71) et une deuxième pente (72) qui s’élèvent vers
la partie d’insertion (10) connectée, et est configurée d’une manière telle que lorsque l’utilisateur tient le logement
(61) afin d’utiliser l’appareil d’endoscopie (1), au moins l’un des autres doigts est disposé au niveau de chacune
parmi la première pente (71) et la deuxième pente (72).

3. Appareil d’endoscopie selon la revendication 1 ou la revendication 2,
dans lequel le mécanisme de courbure (23) est un mécanisme de courbure mécanique dans lequel la tige de
manipulation (14) est avancée ou rétractée par la manipulation de la tige de manipulation (21).
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