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(54) MOBILE TERMINAL

(57) There is disclosed a mobile terminal including a
first body (100) having a front surface in which a display
unit (151) is disposed and one open side, a battery re-
ceiving unit (195) formed in the first body (100), a second
body (200) coupled to one side of the first body (100), a
battery (191) coupled to the second body (200) and in-
serted in the battery receiving unit (195), a fixing hook
(106) provided in one of the first body (100) and the sec-
ond body (200), a moving hook (206) provided in the
other one of the first body (100) and the second body
(200), corresponding to the fixing hook (106), and a re-
leasing button (107) configured to release the moving
hook (206) from the fixing hook (106) by applying a pre-
determined force to the moving hook (206), wherein the
fixing hook (106) comprises an inclined surface (1061)
in one direction and a step (1062) formed in other direc-
tion, and the moving hook (206) comprises a step (2066)
formed in one direction and an inclined surface (2065)
formed in the other direction such that the mobile terminal
in accordance with the present disclosure may use the
case having the continuous surface from the lateral sur-
face to the rear surface, with no battery cover. Accord-
ingly, the exterior design of the mobile terminal may be
improved.
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Description

CROSS-REFERENCE TO RELATED APPLICATIONS

[0001] This application claims priority to Korean Patent
Application No. 10-2015-0188635, 10-2015-0188639
filed on December 29, 2015 in Korea, the entire contents
of which is hereby incorporated by reference in its entire-
ty.

BACKGROUND OF THE DISCLOSURE

Field of the Disclosure

[0002] Embodiments of the present disclosure relate
to a uni-body of a mobile terminal, with no battery which
is inserted longitudinally and no battery cover.

Background of the Disclosure

[0003] Terminals may be generally classified as mo-
bile/portable terminals or stationary terminals according
to their mobility. Mobile terminals may also be classified
as handheld terminals or vehicle mounted terminals ac-
cording to whether or not a user can directly carry the
terminal.
[0004] Mobile terminals have become increasingly
more functional. Examples of such functions include data
and voice communications, capturing images and video
via a camera, recording audio, playing music files via a
speaker system, and displaying images and video on a
display. Some mobile terminals include additional func-
tionality which supports game playing, while other termi-
nals are configured as multimedia players. More recently,
mobile terminals have been configured to receive broad-
cast and multicast signals which permit viewing of con-
tent such as videos and television programs.
[0005] As such functions become more diversified, the
mobile terminal can support more complicated functions
such as capturing images or video, reproducing music
or video files, playing games, receiving broadcast sig-
nals, and the like. By comprehensively and collectively
implementing such functions, the mobile terminal may
be embodied in the form of a multimedia player or device.
[0006] As the function are comprehensively and col-
lectively implemented to embody the mobile terminal as
the multimedia player or device, a user always carries
the mobile terminal and tends to regard an exterior design
of the mobile terminal as more important than ever. Ac-
cordingly, users are likely to prefer mobile terminals with
a clean and slim exterior design.
[0007] A mobile terminal having neither replaceable
battery nor battery cover is released for a clean and slim
exterior design. However, such a mobile terminal having
no replaceable battery has a disadvantage that recharg-
ing has to be performed quite often.

SUMMARY OF THE DISCLOSURE

[0008] Accordingly, an object of the present invention
is to address the above-noted and other problems.
[0009] An object of the present disclosure is to a mobile
terminal having a uni-body, with neither battery inserted
longitudinally nor battery cover.
[0010] Embodiments of the present disclosure may
provide a mobile terminal including: a first body having
a front surface in which a display unit is disposed and
one open side; a battery receiving unit formed in the first
body; a second body coupled to one side of the first body;
a battery coupled to the second body and inserted in the
battery receiving unit; a fixing hook provided in one of
the first body and the second body; a moving hook pro-
vided in the other one of the first body and the second
body, corresponding to the fixing hook; and a releasing
button configured to release the moving hook from the
fixing hook by applying a predetermined force to the mov-
ing hook, wherein the fixing hook comprises an inclined
surface in one direction and a step formed in other direc-
tion, and the moving hook comprises a step formed in
one direction and an inclined surface formed in the other
direction.
[0011] The releasing button may be formed in one or
more of right and left portions of the mobile terminal.
[0012] The releasing button may include a pressing
portion exposed to a right-and-left side of the first body;
a pushing portion inwardly extended from the pressing
portion to transmit the force applied to the pressing por-
tion to the moving hook; and a spring disposed between
the pressing portion and the first body.
[0013] The moving hook may include a plate spring
secured to the second body, and the releasing button
may transmit a force and deform the plate spring to re-
lease the moving hook from the fixing hook.
[0014] The fixing hook may be formed in the second
body, and the moving hook may include a first hinge
formed in one end and coupled to the pressing portion;
a hook portion formed in the other end and coupled to
the fixing hook; and a second hinge formed in the other
end of the hook portion and coupled to the first body.
[0015] The fixing hook may be formed in the second
body, and the moving hook may include a first hinge
formed in one end and coupled to the pressing portion;
a hook portion formed in the other end and coupled to
the fixing hook; and a second hinge formed in a middle
area of the hook portion and coupled to the first body.
[0016] The mobile terminal may further include a bat-
tery fixing groove provided in the battery and having a
hemispherical shape; and a battery fixing projection cou-
pled to the second body and having a curved surface
formed in one end, the curved surface corresponding to
a shape of the battery fixing groove, and configured to
be inserted in the battery fixing groove.
[0017] The first body may include a first metal portion
provided in a rear surface and a resin portion provided
in one end of the first metal portion, and the second body
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may include a second metal portion provided in an outer
surface.
[0018] The resin portion may be arranged in parallel
to an end of the display unit.
[0019] The mobile terminal may further include a main
board mounted in the first body; an inner frame mounted
in the second body and comprising an antenna pattern;
and a connection pin configured to electrically connecting
the main board and the antenna pattern to each other,
wherein the main board controls signals to be transmitted
and received via the antenna pattern.
[0020] The antenna pattern may include a connection
pin connected to the second metal portion.
[0021] The antenna pattern may include a first antenna
unit extended rightward area with respect to the first con-
nection pin connected to the main board; and a second
antenna unit extended leftward.
[0022] The resin portion may include a magnetic ma-
terial.
[0023] The mobile terminal may further include a main
board mounted in the first body; a sub board mounted in
the second body and connected with electronic compo-
nents mounted in the second body; and a connector dis-
posed in the sub board and connected to the main board.
[0024] Embodiments of the present disclosure may al-
so provide a mobile terminal including a first body having
a front surface in which a display unit is disposed and
one open side; a battery receiving unit formed in the first
body; a second body coupled to one side of the first body;
a battery coupled to the second body and inserted in the
battery receiving unit; a fixing hook provided in one of
the first body and the second body; and a moving hook
provided in the other one of the first body and the second
body, corresponding to the fixing hook.
[0025] The fixing hook may be projected in a hemi-
sphere shape, and the fixing hook may include a S-shape
curved surface having a projection and a groove formed
in one end, and the fixing hook closely may contact with
the groove of the moving hook in a state where the second
body is coupled to the first body, and when the fixing
hook contacts with the projection of the moving hook, the
moving hook may be elastically deformed to move one
end to a direction where the fixing hook is projected.
[0026] The moving hook may include a fixing groove
formed in the projection in one direction with respect to
the first body, and when the second body is coupled to
the first body, the hooking protrusion may be inserted in
the fixing groove.
[0027] One or more of the moving hook and the fixing
hook may include Poly Oxy Methylene (POM).
[0028] The moving hook comprises a cam member of
which a center is coupled to the first body or the second
body and rotatable on the center as its shaft; a first pro-
trusion projected from the outer circumferential surface
of the cam member and configured to rotate the cam
member, in close contact with the fixing hook when the
second body is moved to the first body; a second protru-
sion projected from an outer circumferential surface of

the cam member and configured to maintain the coupling
state between the first body and the second body, in close
contact with the fixing hook when the second body is
coupled to the first body; and a third protrusion projected
from the outer circumferential surface and comprising a
curved surface, the mobile terminal further comprising:
a hooking protrusion formed in one of the first body or
the second body where the cam member is secured and
configured to closely contact with the third protrusion,
and the third protrusion is provided in one area near the
hooking protrusion in a state where the second body is
decoupled from the first body and in the other area in a
state where the second body is coupled to the first body,
and a distance between the first protrusion and the sec-
ond protrusion is corresponding to the size of the hooking
protrusion.
[0029] The second body comprises a first portion in-
serted in the first body and a second portion exposed
outside; and a rubber exposed to a surface of the second
portion and having a high frictional force.
[0030] According to the embodiments of the present
disclosure, the examples of the mobile terminal in ac-
cordance with the present disclosure may use the case
having the continuous surface from the lateral surface to
the rear surface, with no battery cover. Accordingly, the
exterior design of the mobile terminal may be improved.
[0031] If using the metal case, the non-conductive ma-
terial has to be partially used for the arrangement of the
antenna. However, the body of the mobile terminal is
divided into the two bodies and the battery is replaceable.
Accordingly, the battery use time may be solved.
[0032] Further scope of applicability of the present in-
vention will become apparent from the detailed descrip-
tion given hereinafter. However, it should be understood
that the detailed description and specific examples, while
indicating preferred embodiments of the invention, are
given by illustration only, since various changes and
modifications within the spirit and scope of the invention
will become apparent to those skilled in the art from this
detailed description.

BRIEF DESCRIPTION OF THE DRAWINGS

[0033] The present invention will become more fully
understood from the detailed description given herein be-
low and the accompanying drawings, which are given by
illustration only, and thus are not limitative of the present
invention, and wherein:

FIG. 1A is a block diagram of a mobile terminal in
accordance with the present disclosure.
FIGS. 1B and 1C are conceptual views of one ex-
ample of the mobile terminal, viewed from different
directions;
FIG. 2 is a diagram illustrating a first body and a
second body of the mobile terminal which gets de-
coupled from each other;
FIG. 3 is a diagram illustrating the second body and
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a battery which are decoupled from each other;
FIG. 4 is an exploded perspective diagram of the
mobile terminal in accordance with the present dis-
closure;
FIGS. 5 and 6 are sectional diagrams illustrating one
example of a moving hook and on example of a se-
curing hook which are provided in the mobile terminal
in accordance with the present disclosure;
FIG. 7 is a diagram illustrating the second body and
the battery which are provided in the mobile terminal;
FIG. 8 is a perspective diagram illustrating another
example of the moving hook and another example
of the securing hook which are provided in the mobile
terminal;
FIG. 9 is a sectional diagram to describe an operation
of FIG. 8;
FIG. 10 is a diagram illustrating one example of a
button unit provided in the mobile terminal;
FIG. 11 is a diagram illustrating another example of
the button unit provided in the mobile terminal;
FIG. 12 is a diagram illustrating arrangement of in-
ternal components of the second body provided in
the mobile terminal; and
FIG. 13 is a sectional diagram along A-A of FIG. 1b.

DESCRIPTION OF SPECIFIC EMBODIMENTS

[0034] Description will now be given in detail according
to exemplary embodiments disclosed herein, with refer-
ence to the accompanying drawings. For the sake of brief
description with reference to the drawings, the same or
equivalent components may be provided with the same
reference numbers, and description thereof will not be
repeated. In general, a suffix such as "module" and "unit"
may be used to refer to elements or components. Use of
such a suffix herein is merely intended to facilitate de-
scription of the specification, and the suffix itself is not
intended to give any special meaning or function. In the
present disclosure, that which is well-known to one of
ordinary skill in the relevant art has generally been omit-
ted for the sake of brevity. The accompanying drawings
are used to help easily understand various technical fea-
tures and it should be understood that the embodiments
presented herein are not limited by the accompanying
drawings. As such, the present disclosure should be con-
strued to extend to any alterations, equivalents and sub-
stitutes in addition to those which are particularly set out
in the accompanying drawings.
[0035] It will be understood that although the terms
first, second, etc. may be used herein to describe various
elements, these elements should not be limited by these
terms. These terms are generally only used to distinguish
one element from another.
[0036] It will be understood that when an element is
referred to as being "connected with" another element,
the element can be directly connected with the other el-
ement or intervening elements may also be present. In
contrast, when an element is referred to as being "directly

connected with" another element, there are no interven-
ing elements present.
[0037] A singular representation may include a plural
representation unless it represents a definitely different
meaning from the context. Terms such as "include" or
"has" are used herein and should be understood that they
are intended to indicate an existence of several compo-
nents, functions or steps, disclosed in the specification,
and it is also understood that greater or fewer compo-
nents, functions, or steps may likewise be utilized.
[0038] Exemplary embodiments relevant to a control
method which is able to be embodied in the mobile ter-
minal configured of such components will be described,
with reference to the companying drawings. It is obvious
to those skilled in the related art that the embodiments
of the present disclosure may be realized into specific
types in a range beyond teachings and essential techni-
cal features of the present disclosure.
[0039] Reference is now made to FIGS. 1A-1C, where
FIG. 1A is a block diagram of a mobile terminal in ac-
cordance with the present disclosure, and FIGS. 1B and
1C are conceptual views of one example of the mobile
terminal, viewed from different directions.
[0040] The mobile terminal 10 is shown having com-
ponents such as a wireless communication unit 110, an
input unit 120, a sensing unit 140, an output unit 150, an
interface unit 260, a memory 170, a controller 180, and
a power supply unit 190. It is understood that implement-
ing all of the illustrated components is not a requirement,
and that greater or fewer components may alternatively
be implemented.
[0041] Referring now to FIG. 1A, the mobile terminal
10 is shown having wireless communication unit 110 con-
figured with several commonly implemented compo-
nents. For instance, the wireless communication unit 110
typically includes one or more components which permit
wireless communication between the mobile terminal 10
and a wireless communication system or network within
which the mobile terminal is located.
[0042] The wireless communication unit 110 typically
includes one or more modules which permit communi-
cations such as wireless communications between the
mobile terminal 10 and a wireless communication sys-
tem, communications between the mobile terminal 10
and another mobile terminal, communications between
the mobile terminal 10 and an external server. Further,
the wireless communication unit 110 typically includes
one or more modules which connect the mobile terminal
10 to one or more networks.
[0043] To facilitate such communications, the wireless
communication unit 110 includes one or more of a broad-
cast receiving module 111, a mobile communication
module 112, a wireless Internet module 113, a short-
range communication module 114, and a location infor-
mation module 115.
[0044] The input unit 120 includes a camera 121 for
obtaining images or video, a microphone 122, which is
one type of audio input device for inputting an audio sig-
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nal, and a user input unit 123 (for example, a touch key,
a push key, a mechanical key, a soft key, and the like)
for allowing a user to input information. Data (for example,
audio, video, image, and the like) is obtained by the input
unit 120 and may be analyzed and processed by control-
ler 180 according to device parameters, user commands,
and combinations thereof.
[0045] The sensing unit 140 is typically implemented
using one or more sensors configured to sense internal
information of the mobile terminal, the surrounding envi-
ronment of the mobile terminal, user information, and the
like. For example, in FIG. 1A, the sensing unit 140 is
shown having a proximity sensor 141 and an illumination
sensor 142.
[0046] If desired, the sensing unit 140 may alternatively
or additionally include other types of sensors or devices,
such as a touch sensor, an acceleration sensor, a mag-
netic sensor, a G-sensor, a gyroscope sensor, a motion
sensor, an RGB sensor, an infrared (IR) sensor, a finger
scan sensor, a ultrasonic sensor, an optical sensor (for
example, camera 121), a microphone 122, a battery
gauge, an environment sensor (for example, a barome-
ter, a hygrometer, a thermometer, a radiation detection
sensor, a thermal sensor, and a gas sensor, among oth-
ers), and a chemical sensor (for example, an electronic
nose, a health care sensor, a biometric sensor, and the
like), to name a few. The mobile terminal 10 may be con-
figured to utilize information obtained from sensing unit
140, and in particular, information obtained from one or
more sensors of the sensing unit 140, and combinations
thereof.
[0047] The output unit 150 is typically configured to
output various types of information, such as audio, video,
tactile output, and the like. The output unit 150 is shown
having a display unit 151, an audio output module 152,
a haptic module 153, and an optical output module 154.
The display unit 151 may have an inter-layered structure
or an integrated structure with a touch sensor in order to
facilitate a touch screen. The touch screen may provide
an output interface between the mobile terminal 10 and
a user, as well as function as the user input unit 123 which
provides an input interface between the mobile terminal
10 and the user.
[0048] The interface unit 260 serves as an interface
with various types of external devices that can be coupled
to the mobile terminal 10. The interface unit 260, for ex-
ample, may include any of wired or wireless ports, exter-
nal power supply ports, wired or wireless data ports,
memory card ports, ports for connecting a device having
an identification module, audio input/output (I/O) ports,
video I/O ports, earphone ports, and the like. In some
cases, the mobile terminal 10 may perform assorted con-
trol functions associated with a connected external de-
vice, in response to the external device being connected
to the interface unit 260.
[0049] The memory 170 is typically implemented to
store data to support various functions or features of the
mobile terminal 10. For instance, the memory 170 may

be configured to store application programs executed in
the mobile terminal 10, data or instructions for operations
of the mobile terminal 10, and the like. Some of these
application programs may be downloaded from an exter-
nal server via wireless communication. Other application
programs may be installed within the mobile terminal 10
at time of manufacturing or shipping, which is typically
the case for basic functions of the mobile terminal 10 (for
example, receiving a call, placing a call, receiving a mes-
sage, sending a message, and the like). It is common for
application programs to be stored in the memory 170,
installed in the mobile terminal 10, and executed by the
controller 180 to perform an operation (or function) for
the mobile terminal 10.
[0050] The controller 180 typically functions to control
overall operation of the mobile terminal 10, in addition to
the operations associated with the application programs.
[0051] The controller 180 may provide or process in-
formation or functions appropriate for a user by process-
ing signals, data, information and the like, which are input
or output by the various components depicted in Fig. 1A,
or activating application programs stored in the memory
170. As one example, the controller 180 controls some
or all of the components illustrated in FIGS. 1A-1C ac-
cording to the execution of an application program that
have been stored in the memory 170.
[0052] The power supply unit 190 can be configured
to receive external power or provide internal power in
order to supply appropriate power required for operating
elements and components included in the mobile termi-
nal 10. The power supply unit 190 may include a battery,
and the battery may be configured to be embedded in
the terminal body, or configured to be detachable from
the terminal body.
[0053] One or more of the components may be collec-
tively operated to operate and control the mobile terminal
in accordance with embodiments disclosed herewith, or
to embody a control method of the mobile terminal. The
operation and control of the mobile terminal or the control
method of the mobile terminal may be embodied on the
mobile terminal by executing or implementing one or
more application programs which are stored in the mem-
ory 170.
[0054] Referring to FIGS. 1b and 1c, the mobile termi-
nal illustrated in the drawings includes a bar type terminal
body. The terminal body may be understood as a uni-
body configured with one or more parts.
[0055] The mobile terminal 10 includes a case defining
an exterior appearance (for example, a frame, a housing,
a cover and the like). The case has a front surface with
a display unit disposed thereon and covers lateral sides
and a rear side of the mobile terminal, thereby realizing
a uni-body case.
[0056] Such a uni-body case may provide a continuous
exterior appearance only to provide a clean exterior de-
sign. In addition, a rear cover to be coupled to a rear
surface of a first case 102 is omitted such that the overall
thickness of the mobile terminal may be reduced.
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[0057] A mobile terminal having a rear case made of
metal to improve an exterior design becomes popular
recently. A case using metal to cover even a rear surface
of a mobile terminal is released as well as a case having
metal to cover only a lateral surface.
[0058] Such the rear case using metal is likely to have
a disadvantage of degrading performance of an antenna
implemented by an electromagnetic wave or generating
noise in the antenna. To solve the disadvantage, a resin
portion 1022 partially made of a non-conductive material
as shown in FIG. 1c is formed in a case using metal to
allow an antenna signal to pass through the non-conduc-
tive material 1022.
[0059] Considering a design aspect of the mobile ter-
minal and an antenna performance aspect, the non-con-
ductive material portion may be provided in a lower area
as shown in FIG. 1c. When the non-conductive material
portion accords with a lower end of the display unit, the
front side of the mobile terminal is divided by the display
unit anyhow. The appearance having unity with the front
surface may be provided accordingly.
[0060] For the exterior design with unity, a metal por-
tion 1021 is formed first and a resin portion 1022 is formed
by double-injection molding synthetic resin after that,
thereby providing a first case 102 integrally formed with
the resin portion 1022 partially exposed outside.
[0061] In the mobile terminal 10 may be disposed a
display unit 151, first and second audio output units 152a
and 152b, a proximity sensor 141, an illumination sensor
142, a light emitting unit 154, first and second cameras
121a and 121b, first and second manipulation units 123a
and 123b, a microphone 222, an interface unit 260 and
the like.
[0062] FIGS. 1B and 1C depict certain components as
arranged on the mobile terminal.
[0063] It is to be understood that alternative arrange-
ments are possible and within the teachings of the instant
disclosure. Some components may be omitted or rear-
ranged. For example, the first manipulation unit 123a
may be located on another surface of the terminal body,
and the second audio output module 152b may be locat-
ed on the side surface of the terminal body.
[0064] The display unit 151 is generally configured to
output information processed in the mobile terminal 10.
For example, the display unit 151 may display execution
screen information of an application program executing
at the mobile terminal 10 or user interface (UI) and graph-
ic user interface (GUI) information in response to the ex-
ecution screen information.
[0065] The display unit 151 outputs information proc-
essed in the mobile terminal 10. The display unit 151 may
be implemented using one or more suitable display de-
vices. Examples of such suitable display devices include
a liquid crystal display (LCD), a thin film transistor-liquid
crystal display (TFT-LCD), an organic light emitting diode
(OLED), a flexible display, a 3-dimensional (3D) display,
an e-ink display, and combinations thereof.
[0066] The display unit 151 may be implemented using

two display devices, which can implement the same or
different display technology. For instance, a plurality of
the display units 151 may be arranged on one side, either
spaced apart from each other, or these devices may be
integrated, or these devices may be arranged on different
surfaces.
[0067] The display unit 151 may also include a touch
sensor which senses a touch input received at the display
unit. When a touch is input to the display unit 151, the
touch sensor may be configured to sense this touch and
the controller 180, for example, may generate a control
command or other signal corresponding to the touch. The
content which is input in the touching manner may be a
text or numerical value, or a menu item which can be
indicated or designated in various modes.
[0068] The touch sensor may be configured in a form
of a film having a touch pattern, disposed between the
window 151a and a display on a rear surface of the win-
dow 151a, or a metal wire which is patterned directly on
the rear surface of the window 151a. Alternatively, the
touch sensor may be integrally formed with the display.
For example, the touch sensor may be disposed on a
substrate of the display or within the display.
[0069] The display unit 151 may also form a touch
screen together with the touch sensor. Here, the touch
screen may serve as the user input unit 123 (see FIG.
1A). Therefore, the touch screen may replace at least
some of the functions of the first manipulation unit 123a.
[0070] The first audio output module 152a may be im-
plemented in the form of a speaker to output voice audio,
alarm sounds, multimedia audio reproduction, and the
like.
[0071] The window 151a of the display unit 151 will
typically include an aperture to permit audio generated
by the first audio output module 152a to pass. One alter-
native is to allow audio to be released along an assembly
gap between the structural bodies (for example, a gap
between the window 151a and the front case 101). In this
case, a hole independently formed to output audio
sounds may not be seen or is otherwise hidden in terms
of appearance, thereby further simplifying the appear-
ance and manufacturing of the mobile terminal 10.
[0072] The optical output module 154 can be config-
ured to output light for indicating an event generation.
Examples of such events include a message reception,
a call signal reception, a missed call, an alarm, a schedule
notice, an email reception, information reception through
an application, and the like. When a user has checked a
generated event, the controller can control the optical
output unit 154 to stop the light output.
[0073] The first camera 121a can process image
frames such as still or moving images obtained by the
image sensor in a capture mode or a video call mode.
The processed image frames can then be displayed on
the display unit 151 or stored in the memory 170.
[0074] The first and second manipulation units 123a
and 123b are examples of the user input unit 123, which
may be manipulated by a user to provide input to the
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mobile terminal 10. The first and second manipulation
units 123a and 123b may also be commonly referred to
as a manipulating portion, and may employ any tactile
method that allows the user to perform manipulation such
as touch, push, scroll, or the like. The first and second
manipulation units 123a and 123b may also employ any
non-tactile method that allows the user to perform ma-
nipulation such as proximity touch, hovering, or the like.
[0075] FIG. 1B illustrates the first manipulation unit
123a as a touch key, but possible alternatives include a
mechanical key, a push key, a touch key, and combina-
tions thereof.
[0076] Input received at the first and second manipu-
lation units 123a and 123b may be used in various ways.
For example, the first manipulation unit 123a may be
used by the user to provide an input to a menu, home
key, cancel, search, or the like, and the second manip-
ulation unit 123b may be used by the user to provide an
input to control a volume level being output from the first
or second audio output modules 152a or 152b, to switch
to a touch recognition mode of the display unit 151, or
the like.
[0077] As another example of the user input unit 123,
a rear input unit (not shown) may be located on the rear
surface of the terminal body. The rear input unit can be
manipulated by a user to provide input to the mobile ter-
minal 10. The input may be used in a variety of different
ways. For example, the rear input unit may be used by
the user to provide an input for power on/off, start, end,
scroll, control volume level being output from the first or
second audio output modules 152a or 152b, switch to a
touch recognition mode of the display unit 151, and the
like. The rear input unit may be configured to permit touch
input, a push input, or combinations thereof.
[0078] The rear input unit may be located to overlap
the display unit 151 of the front side in a thickness direc-
tion of the terminal body. As one example, the rear input
unit may be located on an upper end portion of the rear
side of the terminal body such that a user can easily ma-
nipulate it using a forefinger when the user grabs the
terminal body with one hand. Alternatively, the rear input
unit can be positioned at most any location of the rear
side of the terminal body.
[0079] Embodiments that include the rear input unit
may implement some or all of the functionality of the first
manipulation unit 123a in the rear input unit. As such, in
situations where the first manipulation unit 123a is omit-
ted from the front side, the display unit 151 can have a
larger screen.
[0080] As a further alternative, the mobile terminal 10
may include a finger scan sensor which scans a user’s
fingerprint. The controller 180 can then use fingerprint
information sensed by the finger scan sensor as part of
an authentication procedure. The finger scan sensor may
also be installed in the display unit 151 or implemented
in the user input unit 123.
[0081] The microphone 122 is shown located at an end
of the mobile terminal 10, but other locations are possible.

If desired, multiple microphones may be implemented,
with such an arrangement permitting the receiving of ster-
eo sounds.
[0082] The interface unit 260 may serve as a path al-
lowing the mobile terminal 10 to interface with external
devices. For example, the interface unit 260 may include
one or more of a connection terminal for connecting to
another device (for example, an earphone, an external
speaker, or the like), a port for near field communication
(for example, an Infrared Data Association (IrDA) port, a
Bluetooth port, a wireless LAN port, and the like), or a
power supply terminal for supplying power to the mobile
terminal 10. The interface unit 260 may be implemented
in the form of a socket for accommodating an external
card, such as Subscriber Identification Module (SIM), Us-
er Identity Module (UIM), or a memory card for informa-
tion storage.
[0083] The second camera 121b is shown located at
the rear side of the terminal body and includes an image
capturing direction that is substantially opposite to the
image capturing direction of the first camera unit 121a.
If desired, second camera 121a may alternatively be lo-
cated at other locations, or made to be moveable, in order
to have a different image capturing direction from that
which is shown.
[0084] The second camera 121b can include a plurality
of lenses arranged along at least one line. The plurality
of lenses may also be arranged in a matrix configuration.
The cameras may be referred to as an "array camera."
When the second camera 121b is implemented as an
array camera, images may be captured in various man-
ners using the plurality of lenses and images with better
qualities.
[0085] As shown in FIG. 1C, a flash 124 is shown ad-
jacent to the second camera 121b. When an image of a
subject is captured with the camera 121b, the flash 124
may illuminate the subject.
[0086] As shown in FIG. 1B, the second audio output
module 152b can be located on the terminal body. The
second audio output module 152b may implement ster-
eophonic sound functions in conjunction with the first au-
dio output module 152a, and may be also used for im-
plementing a speaker phone mode for call communica-
tion.
[0087] At least one antenna for wireless communica-
tion may be located on the terminal body. The antenna
may be installed in the terminal body or formed by the
case. For example, an antenna which configures a part
of the broadcast receiving module 111 may be retractable
into the terminal body. Alternatively, an antenna may be
formed using a film attached to an inner surface of the
rear cover 103, or a case that includes a conductive ma-
terial.
[0088] A power supply unit 190 for supplying power to
the mobile terminal 10 may include a battery 191, which
is mounted in the terminal body or detachably coupled
to an outside of the terminal body.
[0089] The battery 191 may receive power via a power
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source cable connected to the interface unit 260. Also,
the battery 191 can be recharged in a wireless manner
using a wireless charger. Wireless charging may be im-
plemented by magnetic induction or electromagnetic res-
onance.
[0090] Such the uni-body type case cannot be decou-
pled such that a battery cannot be replaceable. In the
examples of the mobile terminal in accordance with
present disclosure may be provided a uni-body allowing
a battery to be replaced. For that, an area in contact with
the resin portion 1022 and the metal portion 204 is divided
into an upper part and a lower part as two bodies.
[0091] FIG. 2 is a diagram illustrating a first body 100
and a second body 200 of the mobile terminal 10 which
are decoupled from each other. FIG. 3 is a diagram illus-
trating a battery decoupled from the second body 200.
[0092] The illustrated example of the mobile terminal
10 is divided into an upper part and a lower part with
respect to a lower end of the display unit 151, thereby
being configured of the first body 100 having the display
unit 151 and the second body 200 coupled to the first
body 100. As one example, the second body 200 is ar-
ranged under the display unit 151. As an alternative ex-
ample, the second body 200 may be arranged on a top
of the display unit 151.
[0093] One side of the first body 100 is open and the
other side is closed. A battery receiving unit 195 for hav-
ing the battery 191 inserted therein is exposed through
the open side of the first body 100. The first body 100
includes a case 102 having right and left surfaces and a
rear surface integrally formed as one body. The uni-body
case 102 having the lateral surfaces and the rear surface
form a continuous surface has an advantage of providing
a cleaner exterior design.
[0094] The second body 200 is coupled to the open
side of the first body 100, thereby forming a bar type
mobile terminal 10 together with the first body 100. A
front surface of the mobile terminal 10 is corresponding
to a surface under the display unit 151 and a rear surface
of the mobile terminal 100 is corresponding to a surface
under the resin portion 1022 mentioned before.
[0095] Even if the uni-body case made of metal is pro-
vided, there may be a boundary with other components
such as the display unit 151. If the resin portion 1022 is
provided, there may be a boundary between the resin
portion 1022 and the metal portion 1021. Accordingly,
the boundary between the first body 100 and the second
body 200 is located to accord with the boundary between
the resin portion 1022 and the metal portion 1021 to avoid
additional boundaries.
[0096] When a battery cover provided in the rear sur-
face is decoupled from the conventional mobile terminal
10, the battery 191 is insertedly loaded in a direction to
the rear surface and replaces the old one. However, in
the example of the mobile terminal 10 shown in FIG. 3,
the battery 191 is fixed to the second body 200 and the
battery 191 is inserted in the battery receiving unit 195
of the first body 100.

[0097] A coupling portion of the second body 200 is
partially inserted in the first body 100 not to be exposed
outside. As the coupling portion of the second body 200
gets longer, the coupling state between the first body 100
and the second body 200 may be kept more stably.
[0098] A fixing projection 220 and a fixing groove 225
may be formed to fix the battery 191 to the second body
200. As shown in FIG. 2, the fixing projection 220 is fixed
to the second body 200 and the fixing projection 220 is
insertedly secured to the battery fixing groove 225 formed
in the battery 191. An end of the fixing projection is hem-
ispheric and the fixing groove 225 is also hemispheric.
When an external force is applied, the fixing projection
220 is pushed to be secured to or separated from the
fixing groove 225.
[0099] When a certain force is applied to the fixing pro-
jection 220, the fixing projection 220 is pushed and re-
turns to an original position. The fixing projection 220
may be made of a material with a predetermined elastic-
ity. For example, the fixing projection 220 made of syn-
thetic resin is partially deformed to be insertedly secured
to the fixing projection 225 and separated therefrom. The
fixing projection 220 is repeatedly deformed by the ex-
ternal force to exchange the batteries. The fixing projec-
tion 220 may have an auxiliary fixing structure configured
to facilitate the stable securing process to the second
body 200. In other words, an L-shaped coupling structure
as well as the projection secured to the fixing groove 225
may be provided only to form an F-shaped structure
shown in FIG. 2.
[0100] FIG. 4 is an exploded perspective diagram of
the mobile terminal 10 in accordance with the present
disclosure. Referring to FIG. 4, the first body 100 includes
the display unit 151, a middle frame 104 supporting a
rear surface of the display unit 151, a main board 185
mounted in a back surface of the middle frame 104 and
a first case 102 coupled to a rear surface of the middle
frame 104 and configured to serve as the rear surface
and the lateral surface of the mobile terminal 10 while
covering the main board 185 and the middle frame 104.
[0101] When the case includes a metal material, the
resin portion 1022 is formed by injection-molding syn-
thetic resin is injection-molded in the first case 102 and
the resin portion 1022 is integrally formed with the metal
portion 1022 to facilitate the coupling process with other
materials and the mounting process of the diverse com-
ponents. Even the middle frame 104 may be made of a
metal plate for the rigidity and to form a ground of the
antenna. The case may include synthetic resin partially
formed for the coupling process with the other compo-
nents.
[0102] The display unit 151 is mounted in the front sur-
face of the middle frame 104. The camera 121, the audio
output unit 152a, the proximity sensor and the like may
be arranged beyond the display unit 151. A window glass
151a coupled to the front surface of the first body 100
may be further provided and the window glass 151a may
cover the camera 121 and the proximity sensor 141 as
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well as the display unit 151. As an alternative example,
the window glass 151a may cover all area of the front
surface of the first body 100 and the front case may be
omitted.
[0103] The main board 185 and diverse components
are mounted in the rear surface of the middle frame 104.

The main board 185 may be configured in a  -shape
for the space receiving unit in which the battery 191 is
mounted, as shown in FIG. 4. A connection pin configured
to connect with the battery 191 may be provided in the
main board 185 located adjacent to the battery receiving
unit. Once inserted in the battery receiving unit, the bat-
tery 191 may connect with the main board 185.
[0104] The first case 102 may be configured with the
metal portion 1021 and the resin portion 1022. The resin
portion 1022 shown in FIG. 1c may be partially exposed
outside. The color of the resin injection-molded in the
resin portion 1022 is similar to the color of the metal por-
tion 1021, to give a continuous unity to the case 102.
Holes may be formed in the rear surface of the first case
102. The back side button 123 and the camera 121b are
disposed in the holes, respectively.
[0105] The second body 200 may be coupled to one
side of the first body 100. The case 102 may be coupled
to the front surface from the rear surface of the first body
100, like the first case 102. In this instance, for the uni-
formity with the first case 102 of the first body 100, a
second case 202 provided as a rear surface of the second
body 200 may be designed to cover a lateral surface and
one surface of the second body 200 and the first case
201 functioned as a front case may be designed to cover
only the front surface of the second body 200. For the
uniformity in an aspect of material, metal may be used
in the third case 203 provided as the front surface and in
the second case 202 provided as the rear surface of the
second body 200. The metal may be equal to the metal
used in the metal portion 1021 of the third case 102.
[0106] Inner frames 203 and 204 may be further pro-
vided in the second case 202 and the third case 201, and
the components mounted in the second body 200 may
be disposed in the inner frames 203 and 204. The inner
frames 203 and 204 may be formed by injecting synthetic
resin. A sub board 285 implemented to control the elec-
tronic components mounted in the second body 200 may
be mounted between the inner frames 203 and 204. The
sub board 285 is connected to the main board 185 via
connectors 187 and 287. The interface unit 260, the mi-
crophone 222 and the fixing projection 220 for fixing the
battery 191 may be disposed in the second body 200.
[0107] An antenna pattern may be mounted in the sec-
ond body 200. When the inner frame 204 is injection-
molded, the antenna pattern 210 is put in a mold and the
antenna pattern 210 is integrally formed with the inner
frame 204 as one body. The antenna pattern 210 may
be connected to the main board 185 and serve as an
antenna radiator implemented to radiate a signal. As an
alternative example, the antenna pattern 210 may be

connected to the second case 202 made of metal and
the second case 202 may also serve as an antenna ra-
diator.
[0108] The second case 202 of the second body 200
is partitioned off from the metal portion 1021 of the first
body 100 by the resin portion 1022, such that it may be
used as an antenna radiator. The length of the antenna
pattern 210 formed in the inner frame 204 is adjusted to
tune the frequency.
[0109] The first body 100 and the second body 200 are
coupled to each other, using hooks 106 and 206. One of
the hooks 106 and 206 is fixed and the other one is de-
formable. The pair of the hooks 106 and 206 may be
secured to or separated from each other. The former one
is referred to as a fixing hook 106 and the latter one is
referred to as a moving hook 206.
[0110] FIGS. 5 and 6 are sectional diagrams illustrating
examples of the moving hook 206 and the fixing hook
106 provided in the mobile terminal 10 in accordance
with the present disclosure. FIG. 5 shows a state before
the first body 100 and the second body 200 are coupled
to each other and FIG. 6 shows a state in which the first
body 100 and the second body 200 are coupled to each
other by securing the moving hook 206 secured to the
fixing hook 106.
[0111] The example of the mobile terminal 10 has the
fixing hook 106 formed in the first body and the moving
hook 206 formed in the second body 200. The positions
of the hooks 206 and 106 may be changed.
[0112] The fixing hook 106 is formed by a partially pro-
jected portion of the first body 100. In the drawings, a
predetermined portion of the metal portion is projected.
As an alternative example, the resin portion 1022 may
be partially projected. The fixing hook 106 formed in the
metal portion has an advantage of high rigidity.
[0113] The moving hook 206 secured to the second
body 200 is fabricated using metal or synthetic resin. Met-
al or synthetic resin is deformable in a preset range, when
fabricated as a thin moving hook. A hemisphere-shaped
groove 2062 is formed in one end of the moving hook
206, corresponding to the shape of the fixing hook 106
and a projection 2061 is projected toward the first body
100 from the hemisphere shape. One side and the other
opposite side of the projection have inclined surfaces,
respectively. The fixing hook 106 and the moving hook
206 have inclined surfaces, respectively, and the projec-
tion and the groove of the moving hook 206 form a con-
tinuous curved surface.
[0114] One surface in contact with the fixing hook 106
has a continuous curved surface in the moving hook 206.
When the user applies a force in a direction where the
first body 100 is coupled to the second body 200 or in
another direction where the first body 100 is decoupled
from the second body 200, the moving hook 206 is mov-
ing along the curved surface to facilitate the decoupling
process.
[0115] As shown in FIGS. 5 and 6, the other end 1063
of the moving hook 206 is secured to the second body
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200 by a screw 230. Accordingly, the secured process
with the second body 200 may not be changed even when
an external force is repeatedly applied to the moving hook
206. The moving hook 206 shown in FIGS. 5 and 6 may
further include a fixed end 2064 extended in the reverse
direction of the other end 2063 fixed to the screw 230.
[0116] In the illustrated example of FIG. 7, the moving
hook 206 and the fixing hook 106 may be additionally
provided toward the front surface or the rear surface as
well as toward the lateral surfaces. The fixing hook 106
is formed in the first body 100, corresponding to the mov-
ing hook 206.
[0117] One or more of the moving and fixing hooks 206
and 106 may include Poly Oxy Methylene (POM). Poly
Oxy Methylene is a polymer of formaldehyde which has
a high tensile strength, a good fatigue resistance, a high
hygroscopic property and a good weather resistance,
thereby maintaining the shape even after repeated con-
tact. The durability of the moving and fixing hooks 206
and 106 may be enhanced.
[0118] A material with a large frictional force may be
further provided in the area where the first body and the
second body 200 are coupled to each other so as to pre-
vent them separating from each other easily. A rubber
270 shown in FIG. 7 may be further provided and the
rubber 270 includes rubber and a material having a large
frictional force, for example, silicon. The rubber 270 is
more projected than the surface of the second body 200,
to be forcedly secured to the first body 100 so as to pre-
vent the first body 100 and the second body 200 from
separating from each other.
[0119] A magnet (not shown) may be provided in the
resin portion 1022 to improve the coupling force between
the first body 100 and the second body 200. The magnet
may be coupled to the second case 202 or the third case
201 which has the metal material of the second body 200
by a magnetic force.
[0120] When taking the second body 200 near the first
body 200 to couple them to each other, the first body 100
and the second body 200 are automatically coupled to
each other by the magnetic force possessed by the mag-
net and the coupling process may be performed more
easily and smoothly.
[0121] The magnet is disposed in the mold to be inte-
grally formed with the resin portion 1022 as one body,
when injection-molding the resin portion 1022.
[0122] Next, FIG. 8 is a perspective diagram illustrating
other examples of the moving hook 108 and the fixing
hook 208 provided in the mobile terminal 10. FIG. 9 is a
sectional diagram to describe an operation of the exam-
ples shown in FIG. 8. Referring to FIG. 9, the illustrated
example of the moving hook 108 may be a cam member
108 having a plurality of protrusions 1081, 1082 and
1083. The cam member 108 is rotatably coupled to the
first body 100 and protrusions are formed in an outer
circumferential surface. Each of the protrusions has a
different distance from the shaft to each outer surface.
[0123] The plurality of the protrusions may consist of

first and second protrusions 1081 and 1082 which are in
close contact with the fixing hook 208 and a third protru-
sion 1083 which is in close contact with a hooking pro-
trusion projected from the first body 100.
[0124] The fixing hook 208 is provided in the second
body 200 to pull and rotate the protrusions projected from
the cam member 108. When the second body 200 is cou-
pled to the first body 100, the fixing hook 208 pulls the
first protrusion 1081 of the cam member 108 and rotates
the cam member 108 in a first direction (in a counter-
clockwise direction in the drawing)(see FIG. 9(a)). When
the second body 200 is decoupled from the first body
100, the fixing hook 208 pulls the second protrusion 1082
and rotates the cam member 108 in a second direction
(in a clockwise direction in the drawing)(see FIG. 9(b)).
In other words, a distance between the first protrusion
1081 and the second protrusion 1082 is as far as the size
of the fixing hook 208.
[0125] The third protrusion 1083 may be further pro-
vided to restrict the rotation of the cam member 108, such
that the cam member 108 can be rotated by the restriction
of the third protrusion 1083 only when a predetermined
force or more is applied thereto. The third protrusion 1083
engages with the hooking protrusion 109 projected from
the first body 100 and the positions of the hooking pro-
trusion 109 and the third protrusion 1083 are changed
according to the rotation of the cam member 108. As
shown in FIG. 9 (a), the third protrusion 1083 is located
in an area near the hooking protrusion before the second
body 200 is coupled to the first body 100 and in the other
area after the second body 200 is coupled to the first
body 100.
[0126] In other words, the positions of the hooking pro-
trusion and the third protrusion 1083 are changed ac-
cording to the coupling state of the first body and the
second body 100 and 200. Curved surfaces are provided
in one side and the other side of the hooking protrusion
109 and the third protrusion 1083, respectively. When a
predetermined force or more is applied to the cam mem-
ber 108, the third protrusion 1083 passes over the hook-
ing protrusion 109 and the positions of the third protrusion
1083 and the hooking protrusion 109 are changed.
[0127] A slope of the inclined surface provided in the
third protrusion 1083 may be different from a slope of the
inclined surface provided in the hooking protrusion 109.
For example, the surfaces in close contact with each oth-
er when the first and second bodies 100 and 200 are
coupled to each other may be gently inclined. The other
surfaces in close contact when the bodies 100 and 200
are decoupled from each other may be steeply inclined.
In this instance, the coupling between the first body 100
and the second body 200 is performed even by a small
force and the decoupling between them is performed by
a relatively large force.
[0128] The fixing hook 106 is located in the second
body 200 and the hooking protrusion 109 is located in
the first body 100. Accordingly, the third protrusion 1083
may be located in the reverse direction with the first pro-
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trusion 1081 and the second protrusion 1082.
[0129] FIG. 10 is a diagram illustrating one example of
the button unit provided in the mobile terminal. In the
drawing, the hook disposed in the first body 100 is the
fixing hook 106 and the hook disposed in the second
body 200 is the moving hook 206. As an alternative ex-
ample, the moving hook may be disposed in the first body
100 and the fixing hook in the second body.
[0130] The moving hook 206 uses a deformable ma-
terial such as a plate spring. The fixing hook 106 is ex-
tended from the case 102.
[0131] The fixing hook 106 and the moving hook 206
include inclined surfaces 1061and 2065 and steps 1062
and 2066, respectively. The inclined surfaces 1061 and
2065 are formed in the surfaces in close contact when
the first and second bodies 100 and 200 are coupled to
each other, respectively. The fixing hook 106 has the
inclined surface 1061 in a direction to the open side of
the first body 100 and the moving hook 206 has the in-
clined surface 2065 in the other direction where the sec-
ond body 200 is coupled to the first body 100. When the
second body 200 is coupled to the first body 100, the
inclined surfaces 1061 and 2065 closely contact with
each other. As the second body 200 is getting closer to
the first body 100, the moving hook 206 is moving more
backward (rightward in the drawing).
[0132] In contrast, the steps 1062 and 2066 are formed
in the other direction of the fixing hook 106 and in one
direction of the moving hook 206, respectively. When the
fixing hook 106 and the moving hook 206 moving along
the inclined surfaces 1061 and 2065 are stopped by the
steps 1062 and 2066, the second body 200 is fixedly
coupled to the first body 100.
[0133] A releasing button 107 may be further provided
to transmit the force to the moving hook 206 to release
the steps 1062 and 2066 so as to decouple the second
body 200. The releasing button 107 consists of a pressing
portion 1072 exposed outside the first body 100 and a
pushing portion 1071 inwardly extended from the press-
ing portion 1072 to apply a force to the moving hook 206.
When the user pushes the pressing portion 1072, the
pushing portion 1071 pushes the moving hook 206 to
decouple the second 200 from the first body 100.
[0134] The releasing button 107 may further include a
flexible portion 1073 provided between the case of the
first body 100 and the pressing portion 1072 to return to
the original position after pressed by the user.
[0135] FIG. 11 is a diagram illustrating another exam-
ple of the button unit provided in the mobile terminal.
Referring to FIG. 11, the moving hook 206 is provided in
the first body 100 and the fixing hook 106 is provided in
the second body 200.
[0136] The fixing hook 106 is provided in the second
body 100 and a step 2066 is formed in the second body
200 to have the moving hook 206 secured thereto, like
the moving hook 206 of the example mentioned above.
A hook portion 2067 is formed is formed in one side of
the moving hook 206 and the hook portion 2067 is se-

cured to the fixing hook 106. The other side of the moving
hook 206 is hingedly secured to the releasing button 107
by a first hinge 2068.
[0137] A middle portion between the side and the other
side of the moving hook 206 is hingedly secured to the
first body by a second hinge 2069. When the user presses
the releasing button 107, the other side of the moving
hook 206 is moving and one side of the moving hook 206
is moving in the reverse direction. The hook portion 2067
is released from the fixing hook 106. When the releasing
button 107 is located in the second body 200, the posi-
tions of the moving hook 206 and the fixing hook 106 are
changeable.
[0138] FIG. 12 is a diagram illustrating arrangement of
components inside the second body 200. FIG. 13 is a
sectional diagram along A-A of FIG. 1b. An antenna may
be mounted in the second body 200. The wireless com-
munication unit transmits and receives a signal, using
the antenna, and signals having a different frequency
according to the length and pattern of the antenna.
[0139] As mentioned above, the metal case has the
disadvantage of the noise generated in the wireless sig-
nal of the antenna or the disadvantage of the signal sen-
sibility deterioration. The antenna patterns 2111, 2112,
2121 and 2122 may be arranged in the inner frame 204
made of synthetic resin, spaced apart from the second
case 202 made of metal.
[0140] The antenna patterns 2111, 2112, 2121 and
2122 are formed in an internal surface of the inner frame
204 to be electrically disconnected from the metal portion
202. FIG. 14 shows a state where the second case 202
of the second body 200 is removed, leaving only the an-
tenna patterns 2111, 2112, 2121 and 2122. The antenna
patterns 2111, 2112, 2121 and 2122 may be integrally
formed in the inner frame 204 by double-injection mold-
ing.
[0141] The antenna patterns 2111, 2112, 2121 and
2122 are provided with a wireless signal by the main
board 185 and emit the wireless signals. Referring to
FIG. 14, one end of the antenna pattern is connected to
the main board 185. The antenna pattern 2111, 2112,
2121 and 2122 are extended in opposite directions with
respect to the area connected to the main board 185,
respectively, and divided into a first antenna unit 211 and
a second antenna unit 212.
[0142] Techniques of wireless communication be-
come diversified and one of them requires wireless mo-
bile broadband which uses signals in diverse frequency
bands. The antenna patterns may be divided into the first
antenna unit 211 and the second antenna unit 212 which
can transmit and receive different signals.
[0143] The first antenna unit 211 is arranged in a right
portion with respect to the area connected to the main
board 185. The second antenna unit 212 may be ar-
ranged in a left portion with respect to the connected area
to the main board 185.Each of the first and second an-
tenna units 211 and 212 has a plurality of patterns. The
first antenna unit 211 of the illustrated example includes

19 20 



EP 3 188 458 A1

12

5

10

15

20

25

30

35

40

45

50

55

a first pattern and a second pattern. The first pattern 2111
and the second pattern 2112 are connected 215 to the
metal second case 202 of the second body 200 and elec-
trically connected with each other.
[0144] The second antenna unit 212 may include a
third pattern 2121 and a fourth pattern 2122. The third
pattern 2121 and the fourth pattern 2122 are connected
215 to the metal second case 202 of the second body
200 and electrically connected with each other.
[0145] Referring to FIG. 13, a direction in which electric
currents flow may be identified. Electric currents flow to
the main board 185 via the second pattern 2112, the sec-
ond case 202 and the first pattern 211 in the first antenna
unit 211. Electric currents flow to the main board 185 via
the fourth pattern 2122, the second case 202 and the
third pattern 2121 in the second antenna unit 212.
[0146] In the illustrated example, the antenna patterns
2111, 2112, 2121 and 2122 arranged in the second body
200 are separated from the second case made of metal
via the main board 185 and the connection pin 215, with
the inner frame 204 there between. The connection pins
215 and 216 may be plate-spring connection clips with
elasticity.
[0147] As described above, the mobile terminal in ac-
cordance with the present disclosure may use the case
having the continuous surface from the lateral surface to
the rear surface, with no battery cover. Accordingly, the
exterior design of the mobile terminal may be improved.
[0148] If using the metal case, the non-conductive ma-
terial has to be partially used for the arrangement of the
antenna. However, the body of the mobile terminal is
divided into the two bodies and the battery is replaceable.
Accordingly, the battery use time may be solved.
[0149] The foregoing embodiments are merely exem-
plary and are not to be considered as limiting the present
disclosure. The present teachings can be readily applied
to other types of methods and apparatuses. This descrip-
tion is intended to be illustrative, and not to limit the scope
of the claims. Many alternatives, modifications, and var-
iations will be apparent to those skilled in the art. The
features, structures, methods, and other characteristics
of the exemplary embodiments described herein may be
combined in various ways to obtain additional and/or al-
ternative exemplary embodiments. As the present fea-
tures may be embodied in several forms without depart-
ing from the characteristics thereof, it should also be un-
derstood that the above-described embodiments are not
limited by any of the details of the foregoing description,
unless otherwise specified, but rather should be consid-
ered broadly within its scope as defined in the appended
claims, and therefore all changes and modifications that
fall within the metes and bounds of the claims, or equiv-
alents of such metes and bounds, are therefore intended
to be embraced by the appended claims.

Claims

1. A mobile terminal comprising:

a display unit (151);
a first body (100) comprising a front surface in
which the display unit is disposed and one open
side;
a battery receiving unit (195) provided in the first
body;
a second body (200) coupled to the open side
of the first body;
a battery coupled to the second body (200) and
provided in the battery receiving unit;
a fixing hook (106) provided in one of the first
body (100) and the second body (200);a moving
hook (206) provided in the other one of the first
body (100) and the second body (200) and hav-
ing a shape corresponding to a shape of the fix-
ing hook; and
a releasing button (107) configured to release
the moving hook (206) from the fixing hook (106)
by applying a predetermined force to the moving
hook,
wherein the fixing hook (106) comprises a step
and an inclined surface provided in a first direc-
tion facing the open side of the first body, and
wherein the moving hook (206) comprises a step
and an inclined surface facing a direction oppo-
site the first direction.

2. The mobile terminal of claim 1, wherein the releasing
button (107) is provided in one or more of right and
left portions of the mobile terminal.

3. The mobile terminal of claim 1 or claim 2, wherein
the releasing button (107) comprises:

a pressing portion (1072) exposed to one or
more of right and left sides of the first body;
a pushing portion (1071) inwardly extended from
the pressing portion (1072) to transmit the force
applied to the pressing portion (1072) to the
moving hook; and
a spring (1073) disposed between the pressing
portion (1072) and the pushing portion.

4. The mobile terminal of one of claims 1 to 3, wherein
the moving hook is provided in the second body and
is comprised of spring steel, and
wherein the releasing button (107) is configured to
transmit a force and to elastically deform the moving
hook to release the moving hook from the fixing hook.

5. The mobile terminal of claim 3 or claim 4, wherein
the fixing hook is provided in the second body, and
wherein the moving hook comprises:
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a first hinge provided in a first end and coupled
to the pressing portion;
a hook portion provided in an end opposite to
the first end and coupled to the fixing hook; and
a second hinge provided adjacent to the hook
portion and coupled to the first body.

6. The mobile terminal of claim 5, wherein the second
hinge is provided in a middle area of the hook portion.

7. The mobile terminal of one of claims 1 to 6, further
comprising:

a battery fixing groove provided in the battery
and having a hemispherical shape; and
a battery fixing projection coupled to the second
body and having a curved surface provided at
one end thereof, the curved surface correspond-
ing to a shape of the battery fixing groove and
configured to be inserted in the battery fixing
groove.

8. The mobile terminal of one of claims 1 to 7, wherein
the first body comprises a first metal portion and a
resin portion provided at one end of the first metal
portion, and
wherein the second body comprises a second metal
portion provided on an outer surface.

9. The mobile terminal of claim 8, wherein the resin
portion is parallel to an end of the display unit.

10. The mobile terminal of claim 8 or claim 9, further
comprising:

a main board mounted in the first body;
an inner frame mounted in the second body and
comprising an antenna pattern; and
a connection pin configured to electrically con-
necting the main board and the antenna pattern
to each other,
wherein the main board controls signals to be
transmitted and received via the antenna pat-
tern.

11. The mobile terminal of claim 10, wherein the antenna
pattern comprises a connection pin connected to the
second metal portion.

12. The mobile terminal of claim 10 or claim 11, wherein
the antenna pattern comprises:

a first antenna unit attached to a first end portion
of the connection pin; and
a second antenna unit attached to a second end
portion of the connection pin,
wherein the first end portion of the connection
pin is different from the second end portion of

the connection pin.

13. The mobile terminal of one of claims 8 to 12, wherein
the resin portion comprises a magnetic material.

14. The mobile terminal of one of claims 1 to 13, further
comprising:

a main board mounted in the first body;
a sub board mounted in the second body and
connected with electronic components mounted
in the second body; and
a connector disposed in the sub board and con-
nected to the main board.

15. The mobile terminal of one of claims 1 to 14, wherein
the second body comprises:

a first portion inserted in the first body;
a second portion; and
a rubber member projected past an outer sur-
face of the second portion.
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