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Description

BACKGROUND OF THE INVENTION

1. Field of the Invention

[0001] The present invention relates to an image pro-
jection apparatus.

2. Description of the Related Art

[0002] Conventionally, there is known an image pro-
jection apparatus provided with an image forming part to
form an image with light emitted from a light source on
the basis of image data from a personal computer (PC),
video camera or the like, so that the image is projected
and displayed on a screen or the like.
[0003] The image projector apparatus is provided with
(i) a ballast board as an electrical power stabilizer for
supplying stabilized electrical power (electrical current)
to the light source with an AC (Alternate Current) voltage
corresponding to fluctuation of the light source, and (ii)
a PFC (Power Factor Correction) power source board as
a power source board for supplying electrical power to a
control board as a control unit for controlling the light
source and the image forming part. For the electrical pow-
er stabilizer and the control unit, the PFC power source
board boosts the AC voltage supplied from a power
source cable.
[0004] The PFC power source board and the ballast
board are provided with a great number of electrical el-
ements such as a capacitor, a coil, a resistor and the like.
These electrical elements generate heat to raise the tem-
perature of boards. When the temperatures of the PFC
power source board and the ballast board rise and be-
come high temperatures, the operation performance and
the durability may be lowered.
[0005] Japanese Patent Application Laid-open No.
2007-78924 discloses an image projection apparatus for
blowing air to the PFC power source board to cool the
PFC power source board by air.
[0006] However, a great number of electrical elements
such as the capacitor, the coil and the resistor are mount-
ed on the PFC power source board, as described above,
and thus the area of the board itself is large and it is long
in the flowing direction of the air. As a result, the air, which
took heat from the PFC power source board on the up-
stream side and which temperature rose, flows on the
downstream side of a flow path of the air that flows on
the PFC power source board. A portion that is not suffi-
ciently air-cooled thus may arise on the downstream side
of the flow path of the air of the PFC power source board.
The wind amount is raised by raising the rotation number
of a fan and the like serving as an air blowing unit for
blowing air to the PFC power source board or using a
large fan so that the air of low temperature can also flow
on the downstream side of the flow path of the air of the
PFC power source board. However, if the rotation

number of the air blowing unit is raised, the wind noise
increases, the noise of the apparatus increases, and the
power consumption increases.
[0007] Furthermore, an area deviated from the flow
path of the air of the air blowing unit may arise on the
PFC power source board having a large area and a por-
tion that is not air-cooled may arise depending on the
size and the arrangement position of the air blowing unit
such as a fan. Thus, a large air blowing unit is required
and the flow path of the air blown by the air blowing unit
needs to be made large, in which case, the apparatus
enlarges. Furthermore, the PFC power source board has
a large area, as described above, and has a large volume
since a great number of electrical elements are mounted
thereon. Therefore, the PFC power source board cannot
be arranged in an open space after each optical element
of the image projection apparatus is arranged, and a
space for arranging the PFC power source board needs
to be prepared anew. The matters described for the PFC
power source board also goes for the ballast board, and
are the cause of enlargement of the apparatus.
[0008] The present invention has been accomplished
in view of above problems, and aims to provide a compact
image projection apparatus and/or an image projection
apparatus capable of cooling well a power source board.
[0009] US 2007/285623 A1, US 2002/001065 A1, US
2007/291238 A1 and US 2007/236668 disclose image
projection apparatus including a light source, light from
which is used to form an image to be projected, a first
flow path, a control unit configured to control a light emis-
sion from the light source, an electrical power stabilizing
unit configured to stabilize an electrical power to be sup-
plied to the light source, and an electrical power source
unit configured to supply the electrical power to at least
one of the control unit and the electrical power stabilizing
unit. One or both of the electrical power source unit and
the electrical power stabilizing unit is/are divided into a
plurality of boards. The light source is arranged on a nor-
mal line of a surface of any of the plurality of boards. The
plurality of boards configure surfaces of the first flow path
except a surface nearest to the light source.

SUMMARY OF THE INVENTION

[0010] The invention provides an image projector in
accordance with claim 1.

BRIEF DESCRIPTION OF THE DRAWINGS

[0011]

Fig. 1 is a projector and a projection plane according
to an embodiment;
Fig. 2 is a view illustrating light paths from the pro-
jector to the projection plane;
Fig. 3 is a perspective view schematically illustrating
an internal structure of the projector;
Fig. 4 is a perspective view schematically illustrating
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a light source unit;
Fig. 5 is a perspective view illustrating optical system
components housed in a lighting unit, illustrating with
other units;
Fig. 6 is a perspective view from a direction indicated
by an arrow A in Fig. 5, schematically illustrating the
lighting unit, a projection lens unit, and an image
forming unit;
Fig. 7 is a perspective view illustrating light paths in
the lighting unit;
Fig. 8 is a perspective view illustrating the image
forming unit;
Fig. 9 is a perspective view illustrating a first optical
unit with the lighting unit and the image forming unit;
Fig. 10 is a sectional view along A-A line in Fig. 9;
Fig. 11 is a perspective view illustrating a second
optical system included in a second optical unit, with
the projection lens unit, the lighting unit, and the im-
age forming unit;
Fig. 12 is a perspective view illustrating the second
optical unit with the first optical unit, the lighting unit,
and the image forming unit;
Fig. 13 is a perspective view illustrating light paths
from the first optical system to the projection plane;
Fig. 14 is a schematic view illustrating an arrange-
ment of units in the projector;
Fig. 15 is a view illustrating a usage example of the
projector according to the embodiment;
Fig. 16 is a view illustrating a usage example of a
conventional projector;
Fig. 17 is a view illustrating a usage example of an-
other conventional projector;
Fig. 18 is a perspective view illustrating the projector
from an installation side thereof;
Fig. 19 is a perspective view illustrating a state that
an access cover is removed from the apparatus;
Fig. 20 is a schematic view illustrating airflows in the
projector;
Fig. 21 is a view illustrating the configuration illus-
trated in Fig. 20 more specifically;
Fig. 22 is a section along A-A line in Fig. 21;
Fig. 23 is a section along B-B line in Fig. 21;
Fig. 24 is a section along C-C line in Fig. 21;
Fig. 25 is a section along D-D line in Fig. 21;
Fig. 26 is a section along E-E line in Fig. 21;
Fig. 27 is a perspective view illustrating a board to
be mounted on the main body;
Fig. 28 is a perspective view illustrating a state that
an exhaust fan and a light source housing are re-
moved from the state illustrated in Fig. 27;
Figs. 29A and 29B are perspective views illustrating
a power source unit;
Figs. 30A and 30B are perspective views illustrating
a ballast board unit;
Fig. 31 is a perspective view illustrating a state that
the ballast board unit is removed from the main body;
and
Fig. 32 is a block diagram illustrating power supply.

DETAILED DESCRIPTION OF THE PREFERRED EM-
BODIMENTS

[0012] Hereinafter, embodiments of a projector as an
image projection apparatus according to the present in-
vention will be described with reference to the accompa-
nying drawings. Fig. 1 perspectively illustrates a projector
1 and a projection plane 101 such as a screen according
to an embodiment. Incidentally, in the following explana-
tion, a normal line direction of the projection plane 101
is referred to as X direction, a short axis direction (vertical
direction) of the projection plane 101 is referred to as Y
direction, and a long axis direction (horizontal direction)
of the projection plane 101 is referred to as Z direction.
[0013] As illustrated in Fig. 1, a transmissive glass 51
from which a projection image P is emitted is disposed
at a top surface of the projector 1. The projection image
P emitted from the transmissive glass 51 is projected on
the projection plane 101 such as a screen.
[0014] Furthermore, at the top surface of the projector
1, an operating part 83 by which a user operates the
projector 1 is disposed. At a side surface of the projector,
a focus lever 33 for a focus adjustment is disposed.
[0015] Fig. 2 illustrates light paths from the projector 1
to the projection plane 101.
[0016] The projector 1 is provided with (i) a light source
unit including a light source and (ii) an image forming part
A to form an image by using a light from the light source.
The image forming part A includes (i) an image forming
unit 10 provided with a DMD (Digital Mirror Device) 12
as an image forming element and (ii) a lighting unit 20
for reflecting the light from the light source to the DMD
12 so that an optical image is generated. The projector
1 is also provided with a projection optical system B to
project the image on the projection plane 101. The pro-
jection optical system B has at least one transmissive
refracting optical system and includes (i) a first optical
unit 30 provided with a first optical system 70 which is a
coaxial optical system having a positive power and (ii) a
second optical unit 40 provided with a reflecting mirror
41 and a concave mirror 42 having a positive power.
[0017] The DMD 12 is irradiated with the light from the
light source by the lighting unit 20. The light irradiated by
the lighting unit 20 is modulated to form the image. The
optical image formed by the DMD 12 is projected on the
projection plane 101 through the first optical system 70
in the first optical unit 30, and the reflecting mirror 41 and
the concave mirror 42 in the second optical unit 40.
[0018] Fig. 3 schematically and perspectively illus-
trates an internal structure of the projector 1.
[0019] As illustrated in Fig. 3, the image forming unit
10, the lighting unit 20, the first optical unit 30, the second
optical unit 40 are aligned in Y direction in the figure
among directions parallel to the projection plane and an
image plane of the projection image. The light source
unit 60 is disposed at a right side in the figure of the
lighting unit 20.
[0020] Incidentally, in Fig. 3, reference numerals 32a1
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and 32a2 refer to legs of a lens holder 32 of the first
optical unit 30, and reference numeral 262 refers to a
screw clamp portion for screwing (fixing by screw) the
image forming unit 10 to the lighting unit 20.
[0021] Next, each unit structure will be described.
[0022] First, the light source unit 60 will be described.
[0023] Fig. 4 schematically and perspectively illus-
trates the light source unit 60.
[0024] The light source unit 60 includes a light source
bracket 62. A light source 61 such as a halogen lamp, a
metal halide lamp and a high pressure mercury lamp is
mounted on the light source bracket 62. The light source
bracket 62 is provided with a connector portion 62a for
connecting with a power source side connector connect-
ed to a power source unit 80 (see Fig. 14).
[0025] A holder 64, which holds a reflector and the like,
is screwed to the upper side of the light source bracket
62 on a light emitting side of the light source 61. The
holder 64 has an emitting window 63 at an opposite side
to a side where the light source 61 is disposed. The light
emitted from the light source 61 is collected to the emitting
window 63 by the reflector 67, which is held by the holder
64, and emitted from the emitting window 63.
[0026] Light source positioning portions 64a1 to 64a3
are disposed at a top side and at X direction both ends
of a bottom side of the holder 64, for positioning the light
source unit 60 relative to a lighting bracket 26 (see Fig.
6) of the lighting unit 20. The light source positioning por-
tion 64a3 disposed at the top side of the holder 64 is a
protrusion or has a protrusion-like structure. The light
source positioning portions 64a1 and 64a2 disposed at
both ends of the bottom side of the holder 64 are holes
or have hole-like structures.
[0027] At a side surface of the holder 64, a light source
air inlet 64b is disposed for allowing an incoming flow of
the air to cool down the light source 61. At a top surface
of the holder 64, a light source air outlet 64c is disposed
for allowing an outgoing flow of the air heated by the light
source 61.
[0028] The light source bracket 62 is provided with an
airflow path 65 for allowing an incoming flow of the air
taken from an air intake blower (see Fig. 21 and the like)
as described later. At the air intake side (front side in the
figure) of the airflow path 65, openings 65a are disposed
for guiding a part of the airflow flowing into the airflow
path 65 to between the light source unit 60 and an access
cover 54 (see Fig. 7) which will be described later. The
cooling of the light source unit 60 will be described later.
[0029] A planar portion 64d2 on which the light source
positioning protrusion 64a3 is formed as illustrated in Fig.
4, and planar portions 64d1 provided with the light source
positioning holes 64a1 and 64a2 are abutting members
for abutting against the lighting bracket when pressed by
a pressing member of the access cover, as described
later.
[0030] Next, the lighting unit 20 will be described.
[0031] Fig. 5 perspectively illustrates optical system
components housed in the lighting unit 20, while also

illustrating other units.
[0032] As illustrated in Fig. 5, the lighting unit 20 in-
cludes a color wheel 21, a light tunnel 22, two relay lenses
23, a cylinder mirror 24, and a concave mirror 25, which
are held by the lighting bracket 26. The lighting bracket
26 has a housing-like portion 261 in which two relay lens-
es 23, the cylinder mirror 24, and the concave mirror 25
are housed. Among four lateral sides of the housing-like
portion 261, only right lateral side in the figure has a wall.
Other three lateral sides are opened. At the opening of
the lateral side deep in X direction in the figure, an OFF
light board 27 (see Fig. 6) is attached. At the opening of
the front lateral side in X direction in the figure, a cover
component is attached. Thereby, two relay lenses 23,
the cylinder mirror 24, and the concave mirror 25, which
are housed in the housing-like portion 261 of the lighting
bracket 26, are surrounded by the lighting bracket 26,
the OFF light board 27 (see Fig. 6), and the cover com-
ponent.
[0033] At a bottom surface of the housing-like portion
261 of the lighting bracket 26, a lighting through hole 26d
is formed for exposing the DMD 12.
[0034] The lighting bracket 26 has three legs 29. These
legs 29 abut on a base component 53 (see Fig. 19) of
the projector 1 to support weights of the first optical unit
30 and the second optical unit 40 which are stacked and
fixed on the lighting bracket 26. These legs 29 disposed
as such form a space for allowing an incoming flow of
ambient air toward a heat sink 13 (see Fig. 6) as a cooling
unit to cool down the DMD 12 of the image forming unit
10, which will be described later.
[0035] Incidentally, in Fig. 5, reference numerals 32a3
and 32a4 refer to legs of the lens holder 32 of the first
optical unit 30, and a reference numeral 45a3 refer to a
screw fix portion 45a3 of the second optical unit 40.
[0036] Fig. 6 is a perspective view from a direction in-
dicated by an arrow A in Fig. 5 and illustrates the lighting
unit 20, the projection lens unit 31, and the image forming
unit 10.
[0037] At an upper side of the housing-like portion 261
of the lighting bracket 26, an upper plate 26b is disposed
orthogonally to Y direction in the figure. At four corner of
this upper plate 26b, through holes for letting through
screws for screwing the first optical unit 30 are disposed
(in Fig. 6, through holes 26c1 and 26c2 are illustrated).
Positioning holes 26e1 and 26e2 for positioning the first
optical unit 30 to the lighting unit 20 are disposed adjacent
to the through holes 26c1 and 26c2 located at the front
side in X direction in the figure. Among two positioning
holes disposed at the front side in X direction in the figure,
the positioning hole 26e1 at a side of which the color
wheel 21 is disposed is a main reference for the position-
ing and has a round hole shape. The positioning hole
26e2 at an opposite side of the color wheel 21 installation
side is a sub reference for the positioning, and has an
elongate hole extending in Z direction. A periphery of
through hole 26c1 and a periphery of through hole 26c2
are protruded from a surface of the upper plate 26b of
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the lighting bracket 26. These protruded peripheries func-
tions as positioning protrusions 26f for positioning the
first optical unit 30 in Y direction. If the positioning accu-
racy in Y direction should be improved without employing
the positioning protrusions 26f, it is required to improve
an entire flatness of the upper plate 26b of the lighting
bracket 26. This raises the cost. On the other hand, by
employing the positioning protrusions 26f, it is enough to
improve the flatness of the positioning protrusions 26f
only. Thereby, the positioning accuracy in Y direction can
be improved, while saving the cost.
[0038] A light shielding plate 262 is disposed at the
opening of the upper plate 26b of the lighting bracket 26.
A lower portion of the projection lens unit 31 engages
with the light shielding plate 262, so that the light from
the upper side to inside of the housing-like portion 261
is shielded.
[0039] A space between the through hole 26c1 and the
through hole 26c2 of the lighting bracket 26 is cut off so
as not to be an obstacle when the second optical unit 40
is screwed to the first optical unit 30, which will be de-
scribed later.
[0040] At the color wheel side (the front side in Z di-
rection in the figure) of the lighting bracket 26, a cylinder-
like light source positioning joint portion 26a3 is disposed.
The cylinder-like light source positioning joint portion
26a3 has a vertical through hole into which the protrusion-
like light source positioning portion 64a3 (see Fig. 4)
formed on the upper surface of the holder 64 of the light
source unit 60 fits or engages. Below the light source
positioning joint portion 26a3, two protrusion-like light
source positioning joint portions 26a1 and 26a2 are dis-
posed, which engage with two hole-like light source po-
sitioning portion 64a1 and 64a2 formed on the light
source bracket 62 side of the holder 64. By engaging
three light source positioning portions 64a1 to 64a3 of
the holder 64 with three light source positioning joint por-
tions 26a1 to 26a3 formed on the lightning bracket 26 of
the lighting unit 20, the light unit 60 is positioned and fixed
to the lighting unit 20 (see Fig. 3).
[0041] To the lighting bracket 26, a lighting cover 28
for covering the color wheel 21 and the light tunnel 22 is
attached.
[0042] Fig. 7 is for explaining the light path L of the light
in the lighting unit 20.
[0043] The color wheel 21 has a disc-like shape, and
is fixed to a motor shaft of a color motor 21a. The color
wheel 21 is provided with filters such as red (R) filer,
green (G) filter, and blue (B) filter in a rotating direction.
The light collected by the reflector disposed on the holder
64 of the light source unit 60 reaches a peripheral portion
of the color wheel 21 through the emitting window 63.
The light reached the peripheral portion of the color wheel
21 is split into R, G and B in a time divided manner by
the rotation of the color wheel 21.
[0044] The light split by the color wheel 21 enters the
light tunnel. 22. The light tunnel 22 has a square cylinder
shape. The inner peripheral surface of the light tunnel 22

is a mirror surface. The light entered the light tunnel 22
is formed into a uniform surface light source while reflect-
ed multiple times on the inner surface of the light tunnel
22, and emitted to the relay lenses 23.
[0045] The light passed through the light tunnel 22
transmits two relay lenses 23, and is reflected by the
cylinder mirror 24 and the concave mirror 25, and is col-
lected on an image forming surface of the DMD 12 where
an image is formed.
[0046] Next, the image forming unit 10 will be de-
scribed.
[0047] Fig. 8 perspectively illustrates the image form-
ing unit 10.
[0048] As illustrated in Fig. 8, the image forming unit
10 is provided with a DMD board 11 to which the DMD
12 is attached. The DMD 12 is attached to a socket 11a
formed on the DMD board 11 so that the image forming
surface in which micromirrors are arranged in an array
(grid) faces upward. The DMD board 11 is provided with
a drive circuit and the like for driving the DMD mirror. A
heat sink 13 as a cooling unit to cool down the DMD 12
is fixed to a back side (an opposite side of the socket 11a
formed side) of the DMD board 1. A portion of the DMD
board 11 to which the DMD 12 is attached is opened
through. The heat sink 13 is provided with a protrusion
portion 13a (see Fig. 7) which engages with the through
hole of the DMD board 11. A leading head of the protru-
sion portion 13a is flattened. This protrusion portion 13a
is inserted into the through hole of the DMD board 11,
so that the flat portion at the leading edge of the protrusion
portion 13a abuts on the back surface (the opposite sur-
face of the image forming surface) of the DMD 12. It is
possible to improve the adhesiveness and thermal con-
ductivity between the flat portion of the protrusion portion
13a and the back surface of the DMD 12 by applying an
elastically deformable heat transfer sheet to the flat por-
tion and/or a portion of the back surface of the DMD 12
on which the heat sink 13 abuts.
[0049] By a fix unit 14, the heat sink 13 is pressured
and fixed to the DMD board 11 at a side opposite to a
side at which the socket 11a is formed. The fix unit 14
includes plate-like fix portions 14a. One of the plate-like
portions 14a faces the back surface of the DMD board
11 at a right side in the figure. The other plate-like portion
14a faces the back surface of the DMD board 11 at a left
side in the figure. Pressure portions 14b are disposed
near both ends in X direction of each fix portion 14a so
that right and left fix portions 14a are connected.
[0050] The heat sink 13 is pressured and fixed by the
fix unit 14 to the DMD board 11 at a side opposite to a
side at which the socket 11a is formed, when the image
forming unit 10 is screwed to the lighting bracket 26 (see
Fig. 6).
[0051] Now, the fix procedure of the image forming unit
10 to the lighting bracket 26 will be described. First, the
image forming unit 10 is positioned to the lighting bracket
26 so that the DMD 12 faces the opening of the lighting
through hole 26d formed at the lower surface of the light-
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ing bracket 26 of the lighting unit 20 as illustrated in Fig.
5. Next, screws are inserted from the lower side in the
figure so that each screw goes through the through hole
of the fix portion 14a and the through hole 15 of the DMD
board 11. Each screw is screwed into a screw hole
formed at the lower side of the screw portion 262 (see
Fig. 3) formed on the lighting bracket 26. As the screw
is screwed into the screw portion 262 of the lighting brack-
et 26, the pressure portion 14b presses the heat sink 13
toward the DMD board 11. Thereby, the heat sink 13 is
pressed and fixed by the fix unit 14 to a surface of the
DMD board 11 opposite to a surface on which the socket
11a is formed.
[0052] Thus, the image forming unit 10 is fixed to the
lighting unit 26. As illustrated in Fig. 5, three legs 29 also
support the weight of the image forming unit 10.
[0053] In the image forming surface of the DMD 12, a
plurality of movable micromirrors are arranged in an array
(grid). Each of micromirrors can tilt its mirror surface by
a predetermined angle around a torsion axis. Thus, each
of micromirrors can take ON position or OFF position. If
a micromirror is at ON position, the light from the light
source 61 is reflected to the first optical system 70 (see
Fig. 2), as illustrated by an arrow L2 in Fig. 7. If a micro-
mirror is at OFF position, the light from the light source
61 is reflected to the OFF light plate 27 held at the lateral
side of the lighting bracket 26 as illustrated in Fig. 6 (see
an arrow L1 in Fig. 7). Therefore, by driving each mirror
independently, it is possible to control the light projection
for each pixel of the image data and thus form the image.
[0054] The light reflected toward the OFF light plate 27
is absorbed as heat and then cooled by an ambient air
flow.
[0055] Next, the first optical unit 30 will be described.
[0056] Fig. 9 perspectively illustrates the first optical
unit 30 with the lighting unit 20 and the image forming
unit 10.
[0057] As illustrated in Fig. 9, the first optical unit 30 is
disposed above the lighting unit 20. The first optical unit
30 is provided with the projection lens unit 31 holding the
first optical system 70 (see Fig. 2) including a plurality of
lenses, and the lens holder 32 for holding this projection
lens unit 31.
[0058] The lens holder 32 has four legs 32a1 to 32a4
extending downward (in Fig. 9, only legs 32a2 and 32a3
are illustrated. The leg 32a1 is illustrated in Fig. 3, and
the leg 32a4 is illustrated in Fig. 5). A screw hole is formed
at a bottom surface of each of legs 32a1 to 32a4, for
screwing each leg to the lighting bracket 26.
[0059] The projection lens unit 31 is provided with a
focus gear 36 with which an idle gear 35 engages. The
idle gear 35 engages with a lever gear 34. A focus lever
33 is fixed to a rotational axis of the lever gear 34. The
leading edge of the focus lever 33 is exposed from the
main body as illustrated in Fig. 1.
[0060] When the focus lever 33 is moved, the focus
gear 36 is rotated via the lever gear 34 and the idle gear
35. When the focus gear 36 is rotated, the plurality of

lenses composing the first optical system 70 in the pro-
jection lens unit 31 is moved toward predetermined di-
rections so that a focus of the projection image is adjust-
ed.
[0061] The lens holder 32 has four screw through holes
32c1 to 32c4 through which screws 48 penetrate for
screwing the second optical unit 40 to the first optical unit
30 (in Fig. 9, three screw through holes 32c1 to 32c3 are
illustrated. Each of three screw through holes is illustrat-
ed in a state that a screw 48 is penetrated. The edge of
the screw 48 is viewed in the figure.) Around each of
screw through holes 32c1 to 32c4, the second optical
unit positioning protrusions 32d1 to 32d4 protruded from
the surface of the lens holder 32 are formed (in Fig. 9,
32d1 to 32d3 are illustrated).
[0062] Fig. 10 is a sectional view along A-A line in Fig.
9.
[0063] As illustrated in Fig. 10, legs 32a1 and 32a2 are
provided with positioning joint protrusions 32b1 and
32b2, respectively. The positioning joint protrusion 32b1
at the right side in the figure is inserted into the round
hole shaped positioning hole 26e1 which is formed as
the main reference at the upper plate 26b of the lighting
bracket 26. The positioning joint protrusion 32b2 at the
left side in the figure is inserted into the elongate hole
shaped positioning hole 26e2 which is formed as the sub
reference on the upper plate 26b of the lighting bracket
26. Thus, the positioning in Z direction and X direction is
done. Screws 37 are inserted into through holes 26c1 to
26c4 formed at the upper plate 26b of the lighting bracket
26, so that screws 37 are screwed into screw holes
formed on each of legs 32a1 to 32a4 of the lens holder
32, and the first optical unit 70 is positioned and fixed to
the lighting unit 20.
[0064] The upper portion of the projection lens unit 31
above the lens holder 32 is covered by a mirror holder
45 (see Fig. 12) of the second optical unit, which will be
described later. As illustrated in Fig. 3, below the lens
holder 32 of the projection lens unit 31, a portion of the
projection lens unit 31 between the lens holder 32 and
the upper plate 26b of the lighting bracket 26 of the light-
ing unit 20 is exposed. However, the light cannot enter
from this exposed portion to the light path of the image,
since the projection lens unit 31 engages with the lens
holder 32.
[0065] Next, the second optical unit 40 will be de-
scribed.
[0066] Fig. 11 perspectively illustrates the second op-
tical system included in the second optical unit 40, while
also illustrating the projection lens unit 31, the lighting
unit 20 and the image forming unit 10.
[0067] As illustrated in Fig. 11, the second optical unit
40 is provided with the reflecting mirror 41 and the con-
cavely curved mirror 42 composing the second optical
system. A reflecting surface of the curved mirror 42 may
be a spherical surface, a rotationally symmetric aspheric
surface, a free curved surface or the like.
[0068] Fig. 12 perspectively illustrates the second op-
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tical unit 40 with the first optical unit 30, the lighting unit
20, and the image forming unit 10.
[0069] As illustrated in Fig. 12, the second optical unit
40 is provided with a transmissive glass 51 for transmit-
ting the light image reflected from the curved mirror 42
and for protecting optical components in the apparatus
from dust.
[0070] The second optical unit 40 includes a mirror
bracket 43 for holding the reflecting mirror 41 and the
transmissive glass 51, a free mirror bracket 44 for holding
the curved mirror 42, and the mirror holder 45 to which
the mirror bracket 43 and the free mirror bracket 44 are
attached.
[0071] The mirror holder 45 has a box shape. Specif-
ically, it has a U shape when viewed from the upper side
in which the upper side, the bottom side, and the depth
side of X direction in the figure of the box are opened.
Edge portions of the upper opening of the mirror holder
45 extend from the front side to the depth side in X di-
rection at the front side and the depth side in Z direction.
Each of these edge portions has an inclined portion and
a parallel portion. The inclined portion inclines so that it
is raised as it goes to the depth in X direction in the figure.
The parallel portion is parallel to X direction in the figure.
The inclined portion is on the front side of the parallel
portion in X direction. An edge portion of the upper open-
ing of the mirror holder 45 extending in Z direction at the
front side in X direction in the figure is parallel to Z direc-
tion in the figure.
[0072] The mirror bracket 43 is attached to the upper
part of the mirror holder 45. The mirror bracket 43 has
an inclined surface 43a and a parallel surface 43b. The
inclined surface 43a abuts on the inclined portion of the
upper opening edges of the mirror holder 35, and inclines
so that it is raised as it goes to the depth in X direction
in the figure. The parallel surface 43b, which is parallel
to X direction, abuts on the parallel portion of the upper
opening edges of the mirror holder 45. The inclined sur-
face 43a and the parallel surface 43b have openings,
respectively. In these openings, the reflecting mirror 41
is held so that the opening of the inclined surface 43a is
closed, and the transmissive glass 51 is held so that the
opening of the parallel surface 43b is closed.
[0073] The reflecting mirror 41 is positioned and fixed
to the inclined surface 43a of the mirror bracket 43 by
pressing Z direction both ends of the reflecting mirror 41
against the inclined surface 43a of the mirror bracket 43
by a flat spring-like mirror pressing members 46. One Z
direction end of the reflecting mirror 41 is fixed by two
mirror pressing members 46, and the other Z direction
end of the reflecting mirror 41 is fixed by one mirror press-
ing member 46.
[0074] The transmissive glass 51 is positioned and
fixed to the mirror bracket 43 by pressing Z direction both
ends of the transmissive glass 51 against the parallel
surface 43b of the mirror bracket 43 by a flat spring-like
glass pressing members 47. Each Z direction end of the
transmissive glass 51 is fixed by one glass pressing

member 47, respectively.
[0075] The free mirror bracket 44 for holding the curved
mirror 42 has arms 44a at Z direction both sides thereof.
Each of arms 44a declines so that it is lowered as it goes
to the front side from the depth side in X direction in the
figure. The free mirror bracket 44 also has a connecting
portion 44b for connecting two arms 44a at an upper side
of two arms 44a. With regard to this free mirror bracket
44, arms 44a are attached to the mirror holder 45 so that
the curved mirror 42 covers the X direction depth side
opening of the mirror holder 45.
[0076] The curved mirror 42 is fixed in such a manner
that a substantial central portion of the transmissive glass
side end of the curved mirror 42 is pressed against the
connecting portion 44b of the free mirror bracket 44 by
a plate spring-like free mirror pressing member 49, and
Z direction both ends of the curved mirror 42 on the first
optical system side are fixed to arms 44a of the free mirror
bracket 44 by screws.
[0077] The second optical unit 40 is stacked on and
fixed to the lens holder 32 of the first optical unit 30. Spe-
cifically, an under surface 451 is formed under the mirror
holder 45 which faces the upper surface of the lens holder
32. The under surface 451 has four cylindrical screw
joints 45a1 to 45a4 (only 45a1 and 45a2 are illustrated
in Fig. 13, and 45a3 is illustrated in Fig. 6) formed for
screwing the second optical unit 40 to the first optical unit
30. The second optical unit 40 is fixed to the first optical
unit 30 in such a manner that screws 48 are penetrated
through screw holes 32c1 to 32c4 formed on the lens
holder 32 of the first optical unit 30, and then screwed
and fastened into screw joints 45a1 to 45a4. At this time,
the under surface of the mirror holder 45 of the second
optical unit 40 abuts on the second optical unit positioning
protrusions 32d1 to 32d4 of the lens holder 32, so that
the second optical unit 40 is positioned in Y direction and
fixed.
[0078] When the second optical unit 40 is stacked on
and fixed to the lens holder 32 of the first optical unit 30,
the upper portion of the projection lens unit 31 above the
lens holder 32 as illustrated in Fig. 9 is housed in the
mirror holder 45 of the second optical unit 40. When the
second optical unit 40 is stacked on and fixed to the lens
holder 32 of the first optical unit 30, a gap is made be-
tween the curved mirror 42 and the lens holder 32. The
idle gear 35 (see Fig. 9) is inserted into the gap.
[0079] Fig. 13 perspectively illustrates the light paths
from the first optical system 70 to the projection plane
101 (screen).
[0080] The light beam passed through the projection
lens unit 31 composing the first optical system 70 forms
an intermediate image conjugate to the image formed on
the DMD 12 between the reflecting mirror 41 and the
curved mirror 42. This intermediate image is formed as
a curved mirror image between the reflecting mirror 41
and the curved mirror 42. Next, the optical image enters
the concavely curved mirror 42, so that the intermediate
image becomes a "further enlarged image" to be project-
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ed and formed on the projection plane 101 by the curved
mirror 42.
[0081] Thus, owing to the structure in which the pro-
jection optical system is composed of the first optical sys-
tem 70 and the second optical system, the intermediate
image is formed between the first optical system 70 and
the curved mirror 42 of the second optical system, and
the intermediate image is enlarged and projected by the
curved mirror 42, the projection distance can be short-
ened. Thus, the projectors can be used in small rooms.
[0082] As illustrated in Fig. 13, the first optical unit 30
and the second optical unit 40 are stacked on and fixed
to the lighting bracket 26. Furthermore, the image forming
unit 10 is also fixed. Therefore, legs 29 of the lighting
bracket 26 are fixed to the base component 53 so that
the legs 29 support weights of the first optical unit 30, the
second optical unit 40 and the image forming unit 10.
[0083] Fig. 14 schematically illustrates an arrange-
ment of units in the projector.
[0084] As illustrated in Fig. 14, the image forming unit
10, the lighting unit 20, the first optical unit 30 and the
second optical unit 40 are arranged in a stacked manner
in Y direction which is a short axis direction of the pro-
jection plane. Relative to stacked units of the image form-
ing unit 10, the lighting unit 20, the first optical unit 30
and the second optical unit 40, the light source unit 60 is
disposed in Z direction which is a long axis direction of
the projection plane. Thus, in the present embodiment,
the image forming unit 10, the lighting unit 20, the first
optical unit 30, the second optical unit 40 and the light
source unit 60 are arranged in Y direction and Z direction
which are parallel to the projection plane 101. More spe-
cifically, the image forming unit 10 and the lighting unit
20 form the image forming part A, while the first optical
unit 30 and the second optical unit 40 form the projection
optical part B. The light source unit 60 is connected to
the image forming part A in a direction perpendicular to
a direction in which the image forming part A and the
projection optical part B are stacked. The image forming
part A and the light source unit 60 are arranged along
the same line parallel to the base component 53. The
image forming part A and the projection optical part B
are arranged along the same line perpendicular to the
base component 53, in the order of the image forming
part A and the projection optical part B from the base
component 53.
[0085] In the present embodiment, above the light
source unit 60, a power source unit 80 is stacked for
supplying an electrical power to the light source 61 and
the DMD 12. The light source unit 60, the power source
unit 80, the image forming part A and the projection op-
tical part B are housed in a case of the projector 1 made
of an outer cover (see Fig. 18), which will be described
later, covering the upper surface of the projector, the base
component 53 and the surrounding of the projector 1.
[0086] Fig. 15 illustrates a usage example of the pro-
jector 1 according to the present embodiment. Fig. 16
and Fig. 17 illustrate usage examples of conventional

projectors 1A and 1B.
[0087] As illustrated in Fig. 15 to Fig. 17, the projector
is used in such a manner that the projector is put on a
table 100 and an image is projected on the projection
plane 101 such as a white board, when used in a meeting
room or the like for example.
[0088] As illustrated in Fig. 16, in the conventional pro-
jector 1A, a DMD 12 (image forming element), a lighting
unit 20, a first optical system 70, and a second optical
system (curved mirror 42) are arranged in series in a
direction orthogonal to a plane of a projection image pro-
jected on a projection plane 101. Therefore, the projector
1A is elongated in the direction (X direction) orthogonal
to the projection plane of the projector 1A. Thus, the pro-
jector 1A occupies a space in the direction orthogonal to
the projection plane 101. Desks and chairs used by view-
ers of the image projected on the projection screen 101
are generally arranged in the direction orthogonal to the
projection plane. Thus, if the projector occupies the
space in the direction orthogonal to the projection plane,
the layout space allowed for desks and chairs is limited.
It is inconvenient.
[0089] In the projector 1B illustrated in Fig. 17, a DMD
12 (image forming element), a lighting unit 20 and a first
optical system 70 are arranged in series parallel to a
plane of a projection image projected on a projection
plane 101. Therefore, in comparison with the projector
1A illustrated in Fig. 16, a length in a direction orthogonal
to the projection plane 101 can be shortened. However,
in the projector 1B illustrated in Fig. 17, relative to the
lighting unit 20, a light source 61 is arranged in the direc-
tion orthogonal to the plane of the projection image.
Therefore, the length in the direction orthogonal to the
projection plane 101 of the projector cannot be sufficient-
ly shortened.
[0090] On the other hand, in the projector 1 according
to the present embodiment illustrated in Fig. 15, the im-
age forming part A composed of the image forming unit
10 and the lighting unit 20 and the projection optical part
B composed of the first optical unit 30 and the reflecting
mirror 41 are arranged in series along Y direction in the
figure among directions parallel to the projection plane
101 and the image plane of the projection image project-
ed on the projection plane 101. Furthermore, the light
source unit 60 and the lighting unit 20 are arranged in
series along Z direction in the figure among directions
parallel to the plane of the projection image projected on
the projection plane 101. Namely, the projector 1 accord-
ing to the present embodiment has a configuration in
which the light source unit 60, the image forming unit 10,
the lighting unit 20, the first optical unit 30, and the re-
flecting mirror 41 are arranged in directions (Z and Y di-
rections in the figure) parallel to the plane of the projection
image projected on the projection plane 101. Each of the
light source unit 60, the image forming unit 10, the lighting
unit 20, the first optical unit 30, and the reflecting mirror
41 is arranged so as to intersect a plane parallel to the
projection plane and the image plane of the projection

13 14 



EP 3 264 172 B1

9

5

10

15

20

25

30

35

40

45

50

55

image. Thus, since the light source unit 60, the image
forming unit 10, the lighting unit 20, the first optical unit
30, and the reflecting mirror 41 are arranged in directions
(Z and Y directions in the figure) parallel to the plane of
the projection image projected on the projection plane
101, a length in a direction (X direction in the figure) or-
thogonal to the projection plane 101 can be shortened
as illustrated in Fig. 15, in comparison with projectors
illustrated in Fig. 16 and Fig. 17. Thereby, the projector
1 cannot be an obstacle for the layout of desks and chairs
in view of spaces. Thus, it is possible to provide the con-
venient projector 1.
[0091] In the present embodiment, as illustrated in Fig.
14, above the light source unit 60, the power source unit
80 for supplying the electrical power to the light source
61 and the DMD 12 is disposed in a stacked manner.
Thereby, a length of the projector 1 in Z direction is also
shortened.
[0092] In the present embodiment, the second optical
system is composed of the reflecting mirror 41 and the
curved mirror 42. However, the second optical system
may be composed only of the curved mirror 42. The re-
flecting mirror may be a flat mirror, a mirror having a pos-
itive refractive power, or a mirror having a negative re-
fractive power. In the present embodiment, the concave
mirror is used as the curved mirror 42. However, a convex
mirror may be used. In this case, the first optical system
70 is configured so that an intermediate image is not
formed between the first optical system 70 and the curved
mirror 42.
[0093] The light source 61 is to be replaced periodical-
ly, since its life time ends after use over time. For this
purpose, in the present embodiment, the light source unit
60 is arranged detachably from and attachably to the
main body.
[0094] Fig. 18 perspectively illustrates an installation
side of the projector 1.
[0095] As illustrated in Fig. 18, the base component 53
constituting the bottom surface of the projector 1 is pro-
vided with an access cover 54 (openalble/closenable
cover). The access cover 54 is provided with a rotating
operating member 54a. The rotating operating member
54a can be rotated to release the lock between the ac-
cess cover 54 and the main body, so that the access
cover can be removed from the main body. Electrical
power air inlets 56 are disposed adjacent in X direction
to the access cover 54 of the base component 53.
[0096] As illustrated in Fig. 18, in one of XY planes of
an outer cover 59 of the projector 1, an air inlet 84, and
an external input portion 88 from which the image data
or the like is input from an external device such as a PC
are disposed.
[0097] Fig. 19 perspectively illustrates a state that the
access cover 54 is removed from the main body.
[0098] As illustrated in Fig. 19, if the access cover 54
is removed, a side of the light source bracket 62 opposite
to a side on which the light source 61 is mounted in the
light source unit 60 is exposed. A handle portion 66 is

rotatably attached to the light source bracket 62 so that
the handle portion 66 can rotate around a dotted line 01
in the figure relative to the light source bracket 62.
[0099] When the light source unit 60 is to be removed
from the main body, the handle portion 66 is rotated,
pinched and pulled toward the nearer side in the figure,
so that the light source unit 60 is removed from the open-
ing of the main body. When the light source unit 60 is to
be mounted to the main body, the light source unit 60 is
inserted from the opening of the main body. As the light
source unit 60 is inserted into the main body, the con-
necting portion 62a as illustrated in Fig. 4 connects with
the power source side connector of the main body. Three
light source positioning portions 64a1 to 64a3 of the hold-
er 64 as illustrated in Fig. 4 engage with three light source
positioning joint portions 26a1 to 26a3 formed on the
lighting bracket 26 of the lighting unit 20 as illustrated in
Fig. 6, so that the light source unit 60 is positioned to the
main body. Thus, the mounting of the light source unit
60 is completed. Then, the access cover 54 is attached
to the base component 53. In the present embodiment,
the light source unit 60 has the handle portion 66. How-
ever, an airflow path 65 protruded toward the access cov-
er 54 as illustrated in Fig. 19 may be used as the handle
portion.
[0100] The base component 53 has three legs 55. By
rotating these legs 55, the protruded extent of legs 55
from the base component 53 can be changed, and the
adjustment in the height direction (Y direction) can be
done.
[0101] As illustrated in Fig. 19, in the other XY plane
of the outer cover 59, an exhaust outlet 85 is disposed.
[0102] Fig. 20 is a view illustrating air flows in the pro-
jector 1 according to the present embodiment. In Fig. 20,
the projector 1 is viewed from the direction (X direction)
orthogonal to the projection plane 101. In Fig. 21, sche-
matically illustrated components in Fig. 20 are specifically
illustrated carrying the same reference numerals. In Fig.
20 and Fig. 21, arrows indicate directions to which air
flows. Fig. 22 is a cross section along A-A line of Fig. 21.
Fig. 23 is a cross section along B-B line of Fig. 21. Fig.
24 is a cross section along C-C line of Fig. 21. Fig. 25 is
a cross section along D-D line of Fig. 21. Fig. 26 is a
cross section along E-E line of Fig. 21.
[0103] As illustrated in Fig. 20, at one side (left side in
the figure) of the projector 1, the air inlet 84 is formed for
taking an ambient air into the projector 1. At another side
(right side in the figure) of the projector 1, the exhaust
outlet 85 is formed for discharging the air inside of the
projector 1. An exhaust fan 86 is disposed so as to face
the exhaust outlet 86.
[0104] The exhaust outlet 85 and a part of the air inlet
84 are located at a level between the light source unit 60
and the operating part 83, when the projector 1 is viewed
from the direction (X direction) orthogonal to the projec-
tion plane 101. Furthermore, a flow path is formed be-
tween the back surface of the curved mirror 42 and the
outer cover 59 facing the back surface of the curved mir-
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ror 42 for allowing the airflow therethrough. Thereby, the
ambient air taken from the air inlet 84 flows to ZY plane
of the mirror holder 45 and the back surface of the curved
mirror 42 of the second optical unit 40 as illustrated in
Fig. 12. Along the mirror holder 45 and the back surface
of the curved mirror 42, the air flows toward the exhaust
outlet 85 (see Fig. 22, Fig. 24, and Fig. 26). The curved
mirror 42 is a concave mirror having a positive power as
mentioned above. The back surface of the curved mirror
42 has a convex shape almost along the front side shape
thereof. The power source unit 80 disposed above the
light source unit 60 has an almost U shape without only
an edge on the light source unit side 60 when viewed
from Z direction in the figure (see Fig. 23). The air taken
from the air inlet 84 flows along the mirror holder 45 and
the back surface of the curved mirror 42 toward the ex-
haust outlet 84, so that the air flows into a space sur-
rounded by the power source unit 80 on three sides of
the space excepting the light source unit 60 side and is
then discharged from the exhaust outlet 85.
[0105] Thus, the exhaust outlet and the part of the air
inlet are located at a level between the light source unit
60 and the operating part 83 when the projector 1 is
viewed from the direction (X direction) orthogonal to the
projection plane 101. Thereby, there is generated the
airflow which flows between the light source unit 60 and
the operating part 83 and is then discharged from the
exhaust outlet 85.
[0106] A light source blower 95 (see Fig. 25) is dis-
posed at a position allowing for suctioning the air around
the color motor 21a (see Fig. 5) to drive and rotate the
color wheel 21 of the lighting unit 20. Thereby, the color
motor 21a and the light tunnel 22 can be cooled by the
airflow generated by the air suction of the light source
blower 95.
[0107] The air suctioned by the light source blower 95
flows to the light source air inlet 64b (see Fig. 4) of the
holder 64 through the light source duct 96. A part of the
air flows into the light source duct 96 flows from an open-
ing 96a, which is formed on the light source duct 96 on
a side facing the outer cover 59 (see Fig. 19), to between
the light source housing 97 and the outer cover 59.
[0108] The air flowing from the opening 96a of the light
source duct 96 to between the light source housing 97
and the outer cover 59 cools down the light source hous-
ing 97 and the outer cover 59, and is then discharged
from the exhaust outlet 85 by the exhaust fan 86.
[0109] The air flowing to the light source air inlet 64b
flows into the light source 61. After cooling the light source
61, the air is discharged from the light source air outlet
64c formed on the upper surface of the holder 64. The
air discharged from the light source air outlet 64c flows
toward the exhaust outlet 85 along a fluid guide 87 from
the opening on the top surface of the light source housing
97 as illustrated in Fig. 21. Then, the air is mixed with the
low temperature air which flows along the outside of the
second optical unit 40 and flows into the space surround-
ed by the power source unit 80. Then, the air is dis-

charged from the exhaust outlet 85 by the exhaust fan
86. Thus, the high temperature air discharged from the
light source air outlet 64c is mixed with the ambient air
and then discharged to the ambient. Thereby, it is pos-
sible to prevent the temperature rise of the air discharged
from the exhaust outlet 85. Incidentally, the fluid guide
87 is not necessarily required. Even if the fluid guide 87
is not equipped, the high temperature air exhausted from
the light source exhaust outlet 64c is exhausted from the
exhaust outlet 85 by the airflow toward the exhaust outlet
85 from the air inlet 84 via the back surface of the curved
mirror 42 in a space surrounded by a main PFC power
source board 80a and a sub PFC power source board
80b, which will be described later. On the other hand,
employing the fluid guide 87 can prevent the high tem-
perature air, which is exhausted from the light source
exhaust outlet 64c, from flowing directly to near the main
PFC power source board 80a and the sub PFC power
source board 80b. However, if it is attempted to avoid all
the high temperature air, which is exhausted from the
light source exhaust outlet 64c, from the main PFC power
source board 80a and the sub PFC power source board
80b, all the high temperature air is not mixed with the air
passed through the back surface of the curved mirror 42.
Thus, all the high temperature air is exhausted from the
exhaust outlet 85 without cooling or lowering its temper-
ature. Therefore, the exhaust outlet 85 becomes hot.
Therefore, it is better for the user that at least a part of
the air exhausted from the light source exhaust outlet
64c and passed through the fluid guide 87 flows through
the space surrounded by the main PFC power source
board 80a and the sub PFC power source board 80b.
That is because the air is certainly mixed with the air
flowing from the air inlet 84 to the exhaust outlet 85 via
the back surface of the curved mirror 42.
[0110] The operating part 83 operated by the user is
preferably formed on the upper surface of the apparatus
for the easy operation by the user. In the present embod-
iment, however, since the transmissive glass 51 is dis-
posed on the upper surface of the projector 1 for the
purpose of projecting the image on the projection plane
101, the operating part 83 needs to be disposed above
the light source 61 as if they overlap each other when
the projector 1 is viewed from the Y direction.
[0111] In the present embodiment, the high tempera-
ture air after cooling the light source 61 is guided to the
exhaust outlet 85 by the airflow from the air inlet 84 to
the exhaust outlet 85 between the light source unit 60
and the operating part 83. This high temperature air is
prevented from flowing to the operating part 83. Thereby,
the operating part 83 is prevented from being heated by
the high temperature air after cooling the light source 61.
Furthermore, a part of the air which flows from the air
inlet 84 to the exhaust outlet 85 via the outside of the
second optical unit 40 cools the operating part 83 by flow-
ing beneath the operating part 83. This also contributes
to the prevention of the temperature rise of the operating
part 83.

17 18 



EP 3 264 172 B1

11

5

10

15

20

25

30

35

40

45

50

55

[0112] Owing to the air suction of the exhaust fan 86,
the ambient air is suctioned from the power source air
inlets 56 formed on the base component 53 as illustrated
in Fig. 19. At the X direction depth side in the figure be-
yond the light source housing 97, a ballast board 3a (see
Fig. 24 and Fig. 25) for supplying a stabilized electrical
power (electrical current) to the light source 61 is dis-
posed. The ambient air suctioned from the power source
air inlets 56 moves upward through between the light
source housing 97 and the ballast board 3a. While this
movement, the air cools the ballast board 3a. Then, the
air flows into the space surrounded by the power source
unit 80 disposed above the ballast board. Then, the air
is discharged from the exhaust outlet 85 by the exhaust
fan 86.
[0113] In the present embodiment, the fan which gen-
erates the airflow from the air inlet 84 to the exhaust outlet
85 is disposed as the exhaust fan 86 at the exhaust side.
Therefore, in comparison with a case that the fan is dis-
posed at the air inlet side, an amount of air supplied to
the inside of the apparatus from the air inlet 84 can be
increased. If the fan is disposed near the air inlet 84, an
amount of the ambient air flowing to the inside of the
apparatus decreases because of the second optical unit
40, since the second optical unit 40 is located in a direc-
tion to which the air is directed by the fan. On the other
hand, in the case that the fan is disposed as the exhaust
fan 86 near the exhaust outlet 85, there is no object in a
direction beyond the exhaust outlet 85, usually. There-
fore, an amount of the air exhausted by the exhaust fan
86 does not decrease. Therefore, the air is taken from
the air inlet 84 as much as the air exhausted by the ex-
haust fan 86. Consequently, an amount of the air supplied
from the air inlet to the inside of the apparatus does not
decrease. Therefore, it is possible to make airflow from
the air inlet 84 to the exhaust outlet 85 with a predeter-
mined pressure. Thereby, the heated air raised from the
light source 61 can be advantageously directed to the
exhaust outlet 85 by the airflow from the air inlet 84 to
the exhaust outlet 85.
[0114] At the lower left side of the main body in the
figure, a cooling unit 120 is disposed for cooling the heat
sink 13 of the image forming unit 10 and the light source
bracket 62 of the light source unit 60. The cooling unit
120 is provided with an air intake blower 91, a vertical
duct 92, and a horizontal duct 93.
[0115] The air intake blower 91 is disposed facing the
air inlet 84 at the lower part of the inlet 84. The ambient
air is taken from one side of the blower 91 facing the air
inlet 84 through the air inlet 84. The air inside of the ap-
paratus is taken from the other side of the blower 91
which is opposite to the one side facing the air inlet 84.
The taken air is directed to the vertical duct 92 disposed
under the blower 91. The air directed to the vertical duct
92 moves downward and is then directed to the horizontal
duct 93 connected to the vertical duct 92 at the lower part
of the duct 92.
[0116] A heat sink 13 is disposed in the horizontal duct

93. The heat sink 13 is cooled by the air flowing in the
horizontal duct 93. By cooling the heat sink 13, the DMD
12 can be cooled effectively. Thus, the DMD 12 can be
prevented from being heated to high temperature.
[0117] The air moved through the horizontal duct 93
flows in the airflow path 65 or the openings 65a formed
in the light source bracket 62 of the light source unit 60
as illustrated in Fig. 4. The air entered the openings 65a
flows to between the access cover 54 and the light source
bracket 62, so that the access cover 54 is cooled.
[0118] On the other hand, the air entered the airflow
path 65 cools the light source bracket 62 and then flows
to a part of the light source 61 opposite to the emitting
side of the light source 61, so that a part of the light source
61 opposite to the reflecting surface of the reflector 67 is
cooled. Thus, the reflector 67 of the light source 61 is
cooled. Therefore, the air flowing through the airflow path
65 takes heat from both the light source bracket 62 and
the light source 61. The air passed around the reflector
67 flows through an exhaust duct 94 which directs the
air from a level (height) of the light source bracket 62 to
a level around the lower portion of the exhaust fan 86.
Then, the air combines with the air discharged from the
light source air outlet 64c, and flows to the exhaust outlet
85 through a fluid guide 87. The air is discharged from
the exhaust outlet 85 by the exhaust fan 86. On the other
hand, the air which flows between the access cover 54
and the light source bracket 62 through the openings 65a
moves inside of the apparatus after cooling the access
cover 54, so that the air is discharged from the exhaust
outlet 85 by the exhaust fan 86.
[0119] The light source bracket 62 is provided with the
airflow path 65, so that the light source bracket 62 is
cooled and thereby the temperature rise of the light
source 61 is suppressed. Thereby, even if the amount of
the air which flows into the light source 61 is decreased
in comparison with the conventional amount, the light
source 61 can be cooled well. Thereby, it is possible to
reduce the rotation speed (rpm) of the light source blower
91. Thus, a wind noise (kazekirion) of the light source
blower 95 can be reduced. Furthermore, since the rota-
tion speed (rpm) of the light source blower 95 can be
reduced, the electrical power for the apparatus can be
saved.
[0120] Fig. 27 perspectively illustrates a board to be
arranged in the main body.
[0121] As illustrated in Fig. 27, the projector 1 accord-
ing to the present embodiment is provided with a control
board 2 as a control unit for controlling, for example, drive
of the DMD 12, which is the image forming element, a
ballast board unit 3 including the ballast board 3a (see
Fig. 24) as an electrical power stabilizing unit for supply-
ing a stabilized electrical power (current, voltage) to the
light source 61, and the power source unit 80 including
a PFC power source board as an electrical power source
unit for boosting the AC voltage supplied from the power
source cable and supplying the power to the control board
2 and the ballast board 3a.
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[0122] Fig. 28 perspectively illustrates a state that the
exhaust fan 86 and the light source housing 97 are re-
moved from the state illustrated in Fig. 27.
[0123] As illustrated in Fig. 28, the control board 2 is
arranged to face the side surface (ZY plane) of the illu-
mination unit 20 and the first optical unit 30. The ballast
board unit 3 is arranged at a position adjacent to the
control board 2 in the Z direction (horizontal direction),
and adjacent to the light source unit 60 in the X direction
(direction orthogonal to the projection image). The power
source unit 80 is arranged on the upper side of the light
source unit 60 and the ballast board unit 3. The power
source unit 80 includes a thermal switch 182 for shielding
the supply of voltage from the power source cable when
its temperature becomes higher than or equal to a pre-
determined temperature.
[0124] Figs. 29A and 29B are perspective views illus-
trating the power source unit 80.
[0125] As illustrated in Figs. 29A and 29B, and Fig. 23,
the PFC power source board of the power source unit 80
is divided into the main PFC power source board 80a as
a first power source board and the sub PFC power source
board 80b as a second power source board. The main
PFC power source board 80a is attached to a substan-
tially L-shaped main board holder 81, and the sub PFC
power source board 80b is attached to a sub board holder
82. The light source unit 60 and the light source 61 are
arranged on a normal line of the main PFC power source
board 80a.
[0126] The main board holder 81 includes a board at-
taching surface 81a to which the main PFC power source
board 80a is attached on the lower surface, and a cover
surface 81b extending downward from the near side end
in the X direction in the figure of the board attaching sur-
face 81a.
[0127] The sub board holder 82 is attached to the near
side end in the X direction in the figure of the board at-
taching surface 81a so that the sub PFC power source
board 80b faces the cover surface 81b. The thermal
switch 182 is arranged on the sub PFC power source
board 80b. As illustrated in Fig. 27, a plurality of boards
configuring the power source unit 80, specifically, the
main PFC power source board 80a and the sub PFC
power source board 80b are attached to the main body
so as to surround the air suction inlet of the exhaust fan
86 with the board attaching surface 81a of the main board
holder 81, the cover surface 81b, and the sub board hold-
er 82.
[0128] The main PFC power source board 80a, the sub
PFC power source board 80b, and the cover surface 81b
are arranged to form a flow path that surrounds the flow
of air flowing towards the exhaust fan 86 by the intake of
the exhaust fan 86 as the air blowing unit, that is, to form
two surfaces of the flow path for guiding the air flowing
towards the exhaust outlet 85 from different directions.
The power source unit 80 may be configured by three
boards to become three surfaces of the flow path. If the
fluid guide 87 is arranged, the space partially surrounded

by the main PFC power source board 80a and the sub
PFC power source board is the flow path from the fluid
guide 87 to the exhaust outlet 85. If the fluid guide 87 is
not arranged, the space partially surrounded by the main
PFC power source board 80a and the sub PFC power
source board 80b is the flow path from the light source
exhaust outlet 64c to the exhaust outlet 85. It also func-
tions as a flow path of the air flowing from the air inlet 84
towards the exhaust outlet 85 via the back surface of the
curved mirror 42. More specifically, the main PFC power
source board 80a and the sub PFC power source board
80b are arranged to become two surfaces of a substan-
tially quadratic column or a polygonal column connecting
to the surface exhausting the air of the exhaust fan 86
so as to enable the movement of the air. Neither the main
PFC power source board 80a nor the sub PFC power
source board 80b is arranged on the surface closest to
the light source unit 60 of the four surfaces of the sub-
stantially quadratic column so as not to inhibit the flow of
air from the light source unit 60 towards the exhaust outlet
85. Moreover, neither the main PFC power source board
80a nor the sub PFC power source board 80b is arranged
on the surface closest to the exterior cover on the oppo-
site side of the projection surface of the surfaces of the
substantially quadratic column, so that the flow of air flow-
ing towards the exhaust outlet 85 along the back surface
of the curved mirror 42 having a concave surface shape
is not inhibited, and the speed of the flow of air flowing
towards the exhaust outlet 85 along the back surface of
the curved mirror 42 having a concave surface shape is
not affected. Not arranging the main PFC power source
board 80a and the sub PFC power source board 80b on
the surface closest to the exterior cover on the opposite
side of the projection surface of the surfaces of the sub-
stantially quadratic column means the same as not ar-
ranging the main PFC power source board 80a and the
sub PFC power source board 80b on the cover surface
81b of the power source unit 60. The curved mirror 42 is
a concave mirror having a positive power, as described
above, and the back surface of the concave mirror 42
has a convex shape almost along the concave shape of
the front surface. The flow path formed by the main PFC
power source board 80a and the sub PFC power source
board 80b is fluidically connected with the flow path (sec-
ond flow path) formed by the back surface of the curved
mirror 42 and the exterior cover 59 facing the back sur-
face of the curved mirror 42. Incidentally, "fluidically con-
nected" herein means that the air can continuously flow
through the "fluidically connected" flow paths. Thereby,
the air taken from the air inlet 84 at the side surface of
the exterior cover 59 and flowed towards the exhaust
outlet 85 along the back surface of the concave mirror
42 is exhausted from the exhaust outlet 85 by the exhaust
fan 86 through a space surrounded by the sub PFC power
source board 80b, the main PFC power source board
80a, and the cover surface 81b. Thus, although the main
PFC power source board 80a and the sub PFC power
source board 80b are heated by the light source unit 60
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and the fluid guide 87, they are cooled by the air flowing
towards the exhaust outlet 85 along the back surface of
the concave mirror 42, so that the temperature rise of the
main PFC power source board 80a and the sub PFC
power source board 80b can be suppressed. Moreover,
the apparatus can be downsized by arranging the power
source unit 80 in a space that could not be conventionally
used as a place to arrange the power source unit 80 due
to the problem of waste heat from the light source 61.
[0129] When the main PFC power source board 80a
and the sub PFC power source board 80b are aligned in
the air flowing direction, the PFC power source board
arranged on the downstream side of the air flowing di-
rection is cooled by the air heated by the PFC power
source board on the upstream side, and thus the PFC
power source board on the downstream side is not suf-
ficiently cooled. However, the main PFC power source
board 80a and the sub PFC power source board 80b can
be cooled with low temperature air by arranging the main
PFC power source board 80a and the sub PFC power
source board 80b so as to surround the airflow from the
air inlet 84 toward the exhaust outlet 85. The main PFC
power source board 80a and the sub PFC power source
board 80b, that is, the entire PFC power source boards
thus can be satisfactorily cooled even in the area sub-
jected to the influence of high temperature air exhaust
from the light source unit 60.
[0130] The air suction inlet of the exhaust fan 86 is
surrounded by a surface of the main PFC power source
board 80a on which electrical elements such as a coil, a
capacitor and a resistor are arranged, a surface of the
sub PFC power source board 80b on which such electri-
cal elements are arranged, and the cover surface 81b.
Thereby, the low temperature air taken from the air inlet
84 can be brought into contact with the electrical ele-
ments such as the coil and the capacitor that generate
heat, and the PFC power source boards can be efficiently
cooled.
[0131] In the present embodiment, since the sub PFC
power source board 80b is disposed orthogonal to the
surface of the main PFC power source board 80a, the
apparatus can be downsized compared to when the main
PFC power source board 80a and the sub PFC power
source board 80b are arranged side by side such that
the main PFC power source board 80a surface and the
sub PFC power source board surface are parallel.
[0132] In the above description, the power source unit
80 has a shape that causes the sub PFC power source
board to face the cover surface 81b. However, another
arrangement is possible so that the sub PFC power
source board 80b faces the main PFC power source
board 80a. With this arrangement as well, the main PFC
power source board 80a and the sub PFC power source
board 80b can surround the flow path of the air, and the
entire PFC power source boards can be satisfactorily
cooled. A great number of electrical elements such as
coils extending in the direction orthogonal to the board
surface are attached to the main PFC power source

board 80a and the sub PFC power source board 80b.
Thus, when the sub PFC power source board 80b is ar-
ranged to face the main PFC power source board 80a,
the electrical elements on the main PFC power source
board 80a and the electrical elements on the sub PFC
power source board 80b are arranged to be one over the
other with respect to a direction of the airflow toward the
exhaust fan 86. As a result, the air flowing toward the
exhaust fan 86 may hit electrical elements, and the airflow
in the space surrounded by the main PFC power source
board 80a and the sub PFC power source board 80b may
be hindered. On the other hand, when the sub PFC power
source board 80b is arranged to be orthogonal to the
main PFC power source board 80a, the air can flow to
the exhaust fan 86 without hitting the electrical elements
at least in a lower area near the cover surface 81b (an
area apart from the main PFC power source board 80a)
in the space surrounded by the main PFC power source
board 80a, the sub PFC power source board, and the
cover surface 81b. Therefore, the airflow in the space
surrounded by the main PFC power source board 80a,
the sub PFC power source board 80b, and the cover
surface 81b can be improved so that effective and effi-
cient cooling can be carried out compared to when the
sub PFC power source board 80b is arranged to face the
main PFC power source board 80a.
[0133] Figs. 30A and 30B perspectively illustrate the
ballast board unit 3.
[0134] As illustrated in Figs. 30A and 30B, the ballast
board unit 3 includes a ballast board holder 3b for holding
the ballast board 3a. Ventilation holes 3c are provided
on the bottom surface of the ballast board holder 3b.
[0135] Fig. 31 perspectively illustrates a state that the
ballast board unit 3 is removed from the main body.
[0136] As illustrated in Fig. 31, the power source air
inlets 56 are arranged at a part of the base member 53
beneath an area where the ballast board unit 3 is to be
mounted. The ballast board unit 3 is attached to the main
body so that the ventilation holes 3c of the ballast board
holder face the power source air inlets 56 and the ballast
board 3a faces the light source housing 97.
[0137] The air suctioned by the suction force of the
exhaust fan 86 from the power source air inlets 56 rises
between the light source housing 97 and the ballast board
3a, as indicated by an arrow J1 in Fig. 31. Thereby, the
light source housing 97 and the ballast board 3a can be
cooled. Furthermore, as indicated by an arrow J2 in Fig.
31, the air flows into the space surrounded by the main
PFC power source board 80a, the cover surface 81b,
and the sub PFC power source board 80b. After cooling
the PFC power source boards 80a and 80b, the air is
then discharged to the outside of the apparatus from the
exhaust fan 86, as indicated by an arrow J3 in Fig. 31.
[0138] Therefore, in the present embodiment, the bal-
last board 3a and the PFC power source boards 80a,
80b can be efficiently cooled, since the air for cooling the
ballast board 3a is flowed to the space surrounded by
the main PFC power source board 80a, the cover surface
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81b, and the sub PFC power source board 80b to also
cool the PFC power source boards 80a, 80b.
[0139] Fig. 32 is a block diagram illustrating power sup-
ply.
[0140] As illustrated in Fig. 32, the sub PFC power
source board 80b includes a PFC switch unit 183 and a
starting voltage converter 184 for converting the AC volt-
age supplied from a power source cable 190 to the DC
voltage and supplying the DC voltage of 3.3V to the con-
trol board 2.
[0141] The main PFC power source board 80a in-
cludes a control voltage converter 185 for converting the
AC voltage supplied from the power source cable 190 to
the DC voltage and supplying the DC voltage of 12 V to
the control board 2, a ballast switch unit 186, and a boost-
er 187 for boosting the AC voltage of 100 V to 380 V. In
the present embodiment, the power source unit 80 is con-
figured by a plurality of boards, as illustrated in Fig. 32.
However, the same effect can be obtained even if the
ballast board 3a, which is the power stabilizing unit for
stabilizing the power to the light source 61, is divided into
a plurality of boards. One of the divided ballast boards
3a and the main PFC power source board 80a may form
the two surfaces of the flow path.
[0142] When a plug of the power source cable 190 is
inserted to an outlet or socket and the AC voltage is ap-
plied to the sub PFC power source board 80b, the DC
voltage of 3.3 V is applied from the starting voltage con-
verter 184 to the control board 2. When the DC voltage
of 3.3 V is applied, the control board 2 turns ON the PFC
switch unit 183 of the sub PFC power source board 80b
after determining that the apparatus is in a normal state
by examining for example the temperature detected with
a temperature detection unit such as a thermistor ar-
ranged at a predetermined position of the apparatus and
the like.
[0143] When the PFC switch unit 183 is turned ON,
the AC voltage from the power source cable 190 is sup-
plied to the main PFC power source board 80a. When
the AC voltage is supplied to the main PFC power source
board 80a, the DC voltage of 12 V is applied from the
control voltage converter 185 to the control board 12 V.
When the DC voltage of 12 V is applied, the control board
2 turns ON the ballast switch unit 186 of the main PFC
power source board 80a if the light source 61 and the
like are not found to be abnormal as a result of checking
for example the temperature of the light source 61 and
the like.
[0144] When the ballast switch unit 186 of the main
PFC power source board 80a is turned ON, the AC volt-
age from the power source cable 190 is applied to the
booster 187, the AC voltage is boosted to 380 V in the
booster 187, and the voltage of 380 V is applied to the
light source 61 while controlling such that a stabilized
power (current) is supplied to the light source 61 by the
ballast board 3a. The light source is thereby lighted.

Claims

1. An image projector, comprising:

a light source unit (60) configured to emit light;
a holder (81) having a first surface (81a) and a
second surface (81b), wherein the second sur-
face (81b) extends toward a side of the light
source unit (60);
a first power source board (80a) attached to the
first surface (81a), the first power source board
(80a) facing in a direction of the light source unit
(60);
a second power source board (80b), the second
power source board (80b) facing in a direction
of the second surface (81b);
an air inlet (84);
an exhaust outlet (85);
a fan (86) configured to cause air flow between
the air inlet (84) and the exhaust outlet (85),
wherein the first surface (81a) and the second
surface (81b) are arranged in an L-shape, the
surface of the second power source board (80b)
is perpendicular to the surface of the first power
source board (80a);
wherein the first power source board (80a), the
second surface (81b) and the second power
source board (80b) are mutually arranged to
form three surfaces of a flow path between the
air inlet (84) and the exhaust outlet (85).

2. The image projector according to claim 1, wherein
the light source unit (60) and a light source (61) of
the light source unit (60) are arranged on a normal
line of the main first power source board (80a).

3. The image projector according to claims 1 or 2,
wherein, the second power source board (80b) is
attached to a sub board holder (82).

4. The image projector according to claim 3, wherein
the second surface (81b) of the holder (81) is a cover
surface (81b) extending downward from a near side
end of the board attaching surface (81a), and the
sub board holder (82) is attached to the near side
end of the board attaching surface (81a) so that the
second power source board (80b) faces the cover
surface (81b).

5. The image projector according to any one preceding
claim, comprising a thermal switch (182) arranged
on the second power source board (80b).

6. The image projector according to any one preceding
claim, wherein:

the second power source board (80b) converts
an alternating-current voltage to a direct-current
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voltage, and
the first power source board (80a) supplies sta-
bilized electrical power to the light source unit
(60) via a ballast board (3a).

7. The image projector according to any one preceding
claim, wherein:

the first power source board (80a) boosts a volt-
age, and
the first power source board (80a) supplies sta-
bilized electrical power to the light source unit
(60) via a ballast board (3a).

Patentansprüche

1. Bildprojektionsvorrichtung, umfassend:

eine Lichtquelleneinheit (60), die konfiguriert ist,
um Licht zu emittieren;
eine Haltevorrichtung (81), die eine erste Ober-
fläche (81a) und eine zweite Oberfläche (81b)
aufweist, wobei die zweite Oberfläche (81b) sich
zu einer Seite der Lichtquelleneinheit (60) er-
streckt;
eine erste Stromversorgungsplatte (80a), die an
der ersten Oberfläche (81a) befestigt ist, wobei
die erste Stromversorgungsplatte (80a) in eine
Richtung der Lichtquelleneinheit (60) zeigt;
eine zweite Stromversorgungsplatte (80b), wo-
bei die zweite Stromversorgungsplatte (80b) in
eine Richtung der zweiten Oberfläche (81b)
zeigt;
einen Lufteinlass (84);
einen Abluftauslass (85);
einen Lüfter (86), der konfiguriert ist, um einen
Luftstrom zwischen dem Lufteinlass (84) und
dem Abluftauslass (85) auszulösen,
wobei die erste Oberfläche (81a) und die zweite
Oberfläche (81b) in L-Form angeordnet sind, die
Oberfläche der zweiten Stromversorgungsplat-
te (80b) senkrecht zu der Oberfläche der ersten
Stromversorgungsplatte (80a) ist;
wobei die erste Stromversorgungsplatte (80a),
die zweite Oberfläche (81b) und die zweite
Stromversorgungsplatte (80b) gemeinsam an-
geordnet sind, um drei Oberflächen eines Strö-
mungsweges zwischen dem Lufteinlass (84)
und dem Abluftauslass (85) zu bilden.

2. Bildprojektionsvorrichtung nach Anspruch 1, wobei
die Lichtquelleneinheit (60) und eine Lichtquelle (61)
der Lichtquelleneinheit (60) an einer Normalen der
ersten Hauptstromversorgungsplatte (80a) ange-
ordnet sind.

3. Bildprojektionsvorrichtung nach Anspruch 1 oder 2,

wobei die zweite Stromversorgungsplatte (80b) an
einer Unterplattenhaltevorrichtung (82) befestigt ist.

4. Bildprojektionsvorrichtung nach Anspruch 3, wobei
die zweite Oberfläche (81b) der Haltevorrichtung
(81) eine Deckoberfläche (81b) ist, die sich nach un-
ten von einem Nahseitenende der Plattenbefesti-
gungsoberfläche (81a) erstreckt, und die Unterplat-
tehaltevorrichtung (82) an dem Nahseitenende der
Plattenbefestigungsoberfläche (81a) befestigt ist, so
dass die zweite Stromversorgungsplatte (80b) der
Deckfläche (81b) gegenüberliegt.

5. Bildprojektionsvorrichtung nach einem der vorher-
gehenden Ansprüche, umfassend einen Thermo-
schalter (182), der an der zweiten Stromversor-
gungsplatte (80b) angeordnet ist.

6. Bildprojektionsvorrichtung nach einem der vorher-
gehenden Ansprüche, wobei:

die zweite Stromversorgungsplatte (80b) eine
Wechselstromspannung in eine Gleichstrom-
spannung umwandelt, und
die erste Stromversorgungsplatte (80a) der
Lichtquelleneinheit (60) über eine Ballastplatte
(3a) stabilisierten elektrischen Strom zuführt.

7. Bildprojektionsvorrichtung nach einem der vorher-
gehenden Ansprüche, wobei:

die erste Stromversorgungsplatte (80a) eine
Spannung erhöht, und
die erste Stromversorgungsplatte (80a) der
Lichtquelleneinheit (60) über eine Ballastplatte
(3a) stabilisierten elektrischen Strom zuführt.

Revendications

1. Projecteur d’image comprenant :

une unité de source de lumière (60) configurée
pour émettre de la lumière ;
un support (81) présentant une première surfa-
ce (81a) et une seconde surface (81b), dans le-
quel la seconde surface (81b) s’étend vers un
côté de la source de lumière (60) ;
une première plaque d’alimentation électrique
(80a) fixée à la première surface (81a), la pre-
mière plaque d’alimentation électrique (80a) fai-
sant face à une direction de l’unité de source de
lumière (60) ;
une seconde plaque d’alimentation électri-
que(80b), la seconde plaque d’alimentation
électrique(80b) faisant face à une direction de
la seconde surface (81b) ;
une entrée d’air (84) ;
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une sortie d’évacuation (85) ;
un ventilateur (86) configuré pour générer une
circulation d’air entre l’entrée d’air (84) et la sor-
tie d’évacuation (85),
dans lequel la première surface (81a) et la se-
conde surface (81b) sont agencées en forme de
L, la surface de la seconde plaque d’alimenta-
tion électrique (80a) étant perpendiculaire à la
surface de la première plaque d’alimentation
électrique (80a) ;
dans lequel la première plaque d’alimentation
électrique (80a), la seconde surface (81b) et la
seconde plaque d’alimentation électrique (80b)
sont agencées entre elles pour former trois sur-
faces d’un chemin de circulation entre l’entrée
d’air (84) et la sortie d’évacuation (85).

2. Projecteur d’image selon la revendication 1, dans
lequel l’unité de source de lumière (60) et une source
de lumière (61) de l’unité de source de lumière (60)
sont agencées sur une ligne normale à la première
plaque d’alimentation électrique principale (80a).

3. Projecteur d’image selon la revendication 1 ou la re-
vendication 2, dans lequel la seconde plaque d’ali-
mentation électrique (80b) est fixée à un support de
sous-plaque (82).

4. Projecteur d’image selon la revendication 3, dans
lequel la seconde surface (81b) du support (81) est
une surface de recouvrement (81b) s’étendant vers
le bas depuis une extrémité latérale proche de la
surface de fixation à la plaque (81a), et le support
de sous-plaque (82) est fixé à l’extrémité latérale pro-
che de la surface de fixation à la plaque (81a) de
sorte que la seconde plaque d’alimentation électri-
que (80b) fait face à la surface de couverture (81b).

5. Projecteur d’image selon l’une quelconque des re-
vendications précédentes, comprenant un commu-
tateur thermique (182) agencé sur la seconde plaque
d’alimentation électrique (80b).

6. Projecteur d’image selon l’une quelconque des re-
vendications précédentes, dans lequel :

la seconde plaque d’alimentation électrique
(80b) convertit une tension courant alternatif en
une tension courant continu, et
la première plaque d’alimentation électrique
(80a) fournit une puissance électrique stabilisée
à l’unité de source de lumière (60) pas le biais
d’une plaque de ballast (3a).

7. Projecteur d’image selon l’une quelconque des re-
vendications précédentes, dans lequel :

la première plaque d’alimentation électrique

(80a) amplifie une tension, et
la première plaque d’alimentation électrique
(80a) fournit une puissance électrique stabilisée
à l’unité de source de lumière (60) pas le biais
d’une plaque de ballast (3a).
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