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(54) SEMICONDUCTOR STRUCTURE, AND MANUFACTURING METHOD OF SEMICONDUCTOR 
STRUCTURE

(57) The invention provides a semiconductor struc-
ture and a method of preparing a semiconductor struc-
ture, which solves the problems of easy cracking, large
warpage and large dislocation density which exist in a
semiconductor compound epitaxial structure epitaxially
grown on a substrate in the prior art. The semiconductor

structure includes: a substrate; at least one periodic
structure disposed over the substrate; wherein each of
the periodic structures includes at least one period, each
period including a first periodic layer and a second peri-
odic layer which are sequentially stacked in an epitaxial
direction.
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Description

FIELD OF THE INVENTION

[0001] The present invention relates to semiconductor
technology, and more particularly to a semiconductor
structure and a method of preparing a semiconductor
structure.

BACKGROUND OF THE INVENTION

[0002] Semiconductor compounds are widely used in
the preparation of various light-emitting elements and
electronic components because of their excellent semi-
conductor properties. A component action layer prepared
using a semiconductor compound is generally formed by
epitaxial growth on a substrate. However, the substrate
and the epitaxially grown semiconductor compound may
have different coefficients of thermal expansion and lat-
tice constant, thereby causing a great thermal mismatch
and lattice mismatch between the substrate and the epi-
taxially grown structure. Thus, when the semiconductor
compound structure is epitaxially grown on the substrate,
a large tensile strain may be generated in the process of
cooling from a high temperature, so that the epitaxially
grown structure may have problems of easy cracking,
large warpage, and large dislocation density.

SUMMARY OF THE INVENTION

[0003] In view of the above, the present invention pro-
vides a semiconductor structure and a method of prepar-
ing a semiconductor structure, which solves the problems
of easy cracking, warpage, and dislocation density which
exist in a semiconductor compound epitaxial structure
epitaxially grown on a substrate in the prior art.
[0004] A semiconductor structure according to an em-
bodiment of the invention includes:

a substrate;
at least a periodic structure disposed above said sub-
strate;
wherein the materials of said periodic structures are
semiconductor compounds, each said periodic
structure includes at least one period, each said pe-
riod includes a first periodic layer and a second pe-
riodic layer which are sequentially stacked in an epi-
taxial direction;
wherein said first periodic layer includes a first ele-
ment and a second element, said second periodic
layer includes said first element and said second el-
ement; or, said first periodic layer includes said first
element, said second element and a third element,
said second periodic layer includes said first ele-
ment, said second element, and said third element;
or, said first periodic layer includes said first element
and said third element, said second periodic layer
includes said first element, said second element, and

said third element; wherein the atomic number of
said first element is smaller than the atomic number
of said second element;
wherein, in the same periodic structure, said first el-
ement of said first periodic layer has a percentage
of the number of atoms in compound composition
greater than a percentage of the number of atoms
in compound composition of said first element of said
second periodic layer, the thickness of the nth peri-
odic structure is smaller than the thickness of the
(n+1)th periodic structure, wherein n is an integer
greater than or equal to 1.

[0005] Wherein, the number of periods of said nth pe-
riodic structure is less than the number of periods of said
(n+1)th periodic structure.
[0006] Wherein, the materials of said first periodic layer
and said second periodic layer are both IV-IV group bi-
nary compounds, said first element and said second el-
ement are two types of IV group elements, respectively.
[0007] Wherein, said first element and said second el-
ement are Si and Ge, respectively.
[0008] Wherein, the materials of said first periodic layer
and said second periodic layer are both IV-IV group com-
pounds, said first element, said second element, and said
third element are three types of IV group elements, re-
spectively; or the materials of said first periodic layer and
said second periodic layer are both III-V group com-
pounds, said first element and said second element are
two types of III group elements respectively, and said
third element is a V group element; or the materials of
said first periodic layer and said second periodic layer
are both II-VI group compounds, said first element and
said second element are two types of II group elements
respectively, and said third element is a VI group element.
[0009] Wherein, the materials of said first periodic layer
and said second periodic layer are both IV-IV group com-
pounds, said first element, said second element, and said
third element are Si, Ge and Sn, respectively; or the ma-
terials of said first periodic layer and said second periodic
layer are both III-V group compounds, said first element
and said second element are Al and Ga respectively, and
said third element is N; or the materials of said first pe-
riodic layer and said second periodic layer are both II-VI
group compounds, said first element and said second
element are Zn and Cd respectively, and said third ele-
ment is Se.
[0010] Wherein, in the same periodic structure, the
thickness of said second periodic layer is greater than
the thickness of said first periodic layer.
[0011] Wherein, in said at least one periodic structure,
the thickness of said first periodic layer of said nth peri-
odic structure in the epitaxial direction is greater than the
thickness of said first periodic layer of said (n+1)th peri-
odic structure, the thickness of said second periodic layer
of said nth periodic structure is equal to the thickness of
said second periodic layer of said (n+1)th periodic struc-
ture; or
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in said at least one periodic structure, the thickness of
said second periodic layer of said nth periodic structure
in the epitaxial direction is smaller than the thickness of
said second periodic layer of said (n+1)th periodic struc-
ture, and the thickness of said first periodic layer of said
nth periodic structure is equal to the thickness of said
first periodic layer of said (n+1)th periodic structure; or
in said at least one periodic structure, the thickness of
said first periodic layer of said nth periodic structure in
the epitaxial direction is greater than the thickness of said
first periodic layer of said (n+1)th periodic structure, and
the thickness of said second periodic layer of said nth
periodic structure is less than the thickness of said sec-
ond periodic layer of said (n+1)th periodic structure.
[0012] Wherein, the semiconductor structure includes
three periodic structures, a first periodic structure in-
cludes 40 periods, a second periodic structure includes
50 periods, and a third periodic structure includes 60 pe-
riods;
in the three periodic structures, the thickness of the first
periodic layer is 3 nm∼10 nm, the thickness of the first
periodic layer of the nth periodic structure is greater than
the thickness of the first periodic layer of the (n+1)th pe-
riodic structure by 2 nm∼3 nm; and/or, the thickness of
the second periodic layer in the three periodic structures
is 10 nm∼30 nm, the thickness of the second periodic
layer of the nth periodic structure is smaller than the thick-
ness of the second periodic layer of the (n+1)th periodic
structure by 0 nm∼10 nm.
[0013] Wherein, the semiconductor structure includes
five periodic structures, a first periodic structure includes
10 periods, a second periodic structure includes 20 pe-
riods, and a third periodic structure includes 30 periods,
a fourth periodic structure includes 40 periods, and a fifth
structure includes 45 periods;
the thickness of the first periodic layer in the five periodic
structures is the same, i.e., 5 nm∼10 nm; and/or, the thick-
ness of the second periodic layer in the five periodic struc-
tures is 10 nm∼25 nm, the thickness of the second peri-
odic layer of the nth periodic structure is smaller than the
thickness of the second periodic layer of the (n+1)th pe-
riodic structure by 0 nm∼5 nm.
[0014] Wherein, in said at least one periodic structure,
said first element of said second periodic layer of said
nth periodic structure in the epitaxial direction has a per-
centage xn of the number of atoms in compound compo-
sition greater than the percentage xn+1 of the number of
atoms in compound composition of said first element of
said second periodic layer of said (n+1)th periodic struc-
ture, and said first element of said first periodic layer of
said nth periodic structure has a percentage yn of the
number of atoms in compound composition greater than
or equal to the percentage yn+1 of the number of atoms
in compound composition of said first element of said
first periodic layer of said (n+1)th periodic structure.
[0015] Wherein, the semiconductor structure includes
5 periodic structures, a first periodic structure includes
10 periods, a second periodic structure includes 20 pe-

riods, a third periodic structure includes 30 periods, a
fourth periodic structure includes 40 periods, and the fifth
periodic structure includes 45 periods.
[0016] Wherein, the first element of the first periodic
layer of the five periodic structures has a same percent-
age of the number of atoms in compound composition is
0.8∼1; and/or, the first element of the second periodic
layer of the five periodic structures has a percentage of
the number of atoms in compound composition is
0.2∼0.6, the first element of the second periodic layer of
the nth periodic structure has a percentage a percentage
xn of the number of atoms in compound composition
greater than the percentage xn+1 of the number of atoms
in compound composition of the first element of the sec-
ond periodic layer of the (n+1)th periodic structure by 0.1;
wherein, the first element is Al, the second element is
Ga, and the third element is N.
[0017] Wherein, the at least a periodic structure is se-
quentially stacked in an epitaxial direction.
[0018] Wherein, the semiconductor structure further
includes: a nucleation layer disposed between said sub-
strate and the first one of said periodic structures.
[0019] Wherein, said nucleation layer includes one or
more of AlN, AlGaN.
[0020] Wherein, the semiconductor structure further
includes: a component active layer disposed over said
at least one periodic structure.
[0021] Wherein, said component active layer includes
one or more of GaN, AlGaN, AlInGaN.
[0022] Wherein, said substrate includes one or more
of Si, SiC, GaN, Al2O3.
[0023] An embodiment of the present invention pro-
vides a method of preparing a semiconductor structure,
including:
preparing at least one periodic structure over a substrate;
wherein the materials of said periodic structures are sem-
iconductor compounds, each said periodic structure in-
cludes at least one period, each said period includes a
first periodic layer and a second periodic layer which are
sequentially stacked in an epitaxial direction; wherein
said first periodic layer includes a first element and a
second element, said second periodic layer includes said
first element and said second element; or, said first pe-
riodic layer includes said first element, said second ele-
ment and a third element, said second periodic layer in-
cludes said first element, said second element and said
third element; or, the first periodic layer includes said first
element and said third element, said second periodic lay-
er includes said first element, said second element and
said third element; wherein the atomic number of said
first element is smaller than the atomic number of said
second element; wherein, in the same periodic structure,
said first element of said first periodic layer has a per-
centage of the number of atoms in compound composi-
tion greater than the percentage of the number of atoms
in compound composition of said first element of said
second periodic layer, the thickness of the nth periodic
structure is smaller than the thickness of the (n+1)th pe-
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riodic structure, wherein n is an integer greater than or
equal to 1.
[0024] As for the semiconductor structures prepared
by above mentioned methods, at least a periodic struc-
ture above the substrate forms an epitaxial structure, all
the periodic layers in the periodic structure use semicon-
ductor compounds. Since the atomic number of the first
element is smaller than the atomic number of the second
element, and in the same periodic structure, the first el-
ement of the first periodic layer has a percentage of the
number of atoms in compound composition larger than
the percentage of the number of atoms in compound
composition for the first element of the second periodic
layer, therefore in each period of the same periodic struc-
ture, the second periodic layer located above will be sub-
jected to a pressing stress, acting as protruding the center
towards the periphery, from the first periodic layer be-
neath, the pressing stress can effectively balance out a
tensile stress, acting as concaving the periphery towards
the center in the entire epitaxial structure during a cooling
process, such that the entire epitaxial structure will not
easily get cracked and warped.
[0025] Meanwhile, since the dislocation density of a
position in the epitaxial structure closer to the substrate
is larger, and the position with large dislocation density
easily cause the release of the pressing stress, and the
released pressing stress will not take effect to balance
out the tensile stress, a periodic structure with a lower
dislocation density may therefore have a larger thickness
by setting the thickness of the nth periodic structure along
the epitaxial direction smaller than the thickness of the
(n+1)th periodic structure, such that the pressing stress
introduced in a periodic structure far away from the sub-
strate can better balance out a tensile stress, thereby
effectively balance the release of the pressing stress in
the entire epitaxial structure, ensuring an equilibrium ef-
fect of the pressing stress against the tensile stress in
the entire epitaxial structure.

BRIEF DESCRIPTION OF THE DRAWINGS

[0026] The present disclosure is described in conjunc-
tion with the appended figures:

FIG. 1 is a schematic diagram of a semiconductor
structure according to an embodiment of the inven-
tion.
FIG. 2 is a schematic diagram of a semiconductor
structure according to another embodiment of the
present invention.
FIGS. 3A-3B are schematic diagrams showing ex-
perimental comparison results for stress control ca-
pability according to an embodiment of the present
invention.

DETAILED DESCRIPTION OF THE INVENTION

[0027] In order to better understand the objects, tech-

nical means and advantages of the present invention,
the present invention will be further described in detail
below with reference to the accompanying drawings.

Embodiment 1

[0028] FIG. 1 is a schematic diagram of a semiconduc-
tor structure according to an embodiment of the inven-
tion. As shown in FIG. 1, the semiconductor structure
includes a substrate 1, and at least one periodic structure
3 disposed above the substrate 1. Each of the periodic
structures 3 includes at least one period, and each period
includes a first periodic layer 31 and a second periodic
layer 32 which are sequentially superposed in the epi-
taxial direction.
[0029] In an embodiment of the present invention, as
shown in FIG. 2, in order to reduce the dislocation density
and the defect density and prevent melt-back, the sem-
iconductor structure may further include a nucleation lay-
er 2 disposed between the substrate 1 and the first pe-
riodic structure 3. In another embodiment of the inven-
tion, in order to form a complete structure for an electronic
component, the semiconductor structure may further in-
clude a component action layer 4 disposed over the at
least one periodic structure 3. The active regions may be
continuously stacked on the component action layer 4,
and the active regions may be selected from a light-emit-
ting diode formed by an indium gallium nitride/gallium
nitride multi-quantum well structure and a p-type nitride,
a high electron mobility transistor formed by an aluminum
gallium nitride/gallium nitride heterostructure, a high mo-
bility transistor formed by an aluminum gallium indium
nitride/gallium nitride heterostructure, a high mobility tri-
ode formed by an aluminum nitride/gallium nitride heter-
ostructure, a gallium nitride MOSFET, a UV-LED, a pho-
todetector, a hydrogen generator or solar battery.
[0030] In an embodiment of the invention, the nuclea-
tion layer 2 may include one or more of AlN and AlGaN.
The component action layer 4 may include one or more
of GaN, AlGaN, and AlInGaN. The substrate 1 may in-
clude one or more of Si, SiC, GaN, and Al2O3. However,
the materials for the nucleation layer 2, the component
action layer 4, and the substrate 1 can be adjusted ac-
cording to requirements of actual applications, which are
not limited by the present invention.
[0031] The materials of the periodic layers in the peri-
odic structure 3 are semiconductor compounds. Specif-
ically, a first periodic layer 31 includes a first element and
a second element, and a second periodic layer 32 in-
cludes the first element and the second element; or, the
first periodic layer 31 includes the first element, the sec-
ond element, and the third element, the second periodic
layer 32 includes the first element, the second element,
and the third element; or, the first periodic layer 31 in-
cludes the first element and the third element, and the
second periodic layer 32 includes the first element, the
second element, and the third element; wherein the
atomic number of the first element is less than the atomic
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number of the second element. In the same periodic
structure, the percentage of the number of atoms in com-
pound composition for the first element of the first periodic
layer 31 is greater than the percentage of the number of
atoms in compound composition for the first element of
the second periodic layer. The thickness of the nth peri-
odic structure 3 is smaller than the thickness of the
(n+1)th periodic structure 3, wherein n is an integer great-
er than or equal to 1.
[0032] In an embodiment of the present invention, the
number of periods of the nth periodic structure 3 is smaller
than the number of periods of the (n+1)th periodic struc-
ture 3, so that the thickness of the nth periodic structure
3 is smaller than the thickness of the (n+1)th periodic
structure 3. By setting the number of periods to achieve
the thickness adjustment for the adjacent two periodic
structures3, the process may be simply achieved.
[0033] As may be seen, in the semiconductor structure
provided by the embodiment of the present invention, at
least one periodic structure 3 above the substrate con-
stitutes an epitaxial structure, and the periodic layers in
the periodic structure 3 all use semiconductor com-
pounds. Since the atomic number of the first element is
smaller than the atomic number of the second element,
and in the same periodic structure 3, the first element of
the first periodic layer 31 has a larger percentage of the
number of atoms in compound composition than the per-
centage of the number of atoms in compound composi-
tion for the first element of the second periodic layer 32,
thus, in each period of the same periodic structure 3, the
second periodic layer 32 located above will be subjected
to a pressing stress, acting as protruding the center to-
wards the periphery, from the first periodic layer 31 lo-
cated below, and the pressing stress can effectively bal-
ance out a tensile stress, acting as concaving the periph-
ery towards the center in the entire epitaxial structure
during a cooling process, such that the entire epitaxial
structure will not easily get cracked and warped.
[0034] Meanwhile, due to the closer to the substrate in
the epitaxial structure, the greater the dislocation density,
and the position where the dislocation density is larger
tends to cause the release of the pressing stress, and
the released pressing stress will not take effect to balance
out the tensile stress, a periodic structure 3 with a lower
dislocation density may therefore have a larger thickness
by setting the thickness of the nth periodic structure 3
along the epitaxial direction smaller than the thickness
of the (n+1)th periodic structure 3, such that the pressing
stress introduced in a periodic structure 3 far away from
the substrate can better balance out a tensile stress,
thereby effectively balance the release of the pressing
stress in the entire epitaxial structure, ensuring an equi-
librium effect of the pressing stress against the tensile
stress in the entire epitaxial structure.
[0035] In an embodiment of the present invention, the
material of the periodic layers in the periodic structure 3
may specifically use an III-V group compound, and the
first element and the second element may be two types

of III group elements, and the third element may be a V
group element. Specifically, the first periodic layer 31
may include two III group elements (hereinafter denoted
by III1 and III2, respectively) and one V group element
(hereinafter denoted by V1), and the second periodic lay-
er 32 may include III1, III2, and V1; or, the first periodic
layer 31 may include III1 and V1, and the second periodic
layer 32 may include III1, III2, and V1.
[0036] Taking III1 as Al, III2 as Ga, and VI as N as an
example, the material of the first periodic layer 31 can be
represented as AlyGa1-yN, and the material of the second
periodic layer 32 can be represented as AlxGa1-xN,
1≥y>x>0. Since in the III-V group compound, the III-V
group compound is formed by the III group element and
the V group element at a certain atomic ratio (the total
number of atoms of III group element: the total number
of atoms of V group element=1:1), when the percentage
of atoms of one of the III group elements in compound
composition decreases, the percentage of the number
of atoms of the other III group elements in compound
composition increases. Since the atomic number of Ga
is larger than the atomic number of Al, when the percent-
age of the number of atoms of Al in the second periodic
layer 32 gets lower with respect to that of the first periodic
layer 31 in the same period, the percentage of the number
of atoms for Ga in compound composition will increase,
such that the second periodic layer 32 located above will
be subjected to a pressing stress protruding the center
to the periphery, from the first periodic layer 31 located
below.
[0037] In order to verify the capability of the semicon-
ductor structure to regulate the tensile stress according
to the embodiments of the present invention, the follow-
ing comparative tests are carried out: Sample A uses an
epitaxial layer structure prepared from semiconductor
material having a constant compound composition, and
Sample B uses an epitaxial layer structure provided by
the embodiments of the present invention. The warped
shape of Sample A is shown in FIG. 3A, the warped shape
of Sample B is shown in FIG. 3B, and the horizontal axis
of these figures is the position coordinate (in millimeters)
of the sample, and the vertical axis is the height (in mi-
crometers) of the surface of the sample at this position.
As shown in FIG. 3A, the warped shape of Sample A is
concave, and its center is about 120 mm lower than its
edge due to a tensile stress created during the cooling
process, and cracks exist on the surface of the epitaxial
structure. As shown in FIG. 3B, the warped shape of
Sample B is slightly convex, and the center is about 20
micrometers higher than the edge, and as may be seen,
with the epitaxial structure of the present invention, the
pressing stress during the growth process has already
balanced the tensile stress created during the cooling
process, and the surface of the epitaxial structure is free
of cracks.
[0038] It should be understood that although in the
above description of the embodiments, the first element
and the second element in the semiconductor compound
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constituting the periodic structure 3 are defined as III
group elements, and the third element is defined as a V
group element, the periodic structure 3 may specifically
select other semiconductor compounds other than the
III-V group compound, and the specific composition of
the semiconductor compound of the present invention is
not limited. It should also be understood that although
the III group element is defined as Al or Ga in the de-
scription of the above embodiments, and the V group
element is defined as N, other III group elements and V
group elements may also be included in the periodic
structure 3, the specific selection for the III group element
and the V group element in the present invention is not
limited. Meanwhile, the material of the periodic layer may
also use a trivalent or higher III-V group compound, and
the number of the III group element and the V group el-
ement included in the periodic layer is not limited by the
present invention.
[0039] In an embodiment of the invention, the materials
of the first periodic layer 31 and the second periodic layer
32 may also be IV-IV group compounds, and the first
element, the second element and the third element are
three types of group IV elements respectively. For exam-
ple, the first element, the second element, and the third
element are Si, Ge, and Sn, respectively. Thus, the ma-
terial of the first periodic layer 31 can be represented as
SiyGe1-ySn, and the material of the second periodic layer
32 can be represented as SixGe1-xSn, 1≥y>x>0. The
present invention does not limit the specific selected type
and number of the group IV elements included in the
ternary IV-IV compound.
[0040] In an embodiment of the present invention, the
materials of the first periodic layer 31 and the second
periodic layer 32 may also be II-VI group compounds,
the first element and the second element are two types
of II group elements respectively, and the third element
is a VI group element. For example, the materials of the
first periodic layer 31 and the second periodic layer 32
are both ternary II-VI compounds, the first and second
elements are Zn and Cd respectively, and the third ele-
ment is Se. Thus, the material of the first periodic layer
31 can be represented as ZnyCd1-ySe, and the material
of the second periodic layer 32 can be represented as
ZnxCd1-xSe, 1≥y>x>0. However, the specific selected
type and number of the group II and group IV elements
included in the ternary II-VI compound of the present in-
vention are not limited.
[0041] In an embodiment of the invention, the materials
of the first periodic layer 31 and the second periodic layer
32 may also be binary IV-IV group compounds, and the
first element and the second element are two types of
group IV elements, respectively. For example, the first
element and the second element are Si and Ge, respec-
tively. Thus, the material of the first periodic layer 31 can
be represented as SiyGe1-y, and the material of the sec-
ond periodic layer 32 can be represented as SixGe1-x,
1≥y>x>0. However, the specific selection and number of
the IV group element included in the binary IV-IV com-

pound of the present invention are not limited.
[0042] However, in order to better understand the tech-
nical solution of the present invention, the technical so-
lution of the present invention will be further described
by taking the first periodic layer 31 as AlyGa1-yN and the
second periodic layer 32 as AlxGa1-xN as an example.
In the description of the subsequent embodiments of the
present invention, III1 and Al, III2 and Ga, and V1 and N
will not be differentiated.
[0043] In an embodiment of the invention, as shown in
FIG. 1, the at least one periodic structure 3 is sequentially
stacked in the epitaxial direction of the substrate 1. How-
ever, it should be understood that the at least one periodic
structure 3 may not be sequentially stacked, but be in-
terposed with other semiconductor structures (for exam-
ple, at least one III-V group compound layer in which the
percentage of number of atoms of Al in compound com-
position becomes smaller in the epitaxial direction and
then becomes larger, and the thickness of the smaller
portion is larger than the thickness of the larger portion
to form a periodically varying stress field so as to further
reduce the dislocation density in the epitaxial structure
and further introduce pressing stress), and the present
invention does not limit the arranged structure for the
periodic structure 3 above the substrate 1. In addition,
the specific number of the at least one periodic structure
3 can also be adjusted according to the needs of actual
applications, and the number of the periodic structures
3 located above the substrate 1 is also not limited by the
present invention.
[0044] In an embodiment of the invention, the thick-
ness T2 of the second periodic layer 32 may also be great-
er than the thickness T1 of the first periodic layer 31 in
the same periodic structure 3. Therefore, in one periodic
structure 3, the thickness of the first periodic layer 31
having a greater percentage of the number of atoms of
Al is smaller than the thickness of the second periodic
layer 32 having a lower percentage of the number of at-
oms of Al, which may further reduce the release of press-
ing stress, reduce dislocation density throughout the epi-
taxial structure, and improve material and device per-
formance.

Embodiment 2

[0045] The first embodiment described above intro-
duces a pressing stress into each periodic structure 3, in
order to further introduce the pressing stress between
two adjacent periodic structures 3 and increase the thick-
ness of periodic structure 3 along the epitaxial direction
by increasing the number of periods along the epitaxial
direction, the thickness of the adjacent periodic struc-
tures 3 can be independently adjusted, and the default
arrangement is that compound composition in each pe-
riodic structure 3 is the same. Specifically, in at least one
periodic structure 3, the thickness of the first periodic
layer 31 of the nth periodic structure 3 in the epitaxial
direction may be greater than the thickness of the first
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periodic layer 31 of the (n+1)th periodic structure 3, the
thickness of the second periodic layer 32 of the nth pe-
riodic structure 3 may be equal to the thickness of the
second periodic layer 32 of the (n+1)th periodic structure
3; or, in at least one periodic structure 3, the thickness
of the second periodic layer 32 of the nth periodic struc-
ture 3 in the epitaxial direction may be less than the thick-
ness of the second periodic layer 32 of the (n+1)th peri-
odic structure 3, and the thickness of the first periodic
layer 31 of the nth periodic structure 3 may be equal to
that of the first periodic layer 31 of the (n+1)th periodic
structure 3; or, in at least one periodic structure 3, the
thickness of the first periodic layer 31 of the nth periodic
structure 3 in the epitaxial direction may be greater than
the thickness of the first periodic layer 31 of the (n+1)th
periodic structure 3, the thickness of the second periodic
layer 32 of the nth periodic structure 3 may be smaller
than the thickness of the second periodic layer 32 of the
(n+1)th periodic structure 3. Thus, when the number of
periods of the (n+1)th periodic structure 3 is larger than
that of the nth periodic structure 3, the thickness of the
(n+1)th periodic structure 3 is larger than the thickness
of the nth periodic structure 3. Thus, in the epitaxial di-
rection, the second periodic layer 32 having a lower per-
centage of the number of atoms of Al in the periodic struc-
ture 3 farther from the substrate 1 is thicker, and/or the
thickness of the first periodic layer 31 having a higher
percentage of the number of atoms of Al is thinner, such
that the average percentage of the number of atoms of
Al in the entire epitaxial structure decreases gradually
along the epitaxial direction, and thereby a pressing
stress is introduced into the adjacent two periodic struc-
tures 3 to balance out the tensile stress created in the
cooling process.
[0046] In an embodiment of the present invention,
there are three periodic structures 3 above the substrate
1:

A first periodic structure 3 is a periodic structure 3
with 40 periods, wherein Al0.8Ga0.2N (thickness 10
nm) and Al0.3Ga0.7N (thickness 10 nm) are sequen-
tially stacked in one period;
A second periodic structure 3 is a periodic structure
3 with 50 periods, wherein Al0.8Ga0.2N (thickness 10
nm) and Al0.3Ga0.7N (thickness 20 nm) are sequen-
tially stacked in one period;
A third periodic structure 3 is a periodic structure 3
with 60 periods in which Al0.8Ga0.2N (thickness 10
nm) and Al0.3Ga0.7N (thickness 30 nm) are sequen-
tially stacked in one period.

[0047] In another embodiment of the present invention,
there are three periodic structures 3 above the substrate
1:

A first periodic structure 3 is a periodic structure 3
with 40 periods, wherein Al0.8Ga0.2N (thickness 10
nm) and Al0.3Ga0.7N (thickness 20 nm) are sequen-

tially stacked in one period;
A second periodic structure 3 is a periodic structure
3 with 50 periods, wherein Al0.8Ga0.2N (thickness 7
nm) and Al0.3Ga0.7N (thickness 20 nm) are sequen-
tially stacked in one period;
A third periodic structure 3 is a periodic structure 3
with 60 periods in which Al0.8Ga0.2N (thickness 4
nm) and Al0.3Ga0.7N (thickness 20 nm) are sequen-
tially stacked in one period.

[0048] In another embodiment of the present invention,
there are three periodic structures 3 above the substrate
1:

A first periodic structure 3 is a periodic structure 3
with 40 periods, wherein Al0.8Ga0.2N (thickness 8
nm) and Al0.3Ga0.7N (thickness 15 nm) are sequen-
tially stacked in one period;
A second periodic structure 3 is a periodic structure
3 with 50 periods, wherein Al0.8Ga0.2N (thickness 5
nm) and Al0.3Ga0.7N (thickness 20 nm) are sequen-
tially stacked in one period;
A third periodic structure 3 is a periodic structure 3
with 60 periods in which Al0.8Ga0.2N (thickness 3
nm) and Al0.3Ga0.7N (thickness 25 nm) are sequen-
tially stacked in one period.

[0049] In another embodiment of the present invention,
there are three periodic structures 3 above the substrate
1:

A first periodic structure 3 is a periodic structure 3
with 40 periods, wherein AlN (thickness 5 nm) and
Al0.3Ga0.7N (thickness 10 nm) are sequentially
stacked in one period;
A second periodic structure 3 is a periodic structure
3 with 50 periods, wherein AlN (thickness 5 nm) and
Al0.3Ga0.7N (thickness 20 nm) are sequentially
stacked in one period;
A third periodic structure 3 is a periodic structure 3
with 60 periods in which AlN (thickness 5 nm) and
Al0.3Ga0.7N (thickness 30 nm) are sequentially
stacked in one period.

[0050] In another embodiment of the present invention,
there are three periodic structures 3 above the substrate
1:

A first periodic structure 3 is a periodic structure 3
with 40 periods, wherein AlN (thickness 8 nm) and
Al0.3Ga0.7N (thickness 20 nm) are sequentially
stacked in one period;
A second periodic structure 3 is a periodic structure
3 with 50 periods, wherein AlN (thickness 5 nm) and
Al0.3Ga0.7N (thickness 20 nm) are sequentially
stacked in one period;
A third periodic structure 3 is a periodic structure 3
with 60 periods in which AlN (thickness 3 nm) and
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Al0.3Ga0.7N (thickness 20 nm) are sequentially
stacked in one period.

[0051] In another embodiment of the present invention,
there are three periodic structures 3 above the substrate
1:

A first periodic structure 3 is a periodic structure 3
with 40 periods, wherein AlN (thickness 8 nm) and
Al0.3Ga0.7N (thickness 15 nm) are sequentially
stacked in one period;
A second periodic structure 3 is a periodic structure
3 with 50 periods, wherein AlN (thickness 5 nm) and
Al0.3Ga0.7N (thickness 20 nm) are sequentially
stacked in one period;
A third periodic structure 3 is a periodic structure 3
with 60 periods in which AlN (thickness 3 nm) and
Al0.3Ga0.7N (thickness 25 nm) are sequentially
stacked in one period.

[0052] It should be understood that although in the
above embodiment including three periodic structures 3,
the thickness of the first periodic layer 31 of the three
periodic structures 3 is 3 nm∼10 nm, and the thickness
of the first periodic layer 31 of the nth periodic structure
3 is larger than the thickness of the first periodic layer 31
of the (n+1)th periodic structure 3 by 2 nm to 3 nm; the
thickness of the second periodic layer 32 of the three
periodic structures 3 is 10 nm∼30 nm, and the thickness
of the second periodic layer 32 of the nth periodic struc-
ture 3 is smaller than the thickness of the second periodic
layer 32 of the (n+1)th periodic structure 3 by 0 nm to 10
nm (for example, 0 nm, 5 nm, and 10 nm), the specific
thickness of the first periodic layer 31 and the second
periodic layer32 can be adjusted according to the needs
of specific applications, and the number of periods of
each periodic structure 3 can also be adjusted accord-
ingly. For example, in another embodiment of the present
invention, five periodic structures 3 are included above
the substrate 1, a first periodic structure 3 may include
10 periods, and a second periodic structure 3 may include
20 periods, a third periodic structure 3 may include 30
periods, a fourth periodic structure 3 may include 40 pe-
riods, and a fifth periodic structure 3 may include 45 pe-
riods. The thickness of the first periodic layer 31 in the
five periodic structures 3 is equal to 5 nm∼10 nm; the
thickness of the second periodic layer 32 in the five pe-
riodic structures 3 is 10 nm∼25 nm, and the thickness of
the second periodic layer 32 of the nth periodic structure
3 is smaller than the thickness of the second periodic
layer 32 of the (n+1)th periodic structure 3 by 0 nm to 5
nm. However, the present invention does not specifically
limit the specific thickness of the first periodic layer 31
and the second periodic layer 32 and the number of pe-
riods for each periodic structure 3.

Embodiment 3

[0053] The first embodiment described above intro-
duces a pressing stress in each periodic structure 3, in
order to further introduce a pressing stress between two
adjacent periodic structures 3, in addition to the thickness
adjustment for adjacent periodic structures 3 as de-
scribed in embodiment 2, the composition of compounds
of adjacent periodic structures 3 may be adjusted. Spe-
cifically, in at least one periodic structure 3, the percent-
age xn of the number of atoms of Al in compound com-
position of the second periodic layer 32 of the nth periodic
structure 3 in the epitaxial direction is larger than the per-
centage xn+1 of the number of atoms of Al in compound
composition of the second periodic layer 32 of the (n+1)th
periodic structure 3, the percentage yn of the number of
atoms of Al in compound composition of the first periodic
layer 31 of the nth periodic structure 3 is greater than or
equal to the percentage yn+1 of the number of atoms of
Al in compound composition of the first periodic layer 31
of the (n+1)th periodic structure 3. Thus, in the epitaxial
direction, the percentage of the number of atoms of Al of
the second periodic layer 32 in the periodic structure 3
which is farther away from the substrate, so that the av-
erage percentage of the number of atoms of Al in the
entire epitaxial structure is gradually decreased in the
epitaxial direction, thereby introducing a pressing stress
to balance the tensile stress created during the cooling
process.
[0054] In an embodiment of the present invention,
there are five periodic structures 3 above the substrate 1:

A first periodic structure 3 is a periodic structure 3
with 10 periods, wherein Al0.8Ga0.2N (thickness 5
nm) and Al0.6Ga0.4N (thickness 10 nm) are sequen-
tially stacked in one period;
A second periodic structure 3 is a periodic structure
3 with 20 periods, wherein Al0.8Ga0.2N (thickness 5
nm) and Al0.5Ga0.5N (thickness 15 nm) are sequen-
tially stacked in one period;
A third periodic structure 3 is a periodic structure 3
with 30 periods, wherein Al0.8Ga0.2N (thickness 5
nm) and A10.4Ga0.6N (thickness 15 nm) are sequen-
tially stacked in one period;
A fourth periodic structure 3 is a periodic structure 3
with 40 periods, wherein Al0.8Ga0.2N (thickness 5
nm) and Al0.3Ga0.7N (thickness 20 nm) are sequen-
tially stacked in one period;
A fifth periodic structure 3 is a periodic structure 3
with 45 periods, wherein Al0.8Ga0.2N (thickness 5
nm) and Al0.2Ga0.5N (thickness 25 nm) are sequen-
tially stacked in one period.

[0055] In an embodiment of the present invention,
there are five periodic structures 3 above the substrate 1:

A first periodic structure 3 is a periodic structure 3
with 10 periods, wherein Al0.8Ga0.2N (thickness 5
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nm) and Al0.6Ga0.4N (thickness 10 nm) are sequen-
tially stacked in one period;
A second periodic structure 3 is a periodic structure
3 with 20 periods, wherein Al0.7Ga0.2N (thickness 5
nm) and Al0.5Ga0.5N (thickness 15 nm) are sequen-
tially stacked in one period;
A third periodic structure 3 is a periodic structure 3
with 30 periods, wherein Al0.7Ga0.2N (thickness 5
nm) and Al0.4Ga0.6N (thickness 15 nm) are sequen-
tially stacked in one period;
A fourth periodic structure 3 is a periodic structure 3
with 40 periods, wherein Al0.6Ga0.2N (thickness 5
nm) and Al0.3Ga0.7N (thickness 20 nm) are sequen-
tially stacked in one period;
A fifth periodic structure 3 is a periodic structure 3
with 45 periods, wherein Al0.6Ga0.2N (thickness 5
nm) and Al0.2Ga0.5N (thickness 25 nm) are sequen-
tially stacked in one period.

[0056] In an embodiment of the present invention,
there are five periodic structures 3 above the substrate 1:

A first periodic structure 3 is a periodic structure 3
with 10 periods, wherein AlN (thickness 5 nm) and
Al0.6Ga0.4N (thickness 10 nm) are sequentially
stacked in one period;
A second periodic structure 3 is a periodic structure
3 with 20 periods, wherein AlN (thickness 5 nm) and
Al0.5Ga0.5N (thickness 15 nm) are sequentially
stacked in one period;
A third periodic structure 3 is a periodic structure 3
with 30 periods, wherein AlN (thickness 5 nm) and
Al0.4Ga0.6N (thickness 15 nm) are sequentially
stacked in one period;
A fourth periodic structure 3 is a periodic structure 3
with 40 periods, wherein AlN (thickness 5 nm) and
Al0.3Ga0.7N (thickness 20 nm) are sequentially
stacked in one period;
A fifth periodic structure 3 is a periodic structure 3
with 45 periods, wherein Al (thickness 5 nm) and
Al0.2Ga0.5N (thickness 25 nm) are sequentially
stacked in one period.

[0057] It should be understood that, although in the
above-mentioned embodiments including five periodic
structures 3, III1 of the first periodic layer 31 of the five
periodic structures 3 has a percentage of the number of
atoms in compound composition as 0.8∼1, and the per-
centage yn of the number of atoms of III1 in compound
composition of the first periodic layer 31 of the nth peri-
odic structure 3 is 0∼0.1 larger than the percentage yn+1
of the number of atoms of III1 in compound composition
of the first periodic layer 31 of the (n+1)th periodic struc-
ture 3; the percentage of the number of atoms of III1 in
compound composition of the second periodic layer 32
of the five periodic structures 3 is 0.2∼0.6, the percentage
xn of the number of atoms of III1 in compound composition
of the second periodic layer 32 of the nth periodic struc-

ture is larger than the percentage xn+1 of the number of
atoms of III1 in compound composition of the second pe-
riodic layer 32 of the (n+1)th periodic structure. However,
the specific percentage of the number of atoms of III1 in
the first periodic layer 31 and the second periodic layer
32 of each periodic structure 3 can be adjusted according
to the requirements of applications, which is not limited
by the present invention.

Embodiment 4

[0058] An embodiment of the present invention pro-
vides a method of preparing a semiconductor structure.
The method includes: preparing at least a periodic struc-
ture 3 above a substrate 1; wherein the materials of the
periodic structures 3 are semiconductor compounds,
each periodic structure 3 includes at least a period, each
period includes a first periodic layer 31 and a second
periodic layer 32 which are stacked sequentially along
an epitaxial direction; wherein the first periodic layer 31
includes a first element and a second element, the sec-
ond periodic layer 32 includes the first element and the
second element; or, the first periodic layer 31 includes
the first element, the second element and a third element,
the second periodic layer 32 includes the first element,
the second element and the third element; or, the first
period layer 31 includes the first element and the third
element, the second periodic layer 32 includes the first
element, the second element and the third element;
wherein in the same periodic structure 3, the percentage
of the number of atoms of the first element in compound
composition of the first periodic layer 31 is larger than
the percentage of the number of atoms of the first element
in compound composition of the second periodic layer
32, the thickness of the nth periodic structure 3 is smaller
than the thickness of the (n+1)th periodic structure 3,
wherein n is an integer greater than or equal to 1.
[0059] In an embodiment of the present invention, the
number of periods of the nth periodic structure 3 is smaller
than the number of periods of the (n+1)th periodic struc-
ture 3, so that the thickness of the nth periodic structure
3 is smaller than the thickness of the (n+1)th periodic
structure 3.
[0060] In an embodiment of the present invention, the
at least a periodic structure 3 may be prepared by using
a metal vapor deposition, however, it should be under-
stood that, the specific method of preparing the periodic
structure 3 may be adjusted according to specific com-
position, the specific method for preparing the at least a
periodic structure 3 is not limited by the present invention.
[0061] It should be understood that, the substrate 1
may be obtained directly, or by a preparing process, the
skilled in the art may selectively obtain a suitable sub-
strate 1 directly or obtain it by a preparing process, the
specific method for obtaining the substrate 1 is not limited
by the present invention.
[0062] As for the semiconductor structures prepared
by above mentioned methods, at least a periodic struc-
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ture 3 above the substrate forms an epitaxial structure,
all the periodic layers in the periodic structure 3 use sem-
iconductor compounds. Since the atomic number of the
first element is smaller than the atomic number of the
second element, and in the same periodic structure 3,
the first element of the first periodic layer 31 has a per-
centage of the number of atoms in compound composi-
tion larger than the percentage of the number of atoms
in compound composition of the first element of the sec-
ond periodic layer 32, therefore in each period of the
same periodic structure 3, the second periodic layer 32
located above will be subjected to a pressing stress, act-
ing as protruding the center towards the periphery, from
the first periodic layer 31 beneath, the pressing stress
can effectively balance out a tensile stress, acting as con-
caving the periphery towards the center in the entire epi-
taxial structure during a cooling process, such that the
entire epitaxial structure will not easily get cracked and
warped.
[0063] Meanwhile, since the dislocation density of a
position in the epitaxial structure closer to the substrate
is larger, and the position with large dislocation density
easily cause the release of the pressing stress, and the
released pressing stress will not take effect to balance
out the tensile stress, a periodic structure 3 with a lower
dislocation density may therefore have a larger thickness
by setting the thickness of the nth periodic structure 3
along the epitaxial direction smaller than the thickness
of the (n+1)th periodic structure 3, such that the pressing
stress introduced in a periodic structure 3 far away from
the substrate can better balance out a tensile stress,
thereby effectively balance the release of the pressing
stress in the entire epitaxial structure, ensuring an equi-
librium effect of the pressing stress against the tensile
stress in the entire epitaxial structure.
[0064] It should be understood that, for better under-
standing the technical solutions, qualifiers "first", "sec-
ond" and "third" are merely used to differentiate varieties
of III group elements or V group elements, and to differ-
entiate varieties of periodic layers; meanwhile, symbols
"III1", "III2", and "V1" and characters "n", "x", and "y" are
merely used to better explain the technical solutions of
the present invention, all the above qualifiers, symbols
and characters shall not be used to limit the protection
scope of the present invention.
[0065] The above are only preferable embodiments of
the invention which are not intended to limit the scope of
protection of the invention. All modifications, equivalent
substitutions, and improvements made within the spirit
and principles of the present invention shall be included
within the protection scope of the present invention.

Claims

1. A semiconductor structure, characterized in that,
the semiconductor structure includes:
a substrate; at least a periodic structure disposed

above said substrate; wherein the materials of said
periodic structures are semiconductor compounds,
each said periodic structure includes at least one
period, each said period includes a first periodic layer
and a second periodic layer which are sequentially
stacked in an epitaxial direction; wherein said first
periodic layer includes a first element and a second
element, said second periodic layer includes said
first element and said second element; or, said first
periodic layer includes said first element, said sec-
ond element and a third element, said second peri-
odic layer includes said first element, said second
element, and said third element; or, said first periodic
layer includes said first element and said third ele-
ment, said second periodic layer includes said first
element, said second element, and said third ele-
ment; wherein the atomic number of said first ele-
ment is smaller than the atomic number of said sec-
ond element; wherein, in the same periodic structure,
said first element of said first periodic layer has a
percentage of the number of atoms in compound
composition greater than a percentage of the
number of atoms in compound composition of said
first element of said second periodic layer, the thick-
ness of the nth periodic structure is smaller than the
thickness of the (n+1)th periodic structure, wherein
n is an integer greater than or equal to 1.

2. The semiconductor structure according to claim 1,
characterized in that, the number of periods of said
nth periodic structure is less than the number of pe-
riods of said (n+1)th periodic structure.

3. The semiconductor structure according to claim 1,
characterized in that, the materials of said first pe-
riodic layer and said second periodic layer are both
IV-IV group binary compounds, said first element
and said second element are two types of IV group
elements, respectively.

4. The semiconductor structure according to claim 3,
characterized in that, said first element and said
second element are Si and Ge, respectively.

5. The semiconductor structure according to claim 1,
characterized in that, the materials of said first pe-
riodic layer and said second periodic layer are both
IV-IV group compounds, said first element, said sec-
ond element, and said third element are three types
of IV group elements, respectively; or
the materials of said first periodic layer and said sec-
ond periodic layer are both III-V group compounds,
said first element and said second element are two
types of III group elements respectively, and said
third element is a V group element; or the materials
of said first periodic layer and said second periodic
layer are both II-VI group compounds, said first ele-
ment and said second element are two types of II
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group elements respectively, and said third element
is a VI group element.

6. The semiconductor structure according to claim 5,
characterized in that, the materials of said first pe-
riodic layer and said second periodic layer are both
IV-IV group compounds, said first element, said sec-
ond element, and said third element are Si, Ge and
Sn, respectively; or the materials of said first periodic
layer and said second periodic layer are both III-V
group compounds, said first element and said sec-
ond element are Al and Ga, respectively, and said
third element is N; or
the materials of said first periodic layer and said sec-
ond periodic layer are both II-VI group compounds,
said first element and said second element are Zn
and Cd, respectively, and said third element is Se.

7. The semiconductor structure of claim 1, character-
ized in that, in the same periodic structure, the thick-
ness of said second periodic layer is greater than
the thickness of said first periodic layer.

8. The semiconductor structure according to claim 2,
characterized in that, in said at least one periodic
structure, the thickness of said first periodic layer of
said nth periodic structure in the epitaxial direction
is greater than the thickness of said first periodic lay-
er of said (n+1)th periodic structure, the thickness of
said second periodic layer of said nth periodic struc-
ture is equal to the thickness of said second periodic
layer of said (n+1)th periodic structure; or in said at
least one periodic structure, the thickness of said
first periodic layer of said nth periodic structure in
the epitaxial direction is equal to the thickness of said
first periodic layer of said (n+1)th periodic structure,
and the thickness of said second periodic layer of
said nth periodic structure is smaller than the thick-
ness of said second periodic layer of said (n+1)th
periodic structure; or in said at least one periodic
structure, the thickness of said first periodic layer of
said nth periodic structure in the epitaxial direction
is greater than the thickness of said first periodic lay-
er of said (n+1)th periodic structure, and the thick-
ness of said second periodic layer of said nth periodic
structure is less than the thickness of said second
periodic layer of said (n+1)th periodic structure.

9. The semiconductor structure according to claim 1,
characterized in that, in said at least one periodic
structure, said first element of said second periodic
layer of said nth periodic structure in the epitaxial
direction has a percentage xn of the number of atoms
in compound composition greater than the percent-
age xn+1 of the number of atoms in compound com-
position of said first element of said second periodic
layer of said (n+1)th periodic structure, and said first
element of said first periodic layer of said nth periodic

structure has a percentage yn of the number of atoms
in compound composition greater than or equal to
the percentage yn+1 of the number of atoms in com-
pound composition of said first element of said first
periodic layer of said (n+1)th periodic structure.

10. The semiconductor structure according to claim 1,
characterized in that, further including: a nucleation
layer disposed between said substrate and the first
one of said periodic structures.

11. The semiconductor structure according to claim 10,
characterized in that, said nucleation layer includes
one or more of AlN, AlGaN.

12. The semiconductor structure according to claim 1,
characterized in that, further including: a compo-
nent active layer disposed over said at least one pe-
riodic structure.

13. The semiconductor structure according to claim 12,
characterized in that, said component active layer
includes one or more of GaN, AlGaN, AlInGaN.

14. The semiconductor structure according to claim 1,
characterized in that, said substrate includes one
or more of Si, SiC, GaN, Al2O3.

15. A method of preparing a semiconductor structure,
characterized in that, including:
preparing at least one periodic structure over a sub-
strate; wherein the materials of said periodic struc-
tures are semiconductor compounds, each said pe-
riodic structure includes at least one period, each
said period includes a first periodic layer and a sec-
ond periodic layer which are sequentially stacked in
an epitaxial direction; wherein said first periodic layer
includes a first element and a second element, said
second periodic layer includes said first element and
said second element; or, said first periodic layer in-
cludes said first element, said second element and
a third element, said second periodic layer includes
said first element, said second element and said third
element; or, the first periodic layer includes said first
element and said third element, said second periodic
layer includes said first element, said second ele-
ment and said third element; wherein the atomic
number of said first element is smaller than the atom-
ic number of said second element; wherein, in the
same periodic structure, said first element of said
first periodic layer has a percentage of the number
of atoms in compound composition greater than the
percentage of the number of atoms in compound
composition of said first element of said second pe-
riodic layer, the thickness of the nth periodic structure
is smaller than the thickness of the (n+1)th periodic
structure, wherein n is an integer greater than or
equal to 1.
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