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(54) Forward converter

(57) A forward converter for improving a power fac-
tor and suppressing a harmonic noise component ap-
pearing at an input current waveform. The forward con-
verter includes: a bridge diode (BD) for full-wave recti-
fying an AC input voltage to generate a first DC voltage;
a first smoothing capacitor (C1) for smoothing the first
DC voltage to generate a second DC voltage; a control
circuit (2) for generating a switching control signal in re-
sponse to an input of the second DC voltage; a switching
element (Q) connected between the first smoothing ca-
pacitor (C1) and a ground terminal and switched on or
off in response to the switching control signal; a trans-
former (T1) having at least a primary winding (Lp) and

a secondary winding (Ls), for receiving the second DC
voltage through the primary winding (Lp) when the
switching element is switched on and inducing the sec-
ond DC voltage to the secondary winding (Ls); a wave-
form shaper (CH) connected between the bridge diode
(BD) and the first smoothing capacitor (C1), for causing
a current flowing into the first smoothing capacitor (C1)
to have a sine wave form; a rectifying element (D2) con-
nected forwardly between the secondary winding (Ls)
of the transformer (T1) and a load (4), for rectifying a
DC voltage induced to the secondary winding (Ls) to
generate a third DC voltage; and a second smoothing
capacitor (C2) for smoothing the third DC voltage to sup-
ply a stable DC voltage to the load.
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