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(57) Provided are user equipment, a control method
thereof and a non-transitory computer readable storage
medium having a computer program recorded thereon.
That is, according to the present invention, an image at
a specific time is searched by identifying and tracking a
person included in a corresponding reference image
among a plurality of images photographed at a predeter-

mined time different than a photographing time of the
corresponding reference image by using the reference
image, and a search result is provided or the images are
classified according to the search result to conveniently
acquire a desired image search result through the refer-
ence image, thereby improving convenience of a user.
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Description

CROSS-REFERENCE TO RELATED APPLICATION

[0001] This application claims the benefit of Korean
Application No. 10-2015-0188042 filed on December 29,
2015 with the Korean Intellectual Property Office, the dis-
closure of which is incorporated herein by reference.

BACKGROUND OF THE INVENTION

1. Field of the Invention

[0002] The present invention relates to user equip-
ment, control method thereof and a non-transitory com-
puter readable storage medium having a computer pro-
gram recorded thereon, and particularly, to user equip-
ment, control method thereof and a non-transitory com-
puter readable storage medium having a computer pro-
gram recorded thereon which search an image at a spe-
cific time by identifying and tracking a person included in
a corresponding reference image among a plurality of
images photographed at a predetermined time different
than a photographing time of the corresponding refer-
ence image by using the reference image, and provide
a search result or classify the images according to the
search result.

2. Description of the Related Art

[0003] A current image automatic tagging method
adopts a scheme that determines whether the same per-
son is present in a plurality of photographs based on a
feature point of a person acquired from a reference image
to tag whether a person corresponding to the reference
image is present through the photograph when the same
person is present in the plurality of photographs.
[0004] In recent years, under a situation in which mul-
timedia photographing is routinized, enormously gener-
ated images are stored in a cloud server or a mass stor-
age medium and manually classifying the generated im-
ages is not easy. Accordingly, a technology that auto-
matically classifies the images appears, and as a result,
when the images are classified into babies, adults, ani-
mals, landscapes, and the like or a tag is set by selecting
a person of a specific photograph, a photograph in which
a person having a similar feature to the corresponding
person is present may be automatically identified and
tagged.
[0005] However, utilization of classification based on
a simple criterion is limitative and in even a method that
tags the person, a photograph at a similar time to the
selected reference tag can be searched, but a person
which is changed with the passage of time is not auto-
matically tracked and found.
[0006] An expected photograph for a case in which the
person becomes the adult from a childhood photograph
based on average face change data for specific sex and

race may be generated in order to search missing chil-
dren, but a feature disappears as the time elapses by
reflection of average information and identifiability is low-
ered, and as a result, it is difficult to apply such a scheme
to automatic image tagging.

[Prior Art Documents]

[Patent Document]

[0007] Korean Patent Publication No.
10-2010-0129725 [Title: Searching system and search-
ing service method]

SUMMARY OF THE INVENTION

[0008] An object of the present invention is to provide
user equipment, control method thereof and a non-tran-
sitory computer readable storage medium having a com-
puter program recorded thereon which search an image
at a specific time by identifying and tracking a person
included in a corresponding reference image among a
plurality of images photographed at a predetermined time
different than a photographing time of the corresponding
reference image by using the reference image, and pro-
vide a search result or classify the images according to
the search result.
[0009] Another object of the preset invention is to pro-
vide user equipment, control method thereof and a non-
transitory computer readable storage medium having a
computer program recorded thereon which track and au-
tomatically tag an associated person while reflecting a
feature of a face which is changed only by an image at
a single time when images which are changed with the
passage of time are accumulated.
[0010] Yet another object of the present invention is to
provide user equipment, control method thereof and a
non-transitory computer readable storage medium hav-
ing a computer program recorded thereon which find,
when a vast image pool such as the Internet is present
even in the case where an image of the same person is
not present for each time period, similar faces from the
corresponding images and reflect a change of the corre-
sponding similar faces over time to find the same person
which is the same as a reference image from photo-
graphs at a substantially desired time.
[0011] According to an aspect of the present invention,
user equipment includes: a storage unit storing a plurality
of images classified for each time interval based on pho-
tographing dates included in metadata of the plurality of
images, respectively, and time information associated
with the plurality of images; and a control unit setting a
tag including an age and an identifier in a reference im-
age, performing a first image tagging function between
the reference image and a plurality of images included
in a first time interval which is the same time interval as
the reference image among the plurality of images for
each time interval, extracting feature information of ob-
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jects included in images having similarities of a reference
value or more, respectively based on images of which
the similarities by performing the first image tagging func-
tion are the reference value or more, and reflecting the
extracted feature information of the objects included in
the images having the similarities of the reference value
or more, respectively to feature information of the refer-
ence image to update the feature information of the ref-
erence image to be searched.
[0012] In an embodiment of the present invention, the
control unit may calculate each of similarities between a
face which is the object included in the reference image
and faces which are the objects included in the plurality
of images included in the first time interval, respectively
based on the tag set in the reference image and verify
images in which the calculated similarity for each of the
plurality of images is a predetermined reference value or
more.
[0013] In an embodiment of the present invention, the
control unit may perform a second image tagging function
between the reference image of which the feature infor-
mation is updated and the plurality of images included in
a first time interval, perform a third image tagging function
between the reference image of which the feature infor-
mation is updated and a plurality of other images included
in a second time interval consecutive with the first time
interval including the reference image among the plurality
of images for each time interval, and reflect the feature
information of the objects included in one or more images
having the similarities of the reference value or more,
respectively, to the feature information of the reference
image of which the feature information is updated based
on one or more images in which similarities by performing
the second image tagging function and the third image
tagging function is the reference value or more again to
reupdate the feature information of the reference image
of which the feature information to be searched is updat-
ed.
[0014] In an embodiment of the present invention, the
control unit may repeatedly perform the calculation of the
similarities between at least one image included in two
consecutive time intervals and the reference image of
which the feature information is updated and the process
of updating the feature information of the reference image
with respect to the plurality of images classified for each
time interval to search each of one or more images in
which the similarities are the reference value or more for
each time interval with respect to the plurality of images
classified for each time interval.
[0015] In an embodiment of the present invention, the
control unit may classify one or more images searched
for each time interval, for each time interval, and control
the classified one or more images searched for each time
interval and the number of images searched for each
time interval to be displayed on a display unit.
[0016] In an embodiment of the present invention, the
control unit may classify both of first one or more images
and second one or more images searched through the

consecutive searches, respectively with respect to the
same time interval into images of the same time interval
at the time of classifying one or more images searched
for each time interval for each time interval.
[0017] In an embodiment of the present invention, the
control unit may classify at least one image commonly
included among both of first one or more images and
second one or more images searched through the con-
secutive searches, respectively with respect to the same
time interval into the images of the same time interval at
the time of classifying one or more images searched for
each time interval for each time interval.
[0018] According to another aspect of the present in-
vention, a control method of user equipment includes:
storing, by a storage unit, a plurality of images classified
for each time interval based on photographing dates in-
cluded in metadata of the plurality of images, respectively
and time information associated with the plurality of im-
ages; setting, by a control unit, a tag including an age
and an identifier in a reference image; performing, by the
control unit, a first image tagging function between the
reference image and a plurality of images included in a
first time interval which is the same time interval as the
reference image among the plurality of images for each
time interval; extracting, by the control unit, feature infor-
mation of objects included in images having similarities
of a reference value or more, respectively based on im-
ages of which the similarities by performing the first image
tagging function are the reference value or more; and
reflecting, by the control unit, the extracted feature infor-
mation of the objects included in the images having the
similarities of the reference value or more, respectively
to feature information of the reference image to update
the feature information of the reference image to be
searched.
[0019] In an embodiment of the present invention, the
performing of the first image tagging may function include
calculating, by the control unit, each of similarities be-
tween a face which is the object included in the reference
image and faces which are the objects included in the
plurality of images included in the first time interval, re-
spectively based on the tag set in the reference image;
and verifying, by the control unit, images in which the
calculated similarity for each of the plurality of images is
a predetermined reference value or more.
[0020] In an embodiment of the present invention, the
method may further include: performing, by the control
unit, a second image tagging function between the ref-
erence image of which the feature information is updated
and the plurality of images included in a first time interval
and performing a third image tagging function between
the reference image of which the feature information is
updated and a plurality of other images included in a sec-
ond time interval consecutive with the first time interval
including the reference image among the plurality of im-
ages for each time interval; reflecting, by the control unit,
the feature information of the objects included in one or
more images having the similarities of the reference val-
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ue or more to the feature information of the reference
image of which the feature information is updated based
on one or more images in which similarities by performing
the second image tagging function and the third image
tagging function is the reference value or more again to
reupdate the feature information of the reference image
of which the feature information to be searched is updat-
ed; repeatedly performing, by the control unit, the calcu-
lation of the similarities between at least one image in-
cluded in two consecutive time intervals and the refer-
ence image of which the feature information is updated
and the process of updating the feature information of
the reference image with respect to the plurality of images
classified for each time interval to search each of one or
more images in which the similarities are the reference
value or more for each time interval with respect to the
plurality of images classified for each time interval; clas-
sifying, by the control unit, one or more images searched
for each time interval, for each time interval,; and display-
ing, by the display unit, the classified one or more images
searched for each time interval and the number of images
searched for each time interval.
[0021] According to yet another aspect of the present
invention, a computer program executing the method ac-
cording to the aforementioned embodiment may be
stored in a non-transitory computer readable storage me-
dium having a computer program recorded thereon.
[0022] According to the present invention, an image at
a specific time is searched by identifying and tracking a
person included in a corresponding reference image
among a plurality of images photographed at a predeter-
mined time different than a photographing time of the
corresponding reference image by using the reference
image, and a search result is provided or the images are
classified according to the search result to conveniently
acquire a desired image search result through the refer-
ence image, thereby improving convenience of a user.
[0023] Further, when images which are changed with
the passage of time are accumulated, an associated per-
son is tracked and automatically tagged while reflecting
a feature of a face which is changed only by an image at
a single time to easily classify or search images stored
in a cloud server or easily classify or associate images
stored in various mass storage media.
[0024] In addition, according to the present invention,
when a vast image pool such as the Internet is present
even in the case where an image of the same person is
not present for each time period, similar faces are found
from the corresponding images and a change of the cor-
responding similar faces over time is reflected to find the
same person which is the same as a reference image
from photographs at a substantially desired time, and as
a result, it is available when there is not many images or
missing children are found.

BRIEF DESCRIPTION OF THE DRAWINGS

[0025]

FIG. 1 is a block diagram illustrating a configuration
of user equipment according to an embodiment of
the present invention.
FIG. 2 is a flowchart illustrating a control method of
user equipment according to an embodiment of the
present invention.
FIGS. 3 to 5 illustrate are diagrams illustrating a
screen of user equipment according to an embodi-
ment of the present invention.

DETAILED DESCRIPTION OF THE PREFERRED EM-
BODIMENTS

[0026] It is noted that technical terms used in the
present invention are used to just describe a specific em-
bodiment and do not intend to limit the present invention.
Further, if the technical terms used in the present inven-
tion are not particularly defined as other meanings in the
present invention, the technical terms should be appre-
ciated as meanings generally appreciated by those
skilled in the art and should not be appreciated as ex-
cessively comprehensive meanings or excessively re-
duced meanings. Further, when the technical term used
in the present invention is a wrong technical term that
does not accurately express the spirit of the present in-
vention, the technical term should be understood by be-
ing substituted by a technical term which can be correctly
understood by those skilled in the art. In addition, a gen-
eral term used in the present invention should be inter-
preted as defined in a dictionary or contextually, and
should not be interpreted as an excessively reduced
meaning.
[0027] In addition, singular expressions used in the
present invention include plurals expressions unless they
have definitely opposite meanings. In the present inven-
tion, it should not analyzed that a term such as "compris-
ing" or "including" particularly includes various compo-
nents or various steps disclosed in the specification and
some component or some steps among them may not
included or additional components or steps may be fur-
ther included.
[0028] In addition, terms including ordinal numbers,
such as ’first’ and ’second’, used in the present invention
can be used to describe various components, but the
components should not be limited by the terms. The
above terms are used only to discriminate one compo-
nent from the other components. For example, a first
component may be named a second component and sim-
ilarly, the second component may also be named the first
component, without departing from the scope of the
present invention.
[0029] Hereinafter, preferable exemplary embodiment
of the present invention will be described in more detail
with reference to the accompanying drawings. Like ref-
erence numerals refer to like elements for easy overall
understanding and a duplicated description of like ele-
ments will be omitted.
[0030] Further, in the following description, a detailed
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explanation of known related technologies may be omit-
ted to avoid unnecessarily obscuring the subject matter
of the present invention. Further, it is noted that the ac-
companying drawings are only for easily understanding
the spirit of the present invention and it should not be
interpreted that the spirit of the present invention is limited
by the accompanying drawings.
[0031] FIG. 1 is a block diagram illustrating a configu-
ration of user equipment 100 according to an embodi-
ment of the present invention.
[0032] As illustrated in FIG. 1, the user equipment 100
is constituted by a communication unit 110, a storage
unit 120, a display unit 130, a voice output unit 140, and
a control unit 150. All the components of the user equip-
ment 100 illustrated in FIG. 1 are not required compo-
nents, and the user equipment 100 may be implemented
by more components than the components illustrated in
FIG. 1 or less components therethan.
[0033] The control unit 150 performs an image tagging
function among a plurality of images included in the same
time interval as a predetermined reference image in
which a tag including an age and an identifier is set among
a plurality of classified images according to a plurality of
time intervals stored in the storage unit 120, respectively.
Thereafter, the control unit 150 reflects feature informa-
tion acquired from one or more images similar to the cor-
responding reference image by performing the image
tagging function to feature information of the reference
image to update search target image feature information.
Then, the control unit 150 performs the image tagging
function between images of which feature information is
updated with respect to a next time interval adjacent to
the corresponding time interval as the searched search
interval and the corresponding time interval as the
searched search interval. Thereafter, the control unit 150
reflects feature information acquired from one or more
other images similar to the corresponding reference im-
age by performing the image tagging function to the fea-
ture information of the reference image to update the
search target image feature information. Further, the con-
trol unit 150 repeatedly performs the image tagging func-
tion for a current time interval and the next time interval
with respect to the plurality of time intervals to search
images similar to the corresponding reference image de-
pending on calculation of a similarity between the images
in the plurality of all time intervals and the reference im-
age for each time interval. Thereafter, the control unit
150 performs a classification function of the images
searched for each time interval and displays the images
classified for each time interval by performing the clas-
sification function, the number of the images classified
for each time interval, and the like on the display unit 130.
[0034] The user equipment 100 may be applied to var-
ious terminals such as a smart phone, a portable terminal,
a mobile terminal, a personal digital assistant (PDA), a
portable multimedia player (PMP), a telematics terminal,
a navigation terminal, a personal computer, a notebook
computer, a slate PC, a tablet PC, an ultrabook, a wear-

able device (for example, including a smartwatch, a smart
glass, a head mounted display (HMD), and the like), a
Wibro terminal, an Internet protocol television (IPTV) ter-
minal, a smart TV, a digital broadcasting terminal, a tel-
evision, a 3D television, a home theater system, an audio
video navigation (AVN) terminal, an audio/video (A/V)
system, and a flexible terminal, and the like.
[0035] The communication unit 110 communicates
with any internal component or at least one predeter-
mined external terminal via a wired/ wireless communi-
cation network. In this case, any external terminal may
include a service providing device (not illustrated), a
cloud server (not illustrated), a mass storage medium
(not illustrated), and the like. Herein, a wireless Internet
technology includes wireless LAN (WLAN), digital living
network alliance (DLNA), wireless broadband (Wibro),
world interoperability for microwave access (Wimax),
high speed downlink packet access (HSDPA), high
speed uplink packet access (HSUPA), IEEE 802.16, long
term evolution (LTE), long term evolution-advanced
(LTE-A), wireless Mobile broadband service (WMBS),
and the like and the communication unit 110 transmits/re-
ceives data according to at least one wireless Internet
technology in a range to include even Internet technolo-
gies not enumerated as above. Further, a short-range
communication technology may include Bluetooth, radio
frequency identification (RFID), infrared data association
(IrDA), ultra wideband (UWB), ZigBee, near field com-
munication (NFC), ultra sound communication (USC),
visible light communication (VLC), Wi-Fi, Wi-Fi direct,
and the like. In addition, a wired communication technol-
ogy may include power line communication (PLC), USB
communication, Ethernet, serial communication, opti-
cal/coaxial cable, and the like.
[0036] Further, the communication unit 110 may mu-
tually transmit information a predetermined terminal
through a universal serial bus (USB).
[0037] Further, the communication unit 110 transmits
and receives a wireless signal to and from at least one
of a base station, the service proving device, the cloud
server, the mass storage medium, and the like on a mo-
bile communication network constructed according to
technical standards for mobile communication or com-
munication schemes (for example, global system for mo-
bile communication (GSM), code division multi access
(CDMA), code division multi access 2000 (CDMA2000),
enhanced voice-data optimized or enhanced voice-data
only (EV-DO), wideband CDMA (WCDMA), high speed
downlink packet access (HSDPA), high speed uplink
packet access (HSUPA), IEEE 802.16, long term evolu-
tion (LTE), long term evolution-advanced (LTE-A), or the
like).
[0038] Further, the communication unit 110 communi-
cates with the cloud server, the mass storage medium,
and the like by the control of the control unit 150.
[0039] Further, the communication unit 110 stores a
plurality of images provided from the cloud server, the
mass storage medium, and the like by the control of the
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control unit 150.
[0040] The storage unit 120 stores various user inter-
faces (UIs), graphic user interfaces (GUIs), and the like.
[0041] Further, the storage unit 120 stores data, pro-
grams, and the like which are required to operate the
user equipment 100.
[0042] That is, the storage unit 120 may store a plurality
of application programs (alternatively, applications) driv-
en in the user equipment 100 and data, commends, and
the like for the operation of the user equipment 100. At
least some of the application programs may be down-
loaded from an external service providing device through
wireless communication. Further, at least some of the
application programs may be present on the user equip-
ment 100 from a delivery time for base functions (for ex-
ample, phone receipt and call functions and message
receiving and sending functions) of the user equipment
100. Meanwhile, the application program is stored in the
storage unit 120 and installed in the user equipment 100
to be driven to perform an operation (alternatively, a func-
tion) of the user equipment 100 by the control unit 150.
[0043] Further, the storage unit may include at least
one storage medium of a flash memory type, a hard disk
type, a multimedia card micro type, a card type memory
(for example, an SD or XD memory, or the like), a mag-
netic memory, a magnetic disk, an optical disk, a random
access memory (RAM), a static random access memory
(SRAM), a read-only memory (ROM), an electrically
erasable programmable read-only memory (EEPROM),
and a programmable read-only memory (PROM). Fur-
ther, the user equipment 100 may operate a web storage
performing a storage function of the storage unit 120 on
the Internet or operate in association with the web stor-
age.
[0044] Further, the storage unit 120 stores various in-
formation, the plurality of images, and the like received
through the communication unit 110 by the control of the
control unit 150.
[0045] The display unit 130 may display various con-
tents such as various menu screens, and the like by using
the UI and/or the GUI stored in the storage unit 120 by
the control of the control unit 150. Herein, the contents
displayed on the display unit 130 include a menu screen
including various texts or image data (including various
information data) and data such as icons, a list menu,
and a combo box, and the like. Further, the display unit
130 may be a touch screen.
[0046] In addition, the display unit 130 may include at
least one of a liquid crystal display (LCD), a thin film tran-
sistor-liquid crystal display (TFT LCD), an organic light-
emitting diode (OLED), a flexible display, a 3D display,
an e-ink display, and a light emitting diode (LED).
[0047] Further, the display unit 120 may be constituted
as a stereoscopic display unit displaying a stereoscopic
image.
[0048] A 3D display type such as a stereoscopic type
(a glasses type), an auto-stereoscopic type (a glassless
type), a projection type (a holographic type), and the like

may be applied to the stereoscopic display unit.
[0049] Further, the display unit 130 displays various
pieces of information, the plurality of images, and the like
received through the communication unit 110 by the con-
trol of the control unit 150.
[0050] The voice output unit 140 outputs voice infor-
mation included in a signal signal-processed by the con-
trol unit 150. Herein, the voice output unit 140 may include
a receiver, a speaker, a buzzer, and the like.
[0051] Further, the voice output unit 140 outputs a
guidance voice generated by the control unit 150.
[0052] In addition, the voice output unit 140 outputs
voice information corresponding to various pieces of in-
formation received through the communication unit 110
by the control of the control unit 150.
[0053] The control unit 150 executes an overall control
function of the user equipment 100.
[0054] Further, the control unit 150 executes an overall
control function of the user equipment 100 by using the
programs and data stored in the storage unit 120. The
control unit 150 may include a RAM, a ROM, a CPU, a
GPU, and a bus, and the RAM, the ROM, the CPU, the
GPU, and the like may be connected to each other
through the bus. The CPU accesses the storage unit 120
to perform booting by using an O/S stored in the storage
unit 120 and may perform various operations by using
various programs, contents, data, and the like stored in
the storage unit 120.
[0055] Further, the control unit 110 receives mass im-
ages provided from the service providing device, the
cloud server, the mass storage medium, and the like
through the communication unit.
[0056] In addition, the control unit 150 verifies (alter-
natively, selects) the reference image among the plurality
of images stored in the storage unit 120.
[0057] Moreover, the control unit 150 sets the tag in-
cluding the age and the identifier in the reference image.
[0058] In addition, the control unit 150 classifies the
plurality of images according to the time interval based
on photographing dates included in metadata of the plu-
rality of images stored in the storage unit 120, respec-
tively and time information (for example, a registration
time in a webpage, SNS, or the like) associated with the
plurality of corresponding images.
[0059] In this case, the control unit 150 may narrow
the time interval for the search in the case of a childhood
in which a change degree of a face is large according to
the age. To this end, the control unit 150 preferably ac-
curately sets (alternatively, inputs) the age (alternatively,
a date of birth) of the reference image. For example, the
control unit 150 may variably set the search interval like
setting the search interval to 1 month and gradually in-
creasing the search interval to 2 to 3 months in the case
of children, setting the search interval to 1 year in the
case of 10 years old or more, setting the search interval
to 2 years in the case of 20 years old or more, setting the
search interval to 5 years in the case of 30 years old or
more, and the like.
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[0060] Further, the control unit 150 performs the image
tagging function between the reference image and the
plurality of images included in the same time interval as
the corresponding reference image among the plurality
of images for each time interval.
[0061] That is, the control unit 150 calculates each of
similarities between the face which is an object included
in the reference image and faces which are objects in-
cluded in the plurality of images included in the same
time interval as the corresponding reference image, re-
spectively with respect to the plurality of images included
in the same time interval as the reference image among
the plurality of time intervals based on the tag set in the
reference image and verifies an image in which the cal-
culated similarity for each of the plurality of images is a
predetermined reference value or more.
[0062] Further, the control unit 150 verifies (alterna-
tively, extracts) feature information of objects included in
the images of which the similarity is the reference value
or more, respectively based on the images of which the
verified similarity is the predetermined reference value
or more.
[0063] In addition, the control unit 150 reflects the fea-
ture information of the objects included in the images of
which the verified similarity is the reference value or
more, respectively to the feature information of the ref-
erence image to update the feature information of the
reference image to be searched.
[0064] Moreover, the control unit 150 performs the im-
age tagging function between the reference image (al-
ternatively, the reference image of which the feature in-
formation is updated), and the plurality of images includ-
ed in the same time interval as the reference image
among the plurality of images for each time interval and
a plurality of other images included in an adjacent time
interval of a search time direction from the same time
interval as the corresponding reference image.
[0065] That is, the control unit 150 calculates each of
similarities between the face which is the object included
in the reference image and faces which are the objects
included in the plurality of images included in the same
time interval as the corresponding reference image and
the plurality of other images included in the adjacent time
interval of the search time direction from the same time
interval as the corresponding reference image with re-
spect to the plurality of images included in the same time
interval as the reference image among the plurality of
images for each time interval and the plurality of other
images included in the adjacent time interval of the
search time direction from the same time interval as the
corresponding reference image based on the tag set in
the reference image and verifies images in which the
calculated similarity for each of the plurality of images
and the calculated similarity for each of the plurality of
other images are a predetermined reference value or
more. In this case, the control unit 150 may calculate
each of the similarities for the corresponding reference
image, the plurality of images included in the same time

interval as the reference image and the plurality of other
images included in the adjacent time interval of the
search time direction based on the feature information
of the reference image updated in the above step with
respect to the reference image.
[0066] Further, the control unit 150 verifies the feature
information of the objects included in the images of which
the similarity is the reference value or more, respectively
based on the images of which the verified similarity is the
predetermined reference value or more.
[0067] In addition, the control unit 150 reflects the fea-
ture information of the objects included in the images of
which the verified similarity is the reference value or
more, respectively to the feature information of the ref-
erence image to update the feature information of the
reference image to be searched again.
[0068] Moreover, the control unit 150 repeatedly per-
forms the calculation of the similarity with the reference
image of which the feature information is updated and
the update of the feature information of the reference
image with respect to a plurality of yet other images in-
cluded in the time interval at the previous step and yet
another time interval adjacent to the time interval at the
corresponding previous step among the plurality of time
intervals to search each of one or more images of which
the similarity is the reference value or more with respect
to the plurality of images included in the plurality of time
intervals.
[0069] That is, the control unit 150 searches images
similar to the reference image of which the feature infor-
mation is updated while moving every one time interval
based on the time interval corresponding to the corre-
sponding reference image with respect to the plurality of
time intervals.
[0070] As described above, as the method that reflects
feature information of a subsequent search interval to
the feature information (alternatively, a feature point), the
control unit 150 performs the search based on the same
feature information of a current interval and a next interval
while searching and extracts the feature information for
an image found in the next interval again to repeat a
scheme that performs the search in the next interval and
the subsequent interval.
[0071] Therefore, a specific person may be found at
once among personal images which are accumulated for
several years in spite of a change of the corresponding
person (for example, an image of a current family is se-
lected among family photographs accumulated for doz-
ens of years and even a childhood photograph of the
corresponding family member is collectively tagged) or
a scheme is repeated, which tags an image identified as
the same person at the same time is tagged in an Internet
image or a separate image pool when there is little ac-
cumulated photographs of an explicit target and thereaf-
ter, updates a feature to find an image including the ex-
pected same person at a desired time.
[0072] Further, the control unit 150 finds an image in
which a similar face is present when there is no metadata

11 12 



EP 3 188 045 A1

8

5

10

15

20

25

30

35

40

45

50

55

for the photographing date among personal photographs
to provide an approximate photographing time of the cor-
responding image, find missing children among the In-
ternet images, and provide a prediction image of the face
after growth.
[0073] In addition, the control unit 150 automatically
classifies one or more images searched for the plurality
of time intervals for each time interval, respectively and
displays the one or more automatically classified images
searched for the plurality of time intervals, respectively,
the number of the images searched for each of the plu-
rality of time intervals, and the like on the display unit 130.
[0074] In this case, when the one or more images
searched for the plurality of time intervals, respectively
are automatically classified for each time interval, the
control unit 150 classifies all images into the image of
the corresponding time interval with respect to the imag-
es searched through the consecutive steps, respectively.
[0075] Further, when the one or more images searched
for the plurality of time intervals, respectively are auto-
matically classified for each time interval, the control unit
150 classifies the image commonly included in the steps
among the images searched through the consecutive
steps, respectively into the image of the corresponding
time interval.
[0076] In the embodiment of the present invention, it
is described that the user equipment 100 searches and
classifies the image for each time interval, which is similar
to the reference image for the plurality of images (alter-
natively, the plurality of images classified for each time
interval) provided from the cloud server, the mass stor-
age medium, and the like, but the present invention is
not limited thereto and the user equipment 100 may trans-
mit the reference image to the cloud server or the mass
storage medium, and the corresponding cloud server or
mass storage medium may search and classify the image
for each time interval, which is similar to the reference
image and thereafter, provide the searched and classi-
fied image for each time interval to the user equipment
100.
[0077] Further, the user equipment 100 may further
include an interface unit (not illustrated) serving as an
interface with all external devices connected to the cor-
responding user equipment 100. For example, the inter-
face unit may be constituted by a wired/ wireless headset
port, an external charger port, a wired/ wireless data port,
a memory card port, a port connecting devices with iden-
tification modules, an audio input/ output (I/O) port, a vid-
eo input/ output (I/O) port, an earphone port, and the like.
Here, the identification module is a chip storing various
information for authenticating a permission of the user
equipment 100 and may include a user identity module
(UIM), a subscriber identity module (SIM), a universal
subscriber identity module (USIM), and the like. Further,
the device provided with the identification module may
be prepared in a smart card form. Accordingly, the iden-
tification module may be connected with the user equip-
ment 100 through the port. Such an interface unit re-

ceives data or power from an external device to transmit
the received data or power to each component in the
user equipment 100 or transmit the data in the user equip-
ment 100 to the external device.
[0078] Further, the interface unit may be a passage
through which the power from a cradle is supplied to the
corresponding user equipment 100 when the user equip-
ment 100 is connected with an external cradle or a pas-
sage through which various command signals input from
the cradle by the user is transferred to the corresponding
user equipment 100. Various command signals input
from the cradle or the corresponding power may also
operate by a signal for recognizing that the user equip-
ment 100 is accurately installed on the cradle.
[0079] Further, the user equipment 100 may further
include an input unit (not illustrated) for receiving a signal
according to a button operation of the user or any function
selection or receiving a command or a control signal gen-
erated by an operation such as touching/scrolling the dis-
played screen.
[0080] The input unit as a means for receiving at least
one of a user’s command, selection, data, and informa-
tion may include a plurality of input keys and function
keys for receiving figure or text information and setting
various functions.
[0081] Further, as the input unit, various devices may
be used, such as a key pad, a dome switch, a (capaci-
tive/resistive) touch pad, a touch screen, a jog wheel, a
jog switch, a jog shuttle, a mouse, a stylus pen, a touch
pen, and the like. Particularly, when the display unit 130
is formed in a touch screen form, some or all of the input
functions may be performed by the display unit 130.
[0082] Further, each component (alternatively, each
module) of the user equipment 100 may be software
stored on a memory (alternatively, the storage unit 120)
of the user equipment 100. The memory may be an in-
ternal memory of the user equipment 100 and may an
external memory or other types of storage devices. Fur-
ther, the memory may be a non-volatile memory. The
software stored on the memory may include a command
set to allow the user equipment 100 to perform a specific
operation while executing.
[0083] Further, a processor installed in the user equip-
ment 100 according to the present invention may process
the program command for executing the method accord-
ing to the present invention. In one implementation ex-
ample, the processor may be a single-threaded proces-
sor and in another implementation example, the proces-
sor may be a multi-threaded processor. Furthermore, the
processor may process a command stored in the memory
or a storage device.
[0084] As described above, an image at a specific time
may be searched by identifying and tracking a person
included in a corresponding reference image among a
plurality of images photographed at a predetermined time
different than a photographing time of the corresponding
reference image by using the reference image, and a
search result may be provided or the images may be
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classified according to the search result.
[0085] Further, when the images which are changed
with the passage of time are accumulated, an associated
person may be tracked and automatically tagged while
reflecting a feature of a face which is changed only by
an image at a single time.
[0086] Further, when a vast image pool such as the
Internet is present even in the case where an image of
the same person is not present for each time period, sim-
ilar faces are found from the corresponding images and
a change of the corresponding similar faces over time is
reflected to find the same person which is the same as
a reference image from photographs at a substantially
desired time.
[0087] Hereinafter, a control method of the user equip-
ment according to the present invention will be described
in detail with reference to FIGS. 1 to 5.
[0088] FIG. 2 is a flowchart illustrating a control method
of user equipment according to an embodiment of the
present invention.
[0089] First, the control unit 150 sets the tag including
the age and the identifier in the reference image.
[0090] As an example, the control unit 150 sets a tag
including an age (for example, 17 years old) and an iden-
tifier in a reference image including the face of a first user
(S210).
[0091] Thereafter, the control unit 150 classifies the
plurality of images according to the time interval based
on photographing dates included in metadata of the plu-
rality of images stored in the storage unit 120 and time
information (for example, a registration time in a web-
page, SNS, or the like) associated with the plurality of
corresponding images.
[0092] In this case, the control unit 150 may narrow
the time interval for the search in the case of a childhood
in which a change degree of a face is large according to
the age. To this end, the control unit 150 preferably ac-
curately sets (alternatively, inputs) the age (alternatively,
a date of birth) of the reference image. For example, the
control unit 150 may variably set the search interval like
setting the search interval to 1 month and gradually in-
creasing the search interval to 2 to 3 months in the case
of children, setting the search interval to 1 year in the
case of 10 years old or more, setting the search interval
to 2 years in the case of 20 years old or more, setting the
search interval to 5 years in the case of 30 years old or
more, and the like.
[0093] As an example, the control unit 150 classifies
100,000 sheets of images according to 14 predetermined
time intervals (including, for example, 1 month, 2 months,
3 months, 4 months, 5 months, 6 months, 7 to 12 months,
13 to 24 months, 25 to 48 months, 5 to 7 years old, 8 to
15 years old, 16 to 20 years old, 21 to 30 years old, 31
to 40 years old, and the like) based on photographing
dates, webpage registration dates, SNS registration
dates, and the like included in metadata of 100,000
sheets of images stored in the storage unit 120 (S220).
[0094] Thereafter, the control unit 150 performs the im-

age tagging function between the reference image and
the plurality of images included in the same time interval
as the corresponding reference image among the plural-
ity of images for each time interval.
[0095] That is, the control unit 150 calculates each of
similarities between the face which is an object included
in the reference image and faces which are objects in-
cluded in the plurality of images included in the same
time interval as the corresponding reference image, re-
spectively, among a plurality of time intervals on the basis
of the tag set in the reference image and verifies an image
in which the calculated similarity for each of the plurality
of images is a predetermined reference value or more.
[0096] As an example, as illustrated in FIG. 3, in a first
step, the control unit 150 calculates each of the similar-
ities between the face of the first user included in the
reference image and faces included in 10,000 images
included in a 12-th time interval (for example, 16 to 20
years old), respectively based on feature information of
the face of the first user included in the reference image
and feature information of the faces which are objects
included in 10,000 images included in the 12-th time in-
terval (for example, 16 to 20 years old), respectively with
respect to 10,000 images included in the 12-th time in-
terval (for example, 16 to 20 years old) corresponding to
the age (for example, 17 years old) of the reference image
among the plurality of time intervals and verifies 15 im-
ages of which the similarity among the calculated simi-
larities of 10,000 images is a predetermined reference
value (for example, a similarity of 90%) or more (S230).
[0097] Thereafter, the control unit 150 verifies (alter-
natively, extracts) feature information of objects included
in the images of which the similarity is the reference value
or more, respectively based on the images (alternatively,
the images of which the similarity by performing the im-
age tagging function is the reference value or more) of
which the verified similarity is the predetermined refer-
ence value or more.
[0098] In addition, the control unit 150 reflects the fea-
ture information of the objects included in the images of
which the verified similarity is the reference value or
more, respectively to the feature information of the ref-
erence image to update the feature information of the
reference image to be searched.
[0099] As an example, the control unit 150 verifies the
feature information of objects included in 15 images hav-
ing the similarity of the predetermined reference value
(for example, the similarity of 90%) or more among the
similarities of 10,000 images, respectively and updates
the feature information (alternatively, the feature infor-
mation of the face of the first user in the reference image)
of the reference image based on the feature information
of the objects included in the verified 15 images, respec-
tively (S240).
[0100] Thereafter, the control unit 150 performs the im-
age tagging function between the reference image (al-
ternatively, the reference image of which the feature in-
formation is updated), and the plurality of images includ-
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ed in the same time interval as the reference image
among the plurality of images for each time interval, and
a plurality of other images included in an adjacent time
interval of a search time direction from the same time
interval as the corresponding reference image.
[0101] That is, the control unit 150 calculates each of
similarities between the face which is the object included
in the reference image and faces which are the objects
included in the plurality of images included in the same
time interval as the corresponding reference image and
the plurality of other images included in the adjacent time
interval of the search time direction from the same time
interval as the corresponding reference image with re-
spect to the plurality of images included in the same time
interval as the reference image among the plurality of
images for each time interval and the plurality of other
images included in the adjacent time interval of the
search time direction from the same time interval as the
corresponding reference image based on the tag set in
the reference image and verifies images in which the
calculated similarity for each of the plurality of images
and the calculated similarity for each of the plurality of
other images are a predetermined reference value or
more. In this case, the control unit 150 may calculate
each of the similarities for the plurality of images included
in the same time interval as the corresponding reference
image and the plurality of other images included in the
adjacent time interval of the search time direction based
on the feature information of the reference image updat-
ed in the above step with respect to the reference image.
[0102] As an example, as illustrated in FIG. 3, in a sec-
ond step, the control unit 150 calculates each of the sim-
ilarities between the face of the first user included in the
reference image and faces included in 10,000 images
included in the 12-th time interval (for example, 16 to 20
years old), respectively based on the feature information
(alternatively, the feature information of the face of the
first user included in the updated reference image) up-
dated for the face of the first user included in the reference
image and the feature information of the faces which are
the objects included in 10,000 images included in the 12-
th time interval (for example, 16 to 20 years old), respec-
tively with respect to 10,000 images included in the 12-
th time interval (for example, 16 to 20 years old) corre-
sponding to the age (for example, 17 years old) of the
reference image among the plurality of time intervals and
verifies 13 images of which the similarity among the cal-
culated similarities of 10,000 images is a predetermined
reference value (for example, a similarity of 90%) or
more. Further, as illustrated in FIG. 3, in a second step,
the control unit 150 calculates each of the similarities
between the face of the first user included in the reference
image and faces which are the object included in 9,000
images included in an 11-th time interval (for example, 8
to 15 years old), respectively based on the feature infor-
mation (alternatively, the feature information of the face
of the first user included in the updated reference image)
updated for the face of the first user included in the ref-

erence image and feature information of the faces which
are the object included in 9,000 images included in the
11-th time interval (for example, 8 to 15 years old), re-
spectively with respect to 9,000 images included in the
11-th time interval (for example, 8 to 15 years old), other
time interval adjacent to the 12-th time interval (for ex-
ample, 16 to 20 years old) corresponding to the age (for
example, 17 years old) of the reference image among
the plurality of time intervals and verifies 10 images of
which the similarity among the calculated similarities of
9,000 images is a predetermined reference value (for
example, a similarity of 90%) or more (S250).
[0103] Thereafter, the control unit 150 verifies the fea-
ture information of the objects included in the images of
which the similarity is the reference value or more, re-
spectively based on the images of which the verified sim-
ilarity is the reference value or more.
[0104] In addition, the control unit 150 reflects the fea-
ture information of the objects included in the images of
which the verified similarity is the reference value or
more, respectively to the feature information of the ref-
erence image to update the feature information of the
reference image to be searched again.
[0105] As an example, the control unit 150 verifies the
feature information of the objects included in 13 images
having the similarity of the reference value or more (for
example, the similarity of 90%) among the similarities of
10,000 images in the 12-th time interval (for example, 16
to 20 years old) and 10 images having the similarity of
the similarity of the reference value (for example, the sim-
ilarity of 90%) or more among the similarities of 9,000
images in the 11-th time interval (for example, 8 to 15
years old), respectively and updates the feature informa-
tion (alternatively, the feature information of the face of
the first user included in the reference image) of the pre-
viously updated reference image again based on the ver-
ified feature information of the objects included in a total
of 23 images, respectively (S260).
[0106] Thereafter, the control unit 150 repeatedly per-
forms the calculation of the similarity with the reference
image of which the feature information is updated and
the update of the feature information of the reference
image (for example, steps S250 and S260) with respect
to a plurality of yet other images included in the time
interval at the previous step and yet another time interval
adjacent to the time interval at the corresponding previ-
ous step among the plurality of time intervals to search
each of one or more images of which the similarity is the
reference value or more for each time interval with re-
spect to the plurality of images included in the plurality
of time intervals.
[0107] As an example, as illustrated in FIG. 3, in a third
step, the control unit 150 calculates the similarities for
each image based on the updated feature information
(alternatively, the feature information of the face of the
first user included in the updated reference image) of the
face of the first user included in the reference image with
respect to images included in a 10-th time interval (for
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example, 5 to 7 years old) which is another time interval
and the images included in the 11-th time interval (for
example, 8 to 15 years old) among the plurality of time
intervals, verifies images having the similarity of a refer-
ence value or more among the calculated similarities for
each image, verifies the feature information of the objects
of the verified images, and updates the feature informa-
tion of the previously updated reference image again
based on the feature information of the objects included
in the verified images, respectively. Further, the control
unit 150 repeatedly performs steps 4 to 12 to search (al-
ternatively, verify) each image which is similar to the fea-
ture information of the referenced image updated in each
time interval by the reference value or more for each step
(S270).
[0108] Thereafter, the control unit 150 automatically
classifies one or more images searched for the plurality
of time intervals, respectively and displays the one or
more automatically classified images searched for the
plurality of time intervals, respectively, the number of the
images searched for each of the plurality of time intervals,
and the like on the display unit 130.
[0109] In this case, when the one or more images
searched for the plurality of time intervals, respectively
are automatically classified for each time interval, the
control unit 150 may classify all images into the image
of the corresponding time interval or classify the image
commonly included among the images searched through
the consecutive steps, respectively into the image of the
corresponding time interval with respect to the images
searched through the consecutive steps, respectively.
[0110] As an example, the control unit 150 automati-
cally classifies one or more images searched for the plu-
rality of time intervals for each time interval, respectively
and displays the one or more automatically classified im-
ages searched for the plurality of time intervals, respec-
tively, the number of the images searched for each of the
plurality of time intervals, and the like on the display unit
130, as illustrated in FIG. 4. In this case, the control unit
150 may display one or more images of the time intervals,
respectively in a thumbnail form and when a specific im-
age displayed in the thumbnail form is selected, the con-
trol unit 150 may display an original image of the corre-
sponding selected specific image on the display unit 130.
[0111] In this case, when one or more images
searched for each of the plurality of time intervals are
automatically classified for each time interval, the control
unit 150 classifies all images (for example, a total of 18
images including the first to 18-th images) into the images
of the corresponding 12-th time interval (for example, 16
to 20 years old) with respect to 15 images (for example,
the first to 15-th images) searched in the first step and
13 images (for example, the first to 10-th images and 16-
th to 18-th images) searched in the second step with re-
spect to the 12-th time interval of 16 to 20 years old illus-
trated in FIG. 4.
[0112] Further, when one or more images searched
for each of the plurality of time intervals are automatically

classified for each time interval, the control unit 150 clas-
sifies 10 images (for example, the first to 10-th images)
commonly included in the first and second steps into the
images of the corresponding 12-th time interval (for ex-
ample, 16 to 20 years old) as illustrated in FIG. 5 with
respect to 15 images (for example, the first to 15-th im-
ages) searched in the first step and 13 images (for ex-
ample, the first to 10-th images and 16-th to 18-th images)
searched in the second step with respect to the 12-th
time interval of 16 to 20 years old illustrated in FIG. 4
(S280).
[0113] The use equipment according to the embodi-
ment of the present invention may be prepared with a
computer program, and codes and code segments con-
figuring the computer program may easily deduced by a
computer programmer in the art. Further, the correspond-
ing computer program is stored in the non-transitory com-
puter readable storage medium, and read and executed
by the computer or the user equipment, and the like ac-
cording to the embodiment of the present invention to
implement the user equipment.
[0114] The non-transitory computer readable storage
medium includes a magnetic storage medium, an optical
storage medium, and a carrier wave medium. The com-
puter program implementing the user equipment accord-
ing to the embodiment of the present invention may be
stored and installed in embedded memories of the user
equipment, and the like. Alternatively, external memories
such as a smart card storing and installing the computer
program implementing the user equipment according to
the embodiment of the present invention may be installed
on the user equipment, and the like through an interface.
[0115] According to the embodiment of the present in-
vention, as described above, the image at the specific
time is searched by identifying and tracking the person
included in the corresponding reference image among
the plurality of images photographed at a predetermined
time different than the photographing time of the corre-
sponding reference image by using the reference image,
and the search result is provided or the images are clas-
sified according to the search result to conveniently ac-
quire a desired image search result through the reference
image, thereby improving convenience of the user.
[0116] Further, in the embodiment of the present in-
vention, as described above, when images which are
changed with the passage of time are accumulated, an
associated person is tracked and automatically tagged
while reflecting a feature of a face which is changed only
by an image at a single time to easily classify or search
images stored in a cloud server or easily classify or as-
sociate images stored in various mass storage media.
[0117] In addition, in the embodiment of the present
invention, as described above, when a vast image pool
such as the Internet is present even in the case where
an image of the same person is not present for each time
period, similar faces are found from the corresponding
images and a change of the corresponding similar faces
over time is reflected to find the same person which is
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the same as a reference image from photographs at a
substantially desired time, and as a result, it is available
when there is not many images or missing children are
found.
[0118] Hereinabove, although the present invention is
described by specific matters such as concrete compo-
nents, and the like, embodiments, and drawings, they
are provided only for assisting in the entire understanding
of the present invention. Therefore, the present invention
is not limited to the embodiments. Various modifications
and changes may be made by those skilled in the art to
which the present invention pertains from this descrip-
tion. Therefore, the spirit of the present invention should
not be limited to the above-described embodiments and
the following claims as well as all modified equally or
equivalently to the claims are intended to fall within the
scope and spirit of the invention.
[0119] According to the present invention, the image
at the specific time is searched by identifying and tracking
the person included in the corresponding reference im-
age among a plurality of images photographed at a pre-
determined time different than the photographing time of
the corresponding reference image by using the refer-
ence image, and the search result is provided or the im-
ages are classified according to the search result to con-
veniently acquire the desired image search result through
the reference image, thereby improving convenience of
a user and the present invention can be widely used in
a user equipment field, a image search field, and the like.

Claims

1. User equipment comprising:

a storage unit storing a plurality of images clas-
sified for each time interval based on photo-
graphing dates included in metadata of the plu-
rality of images, respectively, and time informa-
tion associated with the plurality of images; and
a control unit setting a tag including an age and
an identifier in a reference image, performing a
first image tagging function between the refer-
ence image and a plurality of images included
in a first time interval which is the same time
interval as the reference image among the plu-
rality of images for each time interval, extracting
feature information of objects included in images
having similarities of a reference value or more,
respectively based on images of which the sim-
ilarities by performing the first image tagging
function are the reference value or more, and
reflecting the extracted feature information of
the objects included in the images having the
similarities of the reference value or more, re-
spectively to feature information of the reference
image to update the feature information of the
reference image to be searched.

2. The user equipment of claim 1, wherein the control
unit calculates each of similarities between a face
which is the object included in the reference image
and faces which are the objects included in the plu-
rality of images included in the first time interval, re-
spectively based on the tag set in the reference im-
age and verifies images in which the calculated sim-
ilarity for each of the plurality of images is a prede-
termined reference value or more.

3. The user equipment of claim 1, wherein the control
unit performs a second image tagging function be-
tween the reference image of which the feature in-
formation is updated and the plurality of images in-
cluded in a first time interval, performs a third image
tagging function between the reference image of
which the feature information is updated and a plu-
rality of other images included in a second time in-
terval consecutive with the first time interval including
the reference image among the plurality of images
for each time interval, and reflects the feature infor-
mation of the objects included in one or more images
having the similarities of the reference value or more,
respectively, to the feature information of the refer-
ence image of which the feature information is up-
dated based on one or more images in which simi-
larities by performing the second image tagging func-
tion and the third image tagging function is the ref-
erence value or more again to reupdate the feature
information of the reference image of which the fea-
ture information to be searched is updated.

4. The user equipment of claim 3, wherein the control
unit repeatedly performs the calculation of the simi-
larities between at least one image included in two
consecutive time intervals and the reference image
of which the feature information is updated and the
process of updating the feature information of the
reference image with respect to the plurality of im-
ages classified for each time interval to search each
of one or more images in which the similarities are
the reference value or more for each time interval
with respect to the plurality of images classified for
each time interval.

5. The user equipment of claim 4, wherein the control
unit classifies one or more images searched for each
time interval, for each time interval, and controls the
classified one or more images searched for each
time interval and the number of images searched for
each time interval to be displayed on a display unit.

6. The user equipment of claim 5, wherein the control
unit classifies both of first one or more images and
second one or more images searched through the
consecutive searches, respectively with respect to
the same time interval into images of the same time
interval at the time of classifying one or more images
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searched for each time interval for each time interval.

7. The user equipment of claim 5, wherein the control
unit classifies at least one image commonly included
among both of first one or more images and second
one or more images searched through the consec-
utive searches, respectively with respect to the same
time interval into the images of the same time interval
at the time of classifying one or more images
searched for each time interval for each time interval.

8. A control method of user equipment, the method
comprising:

storing, by a storage unit, a plurality of images
classified for each time interval based on pho-
tographing dates included in metadata of the
plurality of images and time information associ-
ated with the plurality of images;
setting, by a control unit, a tag including an age
and an identifier in a reference image;
performing, by the control unit, a first image tag-
ging function between the reference image and
a plurality of images included in a first time in-
terval which is the same time interval as the ref-
erence image among the plurality of images for
each time interval;
extracting, by the control unit, feature informa-
tion of objects included in images having simi-
larities of a reference value or more, respectively
based on images of which the similarities by per-
forming the first image tagging function are the
reference value or more; and
reflecting, by the control unit, the extracted fea-
ture information of the objects included in the
images having the similarities of the reference
value or more, respectively to feature informa-
tion of the reference image to update the feature
information of the reference image to be
searched.

9. The method of claim 8, wherein:

the performing of the first image tagging function
includes,
calculating, by the control unit, each of similari-
ties between a face which is the object included
in the reference image and faces which are the
objects included in the plurality of images includ-
ed in the first time interval, respectively based
on the tag set in the reference image; and
verifying, by the control unit, images in which
the calculated similarity for each of the plurality
of images is a predetermined reference value or
more.

10. The method of claim 8, further comprising:

performing, by the control unit, a second image
tagging function between the reference image
of which the feature information is updated and
the plurality of images included in a first time
interval and performing a third image tagging
function between the reference image of which
the feature information is updated and a plurality
of other images included in a second time inter-
val consecutive with the first time interval includ-
ing the reference image among the plurality of
images for each time interval;
reflecting, by the control unit, the feature infor-
mation of the objects included in one or more
images having the similarities of the reference
value or more, respectively, to the feature infor-
mation of the reference image of which the fea-
ture information is updated based on one or
more images in which similarities by performing
the second image tagging function and the third
image tagging function is the reference value or
more again to reupdate the feature information
of the reference image of which the feature in-
formation to be searched is updated;
repeatedly performing, by the control unit, the
calculation of the similarities between at least
one image included in two consecutive time in-
tervals and the reference image of which the fea-
ture information is updated and the process of
updating the feature information of the reference
image with respect to the plurality of images
classified for each time interval to search each
of one or more images in which the similarities
are the reference value or more for each time
interval with respect to the plurality of images
classified for each time interval;
classifying, by the control unit, one or more im-
ages searched for each time interval, for each
time interval; and
displaying, by the display unit, the classified one
or more images searched for each time interval
and the number of images searched for each
time interval.

11. A non-transitory computer readable storage medium
having a computer program recorded thereon con-
figured to perform the method of any one of claims
8 to 10.
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