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Description

Technical Field

[0001] The present invention relates to the provision
and installation of tubular bushings in openings in work
members. More particularly, it relates to the provision of
bushings having flanges at both ends.

Background of the Invention

[0002] It -is known to secure a bushing within an open-
ing in a structural wall by positioning the bushing within
the opening, holding it in place, and then forcing an ex-
pansion mandrel through the bushing to radially expand
the bushing into an interference fit with the opening.
[0003] U.S. Patent No. 4,809,420, granted March 7,
1989, to Michael A. Landy, Todd L. Thompson and Larry
I. Wiemann, and U.S. Patent No. 5,433,100, granted July
18, 1995, to Eric T. Easterbrook, Todd L. Thompson and
Mark R. Weiss, both disclose the use of a mandrel alone
for installing bushings in openings in a work member.
[0004] U.S. Patent No. 4,557,033, granted December
10, 1985, to Robert L. Champoux, discloses using a man-
drel alone for cold expanding an opening in a work mem-
ber for the purpose of introducing fatigue life enhancing
compressive residual stresses in the work member im-
mediately around the opening in the work member.
[0005] U.S. Patent No. 5,103,548, granted April 14,
1992, to Leonard F. Reid and Roger T. Dolstad discloses
the use of a mandrel and a split sleeve together for in-
stalling a tubular bushing in an opening in a work member
and at the same time introducing fatigue life enhancing
compressive residual stresses in the work member.
[0006] U.S. Patent No. 3,835,688, granted September
17, 1974, to John O. King, Jr. and U.S. Patent No.
3,949,535, granted April 13, 1976, also to John O. King,
Jr. each discloses a method of both installing a seamless
tubular member in openings in two members to be joined
and expanding the material immediately surrounding the
openings for the purposes of fatigue life enhancement.
The seamless tubular members disclosed by these pat-
ents have a flange at one end that contacts the side of
one of the members from which the tubular member is
inserted. Patent No. 3,949,535 discloses providing a flare
on the end of the sleeve opposite the flange to assist in
retaining the sleeve in the opening in the workpiece. This
flare is formed by the movement of the mandrel through
the sleeve and it requires a particular end construction
of the sleeve.
[0007] Thus, it is known to provide a bushing with a
radial flange at one of its ends. There is a need for pro-
viding a bushing that has a radial flange at each of its
ends. For example, when bushings are used in a lug or
clevis, there is a potential of face-to-face contact between
the joined parts. Flanges on both ends of the bushing
would protect the face-to-fact contact of the parent ma-
terial in which the bushing has been installed. The flanges

could be used to react a load applied to the lug or clevis
along a line parallel to the bore of the lug or clevis. For
example, in a landing gear lug on an aircraft, the lug might
see a load transmitted to the pin through the lug perpen-
dicular to the axis of the bore, due to the weight of the
aircraft. However, it could also see an axial load due to
the fore and aft loading of the lug. A second flange on a
bushing could also be used to provide a surface on which
a nut and washer may seat when a threaded pin is used
to retain the pin in the joint. The principal object of the
present invention is to provide tubular bushings having
flanges at both of their ends.
[0008] U.S. Patents Nos. 3,835,688 and 3,949,535,
and the other above-identified patents should be carefully
considered for the purpose of putting the present inven-
tion into proper prospective relative to the prior art.
[0009] EP 89/007 and EP 945919 disclose the features
of the preamble of claim 1.

Brief Summary of the Invention

[0010] According to the present invention, a workpiece
is provided that includes first and second sides and a
cylindrical opening extending through it between the two
sides. A bushing is provided that includes a tubular center
portion that is placed within the cylindrical opening. A first
radial flange is connected to the tubular center portion of
the bushing on the first side of the work member. This
flange extends radially outwardly from the tubular center
portion of the bushing, in contact with the first side of the
work member. A second radial flange is connected to the
tubular center portion of the bushing on the second side
of the work member. This second radial bushing extends
radially outwardly from the tubular center portion of the
bushing, in contact with the second side of the work mem-
ber. The tubular center portion of the bushing is radially
expanded in the cylindrical opening to such an extend
that it makes a tight interference fit within the opening
connects the bushing to the work member, and induces
fatigue life enhancing compressive residual stresses in
the work member immediately around the opening in the
work member.
[0011] Preferred embodiment, are presented in the de-
pendent claims.
[0012] According to one aspect of the invention, the
tubular center portion of the bushing is a single continu-
ous tubular member that is connected at one end to the
first flange and which includes a second end portion that
extends axially outwardly beyond the second side of the
work member. The second flange is a radial member
having a center opening in which the projecting end por-
tion of the tubular member is received. The tubular mem-
ber is radially expanded in the center opening of the sec-
ond flange to such an extent that it makes a tight inter-
ference fit with the opening in the second flange and con-
nects the second flange to the tubular member.
[0013] According to another aspect of the invention,
the bushing is composed of a first bushing part that in-
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cludes the first flange and a first tubular member that is
connected to the first flange, and a second bushing part
that includes the second flange and a second tubular
member that is connected to the second flange. The two
tubular members together form at least a part of the cen-
tral portion of the bushing. The first tubular member may
extend substantially completely through the opening and
the second tubular member may be positioned in the first
tubular member and extends substantially completely
through it. The two tubular members are concentric. The
radial expansion connects the first tubular member to the
sidewall of the opening and connects the second tubular
member to the first tubular member.
[0014] According to another aspect of the invention,
the first tubular member extends axially from a first flange
into and partially through the cylindrical opening in the
work member. The second tubular member extends from
the second flange into and partially through the opening
in the work member, coaxial with the first tubular member.
The outside diameters of the tubular members may be
close in size to the inside diameter of the opening, so
that when radially expanded, the two tubular members
make a tight interference fit with the opening in the work
member. Or, the first and second tubular members may
be surrounded by a third tubular member, in which case
the radial expansion connects the first tubular member
to the sidewall of the opening in the work member and
connects the second and third tubular members of the
bushing parts to the first tubular member. That is, the
third tubular member makes a tight interference fit with
the cylindrical opening in the work member and the sec-
ond and third tubular members make tight interference
fits with the first tubular member.
[0015] According to a first method aspect, a work mem-
ber is provided that has a first side and an opposite sec-
ond side. A cylindrical through opening is provided in the
work member, extending from the first side to the second
side. A first bushing part is provided that has a tubular
section and a radial flange section at one end of the tu-
bular section. The tubular section has an outside diam-
eter substantially corresponding to the diameter of the
through opening in the work member. The tubular section
of the first bushing part ,is inserted into and through the
opening in the work member, from the first side of the
work member. The first bushing part is moved axially to
place its flanged section against the first side of the work
member. The tubular section of the first bushing part is
of such a length that when the flange section is against
the first side of the work member, the tubular section has
an end portion opposite the flanged section that projects
axially outwardly of the opening, beyond the second side
of the work member. A second bushing part includes a
center opening that is sized to receive the projecting end
portion of the tubular section of the first bushing part. The
second busing part extends radially outwardly from this
center opening. The second bushing part is positioned
on the projecting end portion of the tubular section of the
first bushing part and is moved substantially against the

second side of the work member. Then, the tubular sec-
tion of the first bushing member is radially and circum-
ferentially expanded an amount sufficient to provide a
tight interference fit between it and the through opening
in the work member and between its projecting end por-
tion and the opening in the second bushing part. This
connects the first bushing part to the work member and
connects the second bushing part to the projecting end
portion of the tubular section of the first bushing part,
such that the second bushing part functions as a second
flange at the end of the first bushing part that is opposite
the flange section of the first bushing part.
[0016] According to the invention the tubular section
of the bushing part is radially expanded an amount suf-
ficient to also introduce fatigue life enhancing compres-
sive residual stresses in the work member immediately
around the opening in the work member.
[0017] The cold expansion of the tubular section, both
for connecting it to the work member and the second
bushing part, and for introducing fatigue life enhancing
compressive residual stresses in the work member, may
be accomplished by moving a tapered mandrel axially
through the first bushing part, and providing the mandrel
with a large diameter end portion that is sized such that
when it moves through the tubular section of the first
bushing part it will radially expand the tubular section of
the first bushing part to the extent needed.
[0018] According to another aspect of the invention, a
first bushing part is provided that has a tubular section
and a radial flange section at one end of its tubular sec-
tion. The tubular section of the first bushing part is pro-
vided with an outside diameter substantially correspond-
ing to the diameter of the opening in the work member.
The second bushing part is provided that has a tubular
section and a radial flange section at one end of its tubular
section. The tubular section of the second bushing part
is provided with an outside diameter substantially corre-
sponding to the inside diameter of the tubular section of
the first bushing part. The tubular section of the first bush-
ing part is moved into and through the opening in the
work member, from the first side of the work member. It
is moved axially until its flange section is substantially
against the first side of the work member. Then, the tu-
bular section of the second bushing part is inserted into
the tubular section of the first bushing part, from the sec-
ond side of the work member. The second bushing part
is then moved axially to place its flange section substan-
tially against the second side of the work member. The
tubular sections of the first and second bushing parts are
radially and circumferentially expanded together, an
amount sufficient to provide a tight interference fit of the
tubular section of the second bushing part in the tubular
section of the first bushing part, and a tight interference
fit of the tubular section of the first bushing part in the
opening in the work member. They also are radially and
circumferentially expanded an amount sufficient to also
introduce fatigue life enhancing compressive residual
stresses in the work member immediately around the
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opening in the work member.
[0019] According to a further aspect of the invention,
a first bushing part is provided that has a tubular section
and a radial flange at one end of the tubular section. The
tubular section has an outside diameter substantially cor-
responding to the diameter of the opening in the work
member and a length that is only a portion of the length
of the opening in the work member. A second bushing
part is provided that has a tubular section and a radial
flange at one end of the tubular section. This tubular sec-
tion also has an outside diameter substantially corre-
sponding to the diameter of the opening in the work mem-
ber and a length that is less than the length of the opening
in the work member. The tubular section of the first bush-
ing part is inserted into the opening in the work member,
from the first side of the work member, and is moved
axially to place the flange section of the first bushing part
against the first side of the work member. The tubular
section of the second bushing part is inserted into the
opening in the work member, from the second side of the
work member, and is moved axially until the flange sec-
tion of the second bushing part is against the second side
of the work member. Then, the two tubular sections are
radially and circumferentially expanded an amount suf-
ficient to provide a tight interference fit between them and
the opening in the work member, for connecting the first
and second bushing parts to the work member. The cold
expansion may also be sufficient to introduce fatigue life
enhancing compressive residual stresses in the work
member immediately around a through opening in the
work member.
[0020] According to yet another aspect of the invention,
a tubular first bushing part is provided that has an outside
diameter substantially corresponding to the diameter of
the opening in the work member and a length substan-
tially corresponding to the length of the opening in the
work member. A second bushing part is provided that
has a tubular section and a radial flange section at one
end of the tubular section. The tubular section of the sec-
ond bushing part has an outside diameter substantially
corresponding to the inside diameter of the first bushing
part and a length that is a portion of the length of the first
bushing part. A third bushing part is provided. It has a
tubular section and a radial flange section at one end of
the tubular section. The tubular section of the third bush-
ing part also has an outside diameter substantially con-
forming to the inside diameter of the first bushing part
and a length that is a portion of the length of the first
bushing part. The first bushing part is inserted into the
opening in the work member. Then, the tubular section
of the second bushing part is inserted into the first bush-
ing part, from the first side of the work member. The sec-
ond bushing part is moved axially until its flange section
is against the first side of the work member. Next, the
tubular section of the third bushing part is inserted into
the first bushing part, from the second side of the work
member. The third bushing part is moved axially until its
flange section is against the second side of the work

member. Then, the first bushing part and the tubular sec-
tions of the second and third bushing parts are radially
expanded together an amount sufficient to provide a tight
interference fit between the first bushing part and the
opening in the work member and between the tubular
sections of the second and third bushing parts and the
first bushing part. The bushing parts are expanded cir-
cumferentially an amount sufficient to connect the sec-
ond and third bushing parts to the first bushing part and
connect the first bushing part to the work member. They
also are radially expanded an amount sufficient to intro-
duce fatigue life enhancing compressive residual stress-
es in the work member substantially surrounding the
through opening in the work member.
[0021] Other objects, advantages and features of the
invention will become apparent from the description of
the best mode set forth below, from the drawings, from
the claims and from the principles that are embodied in
the specific structures that are illustrated and described.

Brief Description of the Several Views of the Drawing

[0022] Like reference numerals are used to designate
like parts throughout the several views of the drawing,
and:

Fig. 1 is an exploded pictorial view of prior art tooling
for installing a tubular bushing in an opening in a
work member;
Fig. 2 is a pictorial view in longitudinal section of two
flanged bushing that forms a part of the present in-
vention;
Fig. 3 is a view like Fig. 2, showing a second two
flanged bushing that is a part of the present invention;
Fig. 4 is a view like Figs. 2 and 3, showing a third
two flanged bushing that is a part of the invention;
Fig. 5 is a view like Figs. 2-4 showing a fourth two
flanged bushing that is a part of the present invention;
Fig. 6 is a fragmentary sectional view showing the
tooling of Fig. 1 being used to install a bushing of the
type shown by Fig. 2, such view showing a first bush-
ing part having a tubular portion that is in an opening
in the wall and a radial flange at one end that is
against a first side of the wall, and a second bushing
part in the form of an annular member surrounding
an end part of the tubular portion of the first bushing
part that projects outwardly of the opening, beyond
the second side of the work member, and such view
showing a mandrel in an extended position within
the tubular portion of the first bushing part;
Fig. 7 is a view like Fig. 6 but showing the mandrel
being retracted and showing an enlarged end portion
of the mandrel radially expanding the tubular portion
of the first bushing part as it moves through it;
Fig. 8 is a view like Figs. 6 and 7, showing the man-
drel in a retracted position and the nose piece of the
puller tool being moved away from the installed bush-
ing;
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Fig. 9 is a view like Fig. 7, but showing the tooling
being used to install a bushing of the type shown by
Fig. 3;
Fig. 10 is a view like Figs. 7 and 9, but showing the
tooling being used to install a bushing of the type
shown by’ Fig. 4;
Fig. 11 is a view like Figs. 7, 9 and 10 but showing
the tooling being used to install a bushing of the type
shown by Fig. 5;
Fig. 12 is a longitudinal sectional view showing a
bushing of the type shown in Fig. 2 installed in an
opening in a work member;
Fig. 13 is a view like Fig. 12, but showing a bushing
of the type shown by Fig. 3;
Fig. 14 is a view like Figs. 12 and 13, but showing a
bushing of a type shown by Fig. 4;
Fig. 15 is a view like Figs. 12-14, but showing a bush-
ing of the type shown by Fig. 5;
Fig. 16 is an enlarged scale fragmentary view of an
upper central portion of Fig. 15, such view showing
that the bushing end parts may have concentric lap-
ping portions where they meet; and
Fig. 17 is a view like Fig. 16, but of the upper central
region of Fig. 14, such view showing that the end
parts of the bushing can have concentric lapping por-
tions where they meet, the same as shown in Fig. 16.

Detailed Description of the Invention

[0023] Fig. 1 shows prior art tooling for installing a prior
art bushing 10. The tooling includes a puller 12 that in-
cludes a nose piece 14 having a forward end surface 16
and a mandrel receiving opening 18. In this system, the
mandrel M includes a small diameter inner end portion
20 that extends into the puller 12 via the opening 18. It
further includes a bushing receiving central portion 22
and an enlarged end portion 24. In this system, it is nec-
essary to slide the bushing 10 onto the mandrel from the
smaller end of the mandrel M and then insert the mandrel
into the puller and connect it to a piston that is inside the
puller 12. This installation of the mandrel M is shown by
the aforementioned U.S. Patents Nos. 4,809,420 and
5,433,100. Reference is made to Patent No. 5,433,100
for a more complete description and disclosure of the
mandrel and puller assembly.
[0024] Figs. 2, 6-8 and 12 disclose a first embodiment
of the double flanged bushings of the present invention.
This bushing 25 is composed of a first bushing part 26
and a second bushing part 28. Bushing part 26 comprises
a tubular section 30 and a radial flange section 32. Flange
section 32 is connected to one end of the tubular section
30. Tubular section 26 extends axially and radial flange
section 32 extends radially. Bushing part 28 is a radial
member 34 that includes a center opening 36. Preferably,
but not necessarily, the radial length of member 34 sub-
stantially equals the radial length of flange section 32
measured from the outside diameter of the tubular sec-
tion 30.

[0025] A through opening 38 is provided in a work
member 40 to receive the bushing 25. An initial opening
38 is formed by use of a drill. The drilled opening is then
reamed to provide a desired starting diameter. After
reaming, the starting diameter is verified by use of a hole-
diameter gauge. If the opening 38 is oversized, it must
be reworked to provide it with a proper slightly larger di-
ameter. An appropriate primer may be applied to the
opening 38.
[0026] Figs-. 6-8 show the bushing 28 in the process
of being installed into the opening 38 in a work member
40, shown in the form of a structural wall 40. The tubular
section 30 of bushing part 26 has an outside diameter
substantially corresponding to the diameter of opening
38. Tubular section 30 has a length that is slightly longer
than the length of the opening 38, so as to provide it with
an end portion 42 that projects axially outwardly from the
second wall 44 of the member 40 when the flange 32 is
against the first wall 46 of the member 40. The opening
36 in member 34 has a diameter substantially corre-
sponding to the outside diameter of end part tubular sec-
tion 30. End portion 42 has a length substantially corre-
sponding to the thickness of the member 34.
[0027] As shown by Fig. 6, the tubular section 30 of
member 26 is inserted into the opening 38, from the first
side of the member 40. It is moved axially through the
opening 38 until the radial flange 32 contacts sidewall
48. When this happens, the end portion 42 of tubular
section 30 projects axially outwardly of the opening 30,
beyond the second surface 44. It may be desirable to
apply a sealant to the inwardly side of the flange 32. Next,
the second bushing part 28 is installed on this end portion
42. Bushing part 28 is moved towards the end portion 42
until the end portion 42 is inside the opening 36. It might
be desirable to apply a sealant to the inward surface of
bushing part 28. Then, the mandrel M is inserted through
the tubular section 30, from the first side of the member
40. Its inner end portion 20 is connected to a piston inside
of the puller 12, such as is disclosed in U.S. Patent No.
5,433,100, with reference to Figs. 20 and 21 of that pat-
ent. Following connection of the mandrel M to the puller
12, mandrel section 22 is inside the tubular section 30
and the enlarged end portion 24 of the mandrel M is
spaced from the first side 46 of member 40. The surface
16 on nose piece 14 is positioned against member 34
such that member 34 is clamped between surface 16 and
surface 44. Then, the puller 12 is operated to retract the
mandrel M and pull it through the tubular section 30.
[0028] Fig. 7 shows the mandrel M in the process of
being retracted and shows its enlarged end portion 24 in
the process of stretching and enlarging tubular section
30 both radially and circumferentially as it moves through
tubular section 30. During this movement, the drag of the
mandrel head 24 on the tubular section 30 pulls the flange
32 of bushing part 26 tight against surface 26. A reaction
to the pulling force moves the nose piece 14 forwardly
to place its forward surface 16 into tight contact with the
radial member 34. Thus, movement of the mandrel M
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pulls flange 32 into tight contact with surface 46 and push-
es the member 34 into tight contact with surface 44. At
the same time, the tubular section 30 is expanded to
make a tight interference fit with the sidewall of opening
38. As the enlarged portion 22 of the mandrel M moves
through the end portion 42 of tubular section 38, it radially
and circumferentially expands the end portion 42, caus-
ing a tight interference fit between it and the sidewall of
opening 36 in member 34.
[0029] Fig. 8 shows the mandrel M fully retracted within
the nose piece 14 of the puller 12. The end portion 25 of
the mandrel M has been moved entirely through the tu-
bular section 30. As a result, the puller 12 and mandrel
M are freely movable away from the installed bushing
26, 28. Fig. 8 shows an axial space 48 starting to form
between side surface 44 of member 40 and end surface
16 of nose piece 14. It further shows the bushing parts
26,28 installed within the opening 18. The installed bush-
ing parts 26, 28, are also shown in Fig. 12, with the puller
12 having been moved away from the work member 40.
[0030] Following its installation, the inside surface of
the tubular section 30 might be slightly tapered. In that
case the opening in tubular section 30 may be reamed
to a desired inside diameter and to remove lubricant re-
sidual. The lubricant residual may be present because it
is common practice to use a lubricant between a mandrel
M and a bushing through which the mandrel M is moved.
[0031] Movement of the mandrel M through the bush-
ing 25 expands the tubular section 30 beyond elastic ex-
pansion and into plastic expansion. That is, the material
is expanded a sufficient amount that it will assume and
retain a new diameter.
[0032] Figs. 3, and 13 show another form of two part
bushing 50. A first bushing part 52 has a tubular section
54 and a radial flange section 56 at one end of the tubular
section 54. As shown by Fig. 13, the tubular section 54
has an outside diameter substantially conforming to the
opening 38 in the work member 40. Tubular section 54
has a length measured from the inside of flange section
56 to its opposite end that substantially corresponds to
the length of the opening 38. Bushing part 58 has a tu-
bular section 60 and a radial flange section 62 connected
to one end of the tubular section 60. Tubular section 60
has an outside diameter substantially conforming to the
inside diameter of tubular section 54. It has a length sub-
stantially conforming to the length of the opening in tu-
bular section 54.
[0033] The opening 38 is formed and prepared in the
manner described above. Primer may be applied to the
inside of the opening 38. Sealant may be applied to the
inside surfaces of the flanges 56, 62 of the bushing 50.
The bushing 50 is installed in the following manner. The
tubular section 54 of bushing part 52 is inserted into the
opening 38 in the work member 40, from the first side of
the work member 40. It is then pushed axially inwardly
until the inner surface of flange section 56 contacts the
side surface 46 on the work member 40. Then, the tubular
section 60 of the bushing part 58 is installed into the open-

ing in bushing section 54, from the second side of the
work member. It is moved inwardly until the inner surface
of flange section 62 contacts the sidewall 44 of work
member 40. Next, as shown by Fig. 9, the mandrel M
and puller 12 are used to radially and circumferentially
expand the two tubular sections 54, 60. The mandrel M
is installed in the manner described above in connection
with Figs. 6-8 and a lubricant is used between it and the
bushing 50. It is then pulled axially into the puller 12 so
as to move its enlarged end portion 24 axially through
tubular section 60, as shown in Fig. 9, which shows a
variant of the two part bushing of figures 3 and 13. As it
moves, the mandrel head 24 radially and circumferen-
tially expands both tubular section 60 and tubular section
54. This expansion makes a tight interference fit between
tubular section 54 and the sidewall of opening 38 and
makes a tight interference fit of tubular section 60 within
tubular section 54. This connects tubular portion 54 to
the sidewall of opening 38 and connects tubular portion
60 to tubular portion 54. As can be seen from Fig. 9,
movement of the mandrel M through the tubular section
54 applies a drag force on the bushing part 52 that pulls
the flange section 56 into tight contact with the wall 46
of work member 40. The end surface 16 of nose piece
14 is pressed by reaction forces tightly against flange
section 62, moving flange section 62 into tight engage-
ment with sidewall 44 of work member 40.
[0034] Figs. 4, 10 and 14 disclose a third embodiment
of the bushing. This bushing 66 has three parts. A tubular
first bushing part 68 has an outside diameter and a length
that correspond to the diameter and length of opening
38 in work member 40. The second bushing part 70 has
a tubular section 72 and a radial flange section 74 at one
end of the tubular section 72. It has an outside diameter
substantially conforming to the inside diameter of bush-
ing part 68. It has a length that is shorter than the opening
38 in work member 40. The third bushing part 76 has a
tubular section 78 and a radial flange section 80 at one
end of the tubular section 78. Preferably, bushing parts
70, 76 are alike. Preferably also, the tubular sections 72,
78 are substantially the length of tubular section 68 and
the opening 38 in the work member 40.
[0035] Bushing 66 is installed in the following manner.
Firstly, bushing part 68 is placed in the opening 38 in
work member 40. Then, tubular section 72 of bushing
part 70 is inserted into the bushing part 68 from the first
side of the work member 40. Bushing part 76 is inserted
into the bushing part 68 from the opposite side of the
work member. The bushing parts 70, 76 are moved to-
ward each other until radial flange 74 is substantially
against side surface 46 and radial flange 80 is substan-
tially against side surface 44. Then, the mandrel M and
the puller 12 are used in a manner described above in
connection with the first two embodiments. Axial move-
ment of the enlarged end portion 24 of the mandrel M
through the bushing parts 68, 70 radially and circumfer-
entially expands tubular sections 72, 78, 68. As a result,
bushing part 68 is moved into a tight interference fit with
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the sidewall of opening 38. Tubular sections 72, 78 and
bushing part 70, 78 are moved into a tight interference
fit with bushing part 68. Flange section 74 is pulled into
tight contact with side surface 46 and flange section 80
is pushed into tight contact with side surface 44. The
expansion connects bushing part 68 to the side surface
of opening 38 and connects tubular sections 72, 78 of
bushing parts 70, 76 to bushing part 68. Tubular sections
72, 78 may have concentric overlapping portions where
they meet. This is shown by Fig. 17. End portion 72’ is
shown to concentrically surround end portion 78’.
[0036] Figs. 5, 8 and 15 show a fourth embodiment of
the bushing. This bushing 86 is composed of two bushing
parts 88, 90 which are preferably identical in construction.
Bushing part 88 has a tubular section 92 and a radial
flange section 94 that is connected to one end of the
tubular section 92. Bushing part 90 has a tubular section
96 and a radial flange section 98’that is connected to one
end of the tubular section 96. The outside diameters of
the tubular sections 92, 98 substantially conform to the
diameter of the opening 38 in the work member 40. The
tubular sections 92, 96 are both shorter than the opening
38 but, preferably, their combined lengths substantially
equal the length of the opening 38 (Fig. 15). The tubular
sections 92, 96 may have concentric end portions that
form a lap joint where they meet. End part 92’ concentri-
cally surrounds end part 96’.
[0037] The bushing 86 is installed in the following man-
ner. The tubular sections 92, 96 are either installed sep-
arately or together into the opening 38 from opposite
sides of the work member. The bushing parts 86, 90 are
moved axially together until flange section 94 substan-
tially contacts sidewall 46 and flange section 98 substan-
tially contacts side surface 44. Then, the mandrel 20 and
the puller 12 are used in the manner described above for
radially and circumferentially expanding the tubular sec-
tions 92, 98 in the opening 38. As previously described,
axial movement of the mandrel 20 through the tubular
sections of the bushing acts to pull flange section 94
against sidewall 46 and push flange section 98 against
sidewall 44.
[0038] Preferably, the installation of bushings 50, 66,
86 includes radially and circumferentially expanding the
tubular sections of the bushing parts an amount sufficient
to introduce fatigue life enhancing compressive residual
stresses in the work member immediately around the
opening 38 in the work member 40.
[0039] The various bushing parts that have been de-
scribed can be made from any suitable metal that has to
date been used for making bushings and from new ma-
terials that might be developed for use in making bush-
ings, or for use in making other structures but suitable
for use in making bushings. Typical examples are bronze,
bronze alloys, brass, brass alloys, aluminum, aluminum-
nickel-bronze, copper beryllium, stainless steels and In-
conel and other high temperature engine alloys, alloys,
and carbon steels, etc. The work member 40 may be a
structural wall or it may be some other structural member.

It may be made from metal or composite materials.
[0040] The illustrated embodiments are only examples
of the present invention and, therefore, are non-limitive.
It is to be understood that many changes in the particular
structure, materials and features of the invention may be
made within the scope of the invention as defined by the
claims.

Claims

1. In combination:

a work member (40) including first and second
sides (44, 46) and a cylindrical opening (38) ex-
tending through the work member between the
two sides; and
a bushing (26; 50; 66; 86) comprising:

a tubular center portion (30; 54; 60; 72, 68,
78; 92; 96) within the cylindrical opening;
a first radial flange (32; 56; 74; 94) connect-
ed to the tubular center portion of the bush-
ing and extending radially outwardly there-
from in contact with the first side of said work
member;
a second radial flange (34; 62; 80; 98) con-
nected to the tubular center portion of the
bushing and extending radially outwardly
therefrom in contact with the second side of
said work member; characterized in that
said tubular center portion of said bushing
is radially expanded in said cylindrical open-
ing to such an extent that it makes a tight
interference fit within the opening, connects
the bushing to the work member, and induc-
es life enhancing compressive residual
stresses in the work member immediately
around the opening in the work member.

2. The combination of claim 1, wherein the tubular cent-
er portion of the bushing is a single continuous tu-
bular member (30) that is connected at one end to
the first flange (32) and extends from said first flange
through the opening in the work member and in-
cludes a second end portion that extends further ax-
ially outwardly beyond the second side of the work
member; wherein the second flange (34) is a radial
member (28) having a center opening in which the
end part of the single continuous tubular member is
received; and wherein the single continuous tubular
member is radially expanded in the center opening
of the second flange to such an extent that it makes
a tight interference fit with the opening in the second
flange and connects the second flange to said con-
tinuous tubular member.

3. The combination of claim 1, wherein said bushing
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(50) is composed of a first part (52; 70; 88) that in-
cludes the first flange (56; 74; 94) and a first tubular
member (54; 72; 92) that is connected to the first
flange and a second part (58; 76; 90) that includes
the second flange (62; 80; 98) and a second tubular
member (60; 78; 96) that is connected to the second
flange; and wherein the first and second tubular
members are both within the cylindrical through
opening in the member and together form at least a
part of the central portion of the bushing.

4. The combination of claim 3, wherein the first tubular
member (54) extends from the first flange (56)
through the cylindrical through opening in the work
member and has a second end that is contiguous
the second flange (62); and wherein the second tu-
bular member (58) extends from the second flange
(62) through the first tubular member and has a sec-
ond end that is contiguous the first flange (56).

5. The combination of claim 3, wherein the first tubular
member (70, 88) extends from the first flange into
and partially through the cylindrical through opening
in the work member and the second tubular member
(76, 90) extends from the second flange into and
partially through the cylindrical through opening in
the work member.

6. The combination of claim 5, wherein the first and
second tubular members are coaxial and have outer
surfaces that make the tight interference fit with the
cylindrical through opening in the work member.

7. The combination of claim 5, wherein the first and
second tubular members (70, 76) are coaxial and
are surrounded by a third tubular member (68) and
the first, second and third tubular members together
form the tubular center portion of the bushing (66).

8. The combination of claim 7, wherein the third tubular
member (68) makes a tight interference fit with the
cylindrical through opening in the work member and
the first and second tubular members (70, 76) make
tight interference fits with the third tubular member.

Patentansprüche

1. In Kombination:

ein Werkstück (40), das eine erste und eine
zweite Seite (44, 46) sowie eine zylindrische Öff-
nung (38) umfasst, die sich zwischen den beiden
Seiten durch das Werkstück ausdehnt; und
eine Buchse (26; 50; 66; 86), umfassend:

einen röhrenförmigen Mittelbereich (30; 54;
60; 72, 68, 78; 92; 96) innerhalb der zylin-

drischen Öffnung;
eine erste radiale Flansch (32; 56; 74; 94),
die mit dem röhrenförmigen Mittelbereich
der Buchse verbunden ist und die sich radial
nach außen von dieser ausdehnt, wobei sie
Kontakt mit der ersten Seite des Werk-
stücks hat;
eine zweite radiale Flansch (34; 62; 80; 98),
die mit dem röhrenförmigen Mittelbereich
der Buchse verbunden ist und die sich radial
nach außen von dieser ausdehnt, wobei sie
Kontakt mit der zweiten Seite des Werk-
stücks hat; dadurch gekennzeichnet,
dass
der röhrenförmige Mittelbereich der Buchse
in der zylindrischen Öffnung derart radial
ausgedehnt ist, dass er eine enge Press-
passung mit der Öffnung bildet, die Buchse
mit dem Werkstück verbindet und Lebens-
dauer verlängernde Druckrestspannungen
in das Werkstück im unmittelbaren Bereich
um die Öffnung des Werkstücks induziert.

2. Kombination gemäß Anspruch 1, wobei der röhren-
förmige Mittelbereich der Buchse ein einzelnes,
durchgängiges Rohrstück (30) darstellt, das an dem
einen Ende mit der ersten Flansch (32) verbunden
ist und sich von dieser Flansch durch die Öffnung in
das Werkstück ausdehnt, und das einen zweiten
Endbereich umfasst, der sich weiterhin axial nach
außen ausdehnt über die zweite Seite des Werk-
stücks hinaus; wobei es sich bei der zweiten Flansch
(34) um ein radiales Stück (28) handelt, das in der
Mitte eine Öffnung aufweist, in die das Endstück des
einzelnen, durchgängigen Rohrstücks aufgenom-
men wird; und wobei
das einzelne, durchgängige Rohrstück derart radial
in der Öffnung in der Mitte der zweiten Flansch aus-
gedehnt ist, dass es eine enge Presspassung mit
der Öffnung in der zweiten Flansch bildet und die
zweite Flansch mit dem durchgängigen Rohrstück
verbindet.

3. Kombination gemäß Anspruch 1, wobei die Buchse
(50) aus einem ersten Teil (52; 70; 88), der die erste
Flansch (56; 74; 94) und ein erstes Rohrstück (54;
72; 92) umfasst, das mit der ersten Flansch verbun-
den ist, sowie aus einem zweiten Teil (58; 76; 90),
der die zweite Flansch (62; 80; 98) und ein zweites
Rohrstück (60; 78; 96) umfasst, das mit der zweiten
Flansch verbunden ist, besteht; und wobei das erste
und das zweite Rohrstück sich beide innerhalb der
zylindrischen Durchgangsöffnung des Werkstücks
befinden und gemeinsam wenigstens einen Teil des
Mittelstücks der Buchse bilden.

4. Kombination gemäß Anspruch 3, wobei das erste
Rohrstück (54) sich von der ersten Flansch (56)
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durch die zylindrische Durchgangsöffnung in das
Werkstück hinein ausdehnt und ein zweites Ende
aufweist, das an die zweite Flansch (62) angrenzt;
und wobei das zweite Rohrstück (58) sich von der
zweiten Flansch (62) durch das erste Rohrstück aus-
dehnt und ein zweites Ende aufweist, das an die ers-
te Flansch (56) angrenzt.

5. Kombination gemäß Anspruch 3, wobei das erste
Rohrstück (70, 88) sich von der ersten Flansch in
die zylindrische Durchgangsöffnung hinein und zum
Teil durch sie hindurch in das Werkstück hinein aus-
dehnt, und das zweite Rohrstück (76, 90) sich von
der zweiten Flansch in die zylindrische Durchgangs-
öffnung hinein und zum Teil durch sie hindurch in
das Werkstück hinein ausdehnt.

6. Kombination gemäß Anspruch 5, wobei das erste
und das zweite Rohrstück koaxial sind und eine äu-
ßere Oberfläche haben, die die enge Presspassung
mit der zylindrischen Durchgangsöffnung des Werk-
stücks bildet.

7. Kombination gemäß Anspruch 5, wobei das erste
und das zweite Rohrstück (70, 76) koaxial sind und
von einem dritten Rohrstück (68) umgeben sind, und
das erste, das zweite sowie das dritte Rohrstück ge-
meinsam den röhrenförmigen Mittelbereich der
Buchse (66) bilden.

8. Kombination gemäß Anspruch 7, wobei das dritte
Rohrstück (68) eine enge Presspassung bildet mit
der zylindrischen Durchgangsöffnung in das Werk-
stück, und das erste und das zweite Rohrstück (70,
76) eine enge Presspassung mit dem dritten Rohr-
stück bilden.

Revendications

1. En combinaison :

un élément de travail (40) comportant des pre-
mier et second côtés (44, 46) et une ouverture
cylindrique (38) traversant l’élément de travail
entre les deux côtés ; et
une douille (26 ; 50 ; 66 ; 86) comprenant :

une partie centrale tubulaire (30 ; 54 ; 60 ;
72, 68, 78 ; 92 ; 96) à l’intérieur de l’ouver-
ture cylindrique ;
une première bride radiale (32 ; 56 ; 74 ; 94)
reliée à la partie centrale tubulaire de la
douille et s’étendant radialement vers l’ex-
térieur de celle-ci en étant en contact avec
le premier côté dudit élément de travail ;
une seconde bride radiale (34 ; 62 ; 80 ; 98)
reliée à la partie centrale tubulaire de la

douille et s’étendant radialement vers l’ex-
térieur de celle-ci en étant en contact avec
le second côté dudit élément de travail ; ca-
ractérisée en ce que
ladite partie centrale tubulaire de ladite
douille se dilate radialement dans ladite
ouverture cylindrique dans une mesure lui
permettant de réaliser un ajustement étroit
avec serrage à l’intérieur de l’ouverture,
d’établir le contact entre la douille et l’élé-
ment de travail et d’induire des contraintes
compressives résiduelles améliorant la ré-
sistance dans l’élément de travail directe-
ment autour de l’ouverture de l’élément de
travail.

2. Combinaison selon la revendication 1, dans laquelle
la partie centrale tubulaire de la douille est un élé-
ment tubulaire continu simple (30) qui est relié par
une extrémité à la première bride (32) et qui s’étend,
à partir de ladite première bride, par l’ouverture de
l’élément de travail et comporte une seconde partie
terminale qui s’étend encore axialement vers l’exté-
rieur au-delà du second côté de l’élément de travail ;
dans laquelle la seconde bride (34) est un élément
radial (28) présentant une ouverture centrale dans
laquelle est reçue la partie terminale de l’élément
tubulaire continu simple ; et dans laquelle l’élément
tubulaire continu simple est dilaté radialement dans
l’ouverture centrale de la seconde bride dans une
mesure lui permettant de réaliser un ajustement
étroit avec serrage avec l’ouverture de la seconde
bride et d’établir le contact entre la seconde bride et
ledit élément tubulaire continu.

3. Combinaison selon la revendication 1, dans laquelle
ladite douille (50) se compose d’une première sec-
tion (52 ; 70 ; 88), qui comporte la première bride
(56 ; 74 ; 94) et un premier élément tubulaire (54 ;
72 ; 92) qui est relié à la première bride, et d’une
seconde section (58 ; 76 ; 90) qui comporte la se-
conde bride (62 ; 80 ; 98) et un deuxième élément
tubulaire (60 ; 78 ; 96) qui est relié à la seconde
bride ; et dans laquelle les premier et second élé-
ments tubulaires se trouvent tous deux dans l’ouver-
ture cylindrique débouchante de l’élément et forment
ensemble au moins une partie de la partie centrale
de la douille.

4. Combinaison selon la revendication 3, dans laquelle
le premier élément tubulaire (54) s’étend à partir de
la première bride (56) par l’ouverture cylindrique dé-
bouchante de l’élément de travail et présente une
seconde extrémité qui est contiguë à la seconde bri-
de (62) ; et dans laquelle le deuxième élément tubu-
laire (58) s’étend à partir de la seconde bride (62)
dans le premier élément tubulaire et présente une
seconde extrémité qui est contiguë à la première bri-
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de (56).

5. Combinaison selon la revendication 3, dans laquelle
le premier élément tubulaire (70, 88) s’étend à partir
de la première bride vers l’ouverture cylindrique dé-
bouchante de l’élément de travail en la traversant
partiellement et le deuxième élément tubulaire (76,
90) s’étend à partir de la seconde bride vers l’ouver-
ture cylindrique débouchante de l’élément de travail
en la traversant partiellement.

6. Combinaison selon la revendication 5, dans laquelle
les premier et second éléments tubulaires sont
coaxiaux et présentent des surfaces extérieures qui
réalisent l’ajustement étroit avec serrage avec
l’ouverture cylindrique débouchante de l’élément de
travail.

7. Combinaison selon la revendication 5, dans laquelle
les premier et second éléments tubulaires (70, 76)
sont coaxiaux et sont entourés par un troisième élé-
ment tubulaire (68) et les premier, deuxième et troi-
sième éléments tubulaires forment ensemble la par-
tie centrale tubulaire de la douille (66).

8. Combinaison selon la revendication 7, dans laquelle
le troisième élément tubulaire (68) réalise un ajus-
tement étroit avec serrage avec l’ouverture cylindri-
que débouchante de l’élément de travail et les pre-
mier et second éléments tubulaires (70, 76) réalisent
des ajustements étroits avec serrage avec le troisiè-
me élément tubulaire.
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