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(54) Control timing synchronization method, optical transmission system and apparatus

(57) A control timing synchronization method is ex-
ecuted by a first and a second optical transmission ap-
paratus. The first optical transmission apparatus: super-
imposes on a main signal and transmits, information of
control process details; waits for a first period; subse-
quently, superimposes on the main signal and transmits,
a message giving notification of control start timing; waits
for a second period; and subsequently switches a proc-
ess of the first optical transmission apparatus to a proc-

ess corresponding to the control process details. The
second optical transmission apparatus: acquires the in-
formation on the main signal; waits until detection of the
message on the main signal, when a process is present
that is to be executed by the second optical transmission
apparatus based on the information; waits for the second
period when the message is detected while waiting for
the detection of the message; and subsequently, exe-
cutes a process corresponding to the information.
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Description

FIELD

[0001] The embodiments discussed herein are related
to a control timing synchronization method, an optical
transmission system, and an optical transmission appa-
ratus.

BACKGROUND

[0002] Operation of a photonic network may include
changing the signal wavelength assigned to a wave-
length path, switching the modulation/demodulation
mode, a nonlinear compensation mode, or an error cor-
rection (forward error correction; FEC) mode, and real-
locating network resources. Since the photonic network
is in operation, such switching and reallocation are de-
sirably performed with minimal downtime. Therefore, the
timing of switching respective processes must be syn-
chronized at the transmitting end, relay nodes, and the
receiving end.
[0003] According to a conventional scheme, a control
signal channel is assigned to a wavelength that is beyond
the wavelength band assigned to a main signal channel
and, by wavelength multiplexing and transmitting the
main signal channel and the control signal channel from
the transmitting end, the relay node and the receiving
end are notified of the control timing. According to another
scheme, for example, as in the case of Synchronous Dig-
ital Hierarchy (SDH) and an Optical Transport Network
(OTN), if overhead exists that is included in a digital frame
structure for signal transfer of the main signal, this is used
for giving notification of the control timing.
[0004] According to some schemes, to manage and
control a network, for example, the intensity, the frequen-
cy, or the polarization state of an optical signal is modu-
lated to superimpose a control signal on a main signal
for transmission (for example, refer to US Patent
7580632; US Patent Publication Nos. 2012/0014695 and
2012/0141130; Heismann, Fred, et al, "Signal Tracking
and Performance Monitoring In Multi-Wavelength Optical
Networks", 22nd European Conference on Optical Com-
munication - ECOC’96, 1996, pp.3.47-3.50; Tanimura,
Takahito, et al, "Superimposition and Detection of Fre-
quency Modulated Tone for Light Path Tracing Employ-
ing Digital Signal Processing and Optical Filter", Optical
Fiber Communication Conference and Exposition (OFC)
and the National Fiber Optic Engineers Conference (NF-
OEC) 2012, (USA), Mar. 4, 2012; and Takeshita, Hitoshi,
et al, "Study for signal format independent and degrada-
tion-free optical path identifier based on SOP modulation
for multi-degree CDC-ROADM systems", 2012 Proceed-
ings of the Institute of Electronics, Information and Com-
munication Engineers (IEICE) CONFERENCE 2, (Ja-
pan), Mar. 20, 2012, p.436).
[0005] However, in a convention scheme of giving no-
tification of the control timing through wavelength multi-

plexing of a main signal channel and a control signal
channel, separate transmitters and separate receivers
are prepared for a main signal and a control signal and
therefore, a difference may occur in length of the optical
transmission path. Since wavelengths are different be-
tween the main signal channel and the control signal
channel, a skew occurs between the main signal and the
control signal consequent to wavelength dispersion of
optical fibers. If the wavelength of the control signal chan-
nel is beyond the band of an optical amplifier such as an
erbium doped fiber amplifier (EDFA), a relay node per-
forms regenerative relaying accompanied by optoelec-
tronic conversion and electrooptic conversion for an op-
tical signal of the control signal channel and therefore, a
relaying process of the control signal takes time. Conse-
quent to these factors, the timing deviates or temporally
varies when the main signal and the control signal trans-
mitted from the transmitting end reach the relay node and
the receiving end, causing a problem of increased error
of the control timing between the transmitting end and
the relay node/the receiving end.
[0006] On the other hand, in a conventional scheme
of using an overhead byte of the main signal for giving
notification of the control timing, the readout of the over-
head byte is enabled after properly setting a modulation
mode and a bit rate, and communicating the main signal.
Therefore, problems arise in that a receiver for the main
signal must be prepared in the relay node and a waiting
time for the communication of the main signal is required.

SUMMARY

[0007] It is an object in one aspect of the embodiments
to at least solve the above problems in the conventional
technologies.
[0008] According to an aspect of an embodiment, a
control timing synchronization method is executed by a
first optical transmission apparatus that acts as a trans-
mitting end in a wavelength path, and a second optical
transmission apparatus that receives in the wavelength
path, an optical signal from the first optical transmission
apparatus. The control timing synchronization method
includes the first optical transmission apparatus super-
imposing on a main signal and transmitting, information
for giving notification of control process details; waiting
for a first period after transmitting the information; super-
imposing on the main signal and transmitting after waiting
for the first period, a message for giving notification of
control start timing; waiting for a second period after
transmitting the message; and switching after waiting for
the second period, a process of the first optical transmis-
sion apparatus to a process corresponding to the control
process details; and the second optical transmission ap-
paratus acquiring the information superimposed on the
main signal and transmitted from the first optical trans-
mission apparatus; waiting until detection of the message
superimposed on the main signal and transmitted from
the first optical transmission apparatus, when a process
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is present that is to be executed by the second optical
transmission apparatus based on the information; wait-
ing for the second period when the message is detected
while waiting for the detection of the message; and exe-
cuting after waiting for the second period, a process cor-
responding to the information.

BRIEF DESCRIPTION OF DRAWINGS

[0009]

FIG. 1 is a diagram of a first example of a control
timing synchronization method according to an em-
bodiment;
FIG. 2 is a diagram of a second example of the control
timing synchronization method according to the em-
bodiment;
FIG. 3 is a diagram of an example of an optical trans-
mission apparatus acting as a transmitting end ac-
cording to the embodiment;
FIG. 4 is a diagram of an example of a hardware
configuration of a control circuit;
FIG. 5 is a diagram of an example of a functional
configuration of the control circuit;
FIG. 6 is a diagram of an example of the optical trans-
mission apparatus acting as a relay node according
to the embodiment;
FIG. 7 is a diagram of a first example of a superim-
posed-signal demodulation circuit;
FIG. 8 is a diagram of a second example of the su-
perimposed-signal demodulation circuit;
FIG. 9 is a diagram of a third example of the super-
imposed-signal demodulation circuit;
FIG. 10 is a diagram of an example of a functional
configuration of the control circuit;
FIG. 11 is a diagram of an example of the optical
transmission apparatus acting as a receiving end ac-
cording to the embodiment;
FIG. 12 is a diagram of an example of an optical
transmission system according to the embodiment;
FIG. 13 is a diagram of an example of an encryption
circuit at the transmitting end; and
FIG. 14 is a diagram of an example of an encryption
circuit at the receiving end.

DESCRIPTION OF EMBODIMENTS

[0010] Embodiments of a control timing synchroniza-
tion method, an optical transmission system, and an op-
tical transmission apparatus will be described in detail
with reference to the accompanying drawings. In the de-
scription of the embodiments, identical components are
given the same reference numerals, and redundant de-
scription thereof is omitted.
[0011] FIG. 1 is a diagram of a first example of a control
timing synchronization method according to an embodi-
ment. The first example is an example of an optical trans-
mission system in which respective control circuits at a

transmitting end, a relay node, and a receiving end of a
given wavelength path have system clocks that are not
synchronized with one another.
[0012] In FIG. 1, a flowchart on the left side represents
a process of the control circuit at the transmitting end, a
flowchart in the center represents a process of the control
circuit at the relay node, and a flowchart on the right side
represents a process of the control circuit at the receiving
end. Dotted-lined arrows between the flowcharts indicate
temporal correlations.
[0013] When a process switching command is input to
a given wavelength path for a process such as switching
the modulation mode, the transmission wavelength, the
error correction mode of a main signal, or the bit rate of
the main signal and executing an operation of starting or
restarting a scrambler of each node, the process depicted
in FIG. 1 is started. The process switching command may
be input by an operator of the optical transmission system
or from a network, for example.
[0014] When the process depicted in FIG. 1 is started,
first, the control circuit at the transmitting end performs
control of superimposing on a main signal and transmit-
ting information for giving notification of control process
details corresponding to the input process switching com-
mand (step S1). As a result, an optical signal having the
main signal superimposed with the information for giving
notification of control process details is transmitted from
the transmitting end by a packet transfer scheme, for
example. The information for giving notification of control
process details may be information indicating that a
transmission wavelength is set to ssss nm, for exam-
ple. An arbitrary numeric character is denoted by s.
[0015] Upon transmission of the optical signal at step
S1, the control circuit at the transmitting end waits until
a predetermined guard time elapses (step S2). The pre-
determined guard time is an example of a first period and
is a period of time sufficient for the relay node or the
receiving end to determine at step S12 or step S22 de-
scribed later, whether a process is present that is to be
executed thereby.
[0016] When the predetermined guard time has
elapsed, the control circuit at the transmitting end per-
forms control of superimposing on the main signal and
transmitting, a message for giving notification of control
start timing (step S3). As a result, an optical signal having
the main signal superimposed with the message for giv-
ing notification of control start timing is transmitted from
the transmitting end. The message for giving notification
of control start timing may be information indicating that
switching of a process will be performed after ΔΔΔΔ sec-
onds, for example. An arbitrary numeric character is de-
noted by Δ.
[0017] When the optical signal is transmitted at step
S3, the control circuit at the transmitting end waits until
a predetermined waiting period has elapsed (step S4).
The predetermined waiting period is an example of a sec-
ond period and may be a time of ΔΔ seconds specified
by the message for giving notification of control start tim-
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ing. The predetermined waiting period may be deter-
mined in advance or may be set on a case-by-case basis
by the control circuit at the transmitting end according to
the configuration and environment of the optical trans-
mission system. If the predetermined waiting period is
determined in advance, the message for giving notifica-
tion of control start timing may be a simple pulse signal.
[0018] When the predetermined waiting period has
elapsed, the control circuit at the transmitting end per-
forms control of switching the process at the apparatus
thereof to a process related to a signal process, the de-
tails of which correspond the control process details
transmitted at step S1 (step S5) and terminates a se-
quence of the process according to the flowchart. At step
S2 or step S4, the guard time or the waiting time may be
measured by using a timer included at the transmitting
end or by using time information provided from, for ex-
ample, a time server of a network to which the transmit-
ting end is connected.
[0019] At step S1 or step S3, the transmitting end may
superimpose on the main signal, a control signal such
as the information for giving notification of control process
details or the message for giving notification of control
start timing, by modulating the intensity, frequency, or
polarization state of an optical signal according to the
information or the message. In the following description,
superimposing a control signal on the main signal by
modulating characteristics such as the intensity, frequen-
cy, or polarization state of the optical signal may be re-
ferred to as superimposition modulation. Superimposing
the control signal on the main signal by modulating char-
acteristics such as the intensity, frequency, or polariza-
tion state of the optical signal may be referred to as in-
tensity superimposition modulation, frequency superim-
position modulation, or polarization superimposition
modulation, as the case may be.
[0020] When receiving the optical signal transmitted
from the transmitting end at step S1, the relay node de-
modulates the control signal superimposed on the main
signal. The control circuit at the relay node acquires from
the modulated control signal, the information for giving
notification of control process details (step S11). The con-
trol circuit at the relay node then determines whether a
process to be executed by the apparatus thereof is
present, based on the information for giving notification
of control process details (step S12). This determination
is made while the control circuit at the transmitting end
waits for the predetermined guard time to elapse at step
S2.
[0021] If no such process is present (step S12: NO),
the control circuit at the relay node terminates the process
according to the flowchart. On the other hand, if a process
to be executed is present (step S12: YES), the control
circuit at the relay node waits until the relay node detects
a message for giving notification of control start timing.
The relay node detects the message for giving notifica-
tion of control start timing by receiving the optical signal
transmitted from the transmitting end at step S3 and de-

modulating the control signal superimposed on the main
signal (step S13).
[0022] The control circuit at the relay node then waits
until a predetermined waiting period elapses (step S14).
The predetermined waiting period is an example of the
second period and is the same period as the predeter-
mined waiting period during which the transmitting end
waits at step S4. When the predetermined waiting period
has elapsed, the relay node performs control of executing
a process corresponding to the control process details
acquired at step S11 (step S15) and terminates a se-
quence of the process according to the flowchart. At step
S14, the waiting time may be measured by using a timer
included at the relay node or by using time information
provided from, for example, a time server of a network
to which the relay node is connected.
[0023] When receiving from the relay node, the optical
signal transmitted from the transmitting end at step S1,
for example, the receiving end demodulates the control
signal superimposed on the main signal. The control cir-
cuit at the receiving end acquires from the modulated
control signal, the information for giving notification of
control process details (step S21). The control circuit at
the receiving end then determines whether a process to
be executed by the apparatus thereof is present, based
on the information for giving notification of control proc-
ess details (step S22). This determination is made while
the control circuit at the transmitting end waits for the
predetermined guard time to elapse at step S2.
[0024] If no such process is present (step S22: NO),
the control circuit at the receiving end terminates the
process according to the flowchart. On the other hand,
if a process to be executed is present (step S22: YES),
the control circuit at the receiving end waits until the re-
ceiving end detects a message for giving notification of
control start timing. The receiving end detects the mes-
sage for giving notification of control start timing by re-
ceiving from the relay node, the optical signal transmitted
from the transmitting end at step S3, for example, and
demodulating the control signal superimposed on the
main signal (step S23).
[0025] The control circuit at the receiving end then
waits until a predetermined waiting period elapses (step
S24). The predetermined waiting period is an example
of the second period and is the same period as the pre-
determined waiting period during which the transmitting
end waits at step S4. When the predetermined waiting
period has elapsed, the control circuit at the receiving
end performs control of executing a process correspond-
ing to the control process details acquired at step S21
(step S25) and terminates a sequence of the process
according to the flowchart. At step S24, the waiting time
may be measured by using a timer included at the re-
ceiving end or by using time information provided from,
for example, a time server of a network to which the re-
ceiving end is connected.
[0026] It is assume that ΔT1 denotes the time con-
sumed for transmitting the optical signal from the trans-
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mitting end to the relay node and that ΔT2 denotes the
time consumed for transmitting the optical signal from
the transmitting end via, for example, the relay node, to
the receiving end.
[0027] After the control circuit at the transmitting end
shifts to the state of waiting for the predetermined waiting
period at step S4, the control circuit at the relay node
shifts to the state of waiting for the predetermined waiting
period with a delay of ΔT1 and the control circuit at the
receiving end shifts to the state of waiting for the prede-
termined waiting period with a delay of ΔT2. Therefore,
after the expiration of the predetermined waiting period
at the transmitting end, the predetermined waiting period
expires at the relay node with a delay of ΔT1 and the
predetermined waiting period expires at the receiving end
with a delay of ΔT2.
[0028] Therefore, after the transmitting end switches
to the process related to signal processing, the details of
which correspond to the control process details transmit-
ted at step S1, the relay node executes the process cor-
responding to the control process details acquired at step
S11, with a delay of ΔT1. After the transmitting end
switches to the process related to the signal processing
corresponding to the control process details transmitted
at step S1,the receiving end executes the process cor-
responding to the control process details acquired at step
S21, with a delay of ΔT2.
[0029] As described above, a deviation of ΔT1 occurs
between the transmitting end and the relay node, with
the execution of the process corresponding to the control
process details; and a deviation of ΔT2 occurs between
the transmitting end and the receiving end, with the ex-
ecution of the process corresponding to the control proc-
ess details. However, since the control signal is super-
imposed on the main signal by the intensity superimpo-
sition modulation, the frequency superimposition modu-
lation, or the polarization superimposition modulation
and is transmitted at the same wavelength through the
same path as the main signal, no skew occurs between
the main signal and the control signal consequent to
wavelength dispersion of optical fibers. Since the control
signal is amplified along with the main signal by an optical
amplifier such as an EDFA, optoelectronic conversion
nor electrooptic conversion needs be performed for the
optical signal of the control signal at the relay node.
[0030] Therefore, an optical signal transmitted from the
transmitting end immediately after the switch to the proc-
ess corresponding to the control process details at the
transmitting end reaches the relay node immediately af-
ter the execution of the process corresponding to the
control process details at the relay node, causing no prob-
lem. Similarly, the optical signal transmitted from the
transmitting end immediately after the switch to the proc-
ess corresponding to the control process details at the
transmitting end reaches the receiving end immediately
after the execution of the process corresponding to the
control process details at the receiving end, causing no
problem.

[0031] According to the control timing synchronization
method depicted in FIG. 1, after the process is switched
at the transmitting end, the relay node is delayed by the
time consumed for the optical signal to reach the relay
node from the transmitting end before executing the proc-
ess, and the receiving end is delayed by the time con-
sumed for the optical signal to reach the receiving end
from the transmitting end before executing the process.
Therefore, the timings of switching processes at the
transmitting end, the relay node, and the receiving end
can be synchronized with consideration of the times con-
sumed for the optical signal to reach the relay node and
the receiving end from the transmitting end. As a result,
since downtime of a given wavelength path in the optical
transmission system can be ended in the predetermined
waiting period at step S4 at the transmitting end, the
downtime can be minimized.
[0032] FIG. 2 is a diagram of a second example of the
control timing synchronization method according to the
embodiment. The second example is an example of an
optical transmission system in which the respective con-
trol circuits at the transmitting end, the relay node, and
the receiving end in a given wavelength path have system
clocks synchronized with one another.
[0033] In FIG. 2, as is the case with FIG. 1, three flow-
charts represent processes of the control circuits at the
transmitting end, the relay node, and the receiving end,
respectively from the left side. Dotted-lined arrows be-
tween the flowcharts represent temporal correlations.
[0034] For example, when the operator inputs a proc-
ess switching command in a given wavelength path for
a process such as switching of the modulation mode, the
transmission wavelength, the error correction mode of
the main signal, or the bit rate of the main signal and
execution of an operation of starting or restarting a scram-
bler of each node, the process depicted in FIG. 2 is start-
ed.
[0035] When the process depicted in FIG. 2 is started,
first, the control circuit at the transmitting end performs
control of starting transmission of a control channel by
superimposition demodulation such as the intensity su-
perimposition modulation, the frequency superimposi-
tion modulation, or the polarization superimposition mod-
ulation (step S31). As a result, a clock of the control circuit
at the transmitting end or a signal capable of regenerating
the clock is transmitted from the transmitting end to the
relay node and the receiving end. As described later, the
relay node and the receiving end receive the clock of the
control circuit at the transmitting end or the signal capable
of regenerating the clock to establish synchronization
among the clocks of the respective control circuits and
the clock of the control circuit at the transmitting end (step
S41, step S51).
[0036] The control circuit at the transmitting end per-
forms control of transmitting by superimposition demod-
ulation such as the intensity superimposition modulation,
the frequency superimposition modulation, or the polar-
ization superimposition modulation, information for giv-
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ing notification of control process details corresponding
to the input process switching command (step S32). As
a result, an optical signal having the main signal super-
imposed with the information for giving notification of con-
trol process details is transmitted from the transmitting
end by a synchronous transfer scheme, for example.
[0037] Upon transmission of the optical signal at step
S32, the control circuit at the transmitting end waits until
a predetermined control channel clock period elapses
(step S33). The predetermined control channel clock pe-
riod is an example of the first period and is a period suf-
ficient for the relay node or the receiving end to determine
at step S43 or step S53, described later, whether a proc-
ess to be executed by the apparatus thereof is present.
[0038] When the predetermined control channel clock
period has elapsed, the control circuit at the transmitting
end performs control of transmitting by superimposition
demodulation such as the intensity superimposition mod-
ulation, the frequency superimposition modulation, or the
polarization superimposition modulation, a message for
giving notification of control start timing (step S34). As a
result, an optical signal having the main signal superim-
posed with the message for giving notification of control
start timing is transmitted from the transmitting end.
[0039] Upon transmission of the optical signal at step
S34, the control circuit at the transmitting end waits until
a predetermined clock count elapses (step S35). The pre-
determined clock count is an example of a second period
and may be hh clocks specified by the message for
giving notification of control start timing. An arbitrary nu-
meric character is denoted by h. The predetermined
clock count may be determined in advance or may be
set on a case-by-case basis by the control circuit at the
transmitting end, according to the configuration and en-
vironment of the optical transmission system. If the pre-
determined clock count is determined in advance, the
message for giving notification of control start timing may
be a simple pulse signal.
[0040] When the predetermined clock count has
elapsed, the control circuit at the transmitting end per-
forms control of switching the processing at the appara-
tus thereof to a process related to signal processing, the
details of which correspond to the control process details
transmitted at step S32 (step S36) and terminates a se-
quence of the process according to the flowchart.
[0041] When receiving the optical signal transmitted
from the transmitting end at step S31, the relay node
establishes synchronization between the clock of the
control circuit of the apparatus thereof and the clock of
the control circuit at the transmitting end, based on the
clock of the control circuit at the transmitting end or the
signal capable of regenerating the clock (step S41). Sub-
sequently, when receiving the optical signal transmitted
from the transmitting end at step S32, the relay node
demodulates the control signal superimposed on the
main signal. The control circuit at the relay node acquires
from the modulated control signal, the information for giv-
ing notification of control process details (step S42).

[0042] The control circuit at the relay node then deter-
mines whether a process to be executed by the apparatus
thereof is present, based on the information for giving
notification of control process details (step S43). This de-
termination is made while the control circuit at the trans-
mitting end waits for the predetermined control channel
clock period to elapse at step S33.
[0043] If no such process is present (step S43: NO),
the control circuit at the relay node terminates the process
according to the flowchart. On the other hand, if a process
to be executed is present (step S43: YES), the control
circuit at the relay node waits until the relay node detects
a message for giving notification of control start timing.
The relay node detects the message for giving notifica-
tion of control start timing by receiving the optical signal
transmitted from the transmitting end at step S34 and
demodulating the control signal superimposed on the
main signal (step S44).
[0044] The control circuit at the relay node then waits
until a predetermined clock count elapses (step S45).
The predetermined clock count is an example of the sec-
ond period and is the same as the predetermined clock
count during which the transmitting end waits at step S35.
When the predetermined clock count has elapsed, the
control circuit at the relay node performs control of exe-
cuting a process corresponding to the control process
details acquired at step S42 (step S46) and terminates
a sequence of the process according to the flowchart.
[0045] When receiving the optical signal transmitted
from the transmitting end at step S31, for example, from
the relay node, the receiving end establishes synchroni-
zation between the clock of the control circuit of the ap-
paratus thereof and the clock of the control circuit at the
transmitting end, based on the clock of the control circuit
at the transmitting end or the signal capable of regener-
ating the clock (step S51). Subsequently, when receiving
the optical signal transmitted from the transmitting end
at step S32, for example, from the relay node, the receiv-
ing end demodulates the control signal superimposed on
the main signal. The control circuit at the receiving end
acquires from the modulated control signal, the informa-
tion for giving notification of control process details (step
S52).
[0046] The control circuit at the receiving end then de-
termines whether a process to be executed by the appa-
ratus thereof is present, based on the information for giv-
ing notification of control process details (step S53). This
determination is made while the control circuit at the
transmitting end waits for the predetermined control
channel clock period to elapse at step S33.
[0047] If no such process is present (step S53: NO),
the control circuit at the receiving end terminates the
process according to the flowchart. On the other hand,
if a process to be executed is present (step S53: YES),
the control circuit at the receiving end waits until the re-
ceiving end detects a message for giving notification of
control start timing. The receiving end detects the mes-
sage for giving notification of control start timing by re-
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ceiving the optical signal transmitted from the transmit-
ting end at step S34, for example, from the relay node,
and demodulating the control signal superimposed on
the main signal (step S54).
[0048] The control circuit at the receiving end then
waits until a predetermined clock count elapses (step
S55). The predetermined clock count is an example of
the second period and is the same as the predetermined
clock count during which the transmitting end waits at
step S35. When the predetermined clock count has
elapsed, the control circuit at the receiving end performs
control of executing a process corresponding to the con-
trol process details acquired at step S52 (step S56) and
terminates a sequence of the process according to the
flowchart.
[0049] As described in the first example of the control
timing synchronization method, since the control signal
is superimposed on the main signal and is transmitted at
the same wavelength through the same path as the main
signal, no skew occurs between the main signal and the
control signal consequent to wavelength dispersion of
optical fibers. Since optoelectronic conversion nor elec-
trooptic conversion needs be performed for the optical
signal of the control signal at the relay node, no delay
occurs in the relaying process of the control signal.
[0050] Therefore, an optical signal transmitted from the
transmitting end immediately after the switch to the proc-
ess corresponding to the control process details at the
transmitting end reaches the relay node immediately af-
ter the execution of the process corresponding to the
control process details at the relay node, causing no prob-
lem. Similarly, the optical signal transmitted from the
transmitting end immediately after the switch to the proc-
ess corresponding to the control process details at the
transmitting end reaches the receiving end immediately
after the execution of the process corresponding to the
control process details at the receiving end, causing no
problem.
[0051] According to the control timing synchronization
method depicted in FIG. 2, as is the case with the first
example, the timings of switching processes at the trans-
mitting end, the relay node, and the receiving end can
be synchronized. As a result, since downtime of a given
wavelength path in the optical transmission system can
be ended in the predetermined clock count at step S35
at the transmitting end, the downtime can be minimized.
By transmitting from the transmitting end, the clock of the
control circuit at the transmitting end or a signal capable
of regenerating the clock, the clock of the control circuit
at the relay node and/or the receiving end can be syn-
chronized with the clock of the control circuit at the trans-
mitting end. As a result, the timings of switching process-
es at the transmitting end, the relay node, and the receiv-
ing end can be controlled more precisely, enabling further
reduction of the downtime.
[0052] In the control timing synchronization methods
depicted in FIG. 1 and 2, the process of the control circuit
at the transmitting end may be executed by an optical

transmission apparatus acting as the transmitting end.
An example of the optical transmission apparatus acting
as the transmitting end will be described.
[0053] FIG. 3 is a diagram of an example of the optical
transmission apparatus acting as the transmitting end
according to the embodiment. As depicted in FIG. 3, an
optical transmission apparatus 1 acting as the transmit-
ting end may have, for example, a digital signal process-
ing circuit 2, a digital-analog converter (DAC) 3, a mod-
ulator driver amplifier 4, a polarization multiplexed quad-
rature optical modulator 5, a control circuit 6, a superim-
position modulation drive circuit 7, and a transmission
light source 8.
[0054] The control circuit 6 is connected to a command
input terminal not depicted. A process switching com-
mand is input to the command input terminal. The control
circuit 6 outputs a signal process setting signal for setting
the signal process details in the digital signal processing
circuit 2. The control circuit 6 outputs a control process
details notification signal for notifying the relay node or
the receiving end of information for giving notification of
control process details corresponding to the process
switching command. The control circuit 6 outputs a con-
trol start timing notification signal for notifying the relay
node or the receiving end of a message for giving notifi-
cation of the control start timing. Details of a hardware
configuration and a functional configuration of the control
circuit 6 will be described later.
[0055] The superimposition modulation drive circuit 7
is connected to the control circuit 6. The superimposition
modulation drive circuit 7 outputs a drive signal for per-
forming the superimposition modulation at the timing
based on the control start timing notification signal output
from the control circuit 6 and based on the control process
details notification signal output from the control circuit 6
to the digital signal processing circuit 2.
[0056] The digital signal processing circuit 2 is con-
nected to a data input terminal not depicted, the control
circuit 6, and the superimposition modulation drive circuit
7. A high-speed electrical signal of a main signal data
string is input to the data input terminal. The digital signal
processing circuit 2 executes a digital signal process for
the high-speed electrical signal, based on the signal proc-
ess setting signal output from the control circuit 6 and
outputs an in-phase component I_H and a quadrature
phase component Q_H for a horizontal signal compo-
nent, as well as an in-phase component I_V and a quad-
rature phase component Q_V for a vertical signal com-
ponent, for example.
[0057] The digital signal processing circuit 2 may have,
for example, an error-correction coding circuit 11, a code
mapping circuit 12, a carrier wave frequency adjusting
circuit 13, a polarization adjusting circuit 14, and an am-
plitude adjusting circuit 15. The error-correction coding
circuit 11 generates and adds error correction code to
the main signal data string. The code mapping circuit 12
assigns code to the main signal data string.
[0058] The carrier wave frequency adjusting circuit 13
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modulates the frequency of carrier waves based on the
drive signal output from the superimposition modulation
drive circuit 7, if the frequency superimposition modula-
tion is performed. The polarization adjusting circuit 14
modulates a polarization state based on the drive signal
output from the superimposition modulation drive circuit
7, if the polarization superimposition modulation is per-
formed. The amplitude adjusting circuit 15 modulates
amplitude based on the drive signal output from the su-
perimposition modulation drive circuit 7, if the polarization
superimposition modulation is performed. The amplitude
adjusting circuit 15 may modulate amplitude by adjusting
an adjustment magnification in a circuit performing am-
plitude adjustment calculation.
[0059] The DAC 3 is connected to the digital signal
processing circuit 2. The DAC 3 converts each of the
signal components I_H, Q_H, I_V, and Q_V output from
the digital signal processing circuit 2 into an analog signal
and outputs the signal. The intensity superimposition
modulation may be performed by adjusting a reference
voltage in the DAC 3, based on the drive signal output
from the superimposition modulation drive circuit 7 to
modulate an analog voltage value output from the DAC 3.
[0060] The modulator driver amplifier 4 is connected
to the DAC 3. The modulator driver amplifier 4 amplifies
each of the signal components I_H, Q_H, I_V, and Q_V
output from the DAC 3 to a signal at a level capable of
driving the polarization multiplexed quadrature optical
modulator 5. The intensity superimposition modulation
may be performed by modulating the gain with a gain
control terminal of the modulator driver amplifier 4, based
on the drive signal output from the superimposition mod-
ulation drive circuit 7.
[0061] The transmission light source 8 outputs light.
The transmission light source 8 may be a laser diode, for
example. The transmission light source 8 may be con-
nected to a drive circuit not depicted, for example. The
intensity superimposition modulation may be performed
by modulating the optical power of the transmission light
source 8, based on the drive signal output from the su-
perimposition modulation drive circuit 7. Alternatively, the
frequency superimposition modulation may be per-
formed by FM modulation of the transmission light source
8, based on the drive signal output from the superimpo-
sition modulation drive circuit 7.
[0062] The polarization multiplexed quadrature optical
modulator 5 is connected to the modulator driver amplifier
4 and the transmission light source 8. The polarization
multiplexed quadrature optical modulator 5 performs po-
larization multiplexed quadrature modulation of the light
output from the transmission light source 8, based on the
signal components I_H, Q_H, I_V, and Q_V output from
the modulator driver amplifier 4 and outputs the light. An
example of the polarization multiplexed quadrature opti-
cal modulator 5 includes that described in the Implemen-
tation Agreement of the Optical Internetworking Forum,
"OIF-PMQ-TX-01.0-Implementation Agreement for Inte-
grated Polarization Multiplexed Quadrature Modulated

Transmitters" (March 2010), for example. The intensity
superimposition modulation may be performed by mod-
ulating the optical power of transmission output of the
polarization multiplexing orthogonal optical modulator 5,
for example, modulating gain and loss of an optical am-
plifier and an optical attenuator, based on the drive signal
output from the superimposition modulation drive circuit
7.
[0063] FIG. 4 is a diagram of an example of a hardware
configuration of the control circuit. As depicted in FIG. 4,
the control circuit 6 may have a clock circuit 21, a proc-
essor 22, a memory 23, and an interface 24. The proc-
essor 22, the memory 23, and the interface 24 are con-
nected to a bus 25. The clock circuit 21 is connected to
the processor 22 and the bus 25 and supplies the clock
to the processor 22 and the bus 25.
[0064] The processor 22 operates according to the
clock supplied from the clock circuit 21. A central process-
ing unit (CPU) and an application specific integrated cir-
cuit (ASIC) are examples of the processor 22. The proc-
essor 22 may be a programmable logic device such as
a field programmable gate array (FPGA), for example.
[0065] The memory 23 may store a boot program. The
memory 23 may be used as a work area of the processor
22. If the processor 22 is a CPU, the memory 23 may
store a program for implementing steps S1 to S5 in the
first example or steps S31 to S36 in the second example
of the control timing synchronization method described
above. If the processor 22 is an FPGA, the memory 23
may store configuration data for implementing steps S1
to S5 in the first example or steps S31 to S36 in the
second example of the control timing synchronization
method described above. The memory 23 may be built
into the processor 22.
[0066] The interface 24 controls the input of the proc-
ess switching command, the output of the signal process
setting signal, the output of the control process details
notification signal, and the output of the control start tim-
ing notification signal described above.
[0067] FIG. 5 is a diagram of an example of a functional
configuration of the control circuit. As depicted in FIG. 5,
the control circuit 6 may have a predetermined period
waiting unit 31, a control process details notification sig-
nal generating unit 32, a control start timing notification
signal generating unit 33, and a signal process setting
unit 34. These functional units 31 to 34 may be imple-
mented by the processor 22 executing the operations at
steps S1 to S5 in the first example or steps S31 to S36
in the second example of the control timing synchroniza-
tion method described above.
[0068] The control process details notification signal
generating unit 32 generates and outputs to the super-
imposition modulation drive circuit 7, a control process
details notification signal corresponding to the input proc-
ess switching command. As a result, the superimposition
modulation drive circuit 7 drives the carrier wave frequen-
cy adjusting circuit 13, the polarization adjusting circuit
14, or the amplitude adjusting circuit 15 of the digital sig-
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nal processing circuit 2, for example, and the optical sig-
nal having the main signal superimposed with the infor-
mation for giving notification of control process details is
output from the polarization multiplexed quadrature op-
tical modulator 5. The control process details notification
signal generating unit 32 may execute the operation at
step S1 in the first example or step S32 in the second
example of the control timing synchronization method
described above, for example.
[0069] When receiving the notification of expiration of
the predetermined guard time from the predetermined
period waiting unit 31, the control start timing notification
signal generating unit 33 generates and outputs the con-
trol start timing notification signal to the superimposition
modulation drive circuit 7. As a result, the superimposi-
tion modulation drive circuit 7 drives the carrier wave fre-
quency adjusting circuit 13, the polarization adjusting cir-
cuit 14, or the amplitude adjusting circuit 15 of the digital
signal processing circuit 2, for example, and the optical
signal having the main signal superimposed with the
message for giving notification of control start timing is
output from the polarization multiplexed quadrature op-
tical modulator 5. The control start timing notification sig-
nal generating unit 33 may execute the operation at step
S3 in the first example or step S34 in the second example
of the control timing synchronization method described
above, for example.
[0070] When receiving the notification of expiration of
the predetermined waiting period from the predetermined
period waiting unit 31, the signal process setting unit 34
generates and outputs to the digital signal processing
circuit 2, the signal process setting signal based on in-
formation for giving notification of control process details.
As a result, the process executed by the digital signal
processing circuit 2 is set to the process corresponding
to the control process details of the information for giving
notification of control process details. The signal process
setting unit 34 may execute the operation at step S5 in
the first example or step S36 in the second example of
the control timing synchronization method described
above, for example.
[0071] For example, when the control process details
notification signal is output from the control process de-
tails notification signal generating unit 32, the predeter-
mined period waiting unit 31 stops the operation of the
digital signal processing circuit 2 and waits until the pre-
determined guard time elapses. After the predetermined
guard time has elapsed, the predetermined period wait-
ing unit 31 notifies the control start timing notification sig-
nal generating unit 33 of the expiration of the predeter-
mined guard time, then stops the operation of the digital
signal processing circuit 2, and waits until the predeter-
mined waiting period elapses. After the predetermined
waiting period has elapsed, the predetermined period
waiting unit 31 notifies the signal process setting unit 34
of the expiration of the predetermined waiting period. The
predetermined period waiting unit 31 may execute the
operation at step S2 or S4 in the first example or step

S33 or S35 in the second example of the control timing
synchronization method described above, for example.
[0072] According to the optical transmission apparatus
1 depicted in FIGs. 3 to 5, since the control process details
and the control start timing are superimposed on the main
signal by the intensity superimposition modulation, the
frequency superimposition modulation, or the polariza-
tion superimposition modulation for the notification to the
relay node or the receiving end, control can be provided
for the control process details and the start timing of the
control process details at the relay node and the receiving
end. The start timing of the control process details at the
relay node or the receiving end can be controlled match
the start timing of the signal process details in the optical
transmission apparatus 1, thereby minimizing downtime
of a given wavelength path in the optical transmission
system.
[0073] In the control timing synchronization method
depicted in FIG. 1 or 2, the process of the control circuit
at the relay node may be executed by the optical trans-
mission apparatus acting as the relay node. An example
of the optical transmission apparatus acting as the relay
node will be described.
[0074] FIG. 6 is a diagram of an example of the optical
transmission apparatus acting as the relay node accord-
ing to the embodiment. As depicted in FIG. 6, an optical
transmission apparatus 41 acting as the relay node may
have, for example, a beam splitter 42, an optical ampli-
fication relay circuit 43, a wavelength separation filter 44,
a superimposed-signal demodulation circuit 45, and a
control circuit 46.
[0075] The beam splitter 42 may be connected to an
optical input port not depicted. For example, wavelength
multiplexed light acquired by multiplexing lights of multi-
ple wavelengths is input to the optical input port, from an
optical transmission path. The wavelength multiplexed
light is output from an upstream node such as the trans-
mitting end or another relay node, for example. The wave-
length multiplexed light includes the main signal and the
control process details notification signal or the control
start timing notification signal for each wavelength path.
The beam splitter 42 splits the input wavelength multi-
plexed light into, for example, two branches and outputs
the branches to the optical amplification relay circuit 43
and the wavelength separation filter 44.
[0076] The wavelength separation filter 44 is connect-
ed to the beam splitter 42. The wavelength separation
filter 44 transmits signal light of a given wavelength path
among the wavelength multiplexed light output from the
beam splitter 42 and blocks the signal light of other wave-
length paths. The signal light transmitted by the wave-
length separation filter 44 includes the main signal trans-
mitted through the given wavelength path and the control
process details notification signal or the control start tim-
ing notification signal.
[0077] The superimposed-signal demodulation circuit
45 is connected to the wavelength separation filter 44.
The superimposed-signal demodulation circuit 45 de-
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modulates and outputs the control process details noti-
fication signal and the control start timing notification sig-
nal from the optical signal output from the wavelength
separation filter 44. A specific example of the superim-
posed-signal demodulation circuit 45 will be described
later.
[0078] The control circuit 46 is connected to the super-
imposed-signal demodulation circuit 45. The control cir-
cuit 46 generates a control process details setting signal
for setting the control process details in the optical am-
plification relay circuit 43, based on the control process
details notification signal output from the superimposed-
signal demodulation circuit 45. The control circuit 46 out-
puts the control process details setting signal to the op-
tical amplification relay circuit 43 at the timing based on
the control start timing notification signal output from the
superimposed-signal demodulation circuit 45.
[0079] The hardware configuration of the control circuit
46 is the same as the configuration depicted in FIG. 4
and therefore will not be described again. However, if the
processor 22 is a CPU, the memory 23 may store a pro-
gram for implementing steps S11 to S15 in the first ex-
ample or steps S41 to S46 in the second example of the
control timing synchronization method described above.
If the processor 22 is an FPGA, the memory 23 may store
configuration data for implementing steps S11 to S15 in
the first example or steps S41 to S46 in the second ex-
ample of the control timing synchronization method de-
scribed above.
[0080] The interface 24 controls the output of the con-
trol process details setting signal, the input of the control
process details notification signal, and the input of the
control start timing notification signal described above.
The functional configuration of the control circuit 46 will
be described later.
[0081] The optical amplification relay circuit 43 is con-
nected to the beam splitter 42 and the control circuit 46.
The optical amplification relay circuit 43 amplifies and
outputs the other wavelength multiplexed light output
from the beam splitter 42, for example. The wavelength
multiplexed light output from the optical amplification re-
lay circuit 43 may be output from an optical output port,
not depicted, to an optical transmission path. The optical
amplification relay circuit 43 sets the control process de-
tails in the apparatus thereof, based on the control proc-
ess details setting signal output from the control circuit 46.
[0082] The optical amplification relay circuit 43 may
include a wavelength cross-connect or optical branch-
ing/inserting circuit. In this case, wavelength multiplexed
light is input to the optical amplification relay circuit 43,
and wavelength multiplexed light is output from the opti-
cal amplification relay circuit 43.
[0083] FIG. 7 is a diagram of a first example of a su-
perimposed-signal demodulation circuit. The example
depicted in FIG. 7 is an example of the superimposed-
signal demodulation circuit 45 when the control process
details notification signal and the control start timing no-
tification signal are subjected to the intensity superimpo-

sition modulation. As depicted in FIG. 7, the superim-
posed-signal demodulation circuit 45 has an optoelec-
tronic converter 51.
[0084] The optoelectronic converter 51 converts into
an electrical signal, an optical signal of the given wave-
length path and output from the wavelength separation
filter 44. As a result, the superimposed-signal demodu-
lation circuit 45 can directly acquire the superimposed
and modulated information based on the level of the elec-
trical signal. A photodiode operating at low speed is an
example of the optoelectronic converter 51. A low pass
filter may be disposed downstream from the optoelec-
tronic converter 51 to remove an intensity modulation
component and a noise component of the main signal
with the low pass filter.
[0085] FIG. 8 is a diagram of a second example of the
superimposed-signal demodulation circuit. The example
depicted in FIG. 8 is an example of the superimposed-
signal demodulation circuit 45 when the control process
details notification signal and the control start timing no-
tification signal are subjected to the frequency superim-
position modulation. As depicted in FIG. 8, the superim-
posed-signal demodulation circuit 45 has a wavelength
filter 52 and an optoelectronic converter 53.
[0086] The wavelength filter 52 is a wavelength-de-
pendent optical filter and converts into the intensity su-
perimposition modulation, an optical signal of the given
wavelength path and output from the wavelength sepa-
ration filter 44. The conversion from the frequency su-
perimposition modulation into the intensity superimposi-
tion modulation by transmitting a signal subjected to the
frequency superimposition modulation through a wave-
length filter is described in Tanimura, Takahito, et al, "Su-
perimposition and Detection of Frequency Modulated
Tone For Light Path Tracing Employing Digital Signal
Processing and Optical Filter", Optical Fiber Communi-
cation Conference and Exposition (OFC) and the Nation-
al Fiber Optic Engineers Conference (NFOEC) 2012
(United States), March 4, 2012. The wavelength filter 52
may be eliminated and the wavelength separation filter
44 may act also as the wavelength filter 52.
[0087] The optoelectronic converter 53 is connected
to the wavelength filter 52. The optoelectronic converter
53 converts an optical signal subjected to the intensity
superimposition modulation into an electrical signal. As
a result, the superimposed-signal demodulation circuit
45 can directly acquire the superimposed and modulated
information based on the level of the electrical signal. A
photodiode operating at low speed is an example of the
optoelectronic converter 53. A low pass filter may be dis-
posed downstream from the optoelectronic converter 53
to remove an intensity modulation component and a
noise component of the main signal with the low pass
filter.
[0088] FIG. 9 is a diagram of a third example of the
superimposed-signal demodulation circuit. The example
depicted in FIG. 9 is an example of the superimposed-
signal demodulation circuit 45 when the control process
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details notification signal and the control start timing no-
tification signal are subjected to the polarization super-
imposition modulation. As depicted in FIG. 9, the super-
imposed-signal demodulation circuit 45 has a polariza-
tion analyzer 54 and a decoder 57. The polarization an-
alyzer 54 has a polarization filter 55 and an optoelectronic
converter array 56 and is also referred to as a state-of-
polarization (SOP) monitor or a Stokes analyzer.
[0089] The polarization analyzer 54 transmits an opti-
cal signal that is of a given wavelength path and output
from the wavelength separation filter 44, through the po-
larization filter 55 to convert multiple optical signals out-
put from the polarization filter 55 with the optoelectronic
converter array 56 into respective electrical signals. The
decoder 57 demodulates the superimposed and modu-
lated information based on the multiple electrical signals
output from the polarization analyzer 54.
[0090] In the case of the polarization superimposition
demodulation, Manchester coding may also be used at
the transmitting end so as to suppress the effect of a low
speed polarization variation component. In this case, the
process of the decoder 57 includes a decoding process
for the Manchester coding. A low pass filter may be dis-
posed downstream from the optoelectronic converter ar-
ray 56 to remove an intensity modulation component and
a noise component of the main signal with the low pass
filter.
[0091] FIG. 10 is a diagram of an example of a func-
tional configuration of the control circuit. As depicted in
FIG. 10, the control circuit 46 may have a control process
details information acquiring unit 61, a process determin-
ing unit 62, a control start timing notification signal waiting
unit 63, a control process details setting unit 64, and a
predetermined period waiting unit 65. These functional
units 61 to 65 may be implemented by the processor 22
executing the operations at steps S11 to S15 in the first
example or steps S41 to S46 in the second example of
the control timing synchronization method described
above.
[0092] The control process details information acquir-
ing unit 61 acquires information for giving notification of
control process details based on the control process de-
tails notification signal output from the superimposed-
signal demodulation circuit 45. The control process de-
tails information acquiring unit 61 may execute the oper-
ation at step S11 in the first example or step S42 in the
second example of the control timing synchronization
method described above, for example.
[0093] The process determining unit 62 determines
whether a process to be executed by the apparatus there-
of is present, based on the information for giving notifi-
cation of control process details. The process determin-
ing unit 62 may execute the operation at step S12 in the
first example or step S43 in the second example of the
control timing synchronization method described above,
for example.
[0094] If the process determining unit 62 determines
that a process to be executed is present, the control start

timing notification signal waiting unit 63 waits until a con-
trol start timing notification signal is detected. When a
control start timing notification signal is output from the
superimposed-signal demodulation circuit 45 while the
control start timing notification signal waiting unit 63 is
waiting, the control start timing notification signal waiting
unit 63 detects the control start timing notification signal.
The control start timing notification signal waiting unit 63
may execute the operation at step S13 in the first example
or step S44 in the second example of the control timing
synchronization method described above, for example.
[0095] If the control start timing notification signal wait-
ing unit 63 detects the control start timing notification sig-
nal, the predetermined period waiting unit 65 stops the
operation of the optical amplification relay circuit 43 and
waits until the predetermined waiting period elapses. Af-
ter the predetermined waiting period has elapsed, the
predetermined period waiting unit 65 notifies the control
process details setting unit 64 of the expiration of the
predetermined waiting period. The predetermined period
waiting unit 65 may execute the operation at step S14 in
the first example or step S45 in the second example of
the control timing synchronization method described
above, for example.
[0096] When receiving the notification of the expiration
of the predetermined waiting period from the predeter-
mined period waiting unit 65, the control process details
setting unit 64 generates and outputs to the optical am-
plification relay circuit 43, the control process details set-
ting signal based on the information for giving notification
of control process details. As a result, the process exe-
cuted by the optical amplification relay circuit 43 is set to
the process corresponding to the control process details
of the information for giving notification of control process
details. The control process details setting unit 64 may
execute the operation at step S15 in the first example or
step S46 in the second example of the control timing
synchronization method described above, for example.
[0097] According to the optical transmission apparatus
41 depicted in FIGs. 6 to 10, since the control process
details and the control start timing are superimposed on
the main signal by the intensity superimposition modu-
lation, the frequency superimposition modulation, or the
polarization superimposition modulation for the notifica-
tion, the control process details and the start timing of
the control process details at the relay node are controlled
by the transmitting end. The start timing of the control
process details at the relay node can be controlled to
match the start timing of the signal process details at the
transmitting end, thereby minimizing the downtime of a
given wavelength path in the optical transmission sys-
tem. Since the control signal channel alone may be de-
modulated, the configuration is simplified and the control
timing can be synchronized at high-speed without waiting
for communication of the main signal.
[0098] In the control timing synchronization method
depicted in FIG. 1 or 2, the process of the control circuit
at the receiving end may be executed by an optical trans-
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mission apparatus acting as the receiving end. An exam-
ple of the optical transmission apparatus acting as the
receiving end will be described.
[0099] FIG. 11 is a diagram of an example of the optical
transmission apparatus acting as the receiving end ac-
cording to the embodiment. As depicted in FIG. 11, an
optical transmission apparatus 71 acting as the receiving
end may have, for example, a local light source 72, an
intradyne reception polarization diversity light-receiving
front end 73, an analog-digital convertor (ADC) 74, a dig-
ital signal processing circuit 75, a superimposed-signal
demodulation circuit 76, and a control circuit 77.
[0100] The local light source 72 outputs light for coher-
ent reception. The local light source 72 may be a laser
diode outputting light of substantially the same wave-
length as the wavelength of signal light input from an
optical transmission path not depicted, for example.
[0101] The intradyne reception polarization diversity
light-receiving front end 73 may be connected to the local
light source 72 and an optical input port, not depicted.
To the optical input port, for example, wavelength multi-
plexed light is input from the optical transmission path.
The wavelength multiplexed light is output from an up-
stream node such as the transmitting end or another relay
node, for example. The wavelength multiplexed light in-
cludes the main signal and the control process details
notification signal or the control start timing notification
signal for each wavelength path. The intradyne reception
polarization diversity light-receiving front end 73 mixes
the signal light input from the optical input port and the
light output from the local light source 72 and performs
optoelectronic conversion to output the signal compo-
nents I_H, Q_H, I_V, and Q_V.
[0102] An example of the intradyne reception polariza-
tion diversity light-receiving front end 73 includes that
described in the Implementation Agreement of the Opti-
cal Internetworking Forum, "OIF-DPC-RX-01.1-Imple-
mentation Agreement for Integrated Dual Polarization In-
tradyne Coherent Receivers" (September 2011), for ex-
ample. The intradyne reception polarization diversity
light-receiving front end 73 may house an amplifier that
amplifies electrical signals after the optoelectronic con-
version and an automatic gain control circuit that provides
gain control to the amplifier.
[0103] The ADC 74 is connected to the intradyne re-
ception polarization diversity light-receiving front end 73.
The ADC 74 converts the signal components I_H, Q_H,
I_V, and Q_V output from the intradyne reception polar-
ization diversity light-receiving front end 73 into respec-
tive digital signals and outputs the signals.
[0104] The digital signal processing circuit 75 is con-
nected to the ADC 74 and the control circuit 77. The digital
signal processing circuit 75 executes a digital signal proc-
ess of the signal components I_H, Q_H, I_V, and Q_V
output from the ADC 74, based on the control process
details setting signal output from the control circuit 77
and thereby, outputs the high-speed electrical signal of
the main signal data string. The control process details

setting signal is a signal for setting the control process
details in the digital signal processing circuit 75. The high-
speed electrical signal output from the digital signal
processing circuit 75 may be transferred from a data out-
put terminal not depicted to a processing unit down-
stream from the apparatus of the digital signal processing
circuit 75, for example.
[0105] The digital signal processing circuit 75 may
have a linear distortion compensation circuit 81, a non-
linear distortion compensation circuit 82, a polarization
separation circuit 83, an error correction circuit 84, a car-
rier wave phase restoration circuit 85, and a light source
frequency deviation correction circuit 86. The linear dis-
tortion compensation circuit 81 compensates linear dis-
tortion. The nonlinear distortion compensation circuit 82
compensates nonlinear distortion. The polarization sep-
aration circuit 83 detects a variation of polarization and
outputs a detection value thereof. The error correction
circuit 84 corrects errors. The carrier wave phase resto-
ration circuit 85 restores the phase of the carrier wave.
The light source frequency deviation correction circuit 86
detects a deviation of frequency of the light source and
outputs a detection value thereof.
[0106] The superimposed-signal demodulation circuit
76 may be connected to the intradyne reception polari-
zation diversity light-receiving front end 73. The super-
imposed-signal demodulation circuit 76 may demodulate
and output the control process details notification signal
and the control start timing notification signal subjected
to the intensity superimposition modulation, based on a
gain setting value of an amplifier in the intradyne recep-
tion polarization diversity light-receiving front end 73, for
example.
[0107] Alternatively, the superimposed-signal demod-
ulation circuit 76 may be connected to the light source
frequency deviation correction circuit 86. The superim-
posed-signal demodulation circuit 76 may demodulate
and output the control process details notification signal
and the control start timing notification signal subjected
to the frequency superimposition modulation, based on
the deviation detection value of the light source frequency
in the light source frequency deviation correction circuit
86, for example.
[0108] Alternatively, the superimposed-signal demod-
ulation circuit 76 may be connected to the polarization
separation circuit 83. The superimposed-signal demod-
ulation circuit 76 may demodulate and output the control
process details notification signal and the control start
timing notification signal subjected to the polarization su-
perimposition modulation, based on the detection value
of the polarization variation in the polarization separation
circuit 83, for example.
[0109] The control circuit 77 is connected to the super-
imposed-signal demodulation circuit 76. The control cir-
cuit 77 generates the control process details setting sig-
nal for the digital signal processing circuit 75, based on
the control process details notification signal output from
the superimposed-signal demodulation circuit 76. The
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control circuit 77 outputs the control process details set-
ting signal to the digital signal processing circuit 75, at
the timing based on the control start timing notification
signal output from the superimposed-signal demodula-
tion circuit 76.
[0110] The hardware configuration of the control circuit
77 is the same as the configuration depicted in FIG. 4
and therefore will not be described again. However, if the
processor 22 is a CPU, the memory 23 may store a pro-
gram for implementing steps S21 to S25 in the first ex-
ample or steps S51 to S56 in the second example of the
control timing synchronization method described above.
If the processor 22 is an FPGA, the memory 23 may store
configuration data for implementing steps S21 to S25 in
the first example or steps S51 to S56 in the second ex-
ample of the control timing synchronization method de-
scribed above. The interface 24 controls the output of
the control process details setting signal, the input of the
control process details notification signal, and the input
of the control start timing notification signal described
above.
[0111] The functional configuration of the control circuit
77 is the same as the configuration depicted in FIG. 10
and therefore will not be described again. However, the
functional units 61 to 65 in the configuration depicted in
FIG. 10 may be implemented by the processor 22 exe-
cuting the operations at steps S21 to S25 in the first ex-
ample or steps S51 to S56 in the second example of the
control timing synchronization method described above.
[0112] The control process details information acquir-
ing unit 61 may execute the operation at step S21 in the
first example or step S52 in the second example of the
control timing synchronization method described above,
for example. The process determining unit 62 may exe-
cute the operation at step S22 in the first example or step
S53 in the second example of the control timing synchro-
nization method described above, for example.
[0113] If the control start timing notification signal is
output from the superimposed-signal demodulation cir-
cuit 76 while the control start timing notification signal is
awaited, the control start timing notification signal waiting
unit 63 detects the control start timing notification signal.
The control start timing notification signal waiting unit 63
may execute the operation at step S23 in the first example
or step S54 in the second example of the control timing
synchronization method described above, for example.
[0114] When the control start timing notification signal
waiting unit 63 detects the control start timing notification
signal, the predetermined period waiting unit 65 stops
the operation of the digital signal processing circuit 75
and waits until the predetermined waiting period elapses.
The predetermined period waiting unit 65 may execute
the operation at step S24 in the first example or step S55
in the second example of the control timing synchroniza-
tion method described above, for example.
[0115] When receiving the notification of the expiration
of the predetermined waiting period from the predeter-
mined period waiting unit 65, the control process details

setting unit 64 generates and outputs to the digital signal
processing circuit 75, the control process details setting
signal, based on the information for giving notification of
control process details. As a result, the process executed
by the digital signal processing circuit 75 is set to the
process corresponding to the control process details of
the information for giving notification of control process
details. The control process details setting unit 64 may
execute the operation at step S25 in the first example or
step S56 in the second example of the control timing
synchronization method described above, for example.
[0116] According to the optical transmission apparatus
71 depicted in FIG. 11, since the control process details
and the control start timing are superimposed on the main
signal through the intensity superimposition modulation,
the frequency superimposition modulation, or the polar-
ization superimposition modulation for the notification,
the control process details and the start timing of the con-
trol process details at the receiving end are controlled by
the transmitting end. The start timing of the control proc-
ess details at the receiving end can be controlled
matched the start timing of the signal process details at
the transmitting end, thereby minimizing the downtime
of a given wavelength path in the optical transmission
system. Since the control signal channel alone may be
demodulated to synchronize the control timing, the con-
figuration is simplified and the control timing can be syn-
chronized at high-speed without waiting for communica-
tion of the main signal. The optical transmission appara-
tus 71 acting as the receiving end is not limited to an
apparatus performing the coherent reception.
[0117] The optical transmission system to which the
control timing synchronization method depicted in FIG.
1 or 2 is applied or the optical transmission system having
the optical transmission apparatus depicted in FIGs. 3 to
11 is applicable to a dense wavelength division multiplex-
ing (DWDM) system of a photonic network, for example.
An example of the optical transmission system will be
described.
[0118] An example of a photonic network will be de-
scribed. FIG. 12 is a diagram of an example of the optical
transmission system according to the embodiment. In
FIG. 12, control units 91 and 101 are the control circuit
6 in the optical transmission apparatus 1 acting as the
transmitting end for the optical transmission apparatus 1
acting as the transmitting end and the control circuit 77
in the optical transmission apparatus 71 acting as the
receiving end for the optical transmission apparatus 71
acting as the receiving end.
[0119] Transmitters 92 and 102 are the optical trans-
mission apparatus 1 acting as the transmitting end. The
transmitters 92 and 102 may have a transmission side
digital signal processor (Tx-DSP), a DAC, an IQ modu-
lator, and a laser diode (LD). The Tx-DSP is the digital
signal processing circuit 2. The DAC is the DAC 3. The
IQ modulator is the polarization multiplexed quadrature
optical modulator 5. The LD is the transmission light
source 8. The superimposition modulation drive circuit 7
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is not depicted.
[0120] Optical multiplexers 93 and 103 multiplex and
output light output from the transmitters 92 and 102 to
optical transmission paths such as optical fibers. In FIG.
12, one of the transmitters 92 and 102 is depicted for
each of the optical multiplexers 93 and 103. Relay nodes
94 and 104 are the optical transmission apparatus 41
acting as the relay node. A node controller 95 controls
operation of a wavelength cross-connect, etc. in the relay
nodes 94 and 104, for example. Optical demultiplexers
96 and 106 demultiplex the light input from the optical
transmission path for each of receivers 97 and 107. In
FIG. 12, one of the receivers 97 and 107 is depicted for
each of the optical demultiplexers 96 and 106.
[0121] The receivers 97 and 107 are the optical trans-
mission apparatus 71 acting as the receiving end. The
receivers 97 and 107 may have an LD, a coherent re-
ceiver, an ACD, and a reception side digital signal proc-
essor (Rx-DSP). The LD is the local light source 72. The
coherent receiver is the intradyne reception polarization
diversity light-receiving front end 73. The ADC is the ADC
74. The Rx-DSP is the digital signal processing circuit
75. The superimposed-signal demodulation circuit 76 is
not depicted.
[0122] According to the optical transmission system
depicted in FIG. 12, the transmitters 92 and 102 notify
the relay nodes 94 and 104 or the receivers 97 and 107
of the control process details and the control start timing
through the superimposition modulation. Therefore, the
transmitters 92 and 102 can control the control process
details and the start timing of the control process details
in the relay nodes 94 and 104 or the receivers 97 and
107. Consequently, the downtime of a given wavelength
path in the optical transmission system can be minimized.
[0123] A first application example of the control timing
synchronization method will be described. For example,
during operation of wavelength paths in the optical trans-
mission system depicted in FIG. 12, the wavelength
paths may repeatedly be increased and decreased, re-
sulting in fragmentation of wavelength utilization and re-
duction in a degree of freedom of routing of a new wave-
length path. To eliminate this situation, wavelength de-
fragmentation may be performed to change the wave-
lengths of the wavelength paths in operation. When the
wavelengths are changed, the wavelength paths are un-
der operation and therefore, it is desirable to make the
change rapidly to prevent the wavelength paths from be-
ing down.
[0124] Therefore, it is desired to synchronize the proc-
ess of changing the wavelengths at the transmitting end,
the relay node, and the receiving end (e.g., Sone, Kyou-
suke, et al., "First Demonstration of Hitless Spectrum De-
fragmentation using Real-time Coherent Receivers in
Flexible Grid Optical Networks", ECOC 2012, paper
Th.3.D.1, September 19, 2012). By performing the con-
trol timing synchronization method described above, the
start timing of the process of changing wavelengths can
be synchronized at the transmitting end, the relay node,

and the receiving end and therefore, the downtime of the
wavelength paths can be minimized.
[0125] A second application example of the control tim-
ing synchronization method will be described. For exam-
ple, during operation of wavelength paths in the optical
transmission system depicted in FIG. 12, for example,
when another wavelength path is added or removed, the
characteristics of the wavelength paths may be changed
due to the nonlinear effect and the effect of interchannel
crosstalk, resulting in a change of the optimum modula-
tion mode or the error correction code. When a transmis-
sion wavelength of a wavelength path is altered, variation
of the nonlinear effect or an optical signal to noise ratio
(SNR) may change the characteristics of the wavelength
paths, resulting in a change of the optimum modulation
mode or the error correction code. If it is requested to
perform delivery to a node further than before in multicast
transmission, the optimum modulation mode and the er-
ror correction code may be changed.
[0126] When the modulation mode and the error cor-
rection code are changed, it is desired to execute the
changing process at the transmitting end and the receiv-
ing end in a synchronized manner so as to prevent the
wavelength paths in operation from being down. By per-
forming the control timing synchronization method de-
scribed above, the process of changing the modulation
mode and the error correction code can be synchronized
at the transmitting end and the receiving end and there-
fore, the downtime of the wavelength paths can be min-
imized. The same applies to a case of changing the bit
rate of the main signal.
[0127] A third application example of the control timing
synchronization method will be described. Since a digital
coherent large-scale integration (LSI) has an automatic
equalization function and a wavelength selection func-
tion, interception can be performed midway of an optical
transmission path by preparing a receiver equipped with
the LSI of the same manufacturer and the same model.
To prevent interception, the same secret key may be set
at the transmitting end and the receiving end to apply a
scramble circuit in which the transmitting end and the
receiving end are initialized at the same time. As a result,
interception after the initialization can be made difficult
and practically impossible.
[0128] FIG. 13 is a diagram of an example of an en-
cryption circuit at the transmitting end. As depicted in
FIG. 13, in the optical transmission apparatus acting as
the transmitting end, a transmission side digital signal
processor (Tx-DSP) 111 may have a random number
source 112, a scramble circuit 113, and a superimposi-
tion modulation circuit 114.
[0129] The random number source 112 may be a pseu-
do-random number source circuit generating pseudo-
random numbers for a very long period, for example, a
period of 25 years or longer. The Mersenne twister is an
example of the random number source 112. The random
number source 112 has an initial seed set by an operator
of a network. The scramble circuit 113 encrypts trans-
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mission waveform data according to the output of the
random number source 112. The superimposition mod-
ulation circuit 114 modulates and outputs to the DAC the
encrypted signal output from the scramble circuit 113, in
terms of code mapping, a phase, or polarization at a
speed making the tracking by a DSP impossible.
[0130] FIG. 14 is a diagram of an example of an en-
cryption circuit at the receiving end. As depicted in FIG.
14, in the optical transmission apparatus acting as the
receiving end, a reception side digital signal processor
(Rx-DSP) 121 may have an initialization timing extraction
circuit 122, a random number source 123, a superimpo-
sition modulation demodulation circuit 124, and a de-
scramble circuit 125.
[0131] The random number source 123 may be a pseu-
do-random number source circuit generating pseudo-
random numbers for a very long period, for example, a
period of 25 years or longer. The Mersenne twister is an
example of the random number source 123. The random
number source 123 has an initial seed set by the operator
of the network. The random number source 123 is initial-
ized by input of an initialization pulse to start or restart
operation.
[0132] To the superimposition modulation demodula-
tion circuit 124, a signal modulated by the superimposi-
tion modulation circuit 114 of the transmitting end is input
from the ADC. The superimposition modulation demod-
ulation circuit 124 demodulates the signal output from
the ADC. The descramble circuit 125 decrypts the signal
output from the superimposition modulation demodula-
tion circuit 124 and outputs restored waveform data ac-
cording to the output from the random number source
112 of the transmitting end. The initialization timing ex-
traction circuit 122 extracts the timing of initialization from
the signal output from the superimposition modulation
demodulation circuit 124 and transmits the initialization
pulse to the random number source 123.
[0133] The operator of the network sets the initial
seeds of the same value to the random number source
112 of the transmitting end and the random number
source 123 of the receiving end. When the random
number source 112 and the superimposition modulation
circuit 114 of the transmitting end start or restart the op-
eration consequent to the initialization of timing, the tim-
ing of the initialization is extracted by the initialization
timing extraction circuit 122 of the receiving end, and the
random number source 123 of the receiving end starts
or restarts the operation by the initialization pulse.
[0134] By performing the control timing synchroniza-
tion method described above, the timing of starting or
restarting the operation of the random number source
112 and the superimposition modulation circuit 114 of
the transmitting end can be synchronized with the timing
of starting or restarting the operation of the random
number source 123 of the receiving end. As a result, in-
terception can be made difficult and practically impossi-
ble.
[0135] According to the control timing synchronization

method, the optical transmission system, and the optical
transmission apparatus, the switching timing of the proc-
ess at the transmitting end of the wavelength path can
be synchronized with the switching timings of the process
at the relay node and the receiving end.
[0136] All examples and conditional language provid-
ed herein are intended for pedagogical purposes of aid-
ing the reader in understanding the invention and the
concepts contributed by the inventor to further the art,
and are not to be construed as limitations to such spe-
cifically recited examples and conditions, nor does the
organization of such examples in the specification relate
to a showing of the superiority and inferiority of the in-
vention. Although one or more embodiments of the
present invention have been described in detail, it should
be understood that the various changes, substitutions,
and alterations could be made hereto without departing
from the spirit and scope of the invention.

Claims

1. A control timing synchronization method that is ex-
ecuted by a first optical transmission apparatus (1)
that acts as a transmitting end in a wavelength path,
and a second optical transmission apparatus (71)
that receives in the wavelength path, an optical sig-
nal from the first optical transmission apparatus (1),
the control timing synchronization method compris-
ing:

the first optical transmission apparatus (1):

superimposing on a main signal and trans-
mitting, information for giving notification of
control process details,
waiting for a first period after transmitting
the information,
superimposing on the main signal and
transmitting after waiting for the first period,
a message for giving notification of control
start timing,
waiting for a second period after transmit-
ting the message, and
switching after waiting for the second peri-
od, a process of the first optical transmission
apparatus (1) to a process corresponding
to the control process details; and

the second optical transmission apparatus (71):

acquiring the information superimposed on
the main signal and transmitted from the first
optical transmission apparatus (1),
waiting until detection of the message su-
perimposed on the main signal and trans-
mitted from the first optical transmission ap-
paratus (1), when a process is present that
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is to be executed by the second optical
transmission apparatus (71) based on the
information,
waiting for the second period when the mes-
sage is detected while waiting for the detec-
tion of the message, and
executing after waiting for the second peri-
od, a process corresponding to the informa-
tion.

2. The control timing synchronization method accord-
ing to claim 1, wherein synchronization of a clock is
established between the first optical transmission
apparatus (1) and the second optical transmission
apparatus (71), before the first optical transmission
apparatus (1) superimposes and transmits the infor-
mation on the main signal.

3. The control timing synchronization method accord-
ing to claim 2, wherein the first optical transmission
apparatus (1) superimposes on the main signal and
transmits to the second optical transmission appa-
ratus (71), a clock of the first optical transmission
apparatus (1) or a signal capable of regenerating the
clock.

4. The control timing synchronization method accord-
ing to any one of claims 1 to 3, wherein the first optical
transmission apparatus (1) superimposes the infor-
mation or the message on the main signal by mod-
ulating intensity, frequency, or a polarization state of
an optical signal according to the information or the
message.

5. The control timing synchronization method accord-
ing to any one of claims 1 to 4, wherein
the first optical transmission apparatus (1) executes
a process of switching a modulation mode as the
process corresponding to the control process de-
tails, and
the second optical transmission apparatus (71) ex-
ecutes a process of switching a modulation mode as
the process corresponding to the information.

6. The control timing synchronization method accord-
ing to any one of claims 1 to 4, wherein
the first optical transmission apparatus (1) executes
a process of switching a transmission wavelength
as the process corresponding to the control process
details, and
the second optical transmission apparatus (71) ex-
ecutes a process of switching a transmission wave-
length as the process corresponding to the informa-
tion.

7. The control timing synchronization method accord-
ing to any one of claims 1 to 4, wherein
the first optical transmission apparatus (1) executes

a process of switching an error correction mode of
the main signal as the process corresponding to the
control process details, and
the second optical transmission apparatus (71) ex-
ecutes a process of switching an error correction
mode of the main signal as the process correspond-
ing to the information.

8. The control timing synchronization method accord-
ing to any one of claims 1 to 4, wherein
the first optical transmission apparatus (1) executes
a process of switching a bit rate of the main signal
as the process corresponding to the control process
details, and
the second optical transmission apparatus (71) ex-
ecutes a process of switching a bit rate of the main
signal as the process corresponding to the informa-
tion.

9. The control timing synchronization method accord-
ing to any one of claims 1 to 4, wherein
the first optical transmission apparatus (1) executes
an operation of starting or restarting a scrambler of
the first optical transmission apparatus (1) as the
process corresponding to the control process de-
tails, and
the second optical transmission apparatus (71) ex-
ecutes an operation of starting or restarting a scram-
bler of the second optical transmission apparatus
(71) as the process corresponding to the information.

10. An optical transmission apparatus (1) comprising:

a control process details notification signal gen-
erating unit (32) that generates a control process
details notification signal giving notification of
control process details;
a control start timing notification signal generat-
ing unit (33) that generates a control start timing
notification signal;
a predetermined period waiting unit (31) that
waits for a predetermined period; and
a signal process setting unit (34) that sets a proc-
ess of the optical transmission apparatus (1) to
a process corresponding to the control process
details, wherein
the optical transmission apparatus (1) superim-
poses on a main signal and transmits, the control
process details notification signal; waits for a first
period after transmitting the control process de-
tails notification signal; superimposes on the
main signal and transmits, the control start tim-
ing notification signal after waiting for the first
period; waits for a second period after transmit-
ting the control start timing notification signal,
and after waiting for the second period, switches
a process of the optical transmission apparatus
(1) to the process set by the signal process set-
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ting unit (34).

11. The optical transmission apparatus (1) according to
claim 10, wherein the optical transmission apparatus
(1) superimposes on the main signal and transmits,
a clock of the optical transmission apparatus (1) or
a signal capable of regenerating the clock.

12. The optical transmission apparatus (1) according to
claim 10 or 11, wherein the optical transmission ap-
paratus (1) modulates intensity, frequency, or a po-
larization state of an optical signal according to in-
formation or a message to superimpose the informa-
tion or the message on the main signal.

13. The optical transmission apparatus (1) according to
any one of claims 10 to 12, wherein the optical trans-
mission apparatus (1) executes a process of switch-
ing a modulation mode, a transmission wavelength,
an error correction mode of the main signal, or a bit
rate of the main signal, or an operation of starting or
restarting a scrambler of the optical transmission ap-
paratus (1) as the process corresponding to the con-
trol process details.
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