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Description

BACKGROUND

[0001] Machine type communication (MTC) devices,
also referred to as machine to machine (M2M) commu-
nication devices, may provide a variety of MTC applica-
tions to support different wireless systems for services
areas (e.g., security systems, tracking and tracing sys-
tems, payment systems, heath care systems. remote
maintenance and control systems, metering systems and
the like), as well as supporting wireless consumer elec-
tronic devices. Also, wireless transmit/receive units
(WTRUs) are increasingly becoming available with MTC
functionality. Such MTC devices may be referred to as
MTC wireless transmit/receive units (MTC WTRU). With
this proliferation of MTC WTRUs comes the potential for
overloading a core network (CN) by way of possible sud-
den surges in MTC traffic (together with traffic generated
by non-MTC WTRUs) and/or with power consumption.
Currently, techniques for controlling congestion and/or
managing power consumption (e.g., such as reachability
of a device due to a power savings mode) caused by
MTC WTRUs in a network may be available to network
operators. Unfortunately, such techniques for congestion
control and/or power consumption may not be available
to third party companies who obtain subscriptions to the
network to provide general or specific services by way
of one or more application servers to individual MTC
WTRUs or groups of WTRUs.
US 2012/0164954 describes WTRUs and methods im-
plemented in WTRUs. A method includes monitoring a
broadcast channel of a cell of a wireless network for a
trigger event while the WTRU is not attached to the wire-
less network. The WTRU initiates attachment of the
WTRU to the wireless network on a condition that the
trigger event is detected while the broadcast channel is
being monitored.

SUMMARY

[0002] Example implementations of a procedures,
mechanisms and techniques for controlling congestion
are described. Machine type communication (MTC) may
be configured to provide application layer support for an
application server by defining an interface disposed be-
tween the application server and a core network. The
interface may be configured for enabling the application
server to request enforcement of one or more rules and/or
functions among at least one wireless transmit receive
units, a group of WTRUs or a subset of the group of
WTRUs.
[0003] An example of one or more requested rules
and/or functions may include informing the at least one
WTRUs, the group of WTRUs or the subset of the group
of WTRUs of a service unavailability and a service re-
sumption. The one or more rules and/or functions may
enable the application server to change a power saving

mode settings in the at least one WTRUs, the group of
WTRUs or the subset of the group of WTRUs.
[0004] The interface may be a middle node, an inter-
mediate node or a gateway function disposed between
the application server and the core network. The middle
node, intermediate node or gateway function may be re-
ferred to as an inter-working function (IFW). The interface
may be a direct interface disposed between the applica-
tion server and the core network.
[0005] The application server may be configured to re-
quest enforcement of one or more rules and/or functions
together with one or more request back off parameters.
[0006] An example of a procedures, mechanisms and
techniques triggering power saving mode (PSM) func-
tionality in at least one wireless transmit receive units, a
group of WTRUs or a subset of the group of WTRUs is
described. including a method performed by a Service
Capability Exposure Function (SCEF). The trigger may
be in response to an application layer request to set one
or more predetermined PSM settings, wherein the trigger
originates from one or more application servers (APs)
directed to a core network by way of an interface config-
ured for enabling the application server to request ena-
bling and disabling PSM functionality.
[0007] The one or more predetermined PSM settings
may include an indication to activate PSM in the at least
one wireless transmit receive units, group of WTRUs or
subset of the group of WTRUs and an indication to de-
activate of PSM in the at least one wireless transmit re-
ceive units, group of WTRUs or subset of the group of
WTRUs.
[0008] The method performed by a SCEF may include
determining whether one or more parameters of the PSM
settings are permitted based on the request. On a con-
dition that the one or more parameters are permitted, the
method may send the one or more parameters to the
core network for the WTRU(s). On a condition that the
one or more parameters are not permitted, the method
may send a response to the application server with a
cause indicating why the request was not permitted.
[0009] A serving node may be configured to a provided
an active timer configured to control the PSM function-
ality.
[0010] The ASs may be configured to include an indi-
cation whether the serving nodes should or should not
take one or more predetermined proactive measures.
The predetermined proactive measures may be config-
ured to change PSM settings in a WTRU, group of
WTRUs or a subset of the group of WTRUs.

BRIEF DESCRIPTION OF THE DRAWINGS

[0011]

FIG. 1A depicts a system diagram of an example
communications system in which one or more dis-
closed embodiments may be implemented.
FIG. 1B depicts a system diagram of an example
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wireless transmit/receive unit (WTRU) that may be
used within the communications system illustrated
in FIG. 1A.
FIG. 1C depicts a system diagram of an example
radio access network and an example core network
that may be used within the communications system
illustrated in FIG. 1A.
FIG. 1D depicts a system diagram of an example
radio access network and an example core network
that may be used within the communications system
illustrated in FIG. 1A.
FIG. 1E depicts a system diagram of an example
radio access network and an example core network
that may be used within the communications system
illustrated in FIG. 1A.
FIG. 1F illustrates a flow diagram of an example of
an Attach request procedure when blocking a group
of identifier is activated.
FIGs. 2-3 illustrates a flow diagram of an example
of an interface (e.g., IWF/SCEF) and method con-
figured for communicating with the application layer
of a 3GPP cellular network and an application server
according to one or more examples herein.
FIG. 4 illustrates an example of an interface config-
ured to communication with the application layer of
a core network and an application server.

DETAILED DESCRIPTION

[0012] Systems and/or methods may be provided for
an application server to manage network congestion
and/or power consumption. For example, systems and/or
methods may
[0013] FIG. 1A is a diagram of an example communi-
cations system 100 in which one or more disclosed em-
bodiments (e.g., for managing power consumption such
as a power saving mode (PSM) and/or network conges-
tion using an application server and/or a network com-
ponent or element) may be implemented. The commu-
nications system 100 may be a multiple access system
that provides content, such as voice, data, video, mes-
saging, broadcast, etc., to multiple wireless users. The
communications system 100 may enable multiple wire-
less users to access such content through the sharing of
system resources, including wireless bandwidth. For ex-
ample, the communications systems 100 may employ
one or more channel access methods, such as code di-
vision multiple access (CDMA), time division multiple ac-
cess (TDMA), frequency division multiple access (FD-
MA), orthogonal FDMA (OFDMA), single-carrier FDMA
(SC-FDMA), and the like.
[0014] As shown in FIG. 1A, the communications sys-
tem 100 may include at least one wireless transmit/re-
ceive unit (WTRU), such as a plurality of WTRUs, for
instance WTRUs 102a, 102b, 102c, and 102d, a radio
access network (RAN) 104, a core network 106, a public
switched telephone network (PSTN) 108, the Internet
110, and other networks 112, though it should be appre-

ciated that the disclosed embodiments contemplate any
number of WTRUs, base stations, networks, and/or net-
work elements. Each of the WTRUs 102a, 102b, 102c,
102d may be any type of device configured to operate
and/or communicate in a wireless environment. By way
of example, the WTRUs 102a, 102b, 102c, 102d may be
configured to transmit and/or receive wireless signals
and may include user equipment (UE), a mobile station,
a fixed or mobile subscriber unit, a pager, a cellular tel-
ephone, a personal digital assistant (PDA), a smart-
phone, a laptop, a netbook, a personal computer, a wire-
less sensor, consumer electronics, and the like.
[0015] The communications systems 100 may also in-
clude a base station 114a and a base station 114b. Each
of the base stations 114a, 114b may be any type of device
configured to wirelessly interface with at least one of the
WTRUs 102a, 102b, 102c, 102d to facilitate access to
one or more communication networks, such as the core
network 106, the Internet 110, and/or the networks 112.
By way of example, the base stations 114a, 114b may
be a base transceiver station (BTS), a Node-B, an eNode
B, a Home Node B, a Home eNode B, a site controller,
an access point (AP), a wireless router, and the like.
While the base stations 114a, 114b are each depicted
as a single element, it should be appreciated that the
base stations 114a, 114b may include any number of
interconnected base stations and/or network elements.
[0016] The base station 114a may be part of the RAN
104, which may also include other base stations and/or
network elements (not shown), such as a base station
controller (BSC), a radio network controller (RNC), relay
nodes, etc. The base station 114a and/or the base station
114b may be configured to transmit and/or receive wire-
less signals within a particular geographic region, which
may be referred to as a cell (not shown). The cell may
further be divided into cell sectors. For example, the cell
associated with the base station 114a may be divided
into three sectors. Thus, in one embodiment, the base
station 114a may include three transceivers, e.g., one
for each sector of the cell. In another embodiment, the
base station 114a may employ multiple-input multiple
output (MIMO) technology and, therefore, may utilize
multiple transceivers for each sector of the cell.
[0017] The base stations 114a, 114b may communi-
cate with one or more of the WTRUs 102a, 102b, 102c,
102d over an air interface 116, which may be any suitable
wireless communication link (e.g., radio frequency (RF),
microwave, infrared (IR), ultraviolet (UV), visible light,
etc.). The air interface 116 may be established using any
suitable radio access technology (RAT).
[0018] More specifically, as noted above, the commu-
nications system 100 may be a multiple access system
and may employ one or more channel access schemes,
such as CDMA, TDMA, FDMA, OFDMA, SC-FDMA, and
the like. For example, the base station 114a in the RAN
104 and the WTRUs 102a, 102b, 102c may implement
a radio technology such as Universal Mobile Telecom-
munications System (UMTS) Terrestrial Radio Access
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(UTRA), which may establish the air interface 116 using
wideband CDMA (WCDMA). WCDMA may include com-
munication protocols such as High-Speed Packet Ac-
cess (HSPA) and/or Evolved HSPA (HSPA+). HSPA may
include High-Speed Downlink Packet Access (HSDPA)
and/or High-Speed Uplink Packet Access (HSUPA).
[0019] In another embodiment, the base station 114a
and the WTRUs 102a, 102b, 102c may implement a radio
technology such as Evolved UMTS Terrestrial Radio Ac-
cess (E-UTRA), which may establish the air interface 116
using Long Term Evolution (LTE) and/or LTE-Advanced
(LTE-A).
[0020] In other embodiments, the base station 114a
and the WTRUs 102a, 102b, 102c may implement radio
technologies such as IEEE 802.16 (e.g., Worldwide In-
teroperability for Microwave Access (WiMAX)),
CDMA2000, CDMA2000 IX, CDMA2000 EV-DO, Interim
Standard 2000 (IS-2000), Interim Standard 95 (IS-95),
Interim Standard 856 (IS-856), Global System for Mobile
communications (GSM), Enhanced Data rates for GSM
Evolution (EDGE), GSM EDGE (GERAN), and the like.
[0021] The base station 114b in FIG. 1A may be a wire-
less router, Home Node B, Home eNode B, or access
point, for example, and may utilize any suitable RAT for
facilitating wireless connectivity in a localized area, such
as a place of business, a home, a vehicle, a campus, and
the like. In one embodiment, the base station 114b and
the WTRUs 102c, 102d may implement a radio technol-
ogy such as IEEE 802.11 to establish a wireless local
area network (WLAN). In another embodiment, the base
station 114b and the WTRUs 102c, 102d may implement
a radio technology such as IEEE 802.15 to establish a
wireless personal area network (WPAN). In yet another
embodiment, the base station 114b and the WTRUs
102c, 102d may utilize a cellular-based RAT (e.g., WCD-
MA, CDMA2000, GSM, LTE, LTE-A, etc.) to establish a
picocell or femtocell. As shown in FIG. 1A, the base sta-
tion 114b may have a direct connection to the Internet
110. Thus, the base station 114b may not be required to
access the Internet 110 via the core network 106.
[0022] The RAN 104 may be in communication with
the core network 106, which may be any type of network
configured to provide voice, data, applications, and/or
voice over internet protocol (VoIP) services to one or
more of the WTRUs 102a, 102b, 102c, 102d. For exam-
ple, the core network 106 may provide call control, billing
services, mobile location-based services, pre-paid call-
ing, Internet connectivity, video distribution, etc., and/or
perform high-level security functions, such as user au-
thentication. Although not shown in FIG. 1A, it should be
appreciated that the RAN 104 and/or the core network
106 may be in direct or indirect communication with other
RANs that employ the same RAT as the RAN 104 or a
different RAT. For example, in addition to being connect-
ed to the RAN 104, which may be utilizing an E-UTRA
radio technology, the core network 106 may also be in
communication with another RAN (not shown) employing
a GSM radio technology.

[0023] The core network 106 may also serve as a gate-
way for the WTRUs 102a, 102b, 102c, 102d to access
the PSTN 108, the Internet 110, and/or other networks
112. The PSTN 108 may include circuit-switched tele-
phone networks that provide plain old telephone service
(POTS). The Internet 110 may include a global system
of interconnected computer networks and devices that
use common communication protocols, such as the
transmission control protocol (TCP), user datagram pro-
tocol (UDP) and the internet protocol (IP) in the TCP/IP
internet protocol suite. The networks 112 may include
wired or wireless communications networks owned
and/or operated by other service providers. For example,
the networks 112 may include another core network con-
nected to one or more RANs, which may employ the
same RAT as the RAN 104 or a different RAT.
[0024] Some or all of the WTRUs 102a, 102b, 102c,
102d in the communications system 100 may include
multi-mode capabilities, i.e., the WTRUs 102a, 102b,
102c, 102d may include multiple transceivers for com-
municating with different wireless networks over different
wireless links. For example, the WTRU 102c shown in
FIG. 1A may be configured to communicate with the base
station 114a, which may employ a cellular-based radio
technology, and with the base station 114b, which may
employ an IEEE 802 radio technology.
[0025] FIG. 1B is a system diagram of an example
WTRU 102. As shown in FIG. 1B, the WTRU 102 may
include a processor 118, a transceiver 120, a transmit/re-
ceive element 122, a speaker/microphone 124, a keypad
126, a display/touchpad 128, non-removable memory
130, removable memory 132, a power source 134, a glo-
bal positioning system (GPS) chipset 136, and other pe-
ripherals 138. It should be appreciated that the WTRU
102 may include any sub-combination of the foregoing
elements while remaining consistent with an embodi-
ment.
[0026] The processor 118 may be a general purpose
processor, a special purpose processor, a conventional
processor, a digital signal processor (DSP), a plurality of
microprocessors, one or more microprocessors in asso-
ciation with a DSP core, a controller, a microcontroller,
Application Specific Integrated Circuits (ASICs), Field
Programmable Gate Array (FPGAs) circuits, any other
type of integrated circuit (IC), a state machine, and the
like. The processor 118 may perform signal coding, data
processing, power control, input/output processing,
and/or any other functionality that enables the WTRU
102 to operate in a wireless environment. The processor
118 may be coupled to the transceiver 120, which may
be coupled to the transmit/receive element 122. While
FIG. 1B depicts the processor 118 and the transceiver
120 as separate components, it should be appreciated
that the processor 118 and the transceiver 120 may be
integrated together in an electronic package or chip.
[0027] The transmit/receive element 122 may be con-
figured to transmit signals to, or receive signals from, a
base station (e.g., the base station 114a) over the air
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interface 116. For example, in one embodiment, the
transmit/receive element 122 may be an antenna config-
ured to transmit and/or receive RF signals. In another
embodiment, the transmit/receive element 122 may be
an emitter/detector configured to transmit and/or receive
IR, UV, or visible light signals, for example. In yet another
embodiment, the transmit/receive element 122 may be
configured to transmit and receive both RF and light sig-
nals. It should be appreciated that the transmit/receive
element 122 may be configured to transmit and/or re-
ceive any combination of wireless signals.
[0028] In addition, although the transmit/receive ele-
ment 122 is depicted in FIG. 1B as a single element, the
WTRU 102 may include any number of transmit/receive
elements 122. More specifically, the WTRU 102 may em-
ploy MIMO technology. Thus, in one embodiment, the
WTRU 102 may include two or more transmit/receive el-
ements 122 (e.g., multiple antennas) for transmitting and
receiving wireless signals over the air interface 116.
[0029] The transceiver 120 may be configured to mod-
ulate the signals that are to be transmitted by the trans-
mit/receive element 122 and to demodulate the signals
that are received by the transmit/receive element 122.
As noted above, the WTRU 102 may have multi-mode
capabilities. Thus, the transceiver 120 may include mul-
tiple transceivers for enabling the WTRU 102 to commu-
nicate via multiple RATs, such as UTRA and IEEE
802.11, for example.
[0030] The processor 118 of the WTRU 102 may be
coupled to, and may receive user input data from, the
speaker/microphone 124, the keypad 126, and/or the dis-
play/touchpad 128 (e.g., a liquid crystal display (LCD)
display unit or organic light-emitting diode (OLED) dis-
play unit). The processor 118 may also output user data
to the speaker/microphone 124, the keypad 126, and/or
the display/touchpad 128. In addition, the processor 118
may access information from, and store data in, any type
of suitable memory, such as the non-removable memory
130 and/or the removable memory 132. The non-remov-
able memory 130 may include random-access memory
(RAM), read-only memory (ROM), a hard disk, or any
other type of memory storage device. The removable
memory 132 may include a subscriber identity module
(SIM) card, a memory stick, a secure digital (SD) memory
card, and the like. In other embodiments, the processor
118 may access information from, and store data in,
memory that is not physically located on the WTRU 102,
such as on a server or a home computer (not shown).
[0031] The processor 118 may receive power from the
power source 134, and may be configured to distribute
and/or control the power to the other components in the
WTRU 102. The power source 134 may be any suitable
device for powering the WTRU 102. For example, the
power source 134 may include one or more dry cell bat-
teries (e.g., nickelcadmium (NiCd), nickel-zinc (NiZn),
nickel metal hydride (NiMH), lithium-ion (Li-ion), etc.), so-
lar cells, fuel cells, and the like.
[0032] The processor 118 may also be coupled to the

GPS chipset 136, which may be configured to provide
location information (e.g., longitude and latitude) regard-
ing the current location of the WTRU 102. In addition to,
or in lieu of, the information from the GPS chipset 136,
the WTRU 102 may receive location information over the
air interface 116 from a base station (e.g., base stations
114a, 114b) and/or determine its location based on the
timing of the signals being received from two or more
nearby base stations. It should be appreciated that the
WTRU 102 may acquire location information by way of
any suitable location-determination procedures, proc-
esses or techniques while remaining consistent with an
embodiment.
[0033] The processor 118 may further be coupled to
other peripherals 138, which may include one or more
software and/or hardware modules that provide addition-
al features, functionality and/or wired or wireless connec-
tivity. For example, the peripherals 138 may include an
accelerometer, an e-compass, a satellite transceiver, a
digital camera (for photographs or video), a universal se-
rial bus (USB) port, a vibration device, a television trans-
ceiver, a hands free headset, a Bluetooth® module, a
frequency modulated (FM) radio unit, a digital music play-
er, a media player, a video game player module, an In-
ternet browser, and the like.
[0034] FIG. 1C is a system diagram of an embodiment
of the communications system 100 that includes a RAN
104a and a core network 106a that comprise example
implementations of the RAN 104 and the core network
106, respectively. As noted above, the RAN 104, for in-
stance the RAN 104a, may employ a UTRA radio tech-
nology to communicate with the WTRUs 102a, 102b,
102c over the air interface 116. The RAN 104a may also
be in communication with the core network 106a. As
shown in FIG. 1C, the RAN 104a may include Node-Bs
140a, 140b, 140c, which may each include one or more
transceivers for communicating with the WTRUs 102a,
102b, 102c over the air interface 116. The Node-Bs 140a,
140b, 140c may each be associated with a particular cell
(not shown) within the RAN 104a. The RAN 104a may
also include RNCs 142a, 142b. It should be appreciated
that the RAN 104a may include any number of Node-Bs
and RNCs while remaining consistent with an embodi-
ment.
[0035] As shown in FIG. 1C, the Node-Bs 140a, 140b
may be in communication with the RNC 142a. Addition-
ally, the Node-B 140c may be in communication with the
RNC142b. The Node-Bs 140a, 140b, 140c may commu-
nicate with the respective RNCs 142a, 142b via an Iub
interface. The RNCs 142a, 142b may be in communica-
tion with one another via an Iur interface. Each of the
RNCs 142a, 142b may be configured to control the re-
spective Node-Bs 140a, 140b, 140c to which it is con-
nected. In addition, each of the RNCs 142a, 142b may
be configured to carry out or support other functionality,
such as outer loop power control, load control, admission
control, packet scheduling, handover control, macrodi-
versity, security functions, data encryption, and the like.
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[0036] The core network 106a shown in FIG. 1C may
include a media gateway (MGW) 144, a mobile switching
center (MSC) 146, a serving GPRS support node (SGSN)
148, and/or a gateway GPRS support node (GGSN) 150.
While each of the foregoing elements is depicted as part
of the core network 106a, it should be appreciated that
any one of these elements may be owned and/or oper-
ated by an entity other than the core network operator.
[0037] The RNC 142a in the RAN 104a may be con-
nected to the MSC 146 in the core network 106a via an
IuCS interface. The MSC 146 may be connected to the
MGW 144. The MSC 146 and the MGW 144 may provide
the WTRUs 102a, 102b, 102c with access to circuit-
switched networks, such as the PSTN 108, to facilitate
communications between the WTRUs 102a, 102b, 102c
and traditional land-line communications devices.
[0038] The RNC 142a in the RAN 104a may also be
connected to the SGSN 148 in the core network 106a
via an IuPS interface. The SGSN 148 may be connected
to the GGSN 150. The SGSN 148 and the GGSN 150
may provide the WTRUs 102a, 102b, 102c with access
to packet-switched networks, such as the Internet 110,
to facilitate communications between the WTRUs 102a,
102b, 102c and IP-enabled devices.
[0039] As noted above, the core network 106a may
also be connected to the networks 112, which may in-
clude other wired or wireless networks that are owned
and/or operated by other service providers.
[0040] FIG. 1D is a system diagram of an embodiment
of the communications system 100 that includes a RAN
104b and a core network 106b that comprise example
implementations of the RAN 104 and the core network
106, respectively. As noted above, the RAN 104, for in-
stance the RAN 104b, may employ an E-UTRA radio
technology to communicate with the WTRUs 102a, 102b,
and 102c over the air interface 116. The RAN 104b may
also be in communication with the core network 106b.
[0041] The RAN 104b may include eNode-Bs 170a,
170b, 170c, though it should be appreciated that the RAN
104b may include any number of eNode-Bs while remain-
ing consistent with an embodiment. The eNode-Bs 170a,
170b, 170c may each include one or more transceivers
for communicating with the WTRUs 102a, 102b, 102c
over the air interface 116. In one embodiment, the eNode-
Bs 170a, 170b, 170c may implement MIMO technology.
Thus, the eNode-B 170a, for example, may use multiple
antennas to transmit wireless signals to, and receive
wireless signals from, the WTRU 102a.
[0042] Each of the eNode-Bs 170a, 170b, 170c may
be associated with a particular cell (not shown) and may
be configured to handle radio resource management de-
cisions, handover decisions, scheduling of users in the
uplink and/or downlink, and the like. As shown in FIG.
1D, the eNode-Bs 170a, 170b, 170c may communicate
with one another over an X2 interface.
[0043] The core network 106b shown in FIG. 1D may
include a mobility management gateway (MME) 172, a
serving gateway 174, and a packet data network (PDN)

gateway 176. While each of the foregoing elements is
depicted as part of the core network 106b, it should be
appreciated that any one of these elements may be
owned and/or operated by an entity other than the core
network operator.
[0044] The MME 172 may be connected to each of the
eNode-Bs 170a, 170b, 170c in the RAN 104b via an S1
interface and may serve as a control node. For example,
the MME 172 may be responsible for authenticating us-
ers of the WTRUs 102a, 102b, 102c, bearer activa-
tion/deactivation, selecting a particular serving gateway
during an initial attach of the WTRUs 102a, 102b, 102c,
and the like. The MME 172 may also provide a control
plane function for switching between the RAN 104b and
other RANs (not shown) that employ other radio technol-
ogies, such as GSM or WCDMA.
[0045] The serving gateway 174 may be connected to
each of the eNode Bs 170a, 170b, 170c in the RAN 104b
via the S1 interface. The serving gateway 174 may gen-
erally route and forward user data packets to/from the
WTRUs 102a, 102b, 102c. The serving gateway 174 may
also perform other functions, such as anchoring user
planes during inter-eNode B handovers, triggering pag-
ing when downlink data is available for the WTRUs 102a,
102b, 102c, managing and storing contexts of the
WTRUs 102a, 102b, 102c, and the like.
[0046] The serving gateway 174 may also be connect-
ed to the PDN gateway 176, which may provide the
WTRUs 102a, 102b, 102c with access to packet-
switched networks, such as the Internet 110, to facilitate
communications between the WTRUs 102a, 102b, 102c
and IP-enabled devices.
[0047] The core network 106b may facilitate commu-
nications with other networks. For example, the core net-
work 106b may provide the WTRUs 102a, 102b, 102c
with access to circuit-switched networks, such as the
PSTN 108, to facilitate communications between the
WTRUs 102a, 102b, 102c and traditional land-line com-
munications devices. For example, the core network
106b may include, or may communicate with, an IP gate-
way (e.g., an IP multimedia subsystem (IMS) server) that
serves as an interface between the core network 106b
and the PSTN 108. In addition, the core network 106b
may provide the WTRUs 102a, 102b, 102c with access
to the networks 112, which may include other wired or
wireless networks that are owned and/or operated by oth-
er service providers.
[0048] FIG. IE is a system diagram of an embodiment
of the communications system 100 that includes a RAN
104c and a core network 106c that comprise example
implementations of the RAN 104 and the core network
106, respectively. The RAN 104, for instance the RAN
104c, may be an access service network (ASN) that em-
ploys IEEE 802.16 radio technology to communicate with
the WTRUs 102a, 102b, 102c over the air interface 116.
As described herein, the communication links between
the different functional entities of the WTRUs 102a, 102b,
102c, the RAN 104c, and the core network 106c may be
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defined as reference points.
[0049] As shown in FIG. IE, the RAN 104c may include
base stations 180a, 180b, 180c, and an ASN gateway
182, though it should be appreciated that the RAN 104c
may include any number of base stations and ASN gate-
ways while remaining consistent with an embodiment.
The base stations 180a, 180b, 180c may each be asso-
ciated with a particular cell (not shown) in the RAN 104c
and may each include one or more transceivers for com-
municating with the WTRUs 102a, 102b, 102c over the
air interface 116. In one embodiment, the base stations
180a, 180b, 180c may implement MIMO technology.
Thus, the base station 180a, for example, may use mul-
tiple antennas to transmit wireless signals to, and receive
wireless signals from, the WTRU 102a. The base stations
180a, 180b, 180c may also provide mobility management
functions, such as handoff triggering, tunnel establish-
ment, radio resource management, traffic classification,
quality of service (QoS) policy enforcement, and the like.
The ASN Gateway 182 may serve as a traffic aggregation
point and may be responsible for paging, caching of sub-
scriber profiles, routing to the core network 106c, and the
like.
[0050] The air interface 116 between the WTRUs
102a, 102b, 102c and the RAN 104c may be defined as
an R1 reference point that implements the IEEE 802.16
specification. In addition, each of the WTRUs 102a, 102b,
102c may establish a logical interface (not shown) with
the core network 106c. The logical interface between the
WTRUs 102a, 102b, 102c and the core network 106c
may be defined as an R2 reference point, which may be
used for authentication, authorization, IP host configura-
tion management, and/or mobility management.
[0051] The communication link between each of the
base stations 180a, 180b, 180c may be defined as an
R8 reference point that includes protocols for facilitating
WTRU handovers and the transfer of data between base
stations. The communication link between the base sta-
tions 180a, 180b, 180c and the ASN gateway 182 may
be defined as an R6 reference point. The R6 reference
point may include protocols for facilitating mobility man-
agement based on mobility events associated with each
of the WTRUs 102a, 102b, 102c.
[0052] As shown in FIG. 1E, the RAN 104c may be
connected to the core network 106c. The communication
link between the RAN 104c and the core network 106c
may defined as an R3 reference point that includes pro-
tocols for facilitating data transfer and mobility manage-
ment capabilities, for example. The core network 106c
may include a mobile IP home agent (MIP-HA) 184, an
authentication, authorization, accounting (AAA) server
186, and a gateway 188. While each of the foregoing
elements is depicted as part of the core network 106c, it
should be appreciated that any one of these elements
may be owned and/or operated by an entity other than
the core network operator.
[0053] The MIP-HA 184 may be responsible for IP ad-
dress management, and may enable the WTRUs 102a,

102b, 102c to roam between different ASNs and/or dif-
ferent core networks. The MIP-HA 184 may provide the
WTRUs 102a, 102b, 102c with access to packet-
switched networks, such as the Internet 110, to facilitate
communications between the WTRUs 102a, 102b, 102c
and IP-enabled devices. The AAA server 186 may be
responsible for user authentication and for supporting
user services. The gateway 188 may facilitate interwork-
ing with other networks. For example, the gateway 188
may provide the WTRUs 102a, 102b, 102c with access
to circuit-switched networks, such as the PSTN 108, to
facilitate communications between the WTRUs 102a,
102b, 102c and traditional landline communications de-
vices. In addition, the gateway 188 may provide the
WTRUs 102a, 102b, 102c with access to the networks
112, which may include other wired or wireless networks
that are owned and/or operated by other service provid-
ers.
[0054] Although not shown in FIG. 1E, it should be ap-
preciated that the RAN 104c may be connected to other
ASNs and the core network 106c may be connected to
other core networks. The communication link between
the RAN 104c the other ASNs may be defined as an R4
reference point, which may include protocols for coordi-
nating the mobility of the WTRUs 102a, 102b, 102c be-
tween the RAN 104c and the other ASNs. The commu-
nication link between the core network 106c and the other
core networks may be defined as an R5 reference point,
which may include protocols for facilitating interworking
between home core networks and visited core networks.
[0055] One or more example described herein may
provide apparatuses, functions, procedures, processes,
execution of computer program instructions tangibly em-
bodying a computer readable memory, and operation of
techniques for communication (e.g., a machine type com-
munication (MTC)) in a network including, for example,
power management such as managing reachability of a
device (e.g., in or associated with the network) including
activating and/or deactivating a power saving mode
(PSM) and/or controlling congestion.
[0056] For example, example methods, procedures,
mechanisms and techniques for providing or triggering
power saving mode (PSM) functionality in a device such
as a WTRU (e.g., at least one device or WTRU), a group
of devices or WTRUs or a subset of the group of devices
or WTRUs may be provided and described. In an exam-
ple, the PSM may be provided or triggered (e.g., activated
and/or deactivated) in response to a request or message
such as an application layer request to set one or more
predetermined PSM settings where, for example, the re-
quest or message (e.g., trigger) may originate from one
or more application servers (APs) directed to a core net-
work (e.g., such as a cellular network or the network 100
described herein). For example, an interface configured
for enabling the application server to request enabling
and disabling PSM functionality may be provided be-
tween the AP and the core network that may be used to
provide the request or message.
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[0057] Moreover, as discussed herein, currently, there
may be a lack of a procedure or technique for allowing,
for example, an AS to force or put a device or WRTU, or
group of devices or WTRUs or a subset of the group of
devices WTRUs, into a power saving mode and/or from
preventing a device or WTRU. The example methods,
procedures, mechanisms, and techniques described
herein may provide such an ability for an AS to place a
device or WTRU into a power saving mode and/or pre-
vent a device or WTRU from entering or going into a
power saving mode.
[0058] Further, example methods, procedures, mech-
anisms and techniques for controlling congestion are de-
scribed. Machine type communication (MTC) may be
configured to provide application layer support for an ap-
plication server by defining an interface disposed be-
tween the application server and a core network. The
interface may be configured for enabling the application
server to request enforcement of one or more rules and/or
functions among at least one wireless transmit receive
units, a group of WTRUs or a subset of the group of
WTRUs.
[0059] In examples herein, with respect to enforcing
group based congestion control, there may be a lack of
a procedure or technique to allow application layer inter-
action between an application server (AS) and a core
network (e.g., a cellular network) such as those networks
specified by 3GPP (e.g., long term evolution (LTE), LTE-
Advance, Global System for Mobile communications ra-
dio access network (GERAN), Global System for Mobile
communications (GSM), Enhanced Data rates for GSM
Evolution (EDGE), GSM EDGE (GERAN) and the like).
For example, currently, there may be a lack of a proce-
dure or technique to allow an AS to request that a WRTU
(e.g., or a device), or group of WTRUs or a subset of the
group of WTRUs (e.g., or devices), back off an attempt
to obtain services from the AS. Similarly, there may be
a lack of a procedure or technique to allow an AS to re-
quest that a WRTU, or group of WTRUs, or a subset of
the group of WTRUs, resume obtaining services from the
AS. The example methods, procedures, mechanisms,
and techniques described herein may provide such an
ability for an AS to request a device or WTRU back off
an attempt to obtain services therefrom and/or to request
or obtain services therefrom.
[0060] According to example herein, rules and/or pol-
icies may be used (e.g., as defined by, for example, the
third generation partnership program (3GPP)) to enforce
group based congestion. Congestion control among one
or more WTRUs (e.g., a device or WTRU), or a group of
WTRUs, may be implemented at several layers in either
the control plane or user plane in an advanced cellular
network, such as those networks specified by 3GPP.
However, such group based congestion 3GPP proposals
fail to provide functionality which would allow an interac-
tion between an application server (AS) and a 3GPP cel-
lular network. For example, as described herein, a meth-
od (e.g., procedure, technique, or a mechanism) which

would allow the AS to interact with the 3GPP cellular
network to inform it about service unavailability, or serv-
ice resumption, which may be used by the cellular net-
work to enforce a back off mechanism, or terminate a
back off mechanism, respectively, may be provided.
[0061] Congestion control may be utilized in an exam-
ple or scenario in which an application server (AS) (e.g.,
a service provider for a group of WTRUs configured for
machine type communication (MTC)) may be temporarily
down, rendering particular services unavailable to the
WTRUs (e.g., or devices). More specifically, in such a
congestion control example, the WTRU or group of
WTRUs may be deployed to obtain services from the
temporarily downed AS, or may be configured to send
data to the temporarily downed AS. For example, a me-
tering system that may include a plurality of WTRUs (e.g.,
deployed by a company) and may be configured such
that each WTRU may attempt to access the system with
the objective of establishing a connection with the AS
(e.g., without knowledge that service is momentarily not
in service). Since the event of unavailability may be un-
known to the WTRU, or group of WTRUS, the WTRU
may make multiple, futile re-attempts to access the AS
in the hope of successfully establishing a connection with
the AS. However, by doing so, the WTRU or group of
WTRUs (e.g., where the group may include hundreds,
thousands, and/or the like of WTRUs) may unnecessarily
send signaling that may be directed at the system. Such
a signaling may cause congestion in the system. In an
example, applying congestion control in the above de-
scribed scenario may, for example, avoid signaling for a
WTRU and/or among WTRUs, which may thereby reduc-
es power consumption of the WTRU or WTRUs, may
avoid decreasing the network capacity, may reduce po-
tential sources of interferences in the network, and/or the
like.
[0062] FIG. IF provides an illustrative example of con-
gestion control introduced into a network such as a cel-
lular network by way of a policy such as a WTRU or group
based policy set by an operator in an Operations, Admin-
istration, Maintenance (OAM) or Operations & Mainte-
nance (O&M). That is, a policy such as a group based
policy which may provide, for example, information relat-
ed to the availability of an AS for normal service or infor-
mation, indicating that the AS may have resumed pro-
viding normal service (e.g., server temporarily unable or
service resumed). The OAM or O&M policy such as the
group based policy may, for example, be made available
to a core network element in an evolved packet core
(EPC), such as a mobility management entity (MME)
(e.g., as shown at 0), a serving general packet radio serv-
ice (GPRS) support node (SGSN) (not shown), or a mo-
bile switching center (MSC) visitor location register (VLR)
(not shown), and/or the like. A policy such as a group
based policy may be configured to be implemented on a
device or WTRU or UE such as a WTRU, a group of
WTRUs or a subset of the group of WTRUs when each
WTRU attempts to access the system (e.g., during an
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"Attach Request") as shown in FIG. 1F. In such an ex-
ample, the MME 15 may determine (e.g., at 3) whether
or if the WTRU may be part of a "blocked" group specified
by OAM or O&M in the policy such as the group based
policy (e.g., by way of a group identifier). If yes (e.g., the
WTRU may be part of the "blocked" group), the MME
may inform the WTRU to back off (BO). For example, the
MME may internally activate blocking of evolved packet
system (EPS) mobility management (EMM) signaling for
WTRUs with a particular group identifier. Also, as shown
in FIG. 1F, if blocking may be activated, the MME may
also send (e.g., as shown via a eNode B) an Attach Reject
to the WTRU, including a mobility management back off
timer (e.g., at 4a-4c). The MME may be configured to
store the WTRU’s context in order to avoid downloading
the WTRU’s context again in case of a future Attach Re-
quest. Further, as shown in FIG. 1F, if a context of a
WTRU may not be available, the MME may send an up-
date location request (ULR) to a HSS in the core network,
which in turn may respond or send to the MME an update
location answer (ULA).
[0063] According to examples herein, a WTRU, group
of WTRUs or subset of the group of WTRUs may be
configured to interact between the application layer of a
3GPP cellular network and an application server (AS).
An AS may be configured to provide procedures and
techniques for Congestion Mitigation of a WTRU or one
or more WTRUs in the network. For example, a network
node may be configured to interact between a network
(e.g., a 3GPP cellular network) and an application server
(AS) to provide procedures and techniques for Conges-
tion Mitigation. An interface may be configured between
the network and the AS such that the interface may be
used or provided to convey a request to apply congestion
control or to terminate congestion control of a WTRU,
group of WTRUs or subset of the group of WTRUs. Ac-
cording to an example, the interface may be a middle
node, an intermediate node, a gateway function between
the network or one or more components thereof and the
AS, and/or a direct interface may be configured between
the network and/or one or more components thereof and
the AS. For example, the interface may be an interme-
diate node such as a function (e.g., a Service Capability
Exposure Function (SCEF) and/or an inter-working func-
tion (IWF)) that may be located between the network
(e.g., the core network or components thereof) and the
AS. In examples, the interface may be an internet proto-
col (IP) interface. The interface (e.g., IWF and/or SCEF
and/or the like) may be configured to apply congestion
control (e.g., a back off (BO) method, mechanism, and/or
the like that may be applicable to a particular WTRU or
a group of WTRUs upon the request from an AS and/or
enabling and/or disabling of power savings mode and/or
control of power settings for a WTRU by an AS as de-
scribed herein.
[0064] FIG. 2 illustrates a flow diagram of an example
of an inter-working function (IWF) and/or Service Capa-
bility Exposure Function (SCEF) and/or interface 220

and/or method 200 that may be configured for commu-
nicating with the application layer of a 3GPP cellular net-
work and an application server. As shown in FIG. 2 an
application server (AS) 210 may be provided which may
be one or more application server networks (APNs) pro-
vided by a third party company who obtains a subscription
from a network operator to provide general or specific
services to WTRUs in the network. The AS 210 may be
disposed such that it may communicate with the appli-
cation layer of a core network such as an evolved packet
core (EPC) network by way of or using IWF/SCEF/inter-
face 220. The IWF/SCEF/interface 220 may be config-
ured to communicate and/or may communicate with
(e.g., may be in communication with) a home subscriber
service (HSS) and/or a home location registry (HLR) 230
via a connection or interface. As shown, in an example,
the HSS/HLR 230 may be further configured to commu-
nicate with serving general packet radio service (GPRS)
support node (SGSN) or a mobility management entity
(MME) and/or a mobile switching center (MSC) 240
and/or a visitor location register (VLR) (not shown). The
MME or SGSN 240 may be configured to act as a serving
node for a WTRU or device 250 (e.g., one or more
WTRUs). In an example, the IWF 220 may interface di-
rectly with SGSN/MME 240.
[0065] FIG. 4 illustrates an example of an interface 320
configured to communicate with a core network (e.g.,
such as the HSS/HLR, SGSN/MME, VLR, and/or the like
and/or the application layer of a core network) and an
application server such as the AS 210 (shown in FIG. 2)
and/or AS 310. As shown in FIG. 4, the AS 310 may be
disposed such that it may communicate to the application
layer of a core network 330 such as an evolved packet
core (EPC) network by way of an interface or connection
320.
[0066] As shown (e.g., in FIG. 2), the AS (e.g., 210
and/or 310) may be configured to send and/or may send
(e.g., at 21) a request to apply congestion control to a
particular WTRU, a group of WTRUs or subset of the
group of WTRUs. The AS may be configured to send
and/or may send a plurality of back off parameters, to-
gether with the request for congestion control, to a core
network entity (e.g., via the interface or connection as
shown in FIG. 3) disposed in a core network, such as an
evolved packet core or it may be configured to send
and/or may send (e.g., at 21) the request and plurality of
back off parameters to the IWF/SCEF/interface (e.g., as
shown in FIG. 2). The plurality of back off parameters
(e.g., sent at 21) may include, for example, one or more
group identifiers (IDs), one or more time intervals for
which the WTRU or group of WTRUs should be backed
off and/or one or more time intervals for which a request
to back off may be valid. The AS may be configured to
send and/or may send (e.g., at 21) a message or infor-
mation element, together with the request for congestion
control and/or a plurality of back off parameters. The mes-
sage or information element may include a reason for
enabling or disabling the request for congestion control
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(e.g., service unavailable or service resumed), as well
as other predetermined information (e.g., name of issuer,
time and date stamp of request, contact information,
and/or the like).
[0067] The IWF/SCEF/interface (e.g., 220 and/or 320
and/or a network entity such as the same or another net-
work entity and/or the AS via the interface or connection)
may be configured to receive and/or may receive such
parameters, information, message, and/or the like (e.g.,
as described above) from the AS (e.g., at 21). In one
example, IWF/SCEF/interface (e.g., at 22) may store
such received parameters, information, message, and/or
the like (e.g., received at 21). The IWF/SCEF/interface
may be configured to verify and/or may verify (e.g., at
22) itself and/or with a core network entity, for example,
a home subscriber service (HSS) and/or home location
register (HLR) (e.g., 230 and/or a component in the net-
work 330) to determine if the request (e.g., sent and re-
ceived at 21) may be permitted (e.g., authorized) for the
AS. For example, the IWF/SCEF/interface may verify or
determine if or whether the AS may be permitted to make
such a request (e.g., whether it may be allowed to make
the request as indicated by a service layer agreement
(SLA) and/or may be allowed by the core network) and/or
whether the request or message may not include the
proper format and/or information or parameters to proc-
ess (e.g., authorize) such a request. As described herein,
the IWF/SCEF/interface may provide a message or re-
sponse (e.g., with a cause), for example, if the request
(e.g., sent and received at 21) from the AS may not be
verified and/or authorized as described herein (e.g., at
25 and/or as part of 31).
[0068] Further, in one or more examples, the
IWF/SCEF/interface may be configured to generate or
provide and/or may generate or provide (e.g., at 22) an
application server identifier (ID) and a WTRU identifier,
a WTRU group identifier (ID), or a WTRU sub group iden-
tifier (ID) relevant to the WTRU, or group of WTRUs,
and/or any other suitable identifier (e.g., such as a refer-
ence identifier associated with the IWF/SCEF/interface)
which may be the target of the AP’s request for conges-
tion control (e.g., and which may be stored at 22 in one
example). The IWF/SCEF/interface (e.g., and/or a net-
work entity via the interface or connection) may be con-
figured to provide and/or may provide or send (e.g., at
23) the plurality of back off parameters and the message
or information element received from the AS (e.g., at 21),
or a subset of information included in the plurality of back
off parameters and the message or information element,
and/or the identifiers (IDs) to a core network entity (e.g.,
such as the HSS/HLR 230 as shown).
[0069] A core network entity (e.g., HSS/HLR 230
and/or the core network entity 330) may be configured
to receive and/or may receive (e.g., at 23) the request
and may be configured to verify and/or may verify or de-
termine (e.g., at 24) if or whether the request for conges-
tion control received from the AS (e.g., via the
IWF/SCEF/interface) may be authorized. For example,

the core network entity (e.g., 230 and/or 330), may ex-
amine the message or request including one or more of
the identifiers that may be included therein and/or one or
more parameters to determine whether the identifiers
may be associated with identifiers for which the request
may be authorized (e.g., the application identifier that
may be associated with the AP may be permitted to make
the request to the core network and/or the WTRU based
on the WTRU identifier may be permitted to apply con-
gestion control and/or may be controlled by the AP)
and/or whether one or more of the included parameters
and/or information may be acceptable (e.g., may be be-
low a threshold and/or within a range) to perform con-
gestion control. The core network entity (e.g., the
HSS/HLR) may be configured to store the identifiers
and/or parameters or other information that may be re-
ceived in the request and/or that may be verified (e.g.,
at 24).
[0070] The core network entity (e.g., HSS/HLR 230
and/or the core network entity 330) (e.g., upon authori-
zation) may also be configured to provide and/or may
provide or send (e.g., to the IWF/SCEF/interface 220
and/or the AS 210, for example, as part of 25 and/or 31)
an address of the core network (CN) node that may be
serving the WTRU, or group of WTRUs, or subset of the
group of WTRU. The CN node may, for example, be a
mobility management entity (MME), a serving general
packet radio service (GPRS) support node (SGSN), or a
mobile switching center (MSC) visitor location register
(VLR) and the like. The CN node may provide several
addresses, for example, if (1) a pool of MMEs that may
be designated to one or more user equipment(s) (UEs)
may be in an LTE system, or (2) a pool of SGSNs des-
ignated to one or more mobile stations (MSs) in a global
system for mobile communications (GSM) enhanced da-
ta rates for GSM evolution (EDGE) radio access network
/ universal terrestrial radio access network (UTRAN) sys-
tem.
[0071] In an example (e.g., if or when the core network
entity (e.g., HSS and/or HLR) may not authorize, for ex-
ample, based on the verification or determination (e.g.,
at 24) such as when the parameters may not be accept-
able and/or the request not permitted based on one or
more of the identifiers, the request for congestion control
(e.g., at 24)), a response may be sent to the AS (e.g., by
way of the IFW/SCEF/interface 220 as shown, for exam-
ple, by dashed arrow 25 and/or as part of a response at
31 in FIG. 2 and/or via an interface or connection as
shown in FIG. 3) indicating the rejection of the request
along with a cause code to describe the reason why the
request was denied. In one example, if or when the re-
quest to the core network entity (e.g., HSS/HLR) may be
authorized (e.g., at 24), the IWF/SCEF/interface (e.g.,
and/or a network entity via the interface or connection)
may be configured to respond and/or may provide the
response to the AS with an indication that the request
has been authorized (e.g., at 25 and/or as part of the
response at 31).
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[0072] As shown, the IWF/SCEF/interface (e.g., and/or
the a network entity and/or the AS via the interface or
connection) and/or the core network entity (e.g., the
HSS/HLR) may be configured to forward and/or may for-
ward or send (e.g. at 26) the request for congestion con-
trol to a serving node(s) (e.g., MME and/or SGSN, and/or
MSC/VLR) that may be received thereby (e.g. at 26). The
IWF/SCEF/interface (e.g., and/or a network entity and/or
the AS via the interface or connection) and/or the core
network entity (e.g., the HSS/HLR) may be configured to
identify and/or may determine or identify (e.g., as part of
22 and/or 24 and/or separate therefrom) a WTRU, a
group of WTRUs, or subset of the group of WTRUs, for
which the request may be intended and to identify or to
specify the time for which the request may be valid, and
the requested back off time and/or any other suitable
parameters that may need to be provided to the serving
node to honor the request and/or initiate the request.
[0073] In an example, the serving node (e.g., the SG-
SN/MME 240 and/or the core network entity 330) may
be configured to verify and/or may verify (e.g., accept or
reject and/or authorize) the request (e.g., at 27). For ex-
ample, the serving node may determine (e.g., at 27)
whether or if the serving node may serve the WTRU, AS,
IWF/SCEF/interface, and/or the like (e.g., based on the
one or more identifiers such as the reference identifier)
that may be received and/or whether congestion control
may be permitted (e.g., based on an agreement). The
serving node may be configured to reject and/or may
reject a request by sending a response (e.g., as shown
at 28 by the dashed line in FIG. 2 and/or as part of 31),
for example, if the serving node may not serve the WTRU,
group of WTRUs, or subset of the group of WTRUs. The
serving node may further be configured to reject a request
(e.g., at 28 and/or 31) by sending a response, for exam-
ple, if the serving node may not have context for the
WTRU, or the group of WTRUs or a subset of the group
of WTRUs. Such a response (e.g., at 28 and/or 31) as
described herein may also include a cause. The serving
node may also be configured to store and/or may store
(e.g., at 27) the one or more parameters and/or informa-
tion that may be part of the request (e.g., for applying
congestion control), and/or the like that may be received
by the serving node.
[0074] The serving node (e.g., the SGSN/MME) may
be configured to respond and/or may respond or send
(e.g., at 31) to the core network entity (e.g., the HSS/HLR)
and/or the IWF/SCEF/interface (e.g., and/or a network
entity such as another network entity) and/or the AS with
an acknowledgement that a request for congestion con-
trol may have been granted and/or if the serving node
may be able to apply congestion control (e.g., it may be
successful and/or the information may be suitable to ap-
ply congestion control). A procedure or technique for ap-
ply applying congestion control may be initiated by a serv-
ing node (e.g., MME, SGSN, MSC/VLR or the like) such
that the congestion control may be applied to an identified
WTRU (e.g., 250 and/or 102a-d) or group of WTRUs or

subset of the group as targeted by the AS. In examples
(e.g., if the WTRU, group of WTRUs, or a subset of the
group of WTRUs may be or may already be in connected
mode), the serving node may be configured to send
and/or may send a non-access stratum (NAS) message
(e.g., at 29) to indicate to tell the WTRUs to back off (BO)
(e.g., stop attempting to access a service on a particular
AS). The NAS message may include information identi-
fying the service or the AS for which the request may be
intended. The serving node (e.g., the MME or SGSN, or
MSC/VLR) may also be configured to include a BO timer.
The BO timer may be received from or via the AS, the
IWF/SCEF/interface, and/or the like or configured in ac-
cordance with local policies in the WTRU or the serving
node.
[0075] According to examples herein (e.g., if the
WTRU, group of WTRUs, or subsets of the WTRUs may
be in idle mode), the serving node (e.g., the SGSN/MME
240) may be configured to page and/or may page (e.g.,
at 29) the WTRU (e.g., 250 and/or one or more of 102a-
d), group of WTRUs, or a subset of the WTRUs, that may
be part of the group. The WTRU may be configured to
respond and/or may respond (e.g., at 30) to the page
(e.g., using a Service Request (SR), Extended Service
Request (ESR), Tracking Area Update (TAU), and/or the
like) and the serving node may be configured to reject
and/or may reject the NAS message and include a BO
timer. According to an example, the serving node may
reject the request received (e.g., at 30) by sending a "Re-
ject" message (e.g., a TAU Reject if the WTRU may have
sent a TAU request). Further, in examples, the serving
node may reject the request, for example, if there may
be congestion at the MME, the WTRU may not be known,
and/or the like.
[0076] In one or more examples herein (e.g., if the
WTRU, group of WTRUs or subsets of the WTRUs may
be in idle mode), the serving node (e.g., the SGSN/MME
240) may be configured to wait and/or may wait (e.g..
based on an adjusted to a "Periodic Update" time as the
serving node may not know when the WTRU may contact
it]) for the WTRU and/or WTRUs to establish a NAS con-
nection and, for example, if or when it or they do so, the
serving node may be configured to verify and/or may ver-
ify (e.g., determine) (e.g., based on an identifier of the
WTRU matching an identifier of a WTRU for which BO
should be applied and/or being an identifier in a group
for which BO should be applied), for example, if or wheth-
er the WTRU or WTRUs may be a WTRU for which a BO
should be applied and/or may be part of a group for which
a BO should be applied. According to an example (e.g.,
if BO should be applied based on the verification (e.g.,
determination), the serving node may be configured to
reject and/or may reject (e.g., by sending the correspond-
ing reject message) the WTRU’s NAS message (e.g.,
SR, ESR, TAU, and/or the like) and may include in the
reject message a BO timer with a value as received from
the IWF/SCEF/interface and/or a network entity, or in ac-
cordance with a local policy in the WTRU or the serving
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node as described herein. The serving node may be con-
figured to identify and/or may identify (e.g., via an oper-
ator’s configuration and/or based on information from
when the AS contacted the serving node (e.g., received
and sent at 21, 23, and 26)) the service or the AS for
which the request may be intended.
[0077] The serving node (e.g., the SGSN/MME 240)
may be configured to inform and/or may inform (e.g., in
a response message (e.g., at 31)) the IWF/SCEF/inter-
face and/or a network entity (e.g., the HSS/HLR 230) that
a BO timer has been applied to a WTRU (e.g., 25) or a
group of WTRUs or a subset of the group of WTRUs, for
example, if or when at least one WTRU has been subject
to a back off (BO) timer, a group of WTRUs, or a subset
of the WTRUs in the group have been subject to the back
off timer. The IWF and/or the network entity may be con-
figured to forward and/or may forward (e.g., send) the
indication of a back off of the WTRU or WTRUs to the
AS (e.g., at 31). In one example, a response may be
provided by the serving node to the network entity and
subsequently to the IWF/SCEF/interface to the AS (e.g.,
at 31). It may also be provided directly and/or through
the IWF/SCEF/interface as shown.
[0078] In examples herein, the AS may further be con-
figured to re-submit and/or may re-submit another re-
quest (e.g., when the AS knows that it does not need to
contact these devices for a period of time]) to extend the
BO timer for a WTRU, a group of WTRUs or subset of
the group of WTRUs at a predetermined time. The AS
may be configured to follow and/or may follow or perform
the same procedures or techniques as described herein.
Furthermore, the serving node (e.g., MME, SGSN,
MSC/VLR or the like) may be configured to reset and/or
may reset the BO timer for the WTRU, group of WTRUs,
or subset of the group of WTRUs with a value such that,
for example, when at least one WTRU connects to the
system, the MME may further back off the at least one
WTRU in accordance with the back off timer received
from the IWF.
[0079] The AS may be configured to submit and/or may
submit or send a request to terminate a previously applied
BO (e.g., BO timer) for a WTRU, a group of WTRUs, or
a subset of WTRUs within a group. The AS may be con-
figured to follow and/or may follow or perform the same
procedures or techniques as described herein (e.g.,
above), except that the request may have an action that
indicates, as an example, "resume service" as opposed
to back off the at least one WTRU. The serving node
(e.g., MME, SGSN, MSC/VLR or the like) may be con-
figured to follow and/or may follow or perform the same
procedures or techniques as described herein (e.g.,
above) in response to the resume service request from
the AS. The serving node (e.g., MME, SGSN, MSC/VLR
or the like) upon receiving the resume service request
may be configured to page and/or may page (e.g., a reg-
ular paging of the WTRU that may be used by the serving
node to inform the WTRU that congestion may have been
lifted) the backed off WTRU, group of WTRUs, or a subset

of WTRUs within a group. The page may have the effect
of stopping and/or may stop a BO timer that may have
been previously allocated to the WTRU, or to a group of
WTRUs or a subset of WTRUs within a group.
[0080] As described herein, currently, there also may
be a lack of a procedure or technique for allowing, for
example, an application server (AS) to force or control a
WRTU, a group of WTRUs or subset of the group of
WTRUs into or out of a power saving mode (PSM) (e.g.,
in the 3GPP standard). However, an AS may want, de-
sire, configure, and/or establish that a WTRU configured
for machine type communication (MTC), or a group of
WTRUs similarly configured, enter PSM. This may, for
example, happen (e.g., the AS may want, desire, config-
ure, and/or establish that a WTRU enter PSM), after the
WTRU may report a low power level (e.g., as directed by
an AS). In such an example, the WTRU may be, for ex-
ample, monitoring a particular event and may periodically
send reports to the AS. As such, according to examples,
the WTRU may not enter PSM if not informed (e.g., a
message sent or directly by a message or other signaling
to the network or WTRU) to enter PSM by the AS.
[0081] Additionally (e.g., in accordance with the 3GPP
standard), a WTRU may be configured to request and/or
may request (e.g., by including an information element
in the registration (Attach/TAU Request) messages) to
enter PSM, and a network element (e.g., MME) may in
response be configured to allow this operation in the
WTRU. In examples (e.g., if allowed to enter PSM), the
network may assign an amount of time such as an "active
time" which may define the time during which the WTRU
may be reachable for terminated services. The WTRU
may be configured to start and/or may start a timer with
a value set to that of the active time provided to the WTRU
by the network. According to an example (e.g., when this
timer may expire), the WTRU may be configured to de-
activate its radio functions and halt an idle mode proce-
dure. The WTRU may resume normal operation (e.g.,
exits PSM), for example, if or when it may have data to
send or if or when its periodic registration timer may ex-
pire.
[0082] A WTRU that may be configured for PSM func-
tionality, in examples, may use the PSM by requesting
an Active Time value and may request a periodic tacking
area update (TAU)/ routing area update (RAU) timer val-
ue during Attach and TAU procedures. The WTRU may
not request the periodic TAU/RAU timer value if it is not
requesting an active time value. As specified in a 3GPP
standard, the network may not allocate an active time
value if the WTRU has not requested it. PSM may not
have support in the circuit switched (CS) domain on the
network side. Additionally (e.g., when the PSM may be
activated), the WTRU might not be available for paging
of mobile terminated CS services, even though the
WTRU may be registered in the CS domain in one or
more examples. Also, attach and TAU procedures (e.g.,
in accordance with a 3GPP standard) may not provide
information for the Periodic TAU Time and Active Time
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negotiation (e.g., they may not provide the related infor-
mation elements (IEs)).
[0083] Additionally (e.g., if the network may allocate
an active time value), the WTRU may start or initiate the
active timer and the serving node (e.g., the SGSN/MME
240) may start or initiate the mobile reachable timer with
the active time value that may allocated by the network,
for example, if or when transitioning from evolved packet
system (EPS) connection management (ECM) (e.g.,
ECM_CONNECTED) to ECM_IDLE. In examples (e.g.,
if or when the active timer may expire), the WTRU may
deactivate its access stratum functions and may enter
PSM. In PSM, due to deactivation of access stratum func-
tions, the WTRU may stop an idle mode procedure, but
may continue to run any non-access stratum (NAS) tim-
ers that may apply (e.g., the periodic TAU timer). Accord-
ing to an example, the WTRU may be configured to
resume and/or may resume access stratum functions
(e.g., the WTRU may have signaling or user data to be
sent, for example, before the periodic timer expires) and
idle mode procedures before the periodic TAU timer ex-
pires for performing the applicable periodic TAU proce-
dures. The WTRU may be configured to resume and/or
may resume or perform idle mode procedures and ac-
cess stratum functions such as at any time while in PSM
(e.g., for mobile originated communications). Further,
timers and conditions that remain valid during power-off
(e.g., for NAS-level back-off) may be applied the same
way during PSM.
[0084] According to an example (e.g., when the mobile
reachable timer may expire and the serving node (e.g.,
the SGSN/MME 240) may be configured to store and/or
may store an active time for the WTRU), the MME may
determine and/or know that the WTRU may have entered
PSM and may not available for paging (e.g., due to the
expiration of the timer associated with the active time).
The serving node may further handle the mobile reach-
able timer and the availability for paging (e.g., including
resetting it and/or modifying or changing it to another
value]). Further in examples, on the WTRU side, the PSM
may comply with some substates of
EMM_REGISTERED (e.g., may be in accordance to
some Mobility Management states such as being Regis-
tered, however, not reachable). In such an example, the
MME may consider and/or treat the WTRU to be
EMM_REGISTERED, but not reachable. The WTRU’s
access stratum functions may be considered as deacti-
vated during PSM in one or more examples.
[0085] As such, in examples, the WTRU may enter
PSM (e.g., may activate PSM) if it may request an active
time. However, according to examples, there may not be
a way for the network to "force" a WTRU to adopt PSM
and/or to activate or deactivate it.
[0086] Systems and/or methods described herein
(e.g., below) may be provided and/or used, for example,
to force a WTRU (e.g., such as WTRU 250 and/or 102a-
d), a group of WTRUs, or subset of the group of WTRUs
to enter PSM (e.g., including activating and/or deactivat-

ing PSM). For example, the systems and/or methods may
force the WTRU and group of WTRUs to activate PSM,
either due to local policies included in a network entity
(e.g., MME) or WTRU, or due to a request from the AS
and/or to deactivate PSM (e.g., in response to a request
from an AS such as AS 210 and/or 310).
[0087] For example, the AS (e.g., 210 and/or 310) may
be configured to enable and/or disable and/or may ena-
ble and/or disable (e.g., control) a power savings mode
functionality of at least one WTRU (e.g., 250 and/or one
or more of 102a-d) in a network (e.g., the core network)
including activating and/or deactivating the PSM. Ac-
cording to an example, the AS may be configured to de-
termine and/or may determine (e.g., by providing infor-
mation to the serving node such that the serving node
may use the information such as a time for the WTRU to
be monitored to deactivate/stop and/or activate start
PSM) that a WTRU (e.g., 250 and/or one or more of 102a-
d), a group of WTRUs, or subset of the group of WTRUs,
should start or stop using PSM functionality depending
on certain decisions at the application layer (e.g., by the
AS). For example, a WTRU in PSM may be more suitable
for mobile-originated (MO) traffic. However, if the AS
wants to reach a WTRU, a group of WTRUs, or subset
of the group, it may be useful for the AS to change the
settings of the WTRU or WTRUs such that PSM may no
longer be used by the WTRU or WTRUs. On the other
hand, the AS may be configured to consider, may con-
sider and/or may determine if it may be more appropriate
or suitable for a WTRU, group of WTRUs, or subset of
the group of WTRUs, to operate in a model suitable for
MO traffic, and hence may request the 3GPP system to
activate PSM for the WTRU or WTRUs (e.g., the WTRU
may be a MTC device may report something once in a
while, i.e. no traffic is expected in the other direction). A
benefit of the systems and/or methods described herein
(e.g., using the 3GPP system) enforcing, for example,
PSM functionality of a WTRU or among WTRUs, may
include scalability. For example, it may be more scalable
in the systems and/or methods described herein than
having the AS use higher layer procedures or techniques
to change PSM settings in a WTRU or individual WTRUs
(e.g., especially for a group that includes a large number
of WTRUs).
[0088] In such systems and/or methods, according to
an example, the IWF/SCEF/interface (e.g., 220 or 320)
may be configured between an AS and an application
layer (e.g., the core network) for enabling and/or disa-
bling PSM functionality of at least one WTRU (e.g., 250
and/or at least one of 102a-b). Further, in examples (e.g.,
as described herein above), the IWF/SCEF/interface
may be configured for conveying and/or may convey
(e.g., send) a request to apply congestion control or stop
congestion control to a WTRU, to a group of WTRUs, or
to a subset of the group of WTRUs. The IWF/SCEF/nter-
face may also be configured for requesting activation
and/or deactivation of PSM functionality in at least one
WTRU. For example, an AS may be configured to submit
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a request to the network or core network (e.g., the 3GPP
system) to "activate PSM" or "deactivate PSM" to a
WTRU, a group of WTRUs, or a subset of the group of
WTRUs. This request may be sent to the IWF/SCEF/in-
terface, in an example, and the ionformation thereion
may be provided to the core network such as as the net-
work entity (e.g., HSS/HLR 230) and/or the serving node
(e.g., SGSN/MME) and/or subsequently to the WTRU
(e.g., 230) as shown in FIGs. 2-4. The AS can be con-
figured to include an active time that is used in conjunc-
tion with PSM function and interface or connection (e.g.,
that may be sent to the core network or an entity thereof.
[0089] The systems and/or methods described herein
for enforcing congestion control by way of a back off
mechanism applied to a WTRU, a group of WTRUs, or
subset of WTRUs, may for example, be employed utiliz-
ing a similar call flow or sequence of events described
above and shown in FIG. 2 or FIG. 4, except that the
request sent from the AS to the 3GPP cellular network
may be to enable and/or disable PSM (e.g., activate or
deactivate PSM and/or the reachability of the WTRU)
and not a request to back off a service request, or a re-
quest to resume service. This may be illustrated in FIG.
3 (e.g., which may be similar to FIG. 2 exempt the infor-
mation provided and sent may include one or more pa-
rameters including a timer for a PSM and/or reachability
of the WTRU as described rather than a BO request or
parameters or information associated therewith for con-
gestion control). For example, FIG. 3 illustrates a system
and method 300 for enabling and/or disability PSM in-
cluding activating or deactivating PSM (e.g., modifying
the reachability of the WTRU) according to one or more
examples, herein). The systems and/or methods de-
scribed herein (e.g., and in an example shown in FIG. 3
and 4) may also identify the targeted WTRU, group of
WTRUs, or subset of WTRUs, and the request (from the
AS to the 3GPP layer) may also include a value to be
used as the active time for PSM.
[0090] The AS (e.g., 210 and/or 310) and network (e.g.,
3GPP cellular network and/or entities thereof including
230, 240, and/or 330) may be configured to enforce
and/or may enforce one or more PSM settings applicable
to a WTRU, a group of WTRUs, or a subset of the group
of WTRUs. The PSM settings may include either "acti-
vation of PSM" or "deactivation of PSM." In an example,
the PSM settings may be enforced by the serving node
making a decision on whether to activate or deactivate
PSM and/or enable or disable PSM or the reachability of
the WTRU based on the timer that may be sent as part
of the request or the parameters associated therewith. A
serving node(s) (e.g., MME and/or SGSN, and/or
MSC/VLR) may be configured to receive and/or may re-
ceive a request (e.g., from the AS and in an example at
46 as shown in FIG. 3 from the AS via the IWF/SCEF/in-
terface 250 at 41and the network entity or HSS/HLR 230
at 43) to enforce a PSM setting (e.g. activate PSM) for a
particular WTRU, specified group of WTRUs, or a subset
of the group of WTRUs. A serving node(s) (e.g., MME

and/or SGSN, and/or MSC/VLR) may be configured to
provide and/or may provide an active timer (e.g., may
send the timer to the WTRU in response to the request
from the AS to enforce the PSM setting).
[0091] According to examples herein, enforcement of
a PSM setting may depend on a particular deployment
example. For example, an AS may be configured to in-
clude and/or may include an indication (e.g., a parameter
in a request such as the Submit Request message] that
may be sent at 41) whether the serving node(s) (e.g.,
MME and/or SGSN, and/or MSC/VLR) should or should
not take a predetermined proactive measure. The AS
may also be configured to include and/or may include a
time during which proactive measure may not be em-
ployed. The serving node(s) (e.g., MME and/or SGSN,
and/or MSC/VLR) may be configured to start and/or may
start a timer (e.g., at 47 in FIG. 3) with a predetermined
value and, when this timer expires, the serving node may
take and/or perform a proactive measure or action (e.g.,
as described below and at 47). The proactive measure
or action may include stopping or modifying the PSM
settings. For example, if there may not be an indication
of a proactive measure or action, the serving node(s)
(e.g., MME and/or SGSN, and/or MSC/VLR) may be con-
figured to wait and/or may wait (e.g., at 47) until or for a
WTRU’s next tracking area update (TAU) to enforce the
PSM setting accordingly. In an example (e.g., if a proac-
tive measure or action may be invoked or if the timer that
guards the proactive measure or action may expire as
described above), the serving node may take proactive
measures and/or actions (e.g., as described above) to
enforce the PSM settings (e.g., at 47 including contacting
and/or sending a update to the PSM settings for the
WTRU to invoke, for example, at 49).
[0092] Further, the AS may be configured to request
and/or may send a request (e.g., as part of 41 in FIG. 3
and/or separately) to the network for the network (e.g.,
MME) send an indication to the AS, for example, when
a WTRU exits PSM (e.g., for purposes of signaling or
sending or receiving data).
[0093] Additionally, a WTRU may be configured to re-
quest and/or may request (e.g., may send a request) for
a PSM setting (e.g., at 50 in one example or separately).
A serving node(s) (e.g., MME and/or SGSN, and/or
MSC/VLR) may be configured to respond and/or may
respond (e.g., may send a response with the PSM set-
ting) (not shown in FIG. 3) to the request thereof (e.g.,
to the request for the PSM setting). For example, a WTRU
may be configured to send a track area update (TAU)
message to the serving node(s) (e.g., MME and/or SG-
SN, and/or MSC/VLR) to request a PSM setting. In an
example, the PSM setting that may be requested may
be done so to replace and/or in response to a preconfig-
ured setting in the WTRU.
[0094] The serving node may be configured to verify
and/or may verify or determine (e.g., as part of 47) wheth-
er or if a WTRU may be a WTRU for which a PSM setting
(e.g., such as activation and/or deactivation and/or ena-
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bling or disabling) should be sent including whether the
WTRU may be in a group of WTRUs for which a PSM
setting may be applied. For example, the serving node
may be configured to determine (e.g., as part of 47)
whether the WTRU may be a WTRU for which a MME
has received a request to enforce a predetermined PSM
setting and/or a WTRU that belongs to a group for which
a MME has received a request to enforce a predeter-
mined PSM setting. A serving node may be configured
to verify and/or may verify (e.g., as part of 47) if a WTRU
may be a WTRU may be a WTRU for which to apply
parameters or rules and/or may be part of a group re-
gardless of whether the PSM may be authorized for the
WTRU.
[0095] According to additional examples, a serving
node may be configured to verify and/or may verify or
determine whether (e.g., as part of 47) or if a PSM setting
occurs for a WTRU, a group of WTRUs or a subset of
the group of WTRUs targeted by an AS. According to an
example, such a verification and/or determination may
be made using a request form the AS. For example, the
serving node may receive a request from the AS to enable
and/or disable (e.g., activate and/or deactivate) PSM set-
tings for a WTRU and the serving node may save such
an indication for the WTRU such that it may verify and/or
determine whether to enable and/or disable PSM in the
WTRU using the indication, for example, when the WTRU
may request to enter PSM.
[0096] The AS may be configured to send and/or send
the request for modifying PSM and/or WTRU reachability
by way of an interface and/or a network entity as de-
scribed herein and shown in FIG. 3 and described with
respect to FIG. 2 for congestion control except the pa-
rameter or information (e.g., a timer or active timer) or a
PSM setting in the request being associated with PSM
and/or WTRU reachability rather than congestion control
or a back off timer. Further, the serving node may respond
via the interface and/or the network entity as described
herein and shown in FIG. 3. Non-limiting examples of an
interface may include a middle node, an intermediate
node, an IWF, a SCEF, a gateway function, and/or the
like.
[0097] For example, as described herein, the AS (e.g.,
210 and/or 310) may be configured to send and/or may
send (e.g., at 41) a request such as the submit request
to enable and/or disable PSM and/or one or more PSM
settings (e.g., including a reachability of a WTRU or a
time for which the WTRU may remain reachable by the
AS). The request may include the PSM settings to be
set, one or more parameters and/or information associ-
ated with PSM and/or reachability, and/or the like includ-
ing the timer or active time timer for which the WTRU
may remain reachable as described herein. AS shown
the request may be sent to the IWF/SCEF/interface (e.g.,
220 and/or 320) and received thereby (e.g., at 41).
[0098] In one example, IWF/SCEF/interface (e.g., at
42) may store such received parameters, information,
message, and/or the like in the request (e.g., received at

41) including the timer or active time. Further, the
IWF/SCEF/interface may be configured to verify and/or
may verify (e.g., at 42) the request as described herein
(e.g., with respect to 22 in FIG. 2). For example, the
IWF/SCEF/interface may be configured to verify and/or
may verify (e.g., at 42) itself and/or with a core network
entity, for example, a home subscriber service (HSS)
and/or home location register (HLR) (e.g., 230 and/or a
component in the network 330) to determine if the request
(e.g., sent and received at 41) may be permitted (e.g.,
authorized) for the AS. For example, the IWF/SCEF/in-
terface may verify or determine if or whether the AS may
be permitted to make such a request (e.g., whether it
may be allowed to make the request as indicated by a
service layer agreement (SLA) and/or may be allowed
by the core network) and/or whether the request or mes-
sage may not include the proper format and/or informa-
tion or parameters to process (e.g., authorize) such a
request including whether the active timer or timer may
be valid or within a range. As described herein, the
IWF/SCEF/interface may provide a message or re-
sponse (e.g., with a cause), for example, if the request
(e.g., sent and received at 41) from the AS may not be
verified and/or authorized as described herein (e.g., at
45 and/or as part of 51).
[0099] Further, in one or more examples, the
IWF/SCEF/interface may be configured to generate or
provide and/or may generate or provide (e.g., at 42) an
application server identifier (ID) and a WTRU identifier,
a WTRU group identifier (ID), or a WTRU sub group iden-
tifier (ID) relevant to the WTRU, or group of WTRUs,
and/or any other suitable identifier (e.g., such as a refer-
ence identifier associated with the IWF/SCEF/interface)
which may be the target of the AP’s request for enabling
or disabling PSM and/or reachability of the WTRU (e.g.,
and which may be stored at 42 in one example). The
IWF/SCEF/interface (e.g., and/or a network entity via the
interface or connection) may be configured to provide
and/or may provide or send (e.g., at 43) the PSM param-
eters and the message or information element received
including the active time or timer from the AS (e.g., at
41), or a subset of information included in the plurality of
back off parameters and the message or information el-
ement, and/or the identifiers (IDs) to a core network entity
(e.g., such as the HSS/HLR 230 as shown).
[0100] A core network entity (e.g., HSS/HLR 230
and/or the core network entity 330) may be configured
to receive and/or may receive (e.g., at 43) the request
and may be configured to verify and/or may verify or de-
termine (e.g., at 44) if or whether the request for enabling
or disabling PSM or modifying reachability received from
the AS (e.g., via the IWF/SCEF/interface) may be author-
ized. For example, the core network entity (e.g., 230
and/or 330), may examine the message or request in-
cluding one or more of the identifiers that may be included
therein and/or one or more parameters to determine
whether the identifiers may be associated with identifiers
for which the request may be authorized (e.g., the appli-
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cation identifier that may be associated with the AP may
be permitted to make the request to the core network
and/or the WTRU based on the WTRU identifier may be
permitted to enable or disable PSM or modify reachability
and/or may be controlled by the AP) and/or whether one
or more of the included parameters and/or information
such as the timer or active time may be acceptable (e.g.,
may be below a threshold and/or within a range) to enable
or disable PSM or modify reachability. The core network
entity (e.g., the HSS/HLR) may be configured to store
the identifiers and/or parameters or other information that
may be received in the request and/or that may be verified
(e.g., at 44). Further, in examples, the core network entity
may provide a notification to the IWF/SCEF/interface
(e.g., in response to the request at 43) when the device
may be reachable and/or the PSM may be enabled or
disabled or settings applied to keep the WTRU active
(e.g., as part of 45 and/or 51.
[0101] In an example (e.g., if or when the core network
entity (e.g., HSS and/or HLR) may not authorize, for ex-
ample, based on the verification or determination at 44
such as when the parameters may not be acceptable
and/or the request not permitted based on one or more
of the identifiers, the request for enabling or disabling
PSM and/or modifying reachability (e.g., at 44)), a re-
sponse may be sent to the AS (e.g., by way of the
IFW/SCEF/interface 220 as shown, for example, by
dashed arrow 45 and/or as part of a response at 41 and/or
via an interface or connection as shown in FIG. 3) indi-
cating the rejection of the request along with a cause
code to describe the reason why the request was denied
as described herein. In one example, if or when the re-
quest to the core network entity (e.g., HSS/HLR) may be
authorized (e.g., at 44), the IWF/SCEF/interface (e.g.,
and/or a network entity via the interface or connection)
may be configured to respond and/or may provide the
response to the AS with an indication that the request
has been authorized (e.g., at 25 and/or as part of the
response at 31).
[0102] As shown, the IWF/SCEF/interface (e.g., and/or
the a network entity and/or the AS via the interface or
connection) and/or the core network entity (e.g., the
HSS/HLR) may be configured to forward and/or may for-
ward or send (e.g. at 46) the request for enabling or dis-
abling PSM and/or modifying reachability to a serving
node(s) (e.g., MME and/or SGSN, and/or MSC/VLR such
as 240 and/or an entity in 330) that may be received
thereby (e.g. at 46). The IWF/SCEF/interface (e.g.,
and/or a network entity and/or the AS via the interface or
connection) and/or the core network entity (e.g., the
HSS/HLR) may be configured to identify and/or may de-
termine or identify (e.g., as part of 42 and/or 44 and/or
separate therefrom) a WTRU, a group of WTRUs, or sub-
set of the group of WTRUs, for which the request may
be intended and to identify or to specify the time for which
the request may be valid, and the requested active time
or timer and/or any other suitable parameters that may
need to be provided to the serving node to honor the

request and/or initiate the request.
[0103] In an example, the serving node (e.g., the SG-
SN/MME 240 and/or the core network entity 330) may
be configured to verify and/or may verify (e.g., accept or
reject and/or authorize) the request (e.g., at 47). For ex-
ample, the serving node may determine (e.g, at 24)
whether or if the serving node may serve the WTRU, AS,
IWF/SCEF/interface, and/or the like (e.g., based on the
one or more identifiers such as the reference identifier)
that may be received and/or whether PSM (e.g., enabling
or disabling) or modifying reachability may be permitted
(e.g., based on an agreement). The serving node may
be configured to reject and/or may reject a request by
sending a response (e.g., as shown at 48 by the dashed
line in FIG. 2 and/or as part of 51), for example, if the
serving node may not serve the WTRU, group of WTRUs,
or subset of the group of WTRUs. The serving node may
further be configured to reject a request (e.g., at 28 and/or
31) by sending a response, for example, if the serving
node may not have context for the WTRU, or the group
of WTRUs or a subset of the group of WTRUs. Such a
response (e.g., at 48 and/or 51) as described herein may
also include a cause. The serving node may also be con-
figured to store and/or may store (e.g., at 57) the one or
more parameters and/or information that may be part of
the request (e.g., for applying PSM and/or reachability
including the timer and/or other parameters as described
herein), and/or the like that may be received by the serv-
ing node. Additionally (e.g., at 47 along with 49), the serv-
ing node may monitor the WTRU (e.g., 250) for entering
connected mode as described herein and may apply the
timer and/or active time (e.g., to keep the WTRU active
and/or connected). In an example, as described herein,
this may be applied (e.g., at 47 and 49) at each TAU/RAU
procedure and/or via a TAU/RAU procedure.
[0104] Further, in embodiments, the serving node
(e.g., the SGSN/MME) may be configured to respond
and/or may respond or send (e.g., at 51) to the core net-
work entity (e.g., the HSS/HLR) and/or the IWF/SCEF/in-
terface (e.g., and/or a network entity such as another
network entity) and/or the AS with an acknowledgement
that a request for enabling or disabling PSM or reacha-
bility may have been granted and/or if the serving node
may be able to apply such PSM settings. A proactive
measure action as described herein may be initiated by
a serving node (e.g., MME, SGSN, MSC/VLR or the like)
such that the PSM settings and/or the reachability may
be applied to an identified WTRU (e.g., 250 and/or 102a-
d) or group of WTRUs or subset of the group as targeted
by the AS as described herein. In examples herein, the
WTRU (e.g., 250) may be receive (e.g., at 49) the infor-
mation or parameters such as the active timer or time
and/or the other PSM settings and may remain reachable
for the duration of the active timer or until expiration of
the active timer. According to one example (e.g., upon
expiration of the active timer or time), the WTRU may
enter PSM or a power savings mode based on the PSM
settings. As such, as described herein, the serving node
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may trigger (e.g., at 47 and/or 49) the PSM functionality
in WTRU based on the one or more PSM settings such
that the PSM functionality is enabled and disabled (e.g.,
for the duration of the active time) based on the one or
more settings received from the application server.
[0105] According to one example, a PSM setting may
provide that the serving node(s) (e.g., MME and/or SG-
SN, and/or MSC/VLR) grant and/or refuse to grant PSM
usage to the WTRU regardless of the WTRU request.
For example, a WTRU may not be granted PSM usage
(e.g., at 47 and/or 49) by the serving node (e.g., SG-
SN/MME 240 and/or the core network entity 330) if a
setting may prohibit use of a PSM and the WTRU may
be a WTRU for which the PSM may be prohibited (e.g.,
a prohibited group or included in a prohibited group). In
such a scenario, the serving node may not allocate an
active time to the WTRU and may include a cause code
in a TAU Accept message to indicate why PSM was not
granted to the WTRU (e.g., AS setting to not use PSM).
The serving node(s) may be configured to include and/or
may include an active time in the TAU, in an example, if
the MME may have a PSM setting that indicates the
WTRU may use PSM (e.g., regardless of whether the
WTRU fails to request an active time in a TAU). The serv-
ing node(s) (e.g., MME and/or SGSN, and/or MSC/VLR)
may be configured to use and/or may use an active time
with a value provided from the AS (e.g., by way of an
interface such as a middle node, intermediate node, IWF
or gateway function or the like). The serving node(s) (e.g.,
MME and/or SGSN, and/or MSC/VLR may include a
message or an information element (IE) to inform the
WTRU that the active timer may be used (e.g., PSM may
be activated). The above described configurations of the
serving node may ensure that WTRUs may not ignore
an active timer. As described herein, in example, the
WTRU and/or serving node such as the SGSN/MME may
be configured to employ a NAS message that may be
used to activate or deactivate PSM by the WTRU (e.g.,
Attach Request from the WTRU and Attach Response
from the serving node such as the SGSN/MME).
[0106] According to an example, a serving node(s)
(e.g., MME and/or SGSN, and/or MSC/VLR including 240
and/or the core network entity 230) may be configured
to take and/or may take or perform a proactive measure
action to change PSM settings in a WTRU. For example,
if the WTRU is in idle mode, a serving node may first
page (e.g., at 49) the WTRU to force the WTRU to enter
connected mode and thereafter change the PSM setting
accordingly. For example, a serving node (e.g., the SG-
SN/MME such as 240) may be configured to page the
WTRU (e.g., 250) with the WTRU’s international mobile
subscriber identity (IMSI), which has the effect of forcing
the WTRU to reattach to the system. During the re-attach
procedure, the serving node may be configured to en-
force a predetermined PSM setting as described above
with, for example, a TAU or NAS message. The serving
node may be configured to page (e.g., at 49) a WTRU
with a system architecture (SAE)-temporary mobile sub-

scriber identity (S-TMSI). When the WTRU comes to con-
nected mode, the serving node may further be configured
to initiate a detach procedure (e.g., at 47 and 49) to force
the WTRU to re-attach. During the re-Attach procedure,
the serving node may enforce the PSM setting as de-
scribed herein (e.g., above). A MME may be configured
to page the WTRU with S-TMSI, which may trigger the
WTRU to send an (Extended) Service Request message
(e.g., as part of 50). The serving node may then reject
the message with a Service Reject and include a cause
code that forces the WTRU to reattach to the system
using one or more cause codes (e.g., "#10 - implicitly
detached"). The MME may be configured to take other
measures to force the WTRU to send a TAU or Attach
Request (e.g., page the WTRU with S-TMSI) and then,
after successful completion of the service request pro-
cedure, the serving node may deactivate (e.g., as part
of 47) one or more of the WTRU’s packet data network
(PDN) connections or default bearers. While deactivating
the last default bearer, the serving may include a cause
code that forces the WTRU to reattach (e.g., "re-attach
required") or any other session management cause
codes.
[0107] In one or more examples (e.g., if the WTRU may
be in connected mode), the serving node may take one
or more measures described above (e.g., after WTRU
paging). For example, the MME may perform a network
initiated detach with a cause code that may make and/or
cause the WTRU to re-attach to the network or system.
[0108] A NAS message and/or method may be de-
fined, or a NAS message (e.g., that may defined by
3GPP) may be employed (e.g., EMM NAS Information)
and/or used by the serving node (e.g., the SGSN/MME)
to enforce a specific PSM setting at the WTRU (e.g., at
47 and 49). For example, a "NAS UE Feature Request"
may be provided and/or used to convey a predetermined
MME setting for PSM as described above. This message
may include a "request type" that indicates if PSM should
be activated or deactivated. The message may also in-
clude other parameters (e.g., active timer, as determined
by the MME) or other information received by the MME
from the AS by way of the interface.
[0109] According to examples (e.g., when the WTRU
receives this message at 49), the WTRU may ignore a
previous PSM setting and parameters it may have re-
ceived (e.g., a previously allocated active timer) and may
start using the provided parameters (if any). For example,
if the WTRU may already be using PSM and the NAS
message described herein and received thereby indi-
cates that the WTRU should stop using PSM, the WTRU
may stop using PSM and the associated active timer.
Further (e.g., if the NAS message indicates use of PSM),
the WTRU may start using PSM and also use the pro-
vided active timer and ignore a previously allocated ac-
tive timer. As such, this method (e.g., procedure or tech-
nique) may be used to change the value of the active
timer. The WTRU may respond with another NAS mes-
sage (e.g., "NAS UE Feature Acknowledge") to inform
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the MME that the WTRU has changed its PSM settings
accordingly, and also to inform the use of the active timer.
The WTRU may respond with "NAS UE Feature Reject"
and include a cause code to indicate why the request
was rejected by the WTRU. For example, the WTRU may
be configured to reject the provide a command and/or
may provide a command to stop using PSM if its power
level may be below a certain configured threshold and
may return a cause code such as "low power level." IN
an example, the WTRU may be configured to send and/or
may send a power level metric (e.g., in NAS messages)
to indicate its actual power level.
[0110] The AS, MME and/or WTRU may be configured
to activate or deactivate other features in the WTRU to
avoid network congestion. Likewise, other parameters
may be included in a request to enable and/or disable
PSM.
[0111] The serving node (e.g., the SGSN/MME) may
be configured to respond (e.g., at 51) to the AS by way
of the IWF/SCEF/interface, for example, when a WTRU
and/or one or more of the WTRUs within a group respond
(e.g., at 50) to the use of the altered PSM settings. For
example, the serving node (e.g., the SGSN/MME) may
inform (e.g., at 51) the AS (e.g., 210 and/or 310) about
how long the WTRU (e.g., 250) may not be reachable.
[0112] The serving node (e.g., SGSN/MME) may be
configured to inform the AS by way of an interface (e.g.,
including the IWF/SCEF/interface) that a WTRU has ex-
ited PSM and may also provide the length of the active
timer that was last provided to the WTRU. For example,
the serving node may do so when the WTRU establishes
a NAS signaling connection with the serving node using
a NAS message (e.g., Service Request, TAU, and the
like). If the serving node receives a TAU as the first mes-
sage and an active timer may be about to (or may be)
provided to the WTRU, then the MME sends the notifi-
cation to the AS after the active timer has been allocated
(or after the PSM setting or feature has been modified,
for example, activated, deactivated, and the like).
[0113] It may be appreciated by those skilled in the art
that even though the above disclosure provides exam-
ples in the context of an LTE system, the same examples
may be apply in the context of the GERAN/UMTS system
where an SGSN replaces the MME and the correspond-
ing NAS message may be used to achieve the examples
described above, and a NAS messages may also be de-
fined as described above.
[0114] The techniques, processes and procedure de-
scribed in this disclosure may apply to a Global System
for Mobile communications radio access network (GER-
AN), Global System for Mobile communications (GSM),
Enhanced Data rates for GSM Evolution (EDGE), GSM
EDGE (GERAN), a universal terrestrial radio access net-
work (UTRAN), an evolved universal terrestrial radio ac-
cess (eUTRAN), first responder network authority (First-
Net), or other cellular networks employing Wideband
Code Division Multiple Access (WCDMA), a High Speed
Packet Access (HSPA), a vehicle ad hoc network, other

radio technologies, such as IEEE 802.16 (e.g., World-
wide Interoperability for Microwave Access (WiMAX)),
CDMA2000, CDMA2000 IX, CDMA2000 EV-DO, Interim
Standard 2000 (IS-2000), Interim Standard 95 (IS-95),
Interim Standard 856 (IS-856), and the like.
[0115] A WTRU may refer to an identity of the physical
device, or to the user’s identity, such as subscription re-
lated identities, e.g., MSISDN, SIP URI, etc., MTC WTRU
may refer to application-based identities, e.g., user
names that may be used per application.
[0116] The processes described above may be imple-
mented in a computer program, software, and/or
firmware incorporated in a computer-readable medium
for execution by a computer and/or processor. Examples
of computer-readable media include, but are not limited
to, electronic signals (transmitted over wired and/or wire-
less connections) and/or computer-readable storage me-
dia. Examples of computer-readable storage media in-
clude, but are not limited to, a read only memory (ROM),
a random access memory (RAM), a register, cache mem-
ory, semiconductor memory devices, magnetic media
such as, but not limited to, internal hard disks and remov-
able disks, magneto-optical media, and/or optical media
such as CD-ROM disks, and/or digital versatile disks
(DVDs). A processor in association with software may
be used to implement a radio frequency transceiver for
use in a MTC WTRU, UE, terminal, base station, RNC,
and/or any host computer.

Claims

1. A method (200) performed by a Service Capability
Exposure Function, SCEF, to configure power sav-
ing mode, PSM, settings for one or more wireless
transmit receive units, WTRUs (102a, 102b, 102c),
the method comprising:

receiving, at the SCEF, a request related to one
or more PSM settings for one or more WTRUs,
the PSM settings comprising one or more pa-
rameters, wherein a first parameter of the one
or more parameters is a time indicating a period
of reachability for the one or more WTRUs, and
wherein the request originates from an applica-
tion server and is directed towards a core net-
work (106a) associated with the SCEF;
determining whether the one or more parame-
ters are permitted based on the request; and
on a condition that the one or more parameters
are permitted, sending the one or more param-
eters to the core network for the one or more
WTRUs, and
on a condition that the one or more parameters
are not permitted, sending a response to the ap-
plication server with a cause indicating why the
request was not permitted.
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2. A Service Capability Exposure Function, SCEF,
comprising:

a processor (118) configured to:

receive a request related to one or more
power saving mode, PSM, settings for one
or more wireless transmit receive units,
WTRUs (102a, 102b, 102c), the PSM set-
tings comprising one or more parameters,
wherein a first parameter of the one or more
parameters is a time indicating a period of
reachability for the one or more WTRUs,
and wherein the request initially originates
from an application server and is directed
towards a core network (106a) associated
with the SCEF,
determine whether the one or more param-
eters are permitted based on the request;
and
on a condition that the one or more param-
eters are permitted, send the one or more
parameters to the core network for the one
or more WTRUs, and

on a condition that the one or more parameters
are not permitted, send a response to the appli-
cation server with a cause indicating why the
request was not permitted.

3. The method of claim 1 or the SCEF of claim 2, where-
in the one or more PSM settings further comprise an
indication to deactivate PSM for the one or more
WTRUs.

4. The method of claim 1 or the SCEF of claim 2, where-
in the one or more parameters further comprises a
second parameter of a time for a tracking area up-
date, TAU, timer.

5. The method of claim 1 or the SCEF of claim 2, where-
in the first parameter further includes an active timer
based on the period of reachability, and upon expi-
ration of the active timer, the one or more WTRUs
are configured to enter PSM.

6. The method of claim 1, further comprising:

determining that the time indicating the period
of reachability for the one or more WTRUs is
below a threshold or outside of a range; and
determining not to direct the one or more param-
eters to the one or more WTRUs.

7. The method of claim 1, further comprising:

determining that the time indicating the period
of reachability for the one or more WTRUs is

above the threshold or within a range; and
directing the one or more parameters to the one
or more WTRUs.

8. The method of claim 1, further comprising sending,
via the SCEF, a message to the application server
indicating that the PSM settings have been provided
to the one or more WTRUs.

9. The method of claim 1, wherein the request relating
to the one or more PSM settings from the application
server comprises an indication whether the SCEF
should or should not take one or more proactive
measures or actions, wherein the proactive meas-
ures or actions comprise one or more actions for
enabling or disabling PSM in the one or more
WTRUs.

10. The method of claim 9, wherein the one or more ac-
tions comprise one or more of the following:

a proactive measure or action configured to
force a change in a PSM setting in the one or
more WTRUs that are in idle mode by sending
a page to the one or more WTRUs to force the
one or more WTRUs to enter connected mode
and thereafter change a PSM setting;
a proactive measure or action configured to
force a change in a PSM setting in the one or
more WTRUs by paging the one or more
WTRUs with the international mobile subscriber
identity, IMSI, of the one or more WTRUs con-
figured to force the one or more WTRUs to reat-
tach to the system;
a proactive measure or action configured to
page the one or more WTRUs with a system
architecture, SAE, -temporary mobile subscrib-
er identity, S-TMSI;
a proactive measure or action configured to
page the one or more WTRUs with S-TMSI to
trigger the one or more WTRUs to send an Ex-
tended Service Request message; or
a proactive measure or action configured to
force the one or more WTRUs to send a tracking
area update or attach request.

11. The SCEF of claim 2, wherein the processor is further
configured to:

determine that the time indicating the period of
reachability for the one or more WTRUs is below
a threshold or outside of a range; and
determine not to direct the one or more param-
eters to the one or more WTRUs.

12. The SCEF of claim 2, further comprising:

determine that the time indicating the period of

35 36 



EP 3 162 091 B1

20

5

10

15

20

25

30

35

40

45

50

55

reachability for the one or more WTRUs is above
the threshold or within a range; and
direct the one or more parameters to the one or
more WTRUs.

13. The SCEF of claim 2, wherein the processor is further
configured to send a message to the application
server indicating that the one or more PSM settings
have been provided to the one or more WTRUs.

14. The SCEF of claim 2, wherein the request relating
to the one or more PSM settings from the application
server comprises an indication whether the SCEF
should or should not take one or more proactive
measures or actions, wherein the proactive meas-
ures or actions comprise one or more actions for
enabling or disabling PSM in the one or more
WTRUs.

Patentansprüche

1. Verfahren (200), das durch eine Service Capability
Exposure Function, SCEF, durchgeführt wird, um
Einstellungen des Energiesparmodus, PSM, für eine
oder mehrere drahtlose Sende/Empfangseinheiten,
WTRUs (102a, 102b, 102c) zu konfigurieren, wobei
das Verfahren umfasst:

Empfangen einer Anfrage, die eine oder meh-
rere PSM-Einstellungen für eine oder mehrere
WTRUs betrifft, an der SCEF, wobei die PSM-
Einstellungen einen oder mehrere Parameter
umfassen, wobei ein erster Parameter des ei-
nen oder der mehreren Parameter eine Zeit ist,
die eine Periode der Erreichbarkeit für die eine
oder mehreren WTRUs angibt, und wobei die
Anfrage ihren Ursprung in einem Applikations-
server hat und zu einem Kernnetzwerk (106a)
gelenkt wird, das mit der SCEF assoziiert ist;
Bestimmen basierend auf der Anfrage, ob der
eine oder die mehreren Parameter zulässig
sind; und
unter einer Bedingung, dass der eine oder die
mehreren Parameter zulässig sind, Senden des
einen oder der mehreren Parameter an das
Kernnetzwerk für die eine oder mehreren
WTRUs, und
unter einer Bedingung, dass der eine oder die
mehreren Parameter nicht zulässig sind, Sen-
den einer Antwort an den Applikationsserver mit
einer Ursache, welche angibt, warum die Anfra-
ge nicht zugelassen wurde.

2. Service Capability Exposure Function, SCEF, um-
fassend:

einen Prozessor (118), der konfiguriert ist zum:

Empfangen einer Anfrage, die eine oder
mehrere Einstellungen des Energiespar-
modus, PSM, für eine oder mehrere draht-
lose Sende/ Empfangseinheiten, WTRUs
(102a, 102b, 102c) betrifft, wobei die PSM-
Einstellungen einen oder mehrere Parame-
ter umfassen, wobei ein erster Parameter
des einen oder der mehreren Parameter ei-
ne Zeit ist, die eine Periode der Erreichbar-
keit für die eine oder mehreren WTRUs an-
gibt, und wobei die Anfrage anfangs ihren
Ursprung in einem Applikationsserver hat
und zu einem Kernnetzwerk (106a) gelenkt
wird, das mit der SCEF assoziiert ist;
Bestimmen basierend auf der Anfrage, ob
der eine oder die mehreren Parameter zu-
lässig sind; und
unter einer Bedingung, dass der eine oder
die mehreren Parameter zulässig sind,
Senden des einen oder der mehreren Pa-
rameter an das Kernnetzwerk für die eine
oder mehreren WTRUs, und

unter einer Bedingung, dass der eine oder die
mehreren Parameter nicht zulässig sind, Sen-
den einer Antwort an den Applikationsserver mit
einer Ursache, welche angibt, warum die Anfra-
ge nicht zugelassen wurde.

3. Verfahren nach Anspruch 1 oder SCEF nach An-
spruch 2, wobei die eine oder mehreren PSM-Ein-
stellungen des Weiteren eine Angabe umfassen,
PSM für die eine oder mehreren WTRUs zu deakti-
vieren.

4. Verfahren nach Anspruch 1 oder SCEF nach An-
spruch 2, wobei der eine oder die mehreren Para-
meter des Weiteren einen zweiten Parameter einer
Zeit für einen Timer zur Tracking-Bereichsaktualisie-
rung, TAU, umfassen.

5. Verfahren nach Anspruch 1 oder SCEF nach An-
spruch 2, wobei der erste Parameter des Weiteren
einen aktiven Timer basierend auf der Periode der
Erreichbarkeit einschließt, und wobei die eine oder
mehreren WTRUs konfiguriert sind, um bei Ablauf
des aktiven Timers in den PSM einzutreten.

6. Verfahren nach Anspruch 1, des Weiteren umfas-
send:

Bestimmen, dass die Zeit, welche die Periode
der Erreichbarkeit für die eine oder mehreren
WTRUs angibt, unter einem Schwellenwert oder
außerhalb eines Bereichs liegt; und
Bestimmen, den einen oder die mehreren Pa-
rameter nicht zu dem einen oder den mehreren
WTRUs zu lenken.
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7. Verfahren nach Anspruch 1, des Weiteren umfas-
send:

Bestimmen, dass die Zeit, welche die Periode
der Erreichbarkeit für die eine oder mehreren
WTRUs angibt, über einem Schwellenwert oder
innerhalb eines Bereichs liegt; und
Lenken des einen oder der mehreren Parameter
zu dem einen oder den mehreren WTRUs.

8. Verfahren nach Anspruch 1, des Weiteren umfas-
send Senden einer Nachricht an den Applikations-
server über die SCEF, dass die PSM-Einstellungen
der einen oder den mehreren WTRUs bereitgestellt
wurden.

9. Verfahren nach Anspruch 1, wobei die Anfrage von
dem Applikationsserver, welche die eine oder meh-
reren PSM-Einstellungen betrifft, eine Angabe um-
fasst, ob die SCEF eine oder mehrere proaktive
Maßnahmen oder Aktionen durchführen sollte oder
nicht, wobei die proaktiven Maßnahmen oder Aktio-
nen einer oder mehreren Aktionen zur Aktivierung
oder Deaktivierung von PSM in der einen oder den
mehreren WTRUs entsprechen.

10. Verfahren nach Anspruch 9, wobei die eine oder
mehreren Aktionen eine oder mehrere der folgenden
umfassen:

eine proaktive Maßnahme oder Aktion, die kon-
figuriert ist, um eine Änderung in einer PSM-Ein-
stellung in der einen oder den mehreren WTRUs
zu erzwingen, die sich im Ruhemodus befinden,
indem ein Pagersignal an die eine oder mehre-
ren WTRUs gesendet wird, um die eine oder
mehreren WTRUs zu zwingen, in den verbun-
denen Modus einzutreten und danach eine
PSM-Einstellung zu ändern;
eine proaktive Maßnahme oder Aktion, die kon-
figuriert ist, um eine Änderung in einer PSM-Ein-
stellung in der einen oder den mehreren WTRUs
zu erzwingen, indem die eine oder mehreren
WTRUs mit der internationalen Mobilfunk-Teil-
nehmerkennung, IMSI, der einen oder mehre-
ren WTRUs angepiepst wird, die konfiguriert ist,
um die eine oder mehreren WTRUs zu zwingen,
mittels Attach wieder an das System anzubin-
den;
eine proaktive Maßnahme oder Aktion, die kon-
figuriert ist, um die eine oder mehreren WTRUs
mit einer vorübergehenden Mobilfunk-Teilneh-
merkennung, S-TMSI, der Systemarchitektur,
SAE, anzupiepsen;
eine proaktive Maßnahme oder Aktion, die kon-
figuriert ist, um die eine oder mehreren WTRUs
mit S-TMSI anzupiepsen, um die eine oder meh-
reren WTRUs so zu triggern, dass sie eine er-

weiterte Serviceanforderungsnachricht senden;
oder
eine proaktive Maßnahme oder Aktion, die kon-
figuriert ist, um die eine oder mehreren WTRUs
zu zwingen, eine Tracking-Bereichsaktualisie-
rungsanforderung oder einen Attach-Request
zu senden.

11. SCEF nach Anspruch 2, wobei der Prozessor des
Weiteren konfiguriert ist zum:

Bestimmen, dass die Zeit, welche die Periode
der Erreichbarkeit für die eine oder mehreren
WTRUs angibt, unter einem Schwellenwert oder
außerhalb eines Bereichs liegt; und
Bestimmen, den einen oder die mehreren Pa-
rameter nicht zu der einen oder den mehreren
WTRUs zu lenken.

12. SCEF nach Anspruch 2, des Weiteren umfassend:

Bestimmen, dass die Zeit, welche die Periode
der Erreichbarkeit für die eine oder mehreren
WTRUs angibt, über einem Schwellenwert oder
innerhalb eines Bereichs liegt; und
Lenken des einen oder der mehreren Parameter
zu der einen oder den mehreren WTRUs.

13. SCEF nach Anspruch 2, wobei der Prozessor des
Weiteren konfiguriert ist, um eine Nachricht an den
Applikationsserver zu senden, welche angibt, dass
die PSM-Einstellungen der einen oder den mehreren
WTRUs bereitgestellt wurden.

14. SCEF nach Anspruch 2, wobei die Anfrage von dem
Applikationsserver, welche die eine oder mehreren
PSM-Einstellungen betrifft, eine Angabe umfasst, ob
die SCEF eine oder mehrere proaktive Maßnahmen
oder Aktionen durchführen sollte oder nicht, wobei
die proaktiven Maßnahmen oder Aktionen einer oder
mehreren Aktionen zur Aktivierung oder Deaktivie-
rung von PSM in der einen oder den mehreren
WTRUs entsprechen.

Revendications

1. Procédé (200) executé par une fonction d’exposition
de capacité de service, SCEF, pour configurer les
paramètres de mode d’économie d’énergie, PSM,
pour une ou plusieurs unités d’émission/réception
sans fil, WTRU (102a, 102b, 102c), le procédé com-
prenant de:

recevoir, au niveau du SCEF, une demande re-
lative à un ou plusieurs paramètres PSM pour
une ou plusieurs WTRU, les paramètres PSM
comprenant un ou plusieurs paramètres, dans

39 40 



EP 3 162 091 B1

22

5

10

15

20

25

30

35

40

45

50

55

lequel un premier paramètre des un ou plusieurs
paramètres est un temps indiquant une période
d’accessibilité pour une ou plusieurs WTRU, et
dans lequel la demande provient d’un serveur
d’application et est dirigée vers un réseau cen-
tral (106a) associé au SCEF;
déterminer si le ou les paramètres sont autorisés
sur la base de la demande; et
à la condition que le ou les paramètres soient
autorisés, envoyer le ou les paramètres au ré-
seau central pour la ou les WTRU, et à la con-
dition que le ou les paramètres ne soient pas
autorisés, envoyer une réponse à l’application
serveur avec une cause indiquant pourquoi la
demande n’a pas été autorisée.

2. Fonction d’exposition de capacité de service, SCEF,
comprenant:

un processeur (118) configuré pour:

recevoir une demande liée à un ou plusieurs
modes d’économie d’énergie, PSM, des pa-
ramètres pour une ou plusieurs unités de
réception d’émission sans fil, WTRU (102a,
102b, 102c), les paramètres PSM compre-
nant un ou plusieurs paramètres, dans le-
quel un premier paramètre d’un ou plu-
sieurs paramètres est un temps indiquant
une période d’accessibilité pour une ou plu-
sieurs WTRU, et dans lequel la demande
provient initialement d’un serveur d’applica-
tion et est dirigée vers un réseau central
(106a) associé à la SCEF, déterminer si le
ou les paramètres sont autorisé en fonction
de la demande; et
à la condition que le ou les paramètres
soient autorisés, envoyer le ou les paramè-
tres au réseau central pour la ou les WTRU,
et

à condition que le ou les paramètres ne soient
pas autorisés, envoyer une réponse au serveur
d’application avec une cause indiquant pourquoi
la demande n’a pas été autorisée.

3. Procédé selon la revendication 1 ou SCEF selon la
revendication 2, dans lequel le ou les paramètres
PSM comprennent en outre une indication de dé-
sactivation du PSM pour la ou les WTRU.

4. Procédé selon la revendication 1 ou SCEF selon la
revendication 2, dans lequel le ou les paramètres
comprennent en outre un deuxième paramètre d’un
temps pour un temporisateur de mise à jour de zone
de suivi, TAU.

5. Procédé selon la revendication 1 ou SCEF selon la

revendication 2, dans lequel le premier paramètre
comprend en outre un temporisateur actif basé sur
la période d’accessibilité, et à l’expiration du minu-
teur actif, la ou les WTRU sont configurées pour en-
trer le PSM.

6. Procédé selon la revendication 1, comprenant en
outre de:

déterminer que l’heure indiquant la période d’ac-
cessibilité pour un ou plusieurs WTRUs est en
dessous d’un seuil ou en dehors d’une plage; et
déterminer de ne pas diriger le ou les paramè-
tres vers la ou les WTRU.

7. Procédé selon la revendication 1, comprenant en
outre de:

déterminer que l’heure indiquant la période d’ac-
cessibilité pour un ou plusieurs WTRU est au-
dessus du seuil ou dans une plage; et
diriger le ou les paramètres vers une ou plu-
sieurs WTRU.

8. Procédé selon la revendication 1, comprenant en
outre l’envoi, via la SCEF, d’un message au serveur
d’application indiquant que les paramètres PSM ont
été fournis à une ou plusieurs WTRU.

9. Procédé selon la revendication 1, dans lequel la de-
mande relative au ou aux paramètres PSM du ser-
veur d’application comprend une indication si le
SCEF doit ou non prendre une ou plusieurs mesures
ou actions proactives, les mesures ou actions proac-
tives comprenant une ou plusieurs actions pour ac-
tiver ou désactiver le PSM dans la ou les WTRU.

10. Procédé selon la revendication 9, dans lequel la ou
les actions comprennent une ou plusieurs des ac-
tions suivantes:

une mesure ou une action proactive configurée
pour forcer une modification d’un paramètre
PSM dans une ou plusieurs WTRU qui sont en
mode inactif en envoyant une page à une ou
plusieurs WTRU pour forcer une ou plusieurs
WTRU à entrer en mode connecté, puis modifier
un paramètre PSM;
une mesure ou une action proactive configurée
pour forcer un changement dans un paramètre
PSM dans une ou plusieurs WTRU en paginant
la ou les WTRU avec l’identité internationale de
l’abonné mobile, IMSI, de la ou des WTRU con-
figurées pour forcer une ou plusieurs WTRU se
rattacher au système;
une mesure ou une action proactive configurée
pour rechercher une ou plusieurs WTRU avec
une identité d’abonné mobile temporaire, S-TM-

41 42 



EP 3 162 091 B1

23

5

10

15

20

25

30

35

40

45

50

55

SI, d’ architecture de système, SAE;
une mesure ou une action proactive configurée
pour rechercher une ou plusieurs WTRU avec
une S-TMSI pour déclencher une ou plusieurs
WTRU pour envoyer un message de demande
de service étendu; ou une mesure ou une action
proactive configurée pour forcer la ou les WTRU
à envoyer une mise à jour de la zone de suivi
ou à joindre une demande.

11. SCEF selon la revendication 2, dans laquelle le pro-
cesseur est en outre configuré pour:

déterminer que le temps indiquant la période
d’accessibilité pour la ou les WTRU est inférieur
à un seuil ou à l’extérieur d’une plage; et
déterminer de ne pas diriger le ou les paramè-
tres vers une ou plusieurs WTRU.

12. SCEF selon la revendication 2, comprenant en outre
de:

déterminer que le temps indiquant la période
d’accessibilité pour la ou les WTRU est au-des-
sus du seuil ou dans une plage; et
diriger le ou les paramètres vers une ou plu-
sieurs WTRU.

13. SCEF selon la revendication 2, dans laquelle le pro-
cesseur est en outre configuré pour envoyer un mes-
sage au serveur d’application indiquant que le ou les
paramètres PSM ont été fournis à une ou plusieurs
WTRU.

14. SCEF selon la revendication 2, dans laquelle la de-
mande relative aux un ou plusieurs paramètres PSM
du serveur d’application comprend une indication si
le SCEF doit ou non prendre une ou plusieurs me-
sures ou actions proactives, les mesures ou actions
proactives comprenant une ou plusieurs actions
pour activer ou désactiver le PSM dans la ou les
WTRU.
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