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Description

BACKGROUND OF THE INVENTION

1. Field of the Invention

[0001] The present invention relates to the configura-
tions of a data storage system for use as an external
storage device of a computer, and a data storage control
apparatus, and more particularly, a data storage system
having the combinations and connections of units so as
to configure the data storage system connecting a mul-
tiplicity of disk devices with high performance and flexi-
bility, and a data storage control apparatus.

2. Description of the Related Art

[0002] In recent years, as a variety of data has been
structured of electronic form and handled by computers,
the importance of a data storage apparatus (external
storage apparatus) capable of storing a large amount of
data with good efficiency and high reliability, independ-
ently of a host computer for processing the data, is in-
creasing.
[0003] As such a data storage apparatus, a disk array
apparatus constituted of a large quantity of disk devices
(for example, magnetic disk drives and optical disk
drives) and a disk controller for controlling the above large
quantity of disk devices has been put into use. The disk
array apparatus can control such the large quantity of
disk devices by accepting disk access requests simulta-
neously from a plurality of host computers. In recent
years, there has been provided a disk array apparatus
capable of controlling disk devices of a few thousands or
more in number, or in terms of storage capacity, a disk
device group of a few hundred terabytes or more, by use
of a single disk array apparatus.
[0004] Such a disk array apparatus incorporates a
memory that plays the role of a disk cache. With this, it
becomes possible to reduce a data access time required
when a read request or a write request is received from
a host computer, making it possible to obtain high per-
formance.
[0005] In general, the disk array apparatus is consti-
tuted of a plurality of kinds of major units, namely, channel
adaptors provided in the connection portion to the host
computer, disk adaptors provided in the connection por-
tion to disk drives, control units taking charge of control-
ling the cache memory and the disk array apparatus as
a whole, and a large quantity of disk drives.
[0006] FIG. 15 shows a configuration diagram of a disk
array apparatus 100 according to a first conventional ex-
ample. As shown in FIG. 15, the conventional disk array
apparatus 100 is structured of a plurality of major units,
including control managers (shown as CM in the figure)
10 each having a cache memory and a cache control
unit, channel adaptors (shown as CA in the figure) 11 for
interfacing with host computers (not shown in the figure),

disk enclosures 12 each having a plurality of disk drives,
and disk adaptors (shown as DA in the figure) 13 for
interfacing with the above disk enclosures 12.
[0007] Furthermore, there are provided routers (shown
as RT in the figure) 14 for interconnecting among the
control managers 10, the channel adaptors 11, and the
disk adaptors 13 to perform data transfer and communi-
cation among such the major units.
[0008] There are provided four control managers 10 in
the above disk array apparatus 100. Also, the four routers
14 are provided corresponding to the control managers
10. The above control managers 10 and routers 14 are
interconnected in one-to-one correspondence. By this,
the connections between the plurality of control manag-
ers 10 become redundant, so as to increase availability
(for example, the Japanese Unexamined Patent Publi-
cation No. 2001-256003).
[0009] Namely, in the event that one of the routers 14
becomes faulty, the connections among the plurality of
control managers 10 can be secured by passing data
through another router 14. Thus, the disk array apparatus
100 can continue normal operation even in such a case.
[0010] Further, in the above disk array apparatus 100,
two channel adaptors 11 and two disk adaptors 13 are
connected to each router 14. The channel adaptors 11
and disk adaptors 13 can communicate with any control
managers 10 through the interconnections between the
control managers 10 and routers 14.
[0011] Also, the channel adaptors 11 are connected to
host computers (not shown) processing data, through,
for example, Fibre Channel and Ethernet (registered
trademark). Meanwhile, the disk adaptors 13 are con-
nected to the disk enclosures 12 (typically, a group of the
disk drives) through, for example, a Fiber Channel cable.
[0012] Further, exchanges of a variety of types of in-
formation (for example, data mirroring processing among
a plurality of cache memories), which maintains the con-
sistency of the operation inside disk array apparatus 100
as well as user data from the host computers, are per-
formed between the channel adaptors 11 and the control
managers 10, as well as between the disk adaptors 13
and the control managers 10.
[0013] In the above disk array apparatus 100, a control
manager taking charge of the cache function is assigned
in advance on the basis of each address of each mounted
disk. Therefore, on receipt of a disk access request from
a host, first, it is necessary for the disk array apparatus
100 to perform operation for determining a control man-
ager that takes charge of the requested address. Further,
since the cache memory is structured of a volatile mem-
ory, it is necessary to perform mirroring, that is, storing
the identical data into a cache memory of another control
manager, to prepare for the occurrence of a fault.
[0014] Namely, in case of write operation from a host
computer, data from the host computer are first received
in the channel adaptor 11. The channel adaptor 11 in-
quires one control manager 10 which control manager
10 is taking charge of the disk requested from the host.
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Thereafter, the channel adaptor 11 writes the data into
the cache memory provided in the control manager 10
in change. When the write operation is completed nor-
mally, the channel adaptor 11 sends a completion noti-
fication to the host computer.
[0015] Similarly, on receipt of a read request from a
host computer, the channel adaptor 11 inquires one con-
trol manager 10 which control manager 10 is taking
charge of the requested data. Thereafter, the channel
adaptor 11 requests the control manager 10 in charge to
send the read data.
[0016] The received control manager 10 immediately
notifies the read data to the channel adapter 11, if the
data of interest is existent in the cache memory. On the
contrary, the data of interest is not existent in the cache
memory, the control manager 10 requests the disk adap-
tor 13 to read out the data from the disk.
[0017] The disk adaptor 13 reads out the data from the
disk, then the disk adaptor 13 writes the data into the
cache memory of the control manager 10 in charge. In
response to the above data write, the control manager
10 in charge notifies the channel adaptor 11 that it has
become possible to read out the data. On receipt of the
above notification, the channel adaptor 11 reads out the
data from the cache memory, and then transfers the read
data to the host computer.
[0018] FIG. 16 shows an explanation diagram of a sec-
ond conventional technique. A disk array apparatus 102
shown in FIG. 16 includes four (4) control managers
(cache memories and control units) 10. Each control
manager (CM) 10 is connected to the channel adaptor
(CA) 11 and the disk adaptor (DA) 13.
[0019] Further, four control managers 10 are intercon-
nected by a pair of routers 14 so as to enable communi-
cation among each other. The channel adaptor 11 is con-
nected to a host computer(s) (not shown) through Fibre
Channel or Ethernet (registered trademark). Also, the
disk adaptor 13 is connected to the disk drives in the disk
enclosure 12, through, for example, Fiber Channel ca-
bles.
[0020] Further, the disk enclosure 12 has two ports (for
example, Fiber Channel ports) connected to the different
disk adaptors 13. With this, redundancy is provided in
the configuration, so as to increase fault tolerance.
[0021] Through the above routers 14, exchanges of a
variety of types of information (for example, data mirror-
ing processing among a plurality of cache memories) are
performed so as to maintain the consistency of the op-
eration inside disk array unit 102.
[0022] In the above second conventional example, the
channel adaptor 11 receives the write data from the host
computer, and transfers the write data to the control man-
ager 10 under connection. On receipt of the write data,
the control manager 10 confirms a control manager 10
in charge, and if the data-received control manager is
taking charge, the control manager 10 of interest notifies
the channel adaptor 11 that data write processing has
been completed. Meanwhile, if another control manager

10 is taking charge of the relevant data, the data is trans-
ferred to the other control manager 10 in charge, and the
completion of data processing is notified to the channel
adaptor 11. On receipt of the notification from the control
manager 10 in charge, the channel adaptor 11 sends a
write completion notification to the host.
[0023] In case of receiving a read request from the host
computer also, first, the channel adaptor 11 issues a re-
quest to the control manager 10 under connection. On
receipt of the above request, the control manager 10 con-
firms the control manager in charge. If the request-re-
ceived control manager is taking charge, the control man-
ager 10 of interest either extracts the data from the cache
memory, or reads out the data from a disk via the disk
adaptor 13, and then transfers the readout data to the
channel adaptor 11.
[0024] On the other hand, in case another control man-
ager 10 is taking charge, a request is sent to the relevant
control manager 10 in charge. The control manager 10
in charge then transfers to the channel adaptor 11 the
returned data through the read operation similar to the
above description. The channel adaptor 11 then transfers
the data received from the control manager 10 to the host
computer.
[0025] Through spread of electronic data having been
promoted in recent years, there are demands on a data
storage system of larger capacity and higher speed. In
each of the storage units shown in the above-mentioned
two conventional examples, high availability and flexibil-
ity have been attained. However, in some aspects, it is
insufficient to support a plurality of host interface types.
[0026] Namely, the support types are different depend-
ing on the difference in protocols and throughputs of the
host interface. For example, for Fibre Channel and iSCSI
(Internet Small Computer System Interface), which are
interfaces for so-called open system host computers like
a UNIX (registered trademark) server or an IA (Internet
Appliance) server, a high throughput of 200 MB/s or more
is required. In contrast, in FICON (registered trademark)
and ESCON (registered trademark), which are the inter-
faces for mainframe host computers, it is sufficient if the
throughput of 20 MB/s to 200 MB/s or of that order is
provided.
[0027] Also, there is a difference in the response time
expected by the hosts. In case of the open system host,
after a request is transmitted, the connection to a storage
device is once disconnected, and in the meantime, other
processing is performed. On the other hand, in case of
the mainframe host, a series of processing from first re-
quest transmission, data transfer to status reception is
performed in most cases, through which the connection
to a storage device is maintained. Accordingly, the main-
frame host requires a short response time for one data
transfer.
[0028] In case that such a plurality of host interfaces
having different types of protocols or throughputs are to
be supported, according to the configuration using the
first conventional technique, a bottleneck of throughput
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is apt to be produced in the router, because the whole
paths between the channel adaptors to the control man-
agers, between the disk adaptors and the control man-
agers, and among the respective control managers pass
through the router. In short, it can be said that, by such
a configuration, it is hard to provide the channel adaptor
with a sufficient throughput.
[0029] Further, according to the configuration using the
second conventional technique, a throughput problem
does not occur because buses connecting between the
channel adaptors and the control managers, between
the disk adaptors and the control managers, and among
the respective control managers are entirely independ-
ent. However, there are some cases that are hard to sat-
isfy a required response speed for the host.
[0030] The above situation will be described below,
taking an exemplary case of producing a substantially
slow response speed. Consider a case of rewriting a por-
tion of data on the disk by a data from a host. Since the
disk data are protected by check codes given on the basis
of a certain unit of data, when a portion of the data is to
be rewritten, it is necessary to generate the check code
afresh, using the remaining portion of the unit of data, as
well as the exact portion to be rewritten. If the remaining
data does not exist in the cache, readout operation from
the disk becomes necessary in spite of write processing,
which takes a substantially long time to respond.
[0031] In particular, according to the second conven-
tional technique, there are cases that the control man-
ager taking charge of data requested from a host is not
connected to the channel adaptor having received the
request from the host. In such cases, the response time
becomes still longer. In the following description, for the
sake of explanation, a control manager to which a chan-
nel adaptor having received a request from a host is con-
nected is referred to as CM-R (receive-CM), a control
manager taking charge of the data concerned is referred
to as CM-M (master-CM), and a control manager having
mirror data of the cache data is referred to as CM-S
(slave-CM).

(1) The channel adaptor 11 receives a write data
from a host.
(2) In order to generate a check code, the disk adap-
tor 13 reads out the remaining data from the disk.
(3) The disk adaptor 13 writes the data into the con-
trol manager CM-M.
(4) The control manager CM-M transfers the data to
the control manager CM-R.
(5) The channel adaptor 11 writes the data into the
control manager CM-R.
(6) The control manager CM-R generates a check
code corresponding to the new data, and transfers
the generated check code to both control managers
CM-M, CM-S.

[0032] Further, according to the aforementioned sec-
ond conventional disk array apparatus, in order to in-

crease the capacity and/or the speed, when an additional
set(s) of control manager 10, channel adaptor 11 and/or
disk adaptor 13 are to be installed, it is necessary to in-
crease the number of ports of the disk enclosure 12, and
also increase the number of connection cables between
the disk adaptor 13 and the disk enclosure 12.
[0033] When increasing the number of ports of the disk
enclosure 12, the number of cables corresponding to the
number of the disk adaptors connected to one disk en-
closure is to be increased also. This requires a larger
mounting space, and therefore brings about a larger de-
vice size. Further, since two path systems for one disk
enclosure are sufficient in view of a redundant configu-
ration, it is not recommendable to increase the number
of ports. Furthermore, since the number of connected
disk adaptors is not constant but variable depending on
a user’s request, if a large number of ports are increased,
it becomes wasteful against a small number of disk adap-
tors. On the other hand, if a small number of ports are
increased, it becomes not possible to cope with a large
number of disk adaptors. Namely, versatility is lost.
[0034] Meanwhile, in the first conventional disk array
unit, when configuring a large-scale disk array unit pro-
vided with a multiplicity of major units, the number of con-
nection lines between control managers 10 and routers
14 abruptly increases. This produces complicated con-
nection relation, making it difficult to mount physically.
[0035] For example, in the configuration shown in FIG.
15, as shown in FIG. 17, the disk array apparatus has a
mounting structure such that four (4) control managers
10 and four (4) routers 14 are connected through a back
panel 15. In this case, as described earlier, the number
of signal lines becomes 4 3 4 3 [the number of signal
lines per path], as shown in FIG. 15. For example, as
described before, when one path connection is consti-
tuted of a 64-bit PCI (parallel bus), the number of signal
lines including control lines on back panel 15 becomes
approximately 1,600 (= 4343100). In order to wire the
above signal lines, the printed board for back panel 15
requires six signal layers.
[0036] In case of a larger scale configuration, for ex-
ample, constituted of eight (8) control managers (four
sheets) 10 and eight (8) routers (four sheets) 14 connect-
ed through back panel 15, the required number of signal
lines reaches approximately 6,400 (= 8383100). The
printed board for back panel 15 in this case requires four
times as many as the above, namely 24 layers. It is hard
to realize.
[0037] In place of the 64-bit PCI bus, when assuming
a case of connection through a 4-lane PCI-Express bus
of reduced signal lines, the required number of signal
lines becomes 1,024 (= 8x8x16). As compared to a PCI
bus of 66 MHz, the PCI-Express bus is a high-speed bus
of 2.5 Gbps in speed. In order to maintain the signal qual-
ity of the high-speed bus, it is necessary to use an ex-
pensive material for the substrate.
[0038] Furthermore, when using a low-speed bus, it is
possible to exchange among wiring layers using vias. On
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the other hand, use of the vias in the high-speed bus
produces degraded signal quality, which is to be avoided.
Accordingly, when using the high-speed bus, it is neces-
sary to allocate the entire signal lines so as not to intersect
mutually. As compared to the case of a low-speed bus
having the same number of signal lines, the substrate is
required approximately twice as many signal layers, for
example twelve signal layers. Further, the substrate is to
be structured of expensive material, which is also not
realistic.
[0039] Moreover, in the first conventional disk array
apparatus 100, if a fault occurs in one of routers 14, the
channel adaptors 11 and the disk adaptors 13 connected
in subordination to the failed router 14 become unavail-
able immediately when the fault occurs in the router 14.
[0040] EP 1 510 921 A shows a storage control appa-
ratus according to the preamble of claim 1.

SUMMARY OF THE INVENTION

[0041] Accordingly, it is an object of the present inven-
tion to provide a data storage system and a data storage
control apparatus, for improving both a response time to
a mainframe host and a throughput of an open system
host.
[0042] It is another object of the present invention to
provide a data storage system and a data storage control
apparatus, for achieving appropriate throughputs in the
individual interfaces with both a mainframe host and an
open system host.
[0043] It is still another object of the present invention
to provide a data storage system and a data storage con-
trol apparatus, for easily realizing configurations from a
small scale to a large scale without producing a mounting
problem, guaranteeing a high throughput and high re-
dundancy for both a mainframe host and an open system
host.
[0044] A data storage system according to claim 8 in-
cludes: a plurality of memory devices storing data; a plu-
rality of control modules which accesses the memory de-
vices according to access instructions from an mainframe
unit and an open system unit; a first channel adaptor
which performs interface control to the mainframe unit;
and a switch unit connected to the first channel adaptor
and the plurality of control modules, and selectively
switching the connection between the first channel adap-
tor and the plurality of control modules. The above each
control module includes: a cache memory which stores
a portion of data stored in the memory devices; a second
channel adaptor which performs interface control to the
open system unit; a disk adaptor performing interface
control to the plurality of memory devices; and a control
unit which controls the cache memory in response to the
accesses, and accesses the memory devices via the disk
adaptor.
[0045] According to claim 1, a data storage control unit
apparatus: a plurality of control modules which accesses
a plurality of memory devices for storing data according

to access instructions from an mainframe unit and an
open system unit; a first channel adaptor which performs
interface control to the upper-level mainframe unit; and
a switch unit connected to the first channel adaptor and
the plurality of control modules, and selectively switching
the connection between the first channel adaptor and the
plurality of control modules. The above each control mod-
ule includes: a cache memory which stores a portion of
data stored in the memory devices; a second channel
adaptor which performs interface control to the open sys-
tem unit; a disk adaptor performing interface control to
the plurality of memory devices; and a control unit which
controls the cache memory in response to the accesses,
and accesses the memory devices via the disk adaptor.
[0046] According to the present invention, in response
to a write access from the mainframe unit, the first chan-
nel adaptor accesses in parallel both a control module
taking charge of the write data to be the target of the write
access, and another control module having mirror data
of the control module in charge, so as to perform mirror-
ing.
[0047] Further, according to the present invention,
preferably, the control module in charge decides whether
a target write data block is existent in the cache memory
of the control module, and when a write miss of which
non-existence of the target write data is decided, both
the control module in charge and the other control module
access the memory device storing the target data block,
and read the target data block.
[0048] Further, according to the present invention,
preferably, the first channel adaptor connects to the
mainframe unit from the start of access to the end of
access according to the protocol of the mainframe unit,
while the second channel adaptor disconnects the con-
nection to the open system unit on receiving the access
from the open system unit, according to the protocol of
the open system unit.
[0049] Further, according to the present invention,
preferably, a plurality of other switch units are provided
between the plurality of control modules and the plurality
of memory devices, and selectively switching between
the disk adaptor of each control module and the plurality
of memory devices, and the plurality of control modules
and the plurality of other switch units are connected by
means of a back panel.
[0050] Further, according to the present invention,
preferably, the control module connects the control unit
to the second channel adaptor through a high-speed se-
rial bus of low latency, and the second channel adaptor
is connected to the plurality of other switch units through
serial buses by means of the back panel.
[0051] Further, according to the present invention,
preferably, each control module and the other switch
units are connected by means of the back panel, and the
other switch units and the plurality of memory devices
are connected through cables.
[0052] Further, according to the present invention,
preferably, each control module and the switch units are
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connected by means of the back panel, and the switch
units and the first channel adaptor are connected by
means of the back panel.
[0053] Further, according to the present invention,
preferably, the control module connects the control unit
to the second channel adaptor through a high-speed se-
rial bus of low latency.
[0054] Further, according to the present invention,
preferably, the control unit in each control module de-
cides whether the data access from the open system unit
through the connected second channel adaptor is target-
ed to the data of which the control unit takes in charge,
and when the data access is not targeted to the data of
which the control unit takes in charge, the control unit
requests the other control unit taking charge of the data
to access the data requested from the open system unit,
via the switch unit.
[0055] Further scopes and features of the present in-
vention will become more apparent by the following de-
scription of the embodiments with the accompanied
drawings.

BRIEF DESCRIPTION OF THE DRAWINGS

[0056]

FIG. 1 shows a configuration diagram of a data stor-
age system according to one embodiment of the
present invention.
FIG. 2 shows a configuration diagram of a control
module shown in FIG. 1.
FIG. 3 shows a configuration diagram of a back-end
router and a disk enclosure shown in FIGS. 1 and 2.
FIG. 4 shows a configuration diagram of a disk en-
closure shown in FIGS. 1 and 3.
FIG. 5 shows a diagram illustrating a mounting struc-
ture of a control module according to one embodi-
ment of the present invention.
FIG. 6 shows a block diagram of the storage system
according to the embodiment shown in FIG. 5.
FIG. 7 shows an explanation diagram of read/write
processing of a mainframe host, according to one
embodiment of the present invention.
FIG. 8 shows an explanation diagram of ’write hit’
processing shown in FIG. 7.
FIG. 9 shows an explanation diagram of ’write miss’
processing shown in FIG. 7.
FIG. 10 shows an explanation diagram of read
processing shown in FIG. 7.
FIG. 11 shows an explanation diagram of ’read hit’
processing shown in FIG. 7.
FIG. 12 shows an explanation diagram of ’read miss’
processing shown in FIG. 7.
FIG. 13 shows an explanation diagram of read/write
processing of an open system host, according to one
embodiment of the present invention.
FIG. 14 shows an explanation diagram of write back
processing in the configuration shown in FIGS. 7 and

13.
FIG. 15 shows a configuration diagram of a first con-
ventional storage system.
FIG. 16 shows a configuration diagram of a second
conventional storage system.
FIG. 17 shows a diagram illustrating a mounting
structure of the first conventional storage system
shown in FIG. 15.

DETAILED DESCRIPTION OF THE PREFERRED EM-
BODIMENTS

[0057] The preferred embodiments of the present in-
vention are described hereinafter in order of data storage
system, mounting structure, read/write processing of ac-
cesses by a mainframe host, read/write processing of
accesses by an open system host, and other embodi-
ments.

Data storage system

[0058] FIG. 1 shows a configuration diagram of a data
storage system according to one embodiment of the
present invention; FIG. 2 shows a configuration diagram
of a control module shown in FIG. 1; FIG. 3 shows a
configuration diagram of a back-end router and a disk
enclosure shown in FIG. 1; and FIG. 4 shows a configu-
ration diagram of a disk enclosure shown in FIGS. 1 and
3.
[0059] In FIG. 1, an example of a middle-scale storage
system having four (4) control modules is shown. As
shown in FIG. 1, a storage system 1 includes a plurality
of disk enclosures 2-0 - 2-n for retaining data; a plurality
(here, four) of control modules (or control managers) 4-0
- 4-3; a plurality (here, two) of back-end routers (first
switch units, which are shown as BRT in the figure, and
hereafter, also referred to as BRT) 5-0 - 5-1 provided
between the plurality of control modules 4-0 - 4-3 and
the plurality of disk enclosures 2-0 - 2-n; and a plurality
(here, two) of front-end routers (second switch units,
which are shown as FRT in the figure, and hereafter, also
referred to as FRT) 6-0, 6-1.
[0060] Each control module 4-0 - 4-3 includes a control
manager (control unit) 40, a channel adaptor (a second
upper-level interface section, shown as CA-O in the fig-
ure) 41, and a disk adaptor (a lower-level interface sec-
tion, shown as DA in the figure) 42. The above channel
adaptor 41 is directly connected to the control manager
40, and also connected to an open system host (not
shown). Meanwhile, the disk adaptor 42 has a pair of
ports, each connected to each BRT 5-0, 5-1.
[0061] Further, each FRT 6-0, 6-1 is connected to the
respective control managers 40, and also connected to
first channel adaptors (first upper-level interface sec-
tions, shown as CA-M in the figure) 44. The above each
first channel adaptor 44 is connected to a mainframe host
(not shown).
[0062] Namely, according to the present embodiment
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of the invention, there are provided the first upper-level
interface sections 44 for the mainframe hosts, and the
second upper-level interface sections 41 for the open
system hosts. Each control manager 40 is connected to
the first upper-level interface sections 44 through FRT
6-0, 6-1, and directly connected to the second upper-
level interface section 41.
[0063] Referring to FIG. 2, each control module 4-0 -
4-3 is described hereafter. The control manager 40 is
provided for performing read/write processing based on
a processing request (read request or write request) from
a host computer. The control manager 40 includes a
cache memory 40b and a cache control unit 40a.
[0064] The cache memory 40b retains a portion of data
retained on a plurality of disks in the disk enclosures 2-0
- 2-n, and plays the role of so-called caching for the plu-
rality of disks. The cache control unit 40a controls the
cache memory 40b, the channel adaptor 41, the disk
adaptor 42, and DMA (direct memory access) section
43. For this purpose, the cache control unit 40a includes
one or a plurality (here, two) of CPU 400, 410 and a mem-
ory controller 420. The memory controller 420 controls
read/write operation of each memory, and also switches
paths.
[0065] The memory controller 420 is connected to the
cache memory 40b through a memory bus 434, connect-
ed to CPU 400, 410 through CPU buses 430, 432. Fur-
ther, the memory controller 420 is connected to the disk
adaptors 42 (42a, 42b), through 4-lane high-speed serial
buses (for example, PCI-Express buses) 440, 442 which
will be described later. Similarly, the memory controller
420 is connected to the second channel adaptors 41
(41a, 41b, 41c, 41d) through 4-lane high-speed serial
buses (for example, PCI-Express) 443, 444, 445, 446,
and further connected to the DMA bridge circuits 43-a,
43-b through 4-lane high-speed serial buses (for exam-
ple, PCI-Express) 447, 448.
[0066] As will be described later, by communicating
through packets and providing a plurality of lanes of serial
buses, the above high-speed bus such as the PCI-Ex-
press bus can communicate at high response speed and
with a small delay, so-called a low latency, even if the
number of signal lines is reduced.
[0067] The second channel adaptors 41a - 41d are in-
terfaces for open system hosts. The second channel
adaptors 41a - 41d are connected to different host com-
puters. Further, preferably, each of the second channel
adaptors 41a - 41d is connected to the interface section
of the corresponding host computer through a bus, for
example, Fibre Channel or iSCSI. In such a case, an
optical fiber or a coaxial cable is used as bus.
[0068] Further, each of the second channel adaptors
41a - 41d is configured as a portion of each control mod-
ule 4-0 - 4-3. Also, as interface sections with the corre-
sponding host computer and the corresponding control
module, it is necessary that a plurality of protocols be
supported. Since the protocols to be loaded are not the
same depending on the corresponding host computers,

it is necessary that each channel adaptor 41a - 41d can
easily be exchanged depending on necessity. For this
purpose, each channel adaptor 41a - 41d is mounted on
a different printed board from the printed board for control
manager 40, a major unit of each control module 4-0 -
4-3, as will be described later in FIG. 6.
[0069] For example, as protocols to be supported in
the second channel adaptor 41a - 41d to interface the
host computers, Fibre Channel and iSCSI (Internet Small
Computer System Interface) compatible with Ethernet
(registered trademark) are available, as described
above. Further, as described earlier, each channel adap-
tor 41a - 41d is directly coupled with the control manager
40 through a bus having been designed for connecting
between LSI (large scale integration) and a printed board,
such as the PCI-Express bus. By this, it becomes possi-
ble to obtain a high throughput required between each
channel adaptor 41a - 41d and the control manager 40.
[0070] The disk adaptors 42a, 42b are interfaces for
the disk drives in the disk enclosures 2-0 - 2-n. The disk
adaptors 42a, 42b is connected to BRT 5-0 - 5-1 con-
nected to the disk enclosures 2-0 - 2-n, having four Fiber-
Channel (FC) ports here.
[0071] Further, as described earlier, each disk adaptor
42a, 42b is directly connected to the control manager 40
through a bus having been designed for connecting be-
tween LSI (large scale integration) and a printed board,
such as the PCI-Express bus. By this, it becomes possi-
ble to obtain a high throughput required between each
disk adaptor 42a, 42b and the control manager 40.
[0072] The first channel adaptors 44 are interfaces for
mainframe hosts, each connected to a different host com-
puter. Further, preferably, each of the first channel adap-
tors 44 is connected to the interface section of the cor-
responding host computer through a bus, for example,
FICON (registered trademark) or ESCON (registered
trademark). In such a case, an optical fiber or a coaxial
cable is used as bus.
[0073] Further, each of the above first channel adap-
tors 44 is connected to each DMA bridge sections 43-a,
43-b of the control manager 40 through FRT 6-0, 6-1.
The above DMA bridge sections 43-a, 43-b are consti-
tuted of DMA bridge circuits having DMA circuits and
bridge circuits.
[0074] Also, as interface sections to the corresponding
mainframe host computers and the control modules 4-0
- 4-3, it is necessary that a plurality of protocols be sup-
ported. Since the protocols to be loaded are not the same
depending on the corresponding host computers, it is
necessary that each first channel adaptor 44 can easily
be exchanged depending on necessity. For this purpose,
each first channel adaptor 44 is mounted on a different
printed board from the printed board for the control man-
ager 40, a major unit of each control module 4-0 - 4-3,
as will be described later in FIG. 6.
[0075] For example, as protocols to interface the main-
frame host computer to be supported by first channel
adaptor 44, there are FICON, ESCON, etc. as described
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above. Further, as shown in FIGS. 1 and 3, BRT 5-0 -
5-1 are multi-port switches for selectively switching and
connecting the paths between each disk adaptor 42a,
42b of the control modules 4-0 - 4-3 and each disk en-
closure 2-0 - 2-n, to enable communication therebe-
tween.
[0076] As shown in FIG. 3, each disk enclosure 2-0 -
2-n is connected to a plurality (here, two) of BRT 5-0,
5-1. As shown in FIG. 4, a plurality of disk drives 200,
each having two ports, are mounted on each disk enclo-
sure 2-0 - 2-n. The above each disk enclosure 2-0 - 2-n
includes a plurality of unit disk enclosures 20-0 - 23-0,
each having four connection ports 210, 212, 214 and
216. To expand the capacity, the above unit disk enclo-
sures are connected in series.
[0077] Inside the disk enclosures 20-0 - 23-0, by
means of a pair of FC cables from two ports 210, 212,
the ports of each disk drive 200 are connected to the two
ports 210, 212. The above two ports 210, 212 are con-
nected to different BRT 5-0, 5-1, as having been de-
scribed in FIG. 3.
[0078] As shown in FIGS. 1 and 3, each disk adaptor
42a, 42b in each control module 4-0 - 4-3 is connected
to the entire disk enclosures 2-0 - 2-n. More specifically,
the disk adaptor 42a in each control module 4-0 - 4-3 is
connected to BRT 5-0 (refer to FIG. 3) which is connected
to the disk enclosures 2-0 - 2-n, and connected to BRT
5-1 which is also connected to the disk enclosures 2-0 -
2-n.
[0079] As such, a plurality (here, two) of BRT 5-0, 5-1
are connected to each disk enclosure 2-0 - 2-n. At the
same time, different disk adaptors 42a, 42b in each iden-
tical control module 4-0 - 4-3 are connected to each of
the two BRT 5-0, 5-1 connected to each identical disk
enclosure 2-0 - 2-n.
[0080] With such a configuration, each control module
4-0 - 4-3 can access the entire disk enclosures (disk
drives) 2-0 - 2-n, through any disk adaptors 42a, 42b.
[0081] Further, each of the above disk adaptors 42a,
42b is configured as a portion of each control module 4-0
- 4-3, and mounted on a circuit board of the control man-
ager 40, a major unit of each control module 4-0 - 4-3.
Also, each disk adaptor 42a, 42b is directly coupled with
the control manager 40, through, for example, PCI (pe-
ripheral component interconnect) bus. With this, it be-
comes possible to obtain a high throughput required be-
tween each disk adaptor 42a, 42b and the control man-
ager 40.
[0082] Further, as shown in FIG. 2, each disk adaptor
42a, 42b is connected to each corresponding BRT 5-0 -
5-1 through Fibre Channel or Ethernet (registered trade-
mark). In this case, as described later, the bus is provided
on the printed board of the back panel with electric wiring.
[0083] As described before, the connections between
the disk adaptors 42a, 42b of each control module 4-0 -
4-3 and BRT 5-0 - 5-1 are constituted of a one-to-one
mesh connection so as to connect to the entire enclo-
sures. Accordingly, as the number of control modules 4-0

- 4-3 (or, the number of disk adaptors 42a, 42b) increas-
es, the number of connections increases. This results in
a complicated connection relation, making physical
mounting difficult. However, by adopting Fibre Channel
having a small number of signal lines constituting the
interface, it becomes possible to mount on the printed
board for the connections between the disk adaptors 42a,
42b and BRT 5-0 - 5-1.
[0084] Additionally, when each disk adaptor 42a, 42b
is connected by Fibre Channel to the corresponding BRT
5-0 - 5-1, BRT 5-0 - 5-1 function as switches of Fibre
Channel. Similarly, the connections between each BRT
5-0 - 5-1 and the corresponding disk enclosures 2-0 - 2-
n are made by, for example, Fibre Channel. In such a
case, because the modules are different, the above con-
nections are made by use of optical cables 500, 510 (refer
to FIG. 3).
[0085] As shown in FIGS. 1 and 2, DMA bridge sections
43 are provided for mutually communicating with the first
channel adaptors 44 and other control modules 4-0 - 4-3
via the front routers (FRT) 6-0, 6-1. The DMA bridge sec-
tions 43 take charge of communication and data transfer
processing to/from the channel adaptors 44 and other
control modules 4-0 - 4-3.
[0086] Each DMA bridge section 43 of each control
module 4-0 - 4-3 is constituted as a portion of each control
module 4-0 - 4-3, and mounted on a circuit board of the
control manager 40, a major unit of each control module
4-0 - 4-3. Further, each DMA bridge section 43 is directly
coupled with the control managers 40 through the afore-
mentioned high-speed serial buses, and also communi-
cates with the first channel adaptors 44 and the DMA
bridge sections 43 of other control modules 4-0 - 4-3, via
FRT 6-0, 6-1.
[0087] FRT 6-0, 6-1 are connected to the DMA bridge
sections 43 of the plurality (in particular, three or more,
and here, four) of the control modules 4-0 - 4-3, and also
connected to the plurality of the first channel adaptors
44. FRT 6-0 and 6-1 selectively switch the above con-
nections, so as to enable communication therebetween.
With such a configuration, each of the first channel adap-
tors 44 executes communication and data transfer
processing (for example, mirroring), initiated by access
requests, etc. from host computers, to/from the plurality
of the control managers 40 via FRT 6-0, 6-1.
[0088] Also, as shown in FIG. 2, each DMA bridge sec-
tion 43 of each control module 4-0 - 4-3 is constituted of
a plurality (here, two) of the DMA bridge sections 43-a,
43-b. Each of the two DMA bridge sections 43-a, 43-b
uses the two FRT 6-0, 6-1. Further, as described earlier,
the DMA bridge sections 43-a, 43-b are connected to
control manager 40 through, for example, the PCI-Ex-
press bus, by which a low latency is achieved.
[0089] Further, in the communication and data transfer
processing between the first channel adaptors 44 and
each control module 4-0 - 4-3 (namely, the control man-
ager 40 in each control module 4-0 - 4-3), amount of data
transfer is large, so it is desired to be achieved with a
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shortened communication time. Therefore, a high
throughput and a low latency (i.e. high response speed)
are required. Accordingly, as shown in FIGS. 1 and 2,
the connections between the DMA bridge sections 43 of
each control module 4-0 - 4-3 and FRT 6-0, 6-1 are made
by high-speed serial transmission buses (for example,
PCI Express and Rapid-I/O) having been designed to
satisfy requirements of both high throughput and low la-
tency.
[0090] These PCI Express bus and Rapid-IO bus uti-
lize 2.5 Gbps high-speed serial transmission. As bus in-
terfaces therefor, a low amplitude differential interface
called LVDS (low-voltage differential signaling) is adopt-
ed.

Mounting structure

[0091] FIG. 5 shows a diagram illustrating an example
of the mounting structure of a control module according
to one embodiment of the present invention. Also, FIG.
6 shows a block diagram of the data storage system hav-
ing the above mounting structure.
[0092] In FIG. 5, a mounting diagram of the lower half
of the storage unit enclosure is shown. Namely, on the
upper side of the storage unit enclosure, a plurality of
disk enclosures 2-0 - 2-3 are mounted. Meanwhile, on
the lower half thereof, control circuits are mounted. As
shown in FIG. 5, the lower half is divided into front and
rear portions by means of a back panel 7. In the front and
the rear of the back panel 7, slots are provided respec-
tively. In a storage system of a middle-scale configuration
shown in FIG. 6, four sheets (four units) of CM (control
modules) 4-0 - 4-3 are disposed in the front side, while
two sheets (two units) of FRT 6-0, 6-1, four sheets (four
units) of BRT 5-0 - 5-3, and eight sheets of the first upper-
level interface sections, or channel adaptors CA-O, 44
are disposed in the rear. Here, although two BRT 5-0 and
5-1 are shown in FIG. 5 for the sake of sample explana-
tion, two more BRT 5-2 and 5-3 are provided in a similar
manner.
[0093] In FIG. 5, four sheets of CM 4-0 - 4-3 and two
sheets of FRT 6-0, 6-1 are connected by 4-lane PCI-
Express buses via the back panel 7. The PCI-Express
bus has four signal lines (because of differential and bi-
directional structure), and therefore, there are sixteen
(16) signal lines for four (4) lanes. Thus, the number of
signal lines comes to 128 (= 1638) lines. Further, four
sheets of CM 4-0 - 4-3 are connected to four sheets of
BRT 5-0 - 5-3 by Fibre Channel through the back panel
7. Since the Fibre Channel has 4 (= 13232) signal lines
because of differential and bidirectional structure, the
number of signal lines in this portion comes to 128 (=
43834) lines.
[0094] Further, eight (8) sheets of CA-M 44 are con-
nected to two sheets of FRT 6-0, 6-1 by 4-lane PCI-Ex-
press buses through the back panel 7. Since the number
of signal lines per PCI-Express bus is four (because of
differential and bidirectional structure), there are 16 sig-

nal lines for 4 lanes. Thus, the number of signal lines in
this portion comes to 128 (= 1638).
[0095] As such, by using different types of buses for
different connection points, even in a large-scale storage
system shown in FIG. 9, the connections among four
sheets of CM 4-0 - 4-3, two sheets of FRT 6-0, 6-1, four
sheets of BRT 5-0 - 5-3, and eight sheets of CA-M 44
are obtained by means of 384 signal lines. Such the
number of signal lines can be mounted sufficiently on the
back panel 7. Also, it is sufficient that a board has six
signal-line layers, which is also within an obtainable
range in view of cost.
[0096] Furthermore, each disk adaptor 42a, 42b of the
control modules 4-0 - 4-3 is connected to the entire disk
drives 200 through BRT 5-0 - 5-3. Each control module
4-0 - 4-3 can access the entire disk drives through any
disk adaptors 42a, 42b.
[0097] Further, each disk adaptor 42a, 42b is mounted
on a circuit board of each control manager 40, a major
unit of each control manager 4-0 - 4-3. Also, each disk
adaptor 42a, 42b can be coupled directly with the control
manager 40 through a low latency bus such as PCI-Ex-
press, and thereby a high throughput can be achieved.
[0098] Moreover, the connections between the disk
adaptors 42a, 42b of each control module 4-0 - 4-3 and
BRT 5-0 - 5-3 are constituted of a one-to-one mesh con-
nection. Therefore, even when the number of the control
modules 4-0 - 4-3 (or, the number of each disk adaptor
42a, 42b) provided in the system is increased, it is pos-
sible to adopt Fibre Channel, having a small number of
signal lines constituting the interface, to the connections
between the disk adaptors 42a, 42b and BRT 5-0 - 5-3.
Thus, a problem of mounting can be solved.
[0099] Also, in the communication and data transfer
processing between each control module 4-0 - 4-3
(namely, the control manager 40 in each control module
4-0 - 4-3) and between the control modules 4-0 - 4-3 and
the first interface sections 44, a large amount of data are
transferred, so it is desirable that a communication time
is short. Therefore, a high throughput and a low latency
(i.e. high response speed) are required. Accordingly, as
shown in FIG. 2, the connections between the DMA
bridge sections 43 of each control module 4-0 - 4-3 and
FRT 6-0, 6-1, as well as between FRT 6-0, 6-1 and the
first interface sections 44, are made by the PCI Express
buses using high-speed serial transmission having been
designed to satisfy requirements of both high throughput
and low latency.

Read/write processing of a mainframe host

[0100] Next, write processing of the data storage sys-
tem shown in FIGS. 1 through 4, initiated from the main-
frame host is described; FIG. 7 shows an explanation
diagram of write operation in the configuration shown in
FIGS. 1 and 2; FIG. 8 shows an explanation diagram of
write hit operation shown in FIG. 7; and FIG. 9 shows an
explanation diagram of write miss processing shown in
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FIG. 7.
[0101] Hereafter, the operation shown in FIG. 7 will be
described referring to FIGS. 8 and 9. In the figure, a sym-
bol ’40-1’ is defined as a master control manager viewed
from a mainframe channel adaptor 44, while a symbol
’40-2’ is defined as a slave control manager. The follow-
ing description is based on the assumption that a mirror
data of the master control manager 40-1 is retained in
the slave control manager 40-2.

(1) The mainframe channel adapter 44 receives a
write data from a mainframe host.
(1’) The channel adaptor 44 inquires the control man-
ager 40-1 of the address of the cache memory 40b
in which the write data is to be written, through the
front router FRT 6-0 (6-1). The control manager 40-1
decides whether the target block including the write
data is existent in the cache memory 40b.
(2) In the case that the target data is not existent in
the cache memory 40b (that is, ’write miss’ shown
in FIG. 9), the control manager 40-1 reads out the
block including the write data from the disk drive 200
to a buffer, via the disk adaptor 42.
(2’) Also, slave (mirrored) control manager 40-2 also
reads out the block including the write data from the
disk drive 200 to a buffer, via the disk adaptor 42
(refer to FIG. 9).
(3) Then, when the channel adapter 44 receives the
response from the control managers 40-1, 40-2, the
channel adaptor 44 writes the write data into the buff-
er of the control manager 40-1 via the front router
FRT 6-0 (6-1). The control manager 40-1 generates
a check code afresh, using the write data written in
either the buffer (in the case of ’write miss’) or the
cache memory (in the case of ’write hit’ shown in
FIG. 8) and the remaining data in the block con-
cerned existent in the cache memory (refer to FIGS.
8 and 9).
(3’) Also, the channel adaptor 44 writes the write data
into either the buffer of the slave control manager
40-2 (in the case of write miss) or the cache memory
(in the case of write hit shown in FIG. 8), via the front
router FRT 6-0 (6-1). Namely, the write data is written
into the cache memory 40b in at least one control
manager 40-2 which is different from the control
manager 40-1 concerned. The control manager 40-2
also generates a check code afresh, using the write
data written into the buffer and the remaining block
data in the cache memory.
(4) The control manager 40-1 writes the write block
having the check code added thereto into the cache
memory 40b, and then notifies the channel adaptor
44 of the completion of the write processing.
(4’) Similarly, the control manager 40-2 writes the
write block having the check code added thereto into
the cache memory 40b, and notifies the channel
adaptor 44 of the completion of the write processing.
(5) The channel adaptor 44 notifies the host about

the completion of the write processing.

[0102] As such, the mainframe channel adaptor 44 is
connected to the plurality of control managers 40 via the
front router FRT 6-0 (6-1). Accordingly, mirroring in the
write processing can be performed in parallel. Thus, it
becomes possible to obtain high-speed write processing
of the mainframe host, in which the connection is main-
tained until the processing is completed. In particular,
even in case of write miss, disk read processing can be
performed in parallel, which contributes to high-speed
processing in case of write miss.
[0103] Further, since the disk adaptor 42 is directly
connected to the control manager 40, read processing
with a disk drive can be performed at high speed. The
above read processing is described below, referring to
FIG. 10.

(1) The control unit 40a (CPU) in the control manager
40 generates an FC header and a disk descriptor in
a descriptor area in the cache memory 40b. The de-
scriptor is an order for requesting data transfer to a
data transfer circuit, which includes a cache memory
address of the FC header, a cache memory address
of the data to be transferred and a data byte count
thereof, and a logical address of the disk for data
transfer.
(2) A data transfer circuit in the disk adaptor 42 is
initiated.
(3) The initiated data transfer circuit in the disk adap-
tor 42 reads out the descriptor from the cache mem-
ory 40b.
(4) The initiated data transfer circuit in the disk adap-
tor 42 reads out the FC header from the cache mem-
ory 40b.
(5) The initiated data transfer circuit in the disk adap-
tor 42 decodes the descriptor, and obtains requested
disk, top address and byte count. Then, the FC head-
er is transferred from Fibre Channel 500 (510) to the
target disk drive 200. The disk drive 200 reads out
the requested target data, and transmits the target
data to the data transfer circuit in the disk adaptor
42 via Fibre Channel 500 (510).
(6) On completion of reading and transmitting the
requested target data, the disk drive 200 transmits
a completion notification to the data transfer circuit
in the disk adaptor 42 via Fibre Channel 500 (510).
(7) On completion of the reception, the initiated data
transfer circuit in the disk adaptor 42 reads out a read
data from the memory in the disk adaptor 42, and
stores the read data into the cache memory 40b.
(8) On completion of the read data transfer, the ini-
tiated data transfer circuit in the disk adaptor 42 no-
tifies the control manager 40 of the completion by an
interruption.
(9) The control unit 40a in the control manager 40
obtains an interruption cause from the disk adaptor
42, and confirms the read transfer.
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(10) The control unit 40a in the control manager 40
examines a completion pointer of the disk adaptor
42, and confirms the completion of the read transfer.

[0104] In order to obtain sufficient performance, it is
necessary to provide high throughput in the entire con-
nections. Meanwhile, since a large quantity of signals is
exchanged (in the figure, seven times) through the con-
nection between the control unit 40a and the disk adaptor
42, it is particularly necessary to adopt buses having low
latency.
[0105] In the above embodiment, both the PCI-Ex-
press (4 lanes) and the Fibre Channel (4G) are adopted
as high throughput connections. Although the connection
by the PCI-Express produces a low latency, the connec-
tion by the Fibre Channel produces comparatively a large
latency (that is, a comparatively long time is consumed
in data transfer).
[0106] In the first conventional technique, the Fibre
Channel producing a large latency cannot be adopted in
RT 14 (refer to FIG. 15) between CM 10 and DA 13/CA
11. In contrast, according to the present invention, it is
possible to adopt the Fibre Channel for BRT 5-0 - 5-1
because of the configuration shown in FIG. 1.
[0107] Namely, in order to achieve a low latency, it is
not possible to reduce the number of signal lines of the
bus more than a certain extent. According to the present
invention, it is possible to adopt Fibre Channel having a
reduced number of signal lines in the connection between
disk adaptor 42 and BRT 5-0. This enables reduction of
the signal lines by means of the back panel, which be-
comes effective in terms of mounting.
[0108] Next, read processing initiated from a host will
be described hereafter. FIG. 11 shows an explanation
diagram in case of read hit. FIG. 12 shows an explanation
diagram in case of read miss.

(1) The mainframe channel adaptor 44 receives a
read command from a mainframe host.
(2) The channel adaptor 44 inquires the control man-
ager 40-1 about the address of the cache memory
40b in which the read data is existent via the front
router FRT 6-0 (6-1). The control manager 40-1 de-
cides whether a target block including the read data
is existent in the cache memory 40b.
(3) In the case the target data is not existent in the
cache memory 40b (i.e. in case of read miss), the
control manager 40-1 reads out the block including
the read data of interest from the disk drive 200 to a
buffer via the disk adaptor 42 (refer to FIG. 12). Also,
the slave control manager 40-2 reads out a block
including the read data from the disk drive 200 to a
buffer via the disk adaptor 42 (refer to FIG. 12).
(4) The control managers 40-1, 40-2 writes the read
block into the cache memory 40b. The control man-
ager 40-1 then notifies the channel adaptor 44 of the
read data.
(5) The channel adaptor 44 transfers the read data

to the host.

Read/write processing of an open system host

[0109] FIG. 13 shows an explanation diagram of
read/write processing of an open system host, according
to one embodiment of the present invention.

(1) An open system channel adaptor 41 receives a
write data from an open system host.
(2) The open system channel adaptor 41 notifies the
connected control manager 40-3. The connected
control manager 40-3 decides whether the control
manager takes charge of the write data processing.
(3) The control manager 40-3 having received the
data confirms the control manager taking charge. If
the control manager 40-3 is not the control manager
in charge, the control manager 40-3 concerned in-
quires the control manager 40-1 in charge (CM-M)
whether the state is a ’write hit’.
(4) In case that the state is not the write hit, the control
manager in charge 40-1 (CM-M) reads out the re-
maining data from the disk so as to generate a check
code, via the disk adaptor 42. The disk adaptor 42
writes the data into the control manager 40-1 (CM-
M).
(5) The control manager 40-1 in charge (CM-M)
transfers the data to the receiving control manager
40-3 (CM-R).
(6) The open system channel adaptor 41 writes the
data into the receiving control manager 40-3 (CM-
R). The receiving control manager 40-3 (CM-R) gen-
erates a check code for the new data.
(6’) The received control manager 40-3 (CM-M)
transfers the write data having the check code added
thereto, to both control manager 40-1 (CM-M) and
control manager 40-2 (CM-S) having the mirror data
thereof, via the FRT 6-0 (or 6-1). Then, the received
control manager 40-3 notifies the channel adaptor
41 of the completion of the write processing. On re-
ceipt of the notification from the control manager
40-3, the channel adaptor 41 sends a write comple-
tion notification to the open system host.

[0110] Further, in case of the write hit in the above (3),
the received control manager 40-3 (CM-R) transfers the
write data to both the control manager 40-1 (CM-M) and
the control manager 40-2 (CM-S) having the mirror data
thereof, via the FRT 6-0 (or 6-1), in place of the steps
(4), (5), (6) and (6’). Each control managers 40-1 and
40-2 generates the check code. Then a write completion
notification of the data is sent to the channel adaptor 41.
On receipt of the notification from the control manager
40-3, the channel adaptor 41 notifies the open system
host of the write completion.
[0111] As described in FIG. 10, disk read can also be
performed with a low latency, contributing to the improve-
ment of throughput.
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[0112] When a read request is received from a host
computer, first, the channel adaptor 41 sends a request
to the connected control manager 40-3. The control man-
ager 40-3 having received the request confirms the con-
trol manager taking charge. If the control manager that
receives the request is in charge, the control manager
concerned either extracts data from the cache memory,
or reads out data from the disk via the disk adaptor 42,
and then transmits the data to the channel adaptor 41.
[0113] Meanwhile, in the case another control manag-
er 40-2 is taking charge, the control manager 40-3 re-
quests to the control manager 40-2 in charge. The data
returned from the control manager 40-2 in charge to the
receiving control manager 40-3 through the similar read
operation is transferred to the channel adaptor 41. The
channel adaptor 41 then transfers the data received from
the control manager 40-3 to the open system host com-
puter.
[0114] Next, it is necessary that the aforementioned
write data be written back to the target disk drive (write
back). The cache control unit 40a writes back the write
data in the cache memory 40b to the disk drive 200 re-
taining the target data concerned, according to an inter-
nal schedule. Referring to FIG. 14, the write processing
performed to the disk drive is described below.

(1) The control unit 40a (CPU) in the control manager
40 generates an FC header and a descriptor in a
descriptor area in the cache memory 40b. The de-
scriptor is an order for requesting data transfer to a
data transfer circuit, which includes a cache memory
address of the FC header, a cache memory address
of the data to be transferred and a data byte count
thereof, and a logical address of the disk for data
transfer.
(2) The data transfer circuit in the disk adaptor 42 is
initiated.
(3) The initiated data transfer circuit in the disk adap-
tor 42 reads out the descriptor from the cache mem-
ory 40b.
(4) The initiated data transfer circuit in the disk adap-
tor 42 reads out the FC header from the cache mem-
ory 40b.
(5) The initiated data transfer circuit in the disk adap-
tor 42 decodes the descriptor, obtains requested
disk, top address and byte count, and reads out data
from the cache memory 40b.
(6) After the readout is completed, the data transfer
circuit in the disk adaptor 42 transfers the FC header
and the data from Fibre Channel 500 (510) to the
target disk drive 200. The disk drive 200 then writes
the transferred data into the disk incorporated there-
in.
(7) On completion of writing the data, the disk drive
200 transmits a completion notification to the data
transfer circuit in the disk adaptor 42 via Fibre Chan-
nel 500 (510).
(8) On receipt of the completion notification, the ini-

tiated data transfer circuit in the disk adaptor 42 no-
tifies the control manager 40 of the completion by an
interruption.
(9) The control unit 40a in the control manager 40
obtains an interruption cause from the disk adaptor
42, and confirms the write operation.
(10) The control unit 40a in the control manager 40
examines a completion pointer of the disk adaptor
42, and confirms the completion of the write opera-
tion.

[0115] In FIG. 14, similarly to FIG. 10, the arrows indi-
cate packet transfer such as data, and the U-shape ar-
rows indicate data read, by which states of data returned
against a data request from one side are shown. As such,
since confirmation of the initiation and completion states
in the control circuit of the disk adaptor 42 is required,
seven times of exchanges per one data transfer are per-
formed between the control manager 40 and the disk
adaptor 42. While, twice exchanges is performed be-
tween the disk adaptor 42 and the disk drive 200.
[0116] With this, it is understood that a low latency is
required in the connection between the cache control unit
40 and the disk adaptor 42, and that it is possible to use
interface having small number of signal lines between
the disk adaptor 42 and the disk drive 200.

Other embodiments

[0117] In the description of the above-mentioned em-
bodiment, the signal lines within control module 4-0 are
explained using PCI-Express. However, it may also be
possible to use other high-speed serial buses, such as
Rapid IO. The number of channel adaptors 41, 44 and/or
disk adaptors 42 may be increased or decreased de-
pending on necessity.
[0118] As disk drives, storage devices such as hard
disk drive, optical disk drive, magneto-optical disk drive
are applicable. Further, the protocols for the open system
hosts and the mainframe hosts are not limited to those
in the above description. Other protocols are applicable.
[0119] The foregoing description of the embodiments
is not intended to limit the invention to the particular de-
tails of the examples illustrated. Any suitable modification
and equivalents may be resorted to the scope of the in-
vention. All features and advantages of the invention
which fall within the scope of the invention are covered
by the appended claims.

Claims

1. A data storage control apparatus comprising:

- a plurality of control modules (4-0, 4-1, 4-2,
4-3, 40-1, 40-2, 40) for accessing a plurality of
memory devices (2-0,...,2-n) for storing data ac-
cording to access instructions from a mainframe
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unit having a first protocol and an open system
unit having a second protocol;
- a first channel adaptor (44); and
- a switch unit (6-0, 6-1) connected to the first
channel adaptor (44) and the plurality of control
modules (4-0, 4-1, 4-2, 4-3, 40-1, 40-2, 40), and
for selectively switching a connection between
the first channel adaptor (44) and the plurality
of control modules (4-0, 4-1, 4-2, 4-3, 40-1, 40-2,
40),

wherein each control module (4-0, 4-1, 4-2, 4-3,
40-1, 40-2, 40) comprises:

- a cache memory (40b) for storing a portion of
data stored in the memory devices (2-0, ..., 2-n);
- a second channel adaptor (41 for performing
interface control to the open system unit via a
connection to the open system unit;
- a disk adaptor (42a, 42b) for performing inter-
face control to the plurality of memory devices
(2-0, ..., 2-n); and
- a control unit (420) for controlling the cache
memory (40b) in response to the access instruc-
tions, and for accessing the memory devices
(2-0, ..., 2-n) via the disk adaptor (42a, 42b)

characterized in that

- the first channel adaptor (44) is adapted to con-
nect to the mainframe unit from a start of access
to an end of access according to the protocol of
the mainframe unit,
- and the second channel adaptor (41) is adapt-
ed to disconnect the connection to the open sys-
tem unit on receiving the access instructions
from the open system unit, according to the pro-
tocol of the open system unit,
- and said first channel adaptor (44) is adapted
to, in response to a write access from the main-
frame unit, receive write data from the main-
frame unit and write in parallel both

-- by a first control module (40-1) among the
plurality of control modules into the first con-
trol module’s cache memory the write data
or data among said write data remaining to
be written for having the write data written
into said first control module’s cache mem-
ory and
-- by a second control module (40-2) among
said plurality of control modules into the sec-
ond control module’s cache memory the
write data or data among said write data re-
maining to be written for having the write
data written into said second control mod-
ule’s cache memory.

2. The data storage control apparatus according to
claim 1,
wherein in each control module of the plurality of
control modules (4-0, 4-1, 4-2, 4-3, 40-1, 40-2, 40)
the control unit (420) is connected to the second
channel adaptor (41) through a high-speed serial bus
(443, 444, 445, 446) of low latency.

3. The data storage control apparatus according to
claim 2, further comprising:

- a plurality of other switch units (5-0, 5-1) pro-
vided between the plurality of control modules
(4-0, 4-1, 4-2, 4-3, 40-1, 40-2, 40) and the plu-
rality of memory devices (2-0, ..., 2-n), for selec-
tively switching between the disk adaptor (42a,
42b) of each control module and the plurality of
memory devices (2-0, ..., 2-n),
- wherein in each control module of the plurality
of control modules the second channel adaptor
(41) is connected to the plurality of other switch
units (5-0, 5-1) through serial buses (440, 442)
by means of a back panel.

4. The data storage control apparatus according to
claim 3,

- wherein the other switch units (5-0, 5-1) and
the plurality of memory devices (2-0, ..., 2-n) are
connected through cables.

5. The data storage control apparatus according to
claim 3,

- wherein each control module (4-0, 4-1, 4-2,
4-3, 40-1, 40-2, 40) and the switch units (6-0,
6-1) are mounted on the back panel,
- and the switch units (6-0, 6-1) and the first
channel adaptor (44) are mounted on the back
panel.

6. A data storage system comprising:

- a data storage control apparatus according to
any of claims 1 to 5, and
- a plurality of said memory devices (2-0, ...2n).

Patentansprüche

1. Datenspeicher-Steuervorrichtung, umfassend:

- eine Vielzahl von Steuermodulen (4-0, 4-1, 4-2,
4-3, 40-1, 40-2, 40) für ein Zugreifen auf eine
Vielzahl von Speichervorrichtungen (2-0, ..., 2-
n) zum Speichern von Daten gemäß Zugriffsan-
weisungen von einer Main-Frame-Einheit, die
ein erstes Protokoll aufweist, und einer Open-
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System-Einheit, die ein zweites Protokoll auf-
weist;
- einen ersten Kanaladapter (44); und
- eine Schalteinheit (6-0, 6-1), die verbunden ist
mit dem ersten Kanaladapter (44) und der Viel-
zahl von Steuermodulen (4-0, 4-1, 4-2, 4-3,
40-1, 40-2, 40), und zum selektiven Schalten
einer Verbindung zwischen dem ersten Kanala-
dapter (44) und der Vielzahl von Steuermodulen
(4-0, 4-1, 4-2, 4-3, 40-1, 40-2, 40);

wobei jedes Steuermodul (4-0, 4-1, 4-2, 4-3, 40-1,
40-2, 40) umfasst:

- einen Cache-Speicher (40b) zum Speichern
eines Teils von Daten, die in den Speichervor-
richtungen (2-0, ..., 2-n) gespeichert sind;
- einen zweiten Kanaladapter (41) zum Durch-
führen einer Schnittstellensteuerung mit der
Open-System-Einheit über eine Verbindung zu
der Open-System-Einheit;
- einen Disc-Adapter (42a, 42b) zum Durchfüh-
ren einer Schnittstellensteuerung mit der Viel-
zahl von Speichervorrichtungen (2-0, ..., 2-n);
und
- eine Steuereinheit (420) zum Steuern des Ca-
che-Speichers (40b), ansprechend auf die Zu-
griffsanweisungen, und für ein Zugreifen auf die
Speichervorrichtungen (2-0, ..., 2-n) über den
Disc-Adapter (42a, 42b),

dadurch gekennzeichnet, dass

- der erste Kanaladapter (44) ausgebildet ist
zum Verbinden mit der Main-Frame-Einheit von
einem Start eines Zugriffs bis zu einem Ende
eines Zugriffs gemäß dem Protokoll der Main-
Frame-Einheit,
- und der zweite Kanaladapter (41) ausgebildet
ist zum Trennen der Verbindung mit der Open-
System-Einheit bei Empfang der Zugriffsanwei-
sungen von der Open-System-Einheit, gemäß
dem Protokoll der Open-System-Einheit,
- und wobei der erste Kanaladapter (44) ausge-
bildet ist, ansprechend auf einen Schreibzugriff
von der Main-Frame-Einheit, zum Empfangen
von Schreibdaten von der Main-Frame-Einheit
und zum parallelen Schreiben durch sowohl
- ein erstes Steuermodul (40-1) unter der Viel-
zahl von Steuermodulen in den ersten Cache-
Speicher des Steuermoduls von Schreibdaten
oder Daten unter den Schreibdaten, die noch
zum schreiben verbleiben, um die Schreibdaten
in den ersten Cache-Speicher des Steuermo-
duls zu schreiben, und
- durch ein zweites Steuermodul (40-2) unter der
Vielzahl von Steuermodulen in den zweiten Ca-
che-Speicher eines Steuermoduls der Schreib-

daten oder Daten unter den Schreibdaten, die
noch zum schreiben verbleiben, um die Schreib-
daten in den zweiten Cache-Speicher des Steu-
ermoduls zu schreiben.

2. Datenspeicher-Steuervorrichtung nach Anspruch 1,
wobei in jedem Steuermodul der Vielzahl von Steu-
ermodulen (4-0, 4-1, 4-2, 4-3, 40-1, 40-2, 40) die
Steuereinheit (420) mit dem zweiten Kanaladapter
(41) über einen seriellen Hochgeschwindigkeitsbus
(443, 444, 445, 446) mit geringer Wartezeit verbun-
den ist.

3. Datenspeicher-Steuervorrichtung nach Anspruch 2,
ferner umfassend:

- eine Vielzahl anderer Schalteinheiten (5-0,
5-1), die bereitgestellt sind zwischen der Viel-
zahl von Steuermodulen (4-0, 4-1, 4-2, 4-3,
40-1, 40-2, 40) und der Vielzahl von Speicher-
vorrichtungen (2-0, ..., 2-n), zum selektiven
Schalten zwischen dem Disc-Adapter (42a,
42b) von jedem Steuermodul und der Vielzahl
von Speichervorrichtungen (2-0, ..., 2-n),
- wobei in jedem Steuermodul der Vielzahl von
Steuermodulen der zweite Kanaladapter (41)
mit der Vielzahl von anderen Schalteinheiten
(5-0, 5-1) über serielle Busse (440, 442) mittels
eines Back-Panels verbunden ist.

4. Datenspeicher-Steuervorrichtung nach Anspruch 3,

- wobei die anderen Schalteinheiten (5-0, 5-1)
und die Vielzahl von Speichervorrichtungen
(2-0, ..., 2-n) über Kabel verbunden sind.

5. Datenspeicher-Steuervorrichtung nach Anspruch 3,

- wobei jedes Steuermodul (4-0, 4-1, 4-2, 4-3,
40-1, 40-2, 40) und die Schalteinheiten (6-0, 6-1)
an dem Back-Panel montiert sind,
- und die Schalteinheiten (6-0, 6-1) und der erste
Kanaladapter (44) an dem Back-Panel montiert
sind.

6. Datenspeichersystem, umfassend:

- eine Datenspeicher-Steuervorrichtung nach
einem der Ansprüche 1-5, und
- eine Vielzahl der Speichervorrichtungen
(2-0, ..., 2-n).

Revendications

1. Appareil de contrôle de stockage de données
comportant :
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- une pluralité de modules de contrôle (4-0, 4-1,
4-2, 4-3, 40-1, 40-2, 40) pour accéder à une plu-
ralité de dispositifs de mémoire (2-0,..., 2-n) pour
stocker des données selon les instructions d’ac-
cès depuis un ordinateur central possédant un
premier protocole et une unité de système
ouvert possédant un second protocole ;
- un premier adaptateur de canal (44) ; et
- une unité de commutation (6-0, 6-1) connectée
au premier adaptateur de canal (44) et à la plu-
ralité de modules de contrôle (4-0, 4-1, 4-2, 4-3,
40-1, 40-2, 40), et pour commuter sélectivement
une connexion entre le premier adaptateur de
canal (44) et la pluralité de modules de contrôle
(4-0, 4-1, 4-2, 4-3, 40-1, 40-2, 40),

dans lequel chaque module de contrôle (4-0, 4-1,
4-2, 4-3, 40-1, 40-2, 40) comporte :

- une mémoire cache (40b) pour stocker une
partie des données mémorisées dans les dis-
positifs de mémoire (2-0,..., 2-n) ;
- un second adaptateur de canal (41) pour ef-
fectuer un contrôle d’interface à l’unité de sys-
tème ouvert par l’intermédiaire d’une connexion
à l’unité de système ouvert ;
- un adaptateur de disque (42a, 42b) pour effec-
tuer un contrôle d’interface à la pluralité de dis-
positifs de mémoire (2-0,..., 2-n) ; et
- une unité de contrôle (420) pour contrôler la
mémoire cache (40b) en réponse aux instruc-
tions d’accès, et pour accéder aux dispositifs de
mémoire (2-0,..., 2-n) par l’intermédiaire de
l’adaptateur de disque (42a, 42b)

caractérisé en ce que

- le premier adaptateur de canal (44) est adapté
pour être connecté à l’ordinateur central depuis
un début d’accès à une fin d’accès selon le pro-
tocole de l’ordinateur central,
- et le second adaptateur de canal (41) est adap-
té pour déconnecter la connexion à l’unité de
système ouvert lors de la réception des instruc-
tions d’accès depuis l’unité de système ouvert,
selon le protocole de l’unité de système ouvert,
- et ledit premier adaptateur de canal (44) est
adapté pour, en réponse à un accès d’écriture
depuis l’ordinateur central, recevoir des don-
nées d’écriture depuis l’ordinateur central et
écrire parallèlement à la fois
- par un premier module de contrôle (40-1) parmi
la pluralité de modules de contrôle dans la mé-
moire cache du premier module de contrôle, les
données d’écriture ou les données parmi lesdi-
tes données d’écriture restant à écrire afin
d’avoir les données d’écriture écrites dans la
mémoire cache dudit premier module de con-

trôle et
- par un second module de contrôle (40-2) parmi
ladite pluralité de modules de contrôle dans la
mémoire cache du second module de contrôle,
les données d’écriture ou les données parmi les-
dites données d’écriture restant à écrire afin
d’avoir les données d’écriture écrites dans ladite
mémoire cache dudit second module de contrô-
le.

2. Appareil de contrôle de stockage de données selon
la revendication 1,
dans lequel, dans chaque module de contrôle de la
pluralité de modules de contrôle (4-0, 4-1, 4-2, 4-3,
40-1, 40-2, 40), l’unité de contrôle (420) est connec-
tée au second adaptateur de canal (41) par l’inter-
médiaire d’un bus série à vitesse élevée (443, 444,
445, 446) de faible latence.

3. Appareil de contrôle de stockage de données selon
la revendication 2, comportant en outre :

- une pluralité d’autres unités de commutation
(5-0, 5-1) prévues entre la pluralité de modules
de contrôle (4-0, 4-1, 4-2, 4-3, 40-1, 40-2, 40)
et la pluralité de dispositifs de mémoire (2-0,...,
2-n), pour commuter sélectivement entre l’adap-
tateur de disque (42a, 42b) de chaque module
de contrôle et la pluralité de dispositifs de mé-
moire (2-0,..., 2-n),
- dans lequel, dans chaque module de contrôle
de la pluralité de modules de contrôle, le second
adaptateur de canal (41) est connecté à la plu-
ralité d’autres unités de commutateur (5-0, 5-1)
par l’intermédiaire de bus séries (440, 442) au
moyen d’un panneau arrière.

4. Appareil de contrôle de stockage de données selon
la revendication 3,

- dans lequel les autres unités de commutateur
(5-0, 5-1) et la pluralité de dispositifs de mémoire
(2-0,..., 2-n) sont connectés par l’intermédiaire
de câbles.

5. Appareil de contrôle de stockage de données selon
la revendication 3,
dans lequel chaque module de contrôle (4-0, 4-1,
4-2, 4-3, 40-1, 40-2, 40) et les unités de commutation
(6-0, 6-1) sont montés sur le panneau arrière,

- et les unités de commutateur (6-0, 6-1) et le
premier adaptateur de canal (44) sont montés
sur le panneau arrière.

6. Système de stockage de données comportant :

- un appareil de contrôle de stockage de don-
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nées selon l’une quelconque des revendications
1 à 5, et
- une pluralité desdits dispositifs de mémoire
(2-0,..., 2-n).
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