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Description 

BACKGROUND  OF  THE  INVENTION 

The  present  invention  relates  to  an  ignition 
system  of  AC  continuous  discharge  type  used  for 
an  internal  combustion  engine. 

In  the  prior  art,  an  ignition  system  of  AC  con- 
tinuous  discharge  type  such  as  disclosed  in  JP-B- 
62-6112  (U.S.  PAT.No.  4,356,807)  has  been  sug- 
gested  in  which  an  electric  current  is  supplied 
alternately  in  two  directions  of  the  primary  winding 
of  the  ignition  coil,  and  by  detecting  this  primary 
current,  the  period  of  current  interruption  is  deter- 
mined  thereby  to  generate  a  high-frequency  igni- 
tion  voltage  across  the  secondary  winding  of  the 
ignition  coil. 

In  the  conventional  ignition  system  of  AC  con- 
tinuous  discharge  type  which  uses  a  couple  of 
power  transistors  for  turning  on  and  off  alternately 
the  primary  current  of  the  ignition  coil  at  high 
frequencies,  the  switching  loss  (off  loss,  in  particu- 
lar)  of  each  power  transistor  generates  a  consider- 
able  amount  of  heat.  This  switching  loss  depends 
on  the  interruption  frequency  of  the  power  transis- 
tors  and  the  primary  leakage  inductance  of  the 
ignition  coil.  If  the  leakage  inductance  is  reduced, 
the  unit  off  loss  of  the  power  transistors  would 
decrease,  but  the  primary  current  would  start  ear- 
lier  at  the  time  of  turning  on  of  the  power  transis- 
tors,  so  that  the  interruption  frequency  of  the  power 
transistors  would  be  for  increased  interruption  fre- 
quencies  of  the  power  transistors.  As  a  result,  heat 
would  be  generated  an  increased  number  of  times 
per  unit  time  with  the  turning  on  and  off  of  the 
power  transistors,  and  the  higher  level  of  rise  of  the 
primary  current  would  increase  the  overshoot  of  the 
primary  current  at  the  time  of  turning  off  of  the 
power  transistors,  with  the  result  that  the  cut-off 
current  value  would  be  increased  for  an  increased 
loss  of  the  power  transistors.  If  the  leakage  induc- 
tance  is  increased,  by  contrast,  in  spite  of  the 
decreased  on-off  frequency  of  the  power  transis- 
tors,  the  off  loss  thereof  would  increase,  thereby 
making  it  difficult  to  reduce  the  total  amount  of  heat 
generation  of  the  power  transistors. 

Now,  the  reason  why  the  on-off  frequency  of 
the  power  transistors  is  increased  by  a  reduced 
leakage  inductance  and  the  problems  caused  by 
this  phenomenon  will  be  explained  in  detail  with 
reference  to  Figs.  10A  to  12.  Figs.  10A  to  Fig.  10D 
show  equivalent  circuits  of  a  transformer  including 
the  primary  and  secondary  windings  of  the  ignition 
coil.  The  equivalent  circuits  of  Figs.  10A  to  Fig. 
10D  are  simplified  to  an  increasing  degree  in  that 
order.  A  basic  equivalent  circuit  is  shown  in  Fig. 
10A.  Fig.  10B  shows  an  equivalent  circuit  using  a 
coupling  coefficient  K  of  the  transformer  for  the 

ignition  coil.  Further,  Fig.  10C  shows  an  equivalent 
circuit  with  all  the  circuit  elements  transferred  to 
the  primary  circuit.  In  these  figures,  VB:  a  source 
voltage,  Ri  :  a  primary  coil  resistor,  Li  :  a  primary 

5  inductance,  R2:  a  secondary  coil  resistor,  L2:  a 
secondary  inductance,  I1  :  a  primary  coil  current, 
RL:  a  load  resistor,  N:  turn  ratio,  Li  '(Li  (l-k)):  a 
primary  leakage  inductance,  L2'(L2(l-k)):  a  secon- 
dary  leakage  inductance.  Assuming  that  R1  = 

70  R2/N2  «  0  and  KU  »  (l-k)Li  ,  in  Fig.  10C,  on  the 
other  hand,  the  transformer  of  the  ignition  coil  can 
be  expressed  by  the  simple  equivalent  circuit  of 
Fig.  10D.  As  obvious  from  Fig.  10D,  the  rising 
speed  of  the  primary  coil  current  I1  is  determined 

15  by  the  leakage  inductances  L'1,  L'2,  the  load  resis- 
tor  RL  being  constant.  In  controlling  the  primary  coil 
current  of  the  ignition  system  of  AC  continuous 
discharge  type,  when  the  current  of  a  primary 
winding  reaches  a  predetermined  value,  the  same 

20  current  is  turned  off,  while  the  current  of  the  other 
primary  winding  is  turned  on.  If  a  coil  of  small 
leakage  inductance  is  used  for  this  type  of  ignition 
system,  the  rising  speed  of  the  primary  coil  current 
increases,  so  that  the  frequency  of  the  primary  coil 

25  current  increases  for  an  increased  on-off  frequency 
of  the  power  transistors.  This  phenomenon  is  espe- 
cially  conspicuous  when  the  source  voltage  VB  is 
high. 

The  loss  Po  caused  at  the  time  of  turning  off 
30  the  power  transistors  is  given  as 

P0  =  1 /2   L ' i ,   I p i 2 ,  

35 
where  Li  is  the  primary  leakage  inductance  and  lP1 
the  cut-off  current  value  of  the  ignition  coil.  If  the 
power  transistors  are  turned  off  a  number  n  of 
times  during  a  predetermined  discharge  period,  the 

40  total  loss  W0  during  the  same  period  is  given  as 

W0  =  nP0  =  1 /2   nL'  - I P i 2 .  

45 
With  the  increase  in  the  rising  speed  of  the  primary 
coil  current,  that  is,  frequency,  therefore,  the  on-off 
frequency  n  of  the  power  transistors  assumes  a 
large  value  as  shown  in  Fig.  11(b),  and  at  the  same 

50  time,  due  to  the  time  delay  t  1  before  the  current 
flowing  in  the  primary  winding  is  detected  and 
interrupted  by  the  power  transistors,  the  cut-off 
current  lP1  increases  to  lP2,  with  the  result  that  the 
loss  W0,  which  is  proportional  to  the  square  of 

55  current,  sharply  increases.  In  this  way,  in  the  case 
where  the  primary  coil  current  rises  too  early,  not 
only  the  frequency  is  increased  but  also  an  over- 
shoot  of  the  cut-off  current  is  caused  as  shown  in 
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Fig.  11(b),  whereby  the  loss  is  increased,  thus 
often  breaking  the  power  transistors. 

If  the  frequency  of  the  primary  coil  current 
decreases,  by  contrast,  the  power  transistors  are 
turned  off  less  rapidly  as  shown  in  Fig.  12(a)  and 
are  operated  in  an  unsaturation  region  to  a  cor- 
responding  degree  thereby  to  increase  the  off  loss 
of  the  power  transistors. 

SUMMARY  OF  THE  INVENTION 

The  object  of  the  present  invention  is  to  mini- 
mize  the  primary  leakage  inductance  of  the  ignition 
coil  while  dampening  the  increase  in  the  on-off 
frequency  of  the  primary  current  thereby  to  reduce 
the  heat  generation  of  the  switching  means  includ- 
ing  power  transistors  without  deteriorating  the  igni- 
tion  performance. 

According  to  the  present  invention,  there  is 
provided  an  ignition  system  comprising  an  ignition 
coil  including  primary  and  secondary  windings,  first 
switching  means  for  supplying  current  to  the  pri- 
mary  winding  in  one  direction,  second  switching 
means  for  supplying  current  to  the  primary  winding 
in  the  other  direction,  means  for  detecting  the 
current  flowing  in  the  primary  winding,  a  control 
circuit  for  turning  on  and  off  the  first  and  second 
switching  means  alternately  each  time  the  current 
detected  by  the  current  detecting  means  reaches  a 
predetermined  level,  characterised  by  external  in- 
ductance  means  connected  in  series  to  the  primary 
winding  for  slowing  the  rise  of  the  current  flowing  in 
the  primary  winding  when  each  of  the  switching 
means  is  turned  on,  and  a  capacitor  connected  to 
the  inductance  means  for  absorbing  the  energy 
stored  in  the  inductance  means  when  each  of  the 
switching  means  is  turned  on. 

The  ignition  system  according  to  the  invention 
may  further  comprise  discharge  means  connected 
to  the  capacitor  for  discharging  the  energy  stored 
therein. 

The  inductance  means  further  includes  a  trans- 
former  having  the  primary  and  secondary  windings 
connected  to  the  primary  winding  of  the  ignition 
coil,  and  a  discharge  circuit  for  connecting  the 
capacitor  to  the  secondary  winding  of  the  trans- 
former  and  discharging  the  energy  stored  in  the 
capacitor  through  the  primary  winding  of  the  igni- 
tion  coil  when  each  of  the  switching  means  is 
turned  on. 

The  discharge  circuit  may  include  energy-re- 
ducing  inductance  means. 

The  ignition  system  according  to  the  invention 
may  further  comprise  means  for  detecting  the  volt- 
age  generated  across  the  secondary  winding  of  the 
transformer  and  preventing  each  of  the  switching 
means  from  being  turned  on  when  this  voltage 
exceeds  a  predetermined  value. 

The  ignition  system  according  to  the  present 
invention  may  further  comprise  means  for  generat- 
ing  an  ignition  signal  in  accordance  with  the  speed 
of  the  internal  combustion  engine,  so  that  the  first 

5  and  second  switching  means  are  turned  on  and  off 
alternately  by  the  control  circuit  while  the  ignition 
signal  generation  means  generates  an  ignition  sig- 
nal. 

Further,  the  ignition  coil,  the  first  and  second 
io  switching  means,  the  transformer,  the  capacitor 

and  the  discharge  circuit  may  be  provided  in  a 
plurality  of  sets  as  many  as  the  cylinders  of  the 
internal  combustion  engine,  and  each  discharge 
circuit  is  inserted  between  the  capacitor  and  the 

is  ignition  coil  associated  with  the  cylinder  of  a  dif- 
ferent  set  in  such  a  manner  as  to  discharge  the 
energy  stored  in  the  capacitor  through  the  primary 
winding  of  the  ignition  coil  of  the  cylinder  when  the 
switching  means  for  the  same  cylinder  is  turned 

20  on. 
The  ignition  system  according  to  the  present 

invention  may  further  comprise  a  couple  of  each  of 
second  and  third  diodes,  so  that  an  end  of  the 
primary  winding  of  the  transformer  is  extended  and 

25  connected  to  an  end  of  each  of  the  primary  win- 
dings  of  the  ignition  coil  through  each  of  the  sec- 
ond  diodes,  while  at  the  same  time  connecting  the 
discharge  circuit  to  an  end  of  each  of  the  primary 
windings  of  the  ignition  coils  through  each  of  the 

30  third  diodes. 
When  the  first  switching  means  turns  on,  cur- 

rent  flows  in  one  direction  through  the  primary 
winding  of  the  ignition  coil,  and  when  this  current 
exceeds  a  predetermined  value,  the  control  circuit 

35  turns  off  the  first  switching  means  while  at  the 
same  time  turning  on  the  second  switching  means 
to  cause  current  to  flow  in  the  other  direction 
through  the  primary  winding  of  the  ignition  coil. 
When  this  current  exceeds  a  predetermined  value, 

40  the  second  switching  means  is  turned  off  by  the 
control  circuit,  and  at  the  same  time  the  first 
switching  means  is  turned  on  to  supply  the  primary 
winding  of  the  ignition  coil  with  current  in  the  other 
direction.  By  repeating  this  process  of  operation, 

45  the  primary  current  of  the  ignition  coil  is  turned  on 
and  off  alternately  in  positive  and  negative  direc- 
tions  each  time  the  value  thereof  exceeds  a  pre- 
determined  level,  thus  generating  a  high-frequency 
AC  voltage  for  ignition  in  the  secondary  winding  of 

50  the  ignition  coil. 
In  view  of  the  fact  that  the  primary  current  of 

the  ignition  coil  flows  through  the  external  induc- 
tance  means  upon  turning  on  of  each  switching 
means,  the  rise  of  the  primary  current  is  slowed  so 

55  that  even  if  the  primary  leakage  inductance  of  the 
ignition  coil  is  reduced,  the  on-off  period  of  each 
switching  means  is  not  shortened.  As  a  result,  the 
switching  loss  of  each  switching  means  can  be 
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effectively  reduced  to  the  same  degree  as  the 
primary  leakage  inductance  of  the  ignition  coil  is 
reduced,  thereby  making  it  possible  to  reduce  the 
heat  generation  of  the  respective  switching  means 
without  deteriorating  the  ignition  performance. 

Furthermore,  the  energy  stored  in  the  induc- 
tance  means  during  the  conduction  of  the  switching 
means  is  absorbed  into  the  capacitor. 

The  energy  stored  in  the  capacitor  may  also  be 
extinguished  by  being  discharged  through  dis- 
charge  means  connected  to  the  capacitor.  The 
charge  voltage  of  the  capacitor  is  thus  prevented 
from  being  increased  unnecessarily. 

The  inductance  means  mentioned  above  may 
be  made  up  of  a  transformer  having  the  secondary 
coil  thereof  connected  with  a  capacitor  which  is 
charged  with  the  energy  stored  in  the  transformer, 
and  the  energy  thus  stored  in  the  capacitor  may  be 
released  by  discharge  through  the  primary  winding 
of  the  ignition  coil  by  a  discharge  circuit  when  the 
switching  means  is  next  turned  on,  thus  using  the 
energy  for  ignition.  This  improves  the  ignition  per- 
formance.  If  an  energy-reducing  inductance  means 
is  included  in  the  discharge  circuit,  the  energy 
stored  in  the  capacitor  is  supplied  slowly  to  the 
primary  winding  of  the  ignition  coil,  and  the  primary 
current  is  thus  prevented  from  rising  sharply,  there- 
by  preventing  the  on-off  frequency  of  each  switch- 
ing  means  from  increasing  to  an  unnecessary  de- 
gree. 

The  ignition  system  according  to  the  invention 
may  further  comprise  means  for  detecting  the  volt- 
age  generated  across  the  secondary  winding  of  the 
transformer  and  means  for  blocking  the  current 
flow  through  the  switching  means  when  the  voltage 
exceeds  a  predetermined  value.  The  capacitor  is 
charged  by  the  voltage  generated  across  the  sec- 
ondary  winding  of  the  transformer  before  the  next 
switching  means  is  turned  on,  thereby  causing  the 
capacitor  to  be  charged  positively  by  the  energy 
generated  in  the  transformer.  As  a  result,  the  en- 
ergy  stored  in  the  transformer  is  supplied  to  the 
ignition  coil  before  being  charged  into  the  capaci- 
tor,  thus  preventing  the  on-off  frequency  of  the 
switching  means  from  increasing  to  an  unneces- 
sary  high  level. 

It  is  also  possible  to  provide  means  for  gen- 
erating  an  ignition  signal  in  accordance  with  the 
revolutions  of  the  internal  combustion  engine,  so 
that  while  this  ignition  signal  generation  means  is 
generating  an  ignition  signal,  the  first  and  second 
switching  means  are  turned  on  and  off  alternately 
by  a  control  circuit,  thus  generating  a  high-fre- 
quency  AC  spark  voltage  only  during  the  ignition 
timing  of  the  internal  combustion  engine.  The 
present  invention  is  thus  applicable  in  satisfactory 
manner  as  an  ignition  system  for  the  internal  com- 
bustion  engine. 

By  discharging  the  energy  charged  in  the  ca- 
pacitor  through  the  primary  winding  of  the  ignition 
coil  of  another  cylinder  when  the  switching  means 
of  the  same  another  cylinder  is  turned  on,  on  the 

5  other  hand,  the  energy  stored  in  the  capacitor  can 
be  utilized  as  ignition  energy  for  the  particular 
cylinder,  thus  assuring  effective  use  of  the  present 
invention  as  an  ignition  system  of  an  internal  com- 
bustion  engine  having  a  plurality  of  cylinders. 

io  The  current  flowing  in  the  primary  winding  of 
the  ignition  coil  may  also  be  branched  through 
each  second  diode  to  each  primary  winding  of 
each  ignition  coil,  while  the  energy  charged  in  the 
capacitor  is  supplied  to  each  primary  winding  of 

is  each  ignition  coil  through  each  third  diode,  so  that 
each  second  diode  may  have  the  double  functions 
of  preventing  the  energy  stored  in  the  capacitor 
from  being  supplied  to  the  primary  winding  of  the 
transformer  and  preventing  the  switching  means 

20  from  being  turned  on  in  reverse  direction.  As  a 
consequence,  the  number  of  large-capacity  diodes 
used  in  the  system  is  reduced,  and  hence  the  heat 
generation  is  proportionately  decreased  while  at 
the  same  time  improving  the  ignition  performance. 

25 
BRIEF  DESCRIPTION  OF  THE  DRAWINGS 

Fig.  1  is  a  circuit  diagram  showing  a  first  em- 
bodiment  of  an  ignition  system  according  to  the 

30  present  invention. 
Fig.  2  shows  waveforms  generated  in  various 
parts  of  the  circuit  shown  in  Fig.  1. 
Fig.  3  is  a  circuit  diagram  showing  the  essential 
parts  of  a  second  embodiment  of  an  ignition 

35  system  according  to  the  present  invention. 
Fig.  4  shows  waveforms  generated  at  various 
parts  of  the  circuit  shown  in  Fig  .3. 
Fig.  5  is  a  circuit  diagram  showing  the  essential 
parts  of  a  third  embodiment  of  an  ignition  sys- 

40  tern  according  to  the  present  invention. 
Fig.  6  is  a  circuit  diagram  of  the  essential  parts 
of  a  fourth  embodiment  of  an  ignition  system 
according  to  the  present  invention. 
Fig.  7  is  a  diagram  showing  waveforms  gen- 

45  erated  at  various  parts  of  the  circuit  shown  in 
Fig.  6. 
Fig.  8  is  a  circuit  diagram  showing  the  essential 
parts  of  a  fifth  embodiment  of  an  ignition  system 
according  to  the  present  invention. 

50  Fig.  9  is  a  circuit  diagram  showing  the  essential 
parts  of  a  sixth  embodiment  of  an  ignition  sys- 
tem  according  to  the  present  invention. 
Figs.  10A  to  10D  are  circuit  diagrams  for  ex- 
plaining  the  operation  of  a  transformer  for  the 

55  ignition  coil. 
Fig.  11  shows  waveforms  for  explaining  the 
problems  of  the  conventional  ignition  coil  of  AC 
continuous  discharge  type. 

4 
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Fig.  12  shows  waveforms  for  explaining  the  dif- 
ference  between  a  conventional  ignition  system 
and  an  ignition  system  according  to  the  present 
invention. 

DESCRIPTION  OF  THE  PREFERRED  EMBODI- 
MENTS 

Now,  the  present  invention  will  be  explained 
with  reference  embodiments  shown  in  the  accom- 
panying  drawings.  In  a  first  embodiment  shown  in 
Fig.  1,  reference  character  +VB  designates  a  ter- 
minal  connected  to  the  positive  terminal  of  a  car 
battery  (not  shown)  providing  a  DC  power  supply, 
numeral  2  a  signal  generator  for  generating  an 
ignition  signal  at  an  ignition  timing  in  synchronism 
with  the  revolutions  of  an  internal  combustion  en- 
gine  not  shown,  and  numeral  3  a  logic  circuit. 
An  AND  gate  4  included  in  the  circuit  3  is  a  circuit 
for  producing  the  logical  product  of  an  output  sig- 
nal  of  the  signal  generator  2  and  that  of  a  decision 
circuit  40  by  allowing  an  output  pulse  signal  of  the 
decision  circuit  40  to  pass  therethrough  while  the 
signal  generator  2  generates  an  "1  "  signal,  and 
producing  a  "0"  signal  always  in  response  to  a  "0" 
signal  produced  by  the  signal  generator  2.  An  AND 
gate  5  is  a  circuit  for  producing  the  logical  product 
of  an  output  signal  of  the  signal  generator  2  and  an 
output  signal  of  an  inverter  6  for  inverting  the 
output  signal  of  the  decision  circuit  40  by  allowing 
an  output  pulse  signal  of  the  inverter  6  to  pass 
therethrough  while  a  "1  "  signal  is  generated  by  the 
signal  generator  2  and  producing  a  "0"  signal 
always  in  response  to  a  "0"  signal  produced  by  the 
signal  generator  2.  Numerals  7A,  8A  designate 
drive  circuits  for  amplifying  outputs  of  the  AND 
gates  4  and  5,  numerals  7,  8  power  transistors 
providing  switching  devices  so  connected  as  to 
turn  on  and  off  in  response  to  outputs  of  the  AND 
gates  4,  5.  The  base  of  the  transistor  7  is  con- 
nected  through  the  drive  circuit  7A  to  an  output 
terminal  of  the  AND  gate  4,  while  the  base  of  the 
transistor  8  is  connected  through  the  drive  circuit 
8A  to  an  output  terminal  of  the  AND  gate  5.  The 
collectors  of  the  transistors  7,  8  are  connected 
through  diodes  9,  10  to  the  primary  windings  13, 
14  respectively  of  an  ignition  coil  11,  each  collector 
being  connected  to  the  cathode  of  the  diodes  9 
and  10  respectively.  The  emitters  of  the  transistors 
7  and  8  are  connected  to  the  negative  terminal 
(earth)  of  a  DC  power  supply  through  current  de- 
tection  resistors  22  and  24  respectively  having  a 
very  small  resistance  value.  The  ignition  coil  11 
includes  the  primary  windings  13,  14  and  the  sec- 
ondary  winding  15  of  100  to  200  in  turn  ratio 
respectively  and  a  couple  of  cores  12.  The  primary 
windings  13,  14  are  magnetically  coupled  to  the 
secondary  winding  15  through  the  cores  12,  to  that 

the  voltage  generated  in  the  primary  windings  13, 
14  is  boosted  and  produced  from  the  secondary 
winding  15.  An  end  of  each  of  the  primary  windings 
13  and  14  is  connected  to  the  anode  of  the  diodes 

5  9  and  10  respectively,  and  an  intermediate  terminal 
17  making  up  the  other  end  thereof  is  connected  to 
the  positive  terminal  +VB  of  the  DC  power  supply 
through  an  additional  circuit  50.  An  output  terminal 
of  the  secondary  winding  15  is  connected  to  a 

io  spark  plug  through  a  high-voltage  cable.  Also,  the 
primary  windings  13,  14  and  the  secondary  winding 
15  are  wound  on  the  central  magnetic  path  of  a 
couple  of  E-shaped  cores  12  forming  a  closed 
magnetic  path  while  being  wound  on  a  bobbin  not 

is  shown.  The  magnetic  circuit  (central  magnetic 
path)  formed  by  the  cores  12,  on  the  other  hand, 
has  therein  formed  a  gap  of  about  0.6  mm  for 
minimizing  the  primary  leakage  inductance  of  the 
ignition  coil  11  (20  M.H  or  less  or  preferably  about 

20  10  M.H,  for  example). 
Further,  the  decision  circuit  40  is  for  deciding 

on  the  magnitude  of  the  primary  coil  current  la,  lb 
of  the  ignition  coil  1  1  by  detecting  the  voltage  drop 
across  the  current  decision  resistors  22,  24.  In  this 

25  decision  circuit  40,  the  positive  input  terminal  of  a 
comparator  27  is  impressed  with  the  voltage  drop 
across  the  current  detection  resistor  22  and  the 
negative  input  terminal  thereof  with  a  reference 
voltage  Vref.  As  a  result,  the  comparator  27  com- 

30  pares  these  two  voltages,  and  when  the  voltage 
drop  is  larger  than  the  reference  voltage  Vref,  pro- 
duces  a  "1  "  signal,  while  producing  a  "0"  signal  if 
the  voltage  drop  is  smaller  than  the  reference  volt- 
age  Vref.  A  comparator  28,  on  the  other  hand,  has 

35  the  positive  input  terminal  thereof  impressed  with 
the  voltage  drop  across  the  current  detection  resis- 
tor  24,  and  the  negative  input  terminal  thereof 
supplied  with  the  reference  voltage  Vref,  so  that 
when  this  voltage  drop  is  larger  than  the  reference 

40  voltage  Vref,  the  comparator  28  produces  a  "1  " 
signal,  while  if  the  voltage  drop  is  smaller  than  the 
reference  voltage  Vref,  it  produces  a  "0"  signal.  The 
terminal  S  of  an  RS  flip-flop  26  is  a  set  input 
terminal,  the  terminal  R  thereof  a  reset  input  termi- 

45  nal,  and  the  terminal  Q  thereof  is  an  output  termi- 
nal.  The  terminals  S  and  R  of  the  flip-flop  26  are 
connected  to  the  output  terminals  of  the  compara- 
tors  28  and  27  respectively.  When  the  comparator 
27  produces  a  "1  "  signal,  the  terminal  Q  produces 

50  a  "0"  signal,  while  the  comparator  28  produces  a 
"1  "  signal,  the  terminal  Q  produces  a  "1  "  signal. 

In  the  additional  circuit  50,  numeral  1  des- 
ignates  a  transformer  making  up  inductance  means 
including  the  primary  winding  1a  and  the  secon- 

55  dary  winding  1  b  having  the  turn  ratio  of  1  to  1  (with 
20  turns)  and  the  inductance  of  20  to  30  U.H.  An 
end  of  the  primary  winding  1a  is  connected  to  the 
positive  terminal  +VB  of  the  DC  power  supply  and 

5 
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the  other  end  thereof  to  the  intermediate  terminal 
17  of  the  ignition  coil  11  through  a  second  diode 
16.  Also,  an  end  of  the  secondary  winding  1b  is 
grounded,  and  the  other  end  thereof  is  connected 
through  a  first  diode  18  to  an  end  of  a  capacitor  19 
having  a  capacity  of  about  10  M.F,  the  other  end  of 
which  is  grounded.  Further,  an  end  of  the  capacitor 
19  is  connected  to  the  intermediate  terminal  17  of 
the  ignition  coil  11  through  the  energy-reducing 
inductor  21  of  about  60  M.H  in  inductance  (about 
three  times  the  primary  inductance  of  the  trans- 
former  1)  and  a  third  diode  20.  Furthermore,  the 
other  end  of  the  secondary  winding  1b  of  the 
transformer  1  is  connected  through  resistors  23 
and  25  to  the  bases  of  transistors  29  and  31 
respectively.  The  collectors  of  the  these  transistors 
29  and  31  are  connected  to  the  output  terminals  of 
the  AND  gates  4  and  5  respectively,  and  the  emit- 
ters  thereof  are  grounded.  The  resistors  23,  25  and 
the  transistors  29,  31  make  up  a  blocking  circuit. 

Now,  the  operation  of  the  circuit  having  the 
afore-mentioned  configuration  will  be  explained. 
The  signal  generator  2  for  generating  an  ignition 
signal  in  synchronism  with  the  revolutions  of  the 
internal  combustion  engine  in  its  operation  pro- 
duces  a  rectangular  pulse  signal  shown  by  IGt  in 
Fig.  2.  Specifically,  the  signal  generator  2  produces 
a  "1  "  signal  only  during  the  spark  discharge  pe- 
riod.  On  the  other  hand,  the  decision  circuit  40 
produces  a  rectangular  pulse  signal  of  about  2  to  5 
KHz  in  natural  frequency  as  determined  by  the 
circuit  design  including  the  transformer  1  and  the 
ignition  coil  11  as  described  later.  The  inverter  6 
produces  a  pulse  signal  inverted  from  this  rectan- 
gular  pulse  signal.  As  a  result,  the  AND  gates  4 
and  5  produce  an  alternately-inverted  combined 
pulse  signal  while  the  signal  generator  2  produces 
a  "1  "  signal.  The  transistors  7  and  8  are  turned  on 
and  off  in  accordance  with  the  outputs  of  the  AND 
gates  4  and  5  respectively,  and  therefore  while  the 
signal  generator  2  produces  a  "1  "  signal,  the  bases 
of  the  transistors  7  and  8  are  supplied  with  pulse 
signals  of  opposite  phases,  whereby  the  transistors 
7  and  8  repeat  on-off  operations  alternately. 

Thus,  while  a  "1  "  ignition  signal  is  produced 
from  the  signal  generator  2,  a  high-frequency  AC 
voltage  is  generated  across  the  secondary  winding 
15  of  the  ignition  coil  11  thereby  to  cause  an  AC 
continuous  discharge  of  the  ignition  plug  30. 

Now,  explanation  will  be  made  about  the  op- 
eration  of  the  additional  circuit  50  making  up  the 
essential  parts  of  the  present  invention.  The  current 
flowing  in  the  primary  windings  13  and  14  of  the 
ignition  coil  11  while  the  transistors  7  and  8  are 
conducting  also  flows  through  the  primary  winding 
1a  of  the  transformer  1  (the  current  flowing  in  the 
primary  winding  1a  of  the  transformer  1  is  des- 
ignated  by  li  in  Fig.  2),  and  therefore  the  primary 

inductance  thereof  (20  to  30  M.H)  thereof  retards 
the  rise  of  the  primary  current  of  the  ignition  coil 
1  1  ,  with  the  result  that  the  on-off  frequency  of  the 
power  transistors  7  and  8  is  reduced,  so  that  the 

5  leakage  inductances  of  the  primary  windings  13 
and  14  of  the  ignition  coil  11  are  reduced  to  a 
corresponding  degree.  By  decreasing  the  primary 
leakage  inductance  of  the  ignition  coil  11  without 
increasing  the  on-off  frequency  of  the  power  tran- 

io  sistors  7  and  8  in  this  manner,  the  switching  loss  of 
the  power  transistors  7  and  8  can  be  reduced 
effectively. 

Due  to  the  energy  stored  in  the  transformer  1 
while  the  power  transistors  8  and  9  are  conducting, 

is  a  voltage  indicated  by  VL  in  Fig.  2  is  generated 
across  the  secondary  winding  1  b  of  the  transformer 
1  when  the  power  transistors  7  and  8  are  turned 
off.  This  voltage  is  used  to  charge  the  capacitor  19 
rapidly  through  the  diode  18,  and  the  energy 

20  stored  in  the  transformer  1  is  thus  absorbed  into 
the  capacitor  19.  In  the  process,  the  voltage  gen- 
erated  across  the  secondary  winding  1b  of  the 
transformer  1  causes  the  transistors  29  and  31  to 
be  turned  on  through  the  resistors  23  and  25 

25  respectively,  so  that  the  outputs  of  the  AND  gates 
4  and  5  are  short  circuited  to  block  the  conduction 
of  the  power  transistors  7  and  8  during  a  short 
period  of  time  when  the  capacitor  19  is  being 
charged  by  the  voltage  generated  across  the  sec- 

30  ondary  winding  1b  of  the  transformer  1.  After  the 
capacitor  19  is  charged,  on  the  next  occasion  of 
conduction  of  one  of  the  power  transistors  7  and  8, 
charges  in  the  capacitor  19  are  supplied  slowly  to 
the  primary  winding  13  or  14  associated  with  a 

35  conducting  one  of  the  power  transistors  through  the 
diode  20  and  the  energy  reducing  inductor  21,  thus 
increasing  the  ignition  energy  without  sharp  rise  of 
the  primary  current  of  the  ignition  coil  11.  At  the 
same  time,  the  voltage  charged  into  the  capacitor 

40  19  by  the  energy  stored  in  the  transformer  1  by  the 
conduction  of  one  of  the  power  transistors  7,  8  is 
discharged  at  the  time  of  conduction  of  the  other 
power  transistor,  so  that  the  capacitor  19  is 
charged  only  with  a  voltage  corresponding  to  the 

45  energy  stored  in  the  transformer  1  by  a  single 
conduction  of  each  of  the  power  transistors  7  and 
8,  thus  the  capacitor  19  may  have  a  comparatively 
small  withstanding  voltage. 

Fig.  3  shows  a  configuration  of  the  essential 
50  parts  of  a  second  embodiment  of  the  present  in- 

vention.  This  embodiment,  unlike  the  first  embodi- 
ment  described  above,  comprises  a  couple  of  each 
of  the  devices  including  the  transformer  1,  the 
power  transistors  7,  8,  ignition  coil  1  1  ,  the  diodes  9, 

55  10,  16,  18,  20,  the  capacitor  19,  the  energy-reduc- 
ing  inductor  21  and  the  ignition  plug  30.  The  ca- 
pacitor  19  of  each  set  is  connected  to  the  primary 
winding  of  the  ignition  coil  11  of  the  other  set 
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through  the  diode  20  and  the  energy-reducing  in- 
ductor  21  of  the  other  set.  Further,  an  end  of  the 
secondary  winding  of  each  ignition  coil  11  is  con- 
nected  to  the  intermediate  terminal  17  of  the  pri- 
mary  winding,  and  this  intermediate  terminal  17  is 
grounded  through  a  resistor  32  and  a  zener  diode 
33.  The  configuration  of  the  remaining  parts  of  the 
circuit  is  identical  to  that  of  the  first  embodiment. 
According  to  the  second  embodiment,  the  signal 
generator  2  generates  two  ignition  signals  IGt1  and 
IGt2  alternately  as  shown  in  Fig.  4  associated  with 
the  ignition  timings  of  the  respective  sets,  and 
supplies  the  transformers  of  the  respective  sets 
with  on-off  primary  currents  designated  by  li  1  and 
I12  in  Fig.  4  alternately,  So  that  on-off  voltages 
designated  by  VL1  and  VL2  of  Fig.  4  are  generated 
alternately  across  the  secondary  winding  of  each 
transformer,  thus  charging  the  capacitors  19  of  the 
respective  sets  in  the  manner  as  shown  by  Vc1 
and  Vc2  in  Fig.  4. 

In  this  second  embodiment,  the  charge  voltage 
of  each  capacitor  19  is  not  discharged  until  the 
conduction  of  the  power  transistor  7,  8  of  the  other 
set,  and  therefore  a  plurality  of  charges  occur  dur- 
ing  a  single  spark  discharge  period  as  shown  by 
Vc1  and  Vc2  in  Fig.  4.  This  requires  a  capacitor  19 
comparatively  large  in  withstanding  voltage.  Never- 
theless,  it  is  possible  to  eliminate  the  blocking 
means  including  the  resistors  23,  25  and  the  tran- 
sistors  29,  31  required  in  the  first  embodiment. 

Fig.  5  is  a  diagram  showing  a  configuration  of 
the  essential  parts  of  a  third  embodiment  of  the 
present  invention.  Unlike  in  the  first  embodiment, 
an  ignition  coil  11A  having  a  single  primary  winding 
13A  is  used,  and  the  ends  of  this  primary  winding 
13A  are  grounded  through  power  transistors  7,  8  of 
NPN  type  and  a  common  primary  current  detection 
resistor  22  on  the  one  hand  and  connected  to  the 
positive  terminal  +VB  of  a  DC  power  supply 
through  power  transistors  8a,  7a  of  PNP  type  and  a 
common  additional  circuit  50  on  the  other.  At  the 
same  time,  the  non-grounded  end  of  the  current 
detection  resistor  22  is  connected  to  a  positive 
input  terminal  of  a  comparator  27,  which  makes  up 
a  decision  circuit  40A  with  a  flip-flop  26a  with  an 
output  thereof  adapted  to  be  inverted  each  time  of 
generation  of  a  "1  "  output  signal  from  the  com- 
parator  27.  Further,  the  output  terminals  of  the  AND 
gates  4  and  5  are  connected  to  the  bases  of  the 
power  transistors  7a  and  8a  of  PNP  type  through 
inverters  7B  and  8B  and  drive  circuits  7A  and  8A 
respectively. 

According  to  this  third  embodiment,  a  couple 
of  the  power  transistors  7a  and  7  are  turned  on 
during  a  spark  discharge  period,  so  that  a  current 
flows  in  one  direction  in  the  single  primary  winding 
13A  of  the  ignition  coil  11A  through  the  additional 
circuit  50,  and  when  this  current  exceeds  a  pre- 

determined  value,  the  output  level  of  the  compara- 
tor  27  becomes  "1  "  thereby  to  invert  the  output  of 
the  flip-flop  26a,  with  the  result  that  the  power 
transistors  7a  and  7  are  turned  off  while  the  other 

5  couple  of  the  transistors  8a  and  8  are  turned  on. 
Thus  the  current  in  the  other  direction  flows  in  the 
primary  winding  13A  of  the  ignition  coil  11A 
through  the  additional  circuit  50,  and  when  this 
current  exceeds  a  predetermined  value,  the  output 

io  of  the  comparator  27  becomes  "1  ",  with  the  output 
of  the  flip-flop  26a  inverted,  with  the  result  that  the 
power  transistors  8a  and  8  are  turned  off  while  the 
other  set  of  the  power  transistors  7a  and  7  are 
turned  on.  This  process  of  operation  is  repeated 

is  alternately.  This  way,  as  in  the  first  embodiment 
described  above,  a  high-frequency  AC  voltage  is 
generated  across  the  secondary  winding  15  of  the 
ignition  coil  11  while  a  "1"  ignition  signal  is  being 
generated  from  the  signal  generator  2,  thus  caus- 

20  ing  an  AC  continuous  discharge  at  the  ignition  plug 
30.  The  additional  circuit  50  operates  substantially 
the  same  manner  and  to  produce  the  same  effect 
as  in  the  first  embodiment. 

Fig.  6  shows  a  configuration  of  the  essential 
25  parts  of  a  fourth  embodiment  of  the  present  inven- 

tion.  As  compared  with  the  first  embodiment,  this 
embodiment  comprises  the  additional  circuit  50 
using  an  auto-inductor  1A  as  an  external  induc- 
tance  means,  and  a  resistor  21  A  making  up  dis- 

30  charge  means  in  parallel  to  the  capacitor  19,  while 
the  diodes  16,  20  and  the  energy-reducing  inductor 
21  are  eliminated.  The  configuration  of  the  other 
parts  is  the  same  as  that  of  the  first  embodiment. 
According  to  this  fourth  embodiment,  with  the  gen- 

35  eration  of  an  ignition  signal  designated  by  IGt  in 
Fig.  2  from  the  signal  generator  2,  the  power  tran- 
sistors  7  and  8  are  turned  on  alternately,  so  that 
the  primary  current  flows  in  the  ignition  coil  1  1  as 
shown  by  li  in  Fig.  7  through  the  external  inductor 

40  1A.  In  the  process,  the  energy  stored  in  the  exter- 
nal  inductor  1A  generates  a  voltage  indicated  by  VL 
in  Fig.  7  across  the  external  inductor  1A  at  the  time 
of  turning  off  of  each  of  the  power  transistors  7  and 
8,  thereby  charging  the  capacitor  19  in  the  manner 

45  shown  by  Vc  in  Fig.  7.  The  charge  voltage  thus 
stored  in  the  capacitor  19  is  discharged  through 
the  resistor  21  A  while  the  power  transistors  7  and  8 
are  both  turned  off  with  the  ignition  signal  level  of 
the  signal  generator  2  at  "0". 

50  A  configuration  of  the  essential  parts  of  a  fifth 
embodiment  of  the  present  invention  is  shown  in 
Fig.  8.  This  embodiment,  as  compared  with  the  first 
embodiment  described  above,  comprises  a  couple 
of  the  second  diodes  16a,  16b  and  a  coupled  of 

55  the  third  diodes  20a,  20b,  and  an  end  of  the 
primary  winding  1a  of  the  transformer  1  is  ex- 
tended  through  the  second  diodes  16a,  16b  and 
connected  to  the  ends  17a,  17b  of  the  primary 
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windings  13,  14  of  the  ignition  coil  11,  respectively. 
Further,  an  end  of  the  energy-reducing  inductor  21 
is  extended  through  the  third  diodes  20a,  20b  and 
connected  to  the  ends  17a,  17b  of  the  primary 
windings  13,  14  of  the  ignition  coil  11  respectively, 
while  doing  without  the  diodes  9  and  10.  Specifi- 
cally,  in  the  first  embodiment  requiring  a  total  of 
three  diodes  including  the  two  diodes  9  and  10  for 
preventing  reverse  conduction  of  the  power  transis- 
tors  7,  8  and  the  second  diode  16  for  preventing 
the  energy  stored  in  the  capacitor  19  from  being 
supplied  to  the  primary  winding  1a  of  the  trans- 
former  1  ,  and  a  comparatively  large  current  flows  in 
each  of  these  three  diodes  from  the  ignition  coil  1  1  , 
so  that  these  diodes  require  a  large  capacity  and 
generate  a  large  amount  of  heat  with  the  ignition 
performance  reduced  by  the  voltage  drop 
thereacross.  In  the  embodiment  shown  in  Fig.  8,  by 
contrast,  these  two  functions  are  accomplished  by 
the  second  diodes  16a  and  16b,  and  therefore  a 
diode  of  large  capacity  can  be  eliminated  for  lesser 
heat  generation  and  improved  ignition  performance. 

A  configuration  of  the  essential  parts  of  a  sixth 
embodiment  of  the  present  invention  is  shown  in 
Fig.  9.  In  this  embodiment,  the  energy-reducing 
inductor  21  is  eliminated  from  the  additional  circuit 
50  in  the  first  embodiment  of  Fig.  1,  and  the  diode 
16  is  connected  to  the  power  side  of  the  trans- 
former  1,  while  the  cathode  of  the  diode  20  is 
connected  to  the  powerside  terminal  of  the  primary 
winding  1a  of  the  transformer  1.  The  configuration 
of  the  other  parts  is  identical  to  that  of  the  first 
embodiment.  This  configuration  requires  no 
energy-reducing  inductor,  and  the  circuit  compo- 
nents  are  thus  reduced  in  number,  thereby  sim- 
plifying  the  construction. 

Although  the  embodiments  are  explained 
above  for  applications  of  the  invention  to  the  igni- 
tion  system  of  the  internal  combustion  engine,  the 
present  invention  is  also  applicable  to  the  ignition 
system  for  other  combustion  devices  such  as  the 
boiler.  In  such  a  case,  the  signal  generator  2  is 
provided  by  a  timer  or  a  simple  manual  switch  for 
generating  a  "1  "  signal  only  when  continuous  spark 
discharge  is  desired. 

Claims 

1.  An  ignition  system  comprising  an  ignition  coil 
(11)  having  a  primary  winding  (13,  14)  and  a 
secondary  winding  (15),  first  switching  means 
(7)  for  supplying  current  to  the  primary  winding 
(13,  14)  in  one  direction,  second  switching 
means  (8)  for  supplying  current  to  the  primary 
winding  (13,  14)  in  the  other  direction,  current 
detection  means  (22,  24)  for  detecting  the  cur- 
rent  flowing  in  the  primary  winding  (13,  14),  a 
control  circuit  (2,  3,  40)  for  turning  on  and  off 

the  first  and  second  switching  means  (7,  8) 
alternately  each  time  the  current  detected  by 
the  current  detection  means  (22,  24)  exceeds  a 
predetermined  value,  characterised  by  external 

5  inductance  means  (1)  connected  in  series  to 
the  primary  winding  (13,  14)  of  the  ignition  coil 
(11)  for  slowing  the  rise  of  the  current  flowing 
in  the  primary  winding  (13,  14)  when  each  of 
said  switching  means  (7,  8)  is  turned  on,  and  a 

io  capacitor  (19)  connected  to  said  inductance 
means  (1)  for  absorbing  the  energy  stored  in 
the  inductance  means  (1)  when  each  of  said 
switching  means  (7,  8)  is  turned  on. 

is  2.  An  ignition  system  according  to  Claim  1,  fur- 
ther  comprising  discharge  means  (20,  21)  con- 
nected  to  said  capacitor  (19)  for  discharging 
the  energy  stored  in  said  capacitor  (19). 

20  3.  An  ignition  system  according  to  Claim  2, 
wherein  said  discharge  means  is  a  resistor 
(21  A). 

4.  An  ignition  system  according  to  Claim  1, 
25  wherein  said  inductance  means  (1)  includes  a 

transformer  (1)  having  the  primary  winding  (1a) 
and  secondary  winding  (1b)  connected  to  the 
primary  winding  (13,  14)  of  said  ignition  coil 
(11),  said  capacitor  (19)  being  connected  to 

30  the  secondary  winding  (1b)  of  said  transformer 
(1),  said  ignition  system  further  comprising  a 
discharge  circuit  (20,  21)  for  discharging  the 
energy  stored  in  said  capacitor  (19)  through 
the  primary  winding  (13,  14)  of  said  ignition 

35  coil  (11)  when  each  of  said  switching  means 
(7,  8)  is  turned  on. 

5.  An  ignition  system  according  to  Claim  4,  fur- 
ther  comprising  current  blocking  means  (23, 

40  25,  29,  31)  for  detecting  the  voltage  generated 
across  the  secondary  winding  (1b)  of  said 
transformer  (1)  and  preventing  the  conduction 
of  each  of  said  switching  means  (7,  8)  when 
said  voltage  exceeds  a  predetermined  value. 

45 
6.  An  ignition  system  according  to  Claim  4, 

wherein  said  discharge  circuit  (20,  21)  includes 
energy-reducing  inductance  means  (21). 

50  7.  An  ignition  system  according  to  Claim  6,  fur- 
ther  comprising  current  blocking  means  (23, 
25,  29,  31)  for  detecting  the  voltage  generated 
across  the  secondary  winding  (1b)  of  said 
transformer  (1)  and  preventing  the  conduction 

55  of  each  of  the  switching  means  (7,  8)  when 
said  voltage  exceeds  a  predetermined  value. 

8.  An  ignition  system  according  to  Claim  4, 
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wherein  said  discharge  circuit  includes  the  pri- 
mary  winding  (1b)  of  said  transformer  (1)  as  a 
discharge  path. 

9.  An  ignition  system  according  to  Claim  8,  fur-  5 
ther  comprising  current  blocking  means  (23, 
25,  29,  31)  for  detecting  the  voltage  generated 
across  the  secondary  winding  (1b)  of  the  trans- 
former  (1)  and  preventing  the  conduction  of 
each  of  the  switching  means  (7,  8)  when  said  10 
voltage  exceeds  a  predetermined  value. 

10.  An  ignition  system  comprising  ignition  signal 
generation  means  (2)  for  generating  an  ignition 
signal  in  accordance  with  the  revolutions  of  an  is 
internal  combustion  engine,  an  ignition  coil  (11) 
including  two  primary  windings  (13,  14)  and 
one  secondary  winding  (15),  first  switching 
means  (7)  for  supplying  current  to  one  of  said 
two  primary  windings  (13,  14)  in  one  direction,  20 
second  switching  means  (8)  for  supplying  cur- 
rent  to  the  other  of  said  two  primary  windings 
(13,  14)  in  the  other  direction,  current  detection 
means  (22,  24)  for  detecting  the  current  flow- 
ing  in  each  of  said  primary  windings  (13,  14),  a  25 
control  circuit  (2,  3,  40)  for  generating  a  control 
signal  for  turning  on  and  off  said  first  and 
second  switching  means  (7,  8)  alternately  each 
time  the  current  detected  by  said  current  de- 
tection  means  (22,  24)  exceeds  a  predeter-  30 
mined  value  while  an  ignition  signal  is  gen- 
erated  by  said  ignition  signal  generation  means 
(2),  characterised  by  a  transformer  (1)  having 
primary  and  secondary  windings  (1a,  1b)  the 
primary  winding  (1a)  being  connected  in  series  35 
to  each  of  said  primary  windings  (13,  14)  of 
the  ignition  coil  (11)  for  slowing  the  rise  of  the 
current  flowing  in  each  of  said  primary  win- 
dings  (13,  14)  of  said  ignition  coil  (11)  during 
the  conduction  of  each  of  said  switching  40 
means  (7,  8),  a  capacitor  (19)  connected  to  the 
secondary  winding  (1b)  of  said  transformer  (1) 
for  absorbing  the  energy  stored  in  the  induc- 
tance  means  (1)  during  a  given  conduction  of 
each  of  said  switching  means  (7,  8),  a  first  45 
diode  (18)  for  preventing  the  energy  stored  in 
said  capacitor  (19)  from  being  discharged 
through  the  secondary  winding  (1b)  of  said 
transformer  (1),  a  discharge  circuit  (20,  21)  for 
discharging  the  energy  stored  in  said  capacitor  so 
(19)  through  the  primary  winding  (13,  14)  of 
said  ignition  coil  (11)  during  the  next  conduc- 
tion  of  each  of  said  switching  means  (7,  8), 
and  a  second  diode  (16)  for  preventing  the 
energy  stored  in  said  capacitor  (19)  from  being  55 
supplied  to  the  primary  winding  (1a)  of  said 
transformer  (1)  through  said  discharge  circuit 
(20,  21),  said  discharge  circuit  (20,  21)  includ- 

ing  a  third  diode  (20)  and  an  energy-reducing 
inductor  (21)  in  series. 

11.  An  ignition  system  according  to  Claim  10,  fur- 
ther  comprising  current  blocking  means  (23, 
25,  29,  31)  for  preventing  each  of  said  switch- 
ing  means  (7,  8)  from  being  turned  on  when 
said  voltage  exceeds  a  predetermined  value. 

12.  An  ignition  system  according  to  Claim  11  com- 
prising  a  plurality  of  sets  of  said  ignition  coil 
(11),  said  first  and  second  switching  means  (7, 
8),  said  transformer  (1),  said  capacitor  (19), 
said  discharge  circuit  (20,  21)  and  said  first 
and  second  diodes  (18,  16)  in  accordance  with 
the  number  of  cylinders  of  the  internal  com- 
bustion  engine,  each  of  said  discharge  circuits 
(20,  21)  being  connected  between  the  capaci- 
tor  (19)  and  the  ignition  coil  (11)  for  another 
cylinder,  wherein  the  energy  stored  in  each  of 
said  capacitors  (19)  is  discharged  through  the 
primary  winding  of  the  ignition  coil  (11)  of 
another  cylinder  during  the  conduction  of  the 
switching  means  (7,  8)  for  said  another  cyl- 
inder. 

13.  An  ignition  system  according  to  Claim  10  com- 
prising  a  couple  of  the  second  diodes  (16a, 
16b)  and  a  couple  of  the  third  diodes  (20a, 
20b),  said  transformer  (1)  having  an  end  of  the 
primary  winding  (1a)  thereof  connected 
through  each  of  said  second  diodes  (16a,  16b) 
to  an  end  of  each  of  said  primary  windings  (13, 
14)  of  said  ignition  coil  (11),  said  discharge 
circuit  (20a,  20b,  21)  being  connected  to  an 
end  of  each  of  said  primary  windings  (13,  14) 
of  said  ignition  coil  (11)  through  each  of  said 
third  diodes  (20a,  20b). 

Patentanspruche 

1.  Zundsystem,  umfassend  eine  Zundspule  (11) 
mit  einer  Primarwicklung  (13,14)  und  einer  Se- 
kundarwicklung  (15),  erste  Schalteinrichtungen 
(7)  zum  Zufuhren  eines  Stromes  an  die  Pri- 
marwicklung  (13,14)  in  eine  Richtung,  zweite 
Schalteinrichtungen  (8)  zum  Zufuhren  eines 
Stromes  an  die  Primarwicklung  (13,14)  in  der 
anderen  Richtung,  Stromwahrnehmungsein- 
richtungen  (22,24)  zum  Wahrnehmen  des  Stro- 
mes,  der  in  der  Primarwicklung  (13,14)  flie/St, 
einen  Steuerschaltkreis  (2,3,40)  zum  Einschal- 
ten  und  Ausschalten  der  ersten  und  zweiten 
Schalteinrichtungen  (7,8)  abwechselnd,  jedes- 
mal,  wenn  der  durch  die  Stromwahrnehmungs- 
einrichtung  (22,24)  wahrgenommene  Strom  ei- 
nen  vorbestimmten  Wert  uberschreitet, 
dadurch  gekennzeichnet, 
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da/S  eine  externe  Induktionseinrichtung  (1)  in 
Reihe  mit  der  ersten  Wicklung  (13,14)  der 
Zundspule  (11)  zum  Verlangsamen  der  Zunah- 
me  des  Stromflu/Ses  in  der  ersten  Wicklung 
(13,14)  verbunden  ist,  wenn  jede  der  Schaltein- 
richtungen  (7,8)  eingeschaltet  ist,  und 
ein  Kondensator  (19)  mit  der  Induktionseinrich- 
tung  (1)  zum  Aufnehmen  der  gespeicherten 
Energie  in  der  Induktionseinrichtung  (1)  ver- 
bunden  ist,  wenn  jede  der  Schalteinrichtungen 
(7,8)  eingeschaltet  ist. 

2.  Zundvorrichtung  nach  Anspruch  1,  ferner  urn- 
fassend  eine  Entladeeinrichtung  (20,21),  die 
mit  dem  Kondensator  (19)  zum  Entladen  der  in 
dem  Kondensator  (19)  gespeicherten  Energie 
verbunden  ist. 

3.  Zundsystem  nach  Anspruch  2,  wobei  die  Ent- 
ladeeinrichtung  ein  Widerstand  (21  A)  ist. 

4.  Zundsystem  nach  Anspruch  1,  wobei  die  In- 
duktionseinrichtung  (1)  einen  Transformator  (1) 
mit  der  Primarwicklung  (1a)  und  der  Sekundar- 
wicklung  (1b)  umfa/St,  die  mit  der  Primarwick- 
lung  (13,14)  der  Zundspule  (11)  verbunden  ist, 
wobei  der  Kondensator  (19)  mit  der  Sekundar- 
wicklung  (1b)  des  Transformators  (1)  verbun- 
den  ist,  das  Zundsystem  ferner  einen  Entlade- 
schaltkreis  (20,21)  zum  Entladen  der  in  dem 
Kondensator  (19)  gespeicherten  Energie  uber 
die  Primarwicklung  (13,14)  der  Zundspule  (11) 
umfa/St,  wenn  jede  der  Schalteinrichtungen 
(7,8)  eingeschaltet  ist. 

5.  Zundsystem  nach  Anspruch  4,  ferner  umfas- 
send  Stromblockiereinrichtungen  (23,25,29,31) 
zum  Wahrnehmen  der  Spannung,  die  uber  die 
zweite  Wicklung  (1b)  des  Transformators  (1) 
erzeugt  wird,  und  zum  Verhindern  des  Leitens 
einer  jeden  der  Schalteinrichtungen  (7,8),  wenn 
die  Spannung  einen  vorbestimmten  Wert  uber- 
steigt. 

6.  Zundsystem  nach  Anspruch  4,  wobei  der  Ent- 
ladeschaltkreis  (20,21)  eine  energievermindern- 
de  Induktionseinrichtung  (21)  umfa/St. 

7.  Zundsystem  nach  Anspruch  6,  ferner  umfas- 
send  Stromblockiereinrichtungen  (23,25,29,31) 
zum  Wahrnehmen  der  Spannung,  die  uber  die 
zweite  Wicklung  (1b)  des  Transformators  (1) 
erzeugt  wird,  und  zum  Verhindern  des  Leitens 
einer  jeden  der  Schalteinrichtungen  (7,8),  wenn 
die  Spannung  einen  vorbestimmten  Wert  uber- 
steigt. 

8.  Zundsystem  nach  Anspruch  4,  wobei  der  Ent- 

ladeschaltkreis  die  Primarwicklung  (1b)  des 
Transformators  (1)  als  einen  Entladeweg  urn- 
fa/3t. 

5  9.  Zundsystem  nach  Anspruch  8,  ferner  umfas- 
send  Stromblockiereinrichtungen  (23,25,29,31) 
zum  Wahrnehmen  der  Spannung,  die  uber  die 
zweite  Wicklung  (1b)  des  Transformators  (1) 
erzeugt  wird,  und  zum  Verhindern  des  Leitens 

io  einer  jeden  der  Schalteinrichtungen  (7,8),  wenn 
die  Spannung  einen  vorbestimmten  Wert  uber- 
steigt. 

10.  Zundsystem,  umfassend  Zundsignalerzeu- 
15  gungseinrichtungen  (2)  zum  Erzeugen  eines 

Zundsignals  in  Ubereinstimmung  mit  der  Dreh- 
zahl  einer  Brennkraftmaschine,  eine  Zundspule 
(11),  umfassend  zwei  Primarwicklungen  (13,14) 
und  eine  Sekundarwicklung  (15),  erste  Schalt- 

20  einrichtungen  (7)  zum  Zufuhren  von  Strom  an 
eine  der  zwei  Primarwicklungen  (13,14)  in  ei- 
ner  Richtung,  zweite  Schalteinrichtungen  (8) 
zum  Zufuhren  von  Strom  an  die  andere  der 
zwei  Primarwicklungen  (13,14)  in  die  andere 

25  Richtung,  Stromwahrnehmungseinrichtungen 
(22,24)  zum  Wahrnehmen  des  Stromes,  der  in 
jeder  der  Primarwicklungen  (13,14)  flie/St,  einen 
Steuerschaltkreis  (2,3,40)  zum  Erzeugen  eines 
Steuersignals  zum  Einschalten  und  Ausschal- 

30  ten  der  ersten  und  zweiten  Schalteinrichtungen 
(7,8)  abwechselnd  jedes  Mai,  wenn  der  Strom, 
der  durch  die  Stromwahrnehmungseinrichtung 
(22,24)  wahrgenommen  wird,  einen  vorbe- 
stimmten  Wert  ubersteigt,  wahrend  ein  Zundsi- 

35  gnal  durch  die  Zundsignalerzeugungseinrich- 
tungen  (2)  erzeugt  wird, 
gekennzeichnet  durch 
einen  Transformator  (1)  mit  Primar-  und  Se- 
kundarwicklungen  (1a,1b),  wobei  die  Primar- 

40  wicklung  (1a)  in  Reihe  mit  jeder  der  Primar- 
wicklungen  (13,14)  der  Zundspule  (11)  zum 
Verlangsamen  der  Zunahme  des  Stromes  ge- 
schaltet  ist,  der  in  jeder  der  Primarwicklungen 
(13,14)  der  Zundspule  (11)  wahrend  des  Lei- 

45  tens  einer  jeden  Schalteinrichtung  (7,8)  flie/St, 
ein  Kondensator  (19),  der  mit  der  sekundaren 
Wicklung  (1b)  des  Transformators  (1)  zum  Auf- 
nehmen  der  in  der  Induktionseinrichtung  (1) 
gespeicherten  Energie  wahrend  eines  vorgege- 

50  benen  Leitens  einer  jeden  der  Schalteinrichtun- 
gen  (7,8)  verbunden  ist,  eine  erste  Diode  (18) 
zum  Verhindern,  da/S  die  in  dem  Kondensator 
(19)  gespeicherte  Energie  durch  die  Sekundar- 
wicklung  (1b)  des  Transformators  (1)  entladen 

55  wird, 
ein  Entladeschaltkreis  (20,21)  zum  Entladen 
der  in  dem  Kondensator  (19)  gespeicherten 
Energie  uber  die  Primarwicklung  (13,14)  der 
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Zundspule  (11)  wahrend  des  nachfolgenden 
Leitens  einer  jeder  der  Zundeinrichtungen 
(7,8),  und 
eine  zweite  Diode  (16)  zum  Verhindern,  da/S 
die  in  dem  Kondensator  (19)  gespeicherte 
Energie  an  die  Primarwicklung  (1a)  des  Trans- 
formators  (1)  uber  den  Entladeschaltkreis 
(20,21)  zugefuhrt  wird,  wobei  der  Entlade- 
schaltkreis  (20,21)  eine  dritte  Diode  (20)  und 
einen  Energieverminderungsinduktor  (21)  in 
Reihe  umfa/St. 

11.  Zundsystem  nach  Anspruch  10,  ferner  umfas- 
send  Stromblockiereinrichtungen  (23,25,29,31) 
zum  Verhindern,  da/S  jede  der  Schalteinrichtun- 
gen  (7,8)  eingeschaltet  wird,  wenn  die  Span- 
nung  einen  vorbestimmten  Wert  uberschreitet. 

12.  Zundsystem  nach  Anspruch  11,  umfassend 
eine  Anzahl  von  Satzen  der  Zundspule  (11), 
der  ersten  und  zweiten  Schalteinrichtungen 
(7,8),  des  Transformators  (1),  des  Kondensa- 
tors  (19),  des  Entladeschaltkreises  (20,21)  und 
der  ersten  und  zweiten  Dioden  (18,16)  in  Uber- 
einstimmung  mit  der  Anzahl  von  Zylindern  der 
Brennkraftmaschine,  wobei  jede  der  Entlade- 
schaltkreise  (20,21)  zwischen  dem  Kondensa- 
tor  (19)  und  der  Zundspule  (11)  fur  einen  an- 
deren  Zylinder  verbunden  ist,  wobei  die  in 
einem  jeden  der  Kondensatoren  (19)  gespei- 
cherte  Energie  uber  die  Primarwicklung  der 
Zundspule  (11)  eines  anderen  Zylinders  wah- 
rend  des  Leitens  der  Schalteinrichtungen  (7,8) 
fur  den  anderen  Zylinder  entladen  wird. 

13.  Zundsystem  nach  Anspruch  10,  umfassend  ein 
Paar  von  zweiten  Dioden  (16a,16b)  und  ein 
Paar  von  dritten  Dioden  (20a,20b),  wobei  der 
Transformator  (1)  mit  einem  Ende  an  die  Pri- 
marwicklung  (1a)  uber  jede  der  zweiten  Dioden 
(16a,16b)  an  ein  Ende  einer  jeden  der  Primar- 
wicklungen  (13,14)  der  Zundspule  (11)  verbun- 
den  ist,  und  der  Entladeschaltkreis 
(20a,20b,21)  mit  einem  Ende  von  jedem  der 
Primarwicklungen  (13,14)  an  die  Zundspule 
(11)  uber  jede  der  dritten  Dioden  (20a,20b) 
verbunden  ist. 

Revendicatlons 

1.  Systeme  d'allumage  comprenant  une  bobine 
d'allumage  (11)  ayant  un  enroulement  primaire 
(13,  14)  et  un  enroulement  secondaire  (15),  un 
premier  moyen  de  commutation  (7)  pour  four- 
nir  du  courant  a  I'enroulement  primaire  (13,  14) 
dans  un  sens,  un  second  moyen  de  commuta- 
tion  (8)  pour  fournir  du  courant  a  I'enroulement 
primaire  (13,  14)  dans  I'autre  sens,  un  moyen 

de  detection  de  courant  (22,  24)  pour  detecter 
le  courant  circulant  dans  I'enroulement  primai- 
re  (13,  14),  un  circuit  de  commande  (2,  3,  40) 
pour  rendre  passants  et  non  passants  les  pre- 

5  mier  et  second  moyens  de  commutation  (7,  8) 
en  alternance  toutes  les  fois  que  le  courant 
detecte  par  le  moyen  de  detection  de  courant 
(22,  24)  depasse  une  valeur  predeterminee, 
caracterise  par  un  moyen  d'inductance  externe 

io  (1)  monte  en  serie  avec  I'enroulement  primaire 
(13,  14)  de  la  bobine  d'allumage  (11)  afin  de 
ralentir  la  montee  du  courant  circulant  dans 
I'enroulement  primaire  (13,  14)  lorsque  chacun 
desdits  moyens  de  commutation  (7,  8)  est 

is  rendu  passant,  et  un  condensateur  (19)  relie 
audit  moyen  d'inductance  (1)  pour  absorber 
I'energie  emmagasinee  dans  le  moyen  d'in- 
ductance  (1)  lorsque  chacun  desdits  moyens 
de  commutation  (7,  8)  est  rendu  passant. 

20 
2.  Systeme  d'allumage  selon  la  revendication  1, 

comprenant  en  outre  un  moyen  de  decharge 
(20,  21)  relie  audit  condensateur  (19)  pour  de- 
charger  I'energie  emmagasinee  dans  ledit 

25  condensateur  (19). 

3.  Systeme  d'allumage  selon  la  revendication  2, 
dans  lequel  ledit  moyen  de  decharge  est  une 
resistance  (21  A). 

30 
4.  Systeme  d'allumage  selon  la  revendication  1, 

dans  lequel  ledit  moyen  d'inductance  (1)  com- 
porte  un  transformateur  (1)  ayant  I'enroulement 
primaire  (1a)  et  I'enroulement  secondaire  (1b) 

35  connectes  a  I'enroulement  primaire  (13,  14)  de 
ladite  bobine  d'allumage  (11),  ledit  condensa- 
teur  (19)  etant  connecte  a  I'enroulement  se- 
condaire  (1b)  dudit  transformateur  (1),  ledit 
systeme  d'allumage  comprenant  en  outre  un 

40  circuit  de  decharge  (20,  21)  pour  decharger 
I'energie  emmagasinee  dans  ledit  condensa- 
teur  (19)  par  I'intermediaire  de  I'enroulement 
primaire  (13,  14)  de  ladite  bobine  d'allumage 
(11)  lorsque  chacun  desdits  moyens  de  com- 

45  mutation  (7,  8)  est  rendu  passant. 

5.  Systeme  d'allumage  selon  la  revendication  4, 
comprenant  en  outre  un  moyen  de  blocage  du 
courant  (23,  25,  29,  31)  pour  detecter  la  ten- 

50  sion  developpee  aux  bornes  de  I'enroulement 
secondaire  (1b)  dudit  transformateur  (1)  et  em- 
pecher  la  conduction  de  chacun  desdits 
moyens  de  commutation  (7,  8)  lorsque  ladite 
tension  depasse  une  valeur  predeterminee. 

55 
6.  Systeme  d'allumage  selon  la  revendication  4, 

dans  lequel  ledit  circuit  de  decharge  (20,  21) 
comprend  un  moyen  d'inductance  (21)  de  re- 

11 
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duction  d'energie. 

7.  Systeme  d'allumage  selon  la  revendication  6, 
comprenant  en  outre  un  moyen  de  blocage  du 
courant  (23,  25,  29,  31)  pour  detecter  la  ten-  5 
sion  developpee  aux  bornes  de  I'enroulement 
secondaire  (1b)  dudit  transformateur  (1)  et  em- 
pecher  la  conduction  de  chacun  des  moyens 
de  commutation  (7,  8)  lorsque  ladite  tension 
depasse  une  valeur  predeterminee.  10 

8.  Systeme  d'allumage  selon  la  revendication  4, 
dans  lequel  ledit  circuit  de  decharge  comprend 
I'enroulement  primaire  (1b)  dudit  transforma- 
teur  (1)  comme  trajet  de  decharge.  75 

9.  Systeme  d'allumage  selon  la  revendication  8, 
comprenant  en  outre  un  moyen  de  blocage  du 
courant  (23,  25,  29,  31)  pour  detecter  la  ten- 
sion  developpee  aux  bornes  de  I'enroulement  20 
secondaire  (1b)  du  transformateur  (1)  et  empe- 
cher  la  conduction  de  chacun  des  moyens  de 
commutation  (7,  8)  lorsque  ladite  tension  de- 
passe  une  valeur  predeterminee. 

25 
10.  Systeme  d'allumage  comprenant  un  moyen  (2) 

de  generation  de  signal  d'allumage  afin  de 
produire  un  signal  d'allumage  en  conformite 
avec  le  nombre  de  tours  d'un  moteur  a  com- 
bustion  interne,  une  bobine  d'allumage  (11)  30 
comportant  deux  enroulements  primaires  (13, 
14)  et  un  enroulement  secondaire  (15),  un  pre- 
mier  moyen  de  commutation  (7)  pour  fournir 
du  courant  a  I'un  desdits  deux  enroulements 
primaires  (13,  14)  dans  un  sens,  un  second  35 
moyen  de  commutation  (8)  pour  fournir  du 
courant  a  I'autre  desdits  deux  enroulements 
primaires  (13,  14)  dans  I'autre  sens,  un  moyen 
de  detection  de  courant  (22,  24)  pour  detecter 
le  courant  circulant  dans  chacun  desdits  en-  40 
roulements  primaires  (13,  14),  un  circuit  de 
commande  (2,  3,  40)  pour  produire  un  signal 
de  commande  afin  de  rendre  passants  et  non 
passants  lesdits  premier  et  second  moyens  de 
commutation  (7,  8)  en  alternance  toutes  les  45 
fois  que  le  courant  detecte  par  ledit  moyen  de 
detection  de  courant  (22,  24)  depasse  une 
valeur  predeterminee  alors  qu'un  signal  d'allu- 
mage  est  developpe  par  ledit  moyen  de  gene- 
ration  de  signal  d'allumage  (2),  caracterise  par  50 
un  transformateur  (1)  ayant  des  enroulements 
primaire  et  secondaire  (1a,  1b),  I'enroulement 
primaire  (1a)  etant  connecte  en  serie  a  chacun 
desdits  enroulements  primaires  (13,  14)  de  la 
bobine  d'allumage  (11)  pour  ralentir  la  montee  55 
du  courant  circulant  dans  chacun  desdits  en- 
roulements  primaires  (13,  14)  de  ladite  bobine 
d'allumage  (11)  pendant  la  conduction  de  cha- 

cun  desdits  moyens  de  commutation  (7,  8),  un 
condensateur  (19)  relie  a  I'enroulement  secon- 
daire  (1b)  dudit  transformateur  (1)  pour  absor- 
ber  I'energie  emmagasinee  dans  le  moyen 
d'inductance  (1)  durant  une  conduction  donnee 
de  chacun  desdits  moyens  de  commutation  (7, 
8),  une  premiere  diode  (18)  pour  empecher 
que  I'energie  stockee  dans  ledit  condensateur 
(19)  ne  soit  dechargee  dans  le  second  enroule- 
ment  (1b)  dudit  transformateur  (1),  un  circuit 
de  decharge  (20,  21)  pour  decharger  I'energie 
stockee  dans  ledit  condensateur  (19)  dans 
I'enroulement  primaire  (13,  14)  de  ladite  bobi- 
ne  d'allumage  (11)  lors  de  la  conduction  sui- 
vante  de  chacun  desdits  moyens  de  commu- 
tation  (7,  8)  et  une  seconde  diode  (16)  pour 
empecher  que  I'energie  stockee  dans  ledit 
condensateur  (19)  ne  soit  fournie  a  I'enroule- 
ment  primaire  (1a)  dudit  transformateur  (1)  par 
I'intermediaire  dudit  circuit  de  decharge  (20, 
21),  ledit  circuit  de  decharge  (20,  21)  compor- 
tant  une  troisieme  diode  (20)  et  un  inducteur 
(21)  de  reduction  d'energie  montes  en  serie. 

11.  Systeme  d'allumage  selon  la  revendication  10, 
comprenant  en  outre  un  moyen  de  blocage  du 
courant  (23,  25,  29,  31)  pour  empecher  que 
chacun  desdits  moyens  de  commutation  (7,  8) 
ne  soit  rendu  passant  lorsque  ladite  tension 
depasse  une  valeur  predeterminee. 

12.  Systeme  d'allumage  selon  la  revendication  11, 
comprenant  une  multitude  de  jeux  de  ladite 
bobine  d'allumage  (11),  desdits  premier  et  se- 
cond  moyens  de  commutation  (7,  8),  dudit 
transformateur  (1),  dudit  condensateur  (19),  du- 
dit  circuit  de  decharge  (20,  21)  et  desdites 
premiere  et  seconde  diodes  (18,  16)  en  confor- 
mite  avec  le  nombre  de  cylindres  du  moteur  a 
combustion  interne,  chacun  desdits  circuits  de 
decharge  (20,  21)  etant  monte  entre  le  conden- 
sateur  (19)  et  la  bobine  d'allumage  (11)  pour 
un  autre  cylindre,  ou  I'energie  stockee  dans 
chacun  desdits  condensateurs  (19)  est  dechar- 
gee  dans  I'enroulement  primaire  de  la  bobine 
d'allumage  (11)  d'un  autre  cylindre  lors  de  la 
conduction  du  moyen  de  commutation  (7,  8) 
pour  ledit  autre  cylindre. 

13.  Systeme  d'allumage  selon  la  revendication  10, 
comprenant  un  couple  de  secondes  diodes 
(16a,  16b)  et  un  couple  de  troisiemes  diodes 
(20,  20b),  ledit  transformateur  (1)  ayant  une 
extremite  de  son  enroulement  primaire  (1a) 
reliee  par  I'intermediaire  de  chacune  desdites 
secondes  diodes  (16a,  16b)  a  une  extremite  de 
chacun  desdits  enroulements  primaires  (13, 
14)  de  ladite  bobine  d'allumage  (11),  ledit  cir- 

12 
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cuit  de  decharge  (20a,  20b,  21)  etant  relie  a 
une  extremite  de  chacun  desdits  enroulements 
primaires  (13,  14)  de  ladite  bobine  d'allumage 
(11)  par  I'intermediaire  de  chacune  desdites 
troisiemes  diodes  (20a,  20b).  5 

w 

15 

20 

25 

30 

35 

40 

45 

50 

13 



II  - ' - h  

8  

n r  

1   . 4   I  7 A  

5  

i  ^  



EP  0  329  099  B1 

F I G .   2  

A Y Y Y   A W  

1  1  1  1  I  U N !  

W W   \ w w  

15 



EP  0  329  099  B1 

F I G .   3  

16 



EP  0  329  099  B1 

F I G .   4  



p  u  329  uyy  m  

r I G .   5  

S/ re t  



EP  0  329  099  B1 



EP  0  329  099  B1 

20 



EP  0  329  099  B1 

21 



EP  0  329  099  B1 

F I G . I O A V B  

(  I  «  N )  

F I G . I O B   V  

R|  L , ( | - K )   L 2 ( l - K )   R ,  

,  n r m - V v V  

(  I  •■  N )  

F I G .   I O C  

v b 1  

Rl  L , ( l - K )  

K L i ;  

L 2 ( l - K ) / h T  
QRTO—  A A / V ^  

R 2 / N J  

L,  L 2 / N z  

-rmm  nnnn  o  

F I G . I O D   V b t  

22 



EP  0  329  099  B1 

F I G .   I I  

: a )  

C U T - O F F  
CURRENT 
SETTING 

CUT-OFF 
CURRENT 
SETTING 

IPI  
I P 2  

( b )  

OVERSHOOT 

F I G .   1 2  

OFF  LOSS 
/HEAT  \  

,  v g e n e r a t i o n ;  

(  a  )  P R I 0 R  1  U  '  ART 

,  .  ,  PRESENT 
( b )   IN- 

VENT  ION 

23 


	bibliography
	description
	claims
	drawings

