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(54) METHOD FOR ESTABLISHING AND USING PUBLIC PATH AND M2M COMMUNICATION 
METHOD AND SYSTEM

(57) Embodiments of the present invention, relating
to the communications field, provide methods for estab-
lishing and using a public path, an M2M communication
method, and systems thereof. To reduce occupied net-
work resources and improve service processing efficien-
cy of a network, an embodiment of the present invention
provides the following technical solution: obtaining char-
acteristic information of a public path, where the public

path is corresponding to an MTC device in a one-line
transmission group; establishing the public path accord-
ing to the characteristic information; performing, by the
MTC device in the one-line transmission group, data
transmission with an MTC server by using the public path;
and releasing the public path when the data transmission
between the MTC device in the one-line transmission
group and the MTC server is completed. The present
invention is applicable to M2M communication.
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Description

[0001] This application claims priority to Chinese Pat-
ent Application No. 201010590124.1, filed with Chinese
Patent Office on December 15, 2010 and entitled "METH-
ODS FOR ESTABLISHING AND USING PUBLIC PATH,
M2M COMMUNICATION METHOD, AND SYSTEMS
THEREOF", which is incorporated herein by reference
in its entirety.

FIELD OF THE INVENTION

[0002] The present invention relates to the communi-
cations field, and in particular, to methods for establishing
and using a public path, an M2M communication method,
and systems thereof in a wireless communication net-
work.

BACKGROUND OF THE INVENTION

[0003] M2M (machine to machine) communication
services will account for a larger share in the market of
future communications technologies. M2M is an integra-
tion of the wireless communication and information tech-
nology, and capable of implementing one-way commu-
nication and two-way communication, which is applicable
to scenarios such as security detection, automatic vend-
ing machines, and cargo tracking.
[0004] In the M2M technology, MTC (Machine Type
Communications, machine type communications) appli-
cation architecture mainly includes an MTC Device (MTC
device), an MTC Server (MTC server), a network part
(including logical function entities such as a network el-
ement of an access network, a network element of a core
network, and an HSS). The MTC Server stores related
data information of M2M devices or groups for providing
MTC services. For example, the MTC Device is a water
or electricity meter, and the MTC Server is a reading and
processing server for the water or electricity meter, which
stores the configuration information of the water or elec-
tricity meter and processes the data read on the meter
accordingly.
[0005] During implementation of the present invention,
the inventors find that the prior art  has at least the fol-
lowing problems: During data transmission between a
large number of MTC Devices and the same MTC Server,
even though data is transmitted between the MTC De-
vices and the MTC Server by using the same path, each
MTC Device still needs to perform operations such as
establishing and releasing a bearer connection with the
MTC Server, respectively. In addition, each operation for
establishing or releasing a bearer connection involves
signaling transmission between a plurality of network el-
ement devices. Therefore, lots of network resources are
occupied, thereby reducing service processing efficiency
of the network.

SUMMARY OF THE INVENTION

[0006] Embodiments of the present invention provide
methods for establishing and using a public path, an M2M
communication method, and systems thereof in a wire-
less communication network, capable of reducing occu-
pied network resources and improving service process-
ing efficiency of the network.
[0007] Embodiments of the present invention employ
the following technical solutions:
[0008] A method for establishing a public path in a wire-
less communication network includes:

sending, by a mobility management entity, a Create
Session Request message to a serving gateway;
receiving a Create Session Response message sent
by the serving gateway, where the Create Session
Response message is a response to the Create Ses-
sion Request message and carries a network ad-
dress of the serving gateway and tunnel endpoint ID
information;
sending a Create Bearer Request message to a base
station, where the Create Bearer Request message
carries the network address of the serving gateway
and the tunnel endpoint ID information; and
receiving a Create Bearer Request Response sent
by the base station to complete establishment of the
public path.

[0009] A method for establishing a public path in a wire-
less communication network includes:

sending, by a base station, an Attach Request to a
mobility management entity;
receiving an Initial Context Setup Request or Attach
Accept message sent by the mobility management
entity, where the Initial Context Setup Request or
Attach Accept message is a response to the Attach
Request and carries a network address of a serving
gateway and tunnel endpoint ID information; and
sending an Initial Context Setup Response or Attach
Complete message to the mobility management en-
tity to complete establishment of the public path,
where the Initial Context Setup Response or Attach
Complete message carries a network address of the
base station and tunnel endpoint ID information.

[0010] A method for using a unidirectional uplink public
path in a wireless communication network includes:

receiving, by a base station, an RRC Connection Re-
quest message sent by an MTC device;
sending an RRC Connection Setup message to the
MTC device;
receiving an RRC Connection Setup Complete mes-
sage sent by the MTC device, where the RRC Con-
nection Setup Complete message carries a public
path association ID;
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determining, according to the public path association
ID, the public path corresponding to the MTC device;
and
when receiving uplink data sent by the MTC device,
sending the uplink data to a peer node of the public
path by using the public path.

[0011] An M2M communication method includes:

obtaining characteristic information of a public path,
where the public path is corresponding to an MTC
device in a one-line transmission group;
establishing the public path according to the charac-
teristic information;
performing, by the MTC device in the one-line trans-
mission group, data transmission with an MTC serv-
er by using the public path; and
releasing the public path when the data transmission
between the MTC device in the one-line transmission
group and the MTC server is completed.

[0012] A system for establishing a public path in a wire-
less communication network includes:

a mobility management entity, configured to send a
Create Session Request message to a serving gate-
way; receive a Create Session Response message
sent by the serving gateway; send a Create Bearer
Request message to a base station, where the Cre-
ate Bearer Request message carries a network ad-
dress of the serving gateway and tunnel endpoint ID
information; and receive a Create Bearer Request
Response sent by the base station to complete es-
tablishment of the public path;
the serving gateway, configured to receive the Cre-
ate Session Request message sent by the mobility
management entity; and send the Create Session
Response message to the  mobility management en-
tity, where the Create Session Response message
carries the network address of the serving gateway
and the tunnel endpoint ID information; and
the base station, configured to receive the Create
Bearer Request message sent by the mobility man-
agement entity; and send the Create Bearer Request
Response to the mobility management entity.

[0013] A system for establishing a public path in a wire-
less communication network includes:

a base station, configured to send an Attach Request
to a mobility management entity; receive an Initial
Context Setup Request or Attach Accept message
sent by the mobility management entity; and send
an Initial Context Setup Response or Attach Com-
plete message to the mobility management entity to
complete establishment of the public path, where the
Initial Context Setup Response or Attach Complete
message carries a network address of the base sta-

tion and tunnel endpoint ID information; and
the mobility management entity, configured to re-
ceive the Attach Request sent by the base station;
obtain a network address of a serving gateway and
tunnel endpoint ID information; send the Initial Con-
text Setup Request or Attach Accept message to the
base station, where the Initial Context Setup Re-
quest or Attach Accept message carries the network
address of the serving gateway and the tunnel end-
point ID information; and receive the Initial Context
Setup Response or Attach Complete message sent
by the base station.

[0014] A system for using a unidirectional uplink public
path in a wireless communication network includes:

an MTC device, configured to send an RRC Con-
nection Request message to a base station; receive
an RRC Connection Setup message sent by the
base station; and send an RRC Connection Setup
Complete message to the base station, where the
RRC Connection Setup Complete message carries
a public path association ID; and
the base station, configured to receive the RRC Con-
nection Request message sent by the MTC device;
send the RRC Connection Setup message to the
MTC device; receive the RRC Connection Setup
Complete message sent by the MTC device; deter-
mine, according to the public path association ID in
the RRC Connection Setup Complete message, the
public path corresponding to the MTC device; and
send uplink data to a peer node of the public path
by using the public path when receiving the uplink
data sent by the MTC device.

[0015] An M2M communication system includes:

a network unit, configured to obtain characteristic
information of a public path, where  the public path
is corresponding to an MTC device in a one-line
transmission group; establish the public path accord-
ing to the characteristic information; and release the
public path when data transmission between the
MTC device in the one-line transmission group and
an MTC server is completed; and
the MTC server, configured to perform data trans-
mission with the MTC device in the one-line commu-
nication group by using the public path correspond-
ing to the MTC device in the one-line communication
group.

[0016] According to the methods for establishing and
using a public path, the M2M communication method,
and the systems thereof in the wireless communication
network, characteristic information of a public path is ob-
tained, where the public path is corresponding to an MTC
device in a one-line transmission group; the public path
is established according to the characteristic information;
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and the MTC device in the one-line transmission group
performs data transmission with an MTC server by using
the public path and releases the public path when the
data transmission between the MTC device in the one-
line transmission group and the MTC server is complet-
ed. Therefore, when MTC Devices in the same group
perform data transmission with the MTC Server, the pub-
lic path involves only operations of establishing and re-
leasing a bearer once, thereby reducing signaling trans-
mission between nodes. In this way, the occupied net-
work resources in the M2M communication are reduced
and the service processing efficiency of an M2M network
is improved.

BRIEF DESCRIPTION OF THE DRAWINGS

[0017] To illustrate the technical solutions in the em-
bodiments of the present invention more clearly, the fol-
lowing briefly describes the accompanying drawings for
describing the embodiments of the present invention. Ap-
parently, the accompanying drawings in the following de-
scription merely show some embodiments of the present
invention, and persons of ordinary skill in the art can de-
rive other drawings from these accompanying drawings
without creative efforts.
[0018] FIG. 1 is a schematic flow chart of an M2M com-
munication method according to an embodiment of the
present invention;
[0019] FIG. 2 is a schematic flow chart of a method for
an MME to trigger establishment of a bidirectional public
path from an eNB to an MTC Server according to an
embodiment of the present invention;
[0020] FIG. 3 is a schematic flow chart of a method for
an MME to trigger establishment of  an uplink public path
from an eNB to an MTC Server according to an embod-
iment of the present invention;
[0021] FIG. 4 is a schematic flow chart of a method for
an MME to trigger establishment of a downlink public
path from an eNB to an MTC Server according to an
embodiment of the present invention;
[0022] FIG. 5 is a schematic flow chart of a method for
an eNB to trigger establishment of a bidirectional public
path from the eNB to an MTC Server according to an
embodiment of the present invention;
[0023] FIG. 6 is a schematic flow chart of a method for
an eNB to trigger establishment of an uplink public path
from the eNB to an MTC Server according to an embod-
iment of the present invention;
[0024] FIG. 7 is a schematic flow chart of a method for
an eNB to trigger establishment of a downlink public path
from the eNB to an MTC Server according to an embod-
iment of the present invention;
[0025] FIG. 8 is a schematic flow chart of a communi-
cation method using a public path from an eNB to an
MTC Server according to an embodiment of the present
invention;
[0026] FIG. 9 is a schematic flow chart of a communi-
cation method using a public path from an eNB to a P-

GW according to an embodiment of the present inven-
tion;
[0027] FIG. 10 is a schematic flow chart of a method
for an MME to trigger deletion of a public path from an
eNB to an MTC Server according to an embodiment of
the present invention;
[0028] FIG. 11 is a schematic flow chart of a method
for establishing a public path in a wireless communication
network according to an embodiment of the present in-
vention;
[0029] FIG. 12 is a schematic flow chart of another
method for establishing a public path in a wireless com-
munication network according to an embodiment of the
present invention;
[0030] FIG. 13 is a schematic flow chart of a method
for using a public path in a wireless communication net-
work according to an embodiment of the present inven-
tion;
[0031] FIG. 14 is a schematic structural diagram of an
M2M communication system according to an embodi-
ment of the present invention;
[0032] FIG. 15 is a schematic structural diagram of a
system for establishing a public path in a wireless com-
munication network according to an embodiment of the
present invention;
[0033] FIG. 16 is a schematic structural diagram of an-
other system for establishing a public path in a wireless
communication network according to an embodiment of
the present invention; and
[0034] FIG. 17 is a schematic structural diagram of a
system for using a public path in a wireless communica-
tion network according to an embodiment of the present
invention.

DETAILED DESCRIPTION OF THE EMBODIMENTS

[0035] The following clearly and completely describes
the technical solutions according to the embodiments of
the present invention with reference to the accompanying
drawings in the embodiments of the present invention.
Apparently, the embodiments in the following description
are merely a part rather than all of the embodiments of
the present invention. All other embodiments obtained
by persons of ordinary skill in the art based on the em-
bodiments of the present invention without creative ef-
forts shall fall within the protection scope of the present
invention.
[0036] To reduce occupied network resources and im-
proving service processing efficiency of a network, an
embodiment of the present invention provides an M2M
communication method, as shown in FIG. 1, including:
[0037] 101. Obtain characteristic information of a pub-
lic path, where the public path is corresponding to an
MTC device in a one-line transmission group.
[0038] In this embodiment, MTC devices in the one-
line transmission group have the same data transmission
path and generally have the same destination address
(the same MTC Server) and/or QoS. The same data
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transmission path may be a path from an eNB (evolved
NodeB, evolved Node B) to an S-GW (Serving Gateway,
serving gateway) and from the S-GW to a P-GW (Packet
Data Network Gateway, packet data network gateway);
or a path from an eNB to an S-GW; or a path from an
eNB to an S-GW, from the S-GW to a P-GW, and from
the P-GW to an MTC Server; or a path from an S-GW to
a P-GW; or a path from an S-GW to a P-GW and from
the P-GW to an MTC Server.
[0039] The characteristic information of the public path
includes information such as a first node and a last node
of the public path and a data transmission direction of
the public path.
[0040] 102. Establish the public path according to the
characteristic information.
[0041] In this embodiment, the public path may be es-
tablished or released by using node-level signaling, or
be established through configuration (similar to a PVC
(Permanent Virtual Circuit, permanent virtual circuit) or
an SVC (Switched Virtual Circuit, switched virtual circuit)
of the ATM (Asynchronous Transfer Mode, asynchro-
nous transfer mode) mechanism). In addition, the estab-
lishment and release may be subject to configuration trig-
ger or time trigger. For example, an MTC Device group
(for example, water meters) under an eNB1 randomly
sends data only during 3:00-4:00 a.m. In this case, es-
tablishment of the public path may be triggered at 2:59
a.m., and release of the public path is triggered at 3:01
a.m. Certainly, if the terminal sends data constantly, the
public path may be not deleted after being established
and become a "permanent path".
[0042] For example, a first node and a last node of the
public path and a data transmission direction of the public
path may be determined according to the characteristic
information; a tunnel may be established between the
first node and the last node; a node of the tunnel may
store the network address and interface information of
an upper-level node of the node in the case of uplink data
transmission; a node of the tunnel may store the network
address and interface information of a lower-level node
of the node in the case of downlink data transmission;
and a node of the tunnel may store the network addresses
and interface information of an upper-level node and a
lower-level node of the node in the case of uplink and
downlink data transmission.
[0043] In an application scenario of a 3GPP network,
establishment of a public path may be triggered by an
MME (Mobility Management Entity, mobility manage-
ment entity), or an eNB, or a P-GW; and may alternatively
be triggered by another entity and notified to the MME,
the eNB or the P-GW to establish a corresponding public
path. In addition, the public path may be, for example, a
path between an eNB and an MTC Server (including a
path in an SAE network from an eNB to an S-GW, from
the S-GW to a P-GW, and from the P-GW to an MTC
Server; a path in a UMTS network from an RNC to an
SGSN, from the SGSN to a GGSM, and from the GGSN
to an MTC Server; the SAE network is used as an exam-

ple in the present invention, and the case is similar for
the UMTS network, which is not detailed here), a path
between an eNB and a P-GW (that is, a path from an
eNB to an S-GW and from the S-GW to a P-GW), or a
path between an S-GW and a P-GW. In addition, the
public path may be an uplink path, a downlink path or a
bidirectional path. The following describes the process
for establishing the public path in further detail with ref-
erence to the above different cases.
[0044] As shown in FIG. 2, in M2M communication ac-
cording to this embodiment, an MME triggers establish-
ment of a bidirectional public path from an eNB to an
MTC Server, including:
[0045] 201. An MME determines to establish a bidirec-
tional public path for a group of MTC Devices due to
configuration trigger, time trigger or another trigger con-
dition, and sends a Create Session Request (Create Ses-
sion Request) message to an S-GW.
[0046] 202. The S-GW sends the Create Session Re-
quest message to a P-GW, where the  Create Session
Request message carries the IP address and TEID (Tun-
nel endpoint ID, tunnel endpoint ID) information of the S-
GW. After receiving the Create Session Request mes-
sage, the P-GW records the IP address and TEID infor-
mation of the S-GW. In this way, a downlink path from
the P-GW to the S-GW is established.
[0047] The IP address may be carried in a transferred
GTP message parameter, or may be carried in the source
address of a sent IP packet.
[0048] In addition, the Create Session Request mes-
sage may also carry an information indication, where the
information indication is used to indicate whether the P-
GW needs to return the IP address or TEID information
of the P-GW.
[0049] 203. The P-GW establishes a tunnel with an
MTC Server.
[0050] The established tunnel may be, for example, an
IP in IP tunnel, a GRE (Generic Routing Encapsulation,
Generic Routing Encapsulation) tunnel, or an IPSEC (In-
ternet Protocol Security) tunnel. In addition, for the spe-
cific method for establishing the tunnel, reference may
be made to the prior art, which is not detailed here.
[0051] 204. The P-GW sends a Create Session Re-
sponse (Create Session Response) message to the S-
GW, where the Create Session Response message car-
ries the IP address and TEID information of the P-GW.
After receiving the Create Session Response message,
the S-GW records the IP address and TEID information
of the P-GW. In this way, an uplink path from the S-GW
to the P-GW is established.
[0052] 205. The S-GW sends the Create Session Re-
sponse message to the MME, where the Create Session
Response message carries the IP address and TEID in-
formation of the S-GW. After receiving the Create Ses-
sion Response message, the MME obtains the IP ad-
dress and TEID information of the S-GW from the re-
ceived Create Session Response message.
[0053] 206. The MME sends a Create Bearer Request
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message to an eNB, where the Create Bearer Request
message carries the IP address and TEID information of
the S-GW. After receiving the Create Bearer Request
message, the eNB records the IP address and TEID in-
formation of the S-GW. In this way, an uplink path from
the eNB to the S-GW is established.
[0054] 207. The eNB sends a Create Bearer Request
Response to the MME, where the Create Bearer Request
Response carries the IP address and TEID information
of the eNB. After receiving the Create Bearer Request
Response, the MME obtains the IP address and TEID
information of the eNB from the Create Bearer Request
Response.
[0055] 208. The MME sends a Modify Bearer Request
message to the S-GW, where the Modify Bearer Request
message carries the IP address and TEID information of
the eNB. After  receiving the Modify Bearer Request mes-
sage, the S-GW records the IP address and TEID infor-
mation of the eNB. In this way, a downlink path from the
S-GW to the eNB is established.
[0056] 209. The S-GW sends a Modify Bearer Re-
sponse message to the MME.
[0057] In addition, when the public path to be estab-
lished is a part of a bidirectional path from the eNB to the
MTC Server, some steps in the embodiment illustrated
in FIG. 2 may be properly skipped during specific imple-
mentation. For example, if the public path to be estab-
lished is a bidirectional path from the eNB to the P-GW,
the public path may be established with step 203 in the
embodiment illustrated in FIG. 2 skipped. If the public
path to be established is a bidirectional path from the
eNB to the S-GW, the public path may be established
with steps 202 to 204 in the embodiment illustrated in
FIG. 2 skipped. If the public path to be established is a
bidirectional path from the S-GW to the P-GW, the public
path may be established with steps 203, and 206 to 209
in the embodiment illustrated in FIG. 2 skipped. Other
embodiments are similar and not detailed here.
[0058] As shown in FIG. 3, in M2M communication ac-
cording to this embodiment, a method that an MME trig-
gers establishment of an uplink public path from an eNB
to an MTC Server includes:
[0059] 301. An MME determines to establish an uplink
public path for a group of MTC Devices due to configu-
ration trigger, time trigger or another trigger condition,
and sends a Create Session Request message to an S-
GW.
[0060] 302. The S-GW sends the Create Session Re-
quest message to a P-GW.
[0061] The Create Session Request message may al-
so carry an information indication, where the information
indication is used to indicate whether the P-GW needs
to return the IP address or TEID information of the P-GW.
[0062] 303. The P-GW establishes a tunnel with an
MTC Server.
[0063] The established tunnel may be, for example, an
IP in IP tunnel, a GRE (Generic Routing Encapsulation)
tunnel, or an IPSEC tunnel. In addition, for the specific

method for establishing the tunnel, reference may be
made to the prior art, which is not detailed here.
[0064] 304. The P-GW sends a Create Session Re-
sponse message to the S-GW, where the Create Session
Response message carries the IP address and TEID in-
formation of the P-GW. After receiving the Create Ses-
sion Response message, the S-GW records the IP ad-
dress and TEID information of the P-GW. In this way, a
downlink path from the S-GW to the P-GW is established.
[0065] 305. The S-GW sends the Create Session Re-
sponse message to the MME, where the  Create Session
Response message carries the IP address and TEID in-
formation of the S-GW. After receiving the Create Ses-
sion Response message, the MME obtains the IP ad-
dress and TEID information of the S-GW from the re-
ceived Create Session Response message.
[0066] 306. The MME sends a Create Bearer Request
message to an eNB, where the Create Bearer Request
message carries the IP address and TEID information of
the S-GW. After receiving the Create Bearer Request
message, the eNB records the IP address and TEID in-
formation of the S-GW. In this way, an uplink path from
the eNB to the S-GW is established.
[0067] The Create Bearer Request message may also
carry an information indication, where the information in-
dication is used to indicate that the eNB does not need
to return the IP address or TEID information of the eNB
to the S-GW.
[0068] 307. The eNB sends a Create Bearer Request
Response to the MME.
[0069] In addition, when the public path to be estab-
lished is a part of an uplink path from the eNB to the MTC
Server, some steps in the embodiment illustrated in FIG.
3 may be properly skipped during specific implementa-
tion. For example, if the public path to be established is
an uplink path from the eNB to the P-GW, the public path
may be established with step 303 in the embodiment il-
lustrated in FIG. 3 skipped.
[0070] As shown in FIG. 4, in M2M communication ac-
cording to this embodiment, a method that an MME trig-
gers establishment of a downlink public path from an eNB
to an MTC Server includes:
[0071] 401. An MME determines to establish a down-
link public path for a group of MTC Devices due to con-
figuration trigger, time trigger or another trigger condition,
and sends a Create Session Request message to an S-
GW.
[0072] 402. The S-GW sends the Create Session Re-
quest message to a P-GW, where the Create Session
Request message carries the IP address and TEID in-
formation of the S-GW. After receiving the Create Ses-
sion Request message, the P-GW records the IP address
and TEID information of the S-GW. In this way, a downlink
path from the P-GW to the S-GW is established.
[0073] The IP address may be carried in a transferred
GTP message parameter, or may be carried in the source
address of a sent IP packet.
[0074] In addition, the Create Session Request mes-
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sage may also carry an information indication, where the
information indication is used to indicate that the P-GW
does not need to return the IP address or TEID informa-
tion of the P-GW.
[0075] 403. The P-GW establishes a tunnel with an
MTC Server.
[0076] The established tunnel may be an IP in IP tun-
nel, a GRE tunnel, or an IPSEC tunnel. In addition, for
the specific method for establishing the tunnel, reference
may be made to the prior art, which is not detailed here.
[0077] 404. The P-GW sends a Create Session Re-
sponse message to the S-GW.
[0078] 405. The S-GW sends the Create Session Re-
sponse message to the MME, where the Create Session
Response message may carry an information indication,
and the information indication is used to indicate that the
eNB needs to return the IP address or TEID information
of the P-GW.
[0079] 406. The MME sends a Create Bearer Request
message to the eNB, where the Create Bearer Request
message carries an information indication, and the infor-
mation indication is used to indicate that the eNB needs
to return the IP address or TEID information of the P-GW.
[0080] 407. The eNB sends a Create Bearer Request
Response to the MME, where the Create Bearer Request
Response carries the IP address and TEID information
of the eNB. After receiving the Create Bearer Request
Response, the MME obtains the IP address and TEID
information of the eNB from the Create Bearer Request
Response.
[0081] 408. The MME sends a Modify Bearer Request
message to the S-GW, where the Modify Bearer Request
message carries the IP address and TEID information of
the eNB. After receiving the Modify Bearer Request mes-
sage, the S-GW records the IP address and TEID infor-
mation of the eNB. In this way, a downlink path from the
S-GW to the eNB is established.
[0082] 409. The S-GW sends a Modify Bearer Re-
sponse message to the MME.
[0083] In addition, when the public path to be estab-
lished is a part of a downlink path from the eNB to the
MTC Server, some steps in the embodiment illustrated
in FIG. 4 may be properly skipped during specific imple-
mentation. For example, if the public path to be estab-
lished is a downlink path from the eNB to the P-GW, the
public path may be established with step 403 in the em-
bodiment illustrated in FIG. 4 skipped.
[0084] As shown in FIG. 5, in M2M communication ac-
cording to this embodiment, a method that an eNB trig-
gers establishment of a bidirectional public path from an
eNB to an MTC Server includes:
[0085] 501. An eNB determines to establish a bidirec-
tional public path for a group of MTC Devices due to
configuration trigger, time trigger or another trigger con-
dition, and the eNB may simulate a UE, which is similar
to the case where the UE has accessed the eNB, and
send an Attach Request (Attach Request) to an MME.
[0086] 502. The MME sends a Create Session Re-

quest message to an S-GW after receiving  the Attach
Request.
[0087] 503. The S-GW sends the Create Session Re-
quest message to a P-GW after receiving the Create Ses-
sion Request message, where the Create Session Re-
sponse message carries the IP address and TEID infor-
mation of the S-GW. After receiving the Create Session
Request message, the P-GW records the IP address and
TEID information of the S-GW. In this way, a downlink
path from the P-GW to the S-GW is established.
[0088] The IP address may be carried in a transferred
GTP message parameter, or may be carried in the source
address of a sent IP packet.
[0089] In addition, the Create Session Request mes-
sage may also carry an information indication, where the
information indication is used to indicate whether the P-
GW needs to return the IP address or TEID information
of the P-GW.
[0090] 504. The P-GW establishes a tunnel with an
MTC Server.
[0091] The established tunnel may be an IP in IP tun-
nel, a GRE tunnel, or an IPSEC tunnel. In addition, for
the specific method for establishing the tunnel, reference
may be made to the prior art, which is not detailed here.
[0092] 505. The P-GW sends a Create Session Re-
sponse message to the S-GW, where the Create Session
Response message carries the IP address and TEID in-
formation of the P-GW. After receiving the Create Ses-
sion Response message, the S-GW records the IP ad-
dress and TEID information of the P-GW. In this way, an
uplink path from the S-GW to the P-GW is established.
[0093] 506. The S-GW sends the Create Session Re-
sponse message to the MME, where the Create Session
Response message carries the IP address and TEID in-
formation of the S-GW. After receiving the Create Ses-
sion Response message, the MME obtains the IP ad-
dress and TEID information of the S-GW from the re-
ceived Create Session Response message.
[0094] 507. The MME sends an Initial Context Setup
Request/Attach Accept (Initial Context Setup Request/
Attach Accept) message to the eNB, where the Context
Setup Request/Attach Accept message carries the IP ad-
dress and TEID information of the S-GW. After receiving
the Context Setup Request/Attach Accept message, the
eNB records the IP address and TEID information of the
S-GW. In this way, an uplink path from the eNB to the S-
GW is established.
[0095] 508. The eNB sends an Initial Context Setup
Response/Attach Complete (Initial Context Setup Re-
sponse/Attach Complete) message to the MME, where
the Initial Context Setup Response/Attach Complete
message carries the IP address and TEID information of
the eNB. After receiving the Initial Context Setup Re-
sponse/Attach Complete message, the MME obtains  the
IP address and TEID information of the eNB from the
Initial Context Setup Response/Attach Complete mes-
sage.
[0096] 509. The MME sends a Modify Bearer Request

11 12 



EP 2 642 815 A1

8

5

10

15

20

25

30

35

40

45

50

55

message to the S-GW, where the Modify Bearer Request
message carries the IP address and TEID information of
the eNB. After receiving the Modify Bearer Request mes-
sage, the S-GW records the IP address and TEID infor-
mation of the eNB. In this way, a downlink path from the
S-GW to the eNB is established.
[0097] 510. The S-GW sends a Modify Bearer Re-
sponse message to the MME.
[0098] In addition, when the public path to be estab-
lished is a part of a bidirectional path from the eNB to the
MTC Server, some steps in the embodiment illustrated
in FIG. 5 may be properly skipped during specific imple-
mentation. For example, if the public path to be estab-
lished is a bidirectional path from the eNB to the P-GW,
the public path may be established with step 504 in the
embodiment illustrated in FIG. 5 skipped. If the public
path to be established is a bidirectional path from the
eNB to the S-GW, the public path may be established
with steps 503 to 505 in the embodiment illustrated in
FIG. 5 skipped. If the public path to be established is a
bidirectional path from the S-GW to the P-GW, the public
path may be established with steps 504, and 507 to 510
in the embodiment illustrated in FIG. 5 skipped.
[0099] As shown in FIG. 6, in M2M communication ac-
cording to this embodiment, a method that an eNB trig-
gers establishment of an uplink public path from an eNB
to an MTC Server includes:
[0100] 601. An eNB determines to establish an uplink
public path for a group of MTC Devices due to configu-
ration trigger, time trigger or another trigger condition,
and sends an Attach Request to an MME.
[0101] 602. The MME sends a Create Session Re-
quest message to an S-GW after receiving the Attach
Request.
[0102] 603. The S-GW sends the Create Session Re-
quest message to a P-GW after receiving the Create Ses-
sion Request message.
[0103] The Create Session Request message may al-
so carry an information indication, where the information
indication is used to indicate whether the P-GW needs
to return the IP address or TEID information of the P-GW.
[0104] 604. The P-GW establishes a tunnel with an
MTC Server.
[0105] The established tunnel may be an IP in IP tun-
nel, a GRE tunnel, or an IPSEC tunnel. In addition, for
the specific method for establishing the tunnel, reference
may be made to the prior art, which is not detailed here.
[0106] 605. The P-GW sends a Create Session Re-
sponse message to the S-GW, where the Create Session
Response message carries the IP address and TEID in-
formation of the P-GW. After receiving the Create Ses-
sion Response message, the S-GW records the IP ad-
dress and TEID information of the P-GW. In this way, an
uplink path from the S-GW to the P-GW is established.
[0107] 606. The S-GW sends the Create Session Re-
sponse message to the MME, where the Create Session
Response message carries the IP address and TEID in-
formation of the S-GW. After receiving the Create Ses-

sion Response message, the MME obtains the IP ad-
dress and TEID information of the S-GW from the re-
ceived Create Session Response message.
[0108] 607. The MME sends an Initial Context Setup
Request/Attach Accept message to the eNB, where the
Context Setup Request/Attach Accept message carries
the IP address and TEID information of the S-GW. After
receiving the Context Setup Request/Attach Accept mes-
sage, the eNB records the IP address and TEID informa-
tion of the S-GW. In this way, an uplink path from the
eNB to the S-GW is established.
[0109] 608. The eNB sends an Initial Context Setup
Response/Attach Complete message to the MME.
[0110] In addition, when the public path to be estab-
lished is a part of an uplink path from the eNB to the MTC
Server, some steps in the embodiment illustrated in FIG.
6 may be properly skipped during specific implementa-
tion. For example, if the public path to be established is
an uplink path from the eNB to the P-GW, the public path
may be established with step 604 in the embodiment il-
lustrated in FIG. 6 skipped.
[0111] As shown in FIG. 7, in M2M communication ac-
cording to this embodiment, a method that an eNB trig-
gers establishment of a downlink public path from an eNB
to an MTC Server includes:
[0112] 701. An eNB determines to establish a downlink
public path for a group of MTC Devices due to configu-
ration trigger, time trigger or another trigger condition,
and sends an Attach Request to an MME.
[0113] 702. The MME sends a Create Session Re-
quest message to an S-GW after receiving the Attach
Request.
[0114] 703. The S-GW sends the Create Session Re-
quest message to a P-GW after receiving the Create Ses-
sion Request message, where the Create Session Re-
sponse message carries the IP address and TEID infor-
mation of the S-GW. After receiving the Create Session
Request message, the P-GW records the IP address and
TEID information of the S-GW. In this way, a downlink
path from the P-GW to the S-GW is established.
[0115] The IP address may be carried in a transferred
GTP message parameter, or may be carried in the source
address of a sent IP packet.
[0116] In addition, the Create Session Request mes-
sage may also carry an information indication, where the
information indication is used to indicate that the P-GW
does not need to return the IP address or TEID informa-
tion of the P-GW.
[0117] 704. The P-GW establishes a tunnel with an
MTC Server.
[0118] The established tunnel may be an IP in IP tun-
nel, a GRE tunnel, or an IPSEC tunnel. In addition, for
the specific method for establishing the tunnel, reference
may be made to the prior art, which is not detailed here.
[0119] 705. The P-GW sends a Create Session Re-
sponse message to the S-GW.
[0120] 706. The S-GW sends a Create Session Re-
sponse message to the MME, where the Create Session
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Response message carries an information indication,
and the information indication is used to indicate that the
eNB needs to return the IP address or TEID information
of the P-GW.
[0121] 707. The MME sends an Initial Context Setup
Request/Attach Accept message to the eNB, where the
Initial Context Setup Request/Attach Accept message
carries an information indication, and the information in-
dication is used to indicate that the eNB needs to return
the IP address or TEID information of the P-GW.
[0122] 708. The eNB sends an Initial Context Setup
Response/Attach Complete message to the MME, where
the Initial Context Setup Response/Attach Complete
message carries the IP address and TEID information of
the eNB. After receiving the Initial Context Setup Re-
sponse/Attach Complete message, the MME obtains the
IP address and TEID information of the eNB from the
Initial Context Setup Response/Attach Complete mes-
sage.
[0123] 709. The MME sends a Modify Bearer Request
message to the S-GW, where the Modify Bearer Request
message carries the IP address and TEID information of
the eNB. After receiving the Modify Bearer Request mes-
sage, the S-GW records the IP address and TEID infor-
mation of the eNB. In this way, a downlink path from the
S-GW to the eNB is established.
[0124] 710. The S-GW sends a Modify Bearer Re-
sponse message to the MME.
[0125] In addition, when the public path to be estab-
lished is a part of a downlink path from the eNB to the
MTC Server, some steps in the embodiment illustrated
in FIG. 7 may be properly skipped during specific imple-
mentation. For example, if the public path to be estab-
lished is a downlink path from the eNB to the P-GW, the
public path may be established with step 704 in  the em-
bodiment illustrated in FIG. 7 skipped.
[0126] 103. The MTC device in the one-line transmis-
sion group performs data transmission with an MTC serv-
er by using the public path.
[0127] For example, during access of the MTC device
in the one-line transmission group, a radio bearer is es-
tablished for the MTC device in the one-line transmission
group; when the public path is an uplink path or a bidi-
rectional path, a mapping relationship between the es-
tablished radio bearer and the public path is set in the
base station; and when the MTC device in the one-line
transmission group sends uplink data by using the es-
tablished radio bearer, the base station determines a cor-
responding public path according to the set mapping re-
lationship between the radio bearer and the public path,
and sends the uplink data to the MTC server by using
the determined public path. When the public path is a
downlink path or a bidirectional path, a mapping relation-
ship between the established radio bearer and the public
path is set in the base station, and a mapping relationship
between MTC device information or network address and
the radio bearer is set; when the MTC server sends down-
link data by using the public path, the base station deter-

mines a corresponding radio bearer according to the
MTC device information in the downlink data or the set
mapping relationship between the MTC device informa-
tion and the radio bearer, or according to the network
address in the downlink data and the set mapping rela-
tionship between the network address of the MTC device
and the radio bearer; and the base station sends the
downlink data to the corresponding MTC device by using
the determined radio bearer. For example, filters (filter-
ing) may be established for different radio bearers of dif-
ferent MTC devices in the base station. Attributes of dif-
ferent MTC devices are set by using the filters, including
information such as the IP address and/or device ID
and/or communication port. A set of attributes corre-
sponds to a radio bearer. The base station determines,
by using the filters, to which radio bearer the downlink
data is to be sent.
[0128] If a public path from an eNB to a P-GW is es-
tablished, before the MTC Device sends data, the IP ad-
dress of the MTC Device needs to be obtained. The IP
address may be obtained during the Attach process, or
may be assigned by an access network before data trans-
mission. However, if a public path from an eNB to an
MTC Server is established, no IP address may be as-
signed to the MTC Device. The MTC Server receives
data of each MTC Device over the same path, and is
capable of distinguishing different MTC Devices by using
only an application ID or a device ID included in the data.
The following uses the public paths from an eNB to an
MTC Server and from an eNB to a P-GW as examples
to describe in further detail the communication method
using the public path.
[0129] As shown in FIG. 8, in M2M communication ac-
cording to this embodiment, a communication method
using a public path from an eNB to an MTC Server in-
cludes:
[0130] 801. An MTC Device sends an RRC Connection
Requestmessage to an eNB.
[0131] 802. The eNB sends an RRC Connection Setup
(RRC Connection Setup) message to the MTC Device
after receiving the RRC Connection Request message.
[0132] 803. The MTC Device sends an RRC Connec-
tion Setup Complete (RRC Connection Setup Complete)
message to the eNB after receiving the RRC Connection
Setup message, where the RRC Connection Setup Com-
plete message carries a public path association ID.
[0133] The public path association ID may be, for ex-
ample, a group ID, a device ID, or a public path ID. In
addition, a NAS message may also be carried in the RRC
Connection Request message. In this case, because the
bearer is established, the eNB may not transfer the NAS
to the MME, or even may not conduct any interaction with
the MME, or only conducts an interaction of a security
authentication operation with the MME but the MME does
not need to perform a Create Bearer operation.
[0134] In addition, the public path association ID may
also not be carried in the RRC Connection Setup Com-
plete message, but is carried in the RRC Connection Re-
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quest message.
[0135] 804. The eNB sends a Radio Bearer Setup (RB
Setup) message to the MTC Device. The eNB associates
the MTC Device with the public path according to the
public path association ID.
[0136] For example, when the public path is an uplink
path, that is, the MTC Device only uploads data to an
MTC Server, the eNB may associate, according to the
public path association ID, an RB (Radio Bearer, radio
bearer) established for the MTC Device with a public path
corresponding to the MTC Device. When the public path
is a downlink path, that is, the MTC Device only down-
loads data from the MTC Server, the eNB may associate,
according to the public path association ID, an RB es-
tablished for the MTC Device with a public path corre-
sponding to the MTC Device, and associates the device
ID with the RB established for the MTC Device. When
the public path is a bidirectional path, that is, the MTC
Device both uploads data to and downloads data from
the MTC Server, the eNB may associate, according to
the public association ID, an RB established for the MTC
Device with a public path corresponding to the MTC De-
vice, and associates the device ID with the RB estab-
lished for the MTC Device.
[0137] 805. The MTC Device sends uplink data by us-
ing the RB, and the eNB transfers the uplink data to the
MTC Server by using the corresponding public path after
receiving the uplink data.
[0138] In this embodiment, the public path is a path
from the eNB to the MTC Server. In this case, the IP
address of the MTC Device may not necessarily be ob-
tained. After the MTC Server receives data of each MTC
Device over one same path, the MTC Server is capable
of distinguishing different MTC Devices by using only an
application ID or a device ID included in the data. There-
fore, the uplink data may be raw data without an IP header
or data added with an IP header.
[0139] For example, assuming that a plurality of MTC
Devices accesses a network and belongs to the same
group and uses the same public path, the eNB establish-
es respective RBs for these MTC Devices. When an MTC
Device uploads data by using an RB, the eNB receives
the data by using the RB and uploads the received data
to the MTC Server by using a corresponding public path.
In addition, the MTC Server is also capable of distinguish-
ing, according to the device ID or application layer ID in
the data, the MTC Device from which the data comes.
[0140] 806. The MTC Server sends downlink data by
using the corresponding public path. After receiving the
downlink data, the eNB determines a corresponding RB
according to the device ID in the downlink data, and trans-
fers the downlink data to the corresponding MTC Device
by using the RB.
[0141] In this embodiment, the downlink data may be
raw data without an IP header or data added with an IP
header.
[0142] For example, when the MTC Server delivers da-
ta, the eNB receives the data by using the corresponding

public path, determines a corresponding RB according
to the device ID carried in the received data, and delivers
the data to the MTC Device by using the RB.
[0143] In this embodiment, the MTC Device may also
not carry any NAS message; alternatively, the eNB may
also directly establish an RB after receiving the RRC Con-
nection Request message.
[0144] As shown in FIG. 9, in M2M communication ac-
cording to this embodiment, a communication method
using a public path from an eNB to a P-GW includes:
[0145] 901. An MTC Device sends an RRC Connection
Request message to an eNB, where the RRC Connection
Request message carries a public path association ID.
[0146] The public path association ID may be, for ex-
ample, a group ID, a device ID, or a public path ID.
[0147] In this embodiment, the network from the out-
side of a P-GW to an MTC Server is an IP network. There-
fore, when data sent by the MTC Device must have an
IP packet header when being transmitted out of the P-
GW.
[0148] 902. The eNB sends a Radio Bearer Establish
message to the MTC Device. The eNB associates the
MTC Device with the public path according to the public
path association ID.
[0149] When the public path is an uplink path, that is,
the MTC Device only uploads data to the MTC Server,
the eNB may associate, according to the public path as-
sociation ID, an RB established for the MTC Device with
a public path corresponding to the MTC Device. When
the public path is a downlink path, that is, the MTC Device
only downloads data from the MTC Server, the eNB may
associate, according to the public path association ID,
an RB established for the MTC Device with a public path
corresponding to the MTC Device, and associates the
device ID with the RB established for the MTC Device.
When the public path is a bidirectional path, that is, the
MTC Device both uploads data to and downloads data
from the MTC Server, the eNB may associate, according
to the public path association ID, an RB established for
the MTC Device with a public path corresponding to the
MTC Device, and associates the device ID or the IP ad-
dress information of the MTC Device with the RB estab-
lished for the MTC Device.
[0150] 903. The MTC Device sends uplink data by us-
ing the RB. After receiving the uplink data, the eNB trans-
fers the uplink data to the P-GW by using the correspond-
ing public path. The P-GW transfers the uplink data to
the MTC Server.
[0151] When the public path is a path from the eNB to
the MTC Server, the IP address of the MTC Device may
not necessarily be obtained. This is because after receiv-
ing data of each MTC device over one same path, the
MTC Server is capable of distinguishing different MTC
Devices by using only an application ID or a device ID
included in the data. However, in this embodiment, the
public path is a path from the eNB to the P-GW. In this
case, the IP address of the MTC Device needs to be
obtained, and the IP address of the MTC Device sending
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the uplink data needs to be added in the uplink data. In
addition, the IP address may be obtained during the At-
tach process, or may be assigned by an access network
before data transmission.
[0152] For example, the eNB may assign the same or
different IP addresses to each MTC Device during access
of the MTC Devices. Each MTC device sends data car-
rying an IP address assigned to it to the eNB by using
the RB. After receiving the uplink data, the eNB transfers
the uplink data to the P-GW by using the corresponding
public path. The P-GW sends the uplink data to the cor-
responding MTC Server according to the IP address in
the uplink data.
[0153] Alternatively, the eNB does not assign an IP
address to an MTC device, but adds an IP packet header
with a destination address being an MTC server to uplink
data when the MTC Device sends the raw uplink data by
using an RB. The eNB transfers the uplink data to the P-
GW by using the corresponding public path, and the P-
GW sends the uplink data to the  corresponding MTC
Server according to the destination address in the uplink
data.
[0154] Alternatively, the eNB does not assign an IP
address to an MTC device. When the MTC device sends
raw uplink data by using an RB, the eNB transfers the
uplink data to the P- GW by using the corresponding pub-
lic path. The P- GW adds an IP packet header to the
uplink data after receiving the uplink data, and sends the
uplink data added with the IP packet header to the cor-
responding MTC Server.
[0155] 904. The MTC Server sends downlink data. Af-
ter receiving the downlink data, the P-GW transfers the
downlink data to the eNB by using the corresponding
public path. After receiving the downlink data, the eNB
determines a corresponding RB according to the IP ad-
dress or device ID in the downlink data, and transfers the
downlink data to the corresponding MTC Device by using
the RB.
[0156] For example, the eNB may assign different IP
addresses to each MTC device during access. The eNB
sets a mapping relationship between IP quintuple infor-
mation (that is, source IP address, destination IP ad-
dress, source port number, destination port number, and
protocol name) of an MTC Device and an RB. The P-GW
sets a mapping relationship between the IP address seg-
ment of an MTC Device and a public path. The MTC
Server sends downlink data carrying IP address informa-
tion. After receiving the downlink data, the P-GW deter-
mines the corresponding public path according to the IP
address information in the downlink data, and transfers
the downlink data to the eNB by using the public path.
After receiving the downlink data, the eNB determines a
corresponding RB according to the IP address informa-
tion in the downlink data, and transfers the downlink data
to the corresponding MTC Device by using the RB. For
example, assuming that one eNB has a group of 1000
devices sharing one public path and all these devices
send data during 3:00-4:00 a.m., but do not concurrently

access the eNB, and randomly access the eNB in a dis-
tributed manner instead, each device accesses the eNB
for five minutes to transfer data and no longer accesses
the eNB after the data is transferred. The eNB maintains
150 IP addresses for the group of devices. Each device
is assigned with an IP address when accessing the eNB
and releases the IP address after the access is complet-
ed. Subsequently, when another device accesses the
eNB, the released IP address is assigned to the device.
Therefore, in principle, a maximum of 150 devices are
allowed to access the eNB at the same time. After a public
path is established at 2:59 a.m., the P-GW records a
mapping relationship between the 150 IP addresses and
the public path. Each time assigning an IP address to an
MTC Device, the eNB associates the RB corresponding
to the MTC Device with the IP address. After an MTC
Device sends uplink data (the source address of the data
is the IP address assigned thereto, the source port is  the
port number assigned to the MTC Device, the destination
address is the IP address of an MCT Server, and the
destination port is the port of the MTC Server), the MCT
Server returns a piece of data in response to the MTC
Device. In the IP packet header of the returned data, the
destination address is the IP address of the MTC Device,
and the destination port is the port of the MTC Device.
After receiving the returned data, the P-GW determines,
according to information such as the destination address
(that is, the IP address of the MTC Device) and the des-
tination port, that the data should be sent to the public
path rather than another path. Then, the P-GW sends
the data to the eNB by using the public path. After re-
ceiving the data, the eNB determines, according to the
information such as the destination address (that is, the
IP address of the MTC Device) and the destination port,
an RB corresponding to the MTC Device, and sends the
data to the MTC Device by using the RB.
[0157] Alternatively, the eNB may also assign the
same IP address to each MTC device. Each MTC device
sends data information related to the IP address to the
eNB. The eNB sets a mapping relationship between an
MTC device ID and an RB. The P- GW sets a mapping
relationship between the IP address of an MTC Device
and a public path. The MTC Server sends downlink data
carrying the IP address assigned to the MTC Devices.
After receiving the downlink data, the P- GW determines
a public path according to the IP address of the MTC
Devices in the downlink data, and transfers the downlink
data to the eNB by using the public path. After receiving
the downlink data, the eNB determines a corresponding
RB according to the device ID in the downlink data, and
transfers the downlink data to a corresponding MTC De-
vice by using the RB.
[0158] Alternatively, the MTC Server sends downlink
data carrying a specific IP address. After receiving the
downlink data, the P- GW determines a public path ac-
cording to the IP address in the downlink data, and trans-
fers the downlink data to the eNB by using the public
path. After receiving the downlink data, the eNB deter-
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mines a corresponding RB according to the device ID in
the downlink data, and transfers the downlink data to a
corresponding MTC Device by using the RB.
[0159] The above describes a conventional connec-
tion-based method (that is, an RB exists on a radio inter-
face). In addition, a connectionless-based method may
also be adopted to use a public path. For example, an
MTC Device does not send an RRC Connection Request
to establish a signaling connection and an RB data con-
nection, but directly sends data to an eNB on a specific
time-frequency resource. The eNB determines an asso-
ciated public path according to ID information (for exam-
ple, a group ID) in the received data, and sends the data
to an MTC  Server or a P-GW by using the public path.
However, after receiving the data from the MTC Server
or the P-GW by using the public path, the eNB directly
sends the data to a corresponding MTC Device on a spe-
cific time-frequency resource according to the ID infor-
mation or IP address in the data.
[0160] 104. Release the public path when the data
transmission between the MTC device in the one-line
transmission group and the MTC server is completed.
[0161] The following uses the case where deletion of
a public path is triggered by an MME as an example to
describe in further detail a process of deleting a public
path.
[0162] As shown in FIG. 10, in M2M communication
according to this embodiment, a method that an MME
triggers deletion of a public path from an eNB to an MTC
Server includes:
[0163] 1001. An MME determines to delete a public
path established for a group of MTC Devices due to con-
figuration trigger, time trigger or another trigger condition,
and sends a Delete Session Request (Delete Session
Request) message to an S-GW.
[0164] 1002. The S-GW sends the Delete Session Re-
quest message to a P-GW.
[0165] 1003. The P-GW releases a tunnel with an MTC
Server.
[0166] 1004. The P-GW sends a Delete Session Re-
sponse (Delete Session Response) message to the S-
GW.
[0167] 1005. The S-GW sends the Delete Session Re-
sponse message to the MME.
[0168] 1006. The MME sends a Release Bearer Re-
quest (Release Bearer Request) message to an eNB.
[0169] 1007. The eNB sends a Release Bearer Re-
sponse (Release Bearer Response) message to the
MME.
[0170] In addition, when the established public path is
a part of a path from the eNB to the MTC Server, some
steps in the embodiment illustrated in FIG. 10 may be
properly skipped during specific implementation. For ex-
ample, if the established public path is a path from the
eNB to the P-GW, the public path may be released with
step 1003 in the embodiment illustrated in FIG. 10
skipped. For example, if the established public path is a
path from the eNB to the S-GW, the public path may be

released with steps 1002 to 1004 in the embodiment il-
lustrated in FIG. 10 skipped. For example, if the estab-
lished public path is a path from the S-GW to the P-GW,
the public path may be released with steps 1003, 1006,
and 1007 in the embodiment illustrated in FIG. 10
skipped.
[0171] In addition, when the public path whose estab-
lishment is triggered by the eNB needs to be deleted, the
eNB may simulate a bearer delete or detach (Detach)
process of a normal UE  to delete the public path.
[0172] According to the M2M communication method
provided in this embodiment, characteristic information
of a public path is obtained, where the public path is cor-
responding to an MTC device in a one-line transmission
group; the public path is established according to the
characteristic information; and the MTC device in the
one-line transmission group performs data transmission
with an MTC server by using the public path and releases
the public path when the data transmission between the
MTC device in the one-line transmission group and the
MTC server is completed. Therefore, when MTC Devices
in the same group perform data transmission with the
MTC Server, the public path involves only operations of
establishing and releasing a bearer once, thereby reduc-
ing signaling transmission between nodes. In this way,
the occupied network resources in the M2M communi-
cation are reduced and the service processing efficiency
of an M2M network is improved.
[0173] Further, an embodiment of the present inven-
tion provides a method for establishing a public path in
a wireless communication network, as shown in FIG. 11,
including:
[0174] 1101. A mobility management entity sends a
Create Session Request message to a serving gateway.
[0175] For example, the mobility management entity
may send the Create Session Request message to the
serving gateway when a trigger condition for establishing
a public path is satisfied, where the trigger condition for
establishing the public path includes a preset configura-
tion condition, a preset start time, or an operation instruc-
tion delivered by a network management system/main-
tenance system.
[0176] In this embodiment, the established public path
includes a path between a base station and the serving
gateway, a path among the base station, the serving
gateway and a packet data network gateway, or a path
among the base station, the serving gateway, the packet
data network gateway and an MTC server. In addition,
the established public path is a unidirectional uplink path
or a bidirectional path.
[0177] 1102. The mobility management entity (MME)
receives a Create Session Response message sent by
the serving gateway, where the Create Session Re-
sponse message is a response to the Create Session
Request message and carries a network address of the
serving gateway and tunnel endpoint ID information.
[0178] For example, using the case where the estab-
lished public path is a bidirectional path among the eNB,
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the S-GW, a P-GW, and the MTC Server as an example,
after receiving the Create Session Request message
sent by the MME, the S-GW sends the Create Session
Request  message to the P-GW, where the Create Ses-
sion Request message carries the IP address and TEID
information of the S-GW. After receiving the Create Ses-
sion Request message sent by the S-GW, the P-GW
records the IP address and TEID information of the S-
GW in the Create Session Request message. In this way,
a tunnel is established between the P-GW and the MTC
Server. In addition, the P-GW sends the Create Session
Response message to the S-GW, where the Create Ses-
sion Response message carries the IP address and TEID
information of the P-GW. After receiving the Create Ses-
sion Response message sent by the P-GW, the S-GW
records the IP address and TEID information of the P-
GW in the Create Session Response message. In addi-
tion, the S-GW sends the Create Session Response
message to the MME, where the Create Session Re-
sponse message carries the IP address and TEID infor-
mation of the S-GW.
[0179] 1103. The mobility management entity sends a
Create Bearer Request message to the base station,
where the Create Bearer Request message carries the
network address of the serving gateway and tunnel end-
point ID information.
[0180] 1104. The mobility management entity receives
a Create Bearer Request Response sent by the base
station to complete establishment of the public path.
[0181] For example, using the case where the public
path includes a path between the MME and the eNB as
an example, after receiving the Create Bearer Request
Response sent by the eNB, the MME sends a Modify
Bearer Request message to the S-GW, where the Modify
Bearer Request message carries the IP address and
TEID information of the eNB. After receiving the Modify
Bearer Request message, the S-GW records the IP ad-
dress and TEID information of the eNB, and sends a Mod-
ify Bearer Response message to the MME.
[0182] According to the method for establishing a pub-
lic path in a wireless communication network provided in
this embodiment, a mobility management entity sends a
Create Session Request message to a serving gateway,
receives a Create Session Response message that is
sent by the serving gateway and carries the network ad-
dress of the serving gateway and tunnel endpoint ID in-
formation, sends a Create Bearer Request message car-
rying the network address of the serving gateway and
tunnel endpoint ID information to a base station, and re-
ceives a Create Bearer Request Response sent by the
base station to complete establishment of the public path.
Therefore, when MTC Devices in the same group per-
form data transmission with the MTC Server, the public
path involves only an operation of establishing a bearer
once, thereby reducing signaling transmission between
nodes. In this way, the occupied network resources in
the M2M communication are reduced and the service
processing efficiency of an M2M network is improved.

[0183] In addition, an embodiment of the present in-
vention provides a method for establishing a public path
in a wireless communication network, as shown in FIG.
12, including:
[0184] 1201. A base station sends an Attach Request
to a mobility management entity.
[0185] For example, the base station may send the At-
tach Request to the mobility management entity when a
trigger condition for establishing a public path is satisfied,
where the trigger condition for establishing the public
path includes a preset configuration condition, a preset
start time, or an operation instruction delivered by a net-
work management system/maintenance system.
[0186] In this embodiment, the established public path
includes a path between the base station and a serving
gateway, a path among the base station, the serving
gateway and a packet data network gateway, or a path
among the base station, the serving gateway, the packet
data network gateway and an MTC server. In addition,
the established public path is a unidirectional uplink path
or a bidirectional path.
[0187] 1202. The base station receives an Initial Con-
text Setup Request or Attach Accept message sent by
the mobility management entity, where the Initial Context
Setup Request or Attach Accept message is a response
to the Attach Request and carries a network address of
the serving gateway and tunnel endpoint ID information.
[0188] For example, using the case where the estab-
lished public path is a bidirectional path among the eNB,
the S-GW, a P-GW, and the MTC Server as an example,
after receiving the Attach Request, the MME sends a
Create Session Request message to the S-GW. After
receiving the Create Session Request message, the S-
GW sends the Create Session Request message to the
P-GW, where the Create Session Request message car-
ries the IP address and TEID information of the S-GW.
After receiving the Create Session Request message,
the P-GW records the IP address and TEID information
of the S-GW, establishes a tunnel with the MTC Server,
and sends a Create Session Response message to the
S-GW, where the Create Session Response message
carries the IP address and TEID information of the P-
GW. After receiving the Create Session Response mes-
sage, the S-GW records the IP address and TEID infor-
mation of the P-GW, and sends the Create Session Re-
sponse message to the MME, where the Create Session
Response message carries the IP address and TEID in-
formation of the S-GW. After receiving the Create Ses-
sion Response message, the MME sends the Initial Con-
text Setup Request or Attach Accept message to the
eNB, where the Initial Context Setup Request or Attach
Accept message carries the IP address and TEID infor-
mation of the S-GW.
[0189] 1203. The base station sends an Initial Context
Setup Response or Attach Complete  message to the
mobility management entity to complete establishment
of the public path, where the Initial Context Setup Re-
sponse or Attach Complete message carries a network
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address of the base station and tunnel endpoint ID infor-
mation.
[0190] For example, after receiving the Initial Context
Setup Response or Attach Complete message, the MME
sends a Modify Bearer Request message to the S-GW,
where the Modify Bearer Request message carries the
IP address and TEID information of the eNB. After re-
ceiving the Modify Bearer Request message, the S-GW
records the IP address and TEID information of the eNB,
and sends a Modify Bearer Response message to the
MME.
[0191] According to the method for establishing a pub-
lic path in a wireless communication network provided in
this embodiment, a base station sends an Attach Re-
quest to a mobility management entity, receives an Initial
Context Setup Request or Attach Accept message that
is sent by the mobility management entity and carries the
network address and tunnel endpoint ID information of a
serving gateway, and sends an Initial Context Setup Re-
sponse or Attach Complete message carrying the net-
work address of the base station and tunnel endpoint ID
information to the mobility management entity to com-
plete establishment of the public path. Therefore, when
MTC Devices in the same group perform data transmis-
sion with the MTC Server, the public path involves only
an operation of establishing a bearer once, thereby re-
ducing signaling transmission between nodes. In this
way, the occupied network resources in the M2M com-
munication are reduced and the service processing effi-
ciency of an M2M network is improved.
[0192] In addition, an embodiment of the present in-
vention provides a method for using a unidirectional up-
link public path in a wireless communication network, as
shown in FIG. 13, including:
[0193] 1301. A base station receives an RRC Connec-
tion Request message sent by an MTC device.
[0194] In this embodiment, the used public path is a
unidirectional uplink public path, including an uplink path
between the base station and a serving gateway, an up-
link path among the base station, the serving gateway
and a packet data network gateway, or an uplink path
among the base station, the serving gateway, the packet
data network gateway and an MTC server; alternatively,
the public path is a bidirectional public path, including a
bidirectional path between the base station and a serving
gateway, a bidirectional path among the base station,
the serving gateway and a packet data network gateway,
or a bidirectional path among the base station, the serving
gateway, the packet data network gateway and an MTC
server.
[0195] 1302. The base station sends an RRC Connec-
tion Setup message to the MTC device.
[0196] 1303. The base station receives an RRC Con-
nection Setup Complete message sent by the MTC de-
vice, where the RRC Connection Setup Complete mes-
sage carries a public path association ID.
[0197] 1304. The base station determines, according
to the public path association ID, the public path corre-

sponding to the MTC device.
[0198] For example, the base station may determine,
according to the public path association ID, a unidirec-
tional uplink public path corresponding to the MTC de-
vice. Alternatively, the base station may determine, ac-
cording to the public path association ID, a bidirectional
public path corresponding to the MTC device.
[0199] 1305. When receiving uplink data sent by the
MTC device, the base station sends the uplink data to a
peer node of the public path by using the public path.
[0200] For example, the base station may send the up-
link data to a peer node of the unidirectional uplink public
path by using the unidirectional uplink public path when
receiving the uplink data sent by the MTC device. Alter-
natively, the base station may send the uplink data to a
peer node of the bidirectional public path by using the
bidirectional public path when receiving the uplink data
sent by the MTC device.
[0201] In addition, when receiving downlink data from
a peer node of the bidirectional public path by using the
bidirectional public path, the base station may determine
a corresponding MTC device according to a device ID in
the downlink data, and send the downlink data to the
determined MTC device.
[0202] According to the method for using a public path
in a wireless communication network provided in this em-
bodiment, a base station receives an RRC Connection
Request message sent by an MTC device, sends an RRC
Connection Setup message to the MTC device, receives
an RRC Connection Setup Complete message that is
sent by the MTC device and carries the public path as-
sociation ID, determines, according to the public path
association ID, the public path corresponding to the MTC
device, and sends uplink data to a peer node of the public
path by using the public path when receiving the uplink
data sent by the MTC device. Therefore, when MTC De-
vices in the same group perform data transmission with
the MTC Server, the public path involves only an opera-
tion of establishing a bearer once, thereby reducing sig-
naling transmission between nodes. In this way, the oc-
cupied network resources in the M2M communication
are reduced and the service processing efficiency of an
M2M network is improved.
[0203] Corresponding to the above method, an em-
bodiment of the present invention further  provides an
M2M communication system, as shown in FIG. 14, in-
cluding:

a network unit 1401, configured to obtain character-
istic information of a public path, where the public
path is corresponding to an MTC device in a one-
line transmission group; establish the public path ac-
cording to the characteristic information; and release
the public path when data transmission between the
MTC device in the one-line transmission group and
an MTC server 1402 is completed; and
the MTC server 1402, configured to perform data
transmission with the MTC device in the one-line
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communication group by using the public path cor-
responding to the MTC device in the one-line com-
munication group.

[0204] Further, the network unit 1401 is specifically
configured to determine, according to the characteristic
information, a first node and a last node of the public path
and a data transmission direction of the public path; es-
tablish a tunnel between the first node and the last node;
and store, in a node of the tunnel, the network address
and interface information of an upper- level node of the
node in the case of uplink data transmission; store, in a
node of the tunnel, the network address and interface
information of a lower- level node of the node in the case
of downlink data transmission; or store, in a node of the
tunnel, the network addresses and interface information
of an upper- level node and a lower- level node of the
node in the case of uplink and downlink data transmis-
sion.
[0205] Further, the network unit 1401 is further specif-
ically configured to establish a radio bearer for the MTC
device in the one- line transmission group; and set, in
the base station, a mapping relationship between the es-
tablished radio bearer and the public path; where when
the MTC device in the one- line transmission group sends
uplink data by using the established radio bearer, the
base station determines a corresponding public path ac-
cording to the set mapping relationship between the radio
bearer and the public path, and sends the uplink data to
the MTC server by using the determined public path.
[0206] Further, the network unit 1401 is further specif-
ically configured to establish a radio bearer for the MTC
device in the one- line transmission group; and set, in
the base station, a mapping relationship between the es-
tablished radio bearer and the public path, and a mapping
relationship between MTC device information and the
radio bearer; where when the MTC server sends down-
link data by using the public path, the base station deter-
mines a corresponding radio bearer according to the
MTC device information in the downlink data and the set
mapping relationship between the MTC device informa-
tion and the radio bearer, and sends the downlink data
to the corresponding MTC device by using the deter-
mined radio bearer.
[0207] Further, the network unit 1401 is further specif-
ically configured to establish a radio bearer for the MTC
device in the one- line transmission group and assign a
network address to the MTC device in the one- line trans-
mission group; and set, in the base station, a mapping
relationship between the established radio bearer and
the public path, and a mapping relationship between the
network address of the MTC device and the radio bearer;
where when the MTC server sends downlink data by us-
ing the public path, the base station determines a corre-
sponding radio bearer according to the network address
in the downlink data and the set mapping relationship
between the network address of the MTC device and the
radio bearer, and sends the downlink data to the corre-

sponding MTC device by using the determined radio
bearer.
[0208] According to the M2M communication system
provided in this embodiment, characteristic information
of a public path is obtained, where the public path is cor-
responding to an MTC device in a one-line transmission
group; the public path is established according to the
characteristic information; and the MTC device in the
one-line transmission group performs data transmission
with an MTC server by using the public path and releases
the public path when the data transmission between the
MTC device in the one-line transmission group and the
MTC server is completed. Therefore, when MTC Devices
in the same group perform data transmission with the
MTC Server, the public path involves only operations of
establishing and releasing a bearer once, thereby reduc-
ing signaling transmission between nodes. In this way,
the occupied network resources in the M2M communi-
cation are reduced and the service processing efficiency
of an M2M network is improved.
[0209] In addition, an embodiment of the present in-
vention provides a system for establishing a public path
in a wireless communication network, as shown in FIG.
15, including:

a mobility management entity 1501, configured to
send a Create Session Request message to a serv-
ing gateway 1502; receive a Create Session Re-
sponse message sent by the serving gateway 1502;
send a Create Bearer Request message to a base
station 1503, where the Create Bearer Request mes-
sage carries the network address of the serving gate-
way and tunnel endpoint ID information 1502; and
receive a Create Bearer Request Response sent by
the base station 1503 to complete establishment of
the public path;
the serving gateway 1502, configured to receive the
Create Session Request message sent by the mo-
bility management entity 1501; and send the Create
Session Response message to the mobility manage-
ment entity 1501, where the Create Session Re-
sponse message carries the network address of the
serving gateway and tunnel endpoint ID information
1502; and
the base station 1503, configured to receive the Cre-
ate Bearer Request message sent  by the mobility
management entity 1501; and send the Create Bear-
er Request Response to the mobility management
entity 1501.

[0210] Further, the mobility management entity 1501
is specifically configured to, when a trigger condition for
establishing the public path is satisfied, send the Create
Session Request message to the serving gateway 1502,
where the trigger condition for establishing the public
path includes a preset configuration condition, a preset
start time, or an operation instruction delivered by a net-
work management system/ maintenance system.
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[0211] The public path includes a path between the
base station and the serving gateway, a path among the
base station, the serving gateway and a packet data net-
work gateway, or a path among the base station, the
serving gateway, the packet data network gateway and
an MTC server. The public path is a unidirectional uplink
path or a bidirectional path.
[0212] According to the system for establishing a public
path in a wireless communication network provided in
this embodiment, a mobility management entity sends a
Create Session Request message to a serving gateway,
receives a Create Session Response message that is
sent by the serving gateway and carries the network ad-
dress of the serving gateway and tunnel endpoint ID in-
formation, sends a Create Bearer Request message car-
rying the network address of the serving gateway and
tunnel endpoint ID information to a base station, and re-
ceives a Create Bearer Request Response sent by the
base station to complete establishment of the public path.
Therefore, when MTC Devices in the same group per-
form data transmission with the MTC Server, the public
path involves only an operation of establishing a bearer
once, thereby reducing signaling transmission between
nodes. In this way, the occupied network resources in
the M2M communication are reduced and the service
processing efficiency of an M2M network is improved.
[0213] In addition, an embodiment of the present in-
vention provides a system for establishing a public path
in a wireless communication network, as shown in FIG.
16, including:

a base station 1601, configured to send an Attach
Request to a mobility management entity 1602; re-
ceive an Initial Context Setup Request or Attach Ac-
cept message sent by the mobility management en-
tity 1602; and send an Initial Context Setup Re-
sponse or Attach Complete message to the mobility
management entity 1602 to complete establishment
of the public path, where the Initial Context Setup
Response or Attach Complete message carries a
network address of the base station 1601 and tunnel
endpoint ID information; and
the mobility management entity 1602, configured to
receive the Attach Request sent by the base station
1601; obtain the network address and tunnel end-
point ID information of a  serving gateway; send the
Initial Context Setup Request or Attach Accept mes-
sage to the base station 1601, where the Initial Con-
text Setup Request or Attach Accept message car-
ries the network address of the serving gateway and
tunnel endpoint ID information; and receive the Initial
Context Setup Response or Attach Complete mes-
sage sent by the base station 1601.

[0214] Further, the base station 1601 is specifically
configured to, when a trigger condition for establishing
the public path is satisfied, send the Attach Request to
the mobility management entity 1602, where the trigger

condition for establishing the public path includes a pre-
set configuration condition, a preset start time, or an op-
eration instruction delivered by a network management
system/ maintenance system.
[0215] The public path includes a path between the
base station and the serving gateway, a path among the
base station, the serving gateway and a packet data net-
work gateway, or a path among the base station, the
serving gateway, the packet data network gateway and
an MTC server. The public path is a unidirectional uplink
path or a bidirectional path.
[0216] According to the system for establishing a public
path in a wireless communication network provided in
this embodiment, a base station sends an Attach Re-
quest to a mobility management entity, receives an Initial
Context Setup Request or Attach Accept message that
is sent by the mobility management entity and carries the
network address and tunnel endpoint ID information of a
serving gateway, and sends an Initial Context Setup Re-
sponse or Attach Complete message carrying the net-
work address of the base station and tunnel endpoint ID
information to the mobility management entity to com-
plete establishment of the public path. Therefore, when
MTC Devices in the same group perform data transmis-
sion with the MTC Server, the public path involves only
an operation of establishing a bearer once, thereby re-
ducing signaling transmission between nodes. In this
way, the occupied network resources in the M2M com-
munication are reduced and the service processing effi-
ciency of an M2M network is improved.
[0217] In addition, an embodiment of the present in-
vention provides a system for using a public path in a
wireless communication network, as shown in FIG. 17,
including:

an MTC device 1701, configured to send an RRC
Connection Request message to a base station
1702; receive an RRC Connection Setup message
sent by the base station 1702; and send an RRC
Connection Setup Complete message to the base
station 1702, where the RRC Connection Setup
Complete message carries a public path association
ID; and
the base station 1702, configured to receive the RRC
Connection Request message sent by the MTC de-
vice 1701; send the RRC Connection Setup mes-
sage to the MTC device  1701; receive the RRC Con-
nection Setup Complete message sent by the MTC
device 1701; determine, according to the public path
association ID in the RRC Connection Setup Com-
plete message, the public path corresponding to the
MTC device 1701; and send uplink data to a peer
node of the public path by using the public path when
receiving the uplink data sent by the MTC device
1701.

[0218] Further, the base station 1702 is specifically
configured to determine, according to the public path as-
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sociation ID, a unidirectional uplink public path corre-
sponding to the MTC device 1701; and send uplink data
to a peer node of the unidirectional uplink public path by
using the unidirectional uplink public path when receiving
the uplink data sent by the MTC device 1701.
[0219] Alternatively, the base station 1702 is specifi-
cally configured to determine, according to the public
path association ID, a bidirectional public path corre-
sponding to the MTC device 1701; and send uplink data
to a peer node of the bidirectional public path by using
the bidirectional public path when receiving the uplink
data sent by the MTC device 1701.
[0220] Further, the base station 1702 is configured to,
when receiving downlink data from a peer node of the
bidirectional public path by using the bidirectional public
path, determine a corresponding MTC device 1701 ac-
cording to a device ID in the downlink data, and send the
downlink data to the determined MTC device 1701.
[0221] In this embodiment, the public path is a unidi-
rectional uplink public path, including an uplink path be-
tween the base station and a serving gateway, an uplink
path among the base station, the serving gateway and a
packet data network gateway, or an uplink path among
the base station, the serving gateway, the packet data
network gateway and an MTC server; alternatively, the
public path is a bidirectional public path, including a bi-
directional path between the base station and a serving
gateway, a bidirectional path among the base station,
the serving gateway and a packet data network gateway,
or a bidirectional path among the base station, the serving
gateway, the packet data network gateway and an MTC
server.
[0222] Persons of ordinary skill in the art should un-
derstand that all or a part of the processes of the methods
in the embodiments may be implemented by a computer
program instructing relevant hardware. The program
may be stored in a computer readable storage medium.
When the program is run, the processes of the methods
in the embodiments are performed. The storage medium
may be a magnetic disk, an optical disk, a read-only mem-
ory (Read-Only Memory, ROM), a random access mem-
ory (Read-Only Memory, RAM), and the like.
[0223] The foregoing descriptions are merely exem-
plary embodiments of the present invention, but not in-
tended to limit the present invention. Any variation or re-
placement made by  persons skilled in the art without
departing from the spirit of the present invention shall fall
within the protection scope of the present invention.
Therefore, the protection scope of the present invention
shall be subject to the appended claims.

Claims

1. A method of establishing a public path in a wireless
communication network, comprising:

sending, by a mobility management entity, a

Create Session Request message to a serving
gateway;
receiving a Create Session Response message
sent by the serving gateway, wherein the Create
Session Response message is a response to
the Create Session Request message and car-
ries a network address of the serving gateway
and tunnel endpoint ID information;
sending a Create Bearer Request message to
a base station, wherein the Create Bearer Re-
quest message carries the network address of
the serving gateway and the tunnel endpoint ID
information; and
receiving a Create Bearer Request Response
sent by the base station to complete establish-
ment of the public path.

2. The method for establishing a public path in a wire-
less communication network according to claim 1,
wherein when a trigger condition for establishing the
public path is satisfied, the mobility management en-
tity sends the Create Session Request message to
the serving gateway, wherein the trigger condition
for establishing the public path comprises a preset
configuration condition, a preset start time, or an op-
eration instruction delivered by a network manage-
ment system/maintenance system.

3. The method for establishing a public path in a wire-
less communication network according to claim 1,
wherein the public path comprises a path between
the base station and the serving gateway, a path
among the base station, the serving gateway and a
packet data network gateway, or a path among the
base station, the serving gateway, the packet data
network gateway and an MTC server.

4. The method for establishing a public path in a wire-
less communication network according to claim 1,
wherein the public path is a unidirectional uplink path
or a bidirectional path.

5. A method for establishing a public path in a wireless
communication network, comprising:

sending, by a base station, an Attach Request
to a mobility management entity;
receiving an Initial Context Setup Request or At-
tach Accept message sent by the mobility man-
agement entity, wherein the Initial Context Set-
up Request or Attach Accept message is a  re-
sponse to the Attach Request and carries a net-
work address of a serving gateway and tunnel
endpoint ID information; and
sending an Initial Context Setup Response or
Attach Complete message to the mobility man-
agement entity to complete establishment of the
public path, wherein the Initial Context Setup
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Response or Attach Complete message carries
a network address of the base station and tunnel
endpoint ID information.

6. The method for establishing a public path in a wire-
less communication network according to claim 5,
wherein when a trigger condition for establishing the
public path is satisfied, the base station sends the
Attach Request to the mobility management entity,
wherein the trigger condition for establishing the pub-
lic path comprises a preset configuration condition,
a preset start time, or an operation instruction deliv-
ered by a network management system/mainte-
nance system.

7. The method for establishing a public path in a wire-
less communication network according to claim 5,
wherein the public path comprises a path between
the base station and the serving gateway, a path
among the base station, the serving gateway and a
packet data network gateway, or a path among the
base station, the serving gateway, the packet data
network gateway and an MTC server.

8. The method for establishing a public path in a wire-
less communication network according to claim 5,
wherein the public path is a unidirectional uplink path
or a bidirectional path.

9. A method for using a unidirectional uplink public path
in a wireless communication network, comprising:

receiving, by a base station, an RRC Connection
Request message sent by an MTC device;
sending an RRC Connection Setup message to
the MTC device;
receiving an RRC Connection Setup Complete
message sent by the MTC device, wherein the
RRC Connection Setup Complete message car-
ries a public path association ID;
determining, according to the public path asso-
ciation ID, a public path corresponding to the
MTC device; and
when receiving uplink data sent by the MTC de-
vice, sending the uplink data to a peer node of
the public path by using the public path.

10. The method according to claim 9, wherein the deter-
mining, according to the public path association ID,
a public path corresponding to the MTC device com-
prises: determining, according to the public path as-
sociation ID, a unidirectional uplink public path cor-
responding to the MTC device; and
when receiving uplink data sent by the MTC device,
the sending the uplink data to a peer node of the
public path by using the public path comprises:

when receiving uplink data sent by the MTC de-

vice, sending the uplink data to a peer node of
the unidirectional uplink public path by using the
unidirectional uplink public path.

11. The method according to claim 9, wherein the deter-
mining, according to the public path association ID,
a public path corresponding to the MTC device com-
prises: determining, according to the public path as-
sociation ID, a bidirectional public path correspond-
ing to the MTC device; and
when receiving uplink data sent by the MTC device,
the sending the uplink data to a peer node of the
public path by using the public path comprises:

when receiving uplink data sent by the MTC de-
vice, sending the uplink data to a peer node of
the bidirectional public path by using the bidirec-
tional public path.

12. The method according to claim 11, further compris-
ing:

when receiving downlink data from a peer node
of the bidirectional public path by using the bi-
directional public path, determining a corre-
sponding MTC device according to a device ID
in the downlink data, and sending the downlink
data to the determined MTC device.

13. The method for using a unidirectional uplink public
path in a wireless communication network according
to claim, wherein the public path is a unidirectional
uplink public path, comprising an uplink path be-
tween the base station and a serving gateway, an
uplink path among the base station, the serving gate-
way and a packet data network gateway, or an uplink
path among the base station, the serving gateway,
the packet data network gateway and an MTC serv-
er; or the public path is a bidirectional public path,
comprising a bidirectional path between the base
station and a serving gateway, a bidirectional path
among the base station, the serving gateway and a
packet data network gateway, or a bidirectional path
among the base station, the serving gateway, the
packet data network gateway and an MTC server.

14. An M2M communication method, comprising:

obtaining characteristic information of a public
path, wherein the public path corresponding to
an MTC device in a one-line transmission group;
establishing the public path according to the
characteristic information;
performing, by the MTC device in the one-line
transmission group, data transmission with an
MTC server by using the public path; and
releasing the public path when the data trans-
mission between the MTC device in the one-line
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transmission group and the MTC server is com-
pleted.

15. The M2M communication method according to claim
14, wherein the establishing the  public path accord-
ing to the characteristic information comprises:

determining, according to the characteristic in-
formation, a first node and a last node of the
public path and a data transmission direction of
the public path; and
establishing a tunnel between the first node and
the last node; and storing, in a node of the tunnel,
a network address and interface information of
an upper-level node of the node in the case of
uplink data transmission; storing, in a node of
the tunnel, a network address and interface in-
formation of a lower-level node of the node in
the case of downlink data transmission; or stor-
ing, in a node of the tunnel, network addresses
and interface information of an upper-level node
and a lower-level node of the node in the case
of uplink and downlink data transmission.

16. The M2M communication method according to claim
14, wherein the performing, by the MTC device in
the one-line transmission group, data transmission
with an MTC server by using the public path com-
prises:

establishing a radio bearer for the MTC device
in the one-line transmission group;
setting, in the base station, a mapping relation-
ship between the established radio bearer and
the public path; and
when the MTC device in the one-line transmis-
sion group sends uplink data by using the es-
tablished radio bearer, determining, by the base
station, a corresponding public path according
to the set mapping relationship between the ra-
dio bearer and the public path, and sending the
uplink data to the MTC server by using the de-
termined public path.

17. The M2M communication method according to claim
16, wherein when the MTC device in the one-line
transmission group sends uplink data by using the
established radio bearer, the determining, by the
base station, a corresponding public path according
to the set mapping relationship between the radio
bearer and the public path, and sending the uplink
data to the MTC server by using the determined pub-
lic path comprise:

when the MTC device in the one-line transmis-
sion group sends uplink data by using the es-
tablished radio bearer, determining, by the base
station, the corresponding public path according

to the set mapping relationship between the ra-
dio bearer and the public path, and sending the
uplink data to a packet data network gateway
by using the public path; and
sending, by the packet data network gateway,
the uplink data to the MTC server according to
a network address in the uplink data.

18. The M2M communication method according to any
one of claims 14 to 17, wherein the performing, by
the MTC device in the one-line transmission group,
data transmission with an MTC server by using the
public path comprises:

establishing a radio bearer for the MTC device
in the one-line transmission group;
setting, in the base station, a mapping relation-
ship between the established radio bearer and
the public path, and a mapping relationship be-
tween MTC device information and the radio
bearer;
when the MTC server sends downlink data by
using the public path, determining, by the base
station, a corresponding radio bearer according
to the MTC device information in the downlink
data and the set mapping relationship between
the MTC device information and the radio bear-
er; and
sending, by the base station, the downlink data
to the corresponding MTC device by using the
determined radio bearer.

19. The M2M communication method according to any
one of claims 14 to 17, wherein the performing, by
the MTC device in the one-line transmission group,
data transmission with an MTC server by using the
public path comprises:

establishing a radio bearer for the MTC device
in the one-line transmission group, and assign-
ing a network address to the MTC device in the
one-line transmission group;
setting, in the base station, a mapping relation-
ship between the established radio bearer and
the public path, and a mapping relationship be-
tween the network address of the MTC device
and the radio bearer;
when the MTC server sends downlink data by
using the public path, determining, by the base
station, a corresponding radio bearer according
to the network address in the downlink data and
the set mapping relationship between the net-
work address of the MTC device and the radio
bearer; and
sending, by the base station, the downlink data
to the corresponding MTC device by using the
determined radio bearer.
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20. A system for establishing a public path in a wireless
communication network, comprising:

a mobility management entity, configured to
send a Create Session Request message to a
serving gateway; receive a Create Session Re-
sponse message sent by the serving gateway;
send a Create Bearer Request message to a
base station, wherein the Create Bearer Re-
quest message carries a network address of the
serving gateway and tunnel endpoint ID infor-
mation; and receive a Create Bearer Request
Response sent by the base station to complete
establishment of the public path;
the serving gateway, configured to receive the
Create Session Request message sent by the
mobility management entity; and send the Cre-
ate Session Response message to the mobility
management entity, wherein the Create Session
Response message carries the network ad-
dress of  the serving gateway and the tunnel
endpoint ID information; and
the base station, configured to receive the Cre-
ate Bearer Request message sent by the mo-
bility management entity; and send the Create
Bearer Request Response to the mobility man-
agement entity.

21. The system according to claim 20, wherein the mo-
bility management entity is specifically configured to,
when a trigger condition for establishing the public
path is satisfied, send the Create Session Request
message to the serving gateway, wherein the trigger
condition for establishing the public path comprises
a preset configuration condition, a preset start time,
or an operation instruction delivered by a network
management system/maintenance system.

22. The system according to claim 20, wherein the public
path comprises a path between the base station and
the serving gateway, a path among the base station,
the serving gateway and a packet data network gate-
way, or a path among the base station, the serving
gateway, the packet data network gateway and an
MTC server.

23. The system according to claim 20, wherein the public
path is a unidirectional uplink path or a bidirectional
path.

24. A system for establishing a public path in a wireless
communication network, comprising:

a base station, configured to send an Attach Re-
quest to a mobility management entity; receive
an Initial Context Setup Request or Attach Ac-
cept message sent by the mobility management
entity; and send an Initial Context Setup Re-

sponse or Attach Complete message to the mo-
bility management entity to complete establish-
ment of the public path, wherein the Initial Con-
text Setup Response or Attach Complete mes-
sage carries a network address of the base sta-
tion and tunnel endpoint ID information; and
the mobility management entity, configured to
receive the Attach Request sent by the base sta-
tion; obtain a network address of a serving gate-
way and tunnel endpoint ID information; send
the Initial Context Setup Request or Attach Ac-
cept message to the base station, wherein the
Initial Context Setup Request or Attach Accept
message carries the network address of the
serving gateway and the tunnel endpoint ID in-
formation; and receive the Initial Context Setup
Response or Attach Complete message sent by
the base station.

25. The system according to claim 24, wherein the base
station is specifically configured to, when a trigger
condition for establishing the public path is satisfied,
send the Attach Request to the mobility management
entity, wherein the trigger condition for establishing
the public path comprises a preset configuration con-
dition, a preset start time, or an operation instruction
delivered by a network management system/main-
tenance system.

26. The system according to claim 24, wherein the public
path comprises a path between the base station and
the serving gateway, a path among the base station,
the serving gateway and a packet data network gate-
way, or a path among the base station, the serving
gateway, the packet data network gateway and an
MTC server.

27. The system according to claim 24, wherein the public
path is a unidirectional uplink path or a bidirectional
path.

28. A system for using a unidirectional uplink public path
in a wireless communication network, comprising:

an MTC device, configured to send an RRC
Connection Request message to a base station;
receive an RRC Connection Setup message
sent by the base station; and send an RRC Con-
nection Setup Complete message to the base
station, wherein the RRC Connection Setup
Complete message carries a public path asso-
ciation ID; and
the base station, configured to receive the RRC
Connection Request message sent by the MTC
device; send the RRC Connection Setup mes-
sage to the MTC device; receive the RRC Con-
nection Setup Complete message sent by the
MTC device; determine, according to the public
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path association ID in the RRC Connection Set-
up Complete message, a public path corre-
sponding to the MTC device; and send uplink
data to a peer node of the public path by using
the public path when receiving the uplink data
sent by the MTC device.

29. The system according to claim 28, wherein the base
station is specifically configured to determine, ac-
cording to the public path association ID, a unidirec-
tional uplink public path corresponding to the MTC
device; and send the uplink data to a peer node of
the unidirectional uplink public path by using the uni-
directional uplink public path when receiving the up-
link data sent by the MTC device.

30. The system according to claim 29, wherein the base
station is specifically configured to determine, ac-
cording to the public path association ID, a bidirec-
tional public path corresponding to the MTC device;
and send the uplink data to a peer node of the bidi-
rectional public path by using the bidirectional public
path when receiving the uplink data sent by the MTC
device.

31. The system according to claim 29, wherein the base
station is further configured to, when receiving down-
link data from a peer node of the bidirectional public
path by using the bidirectional public path, determine
a corresponding MTC device according to a device
ID in the downlink data, and send the downlink data
to the determined MTC device.

32. The system according to claim 29, wherein the public
path is a unidirectional uplink public path, comprising
an uplink path between the base station and a serv-
ing gateway, an uplink path among the base station,
the serving gateway and a packet data network gate-
way, or an  uplink path among the base station, the
serving gateway, the packet data network gateway
and an MTC server; or
the public path is a bidirectional public path, com-
prising a bidirectional path between the base station
and a serving gateway, a bidirectional path among
the base station, the serving gateway and a packet
data network gateway, or a bidirectional path among
the base station, the serving gateway, the packet
data network gateway and an MTC server.

33. An M2M communication system, comprising:

a network unit, configured to obtain character-
istic information of a public path, wherein the
public path is corresponding to an MTC device
in a one-line transmission group; establish the
public path according to the characteristic infor-
mation; and release the public path when data
transmission between the MTC device in the

one-line transmission group and an MTC server
is completed; and
the MTC server, configured to perform data
transmission with the MTC device in the one-
line communication group by using the public
path corresponding to the MTC device in the
one-line communication group.

34. The M2M communication system according to claim
33, wherein the network unit is configured to deter-
mine, according to the characteristic information, a
first node and a last node of the public path and a
data transmission direction of the public path; estab-
lish a tunnel between the first node and the last node;
and store, in a node of the tunnel, a network address
and interface information of an upper-level node of
the node in the case of uplink data transmission;
store, in a node of the tunnel, a network address and
interface information of a lower-level node of the
node in the case of downlink data transmission; or
store, in a node of the tunnel, network addresses
and interface information of an upper-level node and
a lower-level node in the case of uplink and downlink
data transmission.

35. The M2M communication system according to claim
33, wherein the network unit is further configured to
establish a radio bearer for the MTC device in the
one-line transmission group; and set, in the base sta-
tion, a mapping relationship between the established
radio bearer and the public path; wherein when the
MTC device in the one-line transmission group
sends uplink data by using the established radio
bearer, the base station determines a corresponding
public path according to the set mapping relationship
between the radio bearer and the public path, and
sends the uplink data to the MTC server by using
the determined public path.

36. The M2M communication system according to any
one of claims 33 to 35, wherein the network unit is
further configured to establish a radio bearer for the
MTC device in the one-line transmission group; and
set, in the base station, a mapping relationship be-
tween the established  radio bearer and the public
path, and a mapping relationship between MTC de-
vice information and the radio bearer; wherein when
the MTC server sends downlink data by using the
public path, the base station determines a corre-
sponding radio bearer according to the MTC device
information in the downlink data and the set mapping
relationship between the MTC device information
and the radio bearer, and sends the downlink data
to the corresponding MTC device by using the de-
termined radio bearer.

37. The M2M communication system according to any
one of claims 33 to 35, wherein the network unit is
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further configured to establish a radio bearer for the
MTC device in the one-line transmission group and
assign a network address to the MTC device in the
one-line transmission group; and set, in the base sta-
tion, a mapping relationship between the established
radio bearer and the public path, and a mapping re-
lationship between the network address of the MTC
device and the radio bearer; wherein when the MTC
server sends downlink data by using the public path,
the base station determines a corresponding radio
bearer according to the network address in the down-
link data and the set mapping relationship between
the network address of the MTC device and the radio
bearer, and sends the downlink data to the corre-
sponding MTC device by using the determined radio
bearer.
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