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Description

FIELD OF INVENTION

[0001] The present invention relates to wireless com-
munication systems. More particularly, the present in-
vention relates to delivery of assistance data to wireless
transmit/receive units (WTRUs).

BACKGROUND

[0002] Referring initially to Figure 1, there is shown a
conventional wireless communication system 100. The
system 100 includes at least one wireless transmit/re-
ceive unit (WTRU) 102, an access point 104, and at least
one system controller 106 for controlling and otherwise
managing communications within the system 100. Typ-
ically, in wireless local area network (WLAN) type sys-
tems, the network may be deployed as shown in Figure 2.
[0003] In Figure 2, the wireless network 200 comprises
a system controller 206, a plurality of access points 214,
216, and a plurality of WTRUs 212, 218. WTRUs 212,
218 are grouped with their respective access points 214,
216. These groupings are commonly referred to as basic
service sets (BSSs) 220, 222. A plurality of BSSs 220,
222 are typically connected via a distribution system (DS)
224 wherein a plurality of BSSs are commonly referred
to as an extended service set (ESS). The access points
214, 216 are preferably connected to the system control-
ler 206 over a network 219.
[0004] Generally, assistance data is data provided, or
otherwise accessible at a particular access point, to
WTRUs associated with the particular access point. Typ-
ically, assistance data may include any type of data re-
lating to any type of information related to access points
neighboring the particular access point (i.e. access points
whose respective coverage areas are adjacent to the
coverage area of the particular access point). Providing
assistance data facilitates ring/handover of WTRUs by
providing essential information regarding finding/identi-
fying neighboring access points.
[0005] By way of example, assistance data may in-
clude information regarding neighboring access points
such as operational frequency of neighboring WTRUs
and access points, access modes [e.g. 802.11 Frequen-
cy Hopping Spread Spectrum (FHSS)/ Direct Sequence
Spread Spectrum (DSSS), 802.11a, 802.11b High Rate
Direct Sequence Spread Spectrum (HR-DSSS), etc.],
timing, system configuration information regarding
neighboring basic service sets (BSSs) [e.g. ready to send
(RTS)/clear to send (CTS), Point Coordination Function
(PCF), Wired Equivalent Privacy (WEP), etc.].
[0006] Currently, assistance data is transmitted using
point-to-point (i.e. unicast) signaling. In 802.xx type sys-
tems, for example, the assistance data is provided in the
form of an Information Element (IE) containing neighbor
information. The IE is incorporated into the existing Probe
Response frame. The Probe Response frame is typically

sent by an access point as a reply to a Probe Request
management frame sent by a WTRU when the WTRU is
attempting to discover neighboring BSSs. This arrange-
ment is inefficient, however, in that transmitting assist-
ance data using point-to-point signaling results in signif-
icant amounts of network traffic thereby significantly in-
creasing the likelihood of significant delays not only with
respect to transmission/reception of the assistance data,
but also with respect to transmissions/receptions gener-
ally.
[0007] Details relating to handoff techniques in such
IEEE 802.xx systems may be found in I. Kitroser, "IEEE
802.16e Handoff Draft", IEEE 802.16 Broadband Wire-
less Access Working Group (13 March 2003). According
to this reference, subscriber stations receive a broadcast
Neighbor Advertisement (NBR-ADV) message from the
base station, wherein the message comprises identities
and frequencies of neighbour base stations.
[0008] The document IEEE 802.11-00/448, "An Inte-
grated 802.11 QoS Model with Point-controlled Conten-
tion Arbitration", by Robert C. Meier, November 14, 2000,
discusses quality of service in 802.11, and i.a. discusses
an AP advertising its neighbor BSS list, along with other
parameter in Beacon and Probe-response frames.
[0009] Further, with reference to the then proposed IS-
2000 specification and the task of providing 2G/3G inter-
operability, EP 1 006 746 discusses the option of adding
neighbour information to messages of existing types in-
tended to support handoff. This enables a selection-
based soft handoff also between 2G and 3G CDMA sys-
tems.
[0010] It would therefore be desirable to provide a
method and system for providing WTRUs with assistance
data without the limitations discussed above.

SUMMARY

[0011] The present invention relates to providing as-
sistance data to wireless transmit/receive units
(WTRUs). The assistance data includes information re-
garding an access point’s neighboring access points. The
assistance data is transmitted to WTRUs using multicast
and/or broadcast type signaling and facilitates ring and
handover of WTRUs from one access point to another
The invention is defined by independent claims 1 and 5.
Preferred embodiments are defined by claims 2-4 and
6-8.

BRIEF DESCRIPTION OF THE DRAWING(S)

[0012]

Figure 1 is a block diagram of a conventional wireless
communication system.
Figure 2 is a block diagram of a conventional wireless
communication system having a plurality of access
points and a plurality of WTRUs.
Figure 3 is a block diagram of a wireless communi-
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cation system in accordance with the present inven-
tion.
Figure 4 is a diagram of neighbor information being
transmitted by an access point at a predetermined
multiple of the time period with which the access
point is transmitting its beacons.
Figure 5 is a diagram of neighbor information being
transmitted along with a beacon in the form of an
extended beacon at a predetermined multiple of the
time period with which the access point transmits its
regular beacons.

DETAILED DESCRIPTION OF THE PREFERRED EM-
BODIMENT(S)

[0013] Although the features and elements of the
present invention are described in the preferred embod-
iments in particular combinations, each feature or ele-
ment can be used alone (without the other features and
elements of the preferred embodiments) or in various
combinations with or without other features and elements
of the present invention.
[0014] Herein, a wireless transmit/receive unit (WTRU)
includes but is not limited to a user equipment, mobile
station, fixed or mobile subscriber unit, pager, or any oth-
er type of device capable of operating in a wireless en-
vironment. When referred to herein, an access point in-
cludes but is not limited to a base station, Node-B, site
controller, access point or any other type of interfacing
device in a wireless environment. Herein, the term
handover includes changing access points while a
WTRU is actively receiving/sending data and the term
ring includes changing access points while a WTRU is
not actively receiving/sending data. The present inven-
tion applies equally to both scenarios and the terms
handover and ring may be used interchangeably herein
such that both terms refer generically to situations where
a WTRU affiliated or otherwise operating with a first ac-
cess point becomes affiliated with a second access point
and the affiliation with the first access point is eventually
terminated.
[0015] Generally, in the present invention, access
points obtain assistance data using OAM, inter-access
point signaling, scanning, commanding WTRUs to scan,
or a combination thereof and transmit this information as
a single message to a plurality of WTRUs. Once obtained,
an access point may also share neighbor information with
other access points allowing those access points to also
transmit the information to WTRUs.
[0016] Referring now to Figure 3, there is shown a wire-
less communication system 300. The system 300 in-
cludes at least one extended service set (ESS). For pur-
poses of describing the present invention, however, two
ESSs 336, 338 are shown in Figure 3. The first ESS 336
is configured in accordance with the present invention
and includes a system controller 302, plurality of access
points 304, 306, 308, and plurality of WTRUs 310, 312,
314. Of course, the first ESS 336 could be configured

with a single access point, where appropriate, in which
case it may be referred to as a BSS. The overall coverage
area of the first ESS 336 is outlined in bold and includes
coverage areas, 324, 326, 328. The second ESS 338
also includes a system controller 316, a plurality of ac-
cess points 318, 320, 322, and a plurality of WTRUs (not
shown). The overall coverage area of the second ESS
338 includes coverage areas 330, 332, 334.
[0017] In the present invention, the access points 304,
306, 308 of the first ESS 336 each include processors
340, 342, 344 for obtaining assistance data and providing
it to their respective WTRUs. The assistance data facil-
itates handover and ring of WTRUs. It is noted that only
the first ESS 336 is shown configured in accordance with
the present invention purely for simplicity in describing
the invention. Of course, any number of access points
regardless of their affiliation with an ESS or BSS may be
configured in accordance with the present invention.
[0018] The assistance data (i.e. neighbor list or neigh-
bor information) is preferably obtained by operation and
maintenance (OAM), proprietary signaling between ac-
cess points (i.e. inter-access point signaling), active/pas-
sive scanning of channels other than the one being used
by the scanning access point, and/or measurement re-
ports from WTRUs. The method used for obtaining neigh-
bor information may vary depending on the neighboring
access point for which information is sought.
[0019] For example, in Figure 3, when access point
304 is seeking information regarding access points 306
and 308 within the same ESS 336 of the access point
304, it may be preferable to use inter-access point sign-
aling and/or may be preferable because, for example,
access points 304, 306, 308 share a common system
controller 302 allowing neighbor information regarding
access points 306, 308 to be provided to access point
304 via the controller 302. Inter-access point signaling
may be preferable because, for example, while direct
connections between access points 304, 306, 308 are
shown for simplicity, a distribution network as shown in
Figure 2 is typically provided between the access points
304, 306, 308 that make up an ESS 336. The distribution
network provides direct wired connections over which
inter-access point signaling may efficiently be performed.
When using inter-access point signaling, Inter-Access
Point Protocol (IAPP) may be used.
[0020] As mentioned above, other options are also
available for the access point 304 to obtain neighbor in-
formation from neighboring access points 306, 308. For
example, access point 304 may command WTRUs 310
to scan channels other than the one being used by access
point 304 to obtain neighbor information for any detected
channels and report back the information. The access
point 304 may also scan for other channels itself. Where
the access point 304 is scanning, such scanning may be
done independently of or together with any scanning be-
ing done by the WTRU 310. In this embodiment, a quality
metric, such as received power, may be used to choose
between measurements obtained by the access point
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304 versus measurements obtained by the WTRU 310
for the same channel.
[0021] Where the access point 304 is obtaining infor-
mation regarding a neighboring access point 318 that
happens to be outside of access point’s 304 ESS 336, it
may be preferable to obtain the information via scanning.
As discussed above, the access point 304 may perform
the scanning (either passively or actively) itself or com-
mand the WTRUs 310 to perform the scanning (either
passively or actively) and report back. Of course, access
point 304 is not limited to using scanning for obtaining
neighbor information regarding access point 318. The
access point 304 may also obtain information regarding
access point 318 using and inter-access point signaling.
[0022] The processor 340 of access point 304 is pref-
erably configured to obtain the neighbor information as
described above. Of course, more than one processor
may be used, as desired. The information obtained by
processor 340 may be stored in memory 350, as needed.
Further, the processor(s) 340 of the access point 304 is
also configured to provide the neighbor information as
explained below.
[0023] It is noted that the various methods described
above may be used in combination where appropriate.
For example, when an access point 304 initially comes
on-line, and it does not have a neighbor information de-
fined through it can itself scan the surroundings and/or
command a few of its WTRUs 310 to scan as well. Once
the access point 304 has the results of this scan, it can
then use this information to inform other access points
306, 308 within its ESS 336 about the discovery. This
will minimize the amount of scanning (which may cause
some small disruption in traffic) performed by these ac-
cess points 306, 308. This arrangement may be partic-
ularly helpful where access point 304 is seeking neighbor
information from an access point 318 outside ESS 324
because access point’s 304 information likely will not in-
clude access points 318, 320, 322 outside of ESS 324.
It is also noted that in a preferred embodiment, the access
point 304 should, after startup and discovery of the neigh-
bor information, periodically scan (or ask one of its
WTRUs to scan) to see if the neighbor information situ-
ation has changed.
[0024] The neighbor information obtained by access
point 304 is preferably periodically broadcast or multicast
to WTRUs 310 operating within the coverage area 336
of access point 304. Referring now to Figure 4, using
WLANs as an example, access points and WTRUs op-
erating within a particular BSS all transmit and receive
using a single channel (i.e. frequency). As shown in Fig-
ure 4, the access point periodically transmits a beacon
402 on its respective channel. The time period in which
the beacon is transmitted is typically referred to as a bea-
con frame. The beacon 402 is typically transmitted ap-
proximately every 100ms. Although possible, it is typical-
ly not necessary for an access point to transmit the neigh-
bor information it has obtained to its WTRUs at each bea-
con. Therefore, in a preferred embodiment, access points

are configured to transmit their neighbor information at
a predetermined multiple of the time period between
which the access points transmit their beacons 402. The
multiple may be set as desired and is preferably a function
of the degree of mobility of WTRUs affiliated with their
respective access point.
[0025] By way of example, in Figure 4, neighbor infor-
mation 406 is shown being transmitted by an access point
at a particular multiple of the beacon interval. The par-
ticular access point that is transmitting the neighbor in-
formation 406 shares the channel with the WTRUs with
which it is affiliated. Therefore, in a beacon interval where
neighbor information is being transmitted, once the ac-
cess point has completed transmission of its beacon 402,
it waits a certain amount of time until it can gain access
to the channel again. This amount of time is typically re-
ferred to as a contention phase 404 because the access
point is contending with its respective WTRUs for access
to the channel. Once the access point gains access to
the channel, it transmits the neighbor information 406
wherein information about neighboring access points is
provided, as explained above, to WTRUs affiliated with
the access point.
[0026] The neighbor information 406 may be transmit-
ted as a multicast message(s) to a predetermined
group(s) of WTRUs affiliated with the access point that
is transmitting the neighbor information 406. In another
embodiment, the neighbor information 406 may be
broadcast to all WTRUs affiliated with the transmitting
access point. It is noted that the WTRUs, in parallel with
the access points’ efforts to provide them with neighbor
information 406, may also use point-to-point probe re-
quests and/or scanning of channels. The WTRUs may
implement such techniques as a backup and/or comple-
ment to receiving such information from the access point.
[0027] The neighbor information 406 is preferably
transmitted using a management type frame (i.e. during
a time period wherein system management information
is transmitted). The management type frame that is used,
in one embodiment, is preferably the same as that which
is used in the prior art when WTRUs obtain neighbor
information using point-to-point signaling. Further, the
associated procedures implemented in a WTRU after it
receives neighbor information 406 are the same as that
of a point-to-point message, with the exception of the
WTRU’s acknowledgement.
[0028] Referring now to Figure 5, another embodiment
of the present invention is shown. In this embodiment,
the typical beacon signal is configured with an extra bit
wherein the extra bit indicates the presence/absence of
neighbor information. The beacons 502 transmitted in a
regular beacon frame are shown with the signaling bit
506 being empty. The beacons 502 are transmitted as
normal in a regular beacon frame by an access point
according to a predetermined schedule. The periodicity
with which the neighbor information is sent is a predeter-
mined multiple of the time period between which the bea-
cons 502 are being transmitted, as discussed above.
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When it is time for the neighbor information to be trans-
mitted by an access point to its respective WTRUs, the
neighbor information 508 is added to the beacon 502 and
transmitted along with it in an extended beacon frame
504. In this scenario the signaling bit 506 of the beacon
502 is solid to reflect the fact that the bit is set such that
it indicates neighbor information 508 is present within the
extended beacon frame 504. In a preferred embodiment,
the neighbor information 508 is added to the beacon 502
as an Information Element (IE). As discussed above, the
neighbor information 508 includes information that as-
sists WTRUs in efficiently handing over from one access
point to a neighboring access point.
[0029] It is important to note that the present invention
may be implemented in any type of wireless communi-
cation system. By way of example, the present invention
may be implemented in wireless local area networks
(WLAN), wireless personal area networks (WPAN), wire-
less metropolitan area networks (WMAN) or any other
type of wireless communication systems/networks. Fur-
ther, although the features and elements of the present
invention are described in the preferred embodiments in
particular combinations, each feature or element can be
used alone or in various combinations with or without
other features and elements of the present invention

ITEMIZED LIST

[0030]

Item 1. An access point for providing assistance data
to wireless transmit/receive units (WTRUs), the ac-
cess point comprising:

means for obtaining assistance data from at
least one neighboring access point whose re-
spective coverage area is adjacent to the cov-
erage area of said access point;
wherein said assistance data includes informa-
tion for facilitating handover of a WTRU from
said access point to said neighboring access
point from which the assistance data has been
obtained; and
means for said access point to transmit said as-
sistance data as a single message to a plurality
of WTRUs operating within the coverage area
of said access point.

Item 2. The access point of item 1 wherein the as-
sistance data is obtained by operation and mainte-
nance (OAM).

Item 3. The access point of item 1 wherein the as-
sistance data is obtained by signaling between said
access point and said neighboring access point.

Item 4. The access point of item 3 wherein the sig-
naling is proprietary.

Item 5. The access point of item 3 wherein the sig-
naling is performed using inter-access point protocol
(IAPP).

Item 6. The access point of item 1 wherein the as-
sistance data is obtained by scanning channels other
than the one utilized by said access point.

Item 7. The access point of item 6 wherein the scan-
ning is passive scanning.

Item 8. The access point of item 6 wherein the scan-
ning is active scanning.

Item 9. The access point of item 1 wherein the as-
sistance data is obtained by obtaining measure-
ments for WTRUs operating with the coverage area
of said access point.

Item 10. The access point of item 1 wherein the as-
sistance data includes operational frequency of
neighboring WTRUs and access points for which the
assistance data is obtained.

Item 11. The access point of item 1 wherein the as-
sistance data includes access modes used by a
neighboring access point for which the assistance
data is obtained.

Item 12. The access point of item 1 wherein the as-
sistance data includes timing information for a neigh-
boring access point for which the assistance data is
obtained.

Item 13. The access point of item 1 wherein the as-
sistance data includes configuration information for
a neighboring access point for which the assistance
data is obtained.

Item 14. The access point of item 1 wherein the as-
sistance data is transmitted at a predetermined mul-
tiple of a time period with which a beacon is being
transmitted by said access point.

Item 15. The access point of item 14 wherein the
assistance data is transmitted separately from the
beacon.

Item 16. The access point of item 14 wherein the
assistance data is transmitted together with the bea-
con.

Item 17. The access point of item 16 wherein the
assistance data is added in the form of an information
element (IE) to the beacon where said assistance
data and beacon are transmitted together.

Item 18. The access point of item 1 wherein the as-
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sistance data is used for facilitating ring of the WTRU.

Item 19. The access point of item 1 wherein the as-
sistance data is transmitted as a broadcast mes-
sage.

Item 20. The access point of item 1 wherein the as-
sistance data is transmitted as a multicast message.

Item 21. An access point for providing assistance
data to wireless transmit/receive units (WTRUs), the
access point comprising:

an at least one processor configured to obtain
assistance data from at least one neighboring
access point whose respective coverage area
is adjacent to the coverage area of said access
point;
wherein said assistance data includes informa-
tion for facilitating handover of a WTRU from
said access point to said neighboring access
point from which the assistance data has been
obtained; and
wherein said processor is further configured to
transmit said assistance data as a single mes-
sage to a plurality of WTRUs operating within
the coverage area of said access point.

Item 22. The access point of item 21 wherein the
assistance data is obtained by operation and main-
tenance (OAM).

Item 23. The access point of item 21 wherein the
assistance data is obtained by signaling between
said access point and said neighboring access point.

Item 24. The access point of item 23 wherein the
signaling is proprietary.

Item 25. The access point of item 23 wherein the
signaling is performed using inter-access point pro-
tocol (IAPP).

Item 26. The access point of item 21 wherein the
assistance data is obtained by scanning channels
other than the one utilized by said access point.

Item 27. The access point of item 26 wherein the
scanning is passive scanning.

Item 28. The access point of item 26 wherein the
scanning is active scanning.

Item 29. The access point of item 21 wherein the
assistance data is obtained by obtaining measure-
ments for WTRUs operating with the coverage area
of said access point.

Item 30. The access point of item 21 wherein the
assistance data includes operational frequency of
neighboring WTRUs and access points for which the
assistance data is obtained.

Item 31. The access point of item 21 wherein the
assistance data includes access modes used by a
neighboring access point for which the assistance
data is obtained.

Item 32. The access point of item 21 wherein the
assistance data includes timing information for a
neighboring access point for which the assistance
data is obtained.

Item 33. The access point of item 21 wherein the
assistance data includes configuration information
for a neighboring access point for which the assist-
ance data is obtained.

Item 34. The access point of item 21 wherein the
assistance data is transmitted at a predetermined
multiple of a time period with which a beacon is being
transmitted by said access point.

Item 35. The access point of item 34 wherein the
assistance data is transmitted separately from the
beacon.

Item 36. The access point of item 34 wherein the
assistance data is transmitted together with the bea-
con.

Item 37. The access point of item 36 wherein the
assistance data is added in the form of an information
element (IE) to the beacon where said assistance
data and beacon are transmitted together.

Item 38. The access point of item 21 wherein the
assistance data is used for facilitating ring of the
WTRU.

Item 39. The access point of item 21 wherein the
assistance data is transmitted as a broadcast mes-
sage.

Item 40. The access point of item 21 wherein the
assistance data is transmitted as a multicast mes-
sage.

Item 41. A method for providing assistance data to
WTRUs in wireless networks, the method compris-
ing the steps of:

obtaining assistance data at an access point,
said assistance data being related to neighbor-
ing access points having wireless coverage ar-
eas that are adjacent to a wireless coverage ar-
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ea of said access point; and
transmitting said assistance data as a single
message from said access point to a plurality of
WTRUs operating within the wireless coverage
area provided by said access point.

Item 42. A wireless communication system compris-
ing:

at least one system controller;
a plurality of wireless transmit/receive units
(WTRUs) operating within a coverage area of
an at least one first access point;
at least one neighboring access point whose
coverage area is adjacent to the coverage area
of the first access point;
wherein the first access point is configured to
obtain assistance data related to the neighbor-
ing access point to facilitate handover of the
WTRU from the first access point to the neigh-
boring access point; and
wherein the first access point is further config-
ured to transmit said assistance data as a single
message to the plurality of WTRUs.

Claims

1. A wireless transmit/receive unit, WTRU (310), con-
figured to receive neighbor access point, AP (306),
information, the WTRU comprising: a receiver con-
figured to receive, from a first AP, a command to
perform a scan of neighboring APs; and receive a
beacon (502) from at least one neighboring AP (304),
wherein the beacon includes a signaling bit set such
that it indicates, on a condition that the beacon in-
cludes neighbor AP information, a presence of
neighbor AP information in the beacon, and such
that it indicates, on a condition that the beacon does
not include neighbor AP information, an absence of
neighbor AP information in the beacon; and
a transmitter configured to transmit a report in re-
sponse to the command.

2. The WTRU of claim 1, wherein the WTRU is config-
ured to, in combination with receiving a beacon from
at least one neighboring AP, transmit a point-to-point
request for obtaining complementary neighbor infor-
mation.

3. The WTRU of claim 1, wherein the scan is an active
scan.

4. The WTRU of claim 1, wherein the scan is a passive
scan.

5. A method for use in a wireless transmit/receive unit,
WTRU (310), the method comprising:

receiving, from a first access point, AP (304), a
command to perform a scan of neighboring APs;
receiving a beacon (502) from at least one
neighboring AP (306), wherein the beacon in-
cludes a signaling bit set such that it indicates,
on a condition that the beacon includes neighbor
AP information, a presence of neighbor AP in-
formation in the beacon, and such that it indi-
cates, on a condition that the beacon does not
include neighbor AP information, an absence of
neighbor AP information in the beacon; and
transmitting a report in response to the com-
mand.

6. The method of claim 5, further comprising transmit-
ting, in combination with receiving a beacon from at
least one neighboring AP, a point-to-point request
for obtaining complementary neighbor information.

7. The method of claim 5, wherein the scan is an active
scan.

8. The method of claim 5, wherein the scan is a passive
scan.

Patentansprüche

1. Drahtlos-Sende- und -Empfangseinheit (Wireless
Transmit/Receive Unit, WTRU) (310), die dafür kon-
figuriert ist, Informationen über benachbarte Zu-
gangspunkte (Access Point, AP) (306) zu empfan-
gen, wobei die WTRU Folgendes umfasst:

einen Empfänger, der dafür konfiguriert ist, von
einem ersten AP einen Befehl zu empfangen,
einen Scan benachbarter APs auszuführen, und
ein Peilsignal (502) von mindestens einem be-
nachbarten AP (304) zu empfangen, wobei das
Peilsignal ein Signalisierungsbit enthält, das so
eingestellt ist, dass es - unter der Bedingung,
dass das Peilsignal Informationen über benach-
barte APs enthält - das Vorliegen von Informa-
tionen über benachbarte APs in dem Peilsignal
anzeigt, und so eingestellt ist, dass es - unter
der Bedingung, dass das Peilsignal keine Infor-
mationen über benachbarte APs enthält - das
Fehlen von Informationen über benachbarte
APs in dem Peilsignal anzeigt; und
einen Sender, der dafür konfiguriert ist, einen
Bericht in Reaktion auf den Befehl zu senden.

2. WTRU nach Anspruch 1, wobei die WTRU dafür kon-
figuriert ist, in Kombination mit dem Empfang eines
Peilsignals von mindestens einem benachbarten
AP, eine Punkt-zu-Punkt-Anforderung zum Erhalten
komplementärer Nachbarschaftsinformationen zu
senden.
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3. WTRU nach Anspruch 1, wobei der Scan ein aktiver
Scan ist.

4. WTRU nach Anspruch 1, wobei der Scan ein passi-
ver Scan ist.

5. Verfahren zur Verwendung in einer Drahtlos-Sende-
und - Empfangseinheit (Wireless Transmit/Receive
Unit, WTRU) (310), wobei das Verfahren Folgendes
umfasst:

Empfangen, von einem ersten Zugangspunkt
(AP) (304), eines Befehls zum Ausführen eines
Scan benachbarter APs;
Empfangen eines Peilsignals (502) von mindes-
tens einem benachbarten AP (306), wobei das
Peilsignal ein Signalisierungsbit enthält, das so
eingestellt ist, dass es - unter der Bedingung,
dass das Peilsignal Informationen über benach-
barte APs enthält - das Vorliegen von Informa-
tionen über benachbarte APs in dem Peilsignal
anzeigt, und so eingestellt ist, dass es - unter
der Bedingung, dass das Peilsignal keine Infor-
mationen über benachbarte APs enthält - das
Fehlen von Informationen über benachbarte
APs in dem Peilsignal anzeigt; und
Senden eines Berichts in Reaktion auf den Be-
fehl.

6. Verfahren nach Anspruch 5, das des Weiteren um-
fasst, in Kombination mit dem Empfang eines Peil-
signals von mindestens einem benachbarten AP, ei-
ne Punkt-zu-Punkt-Anforderung zum Erhalten kom-
plementärer Nachbarschaftsinformationen zu sen-
den.

7. Verfahren nach Anspruch 5, wobei der Scan ein ak-
tiver Scan ist.

8. Verfahren nach Anspruch 5, wobei der Scan ein pas-
siver Scan ist

Revendications

1. Unité émettrice-réceptrice sans fil, WTRU, (310),
configurée pour recevoir des informations de points
d’accès, AP, (306) voisins, la WTRU comprenant :

un récepteur configuré pour recevoir, en prove-
nance d’un premier AP, une commande pour
effectuer un balayage d’AP voisins ; et recevoir
une balise (502) en provenance d’au moins un
AP voisin (304), dans laquelle la balise com-
prend un bit de signalisation réglé de sorte qu’il
indique, à condition que la balise comprenne
des informations d’AP voisins, une présence
d’informations d’AP voisins dans la balise, et de

sorte qu’il indique, à condition que la balise ne
comprenne pas d’informations d’AP voisins, une
absence d’informations d’AP voisins dans la
balise ; et
un émetteur configuré pour transmettre un rap-
port en réponse à la commande.

2. WTRU selon la revendication 1, dans laquelle la
WTRU est configurée pour, en combinaison avec la
réception d’une balise en provenance d’au moins un
AP voisin, transmettre une demande de point à point
pour obtenir des informations de voisins complé-
mentaires.

3. WTRU selon la revendication 1, dans laquelle le ba-
layage est un balayage actif.

4. WTRU selon la revendication 1, dans laquelle le ba-
layage est un balayage passif.

5. Procédé destiné à être utilisé dans une unité émet-
trice-réceptrice sans fil, WTRU, (310), le procédé
comprenant :

la réception, en provenance d’un premier point
d’accès, AP, (304), d’une commande pour ef-
fectuer un balayage d’AP voisins ;
la réception d’une balise (502) en provenance
d’au moins un AP voisin (306), dans lequel la
balise comprend un bit de signalisation réglé de
sorte qu’il indique, à condition que la balise com-
prenne des informations d’AP voisins, une pré-
sence d’informations d’AP voisins dans la bali-
se, et de sorte qu’il indique, à condition que la
balise ne comprenne pas d’informations d’AP
voisins, une absence d’informations d’AP voi-
sins dans la balise ; et
la transmission d’un rapport en réponse à la
commande.

6. Procédé selon la revendication 5, comprenant en
outre la transmission, en combinaison avec la récep-
tion d’une balise en provenance d’au moins un AP
voisin, d’une demande de point à point pour obtenir
des informations de voisins complémentaires.

7. Procédé selon la revendication 5, dans lequel le ba-
layage est un balayage actif.

8. Procédé selon la revendication 5, dans lequel le ba-
layage est un balayage passif.
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