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(57) An evaporation source for organic material is
described. The evaporation source includes an evapo-
ration crucible, wherein the evaporation crucible is con-
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pipe is in fluid communication with the evaporation cru-
cible and wherein the distribution pipe is rotatable around
an axis during evaporation; and at least one side shield
for shielding the organic material.
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Description

TECHNICAL FIELD

[0001] Embodiments of the present invention relate to
deposition of organic material, a source for organic ma-
terial and deposition apparatuses for organic material.
Embodiments of the present invention particularly relate
to an evaporation source for organic material, deposition
apparatus for depositing organic material in a vacuum
chamber, and a method for evaporating an organic ma-
terial.

BACKGROUND

[0002] Organic evaporators are a tool for the produc-
tion of organic light-emitting diodes (OLED). OLEDs are
a special type of light-emitting diodes in which the emis-
sive layer comprises a thin-film of certain organic com-
pounds. Organic light emitting diodes (OLEDs) are used
in the manufacture of television screens, computer mon-
itors, mobile phones, other hand-held devices, etc. for
displaying information. OLEDs can also be used for gen-
eral space illumination. The range of colors, brightness,
and viewing angle possible with OLED displays are great-
er than that of traditional LCD displays because OLED
pixels directly emit light and do not require a back light.
Therefore, the energy consumption of OLED displays is
considerably less than that of traditional LCD displays.
Further, the fact that OLEDs can be manufactured onto
flexible substrates results in further applications. A typical
OLED display, for example, may include layers of organic
material situated between two electrodes that are all de-
posited on a substrate in a manner to form a matrix dis-
play panel having individually energizable pixels. The
OLED is generally placed between two glass panels, and
the edges of the glass panels are sealed to encapsulate
the OLED therein.
[0003] There are many challenges encountered in the
manufacture of such display devices. In one example,
there are numerous labor intensive steps necessary to
encapsulate the OLED between the two glass panels to
prevent possible contamination of the device. In another
example, different sizes of display screens and thus glass
panels may require substantial reconfiguration of the
process and process hardware used to form the display
devices. Generally, there is a desire to manufacture
OLED devices on large area substrates.
[0004] One step in the manufacturing of large scale
OLED displays, which brings various challenges, is the
masking of the substrate, e.g. for deposition of patterned
layers. Further, known systems typically have a small
overall material utilization, e.g. of < 50%.
[0005] Therefore, there is a continuous need for new
and improved apparatus and methods for forming OLED
display devices.

SUMMARY

[0006] In light of the above, an improved evaporation
source for organic material, an improved deposition ap-
paratus for evaporating an organic material and a method
of evaporating an organic material are provided. Further
aspects, advantages, and features of embodiments of
the present invention are apparent from the dependent
claims, the description, and the accompanying drawings.
[0007] According to one embodiment, an evaporation
source for organic material is provided. The evaporation
source includes an evaporation crucible, wherein the
evaporation crucible is configured to evaporate the or-
ganic material; a distribution pipe with one or more out-
lets, wherein the distribution pipe is in fluid communica-
tion with the evaporation crucible and wherein the distri-
bution pipe is rotatable around an axis during evapora-
tion; and at least one side shield for shielding the organic
material.
[0008] According to another embodiment, a deposition
apparatus for depositing organic material in a vacuum
chamber is provided. The apparatus includes the vacuum
chamber; an evaporation source according to embodi-
ments described herein, wherein the evaporation source
evaporates the organic material in the vacuum chamber;
and a substrate support system disposed in the vacuum
chamber and having at least two tracks, wherein the at
least two tracks of the substrate support system are con-
figured for essentially vertical support of the substrate or
a carrier carrying the substrate in the vacuum chamber.
[0009] According to another embodiment, a method for
evaporating an organic material is provided. The method
includes moving a first substrate in an essentially vertical
first processing position; moving an evaporation source
along the first substrate with at least a translational move-
ment whilst the evaporation source evaporates the or-
ganic material; moving a second substrate in an essen-
tially vertical second processing position different from
the first processing position; rotating a distribution pipe
of the evaporation source around an axis during evapo-
ration; shielding evaporation of the organic material with
at least one side shield; and moving the evaporation
source along the second substrate with at least a further
translational movement whilst the evaporation source
evaporates the organic material.

BRIEF DESCRIPTION OF THE DRAWINGS

[0010] So that the manner in which the above recited
features of the present invention can be understood in
detail, a more particular description of the invention, brief-
ly summarized above, may be had by reference to em-
bodiments. The accompanying drawings relate to em-
bodiments of the invention and are described in the fol-
lowing:

FIGS. 1A to 1D show schematic views illustrating
an evaporation source for organic
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material according to embodiments
described herein in different depo-
sition positions in a vacuum cham-
ber of a deposition apparatus ac-
cording to yet further embodiments
described herein;

FIG. 2 shows a schematic top view of a
deposition apparatus for depositing
organic material in a vacuum cham-
ber according to embodiments de-
scribed herein;

FIG. 3 shows a schematic top view of an-
other deposition apparatus for de-
positing organic material in a vacu-
um chamber according to embodi-
ments described herein;

FIGS. 4A and 4B show schematic side views of a
deposition apparatus for depositing
organic material in a vacuum cham-
ber according to embodiments de-
scribed herein and an evaporation
source for evaporation of organic
material according to embodiments
described herein in different depo-
sition positions in a vacuum cham-
ber;

FIGS. 5A and 5B show schematic views of a deposi-
tion apparatus for depositing organ-
ic material in a vacuum chamber ac-
cording to embodiments described
herein and evaporation sources for
evaporation of organic material ac-
cording to embodiments described
herein in different deposition posi-
tions in a vacuum chamber;

FIG. 6 shows a schematic view of a system
having at least two deposition ap-
paratuses and evaporation sources
for evaporation of organic material
according to embodiments de-
scribed herein;

FIGS. 7A and 7B show schematic views of portions
of an evaporation source according
to embodiments described herein;

FIG. 7C shows a schematic view of another
evaporation source according to
embodiments described herein;

FIGS. 8A and 8B show schematic views of a deposi-
tion apparatus for depositing organ-
ic material in a vacuum chamber ac-

cording to embodiments described
herein and evaporation sources for
evaporation of organic material ac-
cording to embodiments described
herein in different deposition posi-
tions in a vacuum chamber;

FIG. 9 shows a schematic view of another
deposition apparatus for depositing
organic material in a vacuum cham-
ber according to embodiments de-
scribed herein; and

FIG. 10 shows a flow chart illustrating a
method for evaporating an organic
material according to embodiments
described herein;

DETAILED DESCRIPTION OF EMBODIMENTS

[0011] Reference will now be made in detail to the var-
ious embodiments of the invention, one or more exam-
ples of which are illustrated in the figures. Within the fol-
lowing description of the drawings, the same reference
numbers refer to same components. Generally, only the
differences with respect to individual embodiments are
described. Each example is provided by way of explana-
tion of the invention and is not meant as a limitation of
the invention. Further, features illustrated or described
as part of one embodiment can be used on or in conjunc-
tion with other embodiments to yield yet a further embod-
iment. It is intended that the description includes such
modifications and variations.
[0012] Figures 1A to 1D show an evaporation source
100 in various positions in a vacuum chamber 110. The
movement between the different positions is indicated
by arrows 101B, 101C, and 101D. According to embod-
iments described herein, the evaporation source is con-
figured for a translational movement and a rotation
around an axis. Figures 1A to 1D show the evaporation
source 100 having an evaporation crucible 104 and the
distribution pipe 106. The distribution pipe 106 is sup-
ported by the support 102. Further, according to some
embodiments, the evaporation crucible 104 can also be
supported by the support 102. Two substrates 121 are
provided in the vacuum chamber 110. Typically, a mask
132 for masking of the layer deposition on the substrate
can be provided between the substrate and the evapo-
ration source 100. As illustrated in Figures 1A to 1D or-
ganic material is evaporated from the distribution pipe
106. This is indicated by reference numeral 10.
[0013] In figure 1A, the evaporation source 100 is
shown in the first position. As shown in figure 1 B the left
substrate in the vacuum chamber 110 is deposited with
a layer of organic material by a translational movement
of the evaporation source as indicated by arrow 101B.
While the left substrate 121 is deposited with the layer
of organic material, a second substrate, e.g. the substrate
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on the right-hand side in Figures 1A to 1D, can be ex-
changed. Figure 1B shows a transportation track 124 for
the substrate. After the left substrate 121 has been de-
posited with the layer of organic material, the distribution
pipe 106 of the evaporation source is rotated as indicated
by arrow 101C in FIG. 1C. During deposition of the or-
ganic material on the first substrate (the substrate on the
left-hand side in figure 1B), the second substrate has
been positioned and aligned with respect to the mask
132. Accordingly, after the rotation shown in figure 1C,
the substrate on the right-hand side, i.e. the second sub-
strate 121, can be coated with a layer of organic material
as indicated by arrow 101D. While the second substrate
121 is coated with the organic material, the first substrate
can be moved out of the vacuum chamber 110. Figure
1D shows a transportation track 124 in the position of the
first substrate (the left-hand side in figure 1D).
[0014] According to embodiments described herein,
the substrates are coated with organic material in an es-
sentially vertical position. That is the views shown in fig-
ure 1A to 1D are top views of an apparatus including the
evaporation source 100. Typically, the distribution pipe
is a vapor distribution showerhead, particularly a linear
vapor distribution showerhead. Thereby, the distribution
pipe provides a line source extending essentially verti-
cally. According to embodiments described herein, which
can be combined with other embodiments described
herein, essentially vertically is understood particularly
when referring to the substrate orientation, to allow for a
deviation from the vertical direction of 10° or below. This
deviation can be provided because a substrate support
with some deviation from the vertical orientation might
result in a more stable substrate position. Yet, the sub-
strate orientation during deposition of the organic mate-
rial is considered essentially vertical, which is considered
different from the horizontal substrate orientation. The
surface of the substrates is thereby coated by a line
source extending in one direction corresponding to one
substrate dimension and a translational movement along
the other direction corresponding to the other substrate
dimension.
[0015] As shown in figure 1C, the rotation of the distri-
bution pipe 106, i.e. the rotation from the first substrate
121 to the second substrate 121, can be 180°. After the
second substrate has been deposited as shown in figure
1D, the distribution pipe 106 can either be rotated back-
ward by 180° or can be rotated in the same direction as
indicated in figure 1C. Thereby, the distribution pipe is
rotated by 360° in total. According to embodiments de-
scribed herein, which can be combined with other em-
bodiments described herein, the distribution pipe 106 is
the least rotated by 160°, for example, in the case where
the evaporation coil indicated by reference numeral 10
is not provided perpendicular to the surface of the sub-
strates 121. However, typically the distribution pipe is
rotated by 180° or by at least a 360°.
[0016] According to embodiments described herein, a
combination of the translational movement of a line

source, e.g. a linear vapor distribution showerhead, and
the rotation of the line source, e.g. a linear vapor distri-
bution showerhead, allows for a high evaporation source
efficiency and a high material utilization for OLED display
manufacturing, wherein a high precision of masking of
the substrate is desired. A translational movement of the
source allows for a high masking precision since the sub-
strate and the mask can maintain stationary. The rota-
tional movement allows for a substrate exchange of one
substrate while another substrate is coated with organic
material. This significantly improves the material utiliza-
tion as the idle time, i.e. the time during which the evap-
oration source evaporates organic material without coat-
ing a substrate, is significantly reduced.
[0017] Embodiments described herein particularly re-
late to deposition of organic materials, e.g. for OLED dis-
play manufacturing and on large area substrates. Ac-
cording to some embodiments, large area substrates or
carriers supporting one or more substrates, i.e. large area
carriers, may have a size of at least 0.174 m2. Typically,
the size of the carrier can be about 1.4 m2 to about 8 m2,
more typically about 2 m2 to about 9 m2 or even up to 12
m2. Typically, the rectangular area, in which the sub-
strates are supported, for which the holding arrange-
ments, apparatuses, and methods according to embod-
iments described herein are provided, are carriers having
sizes for large area substrates as described herein. For
instance, a large area carrier, which would correspond
to an area of a single large area substrate, can be GEN
5, which corresponds to about 1.4 m2 substrates (1.1 m
x 1.3 m), GEN 7.5, which corresponds to about 4.29 m2

substrates (1.95 m x 2.2 m), GEN 8.5, which corresponds
to about 5.7m2 substrates (2.2 m x 2.5 m), or even GEN
10, which corresponds to about 8.7 m2 substrates (2.85
m 3 3.05 m). Even larger generations such as GEN 11
and GEN 12 and corresponding substrate areas can sim-
ilarly be implemented. According to typical embodiments,
which can be combined with other embodiments de-
scribed herein, the substrate thickness can be from 0.1
to 1.8 mm and the holding arrangement, and particularly
the holding devices, can be adapted for such substrate
thicknesses. However, particularly the substrate thick-
ness can be about 0.9 mm or below, such as 0.5 mm or
0.3 mm, and the holding arrangement, and particularly
the holding devices, are adapted for such substrate thick-
nesses. Typically, the substrate may be made from any
material suitable for material deposition. For instance,
the substrate may be made from a material selected from
the group consisting of glass (for instance soda-lime
glass, borosilicate glass etc.), metal, polymer, ceramic,
compound materials, carbon fiber materials or any other
material or combination of materials which can be coated
by a deposition process.
[0018] In order to achieve good reliability and yield
rates, embodiments described herein keep the mask and
substrate stationary during the deposition of organic ma-
terial. A movable linear source for uniform coating of a
large area substrate is provided. The idle time is reduced
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as compared to an operation wherein after each deposi-
tion the substrate needs to be exchange including a new
alignment step of the mask and the substrate relative to
each other. During the idle time, the source is wasting
material. Accordingly, having a second substrate in a
deposition position and readily aligned with respect to
the mask reduces the idle time and increases the material
utilization.
[0019] Figure 2 illustrates an embodiment of a depo-
sition apparatus 200 for depositing organic material in a
vacuum chamber 110. The evaporation source 100 is
provided in the vacuum chamber 110 on a track or linear
guide 220. The linear guide 220 is configured for the
translational movement of the evaporation source 100.
Thereby, according to different embodiments, which can
be combined with other embodiments described herein,
a drive for the translational movement can be provided
in the evaporation source 100, at the track or linear guide
220, within the vacuum chamber 110 or a combination
thereof. Figure 2 shows a valve 205, for example a gate
valve. The valve 205 allows for a vacuum seal to an ad-
jacent vacuum chamber (not shown in figure 2). The valve
can be opened for transport of a substrate 121 or a mask
132 into the vacuum chamber 110 or out of the vacuum
chamber 110.
[0020] According to some embodiments, which can be
combined with other embodiments described herein, a
further vacuum chamber, such as maintenance vacuum
chamber 210 is provided adjacent to the vacuum cham-
ber 110. Thereby the vacuum chamber 110 and the main-
tenance vacuum chamber 210 are connected with a
valve 207. The valve 207 is configured for opening and
closing a vacuum seal between the vacuum chamber
110 and the maintenance vacuum chamber 210. The
evaporation source 100 can be transferred to the main-
tenance vacuum chamber 210 while the valve 207 is in
an open state. Thereafter, the valve can be closed to
provide a vacuum seal between the vacuum chamber
110 and the maintenance vacuum chamber 210. If the
valve 207 is closed, the maintenance vacuum chamber
210 can be vented and opened for maintenance of the
evaporation source 100 without breaking the vacuum in
the vacuum chamber 110.
[0021] Two substrates 121 are supported on respec-
tive transportation tracks within the vacuum chamber
110. Further, two tracks for providing masks 132 thereon
are provided. Thereby, coating of the substrates 121 can
be masked by respective masks 132. According to typical
embodiments, the masks 132, i.e. a first mask 132 cor-
responding to a first substrate 121 and a second mask
132 corresponding to a second substrate 121, are pro-
vided in a mask frame 131 to hold the mask 132 in a
predetermined position.
[0022] According to some embodiments, which can be
combined with other embodiments described herein, a
substrate 121 can be supported by a substrate support
126, which is connected to an alignment unit 112. An
alignment unit 112 can adjust the position of the substrate

121 with respect to the mask 132. Figure 2 illustrates an
embodiment where the substrate support 126 is connect-
ed to an alignment unit 112. Accordingly, the substrate
is moved relative to the mask 132 in order to provide for
a proper alignment between the substrate and the mask
during deposition of the organic material. According to a
further embodiment, which can be combined with other
embodiments described herein, alternatively or addition-
ally the mask 132 and/or the mask frame 131 holding the
mask 132 can be connected to the alignment unit 112.
Thereby, either the mask can be positioned relative to
the substrate 121 or the mask 132 and the substrate 121
can both be positioned relative to each other. The align-
ment units 112, which are configured for adjusting the
relative position between a substrate 121 and a mask
132 relative to each other, allow for a proper alignment
of the masking during the deposition process, which is
beneficial for high quality or LED display manufacturing.
[0023] Examples of an alignment of a mask and a sub-
strate relative to each other include alignment units,
which allow for a relative alignment in at least two direc-
tions defining a plane, which is essentially parallel to the
plane of the substrate and the plane of the mask. For
example, an alignment can at least be conducted in an
x-direction and a y-direction, i.e. two Cartesian directions
defining the above-described parallel plane. Typically,
the mask and the substrate can be essentially parallel to
each other. Specifically, the alignment can further be con-
ducted in a direction essentially perpendicular to the
plane of the substrate and the plane of the mask. Thus,
an alignment unit is configured at least for an X-Y-align-
ment, and specifically for an X-Y-Z-alignment of the mask
and the substrate relative to each other. One specific
example, which can be combined with other embodi-
ments described herein, is to align the substrate in x-
direction, y-direction and z-direction to a mask, which
can be held stationary in the vacuum chamber 110.
[0024] As shown in figure 2, the linear guide 220 pro-
vides a direction of the translational movement of the
evaporation source 100. On both sides of the evaporation
source 100 a mask 132 is provided. The masks 132 can
thereby extend essentially parallel to the direction of the
translational movement. Further, the substrates 121 at
the opposing sides of the evaporation source 100 can
also extend essentially parallel to the direction of the
translational movement. According to typical embodi-
ments, a substrate 121 can be moved into the vacuum
chamber 110 and out of the vacuum chamber 110
through valve 205. Thereby, and deposition apparatus
200 can include a respective transportation track for
transportation of each of the substrates 121. For exam-
ple, the transportation track can extend parallel to the
substrate position shown in figure 2 and into and out of
the vacuum chamber 110.
[0025] Typically, further tracks are provided for sup-
porting the mask frames 131 and thereby the masks 132.
Accordingly, some embodiments, which can be com-
bined with other embodiments described herein, can in-
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clude four tracks within the vacuum chamber 110. In or-
der to move one of the masks 132 out of the chamber,
for example for cleaning of the mask, the mask frame
131 and, thereby, the mask can be moved onto the trans-
portation track of the substrate 121. The respective mask
frame can then exit or enter the vacuum chamber 110
on the transportation track for the substrate. Even though
it would be possible to provide a separate transportation
track into and out of the vacuum chamber 110 for the
mask frames 131, the costs of ownership of a deposition
apparatus 200 can be reduced if only two tracks, i.e.
transportation tracks for a substrate, extend into and out
of the vacuum chamber 110 and, in addition, the mask
frames 131 can be moved onto a respective one of the
transportation tracks for the substrate by an appropriate
actuator or robot.
[0026] Figure 2 illustrates another exemplary embod-
iment of the evaporation source 100. The evaporation
source 100 includes a support 102. The support 102 is
configured for the translational movement along the lin-
ear guide 220. The support 102 supports an evaporation
crucible 104 and a distribution pipe 106 provided over
the evaporation crucible 104. Thereby, the vapor gener-
ated in the evaporation crucible can move upwardly and
out of the one or more outlets of the distribution pipe.
According to embodiments described herein, the distri-
bution pipe 106 can also be considered a vapor distribu-
tion showerhead, for example a linear vapor distribution
showerhead.
[0027] The one or more outlets can be one or more
openings or one or more nozzles, which can, e.g., be
provided in a showerhead or another vapor distribution
system. The evaporation source can include a vapor dis-
tribution showerhead, e.g. a linear vapor distribution
showerhead having a plurality of nozzles or openings. A
showerhead can be understood herein, to include an en-
closure having openings such that the pressure in the
showerhead is higher than outside of the showerhead,
for example by at least one order of magnitude.
[0028] Figure 2 further illustrates a shield assembly
having at least one shield 202. Typically, as shown in
figure 2, embodiments can include two shields 202, e.g.
side shields. Thereby, an evaporation of the organic ma-
terial can be delimited in the direction towards the sub-
strate. An evaporation sideward relative to the distribu-
tion pipe, i.e. in a direction that is for example perpendic-
ular to the normal evaporation direction, can be avoided
or used in an idle mode only. In light of the fact that it can
be easier to block the vapor beam of organic material as
compared to switching off the vapor beam of organic ma-
terial, the distribution pipe 106 may also be rotated to-
wards one of the side shields 202 in order to avoid vapor
exiting the evaporation source 100 during an operation
mode where vapor emission is not desired.
[0029] According to embodiments described herein,
which can be combined with other embodiments de-
scribed herein, the rotation of the distribution pipe can
be provided by a rotation of an evaporator control hous-

ing, on which at least the distribution pipe is mounted.
Typically, also the evaporation crucible is mounted on
the evaporator control housing. Accordingly, the evapo-
ration sources include at least the distribution pipe to be
rotatably mounted, specifically the distribution pipe and
the evaporation crucible to be both, i.e. together, rotata-
bly mounted, and even more specifically, the control
housing, distribution pipe and the evaporation crucible
to be rotatably mounted together. Typically, the one or
more side shields can be mounted fixedly, such that the
do not rotate together with the distribution pipe. Accord-
ing to a typical example, as shown in FIGS. 2 and 3, the
side shields can be provided such that the vapor outlet
opening is provided on two sides of the evaporation
source, wherein the two sides face one of the two sub-
strates, respectively. The fixed side shields are thus sta-
tionary with respect to the rotation of the distribution pipes
around the axis. Yet, the side shields follow the transla-
tional movement and are moveable with respect to the
translational movement.
[0030] Figure 3 illustrates yet further modifications,
which can be combined with other embodiments de-
scribed herein. Thereby, details, aspects and features,
which have already been described with respect to figure
2, will be omitted for ease of reference. As compared to
figure 2, the evaporation source 100 shown in figure 3
includes three evaporation crucibles 104 and three dis-
tribution pipes 106. For coating a substrate with a layer
of organic material, one organic material can be evapo-
rated or two or more organic materials can be evaporated
in order to deposit one layer of organic materials. There-
by, the two or more organic materials mix in the vapor
state and/or on the surface of the substrate and form one
layer of organic material. In light thereof, according to
some embodiments, which can be combined with other
embodiments described herein, two or more evaporation
crucibles 104 and two or more distribution pipes 106 can
be supported by the support 102. As described above,
the distribution pipes can provide line sources, e.g. as a
linear distribution showerhead, and further, the support
102 moves along the linear guide 220 in order to deposit
the organic material on the substrate 121.
[0031] According to yet further embodiments, which
can be combined with other embodiments described
herein, the transfer of the evaporation source 100 in the
maintenance vacuum chamber 210 can be provided by
an elongated portion of the linear guide 220. Thereby, a
further linear guide 320 is provided in the maintenance
vacuum chamber 210. Yet further, the second evapora-
tion source 100 can be provided in a waiting position in
the maintenance vacuum chamber 210. Figure 3 shows
a further evaporation source 100 in a waiting position on
the left side of the maintenance vacuum chamber. Ac-
cording to some embodiments of operating the deposi-
tion apparatus 200, the evaporation source 100 shown
in the vacuum chamber 110 can be moved into the main-
tenance vacuum chamber 210, for example, when main-
tenance is desired. For this movement, the valve 207 can
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be opened. The further evaporation source 100, which
is shown in FIG. 3 in the waiting position and which is in
a status ready to operate, can be moved into the vacuum
chamber 110. Thereafter the valve 207 can be closed
and the maintenance vacuum chamber 210 can be vent-
ed and opened for maintenance of the first evaporation
source 100, which has just been moved in to a waiting
position in the maintenance vacuum chamber. Thereby,
a quick exchange of evaporation sources is possible. The
deposition apparatus 200 has thereby reduced down-
time, which generates a significant portion of the costs
of ownership of a deposition apparatus as previously
know.
[0032] Further, the embodiments described herein al-
low for a stable evaporation rate, e.g. of about 65% or
below on a time scale of one week or above. This can
particularly be provided by the improved maintenance
conditions. Yet, further according to methods of operating
organic material, a refill of organic material in an evapo-
ration crucible can be conducted without breaking vacu-
um and even without stopping evaporation of a deposi-
tion apparatus. The maintenance and refill of one evap-
oration source can be conducted independent of the op-
eration of another source. This improves the cost of own-
ership (CoO) as source maintenance and re-filling there-
of is a bottleneck in many other OLED manufacturing
systems. In other words, a high system uptime by having
no need to vent the substrate handling or deposition
chamber during routine maintenance or during mask ex-
change can significantly improve the CoO. As described
above, one reason for this improvement is the mainte-
nance vacuum chamber and/or other components asso-
ciated with the maintenance vacuum chamber described
herein, wherein maintenance and pre-conditioning of the
evaporation source or sources in a separate chamber,
which can be evacuated, i.e. the maintenance vacuum
chamber or another source storage chamber, is provid-
ed.
[0033] Figures 4A and 4B show a schematic cross-
sectional side view of a deposition apparatus 200 for de-
positing organic material. Thereby, figure 4A shows an
operation condition, wherein the left substrate 121 in the
vacuum chamber 110 is coated with organic material.
Figure 4B shows an operation condition, wherein the right
substrate 121 in the vacuum chamber 110 is coated with
organic material after the distribution pipes 106 (two dis-
tribution pipes can be seen in figures 4A and 4B) have
been rotated.
[0034] Figures 4A and 4B show a first transportation
track for a first substrate 121 and the second transpor-
tation track for a second substrate 121. A first roller as-
sembly is shown on one side of the vacuum chamber
110 and the second roller assembly is shown on the other
side of the vacuum chamber. In figures 4A and 4B a re-
spective roller 424 of the first roller assembly and the
second roller assembly are shown. The rollers can rotate
around the axis 425 and are driven by a drive system.
Typically, the plurality of rollers are rotated by one motor.

The substrate 121 is supported in a carrier 421. Accord-
ing to some embodiments, which can be combined with
other embodiments described herein, the carrier 421 has
a rod at the lower side thereof, which can engage with
the roller. Accordingly, according to typical embodi-
ments, which can be combined with other embodiments
described herein, the first transportation trek for a first
substrate and a second transportation trek for a second
substrate are provided. Two further tracks are provided,
for example, by respective roller assemblies. Figure 4A
and 4B show one roller 403 on two sides of the vacuum
chamber 110. The further tracks are configured for sup-
porting a mask 132, which can be supported in a mask
frame 131. According to exemplary embodiments, the
mask frame 131 can have a rod 431 at the lower site
thereof for engaging with the rollers 403 of the respective
roller assembly.
[0035] According to some embodiments, which can be
combined with other embodiments described herein, the
carrier adapted to use in a processing system includes
an electrode assembly and a support base. The electrode
assembly is configured to generate an electrostatic
chucking force for securing a substrate to the substrate
carrier. According to yet further additional or alternative
modifications, the support base has a heating/cooling
reservoir formed therein. The electrode assembly and
the support base form an unitary body configured for
transport within a processing system. The carrier can be
connectable to supply media in the processing system.
A quick disconnect can be coupled to the body and con-
figured to trap a heat regulating medium in the reservoir
heating/cooling reservoir when the body is decoupled
from a source of heat regulating medium. A quick dis-
connect can be coupled to apply chucking charge.
[0036] According to some embodiments, which can be
combined with other embodiments described herein, an
actuator or a robot is provided in the vacuum chamber
110 for moving the mask frame 131 from a roller 403 to
a roller 424. Thereby, the mask frame and, thus, the mask
is provided on a roller assembly providing a transporta-
tion track. Accordingly, the mask frame 131 can be
moved into the vacuum chamber 110 and out of the vac-
uum chamber along the transportation track provided by
the roller assembly for the substrate.
[0037] In figure 4A, the substrate 121 on the left-hand
side is coated with organic material. This is indicated by
reference numeral 10 illustrating vapor of organic mate-
rial being guided from a plurality of outlet openings or
nozzles in the distribution pipes 106. The substrate and
the carrier on the right-hand side of the vacuum chamber
110 is shown in figure 4A with dotted lines. The dotted
lines indicate that the substrate is under transportation
into or out of the vacuum chamber 110 or that the sub-
strate and the mask 132 are presently aligned with re-
spect to each other. Typically, the transportation of the
substrate to be coated with the organic material and the
mask alignment is finished before deposition of the or-
ganic material on the substrate on the left-hand side has
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finished. Thereby, the evaporation source 100 can im-
mediately rotate from a deposition position for the sub-
strate on the left-hand side to a deposition position for
the substrate on the right-hand side, which is shown in
figure 4B.
[0038] The evaporation source 100 includes an actu-
ator 108, for example a torque motor, an electric rotor or
a pneumatic rotor. The actuator 108 can provide a torque
via a vacuum rotation feed-through 109, for example a
ferrofluidic feed-through. The actuator 108 is configured
to rotate at least the distribution pipes 106 around an
axis, which is essentially vertical. The evaporation source
includes the support 102, which can, for example, house
the actuator 108 and the feed-through 109. According to
some embodiments, which can be combined with other
embodiments described herein, the evaporation source
100 further includes an evaporator control housing 402.
The evaporator control housing 402 can be an atmos-
pheric box, i.e. a box configured to maintain atmospheric
pressure therein even when the vacuum chamber 110 is
evacuated to a technical vacuum. For example, at least
one element selected from the group consisting of: a
switch, a valve, a controller, a cooling unit and a cooling
control unit can be provided in the evaporator control
housing 402. The support 102 further supports the evap-
oration crucibles 104 and the distribution pipes 106.
[0039] According to some embodiments, which can be
combined with other embodiments described herein, the
support 102 is provided with an engagement to the linear
guide 433. The translational movement of the evapora-
tion source can be provided by moving the support 102
within or onto the linear guide 433. Thereby, an actuator,
drive, a motor, a drive belt, and/or a drive chain can be
provided in the linear guide or in the support 102. Ac-
cording to a yet further alternative, a respective portion
of the actuator, drive, the motor, the drive belt, and/or the
drive chain can be provided in both of the linear guide
and the support.
[0040] After the distribution pipes have been rotated
from the coating position where the substrate 121 on the
left-hand side in the vacuum chamber 110 (see figure
1A) is coated to the position where the substrate 121 on
the right-hand side in the vacuum chamber 110 is coated
with organic material (see figure 4B), the evaporation
source 100 is moved by a translational movement along
the linear guide 433 for depositing the substrate 121 on
the right-hand side in the vacuum chamber 110. As indi-
cated by the dotted lines on the left-hand side in figure
4B, the first substrate, which has previously been coated
with the organic material, is now moved out of the vacuum
chamber 110. A new substrate is provided in the process-
ing region in the vacuum chamber 110 on the left-hand
side, and the mask 132 and the substrate 121 are aligned
with respect to each other. Accordingly, after the sub-
strate 121 on the right-hand side has been coated with
the layer of organic material, the distribution pipes 106
can be rotated by actuator 108 to again deposit organic
material on the new substrate 121 on the left-hand side.

[0041] As described above, embodiments described
herein include the translational movement of at least one
distribution pipe providing a line source along one dimen-
sion of the substrate 121 and rotation of the at least one
distribution pipe from a first processing region to a second
processing region, wherein each of the first processing
region and the second processing region are configured
to have a substrate supported therein. For example, the
substrates in the processing regions are supported in a
carrier, which is in turn provided on a transportation track
and/or an actuator for alignment of the substrate position.
Typically, the at least one distribution pipe 106 forming
a line source extends in an essentially vertical direction,
i.e. the line defining the line source extends in an essen-
tially vertical direction, and the axis of rotation of the at
least one distribution pipe 106 also extends in essentially
the vertical direction. The at least one distribution pipe
106 is configured to be rotated during operation. As can
be seen for example with respect to figures 4A and 4B,
the direction forming the line source and the direction of
the axis of the rotation can be parallel.
[0042] According to some embodiments, the evapora-
tion source may include a mechanical signal and/or pow-
er transmission to the source, e.g. having a sliding con-
tact. For example, a combination of a linear drive, a vac-
uum rotation unit and/or a sliding contact can be provided
for signal and/or power transmission to the evaporation
source. According to yet further embodiments, which can
be combined with other embodiments described herein,
the evaporation source can include an inductive power
transmission and/or an inductive signal transmission.
FIGS. 4A and 4B show a first coil arrangement 452 at
the evaporation source 100, e.g. at the support 102, and
a second coil arrangement 453 in the vacuum chamber
110. Thereby, power and/or a control signal can induc-
tively be transmitted from within the vacuum chamber
110 to the evaporation source 100. For example, the coil
arrangement 453 can extend in the vacuum chamber
such that the power and/or signal transmission can be
provided irrespective of the position of the translational
movement. According to different implementations, at
least one of the power for evaporation crucible, i.e. the
power to evaporate the organic material, the power for
the actuator 108, i.e. for rotation of the distribution pipe,
a control signal for control of the evaporation, a control
signal for control of the rotation of the distribution pipe
and a control signal for the translational movement can
be provided by the combination of the coil arrangements.
[0043] According to typical embodiments, which can
be combined with other embodiments described herein,
an evaporation source includes at least one evaporation
crucible, and at least one distribution pipe, e.g. at least
one linear vapor distribution showerhead. However, an
evaporation source can include two or three, eventually
even four or five evaporation crucibles and correspond-
ing distribution pipes. Thereby, different organic materi-
als can be evaporated in at least two of the several cru-
cibles, such that the different organic materials form one
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organic layer on the substrate. Additionally or alterna-
tively, similar organic materials can be evaporated in at
least two of the several crucibles, such that the deposition
rate can be increased. This is particularly true as organic
materials can often only be evaporated in a relatively
small temperature range (e.g. 20°C or even below) and
the evaporation rate can, thus, not be greatly increased
by increasing the temperature in the crucible.
[0044] According to embodiments described herein,
the evaporation sources, the deposition apparatuses, the
methods of operating evaporation sources and/or depo-
sition apparatuses, and the methods of manufacturing
evaporation sources and/or deposition apparatuses are
configured for a vertical deposition, i.e. the substrate is
supported in an essentially vertical orientation (e.g. ver-
tical +- 10°), during layer deposition. Further, a combina-
tion of a line source, a translational movement and a ro-
tation of the evaporation direction, particularly a rotation
around an axis being essentially vertical, e.g. parallel to
the substrate orientation and/or the direction of the line-
extension of the line source, allows for a high material
utilization of about 80% or above. This is an improvement
of at least 30% as compared to other systems.
[0045] A movable and turnable evaporation source
within the process chamber, i.e. the vacuum chamber for
layer deposition therein, allows for a continuous or almost
continuous coating with high material utilization. Gener-
ally, embodiments described herein allow for a high evap-
oration source efficiency (>85%) and a high material uti-
lization (at least 50% or above) by using a scanning
source approach with 180° turning mechanism to coat
two substrates alternating. Thereby, the source efficien-
cy takes into consideration material losses occurring due
to the fact that the vapor beams extend over the size of
the large area substrates in order to allow for a uniform
coating of the entire area of the substrate which is to be
coated. The material utilization additionally considers
losses occurring during idle times of the evaporation
source, i.e. times where the evaporation source cannot
deposit the evaporated material on a substrate.
[0046] Yet further, the embodiments described herein
and relating to a vertical substrate orientation allow for a
small footprint of deposition apparatuses and specifically
deposition systems including several deposition appara-
tuses for coating several layers of organic material on a
substrate. Thereby, it can be considered that apparatus-
es described herein are configured for large area sub-
strate processing or processing of a plurality of sub-
strates in large area carriers. The vertical orientation fur-
ther allows for a good scalability for current and future
substrate size generations, that is present and future
glass sizes.
[0047] Figures 5A and 5B show a yet further embodi-
ment of deposition apparatus 500. Figure 5A shows a
schematic top view of the deposition apparatus 500. Fig-
ure 5B shows a schematic cross-sectional side view of
the deposition apparatus 500. The deposition apparatus
500 includes a vacuum chamber 110. The valve 205, for

example a gate valve, allows for a vacuum seal to an
adjacent vacuum chamber. The valve can be open for
transport of a substrate 121 or a mask 132 into the vac-
uum chamber 110 or out of the vacuum chamber 110.
Two or more evaporation sources 100 are provided in
the vacuum chamber 110. The example shown in figure
5A shows seven evaporation sources. According to typ-
ical embodiments, which can be combined with other em-
bodiments described herein, to evaporation sources,
three evaporation sources, or four evaporation sources
can beneficially be provided. As compared to a higher
number of evaporation sources, which may also be pro-
vided according to some embodiments, the logistic of
maintenance of the limited number of evaporation sourc-
es (e.g. 2 to 4) might be easier. Accordingly, the cost of
ownership might be better for such systems.
[0048] According to some embodiments, which can be
combined with other embodiments described herein, and
as for example shown in figure 5A, the looped track 530
can be provided. The looped track 530 can include
straight portions 534 and curved portions 533. The
looped track 530 provides for a translational movement
of the evaporation sources and the rotation of the evap-
oration sources. As described above, the evaporation
sources can typically be line sources, e.g. linear vapor
distribution showerheads.
[0049] According to some embodiments, which can be
combined with other embodiments described herein, the
looped track includes a rail or a rail arrangement, a roller
arrangement or a magnetic guide to move the one or
more evaporation sources along the looped track.
[0050] Based upon the looped track 530, a train of
sources can move with translational movement along a
substrate 121, which is typically masked by a mask 132.
The curved portion 533 of the looped track 530 provides
a rotation of the evaporation source 100. Further, the
curved portion 533 can provide for positioning the evap-
oration source in front of a second substrate 121. The
further straight portion 534 of the looped track 530 pro-
vides a further translational movement along the further
substrate 121. Thereby, as mentioned above, according
to some embodiments, which can be combined with other
embodiments described herein, the substrates 121 and
the masks 132 remain essentially stationary during dep-
osition. The evaporation sources providing line sources,
e.g. line sources with an essentially vertical orientation
of the line, are moved along the stationary substrates.
[0051] According to some embodiments, which can be
combined with other embodiments described herein, a
substrate 121 shown in vacuum chamber 110 can be
supported by a substrate support having rollers 403 and
424 and further, in a stationary deposition position, by a
substrate support 126, which are connected to alignment
units 112. An alignment unit 112 can adjust the position
of the substrate 121 with respect to the mask 132. Ac-
cordingly, the substrate can be moved relative to the
mask 132 in order to provide for a proper alignment be-
tween the substrate and the mask during deposition of
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the organic material. According to a further embodiment,
which can be combined with other embodiments de-
scribed herein, alternatively or additionally the mask 132
and/or the mask frame 131 holding the mask 132 can be
connected to the alignment unit 112. Thereby, either the
mask can be positioned relative to the substrate 121 or
the mask 132 and the substrate 121 can both be posi-
tioned relative to each other.
[0052] The embodiment shown in figures 5A and 5B
shows two substrates 121 provided in the vacuum cham-
ber 110. Yet, particularly for embodiments including a
train of evaporation sources 100 in a vacuum chamber
at least three substrates or at least four substrates can
be provided. Thereby, sufficient time for exchange of the
substrate, i.e. transport of a new substrate into the vac-
uum chamber and of a processed substrate out of the
vacuum chamber, can be provided even for a deposition
apparatus 500 having a larger number of evaporation
sources and, thus, a higher throughput.
[0053] Figures 5A and 5B show the first transportation
track for a first substrate 121 and a second transportation
track for a second substrate 121. A first roller assembly
is shown on one side of the vacuum chamber 110. The
first roller assembly includes rollers 424. Further, the
transportation system includes a magnetic guiding ele-
ment 524. Similarly a second transportation system hav-
ing rollers and a magnetic guiding element is provided
on the opposing side of the vacuum chamber. The trans-
portation system can be operated as, for example, de-
scribed with respect to figures 4 and 4B. The upper por-
tions of the carriers 421 are guided by magnetic guiding
elements 524. Similarly, according to some embodi-
ments, the mask frames 131 can be supported by rollers
403 and magnetic guiding elements 503.
[0054] Figure 5B exemplarily shows two supports 102
provided on a respective straight portion 534 of the
looped track 530. Evaporation crucibles 104 and distri-
bution pipes 106 are supported by the respective sup-
ports 102. Thereby, figure 5B illustrates two distribution
pipes 106 supported by a support 102. The supports 102
are shown as being guided on the straight portions 534
of the looped track. According to some embodiments,
which can be combined with other embodiments de-
scribed herein, an actuator, a drive, a motor, a drive belt,
and/or a drive chain can be provided to move the support
102 to along the looped track, i.e. along that straight por-
tions 534 of the looped track and along the curved portion
533 (see figure 5A) of the looped track.
[0055] Figure 6 shows an embodiment of the deposi-
tion system 600 having a first deposition apparatus 200
and a second deposition apparatus 200. According to
embodiments described herein, which can be combined
with other embodiments described herein, one or more
transfer chambers are provided. Figure 6 exemplarily
shows a first transfer chamber 610 and a second transfer
chamber 611. Further, portions of transfer chambers 609
and 612 are shown. As shown in figure 6, the gate valve
605 is provided between transfer chamber 610 and trans-

fer chamber 609. The gate valve 605 can be closed or
opened to provide a vacuum seal between the transfer
chamber 610 and the transfer chamber 609. According
to some embodiments, which can be combined with other
embodiments described herein, one or more gate valves
can be provided between two adjacent transfer cham-
bers. The existence of a gate valve 605 depends on the
application of the deposition system 600, i.e. on the kind,
number, and/or sequence of layers of organic material
deposited on a substrate. Accordingly, one or more gate
valve 605 can be provided between transfer chambers.
Alternatively, no gate valve is provided between any of
the transfer chambers.
[0056] According to some embodiments, which can be
combined with other embodiments described herein, one
or more of the transfer chambers can be provided as the
vacuum rotation chamber. Therein, the substrate 121 can
be rotated around a central axis, e.g. vertical central axis.
Thereby, the orientation of the transportation tracks 621
can be varied. As illustrated in transfer chamber 611, the
two substrates 121 are rotated. The two transportation
tracks 621R, on which the substrate 121 are located, are
rotated with respect to the two transportation tracks 621,
which extend from the transportation tracks 621 of the
deposition apparatus 200. In light thereof, two substrates
121 on the transportation tracks 621R are provided in a
position to be transferred to an adjacent transfer chamber
610 or 612, respectively.
[0057] The first deposition apparatus 200 is connected
to the first transfer chamber 610 by valve 205. As shown
in figure 6, and according to some embodiments, which
can be combined with other embodiments described
herein, the transportation tracks 621 extend from the vac-
uum chamber 110 into the transfer chamber 610. There-
by, one or more of the substrates 121 can be transferred
from the vacuum chamber 110 to the transfer chamber
610. Thereby, the valve 205 is typically opened for trans-
portation of the one or more substrates. A further depo-
sition apparatus 200 is connected to the second transfer
chamber 611 by a further valve 205. Accordingly, the
substrate can be transferred from one deposition appa-
ratus to a transfer chamber, from the transfer chamber
to a further transfer chamber, and from the further transfer
chamber to a further deposition apparatus. Thereby, sev-
eral layers of organic material can be deposited on the
substrate without exposing the substrate to atmosphere,
and non-vacuum conditions, and/or an undesired envi-
ronment. According to typical embodiments, which can
be combined with other embodiments described herein,
the transfer chambers are vacuum transfer chambers,
which are, for example, configured for transferring one
or more substrates under a vacuum condition and/or de-
sired environment.
[0058] The deposition apparatus 200 shown in figure
6 are similar or comparable to the deposition apparatus
described with respect to figure 3. Aspects, details, and
features described for the position apparatuses herein,
can also be provided for the deposition system 600 as
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exemplarily shown in figure 6. According to some em-
bodiments, which can be combined with other embodi-
ments described herein, an evaporation source 100’ can
be provided in a deposition apparatus 200. The evapo-
ration source 100’ includes four distribution pipes, which
are configured to guide organic material on the substrate
121. Thereby, different organic materials can be evapo-
rated in at least two of four crucibles, such that different
organic materials form one organic layer on the sub-
strate. Additionally or alternatively, similar organic mate-
rials can be evaporated in at least two of four crucibles,
such that the deposition rate can be increased. The re-
spective materials evaporated in the four evaporation
crucibles are guided towards a substrate 121 by the re-
spective one of the four distribution pipes shown in figure
6..
[0059] As described above, according to some embod-
iments, which can be combined with other embodiments
described herein, the substrate 121 can be moved out
of the vacuum chamber 110 along a first direction. There-
by, the substrate 121 is moved along an essentially
straight path into an adjacent vacuum chamber, for ex-
ample, a transfer chamber. In the transfer chamber, the
substrate can be rotated such that the substrate can be
moved along a second straight path in a second direction
different from the first direction. According to typical em-
bodiments, the second direction is substantially perpen-
dicular to the first direction. This allows for an easy design
of a deposition system. For loading of the substrate in a
vacuum chamber 110, the substrate can be moved in the
transfer chamber along the second direction and can be
rotated therein. Thereafter, the substrate can be moved
into the vacuum chamber 110 along the first direction,
which is different from the second direction.
[0060] Figures 7A to 7C show portions of the evapo-
ration source, which can be utilized according to embod-
iments described herein. An evaporation source can in-
clude a distribution pipe 106 and an evaporation crucible
104 as shown in figure 7A. Thereby, for example, that
distribution pipe can be an elongated cube with heating
unit 715. The evaporation crucible can be a reservoir for
the organic material to be evaporated with a heating unit
725. According to typical embodiments, which can be
combined with other embodiments described herein, dis-
tribution pipe 106 provides a line source. For example,
a plurality of openings and/or nozzles are arranged along
at least one line. According to an alternative embodiment,
one elongated opening extending along the at least one
line can be provided. For example, the elongated opening
can be a slit. According to some embodiments, which
can be combined with other embodiments described
herein the line extends essentially vertically. For exam-
ple, the length of the distribution pipe 106 corresponds
at least to the height of the substrate to be deposited in
the deposition apparatus. In many cases, the length of
the distribution pipe 106 will be longer than the height of
the substrate to be deposited, at least by 10% or even
20%. Thereby, a uniform deposition at the upper end of

the substrate and/or the lower end of the substrate can
be provided.
[0061] According to some embodiments, which can be
combined with other embodiments described herein, the
length of the distribution pipe can be 1.3 m or above, for
example 2.5 m or above. According to one configuration,
as shown in figure 7A, the evaporation crucible 104 is
provided at the lower end of the distribution pipe 106.
The organic material is evaporated in the evaporation
crucible 104. The vapor of organic material enters the
distribution pipe 106 at the bottom of the distribution pipe
and is guided essentially sidewardly through the plurality
of openings in the distribution pipe, e.g. towards an es-
sentially vertical substrate. For illustrative purposes, that
evaporation crucible 104 and the distribution pipe 106 is
shown without heat shields in figure 7A. Thereby, the
heating unit 715 and the heating unit 725 can be seen in
the schematic perspective view shown in figure 7A.
[0062] Figure 7B shows an enlarged schematic view
of a portion of the evaporation source, wherein the dis-
tribution pipe 106 is connected to the evaporation cruci-
ble 104. A flange unit 703 is provided, which is configured
to provide a connection between the evaporation crucible
104 and the distribution pipe 106. For example the evap-
oration crucible and the distribution pipe are provided as
separate units, which can be separated and connected
or assembled at the flange unit, e.g. for operation of the
evaporation source.
[0063] The distribution pipe 106 has an inner hollow
space 710. A heating unit 715 is provided to heat the
distribution pipe. Accordingly, the distribution pipe 106
can be heated to a temperature such that the vapor of
the organic material, which is provided by the evaporation
crucible 104, does not condense at an inner portion of
the wall of the distribution pipe 106. A shield 717 is pro-
vided around the tube of the distribution pipe 106. The
shield is configured to reflect heat energy provided by
the heating unit 715 back towards the hollow space 710.
Thereby, the energy required to heat the distribution pipe,
i.e. the energy provided to the heating unit 715, can be
reduced because the shield 717 reduces heat losses.
According to some embodiments, which can be com-
bined with other embodiments described herein the
shield 717 can include one heat shield layer. Alternatively
two or more heat shield layers can be provided within the
heat shield 717.
[0064] Typically, as shown in figure 7B, the heat shield
717 includes openings at positions of the opening 712 in
the distribution pipe 106. The enlarged view of evapora-
tion source shown in figure 7B shows four openings 712.
The openings 712 are provided along a line, which is
essentially parallel to the axis of the distribution pipe 106.
As described herein, the distribution pipe 106 can be pro-
vided as a linear distribution showerhead, for example,
having a plurality of openings disposed therein. Thereby,
a showerhead as understood herein has an enclosure,
hollow space, or pipe, in which the material can be pro-
vided or guided, for example from the evaporation cruci-
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ble. The showerhead can have a plurality of openings (or
an elongated slit) such that the pressure within the show-
erhead is higher than outside of the showerhead. For
example, the pressure within the showerhead can be at
least one order of magnitude higher than outside of the
showerhead.
[0065] Curing operation, the distribution pipe 106 is
connected to the evaporation crucible 104 at the flange
unit 703. The evaporation crucible 104 is configured to
receive the organic material to be evaporated and to
evaporate the organic material. Figure 7B shows a cross-
section through the housing of the evaporation crucible
104. A refill opening is provided, for example at an upper
portion of the evaporation crucible, which can be closed
using a plug 722, a lid, a cover or the like for closing the
enclosure of evaporation crucible 104.
[0066] An outer heating unit 725 is provided within the
enclosure of the evaporation crucible 104. The outer
heating element can extend at least along a portion of
the wall of the evaporation crucible 104. According to
some embodiments, which can be combined with other
embodiments described herein, one or more central
heating elements 726 can additionally or alternatively be
provided. Figure 7B shows two central heating elements
726. The central heating elements 726 can include con-
ductors 729 for providing electrical power to the central
heating elements. According to some implementations,
the evaporation crucible 104 can further include a shield
727. The shield 727 can be configured to reflect heat
energy, which is provided by the outer heating unit 725
and, if present, the central heating elements 726, back
into the enclosure of the evaporation crucible 104. There-
by, efficient heating of the organic material within the
evaporation crucible 104 can be provided.
[0067] According to some embodiments, which have
been described herein, heat shields such as shield 717
and shield 727 can be provided for the evaporation
source. The heat shields can reduce energy losses of
the evaporation source. Thereby, energy consumption
can be reduced. However, as a further aspect, particu-
larly for deposition of organic materials, heat radiation
originating from the evaporation source can be reduced,
particularly heat radiation towards the mask and the sub-
strate during deposition. Particularly for deposition of or-
ganic materials on masked substrates, and even more
for display manufacturing, the temperature of the sub-
strate and the mask needs to be precisely controlled.
Thus, heat radiation originating from the evaporation
source can be reduced or avoided. Accordingly, some
embodiments described herein include heat shields such
as shield 717 and shield 727.
[0068] These shields can include several shielding lay-
ers to reduce the heat radiation to the outside of the evap-
oration source. As a further option, the heat shields may
include shielding layers which are actively cooled by a
fluid, such as air, nitrogen, water or other appropriate
cooling fluids. According to yet further embodiments,
which can be combined with other embodiments de-

scribed herein, the one or more heat shields provided for
the evaporation source can include sheet metals sur-
rounding the respective portions of the evaporation
sources, such as the distribution pipe 106 and/or the
evaporation crucible 104. For example, the sheet metals
can have thicknesses of 0.1 mm to 3 mm, can be selected
from at least one material selected from the group con-
sisting of ferrous metals (SS) and non-ferrous metals
(Cu, Ti, Al), and/or can be spaced with respect to each
other, for example by a gap of 0.1 mm or more.
[0069] According to some embodiments, as exempla-
rily shown with respect to figures 7A to 7B, the evapora-
tion crucible 104 is provided at a lower side of the distri-
bution pipe 106. According to yet further embodiments,
which can be combined with other embodiments de-
scribed herein, a vapor conduit 732 can be provided to
the distribution pipe 106 at the central portion of the dis-
tribution pipe or at another position between the lower
end of the distribution pipe and the upper end of the dis-
tribution pipe. Figure 7C illustrates an example of the
evaporation source having a distribution pipe 106 and a
vapor conduit 732 provided at a central portion of the
distribution pipe. Vapor of organic material is generated
in the evaporation crucible 104 and is guided through the
vapor conduit 732 to the central portion of the distribution
pipes 106. The vapor exits the distribution pipe 106
through a plurality of openings 712. The distribution pipe
106 is supported by a support 102 as described with re-
spect to other embodiments described herein. According
to yet further embodiments, which can be combined with
other embodiments described herein, two or more vapor
conduits 732 can be provided at different positions along
the length of the distribution pipe 106. Thereby, the vapor
conduits 732 can either be connected to one evaporation
crucible 104 or to several evaporation crucibles 104. For
example, each vapor conduit 732 can have a correspond-
ing evaporation crucible 104. Alternatively, the evapora-
tion crucible 104 can be in fluid communication with two
or more vapor conduits 732, which are connected to the
distribution pipe 106.
[0070] As described herein, the distribution pipe can
be a hollow cylinder. Thereby, the term cylinder can be
understood as commonly accepted as having a circular
bottom shape and a circular upper shape and a curved
surface area or shell connecting the upper circle and the
little lower circle. According to further embodiments,
which can be combined with other embodiments de-
scribed herein, the term cylinder can further be under-
stood in the mathematical sense having an arbitrary bot-
tom shape and an identical upper shape and a curved
surface area or shell connecting the upper shape and
the lower shape. Accordingly, the cylinder does not nec-
essarily need to have a circular cross-section. Instead,
the base surface and the upper surface can have a shape
different from a circle.
[0071] As described with respect to figures 5A and 5B,
embodiments having a train of evaporation sources
and/or embodiments having a looped track for a transla-

21 22 



EP 3 187 618 A1

13

5

10

15

20

25

30

35

40

45

50

55

tional and rotational movement of evaporation sources
can benefit from having more than 2 substrates provided
in the vacuum chamber. Different embodiments provid-
ing more than 2 substrates within the vacuum chamber
110 are illustrated in figures 8A, 8B and figure 9. As for
example shown in figure 8A, the vacuum chamber 110
may include for positions or processing regions, in which
a substrate 121 can be processed, for example in which
organic material can be deposited on a substrate 121.
Thereby, according to some embodiments, which can be
combined with other embodiments described herein, ex-
change of substrates can be accelerated in order to in-
crease the throughput, particularly for a deposition ap-
paratus 500 in which plurality of evaporation sources are
provided. The deposition apparatus 500 shown in figure
8A includes two transfer chambers 810. Each of the
transfer chambers is provided adjacent to the vacuum
chamber 110. For example, the transfer chambers 810
can be connected to the vacuum chamber 110 via the
valve 205. As described with respect to other embodi-
ments shown herein, one transfer chamber can be pro-
vided instead of the two transfer chambers 810 shown
in figure 8A.
[0072] A transportation track 621 is provided in the
transfer chambers 810. The transportation track 621 ex-
tends into the vacuum chamber 110. According to some
embodiments, which can be combined with other em-
bodiments described herein, the transportation track can
be defined by an arrangement of rollers, an arrangement
of magnetic guiding elements, and/or other transporta-
tion elements configured for an essentially linear move-
ment of the substrate and/or a carrier having a substrate,
wherein the substrate is typically essentially vertically ori-
entated. As shown in figure 8A, substrate supports 126
can be provided, which support the substrates, for ex-
ample by supporting a carrier 421 having a substrate
disposed therein. According to some embodiments,
which can be combined with other embodiments de-
scribed herein, the substrates 121 can be provided in the
processing position, which is naturally offset from the
transportation track 621. For example, the substrates 121
can be moved in a direction essentially perpendicular to
that direction of the transportation track 621 for position-
ing a substrate into or out of the processing position.
[0073] Four substrates 121 are provided in the vacuum
chamber 110, wherein two substrates can be positioned
along a line, which is essentially parallel to the direction
of the transportation track 621. Accordingly, two sub-
strates are positioned along a first line and two substrates
along a second line. The looped track 530 for moving a
plurality of evaporation sources 100 is provided between
the first line and the second line. According to some em-
bodiments, the looped track can include two straight por-
tions and two curved portions. The two straight portions
can be essentially parallel to the first line and/or essen-
tially parallel to the substrates 121. The evaporation
sources 100 can be moved along the straight portions of
the looped track 530 to provide a translational movement

for the position of organic material on the substrate, e.g.
with a linear distribution showerhead. The evaporation
sources 100 are rotated by movement of the evaporation
sources along the curved portions of the looped track.
Thereby, the direction at which the vapor of organic ma-
terial is guided by the distribution pipes of the evaporation
sources is rotated e.g. by 180°. Accordingly, the distri-
bution pipe of an evaporation source is rotatable by at
least 160°.
[0074] According to some embodiments, which can be
combined with other embodiments described herein, a
mask 132, which can for example be supported by a mask
frame 131, is provided between the first line defined by
substrate positions and the looped track 530 or the sec-
ond line defined by the further substrates positions and
the looped track 530, respectively. The looped track 530
allows for a translational movement of the plurality of
evaporation sources 100 along the substrates, which are
masked by the masks 132. According to some embodi-
ments, which can be combined with other embodiments
described herein, two or more evaporation sources 100
are provided on the looped track 530. For example, figure
8A shows eight evaporation sources 100 provided on the
looped track 530. The two or more evaporation sources
can be transported across the substrates with a transla-
tional movement one after the other. Thereby, for exam-
ple, each of the evaporation sources 100 can deposit one
layer of organic material. Accordingly, several different
layers of organic material can be deposited on the sub-
strate, which is provided in the processing position. Ac-
cording to some embodiments, which can be combined
with other embodiments described herein, two or more
of the evaporation sources 100 or even each of the evap-
oration sources can deposit the different layer of different
organic material on to the substrate.
[0075] According to yet further embodiments, which
can be combined with other embodiments described
herein, the maintenance vacuum chamber 210 can be
provided. For example, the maintenance vacuum cham-
ber 210 can be separated from the vacuum chamber 110
by valve 207. The valve 207 is configured for opening
and closing a vacuum seal between the vacuum chamber
110 and the maintenance vacuum chamber 210. An
evaporation source 100 can be transferred to the main-
tenance vacuum chamber 210. Thereafter, the valve can
be closed to provide a vacuum seal between the vacuum
chamber 110 and the maintenance vacuum chamber
210. Accordingly, the maintenance vacuum chamber can
be vented and opened without breaking the vacuum of
the vacuum chamber 110.
[0076] A further track 820, for example a further looped
track is provided in the maintenance vacuum chamber
210. As exemplarily shown in figure 8A, the curved por-
tion of the further track 820 can overlap with the curved
portion of the looped track 530. This allows for transfer
of an evaporation source 100 from the looped track 530
the further track 820. Accordingly, evaporation sources
can be moved from the looped track 530 to the further
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tracks 820 and vice versa. This allows for moving the
evaporation sources in the maintenance vacuum cham-
ber 210 for maintenance of the evaporation sources and
for moving the maintained evaporation sources from the
maintenance vacuum chamber 210 into the vacuum
chamber 110. The maintained evaporation sources can
evaporate the organic material on the substrate in the
vacuum chamber 110.
[0077] Even though not shown in figure 8A, one or
more alignment units for alignment of a substrate and a
mask with respect to each other can be provided in a
deposition apparatus 500 as shown in figure 8A. Figure
8A shows an embodiment wherein the looped track 530
is provided between the first line defined by the process-
ing position of two substrates and the second line defined
by the processing position of two further substrates.
[0078] An alternative arrangement of a looped track
530 is shown in figure 8B. Thereby, the looped track 530
surrounds at least one substrate, typically two or more
substrates arranged along a line defined by the process-
ing positions of the substrates. In light of the above, ac-
cording to one option (see figure 8A) at least two sub-
strates can be oriented such that their respective surfac-
es, on which organic material is deposited, face each
other. According to another option (see figure 8B) the
substrates in the vacuum chamber 110 and their respec-
tive surfaces, on which organic material is deposited, is
oriented in the same direction. Even though the deposi-
tion apparatuses 500 shown in figures 8A and 8B illus-
trate vacuum chambers 110, which are configured to
house four substrates 121, respective modifications can
also be provided for vacuum chambers, which are con-
figured to house two substrates 121. Further details, as-
pects, and features, for example relating to the mainte-
nance vacuum chamber 210, the further track 820, the
transportation track 621, the transfer chambers 810, or
the like, can be implemented in the embodiment shown
in figure 8B in a similar manner as described with respect
to the embodiment shown in figure 8A.
[0079] According to embodiments described herein,
deposition apparatus includes a chamber with two or
more substrates, i.e. substrate processing regions. As
one substrate is being processed, another substrate is
moved into the chamber or out of the chamber. Accord-
ingly, one substrate can be processed in one substrate
processing region. Further, the substrate located in the
second substrate processing region can be removed and
a new substrate can be moved into the second substrate
processing region.
[0080] As described herein, the one or more evapora-
tion sources can be provided as one or more line sources,
which scan by a translational movement a stationary sub-
strate. Particularly for embodiments having a source train
and/or a looped track, at least one line source can be
provided for each organic layer. For example, in the case
of a display being manufactured, a line source can be
provided for an emissive layer, a hole transport layer, a
hole injection layer, or the like.

[0081] Figure 9 illustrates the yet further embodiment
of a deposition apparatus 500. The deposition apparatus
500 includes transfer chambers 810, valves 205, the
maintenance vacuum chamber 210, and a further track
820 as previously described with respect to other em-
bodiments described herein. Even though the embodi-
ment shown in figure 9 includes four transfer chambers
810 in order to assist even better exchange of the sub-
strate 121 into the vacuum chamber for depositing or-
ganic material on the substrates, similarly transportation
tracks are provided in the transfer chambers 810. The
transportation tracks extend into the vacuum rotation
compartments 910 for transfer of substrate into the vac-
uum rotation compartments and out of the vacuum rota-
tion compartments. Figure 9 shows an example where
four vacuum rotation compartments 910 are connected
to the vacuum chamber 110. The looped track 530 is
provided in the vacuum chamber 110. A plurality of evap-
oration sources 100 are supported by the looped track
530 and can, thus, conduct a translational movement
along the straight portions of the looped track and rota-
tional movements along the curved portions of the looped
track.
[0082] The vacuum rotation compartments 910 are
connected to the vacuum chamber 110 such that the sys-
tem including the vacuum chamber 110 and the vacuum
rotation compartments 910 can be evacuated. Alterna-
tively, one chamber including rotation modules can be
provided. The rotation of the substrates within the vacu-
um rotation compartments 910 is indicated by the circles
denoted with reference 911. According to typical embod-
iments, which can be combined with other embodiments
described herein, each of the vacuum rotation compart-
ments includes a vacuum rotation module, wherein the
substrate can be loaded or unloaded in a first position of
the vacuum rotation module. The rotation of the substrate
loaded from a transfer chamber 810 by, for example 180°,
moves the substrate 121 in the processing position,
wherein the evaporation sources scan along the surface
of the substrate. According to yet further alternatives, a
substrate rotation for providing the substrates into the
processing position can also be provided by an angle
different than 180°, for example if the vacuum chambers
and compartments are arranged differently. However,
180° rotation for moving a substrate from a transfer po-
sition to a processing position provides a comparable
small footprint.
[0083] As shown in figure 9, for example a rotation
module can include two alignment units 112 such that
the substrate 121 and a mask 132 can be aligned with
respect to each other for each of the two substrate loca-
tions provided in the rotation module. According to one
embodiment, a deposition apparatus can include for ex-
ample four vacuum rotation modules and eight substrate
support positions. However, according to other embodi-
ments, which can be combined with yet further embodi-
ments described herein, a different number of substrate
support positions and/or a different number of vacuum
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rotation modules can be provided. For example, at least
two substrate processing positions are provided accord-
ing to embodiments described herein. The substrate
processing positions are thereby arranged to allow for
processing of a substrate by a rotation of at least the
distribution pipe of an evaporation source. As another
example, at least two rotation modules, at least two sub-
strate processing positions and at least four substrate
support positions (two of which are also substrate
processing positions) can be provided.
[0084] Figure 10 shows a flowchart illustrating a meth-
od of evaporating an organic material according to em-
bodiments described herein. Generally, too substrate po-
sitions are provided to improve the material utilization.
This is combined with a translational movement and a
rotational movement of evaporation source, particularly
of a line source such as a linear distribution showerhead.
In step 802 a first substrate, which is provided in an es-
sentially vertical orientation, is moved in the first process-
ing position. An evaporation source moves along the first
substrate positioned in the first processing position, for
example scans the first substrate, with at least the trans-
lational movement, wherein organic material is deposited
on the first substrate in step 804. While the first substrate
is processed, a second processing position can be pre-
pared for processing of a second substrate therein. For
example, a second substrate can be moved in the second
processing position, which is different from the first
processing position in step 806. Yet further, preparation
of the second substrate may include removal of a previ-
ously processed substrate from the second processing
position and/or alignment of a mask and the second sub-
strate relative to each other. In step 808 at least a distri-
bution pipe of the evaporation source is rotated to be
then directed towards the second processing position.
As described herein, the rotation can be conducted
around an essentially vertical axis, typically the axis along
which the line source extends. An evaporation source
moves along the second substrate positioned in the sec-
ond processing position, for example scans the second
substrate, with at least a translational movement, where-
in organic material is deposited on the second substrate
in state 809.
[0085] According to one embodiment, an evaporation
source for organic material is provided. The evaporation
source includes an evaporation crucible, wherein the
evaporation crucible is configured to evaporate the or-
ganic material; a distribution pipe with one or more out-
lets, wherein the distribution pipe is in fluid communica-
tion with the evaporation crucible and wherein the distri-
bution pipe is rotatable around an axis during evapora-
tion; and a support for the distribution pipe, wherein the
support is connectable to a first drive or includes the first
drive, wherein the first drive is configured for a transla-
tional movement of the support and the distribution pipe.
[0086] According to another embodiment, a deposition
apparatus for depositing organic material in a vacuum
chamber is provided. The deposition apparatus includes

a processing vacuum chamber; an evaporation source
for organic material, wherein the evaporation source
evaporates the organic material in the processing vacu-
um chamber; and a substrate support system disposed
in the vacuum chamber and having at least two tracks,
wherein a track, e.g. each track, of the substrate support
system is configured for essentially vertical support of
the substrate or a carrier carrying the substrate in the
vacuum chamber. The evaporation source includes an
evaporation crucible, wherein the evaporation crucible is
configured to evaporate the organic material; a distribu-
tion pipe with one or more outlets, wherein the distribution
pipe is in fluid communication with the evaporation cru-
cible and wherein the distribution pipe is rotatable around
an axis during evaporation; and a support for the distri-
bution pipe, wherein the support is connectable to a first
drive or includes the first drive, wherein the first drive is
configured for a translational movement of the support
and the distribution pipe.
[0087] According to a further embodiment, a method
for evaporating an organic material is provided. The
method of evaporating an organic material includes:
moving a first substrate in an essentially vertical first
processing position; moving an evaporation source along
the first substrate with at least a translational movement
whilst the evaporation source evaporates the organic ma-
terial; moving a second substrate in an essentially vertical
second processing position different from the first
processing position; rotating a distribution pipe of the
evaporation source around an axis during evaporation;
and moving the evaporation source along the second
substrate with at least a translational movement whilst
the evaporation source evaporates the organic material.
[0088] According to some embodiments, which can be
combined with other embodiments described herein, the
distribution pipe can be a vapor distribution showerhead
comprising the one or more outlets. According to some
embodiments, which can be combined with other em-
bodiments described herein, the distribution pipe can be
rotatable by at least 180° or at least 360°. According to
some embodiments, which can be combined with other
embodiments described herein, the distribution pipe can
be rotatable around the axis by a second drive rotating
the distribution pipe relative to the support, and particu-
larly also the evaporation crucible relative to the support.
According to some embodiments, which can be com-
bined with other embodiments described herein, the dis-
tribution pipe can be rotatable around the axis by travel-
ling along a looped track. According to some embodi-
ments, which can be combined with other embodiments
described herein, the evaporation source may further in-
clude an evaporator control housing configured to main-
tain atmospheric pressure therein, wherein the housing
is supported by the support and is configured to house
at least one element selected from the group consisting
of: a switch, a valve, a controller, a cooling unit and a
cooling control unit. According to some embodiments,
which can be combined with other embodiments de-
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scribed herein, the evaporation source may further in-
clude at least one side shield, particularly two side
shields, for shielding evaporation of the organic material.
According to some embodiments, which can be com-
bined with other embodiments described herein, the
evaporation source may further include a coil for at least
one of an inductive power transmission and an inductive
signal transmission. According to some embodiments,
which can be combined with other embodiments de-
scribed herein, a deposition apparatus may further in-
clude a maintenance vacuum chamber connected with
the processing vacuum chamber; and a vacuum valve
for opening and closing a vacuum seal between the
processing vacuum chamber and the maintenance vac-
uum chamber, wherein the evaporation source can be
transferred from the processing vacuum chamber to the
maintenance vacuum chamber and from the mainte-
nance vacuum chamber to the processing vacuum cham-
ber. According to some embodiments, which can be com-
bined with other embodiments described herein, A sec-
ond substrate can be moved in an essentially vertical
second processing position while the evaporation source
is moved along the first substrate.
[0089] While the foregoing is directed to embodiments
of the invention, other and further embodiments of the
invention may be devised without departing from the ba-
sic scope thereof, and the scope thereof is determined
by the claims that follow.

Claims

1. An evaporation source for organic material, compris-
ing:

an evaporation crucible, wherein the evapora-
tion crucible is configured to evaporate the or-
ganic material;
a distribution pipe with one or more outlets,
wherein the distribution pipe is in fluid commu-
nication with the evaporation crucible and
wherein the distribution pipe is rotatable around
an axis during evaporation; and
at least one side shield for shielding the organic
material.

2. The evaporation source according to claim 1, further
comprising:

a support for the distribution pipe, wherein the
support is connectable to a first drive or includes
the first drive, wherein the first drive is configured
for a translational movement of the support and
the distribution pipe.

3. The evaporation source according to claim 2, where-
in the at least one side shield is configured to follow
the translational movement of the support and the

distribution pipe.

4. The evaporation source according to any of claim 1
to 3, wherein the at least one side shield comprises
a further side shield.

5. The evaporation source according to any of claims
1 to 4, wherein the at least one side shield is station-
ary when conducting the rotation of the distribution
pipes around the axis.

6. The evaporation source according to any of claims
1 to 5, wherein the at least side shield is configured
to delimit evaporation of organic materials in a direc-
tion towards a substrate.

7. The evaporation source according to any of claims
1 to 6, wherein the at least side shield is configured
for an evaporation sideward in an idle mode.

8. The evaporation source according to any of claims
1 to 7, wherein the distribution pipe is rotatable to-
wards the side shield to avoid vapor exiting the evap-
oration source.

9. The evaporation source according to any of claims
1 to 8, further comprising:

an evaporator control housing, wherein the dis-
tribution pipe is rotatable by a rotation of the
evaporator control housing.

10. The evaporation source according to any of claims
1 to 9, wherein the evaporation crucible is mounted
on the evaporator control housing, wherein the dis-
tribution pipe and the evaporation crucible are
mounted to be rotatable together.

11. The evaporation source according to claim 10,
wherein the distribution pipe, the evaporation cruci-
ble and the evaporator control housing are rotatable
together.

12. The evaporation source according to claim 2, where-
in the at least one shield is mounted fixedly on the
support.

13. The evaporation source according to claim 12,
wherein the at least one shield is mounted fixedly to
not rotate together with the distribution pipe.

14. The evaporation source according to any of claims
1 to 13, wherein the vapor distribution showerhead
is a linear vapor distribution showerhead.

15. The evaporation source according to any of claims
1 to 14, wherein the distribution pipe provides a line
source extending essentially vertically and/or where-
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in the axis of rotating the distribution pipe extends
essentially vertically.

16. The evaporation source according to any of claims
1 to 15, wherein the distribution pipe is rotatable by
at least 160°.

17. The evaporation source according to any of claims
1 to 16, wherein the distribution pipe is rotatable
around the axis by a second drive rotating the distri-
bution pipe relative to the support.

18. The evaporation source according to claim 17,
wherein the support includes a support housing con-
figured to maintain atmospheric pressure therein,
and wherein the support supports the distribution
pipe via a rotatable vacuum feed-through.

19. The evaporation source according to any of claims
2 to 18, further comprising:

at least one second evaporation crucible sup-
ported by the support; and
at least one second distribution pipe supported
by the support, wherein the at least one second
distribution pipe is in fluid communication with
the at least one second evaporation crucible.

20. A deposition apparatus for depositing organic mate-
rial in a vacuum chamber, comprising:

the vacuum chamber;
an evaporation source according to any of
claims 1 to 18, wherein the evaporation source
evaporates the organic material in the vacuum
chamber; and
a substrate support system disposed in the vac-
uum chamber and having at least two tracks,
wherein the at least two tracks of the substrate
support system are configured for essentially
vertical support of the substrate or a carrier car-
rying the substrate in the vacuum chamber.

21. The deposition apparatus according to claim 20,
wherein the at least side shield is configured to de-
limit evaporation of organic materials in a direction
towards the substrate.

22. A method for evaporating an organic material, com-
prising:

moving a first substrate in an essentially vertical
first processing position;
moving an evaporation source along the first
substrate with at least a translational movement
whilst the evaporation source evaporates the or-
ganic material;
moving a second substrate in an essentially ver-

tical second processing position different from
the first processing position;
rotating a distribution pipe of the evaporation
source around an axis during evaporation;
shielding evaporation of the organic material
with at least one side shield; and
moving the evaporation source along the sec-
ond substrate with at least a further translational
movement whilst the evaporation source evap-
orates the organic material.

23. The method according to claim 22, further compris-
ing:

rotating the distribution pipe for an evaporation
sideward in an idle mode.

24. The method according to any of claims 22 to 23,
further comprising:

rotating the distribution pipe towards the side
shield in order to avoid vapor exiting the evap-
oration source.

25. The method according to any of claims 22 to 24,
wherein the rotating the distribution pipe of the evap-
oration source around the axis during evaporation is
conducted in a first rotation direction, and further
comprising:

further rotating the distribution pipe of the evap-
oration source around the axis during evapora-
tion after the moving the evaporation source
along the second substrate, wherein the further
rotating is conducted in the first rotation direc-
tion.

26. The method according to any of claims 22 to 25,
further comprising:

blocking the vapor beam with the side shield.
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