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Description

BACKGROUND

Field of the Invention

[0001] The subject matter disclosed herein relates to
metal getter systems for use in electronic devices. Par-
ticularly, the getter systems taught herein are useful in
the electrolytic environment within electrolytic devices
and, more particularly, include composite getter systems
that can be used in electrolytic capacitors without passi-
vation.

Description of the Related Art

[0002] Electronic devices are used extensively in many
applications, and getters are used in the manufacture
and operation of these important devices in countless
industrial and consumer applications. A getter is typically
composed of metal or a metal alloy that exhibits a chem-
ical affinity for specific gases and, when introduced into
an evacuated device, absorbs the targeted gaseous mol-
ecules that are present to create and maintain an appro-
priate vacuum in the device. Notably, there has been a
long-felt need for a gaseous contaminant getter or sorber
for liquid environments in which the getter is both efficient
and resistant to passivation. Such liquid environments,
for example, include those environments present in elec-
trolytic devices, such as the electrolytic liquid environ-
ments of electrolytic capacitors.
[0003] Electrolytic devices include those devices in
which the conduction of electricity is accompanied by a
chemical action. The electrolytic capacitor is an example
of an electrolytic device. The electrochemical double lay-
er capacitor (EDLC), for example, is a supercapacitor
and typically includes an airtight housing that encloses
electrodes, typically formed of metal sheets, which are
immersed in, or impregnated with, an electrolytic solu-
tion. The metal sheets are electrically coupled to the out-
side of the housing by a pair of electrical contacts. The
problem is that capacitors can also contain contaminants
that can damage the capacitor, sometimes beyond re-
pair, unless the capacitor has some sort of contaminant
removal mechanism. These contaminants can be gases,
for example, and can be created during operation of the
capacitor or by the desorption of such gases from various
parts of the capacitor. One type of harmful gas is hydro-
gen.
[0004] The problem is that metal getters become pas-
sivated in liquid environments, such as the electrolytic
environments of electrolytic capacitors. The term "pas-
sivation," as used herein, refers to a metal getter being
rendered at least generally incapable of sorbing contam-
inants, such that the getter material is undesirable for its
intended purpose. One attempted solution to the problem
of passivation has been to create a "non-mixed" sorbing
system, wherein the getters are not mixed with the elec-

trolytic solution. Another attempted solution to the prob-
lem has been to create a "mixed sorbing system" by mix-
ing select getters, such as liquid getters, with the elec-
trolytic solution. An example of such as system is dis-
closed in International Patent Application
PCT/IT2006/000343 in the name of SAES Getters SpA.
An example of a mixed sorbing system using solid sorb-
ers is described in JP 03-292712 wherein an additive
including a particulate of platinum, palladium, or alloys
thereof, is applied onto electrolytic-solution impregnated
paper sheets. Unfortunately, the paper sheets are quite
thin, often less than 10mm in thickness, and may be easily
damaged by the added particles and result in short cir-
cuits within the capacitor.
[0005] Another attempted solution to the problem has
included the use of polymeric barriers to shield the getter
materials from the electrolyte. These barriers have al-
lowed for the use of very effective getter materials in elec-
trolyte environments, where the getter material would
otherwise be subject to passivation. An example of such
a system is disclosed in Italian App. Nos.
MI2005A002344, by SAES Getters SpA, and
MI2006A000056, by SAES Getters SpA. Unfortunately,
such polymer barriers, although permeable to the con-
taminant to allow for sorption, are also designed to be
impermeable to the electrolyte in order to protect the get-
ter material from passivation, resulting in inefficiencies.
Moreover, such polymeric systems tend to be expensive
and difficult to use.
[0006] Accordingly, one of skill will appreciate a solid,
composite getter system that is easy to use in an elec-
trolyte environment and can be used to address passi-
vation. Solid, composite getters have been used so far
only in evacuated or gaseous environments, as they were
never expected to be workable in liquid-containing envi-
ronments known to passivate the getter materials.
[0007] US 5,057,972 describes an electrolytic capac-
itor comprised of two electrodes separated by an ion per-
meable capacitor paper interposed between the elec-
trodes, rolled up to form a compact capacitor. The ca-
pacitor paper is impregnated with electrolyte and con-
tains hydrogen reducing fine particles consisting of pal-
ladium, platinum or an alloy of both in order to reduce
hydrogen generated from the electrolyte.
[0008] WO 2006/089068 describes a flexible multi-lay-
er getter with a gas permeable air covering a gas reser-
voir layer. A barrier may cover part of the gas reservoir
layer and the barrier may include a foil substrate, a pas-
sivation layer or a gas permeable layer.

SUMMARY

[0009] The present invention provides an electrolytic
capacitor according to claim 1.
[0010] The teachings provided herein are directed to
metal getter systems for use in electronic devices. Par-
ticularly, the getter systems taught herein are useful in
an electrolytic environment within electrolytic devices
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and, more particularly, include composite getter systems
that can be used in electrolytic capacitors without passi-
vation.
[0011] In some embodiments, the teachings are direct-
ed to an electrolytic capacitor comprising at least two
electrodes in an electrolytic environment and a solid,
composite getter in contact with the electrolytic environ-
ment. In some embodiments, the electrolytic capacitor is
an electrochemical double layer capacitor. The solid,
composite getter can comprise, for example, a metal get-
ter having a surface area in contact with a palladium com-
pound.
[0012] In some embodiments, the solid composite get-
ter system comprises a solid, composite getter in a po-
rous container. The porous container can be used to re-
tain the solid, composite getter in a desired region of an
electrolyte solution in an electrolytic device. In these em-
bodiments, the solid, composite getter can comprise a
combination of (i) a metal getter comprising zirconium,
titanium, palladium, or chromium and (ii) a palladium
compound comprising palladium, anoxide or nitrate of
palladium, or a palladium alloy. In these embodiments,
the combination of the metal getter and palladium com-
pound inhibits passivation of the getter material in the
electrolyte solution. In some embodiments, the combi-
nation comprises a coating of the palladium compound
on a surface of the metal getter, wherein at least 10% of
the surface of the metal getter is coated by the palladium
compound.
[0013] In some embodiments, the solid, composite get-
ter system comprises a solid, composite getter in the form
of a sheet. In these embodiments, the sheet can comprise
a coextrusion product, such as a coextrusion product of
the metal getter and the palladium containing material.
Or, the sheet can be a foil of the metal getter, such as a
foil having a thickness ranging from about 1 micron to
about 100 microns and coated with a thin film of the pal-
ladium compound having a thickness ranging from about
1 to about 100 nanometers.
[0014] The porous container can be rigid and, in some
embodiments, the porous container can be flexible. The
solid, composite getter can contain preselected particle
sizes, such as particle sizes ranging from about 10 mm
to about 150 mm in diameter. In some embodiments, the
pores in the porous container can be almost as large as
the diameter of the smallest particles in the solid, com-
posite getter.
[0015] The metal getter can comprise a component se-
lected from the group consisting of Zr, Ti, Nb, Ta, and V
metals; Zr alloyed with either Ti, Cr, Mn, Fe, Co, Ni, Al,
Cu, Sn, Si, Y, La, any of the rare earth elements, or mix-
tures thereof; Ti alloyed with either Zr, Cr, Mn, Fe, Co,
Ni, Al, Cu, Sn, Si, Y, La, any of the rare earth elements,
or mixtures thereof; and, any mixture of the aforemen-
tioned metals and alloys. The metal getter can be, for
example, a non-evaporable getter consisting of 70% zir-
conium, 24.6% vanadium, and 5.4% iron, by weight. In
some embodiments, the metal getter can be, for exam-

ple, a non-evaporable getter consisting of 80.8% zirco-
nium, 14.2% cobalt, and 5% TR, by weight; wherein, TR
is a rare-earth metal, yttrium, lanthanum, or mixtures
thereof, and includes mischmetals.
[0016] The teachings are also directed to a compart-
mentalized, metal getter system, which can include the
solid, composite getter system. In some embodiments,
the teachings are directed to a compartmentalized, metal
getter system comprising a metal getter in a porous con-
tainer, wherein the porous container can be designed to
be placed in a getter compartment in an electronic device.
In some embodiments, the porous container can be rigid
and, in some embodiments, the porous container can be
flexible. In some embodiments, the porous container can
be an enclosed porous cylinder, an enclosed porous par-
allelepiped, or a mesh enclosure. In some embodiments,
the porous container can contain particles or pellets con-
taining the metal getter and, in some embodiments, the
particles or pellets can be in contact with a palladium
compound.
[0017] In some embodiments, the particle sizes can
range from about 10 mm to about 150 mm in diameter,
and the pores in the porous container can be almost as
large as the diameter of the smallest particles. In some
embodiments, the compartmentalized, metal getter sys-
tem includes a coating of the palladium compound on a
surface of the metal getter, wherein at least 10% of the
surface of the metal getter is coated by the palladium
compound. See, for example, the solid, composite get-
ters and flexible getter materials described in US Pat.
No. 6,682,817, to SAES Getters, SpA, and WO
2006/089068 to SAES Getters SpA, each of which is
hereby incorporated herein in its entirety by reference.
[0018] In some embodiments, the metal getter com-
prises a component selected from the group consisting
of Zr, Ti, Nb, Ta, and V metals; Zr alloyed with either Ti,
Cr, Mn, Fe, Co, Ni, Al, Cu, Sn, Si, Y, La, any of the rare
earth elements, or mixtures thereof; Ti alloyed with either
Zr, Cr, Mn, Fe, Co, Ni, Al, Cu, Sn, Si, Y, La, any of the
rare earth elements, or mixtures thereof; and, any mixture
of the aforementioned metals and alloys. In some em-
bodiments, the metal getter is a non-evaporable getter
consisting of 70% zirconium, 24.6% vanadium, and 5.4%
iron, by weight. In some embodiments, the metal getter
is a non-evaporable getter consisting of 80.8% zirconium,
14.2% cobalt, and 5% TR, by weight; wherein, TR is a
rare-earth metal, yttrium, lanthanum, or mixtures thereof,
and includes mischmetals.
[0019] In some embodiments, the compartmentalized,
metal getter system can comprise a metal getter in the
form of a sheet, wherein the sheet is designed to be
placed in a getter compartment in an electronic device.
In these embodiments, the sheet can be a coextrusion
product, a pressed and sintered sheet, a mesh, or a foil,
comprising the metal getter. In some embodiments, the
sheet can also comprise a palladium compound. In some
embodiments, the sheet is a foil of the metal getter having
a thickness ranging from about 1 micron to about 100
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microns and coated with a thin film of the palladium com-
pound having a thickness ranging from about 1 to about
100 nanometers.
[0020] The teachings are also directed to an electro-
chemical double layer capacitor comprising a sealed con-
tainer having an inner wall portion, a central portion, a
floor portion, and a getter compartment. The electro-
chemical double layer capacitor has at least two elec-
trodes in an electrolytic environment and a solid, com-
posite getter system in contact with the electrolytic envi-
ronment. The solid, composite getter can include a po-
rous container for retaining the solid, composite getter in
the getter compartment. The solid, composite getter can
comprise a combination of (i) a metal getter comprising
zirconium, titanium, palladium, or chromium and (ii) a pal-
ladium compound comprising palladium, an oxide or ni-
trate of palladium, or a palladium alloy, wherein the com-
bination of the metal getter and palladium compound in-
hibits passivation of the getter material in the electrolyte
solution. In some embodiments, the porous container can
be rigid and, in some embodiments, the porous container
can be flexible.
[0021] In some embodiments, the getter compartment
can be in the central portion of the sealed container. And,
in some embodiments, the getter compartment can be
in the floor portion of the sealed container. In some em-
bodiments, the getter compartment can be adjacent to
the inner wall portion of the sealed container.
[0022] In some embodiments, the electrochemical
double layer capacitor can have a solid, composite getter
system in the form of a sheet, and the sheet can be, for
example, a coextrusion product, or a foil, of the metal
getter and the palladium containing material. The foil of
the metal getter can have a thickness ranging from about
1 micron to about 100 microns and be coated with a thin
film of the palladium compound having a thickness rang-
ing from about 1 to about 100 nanometers.
[0023] The electrochemical double layer capacitor can
also have preselected particle sizes of solid, composite
getter ranging from about 10 mm to about 150 mm in
diameter, and the pores in the porous container can be
almost as large as the diameter of the smallest particles
in the solid, composite getter. In some embodiments, the
combination of the metal getter and palladium compound
comprises a coating of the palladium compound on a
surface of the metal getter, wherein at least 10% of the
surface of the metal getter is coated by the palladium
compound.
[0024] The electrochemical double layer capacitor can
have a metal getter comprising a component selected
from the group consisting of Zr, Ti, Nb, Ta, and V metals;
Zr alloyed with either Ti, Cr, Mn, Fe, Co, Ni, Al, Cu, Sn,
Si, Y, La, any of the rare earth elements, or mixtures
thereof; Ti alloyed with either Zr, Cr, Mn, Fe, Co, Ni, Al,
Cu, Sn, Si, Y, La, any of the rare earth elements, or mix-
tures thereof; and, any mixture of the aforementioned
metals and alloys. The metal getter can be a non-evap-
orable getter consisting of 70% zirconium, 24.6% vana-

dium, and 5.4% iron, by weight. Or, the metal getter can
be a non-evaporable getter consisting of 80.8% zirconi-
um, 14.2% cobalt, and 5% TR, by weight; wherein, TR
is a rare-earth metal, yttrium, lanthanum, or mixtures
thereof, and includes mischmetals.
[0025] The teachings are also directed to a method of
producing an electronic device having a compartmental-
ized, metal getter system. In some embodiments, the
method includes assembling an electronic device con-
taining a compartmentalized, metal getter system;
wherein, the metal getter system comprises a metal get-
ter in a porous container. The porous container can be
used to contain, for example, particles or pellets com-
prising the metal getter.
[0026] In these embodiments, the assembling includes
placing the porous container in a getter compartment in
the electronic device; and baking the electronic device
containing the compartmentalized, metal getter system.
In some embodiments, the porous container can be flex-
ible and, in some embodiments, the porous container
can be rigid. The porous container can be an enclosed
porous cylinder, and enclosed parallelepiped, or a mesh
enclosure. The porous container can be placed, for ex-
ample, in a central portion of the electronic device, or a
floor portion of the electronic device.
[0027] In some embodiments, the compartmentalized,
metal getter system comprises a metal getter in the form
of a sheet. In these embodiments, the assembling in-
cludes placing the sheet in a getter compartment in the
electronic device; and baking the electronic device con-
taining the compartmentalized, metal getter system. In
some embodiments, the assembling includes placing the
sheet in a getter compartment adjacent to the inner wall
portion of the electronic device. The sheet can be a co-
extrusion product, a pressed and sintered sheet, a mesh,
or a foil, comprising the metal getter. The foil can have
a thickness, for example, ranging from about 1 micron to
about 100 microns.
[0028] The compartmentalized, metal getter system
can include a metal getter having preselected particle
sizes ranging from about 10 mm to about 150 mm in di-
ameter, and the porous container can have pores that
are preselected to be almost as large as the diameter of
the smallest particles in the solid, composite getter. In
some embodiments, the electronic device can be an elec-
trolytic capacitor, such as an electrochemical double lay-
er capacitor, wherein the surface of the metal getter is in
contact with a palladium compound.
[0029] The teachings herein are also directed to a
method of removing a contaminant from an electronic
device. The method includes placing a compartmental-
ized, metal getter system in an electronic device, wherein
the metal getter system comprises a metal getter in a
porous container; and creating conditions in which the
metal getter will sorb a contaminant in the electronic de-
vice. The metal getter system can also comprise a metal
getter in the form of a sheet.
[0030] In these embodiments, the placing can include
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placing the porous container in a getter compartment in
a central portion or a floor portion of the electronic device.
In some embodiments, the porous contain can be rigid
and, in some embodiments, the porous container can be
flexible. The porous container can be an enclosed porous
cylinder, and enclosed parallelepiped, or a mesh enclo-
sure. Where the metal getter is in the form of a sheet,
the placing can include placing the sheet in a getter com-
partment adjacent to the inner wall portion of the elec-
tronic device.
[0031] In some embodiments, the compartmentalized,
metal getter system can comprise particles or pellets
comprising the metal getter in a porous container. The
metal getter can have preselected particle sizes ranging
from about 10 mm to about 150 mm in diameter, and the
porous container can have pores with preselected sizes
that are almost as large as the diameter of the smallest
particles in the solid, composite getter.
[0032] In some embodiments, the compartmentalized,
metal getter system can comprise a sheet comprising
the metal getter. In these embodiments, the sheet can
be a coextrusion product, a pressed and sintered sheet,
a mesh, or a foil, comprising the metal getter. In some
embodiments, a foil of the metal getter can have a thick-
ness ranging from about 1 micron to about 100 microns.
[0033] In some embodiments, the electronic device
can be an electrolytic capacitor, such as an electrochem-
ical double layer capacitor, wherein the surface of the
metal getter is in contact with a palladium compound.
[0034] The step of creating conditions in which the met-
al getter will sorb a contaminant in the electronic device
can include, for example, operating the electronic device
or applying energy to the solid, composite getter system
to activate the solid, composite getter.

BRIEF DESCRIPTION OF THE DRAWINGS

[0035] The present invention is illustrated by way of
example, and not by way of limitation, in the figures of
the accompanying drawings and in which:

FIG. 1 illustrates a compartmentalized, metal getter
system in which a solid, composite getter is sand-
wiched between layers of a porous material, accord-
ing to some embodiments;

FIG. 2 is a partially broken perspective view of a com-
partmentalized, metal getter system in which a solid,
composite getter in the form of pellets is provided in
a rigid polymeric container, according to some em-
bodiments;

FIG. 3 is a partially broken perspective view of an
electrolytic capacitor including a solid, composite
getter, according to some embodiments;

FIG. 4 is a partially broken perspective view of an
electrolytic capacitor including a solid, composite

getter and a getter compartment, according to some
embodiments;

FIG. 5 is a cross-sectional view of an electrolytic ca-
pacitor including a solid, composite getter in a central
portion of the capacitor, according to some embod-
iments;

FIG. 6 illustrates a cylindrical capacitor with spiral
electrodes and a thin foil getter, according to some
embodiments; and

FIG. 7 illustrates a cylindrical capacitor with spiral
electrodes and a getter compartment, according to
some embodiments.

DETAILED DESCRIPTION

[0036] Metal getters can be used to remove contami-
nants from within electronic devices, and metal getter
systems that are designed to be compartmentalized with-
in an electronic device can have novel applications, such
as the placement of a solid, composite metal getter into
an electrolytic device. Metal getters can be in the form
of particles having a preselected and predetermined size,
such as powders, or they can be pressed into the form
of pellets. After preselecting and predetermining the par-
ticle and pellet dimensions, the getters can be compart-
mentalized within an electronic device through the use
of a porous container. The porous container will retain
the metal getter and allow for contact between metal get-
ter and its surrounding environment. The container can
also be placed into a specifically positioned getter com-
partment in the electronic device to allow for a selective
positioning and retention of the getter material. Likewise,
metal getters can be formed into sheets. The sheets can
be formed using any method known to one of skill such
as, for example, extrusion of one metal, coextrusion of a
combination of metals, pressing and sintering, or produc-
ing a mesh or foil of one or more metal getters. The sheets
can optionally be coated with a second material such as,
for example, a second metal getter having properties that
differ from a first metal getter.
[0037] As such, the teachings provided herein include
a novel method of removing a contaminant from an elec-
tronic device. The method includes first placing a com-
partmentalized, metal getter system in an electronic de-
vice, wherein the metal getter system comprises a metal
getter in a porous container; and, then creating conditions
in which the metal getter will sorb a contaminant in the
electronic device. The metal getter system can also com-
prise a metal getter in the form of a sheet.
[0038] In these embodiments, the placing can include
placing the porous container in a getter compartment in
a central portion or a floor portion of the electronic device.
In some embodiments, the porous contain can be rigid
and, in some embodiments, the porous container can be
flexible. The porous container can be an enclosed porous
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cylinder, and enclosed parallelepiped, or a mesh enclo-
sure. Where the metal getter is in the form of a sheet,
the placing can include placing the sheet in a getter com-
partment adjacent to the inner wall portion of the elec-
tronic device. The step of creating conditions in which
the metal getter will sorb a contaminant in the electronic
device can include, for example, operating the electronic
device or, by applying energy to the solid, composite get-
ter system to activate the getter. In some embodiments,
the energy applied can be electromagnetic energy, for
example, from laser source. Any method known to one
of skill for creating conditions in which the metal getter
will sorb a contaminant may be used in some embodi-
ments.
[0039] The teachings herein provide a method of pro-
ducing an electronic device having a compartmentalized,
metal getter system. In some embodiments, the method
includes assembling an electronic device containing a
compartmentalized, metal getter system, wherein the
system can include a metal getter in a porous container.
In some embodiments, the electronic device can be an
electrolytic capacitor, such as an electrochemical double
layer capacitor, wherein the surface of the metal getter
is in contact with a palladium compound.
[0040] The porous container can be used to contain,
for example, particles or pellets comprising the metal get-
ter. In these embodiments, the assembling includes plac-
ing the porous container in a getter compartment in the
electronic device; and baking the electronic device con-
taining the compartmentalized, metal getter system. In
some embodiments, the porous container can be flexible
and, in some embodiments, the porous container can be
rigid. The porous container can be an enclosed porous
cylinder, an enclosed parallelepiped, or a mesh enclo-
sure. The porous container can be placed, for example,
in a central portion, or a floor portion, of the electronic
device.
[0041] Accordingly, in some embodiments, the com-
partmentalized, metal getter systems require a sufficient
heat tolerance to ensure that the getter systems can en-
dure the high temperatures of the baking process used
in producing some electrolytic devices. A sufficient heat
tolerance would allow the composite getter system to be
installed into an electrolytic capacitor before baking, for
example, rather than adding the composite getter system
as one of the last production steps. Accordingly, provid-
ing a compartmentalized, metal getter system with a suf-
ficient heat tolerance for baking will provide one of skill
with added flexibility and choices in the selection of pro-
duction processes.
[0042] The embodiments taught herein can be used,
for example, to remove gaseous contaminants from en-
vironments containing a liquid, such as electrolytic envi-
ronments in electrolytic devices. In these environments,
the solid, composite getters are exposed to an electrolytic
solution, which usually includes at least a solvent and an
ionic salt, or ionizing compound. The metal getter sys-
tems taught herein are, in fact, useful in the electrolytic

environment within electrolytic devices and, more partic-
ularly, can be used in electrolytic capacitors without pas-
sivation.
[0043] An "electrolytic environment" can refer, for ex-
ample, to any environment in an electronic device con-
taining a solvent and an ionizing compound. In some em-
bodiments, the electrolytic environment includes an area
in an electronic device that contains electrolyte, which is
an ionic conductor of electricity and contains charged
atoms or molecules, including the contents of the area
as they exist before, during, or after operation of the elec-
tronic device. In some embodiments, the electrolytic en-
vironment can be specific and may include, for example,
boric acid or sodium borate in aqueous solution together
with various sugars or ethylene glycol added to slow
evaporation. In some embodiments, the electrolyte en-
vironment can include a free flowing electrolyte solution
and, in some embodiments, the electrolyte environment
can include a material saturated with electrolyte solution,
such that movement of the electrolyte solution occurs
through the saturated material. In some embodiments,
the electrolyte environment can include the solid oxide
electrolyte present in some electrolytic devices.
[0044] In the case of electrochemical double layer ca-
pacitors, for example, where acetonitrile and propylene
carbonate are frequently employed as solvents, and
tetraethyl ammonium tetrafluoroborate are used as salts,
it has been discovered that metal getters combined with
a palladium compound do not lose gas-sorption proper-
ties, meaning that they do not become passivated. Al-
though they exhibit a significantly reduced absorption ca-
pacity when used within electrolytic capacitors, these sol-
id, composite metal getter systems surprisingly resist
passivation and retain a sufficient sorption capacity for
use in an electrolytic environment.
[0045] The term "solid, composite getter" can refer to
a combination of a metal getter and at least a second
material that is combined with the metal getter, wherein
the second material (i) may, or may not, have the function
of removing contaminants and (ii) does inhibit passivation
of the metal getter material in an electrolytic environment.
In some embodiments, a solid, composite getter can be
obtained by coating a surface of a suitable metal getter
material with a palladium compound, such as palladium,
palladium oxide, palladium-silver alloys or palladium
compounds. In some embodiments, other palladium
compounds and materials having similar properties may
be used.
[0046] In some embodiments, from about 1% to about
100% of the surface of a metal getter material can be
coated to form a solid, composite getter. In some em-
bodiments, from about 2% to about 99%, from about 5%
to about 95%, from about 10% to about 90%, 20% to
about 50%, from about 50% to about 99%, or any range
therein, of the surface of a metal getter can be coated to
form a solid composite getter for the uses taught herein.
In some embodiments, from about 10% to about 90% of
the surface of the metal getter is coated with a palladium
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compound. In some embodiments, at least 10% of the
surface of the metal getter is coated with a palladium
compound. In some embodiments, the palladium coating
comprises a palladium-silver alloy containing up to 30
atomic percent silver.
[0047] In some embodiments, the metal getters can
include the zirconium-based alloys described, for exam-
ple, in U.S. Pat. Nos. 3,203,901; 4,071,335; 4,306,887;
4,312,669; 4,668,424; and, 5,961,750. In some embod-
iments, Zr-V-Fe alloys or equivalents can be used to form
a metal getter substrate for the palladium coating or
equivalent. In some embodiments, the metal getter com-
prises a component selected from the group consisting
of Zr, Ti, Nb, Ta, and V metals; Zr alloyed with either Ti,
Cr, Mn, Fe, Co, Ni, AI, Cu, Sn, Si, Y, La, any of the rare
earth elements, or mixtures thereof; Ti alloyed with either
Zr, Cr, Mn, Fe, Co, Ni, AI, Cu, Sn, Si, Y, La, any of the
rare earth elements, or mixtures thereof; and, any mixture
of the aforementioned metals and alloys. In some em-
bodiments, the metal getter is a non-evaporable getter
consisting of 70% zirconium, 24.6% vanadium, and 5.4%
iron, 25 by weight. In some embodiments, the metal get-
ter is a non-evaporable getter consisting of 80.8% zirco-
nium, 14.2% cobalt, and 5% TR, by weight; wherein, TR
is a rare-earth metal, yttrium, lanthanum, or mixtures
thereof, and includes mischmetals. See, for example,
U.S. Pat. No. 5,961,750 and SAES getter St787® (SAES
Getters SpA).
[0048] In some embodiments, the solid, composite get-
ters may be used in the form of powders, pellets derived
from the powders, sheets derived from the powders,
sheets derived from coextrusions, and can sometimes
be manufactured in the form of meshes. Pellets and
sheets can be produced, for example, by pressing the
powders in suitable molds, and the pressed sheets may
be sintered. One of skill will appreciate that the solid,
composite getters can also come in a variety of other
configurations that may be useful for particular applica-
tions and can be produced by a variety of known proc-
esses.
[0049] In some embodiments, a palladium coating
should have a thickness of less than about 5 microns. In
some embodiments, the palladium coating can have a
thickness range from about 1 micron to about 20 microns,
from about 2 microns to about 15 microns, from about 3
microns to about 12 microns, from about 4 microns to
about 10 microns, from about 5 microns to about 7 mi-
crons, or any range therein It should be noted that greater
thicknesses consume larger quantities of palladium,
which is expensive, and may be unnecessary, given the
high hydrogen sorption capacity of palladium.
[0050] The palladium may be deposed onto a metal
getter particle using any of many techniques known to
one of skill. For coverages less than 100%, evaporative
or sputtering techniques can be used, in which the metal
getter particles are placed within a chamber maintained
under vacuum in the form of a thin powder bed on a sam-
ple holder beneath a palladium source. For evaporative

depositions, the palladium source can be a metal wire of
palladium that is heated by passing current through it to
boil off palladium. In sputtering depositions, the palladium
source can be be a target that is maintained at a negative
potential and bombarded with positive ions, typically ar-
gon or another inert element. Sputtering may be prefer-
able when the palladium source is a palladium-silver al-
loy. Partial or total coverage can also be obtained by
using chemical vapor deposition. This technique involves
evaporating a volatile or volatilizable precursor species
that includes the element or compound to be deposited.
Organometallic palladium compounds are preferable
when using chemical vapor deposition to form a coating.
[0051] Liquid phase impregnation can be used to ob-
tain coverages up to about 100%. Metal getter particles
are stirred into a solution of a palladium compound in a
suitable solvent and maintained at a temperature be-
tween about 25 °C and about 50 °C. In some embodi-
ments, the solvent can be water, an alcohol, or a mixture
thereof. Suitable palladium compounds include, for in-
stance, palladium nitrate, palladium acetate, and salts of
the tetraminic palladium complex. The solution is dried
by evaporating off the solvent, and the resulting dry pow-
der is heated at about 500 °C under vacuum for about 5
minutes to about 45 minutes convert remaining palladium
salt on the surface of the getter to palladium oxide or
palladium. Palladium oxides can be reduced to palladium
by the metal getter itself. The getter particles may be
precharged with hydrogen (hydrogenated) before the
coating is deposited and then thermally treated to clean
the surface of the exposed portion of the getter particle
and improve the sorption properties for gases other than
hydrogen.
[0052] FIG. 1 illustrates a compartmentalized, metal
getter system in which a solid, composite getter is sand-
wiched between layers of a porous material, according
to some embodiments. Composite getter system 10 in-
cludes including two gas-permeable sheets 11,12 that
are welded together at 15 and define a cavity 13, such
that the combination of the sheets 11,12 and cavity 13
serves as a container for a solid, composite getter in pow-
der form that can be placed into a device, such as an
electrolytic capacitor. This system can be squeezed and
manipulated into a given portion of an electronic device
that requires sufficient deformability to allow for place-
ment of the system.
[0053] If used in an electrolytic capacitor, the container
formed by sheets 11,12 and cavity 13 must generally be
compatible with the electrolytic environment. According-
ly, one of skill will understand that various materials can
be used to form the container. Sheets 11,12 can be for
example, polymeric sheets made a wide variety of poly-
mers known to one of skill in the art. In some embodi-
ments, the sheets can be made from polymers that can
include a component selected from the group consisting
of polytetrafluoroethylene, polyethylene, and polypropyl-
ene. In some embodiments, the polymeric sheets can be
made from a combination of polymers, copolymers, and
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combinations thereof. Sheets 11,12 can also be in form
of permeable foils, woven fabrics, non-woven fabrics, or
metallic nets.
[0054] FIG. 2 is a partially broken perspective view of
a compartmentalized, metal getter system in which a sol-
id, composite getter in the form of pellets is provided in
a rigid polymeric container, according to some embodi-
ments. The system includes a composite, metal getter.
Composite getter system 20 includes a porous container
21 and a solid, composite metal getter 22,22’. The con-
tainer 21 may be sufficiently rigid so as to retain its shape
during installation into a capacitor, such as when its in-
stalled, for example, into a suitably configured cavity of
an electrolytic capacitor. As described above, one of skill
will appreciate that various materials can be used for the
container 21. In some embodiments, the container can
be made of poly(propylene) or poly(ethylene).
[0055] In some embodiments, a suitable preselected
particle size should range from about 10 mm to about 150
mm in diameter, from about 20 mm to about 100 mm in
diameter, from about 30 mm to about 70 mm in diameter,
from about 50 mm to about 125 mm in diameter, or any
range therein. The diameter is considered to be merely
the average distance across opposite sides of a particle,
regardless of the shape of the particle. These sizes can
be predetermined, for example, by any method known
to one of skill such as, for example, through the use of
sieves. In some embodiments, the solid, composite get-
ter can include either a narrow or broad range of sizes
and size distributions.
[0056] It should be appreciated that the geometry, wall
thickness, pore distribution, and pore size of the material
used to form any of the porous containers taught herein
can vary greatly. The size of the pores should be selected
so that the average pore size does not exceed the size
of the smallest predetermined particle size in order to
retain the particles. The minimum particle size can be
controlled by sieving the powders and choosing the de-
sired fraction or fractions. For example, if the getter ma-
terial is used in a powder form, a suitable pore size may
range from less than about 10 mm to less than about 150
mm in diameter, where the diameter again is considered
to be merely the average distance across opposite sides
of a porous opening, regardless of the shape of the open-
ing. In some embodiments, the pores in the porous con-
tainer can be almost as large as the diameter of the small-
est particles in the solid, composite getter and still retain
the solid, composite getter in the composite getter sys-
tem.
[0057] In some embodiments, the compartmentalized,
metal getter system comprises a metal getter in the form
of a sheet. In these embodiments, the assembling in-
cludes placing the sheet in a getter compartment in the
electronic device; and baking the electronic device con-
taining the compartmentalized, metal getter system. In
some embodiments, the assembling includes placing the
sheet in a getter compartment adjacent to the inner wall
portion of the electronic device. The sheet can be a co-

extrusion product, a pressed and sintered sheet, a mesh,
or a foil, comprising the metal getter and, optionally a
second metal getter. The foil can have a thickness, for
example, ranging from about 1 micron to about 100 mi-
crons and can optionally have a coating of the second
metal getter. In some embodiments, the second metal
getter can be a palladium compound. In some embodi-
ments, the sheet is a foil of the metal getter having a
thickness ranging from about 1 micron to about 100 mi-
crons and coated with a thin film of the palladium com-
pound having a thickness ranging from about 1 to about
100 nanometers.
[0058] In some embodiments, the solid, composite get-
ter can be made from a foil of getter coated with a thin
porous material. For example, a thin titanium foil can be
coated with a thin palladium layer. Suitable thicknesses
for the titanium can range, for example, from tens of mi-
crons to a few hundred microns, whereas the palladium
coating should be in the nanometer range. In some em-
bodiments, the palladium coating can range in thickness
from about 10 nanometers to about 100 nanometers,
from about 20 nanometers to about 90 nanometers, from
about 30 nanometers to about 80 nanometers, from
about 15 nanometers to about 75 nanometers, from
about 20 nanometers to about 50 nanometers, or any
range therein. Since the solid, composite getters taught
herein do not always need to be enclosed to avoid pas-
sivation, meaning that they can be in contact with a liquid
environment such as an electrolytic environment, man-
ufacturing them a bendable metallic foil allows them to
be easily integrated within electrolytic devices of a variety
of configurations, shapes and sizes.
[0059] In embodiments that include a titanium getter
combined with palladium, an unexpected and surprising
result was found. A higher the amount of palladium re-
sulted in a higher sorption speed for the solid, composite
getter. This result was particularly unexpected and sur-
prising when the solid, composite getter was a thin film
of titanium coated with a thin layer of palladium. One of
skill would not ordinarily choose a titanium/palladium
combination, since the art has shown the titanium/palla-
dium combination to be rather poorly suited for use within
electrolytic capacitors. Nevertheless, the use of higher
amounts of palladium has surprisingly made the titani-
um/palladium combination useful in electrolytic capaci-
tors. Moreover, the system is compatible with known ap-
plication requirements, and its mechanical flexibility
through use of thin metallic layers makes it particularly
desirable for some specific embodiments where the abil-
ity to manipulate the getter material is useful.
[0060] FIG. 3 is a partially broken perspective view of
an electrolytic capacitor including a solid, composite get-
ter according to some embodiments. The capacitor 30
includes a hermetic container 31 containing an electro-
lytic solution (not shown), electrodes 32,32’ immersed
into the electrolytic solution, electrical contacts 34,34’
provided on the electrodes, and a solid, composite getter
system or material 33. Only two electrodes are shown in
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FIG. 3 for simplicity, and in some embodiments, electro-
lytic capacitors may contain many such electrodes, in
which tens of electrodes are provided.
[0061] FIG. 4 is a partially broken perspective view of
an electrolytic capacitor including a solid, composite get-
ter and a getter compartment, according to some em-
bodiments. Capacitor 40 contains a getter compartment
43 for holding solid, composite getter 45. The getter com-
partment 43 is essentially an empty portion of the her-
metic container 31 of the electrolytic capacitor 40 that
communicates with the portion of the capacitor holding
the electrodes 32,32’ and electrolyte. Electrolyte can be
added to fill the getter compartment 43 as needed.
[0062] FIG. 5 is a cross-sectional view of an electrolytic
capacitor including a solid, composite getter in a central
portion of the capacitor, according to some embodi-
ments. The composite getter 10 system may be inserted
into a central portion of the electrolytic capacitor 50. The
capacitor 50 has a cylindrical geometry and is viewed in
cross section along its axis. The capacitor 50 has a her-
metic container 51 that encloses electrodes 52 which are
thin, metallic sheets rolled to form a spiral and illustrated
by the vertical parallel lines. The electrodes 52 are im-
mersed in an electrolyte (not shown), and electrical con-
tacts 54,54’ enable communication between the elec-
trodes 52 and the outside of the hermetic container 51.
In this example, the solid, composite getter 10 is in the
central portion of the capacitor 50, which is particularly
suitable when there is a preference for placing a rigid
composite getter system within a pre-allocated space in
a capacitor.
[0063] Although FIG. 5 shows a cylindrical geometry,
one of skill will recognize that a multitude of geometries
will provide the intended function, and the selection of a
particular geometry may be application specific. For ex-
ample, there are several different cylindrical forms pos-
sible, as cylinders can be in any of a variety of cross-
sectional shapes, such as a square rectangle, ellipse,
etc. As such, one of skill will understand that this teaching
does not limit the possible shapes of the containers used
to enclose the components of a device. For example, a
capacitor container can be in the form of a parallelepiped,
of any variation, which may be desirable in some embod-
iments.
[0064] FIG. 6 illustrates a cylindrical capacitor with spi-
ral electrodes and a thin foil getter, according to some
embodiments. A solid, composite getter system 63 is
placed on the inner wall portion of a hermetic container
61, and the electrodes 62 of the capacitor 60 are wound
around each other. In this embodiment, a particular use-
ful solid, composite getter can include the titanium foil,
due to its flexibility. For example, as discussed above, a
titanium foil covered with a thin palladium layer has been
found to be useful in electrolytic environments.
[0065] FIG. 7 illustrates a cylindrical capacitor with spi-
ral electrodes and a getter compartment, according to
some embodiments. Electrolytic capacitor 70 has a her-
metic container 71 and electrodes 72. The capacitor 70

also has a getter compartment 73 located in the floor
portion of the capacitor that includes a solid, composite
getter system 75. This embodiment has the advantage
that there are less geometrical constraints as a result of
the manner in which the composite getter system is po-
sitioned relative to the electrical contacts.

Example

[0066] Powders of a metal getter having composition
by weight of Zr 70% - V 24.6% - Fe 5.4% are sieved to
recover a getter powder having a grain size fraction rang-
ing from about 53 mm to about 128 mm. 100 g of this
fraction is added to a solution prepared by dissolving 0.5
g of palladium nitrate dihydrate, Pd(NO3)2 3 2 H2O, in
40 ml distilled water in a glass flask. The flask is connect-
ed to a Rotavapor®, and the solution is heated to 70 °C
and maintained for 5 hours of stirring, resulting in the
evaporation of water and deposition of palladium nitrate
onto the surface of the getter powder. The powders are
then subjected to a thermal treatment at 500 °C under
vacuum for 3 hours and allowed to cool to room temper-
ature for about the next 16 hours. As a result, the palla-
dium nitrate decomposes into metallic palladium that
forms "islands" on the surface of the grains of the getter
material. The nominal amount of palladium is equal to
0.2 % by weight of the solid, composite getter.
[0067] The hydrogen sorption properties of the solid,
composite getters are evaluated by using a sorption test-
ing system having sample chamber connected to a dos-
ing chamber through a needle valve. The sample cham-
ber and the dosing chamber have volumes of of 1 L. The
sorption testing system is equipped with gauges for
measuring the total pressure in the two chambers and
connected to a pumping system that is based on a tur-
bomolecular pump as the main pump.
[0068] 300 mg of the palladium-coated powder is
placed in the sample chamber, as described above, and
a container of solvent (acetonitrile) that can be opened
or closed using a needle valve, is also connected to the
sample chamber. The sorption testing system is evacu-
ated and then isolated from the pumping system. With
the needle valve between sample and dosing chamber
closed, the acetonitrile container is opened, allowing the
vapors of this compound to saturate the sample chamber.
Hydrogen is fed to the dosing chamber until a pressure
of 540 hPa is reached; the needle valve is then opened,
allowing hydrogen to diffuse into the sample chamber:
under these conditions, at the beginning of the test the
partial pressure of hydrogen in the sample chamber is
266 hPa. The solid, composite getter immediately starts
to sorb hydrogen, and the pressure decrease in the sam-
ple chamber is monitored. The test is stopped when the
pressure reaches a steady value. At the end of the test,
the powders are extracted from the sample chamber and
analyzed for hydrogen content using a LEeO RH-402
analyzer; the quantity of sorbed hydrogen, normalized
by the weight of getter material, is 107 (hPa x I / g).
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[0069] The procedure described above is repeated
starting with I g of palladium nitrate dihydrate, obtaining
a composite material with a nominal amount of 0.4% by
weight of palladium. The sorption test is repeated with
this second sample, obtaining in the end a quantity of
sorbed hydrogen equal to 95 (hPa x I / g).
[0070] Similar tests run with non-coated getter mate-
rials have resulted in null hydrogen sorption.

Claims

1. An electrolytic capacitor (30; 40; 50; 60; 70) com-
prising:

at least two electrodes (32, 32’; 52; 62; 72)in a
hermetic electrolytic environment (31; 51; 61;
71); and characterised by
a solid, composite getter (33; 45; 10; 63; 73) in
contact with the electrolytic environment and
comprising a metal getter having a surface area
in contact with a palladium compound, wherein
the solid, composite getter comprises a combi-
nation of (i) a metal getter comprising zirconium,
titanium or palladium and (ii) a palladium com-
pound comprising palladium, an oxide of palla-
dium, or a palladium alloy, wherein the combi-
nation of the metal getter and palladium com-
pound inhibits passivation of the getter material
by the electrolyte environment; and wherein the
composite getter is in the form of a sheet (11,
12) for retaining the metal getter in a desired
region of an electrolyte solution in an electrolytic
device.

2. The electrolytic capacitor of claim 1, wherein the
electrolytic capacitor is an electrochemical double
layer capacitor.

3. The electrolytic capacitor of claim 1, wherein the
sheet comprises a coextrusion product of the metal
getter and the palladium compound.

4. The electrolytic capacitor of claim 1, wherein the
sheet is a foil of the metal getter having a thickness
ranging from about 1 micron to about 100 microns
and coated with a thin film of the palladium com-
pound having a thickness ranging from about 1 to
about 100 nanometers.

5. The electrolytic capacitor of claim 1, wherein the
combination comprises a coating of the palladium
compound on a surface of the metal getter, wherein
at least 10% of the surface of the metal getter is
coated by the palladium compound.

6. The electrolytic capacitor of claim 1, wherein the met-
al getter comprises a component selected from the

group consisting of Zr, Ti, Nb, Ta, and V metals; Zr
alloyed with either Ti, Cr, Mn, Fe, Co, Ni, Al, Cu, Sn,
Si, Y, La, any of the rare earth elements, or mixtures
thereof; Ti alloyed with either Zr, Cr, Mn, Fe, Co, Ni,
Al, Cu, Sn, Si, Y, La, any of the rare earth elements,
or mixtures thereof; and any mixture of the afore-
mentioned metals and alloys.

7. The electrolytic capacitor of claim 1, wherein the met-
al getter is a non- evaporable getter consisting of
70% zirconium, 24.6% vanadium, and 5.4% iron, by
weight.

8. The electrolytic capacitor of claim 1, wherein the met-
al getter is a non-evaporable getter consisting of
80.8% zirconium, 14.2% cobalt, and 5% TR, by
weight, wherein TR is a rare-earth metal, yttrium,
lanthanum, or mixtures thereof, and includes misch-
metals.

9. The electrolytic capacitor of claim 1, wherein the
composite getter comprises a sheet of a titanium get-
ter having a palladium coating.

10. The electrolytic capacitor of claim 1, wherein the
composite getter is located in a porous container for
retaining the metal getter in a desired region of the
electrolytic capacitor.

11. The electrolytic capacitor of claim 1, wherein the sol-
id, composite getter contains preselected particle
sizes ranging from about 10 mm to about 150 mm
diameter, and the pores in the porous container are
almost as large as the diameter of the smallest par-
ticles in the metal getter.

12. The electrolytic capacitor of claim 1, wherein the
electrolytic environment is a liquid electrolyte.

Patentansprüche

1. Elektrolytkondensator (30; 40; 50; 60; 70), der Fol-
gendes aufweist:

wenigstens zwei Elektroden (32, 32’; 52; 62; 72)
in einer hermetischen elektrolytischen Umge-
bung (31; 51; 61; 71); und gekennzeichnet
durch
ein festes Kompositgetter (33; 45; 10; 63; 73),
das in Kontakt mit der elektrolytischen Umge-
bung ist und ein Metallgetter aufweist, das eine
Oberfläche aufweist, die in Kontakt mit einer Pal-
ladiumverbindung ist, wobei das feste Kompo-
sitgetter eine Kombination aus (i) einem Metall-
getter, das Zirkonium, Titan oder Palladium auf-
weist, und (ii) einer Palladiumverbindung ist, die
Palladium, ein Oxid von Palladium oder eine
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Palladiumlegierung aufweist, wobei die Kombi-
nation des Metallgetters und der Palladiumver-
bindung eine Passivierung des Gettermaterials
durch die Elektrolytumgebung hemmt; und wo-
bei das Kompositgetter in Form eines Bogens
(11, 12) vorliegt, um das Metallgetter in einem
erwünschten Bereich einer Elektrolytlösung in
einer Elektrolytvorrichtung zu halten.

2. Elektrolytkondensator nach Anspruch 1, wobei der
Elektrolytkondensator ein elektrochemischer Dop-
pelschicht-Kondensator ist.

3. Elektrolytkondensator nach Anspruch 1, wobei der
Bogen ein Koextrusionsprodukt des Metallgetters
und der Palladiumverbindung aufweist.

4. Elektrolytkondensator nach Anspruch 1, wobei der
Bogen eine Folie des Metallgetters ist, die eine Dicke
im Bereich von ungefähr 1 Mikrometer bis ungefähr
100 Mikrometer aufweist und mit einem dünnen Film
der Palladiumverbindung beschichtet ist, der eine
Dicke im Bereich von ungefähr 1 bis ungefähr 100
Nanometer aufweist.

5. Elektrolytkondensator nach Anspruch 1, wobei die
Kombination eine Beschichtung der Palladiumver-
bindung auf einer Oberfläche des Metallgetters auf-
weist, wobei wenigstens 10% der Oberfläche des
Metallgetters mit der Palladiumverbindung be-
schichtet sind.

6. Elektrolytkondensator nach Anspruch 1, wobei das
Metallgetter ein Bauteil aufweist, das aus der Gruppe
bestehend aus Zr-, Ti-, Nb-, Ta- und V-Metallen; Zr
legiert mit entweder Ti, Cr, Mn, Fe, Co, Ni, Al, Cu,
Sn, Si, Y, La, einem der seltenen Erdmetalle oder
Mischungen davon; Ti legiert mit entweder Zr, Cr,
Mn, Fe, Co, Ni, Al, Cu, Sn, Si, Y, La, einem der sel-
tenen Erdmetalle oder Mischungen davon; und einer
Mischung der zuvor genannten Metalle und Legie-
rungen ausgewählt ist.

7. Elektrolytkondensator nach Anspruch 1, wobei das
Metallgetter ein nicht-verdunstbares Getter ist, das
aus 70 Gew.-% Zirkonium, 24,6 Gew.-% Vanadium
und 5,4 Gew.-% Eisen besteht.

8. Elektrolytkondensator nach Anspruch 1, wobei das
Metallgetter ein nicht-verdunstbares Getter ist, das
aus 80,8 Gew.-% Zirkonium, 14,2 Gew.-% Kobalt
und 5 Gew.-% TR besteht, wobei TR ein seltenes
Erdmetall, Yttrium, Lanthan oder Mischungen davon
ist und Mischmetalle einschließt.

9. Elektrolytkondensator nach Anspruch 1, wobei das
Kompositgetter einen Bogen eines Titangetters auf-
weist, das eine Palladiumbeschichtung aufweist.

10. Elektrolytkondensator nach Anspruch 1, wobei das
Kompositgetter in einem porösen Behälter positio-
niert ist, um das Metallgetter in einem erwünschten
Bereich des Elektrolytkondensator zu halten.

11. Elektrolytkondensator nach Anspruch 1, wobei das
feste Kompositgetter vorausgewählte Partikelgrö-
ßen enthält, die im Bereich von ungefähr 10 mm bis
ungefähr 150 mm im Durchmesser liegen, und die
Poren in dem porösen Behälter fast so groß sind wie
der Durchmesser der kleinsten Partikel in dem Me-
tallgetter.

12. Elektrolytkondensator nach Anspruch 1, wobei die
Elektrolytumgebung ein flüssiger Elektrolyt ist.

Revendications

1. Condensateur électrolytique (30 ; 40 ; 50 ; 60 ; 70)
comprenant :

au moins deux électrodes (32, 32’ ; 52 ; 62 ; 72)
dans un environnement électrolytique herméti-
que (31 ; 51 ; 61 ; 71) ; et caractérisé par
un getter composite solide (33 ; 45 ; 10 ; 63 ; 73)
en contact avec l’environnement électrolytique
et comprenant un getter métallique ayant une
superficie en contact avec un composé de pal-
ladium, où le getter composite solide comprend
une combinaison de (i) un getter métallique
comprenant du zirconium, du titane ou du pal-
ladium et (ii) un composé de palladium compre-
nant du palladium, un oxyde de palladium, ou
un alliage de palladium, où la combinaison du
getter métallique et du composé de palladium
inhibe la passivation du matériau de getter par
l’environnement électrolytique ; et
où le getter composite se présente sous la forme
d’une tôle (11, 12) pour retenir le getter métalli-
que dans une région souhaitée d’une solution
électrolytique dans un dispositif électrolytique.

2. Condensateur électrolytique de la revendication 1,
dans lequel le condensateur électrolytique est un
condensateur électrochimique à double couche.

3. Condensateur électrolytique de la revendication 1,
dans lequel la tôle comprend un produit de coextru-
sion du getter métallique et du composé de palla-
dium.

4. Condensateur électrolytique de la revendication 1,
dans lequel la tôle est une feuille du getter métallique
ayant une épaisseur se trouvant dans la plage allant
d’environ 1 micron à environ 100 microns et revêtue
d’un film mince du composé de palladium ayant une
épaisseur se trouvant dans la plage allant d’environ
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1 à environ 100 nanomètre (s).

5. Condensateur électrolytique de la revendication 1,
dans lequel la combinaison comprend un revête-
ment du composé de palladium sur une surface du
getter métallique, où au moins 10% de la surface du
getter métallique est revêtu du composé de palla-
dium.

6. Condensateur électrolytique de la revendication 1,
dans lequel le getter métallique comprend un com-
posant choisi dans le groupe consistant en les mé-
taux Zr, Ti, Nb, Ta et V ; du Zr allié soit au Ti, Cr, Mn,
Fe, Co, Ni, Al, Cu, Sn, Si, Y, La, à l’un quelconque
des éléments de terres rares, ou à leurs mélanges ;
du Ti allié soit au Zr, Cr, Mn, Fe, Co, Ni, Al, Cu, Sn,
Si, Y, La, à l’un quelconque des éléments de terres
rares, ou à leurs mélanges ; et un mélange quelcon-
que des métaux et alliages susmentionnés.

7. Condensateur électrolytique de la revendication 1,
dans lequel le getter métallique est un getter non
évaporable constitué de 70% de zirconium, 24,6%
de vanadium et de 5,4% de fer, en poids.

8. Condensateur électrolytique de la revendication 1,
dans lequel le getter métallique est un getter non
évaporable constitué de 80,8% de zirconium, de
14,2% de cobalt, et de 5% de TR, en poids, où TR
est un métal de terres rares, l’yttrium, le lanthane,
ou leurs mélanges, et comporte des mischmétaux.

9. Condensateur électrolytique de la revendication 1,
dans lequel le getter composite comprend une tôle
d’un getter de titane ayant un revêtement en palla-
dium.

10. Condensateur électrolytique de la revendication 1,
dans lequel le getter composite est situé dans un
récipient poreux pour retenir le getter métallique
dans une région souhaitée du condensateur électro-
lytique.

11. Condensateur électrolytique de la revendication 1,
dans lequel le getter composite solide contient des
dimensions de particules présélectionnées se trou-
vant dans la plage allant d’environ 10 mm à environ
150 mm de diamètre, et les pores dans le récipient
poreux sont presque aussi grands que le diamètre
des plus petites particules dans le getter métallique.

12. Condensateur électrolytique de la revendication 1,
dans lequel l’environnement électrolytique est un
électrolyte liquide.
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