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Description

BACKGROUND OF THE INVENTION

1. Field of the Invention

[0001] The present invention relates to a construction
machine.

2. Background Art

[0002] Conventionally, there has been known a con-
struction machine provided with a lower propelling body,
and an upper slewing body loaded on the lower propelling
body, wherein the upper slewing body has an equipment
room cover for covering an equipment room provided on
the upper slewing body. An example of such a construc-
tion machine according to the preamble of claim 1 is
disclosed in Japanese Unexamined Patent Publication
No. 2008-208551.
[0003] An air intake duct, a radiator, a fan, and an en-
gine are disposed in this order from the upstream side
with respect to an airflow direction within the equipment
room of the construction machine. An air filter is mounted
to the air intake duct. A filter contact surface facing the
upstream side of airflow is formed along the entire cir-
cumference of a filter mounting portion of the air intake
duct. Further, an elastic member constituted of a plate
spring is provided on a front end side portion of the filter
mounting portion, the front end side corresponding to a
far side when viewed from a maintenance port of an
equipment room cover. By pressing an upstream side
surface of the air filter with respect to the airflow direction
by the elastic member constituted of the plate spring, the
air filter is pressed against the filter contact surface, and
the position of the air filter is fixed. An air filter mount-
ing/dismounting operation with respect to the filter mount-
ing portion is performed by dismounting the air filter from
the filter mounting portion toward the upstream side with
respect to the airflow direction, or by mounting the air
filter to the filter mounting portion from the upstream side
with respect to the airflow direction.
[0004] In a small-slewable type construction machine,
various pieces of equipment are densely disposed in an
equipment room. In particular, in the case where an
equipment such as an air cleaner is disposed on the up-
stream side of an air filter with respect to an airflow di-
rection, it is difficult to sufficiently secure a space for in-
stalling an elastic member which is operable to press the
air filter against a filter mounting portion for fixing the
position of the air filter, or to sufficiently secure a work
space for mounting and dismounting the air filter.

SUMMARY OF THE INVENTION

[0005] An object of the invention is to provide an ar-
rangement that enables to dispose a locking device for
fixing the position of an air filter in an equipment room,

and enables to smoothly mount or dismount the air filter,
even if the space in the equipment room on the upstream
side of the air filter with respect to an airflow direction is
limited.
[0006] A construction machine according to an aspect
of the invention is provided with a lower propelling body,
and an upper slewing body loaded on the lower propelling
body. The upper slewing body includes an equipment
room cover which covers an equipment room provided
on the upper slewing body, a radiator which is disposed
in the equipment room, an air intake duct which is dis-
posed on an upstream side of the radiator with respect
to an airflow direction in the equipment room, and an air
filter which filters an airflow to be taken into the air intake
duct. The radiator has a core surface, and is disposed in
such a manner that the core surface faces one side in
width direction of the upper slewing body, the core sur-
face being a surface for receiving an airflow taken into
the radiator. The air intake duct has a filter mounting por-
tion to which the air filter is dismountably mounted. The
air filter has a filter surface, and is mounted to the filter
mounting portion in a state that the filter surface faces
the core surface of the radiator, the filter surface being a
surface through which an airflow filtered through the air
filter is allowed to exit. The equipment room cover is
formed with a maintenance hole at a position correspond-
ing to a rear side of the air filter mounted to the filter
mounting portion, the maintenance hole having such a
shape as to allow the air filter to pass. The filter mounting
portion has a pair of guide members extending along an
upper surface and a lower surface of the air filter mounted
to the filter mounting portion respectively, a contact mem-
ber which is contacted with a front surface of the air filter
mounted to the filter mounting portion, and a locking de-
vice which fixes a position of the air filter in a state that
the front surface of the air filter is contacted with the con-
tact member. The locking device has a movable member
which is configured to be movable between a locking
position and a lock-releasing position, the movable mem-
ber being configured in such a manner that when the
movable member is in the locking position, the movable
member contacts with a rear surface of the air filter in a
state that the front surface of the air filter is contacted
with the contact member while the air filter is disposed
between the paired guide plates, thereby the air filter is
sandwiched and held between the movable member and
the contact member, and that when the movable member
is in the lock-releasing position, the movable member is
moved away from the rear surface of the air filter in a
state that the front surface of the air filter is contacted
with the contact member while the air filter is disposed
between the paired guide plates for allowing movement
of the air filter toward the rear side of the air filter.

BRIEF DESCRIPTION OF THE DRAWINGS

[0007]
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FIG. 1 is a perspective view showing an entire ar-
rangement of a construction machine according to
an embodiment of the invention;
FIG. 2 is a plan view showing an internal arrange-
ment of an upper slewing body;
FIG. 3 is a rear view showing the internal arrange-
ment of the upper slewing body;
FIG. 4 is a perspective view showing a configuration
of an air intake duct;
FIG. 5 is a perspective view showing a configuration
of a projection plate of an air filter;
FIG. 6 is a perspective view showing a locking device
in a state that a movable member is disposed in a
locking position; and
FIG. 7 is a perspective view showing the locking de-
vice in a state that the movable member is disposed
in a lock-releasing position.

DETAILED DESCRIPTION OF THE EMBODIMENTS 
OF THE

INVENTION

[0008] In the following, an embodiment of the present
invention is described referring to the drawings. The fol-
lowing description is essentially by way of illustration on-
ly, and thus does not limit the present invention, applica-
tions of the present invention and an intended use of the
present invention.
[0009] FIG. 1 is a perspective view showing an entire
arrangement of a construction machine according to an
embodiment of the present invention. FIG. 1 shows up
and down directions, front and rear directions, and left
and right directions by the respective corresponding ar-
rows. In the following, unless specifically mentioned, the
respective directions correspond to the directions indi-
cated by the respective corresponding arrows.
[0010] As shown in FIG. 1, a construction machine 10
according to the embodiment of the present invention is
provided with a crawler-type lower propelling body 11,
and an upper slewing body 20 loaded on the lower pro-
pelling body 11 to be slewable. The upper slewing body
20 is provided with e.g. an attachment 13, a cab 14, an
equipment room 14, and an upper frame 21. The con-
struction machine 10 of the embodiment is a small-slew-
able type construction machine. Specifically, the con-
struction machine 10 of the embodiment is configured in
such a manner that the upper slewing body 20 has a
relatively small size, and that the outer perimeter of a
rear portion of the upper slewing body 20 has an arc
shape when viewed from above, for making a slewing
radius of the upper slewing body 20 small.
[0011] The attachment 13 is disposed on a front portion
of the upper slewing body 20. The attachment 13 is con-
stituted of e.g. a boom 13a, an arm 13b, a bucket 13c,
and three hydraulic cylinders 13d. The three hydraulic
cylinders 13d are constituted of a hydraulic cylinder for
driving the boom 13a, a hydraulic cylinder for driving the

arm 13b, and a hydraulic cylinder for driving the bucket
13c. The boom 13a, the arm 13b, and the bucket 13c are
respectively operated in association with expansion/con-
traction of the respective corresponding hydraulic cylin-
ders 13d in accordance with hydraulic control of the hy-
draulic cylinders 13d. A work such as excavation is per-
formed by the operations of the boom 13a, the arm 13b,
and the bucket 13c. The operations of the boom 13a, the
arm 13b, and the bucket 13c are performed by an oper-
ator in the cab 14.
[0012] The cab 14 is a rectangular box-shaped oper-
ating room. The cab 14 is disposed on a front left portion
of the upper slewing body 20 in adjacent to the attach-
ment 13.
[0013] The equipment room 15 is disposed on the rear
portion of the upper slewing body 20. The upper slewing
body 20 is provided with an equipment room cover 16
covering the periphery of the equipment room 15. An
engine 31 (see FIG. 2), hydraulic equipments, and the
like are densely accommodated in the equipment room
15. In the construction machine 10 of the present em-
bodiment, the equipment room cover 16 covering a rear
portion of the equipment room 15 also serves as a coun-
terweight for securing a weight balance in front and rear
directions with respect to the attachment 13.
[0014] A maintenance hole 17 is formed in a rear left
portion of the equipment room cover 16. The mainte-
nance hole 17 is an opening used to perform mainte-
nance operation of various pieces of equipment disposed
in the equipment room 15. The maintenance hole 17 is
formed in a specific portion of the equipment room cover
16, the specific portion being located at a position on the
rear side of an air filter 50 to be described later, which is
mounted to a filter mounting portion 42 to be described
later. The maintenance hole 17 has such a shape and
size that the air filter 50 is allowed to pass. The operator
is allowed to perform an exchange operation of the air
filter 50 by taking out the air filter 50 from the equipment
room 15 to the rear side of the air filter 50 through the
maintenance hole 17, and by inserting a new air filter 50
into the equipment room 15 through the maintenance
hole 17. An opening/closing door 18 for opening/closing
the maintenance hole 17 is attached to the equipment
room cover 16.
[0015] As shown in FIG. 2, an upper frame 21 is dis-
posed on a lower portion of the upper slewing body 20;
and the cab 14, the equipment room 15, etc. are disposed
on the upper frame 21. The upper frame 21 is provided
with a bottom plate 22, a pair of vertical plates 23, a beam
plate 24, and seat portions 25, etc.
[0016] The bottom plate 22 is formed of a metal plate
member having a top surface of a sufficient area. The
cab 14 is disposed on a front-side left corner portion of
the bottom plate 22. Although not illustrated, a slewing
mechanism is provided at a position close to a front side,
on a widthwise intermediate portion of the bottom plate
22. The bottom plate 22 is supported on the lower pro-
pelling body 11 via the slewing mechanism to be slewa-
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ble.
[0017] The paired vertical plates 23 extend in front and
rear directions from a position near a front end of the
bottom plate 22 to a position near a rear end the bottom
plate 22, on an intermediate portion of the bottom plate
22 in a width direction of the bottom plate 22. Specifically,
the paired vertical plates 23 extend in parallel to each
other. Each of the vertical plates 23 stands upright in a
direction orthogonal to the bottom plate 22 by welding
attachment to the bottom plate 22. A base end portion of
the boom 13a of the attachment 13 is disposed between
the paired vertical plates 23. The boom 13a is supported
by the paired vertical plates 23 to be pivotally movable.
A plurality of seat portions 25 are provided on each of
the vertical plates 23.
[0018] The beam plate 24 is formed of a strip-shaped
metal plate member. The beam plate 24 extends in a
width direction (in left and right directions) of the bottom
plate 22 from a left end of the bottom plate 22 to a right
end thereof, on a longitudinally intermediate portion (an
intermediate portion in front and rear directions) of the
bottom plate 22. The beam plate 24 is joined to the bottom
plate 22 and to the paired vertical plates 23 to be integral
with the bottom plate 22 and with the paired vertical plates
23.
[0019] The upper slewing body 20 is provided with an
engine 31, a hydraulic pump 32, a radiator 33, a fan 34,
an air intake duct 40, the air filter 50, and an air cleaner
55, etc.
[0020] As shown in FIG. 3, the engine 31 is installed
on the seat portions 25 via anti-vibration members 31a.
The engine 31 is accommodated in the equipment room
15 in a posture that a driving shaft of the engine 31 ex-
tends in a width direction (in left and right directions) of
the bottom plate 22. An air intake port 16a is formed in
an upper portion on the left side of the equipment room
cover 16. An air discharge port 16b is formed in an upper
portion on the right side of the equipment room cover 16.
[0021] The hydraulic pump 32, the radiator 33, the fan
34, the air intake duct 40, etc. are accommodated in the
equipment room 15. In the construction machine 10 of
the present embodiment, the air intake duct 40, the ra-
diator 33, the fan 34, the engine 31, and the hydraulic
pump 32 are disposed side by side in this order from the
upstream side toward the downstream wide with respect
to the airflow direction in the equipment room 15.
[0022] The radiator 33 has a pair of core surfaces. One
core surface of the paired core surfaces is disposed to
face one side (left side) in a width direction of the upper
slewing body 20, the one core surface receiving an airflow
to be taken into the radiator 33. The fan 34 is disposed
between the main body of the engine 31 and the radiator
33 in a state that the fan 34 is connected to a left end of
the driving shaft of the engine 31. The hydraulic pump
32 is disposed in a position near a right end of the equip-
ment room 15 in a state that the hydraulic pump 32 is
connected to a right end of the driving shaft of the engine
31.

[0023] In the construction machine 10 of the present
embodiment, during operation of the engine 31, as shown
by the arrow directions shown in FIG. 3, an airflow direct-
ing from the left side toward the right side is formed in
the equipment room 34, and the engine 31, etc. are
cooled by a refrigerant for use in heat exchange with the
airflow in the radiator 33. Specifically, when the fan 12 is
rotated, outside air is taken into the equipment room 15
through the air intake port 16a. The intake air in the equip-
ment room 15 forms a hot airflow by absorbing the heat
of the refrigerant flowing through the radiator 33 while
passing through the radiator 33. Then, the hot airflow is
discharged to the outside of the equipment room 15
through the air discharge port 16b.
[0024] As also shown in FIG. 4, the air intake duct 40
has a box-shaped duct body 41, the filter mounting por-
tion 42 and an equipment mounting portion 56. The duct
body 41 is respectively opened at an upstream end there-
of and at a downstream end thereof with respect to the
airflow direction, and is configured to increase the open-
ing area thereof in the direction from the upstream end
thereof toward the downstream end thereof. The filter
mounting portion 42 and the equipment mounting portion
56 are attached to the duct body 41. The filter mounting
portion 42 is adapted to be mounted the air filter 50, and
the equipment mounting portion 56 is adapted to be
mounted the air cleaner 55 as an equipment.
[0025] The air filter 50 is adapted to filter the airflow to
be taken into the air intake duct 40. The air filter 50 has
a filter surface, as a surface through which the air filtered
through the air filter 50 is allowed to exit. The air filter 50
is mounted to the filter mounting portion 42 in a state that
the filter surface, through which the air filtered through
the air filter 50 is allowed to exit, faces the core surface
of the radiator 33 which receives the airflow taken into
the radiator 33.
[0026] The air cleaner 55 is adapted to collect the dust
from the air to be supplied to the engine 31. The air clean-
er 55 is connected to an air intake pipe 55a bypassed
from the duct body 41, and an air exhaust pipe 55b ex-
tending to the engine 31.
[0027] The filter mounting portion 42 is provided on the
upstream end of the duct body 41. The air filter 50 is
dismountably mounted to the filter mounting portion 42.
The filter mounting portion 42 has a pair of guide plates
43 (guide members) extending along an upper surface
and a lower surface of the air filter 50 mounted to the
filter mounting portion 42 respectively, a contact plate 44
(a contact member) disposed on a front portion of the
duct body 41, and a locking device 60 disposed on a rear
portion of the duct body 41.
[0028] The paired guide plates 43 are vertically dis-
posed away from each other, and extend in front and rear
directions to be in parallel to each other. The air filter 50
is accommodated in a space between the paired guide
plates 43. Further, the paired guide plates 43 have a func-
tion of guiding the air filter 50 in the case where the air
filter 50 is inserted in and removed from the equipment
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room 15 through the maintenance hole 17 of the equip-
ment room cover 16.
[0029] As shown in FIG. 5, a cutaway 43a opening rear-
ward is formed in a rear end of the upper guide plate 43
of the paired guide plates 43, i.e., in a rear end of the
guide plate 43 extending along the upper surface of the
air filter 50 to be mounted to the filter mounting portion
42. An upwardly projecting projection plate 50a (a pro-
jection member) is attached to a rear end portion of the
upper surface of the air filter 50. The projection plate 50a
has a portion which is disposed along the upper surface
of the air filter 50 and is fixed on the upper surface of the
air filter 50, and a portion which is bent from the fixed
portion and upwardly projects from the upper surface of
the air filter 50. The projection plate 50a is fitted in the
cutaway 43a in a state that the air filter 50 is mounted to
the filter mounting portion 42. Specifically, in the case
where the air filter 50 is accommodated in the space be-
tween the paired guide plates 43, the projection plate 50a
is fitted in the cutaway 43a of the guide plate 43 from rear
side of the cutaway 43a. With this configuration, the air
filter 50 is positioned in the thickness direction thereof.
[0030] The contact plate 44 is contacted with a front
surface of the air filter 50 to be mounted to the filter mount-
ing portion 42. With this configuration, in the case where
the air filter 50 is inserted into the equipment room 15
from the rear side of the equipment room 15 toward the
front side of the equipment room 15, the depthwise po-
sition of the air filter 50 is defined. Further, a left end
portion of the contact plate 44 is bent toward the rear
side of the upper slewing body 20. An inner surface (a
right surface) of the bended left end portion is contacted
with a left surface of the air filter 50, whereby the air filter
50 is positioned in the thickness direction thereof.
[0031] The locking device 60 is adapted to fix the po-
sition of the air filter 50 in a state that the front surface of
the air filter 50 is contacted with the contact plate 44. As
shown in FIG. 6, the locking device 60 is provided with
a movable member 61 which is contacted with the air
filter 50 when the position of the air filter 50 is fixed, a
shaft member 65 supporting the movable member 61 in
such a manner that the movable member 61 is pivotable,
and a retaining member 68 retaining the shaft member
65.
[0032] The movable member 61 is pivotally movable
between a locking position shown in FIG. 6, and a lock-
releasing position shown in FIG. 7. When the movable
member 61 is in the locking position, the movable mem-
ber 61 contacts with a rear surface of the air filter 50 in
a state that the front surface of the air filter 50 is contacted
with the contact plate 44 while the air filter 50 is disposed
between the paired guide plates 43, thereby the air filter
50 is sandwiched and held between the movable member
61 and the contact plate 44. Further, when the movable
member 61 is in the lock-releasing position, the movable
member 61 is moved away from the rear surface of the
air filter 50 in a state that the front surface of the air filter
50 is contacted with the contact plate 44 while the air

filter 50 is disposed between the paired guide plates 43
for allowing movement of the air filter 50 toward the rear
side of the air filter 50. The movable member 61 has a
locking plate 62 which is bent in such a manner as to
contact with the rear surface of the air filter 50 and with
an upstream side surface of the air filter 50 with respect
to the airflow direction in a state that the movable member
61 is disposed in the locking position, and a pair of arm
plates 63 integral with the locking plate 62. The locking
plate 62 and the paired arm plates 63 are formed by bend-
ing one plate member. Specifically, the paired arm plates
63 are separately located at an upper side of the locking
plate 62 and a lower side of the locking plate 62. The
upper arm plate 63 is made of a plate-shaped portion
which is bent from an upper end periphery of a portion
of the locking plate 62, which is contacted with the rear
surface of the air filter 50, toward the rear side. The lower
arm plate 63 is made of a plate-shaped portion which is
bent from a lower end periphery of a portion of the locking
plate 62, which is contacted with the rear surface of the
air filter 50, toward the rear side.
[0033] The locking plate 62 is a member for holding
and fixing the air filter 50 in association with the contact
plate 44 by contact with the rear surface of the air filter
50 and with the upstream side surface of the air filter 50
with respect to the airflow direction. Specifically, the lock-
ing plate 62 has a rear-side contact plate portion 62a
which is disposed to extend along the rear surface of the
air filter 50 and is contacted with the rear surface of the
air filter 50 in a state that the movable member 61 is
disposed in the locking position, and a plate-shaped up-
stream-side contact plate portion 62b which is disposed
to extend along the upstream side surface of the air filter
50 with respect to the airflow direction and is contacted
with the upstream side surface of the air filter 50 in a state
that the movable member 61 is disposed in the locking
position. The locking plate 62 is pivotally movable in as-
sociation with the arm plates 63 about a central shaft
portion 65a of the shaft member 65 to be described later.
In the case where the movable member 61 is disposed
in the locking position, the rear-side contact plate portion
62a of the locking plate 62 is contacted with the rear
surface of the air filter 50, and the upstream-side contact
plate portion 62b of the locking plate 62 is contacted with
the upstream side surface of the air filter 50 with respect
to the airflow direction, whereby the position of the air
filter 50 is fixed. On the other hand, in the case where
the movable member 61 is disposed in the lock-releasing
position, the rear-side contact plate portion 62a of the
locking plate 62 is moved away from the rear surface of
the air filter 50, and the upstream-side contact plate por-
tion 62b of the locking plate 62 is moved away from the
upstream side surface of the air filter 50 with respect to
the airflow direction, whereby the position fixation of the
air filter 50 is released. As a result, rearward movement
of the air filter 50 is allowed.
[0034] As described above, in the present embodi-
ment, since the air filter 50 is sandwiched in front and
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rear directions by the contact plate 44 and the locking
device 60 so as to be fixed, there is no need of disposing
a major portion of the locking device 60 on the upstream
side of the air filter 50. Thus, it is possible to dispose the
locking device 60 in the equipment room 15, even if the
space in the equipment room 15 on the upstream side
of the air filter 50 with respect to the airflow direction is
limited.
[0035] Each of the arm plates 63 is formed with a cen-
tral shaft through-hole 63a through which the central
shaft portion 65a of the shaft member 65 to be described
later is allowed to pass. The central shaft through-hole
63a is formed to vertically pass through each of the arm
plates 63. Further, the upper arm plate 63 of the paired
arm plates 63 is formed with an engagement shaft
through-hole 63b through which an engagement shaft
portion 65b of the shaft member 65 to be described later
is allowed to pass. The retaining member 68 is disposed
between the upper and lower arm plates 63. A spacer
member 69 is disposed between the upper arm plate 63
and the upper surface of the retaining member 68.
[0036] The shaft member 65 has the central shaft por-
tion 65a serving as a center of pivotal movement of the
movable member 61, and the engagement shaft portion
65b which is disposed in parallel to the central shaft por-
tion 65a. The central shaft portion 65a is a member for
supporting the movable member 61 in such a manner
that the movable member 61 is pivotally movable be-
tween the locking position and the lock-releasing posi-
tion. The shaft member 65 is formed by bending one shaft
member. The central shaft portion 65a and the engage-
ment shaft portion 65b are constituted of specific portions
of the bent shaft member, the specific portions extending
parallel to each other. The entire length of the central
shaft portion 65a is set larger than the entire length of
the engagement shaft portion 65b. Stopper plates 66 are
respectively mounted at an upper position of the central
shaft portion 65a with respect to the upper arm plate 63
and at a lower position of the central shaft portion 65a
with respect to the lower arm plate 63. A compression
spring 67 is provided between the lower stopper plate 66
and the lower surface of the lower arm plate 63. The
compression spring 67 biases the lower stopper plate 66
downwardly in such a manner that the upper stopper
plate 66 is pressed against the upper surface of the upper
arm plate 63, in other words, in such a manner that the
central shaft portion 65a is directed downwardly.
[0037] The retaining member 68 is attached to a rear
surface of the duct body 41. The retaining member 68
retains the central shaft portion 65a in such a manner
that the shaft member 65 is freely movable in the axis
direction of the central shaft portion 65a. The retaining
member 68 is formed by bending one plate member into
a substantially U-shape. The retaining member 68 has a
pair of upper and lower plate-shaped portions. Each of
the plate-shaped portions is formed with a retaining hole
68a which passes through the corresponding plate-
shaped portion. The central shaft portion 65a is inserted

through the retaining hole 68a in a state that the central
shaft portion 65a is freely movable in the axis direction
of the central shaft portion 65a, whereby the central shaft
portion 65a is retained. Further, the upper plate-shaped
portion of the retaining member 68 is formed with an en-
gaged portion 68b formed into such a shape as to be
engageable with the engagement shaft portion 65b. The
engaged portion 68b is constituted of a cutaway which
is formed in the upper plate-shaped portion. By inserting
the central shaft portion 65a through the retaining hole
68a, the shaft member 65 is retained by the retaining
member 68 in such a manner that the shaft member 65
is freely movable in the axis direction of the central shaft
portion 65a between an engagement position (see FIG.
6) and a disengagement position which is located above
the engagement position. When the shaft member 65 is
in the engagement position, the engagement shaft por-
tion 65b is engaged with the engaged portion 68b for
inhibiting pivotal movement of the movable member 61
in the locking position about the central shaft portion 65a
relative to the retaining member 68, and when the shaft
member 65 is in the disengagement position, the engage-
ment shaft portion 65b is disengaged from the engaged
portion 68b for allowing pivotal movement of the movable
member 61 about the central shaft portion 65a relative
to the retaining member 68. Here, the central shaft portion
65a is moved in the axis direction thereof relative to the
retaining member 68, then the engagement shaft portion
65b moves in association with the central shaft portion
65a in the axis direction of the engagement shaft portion
65b relative to the retaining member 68. By moving the
engagement shaft portion 65b as described above, the
engagement shaft portion 65b is operable to engage with
or disengage from the engaged portion 68b.
[0038] As described above, disposing the shaft mem-
ber 65 to the engagement position inhibits pivotal move-
ment of the movable member 61 in the locking position
by the engagement shaft portion 65b. This is advanta-
geous in securing positional fixation of the air filter 50
mounted to the filter mounting portion 42. Further, since
the central shaft portion 65a as a center of pivotal move-
ment of the movable member 61, and the engagement
shaft portion 65b for inhibiting pivotal movement of the
movable member 61 in the locking position are consti-
tuted by one shaft member 65, the above arrangement
is advantageous in reducing the number of parts, thereby
suppressing the manufacturing cost of the construction
machine 10, and in reducing the installation space in the
construction machine 10.

[Air filter locking procedure and lock-releasing procedure 
by a locking device]

[0039] In this section, a procedure of locking the air
filter 50 by the locking device 60, and a procedure of
releasing a locking of the air filter 50 by the locking device
60 are described referring to FIG. 6 and FIG. 7. As shown
in FIG. 6, the locking plate 62 of the movable member
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61 is contacted with the rear surface of the air filter 50
and with the upstream side surface of the air filter 50 with
respect to the airflow direction in a state that the movable
member 61 is disposed in the locking position. With this
configuration, the air filter 50 is sandwiched and held be-
tween the contact plate 44 and the locking plate 62.
[0040] Then, in a state that the movable member 61 is
disposed in the locking position, the shaft member 65 is
disposed in the engagement position so that the engage-
ment shaft portion 65b is engaged with the engaged por-
tion 68b of the retaining member 68. By performing the
above operation, it is possible to inhibit pivotal movement
of the movable member 61 in the locking position about
the central shaft portion 65a relative to the retaining mem-
ber 68. In performing the above operation, the engage-
ment shaft portion 65b is biased downwardly by the bi-
asing force of the compression spring 67. Accordingly,
there is no likelihood that the engagement shaft portion
65b is unintentionally disengaged from the engaged por-
tion 68b. Thus, the movable member 61 is securely fixed
to the locking position, which makes it possible to secure-
ly fix the position of the air filter 50 in a state that the air
filter 50 is mounted to the filter mounting portion 42 of
the air intake duct 40.
[0041] On the other hand, in the case where the air
filter 50 is dismounted from the filter mounting portion 42,
firstly, as shown in FIG. 7, the shaft member 65 is moved
upwardly against the biasing force of the compression
spring 67 so that the shaft member 65 is disposed in the
disengagement position. Specifically, the shaft member
65 is lifted up to such a position that the lower end of the
engagement shaft portion 65b is located at a position
above the upper surface of the retaining member 68. By
performing the above operation, the engagement shaft
portion 65b is disengaged from the engaged portion 68b.
In other words, engagement between the engagement
shaft portion 65b and the engaged portion 68b is re-
leased. As a result of the releasing operation, pivotal
movement of the movable member 61 about the central
shaft portion 65a relative to the retaining member 68 is
allowed. Thereafter, the movable member 61 is pivotally
moved about the central shaft portion 65a so that the
movable member 61 is shifted from the locking position
to the lock-releasing position. By performing the above
operation, the locking plate 62 of the movable member
61 which is in contact with the rear surface of the air filter
50 is moved away from the rear surface of the air filter
50. As a result of performing the above operation, there
is no restraint for the movement of the air filter 50 toward
the rear side by the locking plate 62. Therefore, it is al-
lowed to dismount the air filter 50 from the filter mounting
portion 42 toward the rear side along the paired guide
plates 43, and to smoothly take out the air filter 50 to the
outside of the equipment room 15 through the mainte-
nance hole 17. In other words, it is possible to perform
an exchange operation of the air filter 50, even if a suffi-
cient work space for mounting and dismounting the air
filter 50 is not secured on the upstream side of the air

filter 50 with respect to the airflow direction.

[Summary of the Embodiment]

[0042] The embodiment described above may be sum-
marized as follows.
[0043] A construction machine according to the em-
bodiment is provided with a lower propelling body, and
an upper slewing body loaded on the lower propelling
body. The upper slewing body includes an equipment
room cover which covers an equipment room provided
on the upper slewing body, a radiator which is disposed
in the equipment room, an air intake duct which is dis-
posed on an upstream side of the radiator with respect
to an airflow direction in the equipment room, and an air
filter which filters an airflow to be taken into the air intake
duct. The radiator has a core surface, and is disposed in
such a manner that the core surface faces one side in
width direction of the upper slewing body, the core sur-
face being a surface for receiving an airflow taken into
the radiator. The air intake duct has a filter mounting por-
tion to which the air filter is dismountably mounted. The
air filter has a filter surface, and is mounted to the filter
mounting portion in a state that the filter surface faces
the core surface of the radiator, the filter surface being a
surface through which an airflow filtered through the air
filter is allowed to exit. The equipment room cover is
formed with a maintenance hole at a position correspond-
ing to a rear side of the air filter mounted to the filter
mounting portion, the maintenance hole having such a
shape as to allow the air filter to pass. The filter mounting
portion has a pair of guide members extending along an
upper surface and a lower surface of the air filter mounted
to the filter mounting portion respectively, a contact mem-
ber which is contacted with a front surface of the air filter
mounted to the filter mounting portion, and a locking de-
vice which fixes a position of the air filter in a state that
the front surface of the air filter is contacted with the con-
tact member. The locking device has a movable member
which is configured to be movable between a locking
position and a lock-releasing position, the movable mem-
ber being configured in such a manner that when the
movable member is in the locking position, the movable
member contacts with a rear surface of the air filter in a
state that the front surface of the air filter is contacted
with the contact member while the air filter is disposed
between the paired guide plates, thereby the air filter is
sandwiched and held between the movable member and
the contact member, and that when the movable member
is in the lock-releasing position, the movable member is
moved away from the rear surface of the air filter in a
state that the front surface of the air filter is contacted
with the contact member while the air filter is disposed
between the paired guide plates for allowing movement
of the air filter toward the rear side of the air filter.
[0044] The thus configured construction machine is
advantageous in disposing the locking device for fixing
the position of the air filter in the equipment room and in
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smoothly mounting or dismounting the air filter, even if
the space in the equipment room on the upstream side
of the air filter with respect to the airflow direction is lim-
ited. Specifically, in a small-slewable type construction
machine, various pieces of equipment are densely dis-
posed in an equipment room. In particular, in the case
where an equipment such as an air cleaner is disposed
on the upstream side of the air filter with respect to an
airflow direction, there is hardly a space on the upstream
side of the air filter. Accordingly, it is difficult or impossible
to dispose a member for fixing the position of the air filter
on the upstream side of the air filter, and to dismount the
air filter from the air intake duct by taking out the air filter
toward the upstream side. In contrast, in the construction
machine according to the embodiment, by disposing the
movable member of the locking device to the locking po-
sition, the air filter is sandwiched and held between the
contact member and the movable member in front and
rear directions, whereby the position of the air filter is
fixed. Accordingly, there is no need of disposing a major
portion of the locking device for fixing the position of the
air filter on the upstream side of the air filter with respect
to the airflow direction. Thus, it is possible to dispose the
locking device for fixing the position of the air filter in the
equipment room, even if the space in the equipment room
on the upstream side of the air filter with respect to the
airflow direction is limited.
[0045] Further, in the construction machine according
to the embodiment, the filter mounting portion has a pair
of guide members extending along an upper surface and
a lower surface of the air filter, a contact member which
is contacted with a front surface of the air filter, and a
locking device which fixes a position of the air filter in a
state that the front surface of the air filter is contacted
with the contact member. The locking device has a mov-
able member, when the movable member is in the locking
position, the movable member contacts with a rear sur-
face of the air filter so that the air filter is sandwiched and
held between the movable member and the contact
member, and when the movable member is in the lock-
releasing position, the movable member is moved away
from the rear surface of the air filter for allowing move-
ment of the air filter toward the rear side. With this con-
figuration, merely disposing the movable member to the
lock-releasing position allows the air filter mounted to the
filter mounting portion to move toward the rear side of
the air filter, whereby it is allowed to take out the air filter
toward the rear side along the paired guide members so
that the air filter is smoothly dismounted from the equip-
ment room through the maintenance hole. In other words,
in the construction machine according to the embodi-
ment, it is possible to perform an air filter exchange op-
eration, even if a sufficient work space for dismountably
mounting the air filter is not secured on the upstream side
of the air filter with respect to the airflow direction.
[0046] In the construction machine described above,
preferably, the locking device includes a shaft member
having a central shaft portion which supports the movable

member in such a manner that the movable member is
pivotally movable between the locking position and the
lock-releasing position and an engagement shaft portion
which is disposed in parallel to the central shaft portion,
and a retaining member which retains the central shaft
portion in such a manner that the shaft member is freely
movable in an axis direction of the central shaft portion.
The movable member preferably has an engagement
shaft through-hole through which the engagement shaft
portion is inserted. The retaining member preferably has
an engaged portion having such a shape as to be en-
gageable with the engagement shaft portion. The shaft
member is preferably retained by the retaining member
in such a manner that the shaft member is movable be-
tween an engagement position and a disengagement po-
sition, the engagement position being a position in which
the engagement shaft portion is engaged with the en-
gaged portion for inhibiting pivotal movement of the mov-
able member in the locking position about the central
shaft portion relative to the retaining member, and the
disengagement position being a position in which the en-
gagement shaft portion is disengaged from the engaged
portion for allowing pivotal movement of the movable
member about the central shaft portion relative to the
retaining member.
[0047] According to the above arrangement, disposing
the shaft member in the engagement position inhibits piv-
otal movement of the movable member in the locking
position by the engagement shaft portion. This is further
advantageous in securing positional fixation of the air
filter mounted to the filter mounting portion. Further, ac-
cording to the above arrangement, since the central shaft
portion as a center of pivotal movement of the movable
member, and the engagement shaft portion for inhibiting
pivotal movement of the movable member in the locking
position are constituted by one shaft member, the above
arrangement is advantageous in reducing the number of
parts, thereby suppressing the manufacturing cost of the
construction machine, and in reducing the installation
space in the construction machine.
[0048] In the thus configured construction machine,
one guide member of the paired guide members is pref-
erably formed with a cutaway in a rear end thereof, the
cutaway being opened rearward, and the one guide
member extending along the upper surface of the air filter.
Further, a rear end portion of the upper surface of the air
filter is preferably provided with a projection member pro-
jecting upwardly, the projection member being fitted in
the cutaway in a state that the air filter is mounted to the
filter mounting portion.
[0049] According to the above arrangement, in the
case where the air filter is accommodated in the space
between the paired guide members, the projection mem-
ber is fitted in the cutaway of the upper guide member,
whereby it is possible to fix the position of the air filter in
the thickness direction thereof.
[0050] As described above, according to the embodi-
ment, even if the space in the equipment room on the
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upstream side of the air filter with respect to the airflow
direction is limited, the above arrangement is advanta-
geous in disposing the locking device for fixing the posi-
tion of the air filter in the equipment room, and in smoothly
mounting or dismounting the air filter.
[0051] This application is based on Japanese Patent
Application No. 2012-002427 filed on January 10, 2012,
the contents of which are hereby incorporated by refer-
ence.
[0052] Although the present invention has been fully
described by way of example with reference to the ac-
companying drawings, it is to be understood that various
changes and modifications will be apparent to those
skilled in the art. Therefore, unless otherwise such
changes and modifications depart from the scope of the
present invention hereinafter defined, they should be
construed as being included therein.

[Industrial Applicability]

[0053] As described above, the embodiment provides
practically advantageous effects i.e. disposing a locking
device for fixing the position of an air filter in a limited
space in an equipment room, and smoothly mounting or
dismounting the air filter. Thus, the embodiment is useful,
and the industrial applicability of the embodiment is high.
[0054] In a construction machine, an equipment room
cover is formed with a maintenance hole, which has such
a shape as to allow an air filter to pass, at a position on
a rear side of the air filter mounted to a filter mounting
portion of an air intake duct. A locking device of the filter
mounting portion has a movable member movable be-
tween a locking position and a lock-releasing position. In
the locking position, the movable member contacts with
a rear surface of the air filter in a state that a front surface
of the air filter is contacted with a contact member so that
the air filter is sandwiched and held between the movable
member and the contact member. In the lock-releasing
position, the movable member is moved away from the
rear surface of the air filter for allowing movement of the
air filter toward the rear side.

Claims

1. A construction machine (10), comprising:

a lower propelling body (11); and
an upper slewing body (20) loaded on the lower
propelling body (11),
the upper slewing body (20) including an equip-
ment room cover (16) which covers an equip-
ment room (15) provided on the upper slewing
body (20), a radiator (33) which is disposed in
the equipment room (15), an air intake duct (40)
which is disposed on an upstream side of the
radiator (33) with respect to an airflow direction
in the equipment room (15), and an air filter(50)

which filters an airflow to be taken into the air
intake duct (40), wherein
the radiator (33) has a core surface, and is dis-
posed in such a manner that the core surface
faces one side in width direction of the upper
slewing body (20), the core surface being a sur-
face for receiving an airflow taken into the radi-
ator (33),
the air intake duct (40) has a filter mounting por-
tion (42) to which the air filter(50) is dismounta-
bly mounted,
the air filter (50) has a filter surface, and is
mounted to the filter mounting portion (42) in a
state that the filter surface faces the core surface
of the radiator (33), the filter surface being a sur-
face through which an airflow filtered through
the air filter (50) is allowed to exit,
the equipment room cover (16) is formed with a
maintenance hole (17) at a position correspond-
ing to a rear side of the air filter (50) mounted to
the filter mounting portion (42), the maintenance
hole (17) having such a shape as to allow the
air filter (50) to pass, characterized in that
the filter mounting portion (42) has a pair of guide
members (43) extending along an upper surface
and a lower surface of the air filter (50) mounted
to the filter mounting portion (42) respectively,
a contact member (44) which is contacted with
a front surface of the air filter (50) mounted to
the filter mounting portion (42), and a locking
device (60) which fixes a position of the air filter
(50) in a state that the front surface of the air
filter (50) is contacted with the contact member
(44), and
the locking device (60) has a movable member
(61) which is configured to be movable between
a locking position and a lock-releasing position,
the movable member (61) being configured in
such a manner that when the movable member
(61) is in the locking position, the movable mem-
ber (61) contacts with a rear surface of the air
filter (50) in a state that the front surface of the
air filter (50) is contacted with the contact mem-
ber (44) while the air filter(50) is disposed be-
tween the paired guide plates (43), thereby the
air filter (50) is sandwiched and held between
the movable member (61) and the contact mem-
ber (44), and that when the movable member
(61) is in the lock-releasing position, the mova-
ble member (61) is moved away from the rear
surface of the air filter (50) in a state that the
front surface of the air filter (50) is contacted with
the contact member (44) while the air filter(50)
is disposed between the paired guide plates (43)
for allowing movement of the air filter(50) toward
the rear side of the air filter(50).

2. The construction machine (10) according to claim 1,
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wherein
the locking device (60) includes a shaft member (65)
having a central shaft portion (65a) which supports
the movable member (61) in such a manner that the
movable member (61) is pivotally movable between
the locking position and the lock-releasing position
and an engagement shaft portion (65b) which is dis-
posed in parallel to the central shaft portion (65a),
and a retaining member (68) which retains the cen-
tral shaft portion (65a) in such a manner that the
shaft member (65) is freely movable in an axis direc-
tion of the central shaft portion (65a),
the movable member (61) has an engagement shaft
through-hole (63b) through which the engagement
shaft portion (65b) is inserted,
the retaining member (68) has an engaged portion
(68b) having such a shape as to be engageable with
the engagement shaft portion (65b), and
the shaft member (65) is retained by the retaining
member (68) in such a manner that the shaft member
(65) is movable between an engagement position
and a disengagement position, the engagement po-
sition being a position in which the engagement shaft
portion (65b) is engaged with the engaged portion
(68b) for inhibiting pivotal movement of the movable
member (61) in the locking position about the central
shaft portion (65a) relative to the retaining member
(68), and the disengagement position being a posi-
tion in which the engagement shaft portion (65b) is
disengaged from the engaged portion (68b) for al-
lowing pivotal movement of the movable member
(61) about the central shaft portion (65a) relative to
the retaining member (68).

3. The construction machine (10) according to claim 1
or 2, wherein
one guide member of the paired guide members (43)
is formed with a cutaway (43a) in a rear end thereof,
the cutaway (43a) being opened rearward, and the
one guide member extending along the upper sur-
face of the air filter(50), and
a rear end portion of the upper surface of the air filter
(50) is provided with a projection member (50a) pro-
jecting upwardly, the projection member (50a) being
fitted in the cutaway(43a) in a state that the air filter
(50) is mounted to the filter mounting portion (42).

Patentansprüche

1. Baumaschine (10) mit:

einem unteren Antriebskörper (11); und
einem oberen Schwenkkörper (20), der auf den
unteren Antriebskörper (11) geladen ist,
wobei der obere Schwenkkörper (20) eine An-
lagenraumabdeckung (16), die einen Anlagen-
raum (15) bedeckt, der an dem oberen

Schwenkkörper (20) vorgesehen ist, einen Ra-
diator (33), der in dem Anlagenraum (15) ange-
ordnet ist, einen Lufteinlasskanal (40), der mit
Bezug auf eine Luftströmungsrichtung in den
Anlagenraum (15) an einer stromaufwärtigen
Seiten des Radiators (33) angeordnet ist, und
einen Luftfilter (50) aufweist, der eine in die Luft-
einlassleitung (40) einzulassende Luftströmung
filtert, wobei
der Radiator (33) eine Kernfläche hat und derart
angeordnet ist, dass die Kernfläche einer Seite
in der Richtung der Breite des oberen Schwenk-
körpers (20) zugewandt ist, wobei die Kernflä-
che eine Fläche zum Aufnehmen eines in den
Radiator (33) eingelassenen Luftstroms ist,
die Lufteinlassleitung (40) einen Filtermontage-
abschnitt (42) hat, an dem der Luftfilter (50) ab-
nehmbar montiert ist,
der Luftfilter (50) eine Filterfläche hat und in ei-
nem Zustand an dem Filtermontageabschnitt
(42) montiert ist, in dem die Filterfläche der Kern-
fläche des Radiators (33) zugewandt ist, wobei
die Filterfläche eine Fläche ist, durch die hin-
durch das Austreten eines durch den Luftfilter
(50) gefilterten Luftstroms erlaubt wird,
wobei die Anlagenraumabdeckung (16) mit ei-
ner Wartungsöffnung (17) an einer Stelle aus-
gebildet ist, die einer Rückseite des an dem Fil-
termontageabschnitt (42) montierten Luftfilters
(50) entspricht, wobei die Wartungsöffnung (17)
eine solche Form hat, die dem Luftfilter (50) er-
möglicht, zu passieren, dadurch gekennzeich-
net, dass
der Filtermontageabschnitt (42) ein Paar Füh-
rungselemente (43), die sich jeweils entlang ei-
ner oberen Fläche und einer unteren Fläche des
an dem Filtermontageabschnitt (42) montierten
Luftfilters (50) erstrecken, ein Kontaktelement
(44), das mit einer vorderen Fläche des an dem
Filtermontageabschnitt (42) montierten Luftfil-
ters (50) in Kontakt gebracht ist, und eine Ver-
riegelungsvorrichtung (60) hat, die eine Position
des Luftfilters (50) in einem Zustand fixiert, in
dem die vordere Fläche des Luftfilters (50) mit
dem Kontaktelement (44) in Kontakt gebracht
ist, und
die Verriegelungsvorrichtung (60) ein bewegba-
res Element (61) hat, das so konfiguriert ist, dass
es zwischen einer Verriegelungsposition und ei-
ner Verriegelungsfreigabeposition bewegbar
ist, wobei das bewegbare Element (61) derart
konfiguriert ist, dass dann, wenn sich das be-
wegbare Element (61) in der Verriegelungspo-
sition befindet, das bewegbare Element (61) mit
einer hinteren Fläche des Luftfilters (50) in ei-
nem Zustand in Kontakt ist, in dem die vordere
Fläche des Luftfilters (50) mit dem Kontaktele-
ment (44) in Kontakt ist, während der Luftfilter
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(50) zwischen den gepaarten Führungsplatten
(43) angeordnet ist, wodurch der Luftfilter (50)
zwischen dem bewegbaren Element (61) und
dem Kontaktelement (44) zwischengeordnet
und gehalten ist, und dass dann, wenn sich das
bewegbare Element (61) in der Verriegelungs-
freigabeposition befindet, das bewegbare Ele-
ment (61) von der hinteren Fläche des Luftfilters
(50) in einem Zustand wegbewegt wird, in dem
die vordere Fläche des Luftfilters (50) mit dem
Kontaktelement (44) in Kontakt gebracht ist,
während der Luftfilter (50) zwischen den ge-
paarten Führungsplatten (43) angeordnet ist,
um die Bewegung des Luftfilters (50) in Richtung
der hinteren Seite des Luftfilters (50) zuzulas-
sen.

2. Baumaschine (10) gemäß Anspruch 1, wobei
die Verriegelungsvorrichtung (60) ein Wellenele-
ment (65), das einen zentralen Wellenabschnitt
(65a), der das bewegbare Element (61) derart stützt,
dass das bewegbare Element (61) zwischen der Ver-
riegelungsposition und der Verriegelungsfreigabe-
position schwenkend bewegbar ist, und einen Ein-
griffswellenabschnitt (65b) hat, der parallel zu dem
Zentralwellenabschnitt (65a) angeordnet ist, und ein
Halteelement (68) aufweist, das den Zentralwellen-
abschnitt (65a) derart hält, dass das Wellenelement
(65) in einer Achsrichtung des Zentralwellenab-
schnitts (65a) frei bewegbar ist,
wobei das bewegbare Element (61) ein Eingriffswel-
lendurchgangsloch (63b) hat, durch welches der
Eingriffswellenabschnitt (65b) hindurch eingesetzt
ist,
wobei das Halteelement (68) einen eingegriffenen
Abschnitt (68b) hat, der eine solche Form hat, dass
er mit dem Eingriffswellenabschnitt (65b) in Eingriff
gebracht werden kann, und
das Wellenelement (65) durch das Halteelement
(68) derart gehalten ist, dass das Wellenelement
(65) zwischen einer Eingriffsposition und einer ein-
griffsfreien Position bewegbar ist, wobei die Ein-
griffsposition eine Position ist, in der der Eingriffs-
wellenabschnitt (65b) mit dem eingegriffenen Ab-
schnitt (68b) in Eingriff ist, um eine Schwenkbewe-
gung des bewegbaren Elements (61) in der Verrie-
gelungsposition um den Zentralwellenabschnitt
(65a) relativ zu dem Halteelement (68) zu verhin-
dern, und die eingriffsfreie Position eine Position ist,
in der der Eingriffswellenabschnitt (65b) von dem
eingegriffenen Abschnitt (68b) eingriffsfrei ist, um ei-
ne Schwenkbewegung des bewegbaren Elements
(61) um den Zentralwellenabschnitt (65a) relativ zu
dem Halteelement (68) zuzulassen.

3. Baumaschine (10) gemäß Anspruch 1 oder 2, wobei
ein Führungselement der gepaarten Führungsele-
mente (43) mit einem Einschnitt (43a) in dessen hin-

teren Ende ausgebildet ist, wobei der Einschnitt
(43a) nach hinten offen ist, und sich das eine Füh-
rungselement entlang der oberen Fläche des Luftfil-
ters (50) erstreckt, und
ein hinterer Endabschnitt der oberen Fläche des
Luftfilters (50) mit einem Vorsprungelement (50a)
versehen ist, das nach oben vorragt, wobei das Vor-
sprungelement (50a) in einem Zustand, in dem der
Luftfilter (50) an dem Filtermontageabschnitt (42)
montiert ist, in den Einschnitt (43a) eingesetzt ist.

Revendications

1. Machine de construction (10), comprenant :

un corps de propulsion inférieur (11) ; et
un corps pivotant supérieur (20) chargé sur le
corps de propulsion inférieur (11),
le corps pivotant supérieur (20) comportant un
couvercle de compartiment d’équipement (16)
qui recouvre un compartiment d’équipement
(15) prévu sur le corps pivotant supérieur (20),
un radiateur (33) qui est disposé dans le com-
partiment d’équipement (15), un conduit d’ad-
mission d’air (40) qui est disposé sur un côté
amont du radiateur (33) par rapport à une direc-
tion d’écoulement d’air dans le compartiment
d’équipement (15), et un filtre à air (50) qui filtre
un écoulement d’air devant être admis dans le
conduit d’admission d’air (40), où
le radiateur (33) présente une surface centrale,
et est disposé de manière à ce que la surface
centrale fasse face à un côté dans la direction
de la largeur du corps pivotant supérieur (20),
la surface centrale étant une surface destinée à
recevoir un écoulement d’air admis dans le ra-
diateur (33),
le conduit d’admission d’air (40) présente une
partie de montage de filtre (42) à laquelle le filtre
à air (50) est monté de façon amovible,
le filtre à air (50) présente une surface de filtre,
et est monté sur la partie de montage de filtre
(42) dans un état où la surface de filtre fait face
à la surface centrale du radiateur (33), la surface
de filtre étant une surface à travers laquelle un
écoulement d’air filtré par le filtre à air (50) peut
sortir,
le couvercle de compartiment d’équipement
(16) est formé avec un trou de maintenance (17)
à une position correspondant à un côté arrière
du filtre à air (50) monté sur la partie de montage
de filtre (42), le trou de maintenance (17) ayant
une telle forme qui permet le passage du filtre
à air (50), caractérisée en ce que
la partie de montage de filtre (42) présente une
paire d’éléments de guidage (43) s’étendant le
long d’une surface supérieure et d’une surface
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inférieure du filtre à air (50) monté sur la partie
de montage de filtre (42) respectivement, un élé-
ment de contact (44) qui est mis en contact avec
une surface avant du filtre à air (50) monté sur
la partie de montage de filtre (42), et un dispositif
de verrouillage (60) qui fixe une position du filtre
à air (50) dans un état où la surface avant du
filtre à air (50) est mise en contact avec l’élément
de contact (44), et
le dispositif de verrouillage (60) présente un élé-
ment mobile (61) qui est configuré de manière
à pouvoir se déplacer entre une position de ver-
rouillage et une position de déverrouillage, l’élé-
ment mobile (61) étant configuré de manière à
ce que lorsque l’élément mobile (61) est dans
la position de verrouillage, l’élément mobile (61)
entre en contact avec une surface arrière du fil-
tre à air (50) dans un état où la surface avant du
filtre à air (50) est mise en contact avec l’élément
de contact (44) tandis que le filtre à air (50) est
disposé entre la paire de plaques de guidage
(43), ainsi le filtre à air (50) est pris en tenaille
et maintenu entre l’élément mobile (61) et l’élé-
ment de contact (44), et à ce que, lorsque l’élé-
ment mobile (61) est dans la position de déver-
rouillage, l’élément mobile (61) est déplacé à
l’écart de la surface arrière du filtre à air (50)
dans un état où la surface avant du filtre à air
(50) est mise en contact avec l’élément de con-
tact (44) tandis que le filtre à air (50) est disposé
entre la paire de plaques de guidage (43) pour
permettre le déplacement du filtre à air (50) vers
le côté arrière du filtre à air (50).

2. Machine de construction (10) selon la revendication
1, dans laquelle
le dispositif de verrouillage (60) comporte un élément
d’arbre (65) ayant une partie d’arbre centrale (65a)
qui supporte l’élément mobile (61) de manière à ce
que l’élément mobile (61) puisse se déplacer en pi-
votement entre la position de verrouillage et la posi-
tion de déverrouillage et une partie d’arbre d’enga-
gement (65b) qui est disposée parallèlement à la
partie d’arbre centrale (65a), et un élément de rete-
nue (68) qui retient la partie d’arbre centrale (65a)
de manière à ce que l’élément d’arbre (65) puisse
se déplacer librement dans une direction d’axe de
la partie d’arbre centrale (65a),
l’élément mobile (61) présente un trou traversant
d’arbre d’engagement (63b) à travers lequel la partie
d’arbre d’engagement (65b) est insérée,
l’élément de retenue (68) présente une partie enga-
gée (68b) ayant une telle forme qui lui permet de
s’engager avec la partie d’arbre d’engagement
(65b), et
l’élément d’arbre (65) est retenu par l’élément de re-
tenue (68) de manière à ce que l’élément d’arbre
(65) puisse se déplacer entre une position d’enga-

gement et une position de désengagement, la posi-
tion d’engagement étant une position dans laquelle
la partie d’arbre d’engagement (65b) est engagée
avec la partie engagée (68b) pour empêcher un
mouvement de pivotement de l’élément mobile (61)
dans la position de verrouillage autour de la partie
d’arbre centrale (65a) par rapport à l’élément de re-
tenue (68), et la position de désengagement étant
une position dans laquelle la partie d’arbre d’enga-
gement (65b) est désengagée de la partie engagée
(68b) pour permettre un mouvement de pivotement
de l’élément mobile (61) autour de la partie d’arbre
centrale (65a) par rapport à l’élément de retenue
(68).

3. Machine de construction (10) selon la revendication
1 ou 2, dans laquelle
un élément de guidage de la paire d’éléments de
guidage (43) est formé avec une découpe (43a) dans
une extrémité arrière de celui-ci, la découpe (43a)
étant ouverte vers l’arrière, et l’élément de guidage
s’étendant le long de la surface supérieure du filtre
à air (50), et
une partie d’extrémité arrière de la surface supérieu-
re du filtre à air (50) est pourvue d’un élément de
projection (50a) faisant saillie vers le haut, l’élément
de projection (50a) étant ajusté dans la découpe
(43a) dans un état où le filtre à air (50) est monté sur
la partie de montage de filtre (42).
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