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(54) OBTAINING AN ENERGY SPECTRUM OF A FOCUSED ION BEAM TECHNICAL FIELD

(57) It is provided a method for obtaining an energy
spectrum of a focused ion beam when a Bragg peak
chamber is used to measure an integrated depth dose,
IDD. The method comprises the steps of: simulating dos-
es of a set of nominally mono energetic focused ion
beams; determining a lateral extension of a Bragg peak
chamber to evaluate; calculating a set of theoretic com-
ponent IDD curves, CIDDs, by laterally integrating the

dose of the simulated set of the nominally mono energetic
focused ion beams, over the lateral extension of the
Bragg peak chamber; storing calculated CIDDs; obtain-
ing a measured IDD of a focused ion beam with a nominal
energy using the Bragg peak chamber; and performing
a fit of a linear combination of CIDDs to the measured
IDD, to determine an energy spectrum for the focused
ion beam with the nominal beam energy.
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Description

TECHNICAL FIELD

[0001] The present disclosure relates to the field of ra-
diation therapy and in particular to generating radiation
therapy plans while restricting to a subset of fluence el-
ements.

BACKGROUND

[0002] In ion beam therapy, a beam of ions (e.g. pro-
tons or heavier ions, such as carbon ions) is directed
towards a target volume. The target volume can e.g. rep-
resent a cancer tumour. The ions penetrate the tissue
and deliver a dose of energy to destroy cancer cells. An
advantage of ion beam therapy is that there is a signifi-
cant peak in the dose distribution, known as the Bragg
peak. The Bragg peak is a peak of dose delivery occurring
at a certain depth, after which the dose delivery falls of
quickly. This can be compared with electron beam ther-
apy or X-ray therapy where the peak occurs very close
to entering the tissue and dose fall off cannot be control-
led with the same sharp fall off as for ion therapy.
[0003] The depth of the Bragg peak in the patient can
be controlled by adjusting an energy amount of the ions.
Lateral position can be controlled using electromagnets
to deflect the beam. A spot in ion beam therapy refers to
a collection of ions of a specific energy level at a specific
lateral location. The number of particles delivered to a
spot is commonly referred to as the spot weight. By pro-
viding doses in spots in many different locations in a
three-dimensional space, the target volume can be cov-
ered with a desired dose distribution. This procedure is
called active scanning ion beam therapy, also known as
pencil beam scanning.
[0004] The planning of how the spots should be deliv-
ered is performed in a treatment planning system. The
treatment planning system determines a set of spots, typ-
ically to fulfil some criteria with respect to target coverage
and healthy tissue sparing. The spots are then commu-
nicated to the ion beam treatment delivery system, which
delivers the ion beam. The treatment planning system
and the ion beam treatment delivery system are connect-
ed in a way that is known in the art per se.
[0005] When the delivery by the ion beam treatment
delivery system needs to be modelled, a Bragg peak
chamber is often used to measure delivery of a single
spot in the form of an integrated depth dose (IDD). How-
ever, due to the limited lateral extent of the Bragg peak
chamber, a fraction of the dose delivered by the single
spot may be lost in the measurement, with the result that
the measured IDD does not represent the complete IDD.
If this discrepancy is not accounted for, the modelled de-
livery may significantly deviate from the total delivered
dose. In the prior art, this discrepancy has been compen-
sated for by adjusting the measured IDDs prior to using
them in the beam modelling of the Treatment Planning

System (TPS). These IDD adjustments are complex
functions of depth and beam energy and are typically
determined using some third-party Monte Carlo algo-
rithm.

SUMMARY

[0006] One object is to improve modelling of delivery
of ion beams.
[0007] According to a first aspect, it is provided a meth-
od for obtaining an energy spectrum of a focused ion
beam, generated by an ion beam treatment delivery sys-
tem, for a specific nominal energy, when a Bragg peak
chamber is used to measure an integrated depth dose,
IDD. The method is performed in a spectrum determiner
and comprises the steps of: simulating doses, in at least
two dimensions, of a set of nominally mono energetic
focused ion beams, wherein the energies of the set cover
a range of supported energies of the ion beam treatment
delivery system; determining a lateral extension of a
Bragg peak chamber to evaluate; calculating a set of the-
oretic component IDD curves, CIDDs, by laterally inte-
grating the dose of the simulated set of the nominally
mono energetic focused ion beams, over the lateral ex-
tension of the Bragg peak chamber; storing calculated
CIDDs; obtaining a measured IDD of a focused ion beam
with a nominal energy using the Bragg peak chamber;
and performing a fit of a linear combination of CIDDs,
wherein all CIDD weights are equal to, or greater than
zero, to the measured IDD, to determine an energy spec-
trum for the focused ion beam with the nominal beam
energy.
[0008] The energy distribution of each simulated nom-
inally mono energetic focused ion beam may have an
energy distribution with a standard deviation that is small-
er than the standard deviation of the energy distribution
of the focused ion beam of the treatment delivery system.
[0009] The energy distribution of each simulated nom-
inally mono energetic focused ion beam may be strictly
mono energetic.
[0010] The steps of obtaining a measured IDD and per-
forming a fit may be repeated for a plurality of nominal
beam energies. In this case, the method further compris-
es the step of: determining the energy spectrum for an
additional nominal beam energy of the ion beam treat-
ment delivery system by interpolation between previous-
ly determined energy spectra.
[0011] The method may further comprise the step of:
using the energy spectrum as input to Monte Carlo based
dose computation algorithms.
[0012] The method may further comprise the step of:
generating a complete IDD using the energy spectrum
and a second set of CIDDs that are laterally integrated
over a larger area than that used to determine the CIDDs
used for determining the energy spectra, the complete
IDD being usable as input to analytical dose computation
algorithms.
[0013] According to a second aspect, it is provided a
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spectrum determiner for obtaining an energy spectrum
of a focused ion beam, generated by an ion beam treat-
ment delivery system, for a specific nominal energy,
when a Bragg peak chamber is used to measure an in-
tegrated depth dose, IDD. The spectrum determiner com-
prises: a processor; and a memory storing instructions
that, when executed by the processor, cause the spec-
trum determiner to: simulate doses, in at least two dimen-
sions, of a set of nominally mono energetic focused ion
beams, wherein the energies of the set cover a range of
supported energies of the ion beam treatment delivery
system; determine a lateral extension of a Bragg peak
chamber to evaluate; calculate a set of theoretic compo-
nent IDD curves, CIDDs, by laterally integrating the dose
of the simulated set of the nominally mono energetic fo-
cused ion beams, over the lateral extension of the Bragg
peak chamber; store calculated CIDDs; obtain a meas-
ured IDD of a focused ion beam with a nominal energy
using the Bragg peak chamber; and perform a fit of a
linear combination of CIDDs, wherein all CIDD weights
are equal to, or greater than zero, to the measured IDD,
to determine an energy spectrum for the focused ion
beam with the nominal beam energy.
[0014] The energy distribution of each simulated nom-
inally mono energetic focused ion beam may have an
energy distribution with a standard deviation that is small-
er than the standard deviation of the energy distribution
of the focused ion beam of the treatment delivery system
[0015] The energy distribution of each simulated nom-
inally mono energetic focused ion beam may be strictly
mono energetic.
[0016] The spectrum determiner may further comprise
instructions that, when executed by the processor, cause
the spectrum determiner to: repeat the instructions to ob-
tain a measured IDD and perform a fit for a plurality of
nominal beam energies, and determine the energy spec-
trum for an additional nominal beam energy of the ion
beam treatment delivery system by interpolation be-
tween previously determined energy spectra.
[0017] The spectrum determiner may further comprise
instructions that, when executed by the processor, cause
the spectrum determiner to: use the energy spectrum as
input to Monte Carlo based dose computation algorithms.
[0018] The spectrum determiner may further comprise
instructions that, when executed by the processor, cause
the spectrum determiner to: generate a complete IDD
using the energy spectrum and a second set of CIDDs
that are laterally integrated over a larger area than that
used to determine the CIDDs used for determining the
energy spectra, the complete IDD being usable as input
to analytical dose computation algorithms.
[0019] According to a third aspect, it is provided a com-
puter program for obtaining an energy spectrum of a fo-
cused ion beam, generated by an ion beam treatment
delivery system, for a specific nominal energy, when a
Bragg peak chamber is used to measure an integrated
depth dose, IDD. The computer program comprises com-
puter program code which, when run on a spectrum de-

terminer causes the spectrum determiner to: simulate
doses, in at least two dimensions, of a set of nominally
mono energetic focused ion beams, wherein the energies
of the set cover a range of supported energies of the ion
beam treatment delivery system; determine a lateral ex-
tension of a Bragg peak chamber to evaluate; calculate
a set of theoretic component IDD curves, CIDDs, by lat-
erally integrating the dose of the simulated set of the nom-
inally mono energetic focused ion beams, over the lateral
extension of the Bragg peak chamber; store calculated
CIDDs; obtain a measured IDD of a focused ion beam
with a nominal energy using the Bragg peak chamber;
and perform a fit of a linear combination of CIDDs, where-
in all CIDD weights are equal to, or greater than zero, to
the measured IDD, to determine an energy spectrum for
the focused ion beam with the nominal beam energy.
[0020] According to a fourth aspect, it is provided a
computer program product comprising a computer pro-
gram according to the third aspect and a computer read-
able means on which the computer program is stored.
[0021] Generally, all terms used in the claims are to be
interpreted according to their ordinary meaning in the
technical field, unless explicitly defined otherwise herein.
All references to "a/an/the element, apparatus, compo-
nent, means, step, etc." are to be interpreted openly as
referring to at least one instance of the element, appa-
ratus, component, means, step, etc., unless explicitly
stated otherwise. The steps of any method disclosed
herein do not have to be performed in the exact order
disclosed, unless explicitly stated.

BRIEF DESCRIPTION OF THE DRAWINGS

[0022] Aspects and embodiments are now described,
by way of example, with reference to the accompanying
drawings, in which:

Fig 1 is a schematic drawing illustrating an environ-
ment in which embodiments presented herein can
be applied;

Fig 2 is a schematic diagram illustrating lateral ex-
tension as a function of depth of the dose delivered
by a single focused ion beam;

Fig 3 is a schematic diagram illustrating the differ-
ence between total dose delivery and measured
dose delivery, measured using a Bragg peak cham-
ber with a finite lateral extension;

Fig 4 is a schematic histogram illustrating the energy
spectrum of a single ion beam in the ion beam treat-
ment delivery system of Fig 1;

Figs 5A-C are flow charts illustrating methods for ob-
taining an energy spectrum of a focused ion beam;

Fig 6 is a schematic diagram illustrating components
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of the spectrum determiner of Fig 1 according to one
embodiment; and

Fig 7 shows one example of a computer program
product comprising computer readable means.

DETAILED DESCRIPTION

[0023] The aspects of the present disclosure will now
be described more fully hereinafter with reference to the
accompanying drawings, in which certain embodiments
of the invention are shown. These aspects may, however,
be embodied in many different forms and should not be
construed as limiting; rather, these embodiments are pro-
vided by way of example so that this disclosure will be
thorough and complete, and to fully convey the scope of
all aspects of invention to those skilled in the art. Like
numbers refer to like elements throughout the descrip-
tion.
[0024] Fig 1 is a schematic drawing illustrating an en-
vironment in which embodiments presented herein can
be applied. A treatment planning system 1 determines
how radiation doses are to be delivered to a target volume
3 of a patient. More specifically, the treatment planning
system 1 supplies a treatment plan 7 to an ion beam
treatment delivery system 2. The treatment plan 7 spec-
ifies weights for a plurality of geometrically defined scan-
ning spots. Each weight defines an amount of radiation
provided at the respective scanning spot, to thereby pro-
vide radiation dose to the target volume 3. There may be
an organ at risk in proximity to the target volume 3. In
that case, the treatment plan is determined with a balance
between sufficient dose delivery to the target volume 3
while keeping dose delivery to the organ at risk low.
[0025] The treatment plan is delivered by the ion beam
treatment delivery system 2 using a scanned ion beam,
delivering dose to the patient in scanning spots. The
scanning spot is defined by a lateral scan position for the
beam and a beam energy. The treatment plan 7 is made
up of a distribution of scanning spots for ion beam ther-
apy, to thereby define dose delivery in three dimensions
to the target volume 3.
[0026] Based on the treatment plan 7, the ion beam
treatment delivery system 2 generates an ion beam 12
that is scanned spot by spot over the target volume 3 of
a patient. Each scanning spot generates a spot dose dis-
tribution in the target volume 3 of the patient. In the co-
ordinate system indicated in Fig 1, depth is represented
along a z axis. The location of the dose maximum (Bragg
peak) of a spot dose distribution depthwise, i.e. along the
z axis, is controlled by the kinetic energy of the ions;
higher energy results in a deeper location of the dose
maximum. Moreover, the lateral position in two dimen-
sions (in a plane perpendicular to the z axis), is controlled
using electromagnets to deflect the beam 12. In this way,
the ion beam treatment delivery system 2 delivers the
scanning spots in three dimensions in accordance with
the treatment plan 7.

[0027] Fig 2 is a schematic diagram illustrating lateral
extension as a function of depth of the dose delivered by
a single focused ion beam 11. Depth is indicated by the
z axis and the vertical axis indicates a lateral direction.
It can there be seen how a core dose delivery 11 (con-
taining most of the dose delivery) of the ion beam 12
extends laterally from the centre of the ion beam 12, es-
pecially as it approaches the Bragg peak. A Bragg peak
chamber is used to measure dose delivery in the form of
integrated depth dose (IDD). The Bragg peak chamber
to be any type of dosimetric device that is used to meas-
ure the IDD of a focused ion beam. The Bragg peak cham-
ber has a finite lateral extension 14. While lateral exten-
sion 14 of the Bragg peak chamber covers the lateral
extension of the core dose delivery 11, there is a small
amount of dose that is delivered all the way to a peripheral
dose delivery 13. Consequently, there will be some de-
livery of dose outside the finite lateral extension 14 of the
Bragg peak chamber, which will thus not be captured by
the Bragg peak chamber.
[0028] Fig 3 is a schematic diagram illustrating the dif-
ference between total dose delivery 10 and measured
dose delivery 10’, measured using a Bragg peak cham-
ber.
[0029] The total dose delivery 10 as well as the meas-
ured dose delivery 10’ illustrate the presence of the Bragg
peak at a specific depth and a sharp drop-off thereafter.
Referring back to Fig 2, due to the finite lateral extension
14 of the Bragg peak chamber, there will be small
amounts of dose delivery which is not captured by the
Bragg peak chamber. It is for this reason that there is a
discrepancy between the measured dose delivery 10’
and the total dose delivery 10. In the prior art, this dis-
crepancy has been compensated for numerically.
[0030] Fig 4 is a schematic histogram illustrating the
energy spectrum of a single ion beam in the ion beam
treatment delivery system 2 of Fig 1. The single ion beam
has a nominal energy, which is the configured energy in
the ion beam treatment delivery system for this particular
ion beam. Energy E is shown along the x axis and the y
axis indicates distribution of energies in the ion beam,
dN/dE. The energy intervals, i.e. the size of each bin for
the energies, along the x axis can e.g. be 0.2 MeV. The
ion beam has a certain nominal energy 18. However, as
seen in the histogram, there is some variation in dose
delivery for different energies around the nominal energy
18. In other words, in a real ion beam treatment delivery
system, there is some variation in the energy level in ions
of the ion beam, reflected by the energy spectrum 17
illustrated in Fig 4.
[0031] Figs 5A-C are flow charts illustrating methods
for obtaining an energy spectrum of a focused ion beam.
As explained above, the focused ion beam is generated
by the ion beam treatment delivery system, for a specific
nominal energy. A Bragg peak chamber is used to meas-
ure an integrated depth dose, IDD. The methods are per-
formed in a spectrum determiner. First, embodiments il-
lustrated by Fig 5A will be described.
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[0032] In a simulate doses step 40, the spectrum de-
terminer simulates doses, in at least two dimensions (i.e.
in two or three dimensions), of a set of nominally mono
energetic focused ion beams. The energies of the set
cover a range of supported energies of the ion beam
treatment delivery system. As an example, the energies
of the set cover between 5 MeV to 250 MeV. In one em-
bodiment, the spacing between the simulated nominally
mono energetic ion beams in the set is 0.2 MeV.
[0033] The energy distribution of each simulated nom-
inally mono energetic focused ion beam does not need
to be strictly mono energetic, as long as the energy dis-
tribution of the simulated ion beam is narrow compared
to that of the ion beam treatment delivery system. For
instance, the energy distribution of the mono energetic
focused ion beams can have a standard deviation that
is smaller than the standard deviation of the energy dis-
tribution of the focused ion beam of the treatment delivery
system. In one embodiment, the energy distribution of
each simulated nominally mono energetic focused ion
beam is strictly mono energetic.
[0034] In a determine lateral extension step 42, the
spectrum determiner determines a lateral extension of a
Bragg peak chamber to evaluate. The lateral extension
can be a diameter of a circular Bragg peak chamber or
the area of the Bragg peak chamber.
[0035] In a calculate theoretic CIDDs step 44, the spec-
trum determiner calculates a set of theoretic component
IDD curves, here denoted CIDDs. This calculation is per-
formed by laterally integrating the dose of the simulated
set of the nominally mono energetic focused ion beams,
over the lateral extension of the Bragg peak chamber. In
other words, the CIDDs are simulated measurements
corresponding to in lateral extension to the size of the
Bragg peak chamber.
[0036] In a store CIDDs step 46, the spectrum deter-
miner stores the calculated CIDDs. The CIDDs can be
precalculated and stored in advance, long before the
measurement with the Bragg peak chamber occurs. Fur-
thermore, CIDDs can be precalculated for several sizes
of Bragg peak chambers, and only the CIDDs of the
Bragg peak chamber used is later employed.
[0037] In an obtain measured IDD step 48, the spec-
trum determiner obtains a measured IDD of a focused
ion beam with a nominal energy using the Bragg peak
chamber.
[0038] In a perform fit step 50, the spectrum determiner
performs a fit of a linear combination of CIDDs to the
measured IDD (with the CIDDs corresponding in lateral
extension to the Bragg peak chamber used in step 48).
All CIDD weights are equal to, or greater than zero in this
linear combination. In this way, an energy spectrum for
the focused ion beam with the nominal beam energy is
determined. The fit can e.g. be performed using a least
squares method.
[0039] In one embodiment, steps 48 and 50 are repeat-
ed for a plurality of nominal beam energies. In this case,
the method can further comprise an optional determine

additional energy spectrum step 52.
[0040] In the optional determine additional energy
spectrum step 52, the spectrum determiner determines
the energy spectrum for an additional nominal beam en-
ergy of the ion beam treatment delivery system by inter-
polation between previously determined energy spectra.
[0041] Now, embodiments illustrated by Fig 5B will be
described. In the interest of clarity and brevity, only new
or modified steps, compared to the embodiments of Fig
5A will be described. It is to be noted that step 52 can
optionally be performed in this embodiment also.
In a use energy spectrum for MC planning step 54, the
spectrum determiner uses the energy spectrum as input
to Monte Carlo based dose computation algorithms.
[0042] Now, embodiments illustrated by Fig 5C will de-
scribed. In the interest of clarity and brevity, only new or
modified steps, compared to the embodiments of Fig 5A
will be described. It is to be noted that step 52 can op-
tionally be performed in this embodiment also.
In a generate IDD step 56, the spectrum determiner gen-
erates a complete IDD (corresponding to the example
shown in Fig 3) using the energy spectrum and a second
set of CIDDs that are laterally integrated over a larger
area than that used to determine the CIDDs used for
determining the energy spectra. The complete IDD is
then usable as input to analytical dose computation al-
gorithms.
[0043] Fig 6 is a schematic diagram illustrating com-
ponents of the spectrum determiner 5 of Fig 1 according
to one embodiment. When the spectrum determiner 1
forms part of a host device, such as the treatment plan-
ning system 1 of Fig 1, one or more of the mentioned
components can be shared with the host device. A proc-
essor 60 is provided using any combination of one or
more of a suitable central processing unit (CPU), multi-
processor, microcontroller, digital signal processor
(DSP), application specific integrated circuit etc., capable
of executing software instructions 67 stored in a memory
64, which can thus be a computer program product. The
processor 60 can be configured to execute the method
described with reference to Figs 5A-C above.
[0044] The memory 64 can be any combination of ran-
dom-access memory (RAM) and read only memory
(ROM). The memory 64 also comprises persistent stor-
age, which, for example, can be any single one or com-
bination of magnetic memory, optical memory, solid-
state memory or even remotely mounted memory.
[0045] A data memory 66 is also provided for reading
and/or storing data during execution of software instruc-
tions in the processor 60. The data memory 66 can be
any combination of random-access memory (RAM) and
read only memory (ROM).
[0046] The spectrum determiner 5 further comprises
an I/O interface 62 for communicating with other external
entities. Optionally, the I/O interface 62 also includes a
user interface.
[0047] Other components of the spectrum determiner
5 are omitted in order not to obscure the concepts pre-
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sented herein.
[0048] Fig 7 shows one example of a computer pro-
gram product comprising computer readable means. On
this computer readable means, a computer program 91
can be stored, which computer program can cause a
processor to execute a method according to embodi-
ments described herein. In this example, the computer
program product is an optical disc, such as a CD (com-
pact disc) or a DVD (digital versatile disc) or a Blu-Ray
disc. As explained above, the computer program product
could also be embodied in a memory of a device, such
as the computer program product 64 of Fig 6. While the
computer program 91 is here schematically shown as a
track on the depicted optical disk, the computer program
can be stored in any way which is suitable for the com-
puter program product, such as a removable solid-state
memory, e.g. a Universal Serial Bus (USB) drive.
[0049] The aspects of the present disclosure have
mainly been described above with reference to a few
embodiments. However, as is readily appreciated by a
person skilled in the art, other embodiments than the
ones disclosed above are equally possible within the
scope of the invention, as defined by the appended patent
claims. Thus, while various aspects and embodiments
have been disclosed herein, other aspects and embod-
iments will be apparent to those skilled in the art. The
various aspects and embodiments disclosed herein are
for purposes of illustration and are not intended to be
limiting, with the true scope and spirit being indicated by
the following claims.

Claims

1. A method for obtaining an energy spectrum of a fo-
cused ion beam, generated by an ion beam treat-
ment delivery system (2), for a specific nominal en-
ergy, when a Bragg peak chamber (30) is used to
measure an integrated depth dose, IDD (10’), the
method being performed in a spectrum determiner
(1) and comprising the steps of:

simulating (40) doses, in at least two dimen-
sions, of a set of nominally mono energetic fo-
cused ion beams, wherein the energies of the
set cover a range of supported energies of the
ion beam treatment delivery system (2);
determining (42) a lateral extension of a Bragg
peak chamber (20) to evaluate;
calculating (44) a set of theoretic component
IDD curves, CIDDs, by laterally integrating the
dose of the simulated set of the nominally mono
energetic focused ion beams, over the lateral
extension of the Bragg peak chamber (20);
storing (46) calculated CIDDs;
obtaining (48) a measured IDD of a focused ion
beam with a nominal energy using the Bragg
peak chamber (20); and

performing (50) a fit of a linear combination of
CIDDs, wherein all CIDD weights are equal to,
or greater than zero, to the measured IDD, to
determine an energy spectrum for the focused
ion beam with the nominal beam energy.

2. The method according to claim 1, wherein the energy
distribution of each simulated nominally mono ener-
getic focused ion beam has an energy distribution
with a standard deviation that is smaller than the
standard deviation of the energy distribution of the
focused ion beam of the treatment delivery system.

3. The method according to claim 1 or 2, wherein the
energy distribution of each simulated nominally mo-
no energetic focused ion beam is strictly mono en-
ergetic.

4. The method according to any one of the preceding
claims, wherein the steps of obtaining (48) a meas-
ured IDD and performing (50) a fit are repeated for
a plurality of nominal beam energies, and wherein
the method further comprises the step of:
determining (52) the energy spectrum for an addi-
tional nominal beam energy of the ion beam treat-
ment delivery system by interpolation between pre-
viously determined energy spectra.

5. The method according to any one of the preceding
claims, further comprising the step of:
using (54) the energy spectrum as input to Monte
Carlo based dose computation algorithms.

6. The method according to any one of the preceding
claims, further comprising the step of:
generating (56) a complete IDD using the energy
spectrum and a second set of CIDDs that are laterally
integrated over a larger area than that used to de-
termine the CIDDs used for determining the energy
spectra, the complete IDD being usable as input to
analytical dose computation algorithms.

7. A spectrum determiner (1) for obtaining an energy
spectrum of a focused ion beam, generated by an
ion beam treatment delivery system (2), for a specific
nominal energy, when a Bragg peak chamber (30)
is used to measure an integrated depth dose, IDD
(10’), the spectrum determiner (1) comprising:

a processor (60); and
a memory (64) storing instructions (67) that,
when executed by the processor, cause the
spectrum determiner (1) to:

simulate doses, in at least two dimensions,
of a set of nominally mono energetic fo-
cused ion beams, wherein the energies of
the set cover a range of supported energies
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of the ion beam treatment delivery system
(2);
determine a lateral extension of a Bragg
peak chamber (20) to evaluate;
calculate a set of theoretic component IDD
curves, CIDDs, by laterally integrating (46)
the dose of the simulated set of the nomi-
nally mono energetic focused ion beams,
over the lateral extension of the Bragg peak
chamber (20);
store calculated CIDDs;
obtain a measured IDD of a focused ion
beam with a nominal energy using the
Bragg peak chamber (20); and
perform a fit of a linear combination of CI-
DDs, wherein all CIDD weights are equal
to, or greater than zero, to the measured
IDD, to determine an energy spectrum for
the focused ion beam with the nominal
beam energy.

8. The spectrum determiner (1) according to claim 7,
wherein the energy distribution of each simulated
nominally mono energetic focused ion beam has an
energy distribution with a standard deviation that is
smaller than the standard deviation of the energy
distribution of the focused ion beam of the treatment
delivery system

9. The spectrum determiner (1) according to claim 7 or
8, wherein the energy distribution of each simulated
nominally mono energetic focused ion beam is strict-
ly mono energetic.

10. The spectrum determiner (1) according to any one
of claims 7 to 9, further comprising instructions (67)
that, when executed by the processor, cause the
spectrum determiner (1) to:

repeat the instructions to obtain a measured IDD
and perform a fit for a plurality of nominal beam
energies, and
determine the energy spectrum for an additional
nominal beam energy of the ion beam treatment
delivery system by interpolation between previ-
ously determined energy spectra.

11. The spectrum determiner (1) according to any one
of claims 7 to 10, further comprising instructions (67)
that, when executed by the processor, cause the
spectrum determiner (1) to:
use the energy spectrum as input to Monte Carlo
based dose computation algorithms.

12. The spectrum determiner (1) according to any one
of claims 7 to 11, further comprising instructions (67)
that, when executed by the processor, cause the
spectrum determiner (1) to:

generate a complete IDD using the energy spectrum
and a second set of CIDDs that are laterally integrat-
ed over a larger area than that used to determine
the CIDDs used for determining the energy spectra,
the complete IDD being usable as input to analytical
dose computation algorithms.

13. A computer program (67, 91) for obtaining an energy
spectrum of a focused ion beam, generated by an
ion beam treatment delivery system (2), for a specific
nominal energy, when a Bragg peak chamber (30)
is used to measure an integrated depth dose, IDD
(10’), the computer program comprising computer
program code which, when run on a spectrum de-
terminer (1) causes the spectrum determiner (1) to:

simulate doses, in at least two dimensions, of a
set of nominally mono energetic focused ion
beams, wherein the energies of the set cover a
range of supported energies of the ion beam
treatment delivery system (2);
determine a lateral extension of a Bragg peak
chamber (20) to evaluate;
calculate a set of theoretic component IDD
curves, CIDDs, by laterally integrating (46) the
dose of the simulated set of the nominally mono
energetic focused ion beams, over the lateral
extension of the Bragg peak chamber (20);
store calculated CIDDs;
obtain a measured IDD of a focused ion beam
with a nominal energy using the Bragg peak
chamber (20); and
perform a fit of a linear combination of CIDDs,
wherein all CIDD weights are equal to, or greater
than zero, to the measured IDD, to determine
an energy spectrum for the focused ion beam
with the nominal beam energy.

14. A computer program product (64, 90) comprising a
computer program according to claim 13 and a com-
puter readable means on which the computer pro-
gram is stored.
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