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(54) Modular shaft for machine tools

(57) A modular shaft comprising at least two tubular
segments (2, 3), which can be connected to each other
along the same axis (X) of the shaft (1). The first segment
(2) comprises, at one end, a first connecting portion (4)
forming a tapered shank (6), whilst a second segment
(3) comprises, at one end, a second connecting portion
(5) forming a tapered receiving surface (7) set up for re-

ceiving the tapered shank (6). The shaft also comprises
at least one locking screw (10) located at the connecting
portions (4, 5) and acting on the connecting portions (4,
5) to stably lock the segments (2, 3) together. In partic-
ular, the locking screw (10) is positioned and operates
along a screwing axis (V) incident on the axis (X) of the
shaft and with said axis of the shaft forming an acute
fixing angle (12).
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Description

[0001] This invention relates to a modular shaft for ma-
chine tools. In particular, it relates to a rotary shaft which
can be fitted on machine tools for the transmission of
torques or as a precision sliding axis.
[0002] Modular shafts for machine tools are made up
of tubular segments which are fitted together using var-
ious types of connections.
[0003] There are prior art modular shafts which are
made from a plurality of segments, which are connected
to each other using cylindrical connections. Such shafts
have a first, male end with a cylindrical ending having a
reduced cross-section, which can be inserted in a corre-
sponding opposite end of an adjacent segment.
[0004] The two adjacent segments are locked in posi-
tion by one or more screws which engage at the cylindri-
cal connection to lock the two segment together and pre-
vent them from coming away from each other.
[0005] Generally, the tubular segments of such mod-
ular shafts comprise a tongue or a pin located at one of
the ends and which can be associated with a respective
groove made on the end opposite the tongue, for trans-
mitting the torque generated by the machine tool from a
first tubular segment to the next segment.
[0006] Such modular shafts do not have precision
alignment between the various tubular segments, there-
fore shafts were developed which have a tapered con-
nection between a male portion and a female portion.
[0007] In such tapered connections, the inner surface
of the female portion extends in a tapered fashion with a
cross-section decreasing away from the end of the tubu-
lar segment to which it belongs, whilst the tubular portion
with reduced cross-section of the male end extends in a
tapered fashion with a cross-section increasing away
from its end of the tubular segment. In a good tapered
connection the length and taper angle of the connecting
portions of the male end and the female end are practi-
cally the same, so as to maximise the (tapered) contact
surface between one tubular segment and the next which
is connected to it. Finally, screws, like those used in the
cylindrical connections, lock the male end to prevent it
from coming out of the female end.
[0008] Even shafts with a tapered connection have a
tongue and groove system for transmitting torque.
[0009] Disadvantageously, in the prior art modular
shafts, whether with a cylindrical connection or a tapered
connection, the transfer of the torque from one tubular
segment to the adjacent tubular segment is performed
completely by the tongue and groove interaction, with
obvious problems in terms of sizing if the torques to be
transmitted are very high. Moreover, a very large tongue
and groove system causes a high level of eccentricity of
the rotating masses of the tubular segments with conse-
quent strong vibrations that limit the lifetime of the shaft,
the machining precision and may lead to breakages due
to shaft component fatigue.
[0010] Another disadvantage of prior art modular

shafts relates to locking of the male end of the connection
using the screws. In fact, the screws lock the male end
by applying a strong radial pressure on it and, therefore,
by means of friction, prevent the male end from coming
out of the female end. However, that configuration cre-
ates extremely strong local stresses on the pressure
points of the screws, which result in permanent deforma-
tions of the male end, friction wear on the screws and,
therefore, a limited working life of the tubular segment.
[0011] Such modular shafts undergo many assembly/
disassembly operations and said prior art configurations
have the obvious disadvantage of resulting in permanent
deformations of the tubular segment which, therefore,
after various cycles is unusable.
[0012] In this context, the technical purpose which
forms the basis of this invention is to propose a modular
shaft for machine tools which overcomes the above men-
tioned disadvantages of the prior art.
[0013] In particular, this invention has for an aim to
provide a modular shaft for machine tools which guaran-
tees a precise and reliable connection between the com-
ponents.
[0014] Another aim of this invention is to provide a mod-
ular shaft for machine tools which is resistant to wear and
to bending and twisting stresses.
[0015] A further aim of this invention is to provide a
modular shaft for machine tools which can transmit sig-
nificant torques while minimising eccentricity. The tech-
nical purpose indicated and the aims specified are sub-
stantially achieved by a modular shaft for machine tools
comprising the technical features described in one or
more of the appended claims.
[0016] Further features and advantages of this inven-
tion are more apparent in the detailed description below,
with reference to a preferred, non-limiting, embodiment
of a modular shaft for machine tools as illustrated in the
accompanying drawings, in which:

- Figure 1 is a perspective view of two components of
the shaft according to this invention;

- Figure 2 is a perspective view of the components of
Figure 1 in an operating configuration;

- Figure 3 is a longitudinal section of the shaft in the
configuration of Figure 2.

[0017] With reference to the accompanying drawings,
the numeral 1 denotes in its entirety a modular shaft for
machine tools.
[0018] The modular shaft 1 comprises at least two tu-
bular segments 2, 3, which can be connected to each
other along the same axis "X" of the shaft 1 itself.
[0019] In the preferred embodiment, the tubular seg-
ments 2, 3 have a cylindrical cross-section relative to the
axis "X". In particular, the axis "X" of the shaft substan-
tially coincides with the axis of symmetry of the tubular
segments 2, 3 themselves. At least the first tubular seg-
ment 2 comprises, at one end, a first connecting portion
4 forming a tapered shank 6. Similarly, the second seg-
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ment 3 comprises, at one end, a second connecting por-
tion 5 forming a tapered receiving surface 7 set up for
receiving the tapered shank 6 of the first segment 2.
[0020] As shown in Figure 3, the first connecting por-
tion 4 and the second connecting portion 5 form a tapered
connection between the two tubular segments 2, 3. In
particular, the interaction between the shank 6 and the
tapered surface 7 allows centring of the first tubular seg-
ment 2 relative to the second tubular segment 3.
[0021] As shown in Figure 1, the shank 6 has a sub-
stantially frustoconical shape whose tapered extension
reveals its cross-section increasing away from the end
of the tubular segment 2.
[0022] Similarly, the tapered surface 7 also has a sub-
stantially frustoconical shape whose tapered extension
reveals its cross-section decreasing away from the end
of the tubular segment 3 to which it belongs, thereby form-
ing a guide for insertion of the shank 6.
[0023] The angle of the frustoconical extensions of the
shank 6 and the tapered surface 7, relative to the axis
"X", form a taper angle 14 of the connection. The taper
angle 14 is preferably between 2° and 8°, and even more
preferably equal to approximately 2.5°.
[0024] The modular shaft 1 also comprises at least one
locking screw 10 located at the connecting portions 4, 5
of the tubular segments 2, 3 and acting on the connecting
portions 4, 5 to stably lock the segments 2, 3 together.
[0025] More particularly, the locking screw 10 is posi-
tioned and operates along a screwing axis "V" incident
on the axis "X" of the shaft 1 and with said axis "X" of the
shaft forming a locking screw 10 fixing angle 12.
[0026] Advantageously, the fixing angle 12 is other
than 90° and, in particular, is an acute angle.
[0027] In particular, the fixing angle 12 is between 30°
and 70°.
[0028] Preferably the fixing angle 12 is between 55°
and 65°.
[0029] Even more preferably, the fixing angle 12 is
equal to approximately 60°.
[0030] Said fixing angle 12, which as indicated above
is an acute angle, is the angle formed between the shaft
1 axis "X" and the half-line on which the locking screw
10 lies, facing towards the end of the second tubular seg-
ment 3, that is to say, facing towards the inlet of the sec-
ond connecting portion 5.
[0031] The first connecting portion 4 of the first tubular
segment 2 comprises at least one fixing surface 15 set
up to receive the thrust action applied by the locking
screw 10, as shown in Figure 3. Advantageously, the
fixing surface 15 is transversal to the screwing axis "V"
of the locking screw 10.
[0032] In a preferred embodiment, the fixing surface
15 is perpendicular to the screwing axis "V" of the locking
screw 10.
[0033] That geometrical arrangement of the fixing sur-
face 15 allows maximum use to be made of the locking
action of the screw 10 and, at the same time, minimises
deformations of the shank 6 subjected to the locking ac-

tion of the screw 10.
[0034] Even more particularly, the locking screw 10
comprises a substantially flat front contact surface 11
which can engage against the fixing surface 15 of the
first connecting portion 4 of the first segment 2.
[0035] Said interaction between the flat locking screw
10 and the fixing surface 15 transversal to the screwing
axis "V" directly influences the length of the operating life
of the shank 6 and therefore of the entire tubular segment
2. In fact, the flat front contact surface 11 allows uniform
loading of the clamping force of the locking screw 10 on
a greater surface area. The result is reduced elastic
and/or permanent deformation of the fixing surface 15 of
the shank 6 and greater repeatability of connection as-
sembly/disassembly.
[0036] Looking at the construction detail of the tubular
segment 2, at the first connecting portion 4, it comprises
a peripheral groove 16 forming the fixing surface 15 for
engaging with the locking screw 10. More particularly the
peripheral groove 16 extends along an entire angular ex-
tension about the axis "X" of the shaft 1.
[0037] In a preferred embodiment, the peripheral
groove 16 is axially symmetric about the axis "X".
[0038] In other words, in the preferred embodiment,
the groove 16 forms an axially symmetric undercut which
extends along the entire circumference of the cross-sec-
tion of the shank 6.
[0039] In other words, the undercut formed by the
groove 16 allows the shank 6 to receive the locking screw
10 which in that way can engage on the fixing surface
15, therefore allowing the tapered shank 6 to be kept
connected inside the tapered surface 7 of the second
connecting portion 5.
[0040] The modular shaft 1 may also comprise a con-
necting tongue 20 interposed between the first connect-
ing portion 4 and the second connecting portion 5 for
defining correct reciprocal angular positioning of the tu-
bular segments 2, 3 to be assembled.
[0041] In particular, the connecting tongue 20 engages
on a related cavity 21 specially made for the angular po-
sitioning of the two tubular segments 2, 3 to be assem-
bled.
[0042] In the preferred embodiment, the tongue 20 is
made at the first connecting portion 4 of the tubular seg-
ment 2 whilst the cavity 21 is made on the second con-
necting portion 5 of the tubular segment 3, as shown in
Figure 2.
[0043] As shown in Figures 2 and 3, once the two tu-
bular segments 2, 3 have been connected, an external
channel 18 can be seen. In fact, the first 4 and second 5
connecting portions are shaped in such a way as to form,
between the two tubular segments 2, 3 drawn near each
other, the above-mentioned external channel 18 which
is designed to allow a further forced movement of the two
tubular segments 2, 3 towards each other when the two
connecting portions 4, 5 are clamped together using the
locking screws 10.
[0044] In particular, for the sake of clarity, the term
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"drawn near" means that the first connecting portion 4 of
the tubular segment 2 is inserted until it makes contact
in the second connecting portion 5 of the tubular segment
3, before the traction applied by the locking screws 10.
Therefore, during tightening of the locking screws 10, the
existence of the channel 18 allows a further longitudinal
sliding motion of the shank 6 in the second connecting
portion 5, caused by the force fitting from tightening of
the screw 10 and/or by local elastic deformations of the
material.
[0045] Finally, in the preferred embodiment, each of
the tubular segments 2, 3 comprises, at the first end, the
first connecting portion 4 forming the tapered shank 6
and, at the second end opposite to the first end, the sec-
ond connecting portion 5 forming the tapered receiving
surface 7.
[0046] In other words, each tubular segment 2, 3 com-
prises both the first connecting portion 4 and the second
connecting portion 5, in such a way that it does not matter
in which order the first tubular segment 2 and the second
tubular segment 3 are assembled, since except for their
nominal length they are equivalent to one another as re-
gards possible connection to a further tubular segment.
Very briefly, it may be said that the modular shaft made
using the individual tubular segments 2, 3 is, in this case,
a modular structure which may comprise two or more
tubular segments depending on the requirements for use.
[0047] According to the preferred embodiment of the
invention, the shaft 1 comprises a plurality of locking
screws 10 spaced at angular intervals about the axis "X".
[0048] In a preferred embodiment, the locking screws
are spaced at equal angular intervals about the axis "X".
In particular, according to one embodiment, the shaft 1
comprises three locking screws 10 which are equidistant
from each other, being separated by an angle of approx-
imately 120°. That arrangement of the screws 10 has
proved optimum relative to the seal of the connection in
operation and as regards the low level of residual ten-
sions generated by the connection of the two tubular seg-
ments 2, 3. Moreover, said arrangement of the locking
screws 10 results in optimum balancing of the masses,
giving extremely low eccentricity and, therefore, minimis-
ing mechanical vibrations.
[0049] The invention achieves the preset aims. The
modular shaft according to this invention guarantees a
connection between the segments which is precise and
reliable thanks to the particular geometry of the locking
screws and the shank. The centring between the various
tubular segments of which the shaft consists is guaran-
teed by the tapered shape of the contact surfaces and
by the traction applied by the locking screws. Moreover,
the particular shape of the screws and of the surfaces on
which they act allow a drastic reduction in residual ten-
sions caused by assembly, thus guaranteeing a long life
for the segments even after many assembly and disas-
sembly cycles. The structural and functional strength of
the tapered connection made according to this invention
also guarantees considerable resistance to wear and to

the bending and twisting stresses to which the shaft is
subjected.
[0050] In this description the measurements of the an-
gles are expressed in sexagesimal degrees.

Claims

1. A modular shaft comprising:

- at least two tubular segments (2, 3), which can
be connected to each other along the same axis
(X) of the shaft (1), where at least a first (2) of
the segments (2, 3) comprises at one end a first
connecting portion (4) forming a tapered shank
(6) whilst a second (3) of the segments (2, 3)
comprises at one end a second connecting por-
tion (5) forming a tapered receiving surface (7)
set up for receiving the tapered shank (6);
- at least one locking screw (10) located at the
connecting portions (4, 5) and acting on the con-
necting portions (4, 5) to stably lock the seg-
ments (2, 3) together; characterised in that the
at least one locking screw (10) is positioned and
operates along a screwing axis (V) incident on
the axis (X) of the shaft (1) and with said axis
(X) of the shaft (1) forming an acute fixing angle
(12).

2. The modular shaft according to claim 1, wherein the
fixing angle (12) is between 30° and 70°, preferably
between 55° and 65° and even more preferably
equal to approximately 60°.

3. The modular shaft according to claim 1 or 2, wherein
the first connecting portion (4) of the first segment
(2) comprises at least one fixing surface (15) set up
to receive a thrust action applied by the at least one
screw (10), said fixing surface (15) being transversal
to the screwing axis (V) of the locking screw (10).

4. The modular shaft according to claim 3, wherein the
at least one locking screw (10) comprises a substan-
tially flat front contact surface (11) which can engage
against the fixing surface (15) of the first connecting
portion (4) of the first segment (2).

5. The modular shaft according to claim 3 or 4, wherein
the first segment (2) comprises, at the first connect-
ing portion (4), a peripheral groove (16) forming said
at least one fixing surface (15) for engaging with the
at least one locking screw (10).

6. The modular shaft according to claim 5, wherein the
peripheral groove (16) extends along an entire an-
gular extension about the axis (X) of the shaft (1).

7. The modular shaft according to claim 5, wherein the
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peripheral groove (16) is axially symmetric about the
axis (X) of the shaft (1).

8. The modular shaft according to any of the foregoing
claims, comprising a plurality of said locking screws
(10) spaced at angular intervals about the axis (X)
of the shaft (1).

9. The modular shaft according to any of the foregoing
claims, wherein each of the tubular segments (2, 3)
comprises, at a first end, a first connecting portion
(4) forming the tapered shank (6) and, at a second
end opposite the first, a second connecting portion
(5) forming the tapered receiving surface (7).

10. The modular shaft according to any of the foregoing
claims, also comprising a connecting tongue (20) in-
terposed between the first connecting portion (4) and
the second connecting portion (5) for defining correct
reciprocal angular positioning of the tubular seg-
ments (2, 3) to be assembled.

11. The modular shaft according to any of the foregoing
claims, wherein the first connecting portion (4) and
the second connecting portion (5) are shaped in such
a way as to form, between said at least two tubular
segments (2, 3) drawn near each other, an external
channel (18) designed to allow a further forced
movement of the two tubular segments (2, 3) towards
each other when the two connecting portions (4, 5)
are clamped together using the at least one locking
screw (10).

Amended claims in accordance with Rule 137(2)
EPC.

1. A modular shaft for machine tools comprising: -
at least two tubular segments (2, 3), which can be
connected to each other along the same axis (X) of
the shaft (1), where at least a first (2) of the segments
(2, 3) comprises at one end a first connecting portion
(4) forming a tapered shank (6) whilst a second (3)
of the segments (2, 3) comprises at one end a second
connecting portion (5) forming a tapered receiving
surface (7) set up for receiving the tapered shank
(6); - at least one locking screw (10) located at the
connecting portions (4, 5) and acting on the connect-
ing portions (4, 5) to stably lock the segments (2, 3)
together; characterised in that the at least one lock-
ing screw (10) is positioned and operates along a
screwing axis (V) incident on the axis (X) of the shaft
(1) and with said axis (X) of the shaft (1) forming an
acute fixing angle (12) between 30° and 70°, wherein
the first connecting portion (4) of the first segment
(2) comprises at least one fixing surface (15) set up
to receive a thrust action applied by the at least one
screw (10), said fixing surface (15) being transversal

to the screwing axis (V) of the locking screw (10),
the latter comprising a substantially flat front contact
surface (11) which can engage against the fixing sur-
face (15) of the first connecting portion (4) of the first
segment (2). 2) The modular shaft according to claim
1, wherein the fixing angle (12) is between 55° and
65° and preferably equal to approximately 60°.

3. The modular shaft according to claim 1 or 2,
wherein the first segment (2) comprises, at the first
connecting portion (4), a peripheral groove (16) form-
ing said at least one fixing surface (15) for engaging
with the at least one locking screw (10).

4. The modular shaft according to claim 3, wherein
the peripheral groove (16) extends along an entire
angular extension about the axis (X) of the shaft (1).

5. The modular shaft according to claim 3, wherein
the peripheral groove (16) is axially symmetric about
the axis (X) of the shaft (1).

6. The modular shaft according to any of the forego-
ing claims, comprising a plurality of said locking
screws (10) spaced at angular intervals about the
axis (X) of the shaft (1).

7. The modular shaft according to any of the forego-
ing claims, wherein each of the tubular segments (2,
3) comprises, at a first end, a first connecting portion
(4) forming the tapered shank (6) and, at a second
end opposite the first, a second connecting portion
(5) forming the tapered receiving surface (7) .

8. The modular shaft according to any of the forego-
ing claims, also comprising a connecting tongue (20)
interposed between the first connecting portion (4)
and the second connecting portion (5) for defining
correct reciprocal angular positioning of the tubular
segments (2, 3) to be assembled.

9. The modular shaft according to any of the forego-
ing claims, wherein the first connecting portion (4)
and the second connecting portion (5) are shaped
in such a way as to form, between said at least two
tubular segments (2, 3) drawn near each other, an
external channel (18) designed to allow a further
forced movement of the two tubular segments (2, 3)
towards each other when the two connecting por-
tions (4, 5) are clamped together using the at least
one locking screw (10).
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