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(54) MECHANICALLY PIVOTING CARTRIDGE CHANNEL FOR SURGICAL INSTRUMENT

(57) A cartridge assembly for use with a surgical sta-
pling instrument, the cartridge assembly comprising a
channel, a cover configured for mechanical engagement
with the channel, a staple cartridge configured for me-
chanical engagement with the cover, and a knife config-
ured for translation with respect to the cover and the car-
tridge;
wherein the channel includes a protrusion for engage-
ment with a blocking member of the cover; such that upon
engagement between the channel and the cover, the pro-

trusion causes the blocking member to move from a first
position where the blocking member is substantially par-
allel with a plane defined by a surface of the cover, to a
second position where at least a portion of the blocking
member is spaced from the plane of the surface; and
wherein in the second position, the blocking member is
configured to substantially prevent distal translation of
the knife after the knife has been deployed to fire staples,
and then translated proximally past a predetermined po-
sition.
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Description

BACKGROUND

Technical field

[0001] This present disclosure relates to a surgical in-
strument having jaws that are movable between open
and closed positions, and more particularly to a surgical
instrument having a knife bar.

Background of Related Art

[0002] Surgical devices wherein tissue is first grasped
or clamped between opposing jaw structure and then
joined by surgical fasteners are well known in the art. In
some instruments, a knife is provided to cut the tissue
which has been joined by the fasteners. The fasteners
are typically in the form of surgical staples but two part
polymeric fasteners can also be utilized.
[0003] Instruments for this purpose may include two
elongated members which are respectively used to cap-
ture or clamp tissue. Typically, one of the members car-
ries a staple cartridge that houses a plurality of staples
arranged in at least two lateral rows while the other mem-
ber has an anvil that defines a surface for forming the
staple legs as the staples are driven from the staple car-
tridge. The stapling operation is effected by cam bars
that travel longitudinally through the staple cartridge, with
the cam bars acting upon staple pushers to sequentially
eject the staples from the staple cartridge.

SUMMARY

[0004] The present disclosure relates to a surgical in-
strument including a frame, an elongate portion, a drive
beam and an end effector. The elongate portion extends
distally from the frame. The drive beam is disposed at
least partially within the elongate portion and is translat-
able with respect to the elongate portion. The end effector
is disposed adjacent a distal end of the elongate portion
and includes first and second jaw members. The first jaw
member is movable with respect to the second jaw mem-
ber between an open position and an approximated po-
sition. The first jaw member includes a proximal camming
surface and a distal camming surface thereon. The sur-
gical instrument also includes a surgical fastener car-
tridge disposed in the first jaw member. An actuation por-
tion of the drive beam has an upper member arranged
to contact the distal camming surface causing approxi-
mation of the jaw members. Proximal translation of the
drive beam causes the actuation portion of the drive
beam to contact the proximal camming surface effecting
opening of the jaw members.
[0005] The present disclosure also relates to a method
for surgically joining tissue. The method includes the step
of providing a surgical instrument that includes a frame,
an elongate portion, a drive beam and an end effector.

The elongate portion extends distally from the frame. The
drive beam is translatable with respect to the elongate
portion. The end effector is disposed adjacent a distal
end of the elongate portion. The end effector includes a
first jaw member and a second jaw member. The first jaw
member is movable with respect to the second jaw mem-
ber and has a surgical fastener cartridge disposed there-
in. The first jaw member includes a proximal camming
surface and a distal camming surface. The method also
includes translating the drive beam distally such that an
actuation portion of the drive beam contacts the distal
camming surface to approximate the jaw members, and
translating the drive beam proximally such that the actu-
ation portion of the drive beam contacts the proximal
camming surface to open the jaw members.
[0006] The invention may be described by reference
to the following numbered paragraphs:-
[0007] A surgical instrument, comprising:

a frame;
an elongate portion extending distally from the
frame;
a drive beam disposed at least partially within the
elongate portion and being proximally and distally
translatable with respect to the elongate portion;
an end effector disposed adjacent a distal end of the
elongate portion, the end effector including a first jaw
member and a second jaw member, the first jaw
member being movable with respect to the second
jaw member between an open position and an ap-
proximated position, the first jaw member including
a proximal camming surface and a distal camming
surface thereon, a surgical fastener cartridge being
disposed in the first jaw member; and
an actuation portion of the drive beam having an up-
per member arranged to contact the distal camming
surface causing approximation of the jaw members
and wherein proximal translation of the drive beam
causes the actuation portion of the drive beam to
contact the proximal camming surface effecting
opening of the jaw members.

[0008] The surgical instrument of paragraph [0007],
further comprising a lip disposed on a proximal portion
of the movable jaw member, the lip being configured to
help prevent the actuation portion of the drive beam from
moving too far proximally.
[0009] The surgical instrument of paragraph [0007],
wherein the actuation portion is formed in the shape of
an I-beam.
[0010] The surgical instrument of paragraph [0007],
wherein the first jaw member includes a cartridge assem-
bly and the second jaw member includes an anvil assem-
bly, and wherein the cartridge assembly is movable with
respect to the anvil assembly.
[0011] The surgical instrument of paragraph [0010],
wherein the anvil assembly is substantially fixed from
movement relative to the elongate portion.
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[0012] The surgical instrument of paragraph [0007],
wherein the end effector is movable between a first po-
sition where the end effector is substantially aligned with
the longitudinal axis to at least a second position where
the end effector is disposed at an angle relative to the
longitudinal axis.
[0013] The surgical instrument of paragraph [0007],
further comprising a substantially flat surface adjacent to
and distally of the distal camming surface such that the
actuation portion of drive beam contacts the flat surface
after the jaw members have been at least partially ap-
proximated, the flat surface being substantially parallel
to the longitudinal axis when the jaw members are ap-
proximated.
[0014] The surgical instrument of paragraph [0007],
wherein the proximal camming surface is adjacent the
distal camming surface.
[0015] The surgical instrument of paragraph [0007],
wherein the proximal camming surface and the distal
camming surface are angled with respect to one another.
[0016] The surgical instrument of paragraph [0007],
further comprising a movable handle disposed on the
frame and in mechanical cooperation with the drive
beam, the movable handle being movable between a first
position and a second position, and wherein at least a
partial actuation of the movable handle effects translation
of the drive beam.
[0017] A method for surgically joining tissue, compris-
ing the steps of:

providing a surgical instrument, including:

a frame;
an elongate portion extending distally from the
frame;
a drive beam being translatable with respect to
the elongate portion; and
an end effector disposed adjacent a distal end
of the elongate portion, the end effector includ-
ing a first jaw member and a second jaw mem-
ber, the first jaw member being movable with
respect to the second jaw member and having
a surgical fastener cartridge disposed therein,
the first jaw member including a proximal cam-
ming surface and a distal camming surface ther-
eon;

translating the drive beam distally such that an ac-
tuation portion of the drive beam contacts the distal
camming surface to approximate the jaw members;
and
translating the drive beam proximally such that the
actuation portion of the drive beam contacts the prox-
imal camming surface to open the jaw members.

[0018] The method of paragraph [0016], further com-
prising a lip disposed on a proximal portion of at least
one of the jaw members, the lip being configured to limit

the movement of the actuation portion of the drive beam.
[0019] The method of paragraph [0016], wherein the
actuation portion is shaped as an I-beam.
[0020] The method of paragraph [0016], wherein the
second jaw member includes an anvil assembly.
[0021] The method of paragraph [0020], wherein the
anvil assembly is substantially fixed from movement rel-
ative to the elongate portion.
[0022] The method of paragraph [0016], further includ-
ing the step of moving the end effector between a first
position where the end effector is substantially aligned
with the longitudinal axis to at least a second position
where the end effector is disposed at an angle relative
to the longitudinal axis.
[0023] The method of paragraph [0016], further com-
prising a substantially flat surface adjacent to and distally
of the distal camming surface such that the actuation
portion of drive beam contacts the flat surface after the
jaw members have been at least partially approximated,
the flat surface being substantially parallel to the longi-
tudinal axis when the jaw members are approximated.
[0024] The method of paragraph [0016], wherein the
proximal camming surface is adjacent the distal camming
surface.
[0025] The method of paragraph [0016], wherein the
distal camming surface and the proximal camming sur-
face are angled with respect to one another.
[0026] The method of paragraph [0016], wherein at
least a partial actuation of the movable handle effects
translation of the drive beam.

DESCRIPTION OF THE DRAWINGS

[0027] Various embodiments of the presently dis-
closed surgical stapling apparatus are disclosed herein
with reference to the drawings, wherein:

FIG. 1 illustrates a side view of a surgical instrument
in accordance with an embodiment of the present
disclosure;
FIG. 2 illustrates a partial cross-sectional view of a
frame of the surgical instrument of FIG. 1 showing a
clamp handle in an open position;
FIG. 3 illustrates a partial cross-sectional view of the
frame of FIG. 2 showing the clamp handle in an ap-
proximated position;
FIG. 4 illustrates a partial cross-sectional view of the
frame of FIG. 2 with portions of the frame omitted;
FIG. 5 illustrates a distal portion of the surgical in-
strument of FIG. 1 showing jaw members in an open
position in accordance with an embodiment of the
present disclosure;
FIG. 6 illustrates an enlarged view of the part of the
distal portion of the surgical instrument indicated in
FIG. 5;
FIG. 7 illustrates a distal portion of the surgical in-
strument of FIG. 1 showing the jaw members in an
approximated position in accordance with an em-
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bodiment of the present disclosure;
FIG. 8 illustrates an enlarged view of the part of the
distal portion of the surgical instrument indicated in
FIG. 7;
FIG. 9 illustrates an enlarged cross-sectional view
of a distal portion of an embodiment of the surgical
instrument of the present disclosure showing a knife
connection in an unlinked position in accordance
with an embodiment of the present disclosure;
FIG. 10 illustrates the knife connection of FIG. 9 in
a linked position;
FIG. 11 illustrates a cross-sectional view of a knife
connection in an unlinked position according to an
embodiment of the present disclosure;
FIG. 12 illustrates the knife connection of FIG. 11 in
a linked position;
FIG. 13 illustrates a cross-sectional view of a knife
connection in an unlinked position according to an
embodiment of the present disclosure;
FIG. 14 illustrates the knife connection of FIG. 13 in
a linked position;
FIG. 15 illustrates a top, cross-sectional view of a
knife connection in an unlinked position according
to an embodiment of the present disclosure;
FIG. 16 illustrates the knife connection of FIG. 15 in
a linked position;
FIG. 17 illustrates a side view of the knife connection
of FIG. 16;
FIG. 18 illustrates an exploded view of a cartridge
assembly according to an embodiment of the present
disclosure; and
FIG. 19 illustrates a partial, cross-sectional view of
the cartridge assembly of FIG. 18.

DETAILED DESCRIPTION OF EMBODIMENTS

[0028] Embodiments of the presently disclosed surgi-
cal instrument are described in detail with reference to
the drawings wherein like numerals designate identical
or corresponding elements in each of the several views.
As is common in the art, the term "proximal" refers to that
part or component closer to the user or operator, e.g.,
surgeon or physician, while the term "distal" refers to that
part or component farther away from the user.
[0029] Referring to FIG. 1, an embodiment of a surgical
instrument 100 of the present disclosure is illustrated.
Surgical instrument 100 of this embodiment includes a
frame 110, a clamp handle 120, a firing handle 130, an
elongate portion 140 and an end effector 150. Elongate
portion 140 defines a longitudinal axis "X-X" for surgical
instrument 100. Frame 110 is of an overall size and shape
convenient for being held in the hand. Clamp handle 120
and firing handle 130 are both pivotally mounted to frame
110 for actuation between open and closed positions.
[0030] An example of various aspects of the present
disclosure, including the frame, clamp handle, and firing
handle, are disclosed in commonly-owned U.S. Patent
No. 5,318,221, the disclosure of which is hereby incor-

porated by reference herein, in its entirety. Certain as-
pects of the present disclosure, including actuation of
end effector 150, is disclosed in commonly-owned United
States Patent No. 6,953,139 to Milliman et al., the entire
contents of which are hereby incorporated by reference
herein.
[0031] As discussed in greater detail below, end effec-
tor 150 includes two jaw members - an anvil 160 and a
cartridge assembly 170. Anvil 160 and cartridge assem-
bly 170 extend from a distal portion of elongate portion
140. At least one of anvil 160 and cartridge assembly
170 are pivotably movable in relation to the other. Anvil
160 includes a tissue-contacting surface with staple form-
ing depressions thereon (not explicitly shown in the illus-
trated embodiments). Cartridge assembly 170 includes
a plurality of surgical fasteners therein (not explicitly
shown in the illustrated embodiments), which are eject-
able through tissue and into anvil 160.
[0032] A replaceable staple cartridge (or loading unit)
may be used with surgical instrument 100 of FIG. 1. The
replaceable staple cartridge may house a plurality of sta-
ples arranged in at least two lateral rows and may be
mountable in a cartridge channel 210 of cartridge assem-
bly 170. Examples of loading units for use with a surgical
stapling instrument are disclosed in commonly-owned
United States Patent No. 5,752,644 to Bolanos et al., the
entire contents of which are hereby incorporated by ref-
erence herein.
[0033] A portion of a drive assembly 300 is illustrated
in FIGS. 2-4. Drive assembly 300 of this embodiment
includes a drive beam 310. At least a partial actuation of
clamp handle 120 is configured to translate drive beam
310 longitudinally to approximate anvil 160 and cartridge
assembly 170 with respect to one another. At least a
partial actuation of firing handle 130 is configured to
translate a firing rod 320 (discussed in greater detail be-
low) longitudinally to eject surgical fasteners (e.g., sta-
ples) from cartridge assembly 170 and/or to cut tissue.
The firing rod 320 is arranged in the elongate portion 140
and is connected to knife 400 as discussed below. The
firing rod 320 is arranged alongside, or concentrically with
the drive beam 310.
[0034] To clamp tissue, clamp handle 120 is pivoted
downward (in the direction of arrow "A" in FIG. 2) towards
frame 110. Clamp handle 120 is connected to a handle
link 122 such that drive beam 310 moves longitudinally
when clamp handle 120 is pivoted closed. This distal lon-
gitudinal movement causes a portion of drive beam 310
(e.g., I-beam or actuation portion 330) to contact a cam-
ming surface 152 of end effector 150 forcing at least one
of anvil 160 and cartridge assembly 170 towards the oth-
er. Further details of the clamp handle 120 and drive
beam 310 are disclosed in commonly-owned U.S. Patent
No. 5,318,221 to Green et al., the entire contents of which
are hereby incorporated by reference herein.
[0035] When the surgeon is ready to emplace fasten-
ers and cut tissue, firing handle 130 is actuated, which
translates firing rod 320 longitudinally (e.g., distally). An
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actuation sled may be positioned distally of the distal end
of firing rod 320 such that the distal longitudinal move-
ment of firing rod 320 advances the actuation sled in the
distal direction. After actuation, firing handle 130 is re-
leased and returns to its original position. Further details
of firing fasteners and the retraction of firing handle 130
are disclosed in United States Patent No. 5,318,221 to
Green et al., previously incorporated by reference.
[0036] With continued reference to FIGS. 2-4, further
details of clamp handle 120 and internal parts of frame
110 are shown according to an embodiment of the
present disclosure. Here, a proximal portion 124 of han-
dle link 122 (e.g., a monolithically formed link) is pivotably
engaged with clamp handle 120 (e.g., a proximal portion
thereof) and a distal portion 126 of handle link 122 is
pivotably engaged with a proximal portion 312 of drive
beam 310. A biasing member 180 is illustrated (see FIG.
4), which is configured to bias drive beam 310 proximally
(which biases the jaw members in an open position). A
proximal portion of biasing member 180 is disposed in
mechanical cooperation with frame 110 (e.g., via pin 182)
and a distal portion of biasing member 180 is in mechan-
ical cooperation with proximal portion 312 of drive beam
310 (see FIG. 4). As can be appreciated, at least a partial
actuation (i.e., movement in the direction of arrow "A") of
clamp handle 120 forces distal portion 126 of handle link
122 distally, which causes drive beam 310 to be distally
translated against the bias of biasing member 180. As
discussed above, distal translation of drive beam 310
causes approximation of the jaw members to clamp tis-
sue therebetween.
[0037] With specific reference to FIGS. 2 and 3, surgi-
cal instrument 100 of this embodiment includes a latch
structure 190 disposed in mechanical cooperation with
at least one of frame 110 and clamp handle 120. For
example, latch structure 190 may include a first portion
192 disposed on clamp handle 120 and a second portion
194 disposed on frame 110, such that actuation of clamp
handle 120 (e.g., a full actuation) causes first portion 192
to engage with second portion 194 to releasably maintain
clamp handle 120 in a closed position. Further, a release
mechanism 196 may be disposed on a portion of surgical
instrument 100 (e.g., clamp handle 120) such that apply-
ing pressure to release mechanism 196 (e.g., upward
pressure) causes clamp handle 120 to be released from
its closed position. That is, activation of release mecha-
nism 196 causes portions 192, 194 of latch mechanism
190 to disengage or unlatch from one another.
[0038] In an envisioned embodiment, biasing member
180 is a spring that includes a spring constant which is
configured to prevent the jaw members from reaching
their approximated position when tissue therebetween
exceeds a predetermined thickness. An example when
tissue is "too thick" is when the thickness of the tissue
between the jaw members would substantially prevent
proper emplacement of fasteners therein and/or there-
through.
[0039] In a disclosed embodiment, actuation of clamp

handle 120 is also configured to provide a user with tactile
feedback. For instance, the resistance a user experienc-
es in response to actuating clamp handle 120 may be
proportionate to the thickness of the tissue being
clamped between the jaw members. Thus, the user is
provided with feedback (in the form of resistance) as
clamp handle 120 is actuated to approximate the jaw
members about tissue therebetween. This feedback may
be directly or indirectly proportional to the thickness of
the tissue being clamp. It is further envisioned that this
amount of force is insufficient to overcome the resistance
provided by "too thick" tissue being positioned between
the jaw members, thus substantially preventing a user
from clamp tissue that is "too thick."
[0040] With specific reference to FIG. 2, in its non-ac-
tuated or open position, clamp handle 120 (including han-
dle link 122 and various pivot points) is configured to
have a relatively low height from the longitudinal axis.
Such a relatively small distance provides the overall sur-
gical instrument 100 with a smaller profile, which is gen-
erally a desirable feature, as the instrument is less bulky
and thus easier to handle. Additionally, it is envisioned
that a user can actuate this "low profile" clamp handle
120 with his or her thumb of the same hand that the user
uses to actuate movable handle 130 to fire staples, for
example. Thus, clamp handle 120 is configured and di-
mensioned to facilitate one-handed operation of surgical
instrument 100.
[0041] Referring now to FIGS. 5-8, an embodiment of
the present disclosure relating to approximating jaw
members is shown. In this embodiment, end effector 150
includes a pair of camming surfaces 152a and 152b.
FIGS. 5 and 6 illustrate the jaw members in an open (i.e.,
non-approximated) position. Here, actuation portion 330
(e.g., an upper horizontal portion of an I-beam) of drive
beam 310 is in a first, proximal position. As discussed
hereinabove, approximation of clamp handle 120 causes
actuation portion 330 of drive beam to translate distally.
Upon distal translation of drive beam 310, actuation por-
tion 330 contacts distal camming surface 152a, which
causes approximation of the jaw members (e.g., car-
tridge assembly 170 moves towards a stationary anvil
160). Figures 7 and 8 illustrate the result of at least a
partial actuation of clamp handle 120, i.e., actuation por-
tion 330 in a distal position and the jaw members in an
approximated position.
[0042] Once the jaw members are approximated, a us-
er can, for instance, at least partially actuate firing handle
130 to advance the firing rod and eject staples from car-
tridge assembly 170. The firing handle is desirably biased
toward its initial position so that after firing, the firing rod
and actuation portion 330 are retracted. Prior to the ejec-
tion of staples, the user can raise clamp handle 120 (e.g.,
in the substantial direction of arrow "B" in FIG. 3) to retract
drive beam 310 and cause actuation portion 330 to move
proximally and contact proximal camming surface 152b.
As actuation portion 330 of drive beam 310 contacts prox-
imal camming surface 152b, the jaw members open with
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respect to each other (e.g., cartridge assembly 170
moves away from anvil 160). As shown, distal camming
surface 152a and proximal camming surface 152b may
be adjacent one other, thus forming a V-like shape.
[0043] In the illustrated embodiment, the movable jaw
member (e.g., cartridge assembly 170) also includes a
lip 154 disposed on a proximal portion thereof. Lip 154
is raised above camming surface 152b and is configured
to help prevent actuation portion 330 of drive beam 310
from being translated too far proximally.
[0044] Additionally, the movable jaw member is shown
having a substantially flat surface 156 (i.e., substantially
parallel with the longitudinal axis when the jaw members
are approximated) adjacent to and distally of distal cam-
ming surface 152a (see FIG. 6). In this configuration,
actuation portion 330 of drive beam 310 may continue to
translate distally after contacting distal camming surface
152a (and after the jaw members have been at least par-
tially approximated) and may engage surface 156. It is
envisioned that engagement between actuation portion
330 and surface 156 may help maintain the jaw members
in the approximated position.
[0045] Additionally, while not explicitly illustrated here-
in, it is envisioned that surgical instrument 100 of the
present disclosure does not include a clamp handle. In
such an embodiment, a partial actuation of firing handle
130 can be used to approximate jaw members and a
further, more complete, actuation of firing handle 130
fires staples, for instance. The firing handle, in these em-
bodiments, has a pawl that is biased into engagement
with a toothed rack attached to the drive beam. Multiple
actuations of the firing handle are used to advance the
drive beam. The initial advancement of the drive beam
closes the jaw members. With continued actuation of the
firing handle, the actuation portion 330 continues to travel
distally, firing the staples. The cartridge assembly and
anvil include a slot for permitting the actuation portion
330 to travel toward the distal end of the jaw members.
The handle assembly disclosed in United States Patent
No. 6,953,139 to Milliman et al., the entire contents of
which are hereby incorporated by reference herein, may
be used. In this embodiment, the actuation portion 330
is connected to the knife member, which pushes the sled
650 to fire the staples.
[0046] Referring now to FIGS. 9-17, embodiments of
the present disclosure relating to various knife/firing rod
connections are shown. In these embodiments, the struc-
ture of a portion of firing rod 320 and/or a portion of a
knife 400 is configured to enable connection between
firing rod 320 and a single-use knife 400, thus enabling
a fresh knife 400 to be used for each firing of surgical
instrument 100.
[0047] With particular reference to FIGS. 9 and 10, a
first embodiment of a knife/firing rod connection is shown.
Specifically, FIG. 9 illustrates firing rod 320a in a first,
proximal position where a loading unit, or replaceable
cartridge, has been inserted into the cartridge assembly
and firing rod 320a and knife 400a are unlinked. FIG. 10

illustrates firing rod 320a in a second, distal position
where firing rod 320a and knife 400a are linked. Firing
rod 320a and knife 400a of this embodiment are config-
ured such that distal movement of firing rod 320a causes
a distal end 322a thereof to link with knife 400a when
end effector 150 is engaged with elongate portion 140 of
surgical instrument 100. Additionally, proximal move-
ment of firing rod 320a causes knife 400a (which is linked
thereto) to move proximally. Further, firing rod 320a and
knife 400a are configured to become unlinked with each
other when firing rod 320a has been translated proximally
to a predetermined position (e.g., corresponding to when
firing handle 130 has been substantially fully retracted in
the direction of arrow "C" in FIG. 1).
[0048] In the unlinked position (i.e., where there is a
sufficient distance between a surface 401a of knife 400a
and a surface 323a of distal end 322a of firing rod 320a
(see FIG. 9)), a user may replace knife 400a with a fresh
knife by replacing cartridge assembly 160, for example.
While the illustrated embodiments illustrate the jaw mem-
bers in the approximated position, it is envisioned that a
user may remove and/or replace knife 400a when the
jaw members are in an open position.
[0049] Further details of the interaction between firing
rod 320a and knife 400a are described herein with con-
tinued reference to FIGS. 9 and 10. As firing rod 320a is
advanced distally, at least one projection 142 (e.g., a pair
of projections, a radially-disposed projection, etc.) dis-
posed on elongate portion 140 is configured to move at
least a portion of firing rod 320a transverse to the longi-
tudinal axis (e.g., in the direction of arrow "D" in FIG. 10).
For instance, a projection 143 can contact a ramp 324a
of firing rod 320a. As can be appreciated with regard to
FIGS. 9 and 10, the combination of the distal movement
and the transverse movement causes distal end 322a
(e.g., J-shaped) of firing rod 320a to engage (e.g., link)
a proximal portion 402a (e.g., J-shaped) of knife 400a.
Correspondingly, as firing rod 320a is translated proxi-
mally, at least one projection 142 is configured to move
at least a portion of firing rod 320a transverse to the lon-
gitudinal axis (e.g., in the direction of arrow "E" in FIG.
9). For instance, projection 142 can contact a ramp 326a
formed on firing rod 320a. Thus, the combination of the
proximal movement and the transverse movement caus-
es distal end 322a of firing rod 320a to disengage (e.g.,
unlink) proximal portion 402a of knife 400a.
[0050] With particular reference to FIGS. 11 and 12, a
second embodiment of a knife/firing rod connection is
shown. Specifically, FIG. 11 illustrates the jaw members
in an open position where knife 400b is not engaged or
linked with a connector 360 disposed distally of and ad-
jacent firing rod 320b. FIG. 12 illustrates the jaw members
in an approximated position where knife 400b is engaged
or linked with connector 360. Connector 360 and knife
400b are configured such that when the jaw members
are in the open position, connector 360 and knife 400b
are unlinked (FIG. 11), thus allowing the cartridge (in-
cluding knife 400b) to be removed. When the jaw mem-
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bers are in an approximated position (FIG. 12), a surface
of the anvil jaw member contacts the knife 400b, rotating
knife 400b so that connector 360 and knife 400b are
linked, such that proximal and distal translation of firing
rod 320 (and thus connector 360) results in proximal and
distal translation of knife 400b, respectively. When the
jaw members are approximated, the cartridge cannot be
removed from surgical instrument 100, as can be appre-
ciated with reference to FIG. 12.
[0051] In the embodiment shown in FIGS. 11 and 12,
connector 360 includes a hook-like portion that is config-
ured to engage hook-like portion of knife 400b. Connector
360 is shown having a substantial J-shape, but any suit-
able shapes can be used for knife 400b and connector
360.
[0052] It is envisioned that connector 360 is movable
(e.g., pivotable, swivelable, etc.) with respect to the distal
end of firing rod 320. For example, when the jaw mem-
bers are moved towards their open position, a proximal
portion 402b of knife 400b may contact an upper portion
362 of connector 360 to pivot/swivel upper portion 362
distally, thus creating enough space (or more space) for
knife 400b to be removed from surgical instrument 100.
Likewise, when the jaw members are approximated, up-
per portion 362 of connector 360 may pivot/swivel prox-
imally, thus linking (or further linking) connector 360 with
knife 400b, thus not allowing knife 400b to be removed
therefrom. Additionally, a flange 370 is shown, which may
be configured to help maintain connector 360 in its posi-
tion and/or to help upper portion 362 of connector 360
move proximally.
[0053] Another embodiment of a knife/firing rod con-
nection is illustrated in FIGS. 13 and 14. Specifically, FIG.
13 illustrates firing rod 320c in a first, proximal position
where firing rod 320c and knife 400c are unlinked. FIG.
14 illustrates firing rod 320c in a second, distal position
where firing rod 320c and knife 400c are linked. Firing
rod 320c and knife 400c of this embodiment are config-
ured such that distal movement of firing rod 320c causes
a distal end 322c thereof to link with knife 400c when end
effector 150 is engaged with elongate portion 140 of sur-
gical instrument 100.
[0054] More specifically, this embodiment of knife/fir-
ing rod connection includes a spring element 500 (e.g.,
a leaf spring) disposed in mechanical cooperation with
knife 400c. A proximal portion 502 (e.g., being substan-
tially J-shaped) of spring element 500 is biased towards
a knife axis K-K. Here, distal movement of firing rod 320c
urges proximal portion 502 of spring element 500 out-
wardly (i.e., away from knife axis K-K). The firing rod 320
includes an aperture 321 for receiving the spring element
500. Accordingly, proximal portion 502 of spring element
500 is temporarily secured to firing rod 320c. Thus, con-
tinued distal translation of firing rod 320c causes distal
translation of knife 400c. Further, proximal translation of
firing rod 320c causes proximal translation of knife 400c
until firing rod 320c reaches a predetermined location
(e.g., corresponding to when firing handle 130 has been

substantially fully retracted in the direction of arrow "C"
in FIG. 1) where firing rod 320c disengages from spring
element 500. Desirably, the shape of the aperture 321
and spring element 500 (or spring elements 500) is such
that the spring element 500 is biased outwardly upon
removing the cartridge from the device, disconnecting
the firing rod 320 from the knife 400.
[0055] With particular reference to FIGS. 15-17, a
fourth embodiment of a knife/firing rod connection is
shown. Specifically, FIG. 15 illustrates firing rod 320d in
a first, proximal position where firing rod 320d and knife
400d are unlinked. FIG. 16 illustrates firing rod 320d in
a second, distal position where firing rod 320d and knife
400d are linked. FIG. 17 is a side view of FIG. 16. Firing
rod 320d and knife 400d of this embodiment are config-
ured such that distal movement of firing rod 320d causes
a distal end 322d thereof to link with knife 400d when
end effector 150 is engaged with elongate portion 140 of
surgical instrument 100. Additionally, proximal move-
ment of firing rod 320d causes knife 400d (which is linked
thereto) to move proximally. Further, firing rod 320d and
knife 400d are configured to become unlinked with one
another when firing rod 320d has been translated prox-
imally to a predetermined position (e.g., corresponding
to when firing handle 130 has been substantially fully
retracted in the direction of arrow "C" in FIG. 1). The distal
end 322d and receptacle 402d of knife 400d are shaped
so that the distal end 322d is biased outwardly upon re-
moving the cartridge from the device, disconnecting the
firing rod 320 from the knife 400.
[0056] In the unlinked position (FIG. 15), a user may
replace knife 400d with a fresh knife by replacing car-
tridge assembly 160, for example. It is envisioned that
the configuration of the end effector and firing rod 320d
allows a user to remove and/or replace the cartridge
when the jaw members are in an open and/or approxi-
mated position.
[0057] Further details of the interaction between firing
rod 320d and knife 400d are described herein with con-
tinued reference to FIGS. 15 and 16. The connection can
be formed as the distal end 322d resiliently snaps into
the receptacle 402d. Alternatively, as firing rod 320d is
advanced distally, a slope 142d disposed on elongate
portion 140 is configured to move distal end 322d of firing
rod 320d transverse to the longitudinal axis (e.g., in the
direction of arrow "F" in FIG. 16) towards a receptacle
402d in knife 400d. Additionally, or alternatively, a slope
on the elongate portion can be configured and arranged
to pry the distal end 322 away from engagement with the
knife. As can be appreciated with regard to FIGS. 15 and
16, the combination of the distal movement and the trans-
verse movement can be used to cause distal end 322d
of firing rod 320d to engage receptacle 402d of knife
400d. The combination of the proximal movement and
the transverse movement can be used to cause distal
end 322d of firing rod 320d to engage receptacle 402d
of knife 400d. Similar arrangements can be used for the
connection between knife and firing rod shown in FIGS.
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13 and 14.
[0058] Additionally, it is envisioned that distal end 322d
of firing rod 320d is biased away from knife 400d, i.e., in
the substantial direction of arrow "G" in FIG. 15. There-
fore, as firing rod 320d is translated proximally such that
distal end 322d is proximal of slope 142d, distal end 322d
moves out of receptacle 402d of knife 400d. Thus, this
combination of movement unlinks firing rod 320d and
knife 400d.
[0059] With reference to FIGS. 18-19, the present dis-
closure also relates to a cartridge assembly 600 for use
with a surgical stapling instrument 100. Cartridge assem-
bly 600 is configured to prevent a user from firing a single-
use cartridge that has already been fired. More specifi-
cally, cartridge assembly 600 is configured to lock out its
knife 640 and prevent re-use of a cartridge, after the car-
tridge has been fired.
[0060] An assembly view of cartridge assembly 600 is
shown in FIG. 18. As shown, cartridge assembly 600
includes a channel 610, a cover 620, a staple cartridge
630 and a knife 640. Cover 620 is configured for mechan-
ical engagement (e.g., a snap-fit connection) with chan-
nel 610. Staple cartridge 630 is configured for mechanical
engagement with cover 620 and knife 640 is configured
for translation with respect to cover 620 and cartridge.
FIG. 18 also illustrates a sled 650, which is configured
for translation with respect to cover 620 (e.g., to eject
staples from staple cartridge 630).
[0061] As shown, channel 610 includes a protrusion
612 thereon for engagement with a blocking member 622
(e.g., flexible finger) of cover 620. Upon engagement be-
tween channel 610 and cover 620, protrusion 612 causes
blocking member 622 to move from a first position where
blocking member 622 is substantially parallel with a plane
defined a surface 624 of cover 620, to a second position
where at least a portion of blocking member 622 (e.g., a
proximal portion 626) is spaced from the plane of surface
624. In its second position, blocking member 622 is con-
figured to substantially prevent distal translation of knife
640 after knife 640 has been deployed to fire staples,
and then translated proximally past a predetermined po-
sition (see FIG. 19). It is envisioned that cartridge assem-
bly 600 is configured to allow proximal translation of knife
640 past blocking member 622 when blocking member
622 is in its second position. For example, the blocking
member 622 may be formed as a resilient member. In
the initial position of the knife, the blocking member 622
is depressed by the knife. After the knife has been ad-
vanced, pushing the sled distally to fire staples, the knife
is retracted to the position shown in FIG. 19. The blocking
member 622 resiliently lifts, engaging a surface on the
knife. As can be appreciated, cartridge assembly 600
can be used with various embodiments of surgical sta-
pling instrument 100 described herein.
[0062] It will be understood that various modifications
can be made to the various embodiments of the present
disclosure herein disclosed without departing from the
spirit and scope thereof. For example, the surgical sta-

pling instrument of the present disclosure may include a
single movable handle for performing all the functions
(e.g., approximating the jaw members, firing staples, cut-
ting tissue, opening the jaw members). It is envisioned
that the single movable handle can be partially actuated
to perform a first function and continued actuation would
perform a second function. It is also envisioned that a
first complete actuation would perform a first function and
a second full actuation would perform a second function.
[0063] Further, the disclosed surgical stapling instru-
ment may not include any movable handles; rather, sur-
gical stapling instrument may be powered by means
(e.g., battery, electrical, etc.) other than by actuation of
a handle or clamp. An example of a powered surgical
stapler is disclosed in commonly-owned U.S. Patent Ap-
plication Serial No. 11/786,934, entitled Powered Surgi-
cal Instrument, the entire contents of which are hereby
incorporated by reference herein. Additionally, the sur-
gical stapling instrument of the present disclosure may
also have articulation capabilities, which can move the
end effector between a first position where an axis of the
end effector is parallel to an axis of the elongate portion,
and a second position where the axis of the end effector
is at an angle with respect to the axis of the elongate
portion. An example of a surgical stapling instrument with
an articulatable end effector is disclosed in commonly-
owned U.S. Patent Application Serial No. 11/544,203,
entitled Surgical Instrument with Articulating Tool As-
sembly, the entire contents of which are hereby incorpo-
rated by reference herein. Therefore the above descrip-
tion should not be construed as limiting the disclosure
but merely as exemplifications of various embodiments
thereof. Those skilled in the art will envision other mod-
ifications within the scope and spirit of the present dis-
closure as defined by the claims appended hereto.
[0064] The invention can be described by the following
numbered paragraphs:-

1. A surgical instrument comprising:

a frame;

an elongate portion extending distally from the
frame;

a drive beam disposed at least partially within
the elongate portion and being proximally and
distally translatable with respect to the elongate
portion;

an end effector disposed adjacent a distal end
of the elongate portion, the end effector includ-
ing a first jaw member and a second jaw mem-
ber, the first jaw member being movable with
respect to the second jaw member between an
open position and an approximated position, the
first jaw member including a proximal camming
surface and a distal camming surface thereon,
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a surgical fastener cartridge being disposed in
the first jaw member; and

an actuation portion of the drive beam having
an upper member arranged to contact the distal
camming surface causing approximation of the
jaw members and wherein proximal translation
of the drive beam causes the actuation portion
of the drive beam to contact the proximal cam-
ming surface effecting opening of the jaw mem-
bers.

2. The surgical instrument of paragraph 1, further
comprising a lip disposed on a proximal portion of
the movable jaw member, the lip being configured
to help prevent the actuation portion of the drive
beam from moving too far proximally.

3. The surgical instrument of paragraph 1, wherein
the actuation portion is formed in the shape of an I-
beam.

4. The surgical instrument of paragraph 1, wherein
the first jaw member includes a cartridge assembly
and the second jaw member includes an anvil as-
sembly, and wherein the cartridge assembly is mov-
able with respect to the anvil assembly.

5. The surgical instrument of paragraph 4, wherein
the anvil assembly is substantially fixed from move-
ment relative to the elongate portion.

6. The surgical instrument of paragraph 1, wherein
the end effector is movable between a first position
where the end effector is substantially aligned with
the longitudinal axis to at least a second position
where the end effector is disposed at an angle rela-
tive to the longitudinal axis.

7. The surgical instrument of paragraph 1, further
comprising a substantially flat surface adjacent to
and distally of the distal camming surface such that
the actuation portion of drive beam contacts the flat
surface after the jaw members have been at least
partially approximated, the flat surface being sub-
stantially parallel to the longitudinal axis when the
jaw members are approximated.

8. The surgical instrument of paragraph 1, wherein
the proximal camming surface is adjacent the distal
camming surface.

9. The surgical instrument of paragraph 1, wherein
the proximal camming surface and the distal cam-
ming surface are angled with respect to one another.

10. The surgical instrument of paragraph 1, further
comprising a movable handle disposed on the frame

and in mechanical cooperation with the drive beam,
the movable handle being movable between a first
position and a second position, and wherein at least
a partial actuation of the movable handle effects
translation of the drive beam.

Claims

1. A cartridge assembly for use with a surgical stapling
instrument, the cartridge assembly comprising a
channel, a cover configured for mechanical engage-
ment with the channel, a staple cartridge configured
for mechanical engagement with the cover, and a
knife configured for translation with respect to the
cover and the cartridge;
wherein the channel includes a protrusion for en-
gagement with a blocking member of the cover; such
that upon engagement between the channel and the
cover, the protrusion causes the blocking member
to move from a first position where the blocking mem-
ber is substantially parallel with a plane defined by
a surface of the cover, to a second position where
at least a portion of the blocking member is spaced
from the plane of the surface; and wherein in the
second position, the blocking member is configured
to substantially prevent distal translation of the knife
after the knife has been deployed to fire staples, and
then translated proximally past a predetermined po-
sition.

2. A cartridge assembly according to claim 1, wherein
the cartridge assembly is configured to allow proxi-
mal translation of the knife past the blocking member
when the blocking member is in the second position.

3. A cartridge assembly according to claim 1 or claim
2, wherein the blocking member is formed as a re-
silient member.

4. A cartridge assembly according to any preceding
claim, further comprising a sled, which is configured
for translation with respect to the cover to eject sta-
ples from the staple cartridge.

5. A cartridge assembly according to any preceding
claim, wherein in an initial position of the knife, the
blocking member is depressed by the knife.

6. A cartridge assembly according to claim 4 or claim
5, wherein after the knife has been advanced, push-
ing the sled distally to fire staples, the knife is retract-
ed to a position in which the blocking member resil-
iently lifts, engaging a surface on the knife.

7. A cartridge assembly according to any preceding
claim, wherein the cover is configured for snap-fit
connection with the channel.
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8. A cartridge assembly according to any preceding
claim, wherein the blocking member is a flexible fin-
ger of the cover.

9. A cartridge assembly according to any preceding
claim, wherein in the second position a proximal por-
tion of the blocking member is spaced from the plane
of the surface of the cover.

10. A cartridge assembly according to any preceding
claim, wherein the cartridge assembly is configured
to prevent a user from firing a single-use cartridge
that has already been fired.

11. A cartridge assembly according to any preceding
claim, wherein the cartridge assembly is configured
to lock out the knife and prevent re-use of a cartridge,
after the cartridge has been fired.
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