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Description

BACKGROUND

Technical Field

[0001] The present disclosure relates generally to an
anvil assembly which is suitable for use with a circular
anastomosis stapler. More specifically, the present dis-
closure relates to an anvil assembly having a tiltable head
which is suitable for use with a circular anastomosis sta-
pler.

Description of Related Art

[0002] Circular anastomosis staplers which include an
anvil assembly having a tiltable anvil head are known in
the art. Such tiltable anvil heads have been disclosed in
U.S. Patent Publication No. 7,431,191 ("the ’191 Patent")
and U.S. Publication No. No. 2008/0230581 to Marczyk
("the ’581 Publication"). In some known circular anasto-
mosis staplers, a locking collar or a backup plate located
within the anvil assembly is positioned to inhibit tilting of
the anvil head of the anvil assembly prior to filing of the
stapler. Upon firing of the stapler, a knife blade of the
stapler engages or becomes embedded into the locking
collar, and moves the locking collar to a position which
allows the anvil head to tilt upon retraction of the knife
blade from the locking collar. If the locking collar sticks
to the knife blade upon retraction of the knife blade, the
locking collar may return to its position preventing tilting
of the anvil head. Thus, the anvil head will not tilt.
[0003] In order to effect tilting of the anvil head upon
retraction of the knife blade, both the ’191 Patent and the
’581 Publication disclose a plunger and a plunger spring
which engage a post on the anvil head to tilt the anvil
head. To inhibit the locking collar from sticking to the knife
blade and, the ’191 Patent and the ’581 Publication dis-
close a retainer clip and a pivotal latch assembly, respec-
tively, to engage the locking collar upon retraction of the
knife blade.
[0004] Despite recent improvements to circular anas-
tomosis instruments, a need still exists for an anvil head
assembly with a simplified mechanism to effect tilting of
the anvil head and to inhibit the locking collar from sticking
to the knife blade upon retraction of the knife blade.
[0005] Document WO 2011/109988 A1, which forms
the basis of the preamble of claim 1, discloses a locking
ring which is withdrawn proximally to enable tilting of the
anvil.

SUMMARY

[0006] A claim 1 defines the invention and the depend-
ent claims disclose the preferred embodiments. The
present disclosure features a tilt anvil assembly including
a torsion spring for pivoting an anvil between a non-tilted
position and a fully tilted position.

[0007] The present invention is a tilt anvil assembly in
accordance with Claim 1, which includes a center rod, a
head assembly, and a torsion spring. The head assembly
includes a housing, a locking collar, and an anvil plate
having staple deforming pockets. The torsion spring is
configured to pivot the head assembly relative to the cent-
er rod.
[0008] The locking collar has a locked position prevent-
ing pivotal movement of the head assembly, and an un-
locked position allowing pivotal movement of the head
assembly.
[0009] The torsion spring includes a coiled structure
and at least one biasing member extending radially out-
wardly from the coiled structure. The at least one biasing
member includes a middle member having an arcuate
profile.
[0010] In some embodiments, the middle member is
configured to engage the locking collar to facilitate hold-
ing the locking collar at a locked position inhibiting pivotal
movement of the head assembly. The middle member
may also be configured to engage the locking collar to
maintain the locking collar at an unlocked position inhib-
iting proximal movement of the locking collar and allowing
pivotal movement of the head assembly.
[0011] The present invention may be used in a method
for pivoting an anvil head assembly of a surgical anvil
assembly. The method includes a step of providing an
anvil assembly as in appended claim 1. The torsion spring
is configured to pivot the head assembly relative to the
rod. The torsion spring defines a normal configuration
and a biased configuration. The method further includes
a step of tilting the head assembly as the torsion spring
transitions from the biased configuration to the original
configuration.
[0012] The method may include the steps of locking
the head assembly at a non-tilted position via the locking
collar, and unlocking the head assembly from the non-
tilted position.
[0013] The method may also include the steps of firing
the stapler to advance a knife blade into the locking collar,
moving the locking collar from a locked position inhibiting
pivotal movement of the head assembly to an unlocked
position allowing pivotal movement of the head assem-
bly.
[0014] Further, the method may include the step of
maintaining the locking collar at the unlocked position
while extracting the knife blade from the locking collar.

DESCRIPTION OF THE DRAWINGS

[0015] Various embodiments of the presently dis-
closed tilt anvil assembly are disclosed herein with ref-
erence to the drawings wherein:

FIG. 1 is a perspective view of a surgical stapling
device including an embodiment of an anvil assem-
bly according to the present disclosure;
FIG. 2 is a front perspective view of the presently
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disclosed tilt anvil assembly with the anvil head un-
tilted;
FIG. 3 is a rear perspective view of the tilt anvil as-
sembly shown in FIG. 2;
FIG. 4 is a rear perspective view, with parts separat-
ed, of the tilt anvil assembly shown in FIG. 2;
FIG. 5 is a perspective view of a torsion spring of the
tilt anvil assembly shown in FIG. 4 in its original con-
figuration;
FIG. 6 is a perspective, distal view of a center rod
assembly of the tilt anvil assembly of FIG. 4;
FIG. 7 is a cross-sectional view of the tilt anvil as-
sembly taken along the line 7-7 of FIG. 3 with the
anvil head in a locked, non-tilted position;
FIG. 8 is an enlarged view of the distal end of the tilt
anvil assembly of FIG. 7;
FIG. 9 is a cut-away view of the tilt anvil assembly
shown in FIG. 2 with the anvil head in a locked, non-
tilted position;
FIG. 10 is a side cross-sectional view of the tilt anvil
assembly taken along the line 10-10 of FIG. 9;
FIG. 11 is a side cross-sectional view of the tilt anvil
assembly shown FIG. 9 with the anvil head in an
unlocked, non-tilted position;
FIG. 12 is a side cross-sectional view of the tilt anvil
assembly shown in FIG. 7 with the anvil head in an
unlocked, non-tilted position;
FIG. 13 is a side cross-sectional view of the tilt anvil
assembly shown in FIG. 2 with the anvil head in a
fully tilted position;
FIG. 14 is a side perspective view of the anvil as-
sembly shown in FIG. 13; and
FIG. 15 is a perspective view of the surgical stapling
device of FIG. 1 with the anvil head in a fully tilted
position.

DETAILED DESCRIPTION OF EMBODIMENTS

[0016] Embodiments of the presently disclosed anvil
assembly will now be described in detail with reference
to the drawings in which like reference numerals desig-
nate identical or corresponding elements in each of the
several views. Throughout this description, the term
"proximal" will refer to the portion of the instrument clos-
est to the operator and the term "distal" will refer to the
portion of the instrument furthest from the operator.
[0017] FIG. 1 illustrates an embodiment of a surgical
stapling device configured for use with a tilt anvil assem-
bly according to the present disclosure. Briefly, surgical
stapling device 10 includes a proximal handle assembly
12, an elongated central body portion 14 including a
curved elongated outer tube 14a, and a distal head por-
tion 16. Alternately, in some surgical procedures, e.g.,
the treatment of hemorrhoids, it is desirable to have a
substantially straight, shortened, central body portion.
The length, shape and/or the diameter of body portion
14 and distal head portion 16 may also be varied to suit
a particular surgical procedure.

[0018] With reference still to FIG. 1, handle assembly
12 includes a stationary handle 18, a firing trigger 20, a
rotatable approximation knob 22 and an indicator 24. A
pivotally mounted trigger lock 26 is fastened to handle
assembly 12 and is manually positioned to inhibit inad-
vertent firing of stapling device 10. Indicator 24 is posi-
tioned on the stationary handle 18 and includes indicia,
e.g., color coding, alpha-numeric labeling, etc., to identify
to a surgeon whether the device is approximated and is
ready to be fired. Head portion 16 includes an anvil as-
sembly 30 and a shell assembly 31. For a more detailed
discussion of surgical stapler 10, please refer to the ’191
Patent.
[0019] Referring now to FIGS. 2-17, an embodiment
of the present disclosure is shown generally as anvil as-
sembly 30. As illustrated in FIGS. 2-3; the anvil assembly
30 includes a head assembly 112 and a center rod as-
sembly 114 which defines an axis "A" along its length.
The anvil assembly 30 has a non-titled or operative po-
sition, at which the head assembly 112 is generally per-
pendicular to the center rod assembly 114. The anvil as-
sembly 30 also has a fully tilted position, at which the
head assembly 112 is substantially coaxially aligned with
respect to the center rod assembly 114 (FIGS. 13 and
14). The head assembly 112 is pivotable with respect to
the center rod assembly 114 between the non-tilted po-
sition and the fully tilted position.
[0020] With reference to FIG. 4, the head assembly
112 includes a post 116, a housing 118, a locking collar
120, and an anvil plate 124. The post 116 is centrally
positioned through a bore in the housing 118. Alternately,
the post 116 may be integrally formed with the housing
118. The anvil plate 124 is supported on the housing 118
in an outer annular recess 128 and includes a plurality
of pockets 130 for receiving and deforming staples. At
least one tab 124a extends radially outwardly from the
anvil plate 124 and is dimensioned to be received within
a cutout 132 formed in the housing 118. The tab 124a
and the cutout 132 function to align the anvil plate 124
within the annular recess 128.
[0021] The locking collar 120 includes a central open-
ing 122 which is positioned about the post 116 within an
inner recess 134 of the housing 118 between the post
116 and annular recess 128, such that the locking collar
is slidably mounted about the post 116. The locking collar
120 may be formed from metal or other alternate mate-
rials.
[0022] In one embodiment, as illustrated in FIG. 4, the
locking collar 120 includes three tabs 138a, 138b and
138c extending inwardly towards the central opening
122. The first and second tabs 138a, 138b are arranged
in a manner such that they are diametrically opposed to
each other along an axis "B", and the third tab 138c is
placed equidistant from both the first and second tabs
138a, 138b on an axis "C" perpendicular to the axis "B."
It is also envisioned that the locking collar 120 may in-
clude any number of tabs extending towards the central
opening 122 arranged in any conceivable manner differ-
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ent from that described above.
[0023] In one embodiment, as seen in FIG. 9, each of
the first and second tabs 138a-b has an internal surface
139a-b, respectively, and each internal surface 139a-b
has a uniform arcuate, convex cross-sectional profile
along the thickness "T" of the locking collar 120. Howev-
er, as illustrated in FIGS. 9-10, the third tab 138c includes
a first inclined internal wall 139c forming an acute angle
with respect to a lower surface 120a of the locking collar
120. In some embodiments, the third tab 138c may also
include a second inclined internal wall 139d between the
first inclined internal wall 139c and the lower surface 120a
and forming an obtuse angle with respect to the lower
surface 120a. However, it is contemplated that the three
tabs 138a-c may define other configurations different
from that described above.
[0024] With reference to FIG. 4, the post 116 defines
a pair of transverse throughbores 136 axially aligned with
respect to a pivotal axis "D", which is parallel to the axis
"B" of the locking collar 120. The post 116 also defines
a transverse slot 137 perpendicular to the pivotal axis
"B." The transverse slot 137 is dimensioned to accom-
modate the tab 138c of the locking collar 120 therein.
When assembled, the locking collar 120 is slidably
mounted about the post 116 with the third tab 138c slid-
ably mounted within the transverse slot 137 of the post
136.
[0025] With continued reference to FIG. 4, the center
rod assembly 114 includes a center rod 140 and a torsion
spring 150 having a throughbore 154 defined therein.
The center rod 140 includes a first end 142 defining a
bore 142a therein dimensioned to releasably engage an
anvil retainer 115 as shown in FIG. 15 to connect the
anvil assembly 30 to the rest of the surgical stapling de-
vice 10. More detailed discussion of the anvil retainer
115 with which the anvil assembly 30 may be used is
disclosed in the ’191 Patent. The center rod assembly
114 also includes a second end 144 having a pair of arms
146 which define a cavity 146a therebetween dimen-
sioned to accommodate the torsion spring 150 and the
post 116 therein. Each arm 146 defines a throughbore
148 therein.
[0026] When assembled, the post 116 and the torsion
spring 150 are positioned within the cavity 146a of the
center rod assembly 114, such that the throughbores 136
of the post 116, the throughbore 154 of the torsion spring
150 as well as the throughbores 148 of the center rod
140 are coaxially aligned along the pivotal axis "D," with
a pivot member 162 disposed through the throughbores
148, 154 and 136. As a result, the torsion spring 150
engages both the head assembly 112 and the center rod
assembly 114, causing the head assembly 112 to be piv-
otally secured to the center rod assembly 114 about the
pivotal axis "D."
[0027] FIG. 5 illustrates one embodiment of the torsion
spring 150. As illustrated in FIG. 5, the torsion spring 150
includes a coiled structure 152 which defines the through-
bore 154 therein. The coiled structure 152 has a first end

152a and a second end 152b. The torsion spring 150
also includes two biasing members 156, 158 each ex-
tending radially outwardly from one end of the coiled
structure 152. It is envisioned that in their normal, unbi-
ased configuration, the two biasing members 156, 158
appear to intersect each other seen from the side as il-
lustrated in FIGS. 4-5 and define an acute arcuate angle
"θ" therebetween. The torsion spring 150 may comprise
a deformable, elastic and resilient material. The two bi-
asing members 156, 158 may be biased under an appli-
cation of external force such that the two biasing mem-
bers 156, 158 may extend in diametrically opposite di-
rections as illustrated in FIG. 7. When biased as such,
the torsion spring 150 exerts spring force to urge the two
biasing members 156, 158 back to their normal, unbiased
configuration as in FIGS. 4-5.
[0028] It is envisioned when the two biasing members
156, 158 are biased to extend diametrically opposite from
each other, the head assembly 112 is in a non-tilted, op-
erative position, whereas when the two biasing members
156, 158 are in their normal configuration, the head as-
sembly 112 is in a fully tilted position. For instance, when
the head assembly 112 is in a non-tilted, operative posi-
tion as illustrated in FIG. 7, the two biasing members 156,
158 extend in diametrically opposite directions, and the
torsion spring 150 exerts spring force to resume the two
biasing members 156, 158 to their normal, configuration
as illustrated in FIG. 5, which, in turn, urges the head
assembly 112 to pivot about the rod assembly 114 about
the pivotal axis "D". When the torsion spring 150 returns
to their normal, unbiased configuration, the head assem-
bly 112 is in a fully tilted position relative to the center
rod assembly 114 as illustrated in FIGS. 13-14. Accord-
ingly, the angle between the two biasing members in their
normal configuration control the amount of rotation, or
the extent of tilting of the head assembly 112 relative to
the center rod assembly 114 from the non-tilted position
to the fully tilted position.
[0029] The torsion spring 150 may exhibit other con-
figurations. In some embodiments, the two biasing mem-
bers 156, 158 in their normal configuration may define
angles of any degree therebetween. In other embodi-
ments, the torsion spring 150 may include only one bi-
asing member 156 extending radially outwardly from the
coiled structure 152.
[0030] With reference to FIGS. 7-8, the torsion spring
150 may be arranged in the anvil assembly 30 in a man-
ner such that the first biasing member 156 of the torsion
spring 150 extends distally into the housing assembly
112, specifically, in a space defined between the trans-
verse slot 137 of the post 116 and the third tab 138c of
the locking collar 120, and the second biasing member
158 extends proximally into the cavity 146a of the center
rod assembly 114. It is envisioned that the second biasing
member 158 may be securely fixed to an internal surface
146b of the cavity 146a by welding, gluing or other fas-
tening mechanisms.
[0031] It is envisioned that the locking collar 120 may
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have two positions relative to the center rod assembly
114. In a first, locked position as illustrated in FIGS. 9-10,
the center rod assembly 114 engages the locking collar
120 thereby preventing the head assembly 112 from piv-
oting about the center rod assembly 114. Specifically,
each arm 146 the center rod 140 includes a protrusion
149a extending from a distal surface 149b thereof, con-
figured to selectively engage one of the first and second
tabs 138a-b of the locking collar 120. As seen in FIGS.
9-10, when the locking collar is in the first, locked position,
each pair of the protrusions 149a and the distal surfaces
149b immediately abuts one the first and second tabs
138a-b of the locking collar 120. It is envisioned that the
locking force exerted by the center rod assembly 114 on
the locking collar 120 surpasses the spring force exerted
by the torsion spring 150, thereby inhibiting the head as-
sembly 112 from pivoting relative to the center rod as-
sembly 114.
[0032] In a second, unlocked position as illustrated in
FIG. 11, the protrusions 149a and distal surfaces 149b
of the center rod assembly 114 disengage from the first
and second tabs 138a-b of locking collar 120, thereby
removing the locking force exerted on the locking collar
120, thus allowing the head assembly 112 to pivot about
the center rod assembly 114 under the influence of the
torsion spring 150.
[0033] It is envisioned that firing of the stapling device
10, or advancing surgical staplers into tissue, may tran-
sition the locking collar 120 from its locking position to its
unlocked position. For instance, as illustrated in FIGS.
9-10, before firing the stapling device 10, the center rod
assembly 114 secures the head assembly 112 to a pre-
fired non-tilted position and limits pivotal movement of
the head assembly 112.
[0034] Upon firing of the stapling device 10, the knife
blade (not shown) engages with and becomes embedded
into the locking collar 120. The knife blade moves the
locking collar 120 into annular recess 128 of the housing
118 of the head assembly 112. When such movement
occurs, as illustrated in FIG. 11, the first and second tabs
138a-b of the locking collar 120 move distally away and
unlocks from protrusions 149a and distal surfaces 149b
of the center rod 140, thereby unlocking the head assem-
bly 112 from its non-tilted position.
[0035] In one embodiment, the torsion spring 150 may
also be configured to facilitate holding the locking collar
120 in the locked and unlocked positions. For instance,
as illustrated in FIG. 5, at least one of the biasing mem-
bers of the torsion spring 150, e.g., the first biasing mem-
ber 156 that extends into the housing assembly 112, may
include two side portions 156a-b each generally exhibit-
ing a straight, elongated configuration and a middle por-
tion 156c exhibiting an arcuate configuration.
[0036] The middle portion 156c is configured to selec-
tively engage the locking collar 120 to facilitate holding
the locking collar 120 at either the locked or unlocked
position. For instance, as illustrated in FIGS. 7-8, when
the locking collar 120 is in the locked position, the third

tab 138c formed on the locking collar 120 is disposed
immediately proximally with respect to the middle portion
156c of the torsion spring 150. The first inclined internal
wall 139c of the third tab 138c engages the proximal sur-
face 156d of the middle portion 156c. As a result, the
protrusion formed by the middle portion 156c prevents
the locking collar 120 from moving distally to its unlocked
position. Accordingly, the torsion spring 150 facilitates
the center rod assembly 114 in holding the locking collar
120 at its locked position, thereby inhibiting unintended
activation of the stapling device 10.
[0037] As discussed above, upon firing of the stapling
device 10, the knife blade (not shown) engages or be-
come embedded into the locking collar 120 and moves
the locking collar 120 distally, unlocking the locking collar
120 from the center rod assembly 114, which, in turn,
causes the locking collar 120 to move distally away from
the center rod assembly 114. As illustrated in FIG. 12,
during this process, the third tab 138c of the locking collar
120 moves distally away from and passes over the middle
member 156c of the biasing member 156. As a result,
the third tab 138c is situated distally with respect to the
middle member 156c, and the second inclined internal
wall 139d of the third tab 138c engages a distal surface
156e of the middle portion 156c. The protrusion formed
by the middle portion 156c now inhibits the locking collar
120 from moving proximally. As a result, upon extraction
of the knife blade from the locking collar 120, the middle
portion 156c inhibits proximal movement of the locking
collar 120, thereby maintaining the head assembly 112
in the unlocked position.
[0038] When the head assembly 112 is unlocked from
its non-tilted position, as illustrated in FIG. 13-15, the
torsion spring 150 exerts spring force to return the two
biasing members 156, 158 to their normal configuration
as illustrated in FIG. 5. As illustrated in FIG. 13, while the
biasing member 156 rotates in a counterclockwise direc-
tion to resume the normal configuration, the biasing
member 156 engages the post 116 and urges the head
assembly 112 to tilt about the axis "D." It is envisioned
that when the two biasing members 156, 158 of the tor-
sion spring 150 resume their normal configuration, the
head assembly 112 is fully tilted such that the head as-
sembly 122 is substantially in line with the axis "A" of the
center rod assembly 114 as illustrated in FIGS. 14-15.
[0039] It is noted that the head assembly 112 will not
immediately tilt upon firing of the stapling device 10 be-
cause, upon firing, the head assembly 112 is in an ap-
proximated position, i.e., the anvil head assembly 112 is
in close alignment with the shell assembly 31 of the sta-
pling device 10. As such, the head assembly 112 will only
begin to tilt when the head assembly 112 and the shell
assembly 31 of the stapling device 10 are being unap-
proximated as illustrated in FIG. 15.
[0040] It will be understood that various modifications
may be made to the embodiments disclosed herein. The
above description should not be construed as limiting,
but merely as exemplifications of preferred embodi-
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ments. Those skilled in the art will envision other modi-
fications within the scope of the claims appended hereto.

Claims

1. A tilt anvil assembly (3 0) comprising:

a center rod assembly (114) including a center
rod (140) and a pair of arms (146) comprising a
transverse through bore (148) defining a pivotal
axis (D);
a head assembly (112) including a housing
(118), a locking collar (120), and an anvil plate
(124) having staple deforming pockets (130)
and a post (116) centrally positioned through a
bore in the housing; and
a torsion spring (150) having a through bore
(152) coaxially aligned along the pivotal axis
(’D’) with the through bore (148) of the center
rod assembly such that the torsion spring is con-
figured to pivot the head assembly about said
pivotal axis (’D’) relative to the center rod,
the torsion spring including a coiled structure
(152) and at least one biasing member (156,
158) extending radially outwardly from the coiled
structure,

characterised in that

the biasing member includes a middle member
(156c) having an arcuate profile.

2. A tilt anvil assembly according to claim 1, wherein
the locking collar has a locked position preventing
pivotal movement of the head assembly, and an un-
locked position allowing pivotal movement of the
head assembly.

3. A tilt anvil assembly according to claim 1, wherein
the locking collar includes three tabs (138a, 138b,
138c) extending inwardly towards a central opening
(122) of the locking collar, and wherein two of the
three tabs are placed diametrically opposed to each
other, and a third tab is placed equidistant from the
other two tabs.

4. A tilt anvil assembly according to claim 1, wherein
two biasing members (156, 158) of the torsion spring
have a normal configuration in which the two biasing
members define an acute angle therebetween.

5. A tilt anvil assembly according to claim 4, wherein
the torsion spring comprises a resilient material such
that the two biasing members have tendency to re-
turn to their normal configuration when biased.

6. A tilt anvil assembly according to claim 1, wherein

the middle member is configured to engage the lock-
ing collar to facilitate holding the locking collar at a
locked position preventing pivotal movement of the
head assembly.

7. A tilt anvil assembly according to claim 1, wherein
the middle member is configured to engage the lock-
ing collar to maintain the locking collar at an unlocked
position preventing proximal movement of the lock-
ing collar and allowing pivotal movement of the head
assembly.

8. A tilt anvil assembly according to claim 1, wherein
the locking collar has a tab (138c) to selectively en-
gage the torsion spring.

9. A tilt anvil assembly according to claim 8, wherein
the tab includes a first inclined internal wall (139c)
and a second inclined internal wall (139d).

10. A tilt anvil assembly according to claim 1, wherein
the post defines a transverse slot (137) therein to
accommodate the at least one biasing member of
the torsion spring.

11. A tilt anvil assembly according to claim 1, the torsion
spring includes two biasing members.

12. A tilt anvil assembly according to claim 1, the center
rod defines a cavity (146a) therein to accommodate
the torsion spring and the post of the head assembly.

13. A tilt anvil assembly according to claim 1, wherein
the head assembly is pivotable between non-tilted
and tilted positions relative to the center rod.

Patentansprüche

1. Kippambossmontage (30), umfassend:

eine Mittelstangenmontage (114), die eine Mit-
telstange (140) und ein Paar Arme (146) ein-
schließt, umfassend eine quere Durchgangs-
bohrung (148), die eine Drehachse (D) definiert;
eine Kopfmontage (112), die ein Gehäuse (118),
einen Sicherungskragen (120) und eine Am-
bossplatte (124) mit Heftklammern entformen-
den Taschen (130) und einen durch eine Boh-
rung im Gehäuse zentral positionierten Bolzen
(116) einschließt;
eine Torsionsfeder (150) mit einer Durchgangs-
bohrung (152), die koaxial entlang der
Schwenkachse (’D’) mit der Durchgangsboh-
rung (148) der Mittelstangenmontage derart
ausgerichtet ist, dass die Torsionsfeder konfi-
guriert ist, die Kopfmontage um die Drehachse
(’D’) relativ zur Mittelstange zu drehen, wobei
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die Torsionsfeder eine spiral gewendelte Struk-
tur (152) hat und mindestens ein Rückstellele-
ment (156, 158) sich radial nach außen aus der
spiral gewendelten Struktur erstreckt,

dadurch gekennzeichnet, dass

das Rückstellelement ein mittleres Element
(156c) mit einem bogenförmigen Profil ein-
schließt.

2. Kippambossmontage nach Anspruch 1, wobei der
Sicherungskragen eine verriegelte Position hat, die
eine Drehbewegung der Kopfmontage verhindert,
und eine entriegelte Position, die eine Drehbewe-
gung der Kopfmontage zulässt.

3. Kippambossmontage nach Anspruch 1, wobei der
Sicherungskragen drei Laschen (138a, 138b, 138c)
einschließt, die sich nach innen auf die zentrale Öff-
nung (122) des Sicherungskragens zu erstrecken,
und wobei zwei der drei Laschen diametrisch entge-
gengesetzt zueinander angeordnet sind, und eine
dritte Lasche gleich weit entfernt von den anderen
zwei Laschen angeordnet ist.

4. Kippambossmontage nach Anspruch 1, wobei zwei
Rückstellelemente (156, 158) der Torsionsfeder ei-
ne normale Konfiguration haben, in der die zwei
Rückstellelemente einen spitzen Winkel definieren.

5. Kippambossmontage nach Anspruch 4, wobei die
Torsionsfeder ein elastisches Material enthält, so-
dass die zwei Rückstellelemente die Tendenz ha-
ben, in ihre normale Konfiguration zurückzukehren,
wenn sie rückgestellt werden.

6. Kippambossmontage nach Anspruch 1, wobei das
mittlere Element konfiguriert ist, den Sicherungskra-
gen zu engagieren, um zu ermöglichen, dass der
Sicherungskragen in einer verriegelten Position ge-
halten wird, und damit eine Drehbewegung der Kopf-
montage zu verhindern.

7. Kippambossmontage nach Anspruch 1, wobei das
mittlere Element konfiguriert ist, den Sicherungskra-
gen zu engagieren, um den Sicherungskragen in ei-
ner nicht verriegelten Position zu halten und damit
eine proximale Bewegung des Sicherungskragens
zu verhindern und eine Drehbewegung der Kopf-
montage zuzulassen.

8. Kippambossmontage nach Anspruch 1, wobei der
Sicherungskragen eine Lasche (138c) hat, um se-
lektiv die Torsionsfeder zu engagieren.

9. Kippambossmontage nach Anspruch 8, wobei die
Lasche eine erste geneigte interne Wand (139c) und

eine zweite interne Wand (139d) enthält.

10. Kippambossmontage nach Anspruch 1, wobei der
Bolzen einen Querschlitz (137) definiert, um darin
das mindestens eine Rückstellelement der Torsions-
feder aufzunehmen.

11. Kippambossmontage nach Anspruch 1, die Torsi-
onsfeder schließt zwei Rückstellelemente ein.

12. Kippambossmontage nach Anspruch 1, die Mittel-
stange definiert darin eine Aussparung (146a), um
die Torsionsfeder und den Bolzen der Kopfmontage
aufzunehmen.

13. Kippambossmontage nach Anspruch 1, wobei die
Kopfmontage zwischen nicht gekippter und gekipp-
ter Position in Bezug auf die Mittelstange drehbar ist.

Revendications

1. Ensemble d’enclume inclinable (30) comprenant :

un ensemble de tige centrale (114) comprenant
une tige centrale (140) et une paire de bras (146)
comprenant un trou traversant transversal (148)
définissant un axe de pivotement (D) ;
un ensemble de tête (112) comprenant un boî-
tier (118), un collier de verrouillage (120), et une
plaque d’enclume (124) ayant des poches de
déformation d’agrafes (130) et un montant (116)
positionné au centre à travers un alésage du
boîtier ;
un ressort de torsion (150) ayant un alésage tra-
versant (152) aligné coaxialement le long de
l’axe de pivotement (’D’) avec l’alésage traver-
sant (148) de l’ensemble de tige centrale de sor-
te que le ressort de torsion soit configuré pour
faire pivoter l’ensemble de tête autour dudit axe
de pivotement (’D’) par rapport à la tige centrale,
le ressort de torsion comprenant une structure
enroulée (152) et au moins un élément de sol-
licitation (156, 158) s’étendant radialement vers
l’extérieur de la structure enroulée, caractérisé
en ce que :

l’élément de sollicitation comprend un élé-
ment central (156c) ayant un profil arqué.

2. Ensemble d’enclume inclinable selon la revendica-
tion 1, dans lequel le collier de verrouillage a une
position verrouillée empêchant le mouvement pivo-
tant de l’ensemble de tête, et une position déver-
rouillée permettant un mouvement pivotant de l’en-
semble de tête.

3. Ensemble d’enclume inclinable selon la revendica-
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tion 1, dans lequel le collier de verrouillage comprend
trois pattes (138a, 138b, 138c) s’étendant vers l’in-
térieur en direction d’une ouverture centrale (122)
du collier de verrouillage, et dans lequel deux des
trois pattes sont placées diamétralement opposées
l’une à l’autre, et une troisième patte est placée à
équidistance des deux autres plaques.

4. Ensemble d’enclume inclinable selon la revendica-
tion 1, dans lequel deux éléments de sollicitation
(156, 158) du ressort de torsion ont une configuration
normale dans laquelle les deux éléments de sollici-
tation définissent un angle aigu entre eux.

5. Ensemble d’enclume inclinable selon la revendica-
tion 4, dans lequel le ressort de torsion comprend
un matériau élastique tel que les deux éléments de
sollicitation aient tendance à retourner à leur confi-
guration normale lorsqu’ils sont sollicités.

6. Ensemble d’enclume inclinable selon la revendica-
tion 1, dans lequel l’élément central est configuré
pour s’engager sur le collier de verrouillage afin de
faciliter le maintien du collier de verrouillage dans
une position verrouillée empêchant le mouvement
pivotant de l’ensemble de tête.

7. Ensemble d’enclume inclinable selon la revendica-
tion 1, dans lequel l’élément central est configuré
pour s’engager sur le collier de verrouillage afin de
maintenir le collier de verrouillage dans une position
déverrouillée empêchant un mouvement proximal
du collier de verrouillage et permettant un mouve-
ment pivotant de l’ensemble de tête.

8. Ensemble d’enclume inclinable selon la revendica-
tion 1, dans lequel le collier de verrouillage a une
patte (138c) pour s’engager sélectivement sur le res-
sort de torsion.

9. Ensemble d’enclume inclinable selon la revendica-
tion 8, dans lequel la patte comprend une première
paroi interne inclinée (139c) et une seconde paroi
interne inclinée (139d).

10. Ensemble d’enclume inclinable selon la revendica-
tion 1, dans lequel le montant y définit une fente
transversale (137) qui reçoit le au moins un élément
de sollicitation du ressort de torsion.

11. Ensemble d’enclume inclinable selon la revendica-
tion 1, dans lequel le ressort de torsion comprend
deux éléments de sollicitation.

12. Ensemble d’enclume inclinable selon la revendica-
tion 1, dans lequel la tige centrale y définit une cavité
(146a) pour recevoir le ressort de torsion et le mon-
tant de l’ensemble de tête.

13. Ensemble d’enclume inclinable selon la revendica-
tion 1, dans lequel l’ensemble de tête est soumis à
un pivotement entre des positions non inclinée et
inclinée par rapport à la tige centrale.
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