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(57) An image processing device (101) includes a
light source (2), an image reader (9), and an image se-
lecting unit (21). The light source (2) is configured to ir-
radiate an object at least with invisible light. The image
reader (9) is configured to read first information and sec-
ond information. The first information is included in the
object and indicating a first characteristic in response to

the object being irradiated with the invisible light. The
second information is included in the object and indicat-
ing a second characteristic in response to the object be-
ing irradiated with the invisible light. The image selecting
unit (21) is configured to selectively output the first infor-
mation read by the image reader (9).
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Description

BACKGROUND

Technical Field

[0001] Embodiments of the present disclosure relate
to an image processing device, an image forming appa-
ratus incorporating the image processing device, and an
image processing method.

Related Art

[0002] In recent years, the document security con-
sciousness has been increased. For example, a docu-
ment with a ground pattern as a latent image is used as
a security document that prevents duplication of the doc-
ument or provides a psychological deterrent to duplica-
tion of the document.
[0003] Although the appearance of the ground pattern
is useful from the viewpoint of prevention of duplication,
original information (e.g., owner and vehicle information
in a vehicle inspection certificate) might be difficult to read
in a secondary use scene such as transferring a read
document to another recipient with a facsimile machine
for browsing.
[0004] Relatedly, in slips such as invoices or receipts
other than security documents, written information might
be difficult to read from scanned data when the written
information such as text or numeral information originally
desired overlaps text or a ruled line pre-printed in color,
or when an imprint is stamped overlapping the written
information.
[0005] To address such a situation, JP-5830338-B2
(JP-2013-084071-A) discloses color dropout processing,
as a kind of image processing by use of color information,
to accurately remove a ground pattern or a ruled line from
a slip, taking advantage of a fact that many of ground
patterns, ruled lines, and imprints are printed in color.
[0006] However, since the typical color dropout
processing removes color-system information based on
color information, a ground pattern, a ruled line, or an
imprint might be improperly removed in a case in which
read image data is insufficient in quality, causing, e.g.,
color shift, or when the ground pattern, the ruled line, or
the imprint overlaps the information to be originally rec-
ognized.

SUMMARY

[0007] In light of the above-described problems, it is a
general object of the present invention to enhance read-
ability of a document or code with, e.g., a ground pattern.
[0008] In order to achieve the above-mentioned object,
there is provided an image processing device according
to claim 1. Advantageous embodiments are defined by
the dependent claims. Advantageously, the image
processing device includes a light source, an image read-

er, and an image selecting unit. The light source is con-
figured to irradiate an object at least with invisible light.
The image reader is configured to read first information
and second information. The first information is included
in the object and indicating a first characteristic in re-
sponse to the object being irradiated with the invisible
light. The second information is included in the object
and indicating a second characteristic in response to the
object being irradiated with the invisible light. The image
selecting unit is configured to selectively output the first
information read by the image reader.
[0009] Accordingly, the readability of a document or
code with, e.g., a ground pattern is enhanced.
[0010] Advantageously, there are also provided an im-
age forming apparatus incorporating the image process-
ing device and an image processing method.
[0011] Accordingly, the readability of a document or
code with, e.g., a ground pattern is enhanced.

BRIEF DESCRIPTION OF THE DRAWINGS

[0012] A more complete appreciation of the embodi-
ments and many of the attendant advantages and fea-
tures thereof can be readily obtained and understood
from the following detailed description with reference to
the accompanying drawings, wherein:

FIG. 1 is a schematic view of an image forming ap-
paratus according to an embodiment of the present
disclosure;
FIG. 2 is a cross-sectional view of an image reading
device included in the image forming apparatus;
FIG. 3 is a block diagram illustrating electric connec-
tions of components of the image reading device ac-
cording to a first embodiment of the present disclo-
sure;
FIG. 4 is a graph illustrating a spectral sensitivity
characteristic of an image sensor;
FIG. 5 is a graph illustrating a spectrum of toner or
ink;
FIG. 6A is a diagram illustrating an image on a slip;
FIG. 6B is a diagram illustrating an invisible image
as a result of invisible reading of the image of FIG. 6A;
FIG. 7A is a diagram illustrating an image on a slip;
FIG. 7B is a diagram illustrating an invisible image
as a result of invisible reading of the image of FIG. 7A;
FIG. 8A is a diagram illustrating an image of text and
a ruled line;
FIG. 8B is a diagram illustrating an invisible image
as a result of invisible reading of the image of FIG. 8A;
FIG. 9A is a diagram illustrating an image of a code
and a ruled line;
FIG. 9B is a diagram of a result of color dropout
processing on the image of FIG. 9A subjected to vis-
ible reading;
FIG. 9C is a diagram illustrating an invisible image
as a result of invisible reading of the image of FIG. 9A;
FIG. 10 is a block diagram illustrating electric con-
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nections of components of an image reading device
according to a second embodiment of the present
disclosure;
FIG. 11A is a diagram illustrating an image of text
and a ground pattern;
FIG. 11B is a diagram illustrating an invisible image
as a result of invisible reading of the image of FIG. 11;
FIG. 11C is a diagram illustrating a result of a back-
ground removal;
FIG. 12 is a block diagram illustrating electric con-
nections of components of an image reading device
according to a third embodiment of the present dis-
closure;
FIG. 13 is a schematic flowchart of an image reading
process performed by the image reading device of
FIG. 12;
FIG. 14A is a diagram illustrating an image on a slip;
FIG. 14B is a diagram illustrating an invisible image
as a result of invisible reading of the image of FIG.
14A;
FIG. 14C is a diagram illustrating a visible image as
a result of visible reading of the image of FIG. 14A;
FIG. 15 is a block diagram illustrating electric con-
nections of components of an image reading device
according to a fourth embodiment of the present dis-
closure;
FIG. 16 is a schematic flowchart of an image reading
process performed by the image reading device of
FIG. 15;
FIG. 17 is a block diagram illustrating electric con-
nections of components of an image reading device
according to a fifth embodiment of the present dis-
closure;
FIG. 18 is a block diagram illustrating a configuration
of an image synthesizer included in the image read-
ing device of FIG. 17;
FIG. 19A is a diagram illustrating an image on the
slip;
FIG. 19B is a diagram illustrating content information
to be left;
FIG. 20 is a diagram illustrating a process of gener-
ating a synthesized image without removing part of
non-common information according to the fifth em-
bodiment of the present disclosure;
FIG. 21 is a block diagram illustrating a configuration
of an image synthesizer according to a sixth embod-
iment of the present disclosure;
FIG. 22 is a diagram illustrating the process of gen-
erating a synthesized image without removing part
of non-common information according to the sixth
embodiment of the present disclosure;
FIG. 23 is a block diagram illustrating electric con-
nections of components of an image reading device
according to a seventh embodiment of the present
disclosure;
FIG. 24 is a block diagram illustrating a configuration
of an image synthesizer included in the image read-
ing device of FIG. 23;

FIG. 25A is a diagram illustrating an image including
information depicted with a carbonless black color-
ant;
FIG. 25B is a diagram illustrating a result of reading
of the image of FIG. 25A;
FIG. 26 is a diagram illustrating a process of gener-
ating a synthesized image without losing content in-
formation depicted in carbonless black;
FIG. 27 is a block diagram illustrating electric con-
nections of components of an image reading device
according to an eighth embodiment of the present
disclosure;
FIG. 28 is a block diagram illustrating a configuration
of an image synthesizer included in the image read-
ing device of FIG. 27;
FIG. 29A is a diagram illustrating an image on a slip;
FIG. 29B is a diagram illustrating a result of reading
of the image of FIG. 29A;
FIG. 30 is a diagram illustrating a process of gener-
ating a synthesized image in a case in which the
content information and the non-content information
depicted with the color colorant and the black color-
ant, respectively;
FIG. 31 is a block diagram illustrating electric con-
nections of components of an image reading device
according to a ninth embodiment of the present dis-
closure;
FIG. 32 is a block diagram illustrating a configuration
of an image synthesizer included in the image read-
ing device of FIG. 31;
FIG. 33A is a diagram illustrating an image on a slip;
FIG. 33B is a diagram illustrating a result of reading
of the image of FIG. 33A with management informa-
tion;
FIG. 33C is a diagram illustrating another result of
reading of the image of FIG. 33A with management
information; and
FIG. 34 is a diagram illustrating a process of gener-
ating a synthesized image by adding management
information to content information to be output.

[0013] The accompanying drawings are intended to
depict embodiments of the present disclosure and should
not be interpreted to limit the scope thereof. Also, iden-
tical or similar reference numerals designate identical or
similar components throughout the several views.

DETAILED DESCRIPTION

[0014] In describing embodiments illustrated in the
drawings, specific terminology is employed for the sake
of clarity. However, the disclosure of the present speci-
fication is not intended to be limited to the specific termi-
nology so selected and it is to be understood that each
specific element includes all technical equivalents that
have a similar function, operate in a similar manner, and
achieve a similar result.
[0015] Although the embodiments are described with
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technical limitations with reference to the attached draw-
ings, such description is not intended to limit the scope
of the disclosure and not all of the components or ele-
ments described in the embodiments of the present dis-
closure are indispensable to the present disclosure.
[0016] In a later-described comparative example, em-
bodiment, and exemplary variation, for the sake of sim-
plicity, like reference numerals are given to identical or
corresponding constituent elements such as parts and
materials having the same functions, and redundant de-
scriptions thereof are omitted unless otherwise required.
[0017] As used herein, the singular forms "a," "an," and
"the" are intended to include the plural forms as well,
unless the context clearly indicates otherwise.
[0018] It is to be noted that, in the following description,
suffixes Y, M, C, and K denote colors of yellow, magenta,
cyan, and black, respectively. To simplify the description,
these suffixes are omitted unless necessary.
[0019] Referring to the drawings, wherein like refer-
ence numerals designate identical or corresponding
parts throughout the several views, embodiments of the
present disclosure are described below.
[0020] Initially with reference to FIGS. 1 to 9C, a de-
scription is given of a first embodiment of the present
disclosure.
[0021] FIG. 1 is a schematic view of an image forming
apparatus 100 according to the first embodiment of the
present disclosure.
[0022] In FIG. 1, the image forming apparatus 100 is
generally called a multifunction peripheral, printer, or
product (MFP) having at least two of copying, printing,
scanning, and facsimile functions.
[0023] The image forming apparatus 100 includes an
image reading device 101 serving as an image process-
ing device, an automatic document feeder (ADF) 102
atop the image reading device 101, and an image forming
device 103 below the image reading device 101. In order
to describe an internal configuration of the image forming
device 103, FIG. 1 illustrates the internal configuration
of the image forming device 103 from which an external
cover is removed.
[0024] The ADF 102 is a document supporter that po-
sitions, at a reading position, a document or an original
including an image to be read. The ADF 102 automati-
cally feeds the document placed on a table to the reading
position. The image reading device 101 reads the docu-
ment fed by the ADF 102 at the predetermined reading
position. The image reading device 101 includes a platen
(i.e., exposure glass) as an upper surface of the image
reading device 101. The platen serves as a document
supporter on which a document is placed. The image
reading device 101 reads the document on the platen,
that is, at the reading position. Specifically, the image
reading device 101 is a scanner that includes a light
source, an optical system, and an image sensor such as
a charge-coupled device (CCD) inside. In the image
reading device 101, the light source irradiates the docu-
ment. Reflected light from the document passes through

the optical system and strikes the image sensor, which
reads the reflected light. Thus, the image reading device
101 reads an image of the document.
[0025] The image forming device 103 prints the image
of the document read by the image reading device 101.
In other words, the image forming device 103 forms an
image in accordance with information from the image
reading device 101. The image forming device 103 in-
cludes a manual feed roller pair 104 through which a
recording medium is manually inserted and a recording
medium supplier 107 that supplies a recording medium.
The recording medium supplier 107 includes an assem-
bly that sends out recording media one by one from ver-
tically-aligned input trays 107a. The recording medium
thus supplied is sent to a secondary transfer belt 112 via
a registration roller pair 108.
[0026] A secondary transfer device 114 transfers a ton-
er image from an intermediate transfer belt 113 onto the
recording medium conveyed on the secondary transfer
belt 112.
[0027] The image forming device 103 also includes an
optical writing device 109, an image forming unit 105 em-
ploying a tandem system, the intermediate transfer belt
113, and the secondary transfer belt 112. Specifically, in
an image forming process, the image forming unit 105
render a latent image written by the optical writing device
109 visible as a toner image and forms the toner image
on the intermediate transfer belt 113.
[0028] More specifically, the image forming unit 105
includes four rotatable, drum-shaped photoconductors
to form yellow, magenta, cyan, and black toner images
on the four photoconductors, respectively. Each of the
four photoconductors is surrounded by various pieces of
image forming equipment 106 including a charging roller,
a developing device, a primary transfer roller, a cleaner,
and a neutralizer. The pieces of image forming equip-
ment 106 function around each of the four photoconduc-
tors to form a toner image on the corresponding photo-
conductor and transfer the toner image onto the interme-
diate transfer belt 113. Specifically, the primary transfer
rollers transfer the toner images from the respective pho-
toconductors onto the intermediate transfer belt 113. As
a consequence, a composite toner image is formed on
the intermediate transfer belt 113.
[0029] The intermediate transfer belt 113 is entrained
around a drive roller and a driven roller and disposed so
as to pass through primary transfer nips between the four
photoconductors and the respective primary transfer roll-
ers. As the intermediate transfer belt 113 rotates, the
composite toner image constructed of the toner images
primary-transferred onto the intermediate transfer belt
113 is conveyed to the secondary transfer device 114.
The secondary transfer device 114 secondarily transfers
the composite toner image onto the recording medium
on the secondary transfer belt 112. As the secondary
transfer belt 112 rotates, the recording medium is con-
veyed to a fixing device 110. The fixing device 110 fixes
the composite toner image onto the recording medium
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as a color image. Finally, the recording medium is dis-
charged onto an output tray disposed outside a housing
of the image forming apparatus 100. Note that, in a case
of duplex printing, a reverse assembly 111 reverses the
front and back sides of the recording medium and sends
out the reversed recording medium onto the secondary
transfer belt 112.
[0030] Note that the image forming device 103 is not
limited to an electrophotographic image forming device
that forms an image on a recording medium by electro-
photography as described above. Alternatively, the im-
age forming device 103 may be an inkjet image forming
apparatus that forms an image on a recording medium
in an inkjet printing system.
[0031] Referring now to FIGS. 2 and 3, a detailed de-
scription is given of the image reading device 101 de-
scribed above.
[0032] FIG. 2 is a cross-sectional view of the image
reading device 101 included in the image forming appa-
ratus 100 described above.
[0033] As illustrated in FIG. 2, the image reading de-
vice 101 includes, in a housing 11, a sensor substrate
10 provided with an image sensor 9, a lens unit 8, a first
carriage 6, and a second carriage 7. The image sensor
9 serving as an image reader is, e.g., a CCD or comple-
mentary metal oxide semiconductor (CMOS) image sen-
sor. The first carriage 6 includes a light source 2 as a
light emitting diode (LED) and a mirror 3. The second
carriage 7 includes mirrors 4 and 5. The image reading
device 101 further includes a platen 1 and a reference
white plate 13 as an upper surface of the image reading
device 101.
[0034] In a reading operation, the image reading de-
vice 101 emits light upward from the light source 2 while
moving the first carriage 6 and the second carriage 7
from home positions, respectively, in a sub-scanning di-
rection A. The first carriage 6 and the second carriage 7
causes reflected light from a document 12 to be imaged
on the image sensor 9 via the lens unit 8.
[0035] When the power is turned on, the image reading
device 101 reads reflected light from the reference white
plate 13 and sets a reference. Specifically, the image
reading device 101 moves the first carriage 6 directly
below the reference white plate 13, turns on the light
source 2, and causes the reflected light from the refer-
ence white plate 13 to be imaged on the image sensor
9, thereby performing a gain adjustment.
[0036] FIG. 3 is a block diagram illustrating electric
connections of components of the image reading device
101 according to the first embodiment of the present dis-
closure.
[0037] In addition to the image sensor 9 and the light
source 2 described above, the image reading device 101
includes an image selector 21 serving as an image se-
lecting unit, a controller 23 serving as a control unit, and
a light source driver 24 as illustrated in FIG. 3. Note that
the image selector 21 may be implemented as at least
one of hardware and software.

[0038] Typically, original information and other infor-
mation are identified simply by color, that is, in a visible
range. By contrast, in the present embodiment, colorants
with which different pieces of information are written or
depicted in a document are identified and read by use of
a difference of the colorants in optical characteristic in
an invisible range, thereby extracting the original infor-
mation alone. Thus, the present embodiment enhances
the readability.
[0039] As illustrated in FIG. 3, the image reading de-
vice 101 reads an input image (i.e., document). The input
image herein includes content information and ground
pattern, ruled line, or imprint information. The content
information is information originally desired to be read,
such as marks and text information including characters,
numbers, and symbols written in black. The ground pat-
tern, ruled line, or imprint information is secondary infor-
mation depicted in color and not originally desired to be
read. Note that the meanings of "black" and "color" herein
do not simply indicate colors (i.e., hues). The content
information is depicted with a black (K) colorant; whereas
ground patterns, ruled lines, and imprints are depicted
with color colorants such as cyan (C), magenta (M), and
yellow (Y) colorants.
[0040] The image reading device 101 reads such piec-
es of information and selectively outputs the content in-
formation alone. The output content information is trans-
ferred to the image forming device 103 that performs sub-
sequent processing. The image forming device 103 per-
forms image forming processing and outputs the content
information as an output image.
[0041] The light source 2 is a near-infrared (NIR) in-
visible light source that is used to obtain an image in an
invisible wavelength range. The light source driver 24
drives the light source 2.
[0042] The image sensor 9 images visible and invisible
wavelength ranges. The image sensor 9 reads reflected
light from an object. In a case in which the image sensor
9 reads a visible image, the image sensor 9 outputs red,
green, and blue (RGB) signals. In a case in which the
image sensor 9 reads an invisible image, the image sen-
sor 9 outputs an NIR signal. Since a color filter of a gen-
eral image sensor has a characteristic of transmitting NIR
light, an NIR signal appears at each output of RGB upon
reading of an invisible image. In the present embodiment,
an NIR signal of an R output is described as a represent-
ative of RGB outputs. Note that, in the present embodi-
ment, a visible image refers to an image captured by the
image sensor 9 as a result of emission of visible light. By
contrast, an invisible image refers to an image captured
by the image sensor 9 as a result of emission of invisible
light such as the NIR light.
[0043] As described above, the image reading device
101 serving as an image processing device includes the
light source 2, the image sensor 9 serving as an image
reader, and the image selector 21 serving as an image
selecting unit. The light source 2 irradiates an object at
least with invisible light. The image sensor 9 reads first
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information and second information. The first information
is included in the object and indicates a first characteristic
in response to the object being irradiated with the invisible
light. Examples of the first information include text infor-
mation and code information. The second information is
included in the object and indicates a second character-
istic in response to the object being irradiated with the
invisible light. Examples of the second information in-
clude a ground pattern, a ruled line, and an imprint. The
image selector 21 serving as an image selecting unit se-
lectively outputs the first information read by the image
sensor 9.
[0044] Referring now to FIG. 4, a description is given
of a spectral sensitivity characteristic of the image sensor
9.
[0045] FIG. 4 is a graph illustrating a spectral sensitivity
characteristic of an image sensor.
[0046] In the present embodiment, an invisible wave-
length range refers to a near-infrared range of from 780
nm to 1000 nm.
[0047] In other words, the light source 2 emits infrared
(IR) light having a wavelength of from 780 nm to 1000
nm as the invisible light.
[0048] By use of the near-infrared range of from 780
nm to 1000 nm, the invisible reading of the present em-
bodiment is implemented at a relatively low cost. FIG. 4
illustrates a spectral sensitivity characteristic of a silicon
image sensor that is used in a general scanner. As illus-
trated in FIG. 4, the silicon image sensor has a relatively
high sensitivity in the wavelength of from 780 nm to 1000
nm. This is because silicon has a quantum sensitivity in
the near-infrared range while a general pigment-based
color filter has a high transmittance in the near-infrared
range.
[0049] In addition, as described later, general ink or
toner has a difference in characteristic in the near-infra-
red range between CMY and K. Therefore, in consider-
ation of the difference in characteristic together with the
spectral sensitivity characteristic of the above-mentioned
silicon image sensor, the image reading device 101 iden-
tifies the colorants with a relatively high sensitivity by use
of a near-infrared range, particularly, the wavelength
range of from 780 nm to 1000 nm.
[0050] Note that, in the present embodiment, the invis-
ible wavelength range refers to a near-infrared range of
from 780 nm to 1000 nm as described above. However,
the invisible wavelength range may include another
wavelength range. Since the image sensor 9 is made of
a silicon semiconductor and has a sensitivity in the near-
infrared range, the near-infrared range assigned as an
invisible wavelength range allows a general image sen-
sor to be used as the image sensor 9 to facilitate invisible
reading. Therefore, the near-infrared range is desirably
assigned as an invisible wavelength range.
[0051] The image sensor 9 reads input information
(i.e., document) with invisible light. The image sensor 9
obtains an image unique to a colorant according to the
characteristic in the invisible wavelength range different

from the characteristic in the visible wavelength range,
thereby selectively outputting colorant information.
[0052] As described later, in a case in which toner or
ink is used as a colorant, a black (K) colorant and color
colorants (e.g., CMY colorants) exhibit respective optical
characteristics peculiar to the invisible wavelength range.
For example, the black colorant and the color colorants
exhibit similar reflection characteristics in the visible
wavelength range. However, in the invisible wavelength
range, the black (K) colorant exhibits a relatively high
absorptance; whereas the color colorants (e.g., CMY col-
orants) exhibit a relatively high transmittance. Thus, in
the invisible wavelength range, the black colorant and
the color colorants exhibit optical characteristics different
from the optical characteristics exhibited in the visible
wavelength range.
[0053] Referring now to FIG. 5, a description is given
of a spectral characteristic of toner or ink in an infrared
wavelength range.
[0054] FIG. 5 is a graph illustrating a spectrum of toner
or ink.
[0055] As illustrated in FIG. 5, in a case in which toner
or ink is used as a colorant, generally, the color colorants
(e.g., CMY colorants) exhibit a relatively high transmit-
tance in the infrared wavelength range near a wavelength
of 850 nm; whereas the black (K) colorant exhibits a rel-
atively high absorptance in the infrared wavelength
range. Note that FIG. 5 is a graph obtained when the
colorants placed on white paper are measured. That is,
in FIG. 5, the CMY colorants in a relatively high transmit-
tance exhibit a characteristic of white paper, in other
words, a relatively high reflectance. Thus, the infrared
wavelength range assigned as an invisible wavelength
range allows the image reading device 101 to easily dis-
tinguish between K and CMY.
[0056] According to the example of the infrared wave-
length range in FIG. 5, the text information exhibits a
relatively high absorptance; whereas the ground pattern,
ruled line, or imprint information exhibits a relatively high
transmittance. The text information and the ground pat-
tern, ruled line, or imprint information may exhibit other
characteristics provided that the text information and the
ground pattern, ruled line, or imprint information exhibit
different characteristics from each other. For example,
even in a case in which the text information exhibits a
relatively high transmittance while the ground pattern,
ruled line, or imprint information exhibits a relatively high
absorptance, the image sensor 9 may selectively output
the text information.
[0057] Taking advantage of the difference in optical
characteristic in the invisible wavelength range, the im-
age selector 21 identifies the colorant information, which
is unidentifiable in the visible wavelength range (or color),
according to the difference in optical characteristic in the
invisible wavelength range.
[0058] That is, the image reading device 101 distin-
guishes between the individual colorants to selectively
output the text information alone. Specifically, the image
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reading device 101 identifies the individual colorants up-
on reading of a document. Therefore, the image reading
device 101 outputs the content information alone without
being affected by the quality of a scanned image. Even
in a case in which an imprint overlaps the content infor-
mation, the image reading device 101 identifies and re-
moves a colorant overlapping the content information ac-
cording to the characteristic in the invisible wavelength
range. Thus, the image reading device 101 removes the
imprint with accuracy.
[0059] As described above, the image reading device
101 identifies and reads a colorant of an image in an
invisible wavelength range. Accordingly, regardless of
the quality of a scanned image, and even in a case in
which the secondarily information such as an imprint
overlaps the content information, the image reading de-
vice 101 removes the secondary information (i.e., ground
pattern, ruled line, or imprint information) with accuracy,
thus enhancing the readability of a document.
[0060] Taking the text information such as characters
and numbers as an example of the content information,
a description is now given of some advantages of the
present embodiment.
[0061] Initially with reference to FIGS. 6A and 6B, a
description is given of a first advantage against an impact
of color shift.
[0062] As described above with reference to FIG. 5, in
the present embodiment, the image reading device 101
reads an image according to the difference in optical
characteristic (or physical property) of colorants in the
invisible wavelength range. In other words, the image
reading device 101 obtains, as an image, the colorant
information instead of the color information. Since the
text depicted in black is not colored due to color shift after
scanning, the image reading device 101 recognizes the
text as black text.
[0063] FIG. 6A and 6B illustrate an example in which
an amount of money is depicted in black as text on a slip
with a background including a ground pattern "COPY"
depicted in light color. Specifically, FIG. 6A is a diagram
illustrating an image on the slip. FIG. 6B is a diagram
illustrating an invisible image as a result of invisible read-
ing of the image of FIG. 6A.
[0064] Upon reading the image on the slip illustrated
in FIG. 6A with invisible light (i.e., infrared light), the image
reading device 101 distinguishes between a black color-
ant and a color colorant. Accordingly, the image reading
device 101 simply reads the amount of money depicted
in black as illustrated in FIG. 6B.
[0065] A decreased quality of a scanned image may
cause color shift or affect the read-color reproducibility.
In order to avoid being affected by the quality of the
scanned image, the image reading device 101 of the
present embodiment identifies the colorants upon read-
ing the image. In other words, the color shift and a de-
creased read-color reproducibility that appear as a result
of reading does not affect a preceding stage, which is
the invisible (i.e., infrared) reading to identify or distin-

guish between the colorants. Accordingly, the image
reading device 101 removes the ground pattern alone
from the slip without being affected by the quality of the
scanned image, thereby enhancing the readability of the
text information.
[0066] Referring now to FIGS. 7A and 7B, a description
is given of a second advantage against an impact of an
imprint overlapping text information.
[0067] FIG. 7A and 7B illustrate an example in which
a company name and a telephone number are written in
black as text with a company stamp as a red imprint over-
lapping the text on a slip. Specifically, FIG. 7A is a dia-
gram illustrating an image on the slip. FIG. 7B is a dia-
gram illustrating an invisible image as a result of invisible
reading of the image of FIG. 7A.
[0068] Upon reading the image on the slip illustrated
in FIG. 7A with invisible light (i.e., infrared light), the image
reading device 101 distinguishes between a black color-
ant and a color colorant. Accordingly, the image reading
device 101 simply reads the company name and the tel-
ephone number depicted in black as illustrated in FIG. 7B.
[0069] That is, a text portion depicted with a black col-
orant is recognized as black and remains in the image
while an imprint portion depicted with a color colorant is
removed as illustrated in FIG. 7B. In short, the image
reading device 101 does not remove part of the text er-
roneously. Identification of colorants allows the image
reading device 101 to remove, from the text portion (orig-
inally in black), a color-colorant portion (in this case, a
red portion) that is colored in red by overlapping or bleed-
ing ink. Thus, the image reading device 101 correctly
identifies the originally black text portion.
[0070] As described above, the image reading device
101 identifies the colorants, not the colors, even on a slip
with an imprint overlapping text, to correctly recognize
and selectively output the text. Thus, the image reading
device 101 enhances the readability.
[0071] Referring now to FIGS. 8A and 8B, a description
is given of a third advantage against an impact of a ruled
line overlapping text information.
[0072] FIG. 8A and 8B illustrate an example in which
numbers are written in black as text with a color ruled
line overlapping a lower portion of the text. Specifically,
FIG. 8A is a diagram illustrating an image of the text and
the ruled line. FIG. 8B is a diagram illustrating an invisible
image as a result of invisible reading of the image of FIG.
8A.
[0073] Upon reading the image illustrated in FIG. 8A
with invisible light (i.e., infrared light), the image reading
device 101 distinguishes between a black colorant and
a color colorant. Accordingly, the image reading device
101 simply reads the numbers depicted in black as illus-
trated in FIG. 8B.
[0074] That is, a numeral portion depicted with a black
colorant is recognized as black and remains in the image
while a ruled-line portion depicted with a color colorant
is removed as illustrated in FIG. 8B. In short, the image
reading device 101 does not remove part of the text er-
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roneously. As described above with reference to FIGS.
7A and 7B, identification of colorants allows the image
reading device 101 to remove, from the numbers (origi-
nally in black), a color-colorant portion that is colored by
overlapping or bleeding ink. Thus, the image reading de-
vice 101 correctly identifies the originally black numbers.
[0075] As described above, the image reading device
101 identifies the colorants, not the colors, even in a case
in which a ruled line overlaps numbers, to correctly rec-
ognize and selectively output the numbers. Thus, the im-
age reading device 101 enhances the readability.
[0076] Note that FIGS. 6A to 8B illustrate the examples
in which the image reading device 101 reads the images
with the infrared light. The image reading device 101 ex-
hibits substantially the same advantages even in a case
in which the image reading device 101 reads the images
with invisible light (e.g., ultraviolet light) other than the
infrared light.
[0077] Referring now to FIGS. 9A to 9C, a description
is given of enhancing the readability of code information.
[0078] Although the readability of text information has
been described above, the content information of a doc-
ument is not limited to the text information such as char-
acters and numbers. The content information may be of-
ten encrypted code information such as a barcode or a
Quick Response (QR) code (registered trademark). In
the present embodiment, the invisible reading is also ap-
plied to the code information to enhance the readability
of code, that is, the recognition rate of code.
[0079] FIGS. 9A to 9C illustrate an example in which
a QR code is depicted in black with a color ruled line
overlapping a lower portion of the QR code. Specifically,
FIG. 9A is a diagram illustrating an image of the QR code
and the ruled line. FIG. 9B is a diagram of a result of color
dropout processing on the image of FIG. 9A subjected
to visible (i.e., RGB) reading. FIG. 9C is a diagram illus-
trating an invisible image as a result of invisible reading
of the image of FIG. 9A.
[0080] When the image illustrated in FIG. 9A is sub-
jected to general RGB reading and the color dropout
processing, part of the QR code is whitened as illustrated
in FIG. 9B, hampering recognition of the QR code. By
contrast, the image reading device 101 of the present
embodiment reads the image of FIG. 9A with invisible
light (i.e., infrared light). As described above with refer-
ence to FIG. 8B, the image reading device 101 simply
reads the QR code depicted in black as illustrated in FIG.
9C, thus facilitating recognition of the QR code.
[0081] Thus, the present embodiment enhances the
readability (i.e., recognition rate) of code even in a case
in which a ruled line overlaps the code information such
as a barcode or a QR code.
[0082] As described above, the present embodiment
enhances the readability of a document or code with,
e.g., a ground pattern.
[0083] As described above with reference FIG. 5, the
image reading device 101 easily identifies the colorants
according to the different characteristics of colorants in

the infrared range. Specifically, in FIG. 5, the color col-
orants such as CMY colorants exhibit a relatively high
transmittance in the infrared range; whereas the black
(K) colorant exhibits a relatively high absorptance in the
infrared range. Inclusion of a material called carbon black
often determines such infrared characteristics, specifi-
cally, relatively high transmittance and absorptance of
the color colorants and the black colorant, respectively,
in the infrared wavelength range. The carbon black is a
fine powder of carbon obtained by thermal decomposition
of, e.g., natural gas or petroleum. The carbon black is a
black material having an absorption characteristic in the
near-infrared range.
[0084] That is, information depicted with a black color-
ant containing carbon black indicates a characteristic of
absorbing invisible light; whereas information depicted
with a color colorant containing no carbon black indicates
a characteristic of transmitting the invisible light. In other
words, the characteristics are different from each other
depending on whether or not the colorants of the infor-
mation include carbon black.
[0085] Accordingly, among colorants, use of the color
colorant containing no carbon black and the black color-
ant containing carbon black in combination facilitates
identification of the colorants in the near-infrared wave-
length range.
[0086] Referring now to FIGS. 10 to 11C, a description
is given of a second embodiment of the present disclo-
sure.
[0087] As is clear from the spectral characteristics of
toner or ink illustrated in FIG. 5, generally, a cyan colorant
has a lower transmittance in the infrared wavelength
range than the transmittances of a magenta colorant and
a yellow colorant. In a case in which a ground pattern is
printed in a dark color such as cyan or blue, the ground
pattern might be insufficiently removed even when an
image including the ground pattern is read with infrared
light.
[0088] Unlike the first embodiment, a background is
removed from an invisible image in the second embodi-
ment to sufficiently remove a cyan colorant. A redundant
description of identical features in the first and second
embodiments is herein omitted; whereas a description is
now given of features of the second embodiment different
from the features of the first embodiment.
[0089] FIG. 10 is a block diagram illustrating electric
connections of components of an image reading device
101A according to the second embodiment of the present
disclosure.
[0090] As illustrated in FIG. 10, the image reading de-
vice 101A includes a background remover 31 serving as
a background removing unit, in addition to the compo-
nents of the image reading device 101 illustrated in FIG.
3.
[0091] The background remover 31 removes a back-
ground from an invisible image, which is an image read
with invisible light.
[0092] In other words, the background remover 31
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serving as a background removing unit removes a back-
ground other than the first information.
[0093] The background remover 31 outputs the image
with the background removed, to the image forming de-
vice 103. Such a removal of the background from the
invisible image allows a sufficient removal of a cyan col-
orant.
[0094] Referring now to FIGS. 11A to 11C, a descrip-
tion is given of an advantage attained by removing a
background from an invisible image.
[0095] FIGS. 11A to 11C illustrate an example in which
a ground pattern "COPY" is depicted in dark cyan. Spe-
cifically, FIG. 11A is a diagram illustrating an image of
text and the ground pattern. FIG. 11B is a diagram illus-
trating an invisible image as a result of invisible reading
of the image of FIG. 11A. FIG. 11C is a diagram illustrat-
ing a result of a background removal.
[0096] When the image reading device 101A reads the
image illustrated in FIG. 11A with infrared light, a ground
pattern in light color might be sufficiently removed, while
the ground pattern in dark color is not sufficiently removed
and remains on the image as illustrated in FIG. 11B. To
address such a situation, the image reading device 101A
removes the background from the invisible image to suf-
ficiently remove the ground pattern as illustrated in FIG.
11C.
[0097] Thus, even in a case in which the background
is in dark cyan, the present embodiment enhances the
readability with a background removal.
[0098] Note that adjustment of a scanner gamma (γ)
characteristic facilitates implementation of the back-
ground removal. As illustrated in FIG. 11B, even in a case
in which the ground pattern remains, the ground pattern
remains in light color, resulting in a clear difference in
reading level between the black text or money informa-
tion (e.g., 20 digits) and the ground pattern "COPY" (e.g.,
100 digits). Therefore, the background remover 31 easily
implements the background removal by binarization us-
ing the difference in reading level. In other words, the
background remover 31 serving as a background remov-
ing unit removes the background by binarization. In this
case, since the black portion is darkened, the visibility of
the content is also enhanced.
[0099] Referring now to FIGS. 12 to FIG. 14C, a de-
scription is given of a third embodiment of the present
disclosure.
[0100] Throughout the examples described above, the
content information is depicted in black. For example, in
a case in which money information is corrected with a
red line, the information depicted in color included in the
content is removed in invisible (i.e., infrared) reading. In
this case, the information to be recognized is lost, causing
erroneous recognition of the information.
[0101] To address such a situation, unlike the first and
second embodiments, the image sensor 9 reads an im-
age with visible light and outputs the image as an RGB
image, in addition to the image read with invisible light
as an IR image in the third embodiment. Thus, the present

embodiment prevents erroneous recognition of the infor-
mation even in a case in which a color content to be
recognized is removed. A redundant description of iden-
tical features in the first to third embodiments is herein
omitted; whereas a description is now given of features
of the third embodiment different from the features of the
first and second embodiments.
[0102] FIG. 12 is a block diagram illustrating electric
connections of components of an image reading device
101B according to the third embodiment of the present
disclosure.
[0103] As illustrated in FIG. 12, a light source 2V of the
image reading device 101B of the third embodiment is a
visible/NIR light source that includes a visible light source
2A and a near-infrared light source 2B as an invisible
light source.
[0104] The image selector 21 selects an IR image or
an RGB image. In FIG. 12, the image selector 21 outputs
the RGB image and the IR image to the image forming
device 103 and the background remover 31, respectively.
At this time, the RGB image holds all the information of
an input image, including the ground pattern, ruled line,
or imprint information in addition to the content informa-
tion. Note that the input image (i.e., document) herein
includes content depicted in color, in addition to content
depicted in black.
[0105] As described above, adding the image read with
visible light (i.e., RGB image) allows the content informa-
tion to be checked. Accordingly, in a case in which the
content to be recognized is removed because the content
is depicted in color, the present embodiment prevents
erroneous recognition of information.
[0106] Note that the RGB image does not pass through
the background remover 31 in FIG. 12. Alternatively, the
RGB image may pass through the background remover
31.
[0107] Thus, the light source 2V irradiates an object
with visible light. The image sensor 9 serving as an image
reader reads third information included in the object and
obtainable in response to the object being irradiated with
the visible light. The image selector 21 serving as an
image selecting unit outputs the third information read
by the image sensor 9.
[0108] Referring now to FIG. 13, a description is given
of a flow of an image reading process performed under
the control of the controller 23.
[0109] FIG. 13 is a schematic flowchart of the image
reading process performed by the image reading device
101B described above.
[0110] As illustrated in FIG. 13, firstly in step S1, the
controller 23 causes the light source driver 24 to turn on
the visible light source 2A alone of the light source 2V.
[0111] In step S2, the controller 23 causes the image
sensor 9 to read a visible image.
[0112] Subsequently in step S3, the controller 23 caus-
es the light source driver 24 to turn off the visible light
source 2A of the light source 2V.
[0113] In step S4, the controller 23 causes the light
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source driver 24 to turn on the near-infrared light source
2B alone of the light source 2V
[0114] In step S5, the controller 23 causes the image
sensor 9 to read an invisible image.
[0115] Subsequently in step S6, the controller 23 caus-
es the light source driver 24 to turn off the near-infrared
light source 2B of the light source 2V Thus, the image
reading process ends.
[0116] Note that, in the above-described flow of the
present embodiment, the image sensor 9 reads the vis-
ible image first. Alternatively, the image sensor 9 may
read the invisible image first.
[0117] Such an image reading process facilitates read-
ing of an image with invisible light (e.g., infrared light)
and the image with visible light.
[0118] Referring now to FIGS. 14A to 14C, a descrip-
tion is given of an advantage of adding an image read
with visible light (i.e., RGB image).
[0119] FIGS. 14A to 14C illustrate an example in which
an amount of money "¥10,000" is depicted in black as
money information on a slip with a ground pattern
"COPY" depicted in color together with text meaning "bill-
ing amount" and a frame. The amount of money
"¥10,000" depicted in the frame is corrected with a color
horizontal line to another amount of money "¥100,000"
that is depicted in black as another piece of money infor-
mation. Specifically, FIG. 14A is a diagram illustrating an
image on the slip. FIG. 14B is a diagram illustrating an
invisible image as a result of invisible reading of the image
of FIG. 14A. FIG. 14C is a diagram illustrating a visible
image as a result of visible reading of the image of FIG.
14A.
[0120] In other words, the colorant of the text meaning
"billing amount" and the frame rests on the colorant of
the ground pattern. The colorant of the money informa-
tion rests on the colorant of the text and the frame. The
colorant of the horizontal correction line and the correc-
tion mark rests on the colorant of the money information.
[0121] When the image reading device 101B reads the
image illustrated in FIG. 14A with infrared light, the money
information remains alone, without color portions, as il-
lustrated in FIG. 14B. The color portions thus removed
include the color horizontal line depicted to correct the
amount of money "¥10,000". As a result, two kinds of
money information "¥10,000" and "¥100,000" remain un-
clear as information to be recognized, leading erroneous
recognition of the amount of money.
[0122] To address such a situation, in the configuration
illustrated in FIG. 12, an image read with visible light as
illustrated in FIG. 14C is added. Confirmation of the in-
formation on the visible image together with the informa-
tion on the invisible image allows recognition of the
amount of money "¥100,000" as correct money informa-
tion. Thus, the present embodiment prevents erroneous
recognition of the amount of money.
[0123] As described above, according to the present
embodiment, an image read with visible light (i.e., RGB
image) is added, allowing the content information to be

checked with the RGB image. Accordingly, in a case in
which the content to be recognized is removed because
the content is depicted in color, the present embodiment
prevents erroneous recognition of information.
[0124] Referring now to FIGS. 15 and 16, a description
is given of a fourth embodiment of the present disclosure.
[0125] In the configuration illustrated in FIG. 12, an im-
age read with visible light (i.e., RGB image) is added,
allowing the content information to be checked. Since
the image reading device 101B performs the reading op-
eration twice, the reading operation takes time.
[0126] To address such a situation, unlike the first to
third embodiments, an image reading device 101C ob-
tains an image read with invisible light (i.e., IR image)
and an image read with visible light (i.e., RGB image) at
once in the fourth embodiment. Thus, the present em-
bodiment shortens the time taken to check the content
information. A redundant description of identical features
in the first to fourth embodiments is herein omitted;
whereas a description is now given of features of the
fourth embodiment different from the features of the first
to third embodiments.
[0127] FIG. 15 is a block diagram illustrating electric
connections of components of the image reading device
101C according to the fourth embodiment of the present
disclosure.
[0128] As illustrated in FIG. 15, the image selector 21
outputs an IR image and an RGB image at once.
[0129] Note that the image sensor 9 illustrated in FIG.
15 is a four-line (i.e., RGB and IR) image sensor.
[0130] In FIG. 15, the RGB image does not pass
through the background remover 31. Alternatively, the
RGB image may pass through the background remover
31.
[0131] Referring now to FIG. 16, a description is given
of a flow of an image reading process performed under
the control of the controller 23. In the present embodi-
ment, a visible image and an invisible image are obtained
at once.
[0132] FIG. 16 is a schematic flowchart of the image
reading process performed by the image reading device
101C described above.
[0133] As illustrated in FIG. 16, firstly in step S11, the
controller 23 causes the light source driver 24 to turn on
the visible light source 2A of the light source 2V and turn
on the near-infrared light source 2B of the light source 2V.
[0134] In step S12, the controller 23 causes the image
sensor 9 to read a visible image and an invisible image
with both the visible light source 2A and the near-infrared
light source 2B turned on.
[0135] Subsequently in step S13, the controller 23
causes the light source driver 24 to turn off the visible
light source 2A of the light source 2V and turn off the
near-infrared light source 2B of the light source 2V
[0136] Thus, the image reading process ends.
[0137] Thus, the image reading device 101C reads an
image with invisible (i.e., infrared) light and visible light
at once.
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[0138] In other words, the image sensor 9 serving as
an image reader reads the third information and one of
the first information and the second information at once.
[0139] As described above, according to the present
embodiment, the image reading device 101C obtains an
image read with visible light (i.e., RGB image) and an
image read with invisible light (i.e., IR image) at once to
shorten the time taken to check the content information.
[0140] Referring now to FIGS. 17 to 20, a description
is given of a fifth embodiment of the present disclosure.
[0141] Throughout the examples described above, the
content information is depicted in black. However, the
content information may be depicted in color in some
documents. Invisible (i.e., infrared) reading of such doc-
uments may lose the content information depicted in
color.
[0142] To address such a situation, unlike the first to
fourth embodiments, an image reading device 101D syn-
thesizes an image read with invisible light (i.e., IR image)
and an image read with visible light (i.e., RGB image)
without removing color content information (specifically,
part of non-common information of the RGB image and
the IR image) in the fifth embodiment. Thus, the present
embodiment prevents the loss of the color content infor-
mation. A redundant description of identical features in
the first to fifth embodiments is herein omitted; whereas
a description is now given of features of the fifth embod-
iment different from the features of the first to fourth em-
bodiments.
[0143] FIG. 17 is a block diagram illustrating electric
connections of components of the image reading device
101D according to the fifth embodiment of the present
disclosure.
[0144] As illustrated in FIG. 17, the image reading de-
vice 101D includes an image synthesizer 32 serving as
an image synthesizing unit.
[0145] The image synthesizer 32 obtains an image
read with visible light (i.e., RGB image) and an image
read with invisible light (i.e., IR image) and synthesizes
the RGB image and the IR image to generate a synthe-
sized image.
[0146] In other words, the image synthesizer 32 serv-
ing as an image synthesizing unit synthesizes the first
information and the third information to generate a syn-
thesized image.
[0147] Specifically, the image synthesizer 32 synthe-
sizes the RGB image and the IR image without removing
part of non-common information of the RGB image and
the IR image. The image synthesizer 32 then outputs
content information depicted in black and content infor-
mation depicted in color.
[0148] In other words, the image synthesizer 32 serv-
ing as an image synthesizing unit does not remove part
of non-common information of the first information and
the third information.
[0149] FIG. 18 is a block diagram illustrating a config-
uration of the image synthesizer 32 included in the image
reading device 101D described above.

[0150] As illustrated in FIG. 18, the image synthesizer
32 includes a non-common information generator 321, a
non-removal information generator 322, and an adder
323.
[0151] The non-common information generator 321
detects non-common information of input RGB and IR
images. The non-common information herein corre-
sponds to color content information. The non-common
information generator 321 outputs the detected non-
common information to the non-removal information gen-
erator 322.
[0152] The non-removal information generator 322 se-
lects information not to be removed, as non-removal in-
formation, from the non-common information input from
the non-common information generator 321. The non-
removal information generator 322 herein selects the
non-removal information by hue. That is, in the color con-
tent information, blue is a removal target while red is not
a removal target. The non-removal information generator
322 outputs the selected information to the adder 323.
[0153] The adder 323 synthesizes the information se-
lected by the non-removal information generator 322 and
the IR image. That is, the adder 323 outputs, as a syn-
thesized image, the IR image (i.e., black content infor-
mation) to which part of the color content information is
added.
[0154] In other words, the image synthesizer 32 serv-
ing as an image synthesizing unit detects non-common
information of the first information and the third informa-
tion. The image synthesizer 32 then selects non-removal
information not to be removed from the non-common in-
formation. The image synthesizer 32 then adds the non-
removal information to the first information. Thus, the im-
age synthesizer 32 does not remove part of the non-com-
mon information of the first information and the third in-
formation. The image synthesizer 32 selects the non-
removal information according to hue information.
[0155] Referring now to FIGS. 19A and 19B, a descrip-
tion is given of an advantage of not removing part of non-
common information.
[0156] FIGS. 19A and 19B illustrate an example in
which an amount of money "¥10,000" is written in black
as money information on a slip with a ground pattern
"COPY" depicted in color. The amount of money
"¥10,000" is corrected with a color horizontal line to an-
other amount of money "¥100,000" that is written in black
as another piece of money information. Specifically, FIG.
19A is a diagram illustrating an image on the slip. FIG.
19B is a diagram illustrating content information to be left.
[0157] As illustrated in FIG. 19B, the content informa-
tion to be left is herein content information depicted in
black and content information depicted in color, namely,
the money information, the horizontal correction line, and
a correction mark.
[0158] Referring now to FIG. 20, a description is given
of a process of generating a synthesized image without
removing part of non-common information according to
the fifth embodiment.
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[0159] FIG. 20 is a diagram illustrating the process of
generating a synthesized image without removing part
of non-common information.
[0160] As illustrated in FIG. 20, the image synthesizer
32 (specifically, the non-common information generator
321) generates non-common information (c) from an
RGB image (a) and an IR image (b). The non-common
information (c) is herein information that appears on the
RGB image (a), not on the IR image (b). In other words,
the non-common information (c) is information depicted
in color, namely, a ground pattern "COPY," text meaning
"billing amount," a ruled line, the correction line, and the
correction mark. Removing the image of the money in-
formation read as the IR image as in simple color dropout
processing whitens part of the non-common information
in common with the money information.
[0161] Subsequently, the image synthesizer 32 (spe-
cifically, the non-removal information generator 322) se-
lects, as non-removal information (d), part of the non-
common information (c) by hue. The part of the non-com-
mon information (c) is specifically the information of the
horizontal correction line and the correction mark. Note
that, the image synthesizer 32 may herein simply leave
the correction line and the correction mark. Alternatively,
the image synthesizer 32 may perform color dropout
processing to remove information other than the correc-
tion line and the correction mark. The color content in-
formation herein includes the ground pattern "COPY,"
the text meaning "billing amount," the ruled line, the hor-
izontal correction line, and the correction mark depicted
in different hues. The non-removal information (d) is an
image in which the correction line depicted on top of the
other information simply remains together with the cor-
rection mark.
[0162] Then, the image synthesizer 32 (specifically,
the adder 323) adds the selected non-removal informa-
tion (d) to the IR image to generate a synthesized image
(e).
[0163] As described above, according to the present
embodiment, the image synthesizer 32 detects non-com-
mon information of an RGB image and an IR image and
synthesizes part of the non-common information and the
IR image. Accordingly, even in a case in which the infor-
mation to be recognized is depicted in color, the present
embodiment prevents erroneous recognition of the infor-
mation and enhances the readability.
[0164] Referring now to FIGS. 21 and 22, a description
is given of a sixth embodiment of the present disclosure.
[0165] With the configuration illustrated in FIG. 18, the
image reading device 101D generates a synthesized im-
age based on an IR image. Information in the IR image
may be decreased in image quality such as resolution,
hampering clear identification of the information.
[0166] To address such a situation, unlike the first to
fifth embodiments, an image synthesizer 32S generates
a synthesized image based on an RGB image in the sixth
embodiment. Thus, the present embodiment maintains
the image quality of information. A redundant description

of identical features in the first to sixth embodiments is
herein omitted; whereas a description is now given of
features of the sixth embodiment different from the fea-
tures of the first to fifth embodiments.
[0167] FIG. 21 is a block diagram illustrating a config-
uration of the image synthesizer 32S according to the
sixth embodiment.
[0168] As illustrated in FIG. 21, the image synthesizer
32S includes the non-common information generator
321, a removal information generator 324, and a remover
325.
[0169] The non-common information generator 321
detects non-common information of input RGB and IR
images. The non-common information herein corre-
sponds to color content information. The non-common
information generator 321 outputs the detected non-
common information to the removal information genera-
tor 324.
[0170] The removal information generator 324 selects
information to be removed, as removal information, from
the non-common information input from the non-common
information generator 321. The removal information gen-
erator 324 herein selects the removal information by hue.
The removal information generator 324 outputs the se-
lected information to the remover 325.
[0171] The remover 325 synthesizes the information
selected by the removal information generator 324 and
the RGB image. That is, the remover 325 outputs, as a
synthesized image, the RGB image (i.e., all the content
information) from which part of the color content informa-
tion is removed.
[0172] In other words, the image synthesizer 32S serv-
ing as an image synthesizing unit detects non-common
information of the first information and the third informa-
tion. The image synthesizer 32S then selects removal
information to be removed from the non-common infor-
mation. The image synthesizer 32S then removes the
removal information from the third information. Thus, the
image synthesizer 32S does not remove part of the non-
common information of the first information and the third
information. The image synthesizer 32S selects the re-
moval information according to hue information.
[0173] Referring now to FIG. 22, a description is given
of a process of generating a synthesized image without
removing part of non-common information according to
the sixth embodiment.
[0174] FIG. 22 is a diagram illustrating the process of
generating a synthesized image without removing part
of non-common information.
[0175] As illustrated in FIG. 22, the image synthesizer
32S (specifically, the non-common information generator
321) generates non-common information (c) from an
RGB image (a) and an IR image (b). The non-common
information (c) is herein information that appears on the
RGB image (a), not on the IR image (b). In other words,
the non-common information (c) is information depicted
in color, namely, a ground pattern "COPY," text meaning
"billing amount," a ruled line, a correction line, and a cor-

21 22 



EP 3 758 352 A1

13

5

10

15

20

25

30

35

40

45

50

55

rection mark.
[0176] Subsequently, the image synthesizer 32S (spe-
cifically, the removal information generator 324) selects,
as removal information (d), part of the non-common in-
formation (c) by hue. The part of the non-common infor-
mation (c) is specifically the information of the ground
pattern "COPY," the text meaning "billing amount," and
the ruled line. Note that, the image synthesizer 32S may
herein simply leave the ground pattern, the text meaning
"billing amount," and the ruled line. Alternatively, the im-
age synthesizer 32S may perform color dropout process-
ing to remove information other than the ground pattern,
the text meaning "billing amount," and the ruled line. The
removal information (d) is an image in which the ground
pattern, the text meaning "billing amount," and the ruled
line remain, while being partially whitened in an area in
common with money information, the correction line, and
the correction mark. Note that the color content informa-
tion herein includes the ground pattern "COPY," the text
meaning "billing amount," the ruled line, the horizontal
correction line, and the correction mark depicted in dif-
ferent hues.
[0177] Then, the image synthesizer 32S (specifically,
the remover 325) removes the selected removal infor-
mation (d) from the RGB image to generate a synthesized
image (e). The image synthesizer 32S herein removes,
as a removal image, an image of the removal information
(d) from the RGB image (a) to generate the synthesized
image (e). In the removal image, however, the area or
portion in common with the money information, the cor-
rection line, and the correction mark is whitened. The
image synthesizer 32S does not remove the whitened
portion from the RGB image (a). Accordingly, even in a
case in which the image synthesizer 32S performs simple
dropout processing to remove the removal image, the
image synthesizer 32S reliably removes the removal im-
age and maintains an enhanced readability.
[0178] As described above, according to the present
embodiment, the image synthesizer 32S detects non-
common information of an RGB image and an IR image
and removes part of the non-common information from
the IR image. Accordingly, the present embodiment
maintains the image quality of information identical to the
image quality of the RGB image, thus maintaining the
image quality of extracted content information.
[0179] Referring now to FIGS. 23 to 26, a description
is given of a seventh embodiment of the present disclo-
sure.
[0180] In the example described above with reference
to FIG. 17, the content information is depicted in color.
In a case in which text is depicted with, e.g., ball-point
pen ink, the text duplicated on carbonless copy paper is
black content information depicted with a black, carbon-
less colorant. Invisible (i.e., infrared) reading of such car-
bonless copy paper may lose the content information.
[0181] To address such a situation, unlike the first to
sixth embodiments, an image reading device 101E syn-
thesizes images without removing black content informa-

tion in the seventh embodiment. That is, whether the
black content information is carbon black content infor-
mation or whether the black content information is car-
bonless black content information, the image reading de-
vice 101E synthesizes images without removing the
black content information. Thus, the present embodiment
prevents the loss of carbonless black content informa-
tion. A redundant description of identical features in the
first to seventh embodiments is herein omitted; whereas
a description is now given of features of the seventh em-
bodiment different from the features of the first to sixth
embodiments.
[0182] FIG. 23 is a block diagram illustrating electric
connections of components of the image reading device
101E according to the seventh embodiment of the
present disclosure.
[0183] As illustrated in FIG. 23, an input image to the
image reading device 101E includes content (black) de-
picted with a carbon black colorant and content (black 2)
depicted with a carbonless black colorant. The image
synthesizer 32 synthesizes an RGB image and an IR
image to generate a synthesized image. The image syn-
thesizer 32 thus outputs content information depicted
with either a carbon colorant or a carbonless colorant.
[0184] FIG. 24 is a block diagram illustrating a config-
uration of the image synthesizer 32 included in the image
reading device 101E described above.
[0185] As illustrated in FIG. 24, the image synthesizer
32 includes the non-common information generator 321,
the non-removal information generator 322, and the
adder 323.
[0186] Unlike the non-removal information generator
322 illustrated in FIG. 18, the non-removal information
generator 322 illustrated in FIG. 24 designates black as
hue. Although the hue is herein black, the hue is an ach-
romatic color of intermediate to low densities.
[0187] In other words, the hue information is an ach-
romatic color.
[0188] Referring now to FIGS. 25A and 25B, a descrip-
tion is given of an advantage of preventing the loss of
content information depicted in carbonless black.
[0189] FIGS. 25A and 25B illustrate an example in
which a horizontal correction line and a correction mark
are depicted with a carbonless black colorant. Specifi-
cally, FIG. 25A is a diagram illustrating an image including
information depicted with the carbonless black colorant.
FIG. 25B is a diagram illustrating a result of reading of
the image of FIG. 25A.
[0190] The content information to be left herein in-
cludes money information, the horizontal correction line,
and the correction mark. When the image illustrated in
FIG. 25A is read, the content information depicted in
black remains alone as illustrated in FIG. 25B. That is,
even in a case in which the information to be recognized
is depicted with a carbonless black colorant, the present
embodiment prevents erroneous recognition of the infor-
mation and enhances the readability.
[0191] Referring now to FIG. 26, a description is given
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of a process of generating a synthesized image without
losing content information depicted in carbonless black.
[0192] FIG. 26 is a diagram illustrating the process of
generating a synthesized image without losing content
information depicted in carbonless black.
[0193] As illustrated in FIG. 26, the image synthesizer
32 (specifically, the non-removal information generator
322) selects, as non-removal information (d), part of the
non-common information (c) according to the hue. The
part of the non-removal information (c) is specifically the
information of the horizontal correction line and the cor-
rection mark depicted with a carbonless black colorant.
The non-removal information (d) is an image in which the
correction line depicted on top of the other information
simply remains together with the correction mark.
[0194] As described above, according to the present
embodiment, the image reading device 101E reliably se-
lects information not to be removed or information to be
removed, with regard to the carbonless colorant.
[0195] Referring now to FIGS. 27 to 30, a description
is given of an eighth embodiment of the present disclo-
sure.
[0196] In the example described above with reference
to FIG. 17, the content information is depicted in color.
In some documents, content information is depicted in
color while non-content information such as a ground pat-
tern, a ruled line, or an imprint is depicted in black. Invis-
ible (i.e., infrared) reading of such documents may lose
all the content information.
[0197] To address such a situation, unlike the first to
seventh embodiments, an image reading device 101F
synthesizes images without losing content information in
a case in which the content information and non-content
information are depicted with a color colorant and a black
colorant, respectively, in the eighth embodiment. Thus,
the present embodiment prevents the loss of the content
information. A redundant description of identical features
in the first to eighth embodiments is herein omitted;
whereas a description is now given of features of the
eighth embodiment different from the features of the first
to seventh embodiments.
[0198] FIG. 27 is a block diagram illustrating electric
connections of components of the image reading device
101F according to the eighth embodiment of the present
disclosure.
[0199] As illustrated in FIG. 27, an input image to the
image reading device 101F includes content information
depicted with a color colorant and non-content informa-
tion depicted with a black colorant. An image synthesizer
32T synthesizes an RGB image and an IR image to gen-
erate a synthesized image. The image synthesizer 32T
thus outputs color content information alone.
[0200] FIG. 28 is a block diagram illustrating a config-
uration of the image synthesizer 32T included in the im-
age reading device 101F described above.
[0201] As illustrated in FIG. 28, the image synthesizer
32T includes the non-common information generator
321.

[0202] The non-common information generator 321
detects non-common information of the RGB image and
the IR image. The non-common information detected by
the non-common information generator 321 corresponds
to the color content information. The non-common infor-
mation generator 321 outputs, as a synthesized image,
the detected non-common information as is.
[0203] Note that, in FIG. 28, the non-common informa-
tion generator 321 outputs all the non-common informa-
tion as a synthesized image. Alternatively, the non-com-
mon information generator 321 may simply output part
of the non-common information.
[0204] Referring now to FIGS. 29A and 29B, a descrip-
tion is given of an advantage attained in a case in which
content information and non-content information are de-
picted with a color colorant and a black colorant, respec-
tively.
[0205] FIGS. 29A and 29B illustrate an example in
which an amount of money "¥10,000" is written in color
as money information on a slip with text meaning "billing
amount" and a ruled line depicted in black. Specifically,
FIG. 29A is a diagram illustrating an image on the slip.
FIG. 29B is a diagram illustrating a result of reading of
the image of FIG. 29A.
[0206] The content information to be left herein in-
cludes money information. When the image illustrated in
FIG. 29A is read, the content information depicted in color
remains alone as illustrated in FIG. 29B. That is, the read-
ability is enhanced even in a case in which the information
to be recognized is depicted in color and the rest is de-
picted in black.
[0207] FIG. 30 is a diagram illustrating a process of
generating a synthesized image in a case in which the
content information and the non-content information are
depicted with the color colorant and the black colorant,
respectively.
[0208] As illustrated in FIG. 30, the image synthesizer
32T (specifically, the non-common information generator
321) generates non-common information (c) from an
RGB image (a) and an IR image (b). As in the examples
described above, the non-common information (c) is
herein information that appears on the RGB image, not
on the IR image. Specifically, the non-common informa-
tion (c) is herein money information depicted in color.
That is, the non-common information (c) is equivalent to
the content information to be output. Accordingly, the im-
age synthesizer 32T (specifically, the non-common in-
formation generator 321) outputs, as a synthesized im-
age, the non-common information (c) as is.
[0209] As described above, the present embodiment
enhances the readability even in a case in which the con-
tent information is depicted in color.
[0210] Referring now to FIGS. 31 to 34, a description
is given of a ninth embodiment of the present disclosure.
[0211] In the examples described above, the ground
pattern is non-content information, which is unnecessary
for recognizing information. For example, a ground pat-
tern "COPY" originally has a meaning to clearly indicate
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that the document is a copied document. In a case in
which a secondary user receives the document as output
information, the secondary user might misunderstand the
document as a counterfeit. This is because receivers ha-
bitually determine the authenticity or confirm that the doc-
ument is genuine, based on the presence or absence of
the ground pattern. In actual, since the ground pattern
varies depending on the shade of printing, the presence
or absence of the ground pattern does not lead to a re-
liable determination.
[0212] To address such a situation, unlike the first to
eighth embodiments, an image reading device 101G
adds management information indicating a removal of a
ground pattern to content information to be output in the
ninth embodiment. Thus, the present embodiment pre-
vents a receiver from misunderstanding a document as
a counterfeit. A redundant description of identical fea-
tures in the first to ninth embodiments is herein omitted;
whereas a description is now given of features of the
ninth embodiment different from the features of the first
to eighth embodiments.
[0213] FIG. 31 is a block diagram illustrating electric
connections of components of the image reading device
101G according to the ninth embodiment of the present
disclosure.
[0214] As illustrated in FIG. 31, an image synthesizer
32U of the image reading device 101G includes man-
agement information generator 326. The management
information generator 326 generates management infor-
mation, which is added to content information to be out-
put.
[0215] FIG. 32 is a block diagram illustrating a config-
uration of the image synthesizer 32U included in the im-
age reading device 101G described above.
[0216] As illustrated in FIG. 32, the image synthesizer
32U includes the non-common information generator
321, the non-removal information generator 322, the
adder 323, and the management information generator
326.
[0217] The management information generator 326
generates management information, which is added to
content information to be output. The adder 323 synthe-
sizes images while including the management informa-
tion generated by the management information genera-
tor 326.
[0218] In other words, the image synthesizer 32U serv-
ing as an image synthesizing unit adds, to a synthesized
image, information indicating that the image selector 21
serving as an image selecting unit has selected the first
information.
[0219] Specifically, in FIG. 32, the adder 323 adds non-
removal information and the management information to
an IR image. In a case in which the adder 323 is not
provided as illustrated in FIG. 21, the adder 323 may be
separately provided to add the management information.
[0220] Referring now to FIGS. 33A to 33C, a descrip-
tion is given of an advantage of adding management in-
formation to content information to be output.

[0221] FIGS. 33A to 33C illustrate an example in which
an amount of money "¥10,000" is written in black as mon-
ey information on a slip with a ground pattern "COPY"
depicted in color. The amount of money "¥10,000" is cor-
rected with a color horizontal line to another amount of
money "¥100,000" that is written in black as another piece
of money information. Specifically, FIG. 33A is a diagram
illustrating an image on the slip. FIG. 33B is a diagram
illustrating a result of reading of the image of FIG. 33A
with management information. FIG. 33C is a diagram il-
lustrating another result of reading of the image of FIG.
33A with management information.
[0222] The content information to be left herein in-
cludes money information, the horizontal correction line,
and the correction mark. When the image illustrated in
FIG. 33A is read, the content information and the man-
agement information remain as illustrated in FIG. 33B.
In the example illustrated in FIG. 33B, the management
information includes information indicating the date on
which the content information is selectively read and a
function "Ground pattern less scan." In another example
illustrated in FIG. 33C, the management information in-
cludes information indicating the date on which the con-
tent information is selectively read and a function "IR
scan."
[0223] Referring now to FIG. 34, a description is given
of a process of generating a synthesized image by adding
management information to content information to be
output.
[0224] FIG. 34 is a diagram illustrating the process of
generating a synthesized image by adding management
information to content information to be output.
[0225] As illustrated in FIG. 34, the image synthesizer
32U (specifically, the management information generator
326) generates management information (e). The image
synthesizer 32U (specifically, the adder 323) then gen-
erates a synthesized image (f) including the management
information (e).
[0226] As described above, according to the present
embodiment, a receiver easily understands that the in-
formation of an original is read because the management
information indicating the information is selectively out-
put is added to the content information. Thus, the present
embodiment prevents the receiver from misunderstand-
ing the document (i.e., content information) as counter-
feit.
[0227] Note that the management information may in-
clude output date and time, a user or sender name out-
putting the information, and an identification number of
a device used for the output, provided that the receiver
understands that the original is read.
[0228] Note that in the embodiments described above,
the image forming apparatus 100 is described as an MFP
having at least two of copying, printing, scanning, and
facsimile functions. Alternatively, the image forming ap-
paratus 100 may be, e.g., a copier, a printer, a scanner,
or a facsimile machine. In the embodiments described
above, an output device is combined with the image read-
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ing with invisible light, thus facilitating confirmation of the
whole document at hand and at once. In addition, an
output material is advantageously usable as an evidence.

Claims

1. An image processing device (101) comprising:

a light source (2) configured to irradiate an object
at least with invisible light;
an image reader (9) configured to read:

first information included in the object and
indicating a first characteristic in response
to the object being irradiated with the invis-
ible light; and
second information included in the object
and indicating a second characteristic in re-
sponse to the object being irradiated with
the invisible light; and

an image selecting unit (21) configured to selec-
tively output the first information read by the im-
age reader (9).

2. The image processing device (101) according to
claim 1,
wherein the light source (2) is configured to emit in-
frared light having a wavelength of from 780 nm to
1000 nm as the invisible light.

3. The image processing device (101) according to
claim 1 or 2,
wherein the first characteristic is a characteristic of
absorbing the invisible light, and wherein the second
characteristic is a characteristic of transmitting the
invisible light.

4. The image processing device (101) according to any
one of claims 1 to 3,
wherein the first information includes at least one of
text information and code information.

5. The image processing device (101) according to any
one of claims 1 to 4,
wherein the second information includes at least one
of a ground pattern, an imprint, and a ruled line.

6. The image processing device (101) according to any
one of claims 1 to 5, further comprising a background
removing unit (31) configured to remove a back-
ground other than the first information.

7. The image processing device (101) according to any
one of claims 1 to 6,
wherein the light source (2) is configured to irradiate
the object with visible light,

wherein the image reader (9) is configured to read
third information included in the object and obtaina-
ble in response to the object being irradiated with
the visible light, and
wherein the image selecting unit (21) is configured
to output the third information read by the image
reader (9).

8. The image processing device (101) according to
claim 7,
wherein the image reader (9) is configured to read
the third information and one of the first information
and the second information at once.

9. The image processing device (101) according to
claim 7 or 8, further comprising an image synthesiz-
ing unit (32) configured to synthesize the first infor-
mation and the third information to generate a syn-
thesized image,
wherein the image synthesizing unit (32) is config-
ured not to remove part of non-common information
of the first information and the third information.

10. The image processing device (101) according to
claim 9,
wherein the image synthesizing unit (32) is config-
ured to:

detect the non-common information of the first
information and the third information; and
select one of:

non-removal information not to be removed
from the non-common information to add
the non-removal information to the first in-
formation; and
removal information to be removed from the
non-common information to remove the re-
moval information from the third informa-
tion.

11. The image processing device (101) according to
claim 10,
wherein the image synthesizing unit (32) is config-
ured to select one of the non-removal information
and the removal information according to hue infor-
mation.

12. The image processing device (101) according to
claim 7 or 8, further comprising an image synthesiz-
ing unit (32) configured to synthesize the first infor-
mation and the third information to generate a syn-
thesized image,
wherein the image synthesizing unit (32) is config-
ured to synthesize at least part of non-common in-
formation of the first information and the third infor-
mation.
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13. The image processing device (101) according to any
one of claims 9 to 12,
wherein the image synthesizing unit (32) is config-
ured to add, to the synthesized image, information
indicating that the image selecting unit (21) has se-
lected the first information.

14. An image forming apparatus (100) comprising:

the image processing device (101) according to
any one of claims 1 to 13; and
an image forming device (103) configured to
form an image in accordance with information
from the image processing device (101).

15. An image processing method comprising:
reading:

first information included in an object and indi-
cating a first characteristic in response to the
object being irradiated with invisible light; and
second information included in the object and
indicating a second characteristic in response
to the object being irradiated with the invisible
light; and selectively outputting the first informa-
tion read.
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