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(54) LOPPER ARRANGEMENT

(57) The invention relates to a lopper arrangement
comprising a lopping head (1) having jaw (2) for cutting
a workpiece received in the jaw with a cutting movement,
an elongated shaft (3) with a first end (4) to which said
lopping head (1) is attached and with a second end (5)
with a gripping area (7), and an actuator (6) for allowing
a user to via the actuator (6) actuate the jaw (2) to carry

out a cutting movement. In order to obtain an improved
user friendliness the elongated shaft (3) comprises a first
attachment member (8) in proximity of the second end
(5) for receiving a first end of a support strap (9), and a
second attachment member (10) at a location between
the first attachment member (8) and the lopping head (1)
for receiving a second end of the support strap (9).
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Description

BACKGROUND OF THE INVENTION

FIELD OF THE INVENTION

[0001] This invention relates to a lopper arrangement
and more particularly to a solution which makes it easier
for a user to handle a lopper while working with it.

DESCRIPTION OF PRIOR ART

[0002] Previously there is known a lopper with a lop-
ping head having a jaw for cutting a workpiece. The lop-
ping head is attached to an elongated shaft having an
actuator in an opposite end of the shaft as compared to
the lopping head.
[0003] With the known lopper a user is able to cut
branches of trees, for instance, at a level high above the
ground. The user may grab the lower end of the lopper
and position the upper end of the lopper with the lopping
head such that a branch is located in the jaw. At that
stage the user can use the actuator in the lower end of
the lopper to actuate the jaw to carry out a cutting move-
ment. In this way the user may remain standing on the
ground, for instance, while cutting branches of trees.
[0004] A problem with the above described lopper is
that it is relatively cumbersome to use. One reason for
this is that the elongated shaft may be long. Therefore
the user needs to use a significant amount of force to
position the lopping head in the right position and to keep
the lopping head steady during a cutting movement. Use
of such a lopper for several hours, for instance, is heavy
in particular for the arms of the user.

SUMMARY OF THE INVENTION

[0005] An object of the present invention is to solve the
above mentioned drawback and to provide a lopper ar-
rangement with an improved user friendliness. This ob-
ject is achieved with a lopper arrangement according to
independent claim 1.
[0006] The use of an attachment members on the elon-
gated shaft makes it possible for a user to attach a support
strap to the attachment members which are located on
the elongated shaft and to suspend the elongated shaft
from the support strap. This makes it easier for the user
to work with the lopper, as the arms of the user no longer
need to carry the entire weight of the lopper during the
entire period of time that the user carries around the lop-
per.

BRIEF DESCRIPTION OF DRAWINGS

[0007] In the following the present invention will be de-
scribed in closer detail by way of example and with ref-
erence to the attached drawings, in which

Figures 1 and 2 illustrate a first embodiment of a
lopper arrangement, and
Figures 3 to 5 illustrate details of the lopper arrange-
ment of Figures 1 and 2.

DESCRIPTION OF AT LEAST ONE EMBODIMENT

[0008] Figures 1 to 5 illustrate a first embodiment of a
lopper arrangement. Figure 1 illustrates the lopping ar-
rangement with a telescopic lopper in an extended posi-
tion while Figure 2 illustrates the lopper in a withdrawn
position. Figures 3 to 5 illustrate details of the lopping
arrangement shown in Figures 1 and 2.
[0009] The arrangement comprises a lopper with a lop-
ping head 1 having a jaw 2 for cutting a workpiece re-
ceived in the jaw 2. The lopping head 1 is attached to a
first end 4 of an elongated shaft 3. A second end 5 of the
elongated shaft is provided with a gripping area 7 at which
a user may grip the lopper during use.
[0010] An actuator 6 is provided in proximity of the sec-
ond end 5. This actuator provides a user with a possibility
of actuating the jaw 2 to carry out a cutting movement.
During a cutting movement two sharp blades of the jaw
2 move closer to each other such that a workpiece re-
ceived in the jaw 2 between these blades is subjected to
a cutting action by the blades, for instance. In many im-
plementations it is sufficient that only one of the blades
move (such as rotates around a joint) while the other one
remains fixed. The actuator may in praxis be implement-
ed as a rope having a first end attached to a movable
part of the jaw 2 and with a second end attached in prox-
imity of the second end 5 of the elongated shaft. In Figure
1 it is, however, by way of example assumed that the
rope is threaded through the inside of or extends along
the outer surface of the hollow elongated shaft 3 and the
second end is attached to a generally cylindrical actuator
6 sliding along an outer surface of the elongated shaft 3.
Consequently, once the actuator 6 is moved towards the
second end of the elongated shaft 3, the rope is tensioned
such that a cutting force is transmitted to the jaw 2.
[0011] The elongated shaft 3 is provided with a first
attachment member 8 in proximity of the second end 5
for receiving a first end of a support strap 9. The elongated
shaft is also provided with a second attachment member
10 for receiving a second end of the support strap 9. The
first and second attachment members are illustrated in
more detail in Figures 4 and 5. In praxis the first and
second attachment members may be implemented as
any suitable members for receiving the opposite ends of
the support strap 9, such as loops, hooks or fittings di-
mensioned to via the support strap 9 carry the weight of
the lopper or at least a part of the weight. In Figures 4
and 5 it has by way of example been assumed that the
first attachment member 8 and second attachment mem-
ber 10 are both implemented by loops, in other words
through holes, which can receive spring-hooks 16 and
17 used to attach the opposite ends of the support strap
to the elongated shaft. The strap may be implemented
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as a belt, a rope, a string or a wire of any suitable material
including leather, plastic or steel, for instance.
[0012] In the example illustrated in the figures, the lop-
per arrangement additionally comprises a harness 11,
which in Figure 1 is attached to a user, such as around
the upper part of the body of the user. A front side of the
harness which is located on a front side of the user is
provided with a loop 12. In the illustrated example the
support strap 9 is received in this loop 12.
[0013] Depending on the implementation the loop 12
may consist of a closed loop, such as of a ring, of an
open hook or of a spring-hook (an open loop with a spring
loaded gate), for instance. In Figure 3 it is by way of ex-
ample assumed that the loop 12 is a spring-hook. In any
case at least a lower part of the loop 12 is closed for
suspending the elongated shaft 3 from the support strap
9 received in the loop 12. In this way use of the lopper
becomes more user friendly, as the user no longer needs
to carry the entire weight of the lopper with his arms.
[0014] In some implementations the loop 12 and sup-
port strap 9 may be shaped to allow the support strap 9
to freely slide through the loop 12 in a longitudinal direc-
tion 13 of the support strap. This makes it easier for the
user to position the lopping heat 1 in a correct position
in order to cut branches with the jaw 2, for instance.
[0015] In the illustrated example though not necessar-
ily in all implementations, the actuator 6 is provided in a
position between the first attachment member 8 and the
second attachment member 10. This results in a ergo-
nomic design where the user can easily use the actuator
6 with one hand without being hindered by contact with
the strap 9.
[0016] In the illustrated embodiment it is by way of ex-
ample assumed that the lopper has an elongated shaft
3 implemented as a telescopic shaft. Figure 1 illustrates
the shaft 3 in an extended position while Figure 2 illus-
trates the shaft 3 in a withdrawn position. A telescopic
shaft refers to a shaft having at least two tubes with dif-
ferent diameters, such as a first tube 14 with a smaller
diameter which protrudes into a second tube 15 with a
larger diameter. The length of the shaft 3 may in that case
be adjusted by adjusting the distance that the first tube
14 with the smaller diameter protrudes into the second
tube 15 with the larger diameter.
[0017] In case of a telescopic shaft the lopping head 1
may be attached to one of the first and second tubes
while the first and second attachment members 8 and 10
are arranged to the second one of the first and second
tubes. In the illustrated example the lopping head 1 is
attached to the first shaft 14 and the first and second
attachment members 8 and 10 are arranged to the sec-
ond tube 15.
[0018] It is to be understood that the above description
and the accompanying figures are only intended to illus-
trate the present invention. It will be obvious to a person
skilled in the art that the invention can be varied and
modified without departing from the scope of the inven-
tion.

Claims

1. A lopper arrangement comprising
a lopping head (1) having jaw (2) for cutting a work-
piece received in the jaw with a cutting movement,
an elongated shaft (3) with a first end (4) to which
said lopping head (1) is attached and with a second
end (5) with a gripping area (7), and
an actuator (6) for allowing a user to via the actuator
(6) actuate the jaw (2) to carry out a cutting move-
ment, characterized in that the elongated shaft (3)
comprises
a first attachment member (8) in proximity of the sec-
ond end (5) for receiving a first end of a support strap
(9), and
a second attachment member (10) at a location be-
tween the first attachment member (8) and the lop-
ping head (1) for receiving a second end of a support
strap (9), and in that
the lopper arrangement comprises a harness (11) to
be attached to a user with a front side of the harness
on a front side of the user,
the front side of the harness (11) is provided with a
loop (12) for receiving a support strap (9) having a
first and a second end attached to the first and re-
spectively second attachment members (8,10),
the loop (12) is shaped with an at least downwards
closed section for suspending the elongated shaft
(3) from the support strap (9) received in the loop,
and
the loop (12) and support strap (9) are shaped to
allow the support strap (9) to freely slide through the
loop (12) in a longitudinal direction (13) of the support
strap (9).

2. The lopper arrangement according to claim 1, where-
in the actuator (6) is provided in a position between
the first attachment member (8) and the second at-
tachment member (10).

3. The lopper arrangement according to one of claims
1 to 2, wherein a support strap (9) having a first and
a second end extends between the first (8) and the
second (10) attachment member of the elongated
shaft (3).

4. The lopper arrangement according to one of claims
1 to 3, wherein
the elongated shaft (3) is a telescopic shaft compris-
ing a first tube (14) with a smaller diameter which
protrudes into a second tube (15) having a larger
diameter for providing an adjustable length to the
elongated shaft (3)

5. The lopper arrangement according to claim 4, where-
in the lopping head (1) is attached to one of the first
and second tubes (14, 15), and the first and second
attachment members (8, 10) are located on the other
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one of the first and second tubes (14, 15).
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