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(54) HEAD MOUNT DISPLAY AND CONTROL METHOD OF HEAD MOUNT DISPLAY, INFORMATION 
PROCESSING DEVICE, DISPLAY DEVICE, AND PROGRAM

(57) The present disclosure relates to an HMD, a
control method for the head mounted display, an infor-
mation processor, a display device, and a program that
make it possible to estimate camera parameters of a
camera mounted in the HMD without the awareness of
a user wearing the HMD.

At a timing when the HMD is displaying content in-
cluding a VR image or an AR image, the camera mounted
in the HMD captures an image of a calibration pattern
displayed on an external display, executes calibration on
the basis of the captured image of the calibration pattern,
and estimates the camera parameters. At this time, the
calibration pattern displayed on the external display is
displayed with dimensions according to a positional re-
lationship between the HMD and the external display.
The present disclosure is applicable to the HMD.
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Description

TECHNICAL FIELD

[0001] The present disclosure relates to a head mount-
ed display, a control method for the head mounted dis-
play, an information processor, a display device, and a
program, and relates to a head mounted display, a control
method for the head mounted display, an information
processor, a display device, and a program that make it
possible to perform calibration without the awareness of
a user and appropriately estimate camera parameters
especially in a home environment.

BACKGROUND ART

[0002] In a setup including a camera, distortion of an
optical system, deviation in an imaging direction, and the
like occur, and parameters for dealing with the distortion
and deviation are measured (estimated) in advance,
whereby an appropriate image can be obtained by ap-
plication of the parameters to a captured image.
[0003] The existing methods of parameter estimation
in this setup often assume only one initial measurement.
Among those, a known pattern on a display or the like is
imaged by a camera, and parameters are estimated on
the basis of the imaging result.
[0004] For example, there has been proposed a tech-
nology in which a known pattern is displayed on a display
device, and a captured image obtained by imaging the
displayed known pattern is used to achieve camera cal-
ibration (see Patent Document 1.).
[0005] However, when a deformation or change occurs
in the setup thereafter, calibration is required again in
those methods.
[0006] That is, in a case where calibration is performed
in a factory or the like, when a camera setup is deformed
due to an impact or the like in a home environment such
as a user’s home after shipment, re-shipment to the fac-
tory is necessary in order to perform the calibration again.
To avoid such a situation, it is necessary for the user to
perform calibration in a home environment (in a home-
based environment) so that these parameters can be es-
timated again.

CITATION LIST

PATENT DOCUMENT

[0007] Patent Document 1: Japanese Patent Applica-
tion Laid-Open No. 2000-350239

SUMMARY OF THE INVENTION

PROBLEMS TO BE SOLVED BY THE INVENTION

[0008] However, some existing methods assuming the
home environment have required special objects for pa-

rameter estimation to be prepared separately. In addition,
with many methods requiring a process including special
procedures, there has been a possibility that the user
dislikes executing these processes and does not perform
calibration itself.
[0009] Further, in Patent Document 1, there has been
a possibility that a change in the imaged known pattern
may not be handled due to a situation such as a positional
relationship between the user and the display, and the
camera parameters may not be able to be estimated ap-
propriately.
[0010] The present disclosure has been made in view
of such circumstances, and calibration is performed with-
out the awareness of the user, and camera parameters
are estimated appropriately especially in a home envi-
ronment.

SOLUTIONS TO PROBLEMS

[0011] A head mounted display of one aspect of the
present disclosure is a head mounted display including:
a display unit; an imaging unit that images an outside;
and a calibration processing unit that generates a cali-
bration image suitable for calibration and causes external
display equipment to display the calibration image.
[0012] A control method for a head mounted display
of one aspect of the present disclosure is a control meth-
od for a head mounted display including a display unit
and an imaging unit that images an outside, the method
including a calibration process of generating a calibration
image suitable for calibration and causing external dis-
play equipment to display the calibration image.
[0013] A program of one aspect of the present disclo-
sure is a program for causing a computer controlling a
head mounted display, which includes a display unit and
an imaging unit that images an outside, to function as a
calibration processing unit that generates a calibration
image suitable for calibration and causes external display
equipment to display the calibration image.
[0014] An information processor of one aspect of the
present disclosure is an information processor for sup-
plying content to a head mounted display including a dis-
play unit and an imaging unit that images an outside, the
information processor including a calibration processing
unit that generates a calibration image suitable for cali-
bration and causes external display equipment to display
the calibration image.
[0015] A display device of one aspect of the present
disclosure is a display device for displaying a calibration
image of an imaging unit that images an outside in a head
mounted display including a display unit and the imaging
unit, the display device including a calibration processing
unit that generates a calibration image suitable for cali-
bration and causes the display device to display the cal-
ibration image.
[0016] In one aspect of the present disclosure, a cali-
bration image suitable for calibration is generated and
displayed on external display equipment.

1 2 
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EFFECTS OF THE INVENTION

[0017] According to one aspect of the present disclo-
sure, calibration can be performed without the awareness
of the user, and camera parameters can be appropriately
estimated especially in a home environment.

BRIEF DESCRIPTION OF DRAWINGS

[0018]

Fig. 1 is an exemplary view for explaining a config-
uration example of a calibration system of the
present disclosure.
Fig. 2 is a view for explaining an overview of a cali-
bration process according to a first embodiment of
the present disclosure.
Fig. 3 is a view for explaining an example of display
of a calibration pattern according to the distance be-
tween an HMD and a display device.
Fig. 4 is a view for explaining an example of display
of a calibration pattern according to a positional re-
lationship between the HMD and the display device.
Fig. 5 is a diagram for explaining a configuration ex-
ample of the HMD of the first embodiment.
Fig. 6 is a diagram for explaining a configuration ex-
ample of an information processor of the first em-
bodiment.
Fig. 7 is a diagram for explaining a configuration ex-
ample of the display device of the first embodiment.
Fig. 8 is a flowchart for explaining the calibration
process of the first embodiment.
Fig. 9 is a flowchart for explaining a calibration pat-
tern display state confirmation process according to
the first embodiment.
Fig. 10 is a view for explaining an overview of a first
modification.
Fig. 11 is a flowchart for explaining a calibration pat-
tern display state confirmation process according to
the first modification.
Fig. 12 is a view for explaining an overview of a sec-
ond modification.
Fig. 13 is a flowchart for explaining a calibration proc-
ess of the second modification.
Fig. 14 is a view for explaining an overview of a third
modification.
Fig. 15 is a flowchart for explaining a calibration pat-
tern display state confirmation process according to
the third modification.
Fig. 16 is a diagram for explaining a configuration
example of an information processor according to a
second embodiment.
Fig. 17 is a flowchart for explaining a calibration proc-
ess of the second embodiment.
Fig. 18 is a diagram for explaining a configuration
example of a display device of a third embodiment.
Fig. 19 is a flowchart for explaining a calibration proc-
ess of the third embodiment.

Fig. 20 is a diagram for explaining a configuration
example of a general-purpose personal computer.

MODE FOR CARRYING OUT THE INVENTION

[0019] Preferred embodiments of the present disclo-
sure will now be described in detail with reference to the
accompanying drawings. Note that in the present spec-
ification and drawings, components having substantially
the same functional configuration are denoted by the
same reference numerals, and redundant descriptions
thereof will be omitted.
[0020] Modes for carrying out the present technology
will be described below. The description will be per-
formed in the following order:

1. Overview of calibration system of present disclo-
sure
2. First Embodiment
3. First modification
4. Second modification
5. Third modification
6. Second Embodiment
7. Third Embodiment
8. Example of execution by software

<<1. Overview of calibration system of present disclo-
sure>>

<Configuration example of calibration system>

[0021] Referring to Fig. 1, an overview of a calibration
system to which the technology of the present disclosure
is applied will be described.
[0022] Fig. 1 shows a configuration example of a cal-
ibration system of the present disclosure. A calibration
system 11 shown in Fig. 1 is a system made up of a head
mounted display (HMD) 31, an information processor 32,
and a display device 33 including a display, in which cam-
era parameters of a camera 31a provided in the HMD 31
is estimated (measured) by calibration.
[0023] The calibration system 11 of Fig. 1 functions as
a device for displaying content, such as a game machine,
for example, in normal operation More specifically, the
information processor 32 outputs content including a vir-
tual reality (VR) image or an augmented reality (AR) im-
age to the HMD 31 worn by the user 21 for display.
[0024] Further, the calibration system 11 performs cal-
ibration of the camera 31a mounted in the HMD 31 with-
out the awareness of the user, while the user views an
image displayed on the mounted HMD 31, for example,
while the user enjoys a game, and the calibration system
11 estimates (measures) the camera parameters of the
camera 31a.
[0025] That is, the calibration system 11 executes a
calibration process in the background while achieving
the original function as a game machine.
[0026] More specifically, for example, as shown by a
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state St1 in Fig. 2, at the time of executing the calibration
process, the calibration system 11 displays, for example,
an image of a plurality of square-shaped markers or an
image of a checker flag pattern as a calibration pattern
which is for performing calibration on the display device
33 and in which where to display at what position on the
display device 33 is known. Note that the shape of the
marker may be a predetermined shape except for a
square, or may be a known color arrangement pattern,
for example, as long as being a known shape.
[0027] At this time, the camera 31a of the HMD 31 cap-
tures an image of the calibration pattern displayed on the
display device 33, and the HMD 31 estimates (measures)
the camera parameters of the camera 31a on the basis
of the image of the calibration pattern captured by the
camera 31a.
[0028] Also, at the time of executing the calibration
process, the HMD 31 of the calibration system 11 simul-
taneously displays and presents, to the user 21, a VR
image as shown by a state St2 in Fig. 2 and an AR image
as shown by a state St3 in Fig. 2.
[0029] Thus, the calibration system 11 executes the
calibration process in the background while functioning
as a game machine and estimates (measures) the cam-
era parameters of the camera 31a.
[0030] The camera parameters to be obtained here
are, for example, the information of the position and ori-
entation of the setup of the camera 31a starting from the
display device 33, information of internal parameters (dis-
tortion, focal length, optical center, etc.) of the camera
31a, the information of the position and orientation be-
tween the cameras 31a in a case where there is a plurality
of cameras 31a, color information including the white bal-
ance of the camera 31a, and the like. However, in a case
where the camera parameters of the color information
including the white balance are estimated (measured),
the calibration pattern needs to be, for example, an RGB
image.
[0031] As a result, while the user 21 wears the HMD
31 and enjoys the game using the information processor
32, the calibration can be performed with the user 21
being unaware of the calibration, and the camera param-
eters can be estimated (measured) appropriately.
[0032] Note that as shown by the states St2 and St3
in Fig. 2, a state in which a VR image is displayed or a
state in which an AR image is displayed shows the image
of an image to be viewed by the user wearing the HMD
31 and is different from the actual display state.

<Example of display of calibration pattern according to 
the distance between HMD and display>

[0033] The camera 31a provided in the HMD 31 imag-
es the front direction of the face of the user 21 wearing
the HMD 31, for example. Therefore, as shown in Fig. 1,
when the user 21 turns the face to the direction of the
display device 33 with the HMD 31 worn on the head of
the user 21, the display device 33 is imaged.

[0034] Further, a display (not shown) is provided in the
HMD 31 so as to cover the eyes of the user 21 when the
HMD 31 is put on the head of the user 21, and a VR
image or an AR image as content of a game or the like
is displayed on the display.
[0035] With such a configuration, the operation in
which the user 21 views the VR image or the AR image
displayed on the HMD 31 and the operation in which the
camera 31a images the front direction of the user 21 are
completely independent of each other, but the viewing
direction and the imaging direction change in conjunction
with the operation of the user 21.
[0036] Furthermore, with the configuration described
above, the user 21 may not be able to recognize the
positional relationship between the viewing direction of
the user 21 and the display device 33 while wearing the
HMD 31, and hence the positional relationship between
the camera 31a and the display device 33 is assumed to
be in various states.
[0037] For example, in a case where the front direction
of the face of the user 21 wearing the HMD 31 and the
display surface of the display device 33 face each other,
the calibration pattern displayed on the display device 33
imaged by the camera 31a varies between when the
HMD 31 and the display device 33 are present at a po-
sition closer to each other than a predetermined distance
and when the HMD 31 and the display device 33 are
present at a position farther from each other than the
predetermined distance.
[0038] That is, in a case where the front direction of
the face of the user 21 wearing the HMD 31 and the front
direction of the display surface of the display device 33
face each other and when the HMD 31 and the display
device 33 are present at the predetermined distance from
each other, the dimensions of the marker constituting the
calibration pattern imaged by the camera 31a are an ap-
propriate size, and the boundaries of a plurality of mark-
ers can be recognized appropriately.
[0039] Note that although the calibration pattern will be
described as an image in which a plurality of square-
shaped markers is arranged, the calibration pattern may
be another image and may, for example, be an image of
a checker flag pattern in which a plurality of square-
shaped markers of white and black is arranged alternate-
ly in a densely packed state.
[0040] In contrast, in a case where the front direction
of the face of the user 21 wearing the HMD 31 and the
front direction of the display surface of the display device
33 face each other and the HMD 31 and the display de-
vice 33 are present at positions farther from each other
than the predetermined distance, the dimensions of the
marker constituting the calibration pattern imaged by the
camera 31a become smaller than when the HMD 31 and
the display device 33 are present at positions at the pre-
determined distance from each other, and there is a pos-
sibility that the position of the marker cannot be appro-
priately recognized because, for example, the boundary
of the marker is collapsed, or the like.
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[0041] When the position of the marker (the position
of the boundary, especially in the case of the square-
shaped marker) comes into a state not appropriately rec-
ognizable, there is a possibility that appropriate camera
parameters may not be able to be estimated (measured)
by calibration.
[0042] Therefore, in the calibration system 11 of Fig.
1, the size of the marker constituting the calibration pat-
tern displayed on the display device 33 is changed and
displayed in accordance with the distance between the
HMD 31 and the display device 33.
[0043] That is, as shown in the upper portion of Fig. 3,
in a case where the distance between the HMD 31 and
the display device 33 is the predetermined distance D1,
the image of the display device 33 captured by the cam-
era 31a becomes, for example, an image P1. In the case
of the image P1, it is assumed that the square-shaped
markers constituting the calibration pattern are arranged
in an array, and the horizontal size of the markers is a
default size d and appropriate for the estimation (meas-
urement) of the camera parameters.
[0044] In contrast, in a case where the distance be-
tween the HMD 31 and the display device 33 is greater
than the predetermined distance, there is a possibility
that the horizontal size of the marker constituting the cal-
ibration pattern may become smaller than the size d and
may become an inappropriate size for estimating (meas-
uring) the camera parameters.
[0045] Therefore, in the calibration system 11 of Fig.
1, the size of the marker constituting the calibration pat-
tern is changed in accordance with the distance between
the HMD 31 and the display device 33. That is, for ex-
ample, as shown in the lower portion of Fig. 3, in a case
where the distance between the HMD 31 and the display
device 33 is a distance D2 that is greater than the pre-
determined distance D1, an image captured by the cam-
era 31a is displayed with a larger horizontal size of the
marker constituting the calibration pattern so as to be,
for example, an image P2.
[0046] In this way, the size d of the marker constituting
the calibration pattern in the image P2 becomes a similar
size d to the size when the distance between the HMD
31 and the display device 33 is the distance D1, as shown
in the upper portion of Fig. 3, and can be set to a size
appropriate for estimating (measuring) the camera pa-
rameters.
[0047] Thus, the size of the marker constituting the cal-
ibration pattern can be made an appropriate size regard-
less of the distance between the HMD 31 and the display
device 33, so that the calibration pattern of an appropriate
size can be displayed regardless of the distance between
the HMD 31 and the display device 33.
[0048] As a result, the camera parameters can be es-
timated (measured) appropriately.

<Example of display of calibration pattern according to 
positional relationship between HMD imaging direction 
and display>

[0049] Further, for example, in a case where the front
direction of the face of the user 21 wearing the HMD 31
and the front direction of the display surface of the display
device 33 do not face each other, and, for example, the
camera 31a of the HMD 31 images the display device 33
from either the right or left oblique directions with respect
to the front direction of the display device 33, a change
occurs in the calibration pattern imaged by the camera
31a and displayed on the display device 33 in accordance
with the positional relationship between the imaging di-
rection of the HMD 31 and the display device 33.
[0050] That is, in a case where the display device 33
is imaged from either the right or left oblique direction as
the front direction of the face of the user 21 wearing the
HMD 31 images the display device 33 with respect to the
front direction of the display surface of the display device
33, the horizontal size of the marker constituting the cal-
ibration pattern is smaller than in a case where the im-
aging is performed from the front direction.
[0051] As a result, the horizontal dimension of the
marker constituting the calibration pattern imaged by the
camera 31a becomes smaller, and it is conceivable that
the position of the marker cannot be appropriately rec-
ognized because, for example, the boundary of the mark-
er of the imaged calibration pattern is collapsed, or the
like.
[0052] When the position of the marker cannot be ap-
propriately recognized, there is a possibility that appro-
priate camera parameters may not be able to be obtained
by the calibration process.
[0053] Therefore, in the calibration system 11 shown
in Fig. 1, the horizontal size of the marker constituting
the calibration pattern displayed on the display device 33
is changed in accordance with the positional relationship
between the front direction of the face of the user 21
wearing the HMD 31 and the front direction of the display
surface of the display device 33.
[0054] That is, as shown by an image Pt11 in the left
portion of Fig. 4, in a case where the calibration pattern
displayed on the display device 33 is an image of a check-
er flag pattern, when the image is captured in a state
where the front direction of the face of the user 21 wearing
the HMD 31 coincides with the front direction of the dis-
play device 33, the white or black square part of the cal-
ibration pattern of the checker flag pattern functions as
a marker, and the image is captured in a state where the
markers are arranged regularly. Therefore, in the left por-
tion of Fig. 4, the calibration can be appropriately per-
formed, and as a result, the camera parameters can be
obtained appropriately.
[0055] However, when a calibration pattern displayed
on the display device 33 is imaged by the camera 31a,
for example, from a right oblique direction with respect
to the front direction of the display device 33, an image
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as shown by an image Pt11’ in the center of Fig. 4 is
imaged, for example.
[0056] That is, as shown by the image Pt11’, there is
a possibility that the horizontal size of the marker in the
checker flag pattern of the imaged calibration pattern is
smaller than the horizontal size of the marker in the image
Pt11 when imaged from the front direction, and may not
be an appropriate marker size.
[0057] Therefore, in the calibration system 11 of Fig.
1, in a case where the imaging is performed with the
imaging direction of the HMD 31 being from the right ob-
lique direction with respect to the front direction of the
display device 33, as shown by an image Pt12 in the right
portion of Fig. 4, the horizontal size of the marker con-
stituting the calibration pattern is increased, and the cal-
ibration pattern is displayed on the display device 33 such
that the horizontal size of the marker becomes appropri-
ate in the calibration process.
[0058] Thus, the size of the marker constituting the cal-
ibration pattern can be made an appropriate size regard-
less of the positional relationship between the imaging
direction of the HMD 31 and the display device 33. As a
result, the calibration can be appropriately performed re-
gardless of the positional relationship between the imag-
ing direction of the camera 31a in the HMD 31 and the
display device 33, and the camera parameters can be
(measured) estimated appropriately.

<<2. First Embodiment>>

<Configuration Example of HMD>

[0059] Next, a configuration example of the HMD 31
constituting the calibration system 11 of Fig. 1 will be
described with reference to Fig. 5.
[0060] The head mounted display (HMD) 31 is worn
so as to be wound around the head of a user 21, and a
display unit 54 provided so as to cover the right and left
eyes of the user 21 displays content including a VR image
or an AR image supplied from the information processor
32 and causes the user 21 to view the content.
[0061] Further, the HMD 31 executes the calibration
process in parallel with the process of displaying the con-
tent, captures an image of the calibration pattern dis-
played on the display device 33 with the provided camera
31a, and estimates (measures) the camera parameters
on the basis of the captured image.
[0062] More specifically, the HMD 31 is made up of a
control unit 51, a communication unit 52, an imaging unit
53, a display unit 54, a storage unit 55, a drive 56, and
a removable storage medium 57, which are electrically
connected to each other via a bus 60.
[0063] The control unit 51 is made up of a processor
and a memory and controls the entire operation of the
HMD 31.
[0064] Further, the control unit 51 includes a calibration
processing unit 71 and a content display processing unit
72.

[0065] The calibration processing unit 71 executes the
calibration process on the basis of marker recognition
based on an image of a calibration pattern displayed on
the display device 33, which is captured by the imaging
unit 53, or on the basis of the information of the position
and orientation estimated by simultaneous localization
and mapping (SLAM), and estimates (measures) the
camera parameters of the imaging unit 53, which is the
camera 31a. Note that the estimation of the position and
orientation may be obtained with higher accuracy by es-
timation using SLAM combining the measurement re-
sults of an inertial measurement unit (IMU) in addition to
the image captured by the imaging unit 53. In addition,
the position and orientation may be estimated by the IMU
alone or may be estimated by the global positioning sys-
tem (GPS), the global navigation satellite system
(GNSS), or the like.
[0066] The content display processing unit 72 obtains
data of content supplied from the information processor
32 via the communication unit 52 and displays a VR im-
age or an AR image on the display unit 54.
[0067] The communication unit 52 is controlled by the
control unit 51 and transmits and receives various pieces
of data and programs to and from the information proc-
essor 32 via a communication network represented by a
local area network (LAN) or the like using wires (or wire-
lessly (not shown)).
[0068] The imaging unit 53 corresponds to the camera
31a mounted in the HMD 31. Further, the imaging unit
53 is an image sensor including a complementary metal
oxide semiconductor (CMOS), a charge coupled device
(CCD), or the like, and the imaging unit 53 images the
front of the user 21, with the user 21 wearing the imaging
unit, and outputs the captured image to the control unit
51.
[0069] The display unit 54 is a display provided to cover
both eyes of the user 21 of the HMD 31 and includes, for
example, a liquid crystal display (LCD), an organic electro
luminescence (EL), or the like. The display unit 54 is con-
trolled by the content display processing unit 72 of the
control unit 51 so as to display a VR image or an AR
image on the basis of the data of the content supplied
from the information processor 32.
[0070] Note that in a case where the AR image is pro-
jected and displayed, the display unit 54 may be either
a transmissive display or a non-transmissive display or
may be a display having a structure that covers either
the right or left eye as necessary.
[0071] The storage unit 55 is controlled by the control
unit 51, includes a hard disk drive (HDD), a solid state
drive (SSD), a semiconductor memory, or the like, and
writes or reads out various pieces of data and programs.
[0072] The drive 56 reads and writes data from and to
a removable storage medium 57 such as a magnetic disk
(including flexible disk), an optical disc (including com-
pact disc-read only memory (CD-ROM) and digital ver-
satile disc (DVD)), a magneto-optical disc (including mini
disc (MD)), or a semiconductor memory.
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<Configuration example of information processor>

[0073] Next, a configuration example of the information
processor 32 will be described with reference to Fig. 6.
[0074] The information processor 32 supplies content
including a VR image, an AR image, or the like to the
HMD 31 for display and also supplies parameters (here-
inafter referred to simply as calibration parameters) for
controlling the display size and the like of the calibration
pattern supplied from the HMD 31 to the display device
33.
[0075] The information processor 32 is made up of a
control unit 91, a communication unit 92, a storage unit
93, a drive 94, and a removable storage medium 95, and
those units are electrically connected to each other via
a bus 96.
[0076] The control unit 91 is made up of a processor
and a memory and controls the entire operation of the
information processor 32.
[0077] The communication unit 92 is controlled by the
control unit 91 and transmits and receives various pieces
of data and programs to and from the HMD 31 and the
display device 33 via a communication network repre-
sented by a local area network (LAN) or the like using
wires (or wirelessly (not shown)).
[0078] The storage unit 93 is controlled by the control
unit 91, includes a hard disk drive (HDD), a solid state
drive (SSD), a semiconductor memory, or the like, and
writes or reads out various pieces of data and programs.
[0079] The drive 94 reads and writes data from and to
a removable storage medium 95 such as a magnetic disk
(including flexible disk), an optical disc (including com-
pact disc-read only memory (CD-ROM) and digital ver-
satile disc (DVD)), a magneto-optical disc (including mini
disc (MD)), or a semiconductor memory.
[0080] More specifically, the control unit 91 reads out
data of content including a VR image or an AR image
stored in the storage unit 93 or the removable storage
medium 95, for example, and controls the communication
unit 92 so as to supply the data to the HMD 31 for display.
[0081] Further, the control unit 91 controls the commu-
nication unit 92 so as to obtain the information of the
display image of the calibration pattern supplied from the
HMD 31 and also supplies the information to the display
device 33 for display.

<Configuration example of display device>

[0082] Next, the configuration example of the display
device 33 will be described with reference to Fig. 7.
[0083] The display device 33 displays the calibration
pattern in a display format based on the calibration pa-
rameters supplied from the HMD 31 via the information
processor 32.
[0084] The display device 33 includes a control unit
111, a communication unit 112, a display unit 113, a stor-
age unit 114, a drive 115, and a removable storage me-
dium 116, and those units are electrically connected to

each other via a bus 117.
[0085] The control unit 111 is made up of a processor
and a memory and controls the entire operation of the
display device 33.
[0086] Further, the control unit 111 includes a display
control unit 131. The display control unit 131 performs a
process on the calibration pattern on the basis of the
calibration parameters supplied from the HMD 31 via the
communication unit 12 and displays the calibration pat-
tern. The calibration pattern is, for example, an image in
which a plurality of square-shaped markers is arranged
in an array at predetermined intervals, or an image of a
checker flag pattern in which a plurality of white and black
square-shaped markers is arranged in an array, but the
calibration pattern may be an image in which a plurality
of other markers is arranged as long as the marker has
a shape with its position and size known in advance.
[0087] The communication unit 112 is controlled by the
control unit 111 and transmits and receives various piec-
es of data and programs to and from the information proc-
essor 32 via a communication network represented by a
local area network (LAN) or the like using wires (or wire-
lessly (not shown)).
[0088] The display unit 113 includes a liquid crystal
display (LCD), an organic electro luminescence (EL), or
the like, is controlled by the display control unit 131 of
the control unit 111, and displays the calibration pattern
in a format based on parameters related to the display
of the calibration pattern supplied from the HMD 31 via
the information processor 32.
[0089] The storage unit 114 is controlled by the control
unit 111, includes a hard disk drive (HDD), a solid state
drive (SSD), a semiconductor memory, or the like, and
writes or reads out various pieces of data and programs.
[0090] The drive 115 reads and writes data from and
to a removable storage medium 116 such as a magnetic
disk (including flexible disk), an optical disc (including
compact disc-read only memory (CD-ROM) and digital
versatile disc (DVD)), a magneto-optical disc (including
mini disc (MD)), or a semiconductor memory.

<Calibration process in first embodiment>

[0091] Next, a calibration process in the first embodi-
ment will be described with reference to the flowchart of
Fig. 8.
[0092] In step S41, the control unit 91 of the information
processor 32 reads out the data of the display image
constituting the content stored in the storage unit 93 or
the removable storage medium 95 and controls the com-
munication unit 92 so as to supply the data to the HMD 31.
[0093] In step S11, the content display processing unit
72 of the control unit 51 in the HMD 31 controls the com-
munication unit 52 so as to obtain the data of the display
image constituting the content supplied from the infor-
mation processor 32 and also displays on the display unit
54 content including a VR image or an AR image on the
basis of the data of the content.
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[0094] By this process, the user 21 wearing the HMD
31 comes into the state of being able to view the content
of the VR image or the AR image displayed on the display
unit 54.
[0095] In step S12, the imaging unit 53 (camera 31a)
captures an image of a scene in front of the user 21 wear-
ing the HMD 31 and outputs the captured image to the
control unit 51.
[0096] In step S13, the calibration processing unit 71
of the control unit 51 analyzes the image captured by the
imaging unit 53 and determines whether or not the display
device 33 is imaged. The calibration processing unit 71
determines whether or not the display device 33 has been
imaged on the basis of, for example, whether or not the
shape of the display device 33 is included as a result of
detection of an object in the captured image.
[0097] In step S13, when, for example, the display de-
vice 33 is considered as having been imaged, the process
proceeds to step S14.
[0098] In step S14, the calibration processing unit 71
controls the communication unit 52 so as to instruct the
display device 33 to start calibration via the information
processor 32.
[0099] In step S42, the control unit 91 of the information
processor 32 controls the communication unit 92 so as
to determine whether or not the start of calibration has
been instructed by the HMD 31. In step S42, when the
start of calibration has been instructed by the process of
step S14, the process proceeds to step S43.
[0100] In step S43, the control unit 91 controls the com-
munication unit 92 so as to instruct the display device 33
to start calibration.
[0101] In step S71, the display control unit 131 of the
control unit 111 in the display device 33 controls the com-
munication unit 112 so as to determine whether or not
the instruction to start calibration from the HMD 31 has
been supplied via the information processor 32. When
the start of calibration has been instructed in step S71,
the process proceeds to step S72.
[0102] In step S72, the display control unit 131 reads
out the image data of the calibration pattern stored in the
storage unit 114 or the removable storage medium 116
and causes the display unit 113 to display the image data.
At this time, the display control unit 131 displays the size
of the marker in the read calibration pattern in the state
of a default size.
[0103] That is, when the display device 33 is imaged
in the imaging unit 53 corresponding to the camera 31a
of the HMD 31, calibration is started, and a calibration
pattern having a default marker size is displayed on the
display device 33.
[0104] On the other hand, in step S15, the calibration
processing unit 71 determines whether or not the cali-
bration pattern has been imaged by the display device
33 on the basis of the image captured by the imaging
unit 53 and repeats the same process until the imaging
is performed.
[0105] In step S15, when the calibration pattern is dis-

played on the display unit 113 of the display device 33
by the series of processes described above and the cal-
ibration pattern is thereby considered to have been im-
aged by the imaging unit (camera 31a), the process pro-
ceeds to step S16.
[0106] In step S16, the calibration processing unit 71
executes a calibration pattern display state confirmation
process and confirms the display state of the calibration
pattern imaged by the imaging unit 53. More specifically,
the calibration processing unit 71 determines whether or
not the calibration pattern is in a state suitable for cali-
bration, and in the case of the state not being suitable,
sets a size or the like for displaying the calibration pattern
suitable for calibration on the display device 33 as de-
scribed with reference to Figs. 3 and 4, and calculates a
corresponding calibration parameter.
[0107] Note that the calibration pattern display state
confirmation process will be described in detail later with
reference to a flowchart of Fig. 9.
[0108] In step S17, the calibration processing unit 71
determines whether or not the imaged calibration pattern
has been determined to be in the state suitable for cali-
bration by the calibration pattern display state confirma-
tion process. In step S17, when the imaged calibration
pattern is not suitable for calibration, the process pro-
ceeds to step S18.
[0109] In step S18, the calibration processing unit 71
controls the communication unit 52 so as to transmit the
calibration parameters calculated by the calibration pat-
tern display state confirmation process to the display de-
vice 33 via the information processor 32, and the process
returns to step S15.
[0110] In step S44, the control unit 91 of the information
processor 32 controls the communication unit 92 so as
to determine whether or not the calibration parameters
have been supplied from the HMD 31 to the display de-
vice 33. Then, when the calibration parameters have
been supplied to the display device 33 in step S44, the
process proceeds to step S45.
[0111] In step S45, the control unit 91 controls the com-
munication unit 92 so as to transmit the calibration pa-
rameters to the display device 33.
[0112] In step S73, the display control unit 131 of the
control unit 111 in the display device 33 controls the com-
munication unit 112 so as to determine whether or not
the calibration parameters transmitted from the HMD 31
via the information processor 32 have been supplied.
Then, when the calibration parameters have been sup-
plied in step S73, the process proceeds to step S74.
[0113] In step S74, the display control unit 131 controls
the communication unit 92 so as to obtain the calibration
parameters, performs a process according to the calibra-
tion parameters on the calibration pattern stored by de-
fault, and displays the calibration pattern on the display
unit 113.
[0114] That is, as described with reference to Fig. 3,
in a case where the HMD 31 is farther than a predeter-
mined distance from the display device 33, the marker

13 14 



EP 3 826 290 A1

9

5

10

15

20

25

30

35

40

45

50

55

is displayed with a large size on the basis of the calibration
parameter. Further, in a case where the HMD 31 is at
the predetermined distance from the display device 33,
the size of the marker in the calibration pattern is set to
the default size. Moreover, in a case where the HMD 31
is closer than the predetermined distance to the display
device 33, the marker in the calibration pattern is dis-
played with the size smaller than the default size.
[0115] Further, as described with reference to Fig. 4,
in a case where the HMD 31 is present in the crosswise
direction with respect to the display surface of the display
unit 113 of the display device 33, the horizontal size of
the marker in the calibration pattern is increased. More-
over, in a case where the HMD 31 is present in front of
the display surface of the display unit 113 of the display
device 33, the horizontal size of the marker in the cali-
bration pattern is displayed with the default size.
[0116] By adjusting the size of the marker displayed in
this way, the size of the marker in the calibration pattern
imaged by the imaging unit 53 can always be made an
appropriate size, and as a result, the calibration pattern
can always be displayed in the state suitable for calibra-
tion.
[0117] When the calibration parameters have not been
transmitted in steps S44 and S73, the processes in steps
S45 and S74 are skipped.
[0118] Further, in step S46, the control unit 91 deter-
mines whether or not the completion of calibration has
been notified from the HMD 31, and when not notified,
the process returns to step S44. That is, the processes
of steps S44 to S46 are repeated until the calibration is
completed.
[0119] Moreover, in step S75, the display control unit
131 determines whether or not the completion of calibra-
tion has been notified from the HMD 31 via the informa-
tion processor 32, and when not notified, the process
returns to step S73. That is, the processes of steps S73
to S75 are repeated until the calibration is completed.
[0120] Further, in the HMD 31, the processes of steps
S15 to S18 are repeated unless the imaged calibration
pattern is considered as suitable for calibration in step
S17. Thus, the processes of steps S44 to S46 are re-
peated in the information processor 32, the processes of
steps S73 to S75 are repeated in the display device 33,
the calibration parameters are repeatedly set, and the
display size of the marker of the calibration pattern con-
tinues to change in accordance with the positional rela-
tionship between the HMD 31 and the display device.
[0121] When it is considered in step S17 that the cal-
ibration pattern imaged by the imaging unit 53 is suitable
for calibration, the process proceeds to step S19.
[0122] In step S19, the calibration processing unit 71
estimates (measures) the camera parameters of the
camera 31a, which is the imaging unit 53, on the basis
of the imaged calibration pattern and reflects the obtained
camera parameters on the image captured by the imag-
ing unit 53.
[0123] The camera parameters to be obtained here

are, for example, the information of the position and ori-
entation of the setup of the camera 31a (imaging unit 53)
starting from the display unit 113 of the display device
33, information of internal parameters (distortion, focal
length, optical center, etc.) of the camera 31a (imaging
unit 53), the information of the position and orientation
between the cameras 31a (imaging units 53) in a case
where there is a plurality of cameras 31a (imaging units
53) is present, color information including the white bal-
ance of the camera 31a (imaging unit 53), and the like.
However, in a case where the camera parameters of the
color information including the white balance are estimat-
ed (measured), the calibration pattern needs to include
an image containing each color of RGB, for example.
[0124] In step S20, the calibration processing unit 71
controls the communication unit 52 so as to notify the
display device 33 of the completion of calibration via the
information processor 32.
[0125] It is thus considered that the completion of cal-
ibration is notified in step S46, and the process proceeds
to step S47.
[0126] In step S47, the control unit 91 controls the com-
munication unit 92 so as to notify the display device 33
of the completion of calibration.
[0127] Moreover, in step S75, it is considered that the
completion of calibration has been notified, and the proc-
ess proceeds to step S76.
[0128] In step S76, the display control unit 131 controls
the communication unit 112 so as to obtain the notifica-
tion of completion of calibration and ends the display of
the calibration pattern on the display unit 113.
[0129] In step S21, the calibration processing unit 71
determines whether or not the end of the process has
been instructed, and when the end has not been instruct-
ed, the process returns to step S11, and the subsequent
processes are repeated. Note that when it is considered
in step S13 that the display device 33 has not been im-
aged, the process proceeds to step S21.
[0130] Further, in step S48, the control unit 91 deter-
mines whether or not the end of the process has been
instructed, and when the end has not been instructed,
the process returns to step S41, and the subsequent
processes are repeated. Note that when it is considered
in step S42 that the start of calibration has not been in-
structed, the process proceeds to step S48.
[0131] Moreover, in step S77, the display control unit
131 determines whether or not the end of the process
has been instructed, and when the end has not been
instructed, the process returns to step S71, and the sub-
sequent processes are repeated. Note that when it is
considered in step S71 that the start of calibration has
not been instructed, the process proceeds to step S77.
[0132] Then, when the end is instructed in each of
steps S21, S48 and S77, the calibration process ends.
[0133] By the above process, it is in a state where the
content including the VR image or the AR image is dis-
played on the display unit 54 of the HMD 31, and the user
21 is viewing the content, but independently of this state,
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the calibration process of the camera parameters of the
camera 31a (imaging unit 53) is achieved.
[0134] As a result, it is possible to estimate (measure)
the camera parameters of the camera 31a (imaging unit
53) without the user 21 being aware. Also, at this time,
the display size of the calibration pattern displayed on
the display device 33 and imaged by the imaging unit 53
is displayed in a state adjusted to a size suitable for cal-
ibration in accordance with the positional relationship be-
tween the HMD 31 (camera 31a) and the display device
33, so that appropriate estimation (measurement) of the
camera parameters can be achieved.

<Calibration pattern display state confirmation process>

[0135] Next, the calibration pattern display state con-
firmation process will be described with reference to the
flowchart of Fig. 9.
[0136] In step S91, the calibration processing unit 71
obtains (estimates) the information of the position and
orientation of the HMD 31 itself by SLAM based on the
image captured by the imaging unit 53.
[0137] In step S92, the calibration processing unit 71
determines whether or not the calibration pattern dis-
played with the current calibration parameters is suitable
for calibration on the basis of the information of the po-
sitions and orientations of the HMD 31 and the display
device 33.
[0138] It is assumed here that the information of the
position, orientation, size, and resolution of the display
device 33 is obtained in advance and stored in the stor-
age unit 55, but for example, the information may be ob-
tained via the information processor 32 on the basis of
the model number of the display device 33, or the like,
or may be input by the user 21. Further, since the cali-
bration processing unit 71 has obtained the information
of the position and orientation of the HMD 31, the position
and orientation (the direction of the display surface of the
display unit 113) of the display device 33 may be detected
in the image having been captured by the imaging unit
53, which is the camera 31a.
[0139] Thus, the calibration processing unit 71 can rec-
ognize the positional relationship between the HMD 31
and the display device 33.
[0140] Further, in a case where the calibration param-
eters are not supplied from the HMD 31, the calibration
pattern is displayed at a default position and size, so that
the calibration processing unit 71 can estimate the size
of the marker of the calibration pattern in the captured
image.
[0141] Moreover, even when the calibration parame-
ters are supplied to the display device 33 in the subse-
quent processes, the supplied calibration parameters are
known, and hence, at this time as well, the calibration
processing unit 71 can estimate the position and size of
the marker of the calibration pattern in the image captured
by the camera 31a.
[0142] From this information, the calibration process-

ing unit 71 can determine whether or not the size of the
marker in the image displayed with the current calibration
parameters and captured by the imaging unit 53 in the
calibration pattern is suitable for calibration.
[0143] When it is determined in step S92 that the size
of the marker of the calibration pattern displayed on the
display device 33 is not suitable for calibration, the proc-
ess proceeds to step S93.
[0144] In step S93, the calibration processing unit 71
considers that the size of the marker of the calibration
pattern currently displayed on the display device 33 is
not suitable for calibration and sets an appropriate mark-
er size on the basis of the positional relationship between
the current HMD 31 and the display device 33.
[0145] That is, for example, as described with refer-
ence to Fig. 3, the calibration processing unit 71 sets the
size of the marker of the calibration pattern to be larger
than the default size when the marker is more apart than
the predetermined distance.
[0146] Further, as described with reference to Fig. 4,
for example, in a case where the HMD 31 is present at
a position at a predetermined angle with respect to the
front direction of the display surface of the display unit
113 of the display device 33 and the size of the marker
is smaller than the horizontal size of the marker of the
imaged calibration pattern, the calibration processing
unit 71 sets the size in the horizontal direction, which is
the direction forming the predetermined angle, to be larg-
er.
[0147] Similarly, in a case where the HMD 31 is present
at a position at a predetermined angle with respect to the
vertical direction to the front direction of the display sur-
face of the display unit 113 of the display device 33 and
the size of the marker is smaller than the vertical size of
the marker of the imaged calibration pattern, the calibra-
tion processing unit 71 may set the size in the vertical
direction, which is the direction forming the predeter-
mined angle, to be larger.
[0148] Note that it is assumed here that the resolution,
size, and the like of the display unit 113 in the display
device 33 are known at the time when the calibration
processing unit 71 sets the size of the marker, but the
information of the resolution, size, and the like of the dis-
play unit 113 may, for example, be input to the HMD 31
by a user in advance using a keyboard, an operation
button, or the like (not shown). In addition, each resolution
and size may be stored in advance in association with
the model number of the display device 33, and the model
number and the like of the display device 33 may be
obtained in advance via the information processor 32 to
be known. Moreover, regarding the size of the display
unit 113 of the display device 33, since the positional
relationship between the HMD 31 and the display device
33 is known, the calibration processing unit 71 may obtain
the size on the basis of the dimensions and shape of the
display device 33 in the image captured by the imaging
unit 53, which is the camera 31a.
[0149] In step S94, the calibration processing unit 71
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calculates calibration parameters corresponding to the
set size of the marker of the calibration pattern.
[0150] That is, when the size of the marker of the cal-
ibration pattern is considered as not suitable for calibra-
tion, the calibration processing unit 71 sets an appropri-
ate size of the marker on the basis of the positional re-
lationship between the HMD 31 and the display device
33 and calculates calibration parameters corresponding
to the set size.
[0151] On the other hand, when it is considered in step
S92 that the size of the marker of the imaged calibration
pattern is suitable for calibration, the process proceeds
to step S95.
[0152] In step S95, the calibration processing unit 71
considers that the size of the marker of the imaged cal-
ibration pattern is suitable for calibration and maintains
the current size of the marker of the calibration pattern.
[0153] By the above process, even when the user 21
wearing the HMD 31 moves to various positions with re-
spect to the display device 33 while viewing the content,
the display device 33 performs the display while dynam-
ically changing the size of the marker of the calibration
pattern in accordance with the positional relationship with
the HMD 31, so that it is possible to appropriately esti-
mate (measure) the camera parameters without the user
21 being aware of calibration.
[0154] Note that the example has been described
above where the calibration pattern is displayed and cal-
ibration is started when the display device 33 is imaged
by the camera 31a (imaging unit 53) of the HMD 31, but
at a timing except for that, the calibration may be started.
[0155] For example, the calibration may be started
such that the calibration pattern is periodically repeatedly
displayed on the display device 33 each time a predeter-
mined time elapses.
[0156] Further, the calibration may be started at a tim-
ing when calibration is required, such as a timing at which
a discrepancy occurs between an image to be originally
captured by the camera 31a (imaging unit 53) and an
image actually captured by the camera 31a (imaging unit
53) from the information of the position and orientation
estimated by SLAM based on an image captured by the
imaging unit 53 due to deviation in the setup direction of
the camera 31a (imaging unit 53) or the like for some
reason, for example.
[0157] Moreover, when the user 21 views the VR im-
age or the AR image to be viewed and feels discomfort
in a change in the image with respect to a change in the
position or orientation, the calibration may be started at
a timing, for example, when the user 21 mutters a word
indicating abnormality such as "something wrong" or "de-
viated," for example.
[0158] Further, in Fig. 1, the display device 33 is con-
figured assuming a display, such as a television receiver
in a home environment, but may be a large display pro-
vided outdoors, and for example, and a calibration pat-
tern may be displayed on a large display or the like pro-
vided in a large building or the like provided in a town for

advertisement, and the calibration process may be per-
formed.
[0159] Moreover, in the above description, the exam-
ple has been described where the calibration is per-
formed using one display device 33 with respect to the
camera 31a of one HMD 31 to estimate (measure) the
camera parameters, but even in a state where a plurality
of cameras 31a is provided in the HMD 31 or cameras
31a are provided in a plurality of HMD 31, the camera
parameters of each camera 31a may be estimated
(measured) by one display device 33.
[0160] Further, the calibration processing unit 71 may
set calibration parameters for controlling a frame rate of
the camera 31a in the display unit 113 of the display
device 33 displaying the calibration pattern on the basis
of the frame rate and may control the display device 33
so as to display the calibration pattern at a frame rate at
which the camera 31a can easily image the calibration
pattern.
[0161] Moreover, in a case where camera parameters
including color information that includes white balance,
calibration parameters for controlling the color arrange-
ment of the markers constituting the calibration pattern
and the white balance may be set, and the color arrange-
ment and the white balance of the calibration pattern suit-
able for calibration may be controlled.

<<3. First Modification>>

[0162] In the above, the example has been described
where the size of the marker constituting the calibration
pattern is set to an appropriate size and the display size
is changed on the basis of the positional relationship be-
tween the HMD 31 and the display device 33, whereby
the calibration pattern can be appropriately imaged in the
camera 31a (imaging unit 53), and the camera parame-
ters by calibration are estimated (measured) accurately.
[0163] However, the brightness for displaying the cal-
ibration pattern in the display device 33 may be controlled
when the presence or absence of clipped whites or
clipped blacks of the calibration pattern imaged by the
camera 31a are detected and the clipped whites or the
clipped blacks are detected.
[0164] That is, in a case where the calibration pattern
is a checker flag pattern as shown by an image Pt31 in
the upper left portion of Fig. 10 and is displayed on the
display unit 113 of the display device 33 at normal bright-
ness, a state is conceived where the calibration pattern
is imaged by the camera 31a (imaging unit 53) such that
clipped whites occur, for example, as shown by an image
Pt32 in the upper right portion of Fig. 10.
[0165] In the calibration pattern imaged as shown in
the image Pt32, there is a possibility that the boundaries
of the markers constituting the calibration pattern, par-
ticularly adjacent markers, may not be appropriately rec-
ognized due to clipped whites, and there is a possibility
that camera parameters may not be estimated (meas-
ured) appropriately.
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[0166] With the clipped whites being a phenomenon
caused by the excessively high brightness displayed by
the display device 33, the brightness of the calibration
pattern in the display unit 113 of the display device 33 is
reduced, as shown by an image Pt33 in the lower left
portion of Fig. 10. This reduces the clipped whites of the
calibration pattern imaged by the camera 31a (imaging
unit 53), as shown by an image Pt34 in the lower right
portion of Fig. 10. As a result, the calibration pattern is
imaged in an appropriate state, so that the camera pa-
rameters can be estimated (measured) appropriately.
[0167] Note that in Fig. 10, the example of the case
where clipped whites have occurred has been described,
but in a case where there are clipped blacks, the bright-
ness is increased for display. That is, with the clipped
blacks being a phenomenon caused by the excessively
low brightness by the display unit 113 of the display de-
vice 33, the brightness is increased to brighten the entire
image and reduce the occurrence of the clipped blacks.
[0168] In addition, clipped whites or clipped blacks may
be reduced not only by the brightness adjustment of the
display device 33 but also by the control of the exposure
of the camera 31a, so that the calibration pattern may be
imaged in an appropriate state to appropriately estimate
(measure) the camera parameters.

<Calibration pattern display state confirmation process 
in first modification>

[0169] Next, a calibration pattern display state confir-
mation process in the first modification will be described
with reference to a flowchart of Fig. 11. Note that a cali-
bration process in the first modification is similar to the
process described with reference to the flowchart of Fig.
8, and hence the description thereof will be omitted.
[0170] In step S111, the calibration processing unit 71
detects the brightness of each pixel in the image of the
calibration pattern imaged by the camera 31a (imaging
unit 53).
[0171] In step S112, the calibration processing unit 71
determines whether or not clipped whites or clipped
blacks have occurred on the basis of the information of
the detected brightness of each pixel. More specifically,
on the basis of the information of the detected brightness
value of each pixel, the calibration processing unit 71
determines the presence or absence of clipped whites
from, for example, whether or not the number of pixels
with saturated pixel values is a predetermined ratio or
more. Further, similarly, the calibration processing unit
71 determines the presence or absence of clipped blacks
from, for example, whether or not the number of pixels
with pixel values being the minimum brightness value is
a predetermined ratio or more.
[0172] When it is considered in step S112 that clipped
whites or clipped blacks have occurred, the process pro-
ceeds to step S113.
[0173] In step S113, the calibration processing unit 71
considers that the imaged calibration pattern is not suit-

able for calibration due to the clipped whites or clipped
blacks and adjusts the brightness for displaying the cal-
ibration pattern so as to reduce the clipped whites or
clipped blacks.
[0174] That is, in a case where the brightness of the
calibration pattern is high and clipped whites are detect-
ed, the calibration processing unit 71 sets a brightness
value to reduce the brightness. Further, in a case where
the brightness of the calibration pattern is low and clipped
blacks are detected, the calibration processing unit 71
sets a brightness value so as to increase the brightness.
[0175] In step S114, the calibration processing unit 71
sets calibration parameters corresponding to the adjust-
ed brightness.
[0176] On the other hand, when it is considered in step
S112 that there are no clipped whites or clipped blacks,
the process proceeds to step S115.
[0177] In step S115, the calibration processing unit 71
considers that the imaged calibration pattern is suitable
for calibration and maintains the current brightness value.
[0178] By the above process, in the process of step
S74 in the flowchart of Fig. 8, in accordance with the
brightness state of the imaged calibration pattern, the
calibration pattern is displayed with a brightness appro-
priate for calibration, using calibration parameters for ad-
justed brightness displayed on the display unit 113 of the
display device 33.
[0179] As a result, the camera parameters of the cam-
era 31a (imaging unit 53) can be appropriately estimated
(measured) by the calibration. Note that the calibration
pattern display state confirmation process in the first
modification described with reference to Fig. 11 and the
calibration pattern display state confirmation process de-
scribed with reference to Fig. 9 may be performed in com-
bination. By such a process, the brightness can be ad-
justed while the size of the marker of the calibration pat-
tern can be adjusted in accordance with the positional
relationship between the HMD 31 and the display device
33, thus making it possible to estimate (measure) the
camera parameters with higher accuracy.

<<4. Second Modification>>

[0180] In the above, the example has been described
where the HMD 31 adjusts the size and brightness of the
calibration pattern displayed on the display unit 113 of
the display device 33 in accordance with the positional
relationship with the display device 33 and the bright-
ness, to appropriately estimate (measure) the camera
parameters of the camera 31a (imaging unit 53)
[0181] However, when the camera parameters of the
camera 31a (imaging unit 53) can be estimated (meas-
ured), an image except for the calibration pattern may be
displayed on the display device 33 and imaged by the
camera 31a (imaging unit 53) for use in calibration. For
example, a content image usable for calibration may be
set in advance, displayed on the display device 33 at a
predetermined timing, and used for calibration at the dis-
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played timing.
[0182] That is, as shown in the right portion of Fig. 12,
it is assumed that content including a moving image in
which content images P(t1) to P(t3) are sequentially dis-
played in time series at timings of times t1 to t3 is dis-
played on the display unit 113 of the display device 33.
In this case, a content image P(t3) displayed beforehand
at the timing of time t3 is set as calibration content to be
used for calibration, and the position of a predetermined
object in the content is used for calibration.
[0183] In this case, the calibration processing unit 71
previously stores calibration content Pt 51 corresponding
to the content image P(t3) as shown in the left portion of
Fig. 12.
[0184] Then, at time t3, the calibration processing unit
71 performs calibration by comparison between prede-
termined positions OB1 to OB3 of the object in the content
image P(t3) in the image captured by the camera 31a
(imaging unit 53) and predetermined positions OB11 to
OB13 of the object in the calibration content Pt 51 stored
correspondingly in advance and estimates (measures)
the camera parameters.

<Calibration process of second modification>

[0185] Next, a calibration process in the second mod-
ification will be described with reference to a flowchart of
Fig. 13. Note that in this process, it is assumed that cal-
ibration content and information of a timing at which the
calibration content is reproduced are stored in advance
in the storage unit 55 of the HMD 31 and that the cali-
bration processing unit 71 reads out and uses the cali-
bration content as appropriate.
[0186] In step S181, the control unit 91 of the informa-
tion processor 32 reads out the data of the content stored
in the storage unit 93 or the removable storage medium
95 and controls the communication unit 92 so as to supply
the data to the HMD 31.
[0187] In step S151, the content display processing
unit 72 of the control unit 51 in the HMD 31 controls the
communication unit 52 so as to obtain the data of the
content supplied from the information processor 32 and
also displays the content of the VR image or the AR image
on the display unit 54 on the basis of the data of the
content.
[0188] By this process, the user 21 wearing the HMD
31 views the content of the VR image or the AR image
displayed on the display unit 54.
[0189] In step S152, the imaging unit 53 (camera 31a)
images the scene in front of the user 21 wearing the HMD
31 and outputs the captured image to the control unit 51.
[0190] In step S153, the calibration processing unit 71
of the control unit 51 analyzes the image captured by the
imaging unit 53 and determines whether or not the display
device 33 has been imaged. The calibration processing
unit 71 determines whether or not the display device 33
has been imaged on the basis of, for example, whether
or not the shape of the display device 33 is included as

a result of detection of an object in the captured image.
[0191] In step S153, when, for example, the display
device 33 is considered as having been imaged, the proc-
ess proceeds to step S154.
[0192] In step S154, the calibration processing unit 71
controls the communication unit 52 so as to instruct the
display device 33 to start calibration via the information
processor 32.
[0193] In step S182, the control unit 91 of the informa-
tion processor 32 controls the communication unit 92 so
as to determine whether or not the start of calibration has
been instructed by the HMD 31. In step S182, for exam-
ple, when the start of calibration has been instructed by
the process of step S154, the process proceeds to step
S183.
[0194] In step S183, the control unit 91 controls the
communication unit 92 so as to instruct the display device
33 to start calibration. At this time, the control unit 91
supplies the calibration content and the information of
the display timing of the calibration content as necessary.
Note that in a case where the calibration content is stored
in advance in the display device 33, only the information
of the display timing of the calibration content is supplied.
[0195] In step S201, the display control unit 131 of the
control unit 111 in the display device 33 controls the com-
munication unit 112 so as to determine whether or not
the instruction to start calibration from the HMD 31 has
been supplied via the information processor 32. When
the start of calibration has been instructed in step S201,
the process proceeds to step S202.
[0196] In step S202, the display control unit 131 reads
out the image data of the calibration content stored in the
storage unit 114 or the removable storage medium 116
and causes the display unit 113 to display the image data.
Alternatively, the display control unit 131 causes the dis-
play unit 113 to display the calibration content supplied
from the HMD 31 via the information processor 32. At
this time, the display control unit 131 displays the cali-
bration content as a part of the time-series moving image
in accordance with the supplied display timing.
[0197] On the other hand, in step S155, the calibration
processing unit 71 reads out an image for calibration,
which is a part of the calibration content stored in the
storage unit 55 or the removable storage medium 57,
and also reads out the timing at which the image is to be
displayed.
[0198] In step S156, the calibration processing unit 71
controls the camera 31a (imaging unit 53) so as to cap-
ture an image of the calibration content displayed on the
display device 33 at a timing when the image for calibra-
tion is captured.
[0199] In step S157, the calibration processing unit 71
executes a calibration content display state confirmation
process and confirms the display state of the image of
the calibration content captured by the imaging unit 53
by comparison between the image of the calibration con-
tent captured by the imaging unit 53 and the read image
for calibration.
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[0200] Here, in a case where the image for calibration
is not suitable for calibration, the calibration processing
unit 71 sets the size, brightness, and the like for display-
ing the image for the calibration content suitable for cal-
ibration on the display device 33 and calculates corre-
sponding calibration parameters, as described with ref-
erence to Figs. 3 and 4.
[0201] Note that the calibration content display state
confirmation process is basically similar to the calibration
pattern display state confirmation process described with
reference to the flowchart of Fig. 9, and hence the de-
scription thereof will be omitted.
[0202] In step S158, the calibration processing unit 71
determines whether or not the captured image for cali-
bration has been determined to be in the state suitable
for calibration by the calibration content display state con-
firmation process. In step S158, when the captured im-
age for calibration is not suitable for calibration, the proc-
ess proceeds to step S159
[0203] In step S159, the calibration processing unit 71
controls the communication unit 52 so as to transmit the
calibration parameters for the calibration content and the
information of the display timing of the image for calibra-
tion to the display device 33 via the information processor
32, and the process returns to step S155.
[0204] In step S184, the control unit 91 of the informa-
tion processor 32 controls the communication unit 92 so
as to determine whether or not the calibration parameters
in the calibration content and the information of the dis-
play timing have been supplied from the HMD 31 for the
display device 33. Then, when the calibration parameters
and the information of the display timing have been sup-
plied to the display device 33 in step S184, the process
proceeds to step S185.
[0205] In step S185, the control unit 91 controls the
communication unit 92 so as to transmit the calibration
parameters and the information of the display timing of
the image for calibration to the display device 33.
[0206] In step S203, the display control unit 131 of the
control unit 111 in the display device 33 controls the com-
munication unit 112 so as to determine whether or not
the calibration parameters and the information of the dis-
play timing transmitted from the HMD 31 via the informa-
tion processor 32 have been supplied. Then, when the
calibration parameters and the information of the display
timing have been supplied in step S203, the process pro-
ceeds to step S204.
[0207] In step S204, the display control unit 131 con-
trols the communication unit 92 so as to obtain calibration
parameters, performs a process according to the calibra-
tion parameters on the image for calibration of the cali-
bration content stored by default for update, and also
displays the image for calibration on the information dis-
play unit 113 at a predetermined display timing supplied
from the HMD 31.
[0208] Thus, by appropriately updating the size and
brightness of the image for calibration in the calibration
content imaged by the imaging unit 53, the image is dis-

played in the state suitable for calibration.
[0209] In a case where the calibration parameters and
the information of the display timing have not been trans-
mitted in steps S184 and S203, the processes in steps
S185 and S204 are skipped.
[0210] Further, in step S186, the control unit 91 deter-
mines whether or not the completion of calibration has
been notified from the HMD 31, and when not notified,
the process returns to step S184. That is, the processes
of steps S184 to S186 are repeated until the completion
of calibration is notified.
[0211] Moreover, in step S205, the display control unit
131 determines whether or not the completion of calibra-
tion has been notified from the HMD 31 via the informa-
tion processor 32, and when not notified, the process
returns to step S203. That is, the processes of steps S203
to S205 are repeated until the completion of calibration
is notified.
[0212] Further, in the HMD 31, the processes of steps
S155 to S159 are repeated unless the image for calibra-
tion in the captured calibration content is considered as
suitable for calibration in step S158. Thus, the processes
of steps S184 to S186 are repeated in the information
processor 32, the processes of steps S203 to S205 are
repeated in the display device 33, and the adjustment of
the size, brightness, and the like of the image for calibra-
tion with the calibration parameters continues to be re-
peated.
[0213] Then, when it is considered in step S158 that
the image for calibration in the captured calibration con-
tent is suitable for calibration, the process proceeds to
step S160.
[0214] In step S160, the calibration processing unit 71
estimates (measures) the camera parameters of the
camera 31a, which is the imaging unit 53, on the basis
of the captured image for calibration and reflects the ob-
tained camera parameters on the image captured by the
imaging unit 53.
[0215] In step S161, the calibration processing unit 71
controls the communication unit 52 so as to notify the
display device 33 of the completion of calibration via the
information processor 32.
[0216] Further, in step S186, it is considered that the
completion of calibration has been notified, and the proc-
ess proceeds to step S187.
[0217] In step S187, the control unit 91 controls the
communication unit 92 so as to notify the display device
33 of the completion of calibration.
[0218] Moreover, in step S205, it is considered that the
completion of calibration has been notified, and the proc-
ess proceeds to step S206.
[0219] In step S206, the display control unit 131 con-
trols the communication unit 112 so as to obtain the no-
tification of completion of calibration and ends the display
of the calibration content on the display unit 113.
[0220] In step S162, the calibration processing unit 71
determines whether or not the end of the process has
been instructed, and when the end has not been instruct-

25 26 



EP 3 826 290 A1

15

5

10

15

20

25

30

35

40

45

50

55

ed, the process returns to step S151, and the subsequent
processes are repeated. Note that when it is considered
in step S153 that the display device 33 has not been
imaged, the process proceeds to step S162.
[0221] Further, in step S188, the control unit 91 deter-
mines whether or not the end of the process has been
instructed, and when the end has not been instructed,
the process returns to step S181, and the subsequent
processes are repeated. Note that when it is considered
in step S182 that the start of calibration has not been
instructed, the process proceeds to step S188.
[0222] Moreover, in step S207, the display control unit
131 determines whether or not the end of the process
has been instructed, and when the end has not been
instructed, the process returns to step S201, and the sub-
sequent processes are repeated. Note that when it is
considered in step S201 that the start of calibration has
not been instructed, the process proceeds to step S207.
[0223] Then, when the end is instructed in each of
steps S162, S188, and S207, the calibration process
ends.
[0224] By the above process, it is in a state where the
content including the VR image or the AR image is dis-
played on the display unit 54 of the HMD 31, and the user
21 is viewing the content, but independently of this state,
the calibration process of the camera parameters of the
camera 31a (imaging unit 53) is achieved.
[0225] Further, the image used for calibration is only
the image displayed at a predetermined timing among
the images that are displayed on the display device 33
as the calibration content including a moving image, so
that a user not wearing the HMD 31 can view the cali-
bration content displayed on the display device 33 with-
out uncomfortable feeling.
[0226] As a result, it is possible to estimate (measure)
the camera parameters of the camera 31a (imaging unit
53) without the awareness of not only the user 21 wearing
the HMD 31 but also other users. Also, at this time, the
display size and brightness of the image for calibration
displayed on the display device 33 and imaged by the
imaging unit 53 are displayed in a state adjusted to the
size and brightness suitable for calibration, whereby ap-
propriate estimation (measurement) of the camera pa-
rameters can be achieved.
[0227] Further, since calibration content not recogniz-
able as an image for calibration at a glance are continu-
ously displayed on the display device 33 in this manner,
the user not wearing the HMD 31 can view the calibration
content as general content displayed on the display de-
vice 33. Therefore, the display device 33 may include,
for example, a large-sized display for advertisement pro-
vided in a town, and a general user not wearing the HMD
31 may be caused to view calibration content that is dis-
played for advertisement at first glance, while the camera
31a of the HMD 31 worn by a user in the vicinity is caused
to perform calibration to estimate (measure) camera pa-
rameters.
[0228] In this case as well, it is possible to appropriately

perform the calibration and estimate (measure) the cam-
era parameters of the camera 31a without making the
user wearing the HMD 31 or the user not wearing the
HMD 31 aware of calibration.

<<5. Third Modification>>

[0229] In the above, the example has been described
where the size and brightness of the calibration pattern
imaged by the camera 31a (imaging unit 53) of the HMD
31, a marker displayed as calibration content, and the
like are changed to adjust an image suitable for calibra-
tion, and the camera parameters are estimated (meas-
ured) from one image.
[0230] However, an image for guiding the user 21 to
change the position and orientation of the user 21 may
be displayed in the content viewed by the user 21 with
the HMD 31a, a plurality of images suitable for calibration
may be captured, and the camera parameters may be
estimated (measured) from the plurality of images.
[0231] That is, for example, as shown in the upper por-
tion of Fig. 14, a state will be conceived where the position
of observation by the camera 31a (imaging unit 53) worn
by the user 21 changes from a position facing the display
surface of the display unit 113 of the display device 33
to a position P(t11) to P(t13) from left to right in the figure
in time series as shown by times t11 to t13 with respect
to the display device 33.
[0232] In the case of the upper portion of Fig. 14, the
position of observation by the camera 31a is in the left-
side range in an imbalanced manner when the user 21
faces the display device 33, and no observation position
is present in a right-side range Z1 when the user 21 faces
the display device 33, so that at the time of estimating
(measuring) the camera parameters, there is a possibility
that the imbalance may occur and the accuracy of the
estimated camera parameters may be lowered.
[0233] Therefore, in a VR image or an AR image dis-
played on the display unit 54 in the HMD 31, for example,
as shown in the upper portion of Fig. 14, a cylindrical
object V1 having a square-shaped opening is displayed
as a three-dimensional structure at a position immedi-
ately in front of the display device 33, and the user 21 is
given a game task in which points are added by looking
into an object V2 provided inside the object V1 through
the opening.
[0234] Note that in the upper portion of Fig. 14, the
opening of the cylindrical object V1 having the square-
shaped opening is provided in the front direction of the
display surface of the display unit 113 of the display de-
vice 33, and the object V2 provided therein can be viewed
by looking into the inside of the object V1 through the
opening.
[0235] As shown in the lower portion of Fig. 14, the
calibration processing unit 71 of the HMD 31 causes the
display unit 54 to display a VR image or an AR image as
an object V1’ such that the opening of the cylindrical ob-
ject V1 is in a direction to be able to be looked into from
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the right side in the figure.
[0236] As shown in the lower portion of Fig. 14, the
user 21 moves to a position indicated by a user 21’ and
views the object V2 through the opening of the object V1’
displayed on the display unit 54. Thereby, the calibration
pattern displayed on the display unit 113 of the display
device 33 is imaged from the observation position P(t31)
of the camera 31a of the HMD 31 from the right-side
range of the display device 33, which is the range Z1
shown in the upper portion of Fig. 14.
[0237] Therefore, the calibration pattern displayed on
the display unit 113 of the display device 33 can estimate
(measure) the camera parameters on the basis of a plu-
rality of images imaged evenly from a plurality of direc-
tions with respect to the front direction of the display unit
113 of the display device 33. That is, by obtaining an
optimum solution in which the distortion and the appear-
ance of the calibration pattern are associated with each
other, the correspondence between images can be esti-
mated by the captured plurality of calibration patterns,
and the position and orientation of the imaging unit 53
and the camera parameters can be estimated simulta-
neously. At this time, the estimation accuracy can be im-
proved by using images captured from a plurality of di-
rections.
[0238] As a result, by imaging the calibration pattern
evenly from the plurality of directions, calibration can be
performed more appropriately, and camera parameters
can be estimated (measured) with higher accuracy.

<Calibration pattern display state confirmation process 
in third modification>

[0239] Next, a calibration pattern display state confir-
mation process in the third modification will be described
with reference to a flowchart of Fig. 15.
[0240] In step S231, the calibration processing unit 71
detects (estimates) the position and orientation by simul-
taneous localization and mapping (SLAM) based on the
image of the calibration pattern captured by the imaging
unit 53 and displayed on the display device 33, and stores
the position and orientation in the storage unit 55 in as-
sociation with the calibration pattern captured by the
camera 31a (imaging unit 53).
[0241] In step S232, the calibration processing unit 71
determines whether or not there is a deficient observation
position on the basis of the information of the imaged
calibration pattern stored in the storage unit 55 in asso-
ciation with the position and orientation.
[0242] When it is considered in step S232 that there is
a deficient observation position, the process proceeds to
step S233.
[0243] In step S233, the calibration processing unit 71
assumes that there is a deficient observation position
and that the image is not suitable for calibration, and as
described with reference to Fig. 14, the calibration
processing unit 71 generates an image of content includ-
ing a VR image or an AR image for guiding the position

and orientation of the user 21 to the deficient observation
position.
[0244] In step S234, the calibration processing unit 71
controls the display unit 54 so as to display the image of
the content including the VR image or the AR image for
guiding the position and orientation of the user 21 to the
deficient observation position.
[0245] On the other hand, when it is considered in step
S234 that there is no deficient observation position, the
process proceeds to step S235.
[0246] In step S235, the calibration processing unit 71
considers that there is no deficient observation position,
that an image of a plurality of calibration patterns required
for calibration is uniformly imaged from a plurality of di-
rections, and that the image is in the state suitable for
calibration.
[0247] By the above process, calibration can be exe-
cuted on the basis of the images in which the calibration
pattern displayed by the display unit 113 of the display
device 33 is imaged from the plurality of directions, and
the camera parameters can be estimated (measured)
with higher accuracy.
[0248] That is, in this case, in step S19 in the calibration
process of Fig. 8, the calibration processing unit 71 can
estimate (measure) the camera parameters with higher
accuracy using the calibration patterns imaged by the
camera 31a (imaging unit 53) from the plurality of obser-
vation positions.
[0249] Note that in the above, the example has been
described where the VR image or the AR image are dis-
played to guide to the observation position deficient as
the observation position of the camera 31a of the HMD
31, but at the time of adjusting the cameras 31a of the
plurality of HMD 31 by using one display device 33, con-
tent for guiding the user wearing the HMD 31 may be
displayed such that each of the cameras 31a of the plu-
rality of HMD 31 does not block the visual field of the
display device 33. In this way, the calibration pattern of
the display device 33 can be imaged without making the
user aware and blocking the field of view of each of the
cameras 31a of the plurality of HMDs 31, and the cali-
bration of the cameras 31a of the plurality of HMDs 31
can be performed. As a result, it is possible to appropri-
ately estimate (measure) the camera parameters of the
plurality of cameras 31a.

<<6. Second Embodiment>>

[0250] In the above description, the example has been
described where the calibration is performed by the cal-
ibration processing unit 71 of the control unit 51 in the
HMD 31 to estimate (measure) the camera parameters
of the camera 31a (imaging unit 53), but the calibration
may be performed by a configuration other than the HMD
31, for example, the calibration may be performed by the
information processor 32.
[0251] Fig. 16 shows a configuration example of the
information processor 32 in a case where the calibration
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process is performed by the information processor 32.
Note that in the information processor 32 of Fig. 16, com-
ponents having the same functions as the components
of the information processor 32 of Fig. 6 are denoted by
the same reference numerals, and the descriptions there-
of will be omitted as appropriate.
[0252] That is, the information processor 32 in Fig. 16
differs from the information processor 32 in Fig. 6 in that
the calibration processing unit 201 is provided in the con-
trol unit 91. The calibration processing unit 201 basically
has the same function as the calibration processing unit
71 of the HMD 31, estimates (measures) the camera pa-
rameters on the basis of the information of the position
and orientation of the HMD 31 detected by the HMD 31,
and supplies the results to the HMD 31.
[0253] Note that since the basic configurations of the
HMD 31 and the display device 33 are the same as those
described with reference to Figs. 4 and 6, the descriptions
thereof will be omitted, but in the second embodiment,
the calibration process is mainly performed by the infor-
mation processor 32, the calibration processing unit 71
of the control unit 51 in the HMD 31 may be deleted.

<Calibration process of second embodiment>

[0254] Next, a calibration process in the second em-
bodiment will be described with reference to a flowchart
of Fig. 17.
[0255] In step S341, the control unit 91 of the informa-
tion processor 32 reads out the data of the content stored
in the storage unit 93 or the removable storage medium
95 and controls the communication unit 92 so as to supply
the data to the HMD 31.
[0256] In step S311, the content display processing
unit 72 of the control unit 51 in the HMD 31 controls the
communication unit 52 so as to obtain the data of the
content supplied from the information processor 32 and
also displays the content of the VR image or the AR image
on the display unit 54 on the basis of the data of the
content.
[0257] In step S312, the imaging unit 53 (camera 31a)
images the scene in front of the user 21 wearing the HMD
31 and outputs the captured image to the control unit 51.
[0258] In step S313, the control unit 51 detects (esti-
mates) the information of the position and orientation by
simultaneous localization and mapping (SLAM) based
on the image of the calibration pattern displayed on the
display device 33, which is imaged by the imaging unit 53.
[0259] In step S314, the control unit 51 controls the
communication unit 52 so as to transmit to the information
processor 32 the information of the image captured by
the camera 31a (imaging unit 53) and the position and
orientation of the HMD 31.
[0260] In step S342, the calibration processing unit 201
of the control unit 91 controls the communication unit 92
so as to obtain the information of the image, the position,
and the orientation transmitted from the HMD 31. Further,
the calibration processing unit 201 analyzes the obtained

image and determines whether or not the display device
33 is being imaged.
[0261] In step S342, when, for example, the display
device 33 is considered as having been imaged, the proc-
ess proceeds to step S343.
[0262] In step S343, the calibration processing unit 201
controls the communication unit 92 so as to instruct the
display device 33 to start calibration.
[0263] In step S371, the display control unit 131 of the
control unit 111 in the display device 33 controls the com-
munication unit 112 so as to determine whether or not
the instruction to start calibration from the information
processor 32 has been supplied. When the start of cali-
bration has been instructed in step S371, the process
proceeds to step S372.
[0264] In step S372, the display control unit 131 reads
out the image data of the calibration pattern stored in the
storage unit 114 or the removable storage medium 116
and causes the display unit 113 to display the image data.
At this time, the display control unit 131 displays the size
of the marker in the read calibration pattern in the state
of a default size.
[0265] That is, when the display device 33 is imaged
by the imaging unit 53 corresponding to the camera 31a
of the HMD 31, the calibration pattern is displayed on the
display device 33.
[0266] On the other hand, in step S344, the calibration
processing unit 201 of the information processor 32 de-
termines whether or not the calibration pattern displayed
by the display device 33 has been imaged on the basis
of the image captured by the imaging unit 53 of the HMD
31 and repeats the same process until the image is im-
aged.
[0267] In step S344, when the calibration pattern is dis-
played on the display unit 113 of the display device 33
by the series of processes described above and the cal-
ibration pattern is thereby considered to have been im-
aged, the process proceeds to step S345.
[0268] In step S345, the calibration processing unit 201
executes a calibration pattern display state confirmation
process and confirms the display state of the calibration
pattern imaged by the imaging unit 53. Here, in a case
where the calibration pattern is not suitable for calibra-
tion, the calibration processing unit 201 sets the size,
brightness, and the like for displaying the calibration pat-
tern suitable for calibration on the display device 33 and
calculates corresponding parameters, as described with
reference to Figs. 3 and 4.
[0269] Note that the calibration pattern display state
confirmation process is basically the same as the process
described with reference to the flowchart of Fig. 9, and
hence the description thereof will be omitted. However,
the process of obtaining the information of the position
and orientation of the HMD 31 in step S91 is a process
in place of the process of step S313 and will thus be
omitted.
[0270] In step S346, the calibration processing unit 201
determines whether or not the imaged calibration pattern
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has been determined to be in the state suitable for cali-
bration by the calibration pattern display state confirma-
tion process.
[0271] When it is determined in step S346 that the im-
aged calibration pattern is not suitable for calibration, the
process proceeds to step S347.
[0272] In step S347, the calibration processing unit 201
controls the communication unit 92 so as to transmit the
calibration parameters to the display device 33, and the
process returns to step S344.
[0273] In step S373, the display control unit 131 of the
control unit 111 in the display device 33 controls the com-
munication unit 112 so as to determine whether or not
the calibration parameters, transmitted from the HMD 31
via the information processor 32, have been supplied.
Then, when the calibration parameters have been sup-
plied in step S373, the process proceeds to step S374.
[0274] In step S374, the display control unit 131 con-
trols the communication unit 92 so as to obtain the cali-
bration parameters, performs a process according to the
calibration parameters on the calibration pattern stored
by default, and displays the calibration pattern on the
display unit 113.
[0275] When the calibration parameters have not been
transmitted in step S373, the process of step S374 is
skipped.
[0276] Further, in a case where the calibration pattern
is not imaged in step S344, a similar process is repeated
until the calibration pattern is imaged.
[0277] Moreover, in step S346, the processes of steps
S344 to S347 are repeated until the calibration pattern
is considered that the state is suitable for calibration.
Thus, the processes of steps S344 to S347 are repeated
in the information processor 32, the processes of steps
S373 to S375 are repeated in the display device 33, the
calibration parameters are repeatedly set, and the dis-
play of the calibration pattern continues to change.
[0278] Then, when it is considered in step S346 that
the imaged calibration pattern is suitable for calibration,
the process proceeds to step S348.
[0279] In step S348, the calibration processing unit 201
performs calibration on the basis of the imaged calibra-
tion pattern and estimates (measures) the camera pa-
rameters of the camera 31a, which is the imaging unit 53.
[0280] In step S349, the calibration processing unit 201
controls the communication unit 92 so as to notify the
HMD 31 of the obtained camera parameters that is the
result of the calibration.
[0281] In step S315, the control unit 51 controls the
communication unit 52 so as to determine whether or not
the camera parameters, which are the calibration result,
have been notified by the information processor 32.
[0282] In step S315, when the camera parameters,
which are the calibration result, have been notified by the
information processor 32, the process proceeds to step
S316.
[0283] In step S316, the control unit 51 reflects the no-
tified camera parameters on the image captured by the

imaging unit 53.
[0284] Here, in step S350, the calibration processing
unit 201 controls the communication unit 92 so as to notify
the display device 33 of the completion of calibration.
[0285] At this time, in step S375, the display control
unit 131 determines whether or not the completion of
calibration has been notified from the information proc-
essor 32, and when not notified, the process returns to
step S373. That is, the processes of steps S373 to S375
are repeated until the completion of calibration is notified.
[0286] Then, when it is considered in step S375 that
the completion of calibration is notified, the process pro-
ceeds to step S376.
[0287] In step S376, the display control unit 131 con-
trols the communication unit 112 so as to obtain the no-
tification of completion of calibration and ends the display
of the calibration pattern on the display unit 113.
[0288] In step S317, the calibration processing unit 201
determines whether or not the end of the process has
been instructed, and when the end has not been instruct-
ed, the process returns to step S311, and the subsequent
processes are repeated. Note that when the camera pa-
rameters have not been notified in step S315, the process
of step S316 is skipped.
[0289] Further, in step S351, the control unit 91 deter-
mines whether or not the end of the process has been
instructed, and when the end has not been instructed,
the process returns to step S341, and the subsequent
processes are repeated. Note that when it is considered
in step S342 that the display device 33 has not been
imaged, the process proceeds to step S351.
[0290] Moreover, in step S377, the display control unit
131 determines whether or not the end of the process
has been instructed, and when the end has not been
instructed, the process returns to step S371, and the sub-
sequent processes are repeated. Note that when it is
considered in step S371 that the start of calibration has
not been instructed, the process proceeds to step S377.
[0291] Then, when the end is instructed in each of
steps S317, S351, and S377, the calibration process
ends.
[0292] By the above process, it is in a state where the
content including the VR image or the AR image is dis-
played on the display unit 54 of the HMD 31, and the user
21 is viewing the content, but independently of this state,
the calibration process of the camera parameters of the
camera 31a (imaging unit 53) is achieved.
[0293] As a result, it is possible to estimate (measure)
the camera parameters of the camera 31a (imaging unit
53) without the user 21 being aware. Also, at this time,
the display size of the calibration pattern displayed on
the display device 33 and imaged by the imaging unit 53
is displayed in a state adjusted to the size suitable for
calibration, whereby appropriate estimation (measure-
ment) of the camera parameters can be achieved.
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<<7. Third Embodiment>>

[0294] In the above description, the example has been
described where the calibration is performed by the cal-
ibration processing unit 201 of the information processor
32 to estimate (measure) the camera parameters of the
camera 31a (imaging unit 53), but the calibration may be
performed by the display device 33.
[0295] Fig. 18 shows a configuration example of the
display device 33 in a case where calibration is performed
by the display device 33. Note that in the display device
33 of Fig. 18, components having the same functions as
the components of the display device 33 of Fig. 7 are
denoted by the same reference numerals, and the de-
scriptions thereof will be omitted as appropriate.
[0296] That is, the display device 33 in Fig. 18 differs
from the display device 33 in Fig. 7 in that the calibration
processing unit 221 is provided in the control unit 111.
The calibration processing unit 221 basically has the
same function as the calibration processing unit 71 of the
HMD 31, performs calibration on the basis of the infor-
mation of the position and orientation of the HMD 31 de-
tected by the HMD 31, estimates (measures) the camera
parameters, and supplies the results to the HMD 31.
[0297] Note that since the basic configurations of the
HMD 31 and the information processor 32 are the same
as those described with reference to Figs. 4 and 5, the
description thereof will be omitted, but in the third em-
bodiment, since the calibration process is mainly per-
formed by the display device 33, the calibration process-
ing unit 71 of the control unit 51 in the HMD 31 may be
deleted.

<Calibration process of the third embodiment>

[0298] Next, a calibration process in a third embodi-
ment will be described with reference to a flowchart of
Fig. 19.
[0299] In step S441, the control unit 91 of the informa-
tion processor 32 reads out the data of the content stored
in the storage unit 93 or the removable storage medium
95 and controls the communication unit 92 so as to supply
the data to the HMD 31.
[0300] In step S411, the content display processing
unit 72 of the control unit 51 in the HMD 31 controls the
communication unit 52 so as to obtain the data of the
content supplied from the information processor 32 and
also displays the content of the VR image or the AR image
on the display unit 54 on the basis of the data of the
content.
[0301] In step S412, the imaging unit 53 (camera 31a)
images the scene in front of the user 21 wearing the HMD
31 and outputs the captured image to the control unit 51.
[0302] In step S413, the control unit 51 detects (esti-
mates) the information of the position and orientation by
simultaneous localization and mapping (SLAM) based
on the image of the calibration pattern displayed on the
display device 33, which is imaged by the imaging unit 53.

[0303] In step S414, the control unit 51 controls the
communication unit 52 so as to transmit to the information
processor 32 the information of the image captured by
the camera 31a (imaging unit 53) and the position and
orientation of the HMD 31.
[0304] In step S442, the control unit 91 controls the
communication unit 92 so as to obtain the information of
the image, the position, and the orientation transmitted
from the HMD 31 and transmits the information to the
display device 33.
[0305] In step S471, the calibration processing unit 221
of the control unit 111 controls the communication unit
112 so as to obtain the information of the image captured
by the camera 31a (imaging unit 53) and the position and
the position and orientation of the HMD 31. Then, the
calibration processing unit 221 analyzes the obtained im-
age and determines whether or not the display device 33
has been imaged.
[0306] In step S471, when, for example, the display
device 33 is considered as having been imaged, the proc-
ess proceeds to step S472.
[0307] In step S472, the calibration processing unit 221
controls the display control unit 131 so as to read out the
image data of the calibration pattern stored in the storage
unit 114 or the removable storage medium 116 and caus-
es the display unit 113 to display the image data. At this
time, the display control unit 131 displays the size of the
marker in the read calibration pattern in the state of a
default size.
[0308] That is, when the display device 33 is imaged
in the imaging unit 53 corresponding to the camera 31a
of the HMD 31, calibration is started, and a calibration
pattern is displayed on the display device 33.
[0309] On the other hand, in step S473, the calibration
processing unit 221 of the display device 33 determines
whether or not the calibration pattern displayed by the
display device 33 has been imaged on the basis of the
image captured by the imaging unit 53 of the HMD 31
and repeats the same process until the image is imaged.
[0310] In step S473, when the calibration pattern is dis-
played on the display unit 113 of the display device 33
by the series of processes described above and the cal-
ibration pattern is thereby considered to have been im-
aged, the process proceeds to step S474.
[0311] In step S474, the calibration processing unit 221
executes a calibration pattern display state confirmation
process and confirms the display state of the calibration
pattern imaged by the imaging unit 53. Here, in a case
where the calibration pattern is not suitable for calibra-
tion, the calibration processing unit 221 sets the size,
brightness, and the like for displaying the calibration pat-
tern suitable for calibration on the display device 33 and
calculates corresponding calibration parameters, as de-
scribed with reference to Figs. 3 and 4.
[0312] Note that the calibration pattern display state
confirmation process is basically the same as the process
described with reference to the flowchart of Fig. 9, and
hence the description thereof will be omitted. However,
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the process of obtaining the information of the position
and orientation of the HMD 31 in step S91 is a process
in place of the process of step S413 and will thus be
omitted.
[0313] In step S475, the calibration processing unit 221
determines whether or not the imaged calibration pattern
has been determined to be in the state suitable for cali-
bration by the calibration pattern display state confirma-
tion process.
[0314] When it is determined in step S475 that the im-
aged calibration pattern is not suitable for calibration, the
process proceeds to step S476.
[0315] In step S476, the calibration processing unit 221
performs a process according to the calibration param-
eters on the calibration pattern stored by default. Then,
the display control unit 131 causes the display unit 113
to display the calibration pattern processed according to
the calibration parameters.
[0316] In step S475, the processes of steps S473 to
S476 are repeated until the calibration pattern is consid-
ered that the state is suitable for calibration, and the cal-
ibration parameters are repeatedly set, and the calibra-
tion pattern is displayed while the size and brightness of
the calibration pattern is changed.
[0317] Then, when it is considered in step S475 that
the imaged calibration pattern is suitable for calibration,
the process proceeds to step S477.
[0318] In step S477, the calibration processing unit 221
performs calibration on the basis of the imaged calibra-
tion pattern and estimates (measures) the camera pa-
rameters of the camera 31a, which is the imaging unit 53.
[0319] In step S478, the calibration processing unit 221
controls the communication unit 112 so as to notify the
HMD 31 of the completion of the calibration together with
the obtained camera parameters, which are the result of
the calibration, via the information processor 32.
[0320] In step S443, the control unit 91 controls the
communication unit 92 so as to determine whether or not
the completion of calibration has been transmitted from
the display device 33 together with the camera parame-
ters which are the result of calibration.
[0321] In step S443, when the completion of calibration
is transmitted from the information processor 32 together
with the camera parameters which are the result of cal-
ibration, the process proceeds to step S444.
[0322] In step S444, the control unit 91 controls the
communication unit 92 so as to obtain the completion of
the calibration together with the obtained camera param-
eters which are the result of the calibration notified from
the display device 33 and notifies the HMD 31 of the
completion.
[0323] In step S415, the control unit 51 controls the
communication unit 52 so as to determine whether or not
the completion of the calibration has been notified from
the information processor 32 together with the obtained
camera parameters which are the result of the calibration
and repeats a similar process until the completion is no-
tified. Then, when the completion of the calibration is no-

tified together with the obtained camera parameters
which are the result of the calibration in step S415, the
process proceeds to step S416.
[0324] In step S416, the control unit 51 controls the
communication unit 52 so as to obtain the completion of
calibration together with the transmitted camera param-
eters and reflects the obtained camera parameters on
the image captured by the imaging unit 53.
[0325] In step S417, the control unit 51 determines
whether or not the end of the process has been instruct-
ed, and when the end has not been instructed, the proc-
ess returns to step S411, and the subsequent processes
are repeated. Note that when the camera parameters
and the completion of calibration have not been notified
in step S415, the process of step S416 is skipped.
[0326] Further, in step S445, the control unit 91 deter-
mines whether or not the end of the process has been
instructed, and when the end has not been instructed,
the process returns to step S441, and the subsequent
processes are repeated. Note that when it is considered
in step S443 that the camera parameters and the com-
pletion of calibration have not been notified, the process
of step S444 is skipped.
[0327] Moreover, in step S480, the calibration process-
ing unit 221 determines whether or not the end of the
process has been instructed, and when the end has not
been instructed, the process returns to step S471, and
the subsequent processes are repeated. Note that when
the display device 33 has not been imaged in step S471,
the process proceeds to step S480.
[0328] Then, when the end is instructed in each of
steps S417, S445, and S480, the calibration process
ends.
[0329] By the above process, it is in a state where the
content including the VR image or the AR image is dis-
played on the display unit 54 of the HMD 31, and the user
21 is viewing the content, but independently of this state,
the calibration process of the camera parameters of the
camera 31a (imaging unit 53) is achieved.
[0330] As a result, it is possible to estimate (measure)
the camera parameters of the camera 31a (imaging unit
53) without the user 21 being aware. Also, at this time,
the display size and brightness of the calibration pattern
displayed on the display device 33 and imaged by the
imaging unit 53 are displayed in a state adjusted to the
size and brightness suitable for calibration, whereby ap-
propriate estimation (measurement) of the camera pa-
rameters can be achieved.
[0331] Note that although the calibration system made
up of the HMD 31, the information processor 32, and the
display device 33 has been described above, the cali-
bration system made up of the HMD 31 and the display
device 33 may be achieved by integrating the HMD 31
with the information processor 32 so as to also achieve
the process of the information processor 32 in the HMD
31 or by integrating the display device 33 with the infor-
mation processor 32 so as to also achieve the process
of the information processor 32 in the display device 33.

37 38 



EP 3 826 290 A1

21

5

10

15

20

25

30

35

40

45

50

55

<<8. Example of execution by software >>

[0332] The series of processes described above can
be executed by hardware but can also be executed by
software. In a case where a series of processes are ex-
ecuted by software, a program constituting the software
is installed from a recording medium to a computer in-
corporated in dedicated hardware, a general-purpose
computer, for example, which is capable of executing
various functions by installation of various programs, or
the like.
[0333] Fig. 20 shows a configuration example of the
general-purpose computer. This personal computer in-
corporates a central processing unit (CPU) 1001. An in-
put/output interface 1005 is connected to the CPU 1001
via a bus 1004. A read only memory (ROM) 1002 and a
random access memory (RAM) 1003 are connected to
the bus 1004.
[0334] The following units are connected to the in-
put/output interface 1005: an input unit 1006 including
an input device, such as a keyboard and a mouse, that
inputs operation commands by a user; an output unit
1007 for outputting a process operation screen and an
image of a process result to a display device; a storage
unit 1008 including a hard disk drive and the like that
stores a program and various pieces of data; and a com-
munication unit 1009 that includes a local area network
(LAN) adapter and the like and executes a communica-
tion process via a network represented by the Internet.
In addition, a drive 1010 for reading and writing data from
and to a removable storage medium 1011 is connected,
the medium being a magnetic disk (including flexible
disk), an optical disc (including compact disc-read only
memory (CD-ROM) and digital versatile disc (DVD)), a
magnetooptical disc (including mini disc (MD)), a semi-
conductor memory, or the like.
[0335] The CPU 1001 executes various processes in
accordance with a program stored in the ROM 1002 or
a program read out from the removable storage medium
1011 such as a magnetic disk, an optical disc, a magne-
tooptical disc, or a semiconductor memory, installed in
the storage unit 1008, and loaded into the RAM 1003
from the storage unit 1008. The RAM 1003 also appro-
priately stores, for example, data necessary for the CPU
1001 to execute various processes.
[0336] In the computer configured as described above,
for example, the CPU 1001 loads a program stored in
the storage unit 1008 into the RAM 1003 via the input/out-
put interface 1005 and the bus 1004 and executes the
program, thereby executing the series of processes de-
scribed above.
[0337] A program to be executed by the computer
(CPU 1001) can be provided by recording the program
on a removable storage medium 1011 such as a package
medium, for example. Further, the program may also be
provided via a wired or wireless transmission medium,
such as a local area network, the Internet, or digital sat-
ellite broadcasting.

[0338] In the computer, the program can be installed
in the storage unit 1008 via the input/output interface
1005 by mounting the removable storage medium 1011
on the drive 1010. Also, the program can be received by
the communication unit 1009 via the wired or wireless
transmission medium and installed in the storage unit
1008. In addition, the program can be installed in advance
in the ROM 1002 or the storage unit 1008.
[0339] Note that the program executed by the compu-
ter may be a program in which a process is executed in
time series in accordance with the order described in the
present specification or may be a program in which a
process is executed in parallel or at a necessary timing
such as when a call is made.
[0340] Note that the CPU 1001 in Fig. 20 achieves the
functions of the control unit 51 in Fig. 5, the control unit
91 in Figs. 6 and 16, and the control unit 111 in Figs. 7
and 18.
[0341] Further, in the present specification, a system
means a set of a plurality of components (devices, mod-
ules (parts), etc.) and does not matter whether or not all
the components are in the same housing. Therefore, a
plurality of devices housed in separate housings and con-
nected via a network, and one device housing a plurality
of modules in one housing are both systems.
[0342] Note that the embodiments of the present dis-
closure are not limited to the embodiments described
above, and various modifications can be made without
departing from the scope of the present disclosure.
[0343] For example, the present disclosure can be con-
figured as cloud computing in which one function is
shared by a plurality of devices via a network and proc-
essed jointly.
[0344] Further, each of the steps described in the
above flowchart can be executed by one device or by a
plurality of devices.
[0345] Moreover, in a case where a plurality of proc-
esses is included in one step, the plurality of processes
included in the one step can be executed by one device
or by shared and executed by a plurality of devices.
[0346] Note that the present disclosure can be config-
ured as follows:

<1> A head mounted display including:

a display unit;
an imaging unit that images an outside; and
a calibration processing unit that generates a
calibration image suitable for calibration and
causes external display equipment to display
the calibration image.

<2> The head mounted display according to <1>, in
which
the calibration processing unit generates the calibra-
tion image on the basis of a positional relationship
between the head mounted display and the external
display equipment.
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<3> The head mounted display according to <2>, in
which
the calibration processing unit generates the calibra-
tion image on the basis of positional information of
the head mounted display and positional information
of the external display equipment.
<4> The head mounted display according to <3>, in
which
the calibration processing unit adjusts a size of the
calibration image and generates the calibration im-
age in accordance with a distance between the head
mounted display and the external display equipment.
<5> The head mounted display according to <4>, in
which
the calibration processing unit adjusts the size of the
calibration image to a large extent when the distance
between the head mounted display and the external
display equipment is greater than a predetermined
distance.
<6> The head mounted display according to <2>, in
which
the calibration processing unit generates the calibra-
tion image on the basis of orientation information of
the head mounted display and orientation informa-
tion of the external display equipment.
<7> The head mounted display according to <6>, in
which
the calibration processing unit adjusts a size of the
calibration image and generates the calibration im-
age in accordance with an angle formed by an im-
aging direction of the imaging unit and a surface di-
rection of the external display equipment.
<8> The head mounted display according to <7>, in
which
the calibration processing unit adjusts the size of the
calibration image with respect to a direction in which
the formed angle is formed.
<9> The head mounted display according to <8>, in
which
when the formed angle is larger than a predeter-
mined angle, the calibration processing unit adjusts
the size of the calibration image to a large extent with
respect to the direction in which the formed angle is
formed.
<10> The head mounted display according to <2>,
in which
the calibration processing unit estimates camera pa-
rameters of the imaging unit by using the calibration
image captured by the imaging unit and displayed
by the external display equipment.
<11> The head mounted display according to <10>,
in which
in a case where the calibration processing unit esti-
mates the camera parameters on the basis of a plu-
rality of images of the calibration images captured
by the imaging unit and displayed by the external
display equipment, the calibration processing unit
causes the display unit to display an image that

guides a user wearing the head mounted display so
that imaging is performed from a direction in which
imaging has not been performed by the imaging unit
among imaging directions of the imaging unit with
respect to a surface direction of the external display
equipment when the imaging directions of the imag-
ing unit with respect to the surface direction of the
external display equipment are imbalanced for the
plurality of images.
<12> The head mounted display according to <11>,
in which
in a case where the calibration processing unit esti-
mates the camera parameters of each of the imaging
units of a plurality of the head mounted displays, the
calibration processing unit causes the display unit to
display an image that guides the user wearing the
head mounted display so that the calibration image
displayed by the external display equipment is able
to be captured without overlapping of each of the
plurality of the imaging units.
<13> The head mounted display according to <2>,
in which
the calibration processing unit generates the calibra-
tion image on the basis of brightness of the calibra-
tion image captured by the imaging unit and dis-
played by the external display equipment.
<14> The head mounted display according to <13>,
in which
the calibration processing unit reduces the bright-
ness of the calibration image captured by the imag-
ing unit and displayed by the external display equip-
ment in a case where there are more than a prede-
termined number of pixels with saturated brightness
in the calibration image displayed by the external
display equipment, and the calibration processing
unit increases the brightness of the calibration image
captured by the imaging unit and displayed by the
external display equipment in a case where there
are more than a predetermined number of pixels with
the lowest brightness in the calibration image dis-
played by the external display equipment.
<15> The head mounted display according to any
one of <1> to <14>, in which
the calibration processing unit generates the calibra-
tion image suitable for the calibration and causes the
external display equipment to display the calibration
image at a timing when the external display equip-
ment is detected in an image captured by the imaging
unit, at a timing when a predetermined time has
elapsed, at a timing when a discrepancy occurs be-
tween an image to be originally imaged by the im-
aging unit and an image actually imaged by the im-
aging unit on the basis of positional information of
the head mounted display and on the basis of camera
parameters of the imaging unit, or at a timing when
the user requests the calibration.
<16> The head mounted display according to any
one of <1> to <15>, in which
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the calibration image is an image including a marker
in a predetermined shape or an image including a
marker colored in a predetermined color arrange-
ment.
<17> The head mounted display according to any
one of <1> to <16>, in which
the calibration image is an image displayed at a pre-
determined timing in content including a moving im-
age.
<18> A control method for a head mounted display
including a display unit and an imaging unit that im-
ages an outside, the method including
a calibration process of generating a calibration im-
age suitable for calibration and causing external dis-
play equipment to display the calibration image.
<19> A program for causing a computer controlling
a head mounted display, which includes a display
unit and an imaging unit that images an outside,
to function as a calibration processing unit that gen-
erates a calibration image suitable for calibration and
causes external display equipment to display the cal-
ibration image.
<20> An information processor for supplying content
to a head mounted display including a display unit
and an imaging unit that images an outside, the in-
formation processor including
a calibration processing unit that generates a cali-
bration image suitable for calibration and causes ex-
ternal display equipment to display the calibration
image.
<21> A display device for displaying a calibration
image of an imaging unit that images an outside in
a head mounted display including a display unit and
the imaging unit, the display device including
a calibration processing unit that generates a cali-
bration image suitable for calibration and causes the
display device to display the calibration image.

REFERENCE SIGNS LIST

[0347]

11 Calibration system
31 HMD (Head Mounted Display)
31a Camera
32 Information processor
33 Display device
51 Control unit
52 Communication unit
53 Imaging unit
54 Display unit
55 Storage unit
56 Drive
57 Removable storage media
60 Bus
71 Calibration control unit
72 Content display processing unit
91 Control unit

92 Communication unit
93 Storage unit
94 Drive
95 Removable storage media
96 Bus
111 Control unit
112 Communication unit
113 Display unit
114 Storage unit
115 Drive
116 Removable storage media
131 Display control unit
201, 221 Calibration processing unit

Claims

1. A head mounted display comprising:

a display unit;
an imaging unit that images an outside; and
a calibration processing unit that generates a
calibration image suitable for calibration and
causes external display equipment to display
the calibration image.

2. The head mounted display according to claim 1,
wherein
the calibration processing unit generates the calibra-
tion image on a basis of a positional relationship be-
tween the head mounted display and the external
display equipment.

3. The head mounted display according to claim 2,
wherein
the calibration processing unit generates the calibra-
tion image on a basis of positional information of the
head mounted display and positional information of
the external display equipment.

4. The head mounted display according to claim 3,
wherein
the calibration processing unit adjusts a size of the
calibration image and generates the calibration im-
age in accordance with a distance between the head
mounted display and the external display equipment.

5. The head mounted display according to claim 4,
wherein
the calibration processing unit adjusts the size of the
calibration image to a large extent when the distance
between the head mounted display and the external
display equipment is greater than a predetermined
distance.

6. The head mounted display according to claim 2,
wherein
the calibration processing unit generates the calibra-
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tion image on a basis of orientation information of
the head mounted display and orientation informa-
tion of the external display equipment.

7. The head mounted display according to claim 6,
wherein
the calibration processing unit adjusts a size of the
calibration image and generates the calibration im-
age in accordance with an angle formed by an im-
aging direction of the imaging unit and a surface di-
rection of the external display equipment.

8. The head mounted display according to claim 7,
wherein
the calibration processing unit adjusts the size of the
calibration image with respect to a direction in which
the formed angle is formed.

9. The head mounted display according to claim 8,
wherein
when the formed angle is larger than a predeter-
mined angle, the calibration processing unit adjusts
the size of the calibration image to a large extent with
respect to the direction in which the formed angle is
formed.

10. The head mounted display according to claim 2,
wherein
the calibration processing unit estimates camera pa-
rameters of the imaging unit by using the calibration
image captured by the imaging unit and displayed
by the external display equipment.

11. The head mounted display according to claim 10,
wherein
in a case where the calibration processing unit esti-
mates the camera parameters on a basis of a plu-
rality of images of the calibration images captured
by the imaging unit and displayed by the external
display equipment, the calibration processing unit
causes the display unit to display an image that
guides a user wearing the head mounted display so
that imaging is performed from a direction in which
imaging has not been performed by the imaging unit
among imaging directions of the imaging unit with
respect to a surface direction of the external display
equipment when the imaging directions of the imag-
ing unit with respect to the surface direction of the
external display equipment are imbalanced for the
plurality of images.

12. The head mounted display according to claim 11,
wherein
in a case where the calibration processing unit esti-
mates the camera parameters of each of the imaging
units of a plurality of the head mounted displays, the
calibration processing unit causes the display unit to
display an image that guides the user wearing the

head mounted display so that the calibration image
displayed by the external display equipment is able
to be captured without overlapping of each of the
plurality of the imaging units.

13. The head mounted display according to claim 2,
wherein
the calibration processing unit generates the calibra-
tion image on a basis of brightness of the calibration
image captured by the imaging unit and displayed
by the external display equipment.

14. The head mounted display according to claim 13,
wherein
the calibration processing unit reduces the bright-
ness of the calibration image captured by the imag-
ing unit and displayed by the external display equip-
ment in a case where there are more than a prede-
termined number of pixels with saturated brightness
in the calibration image displayed by the external
display equipment, and increases the brightness of
the calibration image captured by the imaging unit
and displayed by the external display equipment in
a case where there are more than a predetermined
number of pixels with the lowest brightness in the
calibration image displayed by the external display
equipment.

15. The head mounted display according to claim 1,
wherein
the calibration processing unit generates the calibra-
tion image suitable for the calibration and causes the
external display equipment to display the calibration
image at a timing when the external display equip-
ment is detected in an image captured by the imaging
unit, at a timing when a predetermined time has
elapsed, at a timing when a discrepancy occurs be-
tween an image to be originally imaged by the im-
aging unit and an image actually imaged by the im-
aging unit on a basis of positional information of the
head mounted display and on a basis of camera pa-
rameters of the imaging unit, or at a timing when a
user requests the calibration.

16. The head mounted display according to claim 1,
wherein
the calibration image is an image including a marker
in a predetermined shape or an image including a
marker colored in a predetermined color arrange-
ment.

17. The head mounted display according to claim 1,
wherein
the calibration image is an image displayed at a pre-
determined timing in content including a moving im-
age.

18. A control method for a head mounted display includ-
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ing a display unit and an imaging unit that images
an outside, the method comprising
a calibration process of generating a calibration im-
age suitable for calibration and causing external dis-
play equipment to display the calibration image.

19. A program for causing a computer controlling a head
mounted display, which includes a display unit and
an imaging unit that images an outside,
to function as a calibration processing unit that gen-
erates a calibration image suitable for calibration and
causes external display equipment to display the cal-
ibration image.

20. An information processor for supplying content to a
head mounted display including a display unit and
an imaging unit that images an outside, the informa-
tion processor comprising
a calibration processing unit that generates a cali-
bration image suitable for calibration and causes ex-
ternal display equipment to display the calibration
image.

21. A display device for displaying a calibration image
of an imaging unit that images an outside in a head
mounted display including a display unit and the im-
aging unit, the display device comprising
a calibration processing unit that generates the cal-
ibration image suitable for calibration and causes the
display device to display the calibration image.
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