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(54) METHOD AND CIRCUIT SYSTEM FOR DRIVING ATOMIZER

(57) A method and a circuit system for driving a neb-
ulizer (100) are provided. When the nebulizer (100) re-
ceives acoustic waves, a control circuit (503) extracts
audio signals from the acoustic waves. Afterwards, the
control circuit (503) determines if the audio signals are
within a predetermined frequency range, and can deter-
mine whether or not to drive a circuit to produce an aer-
osol based on the audio signals. Further, a volume of the
acoustic waves can also be used to determine whether

or not to produce the aerosol, and also determine an
output rate of the aerosol. The circuit system of the neb-
ulizer (100) includes an audio receiver (502) for receiving
the acoustic waves, an aerosol generator for producing
the aerosol, and the control circuit (503) used to control
a driving circuit of the aerosol generator to drive a vibra-
tional element to produce the aerosol through vibration
in response to the audio signals and the volume.
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Description

FIELD OF THE DISCLOSURE

[0001] The disclosure is related to a technology for
driving a nebulizer, and more particularly to a method for
deciding an operating timing to drive the nebulizer ac-
cording to an audio signal and a circuit system thereof.

BACKGROUND OF THE DISCLOSURE

[0002] A nebulizer is an electronic device that can neb-
ulize liquid medicine loaded in the device into an aerosol
by vibration. The liquid medicine forms fine aerosols
through rapid vibration. The nebulized medicine can then
be inhaled through a mouth of a user, so as to achieve
the effect of treating a specific illness.
[0003] A conventional nebulizer can be manually
turned off or turned on during operation. However, the
conventional nebulizer may lead to wasting of medicine
and electricity if it continues to operate without having
any mechanism that effectively controls the on/off state
thereof.

SUMMARY OF THE DISCLOSURE

[0004] The method of the present disclosure makes a
nebulizer to provide aerosol more effectively. Provided
in the present disclosure is a method for driving a neb-
ulizer and a circuit system thereof, which allow the neb-
ulizer to provide an aerosol more effectively. One inven-
tive concept described herein allows the nebulizer itself
to determine an operating timing according to audio sig-
nals received in real time.
[0005] According to an embodiment of the method for
driving the nebulizer, the nebulizer includes an audio re-
ceiver that receives acoustic waves and excerpts the au-
dio signals from the acoustic waves. A control circuit de-
termines whether or not the nebulizer produces the aer-
osol according to the audio signals.
[0006] Further, in one aspect, when the audio receiver
receives the acoustic waves, the control circuit deter-
mines whether or not the audio signals are within a pre-
determined frequency range. An aerosol generator of the
nebulizer is driven to produce the aerosol if the audio
signals are determined to be within the predetermined
frequency range.
[0007] In another aspect, the audio receiver is config-
ured to receive the audio signals within a predetermined
frequency range. In other words, other than the acoustic
waves that are within the predetermined frequency
range, acoustic waves of other ranges will not be used
to drive anything. Thus, the control circuit of the nebulizer
drives the aerosol generator to produce the aerosol if the
audio receiver receives the audio signals that are within
the predetermined frequency range.
[0008] Moreover, when the nebulizer acquires the au-
dio signals obtained from the acoustic waves, a volume

of the acoustic waves can also be obtained. The control
circuit of the nebulizer determines whether or not to pro-
duce the aerosol according to the audio signals and the
volume.
[0009] Further, the volume obtained can be compared
with a predetermined threshold. That is, the volume acts
as a factor provided for the control circuit to determine
whether or not the aerosol generator is driven to produce
the aerosol. In one aspect, the volume can be used as a
reference to control an output rate of the aerosol.
[0010] According to one embodiment of a circuit sys-
tem for performing the method for driving the nebulizer,
one of the main components of the circuit system of the
nebulizer is an audio receiver that is disposed on the path
along which an airflow passes for receiving the acoustic
waves. For example, the audio receiver can be disposed
at an aerosol outlet. Another component of the circuit
system is an aerosol generator used to produce the aer-
osol. One more component of the circuit system is a con-
trol circuit that is used to control operations of the neb-
ulizer. The control circuit determines whether or not to
drive the aerosol generator to produce the aerosol in re-
sponse to the audio signals obtained from the acoustic
waves.
[0011] The nebulizer further includes an audio gener-
ator. The audio generator can be a circuit, or can be a
reed or an acoustic structure that is configured to receive
the airflow passing the nebulizer and generate the audio
signals within the predetermined frequency range.
[0012] These and other aspects of the present disclo-
sure will become apparent from the following description
of the embodiment taken in conjunction with the following
drawings and their captions, although variations and
modifications therein may be affected without departing
from the spirit and scope of the novel concepts of the
disclosure.

BRIEF DESCRIPTION OF THE DRAWINGS

[0013] The present disclosure will become more fully
understood from the following detailed description and
accompanying drawings, wherein:

Fig. 1 is a schematic sectional view showing a struc-
ture of a nebulizer according to one embodiment of
the present disclosure;
Fig. 2 is another schematic sectional view showing
the structure of the nebulizer according to one em-
bodiment of the disclosure;
Fig. 3 is yet another schematic sectional view show-
ing the structure of the nebulizer according to one
embodiment of the disclosure;
Fig. 4 is a schematic view showing an aerosol gen-
erator according to one embodiment of the present
disclosure;
Fig. 5 is a block diagram depicting a circuit system
that is configured to produce an aerosol in one em-
bodiment of the disclosure;
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Fig. 6 shows a flow chart describing a method for
driving the nebulizer according to one embodiment
of the disclosure;
Fig. 7 shows another flow chart describing the meth-
od for driving the nebulizer according to one embod-
iment of the disclosure;
Fig. 8 shows yet another flow chart describing the
method for driving the nebulizer according to one
embodiment of the disclosure; and
Fig. 9 shows still another flow chart describing the
method for driving the nebulizer according to one
embodiment of the disclosure.

DETAILED DESCRIPTION OF THE EXEMPLARY EM-
BODIMENTS

[0014] The present disclosure is more particularly de-
scribed in the following examples that are intended as
illustrative only since numerous modifications and vari-
ations therein will be apparent to those skilled in the art.
Like numbers in the drawings indicate like components
throughout the views. As used in the description herein
and throughout the claims that follow, unless the context
clearly dictates otherwise, the meaning of "a", "an", and
"the" includes plural reference, and the meaning of "in"
includes "in" and "on". Titles or subtitles can be used
herein for the convenience of a reader, which shall have
no influence on the scope of the present disclosure.
[0015] The terms used herein generally have their or-
dinary meanings in the art. In the case of conflict, the
present document, including any definitions given herein,
will prevail. The same thing can be expressed in more
than one way. Alternative language and synonyms can
be used for any term(s) discussed herein, and no special
significance is to be placed upon whether a term is elab-
orated or discussed herein. A recital of one or more syn-
onyms does not exclude the use of other synonyms. The
use of examples anywhere in this specification including
examples of any terms is illustrative only, and in no way
limits the scope and meaning of the present disclosure
or of any exemplified term. Likewise, the present disclo-
sure is not limited to various embodiments given herein.
Numbering terms such as "first", "second" or "third" can
be used to describe various components, signals or the
like, which are for distinguishing one component/signal
from another one only, and are not intended to, nor should
be construed to impose any substantive limitations on
the components, signals or the like.
[0016] A nebulizer is a device that is used to nebulize
liquid particles attached to aperture elements of a vibra-
tional element by vibration, so as to produce an aerosol.
The aerosol moves with an airflow. For example, the neb-
ulizer can be a device to be held by a patient’s mouth.
The liquid particles are such as a medicine that can be
administered to the patient after it is nebulized. The neb-
ulizer can control energy of the vibration, e.g., vibration
frequency or vibration amplitude, and adjust time to re-
lease the medicine. The nebulizer can precisely release

the medicine during each use so as to accurately admin-
ister an effective dose of the medicine to the patient.
Therefore, waste and risk caused by overuse of the med-
icine can be reduced. The present disclosure provides a
method for driving the nebulizer and a circuit system for
implementing the method. The circuit system determines
a timing to drive the nebulizer to produce the aerosol in
response to audio signals passing the nebulizer, so as
to release the aerosol more effectively and without waste.
The aerosol is such as nebulized pharmaceutical parti-
cles.
[0017] Fig. 1 and Fig. 2 each show a sectional sche-
matic view of a structure of the nebulizer according to
one embodiment of the present disclosure.
[0018] The main structure of the nebulizer 100 includes
a breathing element 10 that has a mouthpiece 11 provid-
ed for a user to breathe through. The mouthpiece 11
forms an aerosol outlet of the nebulizer 100. The breath-
ing element 10 is sleeved over an outlet used to release
the aerosol generated by the nebulizer 100. As shown in
the drawing, a splitting chamber 12 is disposed in front
of an intake area 1131 and an exhaust area 1132 of the
nebulizer 100. The splitting chamber 12 is connected to
the breathing element 10 in the front, and is sleeved over
a junction member 113 of a nebulization chamber 15 and
an exhaust chamber 16 of the nebulizer 100 in the back.
The splitting chamber 12 is used to split the passing air-
flow. For example, the splitting chamber 12 splits the in-
haled airflow and the exhaled airflow of the user.
[0019] A splitting baffle 13 is disposed at the intake
area 1131 of the nebulization chamber 15 that is near
the breathing element 10. The splitting baffle 13 is used
to separate the nebulization chamber 15 and the splitting
chamber 12. The splitting baffle 13 has some apertures
12 that allow unidirectional airflow to pass through. In
addition to the exhaust area 1132 near the breathing el-
ement 10, the exhaust chamber 16 has an exhaust port
114 at another side. The exhaust port 114 has an exhaust
valve plate 14 that is used to control the unidirectional
airflow so as to exhaust the airflow out of the exhaust
chamber 16. Another side of the nebulization chamber
15 is a structure used for intake. The main structure of
the nebulization chamber 15 is an intake valve plate 17
and an intake port 112 that are configured to control the
unidirectional airflow.
[0020] The nebulizer 100 includes a nebulization mem-
ber 115 that is used to produce an aerosol. The nebuli-
zation member 115 has an aerosol generator being driv-
en by a control circuit. In one aspect, the aerosol gener-
ator includes a vibrator which generates the aerosol by
vibration. The aerosol formed in the nebulization member
115 is exhausted to the nebulization chamber 15 via an
aerosol inlet 111.
[0021] In the nebulizer 100 shown in Fig. 1, the airflow
passing through the intake port 112, the intake valve plate
17, the nebulization chamber 15, the intake area 1131,
the apertures 121 of the splitting baffle 13, the splitting
chamber 12 and the mouthpiece 11 of the breathing el-
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ement 10 in sequence forms a first airflow F1. The first
airflow F1 embodies an inhalation phase that generates
the airflow while the user’s mouth covers the mouthpiece
11 to inhale the air. The first airflow F1 carries the aerosol
in the nebulization chamber 15 to be inhaled by the user.
[0022] In the nebulizer 100 shown in Fig. 2, the airflow
passing through the mouthpiece 11 of the breathing el-
ement 10, the splitting chamber 12, the exhaust chamber
16 via the exhaust area 1132, the exhaust port 114 and
the exhaust valve plate 14 in sequence forms a second
airflow F2. The second airflow F2 embodies an exhala-
tion phase. The second airflow F2 is generated when the
user’s mouth holds the mouthpiece 11 to exhale. The
second airflow F2 does not carry any aerosol into the
user.
[0023] More particularly, according to the method for
driving the aerosol provided herein, the embodiments il-
lustrated in Fig. 1 and Fig. 2 show that the breathing
element 10 of the nebulizer 100 includes an audio gen-
erator 101 and an audio receiver 102. It should be noted
that the drawings are provided merely for illustrative pur-
pose. In practice, the circuit system and the circuit com-
ponents can be integrated into one system in the neb-
ulizer 100.
[0024] According to one of the embodiments, the audio
generator 101 can be a device or a structure specified
to generate the audio signals within a predetermined fre-
quency range via airflow with a specific direction, e.g.,
the first airflow F1. The structure for generating the audio
signals is such as a reed or an acoustic structure. The
structure allows the passing airflow to generate the audio
signals within the predetermined frequency range. The
audio receiver 102 can receive the acoustic waves gen-
erated from various environments, including acoustic
waves generated by the audio generator 101, and the
audio signals can be obtained (e.g., excerpted or extract-
ed) from the acoustic waves.
[0025] The audio generator 101 can be driven by the
airflow flowing in the nebulizer 100 so as to generate the
audio signals within a specific frequency range. The au-
dio signals can be separated from other signals in the
environment. That is, the circuit system of the nebulizer
100 can drive the aerosol generator to produce the aer-
osol based on the audio signals. It should be noted that
the audio generator 101 can be a specific device or struc-
ture that is able to cause the unidirectional airflow to gen-
erate the acoustic waves so as to obtain the audio sig-
nals. Conversely, the airflow with a different direction
cannot generate the acoustic waves due to the specific
device or structure, or can only generate signals with a
non-predetermined frequency. Further, the audio signals
can be used with a volume of the acoustic waves. For
example, only the acoustic waves with sufficient energy
can make the audio receiver 102 to work, and the circuit
system can obtain the volume in order to drive the neb-
ulizer to operate.
[0026] In one embodiment, the audio generator 101
may not be a requisite component of the nebulizer that

only relies on the audio receiver 102 to receive the acous-
tic waves from the various environments, including inter-
nal airflows. The control circuit of the circuit system of
the nebulizer then converts the acoustic waves into audio
signals, and determines whether or not the audio signals
are within the predetermined frequency range.
[0027] In another embodiment, the audio receiver can
be configured to receive only the audio signals within the
predetermined frequency range. Acoustic waves not
within the predetermined frequency range will not be ac-
cepted, and the nebulizer 100 will not be driven to oper-
ate. Therefore, the control circuit of the nebulizer 100
drives the aerosol generator to produce an aerosol once
the audio receiver 102 receives the audio signals within
the predetermined frequency range.
[0028] As discussed above, the nebulizer provided
herein relies on the acoustic waves to determine whether
or not to work. Specifically, the audio signals can be ob-
tained from the acoustic waves through a signal process-
ing process. The audio signals can be indicative of a fre-
quency of a vibration of sound, and the frequency is re-
lated to the design of the audio generator 101 of the neb-
ulizer 100. A threshold thereof is incorporated into the
circuit system that drives the nebulizer 100 to produce
the aerosol for receiving the audio signals only within a
specific range. The volume can also be obtained from
the acoustic waves and the volume indicates amplitude
of the acoustic waves. Since the amplitude has a positive
relationship with the volume, the volume can be used to
determine strength of the user’s breathing. A threshold
thereof can be incorporated into the circuit system as a
reference to determine whether or not to produce the
aerosol.
[0029] In one embodiment, the circuit system used to
implement the method for driving the nebulizer 100 is
disposed in the nebulizer 100. The circuit system decides
whether or not to adopt the audio generator 101 accord-
ing to a practical need. The audio signals generated by
the audio generator 101 can be distinguished from com-
mon environmental acoustic waves, and therefore a mis-
operation can be prevented. Alternatively, the range of
the sound received by the audio receiver 102 can be
controlled for distinguishing from the environmental
acoustic waves. For example, the predetermined fre-
quency range setting in the circuit system to determine
whether or not to drive the nebulizer can be a common
frequency range that is detectable by a human ear, or an
ultrasonic frequency range that is undetectable by a hu-
man ear.
[0030] Fig. 3 is a schematic view depicting another
nebulizer according to one embodiment of the present
disclosure. A nebulizer 30 is shown. The type and the
components inside the nebulizer 30 can be adjusted ac-
cording to practical requirements. The drawing should
not be construed as limiting the scope of the present dis-
closure.
[0031] The main components of the nebulizer include
an audio generator 302 and an audio receiver 303 that
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are interconnected. The audio generator 302 of the
breathing element 31 can be any structural component
or circuit component that can generate the acoustic
waves (e.g., with a frequency or an amplitude) based on
the passing airflow. The nebulizer 30 includes an audio
receiver 303 that is disposed on a control circuit board
301 in a device body 32. The audio receiver 303 can be
implemented by a circuit module or a software module
that is used to convert the acoustic waves generated by
the audio generator 302 into audio signals or a volume
that acts as a reference for driving an operation of the
nebulizer 30.
[0032] When the nebulizer 30 is in operation, the audio
generator 302 of the breathing element 31 operates in
response to exhalation or inhalation of the user. More
particularly, during the user’s inhalation to acquire the
aerosol, the audio generator 302 generates acoustic
waves based on the airflow and transmits the acoustic
waves to the audio receiver 303. The audio receiver 303
cooperates with a control circuit to generate the audio
signals and/or the volume.
[0033] Reference is made to Fig. 4, which is a sche-
matic view depicting an aerosol generator according to
one embodiment of the disclosure.
[0034] The main components of the aerosol generator
includes an external supporting structure 41, a vibrational
element 42 used to generate vibration waves, an aper-
ture element 43 that is able to carry tiny particles, and a
driving circuit (not shown in the drawing). The drawing
shows the main components of the nebulization member
115. The supporting structure 41 is disposed inside the
nebulization member 115, and is connected to the vibra-
tional element 42 and the aperture element 43. In the
method for driving the nebulizer, the audio receiver is
used to receive the acoustic waves, and the control circuit
determines whether or not the audio signals obtained
from the acoustic waves are within a predetermined fre-
quency range. The driving circuit generates a vibration
signal in order to drive the aerosol generator if the audio
signals are within the predetermined frequency range.
The control circuit can drive the vibrational element 42
to generate vibration waves with a specific frequency.
The vibration waves can nebulize the liquid particles at-
tached to the aperture element 43 by vibration. For ex-
ample, in Fig. 1, the liquid particles are nebulized in the
nebulization member 115 so as to form an aerosol. The
aerosol is then exhausted to the nebulization chamber
15 via the aerosol inlet 111, and carried by the first airflow
F1 to be administered to the user.
[0035] According to one embodiment, the audio gen-
erator of the nebulizer can be disposed on the path of
airflow in the nebulizer. The audio generator may be dis-
posed on the portion touching the user’s mouth. The au-
dio generator is configured to generate the audio signals
with a specific frequency and volume. In one aspect of
the disclosure, the frequency acts as a main factor for
the nebulizer to determine whether or not to produce an
aerosol. The volume acts as a second factor for deter-

mining whether or not to produce the aerosol. The audio
generator can be a whistle, a dog whistle or a reed. The
audio receiver is such as a microphone used for receiving
the acoustic waves and then generating audio signals.
The audio receiver can be a device that is configured to
only receive the acoustic waves within a specific frequen-
cy range.
[0036] Reference is made to Fig. 5, which shows the
circuit system for driving the nebulizer to produce the
aerosol, in which the nebulizer includes the audio gen-
erator (101, 302) and the audio receiver (102, 303) illus-
trated in Figs. 1, 2 and 3.
[0037] The nebulizer has an audio generator 501 and
an audio receiver 502 disposed on the path of airflow in
the nebulizer. The audio generator 501 generates the
acoustic waves that can be driven by the airflow. The
audio generator 501 can be configured to generate the
acoustic waves having the audio signals specified to be
within a specific frequency range. The audio receiver 502
is such as a microphone that can be disposed on the
path where the airflow flows in the nebulizer. The audio
receiver 502 can be configured to receive the waves with
any specific frequency, for example, acoustic waves with
a frequency that the human ear can hear or cannot hear.
[0038] The circuit system includes a control circuit 503,
which is electrically connected to the audio receiver 502
and the aerosol generator (i.e., a driving circuit 507). The
control circuit 503 controls operations of the nebulizer,
including determining whether or not to drive the aerosol
generator to produce an aerosol in response to the audio
signals obtained from the acoustic waves. For producing
the aerosol, the driving circuit 507 is used to drive a vi-
brational element 508 to generate vibration waves so as
to nebulize a substance. The control circuit 503 is mainly
used to control the nebulizer according to the audio sig-
nals and volume obtained from the user’s inhalation and
exhalation. The control circuit 503 can adjust an operat-
ing time to drive the aerosol generator or even provide a
time delay according to practical conditions.
[0039] Reference is made to Fig. 6, which shows a flow
chart describing the method for driving the nebulizer ac-
cording to one embodiment of the present disclosure.
[0040] In the beginning, in step S601, the audio receiv-
er disposed in the nebulizer receives acoustic waves that
can be from an ambient environment or the airflow in the
nebulizer. In step S603, a processing routine executed
in the control circuit can be used to process the acoustic
waves for excerpting audio signals from the acoustic
waves. Afterwards, such as in step S605, the processing
routine can compare the frequency signals obtained from
the audio signals with a predetermined frequency range.
If it is determined that the audio signals match the con-
dition set by the predetermined frequency range, such
as in step S607, the control circuit generates a driving
signal to activate the driving circuit for driving the neb-
ulizer. For example, a vibrational element is driven to
generate a voltage that drives an aperture element to be
vibrated. The vibration waves can nebulize the substance
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on the aperture element, and the aerosol is produced.
Conversely, if the audio signals do not match the condi-
tion, such as in step S609, the circuit system may discard
these signals, and the routine can continue with receiving
of the acoustic waves (e.g. the step S601).
[0041] After repeating the above steps, the nebulizer
continues to operate based on airflows produced by the
user’s breathing.
[0042] Fig. 7 shows a flow chart describing the method
for driving the nebulizer having an audio receiver config-
ured to receive sound within a specific frequency range
according to one embodiment of the disclosure. The au-
dio receiver adopts a filtering technology for actively ex-
cluding the acoustic waves outside the range of audio
signals accepted by the system. In step S701, when the
audio receiver receives the audio signals within the
present range, the control circuit is informed thereof. In
step S703, the control circuit can directly drive the neb-
ulizer to operate without additional determination.
[0043] Fig. 8 shows a further flow chart describing the
method for driving the nebulizer while incorporating vol-
ume obtained from the acoustic waves according to one
embodiment of the disclosure.
[0044] In beginning, such as in step S801, the audio
receiver receives acoustic waves. In step S803, a signal
processing process, e.g., a Fourier transform, can be
used to retrieve composition of the audio signals obtained
from the acoustic waves. In step S805, a volume of the
acoustic waves can be obtained.
[0045] Afterwards, in step S807, the control circuit de-
termines whether or not the acoustic waves match con-
ditions of predetermined thresholds (e.g. a frequency
threshold and a volume threshold). Such conditions can
refer to both the audio signals and the volume, or only
the audio signals as mentioned in the above embodi-
ments. In one further embodiment of the disclosure, the
control circuit of the nebulizer can rely only on the volume
to make the determination. When both the audio signals
and the volume are referred to as the thresholds for de-
termining whether or not to drive the nebulizer to operate,
the control circuit determines whether or not the audio
signals are within the predetermined frequency range
and the volume is greater than the predetermined thresh-
old. If both the audio signals and the volume meet the
thresholds, such as in step S809, the control circuit gen-
erates a driving signal to activate the driving circuit to
drive the nebulizer to operate. Conversely, if any of the
audio signals or volume does not meet the threshold,
such as in step S811, the control circuit can ignore the
information obtained from the acoustic waves, and return
to step S801 for repeating the steps such as receiving
acoustic waves and obtaining the audio signals.
[0046] As mentioned in the above embodiments, the
volume is related to the force of the inhalation or exha-
lation of the user. In step S807, the circuit system can
rely on the volume as the only condition to determine
whether or not to drive the nebulizer to produce the aer-
osol. When the volume meets the threshold, such as in

step S809, the nebulizer is driven to produce the aerosol;
otherwise, such as in step S811, the nebulizer does not
operate since the volume does not meet the threshold.
The nebulizer continues to operate based on the user’s
inhalation and exhalation while repeating the above
steps.
[0047] It should be noted that the volume acts as a
condition to determine whether or not to drive the neb-
ulizer to operate because a loud volume or large ampli-
tude of the acoustic waves indicates that the user intends
to inhale the nebulized medicine produced by the neb-
ulizer when the user uses his mouth to hold the nebulizer
to breathe. In other words, the user would deliberately
inhale with a force to form an airflow with a flow rate in
the nebulizer when he wishes to take the medicine to be
nebulized by the nebulizer. Therefore, the audio gener-
ator may generate a volume or amplitude that is loud
enough to be received by the audio receiver, thus driving
the nebulizer to operate. Conversely, when the inhalation
of the user is unintentional or during the exhalation stage,
the volume of the acoustic waves may not be enough to
drive the nebulizer to operate once compared with the
threshold. Further, an external airflow that flows into the
nebulizer may be excluded since the volume of the ex-
ternal airflow does not meet the threshold.
[0048] Further, if the volume acts as a reference to
determine whether or not to drive the nebulizer to oper-
ate, the amplitude of the waves forming the volume can
also be used in the determination. The circuit system can
control the vibration element to produce more aerosols
by increasing an output rate if the volume is greater. Few-
er aerosols may be provided if the volume is low but still
meets the threshold. Therefore, the method achieves an
effect of allowing the medicine to be dynamically admin-
istered.
[0049] Fig. 9 shows a flow chart describing the method
for driving the nebulizer based on the volume in one em-
bodiment of the disclosure. In the present example, the
volume is referred to for deciding energy to drive the vi-
brational element.
[0050] In step S901, the control circuit obtains a vol-
ume of the acoustic waves received from the audio re-
ceiver. In step S903, the volume is used to obtain corre-
sponding electrical information based on a predeter-
mined scenario. For example, a lookup table can be in-
corporated herein. The lookup table is configured to
record multiple operating modes of the nebulizer. In the
lookup table, multiple volumes greater than the prede-
termined threshold correspond to multiple driving voltag-
es, and each volume corresponds to a driving voltage
that is used to initiate an operating mode. The lookup
table can be stored in the control circuit of the nebulizer.
In step S905, when the control circuit obtains a volume,
a corresponding driving voltage is decided after querying
the lookup table. In step S907, the driving voltage acts
as a driving signal to activate the driving circuit to drive
the nebulizer. The driving circuit can dynamically adjust
an output rate in order to produce the aerosol.
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[0051] The description of the flow chart shown in Fig.
9 can also be incorporated in the flow chart shown in Fig.
6. When the acoustic waves are obtained, the volume
can also be acquired. In addition to being a reference to
determine whether or not to drive the nebulizer to oper-
ate, the volume can also be referred to in deciding an
operating mode of the nebulizer. By referring to Fig. 7,
the audio receiver can be configured to receive the
acoustic waves within a predetermined frequency range,
and the audio receiver can filter out the acoustic waves
outside the predetermined frequency range. Further, the
nebulizer can be driven to operate when not only the
audio receiver receives the acoustic waves within the
predetermined frequency range, but the condition of the
volume also meets the threshold.
[0052] In conclusion, according to the above embodi-
ments of the method for driving the nebulizer and the
circuit system of the nebulizer, the nebulizer allows the
user to inhale the nebulized medicine. For example,
when the user holds the breathing element of the neb-
ulizer in his mouth to inhale and exhale, inhalation and
exhalation airflows are generated in the nebulizer. The
nebulizer can utilize the inhalation airflow to generate the
audio signals (or in cooperation with the volume) for driv-
ing the aerosol generator. Alternatively, the exhalation
airflow can be used to generate the audio signals for turn-
ing off (i.e., not driving) the nebulizer. Therefore, the neb-
ulizer can operate more effectively and is capable of pre-
venting unnecessary waste.
[0053] The foregoing description of the exemplary em-
bodiments of the disclosure has been presented only for
the purposes of illustration and description and is not
intended to be exhaustive or to limit the disclosure to the
precise forms disclosed. Many modifications and varia-
tions are possible in light of the above teaching.
[0054] The embodiments were chosen and described
in order to explain the principles of the disclosure and
their practical application so as to enable others skilled
in the art to utilize the disclosure and various embodi-
ments and with various modifications as are suited to the
particular use contemplated. Alternative embodiments
will become apparent to those skilled in the art to which
the present disclosure pertains without departing from its
spirit and scope.

Claims

1. A method for driving a nebulizer (100), comprising:

receiving acoustic waves via an audio receiver
(502) of the nebulizer (100); and
determining whether or not the nebulizer (100)
is driven to produce an aerosol in response to
audio signals obtained from the acoustic waves.

2. The method according to claim 1, wherein, when the
audio receiver (502) receives the acoustic waves, a

control circuit (503) is used to determine whether or
not the audio signals are within a predetermined fre-
quency range; wherein, if the audio signals are within
the predetermined frequency range, an aerosol gen-
erator of the nebulizer (100) is driven to produce the
aerosol.

3. The method according to claim 1, wherein the audio
receiver (502) is configured to receive the audio sig-
nals that are specified to be within a predetermined
frequency range; wherein, after the audio signals are
received, a control circuit (503) of the nebulizer (100)
drives an aerosol generator to produce the aerosol.

4. The method according to claim 2 or claim 3, wherein
the audio signals within the predetermined frequen-
cy range are generated from an airflow passing
through the nebulizer (100) that is received by an
audio generator (501) of the nebulizer (100).

5. The method according to claim 4, wherein, when the
audio signals obtained from the acoustic waves are
received, a volume of the acoustic waves is also ob-
tained so as to determine whether or not the neb-
ulizer (100) generates the aerosol according to the
audio signals and the volume.

6. The method according to claim 5, wherein, when the
audio signals are within the predetermined frequen-
cy range and the volume is greater than a predeter-
mined threshold, the control circuit (503) drives the
aerosol generator to produce the aerosol.

7. The method according to claim 6, wherein the aer-
osol generator includes a vibrator which generates
the aerosol by vibration.

8. The method according to claim 7, wherein the control
circuit (503) controls vibration amplitude or vibration
frequency of the vibrator according to the volume so
as to control an output rate for producing the aerosol.

9. A circuit system disposed in a nebulizer (100) for
driving the nebulizer (100), comprising:

an audio receiver (502) used to receive acoustic
waves and being disposed on a path along
which an airflow passes in the nebulizer (100);
an aerosol generator used to produce an aero-
sol; and
a control circuit (503) that is electrically connect-
ed to the audio receiver (502) and the aerosol
generator, and that is used to control operations
of the nebulizer (100), including determining
whether or not to drive the nebulizer (100) to
produce the aerosol in response to audio signals
obtained from the acoustic waves.
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10. The circuit system according to claim 9, wherein,
when the audio receiver (502) receives the acoustic
waves, the control circuit (503) is used to determine
whether or not the audio signals are within a prede-
termined frequency range; wherein, if the audio sig-
nals are within the predetermined frequency range,
the aerosol generator of the nebulizer (100) is driven
to produce the aerosol.

11. The circuit system according to claim 9, wherein the
audio receiver (502) is configured to receive the au-
dio signals that are within a predetermined frequency
range;, wherein, when the audio signals are re-
ceived, the control circuit (503) of the nebulizer (100)
drives the aerosol generator to produce the aerosol.

12. The circuit system according to claim 10 or claim 11,
wherein, when the audio receiver (502) receives the
acoustic waves, the audio signals are obtained from
the acoustic waves and a volume of the acoustic
waves is also obtained, so as to determine whether
or not the nebulizer (100) generates the aerosol ac-
cording to the audio signals and the volume.

13. The circuit system according to claim 12, wherein,
when the audio signals are within the predetermined
frequency range and the volume is greater than a
predetermined threshold, the control circuit (503)
drives the aerosol generator to produce the aerosol.

14. The circuit system according to claim 13, wherein
the aerosol generator includes a vibrator which gen-
erates the aerosol by vibration.

15. The circuit system according to claim 14, wherein
the control circuit (503) controls vibration amplitude
or vibration frequency of the vibrator according to
the volume so as to control an output rate for pro-
ducing the aerosol.

16. The circuit system according to claim 9, wherein the
nebulizer (100) includes an audio generator (501)
that is configured to generate the audio signals within
a predetermined frequency range when receiving
the airflow that passes through the nebulizer (100).

17. The circuit system according to claim 16, wherein
the audio generator (501) includes a reed or an
acoustic structure that is configured to allow the air-
flow to generate the audio signals within the prede-
termined frequency range.

18. The circuit system according to claim 17, wherein
the predetermined frequency range is a common fre-
quency range detectable by a human ear, or an ul-
trasonic frequency range undetectable by the human
ear.
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