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©  Method  and  apparatus  for  measuring  a  three-dimensional  curved  surface  shape. 

@  A  method  and  apparatus  adapted  to  measure  a 
three-dimensional  curved  surface  shape  quantitative- 
ly  with  high  speed.  A  pattern  of  interference  fringes 
on  a  surface  of  an  object  to  be  measured  is  picked 
up  so  that  while  moving  a  reference  plane  (or  the 
object  to  be  measured)  in  the  direction  of  an  optical 
axis,  the  resulting  video  signal  is  processed  to  form 
a  composite  image  in  which  a  value  of  each  of 

ĵ l  picture  elements  is  represented  by  a  position  of  the 
preference  plane  (or  a  position  of  the  object  to  be 

measured)  at  an  instant  that  one  of  positions  on  the 

qq  object  surface  corresponding  to  that  picture  element 
{^in  the  image  attains  a  maximum  brightness.  Then,  a 

.three-dimensional  curved  surface  shape  of  the  object 
to  be  measured  is  measured  on  tne  oasis  or  me 
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METHOD  AND  APPARATUS  FOR  MEASURING  A  THREE-DIMENSIONAL  CURVED  SURFACE  SHAPE 

BACKGROUND  OF  THE  INVENTION 

The  present  invention  relates  to  a  method  and 
apparatus  for  measuring  three-dimensional  curved 
surface  shape  by  means  of  the  interference  of  light. 

The  methods  of  observing  shapes  by  use  of 
the  interference  of  light  have  been  known  from 
olden  times  as  effective  methods  of  observing  the 
fine  irregularities  on  an  object  to  be  measured  in 
the  form  of  a  Pattern.  In  particular,  a  so-called 
interference  microscope  combining  an  interfero- 
meter  and  a  microscope  has  been  widely  used  for 
example  as  shape  measuring  means  (foremost  po- 
sition  measuring  means)  for  measuring  the  formed 
end  of  a  magnetic  head  to  adjust  its  mounting 
position  during  the  assembling  of  the  magnetic 
head  on  the  cylinder  of  a  VTR. 

There  have  been  known  a  number  of  types  of 
interference  microscopes  including  for  example  the 
Michelson  type,  Linnik  type,  Tolansky  type,  Mirau 
type,  etc.  as  shown,  for  example,  in  page  171  of 
FUNDAMENTAL  STUDY  ON  APPLICATION  OF 
LIGHT  TO  MEASUREMENT  (published  by  Society 
for  Automatic  Control  of  Measurement)  and  their 
measuring  principles  are  all  equivalent  to  the  one 
shown  in  Fig.  1. 

In  Fig.  1,  numeral  61  designates  a  light  source, 
62  a  half  mirror,  63  a  reference  mirror,  64  an 
objective  lens,  and  65  an  object  to  be  measured. 

As  shown  in  Fig.  1,  this  measuring  principle 
notes  a  phenomenon  that  due  to  the  interference 
between  the  reflected  light  from  the  surface  of  the 
object  65  to  be  measured  and  the  reflected  light 
from  the  reference  mirror  63,  those  portions  where 
the  differences  in  light  path  length  between  the 
light  beams  are  even  multiples  of  X/2  (X  is  the 
wavelength  of  light)  become  light  and  the  other 
portions  of  odd  multiples  of  X/2  become  dark  there- 
by  developing  on  the  surface  of  the  object  to  be 
measured  contour  fringes  66  of  a  x/2  pitch  (the 
differences  in  light  path  length  have  the  effects  of 
two  times  the  amounts  of  the  irregularities  in  the 
surface  of  the  object). 

While  such  interference  microscope  is  suitable 
for  generally  and  intuitively  looking  down  upon  the 
overall  shape  of  the  object  to  be  measured,  to 
quantitatively  grasp  the  shape  gives  rise  to  the 
following  problems  and  therefore  the  application  of 
such  interference  microscope  to  the  actual  shape 
measurements  is  difficult. 

(1)  To  determine  the  height  of  a  certain  point 
requires  that  the  number  of  fringes  from  a  refer- 
ence  point  be  counted  one  by  one  thus  requiring  a 
huge  amount  of  image  processing. 

(2)  While  the  relative  displacement  between 
two  points  can  be  determined  by  counting  the 
number  of  fringes,  which  one  of  the  two  is  higher 
than  the  other  cannot  be  determined  due  to  the 

5  lack  of  information. 
(3)  It  is  difficult  to  measure  the  height  of  any 

shape  having  stepwise  differences  in  level,  since 
this  makes  it  impossible  to  recognize  the  connec- 
tion  of  the  fringes. 

io  (4)  Where  there  are  considerable  variations 
in  the  surface  reflectance  of  an  object  to  be  mea- 
sured  or  in  the  case  of  an  object  having  irreguralit- 
ies  greater  than  the  coherent  distance  of  light,  the 
interference  fringes  are  deteriorated  in  contrast  and 

15  it  is  difficult  to  extract  the  interference  fringes  thus 
making  it  sometimes  impossible  to  make  the  mea- 
surement. 

On  the  other  hand,  proposals  have  been  made 
20  to  more  quantitatively  measure  the  shape  of  an 

object  to  be  measured  to  overcome  the  foregoing 
difficulties. 

One  such  proposed  method  is  disclosed  in 
Japanese  Laid-Open  Patent  No.  60-11106.  Fig.  2 

25  shows  the  method  disclosed  in  this  Laid-Open  Pat- 
ent  No.  60-11106.  In  the  Figure,  numeral  71  des- 
ignates  an  object  to  be  measured,  72  a  micro- 
scope,  73  a  light  source,  74  a  beam  splitter,  75  a 
reference  light  mirror,  77  a  galvano-mirror,  78  a  slit, 

30  and  79  a  photomultiplier  tube.  Numeral  80  des- 
ignates  a  table,  81  a  motor,  and  82  a  feed  screw. 

In  this  method,  noting  the  fact  that  where  the 
light  source  of  an  interference  microscope  is  one 
which  is  interior  in  coherency  or  a  light  source 

35  having  a  narrow  coherent  range  the  interference 
fringes  become  maximum  in  contrast  when  the 
distance  from  the  light  source  73  to  the  object  to 
be  measured  is  equal  to  the  distance  from  the  light 
source  73  to  the  reference  light  mirror  75,  the 

40  distance  between  the  microscope  72  and  the  ob- 
ject  71  to  be  measured  is  varied  through  the  move- 
ment  of  the  table  80  while  observing  the  reflected 
light  intensity  of  any  given  point  on  the  surface  of 
the  object  71.  Then,  by  detecting  the  relative  posi- 

45  tions  of  the  object  71  and  the  microscope  72  when 
the  peak  value  for  each  period  of  the  interference 
fringe  light  and  dark  level  values  assumes  the 
maximum  value,  the  height  of  the  given  point  is 
measured.  Thus,  while  shifting  the  measuring  point 

so  from  one  to  another  by  means  of  the  galvano- 
mirror  77,  the  above-mentioned  measurement  is 
repeated  thereby  measuring  the  entire  shape  of  the 
object  71  . 

While  this  method  is  advantageous  in  terms  of 
the  quantitative  property  of  measurements,  basi- 
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ally  the  measurements,  basically  the  measure- 
lent  is  made  point  by  point  thus  requiring  much 
me  for  the  measurements  and  in  reality  it  is 
lifficult  to  measure  the  three-dimensional  profile  of 
ie  surface  of  an  object  to  be  measured  with  a  high 
legree  of  spatial  resolution. 

SUMMARY  OF  THE  INVENTION 

It  is  an  object  of  the  present  invention  to  pro- 
ide  a  method  and  apparatus  for  measuring  a 
hree-dimensional  curved  surface  shape  quantita-  - 
ively  with  high  speed. 

In  accordance  with  the  invention,  while  picking 
ip  the  pattern  of  interference  fringes  on  the  surface 
if  an  object  to  be  measured  and  moving  a  refer- 
snce  plane  (or  the  object  to  be  measured)  in  the 
lirection  of  an  optical  axis,  the  resulting  video 
iignal  is  processed  to  form  a  composite  image  in 
vhich  the  value  of  each  of  picture  elements  in  the 
mage  is  represented  by  the  position  of  the  refer- 
>nce  plane  (or  the  position  of  the  object  to  be 
neasurement)  at  the  instant  that  the  point  on  the 
@bject  surface  corresponding  to  that  picture  ele- 
nent  has  the  maximum  brightness.  Then,  the 
hree-dimensional  curved  surface  shape  of  the  ob- 
ect  to  be  measured  is  measured  in  accordance 
vith  the  composite  image. 

As  a  result,  the  three-dimensional  profile  of  an 
3bject  to  be  measured  can  be  measured  in  the 
brm  of  a  pattern  by  a  single  scanning  of  the 
eference  plane  (or  the  object  to  be  measured)  in 
he  direction  of  the  optical  axis,  with  the  result  that 
f,  for  example,  a  television  camera  is  employed  as 
mage  pickup  means,  the  three-dimensional  profile 
Df  the  object  surface  can  be  measured  quantita- 
:ively  in  high  speed  with  a  resolution  corresponding 
:o  the  spatial  resolution  of  the  television  camera. 

It  is  to  be  noted  that  an  interference  fringe 
generating  microscope  is  used  for  example  as  a 
means  of  generating  interference  fringes  and  its 
light  source  comprises  one  which  is  poor  in  coher- 
ence  property. 

BRIEF  DESCRIPTION  OF  THE  DRAWINGS 

Fig.  1  is  a  schematic  diagram  for  explaining 
the  principle  of  an  interference  microscope. 

Fig.  2  is  a  block  diagram  showing  a  conven- 
tional  three-  dimensional  curved  surface  shape 
measuring  apparatus. 

Fig.  3A  is  a  schematic  diagram  for  explain- 
ing  the  measuring  principle  of  the  present  inven- 
tion. 

r-ig.  od  is  a  cnaracierisuc  uiayreiiii  siiuwmy 
the  relation  between  the  position  of  a  reference 
mirror  and  the  pattern  of  interference  fringes. 

Fig.  4  is  a  characteristic  diagram  showing 
;  variations  in  the  reflection  intensity  at  a  point  B  with 

the  movement  of  the  reference  mirror. 
Fig.  5  is  a  block  diagram  showing  a  three- 

dimensional  curved  surface  shape  measuring  ap- 
paratus  according  to  an  embodiment  of  the  inven- 

o  tion. 
Fig.  6  is  a  schematic  diagram  showing  the 

light  interference  system  in  the  apparatus  of  Fig.  5. 
Fig.  7  is  a  block  diagram  showing  an  exam- 

ple  of  the  image  composing  circuit  in  Fig.  5. 
5 

DESCRIPTION  OF  THE  PREFERRED  EMBODI- 
MENT 

to  Before  describing  an  embodiment  of  the  inven- 
tion,  the  measuring  principle  of  the  invention  will 
now  be  described  with  reference  to  Figs.  3A,  3B 
and  4.  Fig.  3A  is  a  schematic  diagram  for  explain- 
ing  the  measuring  principle  of  this  invention,  and 

b  Fig.  3B  is  a  characteristic  diagram  showing  the 
relation  between  the  reference  mirror  position  and 
the  interference  fringe  pattern.  Fig.  4  is  a  char- 
acteristic  diagram  showing  variations  of  the  reflec- 
tion  intensity  at  a  point  B(see  Fig.  3A)  due  to  the 

10  movement  of  the  reference  mirror.  In  Fig.  3A,  nu- 
meral  1  designates  an  interference  microscope  in- 
cluding  a  light  source  2,  a  half  mirror  3,  a  mount  4, 
a  specimen  5,  a  reference  mirror  6  and  an  objec- 
tive  mirror  7.  Numeral  9  designates  a  television 

?5  camera,  9a  a  television  monitor,  and  14  an  image 
composing  circuit. 

When  the  surface  of  the  specimen  5  is  ob- 
served  by  the  television  camera  9  by  use  of  the 
interference  microscope  1  ,  interference  fringes  due 

w  to  the  difference  in  optical  length  between  the 
irregularities  in  the  surface  of  the  specimen  and  the 
reference  mirror  6  are  observed. 

At  this  time,  if  the  light  source  2  is  one  having 
a  poor  coherency,  the  resulting  interference  fringes 

45  form  a  pattern  such  that  the  contrast  becomes 
maximum  at  the  position  where  the  difference  in 
optical  path  length  between  the  specimen  surface 
and  the  reference  mirror  surface  is  reduced  to  zero 
and  the  contrast  is  rapidly  attenuated  with  increase 

so  in  the  optical  path  length  difference. 
As  a  result,  if  the  reference  mirror  6  is  moved 

relative  to  the  specimen  5  having  a  triangular 
shape  in  section  as  shown  in  Fig.  3A,  as  shown  by 
the  changes  of  the  interference  fringe  pattern  in 

55  Fig.  3B,  the  manner  in  which  the  point  of  the 
maximum  interference  fringe  contrast  is  shifted 
gradually  is  observed. 

At  this  time,  noting  a  point,  e.g.,  the  point  B  on 
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the  specimen  surface,  as  the  reference  mirror  6  is 
moved,  the  reflection  intensity  at  the  point  B  varies 
as  shown  in  Fig.  4  so  that  the  reflection  brightness 
becomes  maximum  when  the  reference  mirror  6 
arrives  at  a  position  A  where  its  mirror  image 
passes  through  the  point  B. 

This  phenomenon  means  that  while  scanning 
the  reference  mirror  6  in  the  direction  of  the  optical 
path  to  observe  the  reflection  intensity  at  each  of 
all  the  points  in  the  field  of  view  from  moment  to 
moment,  if  the  image  composing  circuit  14  per- 
forms  an  image  composing  processing  such  that 
the  value  of  each  point  is  represented  by  the 
position  of  the  reference  mirror  6  at  which  the 
reflection  intensity  has  the  maximum  value,  the 
three-dimensional  profile  of  the  object  to  be  mea- 
sured  can  be  measured  as  a  pattern. 

Next,  an  embodiment  of  the  invention  will  be 
described  with  reference  to  the  drawings.  Fig.  5  is 
a  block  diagram  showing  a  three-dimensional 
curved  surface  shape  measuring  apparatus  accord- 
ing  to  the  embodiment  of  the  invention  and  Fig.  6 
is  a  schematic  diagram  for  explaining  the  interfer- 
ence  optical  system  in  Fig.  5.  Fig.  7  is  a  block 
diagram  of  the  image  composing  circuit  in  Fig.  5. 

In  Fig.  5,  the  light  emitted  from  the  light  source 
2  of  the  microscope  1  is  divided  into  two  parts  by 
the  half  mirror  3  so  that  after  these  beams  have 
been  respectively  reflected  by  the  surface  of  speci- 
men  5  placed  on  the  mount  4  and  the  reference 
mirror  6,  the  reflected  beams  of  light  are  again 
superimposed  one  upon  another  at  the  half  mirror  3 
and  focussed  by  the  objective  lens  7  on  the  image 
pickup  surface  of  the  television  camera  9  through 
the  lens  tube  8. 

At  this  time,  the  two  beams  of  light  interfere 
with  each  other  so  that  interference  fringes  of  a  X/2 
(  x  =  wavelength  of  light)  pitch  are  produced  in 
accordance  with  the  difference  in  optical  path 
length  between  the  surface  of  the  specimen  5  and 
the  plane  of  the  reference  mirror  6.  In  particular, 
this  embodiment  employs  light  of  inferior  coher- 
ency  as  the  light  source  2  so  as  to  produce  an 
interference  fringe  pattern  such  that  as  for  exam- 
ple,  the  light  intensity  of  the  interference  fringes 
becomes  maximum  at  the  position  where  the  dif- 
ference  in  optical  path  length  between  the  surface 
of  the  specimen  5  and  the  plane  of  the  reference 
mirror  6  is  reduced  to  zero  and  the  contrast  of  the 
interference  fringes  is  rapidly  attenuated  with  in- 
crease  in  the  optical  path  length  difference  as 
shown  in  Fig.  4. 

The  reference  mirror  6  is  arranged  so  that  it 
makes  a  parallel  movement  in  the  optical  axis 
direction  through  a  reference  mirror  driving  mecha- 
nism  11  which  is  controlled  by  a  reference  mirror 
position  controller  10.  Thus,  when  the  visual  field  of 
the  microscope  is  observed  by  the  television  cam- 

era  9  while  moving  the  reference  mirror  6  by  the 
reference  mirror  driving  mechanism  1  1  ,  as  with  the 
characteristic  diagram  of  Fig.  3B,  the  manner  in 
which  the  interference  fringe  pattern  equivalent  to 

5  contour  lines  is  gradually  moved  in  the  height 
direction  on  the  specimen  5  is  observed. 

A  shape  measuring  apparatus  12  is  designed 
so  that  the  scanning  of  the  reference  mirror  6  is 
controlled  through  the  reference  mirror  position 

w  controller  10  and  simultaneously  the  shape  of  the 
specimen  is  measured  in  accordance  with  the  vid- 
eo  signal  generated  from  the  television  camera  9 
and  the  reference  mirror  position  signals  generated 
from  the  reference  mirror  position  controller  10. 

75  The  apparatus  12  includes  a  sequence  controller 
13  for  controlling  the  sequence  of  measuring  oper- 
ations  and  an  image  composing  circuit  14  which 
will  be  described  later  and  it  has  a  function  so  that 
the  video  signal  generated  from  the  television  cam- 

20  era  9  while  scanning  the  reference  mirror  6  is 
processed  from  moment  to  moment  to  form  a 
composite  image  in  which  the  value  of  each  of 
picture  elements  in  the  image  is  represented  by 
the  position  of  the  reference  mirror  6  at  instant  that 

25  the  point  corresponding  to  that  picture  element  has 
the  maximum  brightness. 

When  making  the  measurement,  in  response  to 
a  start  signal  applied  externally  the  sequence  con- 
troller  13  applies  a  command  to  the  reference 

30  mirror  position  controller  10  to  set  the  reference 
mirror  6  in  the  initial  position.  When  this  occurs,  the 
reference  mirror  position  controller  10  sets  the  ref- 
erence  mirror  6  in  the  initial  position  through  the 
reference  mirror  driving  mechanism  1  1  and  it  also 

35  resets  the  mirror  position  signal  to  zero. 
Thereafter,  the  sequence  controller  13  applies 

a  drive  start  command  to  the  reference  mirror 
position  controller  10  and  it  also  applies  a  process- 
ing  start  command  to  the  image  composing  circuit 

40  14.  Consequently,  the  reference  mirror  driving 
mechanism  11  scans  the  reference  mirror  6  over 
such  a  range  that  there  always  occurs  a  moment  at 
which  the  difference  in  optical  path  length  between 
the  specimen  5  and  the  reference  mirror  6  is 

45  reduced  to  zero  with  respect  to  each  of  all  the 
shape  measuring  points  on  the  surface  of  the 
specimen  5.  Simultaneously  with  the  start  of  the 
scanning  of  the  reference  mirror  6,  the  image  com- 
posing  circuit  14  begins  the  processing  of  the 

so  video  signal  generated  from  the  television  camera 
9  so  that  the  previously  mentioned  image  compos- 
ing  processing  is  performed  during  the  time  that 
the  reference  mirror  6  is  scanned. 

When  the  scanning  of  the  reference  mirror  6 
55  over  the  given  range  is  completed,  the  image  com- 

posing  circuit  14  completes  the  processing  in  re- 
sponse  to  the  command  from  the  sequence  con- 
troller  13.  At  this  time,  the  data  corresponding  to 

4 
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ie  three-dimensional  profile  of  the  specimen  5  is 
tored  in  the  memory  of  the  image  composing 
ircuit  14  and  the  data  is  suitably  transferred  to  a 
igher-rank  computer  is  response  to  the  command 
lerefrom. 

An  embodiment  of  the  image  composing  circuit 
4  forming  a  constitutional  element  of  the  above- 
lescribed  shape  measuring  apparatus  12  will  now 
>e  described  with  reference  to  Fig.  7. 

The  image  composing  circuit  14  includes  a 
naximum  brightness  image  processing  unit  15  for 
irocessing  the  video  signal  applied  from  the  televi- 
;ion  camera  9  to  compute  the  brightness  of  the 
nstant  that  it  becomes  brightest  for  each  of  the 
@icture  elements,  and  a  composite  image  process- 
rig  unit  16  for  performing  an  image  composing 
>rocessing  in  a  manner  that  the  value  of  each 
@icture  element  is  represented  by  the  reference 
nirror  position  signal  at  the  instant  that  the  picture 
•lement  has  the  maximum  brightness  in  time.  It 
ilso  included,  for  purposes  of  controlling  the  for- 
ner  circuits,  a  synchronizing  circuit  17,  a  memory 
iddress  generating  circuit  18  and  an  output  control 
:ircuit  19. 

The  maximum  brightness  image  processing 
jnit  15  includes  mainly  a  maximum  brightness 
mage  memory  20  comprising  a  buffer  memory  for 
naximum  brightness  image  processing  purposes 
is  well  as  an  A/D  converter  circuit  21  responsive  to 
he  timing  signals  generated  from  the  synchroniz- 
ng  circuit  17  to  digitize  the  video  signal  by  A/D 
inversion,  a  maximum  brightness  image  memory 
;ontrol  circuit  22  for  controlling  the  reading  and 
writing  of  data  into  the  maximum  brightness  image 
-nemory  addresses  designated  by  the  memory  ad- 
dress  generating  circuit  18,  a  comparator  circuit  23 
@or  comparing  the  signal  level  of  the  image  applied 
irom  the  television  camera  9  with  the  value  of  each 
oicture  element  in  the  corresponding  address  of 
the  maximum  brightness  imaga  memory  20  to  se- 
lect  and  output  greater-valued  one  of  the  two,  and 
a  switch  circuit  24. 

On  the  other  hand,  the  composite  image  pro- 
cessing  unit  16  includes  mainly  a  composite  image 
memory  25  for  storing  the  results  of  composite 
image  processing  as  well  as  a  composite  image 
memory  control  circuit  26  having  a  function  of 
responding  to  the  output  signal  from  the  compara- 
tor  circuit  23  of  the  maximum  brightness  image 
processing  unit  15  so  that  when  the  input  signal 
from  the  television  camera  9  is  greater  than  the 
value  of  the  picture  element  at  the  corresponding 
address  of  the  maximum  brightness  image  mem- 
ory  20,  the  current  reference  mirror  position  signal 
is  written  into  the  composite  image  memory  28. 

The  image  composing  circuit  14  starts  at  the 
timing  of  beginning  of  the  processing  with  the 
maximum  brightness  image  memory  20  and  the 

composite  memory  Deing  cieareu  iu  ^eiu,  au 
that  while  digitizing  the  video  signal  applied  from 
the  television  camera  9  by  the  A/D  converter  circuit 
21,  the  value  of  the  video  signal  or  the  value  of 

;  each  of  the  picture  elements  is  compared  with  the 
value  of  that  picture  element  in  the  maximum 
brightness  image  memory  20  which  corresponds  to 
the  position  of  the  former  picture  element  so  that 
only  when  the  value  of  the  video  signal  is  greater, 

o  the  value  of  the  picture  element  in  the  maximum 
brightness  image  memory  20  is  updated  by  the 
value  of  the  video  signal  and  simultaneously  the 
reference  mirror  position  signal  is  written  into  the 
corresponding  picture  element  of  the  composite 

5  image. 
In  this  way,  during  the  period  of  time  that  is 

commanded  by  the  externally  applied  processing 
control  signal,  the  above-mentioned  processing  is 
performed  so  that  the  previously  mentioned  de- 

;o  sired  image  is  formed  in  the  composite  image 
memory  25  upon  the  completion  of  the  processing. 
The  thus  processed  composite  image  is  transferred 
to  the  following  processing  circuit  or  a  higher-rank 
computer  through  the  output  control  circuit  19. 

»5  While  the  above-described  embodiment  shows 
an  example  of  the  apparatus  constructed  on  the 
basis  of  a  Michelson-type  interference  microscope, 
as  will  be  seen  readily,  the  principle  of  the  inven- 
tion  is  also  applicable  to  any  other  interference 

!0  microscope  such  as  the  Mirau  type  or  Linnik  type, 
and  also  it  is  needless  to  say  that  the  same  princi- 
ple  holds  by  moving  the  mount  4  in  the  direction  of 
the  optical  axis  to  scan  the  surface  of  a  specimen 
instead  of  scanning  the  reference  mirror  and  that 

35  the  invention  is  not  necessarily  limited  to  the  op- 
tical  system  of  the  above-described  embodiment. 
In  addition,  the  invention  is  applicable  to  any  inter- 
ferometer  employing  no  microscope. 

Further,  while  the  above-described  embodi- 
40  ment  is  constructed  so  as  to  perform  the  image 

composing  which  codes  the  positions  of  the  refer- 
ence  mirror,  any  quantities  can  be  effectively  cod- 
ed  provided  that  these  quantities  are  equivalent  to 
the  positions  of  the  reference  mirror.  For  instance, 

45  it  is  possible  to  arrange  so  that  under  the  presump- 
tion  that  the  reference  mirror  is  scanned  at  a  con- 
stant  speed,  a  composite  image  coded  by  the 
times  after  the  start  of  the  scanning  is  formed  first 
and  after  the  completion  of  the  scanning  the  corn- 

so  posite  image  is  converted  to  values  corresponding 
to  the  positions  of  the  reference  mirror  on  the  basis 
of  the  scanning  speed  by  a  separate  processing 
circuit  following  the  image  composing  circuit  14  in 
the  shape  measuring  apparatus  12,  thereby  mea- 

55  suring  the  shape  of  a  specimen. 
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Claims 

1  .  A  method  of  measuring  a  three-dimensional 
ourved  surface  shape  comprising  the  steps  of: 
producing  interference  fringes  on  a  surface  of  an 
object  to  be  measured  in  accordance  with  a  dif- 
ference  in  optical  path  length  between  the  surface 
of  said  object  to  be  measured  and  a  reference 
plane: 
measuring  a  position  of  said  reference  plane  or  of 
a  reference  surface  of  said  object  to  be  measured 
in  the  direction  of  an  optical  path  or  a  quantity 
equivalent  to  said  position  while  moving  said  refer- 
ence  plane  or  said  object  in  said  optical  axis  direc- 
tion; 
picking  up  a  pattern  of  said  interference  fringes 
produced  on  the  surface  of  said  object  to  be  mea- 
sured: 
processing  from  moment  to  moment  a  video  signal 
generated  by  picking  up  the  surface  of  said  object 
to  be  measured  to  form  a  composite  image  in 
which  a  value  of  each  of  picture  elements  is  repre- 
sented  by  a  position  of  said  reference  plane  or  said 
object  reference  surface  in  said  optical  axis  direc- 
tion  or  a  quantity  equivalent  thereto  at  an  instant 
that  one  of  positions  on  said  object  surface  cor- 
responding  to  each  said  picture  element  attains  a 
maximum  brightness;  and 
measuring  a  three-dimensional  curved  surface 
shape  of  said  object  to  be  measured  in  accordance 
with  said  composite  image. 

2.  An  apparatus  for  measuring  a  three-dimen- 
sional  curved  surface  shape  comprising: 
interference  fringe  generating  means  for  producing 
interference  fringes  on  a  surface  of  an  object  to  be 
measured  in  accordance  with  a  difference  in  optical 
path  length  between  the  surface  of  said  object  to 
be  measured  and  a  reference  plane: 
scanning  means  for  moving  said  reference  plane  or 
said  object  to  be  measured  in  the  direction  of  an 
optical  axis; 
position  measuring  means  for  measuring  a  position 
of  said  reference  plane  or  of  a  reference  surface  of 
said  object  to  be  measured  in  said  optical  axis 
direction  or  a  quantity  equipment  thereto; 
image  pickup  means  for  picking  up  a  pattern  of 
said  interference  fringes  produced  on  the  surface 
of  said  object  to  be  measured;  and 
image  composing  means  for  processing  from  mo- 
ment  to  moment  a  video  signal  generated  from 
said  image  pick  means  to  form  a  composite  image 
in  which  a  value  of  each  of  picture  elements  is 
represented  by  a  position  of  said  reference  plane 
or  said  object  reference  surface  in  said  optical  path 
direction  or  a  quantity  equivalent  thereto  at  an 
instant  that  one  of  positions  on  said  object  surface 
corresponding  to  each  said  picture  element  attains 
a  maximum  brightness, 

whereby  a  three-dimensional  curved  surface  shape 
of  said  object  to  be  measured  is  measured  by 
performing  a  computational  processing  on  the  ba- 
sis  of  said  composite  image  formed  by  said  image 

5  composing  means. 
3.  An  apparatus  according  to  claim  2,  wherein 

said  image  composing  means  comprises: 
maximum  brightness  image  memory  means  for 
storing  a  maximum  level  of  said  video  signal  for 

10  each  of  picture  elements  thereof  within  said  pre- 
determined  period  of  time; 
maximum  brightness  processing  means  for  com- 
paring  said  video  signal  and  a  signal  stored  in  said  - 
maximum  brightness  image  memory  means  with 

is  respect  to  each  corresponding  picture  elements 
thereof  to  write  greater-valued  one  thereof  into  said 
maximum  brightness  image  memory  means; 
composite  image  memory  means  for  storing  for 
each  of  said  picture  elements  a  count  of  synchro- 

20  nizing  signals  or  a  value  of  one  of  said  external 
input  signals  at  an  instant  that  said  video  signal 
attains  the  highest  level  during  said  predetermined 
period  of  time;  and 
composite  image  processing  means  whereby  for 

25  each  said  picture  element  for  which  said  maximum 
brightness  image  processing  means  determines 
that  said  video  signal  is  greater  than  said  signal 
stored  in  said  maximum  brightness  image  memory 
means,  a  count  value  of  sinchronizing  signals  or  a 

30  value  of  one  of  said  external  input  signals  at  the 
instant  of  said  determination  is  written  into  said 
composite  image  memory  means. 

4.  An  apparatus  according  to  claim  2,  wherein 
said  interference  fringe  generating  means  com- 

35  prises  an  interference  microscope. 
5.  An  apparatus  according  to  claim  3,  wherein 

said  interference  fringe  generating  means  includes 
a  source  of  light  having  an  inferior  coherency. 
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