
(19) J  
Europaisches  Patentamt 

European  Patent  Office 

Office  europeen  des  brevets (11) E P   0  9 6 3   9 4 6   A 1  

(12) EUROPEAN  PATENT  A P P L I C A T I O N  
published  in  accordance  with  Art.  158(3)  EPC 

(43)  Date  of  publication:  (51)  |nt.  CI.6:  C01  B  31/30,  C21  B  1  5 /00  
15.12.1999  Bulletin  1999/50 

(86)  International  application  number: 
(21)  Application  number:  98905666.8  PCT/JP98/00791 

(22)  Date  of  filing:  25.02.1998  (87)  International  publication  number: 
WO  98/38129  (03.09.1998  Gazette  1998/35) 

(84)  Designated  Contracting  States:  •  UCHIYAMA,  Yoshio 
AT  BE  DE  DK  ES  FR  GB  IT  LU  NL  SE  Hyogo  673-0883  (JP) 

•  NAKATANI,  Junya 
(30)  Priority:  28.02.1997  JP  4576397  Hyogo  655-0885  (JP) 

•  NAKAZAWA,  Teruyuki 
(71)  Applicants:  Tokyo  184-0011  (J  P) 

•  Kawasaki  Jukogyo  Kabushiki  Kaisha  .  nic-  Akio 
Kobe-shi,  Hyogo  650-8670  (JP)  Tok^0  204-0022  (JP) 

•  MITSUBISHI  CORPORATION 
Tokyo  100-8086  (J  P)  (74)  Representative: 

West,  Alan  Harry  et  al 
(72)  Inventors:  R.G.C.  Jenkins  &  Co. 

•  INOUE,  Eiji  26  Caxton  Street 
Higashinada-ku,Kobe-shi,Hyogo  658-0015  (JP)  London  SW1H  0RH  (GB) 

•  MIYASHITA,  Torakatsu 
Hyogo  654-01  52  (JP) 

CO 

<7> 
CO 
CO 
<7> 
O  
Q_ 
LU 

(54)  PRODUCTION  METHOD  OF  IRON  CARBIDE 

(57)  Provided  is  a  method  for  efficiently  producing 
iron  carbide  depending  on  a  particle  size  of  an  iron-con- 
taining  material  or  the  progress  of  reaction. 

In  a  f  luidized  bed  reactor  7,  a  coarse  iron  ore  is  f  lu- 
idized  in  blocks  8a  to  8  e,  a  fine  iron  ore  is  fluidized  in 
blocks  9a  to  9d,  and  a  flow  rate  of  a  reaction  gas  sup- 
plied  to  the  blocks  for  the  fine  iron  ore  is  regulated  by  a 
flow  regulating  valve  1  1  . 

[Fig.  5] 

Fluidized  bed  reactor 
7 
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Description 

[  Technical  Field  ] 

5  [0001  ]  The  present  invention  relates  to  a  method  for  producing  iron  carbide  suitable  for  a  raw  material  for  iron  making 
and  steel  making  which  comprises  iron  carbide  (Fe  3  C)  as  the  main  component,  for  example,  a  raw  material  for  steel 
making  which  is  used  in  an  electric  furnace  and  the  like 

[  Background  Art  ] 
10 

[0002]  The  production  of  steel  normally  comprises  the  steps  of  converting  iron  ore  to  pig  iron  using  a  blast  furnace, 
and  thereafter  converting  the  pig  iron  into  steel  using  an  open  hearth  furnace  or  a  converter.  Such  a  traditional  method 
requires  large  amounts  of  energy  and  large-  scale  equipment,  and  has  a  high  cost.  Therefore,  for  a  small-  scale  steel- 
making,  a  method  comprising  the  steps  of  directly  converting  iron  ore  into  raw  materials  used  in  the  steel-  making  fur- 

15  nace,  and  converting  the  raw  material  into  steel  using  an  electric  furnace  and  the  like  has  been  used.  With  respect  to 
direct  steel  making  process,  a  direct  reduction  process  has  been  used  to  convert  iron  ore  into  reduced  iron.  However, 
the  reduced  iron  produced  by  the  direct  reduction  process  is  highly  reactive  and  reacts  with  oxygen  in  the  air  to  gener- 
ate  heat.  Therefore,  it  is  necessary  to  seal  the  reduced  iron  with  an  inert  gas,  or  by  some  other  measures,  during  trans- 
portation  and  storage  of  the  reduced  iron.  Accordingly,  iron  carbide  (Fe  3  C)  containing  a  comparatively  high  iron  (Fe) 

20  content,  and  which  has  a  low  reaction  activity  and  can  be  easily  transported  and  stored,  has  recently  been  used  as  the 
iron-containing  material  for  steel  making  in  an  electric  furnace  and  the  like. 
[0003]  Furthermore,  an  iron-  making  or  steel-making  material  containing  iron  carbide  as  the  main  component  is  not 
only  easy  to  be  transported  and  stored,  but  also  has  the  advantage  that  the  carbon  combined  with  iron  element  can  be 
used  as  a  source  of  energy  in  an  iron-making  or  steel-making  furnace,  and  can  be  used  as  a  source  to  generate  micro- 

25  bubbles  which  reduce  nitrogen  in  the  steel-making  bath. 
[0004]  Therefore,  raw  materials  for  iron  making  or  steel  making  containing  iron  carbide  as  the  main  component 
recently  have  attracted  special  interest. 
[0005]  According  to  a  conventional  method  for  producing  iron  carbide,  a  fine  iron  ore  is  charged  into  a  fluidized  bed 
reactor  or  the  like,  and  is  caused  to  react  with  a  gas  mixture  comprising  a  reducing  gas  (e.g.,  hydrogen  gas)  and  a  car- 

30  burizing  gas  (e.g.,  methane  gas  and  the  like)  at  a  predetermined  temperature.  Thus,  iron  oxides  (e.g.,  hematite  (Fe  2  O 
3),  magnetite  (Fe  3  O  4  ),  wustite  (FeO))  in  iron  ore  are  reduced  and  carburized  in  a  single  process  (which  means  a  proc- 
ess  performed  by  simultaneously  introducing  a  reducing  gas  and  a  carburizing  gas  to  a  single  reactor).  This  reaction  is 
performed  by  the  following  overall  reaction  formula. 

35  3Fe203  +  5H2  +  2CH4->2Fe3C  +  9H20  

[0006]  The  prior  art  in  the  field  of  the  present  invention  has  been  described,  for  example,  in  the  publication  of  the  Jap- 
anese  translation  of  International  Patent  Application  No.  6-501983,  for  example. 
[0007]  In  order  to  easily  understand  the  present  invention,  an  example  of  an  apparatus  for  producing  iron  carbide 

40  according  to  the  prior  art  will  be  described  below.  For  example,  an  apparatus  shown  in  Fig.  1  has  been  known.  With 
reference  to  Fig.  1  ,  the  reference  number  1  denotes  a  fluidized  bed  reactor.  Fluidized  bed  reactor  1  has  a  bottom  part 
to  which  a  line  2  for  supplying  reaction  gases  (a  reducing  gas  and  a  carburizing  gas)  is  connected,  and  a  top  part  to 
which  a  line  3  for  discharging  the  gas  after  reaction  is  connected.  The  reference  number  4  denotes  a  preheating  fur- 
nace.  A  fine  iron  ore  fed  to  preheating  furnace  4  is  subjected  to  a  preheating  treatment  for  a  predetermined  time  in  pre- 

45  heating  furnace  4.  Then,  the  preheated  iron  ore  is  fed  into  fluidized  bed  reactor  1  through  a  line  5,  and  is  subjected  to 
a  reducing  and  carburizing  reaction  for  a  predetermined  time  at  a  predetermined  reaction  temperature  and  reaction 
pressure  in  fluidized  bed  reactor  1  .  Thus,  iron  carbide  product  is  discharged  from  a  line  6. 
[0008]  In  the  case  where  a  particle  size  distribution  of  the  iron  ore  is  wide,  it  is  difficult  to  proceed  the  reaction  effi- 
ciently.  The  reason  is  as  follows.  In  order  to  proceed  the  reaction  efficiently,  it  is  preferable  that  a  velocity  of  a  fluidized 

so  gas  should  be  comparatively  increased  in  fluidized  bed  reactor  1  if  major  particle  size  of  the  iron  ore  is  large  (coarse) 
but  fine  ores  should  be  blown  off,  and  that  the  velocity  of  the  fluidized  gas  should  be  comparatively  decreased  in  fluid- 
ized  bed  reactor  1  if  major  particle  size  of  the  iron  ore  is  small  (fine)  but  coarse  ores  should  not  be  fluidized.  There  are 
preferable  process  conditions  depending  on  respective  particle  sizes.  Furthermore,  a  moving  bed  reactor  is  preferable 
for  the  iron  ore  having  a  large  particle  size.  A  gas  for  proceeding  the  reaction  can  easily  pass  through  a  gap  in  the  large 

55  uniform  particle  size.  An  increase  in  the  flow  rate  of  the  fluidized  gas  for  f  luidization  causes  generation  of  fine-  sized  iron 
ore  by  a  further  friction  of  particles  and  is  disadvantageous  to  a  yield  of  iron  ores. 
[0009]  As  indicated  in  the  overall  reaction  formula,  a  particle  of  Fe  2  O  3  is  converted  into  a  particle  of  Fe  3  C  having 
about  3  /  4  of  an  original  weight.  Furthermore,  the  fine  iron  ores  rub  against  each  other  during  f  luidization  so  that  their 
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particle  sizes  are  gradually  reduced.  Taking  it  into  consideration  that  the  weight  of  the  fluidized  material  (fine  iron  ore) 
is  gradually  reduced  as  the  reaction  proceeds,  it  is  preferable  that  the  velocity  of  the  reaction  gas  to  be  supplied  to  the 
fluidized  bed  reactor  should  be  comparatively  increased  in  the  former  half  of  the  reaction  and  be  comparatively 
decreased  in  the  latter  half  of  the  reaction  in  order  to  proceed  the  reaction  efficiently.  Since  there  are  proper  process 

5  conditions  according  to  the  progress  of  the  reaction,  it  is  not  preferable  that  the  reducing  reaction  and  the  carburizing 
reaction  should  be  performed  under  the  same  process  conditions  in  the  fluidized  bed  reactor. 
[0010]  In  consideration  of  the  above-mentioned  problems  of  the  prior  art,  it  is  an  object  of  the  present  invention  to 
provide  a  method  for  efficiently  producing  iron  carbide  depending  on  a  particle  size  of  an  iron-containing  material  or  the 
progress  of  reaction. 

10 
[  Disclosure  of  Invention  ] 

[001  1  ]  In  order  to  attain  the  above-mentioned  object,  the  present  invention  provides  a  method  for  efficiently  producing 
iron  carbide  by  classifying  a  fine  iron-containing  material  for  iron  making  into  several  grades  according  to  a  particle  size, 

15  and  by  reducing  and  carburizing  the  iron-containing  material  corresponding  to  the  respective  particle  sizes. 
[001  2]  A  first  aspect  of  the  present  invention  is  directed  to  a  method  for  producing  iron  carbide  comprising  the  steps 
of  classifying  a  fine  iron-containing  material  for  iron  making  into  several  grades  according  to  a  particle  size,  and  reduc- 
ing  and  carburizing  each  iron-containing  material  belonging  to  each  grade.  According  to  the  first  aspect  of  the  present 
invention,  it  is  possible  to  treat  a  fine  iron-  containing  material  for  iron  making  which  has  a  wide  particle  size  distribution. 

20  By  selecting  the  process  conditions  depending  on  a  particle  size,  iron  carbide  can  be  produced  efficiently. 
[001  3]  A  second  aspect  of  the  present  invention  is  directed  to  the  method  for  producing  iron  carbide  according  to  the 
first  aspect  of  the  present  invention,  wherein  the  fine  iron-containing  material  for  iron  making  is  classified  into  several 
grades  according  to  a  particle  size  after  preheating.  According  to  the  second  aspect  of  the  present  invention,  the  follow- 
ing  effects  can  be  obtained  in  addition  to  the  above-  mentioned  effects.  More  specifically,  if  it  is  difficult  to  classify  a  wet 

25  iron-  containing  material,  a  classifying  operation  itself  can  easily  be  performed  because  the  classification  is  performed 
in  a  dry  state  after  preheating  or  a  first  stage  reaction  process.  Furthermore,  the  present  invention  is  suitable  for  treating 
such  iron-containing  material  as  the  fine  iron  ore  generated  from  a  raw  material  which  is  easily  broken  by  heat  does  not 
become  a  by-product  but  a  product. 
[0014]  A  third  aspect  of  the  present  invention  is  directed  to  the  method  for  producing  iron  carbide  according  to  the 

30  second  aspect  of  the  present  invention,  wherein  reducing  and  carburizing  reaction  process  comprise  a  first  stage  reac- 
tion  process  for  performing  a  part  of  reducing  reaction  and  then  a  second  stage  reaction  process  for  performing  further 
reducing  and  carburizing  reaction.  According  to  the  third  aspect  of  the  present  invention,  the  following  effects  can  be 
obtained  in  addition  to  the  above-mentioned  effects.  Various  countermeasures  can  be  taken  for  each  process  which 
cannot  be  performed  by  the  method  for  producing  iron  carbide  in  a  single  reactor  process  according  to  the  prior  art. 

35  Thus,  a  flexible  process  can  be  attained.  Consequently,  a  conversion  rate  and  a  reaction  speed  can  easily  be  controlled. 
Furthermore,  the  energy  consumed  in  the  generation  of  the  by-product  can  be  recovered  effectively. 
[001  5]  A  fourth  aspect  of  the  present  invention  is  directed  to  a  method  for  producing  iron  carbide,  comprising  the  steps 
of  classifying  a  fine  iron-containing  material  for  iron  making  into  several  grades  according  to  a  particle  size  after  a  first 
stage  reaction  process  for  reducing  a  part  of  the  iron-containing  material,  and  carrying  out  a  second  stage  reaction 

40  process  for  performing  further  reducing  and  carburizing  reaction  for  each  iron-containing  material  belonging  to  each 
grade.  According  to  the  fourth  aspect  of  the  present  invention,  the  method  of  the  present  invention  is  suitable  for  treating 
the  iron-containing  material  which  become  easily  finer  by  a  reducing  reaction. 
[001  6]  A  fifth  aspect  of  the  present  invention  is  directed  to  a  method  for  converting  a  fine  iron-containing  material  for 
iron  making  into  iron  carbide  by  a  fluidized  bed  reactor  having  a  fluidized  bed  part  divided  into  several  compartments 

45  by  partition  walls,  comprising  the  steps  of  dividing  the  compartments  into  two  portions  for  coarse  and  fine  iron-contain- 
ing  materials  respectively,  and  reducing  and  carburizing  the  coarse  iron-containing  materials  in  the  one  portion  and  the 
fine  iron-  containing  materials  in  the  other  portion.  According  to  the  fifth  aspect  of  the  present  invention,  the  supply  of 
the  raw  material  can  be  treated  in  one  reactor  in  which  fine  and  coarse  ores  are  reacted  separately  under  proper  con- 
ditions  for  each  ores.  Thus,  utilization  of  reaction  gas  is  optimized  and  efficient  process  is  achieved. 

so  [0017]  In  the  present  invention,  the  iron-containing  material  for  iron  making  is  an  iron  ore  or  a  dust  or  the  like  which 
is  generated  from  an  iron  making  process  comprising  at  least  one  of  iron  oxides  such  as  hematite,  magnetite  and  wus- 
tite  and  iron  hydroxides  such  as  ferrous  hydroxide  and  ferric  hydroxide  or  the  mixtures  thereof  of  more  than  two  as  the 
main  component. 
[0018]  According  to  the  present  invention  having  the  above-mentioned  constitution,  the  fine  iron-containing  material 

55  for  iron  making  which  has  a  wide  particle  size  distribution  can  be  classified  into  several  grades  according  to  the  particle 
sizes,  and  process  conditions  (reaction  temperature,  reaction  time,  a  gas  flow  rate  and  the  like)  corresponding  to  the 
respective  particle  sizes  can  be  selected  for  an  iron-containing  material  belonging  to  each  grade.  Consequently,  iron 
carbide  can  be  produced  efficiently. 
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[0019]  Some  iron-containing  materials  are  easily  broken  by  heat.  Such  materials  are  classified  after  preheating,  and 
process  conditions  depending  on  each  particle  size  are  selected  after  the  classification.  Consequently,  iron  carbide  can 
be  produced  efficiently. 
[0020]  Furthermore,  by  applying  a  two-stages  process  for  carrying  out  a  first  stage  reaction  process  performing  a  part 

5  of  reducing  reaction  and  then  a  second  stage  reaction  process  performing  further  reducing  and  carburizing  reaction,  a 
gas  used  in  the  first  stage  reaction  process  can  be  an  optimum  composition  for  only  the  reducing  reaction,  and  a  gas 
used  in  the  second  stage  reaction  process  can  be  an  optimum  composition  for  the  further  reducing  and  carburizing 
reaction.  By  applying  the  two-stages  process,  in  the  reduction  and  carburization  (conversion  into  iron  carbide)  of  the 
iron-containing  material,  a  reaction  speed  can  be  increased  and  a  reaction  time  (a  time  required  for  convening  the  iron- 

10  containing  material  into  iron  carbide)  can  be  shortened  as  compared  with  a  process  for  producing  iron  carbide  in  a  sin- 
gle  process. 
[0021  ]  Some  iron-containing  materials  become  easily  finer  by  a  reducing  reaction.  Such  materials  are  classified  after 
partial  reduction,  and  the  reducing  and  carburizing  reaction  conditions  corresponding  to  each  particle  size  are  selected 
after  the  classification.  Consequently,  the  reaction  can  be  performed  efficiently. 

15  [0022]  In  the  fluidized  bed  reactor  having  a  fluidized  bed  part  divided  into  several  compartments  partition  walls,  the 
compartments  are  classified  into  two  portions  for  iron-containing  materials  comprising  coarse  and  fine  particles,  and 
reducing  and  carburizing  the  iron-containing  materials  comprising  coarse  and  fine  particles  are  separately  carried  out. 
Consequently,  the  supply  of  the  raw  material  and  the  discharge  of  the  products  can  be  continuously  performed,  and  the 
f  luidization  can  uniformly  be  carried  out  for  both  coarse  and  fine  particles,  and  a  contact  area  between  the  reaction  gas 

20  and  the  raw  material  can  be  designed  properly  for  fine  particles  so  that  the  reaction  time  can  be  shortened. 

[  Brief  Description  of  Drawings  ] 

[0023] 
25 

Figure  1  is  a  view  showing  a  schematic  flow  according  to  a  prior  art  of  an  apparatus  for  producing  iron  carbide; 
Figures  2  (a)  and  2  (b)  are  diagrams  showing  examples  of  the  process  performed  when  producing  the  iron  carbide 
according  to  the  present  invention,  respectively; 
Figure  3  is  a  diagram  showing  another  example  of  the  process  performed  when  producing  the  iron  carbide  accord- 

30  ing  to  the  present  invention; 
Figure  4  is  a  chart  showing  a  range  of  f  luidization  based  on  a  particle  size  and  a  gas  flow  rate;  and 
Figure  5  (a)  is  a  side  sectional  view  showing  a  fluidized  bed  reactor  suitable  for  carrying  out  a  method  according  to 
the  present  invention,  and  Fig.  5  (b)  is  a  sectional  view  taken  along  the  line  V  -  V  in  Figure  5  (a). 

35  [  Best  Mode  for  Carrying  Out  the  Invention  ] 

[0024]  The  case  where  a  method  according  to  the  present  invention  is  applied  to  a  fluidized  bed  reactor  will  be 
described  below. 

40  (1)  Timing  of  Classification 

[0025]  As  described  above,  some  iron-  containing  materials  are  easily  broken  by  heat  or  become  easily  finer  by  a 
reducing  reaction.  For  example,  the  rate  of  generation  of  a  fine  iron  ore  having  a  size  of  70  n  m  or  less  is  generally  var- 
ied  according  to  the  kind  of  the  raw  material  iron  ore  (from  0.  1  mm  to  1  .  0  mm)  depending  on  the  circumstances  of  the 

45  treatment  to  which  the  iron  ore  is  subjected  as  shown  in  Table  1  . 

[  Table  1  ] 
Kind  of  Iron  Ore 

A  B  C  D 

After  preheating  1%  8%  0%  12% 

After  reduction  12%  2%  5%  4% 

After  carburization  5%  1%  2%  1% 

[0026]  As  will  be  described  below,  the  optimum  process  conditions  can  be  taken  by  applying  a  timing  of  classification 
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suitable  for  the  kind  of  the  iron  ore. 

(a)  In  the  case  where  the  iron  ore  (ore  "B"  and  "D"  )  which  is  easily  broken  by  heat  is  used  as  a  raw  material,  it  is 
preferable  that  the  process  shown  in  Figs.  2  (a)  and  2  (b)  should  be  applied. 

5  (b)  In  the  case  where  the  iron  ore  (ore  "A"  )  which  become  easily  finer  by  a  reducing  reaction  is  used  as  the  raw 
material,  it  is  preferable  that  the  process  shown  in  Fig.  3  should  be  applied. 

[0027]  In  Figs.  2  (a)  and  2  (b)  and  Fig.  3,  while  coarse  and  fine  iron  ores  can  be  separately  treated  in  respective  reac- 
tor,  they  can  simultaneously  be  treated  in  one  reactor  if  the  reactor  has  the  configuration  described  in  (3).  Furthermore, 

10  the  classification  can  be  set  to  two  or  more  depending  on  the  particle  size  distribution  of  the  iron  ore. 

(2)  Selection  of  Classification  Size 

[0028]  A  classification  size  for  division  into  coarse  and  fine  iron  ores  based  on  the  particle  size  distribution  of  the  iron 
15  ore  can  be  obtained  as  shown  in  Fig.  4,  for  example.  Fig.  4  shows  a  range  of  f  luidization,  wherein  a  horizontal  axis  indi- 

cates  a  particle  size  (dp  :  logarithmic  representation)  and  a  vertical  axis  indicates  a  superficial  speed  (u  :  logarithmic 
representation).  The  line  A  indicates  a  lower  limit  of  the  f  luidization.  Below  the  line  A,  the  speed  is  not  enough  to  f  luidize 
the  iron  ore  in  the  reactor.  The  line  B  indicates  a  limit  of  a  blowing  speed  (terminal  speed).  Above  the  line  B,  the  speed 
is  too  high  so  that  the  iron  ore  is  blown  off,  and  similarly,  the  iron  ore  can  be  neither  floated  nor  fluidized. 

20  [0029]  As  shown  in  Fig.  4,  if  the  particle  size  distribution  of  the  iron  ore  ranges  from  0.1  to  1.0  mm,  the  iron  ore  can 
be  floated  and  fluidized  under  the  same  process  conditions.  Because,  gas  speed  at  A1  is  lower  than  that  at  B1  .  How- 
ever,  if  the  particle  size  distribution  of  the  iron  ore  is  wide,  for  example,  the  iron  ore  comprises  a  fine  iron  ore  having  a 
particle  size  of  0.05  to  0.5  mm  and  a  coarse  iron  ore  having  a  particle  size  of  0.5  to  5  mm,  it  is  preferable  that  the  reac- 
tion  should  be  performed  for  the  fine  iron  ore  and  the  coarse  iron  ore  separately  in  order  to  cause  the  reaction  to  pro- 

25  ceed  efficiently  and  that  a  boundary  size  for  division  into  "fine"  and  "coarse"  should  range  from  0.2  to  0.8  mm.  If  the 
coarse  iron  ores  having  particle  sizes  of  5  to  7  mm  or  more  is  major,  it  is  preferable  that  a  moving  bed  reactor  should 
be  used. 

(3)  Equipment  for  Classification 
30 

[0030]  In  the  case  where  the  iron  ore  is  classified  on  the  basis  of  the  particle  size  distribution,  the  coarse  iron  ore  and 
the  fine  iron  ore  can  be  treated  in  separate  reactors  to  take  operating  conditions  depending  on  the  particle  size.  How- 
ever,  the  coarse  iron  ore  and  the  fine  iron  ore  can  be  simultaneously  treated  in  one  reactor  if  the  reactor  has  a  configu- 
ration  shown  in  Fig.  5.  More  specifically,  fluidized  bed  reactor  7  is  divided  into  compartments  8a  to  8e  for  the  coarse  iron 

35  ore  and  compartments  9a  to  9d  for  the  fine  iron  ore,  a  flow  regulating  valve  1  1  is  provided  on  a  line  1  0  for  a  reaction  gas 
to  be  supplied  to  the  compartments  of  the  fine  iron  ore,  and  the  fine  iron  ore  in  a  gas  discharged  from  the  reactor  is 
caught  by  a  cyclone  12.  The  fine  iron  ore  is  returned  to  the  compartments  9a  to  9d. 
[0031]  According  to  the  reactor  having  the  above-mentioned  configuration,  it  is  also  possible  to  simultaneously  treat 
the  fine  iron  ore  and  the  coarse  iron  ore  by  using  a  single  reactor  having  the  same  inlet  gas  composition  according  to 

40  the  following  method.  By  adjusting  flow  regulating  valve  1  1  ,  it  is  possible  to  control  the  flow  rate  of  the  reaction  gas  to 
have  best  fluidization  of  the  fine  and  coarse  iron  ore.  In  this  case,  it  is  preferable  that  a  flow  rate  (=superficial  velocity) 
of  the  reaction  gas  for  the  fine  iron  ore  should  be  decreased  to  avoid  blowing  off  fine  iron  ore  and  a  bed  height  (Hff)  of 
the  fine  iron  ore  should  be  set  smaller  than,  a  bed  height  (Hfc)  of  the  coarse  iron  ore  to  have  the  same  contact  (gas  and 
ores)  time.  The  fine  iron  ore  tends  to  have  a  reaction  speed  which  is  a  little  higher  than  the  coarse  iron  ore  as  shown  in 

45  Table  2.  Table  2  indicates  a  reduction  rate,  wherein  a  Gas  vs.  Solid  ratio  is  set  to  0.059  kg  /  SLM,  a  reaction  temperature 
is  set  to  63  0°C,  a  reaction  pressure  is  set  to  4  to  5  atm,  and  a  hydrogen  concentration  in  the  reaction  gas  is  set  to  65 
to  80%.  Fine  iron  ore  (Z)  has  a  reduction  rate  which  is  a  little  higher  than  that  of  coarse  iron  ore  (X,  Y). 
[0032]  SLM  designates  Standard  Liter  per  Minute  (1  liter  in  a  normal  condition/minute). 
[0033]  Therefore,  in  case  that  fine  and  coarse  ores  are  reacted  in  one  reactor,  fine  ores  is  too  much  acted  to  react 

so  coarse  ores  properly. 

[  Table  2  ] 
Reaction  Time 

Kind  of  Iron  Ore  Particle  Size  (mm)  30  mins.  60  mins. 

X  0.1  to  0.5  26%  38% 
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[  Table  2  ]  (continued) 
Reaction  Time 

Kind  of  Iron  Ore  Particle  Size  (mm)  30  mins.  60  mins. 

Y  0.1  to  0.5  -  45% 

Z  0.01  to  0.1  31%  48% 

[0034]  According  to  the  present  invention,  the  fine  iron  ore  and  the  coarse  iron  ore  are  reacted  separately  in  the  same 
10  fluidized  bed  reactor.  Consequently,  an  amount  of  a  gas  to  be  used  per  unit  weight  of  iron  ore  can  be  reduced  and  a 

residence  time  in  the  reactor  can  be  shortened.  Thus,  it  is  possible  to  produce  iron  carbide  economically  and  efficiently. 
[0035]  The  classified  iron  ore  of  finer  particles  can  be  not  only  used  for  producing  iron  carbide  but  also  utilized  as  an 
auxiliary  material  for  producing  cement  or  feed  material  after  granulation. 

15  [  Industrial  Applicability  ] 

[0036]  Since  the  present  invention  has  the  above-  mentioned  constitution,  the  apparatus  according  to  the  present 
invention  is  suitable  for  the  apparatus  to  efficiently  produce  iron  carbide  depending  on  a  particle  size  of  an  iron-contain- 
ing  material  or  the  progress  of  reaction. 

20 
[Annexed  Paper] 

[0037] 

25  1,7  Fluidized  bed  reactor, 
4  Preheating  furnance 

Claims 

30  1  .  A  method  for  producing  iron  carbide  comprising  the  steps  of: 

classifying  a  fine  iron-containing  material  for  iron  making  into  several  grades  according  to  a  particle  size;  and 
reducing  and  carburizing  each  iron-containing  material  belonging  to  each  grade. 

35  2.  The  method  for  producing  iron  carbide  according  to  Claim  1  ,  wherein  the  fine  iron-containing  material  for  iron  mak- 
ing  is  classified  into  several  grades  according  to  a  particle  size  after  preheating. 

3.  The  method  for  producing  iron  carbide  according  to  Claim  2,  wherein  reducing  and  carburizing  reaction  processes 
comprise  a  first  stage  reaction  process  for  performing  a  part  of  reducing  reaction  and  then  a  second  stage  reaction 

40  process  for  performing  further  reducing  and  carburizing  reaction. 

4.  A  method  for  producing  iron  carbide,  comprising  the  steps  of: 

classifying  a  fine  iron-containing  material  for  iron  making  into  several  grades  according  to  a  particle  size  after 
45  a  first  stage  reaction  process  for  partial  reducing  of  the  iron-containing  material;  and 

carrying  out  a  second  stage  reaction  process  for  performing  furhter  reducing  and  carburizing  reaction  for  each 
iron-containing  material  belonging  to  each  grade. 

5.  A  method  for  converting  a  fine-sized  iron-containing  material  for  iron  making  into  iron  carbide  by  a  fluidized  bed 
so  reactor  having  a  fluidized  bed  part  divided  into  several  compartments  by  partition  walls,  comprising  the  steps  of: 

dividing  the  compartments  into  two  portions  for  coarse  and  fine  iron-containing  materials  respectively,  and 
reducing  and  carburizing  the  coarse  iron-containing  materials  in  the  one  portion  and  the  fine  iron-containing 
materials  in  the  other  portion. 

55 
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