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(54) ELECTRIC AUTOMOBILE

(57) An electric vehicle is provided in which left and
right drive wheels (2, 2) are driven by respective motors
(6,6), and which enables slip control in a simple structure
while preventing a driver who used to drive an engine
vehicle with a differential from feeling uncomfortable. The
vehicle includes a controller (11) controlling the two mo-
tors (6, 6) including a basic control unit (14), a slip deter-
miner (15), and a dual-wheel-drive-reduction unit (16).
The control unit (14) determines driving forces of the mo-
tors (6) such that the forces are equal to each other, de-
pending on a depression of an accelerator pedal (22).
The determiner (15) detects slippage between each of
the wheels (2, 2), and a road surface. The dual-wheel-
drive-reduction unit (16) reduces, when the determiner
(15) determines that greater slippage has occurred at at
least one of the wheels (2), drive currents of the motors
(6, 6).
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Description

CROSS REFERENCE TO THE RELATED APPLICA-
TION

[0001] This application is based on and claims Con-
vention priority to Japanese patent application No.
2011-247145, filed November 11, 2011, the entire dis-
closure of which is herein incorporated by reference as
a part of this application.

BACKGROUND OF THE INVENTION

(Field of the Invention)

[0002] The present invention relates to an electric ve-
hicle including left and right drive wheels driven by re-
spective independent motors, more particularly to a sim-
ple and low-cost electric vehicle such as a small single-
seater vehicle.

(Description of Related Art)

[0003] Small single-seater vehicles are allowed to trav-
el over public roads in Japan. Further, small low-cost
electric vehicles are in demand in various countries. To
date, in such a small simple low-cost vehicle, a drive
mode in which rotation is transmitted to left and right
wheels through a differential with the use of a single en-
gine, has been employed. Even in an electric vehicle,
rotation is transmitted to left and right wheels through a
differential with the use of a single motor, in general.
[0004] In the small simple electric vehicle as described
above, in-wheel motors or the like can be employed so
as to drive left and right drive wheels by respective inde-
pendent motors to reduce the weight of the vehicle (for
example, Patent Document 1). The electric vehicle in
which the left and the right drive wheels are driven by
respective independent motors, may travel over a road
surface in different conditions. Therefore, slip control is
preferably performed by utilizing a property of a motor
exhibiting a high responsiveness.
[0005] [Patent Document 1] JP Laid-open Patent Pub-
lication No. 2006-258289

SUMMARY OF THE INVENTION

[0006] However, in a case where slip control is per-
formed independently for the left and the right wheels, a
driver who used to drive an engine vehicle with a differ-
ential, may feel uncomfortable with traveling perform-
ance, due to the motors exhibiting high responsiveness.
[0007] An object of the present invention is to provide
an electric vehicle in which left and right drive wheels are
driven by respective independent motors, which enables
slip control to be performed with a simple structure while
preventing a driver who used to drive an engine vehicle
with a differential from feeling uncomfortable. The gen-

eral aspects of the present invention will now be de-
scribed using the reference signs in the figures showing
embodiments.
[0008] An electric vehicle according to one aspect of
the present invention is an electric vehicle that includes:
left and right drive wheels 2, 2; two electric motors 6, 6
configured to drive the left and the right drive wheels 2,
2, respectively; and a controller 11 configured to control
the two motors 6, 6.
[0009] The control unit 11 includes:

a basic control unit 14 configured to determine driv-
ing forces to be generated by the two motors 6, 6
such that the driving forces are equal to each other,
the driving forces depend on a depression of an ac-
celerator pedal 22 operated by a driver;
a slip determination unit 15 configured to determine
whether or not slippage with the degree not less than
a predetermined value occurs between each of the
left and the right drive wheels 2, 2, and a road sur-
face; and
a dual-wheel drive reduction unit 16, which is oper-
able at slippage, configured to reduce, when the slip
determination unit 15 determines that the slippage
with the degree not less than the predetermined val-
ue has occurred between at least one of the left and
the right drive wheels 2, 2, and the road surface,
drive currents of both the two motors 6, 6 to a same
or common first predetermined current value or be-
low, or by a same or common first predetermined
proportion or greater.

[0010] Each motor 6 may form an in-wheel motor drive
system 8. The motors may be mounted to a vehicle body
so as to be distant from the drive wheels 2, 2 driven by
the motors 6, and rotation of the motors 6 may be trans-
mitted to the drive wheels 2 through a drive transmission
component 31.
[0011] In this configuration, the slip determination unit
15 is provided, and when the slip determination unit 15
determines that the slippage with the degree not less
than a predetermined value has occurred between the
drive wheel 2 and a road surface, the dual-wheel drive
reduction unit 16 reduces drive currents of the motors 6.
Thus, the slippage can be suppressed and tire grip force
can be restored, resulting in stabilizing the traveling. In
this case, the dual-wheel drive reduction unit 16 reduces
drive currents of both the left and the right motors 6, 6 to
the same current not greater than first predetermined cur-
rent value, or by the same proportion not less than first
predetermined proportion. Therefore, unlike in a case
where driving of one, of the drive wheels 2, at which the
slippage has occurred is suppressed, a driver is allowed
to feel like driving a vehicle including a differential, and
slip control can be performed while preventing the driver
from feeling uncomfortable. Further, the drive currents
of both the left and the right motors 6, 6 can be reduced
in the same manner, thereby simplifying a configuration
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of a control system.
[0012] In the above configuration, an on-off switch 25
configured to be turned on or off by a driver may be further
provided, and the controller 11 may further include a sin-
gle-wheel drive reduction unit 17, which is operable at
slippage, configured, when the slip determination unit 15
determines that the slippage with the degree not less
than the predetermined value has occurred between one
of the left and the right drive wheels 2, 2 and the road
surface while the on-off switch 25 is on, to reduce a motor
current in one, of the motors 6, which drives the one of
the drive wheels 2 at which the slippage with the degree
not less than the predetermined value has been deter-
mined to occur, to a second predetermined current value
or below, or by a second predetermined proportion or
greater, and to cause the other, of the motors 6, which
drives the other, of the drive wheels 2, at which the slip-
page has not been determined to occur, to generate a
driving force that depends on a depression of the accel-
erator pedal 22 operated by the driver.
[0013] The second predetermined current value and
the second predetermined proportion may be equal to or
different from the first predetermined current value and
the first predetermined proportion, respectively.
[0014] The vehicle may sometimes travel in a state
where only one of the wheels is on a road surface on
which slippage is likely to occur, such as a muddy road
surface, a snow road surface or an icy road surface. As-
suming that in the vehicle traveling in such state, drive
currents of the motors 6 for both the left and the right
wheels 2, 2, are reduced, driving force becomes insuffi-
cient, and thus traveling speed may be excessively re-
duced. On the other hand, the single-wheel drive reduc-
tion unit 17 as described above can make one of the
wheels 2, at which no slippage has occurred, driven,
thereby decreasing the degree of reduction in speed as
is caused by insufficient driving force. In a state where
only one of the wheels 2 is being driven, a direction in
which the vehicle travels may be changed due to differ-
ence in driving force between the left side and the right
side. However, the single-wheel drive reduction unit 17
is caused to be activated while the on-off switch 25 con-
figured to be turned on or off by a driver is on. Therefore,
change of a traveling direction against a driver’s intention
may not occur. Since the driver expects that the vehicle
traveling direction changes, he or she can operate a
steering wheel so as to travel straight.
[0015] In the above configuration, a drive wheel rota-
tion detection unit 18 for detecting rotation of the drive
wheels 2, or a motor rotation detection unit 19 for detect-
ing rotation speeds of the motors 6, may be further pro-
vided. The slip determination unit 15 may determine,
when a change rate of the rotation speed (that is, the
rotation speed of the motor 6) of the drive wheel 2 which
is detected by the drive wheel rotation detection unit 18,
or a change rate of the rotation speed of the motor 6
which is detected by the motor rotation detection unit 19,
is greater than a preset threshold value of a rotation

speed change rate, that the slippage with the degree not
less than the predetermined value has occurred between
the drive wheel 2 and a road surface.
[0016] A state of slip is determined based on not a ro-
tation speed but a rotation speed change rate, thereby
allowing a degree or level of slippage to be accurately
detected. In general, when slippage occurs, reduction of
load on the motor causes rapid increase of the number
of rotations of the motor. Accordingly, based on the ro-
tation speed change rate, slippage can be detected.
[0017] In the above configuration, when a circumfer-
ential speed of a drive wheel tire outer circumference is
calculated based on a detected value of the rotation
speed of the drive wheel 2 to be slip-determined or a
detected value of the rotation speed of the motor 6 for
the drive wheel 2 to be slip-determined, and a difference
between a vehicle speed and the circumferential speed
of the drive wheel tire outer circumference becomes
greater than a predetermined difference threshold value,
the slip determination unit 15 may determine that the slip-
page with the degree not less than the predetermined
value has occurred between the drive wheel 2 and the
road surface.
[0018] According to the difference between the vehicle
speed and a detected value, a state of slip can also be
easily determined.
[0019] Any combination of at least two constructions,
disclosed in the appended claims and/or the specification
and/or the accompanying drawings should be construed
as included within the scope of the present invention. In
particular, any combination of two or more of the append-
ed claims should be equally construed as included within
the scope of the present invention.

BRIEF DESCRIPTION OF THE DRAWINGS

[0020] In any event, the present invention will become
more clearly understood from the following description
of preferred embodiments thereof, when taken in con-
junction with the accompanying drawings. However, the
embodiments and the drawings are given only for the
purpose of illustration and explanation, and are not to be
taken as limiting the scope of the present invention in
any way whatsoever, which scope is to be determined
by the appended claims. In the accompanying drawings,
like reference numerals are used to denote like parts
throughout the several views, and:

Fig. 1 illustrates an electric vehicle, in a planer view,
according to a first embodiment of the present inven-
tion, including a block diagram showing a schematic
configuration of a control system thereof; and
Fig. 2 illustrates an electric vehicle, in a planer view,
according to a second embodiment of the present
invention.
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DESCRIPTION OF EMBODIMENTS

[0021] Embodiments of the present invention will be
described with reference to the drawings.
[0022] Fig. 1 is a plan view illustrating an electric ve-
hicle according to a first embodiment, including a block
diagram showing a schematic configuration of a control
system thereof. The electric vehicle may be a small sin-
gle-seater electric vehicle. The electric vehicle may be a
four-wheel vehicle that includes a vehicle body 1 with left
and right rear wheels and left and right front wheels 3,
with the rear wheels being drive wheels 2 and the front
wheels 3 being driven wheels. The front wheels 3 are
steered wheels. The left and the right rear drive wheels
2, 2 are driven by respective independent in-wheel mo-
tors 6, 6.
[0023] Rotation of each motor 6 is transmitted through
a reducer unit 7 and a rotational ring of a wheel bearing
4 to the drive wheel 2. The motor 6, the reducer unit 7,
and the wheel bearing 4 are integrally assembled into an
in-wheel motor unit 8. The motor 6 may be an interior
permanent magnet synchronous motor. The reducer unit
7 may be a cycloidal reducer, and has 10 or more high
reduction ratios. In each in-wheel motor unit 8, the motor
6 is disposed near the wheel 2, and a part or the entirety
of the in-wheel motor unit 8 may be disposed within the
wheel 2. A storage battery 29 is used as power sources
for driving both of the motors 6, 6, and for an electrical
system in the vehicle.
[0024] A steering system will be described. In a driver
seat of the vehicle body 1, a steering wheel 21, an ac-
celerator pedal 22, and a brake pedal 24 are provided.
The steered wheels 3, 3 are steered by the steering wheel
21. A depression of the accelerator pedal 22 is detected
by a depression detection unit 23. In a control panel (not
shown) in front of a driver seat, having a speedometer
and the like, an on-off switch 25 is provided for allowing
selection of slip control described below.
[0025] A control system will be described. The control
system operates to drive the two motors 6, 6 that are
provided on the left side and the right side, corresponding
to the left and the right drive wheels 2, respectively. The
control system includes: a single control unit 11 that is
shared by the left and the right motors 6, 6; and two power
conversion circuits 12, 12 for the respective left and the
right motors 6, 6. The control unit 11 may include a com-
puter such as a microcomputer, programs executed by
the computer, various electronic circuits. Each power
conversion circuit 12 may be implemented as an inverter
that converts direct current from the storage battery 29
to alternating current. The inverter may include semicon-
ductor switching elements.
[0026] The power conversion circuits 12 may be pow-
er-controlled by two inverter control units 13, 13, respec-
tively, provided in the control unit 11, with PWM control.
As shown in Fig. 1, the two inverter control units 13 may
be provided, one for each of the power conversion circuits
12. However, only single inverter control unit 13 may be

provided as long as the power conversion circuits 12 can
be controlled. Each of the motors 6 includes a motor ro-
tation detection unit 19 for detecting a rotation speed of
the motor. In the drive wheels 2, drive wheel rotation de-
tection units 18 for detecting rotation speeds thereof may
be provided, respectively. In the driven wheels 3, wheel
rotation detection units 20 for detecting rotation speeds
thereof may be provided, respectively.
[0027] The control unit 11 includes a basic control unit
14, a slip determination unit 15, a dual-wheel drive re-
duction unit 16, a single-wheel drive reduction unit 17,
and the two inverter control units 13, 13.
[0028] The basic control unit 14 operates to determine,
in normal traveling, driving forces to be generated by the
left and the right motors 6, 6 such that the driving forces
are equal to each other, which depend on depression of
the accelerator pedal 22 operated by a driver. The de-
pression is detected by the depression detection unit 23.
The above-described "normal traveling" represents a
traveling state other than the state that is controlled by
the dual-wheel drive reduction unit 16 or the single-wheel
drive reduction unit 17.
[0029] The slip determination unit 15 operates to de-
termine a state of slip between each drive wheel 2 and
the road surface over which the drive wheel 2 is traveling,
that is, a state of slip between a tire of each drive wheel
2 and the road surface. The slip determination unit 15
determines, when a change rate of a rotation speed (that
is, a rotation speed of the motor 6) of the drive wheel 2,
which is detected by the drive wheel rotation detection
unit 18, or a change rate of a rotation speed of the motor
6, which is detected by the motor rotation detection unit
19, is greater than a preset threshold value of the rotation
speed change rate, that the slippage with the degree or
level not less than a predetermined value has occurred
between the drive wheel 2 and the road surface over
which the drive wheel 2 is traveling. In general, when
slippage occurs, the number of rotations of the motor and
the number of rotations of the drive wheel rapidly increase
due to a load on the motor being reduced. Therefore, a
rotation speed change rate at which a rotation speed of
the motor or the drive wheel rapidly increases is set as
the threshold value of the rotation speed change rate as
described above, to determine whether or not slippage
has occurred. The threshold value of the rotation speed
change rate may be appropriately set according to a test,
a simulation, or the like. This determination is executed
for each of the two drive wheels 2, 2 on the left and the
right sides.
[0030] Alternatively, the slip determination unit 15 may
determine that slippage with the degree not less than the
predetermined value has occurred between the drive
wheel 2 and the road surface, when a difference between
a vehicle speed, and a circumferential speed of a drive
wheel tire outer circumference as is calculated based on
a detected value of a rotation speed of the drive wheel 2
to be slip-determined, or a detected value of a rotation
speed of the motor 6 for the drive wheel 2 to be slip-
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determined, becomes greater than a predetermined dif-
ference value. The vehicle speed may be obtained in any
manner. For example, the vehicle speed may be estimat-
ed according to calculation based on a rotation speed of
each drive wheel 2, or may be calculated according to a
rotation speed detected from each driven wheel 3.
[0031] The dual-wheel drive reduction unit 16 operates
to reduce drive currents of both the left and the right mo-
tors 6, 6 to a predetermined current value (a first prede-
termined current value) or below, or by a predetermined
proportion (a first predetermined proportion) or greater,
when the slip determination unit 15 determines that slip-
page with the degree not less than the predetermined
value has occurred between at least one of the left and
the right drive wheels 2, 2 and the road surface over
which the at least one of the wheels are traveling. The
drive current of the left motor 6 and the drive current of
the right motor 6 are reduced to the common current val-
ue (the first predetermined current value) or below, or by
the common proportion (the first predetermined propor-
tion) or greater. Whether or not "slippage with the degree
not less than the predetermined value" is determined, as
described above, according to whether or not a change
rate of a rotation speed of the motor 6 or the drive wheel
2 is greater than or equal to the preset threshold value
of the rotation speed change rate, or whether or not a
difference between a vehicle speed and a circumferential
speed of a drive wheel tire outer circumference as is cal-
culated according to a detected value of a rotation speed,
is greater than or equal to a predetermined difference
threshold value. A target value to which drive currents of
the motors 6 are to be reduced may be "a predetermined
current value" that is a fixed value as described above,
or may be a value represented by a predetermined pro-
portion of a most recent motor current. Further, the pre-
determined current value that is a fixed value, or the pre-
determined proportion may be appropriately obtained ac-
cording to a test, a simulation, or the like.
[0032] The single-wheel drive reduction unit 17 oper-
ates as follows while the on-off switch 25 is on. That is,
when the slip determination unit 15 determines that slip-
page with the degree not less than the predetermined
value has occurred between one of the left and the right
drive wheels 2 and the road surface over which the one
of the wheels is traveling, the single-wheel drive reduc-
tion unit 17 reduces only a motor current of the motor 6
for the drive wheel 2 at which the greater slippage has
been determined to occur, to a predetermined current
value (a second predetermined current value) or below,
or by a predetermined proportion (a second predeter-
mined proportion) or greater. On the other hand, the sin-
gle-wheel drive reduction unit 17 causes the motor 6 for
the drive wheel 2 at which the slippage with the degree
not less than the predetermined value has not been de-
termined to occur, to generate a driving force that de-
pends on a depression of the accelerator pedal 22 oper-
ated by a driver.
[0033] It is to be noted that the dual-wheel drive reduc-

tion unit 16 is deactivated while the on-off switch 25 is
on. Further, in either of the case where the dual-wheel
drive reduction unit 16 is activated to reduce a current or
where the single-wheel drive reduction unit 17 is activat-
ed to reduce a current, the predetermined values used
when the slip determination unit 15 determines whether
or not slippage has occurred, may be shared, or may be
different from each other.
[0034] According to the electric vehicle of the above
structure that includes the slip determination unit 15,
when the slip determination unit 15 determines that the
slippage with the degree not less than a predetermined
value has occurred between at least one of the drive
wheels 2 and the road surface over which the at least of
the wheels is traveling, the dual-wheel drive reduction
unit 16 operates to reduce drive currents of the motors
6, 6. Thus, the slippage can be suppressed and tire grip
force can be restored, resulting in stabilizing the traveling.
In this case, the dual-wheel drive reduction unit 16 re-
duces drive currents of both the left and the right motors
6, 6 to the same current not greater than the predeter-
mined current value (the first predetermined current val-
ue), or by the same proportion not less than the prede-
termined proportion (the first predetermined proportion).
Therefore, unlike in a case where driving of one, of the
drive wheels 2, at which the slippage has occurred is
suppressed, a driver is allowed to feel like driving a ve-
hicle including a differential, and slip control can be per-
formed while preventing the driver from feeling uncom-
fortable. Further, the drive currents of both the left and
the right motors 6, 6 are reduced in the same manner,
thereby simplifying a configuration of the control system.
[0035] The single-wheel drive reduction unit 17 pro-
vides the following advantageous effects. Namely, the
vehicle may sometimes travel in a state where only one
of wheels is on the road surface on which slippage is
likely to occur, such as a muddy road surface, a snow
road surface or an icy road surface. Assuming that in the
vehicle traveling in such state, drive currents of the mo-
tors 6, 6 for both the left and the right wheels 2, 2, are
reduced, driving force becomes insufficient, and thus
traveling speed may be excessively reduced. On the oth-
er hand, the single-wheel drive reduction unit 17 as de-
scribed above can make one of the wheels 2, at which
no slippage has occurred, driven, thereby decreasing the
degree of reduction in speed as is caused by insufficient
driving force. In a state where only one of the wheels 2
is being driven, a direction in which the vehicle travels
may be changed due to difference in driving force be-
tween the left side and the right side. However, the single-
wheel drive reduction unit 17 is caused to be activated
while the on-off switch 25 configured to be turned on or
off by a driver is on. Therefore, change of a traveling
direction against a driver’s intention may not occur. Since
the driver expects that the vehicle traveling direction
changes, he or she can operate a steering wheel so as
to travel straight.
[0036] In the first embodiment, each motor 6 is an in-
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wheel motor. However, the present invention is also ap-
plicable to an electric vehicle according to, for example,
a second embodiment shown in Fig. 2. In the electric
vehicle according to the second embodiment, the motors
6 are mounted to, for example, a chassis for the vehicle
body 1 so as to be distant from the drive wheels 2, re-
spectively, and drive transmission components 31 are
provided to transmit the rotation of the motors 6 to the
drive wheels 2. The drive transmission components 31
are each implemented as, for example, a constant ve-
locity universal joint. In the example shown in Fig. 2, the
drive wheels 2 are front wheels.
[0037] Further, in either the example shown in Fig. 1
or the example shown in Fig. 2, the drive wheels 2 may
be front wheels or rear wheels. Further, the present in-
vention is applicable to an electric vehicle that includes
the motors 6, 6 that independently drive the respective
left and the right drive wheels 2, 2. The electric vehicle
may include not only a four-wheel electric vehicle, but
also a three-wheel electric vehicle or an electric vehicle
having four or more wheels. Further, the present inven-
tion is also applicable to a hybrid vehicle including an
internal combustion unit for driving the wheels 3 other
than the drive wheels 2 driven by the motors 6.
[0038] Although the present invention has been de-
scribed in connection with the preferred embodiments
thereof with reference to the accompanying drawings,
those skilled in the art will readily conceive numerous
changes and modifications within the framework of ob-
viousness upon the reading of the specification herein
presented of the present invention. Accordingly, such
changes and modifications are, unless they depart from
the scope of the present invention as delivered from the
claims annexed hereto, to be construed as included
therein.

[Reference Numerals]

[0039]

2 drive wheel
6 motor
11 control unit
14 basic control unit
15 slip determination unit
16 dual-wheel drive reduction unit
17 single-wheel drive reduction unit

Claims

1. An electric vehicle comprising:

two electric motors configured to drive left and
right drive wheels, respectively; and
a controller configured to control the two motors,
the controller including

a basic control unit configured to determine
driving forces to be generated by the two
motors such that the driving forces are equal
to each other, the driving forces depending
on a depression of an accelerator pedal op-
erated by a driver,
a slip determination unit configured to de-
termine whether or not slippage with the de-
gree not less than a predetermined value
occurs between each of the left and the right
drive wheels, and a road surface, and
a dual-wheel drive reduction unit configured
to reduce, when the slip determination unit
determines that the slippage with the de-
gree not less than the predetermined value
has occurred between at least one of the
left and the right drive wheels, and the road
surface, drive currents of both the two mo-
tors to a same first predetermined current
value, or by a same first predetermined pro-
portion.

2. The electric vehicle as claimed in claim 1, further
comprising an on-off switch configured to be turned
on or off by a driver, wherein
the controller further includes

a single-wheel drive reduction unit configured,
when the slip determination unit determines that
the slippage with the degree not less than the
predetermined value has occurred between one
of the left and the right drive wheels and the road
surface while the on-off switch is on, to reduce
a motor current in one, of the motors, which
drives the one of the drive wheels at which the
slippage with the degree not less than the pre-
determined value has been determined to occur,
to a second predetermined current value or by
a second predetermined proportion, and to
cause the other, of the motors, which drives the
other of the drive wheels to generate a driving
force that depends on a depression of the ac-
celerator pedal operated by the driver.

3. The electric vehicle as claimed in claim 1, further
comprising a rotation detection unit configured to de-
tect rotation speeds of the drive wheels or the motors,
wherein
the slip determination unit determines, when a
change rate of the rotation speed, of the drive wheel
or the motor, which is detected by the rotation de-
tection unit becomes greater than a predetermined
threshold value of a rotation speed change rate, that
the slippage with the degree not less than the pre-
determined value has occurred between the drive
wheel and the road surface.

4. The electric vehicle as claimed in claim 1, wherein,
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when a circumferential speed of a drive wheel tire
outer circumference is calculated based on a detect-
ed value of the rotation speed of the drive wheel to
be slip-determined or a detected value of the rotation
speed of the motor for the drive wheel to be slip-
determined, and a difference between a vehicle
speed and the circumferential speed of the drive
wheel tire outer circumference becomes greater
than a predetermined difference threshold value, the
slip determination unit determines that the slippage
with the degree not less than the predetermined val-
ue has occurred between the drive wheel and the
road surface.

5. The electric vehicle as claimed in claim 1, wherein
each of the motors forms an in-wheel motor drive
system.

6. The electric vehicle as claimed in claim 1, wherein
the motors are mounted to a vehicle body so as to
be distant from the drive wheels driven by the motors,
the electric vehicle further comprising
drive transmission components configured to trans-
mit rotation of the motors to the drive wheels driven
by the motors, respectively.
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