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(57) A terminal apparatus includes a reception unit
that receives radio signals from a base station apparatus;
a response signal generating unit that generates recep-
tion responses for notifying of a plurality of reception re-
sults of the radio signals received by the reception unit;
and a transmission unit that changes sizes or positions

of radio resources to be used for transmitting signals be-
tween a case where a plurality of different kinds of signals
including the reception responses is transmitted at the
same timing and a case where one kind of signals are
transmitted.
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Description

FIELD

[0001] The embodiments discussed herein are related
to a terminal apparatus, a base station apparatus, and a
wireless communication method.

BACKGROUND

[0002] In a current network, the traffic of mobile termi-
nals such as smartphones or future phones occupies the
majority of network resources. The traffic used by the
mobile terminals tends to continuously expand.
[0003] Meanwhile, for example, in accordance with
services such as the Internet of Things (IoT) such as a
transportation system, smart meters, and a monitoring
system of devices have been developed, there is a de-
mand to cope with the services having a variety of re-
quirements. Thus, for example, in the next generation
communication standard such as fifth generation (5G)
(5G mobile communication), there is a desire for a tech-
nology that realizes higher data rate, larger capacity, and
lower delay in addition to a standard technology of the
fourth generation (4G) mobile communication. The next
generation communication standard has been technical-
ly examined by the work group of the 3rd Generation
Partnership Project (3GPP). Examples of the work group
of the 3GPP include Technical Specification Group
(TSG)-Radio Access Network (RAN) work group (WG)
1 and TSG-RAN WG2.
[0004] As mentioned above, in order to cope with a
wide variety of services, support for many use cases is
assumed in the next generation communication system
such as 5G. Examples of the use case include cases
classified into enhanced Mobile Broadband (eMBB),
Massive Machine Type Communications (MTC), Ultra-
Reliable and Low Latency Communication (URLLC).
[0005] In order to realize efficient data transmission, a
Hybrid automatic repeat request (HARQ) technology has
been adopted in Long Term Evolution (LTE) which is the
4G communication system. For example, in the HARQ,
a reception device requests a transmission device to re-
transmit data which is not correctly decoded in a process
of layer 1 protocol hierarchy such as LTE. In a case where
the retransmission of the data is requested, the trans-
mission device transmits retransmission data corre-
sponding to the retransmission request for the data which
is not correctly decoded in the reception device. Combi-
nation data of the data which is not correctly decoded
and the retransmission data is decoded in the reception
device. Accordingly, retransmission control with high ef-
ficiency and with accuracy is realized. The reception de-
vice realizes the retransmission request by respectively
transmitting, to the transmission device, information of
Ack in a case where the data is correctly decoded and
information of Nack in a case where the data is not cor-
rectly decoded.

[0006] For example, feedback information of Ack/Nack
of the LTE is transmitted with 1 bit per transmission time
interval (TTI) having 14 symbols.
[0007] In 5G New Radio (NR) which is the next gener-
ation, it is agreed that the transmission of the feedback
information of the Ack/Nack in units of code block Group
(CBG) is introduced. The feedback information of the
Ack/Nack using the CBGs is transmitted with 1 bit for
each unit of CBG. For example, the number of symbols
constituting the CBG and the number of symbols for
transmitting the feedback information of the Ack/Nack
are values which are equal to or less than 14 symbols
which are the number of symbols in 1 TTI to be used in
the LTE.
[0008] As the related arts, for example, following non
patent literatures are disclosed.

NPL 1: 3GPP TS 36. 211 V14.2.0 (2017-03)
NPL 2: 3GPP TS 36. 212 V14.2.0 (2017-03)
NPL 3: 3GPP TS 36. 213 V14.2.0 (2017-03)
NPL 4: 3GPP TS 36. 300 V14.2.0 (2017-03)
NPL 5: 3GPP TS 36. 321 V14.2.0 (2017-03)
NPL 6: 3GPP TS 36. 322 V14.0.0 (2017-03)
NPL 7: 3GPP TS 36. 323 V14.2.0 (2017-03)
NPL 8: 3GPP TS 36. 331 V14.2.1 (2017-03)
NPL 9: 3GPP TS 36. 413 V14.2.0 (2017-03)
NPL 10: 3GPP TS 36. 423 V14.2.0 (2017-03)
NPL 11: 3GPP TS 36. 425 V14.0.0 (2017-03)
NPL 12: 3GPP TS 38. 801 V14.0.0 (2017-03)
NPL 13: 3GPP TS 38. 802 V14.0.0 (2017-03)
NPL 14: 3GPP TS 38. 803 V14.0.0 (2017-03)
NPL 15: 3GPP TS 38. 804 V14.0.0 (2017-03)
NPL 16: 3GPP TS 38. 900 V14.2.0 (2016-12)
NPL 17: 3GPP TS 38. 912 V14.0.0 (2017-03)
NPL 18: 3GPP TS 38. 913 V14.2.0 (2017-03)

SUMMARY

[TECHNICAL PROBLEM]

[0009] Incidentally, in the case of the feedback infor-
mation of the Ack/Nack using the CBG, the number of
bits to be used in the feedback information of Ack/Nack
may increase. Thus, there is a possibility that transmis-
sion power will increase. For example, in a case where
the feedback information of the Ack/Nack and other in-
formation items (for example, scheduling requests) are
simultaneously transmitted, it is considered that trans-
mission power increases as compared to a case where
only the feedback information of the Ack/Nack is trans-
mitted.
[0010] However, there are many cases that an upper
limit of transmission power of a terminal is configured in
advance. Thus, there is a desire to efficiently transmit
information such as the feedback information of the
Ack/Nack while taking account of the transmission pow-
er.
[0011] A disclosed technology has been made in view
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of such circumstances, and provides a terminal appara-
tus, a base station apparatus, a wireless communication
system, and a terminal apparatus control method which
efficiently transmit feedback information of Ack/Nack.

[SOLUTION TO PROBLEM]

[0012] In aspects of a terminal apparatus, a base sta-
tion apparatus, a wireless communication system, and a
terminal apparatus control method disclosed in the
present application, a reception unit receives radio sig-
nals from the base station apparatus. A response signal
generating unit generates reception responses for noti-
fying of a plurality of reception results of the radio signals
received by the reception unit. A transmission unit chang-
es sizes or positions of radio resources to be used for
transmitting signals between a case where a plurality of
different kinds of signals including the reception respons-
es is transmitted at the same timing and a case where
one kind of signals are transmitted.

[ADVANTAGEOUS EFFECTS OF INVENTION]

[0013] According to an aspect of the embodiments, it
is possible to efficiently transmit information such as
feedback information of Ack/Nack.

BRIEF DESCRIPTION OF DRAWINGS

[0014]

FIG. 1 is a block diagram of a terminal apparatus;
FIG. 2 is a diagram for describing a CBG feedback
scheme;
FIG. 3 illustrates an example of a bit pattern repre-
senting Acks/Nacks mapped to subcarriers;
FIG. 4 illustrates an example of values indicating
Acks/Nacks of two CBGs to be mapped to the two
resource blocks;
FIG. 5 illustrates an example in which the
Acks/Nacks of the two CBGs are mapped to one
subcarrier within one resource block;
FIG. 6 illustrates the allocation of radio resources;
FIG. 7 illustrates the allocation of radio resources
using a terminal apparatus according to Embodi-
ment 1;
FIG. 8 is a block diagram of a base station apparatus;
FIG. 9 is a flowchart illustrating the transmission of
reception responses and radio resource allocation
requests using the terminal apparatus according to
Embodiment 1;
FIG. 10 illustrates the allocation of radio resources
using a terminal apparatus according to Embodi-
ment 2;
FIG. 11 illustrates an example of Acks/Nacks of CB-
Gs;
FIG. 12 illustrates an example of a non-use resource
table;

FIG. 13 is a flowchart illustrating the transmission of
reception responses and radio resource allocation
requests using the terminal apparatus according to
Embodiment 2;
FIG. 14 illustrates an example of CBG groups gen-
erated by PUCCH generating unit according to Em-
bodiment 3;
FIG. 15 illustrates the allocation of radio resources
using a terminal apparatus according to Embodi-
ment 3;
FIG. 16 is a flowchart illustrating the transmission of
reception responses and radio resource allocation
requests using the terminal apparatus according to
Embodiment 3;
FIG. 17 illustrates an example of CBG groups gen-
erated by a PUCCH generating unit, direct notifica-
tion CBGs, and indirect notification CBGs according
to Embodiment 4;
FIG. 18 illustrates an example of a use resource ta-
ble;
FIG. 19 illustrates the allocation of radio resources
using a terminal apparatus according to Embodi-
ment 4;
FIG. 20 illustrates the allocation of radio resources
using a terminal apparatus according to Embodi-
ment 5;
FIG. 21 illustrates an example of CBG groups gen-
erated by a PUCCH generating unit according to Em-
bodiment 6;
FIG. 22 illustrates the allocation of radio resources
using a terminal apparatus according to Embodi-
ment 6;
FIG. 23 is a diagram for describing the calculation
of the number of Nacks in each resource block;
FIG. 24 illustrates the allocation of radio resources
using a terminal apparatus according to Embodi-
ment 7;
FIG. 25 is a flowchart illustrating the transmission of
reception responses and radio resource allocation
requests using the terminal apparatus according to
Embodiment 7;
FIG. 26 illustrates the allocation of radio resources
to different kinds of radio resource allocation re-
quests according to Embodiment 8;
FIG. 27 illustrates the allocation of radio resources
using a terminal apparatus according to Embodi-
ment 9;
FIG. 28 is a block diagram of a terminal apparatus
according to Embodiment 11;
FIG. 29 illustrates the allocation of radio resources
in a case where Acks/Nacks of signals in different
TTIs are aggregated and the aggregated
Acks/Nacks are transmitted at the same timing;
FIG. 30 is a hardware structure diagram of the ter-
minal apparatus according to each embodiment; and
FIG. 31 is a hardware structure diagram of the base
station apparatus according to each embodiment.
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DESCRIPTION OF EMBODIMENTS

[0015] Hereinafter, embodiments of a terminal appa-
ratus, a base station apparatus, a wireless communica-
tion system, and a terminal apparatus control method
disclosed in the present application will be described in
detail with reference to the drawings. The terminal appa-
ratus, the base station apparatus, the wireless commu-
nication system, and the terminal apparatus control
method disclosed in the present application are not lim-
ited to the following embodiments.

[Embodiment 1]

[0016] FIG. 1 is a block diagram of the terminal appa-
ratus. A terminal apparatus 1 transmits and receives data
items to and from a base station apparatus 2 to be de-
scribed below through wireless communication. In the
present embodiment, the terminal apparatus 1 and the
base station apparatus 2 use a code block group (CBG)
Feedback scheme as a HARQ feedback scheme. Here-
inafter, the CBG feedback scheme will be described.
[0017] FIG. 2 is a diagram for describing the CBG feed-
back scheme. The terminal apparatus 1 receives data
items from the base station apparatus 2 with a transport
block 115 including code brock groups (CBGs) 111 to
113 in which a predetermined number of code blocks
(CBs) 101 are aggregated as a basic unit. Although it
has been described in FIG. 2 that two code blocks 101
are aggregated in each of the CBGs 111 to 113, the
number of code blocks of each of the CBGs 111 to 113
is not limited thereto. Hereinafter, in a case where the
CBGs 111 to 113 are not distinguished from each other,
the CBGs are referred to as "CBGs 110". The code block
101 is an example of a "first group". The CBG 110 is an
example of a "second group".
[0018] The terminal apparatus 1 includes a wireless
unit 11, a Physical Downlink Control Channel (PDCCH)
receiving unit 12, and a physical downlink sheared chan-
nel (PDSCH) receiving unit 13. The terminal apparatus
1 further includes an acknowledgement (ACK)/negative
acknowledgement (NACK) generating unit 14, and a
scheduling request (SR) generating unit 15. The terminal
apparatus further includes a physical uplink control chan-
nel (PUCCH) generating unit 16, a physical uplink
sheared channel (PUSCH) generating unit 17, and a buff-
er 18.
[0019] The wireless unit 11 receives PDCCH and PD-
SCH signals including control signals and data items from
the base station apparatus 2 through an antenna. The
signals received by the wireless unit 11 include the trans-
port block 115 including the plurality of CBGs 110 illus-
trated as FIG. 2. The wireless unit 11 performs analog-
to-digital (AD) conversion on the received signals. There-
after, the wireless unit 11 outputs the received PDCCH
and PDSCH signals to the PDCCH receiving unit 12.
[0020] The wireless unit 11 receives signals indicating
ACKs/NACKs from the PUCCH generating unit 16. Sub-

sequently, the wireless unit 11 performs digital-to-analog
(DA) conversion on the signals indicating the
ACKs/NACKs. Thereafter, the wireless unit 11 transmits
the signals indicating the ACKs/NACKs to the base sta-
tion apparatus 2 through the antenna.
[0021] The wireless unit 11 receives signals including
data items from the PUSCH generating unit 17. Subse-
quently, the wireless unit 11 performs DA conversion on
the signals including the data items. Thereafter, the wire-
less unit 11 transmits the signals including the data items
to the base station apparatus 2 through the antenna.
[0022] The PDCCH receiving unit 12 receives the PD-
CCH and PDSCH signals including the control signals
and the data items from the wireless unit 11. The PDCCH
receiving unit 12 obtains the control signal by performing
demodulation and decoding on the PDCCH signal. The
control signal also includes allocation information of radio
resources. Thereafter, the PDCCH receiving unit 12 out-
puts the control signal and the PDSCH signal to the PD-
SCH receiving unit 13.
[0023] The PDSCH receiving unit 13 receives the con-
trol signal and the PDSCH signal from the PDCCH re-
ceiving unit 12. Subsequently, the PDSCH receiving unit
13 obtains the data items by performing demodulation
and decoding on the PDCCH signal by using a modula-
tion and coding scheme (MCS) designated by the control
signal.
[0024] Subsequently, the PDSCH receiving unit 13
specifies the CBG 110 included in the data of one trans-
port block 115. The PDSCH receiving unit 13 determines
whether or not the data items are decoded for the CBGs
110 included in the transport block 115.
[0025] The PDSCH receiving unit 13 notifies the
ACK/NACK generating unit 14 that the decoding of the
data has succeeded for the CBG 110 from which the data
is decoded. The PDSCH receiving unit 13 notifies the
ACK/NACK generating unit 14 of the decoding fail of the
data for the CBG 110 for which the decoding of the data
has failed. The PDSCH receiving unit 13 is an example
of a "reception unit".
[0026] The ACK/NACK generating unit 14 receives a
success notification of the decoding of the data or a fail
notification of the decoding of the data for each CBG 110
from the PDSCH receiving unit 13. The ACK/NACK gen-
erating unit 14 generates an Ack indicating the decoding
success of the data or a Nack indicating the decoding
fail of the data for each CBG 110. Hereinafter, information
including at least one or both of the Ack and the Nack is
referred to as "Ack/Nack".
[0027] Hereinafter, the generation of the Ack/Nack of
each CBG 110 will be described. FIG. 3 illustrates an
example of a bit pattern representing Acks/Nacks
mapped to subcarriers. Hereinafter, Acks/Nacks of two
CBGs #1 and #2 will be described.
[0028] Each of resource blocks 121 and 122 includes
12 subcarriers. Each subcarrier has a value. Acks/Nacks
are transmitted to the base station apparatus 2 by using
the resource blocks 121 and 122. FIG. 3 illustrates that
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a value of the Ack/Nack of the CBG #1 or #2 is input to
each subcarrier.
[0029] The resource blocks 121 represent the mapping
of a bit pattern of Acks/Nacks in a case where a 1-bit Ack
or Nack of the CBG #1 is represented in one resource
block. In this case, the subcarriers represent the values
of the Acks or the Nacks of all CBGs #1 except for ref-
erence signals (RSs) of the resource blocks 121. For
example, when a value indicating the ACK is 0 and a
value indicating the Nack is 1, in a case where the Acks
of the CBGs #1 are replied, a value of 0 is stored in all
the subcarriers included in the resource blocks 121 ex-
cept for the RSs. In a case where the Nacks of the CBGs
#1 are replied, a value of 1 is stored in all the subcarriers
included in the resource blocks 121 except for the RSs.
[0030] In this case, since the value of the Ack or the
Nack of one CBG is stored in one resource block, the
ACK/NACK generating unit 14 generates a bit sequence
of eight bits arranged so as to have the same value, as
the Acks/Nacks of the CBGs #1, for the resource blocks
121. In this case, the base station apparatus 2 obtains
the Ack/Nack of the CBG #1 from one of the resource
blocks 121 of the received signals.
[0031] Meanwhile, the resource blocks 122 represent
the mapping of a bit pattern of Acks/Nacks in a case
where a 1-bit Ack or Nack of the CBG #1 or #2 is repre-
sented in one resource block. In this case, the value in-
dicating the Ack or the Nack of the CBG #1 or the value
indicating the Ack or the Nack of the CBG #2 is stored in
each subcarrier except for the RSs of the resource blocks
122. For example, as represented by the resource blocks
122, the value indicating the Ack/Nack of the CBG #1
and the value indicating the Ack/Nack of the CBG #2 are
alternately mapped to the subcarriers except for the RSs.
In this case, the Acks/Nacks of the two CBGs #1 and #2
are represented in two resource blocks.
[0032] In this case, when the value indicating the Ack
is 0 and the value indicating the Nack is 1, the ACK/NACK
generating unit 14 generates a bit sequence as much as
two resource blocks indicating the Acks/Nacks of the CB-
Gs #1 and #2, as illustrated as FIG. 4. FIG. 4 illustrates
an example of the values indicating the Acks/Nacks of
the two CBGs to be mapped to the two resource blocks.
[0033] For example, in a case where a reception re-
sponse to the CBG #1 is Ack and a reception response
of the CBG #2 is Nack, the ACK/NACK generating unit
14 generates bit sequences of "01010101, 01010101".
In this case, the base station apparatus 2 obtains the
Acks/Nacks of the CBGs #1 and #2 by adding information
items of two of the resource blocks 122 of the received
signals.
[0034] In a case where the number of reception re-
sponses of the CBGs 110 to be represented in one re-
source block increases, the ACK/NACK generating unit
14 increases the number of patterns of bit sequences to
be represented by 0 and 1. As stated above, the
ACK/NACK generating unit 14 may generate the
Ack/Nack such that the information of the Ack/Nack of

one CBG 110 is represented in one resource block 121.
Alternatively, the ACK/NACK generating unit 14 may
generate the Acks/Nacks such that the information items
of the Acks/Nacks of a plurality of CBGs 110 in a plurality
of resource blocks 121.
[0035] The Acks/Nacks of the plurality of CBGs may
be mapped to one subcarrier. An example in which the
Acks/Nacks of the plurality of CBGs are mapped to one
subcarrier will be described with reference to FIG. 5. FIG.
5 illustrates an example in which the Acks/Nacks of the
two CBGs are mapped to one subcarrier within one re-
source block. In FIG. 5, information of one subcarrier is,
for example, 2-bit information in a case where the sub-
carrier is modulated by a quadrature phase-shift keying
(QPSK) scheme.
[0036] For example, resource blocks 123 of FIG. 5 rep-
resent the mapping of a bit pattern of Acks/Nacks in a
case where Acks/Nacks of two CBGs are transmitted
over one resource block. In this case, the subcarrier of
each of the resource blocks 123 has 2 bits. The subcar-
riers represent the values of the Acks or Nacks of all the
CBGs #1 and #2 except for the RSs of the resource blocks
123. In this case, the subcarriers are modulated by the
QPSK scheme. For example, when the value indicating
the Ack is 0 and the value indicating the Nack is 1, in a
case where the Ack of the CBG #1 is returned and the
Nack of the CBG #2 is replied, the value of (0, 1) is stored
in all the subcarriers included in the resource blocks 123
except for the RSs.
[0037] In this case, since the values of the Acks/Nacks
of the two CBGs are stored in the one resource block,
the ACK/NACK generating unit 14 generates a bit se-
quence of 16 bits arranged so as to have the same value,
as the Acks/Nacks of the CBGs #1 and #2, for the re-
source blocks 123. In this case, the base station appa-
ratus 2 obtains the Acks/Nacks of the CBGs #1 and #2
from one of the resource blocks 123 of the received sig-
nals.
[0038] Resource blocks 124 of FIG. 5 represent the
mapping of a bit pattern of Acks/Nacks in a case where
Acks/Nacks of four CBGs are transmitted over one re-
source block. In this case, the subcarrier of one of the
resource blocks 123 has 2 bits. The values indicating the
Acks or the Nacks of the CBGs #1 and #2 or the values
indicating the Acks or the Nacks of the CBGs #3 and #4
are stored in the subcarriers except for the RSs of the
resource blocks 124. In this case, the subcarriers are
also modulated by the QPSK scheme. For example, as
represented by the resource blocks 124, the values in-
dicating the Acks/Nacks of the CBGs #1 and #2 and the
values indicating the Acks/Nacks of the CBGs #3 and #4
are alternately mapped to the subcarriers except for the
RSs. In this case, the Acks/Nacks of the four CBGs #1
to #4 are represented in one resource block.
[0039] In this case, since the values of the Acks or the
Nacks of the four CBGs are stored in the one resource
block, the ACK/NACK generating unit 14 generates a bit
sequence of 32 bits arranged so as to have the same
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value, as the Acks/Nacks of the CBGs #1 to #4, for the
resource blocks 124. In this case, the base station ap-
paratus 2 obtains the Acks/Nacks of the CBGs #1 to #4
from one of the resource blocks 123 of the received sig-
nals.
[0040] A resource block group 125 of FIG. 5 represents
the mapping of a bit pattern of Acks/Nacks in a case
where Acks/Nacks of four CBGs are transmitted over two
resource blocks. In this case, the subcarrier of the re-
source block group 125 has 2 bits. The values indicating
the Acks or the Nacks of the CBGs #1 and #2 or the
values indicating the Acks or the Nacks of the CBGs #3
and #4 are stored in the subcarriers except for the RSs
of the resource blocks 125. In this case, the subcarriers
are also modulated by the QPSK scheme. For example,
as represented by the resource block group 125, the val-
ues indicating the Acks/Nacks of the CBGs # 1 and #2
and the values indicating the Acks/Nacks of the CBGs
#3 and #4 are alternately mapped to the subcarriers in
the subcarriers except for the RSs. In this case, the
Acks/Nacks of the four CBGs #1 to #4 are represented
in the two resource blocks.
[0041] In this case, since the values of the Acks or the
Nacks of the four CBGs are stored in one resource block,
the ACK/NACK generating unit 14 generates a bit se-
quence of 32 bits arranged so as to have the same value,
as the Acks/Nacks of the CBGs #1 to #4, for the resource
block group 125. In this case, the base station apparatus
2 obtains the Acks/Nacks of the CBGs #1 to #4 from two
of the resource blocks 123 of the received signals.
[0042] The ACK/NACK generating unit 14 outputs an
aggregation of Acks and Nacks of the CBGs 110, as a
reception response of one transport block 115, to the
PUCCH generating unit 16. The ACK/NACK generating
unit 14 is an example of a "response signal generating
unit".
[0043] The buffer 18 includes a first buffer 181 and a
second buffer 182. Data items of logical channels clas-
sified according to requirements such as delay or relia-
bility or quality of service (QoS) are stored in the first
buffer 181 and the second buffer 182. The first buffer 181
is a buffer that stores transmission data items in a high-
priority process with low delay, such as Ultra-Reliable
and Low Latency Communication (URLLC). The second
buffer 182 is a buffer that stores transmission data items
in a low-priority process such as enhanced Mobile Brad
Band (eMBB) or web browsing. The transmission data
items generated in an arithmetic operation process per-
formed by a central processing unit (CPU) are stored in
the first buffer 181 or the second buffer 182 by the CPU.
[0044] The SR generating unit 15 checks whether or
not the transmission data items are stored in the first
buffer 181 or the second buffer 182. In a case where the
transmission data items are stored in the first buffer 181
or the second buffer 182, the SR generating unit 15 gen-
erates radio resource allocation requests for requesting
the allocation of radio resources to be used for transmit-
ting the transmission data items.

[0045] The SR generating unit 15 outputs the radio re-
source allocation requests and information of the first
buffer 181 or the second buffer 182 which is a storage
of the transmission data items to the PUCCH generating
unit 16. The SR generating unit 15 is an example of a
"radio resource allocation request generating unit".
[0046] The PUCCH generating unit 16 receives infor-
mation of the reception response of one transport block
115 which is the aggregation of ACKs and NACKs of the
CBGs 110 from the ACK/NACK generating unit 14. The
PUCCH generating unit 16 receives the radio resource
allocation requests from the SR generating unit 15. The
radio resources allocated to the reception responses and
the radio resource allocation requests in advance will be
described with reference to FIG. 6. FIG. 6 illustrates the
allocation of the radio resources. In FIG. 6, a vertical di-
rection represents frequency, and a horizontal direction
represents time.
[0047] In FIG. 6, a section positioned between the PD-
CCH 202 is a transmission time interval (TTI) 201. The
PDSCH 203 is transmitted and received after the PDCCH
202. The radio resources 210 are radio resources allo-
cated to the radio resource allocation requests in ad-
vance. The radio resources 220 are radio resources al-
located to the reception responses in advance. Although
it has been described in the present embodiment that
signals are transmitted in units of two symbols in the
PUCCH which transmits the reception responses, anoth-
er transmission unit may be used as the transmission
units of the signals in the PUCCH. For example, the sig-
nals may be transmitted in a unit of one symbol in the
PUCCH. Hereinafter, the radio resources allocated to the
reception responses and the radio resource allocation
requests in advance illustrated as FIG. 6 are referred to
as "normal radio resources".
[0048] The PUCCH generating unit 16 determines
whether or not to simultaneously send the reception re-
sponses and the radio resource allocation requests in a
certain TTI 201. Hereinafter, a case where the reception
responses and the radio resource allocation requests are
simultaneously transmitted in a certain TTI 201 at the
same timing is referred to as "simultaneous transmis-
sion". For example, the simultaneous transmission cor-
responds to a case where the transmission of the recep-
tion responses and the radio resource allocation requests
using the radio resources 210 and the radio resources
220 overlapping each other in a time direction occurs in
the terminal apparatus 1.
[0049] The PUCCH generating unit 16 performs cod-
ing and modulation on data indicating the Ack/Nack
which is the reception responses or data indicating the
radio resource allocation requests in a case where these
data items are simultaneously transmitted. Thereafter,
the PUCCH generating unit 16 allocates the normal radio
resources to the coded and modulated data.
[0050] FIG. 7 illustrates the allocation of the radio re-
sources using the terminal apparatus according to Em-
bodiment 1. In allocation states 311 to 313 in FIG. 7, a
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vertical direction represents frequency, and a horizontal
direction represents time. For example, in a case where
the radio resource allocation requests are not sent and
the reception responses are sent, the PUCCH generating
unit 16 allocates the radio resources as represented in
the allocation state 311 of FIG. 7. For example, the
PUCCH generating unit 16 allocates the radio resources
220 of resource blocks 301 to 303 to the reception re-
sponses. In this case, the radio resources 210 of a re-
source block 300 are not allocated. In contrast, in a case
where the reception responses are not sent and the radio
resource allocation requests are sent, the PUCCH gen-
erating unit 16 allocates the radio resources 210 of the
resource block 300.
[0051] The PUCCH generating unit 16 maps the data
items indicating the Acks/Nacks or the data items indi-
cating the radio resource allocation requests to the
PUCCH according to the allocation of the radio resourc-
es, and generates signals. Thereafter, the PUCCH gen-
erating unit 16 transmits the generated signals to the
base station apparatus 2 through the wireless unit 11. In
this case, the PUCCH generating unit 16 transmits the
radio resource allocation requests to the base station ap-
paratus 2 by using the radio resources 210. The PUCCH
generating unit 16 transmits the reception responses to
the base station apparatus 2 by using the radio resources
220.
[0052] Next, a process using the PUCCH generating
unit 16 in the case of the simultaneous transmission will
be described. A state in which the reception responses
and the radio resource allocation requests at the time of
the simultaneous transmission are allocated to the nor-
mal radio resources as in a case where the reception
responses and the radio resource allocation requests are
simultaneously transmitted is referred to as a "normal
allocation state".
[0053] In the case of the simultaneous transmission,
the PUCCH generating unit 16 allocates the radio re-
sources as represented in the allocation state 312 of FIG.
7. For example, the PUCCH generating unit 16 stores
information items of the resource blocks to be allocated
to the reception responses at the time of the simultaneous
transmission in advance. For example, the PUCCH gen-
erating unit 16 stores one excluded resource block
among the resource blocks included in the normal radio
resources of the reception responses in advance. The
PUCCH generating unit 16 allocates the radio resources
210 to be allocated to the radio resource allocation re-
quests in the normal allocation state to the data indicating
the Ack/Nack to which the excluded resource block is
allocated in the case of the normal allocation state.
[0054] Subsequently, the resource block other than the
excluded resource block of the radio resources 220 is
allocated to the data indicating the Ack/Nack other than
the data to which the radio resources 210 is allocated as
in the normal allocation state. For example, as represent-
ed in the allocation state 312, the PUCCH generating
unit 16 allocates the resource blocks 301 and 303 in the

radio resources 220 to the data indicating the Ack/Nack
other than the data to which the radio resources 210 are
allocated. In this case, the PUCCH generating unit 16
does not use the resource block 302.
[0055] The radio resources are allocated in this man-
ner, and thus, the PUCCH generating unit 16 notifies the
base station apparatus 2 of the generation of the SRs by
adding a non-use resource block over which the
Ack/Nack is not transmitted to the normal radio resourc-
es.
[0056] Which one of the resource blocks 301 to 303 is
unused may be freely determined. The base station ap-
paratus 2 easily detects that the resource block posi-
tioned between the resource blocks in use is unused.
Thus, it is preferable that the PUCCH generating unit 16
selects the non-use resource block such that the non-
use resource block is positioned between the resource
blocks in use as in the allocation state 312.
[0057] The contents of the signals to be mapped to the
non-use resource block in the normal allocation state
may be applied as the contents of the signals to be
mapped to the radio resources 210 with no change. Al-
ternatively, the non-use resource block of the radio re-
sources 220 and the non-use resource block of the radio
resources 210 may be arranged in order of frequency
and the mapping may be performed by the same method
as that in the transmission of the Ack/Nack in the normal
allocation state, that is, in descending or ascending order
of frequency.
[0058] The PUCCH generating unit 16 determines
whether radio resource allocation requests to be trans-
mitted are radio resource allocation requests for the
transmission data items stored in the first buffer 181 or
the second buffer 182. The PUCCH generating unit 16
has a parameter for adjusting transmission power density
different between the transmission of the transmission
data items in the high-priority process which are stored
in the first buffer 181 and the transmission of the trans-
mission data items in the high-priority process which are
stored in the second buffer 182.
[0059] In the present embodiment, the PUCCH gener-
ating unit 16 has a parameter with which the transmission
power density increases, as a parameter in the case of
the transmission of the transmission data items stored in
the first buffer 181. The PUCCH generating unit 16 has
a parameter with which the transmission power density
is lower than that in the case of the transmission of the
transmission data items stored in the first buffer 181, as
a parameter in the case of the transmission of the trans-
mission data items stored in the second buffer 182. For
example, the parameter is an offset to the transmission
power density in the case where the reception responses
are transmitted. For example, a value of the parameter
is designated by a radio resource control (RRC) signal
or the PDCCH when a resource configuration of the
PUCCH is notified from the base station apparatus 2.
[0060] When the radio resource allocation requests to
be transmitted are the radio resource allocation requests
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for transmitting the transmission data items stored in the
first buffer 181, the PUCCH generating unit 16 increases
the transmission power density of the radio resources
allocated to the reception responses as in the allocation
state 312. In contrast, when the radio resource allocation
requests to be transmitted are the radio resource alloca-
tion requests for the transmission data items in the low-
priority process which are stored in the second buffer
182, the PUCCH generating unit 16 equalizes the trans-
mission power density of the reception responses to the
transmission power density at the time of the transmis-
sion of the normal reception responses as in the alloca-
tion state 312.
[0061] Thereafter, the PUCCH generating unit 16
transmits data items of the reception responses to the
base station apparatus 2 through the wireless unit 11
with the determined transmission power density by using
the allocated radio resources. Accordingly, the PUCCH
generating unit 16 notifies the base station apparatus 2
of the information items of the Acks/Nacks of the CBGs
110 and the generation of the radio resource allocation
requests.
[0062] In the present embodiment, when the allocation
in the normal allocation state is performed and transmis-
sion power is not insufficient even in the case of the si-
multaneous transmission, the PUCCH generating unit 16
may usually perform the allocation of the radio resources
in the normal allocation state as in the allocation state
313. In this case, the PUCCH generating unit 16 uses all
the resource blocks 300 to 301.
[0063] As stated above, in the present embodiment,
the radio resources are not used as much as normal al-
location resources of the radio resource allocation re-
quests in the case of simultaneous reception as com-
pared to the normal allocation state. For example, the
number of non-use radio resources does not increase.
When the radio resource allocation requests to be trans-
mitted are the radio resource allocation requests for low-
priority transmission data items, since the radio resource
allocation requests may be transmitted with reliability
equivalent to the reliability of the Ack/Nack, the transmis-
sion power is sufficiently supplied. In contrast, when the
radio resource allocation requests to be transmitted are
the high-priority radio resource allocation requests, the
transmission with higher transmission power density is
desirable in order to increase the reliability, and there is
a possibility that the transmission power will be insuffi-
cient. The PUCCH generating unit 16 is an example of
a "transmission unit".
[0064] Referring back to FIG. 1, the description will be
continued. The PUSCH generating unit 17 obtains infor-
mation items of the radio resources for transmitting the
transmission data items designated by the response to
the radio resource allocation request from the PDCCH
receiving unit 12. Subsequently, the PUSCH generating
unit 17 obtains the transmission data items correspond-
ing to the transmitted radio resource allocation requests
from the first buffer 181 or the second buffer 182 of the

buffer 18.
[0065] The PUSCH generating unit 17 performs the
coding and the modulation on the obtained transmission
data items. Subsequently, the PUSCH generating unit
17 allocates the designated radio resources to the coded
and modulated transmission data items. Thereafter, the
PUSCH generating unit 17 maps the transmission data
items to the PUSCH according to the allocation of the
radio resources. Thereafter, the PUSCH generating unit
17 transmits the generated signals to the base station
apparatus 2 through the wireless unit 11.
[0066] Next, the base station apparatus 2 will be de-
scribed with reference to FIG. 8. FIG. 8 is a block diagram
of the base station apparatus. As illustrated as FIG. 8,
the base station apparatus 2 includes a PUCCH resource
managing unit 21, a buffer 22, a scheduler 23, a downlink
signal baseband processing unit 24, an uplink signal
baseband processing unit 25, and a wireless unit 26. The
buffer 22 is a temporary storage area of the transmission
data items obtained by the base station apparatus 2.
[0067] The PUCCH resource managing unit 21 notifies
the scheduler 23 of resource configuration information
for the radio resource allocation request and resource
configuration information for the Ack/Nack. The PUCCH
resource managing unit 21 may periodically configure
the normal radio resources of the radio resource alloca-
tion requests and the reception responses for transmit-
ting the Acks/Nacks with a predetermined cycle. The
PUCCH resource managing unit 21 may determine the
normal radio resources of the radio resource allocation
requests and the reception responses for transmitting
the Acks/Nacks at each TTI, and may configure the de-
termined normal radio resources.
[0068] The scheduler 23 specifies data items to be
transmitted among the transmission data items stored in
the buffer 22. The scheduler 23 performs scheduling on
the transmission of the specified data items.
[0069] Subsequently, the scheduler 23 divides the da-
ta of the transport block 115 to be transmitted into the
CBGs 110. Subsequently, the scheduler 23 determines
an MCS to be used. For example, the scheduler 23 se-
lects an MCS for further increasing the redundancy of
data items for the URLLC as compared to data items for
the eMBB. The scheduler 23 generates control informa-
tion for transmitting and receiving the data items. The
scheduler 23 determines the radio resources over which
the data items and the control information are transmit-
ted. Thereafter, the scheduler 23 outputs information of
each CBG 110 of the transport block 115 for the data to
be transmitted, information of the MCS, the generated
control information, and information of the radio resourc-
es to the downlink signal baseband processing unit 24.
[0070] Thereafter, the scheduler 23 receives a 1-bit
ACK or NACK for each CBG 110 from the uplink signal
baseband processing unit 25. The scheduler 23 receives
the radio resource allocation requests from the uplink
signal baseband processing unit 25.
[0071] The scheduler 23 specifies the CBG 110,
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among the CBGs 110 included in the transmitted trans-
port block 115, over which the NACK is received. The
scheduler 23 determines data items to be retransmitted.
[0072] The scheduler 23 generates the control infor-
mation. In a case where the radio resource allocation
requests are received, the scheduler 23 determines nor-
mal radio resources to be used for the transmission data
items. The scheduler 23 determines radio resources to
be used in the retransmission of the data items. There-
after, the scheduler 23 outputs information of the data to
be retransmitted, information of the MCS, the generated
control information, information of the radio resources to
be used to the downlink signal baseband processing unit
24. The scheduler 23 repeats the retransmission until
ACKs for all the CBGs 110 are received.
[0073] The downlink signal baseband processing unit
24 receives the information of the data to be transmitted
or retransmitted, the information of the MCS, the control
information, and the information of the radio resources
to be used from the scheduler 23. Subsequently, the
downlink signal baseband processing unit 24 obtains the
data corresponding to the received information of the da-
ta to transmitted or retransmitted from the buffer 22. Sub-
sequently, the downlink signal baseband processing unit
24 performs coding on the obtained data and control in-
formation by using a coding rate designated by the re-
ceived information of the MCS. The downlink signal base-
band processing unit 24 performs modulation on the ob-
tained data and control information by using the modu-
lation scheme designated by the received information of
the MCS. Thereafter, the downlink signal baseband
processing unit 24 allocates the control information and
the data to the designated radio resources, maps the
control information to the PDCCH, and maps the data to
the PDSCH. The downlink signal baseband processing
unit 24 outputs the control information and the data to
the wireless unit 26.
[0074] The wireless unit 26 receives the control infor-
mation and the data from the downlink signal baseband
processing unit 24. Subsequently, the wireless unit 26
performs digital-to-analog (DA) conversion on the control
information and the data. Thereafter, the wireless unit 26
transmits the control signal and the data to the terminal
apparatus 1 through the antenna by using the allocated
radio resources.
[0075] The wireless unit 26 receives the signals includ-
ing any one or both of the reception responses and the
radio resource allocation requests of the data transmitted
through the antenna from the terminal apparatus 1. The
wireless unit 26 performs analog-to-digital (AD) conver-
sion on the received signals. Thereafter, the wireless unit
26 outputs the signals including any one or both of the
reception responses and the radio resource allocation
requests of the transmitted data items to the uplink signal
baseband processing unit 25. The wireless unit 26 is an
example of a "base station reception unit".
[0076] The uplink signal baseband processing unit 25
performs demodulation and decoding on the signal in-

cluding any one or both of the reception responses and
the radio resource allocation requests of the transmitted
data items. The uplink signal baseband processing unit
25 determines whether or not the information items of
the Acks/Nacks are included in all the resource blocks
of the radio resources 220 of the received signals. In a
case where the information items of the Acks/Nacks are
included in all the resource blocks of the radio resources
220 of the received signals, for example, in a case where
the non-use resource block is not included, the uplink
signal baseband processing unit 25 determines that the
reception responses and the radio resource allocation
requests are not simultaneously transmitted.
[0077] When the simultaneous transmission is not per-
formed, the uplink signal baseband processing unit 25
obtains the information items of the Acks/Nacks of the
CBGs 110 from the radio resources 220 which are the
normal radio resources of the reception responses.
[0078] In contrast, in a case where the non-use re-
source block is included, the uplink signal baseband
processing unit 25 recognizes the generation of the radio
resource allocation requests. The uplink signal baseband
processing unit 25 stores the resource blocks to be used
for transmitting the reception responses at the time of
the simultaneous transmission represented in the allo-
cation state 312 of FIG. 7 in advance. The uplink signal
baseband processing unit 25 obtains the information
items of the Acks/Nacks of the CBGs 110 from the re-
source block determined in advance.
[0079] In a case where the information items of the
Acks/Nacks are not included in all the resource blocks
of the radio resources 220, the uplink signal baseband
processing unit 25 determines whether or not the radio
resource allocation requests are mapped to the resourc-
es 210. In a case where the radio resource allocation
requests are mapped to the radio resources 210, the up-
link signal baseband processing unit 25 recognizes the
generation of the radio resource allocation requests. In
contrast, in a case where the radio resource allocation
requests are not mapped to the radio resources 210, the
uplink signal baseband processing unit 25 determines
that the reception responses and the radio resource al-
location requests are not received.
[0080] Thereafter, the uplink signal baseband process-
ing unit 25 outputs the information items of the
Acks/Nacks of the CBGs 110 to the scheduler 23. In a
case where it is determined that the radio resource allo-
cation requests are generated, the uplink signal base-
band processing unit 25 notifies the scheduler 23 of the
generation of the radio resource allocation requests. The
uplink signal baseband processing unit 25 is an example
of an "obtainment unit".
[0081] Next, a flow of the transmission of the reception
responses and the radio resource allocation requests us-
ing the terminal apparatus 1 will be described with refer-
ence to FIG. 9. FIG. 9 is a flowchart illustrating the trans-
mission of the reception responses and the radio re-
source allocation requests using the terminal apparatus
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according to Embodiment 1. Hereinafter, an example in
which radio signals are received from the base station
apparatus 2 will be described.
[0082] The PDSCH receiving unit 13 receives the sig-
nals transmitted from the base station apparatus 2
through the wireless unit 11 and the PDCCH receiving
unit 12 (step S101).
[0083] The ACK/NACK generating unit 14 checks
whether or not the reception of the signal has succeeded
for each CBG 110 in the reception of the signals using
the PDCCH receiving unit 12. The ACK/NACK generat-
ing unit 14 generates the reception responses including
the Acks/Nacks of the CBGs 110 depending on whether
or not the reception of the signal has succeeded for each
obtained CBG 110 (step S102). The ACK/NACK gener-
ating unit 14 outputs the generated reception responses
to the PUCCH generating unit 16.
[0084] The PUCCH generating unit 16 receives the re-
ception responses including the Acks/Nacks of the CBGs
110 from the ACK/NACK generating unit 14. The PUCCH
generating unit 16 determines whether or not the radio
resource allocation requests are received depending on
whether or not the radio resource allocation requests are
obtained from the SR generating unit 15 (step S103).
[0085] In a case where the radio resource allocation
requests are received (step S103: Yes), the PUCCH gen-
erating unit 16 performs coding and modulation on the
obtained reception responses. The PUCCH generating
unit 16 allocates some of the radio resources of the radio
resource allocation requests and the radio resources of
the reception responses in the normal allocation state to
the coded and modulated reception responses (step
S104).
[0086] In contrast, in a case where the radio resource
allocation requests are not received (step S103: No), the
PUCCH generating unit performs modulation and coding
on the obtained reception responses, and allocates all
the normal radio resources to the reception responses
(step S105).
[0087] Thereafter, the PUCCH generating unit 16
maps the modulated and coded signals to the PUCCH
according to the allocation of the radio resources (step
S106). The PUCCH generating unit 16 outputs the mod-
ulated and coded signals to the wireless unit 11.
[0088] The wireless unit 11 receives the modulated
and coded signals from the PUCCH generating unit 16.
The wireless unit 11 performs DA conversion on the mod-
ulated and coded signals, and transmits the converted
signals to the terminal apparatus 1 through the antenna
(step S107).
[0089] Although it has been described in the present
embodiment that the radio resource allocation requests
and the reception responses are simultaneously trans-
mitted, it is possible to reduce the transmission power by
the same method even in a case where the radio resource
allocation requests and other signals overlap each other.
For example, it is possible to reduce the transmission
power by the aforementioned method even in a case

where the radio resource allocation requests and channel
state information (CSI) feedbacks are simultaneously
transmitted. For example, the PUCCH generating unit 16
may notify the base station of the generation of the radio
resource allocation requests without transmitting the ra-
dio resource allocation requests by similarly performing
the allocation of the radio resources to the CSI feedback
and the allocation of the radio resources to the aforemen-
tioned reception responses. Accordingly, it is possible to
reduce the transmission power.
[0090] As described above, the terminal apparatus ac-
cording to the present embodiment transmits the recep-
tion responses by using some of the radio resources of
the radio resource allocation requests and the radio re-
sources of the reception responses in the normal alloca-
tion state in the case of the simultaneous transmission.
Accordingly, the terminal apparatus according to the
present embodiment notifies the base station apparatus
of the generation of the Acks/Nacks of the CBGs and the
radio resource allocation requests. Accordingly, the ter-
minal apparatus may reduce the transmission power in
the case of the simultaneous transmission. For example,
the terminal apparatus according to the present embod-
iment may efficiently transmit the feedback information
of the Ack/Nack or the information including the radio
resource allocation requests. For example, in a case
where the transmission power is insufficient when both
the radio resource allocation requests and the reception
responses are to be sent in the normal allocation state
in the case of the simultaneous transmission, the terminal
apparatus may send the reception responses within an
upper limit of the transmission power and may notify the
generation of the radio resource allocation requests.

[Embodiment 2]

[0091] Next, Embodiment 2 will be described. A termi-
nal apparatus according to the present embodiment is
different from Embodiment 1 in that some of the
Acks/Nacks sent in the case of Embodiment 1 are trans-
mitted at the time of the simultaneous transmission and
the remaining Acks/Nacks are notified by mapping the
transmitted Acks/Nacks. The terminal apparatus accord-
ing to the present embodiment is also illustrated in the
block diagram of FIG. 1. In the following description, the
functions of the same units as those in Embodiment 1
will not be described.
[0092] The PUCCH generating unit 16 receives the in-
formation items of the reception responses from the
ACK/NACK generating unit 14. The PUCCH generating
unit 16 receives the radio resource allocation requests
from the SR generating unit 15.
[0093] The PUCCH generating unit 16 determines
whether or not the reception responses and the radio
resource allocation requests are simultaneously trans-
mitted. In a case where the reception responses and the
radio resource allocation requests are not simultaneous-
ly transmitted, the PUCCH generating unit 16 performs
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coding and modulation on the data items indicating the
reception responses or the radio resource allocation re-
quests. Thereafter, the PUCCH generating unit 16 allo-
cates the radio resources to the coded and modulated
signals as in Embodiment 1.
[0094] Next, a process using the PUCCH generating
unit 16 in the case of the simultaneous transmission will
be described. FIG. 10 illustrates the allocation of the radio
resources using the terminal apparatus according to Em-
bodiment 2. In an allocation state 314 in FIG. 10, a vertical
direction represents frequency, and a horizontal direction
represents time. In the case of the simultaneous trans-
mission, the PUCCH generating unit 16 allocates the ra-
dio resources as represented in the allocation state 314.
[0095] For example, the PUCCH generating unit 16
stores the CBGs 110 over which data items directly in-
dicating the corresponding Acks/Nacks is transmitted in
advance. FIG. 11 illustrates an example of the
Acks/Nacks of the CBGs. As illustrated as FIG. 11, CBGs
#1 to #6 are present, and the PUCCH generating unit 16
stores the CBGs #1 to #4, as direct notification CBGs
401 over which the data items indicating the Acks/Nacks
are transmitted, in advance. In this case, the PUCCH
generating unit 16 stores the CBGs #5 and #6, as indirect
notification CBGs 402 over which the notification of the
Acks/Nacks is performed according to a mapping state
of the information items of the Acks/Nacks of the CBGs
#1 to #4, for example, a state of the non-use resource
block, in advance.
[0096] The PUCCH generating unit 16 has a non-use
resource table 410 in advance as illustrated as FIG. 12.
FIG. 12 illustrates an example of the non-use resource
table. The non-use resource table 410 represents the
non-use resource blocks corresponding to the
Acks/Nacks of the indirect notification CBGs.
[0097] The PUCCH generating unit 16 obtains the re-
ception responses classified into the resource blocks in-
dicating the Acks/Nacks of the direct notification CBGs
401 and the resource blocks indicating the information
items of the Acks/Nacks of the indirect notification CBGs
402 from the ACK/NACK generating unit 14. The PUCCH
generating unit 16 obtains the information items of the
Acks/Nacks of the CBGs #5 and #6 which are the indirect
notification CBGs 402 among the obtained reception re-
sponses. The PUCCH generating unit 16 obtains the
combination of the non-use resource blocks correspond-
ing to the Acks/Nacks of the CBGs #5 and #6 from the
non-use resource table 410. For example, in a case
where the Acks for the CBGs #5 and #6 are replied as
illustrated as FIG. 11, the PUCCH generating unit 16 ob-
tains the resource blocks 301 and 302 as the non-use
resource blocks.
[0098] Subsequently, the PUCCH generating unit 16
allocates the radio resources 210 allocated to the radio
resource allocation requests in the case of the normal
allocation state and the resource blocks other than the
non-use resource blocks to the reception responses in-
dicating the Acks/Nacks of the CBGs #1 to #4. For ex-

ample, in a case where the Acks for the CBGs #5 and
#6 are replied, the PUCCH generating unit 16 allocates
the resource blocks 300 corresponding to the radio re-
sources 210 and the resource block 301 of the radio re-
sources 220 to the reception responses of the CBGs #1
to #4. For example, the PUCCH generating unit 16 allo-
cates the radio resources to the reception responses of
the CBGs #1 to #4 as in the allocation state 314. In this
case, the PUCCH generating unit 16 does not use the
resource blocks 302 and 303.
[0099] The radio resources are allocated in this man-
ner, and thus, the PUCCH generating unit 16 notifies the
base station apparatus 2 of the generation of the SRs by
adding the non-use resource blocks over which the
Acks/Nacks are not transmitted to the normal radio re-
sources. The PUCCH generating unit 16 reduces the
number of signals to be transmitted.
[0100] The PUCCH generating unit 16 determines
whether radio resource allocation requests to be trans-
mitted are radio resource allocation requests for the
transmission data items stored in the first buffer 181 or
the second buffer 182. When the radio resource alloca-
tion requests to be transmitted are the radio resource
allocation requests for transmitting the transmission data
items stored in the first buffer 181, the PUCCH generating
unit 16 increases the transmission power density of the
radio resources allocated to the reception responses as
in the allocation state 312. For example, in contrast, when
the radio resource allocation requests to be transmitted
are the radio resource allocation requests for transmitting
the transmission data items in the low-priority process
which are stored in the second buffer 182, the PUCCH
generating unit 16 equalizes the transmission power den-
sity of the radio resources of the reception responses to
the transmission power density at the time of the trans-
mission of the normal reception responses as in the al-
location state 312.
[0101] Thereafter, the PUCCH generating unit 16
transmits data items of the reception responses to the
base station apparatus 2 through the wireless unit 11
with the determined transmission power density by using
the allocated radio resources. Accordingly, the PUCCH
generating unit 16 notifies the base station apparatus 2
of the information items of the Acks/Nacks of the CBGs
110 and the generation of the radio resource allocation
requests.
[0102] In the present embodiment, when the allocation
in the normal allocation state is performed and transmis-
sion power is not insufficient even in the case of the si-
multaneous transmission, the PUCCH generating unit 16
may allocate the radio resources in the normal allocation
state.
[0103] In this case, the ACK/NACK generating unit 14
recognizes whether any of the CBGs 110 is the direct
notification CBG 401 or the indirect notification CBG 402
in advance. The ACK/NACK generating unit 14 gener-
ates the reception responses indicating the Acks/Nacks
of the direct notification CBGs 401. The ACK/NACK gen-
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erating unit 14 generates the reception responses indi-
cating the information items of the Acks/Nacks of the in-
direct notification CBGs 402. The ACK/NACK generating
unit 14 outputs the generated reception responses to the
PUCCH generating unit 16.
[0104] The base station apparatus 2 according to the
present embodiment is also illustrated in the block dia-
gram of FIG. 8. In the following description, the functions
of the same units as those in Embodiment 1 will not be
described.
[0105] The uplink signal baseband processing unit 25
has the non-use resource table 410, similarly to the
PUCCH generating unit 16 of the terminal apparatus 1.
The uplink signal baseband processing unit 25 has the
information items of the direct notification CBGs 401 and
the indirect notification CBGs 402 of the CBGs 110 in
advance.
[0106] The uplink signal baseband processing unit 25
receives the signals transmitted from the terminal appa-
ratus 1 through the wireless unit 26. The uplink signal
baseband processing unit 25 performs decoding and de-
modulation on the received signals. The uplink signal
baseband processing unit 25 determines whether or not
the information items of the Acks/Nacks are included in
all the resource blocks of the radio resources 220 of the
received signals. In a case where the information items
of the Acks/Nacks are included in all the resource blocks
of the radio resources 220 of the received signals, for
example, in a case where the non-use resource block is
not included, the uplink signal baseband processing unit
25 determines that the reception responses and the radio
resource allocation requests are not simultaneously
transmitted.
[0107] When the simultaneous transmission is not per-
formed, the uplink signal baseband processing unit 25
obtains the information items of the Acks/Nacks of the
CBGs 110 from the radio resources 220 which are the
normal radio resources of the reception responses.
[0108] In contrast, in a case where the non-use re-
source block is included, the uplink signal baseband
processing unit 25 recognizes the generation of the radio
resource allocation requests. Subsequently, the uplink
signal baseband processing unit 25 specifies the re-
source blocks to which the direct notification CBGs 401
are mapped in the radio resources 220 which are the
normal radio resources of the reception responses. The
uplink signal baseband processing unit 25 obtains the
information items of the Acks/Nacks of the direct notifi-
cation CBGs 401. The uplink signal baseband processing
unit 25 determines the Acks/Nacks of the indirect notifi-
cation CBGs 402 from the mapping of the non-use re-
source blocks of the radio resources 220 by using the
non-use resource table 410.
[0109] In a case where the information items of the
Acks/Nacks are not included in the resource blocks of
any of the radio resources 220, the uplink signal base-
band processing unit 25 determines whether or not the
radio resource allocation requests are mapped to the ra-

dio resources 210. In a case where the radio resource
allocation requests are mapped to the radio resources
210, the uplink signal baseband processing unit 25 rec-
ognizes the generation of the radio resource allocation
requests. In contrast, in a case where the radio resource
allocation requests are not mapped to the radio resourc-
es 210, the uplink signal baseband processing unit 25
determines that both the reception responses and the
radio resource allocation requests are not received.
[0110] Thereafter, the uplink signal baseband process-
ing unit 25 outputs the information items of the
Acks/Nacks of the CBGs 110 to the scheduler 23. In a
case where it is determined that the radio resource allo-
cation requests are generated, the uplink signal base-
band processing unit 25 notifies the scheduler 23 of the
generation of the radio resource allocation requests.
[0111] Next, a flow of the transmission of the reception
responses and the radio resource allocation requests us-
ing the terminal apparatus 1 according to the present
embodiment will be described with reference to FIG. 13.
FIG. 13 is a flowchart illustrating the transmission of the
reception responses and the radio resource allocation
requests using the terminal apparatus according to Em-
bodiment 2. Hereinafter, an example in which the radio
signals are received from the base station apparatus 2
will be described.
[0112] The PDSCH receiving unit 13 receives the sig-
nals transmitted from the base station apparatus 2
through the wireless unit 11 and the PDCCH receiving
unit 12 (step S201).
[0113] The ACK/NACK generating unit 14 checks
whether or not the reception of the signal has succeeded
for each CBG 110 in the reception of the signals using
the PDCCH receiving unit 12. The ACK/NACK generat-
ing unit 14 generates the reception responses including
the Acks/Nacks of the CBGs 110 depending on whether
or not the reception of the signal has succeeded for each
obtained CBG 110 (step S202). For example, the PD-
CCH receiving unit 12 generates the reception responses
classified into the resource blocks indicating the
Acks/Nacks of the direct notification CBGs 401 and the
resource blocks indicating the information items of the
Acks/Nacks of the indirect notification CBGs 402. The
ACK/NACK generating unit 14 outputs the generated re-
ception responses to the PUCCH generating unit 16.
[0114] The PUCCH generating unit 16 receives the re-
ception responses including the Acks/Nacks of the CBGs
110 from the ACK/NACK generating unit 14. The PUCCH
generating unit 16 determines whether or not the radio
resource allocation requests are received depending on
whether or not the radio resource allocation requests are
obtained from the SR generating unit 15 (step S203).
[0115] In a case where the radio resource allocation
requests are received (step S203: Yes), the PUCCH gen-
erating unit 16 obtains the information items of the non-
use resource blocks indicating the Acks/Nacks of the in-
direct notification CBGs 402 by using the non-use re-
source table 410 (step S204).
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[0116] The PUCCH generating unit 16 performs mod-
ulation and coding on the Acks/Nacks of the direct noti-
fication CBGs 401, and allocates the radio resources re-
maining by excluding the non-use resource blocks from
the normal radio resources of the radio resource alloca-
tion requests and the reception responses (step S205).
[0117] In contrast, in a case where the radio resource
allocation requests are received (step S203: No), the
PUCCH generating unit 16 performs modulation and cod-
ing on the obtained reception responses, and allocates
all the normal radio resources to the reception responses
(step S206).
[0118] Thereafter, the PUCCH generating unit 16
maps the modulated and coded signals to the PDCCH
according to the allocation of the radio resources (step
S207). The PUCCH generating unit 16 outputs the mod-
ulated and coded signals to the wireless unit 11.
[0119] The wireless unit 11 receives the modulated
and coded signals from the PUCCH generating unit 16.
The wireless unit 11 performs DA conversion on the mod-
ulated and coded signals, and transmits the converted
signals to the terminal apparatus 1 through the antenna
(step S208).
[0120] As described above, the terminal apparatus ac-
cording to the present embodiment transmits the signals
directly indicating the Acks/Nacks of the direct notification
CBGs to the base station apparatus, and notifies of the
Acks/Nacks of the indirect notification CBGs by using the
mapping of the Acks/Nacks of the direct notification CB-
Gs. Accordingly, it is possible to efficiently transmit the
feedback information items of the Acks/Nacks or the in-
formation items including the radio resource allocation
requests. It is possible to further reduce the transmission
power as compared to Embodiment 1.

[Embodiment 3]

[0121] Next, Embodiment 3 will be described. A termi-
nal apparatus according to the present embodiment is
different from Embodiment 1 in that CBG groups are gen-
erated by grouping the CBGS and Ack/Nack is notified
to each CBG group at the time of the simultaneous trans-
mission. In the present embodiment, the number of bits
of the Ack/Nack feedback is reduced by increasing the
number of corresponding CBs per bit of the Ack/Nack to
be given as feedback at the time of the simultaneous
transmission. The terminal apparatus according to the
present embodiment is also illustrated in the block dia-
gram of FIG. 1. In the following description, the functions
of the same units as those in Embodiment 1 will not be
described.
[0122] The PUCCH generating unit 16 receives the in-
formation items of the reception responses from the
ACK/NACK generating unit 14. The PUCCH generating
unit 16 receives the radio resource allocation requests
from the SR generating unit 15.
[0123] The PUCCH generating unit 16 determines
whether or not the reception responses and the radio

resource allocation requests are simultaneously trans-
mitted. In a case where the reception responses and the
radio resource allocation requests are not simultaneous-
ly transmitted, the PUCCH generating unit 16 performs
coding and modulation on the data indicating the recep-
tion responses or the radio resource allocation requests.
Thereafter, the PUCCH generating unit 16 allocates the
radio resources to the coded and modulated signals as
in Embodiment 1.
[0124] Next, a process using the PUCCH generating
unit 16 in the case of the simultaneous transmission will
be described. FIG. 14 illustrates an example of the CBG
groups generated by the PUCCH generating unit accord-
ing to Embodiment 3. Hereinafter, a case where the CB-
Gs #1 to #6 are also present will be described. The
PUCCH generating unit 16 obtains the information items
of the Acks/Nacks of the CBGs #1 to #6 from the reception
responses obtained from the ACK/NACK generating unit
14.
[0125] The PUCCH generating unit 16 has information
indicating a method of grouping the CBGs #1 to #6 in
advance. The PUCCH generating unit 16 groups the CB-
Gs #1 to #6 according to predetermined information. For
example, as illustrated as FIG. 14, the PUCCH generat-
ing unit 16 generates a CBG group ##1 by grouping one
CBG #1 and a CBG group ##2 by grouping one CBG #2,
and generates a CBG group ##3 by grouping the CBGs
#3 and #4 and a CBG group ##4 by grouping the CBGs
#5 and #6.
[0126] In this case, the PUCCH generating unit 16 uses
the logical sum of the Acks/Nacks of the CBGs 110 in-
cluded in each group as the Acks/Nacks of each of the
CBG Groups ##1 to ##4. For example, the PUCCH gen-
erating unit 16 respectively uses the Acks/Nacks of the
CBGs #1 and #2 as the Acks/Nacks of the CBG groups
##1 and ##2 with no change. Since the responses of both
the CBGs #3 and #4 are the Acks, the PUCCH generating
unit 16 uses the Ack as the response of the CBG group
##3. Since the response of the CBG #5 is the Ack and
the response of the CBG #6 is the Nack, the PUCCH
generating unit 16 uses the Nack as the response of the
CBG group ##4.
[0127] The PUCCH generating unit 16 allocates pre-
determined some resource blocks within the normal radio
resources of the reception responses to the reception
responses indicating the Acks/Nacks of the CBG groups
##1 to ##4, as represented in an allocation state 315 of
FIG. 15. FIG. 15 illustrates the allocation of the radio re-
sources using the terminal apparatus according to Em-
bodiment 3. The PUCCH generating unit 16 allocates the
resource blocks 302 and 301 of the radio resources 220
to the reception responses indicating the Acks/Nacks of
the CBG groups ##1 to ##4, and uses the resource block
303 as the non-use resource block.
[0128] As stated above, the PUCCH generating unit
16 notifies the base station apparatus 2 of the generation
of the SRs by adding the non-use resource block over
which the Ack/Nack is not transmitted to the normal radio
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resources. The PUCCH generating unit 16 reduces the
number of signals to be transmitted.
[0129] The PUCCH generating unit 16 changes the
transmission power density depending on whether the
radio resource allocation requests to be transmitted are
the radio resource allocation requests for transmission
data items stored in the first buffer 181 or the second
buffer 182.
[0130] Thereafter, the PUCCH generating unit 16
transmits data items of the reception responses to the
base station apparatus 2 through the wireless unit 11
with the determined transmission power density by using
the allocated radio resources. Accordingly, the PUCCH
generating unit 16 notifies the base station apparatus 2
of the information items of the Acks/Nacks of the CBGs
110 and the generation of the radio resource allocation
requests.
[0131] In the present embodiment, when the allocation
in the normal allocation state is performed and the trans-
mission power is not insufficient even in the case of the
simultaneous transmission, the PUCCH generating unit
16 may allocate the radio resources in the normal allo-
cation state.
[0132] The base station apparatus 2 according to the
present embodiment is also illustrated in the block dia-
gram of FIG. 8. In the following description, the functions
of the same units as those in Embodiment 1 will not be
described.
[0133] The uplink signal baseband processing unit 25
has information items of the CBGs 110 included in the
CBG groups ##1 to ##4 in advance similarly to the
PUCCH generating unit 16 of the terminal apparatus 1.
The uplink signal baseband processing unit 25 has po-
sitions to which the Acks/Nacks of the CBG groups ##1
to ##4 are mapped in advance.
[0134] The uplink signal baseband processing unit 25
receives the signals transmitted from the terminal appa-
ratus 1 through the wireless unit 26. The uplink signal
baseband processing unit 25 performs decoding and de-
modulation on the received signals. The uplink signal
baseband processing unit 25 determines whether or not
the information items of the Acks/Nacks are included in
all the resource blocks of the radio resources 220 of the
received signals. In a case where the information items
of the Acks/Nacks are included in all the resource blocks
of the radio resources 220 of the received signals, for
example, in a case where the non-use resource block is
not included, the uplink signal baseband processing unit
25 determines that the reception responses and the radio
resource allocation requests are not simultaneously
transmitted.
[0135] In a case where the reception responses and
the radio resource allocation requests are not simultane-
ously transmitted, the uplink signal baseband processing
unit 25 obtains the information items of the Acks/Nacks
of the CBGs #1 to #6 from the radio resources 220 which
are the normal radio resources of the reception respons-
es.

[0136] In contrast, in a case where the non-use re-
source block is included, the uplink signal baseband
processing unit 25 recognizes the generation of the radio
resource allocation requests. Subsequently, the uplink
signal baseband processing unit 25 obtains the informa-
tion items of the Acks/Nacks of the CBG groups ##1 to
##4 from the predetermined resource blocks of the radio
resources 220 which are the normal radio resources of
the reception responses. The uplink signal baseband
processing unit 25 obtains the Acks/Nacks of the CBGs
#1 to #6 from the information items of the Acks/Nacks of
the CBG groups ## 1 to ##4.
[0137] In a case where the information items of the
Acks/Nacks are not included in all the resource blocks
of the radio resources 220, the uplink signal baseband
processing unit 25 determines whether or not the radio
resource allocation requests are mapped to the radio re-
sources 210. In a case where the radio resource alloca-
tion requests are mapped to the radio resources 210, the
uplink signal baseband processing unit 25 recognizes
the generation of the radio resource allocation requests.
In contrast, in a case where the radio resource allocation
requests are not mapped to the radio resources 210, the
uplink signal baseband processing unit 25 determines
that both the reception responses and the radio resource
allocation requests are not received.
[0138] Thereafter, the uplink signal baseband process-
ing unit 25 outputs the information items of the
Acks/Nacks of the CBGs 110 to the scheduler 23. In a
case where it is determined that the radio resource allo-
cation requests are generated, the uplink signal base-
band processing unit 25 notifies the scheduler 23 of the
generation of the radio resource allocation requests.
[0139] Next, a flow of the transmission of the reception
responses and the radio resource allocation requests us-
ing the terminal apparatus 1 according to the present
embodiment will be described with reference to FIG. 16.
FIG. 16 is a flowchart illustrating the transmission of the
reception responses and the radio resource allocation
requests using the terminal apparatus according to Em-
bodiment 3. Hereinafter, an example in which the radio
signals are received from the base station apparatus 2
will be described.
[0140] The PDSCH receiving unit 13 receives the sig-
nals transmitted from the base station apparatus 2
through the wireless unit 11 and the PDCCH receiving
unit 12 (step S301).
[0141] The ACK/NACK generating unit 14 checks
whether or not the reception of the signal has succeeded
for each CBG 110 in the reception of the signals using
the PDCCH receiving unit 12. The ACK/NACK generat-
ing unit 14 generates the reception responses including
the Acks/Nacks of the CBGs 110 depending on whether
or not the reception of the signal has succeeded for each
obtained CBG 110 (step S302). The ACK/NACK gener-
ating unit 14 outputs the generated reception responses
to the PUCCH generating unit 16.
[0142] The PUCCH generating unit 16 receives the re-
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ception responses including the Acks/Nacks of the CBGs
110 from the ACK/NACK generating unit 14. The PUCCH
generating unit 16 determines whether or not the radio
resource allocation requests are received depending on
whether or not the radio resource allocation requests are
obtained from the SR generating unit 15 (step S303).
[0143] In a case where the radio resource allocation
requests are received (step S303: Yes), the PUCCH gen-
erating unit 16 generates the CBG groups (step S304).
[0144] The PUCCH generating unit 16 obtains the log-
ical sum of the Acks/Nacks of the CBGs 110 included in
each CBG group, and generates the Acks/Nacks of the
CBG groups (step S305).
[0145] The PUCCH generating unit 16 performs mod-
ulation and coding on the Acks/Nacks of the CBG groups,
and allocates the radio resources to some of the normal
radio resources of the reception responses (step S306).
[0146] In contrast, in a case where the radio resource
allocation requests are received (step S303: No), the
PUCCH generating unit 16 performs modulation and cod-
ing on the obtained reception responses, and allocates
all the normal radio resources to the reception responses
including the Acks/Nacks of the CBGs (step S307) .
[0147] Thereafter, the PUCCH generating unit 16
maps the modulated and coded signals to the PUCCH
according to the allocation of the radio resources (step
S308). The PUCCH generating unit 16 outputs the mod-
ulated and coded signals to the wireless unit 11.
[0148] The wireless unit 11 receives the modulated
and coded signals from the PUCCH generating unit 16.
The wireless unit 11 performs DA conversion on the mod-
ulated and coded signals, and transmits the converted
signals to the terminal apparatus 1 through the antenna
(step S309).
[0149] As described above, the terminal apparatus ac-
cording to the present embodiment notifies the base sta-
tion apparatus of the Acks/Nacks of the CBG groups gen-
erated by grouping the CBGs. Accordingly, it is possible
to efficiently transmit the feedback information items of
the Acks/Nacks or the information items including the
radio resource allocation requests. It is possible to further
reduce the transmission power as compared to Embod-
iment 1.

[Embodiment 4]

[0150] Next, Embodiment 4 will be described. A termi-
nal apparatus according to the present embodiment has
functions obtained by combining the functions of Embod-
iment 2 and the functions of Embodiment 3. The terminal
apparatus according to the present embodiment is also
illustrated in the block diagram of FIG. 1. In the following
description, the functions of the same units as those in
Embodiment 1 will not be described.
[0151] A process using the PUCCH generating unit 16
according to the present embodiment in the case of the
simultaneous transmission will be described. FIG. 17 il-
lustrates an example of CBG groups generated by the

PUCCH generating unit, the direct notification CBGs, and
the indirect notification CBGs according to Embodiment
4. Hereinafter, a case where the CBGs #1 to #8 are also
present will be described. The PUCCH generating unit
16 obtains the information items of the Acks/Nacks of the
CBGs #1 to #8 from the reception responses obtained
from the ACK/NACK generating unit 14.
[0152] The PUCCH generating unit 16 has information
indicating a method of grouping the CBGs #1 to #8 in
advance. The PUCCH generating unit 16 groups the CB-
Gs #1 to #8 according to predetermined information. For
example, as illustrated as FIG. 17, the PUCCH generat-
ing unit 16 generates CBG groups ##1 to ##4 by grouping
the CBGs #1 and #2, the CBGs #3 and #4, the CBGs #5
and #6, and the CBGs #7 and #8, respectively. In this
case, the PUCCH generating unit 16 uses the logical sum
of the Acks/Nacks of the CBGs 110 included in each
group as the Acks/Nacks of each of the CBG Groups ##1
to ##4.
[0153] The PUCCH generating unit 16 uses the CBG
groups ##1 and ##2, as direct notification CBG groups
403. The PUCCH generating unit 16 uses the CBG
groups ##3 and ##4, as indirect notification CBG groups
404.
[0154] The PUCCH generating unit 16 has a use re-
source table 411 illustrated as FIG. 18. FIG. 18 illustrates
an example of the use resource table. Although the
PUCCH generating unit 16 uses the table in which use
resource blocks are registered, the table in which the
non-use resource blocks are registered may be used as
in Embodiment 2. The PUCCH generating unit 16 spec-
ifies the use resource blocks indicating the information
items of the Acks/Nacks of the CBG groups ##3 and ##4
which are the indirect notification CBG groups 404 by
using the use resource table 411. For example, in a case
where the Acks/Nacks of the CBG groups ##1 to ##4
illustrated as FIG. 17 are in the state illustrated in FIG.
17, the resource block 303 is the use resource block.
[0155] As illustrated in an allocation state 316 of FIG.
19, the PUCCH generating unit 16 allocates predeter-
mined some resource blocks within the normal radio re-
sources of the reception responses to the reception re-
sponses indicating the Acks/Nacks of the CBG groups
##1 and ##2. FIG. 19 illustrates the allocation of the radio
resources using the terminal apparatus according to Em-
bodiment 4. The PUCCH generating unit 16 allocates the
resource block 302 specified as the use resource block
to the reception responses indicating the Acks/Nacks of
the CBG groups ##1 and ##2, and uses the resource
blocks 301, 303, and 304, as the non-use resource
blocks.
[0156] The radio resources are allocated in this man-
ner, and thus, the PUCCH generating unit 16 notifies the
base station apparatus 2 of the generation of the SRs by
adding the non-use resource blocks in which the
Ack/Nack is not transmitted to the normal radio resourc-
es. The PUCCH generating unit 16 reduces the number
of signals to be transmitted.
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[0157] The PUCCH generating unit 16 changes the
transmission power density depending on whether the
radio resource allocation requests to be transmitted are
the radio resource allocation requests for transmission
data items stored in the first buffer 181 or the second
buffer 182.
[0158] Thereafter, the PUCCH generating unit 16
transmits data items of the reception responses to the
base station apparatus 2 through the wireless unit 11
with the determined transmission power density by using
the allocated radio resources. Accordingly, the PUCCH
generating unit 16 notifies the base station apparatus 2
of the information items of the Acks/Nacks of the CBGs
110 and the generation of the radio resource allocation
requests.
[0159] In the present embodiment, when the allocation
in the normal allocation state is performed and the trans-
mission power is not insufficient even in the case of the
simultaneous transmission, the PUCCH generating unit
16 may allocate the radio resources in the normal allo-
cation state.
[0160] The base station apparatus 2 according to the
present embodiment is also illustrated in the block dia-
gram of FIG. 8. In the following description, the functions
of the same units as those in Embodiment 1 will not be
described.
[0161] The uplink signal baseband processing unit 25
has information items of the CBGs 110 included in the
CBG groups ##1 to ##4 in advance similarly to the
PUCCH generating unit 16 of the terminal apparatus 1.
The uplink signal baseband processing unit 25 has po-
sitions to which the Acks/Nacks of the direct notification
CBG groups 403 are mapped in advance.
[0162] The uplink signal baseband processing unit 25
receives the signals transmitted from the terminal appa-
ratus 1 through the wireless unit 26. The uplink signal
baseband processing unit 25 performs decoding and de-
modulation on the received signals. In a case where the
non-use resource blocks are included in the radio re-
sources 220 of the received signals, the uplink signal
baseband processing unit 25 recognizes the generation
of the radio resource allocation requests. Subsequently,
the uplink signal baseband processing unit 25 obtains
the Acks/Nacks of the direct notification CBG groups 403
from the predetermined resource blocks of the radio re-
sources 220 which are the normal radio resources of the
reception responses. Subsequently, the uplink signal
baseband processing unit 25 obtains the Acks/Nacks of
the indirect notification CBG groups 404 from the posi-
tions to which the Acks/Nacks of the direct notification
CBG groups 403 are mapped. Thereafter, the uplink sig-
nal baseband processing unit 25 obtains the Acks/Nacks
of the CBGs #1 to #6 from the information items of the
Acks/Nacks of the CBG groups ##1 to ##4.
[0163] As described above, the terminal apparatus
classifies according to the present embodiment the CBG
groups obtained by grouping the CBGs into the direction
notification CBG groups and the indirect notification CBG

groups. The terminal apparatus according to the present
embodiment also notifies the base station apparatus of
the Acks/Nacks of the indirect notification CBG groups
by notifying the base station apparatus of the Acks/Nacks
of the direct notification CBG groups. Accordingly, it is
possible to efficiently transmit the feedback information
items of the Acks/Nacks or the information items includ-
ing the radio resource allocation requests. It is possible
to further reduce the transmission power as compared
to Embodiment 1.

[Embodiment 5]

[0164] Next, Embodiment 5 will be described. A termi-
nal apparatus according to the present embodiment clas-
sifies the CBGs into the direct notification CBGs and the
indirect notification CBGs until the radio resource alloca-
tion requests are used with no change at the time of the
simultaneous transmission, and notifies the base station
apparatus of the Acks/Nacks of the indirect notification
CBGs in the positions of the Acks/Nacks of the direct
notification CBGs. The terminal apparatus according to
the present embodiment is also illustrated in the block
diagram of FIG. 1. In the following description, the func-
tions of the same units as those in Embodiment 1 will not
be described.
[0165] FIG. 20 illustrates the allocation of the radio re-
sources using the terminal apparatus according to Em-
bodiment 5. In allocation states 321 to 323 in FIG. 20, a
vertical direction represents frequency, and a horizontal
direction represents time.
[0166] In the present embodiment, in a case where the
reception responses and the radio resource allocation
requests are not simultaneously transmitted and the re-
ception responses are sent, the PUCCH generating
unit16 allocates all the normal radio resources to the re-
ception responses as represented in the allocation state
321.
[0167] In contrast, in the case of the simultaneous
transmission, the PUCCH generating unit 16 allocates
the radio resources 210 which are the normal radio re-
sources of the radio resource allocation requests in the
allocation state 322 to the radio resource allocation re-
quests. The PUCCH generating unit 16 classifies the CB-
Gs 110 into the direct notification CBGs 401 and the in-
direct notification CBGs 402. The PUCCH generating unit
16 allocates some of the radio resources 220 in the al-
location state 322 to the Acks/Nacks of the direct notifi-
cation CBGs 401 so as to represent the Acks/Nacks of
the indirect notification CBGs 402.
[0168] Accordingly, the PUCCH generating unit 16 al-
locates the resource blocks 301, 302, and 304 to the
Acks/Nacks of the direct notification CBGs 401. In this
case, the PUCCH generating unit 16 notifies the base
station apparatus of the Acks/Nacks of the indirect noti-
fication CBGs 402 by using the resource block 303 as
the non-use resource block.
[0169] As stated above, the PUCCH generating unit
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16 reduces the number of signals to be transmitted by
adding the non-use resource blocks over which the
Acks/Nacks are not transmitted to the normal radio re-
sources, and reduces the transmission power.
[0170] The PUCCH generating unit 16 changes the
transmission power density of the radio resources 210
depending on whether or not the radio resource alloca-
tion requests to be transmitted are the radio resource
allocation requests for transmission data items stored in
the first buffer 181 or the second buffer 182. The PUCCH
generating unit 16 transmits the data items of the radio
resource allocation requests and the reception respons-
es to the base station apparatus 2 through the wireless
unit 11 with the determined transmission power density
by using the allocated radio resources.
[0171] In the present embodiment, when the allocation
in the normal allocation state is performed and the trans-
mission power is not insufficient even in the case of the
simultaneous transmission, the PUCCH generating unit
16 may allocate the radio resources in the normal allo-
cation state as represented in the allocation state 323.
[0172] The base station apparatus 2 according to the
present embodiment is also illustrated in the block dia-
gram of FIG. 8. In the following description, the functions
of the same units as those in Embodiment 1 will not be
described.
[0173] The uplink signal baseband processing unit 25
receives the signals transmitted from the terminal appa-
ratus 1 through the wireless unit 26. The uplink signal
baseband processing unit 25 performs decoding and de-
modulation on the received signals. The uplink signal
baseband processing unit 25 determines whether or not
the reception responses and the radio resource alloca-
tion requests are simultaneously transmitted from the re-
ceived signals. When the reception responses and the
radio resource allocation requests are simultaneously
transmitted, the uplink signal baseband processing unit
25 obtains the radio resource allocation requests or the
Acks/Nacks of the CBGs 110.
[0174] In contrast, in the case of the simultaneous re-
ception, the uplink signal baseband processing unit 25
initially obtains the radio resource allocation requests.
Subsequently, the uplink signal baseband processing
unit 25 obtains the information items of the Acks/Nacks
of the direct notification CBGs 401 from the radio resourc-
es 220 of the received signals. The uplink signal base-
band processing unit 25 obtains the Acks/Nacks of the
indirect notification CBGs 402 from the mapping state of
the direct notification CBGs 401.
[0175] Thereafter, the uplink signal baseband process-
ing unit 25 outputs the information items of the
Acks/Nacks of the CBGs 110 to the scheduler 23. In a
case where it is determined that the radio resource allo-
cation requests are generated, the uplink signal base-
band processing unit 25 notifies the scheduler 23 of the
generation of the radio resource allocation requests.
[0176] As described above, the terminal apparatus ac-
cording to the present embodiment transmits the radio

resource allocation requests by using the normal radio
resources, and transmits the reception responses by us-
ing the direct notification CBGs and the indirect notifica-
tion CBGs. Accordingly, it is possible to efficiently trans-
mit the feedback information items of the Acks/Nacks or
the information items including the radio resource allo-
cation requests. It is possible to reduce the transmission
power.
[0177] Although it has been described that the trans-
mission power is reduced at the time of the simultaneous
transmission of the radio resource allocation requests
and the reception responses, a case where the transmis-
sion power is reduced at the time of simultaneous trans-
mission of the radio resource allocation requests and oth-
er signals may be realized by using the aforementioned
method. For example, in a case where there are high-
priority reception responses for the URLLC and low-pri-
ority reception responses for the EMBB as the reception
responses, it is possible to reduce the transmission pow-
er by using the aforementioned method.
[0178] For example, the PUCCH generating unit 16
allocates the normal radio resources to the reception re-
sponses for the URLLC, similarly to the aforementioned
radio resource allocation requests. Similarly to the afore-
mentioned reception responses, the PUCCH generating
unit 16 transmits the reception responses for the EMBB
by using the direct notification CBGs 401 and the indirect
notification CBGs 402. Accordingly, the PUCCH gener-
ating unit 16 may reduce the number of bits to be used
for the reception responses for the EMBB, and may re-
duce the transmission power. The PUCCH generating
unit 16 may allocate the reduced power to the reception
responses for the URLLC, and may improve the reliability
of the reception responses for the URLLC.
[0179] The same method may be used for the simul-
taneous transmission of the radio resource allocation re-
quests, the reception responses for the URLLC, and the
reception responses for the EMBB. In this case, the
PUCCH generating unit 16 allocates the normal radio
resources to the radio resource allocation requests and
the reception responses for the URLLC, similarly to the
aforementioned radio resource allocation requests. Sim-
ilarly to the aforementioned reception responses, the
PUCCH generating unit 16 transmits the reception re-
sponses for the EMBB by using the direct notification
CBGs 401 and the indirect notification CBGs 402. Ac-
cordingly, the PUCCH generating unit 16 may reduce the
number of bits to be used for the reception responses for
the EMBB, and may reduce the transmission power. The
PUCCH generating unit 16 may allocate the reduced
power to the radio resource allocation requests and the
reception responses for the URLLC, and may improve
the reliability thereof.

[Embodiment 6]

[0180] Next, Embodiment 6 will be described. A termi-
nal apparatus according to the present embodiment
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transmits the radio resource allocation requests with no
change at the time of the simultaneous transmission, as
in Embodiment 5. The terminal apparatus according to
the present embodiment groups the CBGs, and notifies
the base station apparatus of the Acks/Nacks of the CBG
groups. The terminal apparatus according to the present
embodiment is also illustrated in the block diagram of
FIG. 1. In the following description, the functions of the
same units as those in Embodiment 1 will not be de-
scribed.
[0181] A process using the PUCCH generating unit 16
in the case of the simultaneous transmission will be de-
scribed. FIG. 21 is a diagram illustrating an example of
the CBG groups generated by the PUCCH generating
unit according to Embodiment 6. Hereinafter, a case
where the CBGs #1 to #6 are also present will be de-
scribed. The PUCCH generating unit 16 obtains the in-
formation items of the Acks/Nacks of the CBGs #1 to #6
from the reception responses obtained from the
ACK/NACK generating unit 14.
[0182] The PUCCH generating unit 16 has information
indicating a method of grouping the CBGs #1 to #6 in
advance. The PUCCH generating unit 16 groups the CB-
Gs #1 to #6 according to predetermined information. For
example, as illustrated as FIG. 21, the PUCCH generat-
ing unit 16 generates CBG groups ##1 and ##2 by group-
ing the CBGs #1 to #3, and the CBGs #4 to #6, respec-
tively.
[0183] In this case, the PUCCH generating unit 16 uses
the logical sum of the Acks/Nacks of the CBGs 110 in-
cluded in each group as the Acks/Nacks of each of the
CBG Groups ##1 and ##2.
[0184] As represented in an allocation state 324 of FIG.
22, the PUCCH generating unit 16 allocates the radio
resources 210 which are the normal radio resources of
the radio resource allocation requests to the radio re-
source allocation requests. The PUCCH generating unit
16 allocates predetermined some resource blocks within
the normal radio resources of the reception responses
to the reception responses indicating the Acks/Nacks of
the CBG groups ##1 and ##2. FIG. 22 illustrates the al-
location of the radio resources using the terminal appa-
ratus according to Embodiment 6. The PUCCH generat-
ing unit 16 allocates the resource block 303 of the radio
resources 220 to the reception responses indicating the
Acks/Nacks of the CBG groups ##1 and ##2, and uses
the resource blocks 301 and 302 as the non-use resource
blocks.
[0185] As stated above, the PUCCH generating unit
16 reduces the number of signals to be transmitted by
adding the non-use resource blocks over which the
Acks/Nacks are not transmitted to the normal radio re-
sources, and reduces the transmission power.
[0186] The PUCCH generating unit 16 changes the
transmission power density depending on whether the
radio resource allocation requests to be transmitted are
the radio resource allocation requests for transmission
data items stored in the first buffer 181 or the second

buffer 182.
[0187] Thereafter, the PUCCH generating unit 16
transmits data items of the reception responses to the
base station apparatus 2 through the wireless unit 11
with the determined transmission power density by using
the allocated radio resources. Accordingly, the PUCCH
generating unit 16 transmits the information items of the
Acks/Nacks of the CBGs 110 and the generation of the
radio resource allocation requests to the base station ap-
paratus 2.
[0188] In the present embodiment, when the allocation
in the normal allocation state is performed and transmis-
sion power is not insufficient even in the case of the si-
multaneous transmission, the PUCCH generating unit 16
may allocate the radio resources in the normal allocation
state.
[0189] The PUCCH generating unit 16 changes the
transmission power density of the radio resources 210
depending on whether or not the radio resource alloca-
tion requests to be transmitted are the radio resource
allocation requests for transmission data items stored in
the first buffer 181 or the second buffer 182. The PUCCH
generating unit 16 transmits the data items of the radio
resource allocation requests and the reception respons-
es to the base station apparatus 2 through the wireless
unit 11 with the determined transmission power density
by using the allocated radio resources.
[0190] In the present embodiment, when the allocation
in the normal allocation state is performed and transmis-
sion power is not insufficient even in the case of the si-
multaneous transmission, the PUCCH generating unit 16
may allocate the radio resources in the normal allocation
state.
[0191] As described above, the terminal apparatus ac-
cording to the present embodiment transmits the radio
resource allocation requests by using the normal radio
resource resources, and transmits the reception re-
sponses by using the CBG groups. Accordingly, it is pos-
sible to efficiently transmit the feedback information items
of the Acks/Nacks or the information items including the
radio resource allocation requests. It is possible to reduce
the transmission power.
[0192] Although it has been described that the trans-
mission power is reduced at the time of the simultaneous
transmission of the radio resource allocation requests
and the reception responses, a case where the transmis-
sion power is reduced at the time of simultaneous trans-
mission of the radio resource allocation requests and oth-
er signals may be realized by using the aforementioned
method as in Embodiment 5. For example, in a case
where there are high-priority reception responses for the
URLLC and low-priority reception responses for the EM-
BB as the reception responses, it is possible to reduce
the transmission power by using the aforementioned
method.
[0193] For example, the PUCCH generating unit 16
allocates the normal radio resources to the reception re-
sponses for the URLLC, similarly to the aforementioned
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radio resource allocation requests. The PUCCH gener-
ating unit 16 transmits the reception responses for the
EMBB by using the CBG groups, similarly to the afore-
mentioned reception responses. Accordingly, the
PUCCH generating unit 16 may reduce the number of
bits to be used for the reception responses for the EMBB,
and may reduce the transmission power. The PUCCH
generating unit 16 may allocate the reduced power to the
reception responses for the URLLC, and may improve
the reliability of the reception responses for the URLLC.
[0194] The same method may be used for the simul-
taneous transmission of the radio resource allocation re-
quests, the reception responses for the URLLC, and the
reception responses for the EMBB.

[Embodiment 7]

[0195] Next, Embodiment 7 will be described. A termi-
nal apparatus according to the present embodiment
transmits the radio resource allocation requests with no
change at the time of the simultaneous transmission, as
in Embodiment 5. The terminal apparatus according to
the present embodiment uses the resource block having
a larger number of information items of the Nacks among
the resource blocks over which the reception responses
are transmitted, as a non-transmission resource block.
The terminal apparatus according to the present embod-
iment is also illustrated in the block diagram of FIG. 1. In
the following description, the functions of the same units
as those in Embodiment 1 will not be described.
[0196] A process using the PUCCH generating unit 16
in the case of the simultaneous transmission will be de-
scribed. FIG. 23 is a diagram for describing the calcula-
tion of the number of Nacks in each resource block. Here-
inafter, a case where the CBGs #1 to #6 are also present
will be described.
[0197] For example, the PUCCH generating unit 16
obtains the information items of the Acks/Nacks of the
CBGs #1 to #6 represented by Ack/Nack information 421
of FIG. 23. Subsequently, the PUCCH generating unit 16
specifies the resource blocks 301 to 303 to be allocated
to the information items of the Acks/Nacks of the CBGs
#1 to #6 in the normal allocation state. As represented
in Table 422, the resource block 301 is allocated to the
CBGs #1 and #2. The resource block 302 is allocated to
the CBGs #3 and #4. The resource block 303 is allocated
to the CBGs #5 and #6.
[0198] Subsequently, the PUCCH generating unit 16
obtains the number of Nacks of the CBGs #1 to #6 cor-
responding to the resource blocks 301 to 303. The
number of Nacks in the resource block 301 is 2, the
number of Nacks in the resource block 302 is 0, and the
number of Nacks in the resource block 303 is 1.
[0199] The PUCCH generating unit 16 uses the re-
source block 301 having the largest number of Nacks as
the non-use resource block. The PUCCH generating unit
16 allocates the radio resources as represented in an
allocation state 325 of FIG. 24. FIG. 24 illustrates the

allocation of the radio resources using the terminal ap-
paratus according to Embodiment 7.
[0200] For example, the PUCCH generating unit 16
allocates the radio resources 210 which are the normal
radio resources of the radio resource allocation requests
to the radio resource allocation requests. The PUCCH
generating unit 16 performs the same allocation as the
allocation in the normal allocation state by using the re-
source blocks 302 and 303 other than the resource block
301 used as the non-use resource block.
[0201] As stated above, the PUCCH generating unit
16 reduces the number of signals to be transmitted by
adding the non-use resource block over which the
Acks/Nacks are not transmitted to the normal radio re-
sources, and reduces the transmission power.
[0202] The PUCCH generating unit 16 changes the
transmission power density depending on whether the
radio resource allocation requests to be transmitted are
the radio resource allocation requests for transmission
data items stored in the first buffer 181 or the second
buffer 182.
[0203] Thereafter, the PUCCH generating unit 16
transmits data items of the reception responses to the
base station apparatus 2 through the wireless unit 11
with the determined transmission power density by using
the allocated radio resources. Accordingly, the PUCCH
generating unit 16 transmits the information items of the
Acks/Nacks of the CBGs #3 and #4 other than the infor-
mation items of the Acks/Nacks of the CBGs #1 and #2
and the radio resource allocation requests to the base
station apparatus 2.
[0204] In a case where the Nack is replied, the base
station apparatus 2 retransmits the data for which the
Nack is replied. In a case where the response is not re-
plied, the base station apparatus 2 also retransmits the
data for which the response is not replied. For example,
even though the terminal apparatus 1 does not reply the
Nack, since the data is retransmitted by the base station
apparatus 2, the substantially same process as the proc-
ess in a case where the Ack/Nack is replied may be per-
formed even though the Ack/Nack is not replied over the
resource block having a large number of Nacks. Thus,
in the present embodiment, the PUCCH generating unit
16 uses the resource block having a large number of
Nacks, as the non-use resource block.
[0205] In the present embodiment, when the allocation
in the normal allocation state is performed and transmis-
sion power is not insufficient even in the case of the si-
multaneous transmission, the PUCCH generating unit 16
may allocate the radio resources in the normal allocation
state.
[0206] The PUCCH generating unit 16 changes the
transmission power density of the radio resources 210
depending on whether or not the radio resource alloca-
tion requests to be transmitted is the radio resource al-
location requests for transmission data items stored in
the first buffer 181 or the second buffer 182. The PUCCH
generating unit 16 transmits the data items of the radio
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resource allocation requests and the reception respons-
es to the base station apparatus 2 through the wireless
unit 11 with the determined transmission power density
by using the allocated radio resources.
[0207] In the present embodiment, when the allocation
in the normal allocation state is performed and transmis-
sion power is not insufficient even in the case of the si-
multaneous transmission, the PUCCH generating unit 16
may allocate the radio resources in the normal allocation
state.
[0208] a flow of the transmission of the reception re-
sponses and the radio resource allocation requests using
the terminal apparatus 1 according to the present em-
bodiment will be described with reference to FIG. 25.
FIG. 25 is a flowchart illustrating the transmission of the
reception responses and the radio resource allocation
requests using the terminal apparatus according to Em-
bodiment 7. Hereinafter, an example in which the radio
signals are received from the base station apparatus 2
will be described.
[0209] The PDSCH receiving unit 13 receives the sig-
nals transmitted from the base station apparatus 2
through the wireless unit 11 and the PDCCH receiving
unit 12 (step S401).
[0210] The ACK/NACK generating unit 14 checks
whether or not the reception of the signal has succeeded
for each CBG 110 in the reception of the signals using
the PDCCH receiving unit 12. The ACK/NACK generat-
ing unit 14 generates the reception responses including
the Acks/Nacks of the CBGs 110 depending on whether
or not the reception of the signal has succeeded for each
obtained CBG 110 (step S402). The ACK/NACK gener-
ating unit 14 outputs the generated reception responses
to the PUCCH generating unit 16.
[0211] The PUCCH generating unit 16 receives the re-
ception responses including the Acks/Nacks of the CBGs
110 from the ACK/NACK generating unit 14. The PUCCH
generating unit 16 determines whether or not the radio
resource allocation requests are received depending on
whether or not the radio resource allocation requests are
obtained from the SR generating unit 15 (step S403).
[0212] In a case where there is the radio resource al-
location requests (step S403: Yes), the PUCCH gener-
ating unit 16 specifies the number of Nacks included in
each of the resource blocks 301 to 303 of the radio re-
sources 220 in the normal allocation state (step S404).
[0213] The PUCCH generating unit 16 determines the
non-transmission resource block in descending order of
the number of Nacks (step S405).
[0214] The PUCCH generating unit 16 allocates the
resource blocks 302 and 303 other than the non-use re-
source block to the reception responses except for the
Ack/Nack which is allocated to the non-transmission re-
source block and is not transmitted in the normal alloca-
tion state (step S406).
[0215] In contrast, in a case where there are no radio
resource allocation requests (step S403: No), the
PUCCH generating unit 16 performs modulation and cod-

ing on the obtained reception responses, and allocates
all the normal radio resources to the generated reception
responses (step S407).
[0216] Thereafter, the PUCCH generating unit 16
maps the modulated and coded signals to the PUCCH
according to the allocation of the radio resources (step
S408). The PUCCH generating unit 16 outputs the mod-
ulated and coded signals to the wireless unit 11.
[0217] The wireless unit 11 receives the modulated
and coded signals from the PUCCH generating unit 16.
The wireless unit 11 performs DA conversion on the mod-
ulated and coded signals, and transmits the converted
signals to the terminal apparatus 1 through the antenna
(step S409).
[0218] As described above, the terminal apparatus ac-
cording to the present embodiment transmits the radio
resource allocation requests by using the normal radio
resources, and transmits the reception responses by us-
ing the resource block having a larger number of Nacks
among the reception responses as the non-use resource
block. Accordingly, it is possible to efficiently transmit the
feedback information items of the Acks/Nacks or the in-
formation items including the radio resource allocation
requests. It is possible to reduce the transmission power.
[0219] Although it has been described that the trans-
mission power is reduced at the time of the simultaneous
transmission of the radio resource allocation requests
and the reception responses, a case where the transmis-
sion power is reduced at the time of simultaneous trans-
mission of the radio resource allocation requests and oth-
er signals may be realized by using the aforementioned
method as in Embodiment 5. For example, in a case
where there are high-priority reception responses for the
URLLC and low-priority reception responses for the EM-
BB as the reception responses, it is possible to reduce
the transmission power by using the aforementioned
method.
[0220] For example, the PUCCH generating unit 16
allocates the normal radio resources to the reception re-
sponses for the URLLC, similarly to the aforementioned
radio resource allocation requests. The PUCCH gener-
ating unit 16 uses the resource block having a large
number of Nacks among the resource blocks to be allo-
cated to the reception responses for the EMBB as the
non-transmission resource block, similarly to the recep-
tion responses. Accordingly, the PUCCH generating unit
16 may reduce the number of bits to be used for the
reception responses for the EMBB, and may reduce the
transmission power. The PUCCH generating unit 16 may
allocate the reduced power to the reception responses
for the URLLC, and may improve the reliability of the
reception responses for the URLLC.
[0221] The same method may be used for the simul-
taneous transmission of the radio resource allocation re-
quests, the reception responses for the URLLC, and the
reception responses for the EMBB.
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[Embodiment 8]

[0222] Next, Embodiment 8 will be described. A termi-
nal apparatus according to the present embodiment is
different from Embodiments 1 to 7 in that different kinds
of radio resource allocation requests are simultaneously
transmitted. The terminal apparatus according to the
present embodiment is also illustrated in the block dia-
gram of FIG. 1. In the following description, the functions
of the same units as those in the aforementioned em-
bodiments will not be described.
[0223] FIG. 26 illustrates the allocation of the radio re-
sources to the different kinds of radio resource allocation
requests according to Embodiment 8. In FIG. 26, a ver-
tical direction represents frequency, and a horizontal di-
rection represents time. The radio resources 211 and the
radio resources 212 are respectively allocated to the dif-
ferent kinds of radio resource allocation requests. In a
case where the different kinds of radio resource alloca-
tion requests are simultaneously transmitted at the same
timing, the radio resources 211 and the radio resources
212 overlap each other in the time direction. In a case
where the different kinds of radio resource allocation re-
quests and the reception responses are transmitted at
the same timing, the radio resources 211, the radio re-
sources 212, and the radio resources 220 overlap each
other in the time direction. Thus, the transmission power
increases in the case of the simultaneous transmission.
Accordingly, the terminal apparatus 1 according to the
present embodiment reduces the transmission power by
the following method.
[0224] A case where the terminal apparatus1 has the
same functions as those in any of Embodiments 1 to 4
will be described. The PUCCH generating unit 16 accord-
ing to the present embodiment obtains radio resource
allocation requests of the transmission data items stored
in the first buffer 181 and the second buffer 182 from the
SR generating unit 15. For example, the PUCCH gener-
ating unit 16 obtains high-priority radio resource alloca-
tion requests and low-priority radio resource allocation
requests.
[0225] In the case of the simultaneous transmission,
the PUCCH generating unit 16 displays the transmission
of the low-priority radio resource allocation requests of
the transmission data items stored in the second buffer
182 to the next transmission opportunity. The simultane-
ous transmission of the reception responses and the
high-priority radio resource allocation requests of the
transmission data items stored in the first buffer 181 is
performed by any method of Embodiments 1 to 3.
[0226] In a case where any of the high-priority radio
resource allocation requests and the low-priority radio
resource allocation requests is obtained, the PUCCH
generating unit 16 performs the simultaneous transmis-
sion of the radio resource allocation requests and the
reception responses by using any method of Embodi-
ments 1 to 3.
[0227] A case where the terminal apparatus 1 has the

same functions as those in any of Embodiments 5 to 7
will be described. The PUCCH generating unit 16 accord-
ing to the present embodiment obtains radio resource
allocation requests of the transmission data items stored
in the first buffer 181 and the second buffer 182 from the
SR generating unit 15.
[0228] In the case of the simultaneous transmission,
the PUCCH generating unit 16 displays the transmission
of the low-priority radio resource allocation requests of
the transmission data items stored in the second buffer
182 to the next transmission opportunity. The simultane-
ous transmission of the high-priority radio resource allo-
cation requests of the transmission data items stored in
the first buffer 181 and the reception responses is per-
formed by any method of Embodiments 1 to 3.
[0229] In a case where there are no low-priority radio
resource allocation requests and the high-priority radio
resource allocation requests are obtained, the PUCCH
generating unit 16 performs the simultaneous transmis-
sion of the radio resource allocation requests and the
reception responses by using any method of Embodi-
ments 5 to 7. In contrast, in a case where there are no
high-priority radio resource allocation requests and the
low-priority radio resource allocation requests are ob-
tained, the PUCCH generating unit 16 delays the trans-
mission of the low-priority radio resource allocation re-
quests to the next transmission opportunity. The PUCCH
generating unit 16 allocates the normal radio resources
to the reception responses.
[0230] As described above, in a case where the differ-
ent kinds of radio resource allocation requests are simul-
taneously generated, the terminal apparatus according
to the present embodiment reduces power consumption
by any method described in Embodiments 1 to 7 by de-
laying the transmission of the low-priority radio resource
allocation requests. Accordingly, the terminal apparatus
that uses different kinds of radio resource allocation re-
quests may also efficiently transmit the feedback infor-
mation items of the Acks/Nacks or the information items
including the radio resource allocation requests. It is pos-
sible to reduce the transmission power.

[Embodiment 9]

[0231] Next, Embodiment 9 will be described. A termi-
nal apparatus according to the present embodiment is
different from Embodiment 1 in that the different kinds of
radio resource allocation requests are used and the kind
of the radio resource allocation requests is notified ac-
cording to the pattern of the radio resources used in the
PUCCH. The terminal apparatus according to the present
embodiment is also illustrated in the block diagram of
FIG. 1. In the following description, the functions of the
same units as those in the embodiments will not be de-
scribed.
[0232] The PUCCH generating unit 16 according to the
present embodiment obtains the radio resource alloca-
tion requests of the transmission data items stored in the
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first buffer 181 or the second buffer 182 from the SR
generating unit 15.
[0233] In a case where the high-priority radio resource
allocation requests are obtained, the PUCCH generating
unit 16 uses the resource block 302 as non-use resourc-
es, as represented in an allocation state 331 of FIG. 27.
The resource blocks 300, 301, and 303 are allocated to
the reception responses. FIG. 27 illustrates the allocation
of the radio resources using the terminal apparatus ac-
cording to Embodiment 9. In this case, when the radio
resource allocation requests and the reception respons-
es are not simultaneously transmitted, the PUCCH gen-
erating unit 16 configures a transmission power density
higher than a transmission power density in a case where
the reception responses are transmitted.
[0234] In a case where the low-priority radio resource
allocation requests are obtained, the PUCCH generating
unit 16 uses the resource block 301 as the non-use re-
sources as represented in an allocation state 332 of FIG.
27. The resource blocks 300, 302, and 303 are allocated
to the reception responses. In this case, when the radio
resource allocation requests and the reception respons-
es are not simultaneously transmitted, the PUCCH gen-
erating unit 16 configures the same transmission power
density as the transmission power density in a case
where the reception responses are transmitted.
[0235] The uplink signal baseband processing unit 25
of the base station apparatus 2 receives the signals trans-
mitted from the terminal apparatus 1. The uplink signal
baseband processing unit 25 of the base station appa-
ratus 2 obtains the reception responses in the PUCCH
of the reception signals, and obtains the Acks/Nacks of
the CBGs 110. The uplink signal baseband processing
unit 25 checks the resource blocks used in the transmis-
sion of the reception responses in the PUCCH. In a case
where the resource block 302 is the non-use resource
block, the uplink signal baseband processing unit 25 de-
termines that the high-priority radio resources are gen-
erated. In a case where the resource block 301 is the
non-use resource block, the uplink signal baseband
processing unit 25 determines that the low-priority radio
resources are generated.
[0236] As described above, the terminal apparatus ac-
cording to the present embodiment notifies of the radio
resource allocation requests according to the pattern of
the use resource blocks in the PUCCH. Accordingly, it is
possible to efficiently transmit the feedback information
items of the Acks/Nacks or the information items includ-
ing the radio resource allocation requests.

[Embodiment 10]

[0237] Next, Embodiment 10 will be described. A ter-
minal apparatus according to the present embodiment
uses different kinds of radio resource allocation requests,
and uses the functions while switching between the func-
tions of Embodiment 1 and the functions of Embodiment
2 according to the kind of the radio resource allocation

requests. The terminal apparatus according to the
present embodiment is also illustrated in the block dia-
gram of FIG. 1. In the following description, the functions
of the same units as those in the embodiments will not
be described.
[0238] The PUCCH generating unit 16 according to the
present embodiment obtains the radio resource alloca-
tion requests of the transmission data items stored in the
first buffer 181 or the second buffer 182 from the SR
generating unit 15.
[0239] The PUCCH generating unit 16 uses the func-
tions of Embodiment 2 in a case where the high-priority
radio resource allocation requests are obtained. For ex-
ample, the PUCCH generating unit 16 classifies the CB-
Gs 110 into the direct notification CBGs 401 and the in-
direct notification CBGs 402. The PUCCH generating unit
16 allocates some of the radio resources 210 and the
radio resources 220 to the reception responses indicating
the Acks/Nacks of the direct notification CBGs 401 so as
to represent the Acks/Nacks of the indirect notification
CBGs 402. In this case, when the radio resource alloca-
tion requests and the reception responses are not simul-
taneously transmitted, the PUCCH generating unit 16
configures the transmission power density higher than
the transmission power density in a case where the re-
ception responses are transmitted.
[0240] The PUCCH generating unit 16 uses the func-
tions of Embodiment 1 in a case where the low-priority
radio resource allocation requests are obtained. For ex-
ample, the PUCCH generating unit 16 allocates some of
the radio resources 210 and the radio resources 220 to
the reception responses indicating the Acks/Nacks of the
CBGs 110. In this case, when the radio resource alloca-
tion requests and the reception responses are not simul-
taneously transmitted, the PUCCH generating unit 16
configures the same transmission power density as the
transmission power density in a case where the reception
responses are transmitted.
[0241] As described above, the terminal apparatus ac-
cording to the present embodiment changes the alloca-
tion method of the radio resources depending on the kind
of the radio resource allocation requests. Accordingly, it
is possible to efficiently transmit the feedback information
of the Ack/Nack or the information including the radio
resource allocation requests.

[Embodiment 11]

[0242] Next, Embodiment 11 will be described. A ter-
minal apparatus according to the present embodiment
switches the methods of transmitting the radio resource
allocation requests and the reception responses depend-
ing on the transmission power. FIG. 28 is a block diagram
of the terminal apparatus according to Embodiment 11.
In the following description, the functions of the same
units as those in the embodiments will not be described.
[0243] The terminal apparatus 1 according to the
present embodiment includes a propagation channel es-
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timating unit 31 and a surplus power calculating unit 32.
The propagation channel estimating unit 31 estimates
received power from the amplitude of the signals trans-
mitted from the base station apparatus 2. The propaga-
tion channel estimating unit 31 outputs information of the
received power to the surplus power calculating unit 32.
[0244] The surplus power calculating unit 32 obtains
the information of the received power from the propaga-
tion channel estimating unit 31. The surplus power cal-
culating unit 32 subtracts the received power from the
transmission power used by the base station apparatus
2, and calculates propagation loss. Subsequently, the
surplus power calculating unit 32 calculates transmission
power to be used for achieving reliability to be guaranteed
for the Ack/Nack from surplus power. The surplus power
calculating unit 32 notifies the PUSCH generating unit
17 of information of the transmission power to be used
for achieving the reliability to be guaranteed for the
Ack/Nack.
[0245] The PUSCH generating unit 17 obtains the in-
formation of the transmission power to be used for
achieving the reliability to be guaranteed for the Ack/Nack
from the surplus power calculating unit 32. The PUSCH
generating unit 17 transmits the information of the trans-
mission power to be used for achieving the reliability to
be guaranteed for the Ack/Nack to the base station ap-
paratus 2.
[0246] The PUCCH generating unit 16 determines
which one of the methods of Embodiments 1 to 7 to be
used in the transmission of the radio resource allocation
requests and the reception responses depending on the
transmission power. The PUCCH generating unit 16
transmits the radio resource allocation requests and the
reception responses by using the determined method.
[0247] The base station apparatus 2 according to the
present embodiment is also illustrated in the block dia-
gram of FIG. 8. The uplink signal baseband processing
unit 25 receives the information of the transmission pow-
er to be used for achieving the reliability to be guaranteed
for the Ack/Nack from the terminal apparatus 1.
[0248] The uplink signal baseband processing unit 25
specifies the method of transmitting the radio resource
allocation requests and the reception responses to be
used by the terminal apparatus 1 depending on the in-
formation of the received transmission power. The uplink
signal baseband processing unit 25 receives the radio
resource allocation requests and the reception respons-
es by using the specified method.
[0249] As described above, the terminal apparatus and
the base station apparatus according to the present em-
bodiment perform the transmission and the reception
while switching the methods of transmitting the radio re-
source allocation requests and the reception responses
depending on the information of the received transmis-
sion power. Accordingly, it is possible to efficiently trans-
mit the feedback information items of the Acks/Nacks or
the information items of the radio resource allocation re-
quests.

[0250] Although the feedback of the Ack/Nack using
the CBGs 110 has been described, it is possible to effi-
ciently transmit the information items by using the func-
tions of the aforementioned embodiments even in the
case of the feedback of the Ack/Nack using another meth-
od as long as the simultaneous transmission occurs.
[0251] For example, as illustrated as FIG. 29, the func-
tions of the aforementioned embodiments may be also
used in a case where the Acks/Nacks of the signals trans-
mitted in the PDSCH 203 in different TTIs are aggregated
in radio resources 221 and the aggregated Acks/Nacks
are transmitted at the same timing. FIG. 29 illustrates the
allocation of the radio resources in a case where the
Acks/Nacks of the signals in different TTIs are aggregat-
ed and the aggregated Acks/Nacks are transmitted at
the same timing.
[0252] In this case, it is also desirable that the signals
are efficiently transmitted at the time of the simultaneous
transmission. For example, in a case where the radio
resource allocation requests are generated at the same
timing as the timing of the radio resources 221, the ter-
minal apparatus 1 transmits the radio resource allocation
requests and the reception responses by using the func-
tions of any of Embodiments 1 to 7.
[0253] In addition, in a case where communication us-
ing carrier aggregation (CA) is performed, it is considered
that Acks/Nacks of primary (P) cells and secondary (S)
cells are transmitted at the same timing.
[0254] In this case, it is also desirable that the signals
are efficiently transmitted at the time of the simultaneous
transmission. For example, in a case where the radio
resource allocation requests are generated at the same
timing as the timing of the Acks/Nacks of the P cells and
the S cells, the terminal apparatus 1 transmits the radio
resource allocation requests and the reception respons-
es by using the functions of any of Embodiments 1 to 7.

(Hardware Structure)

[0255] Next, a hardware structure of the terminal ap-
paratus 1 will be described with reference to FIG. 30.
FIG. 30 is a hardware structure diagram of the terminal
apparatus according to each embodiment. The terminal
apparatus 1 includes a processor 901, a main storage
device 902, an image display device 903, an auxiliary
storage device 904, and a wireless device 905.
[0256] The processor 901 is connected to the main
storage device 902, the image display device 903, the
auxiliary storage device 904, and the wireless device 905
through a bus. The wireless device 905 is connected to
the antenna.
[0257] The image display device 903 is, for example,
a liquid crystal display. The image display device 903
displays the data items transmitted from the base station
apparatus 2, and provides the displayed data items to a
manipulator.
[0258] The auxiliary storage device 904 stores various
programs including a program for realizing the functions
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of the PDCCH receiving unit 12, the PDSCH receiving
unit 13, the ACK/NACK generating unit 14, the PUCCH
generating unit 16, and the PUSCH generating unit 17
illustrated as FIG. 1. The auxiliary storage device 904
stores various programs including a program for realizing
the functions of the propagation channel estimating unit
31 and the surplus power calculating unit 32.
[0259] The processor 901 reads out the various pro-
grams stored in the auxiliary storage device 904, loads
the readout programs into the main storage device 902,
and executes the programs. Accordingly, the processor
901 realizes the functions of the PDCCH receiving unit
12, the PDSCH receiving unit 13, the ACK/NACK gen-
erating unit 14, the PUCCH generating unit 16, and the
PUSCH generating unit 17 illustrated as FIG. 1. The proc-
essor 901 stores various programs including a program
for realizing the functions of the propagation channel es-
timating unit 31 and the surplus power calculating unit 32.
[0260] The wireless device 905 realizes the function
of the wireless unit 11. The wireless device 905 wirelessly
communicates with the base station apparatus 2 through
the antenna.
[0261] Next, a hardware structure of the base station
apparatus 2 will be described with reference to FIG. 31.
FIG. 31 is a hardware structure diagram of the base sta-
tion apparatus according to each embodiment. The base
station apparatus 2 includes a processor 911, a main
storage device 912, a network interface 913, an auxiliary
storage device 914, and a wireless device 915.
[0262] The processor 911 is connected to the main
storage device 912, the network interface 913, the aux-
iliary storage device 914, and the wireless device 915
through a bus. The wireless device 915 is connected to
the antenna.
[0263] The network interface 913 is an interface to be
used for communicating with a higher device. The main
storage device 912 realizes the function of the buffer 22
illustrated as FIG. 8.
[0264] The auxiliary storage device 914 stores various
programs including a program for realizing the functions
of the PUCCH resource managing unit 21, the scheduler
23, the downlink signal baseband processing unit 24, and
the uplink signal baseband processing unit 25 illustrated
as FIG. 8.
[0265] The processor 911 reads out the various pro-
grams stored in the auxiliary storage device 914, loads
the readout programs on the main storage device 912,
and executes the programs. Accordingly, the processor
911 realizes the functions of the PUCCH resource man-
aging unit 21, the scheduler 23, the downlink signal base-
band processing unit 24, and the uplink signal baseband
processing unit 25 illustrated as FIG. 8.
[0266] The wireless device 915 realizes the function
of the wireless unit 26. The wireless device 915 wirelessly
communicates with the terminal apparatus 1 through the
antenna.

Reference Signs List

[0267]

1: terminal apparatus
2: base station apparatus
11: wireless unit
12: PDCCH receiving unit
13: PDSCH receiving unit
14: ACK/NACK generating unit
15: SR generating unit
16: PUCCH generating unit
17: PUSCH generating unit
18: buffer
21: PUCCH resource managing unit
22: buffer
23: scheduler
24: downlink signal baseband processing unit
25: uplink signal baseband processing unit
26: wireless unit
181: first buffer
182: second buffer

Claims

1. A terminal apparatus comprising:

a reception unit that receives radio signals from
a base station apparatus;
a response signal generating unit that generates
reception responses for notifying of a plurality
of reception results of the radio signals received
by the reception unit; and
a transmission unit that changes sizes or posi-
tions of radio resources to be used for transmit-
ting signals between a case where a plurality of
different kinds of signals including the reception
responses is transmitted at the same timing and
a case where one kind of signals are transmitted.

2. The terminal apparatus according to claim 1, further
comprising:

a radio resource allocation request generating
unit that generates radio resource allocation re-
quests for transmitting specific signals to the
base station apparatus,
wherein the transmission unit changes the sizes
or positions of the radio resources to be used
for transmitting the reception responses be-
tween a case where the reception responses
and the radio resource allocation requests are
transmitted at the same timing and a case where
the radio resource allocation requests are not
transmitted and the reception responses are
transmitted.
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3. The terminal apparatus according to claim 2,
wherein, in a case where the reception responses
and the radio resource allocation requests are trans-
mitted at the same timing, the transmission unit
transmits the reception responses and the radio re-
source allocation requests by using some of the radio
resources allocated to the transmission of the recep-
tion responses and the radio resource allocation re-
quests.

4. The terminal apparatus according to claim 2 or 3,
wherein the transmission unit notifies that the gen-
eration of the radio resource allocation requests by
recognizing that some of the radio resources allo-
cated to the reception responses are not transmitted.

5. The terminal apparatus according to claim 4,
wherein the transmission unit transmits some of the
reception responses by using the radio resources
allocated to the radio resource allocation requests.

6. The terminal apparatus according to claim 2 or 3,
wherein the transmission unit transmits the radio re-
source allocation requests by using the radio re-
sources allocated to the radio resource allocation
requests, and transmits the reception response by
using some of the radio resources allocated to the
reception responses.

7. The terminal apparatus according to claim 2 or 3,
wherein the reception unit receives the radio signals
including a plurality of first groups including data
items each having a predetermined size, and
the response signal generating unit generates re-
ception responses for each of second groups ob-
tained by combining the first groups.

8. The terminal apparatus according to claim 2 or 3,
wherein the transmission unit changes the sizes or
positions of the radio resources to be used for trans-
mitting the reception responses depending on the
kind of the radio resource allocation requests.

9. The terminal apparatus according to claim 2 or 3,
wherein the transmission unit has a parameter for
adjusting transmission power density for each kind
of the radio resource allocation requests, and chang-
es the parameter at the time of transmitting the radio
resource allocation requests and the reception re-
sponses depending on the kind of the radio resource
allocation requests.

10. A base station apparatus comprising:

a base station reception unit that receives trans-
mission signals transmitted from a terminal ap-
paratus which includes a reception unit which
receives radio signals from the base station ap-

paratus, a response signal generating unit which
generates reception responses for notifying of
a plurality of reception results of the radio signals
received by the reception unit, and a transmis-
sion unit which changes sizes or positions of ra-
dio resources to be used for transmitting signals
between a case where a plurality of different
kinds of signals including the reception respons-
es are transmitted at the same timing and a case
where one kind of signals are transmitted; and
an obtainment unit that obtains the reception re-
sponses based on the radio resources used by
the transmission signals received by the base
station reception unit in a case where the plu-
rality of different kinds of signals are transmitted
at the same timing.

11. A wireless communication system that includes a
terminal apparatus and a base station apparatus,
wherein the terminal apparatus includes:

a reception unit that receives radio signals from
the base station apparatus,
a response signal generating unit that generates
reception responses for notifying of a plurality
of reception results of the radio signals received
by the reception unit, and
a transmission unit that changes sizes or posi-
tions of radio resources to be used for transmit-
ting signals between a case where a plurality of
different kinds of signals including the reception
responses is transmitted at the same timing and
a case where one kind of signals are transmitted,
and

the base station apparatus includes:

a base station reception unit that receives trans-
mission signals transmitted from the transmis-
sion unit, and
an obtainment unit that obtains the reception re-
sponses based on the sizes or positions of the
radio resources used by the transmission sig-
nals received by the base station reception unit
in a case where the plurality of different kinds of
signals is transmitted from the transmission unit
at the same timing.

12. A terminal apparatus control method comprising:

receiving radio signals from a base station ap-
paratus;
generating reception responses for notifying of
a plurality of reception results of the radio sig-
nals;
generating radio resource allocation requests
for transmitting specific signals to the base sta-
tion apparatus; and
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changing sizes or positions of the radio resourc-
es to be used for transmitting signals between
a case where a plurality of different kinds of sig-
nals including the reception responses is trans-
mitted at the same timing and a case where one
kind of signals are transmitted.
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