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(54) Device for detecting obstacles for a motorised gate or the like

(57) A device for detecting obstacles for a motorised
gate or the like comprising at least two pairs (10, 11, 12,
13) of units for transmitting and receiving infrared signals
(respectively (16) and (17)), arranged at the outer sides
of the access passage (1) controlled by the gate (2) or

the like signalling to the control unit of the actuator (3) of
the gate the obstruction by an obstacle of said signal;
said device provides that the transmitter unit (12) and the
receiver (13) can be configured to emit and receive an
infrared signal at at least two pulse frequencies. (Fig 1).
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Description

[0001] The present finding regards a device for detect-
ing the presence of obstacles, applied to an automatic
system for closing gates, with particular reference to the
sliding and leaf gates, barriers, automatic doors and the
like, according to the general part of claim 1.
[0002] The application of the recent European direc-
tives for the doors and gates automation industry, in par-
ticular the machinery directive and the EN13241-1 stand-
ard, requires the manufacturer of a motorised door to
install accessories with the purpose of preventing or re-
ducing the effects of impact and crushing people, animals
or things present in the radius of manoeuvre of the door.
The same standard requires, in many installation condi-
tions, the application of at least one presence detection
device of the optical type. Typically, the presence detec-
tion occurs by applying a light beam in the infrared field,
between a transmitter unit and a receiver unit, arranged
at the opposite sides of the passage whose access is
controlled by a barrier or a gate. When the light beam
intercepts a person or an interposed thing, the receiving
unit sends a signal to the control unit, which interprets it
as a control for stopping and inverting the actuator mo-
tion. In common use several pairs of sensors installed in
various points and at various heights of the columns of
the access passage of the gate or door both on the inner
part and on the outer part of the same are applied.
[0003] The more and more severe security require-
ments often force installers to provide a perimeter around
the hazardous area, even at different heights. Typically,
the height may be at two heights, on the same side of
the door, in particular in areas accessible to the public,
or even in areas where the vehicle traffic consists of com-
mercial vehicles which have a height from the ground
such not to be intercepted by a single installed pair. In
these complex configurations interferences between
pairs of sensors may be created. In particular, if at least
two pairs of sensors are installed on the same side with
respect to the door, the light beam emitted by the trans-
mitter of the first pair could also be intercepted by the
receiver of the second pair, thus constituting the situation
of potential hazard. The obstruction - by an obstacle - of
the light beam of the first pair would no longer be inter-
preted as such and no switching signal would be trans-
mitted to the control unit, which would continue to control
the closing manoeuvre, without interrupting it, like it
would instead occur in case of installation of a single pair
of sensors. Paradoxically this installation, without any
precaution, would lead to a higher risk level with respect
to what occurs in the configuration of a single pair of
sensors. In order to overcome this drawback the manu-
facturers of automatism and presence detection devices
have adopted various strategies. The first and the most
obvious one, is that of suggesting to the installer an op-
posite configuration of the two transmitter and receiver
pairs. In other words the transmitter of the first pair must
be installed on the same side with respect to the moni-

tored passage of the receiver of the second pair and vice
versa. This allows to eliminate the probability of interfer-
ences between pairs of devices, but delegating to the
installer the necessary precautions. Nothing prevents
that this installation is incautiously installed without taking
into account this caution, given that it is an indication of
the installation manual which is not necessarily consid-
ered by the installer, thus, the modifications of the align-
ment between the transmitter and receiver over time
would lead the installer to fail to immediately identify the
interference. Some manufacturers have tried to over-
come this drawback, by adopting solutions that inherently
prevent any interference.
[0004] In document US7291998B2 a very simple so-
lution of synchronising the signal is adopted. The system
supplies in phase alternation the first pair and the second
pair, using an alternating source of power, generally
24VAC: in a period, the positive semi-wave supplies a
pair of devices and in the subsequent one the negative
semi-wave supplies the other pair. Circuits for generating
a modulated signal (oscillators or microcontrollers) are
not required, in that it is the non-rectified source of power
which provides a simple and elementary synchronism to
the system, alternatingly supplying a pair instead of the
other. Each interference is thus eliminated, without hav-
ing to use the inversion of the direction of the transmitter
and receiver pair. This solution has its main drawback
lying in the fact that it is not compatible with a direct cur-
rent supply, whereas all control units utilise now rectified
voltages for not only supplying the motors which are by
now almost always in direct current, but also accessory
services.
[0005] Another adopted solution is a connection of the
"BUS" serial type between a control unit of the so-called
"Master" type and the accessory devices of the so-called
"Slave" type, including the sensors for detecting the ob-
stacles: upon allocating identification addresses to the
latter, the control unit periodically queries the status of
the "Slave", obtaining a response according to a protocol
which comprises both the status of the pair of sensors
(occupied by an obstacle, not occupied), and the address
of the pair. This allows to address, in the commonly im-
plemented solution up to date, up to sixteen accessory
devices. The architecture of the system is complex and
it is not compatible with actuation systems of the conven-
tional type; furthermore, each accessory device must be
provided with a microcontroller and the complexity and
the costs are unproportional to the obtained benefits, at
least for the solution of the problem subject of the present
finding.
[0006] An object of the present finding is to provide a
device for detecting obstacles, adapted for the installa-
tion on motorised doors and gates, which allows in an
easy and inherently inexpensive manner to eliminate the
interference between at least two pairs of installed pho-
tocells, overcoming all the limitations of the aforemen-
tioned solutions as known in the prior art. The interfer-
ence between the two pairs of sensors is eliminated
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through the emission of a pulse infrared light beam and
a variable period on at least two distinct values, the trans-
mitter and receiver of the same pair being synchronised
in the installation step for sending and receiving a signal
with the same pulse frequency. The regulation means
may be of the "DIP-Switch" type, or bridges; in addition
by simplifying and eliminating components, the adjust-
ment may be obtained by opening a printed circuit board
track, provided in an end and accessible part, so as to
be cut by the operators during the installation step.
[0007] The present finding shall now be illustrated and
described in detail, with reference to a particular embod-
iment thereof provided by way of non-limiting example,
with reference to the attached drawings, wherein:

- fig 1 illustrates a general view of a motorised system
with two pairs of photocells positioned at different
heights;

- fig 2 illustrates the variation of the emission frequen-
cy of the light beam, on two distinct pulse frequency
values;

- fig 3 illustrates a part of the circuit for regulating the
pulse frequency of the transmitted signal;

- figs 4 to 9 illustrate - in sequence - a method for
setting and restoring the pulse frequency of the
transmitted signal.

[0008] As observable in fig 1, the access passage 1 is
closed by a mobile barrier or gate 2, actuated by the
motor 3 through a rack 4, along the track 5 between the
mechanical stop elements 6. To the lateral uprights 7 and
8 of the access passage and on the columns 9 the trans-
mitter unit 10 and the receiver unit 11 of the first pair of
sensors and the transmitter unit 12 and the receive unit
13 of the second pair 12-13 are fixed, which intercept
through the infrared beam lights 16 and 17 possible ob-
stacles present during the actuation, sending a suitable
signal to the control unit of the motor 3, the second pair
of sensors also being supplied thereby. By way of exam-
ple, in fig 1 a further transmitter-receiver pair 14 and 15,
which is not part of the present finding, was added. As
observable in fig 1, the two transmitter and receiver pairs
10-11 and 12-13 have the same direction of transmission,
though the mutual distance is not sufficient to avoid in-
terferences between the two pairs, this normally being
unadvisable in the installations in the current state of the
art.
[0009] In Fig 2 two examples of pulse infrared light
beams transmitted in at least two distinct ways with fre-
quency configured on two values, the amplitude and du-
ration of the pulse remaining unvaried, are represented.
In the case illustrated in such figure, the light pulse has
a duration of twenty microseconds in both pairs of sen-
sors, while the time that elapses between one pulse and
the other is variable, in particular T1 amounts to 3ms for
the pair of elements 10-11 represented by the series of
pulses 18, T2 has the value of 4ms for the pair 12-13,
represented by the series of pulses 19. The receiver 13

evidently cannot recognise the signal transmitted by the
transmitter of the pair 10 and vice versa.
[0010] Fig 3 illustrates the method of regulating at least
one of the two pairs of sensors, through a per se known
resistance 20 of the "PULL UP" type, the logic input of
the microcontroller 21, both of the transmitter and the
receiver of the same pair of sensors being indicated with
reference 23. By opening the circuit in the opening 22,
both in the transmitter, and in the receiver, the logic input
voltage 23 passes from a null value ("ground") to 5V and
vice versa. The operation is carried out by the installer
on both transmitter and receiver devices of the same pair;
this allows the recognition of the signal coming from the
transmitter coupled thereto, given that interferences with
any other pair of sensors, for example those indicated
with references 12 and 13, are impossible.
[0011] Figs 4 to 9 instead illustrate a simplified method
for performing the operation of opening the circuit at the
point 22 of the printed circuit board, operation performed
both on the transmitter and on the receiver by cutting an
end part of the printed circuit board, the default configu-
ration being indicated with 24, the modified configuration
being indicated with 25 as regards the frequency and the
initial configuration restored by welding being indicated
with 26.
[0012] The elements for executing the present finding
may vary as regards the shape, dimensions, materials
and arrangement without departing from the scope of the
adopted idea and thus remaining within the scope of pro-
tection provided by the following claims.

List of elements indicated in the drawings.

[0013]

1 Access passage

2 Gate

3 Actuation motor

4 Rack

5 Guide track

6 Mechanical stop elements

7 Left lateral upright

8 Right lateral upright

9 Photocells holder columns

10 Infrared transmitter of the first pair

11 Infrared receiver of the first pair

12 Infrared transmitter of the second pair

3 4 



EP 2 778 333 A1

4

5

10

15

20

25

30

35

40

45

50

55

13 Infrared receiver of the second pair

14 Infrared transmitter of the third pair

15 Infrared receiver of the third pair

16 Infrared rays beam of the first pair of sensors

17 Infrared rays beam of the second pair of sensors

18 Series of pulses before the configuration in fre-
quencies

19 Series of pulses after the configuration of the fre-
quency

20 "PULL-UP" resistance

21 Microcontroller

22 Opening of the circuit

23 Logic input of microcontroller

24 Default configuration

25 Modified configuration

26 Restored initial configuration.

Claims

1. DEVICE FOR DETECTING OBSTACLES FOR A
MOTORISED GATE OR THE LIKE, comprising at
least two pairs, each of which is formed by a trans-
miter and by a receiver, (10, 11 and 12, and 13), a
beam of infrared rays (16 and 17), arranged at the
outer sides of the access passage (1), controlled by
the gate (2) or the like and signalling to the motor
control unit (3) of the gate the obstruction by an ob-
stacle of said signal, said device providing that a
transmitter (12) and a receiver (13) belonging to the
same pair can be configured to emit and receive an
infrared signal at at least two pulse frequencies, in
addition it being provided that the configuration of
the pulse frequency of the transmitter (12) and the
receiver (13) of the same pair occurs through the
modification of the voltage of a logic input (23) of the
micro-controller (21), at at least two voltage values
corresponding to at least two distinct emission and
reception frequencies, the device being character-
ised in that the configuration of the pulse frequency
occurs by cutting of a printed circuit board.

2. DEVICE FOR DETECTING OBSTACLES, accord-
ing to claim 1, characterised in that the configura-
tion of the initial default frequency (24) can be re-

stored through a welding operation.
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