
Note: Within nine months of the publication of the mention of the grant of the European patent in the European Patent
Bulletin, any person may give notice to the European Patent Office of opposition to that patent, in accordance with the
Implementing Regulations. Notice of opposition shall not be deemed to have been filed until the opposition fee has been
paid. (Art. 99(1) European Patent Convention).

Printed by Jouve, 75001 PARIS (FR)

(19)
E

P
2 

61
6 

82
2

B
1

TEPZZ 6_68  B_T
(11) EP 2 616 822 B1

(12) EUROPEAN PATENT SPECIFICATION

(45) Date of publication and mention 
of the grant of the patent: 
01.07.2015 Bulletin 2015/27

(21) Application number: 11826070.2

(22) Date of filing: 18.09.2011

(51) Int Cl.:
G01P 15/02 (2013.01) G01P 15/097 (2006.01)

G01C 19/56 (2012.01) B81B 7/02 (2006.01)

B81C 1/00 (2006.01) G01P 15/18 (2013.01)

G01P 15/08 (2006.01) G01P 15/125 (2006.01)

(86) International application number: 
PCT/US2011/052064

(87) International publication number: 
WO 2012/037539 (22.03.2012 Gazette 2012/12)

(54) MICROMACHINED 3-AXIS ACCELEROMETER WITH A SINGLE PROOF-MASS

MIKROVERARBEITETER 3-ACHSEN-BESCHLEUNIGUNGSSENSOR MIT EINER EINZELNEN 
DEFINIERTEN MASSE

ACCÉLÉROMÈTRE À 3 AXES MICRO-USINÉS ET À MASSE ÉTALON UNIQUE

(84) Designated Contracting States: 
AL AT BE BG CH CY CZ DE DK EE ES FI FR GB 
GR HR HU IE IS IT LI LT LU LV MC MK MT NL NO 
PL PT RO RS SE SI SK SM TR

(30) Priority: 18.09.2010 US 384246 P
18.09.2010 US 384245 P

(43) Date of publication of application: 
24.07.2013 Bulletin 2013/30

(73) Proprietor: Fairchild Semiconductor Corporation
San Jose, CA 95134 (US)

(72) Inventor: ACAR, Cenk
Irvine, California 92612 (US)

(74) Representative: Schmidt, Steffen
Wuesthoff & Wuesthoff 
Patentanwälte PartG mbB 
Schweigerstrasse 2
81541 München (DE)

(56) References cited:  
EP-A1- 1 832 841 JP-A- 2007 024 864
JP-A- 2010 506 182 US-A- 6 131 457
US-A1- 2005 005 698 US-A1- 2006 213 268
US-A1- 2006 213 268 US-A1- 2010 122 579



EP 2 616 822 B1

2

5

10

15

20

25

30

35

40

45

50

55

Description

CLAIM OF PRIORITY

[0001] This application claims the benefit of priority of
Acar, U.S. Provisional Patent Application Serial No.
61/384,245, entitled "MICROMACHINED MONOLITHIC
3-AXIS GYROSCOPE WITH SINGLE DRIVE," filed on
September 18, 2010 (Attorney Docket No.
2921.100PRV), and the benefit of priority of Acar, U.S.
Provisional Patent Application Serial No. 61/384,246, en-
titled "MICROMACHINED 3-AXIS ACCELEROMETER
WITH A SINGLE PROOF-MASS," filed on September
18, 2010 (Attorney Docket No. 2921.101PRV), each of
which is hereby incorporated by reference herein in its
entirety.
[0002] Further, this application is related to Acar et al.,
U.S. Patent Application Serial No. 12/849,742, entitled
"MICROMACHINED INERTIAL SENSOR DEVICES,"
filed on August 3, 2010 and to Marx et al., U.S. Patent
Application Serial No. 12/849,787, entitled "MICROMA-
CHINED DEVICES AND FABRICATING THE SAME,"
filed Aug 3, 2010, each of which is hereby incorporated
by reference herein in its entirety.

TECHNICAL FIELD

[0003] The present invention relates generally to iner-
tial sensor devices and more particularly to microma-
chined inertial sensor devices.

BACKGROUND

[0004] Several single-axis or multi-axis microma-
chined gyroscope structures have been integrated into
a system to form a 3-axis gyroscope cluster. However,
the size and cost of such clusters consisting of separate
sensors can be excessive for certain applications. Even
though single or multi-axis gyroscopes can be fabricated
on a single MEMS chip, separate drive and sense elec-
tronics are required for each sensor.
[0005] Further, the demand for three axis acceleration
detection in consumer/mobile, automotive and aero-
space/defense applications is constantly increasing.
Many single-axis or multi-axis micromachined acceler-
ometer structures have utilized separate proof-masses
for each acceleration axis. Combining multiple sensors
or multiple proof-masses on a die can drive up both the
size and cost of the integrated three-axis accelerometer
sensor.

OVERVIEW

[0006] This document discusses, among other things,
an inertial measurement system including a device layer
including a single proof-mass 3-axis accelerometer, a
cap wafer bonded to a first surface of the device layer,
and a via wafer bonded to a second surface of the device

layer, wherein the cap wafer and the via wafer are con-
figured to encapsulate the single proof-mass 3-axis ac-
celerometer. The single proof-mass 3-axis accelerome-
ter can be suspended about a single, central anchor, and
can include separate x, y, and z-axis flexure bearings,
wherein the x and y-axis flexure bearings are symmetrical
about the single, central anchor and the z-axis flexure is
not symmetrical about the single, central anchor.
[0007] This overview is intended to provide an over-
view of subject matter of the present patent application.
It is not intended to provide an exclusive or exhaustive
explanation of the invention. The detailed description is
included to provide further information about the present
patent application.

BRIEF DESCRIPTION OF THE DRAWINGS

[0008] In the drawings, which are not necessarily
drawn to scale, like numerals may describe similar com-
ponents in different views. Like numerals having different
letter suffixes may represent different instances of similar
components. The drawings illustrate generally, by way
of example, but not by way of limitation, various embod-
iments discussed in the present document.

FIG. 1 illustrates generally a schematic cross sec-
tional view of a 3-degrees-of-freedom (3-DOF) iner-
tial measurement unit (IMU).
FIG. 2 illustrates generally an example of a 3-axis
gyroscope.
FIG. 3 illustrates generally an example of a 3-axis
gyroscope in drive motion.
FIG. 4 illustrates generally an example of a 3-axis
gyroscope including a single proof-mass during
sense motion in response to rotation about the x-
axis.
FIG. 5 illustrates generally an example of a 3-axis
gyroscope including a single proof-mass during
sense motion in response to rotation about the y-
axis.
FIG. 6 illustrates generally an example of a 3-axis
gyroscope including a single proof-mass during
sense motion in response to rotation about the z-
axis.
FIGS. 7 and 8 illustrate generally examples of a 3-
axis gyroscope including a z-axis gyroscope cou-
pling flexure bearing during anti-phase motion and
in-phase motion, respectively.
FIG. 9 illustrates generally an example of a 3-axis
accelerometer.
FIG. 10 illustrates generally an example of a 3-axis
accelerometer in sense motion in response to an x-
axis acceleration.
FIG. 11 illustrates generally an example of a 3-axis
accelerometer in sense motion in response to a y-
axis acceleration.
FIG. 12 illustrates generally an example of a 3-axis
accelerometer in sense motion in response to a z-
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axis acceleration.
FIG. 13 illustrates generally an example of a system
including via wafer electrode placement.
FIG. 14 illustrates generally an example side view
of a 3-axis accelerometer including a single proof-
mass.
FIG. 15 illustrates generally an example of a 3+3-
degrees-of-freedom (3+3DOF) inertial measure-
ment unit (IMU).
FIG. 16 illustrates generally an example of the cen-
tral suspension at rest about an anchor.
FIG. 17 illustrates generally an example of a portion
of the central suspension in drive motion.

DETAILED DESCRIPTION

[0009] The present inventor has recognized, among
other things, a micromachined monolithic 3-axis gyro-
scope configured to utilize a single center-anchored
proof-mass to detect angular rate about all three axes
while effectively decoupling the response modes for each
axis to minimize cross-axis sensitivity.
[0010] In an example, the unique proof-mass partition-
ing and flexure structure disclosed herein can allow 3-
axis angular rate detection utilizing a single drive-mode
oscillation, which can require only one drive control loop
for all axes. Thus, in contrast to existing multi-axis gyro-
scopes that use three separate drive loops, complexity
and cost of control electronics of the 3-axis gyroscope
disclosed herein can be significantly reduced.
[0011] Further, the present inventor has recognized,
among other things, a micromachined 3-axis accelerom-
eter configured to utilize a single center-anchored proof-
mass to detect accelerations about all three axes while
effectively decoupling the response modes for each axis
to minimize cross-axis sensitivity.
[0012] In an example, the unique proof-mass and flex-
ure structure disclosed herein can allow 3-axis acceler-
ation detection using a single center anchored proof-
mass. Thus, in contrast to existing multi-axis accelerom-
eters that utilize separate proof-masses for each accel-
eration axis, the overall die size and the total cost of the
microelectromechanical system (MEMS) sensing ele-
ment of the 3-axis accelerometer disclosed herein can
be significantly reduced.

Device Structure

[0013] FIG. 1 illustrates generally a schematic cross
sectional view of a 3-degrees-of-freedom (3-DOF) iner-
tial measurement unit (IMU) 100, such as a 3-DOF gy-
roscope or a 3-DOF micromachined accelerometer,
formed in a chip-scale package including a cap wafer
101, a device layer 105 including micromachined struc-
tures (e.g., a micromachined 3-DOF IMU), and a via wa-
fer 103. In an example, the device layer 105 can be sand-
wiched between the cap wafer 101 and the via wafer 103,
and the cavity between the device layer 105 and the cap

wafer 101 can be sealed under vacuum at the wafer level.
[0014] In an example, the cap wafer 101 can be bonded
to the device layer 105, such as using a metal bond 102.
The metal bond 102 can include a fusion bond, such as
a non-high temperature fusion bond, to allow getter to
maintain long term vacuum and application of anti-stic-
tion coating to prevent stiction that can occur to low-g
acceleration sensors. In an example, during operation of
the device layer 105, the metal bond 102 can generate
thermal stress between the cap wafer 101 and the device
layer 105. In certain examples, one or more features can
be added to the device layer 105 to isolate the microma-
chined structures in the device layer 105 from thermal
stress, such as one or more stress reducing grooves
formed around the perimeter of the micromachined struc-
tures. In an example, the via wafer 103 can be bonded
to the device layer 105, such as fusion bonded (e.g., sil-
icon-silicon fusion bonded, etc.), to obviate thermal
stress between the via wafer 103 and the device layer
105.
[0015] In an example, the via wafer 103 can include
one or more isolated regions, such as a first isolated re-
gion 107, isolated from one or more other regions of the
via wafer 103, for example, using one or more through-
silicon-vias (TSVs), such as a first TSV 108 insulated
from the via wafer 103 using a dielectric material 109. In
certain examples, the one or more isolated regions can
be utilized as electrodes to sense or actuate out-of-plane
operation modes of the 6-axis inertial sensor, and the
one or more TSVs can be configured to provide electrical
connections from the device layer 105 outside of the sys-
tem 100. Further, the via wafer 103 can include one or
more contacts, such as a first contact 110, selectively
isolated from one or more portions of the via wafer 103
using a dielectric layer 104 and configured to provide an
electrical connection between one or more of the isolated
regions or TSVs of the via wafer 103 to one or more
external components, such as an ASIC wafer, using
bumps, wire bonds, or one or more other electrical con-
nection.
[0016] In certain examples, the 3-degrees-of-freedom
(3-DOF) gyroscope or the micromachined accelerometer
in the device layer 105 can be supported or anchored to
the via wafer 103 by bonding the device layer 105 to a
protruding portion of the via wafer 103, such as an anchor
106. In an example, the anchor 106 can be located sub-
stantially at the center of the via wafer 103, and the device
layer 105 can be fusion bonded to the anchor 106, such
as to eliminate problems associated with metal fatigue.

Gyroscope Device Structure

[0017] FIG. 2 illustrates generally an example of a 3-
axis gyroscope 200, such as formed in a single plane of
a device layer 105 of a 3-DOF IMU 100. In an example,
the structure of the 3-axis gyroscope 200 can be sym-
metrical about the x and y axes illustrated in FIG. 2, with
a z-axis conceptually coming out of the figure. Reference
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in FIG. 2 is made to structure and features in one portion
of the 3-axis gyroscope 200. However, in certain exam-
ples, such reference and description can apply to unla-
beled like portions of the 3-axis gyroscope 200.
[0018] In an example, the 3-axis gyroscope 200 can
include a single proof-mass design providing 3-axis gy-
roscope operational modes patterned into the device lay-
er 105 of the 3-DOF IMU 100, such as illustrated in the
example of FIG. 1.
[0019] In an example, the single proof-mass can be
suspended at its center using a single central anchor
(e.g., anchor 106) and a central suspension 111 including
symmetrical central flexure bearings ("flexures"), such
as disclosed in the copending Acar et al., PCT Patent
Application Serial No. US2011052006, entitled "FLEX-
URE BEARING TO REDUCE QUADRATURE FOR
RESONATING MICROMACHINED DEVICES," filed on
September 16, 2011, which is hereby incorporated by
reference in its entirety. The central suspension 111 can
allow the single proof-mass to oscillate torsionally about
the x, y, and z axes, providing three gyroscope opera-
tional modes, including:

(1) Torsional in-plane drive motion about the z-axis
(e.g., as illustrated in FIG. 3);
(2) Torsional out-of-plane y-axis gyroscope sense
motion about the x-axis (e.g., as illustrated in FIG.
4); and
(3) Torsional out-of-plane x-axis gyroscope sense
motion about the y-axis (e.g., as illustrated in FIG. 5).

[0020] Further, the single proof-mass design can be
composed of multiple sections, including, for example, a
main proof-mass section 115 and x-axis proof-mass sec-
tions 116 symmetrical about the y-axis. In an example,
drive electrodes 123 can be placed along the y-axis of
the main proof-mass section 115. In combination with
the central suspension 111, the drive electrodes 123 can
be configured to provide a torsional in-plane drive motion
about the z-axis, allowing detection of angular motion
about the x and y axes.
[0021] In an example, the x-axis proof-mass sections
116 can be coupled to the main proof-mass section 115
using z-axis gyroscope flexure bearings 120. In an ex-
ample, the z-axis gyroscope flexure bearings 120 can
allow the x-axis proof-mass sections 116 to oscillate lin-
ear anti-phase in the x-direction for the z-axis gyroscope
sense motion.
[0022] Further, the 3-axis inertial sensor 200 can in-
clude z-axis gyroscope sense electrodes 127 configured
to detect anti-phase, in-plane motion of the x-axis proof-
mass sections 116 along the x-axis.
[0023] In an example, each of the drive electrodes 123
and z-axis gyroscope sense electrodes 127 can include
moving fingers coupled to one or more proof-mass sec-
tions interdigitated with a set of stationary fingers fixed
in position (e.g., to the via wafer 103) using a respective
anchor, such as anchors 124, 128.

Gyroscope Operational Modes

[0024] FIG. 3 illustrates generally an example of a 3-
axis gyroscope 300 in drive motion. In an example, the
drive electrodes 123 can include a set of moving fingers
coupled to the main proof-mass section 115 interdigitated
with a set of stationary fingers fixed in position using a
first drive anchor 124 (e.g., a raised and electrically iso-
lated portion of the via wafer 103). In an example, the
stationary fingers can be configured to receive energy
through the first drive anchor 124, and the interaction
between the interdigitated moving and stationary fingers
of the drive electrodes 123 can be configured to provide
an angular force to the single proof-mass about the z-
axis.
[0025] In the example of FIG. 3, the drive electrodes
123 are driven to rotate the single proof-mass about the
z-axis while the central suspension 111 provides restor-
ing torque with respect to the fixed anchor 106, causing
the single proof-mass to oscillate torsionally, in-plane
about the z-axis at a drive frequency dependent on the
energy applied to the drive electrodes 123. In certain ex-
amples, the drive motion of the single proof-mass can be
detected using the drive electrodes 123.

X-Axis Rate Response

[0026] FIG. 4 illustrates generally an example of a 3-
axis gyroscope 400 including a single proof-mass during
sense motion in response to rotation about the x-axis,
the single proof-mass including a main proof-mass sec-
tion 115, x-axis proof-mass sections 116, and central
suspension 111.
[0027] In the presence of an angular rate about the x-
axis, and in conjunction with the drive motion of the 3-
axis gyroscope 400 described in the example of FIG. 3,
Coriolis forces in opposite directions along the z-axis can
be induced on the x-axis proof-mass sections 116 be-
cause the velocity vectors are in opposite directions
along the y-axis. Thus, the single proof-mass can be ex-
cited torsionally about the y-axis by flexing the central
suspension 111. The sense response can be detected
using out-of-plane x-axis gyroscope sense electrodes,
e.g., formed in the via wafer 103 and using capacitive
coupling of the x-axis proof-mass sections 116 and the
via wafer 103.

Y-Axis Rate Response

[0028] FIG. 5 illustrates generally an example of a 3-
axis gyroscope 500 including a single proof-mass during
sense motion in response to rotation about the y-axis,
the single proof-mass including a main proof-mass sec-
tion 115, x-axis proof-mass sections 116, and central
suspension 111.
[0029] In the presence of an angular rate about the y-
axis, and in conjunction with the drive motion of the 3-
axis gyroscope 400 described in the example of FIG. 3,
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Coriolis forces in opposite directions along the z-axis can
be induced on the main proof-mass section 115 because
the velocity vectors are in opposite directions along the
x-axis. Thus, the single proof-mass can be excited tor-
sionally about the x-axis by flexing the central suspension
111. The sense response can be detected using out-of-
plane y-axis gyroscope sense electrodes, e.g., formed
in the via wafer 103 and using capacitive coupling of the
main proof-mass section 115 and the via wafer 103.

Z-Axis Rate Response

[0030] FIG. 6 illustrates generally an example of a 3-
axis gyroscope 600 including a single proof-mass during
sense motion in response to rotation about the z-axis,
the single proof-mass including a main proof-mass sec-
tion 115, x-axis proof-mass sections 116, central sus-
pension, z-axis flexure bearings 120, and z-axis gyro-
scope coupling flexure bearings 121.
[0031] In the presence of an angular rate about the z-
axis, and in conjunction with the drive motion of the 6-
axis inertial sensor 400 described in the example of FIG.
3, Coriolis forces in opposite directions along the x-axis
can be induced on the x-axis proof-mass sections 116
because the velocity vectors are in opposite directions
along the y-axis. Thus, the x-axis proof-mass sections
116 can be excited linearly in opposite directions along
the x-axis by flexing the z-axis flexure bearings 120 in
the x-direction. Further, the z-axis gyroscope coupling
flexure bearings 121 can be used to provide a linear anti-
phase resonant mode of the x-axis proof-mass sections
116, which are directly driven by the anti-phase Coriolis
forces. The sense response can be detected using in-
plane parallel-plate sense electrodes, such as the z-axis
gyroscope sense electrodes 127 formed in the device
layer 105.
[0032] FIGS. 7 and 8 illustrate generally examples of
a 3-axis gyroscope 700 including a z-axis gyroscope cou-
pling flexure bearing 121 during anti-phase motion and
in-phase motion, respectively. To improve the vibration
rejection of the 3-axis gyroscope 700 due to x-axis ac-
celeration, the z-axis gyroscope coupling flexure bear-
ings 121 is configured to suppress in-phase motion of
the x-axis proof-mass sections 116.
[0033] During the anti-phase motion, the connection
beams that connect the two x-axis proof-mass sections
116 to the z-axis gyroscope coupling flexure bearing 121
apply forces in the same direction and the coupling
beams undergo a natural bending with low stiffness.
[0034] In contrast, during the in-phase motion, the cou-
pling beams of the z-axis gyroscope coupling flexure
bearing 121 apply forces in opposite directions on the
coupling beams, forcing the coupling beams into a twist-
ing motion with a higher stiffness. Thus, the in-phase
motion stiffness and the resonant frequencies are in-
creased, providing better vibration rejection.

Accelerometer Device Structure

[0035] FIG. 9 illustrates generally an example of a 3-
axis accelerometer 900, such as formed in a single plane
of a device layer 105 of a 3-DOF IMU 100. In an example,
the 3-axis accelerometer 900 can include a single proof-
mass design, providing 3-axis accelerometer operational
modes patterned into the device layer 105 of the 3-DOF
IMU 100, such as illustrated in the example of FIG. 1.
[0036] In an example, the single proof-mass can be
suspended at its center to a single central anchor (e.g.,
anchor 106) using a series of flexure bearings and frames
that aim to decouple the response modes and reduce
cross-axis sensitivities. In an example, the 3-axis accel-
erometer 900 can include x-axis flexure bearings 133
configured to couple the anchor 106 to the x-axis frame
135 and allow the x-axis frame 135 to deflect in response
to acceleration along the x-axis. Further, the device can
include y-axis flexure bearings 134 configured to couple
the x-axis frame 135 to the y-axis frame 136 and allow
the y-axis frame 136 to deflect with respect to the x-axis
frame 135 in response to accelerations along the y-axis,
and z-axis flexure bearings 137 configured to couple the
y-axis frame 136 to the remainder of the proof mass 138.
The z-axis flexure bearings 137 function as a torsional
hinge, allowing the proof-mass to deflect torsionally out-
of-plane about the axis that passes through the center
of the beams.
[0037] Further, the 3-axis accelerometer 900 can in-
clude x-axis accelerometer sense electrodes 125 config-
ured to detect in-phase, in-plane x-axis motion of the x-
axis frame 135, or y-axis accelerometer sense electrodes
131 configured to detect in-phase, in-plane, y-axis motion
of the y-axis frame 136. In an example, each of the x-
axis and y-axis accelerometer sense electrodes 125, 131
can include moving fingers coupled to one or more frame
sections interdigitated with a set of stationary fingers
fixed in position (e.g., to the via wafer 103) using a re-
spective anchor, such as anchors 126, 132.

X-Axis Accelerometer Response

[0038] FIG. 10 illustrates generally an example of a 3-
axis accelerometer 1000 in sense motion in response to
an x-axis acceleration, the 3-axis accelerometer includ-
ing a single proof-mass, an anchor 106, x-axis flexure
bearings 133, and an x-axis frame 135.
[0039] In the presence of an acceleration along the x-
axis, the proof mass, the y-axis frame 136 and the x-axis
frame 135 can move in unison with respect to the anchor
106. The resulting motion can be detected using the x-
axis accelerometer sense electrodes 125 located on op-
posite sides of the proof-mass, allowing differential
measurement of deflections. In various examples, a va-
riety of detection methods, such as capacitive (variable
gap or variable area capacitors), piezoelectric, piezore-
sistive, magnetic or thermal can be used.

7 8 



EP 2 616 822 B1

6

5

10

15

20

25

30

35

40

45

50

55

Y-Axis Accelerometer Response

[0040] FIG. 11 illustrates generally an example of a 3-
axis accelerometer 1100 in sense motion in response to
a y-axis acceleration, the 3-axis accelerometer including
a single proof-mass, an anchor 106, y-axis flexure bear-
ings 134, and a y-axis frame 136.
[0041] In the presence of an acceleration along the y-
axis, the y-axis flexure bearings 134 that connect the y-
axis frame 136 to the x-axis frame 135 deflect and allow
the y-axis frame 136 to move along the y-axis in unison
with the proof-mass, while the x-axis frame remains sta-
tionary. The resulting motion can be detected using the
y-axis accelerometer sense electrodes 131 located on
opposite sides of the proof-mass, allowing differential
measurement of deflections. In various examples, a va-
riety of detection methods, such as capacitive (variable
gap or variable area capacitors), piezoelectric, piezore-
sistive, magnetic or thermal can be used.

Z-Axis Accelerometer Response

[0042] FIG. 12 illustrates generally an example of a 3-
axis accelerometer 1200 in sense motion in response to
a z-axis acceleration, the 3-axis accelerometer including
a single proof-mass 138, an anchor, and z-axis flexure
bearings 137.
[0043] In the example of FIG. 12, the z-axis flexure
bearings 137 are located such that the axis that passes
through the center of the beam is offset from the center
of the proof-mass 138. Thus, a mass imbalance is cre-
ated, so that the portion of the mass that is located further
from the pivot line generates a larger inertial moment
than the portion located closer, rendering the proof-mass
138 sensitive to z-axis accelerations, deflecting torsion-
ally out-of-plane about the pivot line. The x and y-axis
flexure bearings 133, 134 are designed to have high out-
of-plane stiffness. Accordingly, they remain stationary
during z-axis acceleration.
[0044] FIG. 13 illustrates generally an example of a
system 1300 including via wafer electrode placement. In
an example, z-axis accelerometer electrodes 140 can be
placed on the via wafer 103 under the device layer 105.
The torsional response allows measurement of deflec-
tions differentially with only one layer of out-of-plane elec-
trodes. In an example, a variety of detection methods
such as capacitive (variable gap or variable area capac-
itors), piezoelectric, piezoresistive, magnetic or thermal
can be employed.
[0045] FIG. 14 illustrates generally an example side
view of a 3-axis accelerometer 1400 including a single
proof-mass, an illustrative "pivot", and z-axis accelerom-
eter electrodes 140.

3+3DOF

[0046] FIG. 15 illustrates generally an example of a
3+3-degrees-of-freedom (3+3DOF) inertial measure-

ment unit (IMU) 200 (e.g., a 3-axis gyroscope and a 3-
axis accelerometer), such as formed in a single plane of
a device layer 105 of an IMU. In an example, the 3+3
DOF can include a 3-axis gyroscope 1505 and a 3-axis
accelerometer 1510 on the same wafer.
[0047] In this example, each of the 3-axis gyroscope
1505 and the 3-axis accelerometer 1510 have separate
proof-masses, though when packaged, the resulting de-
vice (e.g., chip-scale package) can share a cap, and thus,
the 3-axis gyroscope 1505 and the 3-axis accelerometer
1510 can reside in the same cavity. Moreover, because
the devices were formed at similar times and on similar
materials, the invention significantly lowers the risk of
process variations, reduces the need to separately cali-
brate the sensors, reduces alignment issues, and allows
closer placement than separately bonding the devices
near one another.
[0048] Further, there is a space savings associated
with sealing the resulting device. For example, if a 100um
seal width is required, sharing the cap wafer and reducing
the distance between devices allows the overall size of
the resulting device to shrink. Packaged separately, the
amount of space required for the seal width could double.
[0049] In an example, die size can be reduced to
2.48x1.8mm with a 100um seal width.

Drive and Detection Frequencies

[0050] In an example, the drive mode and the three
gyroscope sense modes can be located in the 20kHz
range. For open-loop operation, the drive mode can be
separated from the sense-modes by a mode separation,
such as 100Hz to 500Hz, which can determine the me-
chanical sensitivity of the gyroscopes. To increase sen-
sitivity, the gyroscope operational resonant frequencies
can be reduced if the vibration specifications of the ap-
plication allow. If closed-loop sense operation is imple-
mented, the mode separation can be reduced to increase
mechanical sensitivity further.

Quadrature Error Reduction

[0051] FIG. 16 illustrates generally an example of the
central suspension 111 at rest about an anchor 106, the
central suspension 111 including symmetric "C-beams"
configured to locally cancel quadrature error. The primary
source of quadrature error in micromachined gyroscopes
is the DRIE sidewall angle errors, which result in deviation
of the etch profile from a straight sidewall. If sidewalls
have an angle error, the in-plane drive motion can also
cause out-of-plane motion when the skew axis is along
beam length. Thus, when skewed compliant beams are
located on opposite sides of the drive motion, the result-
ing out-of-plane deflections cause quadrature error.
[0052] FIG. 17 illustrates generally an example of a
portion of the central suspension 111 in drive motion.
The central suspension 111 utilizes symmetric "C-
beams" on each side of the anchor 106. The out-of-plane
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motion caused by each C-beam on a side is cancelled
out by its symmetric counterpart. Thus, the quadrature
error induced on each beam can be locally cancelled.

Additional Notes and Examples

[0053] In Example 1, an inertial measurement system
includes a device layer including a single proof-mass 3-
axis accelerometer formed in an x-y plane, the single
proof-mass 3-axis accelerometer suspended about a sin-
gle, central anchor, the single proof-mass 3-axis accel-
erometer including separate x, y, and z-axis flexure bear-
ings, wherein the x and y-axis flexure bearings are sym-
metrical about the single, central anchor and the z-axis
flexure is not symmetrical about the single, central an-
chor, a cap wafer bonded to a first surface of the device
layer, and a via wafer bonded to a second surface of the
device layer, wherein the cap wafer and the via wafer are
configured to encapsulate the single proof-mass 3-axis
accelerometer.
[0054] In Example 2, the 3-axis accelerometer of Ex-
ample 1 optionally includes in-plane x and y-axis accel-
erometer sense electrodes.
[0055] In Example 3, the in-plane x and y-axis accel-
erometer sense electrodes of any one or more of Exam-
ples 1-2 are optionally symmetrical about the single, cen-
tral anchor.
[0056] In Example 4, the 3-axis accelerometer of any
one or more of Examples 1-3 optionally include out-of-
plane z-axis accelerometer sense electrodes.
[0057] In Example 5, the 3-axis accelerometer of any
one or more of Examples 1-4 is optionally rectangular in
shape, longer about the y-axis than the x or z-axis.
[0058] In Example 6, the x, y, and z-axis flexure bear-
ings of any one or more of Examples 1-5 optionally have
high out-of-plane stiffness.
[0059] In Example 7, the single proof-mass of any one
or more of Examples 1-6 optionally includes an outer
portion surrounding in-plane x and y-axis accelerometer
sense electrodes and x, y, and z-axis flexure bearings.
[0060] In Example 8, the 3-axis accelerometer of any
one or more of Examples 1-7 optionally includes a mi-
cromachined, monolithic, 3-axis accelerometer.
[0061] In Example 9, the device layer of any one or
more of Examples 1-8 optionally includes a 3-axis gyro-
scope formed in the x-y plane proximate the 3-axis ac-
celerometer.
[0062] In Example 10, the cap wafer and the via wafer
of any one or more of Examples 1-9 are optionally con-
figured to encapsulate the single proof-mass 3-axis ac-
celerometer and the 3-axis gyroscope.
[0063] In Example 11, the 3-axis accelerometer and
the 3-axis gyroscope of any one or more of Examples
1-10 are optionally configured to share the same encap-
sulated cavity.
[0064] In Example 12, the device layer of any one or
more of Examples 1-11 I optionally includes a single
proof-mass 3-axis gyroscope formed in the x-y plane ad-

jacent the 3-axis accelerometer, the single proof-mass
3-axis gyroscope including:

a main proof-mass section suspended about a sin-
gle, central anchor, the main proof-mass section in-
cluding a radial portion extending outward towards
an edge of the 3-axis gyroscope sensor, a central
suspension system configured to suspend the 3-axis
gyroscope from the single, central anchor, and a
drive electrode including a moving portion and a sta-
tionary portion, the moving portion coupled to the
radial portion, wherein the drive electrode and the
central suspension system are configured to oscil-
late the 3-axis gyroscope about a z-axis normal to
the x-y plane at a drive frequency.

[0065] In Example 13, any one or more of Examples
1-12 optionally include symmetrical x-axis proof-mass
sections configured to move anti-phase along the x-axis
in response to z-axis angular motion.
[0066] In Example 14, any one or more of Examples l-
13 optionally include a z-axis gyroscope coupling flexure
bearing configured to couple the x-axis proof mass sec-
tions and to resist in-phase motion.
[0067] In Example 15, any one or more of Examples
1-14 optionally includes micromachined, monolithic iner-
tial sensor apparatus, comprising a single proof-mass 3-
axis accelerometer formed in an x-y plane of a device
layer, suspended about a single, central anchor, the sin-
gle proof-mass 3-axis accelerometer including separate
x, y, and z-axis flexure bearings, wherein the x and y-
axis flexure bearings are symmetrical about the single,
central anchor and the z-axis flexure is not symmetrical
about the single, central anchor.
[0068] In Example 16, the 3-axis accelerometer of any
one or more of Examples 1-15 optionally includes in-
plane x and y-axis accelerometer sense electrodes.
[0069] In Example 17, the in-plane x and y-axis accel-
erometer sense electrodes of any one or more of Exam-
ples 1-16 are optionally symmetrical about the single,
central anchor.
[0070] In Example 18, the 3-axis accelerometer of any
one or more of Examples 1-17 optionally includes out-
of-plane z-axis accelerometer sense electrodes.
[0071] In Example 19, any one or more of Examples
1-18 optionally includes a single proof-mass 3-axis gy-
roscope formed in the x-y plane adjacent the 3-axis ac-
celerometer, the single proof-mass 3-axis gyroscope in-
cluding a main proof-mass section suspended about a
single, central anchor, the main proof-mass section in-
cluding a radial portion extending outward towards an
edge of the 3-axis gyroscope, a central suspension sys-
tem configured to suspend the 3-axis gyroscope from the
single, central anchor, and a drive electrode including a
moving portion and a stationary portion, the moving por-
tion coupled to the radial portion, wherein the drive elec-
trode and the central suspension system are configured
to oscillate the 3-axis gyroscope about a z-axis normal
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to the x-y plane at a drive frequency.
[0072] In Example 20, any one or more of Examples
1-19 optionally includes a cap wafer bonded to a first
surface of the device layer and a via wafer bonded to a
second surface of the device layer, wherein the cap wafer
and the via wafer are configured to encapsulate the single
proof-mass 3-axis gyroscope and the single proof-mass
3-axis accelerometer in the same cavity.
[0073] In Example 21, a system or apparatus can in-
clude, or can optionally be combined with any portion or
combination of any portions of any one or more of Ex-
amples 1-20 to include, means for performing any one
or more of the functions of Examples 1-20, or a machine-
readable medium including instructions that, when per-
formed by a machine, cause the machine to perform any
one or more of the functions of Examples 1-20.
[0074] The above detailed description includes refer-
ences to the accompanying drawings, which form a part
of the detailed description. The drawings show, by way
of illustration, specific embodiments in which the inven-
tion can be practiced. These embodiments are also re-
ferred to herein as "examples." All publications, patents,
and patent documents referred to in this document are
incorporated by reference herein in their entirety, as
though individually incorporated by reference. In the
event of inconsistent usages between this document and
those documents so incorporated by reference, the us-
age in the incorporated reference(s) should be consid-
ered supplementary to that of this document; for irrecon-
cilable inconsistencies, the usage in this document con-
trols.
[0075] In this document, the terms "a" or "an" are used,
as is common in patent documents, to include one or
more than one, independent of any other instances or
usages of "at least one" or "one or more." In this docu-
ment, the term "or" is used to refer to a nonexclusive or,
such that "A or B" includes "A but not B," "B but not A,"
and "A and B," unless otherwise indicated. In the append-
ed claims, the terms "including" and "in which" are used
as the plain-English equivalents of the respective terms
"comprising" and "wherein." Also, in the following claims,
the terms "including" and "comprising" are open-ended,
that is, a system, device, article, or process that includes
elements in addition to those listed after such a term in
a claim are still deemed to fall within the scope of that
claim. Moreover, in the following claims, the terms "first,"
"second," and "third," etc. are used merely as labels, and
are not intended to impose numerical requirements on
their objects.
[0076] The above description is intended to be illustra-
tive, and not restrictive. In other examples, the above-
described examples (or one or more aspects thereof)
may be used in combination with each other. Other em-
bodiments can be used, such as by one of ordinary skill
in the art upon reviewing the above description. Also, in
the above Detailed Description, various features may be
grouped together to streamline the disclosure. This
should not be interpreted as intending that an unclaimed

disclosed feature is essential to any claim. Rather, inven-
tive subject matter may lie in less than all features of a
particular disclosed embodiment. Thus, the following
claims are hereby incorporated into the Detailed Descrip-
tion, with each claim standing on its own as a separate
embodiment. The scope of the invention should be de-
termined with reference to the appended claims, along
with the full scope of equivalents to which such claims
are entitled.

Claims

1. A micromachined, monolithic inertial sensor appa-
ratus (100), comprising:

a single proof-mass 3-axis accelerometer (900,
1000, 1100, 1200) formed in an x-y plane of a
device layer (105), suspended about a single,
central anchor (106), the single proof-mass 3-
axis accelerometer including separate x, y, and
z-axis flexure bearings (133, 134, 137); and
wherein the x and y-axis flexure bearings (133,
134) are symmetrical about the single, central
anchor (106) and the z-axis flexure (137) is not
symmetrical about the single, central anchor
(106).

2. The apparatus of claim 1, wherein the 3-axis accel-
erometer includes in-plane x and y-axis accelerom-
eter sense electrodes (125, 131).

3. The apparatus of claim 2, wherein the in-plane x and
y-axis accelerometer sense electrodes (125, 131)
are symmetrical about the single, central anchor
(106), and/or wherein the 3-axis accelerometer in-
cludes out-of-plane z-axis accelerometer sense
electrodes (140).

4. The apparatus of claim 1, including:

a single proof-mass 3-axis gyroscope (200, 300,
400, 500, 600, 1505) formed in the x-y plane
adjacent the 3-axis accelerometer, the single
proof-mass 3-axis gyroscope including:

a main proof-mass section (115) suspend-
ed about a single, central anchor (106), the
main proof-mass section including a radial
portion extending outward towards an edge
of the 3-axis gyroscope;
a central suspension system (111) config-
ured to suspend the 3-axis gyroscope from
the single, central anchor; and
a drive electrode (123) including a moving
portion and a stationary portion, the moving
portion coupled to the radial portion, where-
in the drive electrode and the central sus-
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pension system are configured to oscillate
the 3-axis gyroscope about a z-axis normal
to the x-y plane at a drive frequency.

5. The apparatus of claim 4, including:

a cap wafer (101) bonded to a first surface of
the device layer (105); and
a via wafer (103) bonded to a second surface of
the device layer (105),

wherein the cap wafer and the via wafer are config-
ured to encapsulate the single proof-mass 3-axis gy-
roscope (200, 300, 400, 500, 600, 1505) and the
single proof-mass 3-axis accelerometer (900, 1000,
1100, 1200) in the same cavity.

6. The apparatus of claim 4, including symmetrical x-
axis proof-mass sections (116) configured to move
anti-phase along the x-axis in response to z-axis an-
gular motion.

7. The apparatus of claim 6, including a z-axis gyro-
scope coupling flexure bearing configured to couple
the x-axis proof mass sections and to resist in-phase
motion.

8. The apparatus of claim 1, including:

a cap wafer (101) bonded to a first surface of
the device layer (105); and
a via wafer (103) bonded to a second surface of
the device layer (105),

wherein the cap wafer and the via wafer are config-
ured to encapsulate the single proof-mass 3-axis ac-
celerometer.

9. The apparatus of claim 1, wherein the 3-axis accel-
erometer is rectangular in shape, longer about the
y-axis than the x or z-axis-.

10. The apparatus of claim 1, wherein the x, y, and z-
axis flexure bearings have higher out-of-plane stiff-
ness than in-plane stiffness.

11. The apparatus of claim 1, including a 3-axis gyro-
scope formed in the x-y plane of the device layer
proximate the 3-axis accelerometer.

12. The apparatus of claim 11, wherein the cap wafer
and the via wafer are configured to encapsulate the
single proof-mass 3-axis accelerometer and the 3-
axis gyroscope.

13. The apparatus of claim 12, wherein the 3-axis accel-
erometer and the 3-axis gyroscope are configured
to share the same encapsulated cavity.

Patentansprüche

1. Eine mikrobearbeitete monolithische Inertialsensor-
vorrichtung (100), umfassend:

einen 3-Achsen-Beschleunigungsmesser (900,
1000, 1100, 1200) mit einzelner Prüfmasse, der
in einer x-y-Ebene einer Geräteschicht (105) ge-
bildet ist und an einem einzelnen, zentralen An-
ker (106) aufgehängt ist, wobei der 3-Achsen-
Beschleunigungsmesser mit einzelner Prüf-
masse separate, flexible x-, y- und z-Auflager
(133, 134, 137) aufweist; und
wobei die flexiblen x- und y-Auflager (133, 134)
symmetrisch zu dem einzelnen, zentralen Anker
(106) sind und das flexible z-Auflager (137) nicht
symmetrisch zu dem einzelnen, zentralen Anker
(106) ist.

2. Die Vorrichtung gemäß Anspruch 1, wobei der 3-
Achsen-Beschleunigungsmesser ebenengeiche
Sensorelektroden (125, 131) für eine x- und y-Ach-
senbeschleunigung enthält.

3. Die Vorrichtung gemäß Anspruch 2, wobei die ebe-
nengeichen Sensorelektroden (125, 131) für eine x-
und y-Achsenbeschleunigung symmetrisch zu dem
einzelnen, zentralen Anker (106) sind, und/oder wo-
bei der 3-Achsen-Beschleunigungsmesser Sensor-
elektroden (140) für eine z-Achsenbeschleunigung
außerhalb der Ebene enthält.

4. Die Vorrichtung gemäß Anspruch 1, enthaltend:

ein 3-Achsen-Gyroskop (200, 300, 400, 500,
600, 1505) mit einzelner Prüfmasse, das in der
x-y-Ebene neben dem 3-AchsenBeschleuni-
gungsmesser gebildet ist, wobei das 3-Achsen-
Gyroskop mit einzelner Prüfmasse umfasst:

einen Hauptmassenabschnitt (115), der an
einem einzelnen, zentralen Anker (106) auf-
gehängt ist, wobei der Hauptmassenab-
schnitt einen radialen Teil umfasst, der sich
nach außen zu einer Kante des 3-Achsen-
Gyroskops erstreckt;
ein zentrales Aufhängungssystem (111),
das eingerichtet ist, das 3-Achsen-Gyros-
kop an dem einzelnen, zentralen Anker auf-
zuhängen; und
eine Treiberelektrode (123), die einen be-
wegenden Teil und einen stationären Teil
enthält, wobei der bewegende Teil an den
radialen Teil gekoppelt ist, wobei die Trei-
berelektrode und das zentrale Aufhän-
gungssystem eingerichtet sind, das 3-Ach-
sen-Gyroskop um die z-Achse senkrecht
zur x-y-Ebene mit einer Treiberfrequenz zu
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oszillieren.

5. Die Vorrichtung gemäß Anspruch 4, enthaltend:

einen Kappen-Wafer (101), der mit einer ersten
Oberfläche der Geräteschicht (105) verbunden
ist; und
einen Via-Wafer (103), der mit einer zweiten
Oberfläche der Geräteschicht (105) verbunden
ist,
wobei der Kappen-Wafer und der Via-Wafer ein-
gerichtet sind, das 3-Achsen-Gyroskop (200,
300, 400, 500, 600, 1505) mit einzelner Prüf-
masse und den 3-Achsen-Beschleunigungs-
messer (900, 1000, 1100, 1200) mit einzelner
Prüfmasse in dem gleichen Hohlraum einzukap-
seln.

6. Die Vorrichtung gemäß Anspruch 4, die symmetri-
sche x-Achsen-Prüfmassenabschnitte (116) enthält,
die eingerichtet sind, sich in Reaktion auf eine Dreh-
bewegung um die z-Achse gegenläufig entlang der
x-Achse zu bewegen.

7. Die Vorrichtung gemäß Anspruch 6, die ein flexibles
z-Achsen-Lager zum Gyroskop-Koppeln enthält,
das eingerichtet ist, die x-Achsen-Prüfmassenab-
schnitte zu koppeln und einer Bewegung in Phase
entgegenzustehen.

8. Die Vorrichtung gemäß Anspruch 1, einschließend:

einen Kappen-Wafer (101), der mit einer ersten
Oberfläche der Geräteschicht (105) verbunden
ist; und
einen Via-Wafer (103), der mit einer zweiten
Oberfläche der Geräteschicht (105) verbunden
ist,
wobei der Kappen-Wafer und der Via-Wafer ein-
gerichtet sind, den 3-Achsen-Beschleunigungs-
messer mit einzelner Prüfmasse einzukapseln.

9. Die Vorrichtung gemäß Anspruch 1, wobei der 3-
Achsen-Beschleunigungsmesser eine rechteckige
Form aufweist, die in Richtung der y-Achse länger
ist als in Richtung der x- oder z-Achse.

10. Die Vorrichtung gemäß Anspruch 1, wobei die fle-
xiblen x-, y- und z-Auflager eine größere Steifigkeit
nach außerhalb der Ebene als in der Ebene haben.

11. Die Vorrichtung gemäß Anspruch 1, wobei das 3-
Achsen-Gyroskop in der x-y-Ebene des Geräte-
schicht nahegelegen zum 3-Achse-Beschleuni-
gungsmessers gebildet ist.

12. Die Vorrichtung gemäß Anspruch 11, wobei der Kap-
pen-Wafer und der Via-Wafer eingerichtet sind, den

3-Achsen-Beschleunigungsmesser und das 3-Ach-
sen-Gyroskop einzukapseln.

13. Die Vorrichtung gemäß Anspruch 12, wobei der 3-
Achsen-Beschleunigungsmesser und das 3-Ach-
sen-Gyroskop eingerichtet sind, sich denselben ein-
gekapselten Hohlraum zu teilen.

Revendications

1. Appareil (100) à capteur inertiel monolithique micro-
usiné, comprenant :

un accéléromètre (900, 1000, 1100, 1200) 3
axes à masse étalon unique formé dans un plan
x-y d’une couche (105) de dispositif, suspendu
autour d’un ancrage (106) central unique, l’ac-
céléromètre 3 axes à masse étalon unique in-
cluant des supports flexibles (133, 134, 137)
d’axes x, y et z séparés ; et
dans lequel les supports flexibles (133, 134)
d’axes x et y sont symétriques autour de l’an-
crage (106) central unique et le support flexible
(137) d’axe z n’est pas symétrique autour de
l’ancrage (106) central unique.

2. Appareil selon la revendication 1, dans lequel l’ac-
céléromètre 3 axes inclut des électrodes (125, 131)
de détection d’accéléromètre d’axes x et y dans le
plan.

3. Appareil selon la revendication 2, dans lequel les
électrodes (125, 131) de détection d’accéléromètre
d’axes x et y dans le plan sont symétriques autour
de l’ancrage (106) central unique, et/ou dans lequel
l’accéléromètre 3 axes inclut des électrodes (140)
de détection d’accéléromètre d’axe z hors du plan.

4. Appareil selon la revendication 1, incluant :

un gyroscope (200, 300, 400, 500, 600, 1505)
3 axes à masse étalon unique formé dans le
plan x-y adjacent à l’accéléromètre 3 axes, le
gyroscope 3 axes à masse étalon unique
incluant :

une section principale (115) de masse éta-
lon suspendue autour d’un ancrage (106)
central unique, la section principale de mas-
se étalon incluant une partie radiale s’éten-
dant vers l’extérieur vers un bord du gyros-
cope 3 axes ;
un système central (111) de suspension
configuré pour suspendre le gyroscope 3
axes à l’ancrage central unique ; et
une électrode d’excitation (123) incluant
une partie mobile et une partie fixe, la partie

17 18 



EP 2 616 822 B1

11

5

10

15

20

25

30

35

40

45

50

55

mobile couplée à la partie radiale, dans le-
quel l’électrode d’excitation et le système
central de suspension sont configurés pour
faire osciller le gyroscope 3 axes autour
d’un axe z normal au plan x-y à une fréquen-
ce d’excitation.

5. Appareil selon la revendication 4, incluant :

une plaquette (101) de coiffe liée à une première
surface de la couche (105) de dispositif ; et
une plaquette (103) de connexion liée à une
deuxième surface de la couche (105) de dispo-
sitif, dans lequel la plaquette de coiffe et la pla-
quette de connexion sont configurées pour en-
capsuler le gyroscope (200, 300, 400, 500, 600,
1505) 3 axes à masse étalon unique et l’accé-
léromètre (900, 1000, 1100, 1200) 3 axes à mas-
se étalon unique dans la même cavité.

6. Appareil selon la revendication 4, incluant des sec-
tions symétriques (116) de masse étalon d’axe x
configurées pour se déplacer en opposition de phase
le long de l’axe x en réponse à un mouvement an-
gulaire sur l’axe z.

7. Appareil selon la revendication 6, incluant un support
flexible de couplage de gyroscope d’axe z configuré
pour coupler les sections de masse étalon d’axe x
et pour résister à un mouvement en phase.

8. Appareil selon la revendication 1, incluant :

une plaquette (101) de coiffe liée à une première
surface de la couche (105) de dispositif ; et
une plaquette (103) de connexion liée à une
deuxième surface de la couche (105) de dispo-
sitif, dans lequel la plaquette de coiffe et la pla-
quette de connexion sont configurées pour en-
capsuler l’accéléromètre 3 axes à masse étalon
unique.

9. Appareil selon la revendication 1, dans lequel l’ac-
céléromètre 3 axes est rectangulaire de forme, plus
long autour de l’axe y que de l’axe x ou z.

10. Appareil selon la revendication 1, dans lequel les
supports flexibles d’axes x, y et z ont une rigidité
hors plan supérieure à une rigidité dans le plan.

11. Appareil selon la revendication 1, incluant un gyros-
cope 3 axes formé dans le plan x-y de la couche de
dispositif à proximité de l’accéléromètre 3 axes.

12. Appareil selon la revendication 11, dans lequel la
plaquette de coiffe et la plaquette de connexion sont
configurées pour encapsuler l’accéléromètre 3 axes
à masse étalon unique et le gyroscope 3 axes.

13. Appareil selon la revendication 12, dans lequel l’ac-
céléromètre 3 axes et le gyroscope 3 axes sont con-
figurés pour partager la même cavité encapsulée.
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