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Description

Background of the invention

1. Field of the Invention

[0001] The present invention relates to an image pick-
up apparatus that varies optical properties that is ar-
ranged in an endoscope and an electronic endoscope
including the image pickup apparatus.

2. Description of Related Art

[0002] As is well known, electronic endoscopes are
widely used for observing and/or treating the inside of
(body cavities of) the human body or for examining and/or
repairing the inside of industrial plant facilities and the
like. In recent years, in some electronic endoscopes, an
image pickup apparatus is used that is equipped with a
focus function and a zooming function that focus and
zoom in on a photographing object by moving an obser-
vation optical system in the optical axis direction for pho-
tographing.
[0003] More specifically, when carrying out endoscop-
ic observation, an apparatus is desired that makes it pos-
sible to change optical properties such as the depth of
focus, the image forming magnification ratio, and the
viewing angle with respect to an observation target region
in accordance with the observation site or observation
purpose or the like. Recently, an image pickup apparatus
(image pickup unit) is known that is configured to enable
movement of one or a plurality of optical lenses among
an objective lens group included in the image pickup ap-
paratus (image pickup unit) in an optical axis direction,
to thus enable adjustment and alteration of the optical
properties.
[0004] This kind of technology that varies a lens frame
for a focusing function of an image pickup apparatus is
disclosed, for example, in Japanese Patent Application
Laid-Open Publication No. 5-341209. The aforemen-
tioned Japanese Patent Application Laid-Open Publica-
tion No. 5-341209 discloses technology that moves a
lens frame by fixing one end of a coil spring formed by a
shape memory alloy (referred to as "SMA" hereinafter)
wire to a protruding portion that is integrally formed in a
lens frame to which a lens is attached and passing or not
passing a current to the coil spring through two lead wires
connected thereto.
[0005] Further, for example, an endoscope disclosed
in Japanese Patent Application Laid-Open Publication
No. 2007-229155 utilizes an urging spring and SMA wire
as an actuator apparatus for moving forward and back-
ward a movable lens frame that retains a movable lens
that varies optical properties to enable a reduction in the
size of an image pickup unit having an actuator and there-
by reduce the diameter of the distal end portion of an
endoscope insertion portion. According to this endo-
scope, the movable lens frame is moved backward

against the urging force of the urging spring when the
SMA wire is caused to contract by passing a current
thereto, and thereafter when the current being passed to
the contracted SMA wire is stopped to cause the SMA
wire to expand, the movable lens frame is moved forward
by the urging force of the urging spring, to thereby varies
the optical properties.
[0006] However, according to the technology in the
above described Japanese Patent Application Laid-
Open Publication No. 5-341209 there is the problem that
when installing two lead wires for grounding and for sup-
plying a driving signal, respectively, at the distal end por-
tion and the proximal end portion of the coil spring that
is formed by SMA material, because the lens frame
moves when the actuator is driven, it is necessary to bend
the lead wire connected to the distal end portion when
performing the wiring, and thus the configuration is struc-
turally complicated.
[0007] Further, when the SMA material extends as far
as the movable lens frame positioned at the distal end
side of the image pickup apparatus, it is necessary to
provide an insulating tube for insulating as far as that
section and also to provide a folded SMA material to
serve as a GND. Consequently, it has been difficult to
assemble an image pickup apparatus at the distal end
portion of an electronic endoscope that has a small work-
ing space.
[0008] Furthermore, since a movable lens frame that
is arranged inside an image pickup apparatus must be
moved forward and backward without displacing the op-
tical axis of the movable lens disposed therein, accurate
assembly is required. That is, the forward and backward
movement of the movable lens frame must be along the
photographing optical axis.
[0009] The present invention was made in considera-
tion of the above circumstances, and an object of the
invention is to improve the assemblability to a distal end
portion of an image pickup apparatus of an electronic
endoscope equipped with a focusing function or the like,
and to realize an image pickup apparatus that can pre-
vent displacement of the photographing optical axis of a
lens provided in a lens frame that moves for a focusing
function or the like, as well as an electronic endoscope
equipped with the image pickup apparatus.
[0010] Moreover, according to the endoscope dis-
closed in Japanese Patent Application Laid-Open Pub-
lication No. 2007-229155, an SMA wire is contracted to
cause a movable lens frame to move in the direction of
a third lens group in the rear, and positioning at the rear-
ward position of the movable lens frame is performed by
the movable lens frame contacting against a positioning
member.
[0011] When the movable lens is in a state of contact-
ing against the positioning member, a case in which the
temperature of the SMA wire is in a predetermined tem-
perature range and a case in which the SMA wire is over-
heated to a temperature exceeding a predetermined tem-
perature can be considered. Expansion of the SMA wire
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is left to depend on natural cooling when a current is not
passed thereto. Therefore, when the expansion respon-
siveness of an overheated SMA wire in a state in which
a current is not passed thereto is compared with the ex-
pansion responsiveness of an SMA wire that is heated
to a temperature within a predetermined temperature
range in a state in which a current is not passed thereto,
it is found that the expansion responsiveness of the over-
heated SMA wire is lower. That is, if an SMA wire is being
overheated, a delay arises between the timing of the in-
struction and a change in the optical properties when a
user inputs an instruction to vary the optical properties.
[0012] The present invention was made in considera-
tion of the above circumstances, and an object of the
invention is to provide a lens unit that can rapidly and
stably perform a movement to a distal end side and a
movement to a proximal end side of a movable lens frame
by expanding and contracting an SMA wire.

Summary of the invention

[0013] An image pickup apparatus according to claim
1 is provided.
[0014] The above and other objects, features and ad-
vantages of the invention will become more clearly un-
derstood from the following description referring to the
accompanying drawings.

Brief description of the drawings

[0015] Embodiments of electrical endoscope systems
or parts thereof are described in the figures 1-39. The
figures associated with the first, third, fourth, fifth, sixth,
seventh, eighth, ninth and tenth embodiments do not fall
within the scope of the claims.

Fig. 1 is a configuration diagram showing an entire
electronic endoscope system according to a first em-
bodiment;
Fig. 2 is a sectional view showing the internal con-
figuration of a distal end portion of an endoscope
according to the first embodiment;
Fig. 3 is a sectional view showing the configuration
of an image pickup apparatus according to the first
embodiment;
Fig. 4 is a sectional view of the image pickup appa-
ratus that shows a state in which the position of a
movable lens frame has been moved from a position
shown in Fig. 3 according to the first embodiment;
Fig. 5 is a partial sectional view showing the config-
uration of an image pickup apparatus according to
a first modification example of the first embodiment;
Fig. 6 is a partial sectional view showing the config-
uration of an image pickup apparatus according to
a second modification example of the first embodi-
ment;
Fig. 7 is a partial sectional view showing the config-
uration of an image pickup apparatus according to

a second embodiment;
Fig. 8 is a sectional view of the image pickup appa-
ratus according to the second embodiment along line
VIII-VIII in Fig. 7;
Fig. 9 is a sectional view of the image pickup appa-
ratus according to the second embodiment along line
IX-IX in Fig. 7;
Fig. 10 is a partial sectional view showing the con-
figuration of an image pickup apparatus that is fitted
and fixed to a distal end rigid member according to
a third embodiment;
Fig. 11 is a sectional view of the image pickup ap-
paratus according to the third embodiment along line
XI-XI in Fig. 10;
Fig. 12 is a sectional view of the image pickup ap-
paratus according to the third embodiment along line
XII-XII in Fig. 10;
Fig. 13 is a partial sectional view showing the con-
figuration of a conventional image pickup apparatus
equipped with a fixed focal length optical system ac-
cording to the third embodiment;
Fig. 14 is a partial sectional view showing the con-
figuration of an image pickup apparatus equipped
with a zooming/focusing optical system according to
the third embodiment;
Fig. 15 is a partial sectional view showing the con-
figuration of an image pickup apparatus that is fitted
and fixed to a distal end rigid member according to
a fourth embodiment;
Fig. 16 is a view showing the configuration of a stop-
per ring according to the fourth embodiment;
Fig. 17 is a partial sectional view showing the con-
figuration of an image pickup apparatus that is fitted
and fixed to a distal end rigid member according to
a fifth embodiment;
Fig. 18 is a view showing the configuration of a frame
retainer according to the fifth embodiment;
Fig. 19 is a partial sectional view showing the con-
figuration of an image pickup apparatus that is fitted
and fixed to a distal end rigid member according to
a first modification example of the fifth embodiment;
Fig. 20 is a partial sectional view showing the con-
figuration of an image pickup apparatus that is fitted
and fixed to a distal end rigid member according to
a second modification example of the fifth embodi-
ment;
Fig. 21 is a view of a distal end portion of an insertion
portion of an endoscope according to a sixth embod-
iment as viewed from the front;
Fig. 22 is a sectional view of the distal end portion
according to the sixth embodiment that is taken along
line XXII-XXII in Fig. 21;
Fig. 23 is a view showing the configuration of a di-
vided distal end rigid member according to the sixth
embodiment;
Fig. 24 is a view showing the configuration of a distal
end rigid member according to a modification exam-
ple of the sixth embodiment;
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Fig. 25 is a partial sectional view showing the con-
figuration of an image pickup apparatus that is fitted
and fixed to a distal end rigid member according to
a seventh embodiment;
Fig. 26 is a view from the direction of arrow XXVI in
Fig. 25 according to the seventh embodiment;
Fig. 27 is a partial sectional view showing an image
pickup apparatus that is fitted and fixed to a distal
end rigid member according to an eighth embodi-
ment;
Fig. 28 is a sectional view according to the eighth
embodiment along line XXVIII-XXVIII in Fig. 27;
Fig. 29 is a partial sectional view showing an image
pickup apparatus that is fitted and fixed to a distal
end rigid member according to a modification exam-
ple of the eighth embodiment;
Fig. 30 is a sectional view showing a movable lens
unit that is disposed inside a fixed lens frame 81 ac-
cording to a ninth embodiment;
Fig. 31 is an oblique perspective view showing an
example of the movable lens frame shown in Fig. 30
according to the ninth embodiment;
Fig. 32 is an oblique perspective view showing an
example of a movable lens frame that is different to
the example shown in Fig. 31 according to the ninth
embodiment;
Fig. 33 is an oblique perspective view showing an
example of a movable lens frame that is different to
the examples shown in Fig. 31 and Fig. 32 according
to the ninth embodiment;
Fig. 34 is a view that describes the configuration of
an image pickup unit according to a tenth embodi-
ment;
Fig. 35 is an enlarged view of a part indicated by
arrow XXXV in Fig. 34 according to the tenth em-
bodiment;
Fig. 36 is a view that illustrates a process of fixedly
installing a ring member in which an SMA wire is
fixed to a contact member according to the tenth em-
bodiment;
Fig. 37 is a view that illustrates the positional rela-
tionship between a contact member and a guide pipe
and the positional relationship between the contact
member and a movable lens frame when the contact
member is disposed at an overheat prevention po-
sition according to the tenth embodiment;
Fig. 38 is a view that illustrates a configuration ex-
ample of a movable lens frame including a contact
member with a distinctively shaped distal end face
and a movable frame protrusion corresponding to
the contact member, as well as the action thereof
according to the tenth embodiment; and
Fig. 39 is a view that illustrates another configuration
of a movable lens frame including a contact member
with a distinctively shaped distal end face and a mov-
able frame protrusion corresponding to the contact
member according to the tenth embodiment.

Detailed description of embodiments

[0016] Hereunder, the embodiments of electrical en-
doscope systems or parts thereof are described based
on the attached drawings.
[0017] The second embodiment falls within the scope
of the claims. The first, third, fourth, fifth, sixth, seventh,
eighth, ninth and tenth embodiments do not fall within
the scope of the claims. The first embodiment is however
useful to understand the invention as claimed.

(First Embodiment)

[0018] First, the first embodiment is described using
Fig. 1 to Fig. 6. Fig. 1 to Fig. 6 relate to the first embod-
iment. Fig. 1 is a configuration diagram showing an entire
electronic endoscope system. Fig. 2 is a sectional view
showing the internal configuration of a distal end portion
of an endoscope. Fig. 3 is a sectional view showing the
configuration of an image pickup apparatus. Fig. 4 is a
sectional view of the image pickup apparatus that shows
a state in which the position of a movable lens frame has
been moved from a position shown in Fig. 3. Fig. 5 is a
partial sectional view showing the configuration of an im-
age pickup apparatus according to a first modification
example. Fig. 6 is a partial sectional view showing the
configuration of an image pickup apparatus according to
a second modification example.
[0019] An electronic endoscope system 1 (hereunder,
referred to simply as "endoscope system") of the present
embodiment includes an electronic endoscope (hereun-
der, referred to simply as "endoscope") 2, a light source
3, a video processor 5, and a color monitor 6 that are
electrically connected.
[0020] The endoscope 2 has an insertion portion 7 and
an operation portion 8 from which the insertion portion 7
extends. A universal cord 9 extending from the operation
portion 8 is connected to the light source 3 via a scope
connector 10. An electrical connector at one end portion
of a scope cable 4 is detachably connected to the scope
connector 10. An electrical connector at the other end
portion of the scope cable 4 is connected to the video
processor 5.
[0021] The insertion portion 7 includes, in order from
the distal end thereof, a distal end portion 12, a bending
portion 13, and a flexible pipe portion 21 that are provided
in a linked condition. At the distal end face of the distal
end portion 12 are arranged a distal end opening portion
11a, an observation window 19, two illumination windows
20, an observation window cleaning opening 22, and an
observation object cleaning opening 23.
[0022] On the rear face side of the observation window
19 is disposed an image pickup apparatus, described
later, that is contained inside the distal end portion 12.
Further, an unshown light guide bundle is provided at the
rear face side of the two illumination windows 20. The
light guide bundle passes through the inside of a univer-
sal cord 9 from the distal end portion 12 to transmit an
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illumination light from the light source 3.
[0023] The observation window cleaning opening 22
and the observation object cleaning opening 23 are open-
ing portions of two unshown cleaning tubes that are in-
serted through the inside of the universal cord 9 from the
distal end portion 12. These cleaning tubes are connect-
ed on the light source 3 side to an unshown cleaning tank
in which cleaning water is stored and an unshown com-
pressor.
[0024] The operation portion 8 includes a forceps
opening 11b that is provided at a side section on the
lower side, a grip portion 18 at a midway section, two
bending operation portions 14 provided on the upper
side, an air supply/water supply control portion 15, a suc-
tion control portion 16, and a switch portion 17 including
a plurality of switches 17a that mainly operates an image
pickup function. In this connection, the forceps opening
11b of the operation portion 8 and the distal end opening
portion 11a of the insertion portion 7 also constitute open-
ing portions of a treatment instrument channel provided
in the insertion portion 7.
[0025] Next, the configuration of the distal end portion
12 of the endoscope 2 is principally described using Fig.
2 and Fig. 3.
[0026] As shown in Fig. 2, an image pickup apparatus
30 is provided inside the distal end portion 12. The image
pickup apparatus 30 is insertedly arranged in a rigid distal
end rigid member 24, and is fixed to the distal end rigid
member 24 with a set screw 27 from the side surface
direction. An 0-ring 28 for ensuring watertightness is dis-
posed on the outer circumferential portion of the distal
end side of the image pickup apparatus 30. A distal end
cover 25 forming the distal end face of the distal end
portion 12 is adhesively fixed so as to cover the distal
end of the distal end rigid member 24.
[0027] In this connection, as described above, the dis-
tal end opening portion 11a that is a hole formed in the
distal end cover 25 constitutes an opening portion of the
treatment instrument channel 11 inside the distal end por-
tion 12. Further, a distal end insertion portion rubber
member 12a is provided that integrally covers the outer
circumference of the distal end rigid member 24 and a
bending piece 26 inside the bending portion 13 so as to
form the outside of the distal end portion 12 and the bend-
ing portion 13. The distal end outer circumferential por-
tion of the distal end insertion portion rubber member 12a
is fixed to the distal end portion 12 by a bobbin winder
adhesive portion 29.
[0028] Since members such as a cleaning tube and a
light guide bundle for illumination that are disposed in the
distal end portion 12 have configurations that are known,
a description of those members is omitted here.
[0029] Next, the configuration of the image pickup ap-
paratus 30 as shown in Fig. 3 and Fig. 4 is described.
[0030] The image pickup apparatus 30 of the present
embodiment has a configuration in which an internal lens
moves forward and rearward to implement a focus func-
tion or a zooming function.

[0031] The image pickup apparatus 30 is principally
constituted by, in order from the distal end thereof, a front
group lens frame 34 as a fixed lens frame that retains
front group lenses 35 that include a plurality of objective
lenses and which is included in a front group lens unit
31, a rear group lens frame 36 as a fixed lens frame that
retains rear group lenses 33 that include a plurality of
objective lenses, a movable lens frame 38 that is dis-
posed between the lens groups 35 and 33 and which
retains a movable lens 39 that is included in a movable
lens unit 32, and a solid-state image pickup device unit
46 having a CCD or a CMOS or the like.
[0032] The rear end portion of the front group lens
frame 34 and the front end portion of the rear group lens
frame 36 are joined by fitting the two portions together.
A front end portion of a solid-state image pickup device
retention frame 41 that retains a solid-state image pickup
device unit 46 is insertedly fixed in the rear end portion
of the rear group lens frame 36.
[0033] The movable lens unit 32 is slidingly disposed
along the photographing optical axis O direction within
the rear group lens frame 36 at the rearward side of the
front group lens unit 31. At the bottom of the movable
lens frame 38 of the movable lens unit 32, a connection
rod 40 is provided so as to extend downward. The sec-
tional form in the lengthwise direction of the connection
rod 40 is a substantially elliptic cylindrical shape.
[0034] The solid-state image pickup device unit 46 in-
cludes within the solid-state image pickup device reten-
tion frame 41, in order from the distal end, two optical
members 42 and 43, a solid-state image pickup device
chip 45 in which an image area 44 is located at the front
face, and a multilayer substrate 47. In this connection,
the solid-state image pickup device chip 45 and the mul-
tilayer substrate 47 are electrically connected by an FPC.
[0035] Further, the multilayer substrate 47 is connect-
ed with a plurality of communication lines of a cable 51.
The cable 51 is insertedly disposed inside the endoscope
2, and is electrically connected with the video processor
5 via the universal cord 9 and the scope cable 4. A sub-
stantially cylindrical cable retention member 50 is exter-
nally fitted to the distal end portion of the cable 51.
[0036] A reinforcing frame 48 is fitted to the outer cir-
cumferential portion at the proximal end of the solid-state
image pickup device retention frame 41. A coating mem-
ber 49 that is a heat-shrinkable pipe that integrally covers
the cable retention member 50 as far as the distal end
portion of the cable 51 is provided on the outer circum-
ference of the reinforcing frame 48. In this connection, a
protective agent such as an adhesive is filled into a space
formed by the reinforcing frame 48 and the coating mem-
ber 49 as far as the cable retention member 50 from the
proximal end portion of the solid-state image pickup de-
vice retention frame 41 in which the solid-state image
pickup device chip 45 is disposed.
[0037] Furthermore, at a rear lower portion of the rear
group lens frame 36, an actuator retention portion 52 that
retains an actuator 62 that configures an actuator appa-
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ratus that moves the movable lens unit 32 forward and
backward is formed so as to protrude downward.
[0038] Next, the configuration of the actuator 62 that
is attached to the image pickup apparatus 30 is de-
scribed.
[0039] The actuator 62 includes a long guide pipe 53
that is formed from an insulating member formed of a
hard nonmetal that is insertedly disposed in the actuator
retention portion 52 of the rear group lens frame 36, a
moveable shaft 54 that is a rod-like rigid member that is
inserted through the inside of the guide pipe 53 in a con-
dition in which the moveable shaft 54 can move forward
and backward, an insulating member 55 that has the
same external diameter as the moveable shaft 54 and is
connected to the proximal end of the moveable shaft 54,
a shape memory alloy wire 56 that is inserted through
the inside of the guide pipe 53 and which has a distal end
portion connected to the insulating member 55, a pres-
sure spring 57 that constitutes an elastic body as an urg-
ing body that is externally fitted on the shape memory
alloy wire 56, a spring-stop pipe 58 through which the
shape memory alloy wire 56 is inserted and which is con-
stituted by an insulating pipe that is insertedly fitted into
the rearward portion of the guide pipe 53, and a block
body 59 that fixes the proximal end of the shape memory
alloy wire 56 by caulking.
[0040] The shape memory alloy wire 56 is a wire with
a diameter of several tens of microns that is made from
a shape memory alloy (hereunder, referred to as "SMA"
that contracts when heated and expands when cooled
(hereunder, the shape memory alloy wire is referred to
as "SMA wire").
[0041] The aforementioned guide pipe 53 is adhesively
fixed to the actuator retention portion 52 in a condition in
which a distal end position of the guide pipe 53 is dis-
posed in alignment with the distal end face of the actuator
retention portion 52. The guide pipe 53 has a length that
extends as far as the rear-end section of the image pickup
apparatus 30. The guide pipe 53 is precisely fixed so that
the longitudinal axis thereof is parallel to the photograph-
ing optical axis O in order to realize the optical perform-
ance of the image pickup apparatus 30.
[0042] Further, the distal end portion of the moveable
shaft 54 that is provided so as to be movable in the for-
ward and rearward directions inside the guide pipe 53 is
screwed into the connection rod 40. The moveable shaft
54 is shorter than the guide pipe 53, and the proximal
end portion thereof is disposed inside the guide pipe 53.
The moveable shaft 54 is also precisely set so that a
forward/rearward movement axis on which the moveable
shaft 54 moves forward and rearward inside the guide
pipe 53 is parallel to the photographing optical axis O in
order to realize the optical performance of the image pick-
up apparatus 30.
[0043] The SMA wire 56 that is passed through the
inside of the guide pipe 53 is folded back at the insulating
member 55 that is connected to the proximal end of the
moveable shaft 54. One end of the SMA wire 56 that is

folded back is fixed by caulking to the block body 59 and
the other end thereof is fixed by caulking to an unshown
other block body. An unshown insulating tube is covered
over the SMA wire 56 on the folded-back side.
[0044] The pressure spring 57 that is externally fitted
to the SMA wire 56 is arranged between the insulating
member 55 and the spring-stop pipe 58 inside the guide
pipe 53 so that both ends thereof contact against the
insulating member 55 and the spring-stop pipe 58. Since
the spring-stop pipe 58 is fixed to the guide pipe 53, the
pressure spring 57 urges frontward the insulating mem-
ber 55 that integrally moves forward and backward with
the moveable shaft 54.
[0045] The block body 59 that fixes the two ends of the
SMA wire 56 as described above has a shape that is
larger than the hole diameter of the spring-stop pipe 58,
and is arranged in a state in which the block body 59
contacts against the rear end face of the spring-stop pipe
58. The block body 59 is electrically connected by a sol-
der or the like to an element wire 60a of the cable 60 on
the application side of an electric cable 61. The other
block body, which is unshown, is electrically connected
by a solder or the like to the element wire 60a of the cable
60 on the feedback side.
[0046] A connecting portion between the block body
59 and the electric cable 61 is covered by an insulating
tube 63 that integrally covers the proximal end portion of
the guide pipe 53, so that the connecting portion is kept
in an insulated state. The electric cable 61 is disposed
as far as a scope connector 10 of the universal cord 9 of
the endoscope 2, and power that is applied to the electric
cable 61 is supplied from the video processor 5 via the
scope cable 4.
[0047] In this connection, a notch portion 36a that con-
stitutes a guide groove is formed in the rear group lens
frame 36 so that the connection rod 40 that is connected
to the movable lens unit 32 at a front lower side can move
forward and backward. Further, in the rear group lens
frame 36 is formed a restriction contact portion 37 that
extends in the direction of the lower part of the distal end
portion in order to restrict forward movement of the con-
nection rod 40.
[0048] Next, the action of the actuator 62 that moves
the movable lens unit 32 of the image pickup apparatus
30 of the present embodiment forward/backward with the
configuration described above is described.
[0049] When driving the actuator 62 of the image pick-
up apparatus 30 to execute a focus function or a zooming
function with respect to a subject using the endoscope
2, an electric current flows to the electric cable 61 from
a power source included in the video processor 5 based
on a predetermined operation performed at the operation
portion 8 of the endoscope 2. Thereupon, the electric
current flows into the electric cable 61 and the SMA wire
56, whereby the SMA wire 56 generates heat and con-
tracts from a length T shown in Fig. 3 to a length W shown
in Fig. 4.
[0050] Thereupon, the moveable shaft 54 is pulled
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rearward from the state shown in Fig. 3 to the state shown
in Fig. 4 together with the insulating member 55 by the
SMA wire 56 against the urging force of the pressure
spring 57 (in the direction of arrow b in Fig. 4). As a result,
the connection rod 40 that is fixed to the distal end of the
moveable shaft 54 moves rearward (in the arrow B di-
rection in Fig. 4) while being guided by the notch portion
36a of the rear group lens frame 36 together with the
movable lens unit 32. More specifically, the movable lens
unit 32 moves from a position at the front side as shown
in Fig. 3 to a rearward position as shown in Fig. 4 due to
a contraction action caused by heat generation of the
SMA wire 56. At this time, the moveable shaft 54 is guided
in a straight line that is parallel to the photographing op-
tical axis O that realizes the optical performance of the
image pickup apparatus 30 by the guide pipe 53.
[0051] In this case, when the flow of electric current to
the electric cable 61 is stopped, the SMA wire 56 under-
goes natural cooling and returns to the original length
(length T shown in Fig. 3). At that time, the insulating
member 55 is pushed forward by the urging force of the
pressure spring 57. In accompaniment therewith, the
moveable shaft 54 and the connection rod 40 that have
moved in the proximal end direction are pushed forward
while being guided by the notch portion 36a of the rear
group lens frame 36. Thereupon, the movable lens unit
32 moves forward in response to the movement of the
moveable shaft 54 and the connection rod 40. The for-
ward movement of the connection rod 40 is restricted by
the front face thereof contacting against the restriction
contact portion 37 of the rear group lens frame 36.
[0052] Thus, the actuator 62 that moves the movable
lens unit 32 forward and backward has a configuration
whereby forward and backward movement of the move-
able shaft 54 is implemented using heat contraction of
the SMA wire 56 and an urging force of the pressure
spring 57.
[0053] As described above, in the image pickup appa-
ratus 30 of the endoscope 2 of the present embodiment,
the guide pipe 53 that guides in a straight line the move-
able shaft 54 that moves forward and rearward of the
actuator 62 is arranged to extend as far as the vicinity of
the proximal end portion of the image pickup apparatus
30. Therefore, when manufacturing the endoscope 2, the
configuration of the image pickup apparatus 30 is such
that, after first assembling the distal end rigid member
24, electrical connection of the electric cable 61 to the
SMA wire 56 of the actuator 62 can be performed at a
rearward position at which there is a relatively large
amount of space.
[0054] Thus, the endoscope 2 of the present embodi-
ment has a configuration that takes assemblability into
consideration so that electrical connection of the actuator
62 of the image pickup apparatus 30 that is mounted to
the distal end portion 12 can be performed easily.
[0055] Further, in the endoscope 2 of the present em-
bodiment, the rod-like moveable shaft 54 that transmits
expansion and contraction of the SMA wire 56 and an

urging force of the pressure spring 57 as well as the guide
pipe 53 that retains the moveable shaft 54 in a straight
line are arranged in a mechanism that moves the mov-
able lens unit 32 forward and backward. Therefore, since
a flexible and unstable member such as the SMA wire
56 is not directly connected to the movable lens unit 32,
the optical performance of the image pickup apparatus
30 is reliably maintained.
[0056] More specifically, for the mechanism that
moves the movable lens unit 32 forward and rearward in
the image pickup apparatus 30, strict accuracy is re-
quired with respect to the position of the photographing
optical axis O that passes through the movable lens 39
of the movable lens unit 32. Consequently, accuracy with
respect to the components is also required at the time of
manufacture. Therefore, according to the present em-
bodiment, if the accuracy of disposing the rigid guide pipe
53 and the moveable shaft 54 in parallel with the photo-
graphing optical axis O, and the rectilinear guiding accu-
racy and rectilinear movement accuracy of these com-
ponents are reliably maintained, stable rectilinearity can
be sufficiently maintained without the position of the pho-
tographing optical axis O that passes through the mov-
able lens 39 of the movable lens unit 32 being displaced
at the time of forward or backward movement.
[0057] In this connection, as a first modification exam-
ple, as shown in Fig. 5, in order to stabilize the position
of the photographing optical axis 0 passing through the
movable lens unit 32 without displacing the position, a
configuration may be adopted in which the SMA wire 56
and the moveable shaft 54 of the actuator 62 are parallelly
disposed.
[0058] More specifically, the moveable shaft 54 con-
nected to the connection rod 40 is independently inserted
into and movably retained in a hole portion that is parallel
to the photographing optical axis O and formed in the
actuator retention portion 52, and is rectilinearly guided
thereby. The SMA wire 56 is directly connected to the
connection rod 40 via the insulating member 65, and the
distal end of the pressure spring 57 contacts against the
proximal end face thereof so as to urge the connection
rod 40 forward.
[0059] The SMA wire 56 and the pressure spring 57
are insertedly disposed in an insulating pipe 64 that has
a groove portion 64a notched in the top of the distal end
thereof. The spring-stop pipe 58 is insertedly fixed to the
rear of the insulating pipe 64. In this connection, the lower
end portion of the connection rod 40 is housed in the
groove portion 64a of the insulating pipe 64 so as not to
obstruct forward or rearward movement thereof.
[0060] Even when adopting such a configuration like
this, since the moveable shaft 54 is rectilinearly guided
by the hole portion of the actuator retention portion 52,
a displacement in the position of the photographing op-
tical axis O that passes through the movable lens unit 32
can be prevented.
[0061] Further, as a second modification example, as
shown in Fig. 6, a configuration may be adopted in which
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the insulating pipe 66 that is connected to the connection
rod 40 is insertedly retained in a moveable condition in
a hole portion parallel to the photographing optical axis
O that is formed in the actuator retention portion 52.
[0062] More specifically, the distal end portion of the
insulating pipe 66 is screwed into the connection rod 40.
The SMA wire 56 is connected via the insulating member
65 at the inside of the distal end of the insulating pipe 66,
and the SMA wire 56 passes through the inside thereof.
[0063] Further, although not shown in the drawing, the
spring-stop pipe 58 against which contacts the proximal
end of the pressure spring 57 that is externally fitted to
the SMA wire 56 that is provided inside the insulating
pipe 66 is fixed at the rear-end section, so that even if
the insulating pipe 66 moves forward or rearward, the
position of the spring-stop pipe 58 is fixed. That is, the
insulating pipe 66 connected to the connection rod 40 is
configured to be moveable forward and backward with
respect to the actuator retention portion 52 and the
spring-stop pipe 58.
[0064] Even when adopting such a configuration like
this, similarly to the first modification example, since the
moveable shaft 54 is rectilinearly guided by the hole por-
tion of the actuator retention portion 52, a positional dis-
placement of the photographing optical axis 0 passing
through the movable lens unit 32 can be prevented.

(Second Embodiment)

[0065] Next, a second embodiment is described refer-
ring to Fig. 7 to Fig. 9.
[0066] Fig. 7 and Fig. 9 relate to the second embodi-
ment. Fig. 7 is a partial sectional view showing the con-
figuration of an image pickup apparatus. Fig. 8 is a sec-
tional view along line VIII-VIII in Fig. 7. Fig. 9 is a sectional
view along line IX-IX in Fig. 7. In the following description,
the same reference numerals are used for components
that are the same as components of the image pickup
apparatus 30 of the endoscope 2 of the first embodiment
described above, and a detailed description of those
components is omitted.
[0067] The image pickup apparatus 30 of the present
embodiment is configured so that a position along the
longitudinal axis direction of the guide pipe 53 of the ac-
tuator 62 of the rear group lens frame 36 can be adjusted.
[0068] More specifically, as shown in Fig. 7 and Fig.
8, a hole diameter of a hole portion 52a into which the
guide pipe 53 is insertedly disposed that is formed in the
actuator retention portion 52 is made somewhat larger
than the external diameter of the guide pipe 53 to provide
a clearance d1 between the outer surface of the guide
pipe 53 and an inner circumferential surface forming the
hole portion 52a of the actuator retention portion 52.
[0069] After the guide pipe 53 is inserted into the hole
portion 52a of the actuator retention portion 52, screws
71 as fixing members are respectively screwed into four
screw holes 72 that are formed in the rear group lens
frame 36 and the actuator retention portion 52, to thereby

fix the actuator retention portion 52 from four directions
with these screws 71.
[0070] Further, as shown in Fig. 9, the external diam-
eter of the movable lens frame 38 is set to allow a clear-
ance d2 to exist between the movable lens frame 38 and
the inner diameter of the rear group lens frame 36. That
is, the external diameter of the movable lens frame 38 is
set to be smaller by the amount of the clearance d2 than
the inner diameter of the rear group lens frame 36.
[0071] In this connection, the clearance d2 may be the
same as the above described clearance d1 between the
outer surface of the guide pipe 53 and the inner circum-
ferential surface forming the hole portion 52a of the ac-
tuator retention portion 52. Further, as long as the mov-
able lens frame 38 can retain the movable lens 39 even
without conforming to the inner surface shape of the rear
group lens frame 36, the movable lens frame 38 may be
any shape that can move forward and backward inside
the rear group lens frame 36 with a clearance equal to
or greater than the clearance d2.
[0072] In the image pickup apparatus 30 of the present
embodiment configured as described above, by adjust-
ing the amount by which the four screws 71 that fix the
guide pipe 53 to the actuator retention portion 52 are
screwed in, the axial alignment of the movable lens 39
with respect to the photographing optical axis O can be
adjusted within a range that is twice the amount of the
clearance d1 (d132) in any direction of 360 degrees to
the top, bottom, left, or right. More specifically, by varying
the position of the guide pipe 53, the position of the move-
able shaft 54 that is rectilinearly guided by the guide pipe
53 and the position of the connection rod 40 of the mov-
able lens frame 38 that is fixed to the distal end of the
moveable shaft 54 are varied.
[0073] As described above, in addition to the advan-
tages of the first embodiment, according to the image
pickup apparatus 30 of the present embodiment, since
axial alignment with the photographing optical axis O of
the movable lens 39 can be easily performed, the accu-
racy requirements for components including the movable
lens frame 38 and the connection rod 40 are relaxed, and
assembly of the movable lens frame 38 equipped with
the movable lens 39 for which accuracy is most required
is easy.

(Third Embodiment)

[0074] Next, the third embodiment is described based
on Fig. 10 to Fig. 14.
[0075] Fig. 10 to Fig. 14 relate to the third embodiment.
Fig. 10 is a partial sectional view showing an image pick-
up apparatus that is fitted and fixed to a distal end rigid
member. Fig. 11 is a sectional view along line XI-XI in
Fig. 10. Fig. 12 is a sectional view along line XII-XII in
Fig. 10. Fig. 13 is a partial sectional view showing a con-
ventional image pickup apparatus that is fitted and fixed
to a distal end rigid member that is equipped with a fixed
focal length optical system. Fig. 14 is a partial sectional
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view showing an image pickup apparatus that is fitted
and fixed to a distal end rigid member that is equipped
with a zooming/focusing optical system. In the following
description, the same reference numerals are used for
components that are the same as components of the
image pickup apparatus 30 of the endoscope 2 of the
first embodiment described above, and a detailed de-
scription of those components is omitted.
[0076] The present embodiment relates to a configu-
ration characterized by a fitting portion between an ob-
jective lens frame and a retention frame that retains a
solid-state image pickup device of the image pickup ap-
paratus. In a conventional image pickup apparatus that
can perform zooming/focusing, since a retention portion
that retains a drive mechanism that drives a movable
lens frame extends with respect to an objective lens
frame, a fitting portion between the objective lens frame
and a retention frame that retains a solid-state image
pickup device is fixed by fitting together the external di-
ameter of the retention frame retaining the solid-state
image pickup device and the inner diameter of the ob-
jective lens frame. According to that configuration, a fit-
ting length between the objective lens unit and the solid-
state image pickup device unit can not be adequately
secured, and thus the structure is one in which the
strength resistance of the image pickup apparatus is de-
creased. Further, it has not been possible to adequately
secure a fitting length between a reinforcing frame that
is disposed around the solid-state image pickup device
and a retention frame that retains the solid-state image
pickup device.
[0077] Therefore, as shown in Fig. 10 to Fig. 12, in the
image pickup apparatus 30 of the present embodiment
a notch portion 41a for avoiding the actuator retention
portion 52 of the rear group lens frame 36 is formed in
the solid-state image pickup device retention frame 41,
and the solid-state image pickup device retention frame
41 is externally fitted onto the rear group lens frame 36.
[0078] In this state, in the solid-state image pickup de-
vice retention frame 41, a fitting length to the rear group
lens frame 36 at a section at which the notch portion 41a
is not formed is a predetermined length L1, and a fitting
length to the rear group lens frame 36 at a section at
which the notch portion 41a is formed is, for example, a
predetermined length L2. Further, the reinforcing frame
48 covering the solid-state image pickup device unit 46
is externally fitted onto the solid-state image pickup de-
vice retention frame 41, and a fitting length thereof is a
predetermined length L3.
[0079] In contrast, in a conventional image pickup ap-
paratus equipped with a fixed focal length optical system,
as shown in Fig. 13, the solid-state image pickup device
retention frame 41 is externally fitted onto the rear group
lens frame 36, and the fitting length thereof is, for exam-
ple, a length L4. Further, the reinforcing frame 48 cover-
ing the solid-state image pickup device unit 46 is exter-
nally fitted onto the solid-state image pickup device re-
tention frame 41, and the fitting length thereof is, for ex-

ample, a length L5.
[0080] Further, in a conventional image pickup appa-
ratus equipped with a zooming/focusing optical system,
as shown in Fig. 14, the solid-state image pickup device
retention frame 41 is internally fitted onto the rear group
lens frame 36 and the fitting length thereof is, for example,
a length L6. Moreover, the reinforcing frame 48 covering
the solid-state image pickup device unit 46 is externally
fitted onto the solid-state image pickup device retention
frame 41, and the fitting length thereof is, for example, a
length L7.
[0081] With respect to these conventional image pick-
up apparatuses, in the image pickup apparatus 30 of the
present embodiment, the predetermined length L1 at
which the solid-state image pickup device retention frame
41 fits onto the rear group lens frame 36 at a section at
which the notch portion 41a is not formed is set to the
same length as the fitting length L4 at which the solid-
state image pickup device retention frame 41 of a con-
ventional image pickup apparatus equipped with a fixed
focal length optical system fits onto the rear group lens
frame 36 (L1 = L4).
[0082] Further, in the image pickup apparatus 30, the
predetermined length L2 at which the solid-state image
pickup device retention frame 41 fits onto the rear group
lens frame 36 at a section at which the notch portion 41a
is formed is set to the same length as the fitting length
L6 at which the solid-state image pickup device retention
frame 41 of a conventional image pickup apparatus
equipped with a zooming/focusing optical system fits on-
to the rear group lens frame 36 (L2 = L6).
[0083] In this connection, the relation between the fit-
ting length L4 at which the solid-state image pickup de-
vice retention frame 41 of the conventional image pickup
apparatus equipped with a fixed focal length optical sys-
tem fits to the rear group lens frame 36 and the fitting
length L6 at which the solid-state image pickup device
retention frame 41 of a conventional image pickup appa-
ratus equipped with a zooming/focusing optical system
fits to the rear group lens frame 36 is that the fitting length
L4 is longer because of the presence/absence of the ac-
tuator retention portion 52 that is a retention portion that
retains a drive mechanism that drives the movable lens
frame (L4 > L6).
[0084] Further, in the image pickup apparatus 30 of
the present embodiment, the predetermined length L3 at
which the reinforcing frame 48 fits to the solid-state image
pickup device retention frame 41 is set to the same length
as the fitting length L5 at which the reinforcing frame 48
of a conventional image pickup apparatus equipped with
a fixed focal length optical system fits to the solid-state
image pickup device retention frame 41 (L3 = L5).
[0085] In this connection, the relation between the fit-
ting length L5 at which the reinforcing frame 48 of a con-
ventional image pickup apparatus equipped with a fixed
focal length optical system fits to the solid-state image
pickup device retention frame 41 and the fitting length L7
at which the reinforcing frame 48 of a conventional image
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pickup apparatus equipped with a zooming/focusing op-
tical system fits to the solid-state image pickup device
retention frame 41 is that the fitting length L5 is longer
because of the presence/absence of the actuator reten-
tion portion 52 that is a retention portion that retains a
drive mechanism that drives the movable lens frame (L5
> L7).
[0086] Based on the foregoing, it is found that the re-
lationships between the fitting lengths at which the re-
spective frames are fitted are: L1 = L4 > L6, L2 = L6, and
L3 = L5 > L7. Thus, in the image pickup apparatus 30 of
the present embodiment, an inner diameter portion of the
solid-state image pickup device retention frame 41 and
an external diameter portion of the rear group lens frame
36 can be fitted together with an adequate fitting length,
and adequate strength resistance can also be ensured
by the solid-state image pickup device retention frame
41 that covers the entire circumference of the solid-state
image pickup device chip 45.
[0087] Further, according to the image pickup appara-
tus 30 of the present embodiment, an inner diameter por-
tion of the reinforcing frame 48 and an external diameter
portion of the solid-state image pickup device retention
frame 41 can be fitted together with an adequate fitting
length, and an adequate strength resistance can also be
ensured by the reinforcing frame 48 that covers the entire
circumference of the solid-state image pickup device unit
46.

(Fourth Embodiment)

[0088] Next, the fourth embodiment is described based
on Fig. 15 and Fig. 16.
[0089] Fig. 15 and Fig. 16 relate to the fourth embod-
iment. Fig. 15 is a partial sectional view showing an image
pickup apparatus that is fitted and fixed to a distal end
rigid member. Fig. 16 is a view showing the configuration
of a stopper ring. In the following description, the same
reference numerals are used for components that are
the same as components of the image pickup apparatus
30 of the endoscope 2 of the first embodiment described
above, and a detailed description of those components
is omitted.
[0090] The present embodiment relates to a configu-
ration characterized by having retention means that re-
tains an image pickup apparatus at a distal end rigid
member of an endoscope. Conventionally, when fixing
an image pickup apparatus equipped with a movable lens
unit to a distal end rigid member of an endoscope, as-
sembly is carried out by screwing a fixing screw against
a groove portion formed on the outer circumference of a
lens frame within which a movable lens unit moves for-
ward and backward. However, in some cases screwing
the fixing screw against the groove portion causes the
lens frame to change shape, increases frictional resist-
ance between the inner surface thereof and the outer
circumferential surface of the movable lens unit, and hin-
ders the movable lens unit from sliding smoothly. This

has been a cause of a sliding failure.
[0091] Therefore, as shown in Fig. 15 and Fig. 16, the
image pickup apparatus 30 of the present embodiment
is configured to be fixed to a distal end rigid member 24
via a front group lens frame 34 by a stopper ring 78 and
a spring 73, to thus prevent a sliding failure and enable
the movable lens unit to slide smoothly.
[0092] More specifically, as shown in Fig. 15, a spring
73 is externally fitted onto the front group lens frame 34
so as to abut against an outward flange 34a provided at
the outer circumference of the distal end portion. The
outward flange 34a contacts against an inward flange
24a formed at the distal end of the distal end rigid member
24.
[0093] As shown in Fig. 16, in the distal end rigid mem-
ber 24, a slit portion 24b in which a thin, tabular stopper
ring 78 is provided in an inserted manner is formed along
the outer circumference of the distal end portion. A notch
78a is formed at one section of the stopper ring 78 so as
to expand in the outer circumferential direction.
[0094] After the image pickup apparatus 30 is insert-
edly arranged in the distal end rigid member 24, the stop-
per ring 78 is expanded in the outer circumferential di-
rection in the slit portion 24b to be fitted to the outer cir-
cumferential portion of the front group lens frame 34. At
this time, the spring 73 abuts against one face of the
stopper ring 78, the outward flange 34a of the front group
lens frame 34 is pressed by the urging force of the spring
73, and the outward flange 34a is brought in abutment
with the inward flange 24a of the distal end rigid member
24. In this manner, the image pickup apparatus 30 is fixed
to the distal end rigid member 24.
[0095] Thus, the image pickup apparatus 30 of the
present embodiment has a configuration that does not
cause a sliding failure due to, for example, the inner di-
ameter of the rear group lens frame 36 in which the mov-
able lens unit 32 moves forward and backward narrowing
due to a change in shape of the rear group lens frame
36 caused by a fixing screw that fixes the image pickup
apparatus 30 to the distal end rigid member 24, and con-
sequently an obstruction to the forward and backward
movement of the movable lens unit 32 is prevented. As
a result, the sliding performance with which the movable
lens unit 32 moves forward and backward smoothly in-
side the rear group lens frame 36 is enhanced.

(Fifth Embodiment)

[0096] Next, the fifth embodiment is described based
on Fig. 17 to Fig. 20.
[0097] Fig. 17 to Fig. 20 relate to the fifth embodiment.
Fig. 17 is a partial sectional view showing an image pick-
up apparatus that is fitted and fixed to a distal end rigid
member. Fig. 18 is a view showing the configuration of
a frame retainer. Fig. 19 is a partial sectional view show-
ing an image pickup apparatus that is fitted and fixed to
a distal end rigid member according to a first modification
example. Fig. 20 is a partial sectional view showing an
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image pickup apparatus that is fitted and fixed to a distal
end rigid member according to a second modification ex-
ample. In the following description, the same reference
numerals are used for components that are the same as
components of the image pickup apparatus 30 of the en-
doscope 2 of the first embodiment described above, and
a detailed description of those components is omitted.
[0098] Similarly to the fourth embodiment, the present
embodiment is a configuration example for preventing a
sliding failure so that a movable lens unit of the image
pickup apparatus 30 can slide smoothly.
[0099] According to the present embodiment, as
shown in Fig. 17, a circumferential surface formed at the
rear of the front group lens frame 34 is abutted against
from the rear by a frame retainer 75, and the frame re-
tainer 75 and a distal end rigid member 24 are fixed by
a screw 75c from the front surface direction to thereby
fix the image pickup apparatus 30 to the distal end rigid
member 24.
[0100] As shown in Fig. 18, the frame retainer 75 in-
cludes a contact portion 75a that includes a screw hole
75b into which the screw 75c is screwed that extends
from a ring-shaped outer circumferential portion. When
the screw 75c is tightened, as shown in Fig. 17, the con-
tact portion 75a is drawn forward to be brought in contract
with one surface at the rear of the front group lens frame
34 and the back face of the distal end rigid member 24.
[0101] Thus, similarly to the fourth embodiment, the
image pickup apparatus 30 of the present embodiment
has a configuration that does not cause a sliding failure
due to, for example, the inner diameter of the rear group
lens frame 36 in which the movable lens unit 32 moves
forward and backward narrowing due to a change in the
shape of the rear group lens frame 36 caused by a fixing
screw that fixes the image pickup apparatus 30 to the
distal end rigid member 24. Thus, an obstruction to the
forward and backward movement of the movable lens
unit 32 is prevented. As a result, the sliding performance
with which the movable lens unit 32 moves forward and
backward smoothly inside the rear group lens frame 36
is enhanced.
[0102] Moreover, since the image pickup apparatus 30
is fixed from the front, interference of screws that fix other
internal components or the like can be prevented, and a
reduction in the diameter of the distal end portion 12 of
the endoscope 2 and a shortening of the rigid portion
length can be realized. Further, the configuration of the
image pickup apparatus 30 is such that assembly to and
detachment from the distal end rigid member 24 can be
easily performed.
[0103] In this connection, as shown in Fig. 19, the front
group lens frame 34 of the image pickup apparatus 30
may also be fixed to the distal end rigid member 24 by a
substantially ring-shaped fixing member 76 that includes
an outward flange 76a.
[0104] More specifically, at the inner circumferential
surface, the fixing member 76 includes a screw portion
76b that is screwed with a screw portion 34b formed at

the outer circumferential portion of the distal end of the
front group lens frame 34. The fixing member 76 is a
member that fixes the image pickup apparatus 30 to the
distal end rigid member 24 by contacting against the dis-
tal end face of the distal end rigid member 24 by means
of the outward flange 76a so as to sandwich the distal
end rigid member 24 between the outward flange 76a
and the front group lens frame 34.
[0105] Further, as shown in Fig. 20, a distal end outer
circumferential portion of the front group lens frame 34
at which the movable lens unit 32 does not move forward
or rearward may be fixed to the distal end rigid member
24 by a screw 77.

(Sixth Embodiment)

[0106] Next, the sixth embodiment is described based
on Fig. 21 to Fig. 24.
[0107] Fig. 21 to Fig. 24 relate to the sixth embodiment.
Fig. 21 is a view of a distal end portion of an insertion
portion of an endoscope as viewed from the front. Fig.
22 is a sectional view taken along line XXII-XXII in Fig.
21. Fig. 23 is a view showing the configuration of a distal
end rigid member that is divided. Fig. 24 is a view showing
the configuration of a distal end rigid member according
to a modification example. In the following description,
the same reference numerals are used for components
that are the same as components of the image pickup
apparatus 30 of the endoscope 2 of the first embodiment
described above, and a detailed description of those
components is omitted.
[0108] The present embodiment is a configuration ex-
ample for preventing a sliding failure so that a movable
lens unit of the image pickup apparatus 30 can slide
smoothly, similarly to the fourth and fifth embodiments.
[0109] In some cases, a conventional image pickup
apparatus is fixed with adhesive to a distal end rigid mem-
ber. When an image pickup apparatus is fixed with an
adhesive in this manner, it is necessary for other internal
components such as a nozzle, a channel, and a light
guide to be integrally fixed with adhesive also.
[0110] In such case, it is difficult to remove the image
pickup apparatus at the time of maintenance. Further,
when performing maintenance individually on the re-
spective internal components, it is not possible to replace
the components with individual replacement parts be-
cause of the filled adhesive. Consequently, this kind of
configuration leads to waste.
[0111] Therefore, as shown in Fig. 21 to Fig. 23, the
image pickup apparatus 30 according to the present em-
bodiment has a configuration in which the distal end rigid
member 24 is divided to retain and fix the image pickup
apparatus 30.
[0112] More specifically, the distal end rigid member
24 has a configuration that is divided in two along line
XII-XII shown in Fig. 21. The divided distal end rigid mem-
ber 24 is bound with thread 83 at a spool groove 24c to
fix together the two parts of the divided member. These
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divided parts of the distal end rigid member 24 are divided
at a face that includes the photographing optical axis of
the objective lens of the image pickup apparatus 30.
[0113] As shown in Fig. 23, a groove 84 that fits and
fixes the image pickup apparatus 30 is formed in each
of the parts of the distal end rigid member 24 that is di-
vided in two. Further, an insertion groove 85 into which
a flange portion 82 of the fixed lens frame 81 of the image
pickup apparatus 30 is engageably inserted is formed in
each of these parts of the distal end rigid member 24.
[0114] By inserting the filange portion 82 into the in-
sertion groove 85, movement in the optical axis direction
of the image pickup apparatus 30 that is fittingly retained
by the distal end rigid member 24 is regulated. In this
connection, grooves in which internal components such
as an unshown illumination lens unit, treatment instru-
ment channel, nozzle and the like are fitted and fixed are
provided in the distal end rigid member 24.
[0115] According to such a configuration like this, sim-
ilarly to the fourth and fifth embodiments, the image pick-
up apparatus 30 of the present embodiment has a con-
figuration that does not cause a sliding failure due to, for
example, the inner diameter of the rear group lens frame
36 in which the movable lens unit 32 moves forward and
backward narrowing due to a change in shape of the rear
group lens frame 36 caused by a fixing screw that fixes
the image pickup apparatus 30 to the distal end rigid
member 24, and thus obstruction of forward and back-
ward movement of the movable lens unit 32 is prevented.
As a result, the sliding performance with which the mov-
able lens unit 32 moves forward and backward smoothly
inside the rear group lens frame 36 is enhanced.
[0116] Further, since the distal end rigid member 24
that includes two parts is joined together by binding with
thread 83, the individual parts can be fitted and fixed with
almost no increase in the external diameter thereof.
Moreover, the configuration thereof is such that internal
components can be easily removed at the time of main-
tenance by untying the bound thread 83.
[0117] In this connection, as shown in Fig. 24, a con-
figuration may also be adopted in which the dividing po-
sition (dividing surface) of the distal end rigid member 24
is different to the above configuration. Fig. 24 shows a
configuration in which a part 88 that fits in the lateral
direction from a side circumferential portion on the rear-
ward side of the distal end rigid member 24 is fitted and
fixed after an internal component such as the image pick-
up apparatus 30 is installed.
[0118] By adopting such a configuration like this, the
distal end rigid member 24 easily maintains watertight-
ness since the dividing surface is not on the distal end
face side.

(Seventh Embodiment)

[0119] Next, the seventh embodiment is described be-
low based on Fig. 25 and Fig. 26.
[0120] Fig. 25 and Fig. 26 relate to the seventh em-

bodiment. Fig. 25 is a partial sectional view showing an
image pickup apparatus that is fitted and fixed to a distal
end rigid member. Fig. 26 is a view from the direction of
arrow XXVI in Fig. 25. In the following description, the
same reference numerals are used for components that
are the same as in the image pickup apparatus 30 of the
endoscope 2 of the first and sixth embodiments de-
scribed above, and a detailed description of those com-
ponents is omitted.
[0121] The present embodiment is a configuration ex-
ample for preventing a sliding failure so that a movable
lens unit of the image pickup apparatus 30 can slide
smoothly, similarly to the fourth to sixth embodiments.
[0122] As shown in Fig. 25, the image pickup appara-
tus 30 of the present embodiment is mounted in a state
in which the image pickup apparatus 30 is held between
the flange portion 82 of the fixed lens frame 81 and the
distal end cover 25, and is retained by the distal end rigid
member 24.
[0123] More specifically, as shown in Fig. 26, a hole
portion for the image pickup apparatus 30 of the distal
end cover 25 has a plurality of claw-shaped protruding
portions 91 that are arranged to extend towards the hole
center. In this case four protruding portions 91 are pro-
vided. Further, a tapered portion 92 that inclines towards
the protruding end on the rear face side is formed in the
protruding portions 91.
[0124] First, the flange portion 82 is abutted against
the distal end rigid member 24 to fit the image pickup
apparatus 30. The distal end cover 25 is then mounted
from the front of the distal end rigid member 24. At this
time, the four protruding portions 91 provided in the distal
end cover 25 enter a circumferential groove 94 provided
on the outer circumference of the distal end lens retention
portion 93 of the fixed lens frame 81. Since tapered por-
tion 92 is formed on the rear face side of each protruding
portion 91, the distal end lens retention portion 93 can
be passed over easily.
[0125] Thus, the image pickup apparatus 30 of the
present embodiment is fitted and fixed in the distal end
rigid member 24 by the flange portion 82 abutting against
the distal end rigid member 24 and the protruding portions
91 of the distal end cover 25 entering the circumferential
groove 94 of the fixed lens frame 81.
[0126] According to such a configuration like this, sim-
ilarly to the fourth to sixth embodiments, the image pickup
apparatus 30 of the present embodiment has a configu-
ration that does not cause a sliding failure due to, for
example, the inner diameter of the rear group lens frame
36 in which the movable lens unit 32 moves forward and
backward narrowing due to a change in shape of the rear
group lens frame 36 caused by a fixing screw that fixes
the image pickup apparatus 30 to the distal end rigid
member 24, and thus obstruction of forward and back-
ward movement of the movable lens unit 32 is prevented.
As a result, the sliding performance with which the mov-
able lens unit 32 moves forward and backward smoothly
inside the rear group lens frame 36 is enhanced. Further-
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more, not only can assembly of the image pickup appa-
ratus 30 to the distal end rigid member 24 be completed
by simply fitting on the distal end cover 25, but the image
pickup apparatus 30 can also be taken out easily when
performing maintenance by merely trimming off the four
protruding portions 91 of the distal end cover 25.

(Eighth Embodiment)

[0127] Next, the eighth embodiment is described be-
low based on Fig. 27 and Fig. 28.
[0128] Fig. 27 to Fig. 29 relate to the eighth embodi-
ment. Fig. 27 is a partial sectional view showing an image
pickup apparatus that is fitted and fixed to a distal end
rigid member. Fig. 28 is a sectional view along line XXVIII-
XXVIII in Fig. 27. Fig. 29 is a partial sectional view show-
ing an image pickup apparatus that is fitted and fixed to
a distal end rigid member according to a modification
example. In the following description, the same reference
numerals are used for components that are the same as
in the image pickup apparatus 30 of the endoscope 2 of
the first and sixth embodiments described above, and a
detailed description of those components is omitted.
[0129] The present embodiment is a configuration ex-
ample for preventing a sliding failure so that a movable
lens unit of the image pickup apparatus 30 can slide
smoothly even when using a set screw.
[0130] As shown in Fig. 27 and Fig. 28, a fixing ring 95
is provided around the circumference of the fixed lens
frame 81 so that the set screw 27 that fixes the fixed lens
frame 81 of the image pickup apparatus 30 to the distal
end rigid member 24 presses the fixed lens frame 81 with
a surface load. The fixing ring 95 is formed with a material
that has a smaller degree of elasticity than the fixed lens
frame 81, for example, aluminum, brass, or a rubber ma-
terial.
[0131] Thus, according to the present embodiment, by
providing the fixing ring 95 that changes a point load from
the set screw 27 into a surface load, a change in shape
of the lens frame can be suppressed.
[0132] Thus, similarly to the fourth to seventh embod-
iments, the image pickup apparatus 30 of the present
embodiment also has a configuration that does not cause
a sliding failure due to, for example, the inner diameter
of the rear group lens frame 36 in which the movable lens
unit 32 moves forward and backward narrowing due to
a change in shape of the rear group lens frame 36 caused
by a fixing screw that fixes the image pickup apparatus
30 to the distal end rigid member 24, and thus obstruction
of forward and backward movement of the movable lens
unit 32 is prevented. As a result, the sliding performance
with which the movable lens unit 32 moves forward and
backward smoothly inside the rear group lens frame 36
is enhanced.
[0133] In this connection, a fixing ring that pressingly
fixes the fixed lens frame 81 with a surface load is not
limited to a circular ring shape. For example, as shown
in Fig. 29, the fixing ring may be a fixing member 96 that

has a substantially semicircular-shaped cross section
along the outer circumferential surface of the fixed lens
frame 81.

(Ninth Embodiment)

[0134] Next, the ninth embodiment is described based
on Fig. 30 and Fig. 33.
[0135] Fig. 30 to Fig. 33 relate to the ninth embodiment.
Fig. 30 is a sectional view showing a movable lens unit
that is disposed inside the fixed lens frame 81. Fig. 31 is
an oblique perspective view showing an example of a
movable lens frame. Fig. 32 is an oblique perspective
view showing an example of a movable lens frame that
is different to the example shown in Fig. 31. Fig. 33 is an
oblique perspective view showing an example of a mov-
able lens frame that is different to the examples shown
in Fig. 31 and Fig. 32. In the following description, the
same reference numerals are used for components that
are the same as in the image pickup apparatus 30 of the
endoscope 2 of the first and sixth embodiments de-
scribed above, and a detailed description of those com-
ponents is omitted.
[0136] The present embodiment is an example that is
configured so that a movable lens unit inside a lens frame
can move forward and backward smoothly.
[0137] As shown in Fig. 30, the movable lens frame 38
of the movable lens unit 32 of the present embodiment
has a configuration in which the area that contacts with
an inner surface of the fixed lens frame 81 along the outer
circumferential surface of the movable lens frame 38 is
decreased, and a plurality of contact-reducing portions
38a for reducing frictional resistance are provided at sub-
stantially regular intervals around the circumference
thereof.
[0138] The contact-reducing portions 38a may be
formed in a rod shape as shown in Fig. 31 and configured
to contact by line contact with the inner surface of the
fixed lens frame 81, or may be configured so as to inte-
grally protrude in a semi-circular shape from the outer
circumferential surface of the movable lens frame 38 as
shown in Fig. 32, or may be formed as a plurality of
spheres that are arranged in a row as shown in Fig. 33
so as to contact by point contact with the inner surface
of the fixed lens frame 81.
[0139] By providing the contact-reducing portions 38a
in the movable lens frame 38 in this manner, since the
sliding resistance with respect to the fixed lens frame 81
is reduced, the movable lens unit 32 can move forward
and backward smoothly within the fixed lens frame 81.

(Tenth Embodiment)

[0140] Next, the tenth embodiment is described below
based on Fig. 34 to Fig. 39.
[0141] Fig. 34 to Fig. 39 relate to the tenth embodiment.
Fig. 34 is a view that describes the configuration of an
image pickup unit. Fig. 35 is an enlarged view of a part
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indicated by arrow XXXV in Fig. 34. Fig. 36 is a view that
illustrates a process of fixedly installing a ring member
in which an SMA wire is fixed to a contact member. Fig.
37 is a view that illustrates the positional relationship be-
tween a contact member and a guide pipe and the posi-
tional relationship between the contact member and a
movable lens frame when the contact member is dis-
posed at an overheat prevention position. Fig. 38 is a
view that illustrates a configuration example of a movable
lens frame including a contact member with a distinctively
shaped distal end face and a movable frame protrusion
corresponding to the contact member, as well as the ac-
tion thereof. Fig. 39 is a view that illustrates another con-
figuration of a movable lens frame including a contact
member with a distinctively shaped distal end face and
a movable frame protrusion corresponding to the contact
member. In the following description, the same reference
numerals are used for components that are the same as
components of the endoscope 2 of each of the above
described embodiments, and in some cases a detailed
description of those components is omitted.
[0142] An image pickup apparatus as an image pickup
unit of the present embodiment will now be described
referring to Fig. 34 to Fig. 37. The image pickup apparatus
is disposed inside the distal end portion 12 of the endo-
scope 2 (see Fig. 1 and Fig. 2).
[0143] As shown in Fig. 34, the image pickup appara-
tus 30 includes a device unit 131 and a lens unit 140.
[0144] The device unit 131 principally includes an im-
age pickup device 132, a device frame 133, a circuit
board 134, a signal cable 135, and an image pickup ap-
paratus outer frame (hereunder, referred to as "image
pickup frame") 136.
[0145] The image pickup device 132 is a CCD (Charge
Coupled Device), a CMOS (Complementary Metal-Oxide
Semiconductor), or the like. For example, cover lenses
137a and 137b that are two optical members are adhe-
sively fixed on the light receiving surface side of the image
pickup device 132. The second cover lens 137b is dis-
posed on the light receiving surface of the image pickup
device 132.
[0146] The device frame 133 is formed of, for example,
stainless steel. Of the two cover lenses 137a and 137b
that are provided on the light receiving surface side of
the image pickup device 132, the first cover lens 137a is
integrally fixed by adhesion to the inner surface of the
proximal end portion of the device frame 133. More spe-
cifically, the image pickup device 132 is fixed to the device
frame 133 through the cover lenses 137a and 137b. The
proximal end portion of a proximal end side lens frame
142, described later, that is included in the lens unit 140
is arranged at the inner surface of the distal end portion
of the device frame 133. After positional adjustment such
as focus or the like is completed, the proximal end side
lens frame 142 and the device frame 133 are joined by,
for example, a solder 121.
[0147] The circuit board 134 is, for example, a flexible
printed circuit board, which has flexibility. Various elec-

tronic components that are not shown in the drawings
are mounted on the circuit board 134. The distal end side
of the circuit board 134 on which the electronic compo-
nents are mounted is electrically connected to the image
pickup device 132.
[0148] A plurality of signal wires 138 are inserted
through the inside of the signal cable 135. The distal end
portions of the plurality of signal wires 138 are connected
to an unshown electric connection portion that is provided
in the circuit board 134. The proximal end portion of the
signal cable 135 passes through the inside of the inser-
tion portion 7, the operation portion 8, and the universal
cord 9 and extends into the inside of the scope connector
10.
[0149] The image pickup frame 136 encloses the im-
age pickup device 132, the circuit board 134 on which
electronic components are mounted, and a part of the
signal cable 135 that is connected to the circuit board
134, and the like. The image pickup frame 136 is, for
example, made of stainless steel and is formed in a pre-
determined shape by rounding or folding one rectangular
thin plate. Reference numeral 139 denotes a heat-shrink-
able tube that covers the outer surface of the image pick-
up frame 136 to constitute the exterior of the device unit
131.
[0150] Reference numeral 139a denotes an insulative
sealing resin. The sealing resin 139a is filled into a space
inside the image pickup frame 136 and seals the area
surrounding an electrical connection portion between the
circuit board 134 and the image pickup device 132, the
area surrounding the electronic components mounted on
the circuit board 134, the area surrounding the image
pickup device 132 and the cover lens 137b, and a con-
necting portion between the signal cable 135 and the
circuit board 134.
[0151] As shown in Fig. 34 and Fig. 35, the lens unit
140 is principally composed by a distal end side lens
frame 141, the proximal end side lens frame 142, a mov-
able lens frame 143, a distal end position restricting frame
144, a proximal end positional adjustment ring 145, a first
movable mechanism portion 151 and a second movable
mechanism portion 152.
[0152] The first movable mechanism portion 151 is a
mechanism that moves the movable lens frame 143 to a
magnified observation position as a first observation po-
sition, and retains the movable lens frame 143 in that
position. The first movable mechanism portion 151 in-
cludes a first compression coil spring 146 as a first elastic
member and a guide pin 147.
[0153] The second movable mechanism portion 152
moves the movable lens frame 143 to a wide-angle ob-
servation position as a second observation position. In
addition, the second movable mechanism portion 152
serves as a movable lens frame retention mechanism
that retains the movable lens frame 143 at a position
moved to, and upon release of the retained state, retains
a contact member 155, described later, in a condition in
which a proximal end face of the contact member 155 is
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separated by a predetermined distance from a distal end
face of a guide pipe 156, described later. The second
movable mechanism portion 152 is equipped with a con-
tact member retention mechanism with which the distal
end face of the contact member 155 is retained at a po-
sition (hereunder, referred to as "overheat prevention po-
sition") that is separated by a predetermined distance
from the movable lens frame 143 that has moved to the
first observation position. Furthermore, the second mov-
able mechanism portion 152 is an actuator that principally
includes a second compression coil spring 153 that is a
second elastic member, a pipe-like pressing member
154, the contact member 155, the guide pipe 156, and
an SMA wire 157.
[0154] The distal end side lens frame 141 retains a first
optical lens group 161 that includes a plurality of first
optical members, and an aperture and the like. The distal
end position restricting frame 144 is fixedly arranged in
the distal end side lens frame 141.
[0155] The proximal end side lens frame 142 retains a
second optical lens group 162 as a plurality of second
optical members, and an aperture and the like. The sec-
ond optical lens group 162 and the aperture are provided
on the proximal end portion side of the proximal end side
lens frame 142. At predetermined positions on the outer
circumferential surface of the proximal end side lens
frame 142 are provided a male screw portion 142m and
a proximal end frame protrusion 142a that protrudes out-
ward from the outer circumferential surface. A through-
hole 142b for fixedly installing the guide pipe 156 in par-
allel with the optical axis is formed in the proximal end
frame protrusion 142a.
[0156] The movable lens frame 143 retains at least one
optical lens 163. The movable lens frame 143 has an
engaging portion 143a that is engagedly inserted into the
outer circumferential surface of the rear end of the distal
end side lens frame 141 on, for example, the distal end
side.
[0157] A movable frame protrusion 143b that protrudes
outward from the outer circumferential surface is provid-
ed on the engaging portion 143a of the movable lens
frame 143. A sliding hole 143c through which one end of
the guide pin 147 passes and a concave portion 143d in
which one end of the first compression coil spring 146 is
disposed are formed in the movable frame protrusion
143b. The movable frame protrusion 143b protrudes to
the outer side of the circumferential surface of the prox-
imal end side lens frame 142 via a notch groove 142c
that is formed as far as a midway section from the distal
end of the outer circumferential surface on the distal end
side of the proximal side lens frame 142. The distal end
face and proximal end face of the movable frame protru-
sion 143b are configured as a front side positioning face
143f and a rear side positioning face 143r.
[0158] The distal end position restricting frame 144 is
joined by, for example, an adhesive 122 to the outer cir-
cumferential surface of the distal end side lens frame
141. A distal end portion 142d of the proximal end side

lens frame 142 is disposed inside a concave portion 144a
of the distal end position restricting frame 144. The distal
end portion 142d is joined by, for example, an adhesive
123 to the inside of the concave portion 144a.
[0159] A stepped hole 144b is formed on the distal end
side of the distal end position restricting frame 144. The
stepped hole 144b includes a convex portion 144c and
a pinhole 144d. The diameter dimensions of the pinhole
144d are smaller than the external diameter of the convex
portion 144c. The other end of the guide pin 147 is fixed
in the pinhole 144d. The other end of the first compres-
sion coil spring 146 is disposed in the convex portion
144c. The guide pin 147 is arranged parallel to the optical
axis.
[0160] The first compression coil spring 146 has an
urging force that causes the movable lens frame 143 to
contact against the proximal end positional adjustment
ring 145 that sets a magnified observation position, and
also maintains that state. The guide pin 147 that pro-
trudes from the pinhole 144d is inserted through the first
compression coil spring 146. By inserting the guide pin
147 through the inside of the first compression coil spring
146, buckling or the like of the first compression coil
spring 146 is prevented. Further, by inserting one end of
the guide pin 147 through the sliding hole 143c, the mov-
able lens frame 143 can guide the guide pin 147 to move
smoothly in the axial direction. More specifically, accord-
ing to the present embodiment the guide pin 147 serves
as a mechanism that prevents buckling of the compres-
sion coil spring 146 and also as a guide mechanism that
guides the movement of the movable lens frame 143.
[0161] The proximal end positional adjustment ring
145 has, on the inner circumferential surface thereof, a
female screw portion 145f that meshes with the male
screw portion 142m of the proximal end side lens frame
142. The distal end face of the proximal end positional
adjustment ring 145 constitutes a movable lens frame
proximal end restricting face 145a that the rear side po-
sitioning face 143r of the movable frame protrusion 143b
included in the movable lens frame 143 contacts against.
The proximal end positional adjustment ring 145 is a
member that sets a magnified observation position, and
is fixed with, for example, an adhesive, after performing
positional adjustment such as focus by rotation.
[0162] The guide pipe 156 includes an inner hole 156i.
The second compression coil spring 153, one end of the
pressing member 154, and the distal end portion of the
insulating tube 158 are arranged in the inner hole 156i.
The second compression coil spring 153 and the press-
ing member 154 are slidably arranged in the inner hole
156i. The insulating tube 158 is fixed by, for example, an
adhesive in the inner hole 156i.
[0163] The distal end portion of the cover tube 159 is
covered over the outer circumferential surface of the
guide pipe 156 from the proximal end side to a midway
portion thereof. The cover tube 159 covers the outer cir-
cumference of the insulating tube 158 and an electric
cable 160 that is described later.
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[0164] The distal end side of the guide pipe 156 is dis-
posed in the through-hole 142b formed in the proximal
end frame protrusion 142a of the proximal end side lens
frame 142. At this time, the distal end face 156a of the
guide pipe 156 protrudes by a predetermined amount
from the distal end face 142f of the proximal end frame
protrusion 142a and is fixed by a solder or an adhesive.
A proximal end face 155r of the contact member 155
contacts against the distal end face 142f.
[0165] The second compression coil spring 153 that is
disposed in the inner hole 156i of the guide pipe 156 has
an urging force that is greater than the urging force of
the first compression coil spring 146. More specifically,
the second compression coil spring 153 is equipped with
an urging force that, in a state in which the first compres-
sion coil spring 146 is urging the movable lens frame 143,
causes the front side positioning face 143f of the movable
lens frame 143 to contact against the distal end position
restricting frame 144 against the urging force of the first
compression coil spring 146 and maintains that state.
The movable lens frame 143 is disposed in a wide-angle
observation position by the front side positioning face
143f of the movable frame protrusion 143b of the movable
lens frame 143 contacting against the distal end position
restricting frame 144.
[0166] The pressing member 154 disposed in the inner
hole 156i of the guide pipe 156 has a tubular shape. The
contact member 155 that is formed in a cylindrical shape
with an insulating member is fixedly provided at the distal
end portion of the pressing member 154. The SMA wire
157 that is inserted and guided through a through-hole
158a of the insulating tube 158 and the inside of the sec-
ond compression coil spring 153 passes through a
through-hole 154a of the pressing member 154.
[0167] The SMA wire 157 has properties such that the
SMA wire 157 contracts upon heating when an electric
current is applied thereto, and expands upon cooling
(natural cooling to ordinary temperature) when applica-
tion of the electric current is stopped.
[0168] A midway section 157m on the distal end side
of the SMA wire 157 that is led out from the through-hole
154a of the pressing member 154 is bent into a prede-
termined state, as shown in Fig. 36, after passing through
a hole 164a of the ring member 164, and the distal end
side of the SMA wire 157 is extended from the side of
the ring member 164 and fixed with an adhesive 124.
The ring member 164 on which the SMA wire 157 has
been fixed is fixedly provided in the contact member 155.
[0169] As shown in Fig. 36, the contact member 155
includes a pressing member fixing portion 155a that is a
concave space, and a notch 155c that is formed from an
opening 155b side to a midway section on the side cir-
cumferential surface. The notch 155c communicates the
pressing member fixing portion 155a with the outside.
[0170] Next, a contact member fixing process in which
the ring member 164 to which the midway section 157m
of the SMA wire 157 is fixed is disposed inside the press-
ing member fixing portion 155a of the contact member

155 and the contact member 155 is fixed in an externally
fitting state to the distal end portion of the pressing mem-
ber 154 is described.
[0171] First, the SMA wire 157 that is led out from the
hole 164a of the ring member 164 is inserted through the
through-hole 154a of the pressing member 154. The ring
member 164 is then disposed at the distal end face of
the pressing member 154.
[0172] Next, an adhesive is applied to the distal end of
the pressing member 154 and the ring member 164. As
shown in Fig. 35 that is an enlarged view of the area
indicated by arrow XXXV in Fig. 34, the ring member 164
and the distal end portion of the pressing member 154
are disposed inside the pressing member fixing portion
155a. At this time, the SMA wire 157 that extends from
the side of the ring member 164 is disposed in advance
in the notch 155c.
[0173] Thereafter, by curing of the adhesive, as shown
in Fig. 34 and Fig. 35, the contact member 155, the ring
member 164 and SMA wire 157, and the pressing mem-
ber 154 are integrally fixed. In this fixed state, the distal
end side of the SMA wire 157 extends to outside from
the notch 155c of the contact member 155. It is therefore
possible to prevent the SMA wire 157 from being dis-
posed on the proximal end face 155r side.
[0174] Thus, the pressing member 154 is constituted
with the contact member 155 fixed at the distal end por-
tion thereof. The pressing member 154 is disposed inside
the inner hole 156i of the guide pipe 156 in which the
second compression coil spring 153 is provided.
[0175] In this connection, instead of forming the notch
155c on the side circumferential surface of the contact
member 155, a configuration may be adopted in which
a through-hole is formed that communicates the pressing
member fixing portion 155a and the outside. By adopting
such a configuration, it is possible to reliably prevent the
SMA wire 157 being disposed on the proximal end face
155r side.
[0176] Further, the distal end portion of the SMA wire
157 that is led to outside of the contact member 155 is
passed through the inside of an unshown insulating tube
and is connected to, for example, an unshown signal wire
for grounding that is passed through the proximal end
side of the bending portion 13 that is included in the in-
sertion portion 7 of the endoscope 2 shown in Fig. 1.
[0177] The proximal end of the SMA wire 157 is dis-
posed on the proximal end side of the bending portion
13 that is included in the insertion portion 7 of the endo-
scope 2. An electric wire 160a that is passed through an
electric cable 160 that supplies an electric current to the
SMA wire 157 is connected, for example, through a caulk-
ing member 165 to the proximal end of the SMA wire
157. Accordingly, by applying an electric current to the
SMA wire 157 via the electric cable 160 from a power
supply portion provided in the video processor 5, the tem-
perature of the SMA wire 157 increases and the SMA
wire 157 contracts.
[0178] The process of assembling the lens unit 140 will
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now be described.
[0179] First, a process in which frames 141, 142, 143,
and 144, ring 145, and the first movable mechanism por-
tion 151 are assembled to construct a frame body is de-
scribed.
[0180] When constructing the frame body, the distal
end position restricting frame 144 is fixed to the distal
end side lens frame 141. At this time, one end of the
guide pin 147 is fixedly arranged in advance in the pinhole
144d. Further, the proximal end positional adjustment
ring 145 is screwed into the male screw portion 142m of
the proximal end side lens frame 142.
[0181] Next, the first compression coil spring 146 is
disposed in the guide pin 147 that is provided in the distal
end position restricting frame 144 that has been fixed to
the distal end side lens frame 141. The movable lens
frame 143 is then arranged on the rear end side of the
distal end side lens frame 141. At this time, the guide pin
147 is passed through the sliding hole 143c formed in
the movable frame protrusion 143b of the movable lens
frame 143, and the first compression coil spring 146 is
disposed inside the concave portion 143d.
[0182] Subsequently, the distal end portion 142d of the
proximal end side lens frame 142 to which the proximal
end positional adjustment ring 145 is mounted is dis-
posed inside the concave portion 144a of the distal end
position restricting frame 144. At this time, the movable
frame protrusion 143b of the movable lens frame 143 is
disposed in the notch groove 142c formed in the proximal
end side lens frame 142. Thereafter, the proximal end
side lens frame 142 and the distal end position restricting
frame 144 are fixed by, for example, the adhesive 122.
[0183] Thus, a frame body is constructed in which the
optical lens 163 between the first optical lens group 161
and the second optical lens group 162 is arranged in a
movable condition. In this frame body, the movable lens
frame 143 is moved to the second optical lens group 162
side of the proximal end side lens frame 142 by the urging
force of the first compression coil spring 146. At this time,
the rear side positioning face 143r of the movable frame
protrusion 143b provided in the movable lens frame 143
contacts against the movable lens frame proximal end
restricting face 145a of the proximal end positional ad-
justment ring 145. In this case, the position of the proximal
end positional adjustment ring 145 is adjusted, and the
position of the optical lens 163 is decided. After complet-
ing the positional adjustment, the proximal end positional
adjustment ring 145 and the proximal end side lens frame
142 are integrally fixed.
[0184] Next, a process for mounting the second mov-
able mechanism portion 152 to the frame body to con-
struct the lens unit 140 is described.
[0185] First, when constructing the lens unit 140, the
guide pipe 156 in which the insulating tube 158 and the
cover tube 159 are fixed and through which the SMA wire
157 passes is prepared.
[0186] Next, the guide pipe 156 is disposed in the
through-hole 142b of the proximal end side lens frame

142. The amount of protrusion of the distal end face 156a
of the guide pipe 156 from the distal end face 142f of the
proximal end frame protrusion 142a is fixed by taking into
consideration the position of the proximal end positional
adjustment ring 145, that is, a movement distance of the
movable lens frame as denoted by reference characters
L1 in Fig. 35.
[0187] At this time, the amount of protrusion is adjusted
so that a movement distance of the contact member as
denoted by reference character L2 in Fig. 35 is longer by
a predetermined amount that is previously set than the
movement distance of the movable lens frame that is
denoted by reference character L1.
[0188] This is done so that, in a state in which the prox-
imal end face 155r of the contact member 155 contacts
against the distal end face 156a of the guide pipe 156 as
shown by the solid line, when the rear side positioning
face 143r of the movable frame protrusion 143b provided
in the movable lens frame 143 contacts against the mov-
able lens frame proximal end restricting face 145a of the
proximal end positional adjustment ring 145, as shown
by the chain double-dashed line, by providing a preset
clearance t between a rear face 143e of the movable
frame protrusion 143b and a distal end face 155f of the
contact member 155, the movable frame protrusion 143b
is prevented from contacting against the contact member
155 and hindering movement of the movable lens frame
143 to the magnified observation position.
[0189] Subsequently, the second compression coil
spring 153 is disposed inside the inner hole 156i of the
guide pipe 156 that is integrated with the proximal end
side lens frame 142. At this time, the SMA wire 157 is
passed through the inner hole of the second compression
coil spring 153.
[0190] Next, the SMA wire 157 is passed through the
through-hole 154a from the proximal end side of the
pressing member 154, and the midway section 157m of
the SMA wire 157 that is led out from the through-hole
154a on the distal end side is fixed to the ring member
164. In accordance with the contact member fixing proc-
ess described above, the ring member 164 to which the
SMA wire 157 is fixed is disposed inside the pressing
member fixing portion 155a of the contact member 155
and the contact member 155 is fixed to the distal end
portion of the pressing member 154.
[0191] That is, first the ring member 164 is disposed
on the distal end face of the pressing member 154. At
this time, the proximal end side of the SMA wire 157 is
pulled to remove any slackness. An adhesive is then ap-
plied to the distal end of the pressing member 154 and
the ring member 164. Next, the SMA wire 157 is matched
with the notch 155c, and the ring member 164 and the
distal end portion of the pressing member 154 are dis-
posed in the pressing member fixing portion 155a.
[0192] Subsequently, the proximal end side of the
pressing member 154 having the contact member 155
provided at the distal end portion thereof is pushed into
the inner hole 156i against the urging force of the second
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compression coil spring 153. Thereafter, the distal end
face 155f of the contact member 155 is disposed on the
rear face 143e side of the movable frame protrusion
143b.
[0193] When the distal end face 155f is disposed at
the rear face 143e, the pressing member 154 moves due
to the urging force of the second compression coil spring
153. Thereupon, the distal end face 155f of the contact
member 155 contacts against the rear face 143e, and
the movable lens frame 143 that had been disposed at
the magnified observation position by the urging force of
the second compression coil spring 153 is moved to the
wide-angle observation position. The front side position-
ing face 143f of the movable frame protrusion 143b then
contacts against the distal end position restricting frame
144, so that the movable lens frame 143 is disposed at
the wide-angle observation position that is the normal
observation position. In this state the adhesive is allowed
to cure. Thus, construction of the lens unit 140 is com-
pleted when the adhesive has cured. According to the
lens unit 140, when an electric current is not being applied
to the SMA wire 157, the movable lens frame 143 is dis-
posed at the wide-angle observation position by the urg-
ing force of the second compression coil spring 153.
[0194] According to the lens unit 140, a configuration
is adopted in which the SMA wire 157 is folded back
inside the pressing member fixing portion 155a of the
contact member 155 that is formed with an insulating
member, and is led out from the side face of the contact
member 155. It is therefore possible to secure insulation
between the SMA wire 157 and the movable lens frame
143, and also prevent the SMA wire 157 from being dis-
posed on the proximal end face 155r side.
[0195] Next, an operation check is performed on the
lens unit 140, and acquisition of a calibration value and
overheat prevention position information is carried out.
[0196] The term "calibration value" refers to a resist-
ance value of the SMA wire 157 when the proximal end
face 155r of the contact member 155 has arrived at (con-
tacts against) the distal end face 156a of the guide pipe
156. The term "overheat prevention position information"
refers to a resistance value that causes the contact mem-
ber 155 to be disposed at the overheat prevention posi-
tion during magnified observation. As shown in Fig. 37,
by disposing the contact member 155 at the overheat
prevention position, the proximal end face 155r of the
contact member 155 is separated by a first separation
distance (t1) from the distal end face 156a of the guide
pipe 156, and the distal end face 155f of the contact mem-
ber 155 is separated by a second separation distance
(t2) from the rear face 143e of the movable frame pro-
trusion 143b of the movable lens frame 143. These sep-
aration distances t1 and t2 are values that are set based
on the clearance t.
[0197] To perform an operation check, first the distal
end side and the proximal end of the SMA wire 157 are
connected, and an electric current is applied to the SMA
wire 157 from the power supply portion. Thereupon, the

SMA wire 157 starts to contract accompanying a rise in
the temperature thereof. Accompanying the contraction
of the SMA wire 157, the pressing member 154 provided
with the contact member 155 that has been retaining the
movable lens frame 143 at the wide-angle observation
position under the urging force of the second compres-
sion coil spring 153 is moved in the proximal end direc-
tion, that is, the magnified observation direction. In other
words, when an electric current is applied, the SMA wire
157 causes the pressing member 154 on which the con-
tact member 155 is fixedly provided to move in the prox-
imal end direction against the urging force of the second
compression coil spring 153. Thus, as described above,
the movable lens frame 143 moves in the magnified ob-
servation position direction under the urging force of the
first compression coil spring 146.
[0198] Further, through the increase in temperature of
the SMA wire 157, the proximal end face 155r of the
contact member 155 moves closer to the distal end face
156a of the guide pipe 156. At this time, the resistance
value decreases together with the temperature increase.
[0199] When the proximal end face 155r of the contact
member 155 contacts against the distal end face 156a
of the guide pipe 156, accompanying that contact, con-
traction of the SMA wire 157 stops irrespective of the
temperature increase. More specifically, the resistance
value no longer changes. The resistance value at this
time is a value that notifies the operator that the proximal
end face 155r of the contact member 155 is in a state of
abutting against the distal end face 156a of the guide
pipe 156. This resistance value is acquired as the cali-
bration value. Furthermore, based on the calibration val-
ue, a resistance value that causes the proximal end face
155r of the contact member 155 to stop a predetermined
distance before the distal end face 156a of the guide pipe
156 is acquired as the overheat prevention position in-
formation.
[0200] In this case, the SMA wire 157 is controlled with
the resistance value that is acquired as the overheat pre-
vention position information so that the SMA wire 157 is
contracted. It is then confirmed whether or not the contact
member 155 is disposed at the overheat prevention po-
sition. More specifically, it is confirmed whether or not a
predetermined clearance is formed without the contact
member 155 contacting against the distal end face 156a
of the guide pipe 156 and the rear face 143e of the mov-
able lens frame 143.
[0201] When it is confirmed that the contact member
155 is disposed at the overheat prevention position, ap-
plication of the electric current to the SMA wire 157 is
stopped, and switching of the observation position is con-
firmed. At this time, in the case where the contact member
155 is disposed at the overheat prevention position, when
the application of electric current to the SMA wire 157 is
stopped, the SMA wire 157 starts to expand accompa-
nying natural cooling. Thereupon, the movable lens
frame 143 is moved to the wide-angle observation posi-
tion from the magnified observation position by the urging
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force of the second compression coil spring 153.
[0202] Thereafter, the calibration value and the over-
heat prevention position information are registered as
specific values of the lens unit 140 in the memory of the
endoscope 2 in which the lens unit 140 is to be mounted.
[0203] When performing an endoscopic examination
with the endoscope 2 on which the above described lens
unit 140 is mounted, prior to the examination the user
performs a calibration process that causes the proximal
end face 155r of the contact member 155 to contact
against the distal end face 156a of the guide pipe 156.
At a control portion (unshown) of the endoscope system
1, a resistance value acquired at the time of the calibra-
tion process is compared with the calibration value reg-
istered in the memory. At this time, when the comparison
result is "no abnormality", the resistance of the SMA wire
157 is controlled so that the contact member 155 is dis-
posed at the overheat prevention position at the time of
magnified observation based on the overheat prevention
position information registered in the memory. In this con-
nection, if the comparison result is "abnormality exists",
the user is notified, and the user carries out maintenance
of the endoscope.
[0204] Thus, by acquiring a calibration value and over-
heat prevention position information for each individual
lens unit 140, at the time of magnified observation the
resistance value of the SMA wire 157 is controlled based
on the overheat prevention position information to dis-
pose the contact member 155 at the overheat prevention
position at which the contact member 155 does not con-
tact against the guide pipe 156 and the movable lens
frame 143, so that overheating of the SMA wire 157 can
be prevented.
[0205] As a result, when application of an electric cur-
rent to the SMA wire 157 is stopped during endoscopic
observation in order to switch from magnified observation
to wide-angle observation, expansion of the SMA wire
157 can be started simultaneously with the start of natural
cooling, thus enabling the optical properties to be
smoothly changed. In other words, the expansion re-
sponsiveness when the user enters an instruction to vary
the optical properties is enhanced and the optical prop-
erties can be changed at the timing of that instruction.
[0206] Further, by assigning contraction of the SMA
wire 157 to the release of the urging force of the second
compression coil spring 153 when switching from wide-
angle observation to magnified observation, the optical
properties can be smoothly changed by the first com-
pression coil spring 146 after releasing the urging force
of the second compression coil spring 153.
[0207] Thus, by expanding and contracting of the SMA
wire 157, movement of the movable lens frame 143 to
the proximal end side and the distal end side can be
performed stably and rapidly using the urging forces of
the two kinds of compression coil springs 146 and 153
without directly moving the movable lens frame 143.
[0208] Further, the movable lens frame 143 is retained
at the magnified observation position using the urging

force of the first compression coil spring 146 and is re-
tained at the wide-angle observation position using the
urging force of the second compression coil spring 153.
It is therefore possible to solve the problem whereby the
position of the movable lens frame 143 changes during
observation due to the SMA wire 157 contracting or ex-
panding because of a change in the temperature of the
SMA wire 157.
[0209] Further, when the application of an electric cur-
rent to the SMA wire 157 is stopped during observation,
because the SMA wire 157 expands, the movable lens
frame 143 is disposed at the wide-angle observation po-
sition by the urging force of the second compression coil
spring 153. Therefore, even when application of the elec-
tric current to the SMA wire 157 is stopped, it is possible
to continue observation using a wide angle.
[0210] In the above described embodiment, a config-
uration is adopted in which the distal end face 155f of the
contact member 155 is contacted against the rear face
143e of the movable frame protrusion 143b of the mov-
able lens frame 143. However, by configuring a contact
member and a movable frame protrusion as shown in
Fig. 38 and Fig. 39, and pressing and retaining in a de-
sired direction the movable lens frame having a clear-
ance, it is possible to prevent vignetting of images due
to displacement of the core of the optical lens 163 pro-
vided in the movable lens frame.
[0211] Fig. 38 is a view that illustrates a configuration
example of a movable lens frame including a contact
member with a distinctively shaped distal end face and
a movable frame protrusion corresponding to the contact
member, as well as the action thereof. Fig. 39 is a view
that illustrates another configuration of a movable lens
frame including a contact member with a distinctively
shaped distal end face and a movable frame protrusion
corresponding to the contact member.
[0212] As shown in Fig. 38, a contact member 155D
of the present embodiment has a curved surface portion
155e as a movable lens frame restricting portion at the
distal end portion thereof. In contrast, the movable frame
protrusion 143b of the movable lens frame 143 includes
an inclined face 143g as a movable lens frame restricting
portion that the curved surface portion 155e contacts
against. According to this configuration, the curved sur-
face portion 155e contacts against the inclined face 143g
when the movable lens frame 143 is retained at the wide-
angle observation position by the urging force of the sec-
ond compression coil spring 153.
[0213] Thus, the movable lens frame 143 is moved as
indicated by the broken lines within the range of the clear-
ance and contacts against the outer circumferential sur-
face on the rear end side of the distal end side lens frame
141 or the inner circumferential surface of the distal end
portion 142d of the proximal end side lens frame 142. It
is therefore possible to prevent image vignetting that aris-
es due to the position of the optical lens 163 being dis-
placed during observation.
[0214] In this connection, as shown in Fig. 39, a con-
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figuration may also be adopted in which the contact mem-
ber 155F is provided with a movable lens frame restricting
portion and, for example, a cone-shaped portion 155g,
and the movable frame protrusion 143b is provided with
an insertion hole 143h into which the cone-shaped por-
tion 155g is engageably inserted. According to this con-
figuration, when the movable lens frame 143 is retained
at the wide-angle observation position by the urging force
of the second compression coil spring 153, the cone-
shaped portion 155g is engageably inserted inside the
insertion hole 143h and the same action as described
above can be obtained.
[0215] In this connection, the configuration is not lim-
ited to a curved surface portion and an inclined face, or
cone-shaped concave and convex portions or the like,
but a hemispherical portion, a tapered portion or the like
may also be used.
[0216] As described in the foregoing, the assemblabil-
ity to a distal end portion of an image pickup apparatus
of an electronic endoscope equipped with a focusing
function and the like can be improved, and an image pick-
up apparatus that can prevent a displacement of the pho-
tographing optical axis of a lens provided in a lens frame
that moves as well as an electronic endoscope equipped
with the image pickup apparatus can be provided.
[0217] Further, according to the configuration of the
lens unit, when a shape memory alloy wire is expanded
in a non-tensile state, by an urging force of a second
elastic member, a movable lens frame is retained at a
second observation position by the pressing force of a
pressing member having a contact member fixed to a
distal end portion thereof. In contrast, when the shape
memory alloy wire is switched to a contraction state, the
pressing member moves to the proximal end accompa-
nying the start of contraction. Thereupon, the pressing
force from the pressing member that had been acting on
the movable lens frame is released, and the movable
lens frame moves to the proximal end side under the
urging force of a first elastic member. When the contact
member is moved to and retained at a position at which
the proximal end face of the contact member is separated
by a predetermined distance from the distal end face of
the guide pipe and, furthermore, the distal end face of
the contact member is separated by a predetermined dis-
tance from the movable lens frame that has moved to
the first observation position, the movable lens frame is
retained at the first observation position. Thereafter,
when the shape memory alloy wire is switched from the
contraction state to an expansion state, at substantially
the same time as the start of expansion by natural cool-
ing, the movable lens frame is moved to the second ob-
servation position by the urging force of the second elas-
tic member.
[0218] The invention described in the foregoing em-
bodiments is not limited to those embodiments and mod-
ification examples, and various changes and modifica-
tions and the like are possible at the implementation
stage. Further, the embodiments include inventions of

various stages, and various inventions can be extracted
by appropriately combining a plurality of the disclosed
configuration requirements.
[0219] For example, if a problem described herein as
a problem to be overcome by the invention can be solved
and if the effects described herein are still obtained after
omitting some of the configuration requirements shown
in the embodiments, then the configuration obtained by
omitting the configuration requirements can be extracted
as an embodiment of the invention.

Claims

1. An image pickup apparatus (30) that is configured
to vary its optical properties by moving a part of lens-
es of an objective lens comprised in the apparatus,
the apparatus further comprising:

a solid-state image pickup device unit (46) that
is arranged at a rear-end section and that sub-
jects a subject image to photoelectric conver-
sion;
a fixed lens frame (36) that is adapted to retain
the objective lens (33) that is disposed to the
front of the solid-state image pickup device unit
(46);
a movable lens frame (38) that is adapted to
retain the part of lenses (39) that moves along
a photographing optical axis (O) inside the lens
frame (38); and
an actuator (62) that is configured to move the
movable lens frame (38) forward and backward,
and that includes a rod-shaped rigid member
(54) having one end connected to the movable
lens frame (38) through a connection rod into
which the one end of the rigid member (54) is
screwed, and a shape memory alloy (56) that is
coupled to the rigid member (54), wherein a tem-
perature of the shape memory alloy (56) being
varied to a predetermined temperature by an
electric current that is applied from an external
power source so as to control expanding and
contracting of the shape memory alloy (56),

characterized by

a first clearance (d2) formed in a circumferential
direction of the movable lens frame (38) be-
tween the movable lens frame (38) and the fixed
lens frame (36), an outer diameter of the mov-
able lens frame (38) being smaller than an inner
diameter of the fixed lens frame (36);
a guide pipe (53) that is fixed to the fixed lens
frame (36) and into which the rod-shaped rigid
member (54) is insertedly fitted to be movable
forward and backwards and that rectilinearly
guides the rigid member (54) in a photographing
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optical axis direction of the solid-state image
pickup device unit (46);
a hole portion (52a) that is formed at the fixed
lens frame (36) and has a hole diameter larger
than an outer diameter of the guide pipe (53),
and into which the guide pipe (53) is inserted;
a second clearance (d1) formed in a circumfer-
ential direction of the guide pipe (53) between
the guide pipe (53) and the fixed lens frame (36);
and
a fixing member (71) that is adapted to fix a po-
sition of an axis of the guide pipe (53) in the fixed
lens frame (36) so that the position of the axis
of the guide pipe (53) is variably set within the
second clearance (d1).

2. An electronic endoscope (2) that has an insertion
portion (7) that is adapted to be inserted into a sub-
ject/object to be examined and that comprises the
image pickup apparatus (30) according to claim 1,
wherein the image pickup apparatus (30) is config-
ured to vary its optical properties by moving a part
of lenses of the objective lens that is contained in
the insertion portion (7) and that is adapted to ob-
serve inside a subject/object to be examined by
means of the image pickup apparatus (30).

Patentansprüche

1. Bildaufnahmegerät (30), das dazu eingerichtet ist,
seine optischen Eigenschaften durch Bewegen ei-
nes Teils von Linsen einer in dem Gerät enthaltenen
Objektivlinse zu verändern, wobei das Gerät ferner
umfasst:

eine Festkörperbildaufnahmegeräteeinheit
(46), die an einem rückseitigen Endabschnitt an-
geordnet ist und die ein Subjektbild einer fotoe-
lektrischen Umwandlung unterzieht;
einen fixierten Linsenrahmen (36), der dazu ein-
gerichtet ist, die Objektivlinse (33) zu halten, die
an der Vorderseite der Festkörperbildaufnah-
megeräteeinheit (46) angeordnet ist;
einen beweglichen Linsenrahmen (38), der da-
zu eingerichtet ist, den Teil der Linsen (39) zu
halten, die sich entlang einer fotografischen op-
tischen Achse (O) innerhalb des Linsenrahmens
(38) bewegen; und
einen Aktuator (62), der dazu eingerichtet ist,
den beweglichen Linsenrahmen (38) vorwärts
und rückwärts zu bewegen und der ein stabför-
miges biegesteifes Element (54) umfasst, das
ein Ende, das durch einen Verbindungsstab, in
den das eine Ende des biegesteifen Elements
(54) geschraubt ist, mit dem beweglichen Lin-
senrahmen (38) verbunden ist, und eine Form-
gedächtnislegierung (56) hat, die mit dem bie-

gesteifen Element (54) verbunden ist, wobei ei-
ne Temperatur der Formgedächtnislegierung
(56) durch einen elektrischen Strom, der von ei-
ner externen Stromquelle aufgebracht wird, zu
einer vorbestimmten Temperatur verändert
wird, um eine Expansion und Kontraktion der
Formgedächtnislegierung (56) zu steuern,

gekennzeichnet durch

eine erste Öffnung (d2), die in einer Umfangs-
richtung des beweglichen Lindenrahmens (38)
zwischen dem beweglichen Linsenrahmen (38)
und dem fixierten Linsenrahmen (36) gebildet
ist, wobei ein Außendurchmesser des bewegli-
chen Linsenrahmens (38) kleiner ist als ein In-
nendurchmesser des fixierten Linsenrahmens
(36);
eine Führungsröhre (53), die an dem fixierten
Linsenrahmen (36) fixiert ist und in die das stab-
förmige biegesteife Element (54) eingeführt ein-
gepasst ist, um vorwärts und rückwärts beweg-
lich zu sein, und die das biegesteife Element
(54) geradlinig in Richtung einer fotografischen
optischen Achse der Festkörperbildaufnahme-
geräteeinheit (46) führt;
einen Lochabschnitt (52a), der an dem fixierten
Linsenrahmen (36) ausgebildet ist und einen
Lochdurchmesser hat, der größer als ein Au-
ßendurchmesser der Führungsröhre (53) ist,
und in den die Führungsröhre (53) eingeführt ist;
eine zweite Öffnung (d1), die in einer Umfangs-
richtung der Führungsröhre (53) zwischen der
Führungsröhre (53) und dem fixierten Linsen-
rahmen (36) ausgebildet ist; und
ein Fixierungselement (71), das dazu eingerich-
tet ist, eine Position einer Achse der Führungs-
röhre (53) in dem fixierten Linsenrahmen (36)
zu fixieren, so dass die Position der Achse der
Führungsröhre (53) variabel innerhalb der zwei-
ten Öffnung (d1) eingestellt ist.

2. Elektronisches Endoskop (2), das einen Einführab-
schnitt (7) hat, der dazu eingerichtet ist, in ein zu
untersuchendes Subjekt/Objekt eingeführt zu wer-
den, und das das Bildaufnahmegerät (30) gemäß
Anspruch 1 umfasst, wobei das Bildaufnahmegerät
(30) dazu eingerichtet ist, seine optischen Eigen-
schaften durch Bewegen eines Teils von Linsen der
Objektivlinse zu variieren, die in dem Einführab-
schnitt (7) enthalten ist und die dazu eingerichtet ist,
mithilfe des Bildaufnahmegeräts (30) innerhalb ei-
nes zu untersuchenden Subjekts/Objekts zu beob-
achten.
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Revendications

1. Appareil de capture d’image (30) qui est configuré
pour faire varier ses propriétés optiques en dépla-
çant une partie des lentilles d’un objectif contenu
dans l’appareil, l’appareil comprenant en outre :

une unité (46) de dispositif de capture d’image
à l’état solide qui est agencée au niveau d’une
section d’extrémité arrière et qui soumet une
image de sujet à une conversion
photoélectrique ;
une monture de lentille fixe (36) qui est adaptée
pour retenir l’objectif (33) qui est disposé à
l’avant de l’unité (46) de dispositif de capture
d’image à l’état solide ;
une monture de lentille mobile (38) qui est adap-
tée pour retenir la partie des lentilles (39) qui se
déplace le long d’un axe optique de photogra-
phie (O) à l’intérieur de la monture de lentille
(38) ; et
un actionneur (62) qui est configuré pour dépla-
cer la monture de lentille mobile (38) vers l’avant
et vers l’arrière, et qui comprend un élément ri-
gide en forme de tige (54) comportant une ex-
trémité connectée à la monture de lentille mobile
(38) par l’intermédiaire d’une tige de connexion
dans laquelle l’extrémité de l’élément rigide (54)
est vissée, et un alliage à mémoire de forme (56)
qui est couplé à l’élément rigide (54), dans lequel
une température de l’alliage à mémoire de forme
(56) varie à une température prédéterminée par
un courant électrique qui est appliqué à partir
d’une source de puissance externe de façon à
commander la dilatation et la contraction de l’al-
liage à mémoire de forme (56),

caractérisé par

un premier jeu (d2) formé dans une direction
circonférentielle de la monture de lentille mobile
(38) entre la monture de lentille mobile (38) et
la monture de lentille fixe (36), un diamètre ex-
terne de la monture de lentille mobile (38) étant
plus petit qu’un diamètre interne de la monture
de lentille fixe (36) ;
un tuyau de guidage (53) qui est fixé à la monture
de lentille fixe (36) et dans lequel l’élément rigide
en forme de tige (54) est inséré de manière ajus-
tée pour être mobile vers l’avant et vers l’arrière
et qui guide de manière rectiligne l’élément rigi-
de (54) dans une direction d’axe optique de pho-
tographie de l’unité (46) de dispositif de capture
d’image à l’état solide ;
une partie de trou (52a) qui est formée au niveau
de la monture de lentille fixe (36) et présente un
diamètre de trou plus grand qu’un diamètre ex-
terne du tuyau de guidage (53), et dans laquelle

le tuyau de guidage (53) est inséré ;
un deuxième jeu (d1) formé dans une direction
circonférentielle du tuyau de guidage (53) entre
le tuyau de guidage (53) et la monture de lentille
fixe (36) ; et
un élément de fixation (71) qui est adapté pour
fixer une position d’un axe du tuyau de guidage
(53) dans la monture de lentille fixe (36) de sorte
que la position de l’axe du tuyau de guidage (53)
est établie de manière variable à l’intérieur du
deuxième jeu (d1).

2. Endoscope électronique (2) qui comporte une partie
d’insertion (7) qui est adaptée pour être insérée dans
un sujet/objet devant être examiné et qui comprend
l’appareil de capture d’image (30) selon la revendi-
cation 1, dans lequel l’appareil de capture d’image
(30) est configuré pour faire varier ses propriétés
optiques en déplaçant une partie des lentilles de l’ob-
jectif qui est contenu dans la partie d’insertion (7) et
qui est adapté pour observer l’intérieur d’un sujet/ob-
jet devant être examiné au moyen de l’appareil de
capture d’image (30).
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