
Note: Within nine months of the publication of the mention of the grant of the European patent in the European Patent
Bulletin, any person may give notice to the European Patent Office of opposition to that patent, in accordance with the
Implementing Regulations. Notice of opposition shall not be deemed to have been filed until the opposition fee has been
paid. (Art. 99(1) European Patent Convention).

Printed by Jouve, 75001 PARIS (FR)

(19)
E

P
2 

10
1 

53
7

B
1

��&�����������
(11) EP 2 101 537 B1

(12) EUROPEAN PATENT SPECIFICATION

(45) Date of publication and mention 
of the grant of the patent: 
22.06.2011 Bulletin 2011/25

(21) Application number: 09007635.7

(22) Date of filing: 29.05.1998

(51) Int Cl.:
H04W 68/02 (2009.01)

(54) Apparatus in a base station for maximisation of the standby time of CDMA wireless terminals 
by transmission of two stage paging via PICH or quick paging channel.

In einem Basis Station, Vorrichtung für Maximierung der Ruhezeit eines drahtlosen CDMA-Endgerätes 
durch das Senden eines Zweiphasen-Funkrufkanals via PICH oder Schnellanrufskanals.

Appareil dans une station de base pour maximisation du temps de veille de mobiles CDMA par 
transmission en deux étapes de radiomessages via un canal rapide d’appel PICH.

(84) Designated Contracting States: 
AT BE CH CY DE DK ES FI FR GB GR IE IT LI LU 
MC NL PT SE

(30) Priority: 30.05.1997 US 865650
09.07.1997 US 890355

(43) Date of publication of application: 
16.09.2009 Bulletin 2009/38

(60) Divisional application: 
10013229.9

(62) Document number(s) of the earlier application(s) in 
accordance with Art. 76 EPC: 
07002634.9 / 1 811 803
98924967.7 / 0 985 325

(73) Proprietor: Qualcomm Incorporated
San Diego, CA 92121-1714 (US)

(72) Inventors:  
• Butler, Brian K.

San Diego, CA 92121-1714 (US)
• Gilhousen, Klein S.

San Diego, CA 92121 - 1714 (US)

(74) Representative: Carstens, Dirk Wilhelm
Wagner & Geyer 
Gewürzmühlstrasse 5
80538 München (DE)

(56) References cited:  
EP-A1- 0 681 406 EP-A2- 0 629 095
WO-A-95/07594 WO-A-96/10895
US-A- 5 404 355  

• EUROPEAN TELECOMMUNICATIONS 
STANDARDS INSTITUTE: "Radio Equipment and 
Sstems (RES)" September 1996 (1996-09), 
EUROPEAN TELECOMMUNICATION 
STANDARD, PAGE(S) A,51-53,73 , XP002120407 
* abstract * * page 118 *



EP 2 101 537 B1

2

5

10

15

20

25

30

35

40

45

50

55

Description

BACKGROUND OF THE INVENTION

I. Field of the Invention

[0001] The present invention relates to an apparatus for paging a wireless terminal in a wireless telecommunications
system. More specifically, the present invention relates to a novel and improved apparatus for paging a cellular telephone
or other wireless communications device. Paging may be effected using a quick paging channel and a full paging channel.

II. Description of the Related Art

[0002] The IS-95 cellular telephone standard (and its derivatives such as IS-95A and ANSI J-STD-008 referred to
herein collectively as IS-95) uses advanced signal processing techniques to provide efficient and high quality cellular
telephone service. For example, an IS-95 compliant cellular telephone system utilizes vocoding, error detection, forward
error correction (FEC), interleaving and spread spectrum modulation in order to make more efficient use of the available
RF bandwidth, and to provide more robust connections. In general, the benefits provided by IS-95 include longer talk
time, higher capacity, and fewer dropped calls when compared to other types of cellular telephone systems.
[0003] To conduct communications in an orderly manner, IS-95 provides a set of highly encoded channels over which
data having different functions is transmitted. These highly encoded channels include a paging channel over which
paging messages are transmitted notifying cellular telephones or other types of wireless terminals that an incoming
request to communicate is pending. In accordance with the IS-95 standard, paging messages are transmitted at low to
medium data rates (4800 or 9600 bps) during time slots that are preassigned to groups of cellular telephones. Table I
provides the data included in a General Page Message as an example of typical a paging message generated substantially
in accordance with the IS-95A standard.

[0004] Table I is provided simply to illustrate the length of a typical paging message, so a detailed description of the
function of each field is not included herein. Such a detailed description may be obtained, however, by referring to the
well known, and publicly available, IS-95 standard (in particular the IS-95A standard). The paging messages also begin
with an eight bit message length field (MSG_LEN), that indicates the length of the message, and end with a 30 bit
cyclical-redundancy-check (CRC) field (not shown).
[0005] To monitor for paging messages, a cellular telephone periodically monitors the paging channel during the
assigned paging slot. In particular, the cellular telephone periodically activates complex RF and digital signal processing

Table I.

Message Field Length (Bits)

MSG_TYPE (Message Type) 8

CONFIG_MSG_SEQ 6

ACC_MSG_SEQ 6

CLASS_0_DONE 1

CLASS_1_DONE 1

RESERVED 2

BROADCAST_DONE 1

RESERVED 4

ADD_LENGTH 3

ADD_PFIELD 8 x ADD_LENGTH

And zero or more occurrences of the following page record:

PAGE_CLASS 2

PAGE_SUBCLASS 2

Page class specific fields Typically 2-12 bytes.
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circuitry for as long as is necessary to successfully process the paging message. Since the typical paging message is
relatively long, and transmitted via a highly encoded low to medium rate channel, the associated processing during each
paging slot requires significant amount time and signal processing resources, and therefore requires a significant amount
of power to complete. This reduces the amount of time an IS-95 cellular telephone can remain in standby mode using
a battery of given capacity, and therefore is highly undesirable.

SUMMARY OF THE INVENTION

[0006] The invention is as defined by the appended claims.

BRIEF DESCRIPTION OF THE DRAWINGS

[0007] The above and further features, objects, and advantages of the present invention will become more apparent
from the detailed description of embodiments of the invention set forth below when taken in conjunction with the drawings
in which like reference characters identify correspondingly throughout and wherein:

FIG. 1 is a block diagram of a cellular telephone system;
FIG. 2 is a timing diagram illustrating the timing slots in a quick paging channel and a full paging channel;
FIG. 3 is a flow diagram illustrating steps performed during the paging of a wireless terminal;
FIG. 4 is a block diagram illustrating coding performed on the full paging channel and the quick paging channel;
FIG. 5 is a flow diagram illustrating the steps performed by a wireless terminal during standby mode; and
FIG. 6 is a block diagram of a receiver configured in accordance with one embodiment of the invention.

DETAILED DESCRIPTION OF THE PREFERRED EMBODIMENTS

[0008] A method and system for paging a cellular telephone or other wireless terminal that reduces standby mode
power consumption is described. Two paging channels may be used. In the following description an embodiment of the
invention is set forth in the context of a cellular telephone system operating substantially in accordance with the IS-95
standard. While the invention is particularly suited for operation in such an environment, many other digital communication
systems can benefit from the use of the present invention, including TDMA based wireless communication systems,
satellite based communication system, and wireline systems over which encoded signaling is transmitted.
[0009] FIG. 1 is a block diagram of a highly simplified cellular telephone system configured for use with the use of the
present invention. Wireless terminals 10 (typically cellular telephones) are located among base stations 12. Wireless
terminals 10a and 10b are in active mode and therefore are interfacing with one or more base stations 12 using radio
frequency (RF) signals modulated in accordance with the CDMA signal processing techniques of the IS-95 standard. A
system and method for processing RF signals substantially in accordance with the use of the IS-95 standard is described
in US patent 5,103,459 entitled "System and Method for Generating Signal Waveforms in a CDMA Cellular Telephone
System" assigned to the assignee of the present invention and incorporated herein by reference (’459 patent). The other
wireless terminals 10 are in standby mode and therefore monitoring for page messages indicating a request to commu-
nicate.
[0010] In the preferred embodiment of the invention, each base station generates forward link signals comprising a
set of forward link channels. The channels are established by a set of orthogonal 64 chip (or bit) Walsh codes, each of
which is used to modulate the data associated with a particular channel. The channels are categorized by function and
include a pilot channel over which a phase offset pattern is repeatedly transmitted, a synch channel over which syn-
chronization data is transmitted including the absolute system time and the phase offset of the associated pilot channel,
and traffic channels over which the data directed to the terminals are transmitted. The traffic channels are normally
assigned to transmit data to a particular wireless terminal 10 for the duration of the interface with that particular base
station.
[0011] Additionally, in accordance with one embodiment of the invention, one or more or the Walsh channels are
designated as quick paging channels, and one or more or the Walsh channels as full paging channels. The designation
and operation of the full paging channels is preferably performed in accordance with the paging channel specified by
the IS-95 standard. Some methods and apparatus for performing paging substantially in accordance with the IS-95
standard are described in US patents 5,392,287 (’287 patent) entitled "APPARATUS AND METHOD FOR REDUCING
POWER CONSUMPTION IN A MOBILE COMMUNICATIONS RECEIVER" AND 5,509,015 (’015 patent) entitled "METH-
OD AND APPARATUS FOR SCHEDULING COMMUNICATIONS BETWEEN TRANSCEIVERS" both assigned to the
assignee and incorporated herein by reference.
[0012] As described in the ’287 and ’015 patents, and as specified by the IS-95 standard, the full paging channel is
time divided into time "slots". The slots are, in turn, assigned to groups of wireless terminals, where the assignment is
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performed based on the International Mobile Subscriber ID (IMSI) which is unique for each wireless terminal 10, or other
terminal identification information such as one or more Mobile Identification Numbers (MIN). In alternative embodiments
of the invention other identification information may also be used including the electronic serial number (ESN) of the
wireless terminal or the temporary mobile subscriber ID (TMSI). Others will recognize additional values that may be
used. The various possible types of identification information that may be used will be referred to hereinafter collectively
as the MOBILE ID. The quick paging channels are also divided into time slots.
[0013] FIG. 2 is a timing diagram illustrating the time slots of a full paging channel and a quick paging channel when
configured in accordance with one embodiment of the invention. The quick paging channel is divided into quick paging
slots 30 and the full paging channel is divided into full paging slots 32 which are preferably longer in duration that the
quick paging slots. Sets, or groups, of quick paging slots 30 are assigned to single full paging slots 32 as illustrated by
the diagonal arrows, although the use of a one-to-one correspondence between quick paging slots and full paging slots,
or other ratios, is consistent with the use of the invention. The assignment of the quick paging slots 30 to a particular
set of wireless terminals is preferably performed via application of a hashing function to the MOBILE ID of the wireless
terminal 10.
[0014] To page a particular wireless terminal 10, a quick page message is transmitted during the quick paging slot
and a full page message is transmitted during the full page slot assigned to that wireless terminal. The quick paging slot
and full paging slots occur in a periodically repeating fashion, which ensures that a slot associated with particular terminal
occurs after some limited period of time. As illustrated in FIG. 2, the full page slots 32 occur a delay 34 after the associated
quick paging slots 30 to allow the wireless terminal to process the quick page message and activate additional decoding
circuitry before the next full page slot.
[0015] FIG. 3 is a block diagram of the steps performed by BSC 14 during the paging process. The paging process
begins at step 36 and at step 38 it is determined whether a request to communicate has been received. If not step 38
is performed again.
[0016] If a request to communicate has been received, the full paging slot and quick paging slot associated with the
wireless terminal to which the communication request is directed are calculated at step 40 based on the MOBILE ID or
other identification information of that wireless terminal 10. In one embodiment of the invention, the quick paging slot is
calculated using a first hashing function, and the full paging slot is calculated using a second hashing function where
the second hashing function is different that the first hashing function. Additionally, the full paging slots are on the order
of 80 ms, while the quick paging slots are on the order of 5 ms. The wireless terminal 10 may have to process all or part
of the full paging channel depending on the content of the paging message being received in accordance with IS-95.
BSC 14 preferably performs the necessary processing using one or more microprocessors running software stored in
memory (not shown).
[0017] In an exemplary embodiment of the invention, the full paging slot is determined in accordance with the above
referenced ’287 and ’015 patents, and the quick paging slot is determined by application of another hashing function to
the MOBILE ID, although the use of other methods for assigning paging slots to wireless terminals is consistent with the
use of the present invention. In particular, the full page slot corresponds to the system time t, provided in frames of 20
ms, where the following equation is true: 

where T is a slot cycle length in units of 1.28 second given by T=2i where i is the slot cycle index (SCI). PGSLOT is
determined using a the following hashing function: 

where L is the 16 least significant bits of a 32-bit HASH_KEY and H is 16 most significant bits of the HASH_KEY, and
N is 2048. The HASH_KEY is preferably the MOBILE_ID or some derivative thereof such and the IMSI. The function
floor(x) returns the largest integer less than or equal to x. For example, the result of floor(2.99), floor(201) and floor(2.00)
is 2 and the result of floor (-2.5) is -3. The decorrelation value DECORR is calculated as follows: 
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where HASH_KEY[0..11] is the eleven least significant bits of the 32 bit HASH_KEY value.
[0018] The hashing function used to determine the quick paging slot in a preferred embodiment of the invention is
calculated in a similar manner to the full paging slot, except that the quick paging slot occurs between 40 to 120 ms
before the full paging slot, and the set of wireless terminals assigned to a quick paging slot changes over time to ensure
that each wireless terminal 10 is associated with a different set of other wireless terminals 10 during each quick paging
slot. Varying the set of terminals 10 with which each wireless terminal 10 is associated during each paging slot helps
ensure that less active wireless terminals do not become permanently associated with a more active wireless terminal
10, and therefore have to unnecessarily monitor for a large number full paging messages that are not directed to it.
[0019] In an exemplary embodiment of the invention, the quick paging slot for a wireless terminal 10 occurs within an
80 ms quick page period that begins 120 ms before the beginning of the full paging slot as calculated by the following
equation: 

where PGSLOT is the same as that used for the full paging slot. The duration of the quick page period is preferably 80
ms. The quick page period is divided into quick paging slots during which the quick page messages are transmitted,
which is described in greater detail below. Preferably, the quick paging slots and associated quick page messages are
a single bit in duration. Therefore, the number of quick paging slots per quick page period is a function of the data rate
of the quick paging channel.
[0020] As should be apparent, equation (4) is the same as equation (1) except that system time is offset by six frames,
which causes the beginning of the quick page period to begin 120 ms before the full page slot. Providing an offset of
120 ms ensures that there is at least 40 ms of time exists (given the quick page period of 80 ms) between any particular
quick page slot and the full page slot, which gives the wireless terminal enough time to prepare to process the full page
message after receiving a quick page message.
[0021] Within the 80 ms quick page period, the quick paging slot (having a duration of one bit) assigned to a particular
wireless terminal 10 is determined using the following equation::

with the value N is set to the quick paging channel data rate (QPAGE_RATE) in number of bits per 80 ms slot. For
example, if the quick paging channel data rate is 9600 bits/second the value QPAGE_RATE is equal to 768 bits/frame.
Additionally, the decorrelation value is set as follows: 

[0022] Thus, equation (5) returns a value between 1 and 768 corresponding to the quick paging slot (or bit location)
within an 80 ms quick page period that begins 120 ms before the corresponding full paging slot. The wireless terminal
monitors the quick paging channel during this quick paging slot and if a quick page message is received, the wireless
terminal will then monitor the full paging channel for a full paging message.
[0023] As should be apparent from equation (6), the decorelation value DECORR for the quick paging channel is
calculated as a function of system time, and therefore the resulting value QUICK_PGSLOT for a given set of wireless
terminals 10 will differ as time progresses. This causes the set of wireless terminals 10 associated with a particular full
paging slot to have different quick paging slots over time (although they may still be paged during the same quick page
period), which will help ensure that a less active wireless terminal 10 is not tied to a more active wireless terminal 10
which would cause it to monitor the full paging channel with unnecessary frequency, and therefore unnecessary energy
consumption.
[0024] If the MOBILE ID is not contained directly within the request to communicate, it may be obtained via a look-up
in a database using any other identification information contained in the request such as the telephone number or mobile
identification number (MIN) of the wireless terminal 10.
[0025] Once the quick paging slot and the full paging slot are determined, BSC 14 transmits a quick page message
at step 42 on a quick paging channel, and full page message at step 44 on a full paging channel, via one or more base
stations 12. The base stations 12 encode and modulate the paging channels as described in greater detail below, and
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transmission of the two page messages occurs during the corresponding quick paging slot and full paging slot.
[0026] After transmission of the quick page message and the full page message, the BSC 14 polls for a response at
step 46 indicating that the page was received. If a response was received the communication begins at step 50.
[0027] If no response was received after a time-out period, a second quick page message is transmitted at step 52,
and a second full page message is transmitted at step 54. At step 56 the BSC 14 polls for a response from the wireless
terminal 10 and determines at step 58 if a response was received. If a response was received, the communication begins
at step 50. If it is determined at step 58 that no response was received, the page fails at step 60. In an alternative
embodiment of the invention, two or more quick paging messages and two or more corresponding full page messages
are generated for each page. The second quick page message and full page message increase the likelihood of the
page being received, without introducing the delay necessary to determine whether an acknowledgment message has
been received from the wireless terminal 10.
[0028] In the preferred embodiment of the invention, the quick page message is comprised of an INCOMMING_PAGE
bit. An INCOMMING_PAGE bit in a first state (such as logic high) indicates that a communication request has been
receive for one of the wireless terminals 10 associated with that quick paging slot, and therefore that those wireless
terminals should process the full paging channel during the next designated full paging slot. An INCOMMING_PAGE
bit in a second state (such as logic low) indicates that no communication request has been received for those wireless
terminals 10, and therefore the full paging channel should not be processed during next assigned full paging slot. Hence,
the quick page message is more highly encoded than the full page message, since the page is represented by a single
bit, rather than a substantially higher number of bits, and therefore can be processed with fewer resources. Such
"message" encoding should not be confused with the "channel" coding described below, where a greater amount of
encoding requires more data processing resources, and therefore is less desirable in term of power consumption.
[0029] In the preferred embodiment of the invention, the full page message contains the information specified in the
IS-95 standard for a normal page message that allows each wireless terminal 10 to determine whether the page is
directed to it. An example of a page generated in accordance with the IS-95A standard in provided in Table I listed
above. As illustrated by Table I, the full page message contains significantly more information than the quick page
message, which is preferably comprised of a single bit. Therefore, the quick page message can be processed more
easily by each wireless terminal 10, and with less power, than a full page message.
[0030] In alternative embodiments of the invention, multi-bit quick page messages are used. These multi-bit quick
paging messages are used to encode and convey additional information beyond simply indicating that the wireless
terminal 10 should monitor the full paging channel during the next assigned full paging slot 32 For example, the multi-
bit quick page message could be used to indicate more particularly which wireless terminal 10 is being paged from the
subset of wireless terminal assigned to the corresponding quick page slot 30. The multi-bit quick page message could
also be used to indicate that the full paging channel should be monitored for a longer duration so that system parameter
changes can be broadcast to all the wireless terminals 10. Those skilled in the art will recognize various useful types of
information that can be transmitted using a multi-bit quick page message. Also, in another alternative embodiment of
the invention, reduced forward error correction encoding is performed on the quick page message.
[0031] In addition to transmitting less information in a quick page message than in a full page message, the preferred
embodiment of the invention incorporates a minimal coding scheme for the quick paging channel when compared to the
full paging channel. FIG. 4 provides an illustration of the coding schemes employed for the full paging channel and the
quick paging channel in accordance with one embodiment of the invention.
[0032] As shown in FIG. 4, data transmitted via the full paging channel is convolutionally encoded by convolutional
encoder 60 and the resulting code symbols repeated by symbol repeater 61 in order to generate symbols at a prede-
termined rate. The repeated code symbols are then block interleaved by block interleaver 62. The data from block
interleaver is scrambled via EXCLUSIVE-OR (XOR) with a decimated long code generated by long code generator 64
and decimator 66. The long code is binary code generated in predetermined manner as a function of a seed number,
and is known to all wireless terminals 10. The scrambled data is the modulated with a Walsh channel code designated
for a full paging channel, and the Walsh channel code modulated data is QPSK spread using a pseudorandom noise
code (PN code), summed with the data from the other channels, and upconverted for transmission, preferably in ac-
cordance with the IS-95 standard (spreading, summing and upconversion not shown.)
[0033] Still referring to FIG. 4, data transmitted via the quick paging channel is applied directly to a Walsh channel
code designated for a quick paging channel, and then spread, summed and upconverted as described above. Preferably,
a single bit of data transmitted via the quick channel is modulated multiple times by the same Walsh code, effectively
transmitting the bit multiple times. One could also transmit the data bit repeatedly using a symbol repeater like symbol
repeater 61 used for the full paging channel. In still another embodiment of the invention, the quick paging channel could
be scrambled using the long code as performed for the full paging channel.
[0034] As should be apparent from FIG. 4, the processing associated with transmitting information over the quick
paging channel is substantially less in both duration and complexity than that associated with the full paging channel.
Therefore, the amount of processing necessary to perform receive processing of the quick paging channel is also
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substantially less, and therefore requires less energy than that necessary for the full paging channel. While the reduced
amount of processing performed for the quick paging channel does increase the likelihood of error during the processing
of any particular bit, other methods for reducing the effect of this increased error rate, without substantially increasing
complexity, can be employed. The methods include transmitting the same bit multiple times or interpreting low quality
transmissions as positive page messages as described below.
[0035] FIG. 5 is a flow diagram of the processing performed by a wireless terminal 10 in standby mode when performed
in accordance with one embodiment of the invention. The processing is preferably performed using a microprocessor
controller by software instructions stored in memory coupled to other integrated circuits and systems that are well known
in the art (not shown). The processing begins at step 80 and at step 84 it is determined whether the assigned quick
paging slot has arrived, and if not step 82 is performed again.
[0036] If the assigned quick paging slot has arrived, the wireless terminal 10 processes the quick paging channel at
step 86. Preferably, the processing is performed using a significantly smaller subset of the signal processing circuitry
contained in the wireless terminal than used to process full page messages. In accordance with the transmit processing
performed for the quick paging channel shown in FIG. 4, the receive processing is preferably comprised of downcon-
version of the RF energy received, despreading with the PN spreading code, and demodulation with the designated
Walsh code. The resulting soft decision data is processed directly to determine the logic level transmitted.
[0037] Referring again to FIG. 5, at step 88 it is determined whether a quick page message was received at step 86
based on the logic level of the data detected. If a quick page message was detected processing continues at step 90
as described below. If a quick page message was not detected, it is further determined at step 89 whether the signal
quality during the processing of the quick paging channel was acceptable. If so, the wireless terminal 10 returns to step
82. If the signal quality was not acceptable, processing continues at step 90 as described below.
[0038] The received signal quality can be determined by various well known methods including determining when the
receive power of the signal from transmitted from transmitter 50 falls below a threshold, or by determining when the
signal-to-noise ratio of the pilot channel falls below a predetermined threshold. By monitoring for a full page message
when the received signal quality is unacceptable, the number of missed full page messages due to undetected quick
page messages resulting from unacceptable signal quality is minimized.
[0039] If a quick page message was detected, or the received signal quality was not acceptable, the wireless terminal
10 activates additional decoding circuitry at step 90 and, at step 92 processes the full paging channel during the assigned
full paging slot using the activated circuitry. The time between the quick paging slot and the full paging slot assigned to
a particular terminal must be sufficient to allow activation of the additional decoding circuitry within the wireless terminal
10 after detection of the quick page message before the full page slot occurs.
[0040] At step 94, the wireless terminal 10 determines whether the full page message processed at step 92 was
directed to it based on the address contained in that message, and if not decoding circuitry within wireless terminal 10
is deactivated at step 82 and step 84 is performed again. If the full page message was directed to the wireless terminal
10, processing for the corresponding communication begins within the wireless terminal at step 96, and the wireless
terminal enters active mode at step 98.
[0041] FIG. 7 is a block diagram providing a highly simplified illustration of wireless terminal 10 when configured in
accordance with one embodiment of the invention. Digital demodulator 302, block interleaver 304, trellis decoder 306
and control system 308 are coupled via a digital bus, and RF receiver 300 is coupled to digital demodulator 302.
[0042] During standby mode, control system periodically activates RF receiver 300 and digital demodulator 302 to
process the pilot and quick paging channels. RF receiver 300 downconverts and digitizes RF signals and digital demod-
ulator 302 performs digital demodulation for a first duration generating soft decision data for the channels being processed.
Control system 308 examines the pilot channel soft decision data to determine the quality of the signal and examines
the quick paging channel to determine if at quick page message has been received.
[0043] If a quick page message has been received, or the signal has been received with poor quality, control system
308 activates block deinterleaver 304 and trellis decoder 306 and configured digital demodulator to begin processing
the full paging channel for a second duration that is longer than the first duration. Control system 308 then monitors the
data received over the full paging channel for a full paging message directed to it, and if none is detected, deactivates
block deinterleaver 304 and trellis decoder 306 and continues in standby mode. If a full page message is detected,
control system 308 places wireless terminal in active mode during which the associated communication is conducted.
[0044] In still another embodiment of the invention, the quick paging channel and the full paging channel are combined
on to the same code channel. That is, the quick paging channel and the full paging channel are modulated with the same
Walsh code. Within the same code channel the quick paging channel and the full paging channel are logically distinguished
by a predetermined time division scheme. For example, during some 80 ms slots quick paging messages are transmitted,
while during other 80 ms slots full paging channel messages are transmitted in accordance with a predetermined slot
allocation scheme. This implementation simplifies the receive and transmit processing somewhat by only requiring
modulation and demodulation of a single code channel, but would require more significant modification to the existing
IS-95 standard and therefore provides less compatibility with existing IS-95 compliant wireless communication systems.
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[0045] As should be apparent from the description provided above, by paging using a quick page message with a
minimal number of bits, and which is transmitted over a minimally encoded channel, the present invention allows a
wireless terminal to consume less power when monitoring for page messages during standby mode. Consuming less
power in standby mode allows a wireless terminal to operate longer on a given battery, and therefore extends the standby
time of that wireless terminal. Since wireless terminals are typically used in mobile telecommunications, it is often
necessary to go extended periods of time without recharging or replacing the battery of the wireless terminal. Thus, in
order to provide increased convenience, and to reduce the likelihood of missing page messages due to battery depletion,
extending the standby time for a given battery size is highly desirable.
[0046] Additionally, since quick page messages are transmitted within a highly reduced period of time, monitoring for
quick page message can be performed during active mode when a phone call or other communication is being processed
in addition to standby mode. Such monitoring can be performed by briefly suspending processing of the traffic channel
to allow processing of the quick paging channel during the quick paging slot. Since the quick paging slot is on the order
of 5 ms, any lost data will typically not be missed or detected, and can often be recovered using the forward error
correction (FEC) encoding. Once the quick page message is received, the full paging message may be received by
further suspending processing of the traffic channel by transmission of a signaling message to the base station controller,
followed by processing of the full paging channel. Thus, the ability to receive paging message during active mode is
enhanced by the use of the dual event paging scheme described herein.
[0047] Thus, a dual channel method and system for paging cellular telephones and other wireless terminals that
reduces standby power consumption has been described. The previous description of the preferred embodiments is
provided to enable any person skilled in the art to make or use the present invention. The various modifications to these
embodiments will be readily apparent to those skilled in the art, and the generic principles defined herein may be applied
to other embodiments without the use of the inventive faculty. Thus, the present invention is to be accorded the widest
scope consistent with the principles and novel features disclosed by the appended claims.

Claims

1. An apparatus in a base station (12) for paging a wireless terminal (10) in a wireless communication system comprising:

means for transmitting a quick page message to the wireless terminal (10) via a first channel, said quick page
message notifying the wireless terminal (10) to begin monitoring a second channel for a full page message;
means for transmitting said full page message to the wireless terminal (10) via said second channel;
wherein a means for processing said second channel involves more processing than said first channel, wherein
said means for processing includes means for encoding (60), means for interleaving (62), and means for adding
a cyclic redundancy check to said full page message;
wherein said wireless terminal (10) is a particular wireless terminal (10) included within a set of wireless terminals
(10) in said wireless communication system; wherein said quick page message is for directing said set of wireless
terminals to monitor said second channel for said full page message; wherein said quick page message contains
less data than said full page message; wherein said full page message identifies said particular wireless terminal
(10) among said set of wireless terminals;
wherein said quick page message is transmitted during a first time slot (30) assigned to the set of wireless
terminals (10);
wherein said full page message is transmitted during a second time slot (32) assigned to the set of wireless
terminals (10); wherein said second time slot (32) occurs after said first time slot (30) by a delay (34); wherein
said quick page message is comprised of a single bit of data, and
wherein the set of wireless terminals (10) assigned to said first time slot (30) changes over time by applying a
hashing function to system time to a MOBILE ID of the wireless terminal (10) to ensure that each wireless
terminal is associated with a different set of other wireless terminals (10) during each first time slot (30).

2. The apparatus as set forth in claim 1, wherein said second channel is established via direct sequence modulation.

3. The apparatus as set forth in claim 1 further comprising means for generating said quick page message before
transmitting said quick page message via said first channel; and
means for generating said full page message before transmitting said full page message via said second channel.

4. The apparatus as set forth in claim 1 further comprising:

means for direct sequence spreading said full page message; and
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means for direct sequence spreading said quick page message.

5. The apparatus as set forth in claim 1, wherein the means for encoding (60) is a convolutional encoder.

6. The apparatus as set forth in claim 1 further comprising means for receiving said quick page message during said
first time slot (30); means for activating signal processing circuitry; means for receiving said full page message
during said second time slot (32) and means for using said activated signal processing circuitry to process said full
message.

7. The apparatus as set forth in claim 6 wherein said signal processing circuitry is comprised of a means for trellis
decoding (306).

8. The apparatus as set forth in claim 6 wherein said signal processing circuitry is comprised of a means for deinter-
leaving (304).

9. The apparatus as set forth in claim 6 wherein said signal processing circuitry is comprised of a cyclical redundancy
check circuit.

10. The apparatus according to claim 1, wherein said apparatus for paging a wireless terminal (10) is a base station
controller (14), said means for encoding is a convolutional encoder (60), and said means for interleaving is a block
interleaver (62).

11. The apparatus as set forth in claim 10, wherein said second channel is established via direct sequence modulation.

12. The apparatus as set forth in claim 10 further comprising means for generating said quick page message before
transmitting said quick page message via said first channel; and
means for generating said full page message before transmitting said full page message via said second channel.

13. The apparatus as set forth in claim 10 further comprising:

means for direct sequence spreading said full page message; and
means for direct sequence spreading said quick page message.

14. The apparatus as set forth in claim 10 further comprising means for receiving said quick page message during said
first time slot (30); means for activating signal processing circuitry; means for receiving said full page message
during said second time slot (32) and means for using said activated signal processing circuitry to process said full
message.

15. The apparatus as set forth in claim 14 wherein said signal processing circuitry is comprised of a trellis decoder (306).

16. The apparatus as set forth in claim 14 wherein said signal processing circuitry is comprised of a block deinterleaver
(304).

17. The apparatus as set forth in claim 14 wherein said signal processing circuitry is comprised of a cyclical redundancy
check circuit.

Patentansprüche

1. Eine Vorrichtung in einer Basisstation (12) zum Paging bzw. Funkrufen eines Drahtlosterminals (10) in einem Draht-
loskommunikationssystem, die Folgendes aufweist:

Mittel zum Senden einer Schnellpagenachricht an das Drahtlosterminal (10) über einen ersten Kanal, wobei
die Schnellpagenachricht das Drahtlosterminal (10) davon in Kenntnis setzt, mit der Überwachung eines zweiten
Kanals auf eine Vollpagenachricht hin zu beginnen;
Mittel zum Senden der Vollpagenachricht an das Drahtlosterminal (10) über den zweiten Kanal;
wobei Mittel zum Verarbeiten des zweiten Kanals mehr Verarbeitung mit sich bringen als der erste Kanal, wobei
die Mittel zum Verarbeiten Mittel zum Codieren (60), Mittel zum Verschachteln (62) und Mittel zum Hinzufügen
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einer zyklischen Redundanzprüfung zur Vollpagenachricht aufweisen;
wobei das Drahtlosterminal (10) ein bestimmtes Drahtlosterminal (10) ist, das in einem Satz von Drahtloster-
minals (10) in dem Drahtloskommunikationssystem enthalten ist; wobei die Schnellpagenachricht dazu dient
den Satz von Drahtlosterminals anzuweisen, den zweiten Kanal auf die Vollpagenachricht hin zu überwachen;
wobei die Schnellpagenachricht weniger Daten als die Vollpagenachricht enthält, wobei die Vollpagenachricht
das bestimmte Drahtlosterminal (10) in dem Satz von Drahtlosterminals identifiziert;
wobei die Schnellpagenachricht während eines ersten Zeitschlitzes (30) gesendet wird, der dem Satz von
Drahtlosterminals (10) zugewiesen ist;
wobei die Vollpagenachricht während eines zweiten Zeitschlitzes (32) gesendet wird, der dem Satz von Draht-
losterminals (10) zugewiesen ist; wobei der zweite Zeitschlitz (32) um eine Verzögerung (34) später auftritt als
der erste Zeitschlitz (30); wobei die Schnellpagenachricht aus einem einzelnen Datenbit besteht; und
wobei der Satz der Drahtlosterminals (10), der dem ersten Zeitschlitz (30) zugeordnet ist, sich über die Zeit
hinweg verändert durch Anwenden einer Hashing-Funktion auf die Systemzeit auf eine MOBILE ID bzw. Mo-
biltelefonkennung des Drahtlosterminals (10) um sicherzustellen, dass jedes Drahtlosterminal mit einem unter-
schiedlichen Satz von anderen Drahtlosterminals (10) während jedes ersten Zeitschlitzes (30) assoziiert ist.

2. Vorrichtung nach Anspruch 1, wobei der zweite Kanal über eine Direktsequenzmodulation aufgebaut wird.

3. Vorrichtung nach Anspruch 1, die weiter Mittel zum Generieren der Schnellpagenachricht vor dem Senden der
Schnellpagenachricht über den ersten Kanal aufweist; und
Mittel zum Generieren der Vollpagenachricht vor dem Senden der Vollpagenachricht über den zweiten Kanal.

4. Vorrichtung nach Anspruch 1, die weiter Folgendes aufweist:

Mittel zum Direktsequenzspreizen der Vollpagenachricht; und
Mittel zum Direktsequenzspreizen der Schnellpagenachricht.

5. Vorrichtung nach Anspruch 1, wobei die Mittel zum Codieren (60) ein Faltungscodierer sind.

6. Vorrichtung nach Anspruch 1, die weiter Mittel zum Empfangen der Schnellpagenachricht während des ersten
Zeitschlitzes (30) aufweist; Mittel zum Aktivieren der Signalverarbeitungsschaltung; Mittel zum Empfangen der
Vollpagenachricht während des zweiten Zeitschlitzes (32) und Mittel zum Verwenden der aktivierten Signalverar-
beitungsschaltung, um die Vollnachricht zu verarbeiten.

7. Vorrichtung nach Anspruch 6, wobei die Signalverarbeitungsschaltung aus Mitteln (306) zur Trellis-Decodierung
besteht.

8. Vorrichtung nach Anspruch 6, wobei die Signalverarbeitungsschaltung aus Mitteln (304) zum Deinterleaven bzw.
Entschachteln besteht.

9. Vorrichtung nach Anspruch 6, wobei die Signalverarbeitungsschaltung aus einer zyklischen Redundanzprüfungs-
schaltung besteht.

10. Vorrichtung nach Anspruch 1, wobei die Vorrichtung zum Pagen bzw. Funkrufen eines Drahtlosterminals (10) ein
Basisstationscontroller bzw. eine Basisstationssteuervorrichtung (14) ist, wobei die Mittel zum Codieren ein Fal-
tungscodierer (60) sind und die Mittel zum Interleaven bzw. Verschachteln ein Blockinterleaver (62) sind.

11. Vorrichtung nach Anspruch 10, wobei der zweite Kanal über Direktsequenzmodulation aufgebaut ist.

12. Vorrichtung nach Anspruch 10, die weiter Mittel zum Generieren der Schnellpagenachricht vor dem Senden der
Schnellpagenachricht über den ersten Kanal aufweist; und
Mittel zum Generieren der Vollpagenachricht vor dem Senden der Vollpagenachricht über den zweiten Kanal.

13. Vorrichtung nach Anspruch 10, die weiter Folgendes aufweist:

Mittel zum Direktsequenzspreizen der Vollpagenachricht; und
Mittel zum Direktsequenzspreizen der Schnellpagenachricht.
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14. Vorrichtung nach Anspruch 10, die weiter Mittel zum Empfangen der Schnellpagenachricht während des ersten
Zeitschlitzes (30) aufweist; Mittel zum Aktivieren der Signalverarbeitungsschaltung; Mittel zum Empfangen der
Vollpagenachricht während des zweiten Zeitschlitzes (32) und Mittel zum Verwenden der aktivierten Signalverar-
beitungsschaltung, um die Vollpagenachricht zu verarbeiten.

15. Vorrichtung nach Anspruch 14, wobei die Signalverarbeitungsschaltung aus einem Trellis-Decodierer (306) besteht.

16. Vorrichtung nach Anspruch 14, wobei die Signalverarbeitungsschaltung aus einem Block-Deinterleaver (304) be-
steht.

17. Vorrichtung nach Anspruch 14, wobei die Signalverarbeitungsschaltung aus einer zyklischen Redundanzprüfungs-
schaltung besteht.

Revendications

1. Dispositif dans une station de base (12) pour téléavertir un terminal sans fil (10) dans un système de communication
sans fil, comprenant :

des moyens pour émettre un message de téléavertissement rapide vers le terminal sans fil (10) par l’intermédiaire
d’un premier canal, le message de téléavertissement rapide notifiant au terminal sans fil (10) de commencer à
surveiller un deuxième canal pour un message de téléavertissement complet ;
des moyens pour émettre le message de téléavertissement complet vers le terminal sans fil (10) par l’intermé-
diaire du deuxième canal ;
dans lequel des moyens de traitement du deuxième canal impliquent plus de traitement que le premier canal,
dans lequel les moyens de traitement comprennent des moyens de codage (60), des moyens d’entrelacement
(62) et des moyens d’ajout d’une vérification de redondance cyclique au message de téléavertissement complet ;
dans lequel le terminal sans fil (10) est un terminal sans fil particulier (10) inclus dans un ensemble de terminaux
sans fil (10) dans le système de communication sans fil ; dans lequel le message de téléavertissement rapide
est destiné à donner instruction à l’ensemble de terminaux sans fil de surveiller le deuxième canal pour le
message de téléavertissement complet ; dans lequel le message de téléavertissement rapide contient moins
de données que le message de téléavertissement complet ; dans lequel le message de téléavertissement
complet identifie le terminal sans fil (10) particulier parmi l’ensemble de terminaux sans fil ;
dans lequel le message de téléavertissement rapide est émis pendant un premier créneau temporel (30) affecté
à l’ensemble de terminaux sans fil (10) ;
dans lequel le message de téléavertissement complet est émis pendant un deuxième créneau temporel (32)
affecté à l’ensemble de terminaux sans fil (10) ; dans lequel le deuxième créneau temporel (32) est situé après
le premier créneau temporel (30) avec un retard (34) ; dans lequel le message de téléavertissement rapide est
constitué d’un seul bit de données, et
dans lequel l’ensemble de terminaux sans fil (10) affecté au premier créneau temporel (30) change dans le
temps en appliquant une fonction de hachage du temps système à un identificateur de mobile MOBILE ID du
terminal sans fil (10) pour garantir que chaque terminal sans fil est associé à un ensemble différent d’autres
terminaux sans fil (10) pendant chaque premier créneau temporel (30).

2. Dispositif selon la revendication 1, dans lequel le deuxième canal est établi par l’intermédiaire d’une modulation à
séquence directe.

3. Dispositif selon la revendication 1, comprenant en outre des moyens pour générer le message de téléavertissement
rapide avant l’émission du message de téléavertissement rapide par l’intermédiaire du premier canal ; et
des moyens pour générer le message de téléavertissement complet avant l’émission du message de téléavertis-
sement complet par l’intermédiaire du deuxième canal.

4. Dispositif selon la revendication 1, comprenant en outre :

des moyens pour étaler en séquence directe le message de téléavertissement complet ; et
des moyens pour étaler en séquence directe le message de téléavertissement rapide.

5. Dispositif selon la revendication 1, dans lequel les moyens de codage (60) sont un codeur par convolution.



EP 2 101 537 B1

12

5

10

15

20

25

30

35

40

45

50

55

6. Dispositif selon la revendication 1, comprenant en outre des moyens pour recevoir le message de téléavertissement
rapide pendant le premier créneau temporel (30) ; des moyens pour activer un circuit de traitement de signal ; des
moyens pour recevoir le message de téléavertissement complet pendant le deuxième créneau temporel (32) et des
moyens pour utiliser le circuit de traitement de signal activé pour traiter le message complet.

7. Dispositif selon la revendication 6, dans lequel le circuit de traitement de signal comprend des moyens de décodage
en treillis (306).

8. Dispositif selon la revendication 6, dans lequel le circuit de traitement de signal comprend des moyens de désen-
trelacement (304).

9. Dispositif selon la revendication 6, dans lequel le circuit de traitement de signal comprend un circuit de vérification
de redondance cyclique.

10. Dispositif selon la revendication 1, dans lequel le dispositif destiné à téléavertir un terminal sans fil (10) est un
contrôleur de stations de base (14), les moyens de codage sont un codeur par convolution (60) et les moyens
d’entrelacement sont un entrelaceur de bloc (62).

11. Dispositif selon la revendication 10, dans lequel le deuxième canal est établi par l’intermédiaire d’une modulation
à séquence directe.

12. Dispositif selon la revendication 10, comprenant en outre des moyens pour générer le message de téléavertissement
rapide avant l’émission du message de téléavertissement rapide par l’intermédiaire du premier canal ; et
des moyens pour générer le message de téléavertissement complet avant l’émission du message de téléavertis-
sement complet par l’intermédiaire du deuxième canal.

13. Dispositif selon la revendication 10, comprenant en outre:

des moyens pour étaler en séquence directe le message de téléavertissement complet ; et
des moyens pour étaler en séquence directe le message de téléavertissement rapide.

14. Dispositif selon la revendication 10, comprenant en outre des moyens pour recevoir le message de téléavertissement
rapide pendant le premier créneau temporel (30) ; des moyens pour activer un circuit de traitement de signal ; des
moyens pour recevoir le message de téléavertissement complet pendant le deuxième créneau temporel (32) et des
moyens pour utiliser le circuit de traitement de signal activé pour traiter le message complet.

15. Dispositif selon la revendication 14, dans lequel le circuit de traitement de signal comprend un décodeur en treillis
(306).

16. Dispositif selon la revendication 14, dans lequel le circuit de traitement de signal comprend un désentrelaceur de
bloc (304).

17. Dispositif selon la revendication 14, dans lequel le circuit de traitement de signal comprend un circuit de vérification
de redondance cyclique.
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