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Description

[0001] The subject matter disclosed herein relates to
gasifiers and, more particularly, to systems and methods
for the design of quench rings for gasifiers.
[0002] Gasifiers convert carbonaceous materials into
a mixture of carbon monoxide and hydrogen, referred to
as synthesis gas or syngas. For example, an integrated
gasification combined cycle (IGCC) power plant includes
one or more gasifiers that react a feedstock at a high
temperature with oxygen and/or steam to produce syn-
gas. Upon gasification, the resulting syngas may include
less desirable components, such as ash. Accordingly,
the syngas may be directed through a quench unit to cool
the syngas to a saturation temperature and remove the
less desirable components as a slag. However, the
lifespan of certain components of the quench unit may
be affected by exposure to the syngas and/or slag, which
may reduce the efficiency and/or operating range of the
gasifier.
[0003] US-A-2005/132647 concerns a refractory ar-
mored quench ring in combination with a reactor vessel
having a refractory lined reaction chamber with a floor
and a bottom outlet to a quench chamber. The quench
ring is protected by a protective barrier having a metal
apron support. The protective barrier is removably at-
tached to a portion of the quench ring hotface and pro-
tects the quench ring from the high temperature of the
effluent exiting the reaction chamber.
[0004] US-A-2003/140558 concerns a refractory pro-
tected, replaceable insert for a gasifier including a re-
placeable floor edge insert that is formed with a mating
profile complementary to a mating profile of the gasifier
floor. The replaceable floor edge insert is protected by a
ring-like arrangement of hanging refractory bricks that
each include an appendage that covers a portion of the
inner radial edge of the insert and an upper surface of
an underlying quench ring.
[0005] Certain embodiments commensurate in scope
with the originally claimed invention are summarized be-
low. These embodiments are not intended to limit the
scope of the claimed invention, but rather these embod-
iments are intended only to provide a brief summary of
possible forms of the invention. Indeed, the invention may
encompass a variety of forms that may be similar to or
different from the embodiments set forth below.
[0006] The present invention provides a system as de-
fined in appended in claim 1.
[0007] Various features, aspects, and advantages of
the present invention will become better understood
when the following detailed description is read with ref-
erence to the accompanying drawings in which like char-
acters represent like parts throughout the drawings,
wherein:

FIG. 1 is a schematic diagram of an exemplary em-
bodiment of a gasifier incorporating a quench ring
protection system;

FIG. 2 is a partial schematic view of a gasifier incor-
porating a quench ring protection system according
to an embodiment;

FIG. 3 is a partial axial cross-sectional view of an
embodiment of a gasifier incorporating a quench ring
protection system taken within line 3-3 of FIG. 2;

FIG. 4 is a partial axial cross-sectional view of an
embodiment of a gasifier incorporating a quench ring
protection system taken within line 3-3 of FIG. 2;

FIG. 5 is a partial axial cross-sectional view of an
embodiment of a gasifier incorporating a quench ring
protection system taken within line 3-3 of FIG. 2;

FIG. 6 is a radial cross-sectional view of an embod-
iment of a quench ring protected by a quench ring
protection system taken along line 6-6 of FIG. 5;

FIG. 7 is a top view of an embodiment of a quench
ring that may be used with a quench ring protection
system;

FIG. 8 is a radial cross-sectional view of floor plates
that may be used with a quench ring protection sys-
tem according to an embodiment; and

FIG. 9 is a partial cross-sectional view of a quench
ring protection system according to an embodiment.

[0008] One or more specific embodiments of the
present invention will be described below. In an effort to
provide a concise description of these embodiments, all
features of an actual implementation may not be de-
scribed in the specification. It should be appreciated that
in the development of any such actual implementation,
as in any engineering or design project, numerous im-
plementation-specific decisions must be made to
achieve the developers’ specific goals, such as compli-
ance with system-related and business-related con-
straints, which may vary from one implementation to an-
other. Moreover, it should be appreciated that such a
development effort might be complex and time consum-
ing, but would nevertheless be a routine undertaking of
design, fabrication, and manufacture for those of ordinary
skill having the benefit of this disclosure.
[0009] When introducing elements of various embod-
iments of the present invention, the articles "a," "an,"
"the," and "said" are intended to mean that there are one
or more of the elements. The terms "comprising," "includ-
ing," and "having" are intended to be inclusive and mean
that there may be additional elements other than the list-
ed elements.
[0010] As discussed in detail below, the disclosed em-
bodiments include gasifier systems that include a reac-
tion chamber that is configured to convert a feedstock
into a synthetic gas, a quench chamber that is configured

1 2 



EP 2 447 341 B1

3

5

10

15

20

25

30

35

40

45

50

55

to cool the synthetic gas, and a quench ring that is con-
figured to provide a water flow to the quench chamber.
The synthetic gas passing from the reaction chamber to
the quench chamber may be at a high temperature, which
may affect certain components of the quench ring. Thus,
in certain embodiments, the gasifier includes a quench
ring protection system that is configured to protect the
quench ring from the synthetic gas and/or molten slag
that may be produced in the reaction chamber. The syn-
thetic gas and molten slag may collectively be referred
to as hot products of gasification. In some embodiments,
an inner circumferential surface of the quench ring may
be exposed to the synthetic gas and/or molten slag. Thus,
the quench ring protection system may include a protec-
tive barrier (e.g., a thermal, chemical, or refractory bar-
rier), that is disposed within the inner circumferential sur-
face of the quench ring. As discussed in detail below, the
protective barrier of the quench ring protection system
may be configured differently or be made from different
materials in various embodiments. For example, the pro-
tective barrier may substantially or completely overlap
the inner circumferential surface of the quench ring in an
axial direction along an axis of the quench ring. By sub-
stantially overlapping the inner circumferential surface,
the protective barrier may protect the quench ring from
the effects of the synthetic gas and/or molten slag. By
protecting the quench ring, the quench ring protection
system may reduce the frequency of gasifier mainte-
nance and thus, expand the operability of the gasifier. In
further embodiments, a method may include gasifying a
feedstock in the reaction chamber to generate the syn-
thetic gas, quenching the synthetic gas in the quench
chamber to cool the synthetic gas, and protecting the
quench ring with a protective barrier (e.g., a thermal,
chemical, or refractory barrier), that substantially or com-
pletely overlaps the inner circumferential surface of the
quench ring.
[0011] FIG. 1 is a schematic diagram of an exemplary
embodiment of a gasifier 10, which may include a quench
ring protection system 11. The gasifier 10 may be divided
into a reaction chamber 12 and a quench chamber 14.
In other embodiments, a synthetic gas cooler may be
disposed between the reaction chamber 12 and the
quench chamber 14. A protective barrier 16 may define
the reaction chamber 12. The protective barrier 16 may
act as a physical barrier, a thermal barrier, a chemical
barrier, or any combination thereof. Examples of mate-
rials that may be used for the protective barrier 16 include,
but are not limited to, refractory materials, refractory met-
als, non-metallic materials, clays, ceramics, cermets,
and oxides of aluminum, silicon, magnesium, and calci-
um. In addition, the materials used for the protective bar-
rier 16 may be bricks, castable, coatings, or any combi-
nation thereof. A feedstock 4, along with oxygen 6 and
an optional moderator 8, such as steam, may be intro-
duced through one or more inlets into the reaction cham-
ber 12 of the gasifier 10 to be converted into a raw or
untreated synthetic gas, e.g., a combination of carbon

monoxide and hydrogen, which may also include slag
and other contaminants. In certain embodiments, air or
oxygen-enhanced air may be used instead of the oxygen
6. The untreated synthesis gas may also be described
as untreated gas. The conversion in the gasifier 10 may
be accomplished by subjecting the feedstock to steam
and oxygen at elevated pressures, e.g., from approxi-
mately 20 bar to 100 bar, or 30 to 85 bar, and tempera-
tures, e.g., approximately 1100 degrees C to 1450 de-
grees C, depending on the type of gasifier 10 utilized.
Under these conditions, the slag is in the molten state
and is referred to as molten slag. In other embodiments,
the molten slag may not be entirely in the molten state.
For example, the molten slag may include solid (non-
molten) particles suspended in molten slag.
[0012] The high-pressure, high-temperature untreated
synthetic gas from the reaction chamber 12 may enter a
quench chamber 14 through a bottom end 18 of the pro-
tective barrier 16, as illustrated by arrow 20. In other em-
bodiments, the untreated synthetic gas passes through
the syngas cooler before entering the quench chamber
14. In general, the quench chamber 14 may be used to
reduce the temperature of the untreated synthetic gas.
In certain embodiments, a quench ring 22 may be located
proximate to the bottom end 18 of the protective barrier
16. The quench ring 22 is configured to provide quench
water to the quench chamber 14. In certain embodi-
ments, the configuration of the protective barrier 16 may
protect the quench ring 22 from the synthetic gas and/or
molten slag, and thus, the protective barrier 16 may con-
stitute part of the quench ring protection system 11. As
illustrated, quench water 23 from a gas scrubber unit 33
may be received through a quench water inlet 24 into the
quench chamber 14. In general, the quench water 23
may flow through the quench ring 22 and down a dip tube
26 into a quench chamber sump 28. As such, the quench
water 23 may cool the untreated synthetic gas, which
may subsequently exit the quench chamber 14 through
a synthetic gas outlet 30 after being cooled, as illustrated
by arrow 32. In other embodiments, a coaxial draft tube
may surround the dip tube 26 to create an annular pas-
sage through which the untreated synthetic gas may rise.
In further embodiments, a spray quench system may be
used to help cool the untreated synthetic gas. The syn-
thetic gas outlet 30 may generally be located separate
from and above the quench chamber sump 28 and may
be used to transfer the untreated synthetic gas and any
water to the gas scrubber unit for treatment, as indicated
by block 33. For example, the gas scrubber unit 33 may
remove fine solid particles and other contaminants. In
addition, the gas scrubber 33 unit may remove entrained
water from the untreated synthetic gas, which may then
be used as quench water within the quench chamber 14
of the gasifier 10. The treated synthetic gas from the gas
scrubber unit 33 may ultimately be directed to a chemical
process or a combustor of a gas turbine engine, for ex-
ample.
[0013] FIG. 2 is a partial schematic view of the gasifier
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10 incorporating an embodiment of the quench ring pro-
tection system 11. Elements in FIG. 2 in common with
those shown in FIG. 1 are labeled with the same refer-
ence numerals. The gasifier 10 includes an outer vessel
or shell 50 having a top neck portion 52, a gasification
section 54, and a floor section 56. The floor section 56
may also be referred to as a transition section between
the reaction chamber 12 and the quench chamber 14.
An opening 58 in the floor section 56, also referred to as
a throat opening or gasifier throat, leads to the quench
chamber 14 of the gasifier 10. A portion of the floor section
56 may be in the form of a frustum of an upside down
conical shell. Specifically, the floor section 56 may in-
clude a conical floor section 60, or conical floor or conical
refractory section, formed of substantially the same metal
used to form the gasifier shell 50, such as steel. The
conical floor section 60 may be coupled to a generally
horizontal portion 62, which in turn may be coupled to a
removable floor plate 64 (e.g., removable ring-shaped
floor plate), which may be omitted in certain embodi-
ments. The removable floor plate 64 may be used to sup-
port and/or provide access to the quench ring 22, as de-
scribed in detail below. In other words, the quench ring
22 may be coupled to the removable floor plate 64. The
horizontal portion 62 may serve as a transition between
the conical floor section 60 and the removable floor plate
64. In certain embodiments, a replaceable insert 66 may
be coupled to the removable floor plate section 64. The
location of the replaceable insert 66 near the opening 58
may be more susceptible to the effects of the synthetic
gas and/or molten slag. Thus, the inclusion of the re-
placeable insert 66 in some embodiments enables the
replaceable insert 66 to be replaced separately from the
rest of the floor section 56.
[0014] In certain embodiments, a refractory lining 68,
which is part of the protective barrier 16, may be formed
from a ceramic material, for example, and overlay the
conical floor section 60, the horizontal floor portion 62,
the removable floor plate 64, and/or the replaceable in-
sert 66. The refractory lining 68 is generally annular
shaped, and may include conical shaped portions and
cylindrical shaped portions. Other materials that may be
used for the refractory lining 68 include those listed above
for the protective barrier 16. The refractory lining 68 also
extends upwardly along an inside surface of the gasifier
shell 50. The refractory lining 68 protects the steel shell
50 and the floor section 56 from the extreme temperature
conditions and thermal-chemical degradation that can
occur to steel during gasification. In some embodiments,
the refractory lining 68 includes refractory bricks, or hot-
face bricks, having a hotface surface 70 that is directly
exposed to the environment in the gasification section
54 of the gasifier 10, where gasification occurs. In further
embodiments, a throat refractory 72, which is also part
of the protective barrier 16, may be provided at the open-
ing 58. The throat refractory 72 is generally annular
shaped, and may include conical shaped portions and
cylindrical shaped portions. In certain embodiments, the

throat refractory 72 may be made of a different material
or the same material as the refractory lining 68. The throat
refractory 72 may also wear faster than the refractory
lining 68. Thus, the throat refractory 72 may need periodic
replacement, while major sections of the refractory lining
68 elsewhere in the gasifier 10 may remain in place for
continued usage. The throat refractory 72 may also in-
clude refractory bricks 73, as illustrated in FIG 2. The
refractory bricks 73 of the refractory lining 68 and/or the
throat refractory 72 may have a generally rectangular
cross section, a wedge-shaped cross-section, or another
cross-sectional shape. These bricks are arranged cir-
cumferentially about the interior of the gasifier 10 to de-
fine an annular array of bricks. In addition, the throat re-
fractory 72 may be attached to the refractory lining 68 at
an interface 74. Various methods, such as, but not limited
to, anchors, cements, adhesives, fasteners, interlocking
joints, and so forth, may be used at the interface 74 to
couple the throat refractory 72 to the refractory lining 68.
Further, the throat refractory 72 may be configured to
incorporate an overlapping drip edge 76, which may help
to locate dripping molten slag away from the quench ring
22. The overlapping drip edge 76 may be at least part of
the quench ring protection system 11.
[0015] In certain embodiments, the quench ring 22 is
joined to the undersurface of the removable floor plate
64 and the replaceable insert 66. The quench ring 22
includes a water cooling system, which may help to lower
a temperature of the overlying floor plate 64 and/or the
replaceable insert 68. Thus, the quench ring 22 may help
to retard metal wastage of the floor plate 64 and/or the
replaceable insert 68 caused by thermal and thermal-
chemical conditions inside the gasifier 10. As described
in detail below, the quench ring protection system 11 may
help prevent thermal and thermal-chemical damage, as
well as slag damage, to the quench ring 22.
[0016] In the illustrated embodiment, the quench ring
22 includes an outer annular segment 78 and an inner
annular segment 80. The inner annular segment 80 faces
the synthetic gas passing through the opening 58 and is
more likely to be affected by the synthetic gas than the
outer annular segment 78. Thus, the configuration of the
quench ring 22 with the inner and outer annular segments
78 and 80 enables the inner annual segment 80 to be
replaced separately from the rest of the quench ring 22.
In the illustrated embodiment, the outer annular segment
78 contains the quench water, which flows over the dip
tube 26. The inner annular segment 80 may include a
ledge 82, which has a radial inward ledge portion 81 and
a radial outward ledge portion 83. In the illustrated em-
bodiment, the radial inward ledge portion 81 is configured
to help support a quench ring refractory material 84 (e.g.,
annular protective barrier), which may be made from a
material similar to the refractory lining 68 and/or throat
refractory 72. For example, the quench ring refractory
material 84 may be made from refractory materials, re-
fractory metals, non-metallic materials, clays, ceramics,
cermets, and oxides of aluminum, silicon, magnesium,
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and calcium. In certain embodiments, the quench ring
refractory material 84 may be part of the throat refractory
72 and may be configured as refractory bricks 73. In the
illustrated embodiment, the quench ring refractory mate-
rial 84 directly contacts an inner circumferential surface
86 of the inner annular segment 80. In other words, the
quench ring refractory material 84 is disposed within the
inner circumferential surface 86. In the illustrated embod-
iment, the quench ring refractory material 84 completely
overlaps the inner circumferential surface 86 in the axial
direction along an axis 88 of the quench ring 22, thereby
protecting the quench ring 22 from the synthetic gas
and/or molten slag. Thus, the quench ring refractory ma-
terial 84 defines a protective barrier for the quench ring
22 in the radial direction relative to the axis 88. Complete
overlap may refer to approximately 100% overlap. Spe-
cifically, the quench ring refractory material 84 may pro-
vide thermal insulation and/or protection against molten
slag for the inner circumferential surface 86. In addition,
the quench ring refractory material 84 may result in a
uniform and lower temperature profile of the inner cir-
cumferential surface 86, which may reduce the possibility
of corrosion and/or cracking caused by creep or thermal
fatigue that occurs at high temperatures. In other embod-
iments, the quench ring refractory material 84 may only
substantially overlap the inner circumferential surface 86.
In other words, the quench ring refractory material 84
may overlap greater than approximately 50 percent, 60
percent, 70 percent, 80 percent, or 90 percent of the inner
circumferential surface 86. Thus, the quench ring refrac-
tory material 84 constitutes at least part of the quench
ring protection system 11 of the embodiment illustrated
in FIG. 2, which may help to reduce the frequency of
quench ring 22 and/or floor plate 64 maintenance.
[0017] FIG. 3 is a partial axial cross-sectional view of
the gasifier 10, illustrating an embodiment of the quench
ring protection system 11. Elements in FIG. 3 in common
with those shown in FIG. 2 are labeled with the same
reference numerals. In the illustrated embodiment, the
inner ring 66 is omitted, which reduces the movement of
the floor section 56 and enhances the stability of the re-
fractory lining 68. Instead, the quench ring 22 is support-
ed entirely from the floor plate 64. Further, in certain em-
bodiments, the inner annular segment 80 of the quench
ring 22 does not include the radial inward ledge portion
81, which avoids the possible overheating of the ledge
portion 81 and accompanying loss of support functional-
ity. Thus, the quench ring refractory material 84, which
constitutes at least part of the quench ring protection sys-
tem 11 of the illustrated embodiment, is coupled directly
to the inner circumferential surface 86. For example, the
inner circumferential surface 86 may include anchors to
enable the quench ring refractory material 84 to be cou-
pled to the inner annular segment 80. In other embodi-
ments, suitable methods, such as cements, adhesives,
fasteners, interlocking joints, and so forth, may be used
to attach the quench ring refractory material 84 to the
inner annular segment 80. In further embodiments, the

inner circumferential surface 86 may be tapered or con-
ical, thereby creating a wedge to keep the quench ring
refractory material 84 in place. In addition, a portion of
the quench ring refractory material 84 may be coupled
to the floor plate 64. Other aspects of the quench ring
protection system 11 of FIG. 3 are similar to those de-
scribed in detail above. For example, the quench ring
refractory material 84 (e.g., annular protective barrier),
which constitutes part of the quench ring protection sys-
tem 11, completely overlaps the inner circumferential sur-
face 86 in the axial direction along the axis 88. Thus, the
quench ring refractory material 84 defines a protective
barrier for the quench ring 22 in the radial direction rela-
tive to the axis 88. In other embodiments, the quench
ring refractory material 84 may only substantially overlap
the inner circumferential surface 86. In other words, the
quench ring refractory material 84 may overlap greater
than approximately 50 percent, 60 percent, 70 percent,
80 percent, or 90 percent of the inner circumferential sur-
face 86.
[0018] FIG. 4 is a partial axial cross-sectional view of
the gasifier 10, illustrating an embodiment of the quench
ring protection system 11. Elements in FIG. 4 in common
with those shown in FIG. 2 are labeled with the same
reference numerals. In the illustrated embodiment, both
the removable floor plate 64 and the inner ring 66 are
omitted. Instead, the quench ring 22 is supported entirely
from the horizontal floor portion 62. In addition, the
quench ring 22 is configured differently from the embod-
iments described above. Specifically, in the illustrated
embodiment, the inner circumferential surface 86 has a
curved shape 87, such as a C-shape, rather than the
generally flat faces of the embodiments described above.
Further, the horizontal floor portion 62 includes a shelf
extension 110, which may be an annular extension ex-
tending axially along a portion of the quench ring 22. The
shelf extension 110 also may facilitate installation of the
throat refractory 72 (e.g., annular protective barrier),
which constitutes at least part of the quench ring protec-
tion system 11 of the illustrated embodiment. Specifically,
in certain embodiments, the shelf extension 110 may in-
clude anchors to help couple the throat refractory 72 to
the horizontal floor portion 62 and the refractory lining
68. Because of the shelf extension 110, the throat refrac-
tory 72 is not in direct contact with the inner circumfer-
ential surface 86. Thus, a gap 112 exists between the
inner annular segment 86 and throat refractory 72. In
other words, the throat refractory 72 is radially offset by
the gap 112 from the inner circumferential surface 86.
However, the throat refractory 72 is still configured to
substantially block the inner circumferential surface 86
in a radial direction relative to the axis 88 of the quench
ring 22. In other words, the throat refractory 72 completely
overlaps the quench ring 22, in the axial direction along
the axis 88, thereby protecting the quench ring 22 from
the synthetic gas and/or molten slag. In other embodi-
ments, the quench ring refractory material 84 may only
substantially overlap the inner circumferential surface 86.
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In other words, the quench ring refractory material 84
may overlap greater than approximately 50 percent, 60
percent, 70 percent, 80 percent, or 90 percent of the inner
circumferential surface 86. Other aspects of the quench
ring protection system 11 of FIG. 4 are similar to those
described in detail above.
[0019] FIG. 5 is a partial axial cross-sectional view of
the gasifier 10, illustrating an embodiment of the quench
ring protection system 11. Elements in FIG. 5 in common
with those shown in FIG. 2 are labeled with the same
reference numerals. In the illustrated embodiment, the
horizontal floor portion 62 supports a portion of the throat
refractory 72. The horizontal floor portion 62 extends ra-
dially inward toward the axis beyond the interface 74,
thereby defining support for the throat refractory 72 in
the axial direction along the axis 88. Thus, the shelf ex-
tension 110 may be omitted. A portion 118 of the throat
refractory 72 (e.g., annular protective barrier), which con-
stitutes part of the quench ring protection system 11,
overhangs the horizontal floor portion 62 and completely
overlaps the quench ring 22 in the axial direction along
the axis 88. Thus, the throat refractory 72 defines a pro-
tective barrier for the quench ring 22 in the radial direction
relative to the axis 88. In other embodiments, the throat
refractory 72 may only substantially overlap the inner cir-
cumferential surface 86. In other words, the throat refrac-
tory 72 may overlap greater than approximately 50 per-
cent, 60 percent, 70 percent, 80 percent, or 90 percent
of the inner circumferential surface 86. In certain embod-
iments, a protective coating 120, which may constitute
part of the quench ring protection system 11, may further
protect the inner circumferential surface 86 of the quench
ring 22. The coating 120 may act as a physical barrier,
a thermal barrier, a chemical barrier, or any combination
thereof. Examples of materials that may be used for the
coating 120 include, but are not limited to, a refractory
material, refractory metals, non-metallic materials, clays,
ceramics, cermets, and oxides of aluminum, silicon, mag-
nesium, and calcium. The specific material, thickness,
and/or configuration of the coating 120 may be selected
based on the conditions of a particular application. Fur-
ther, the radial offset 112 between the inner circumfer-
ential surface 86 of the quench ring 22 and the overhang-
ing portion 118 of the throat refractory 72 may create a
recirculation zone 122, or recirculation region, which may
constitute another part of the quench ring protection sys-
tem 11. Specifically, the synthetic gas may circulate up-
ward along the dip tube 26 toward the zone 122 between
the quench ring 22 and the throat refractory 72, such that
the synthetic gas is cooled by water flowing along the dip
tube 26 before reaching the zone 122. Upon reaching
the zone 122, the cooled synthetic gas recirculates in the
zone 122 to help cool the quench ring 22. Thus, the com-
bination of the throat refractory 72, the coating 120, and
the recirculation zone 122 may constitute at least part of
the quench ring protection system 11.
[0020] FIG. 6 is a radial cross-sectional view of an em-
bodiment of the quench ring protective system 11 along

the line labeled 6-6 in FIG. 5. Correspondingly, the axial
cross-sectional view of FIG. 5 is indicated along the line
labeled 5-5 in FIG. 6. Elements in FIG. 6 in common with
those shown in FIG. 2 are labeled with the same refer-
ence numerals. In the illustrated embodiment, the inner
annular surface 86 of the quench ring system 22 faces
the recirculation zone 122. Further, the throat refractory
72 is adjacent to the recirculation zone 122, and the open-
ing 58 is near the center of the throat refractory 72. In
certain embodiments, two tangential inlet nozzles 140
are coupled to the quench ring 22 and are separated by
approximately 180 degrees. Other embodiments may in-
clude any number (e.g., 1 to 20 or more) of tangential
inlet nozzles 140, spaced evenly or irregularly apart from
one another. The tangential inlet nozzles 140 help the
incoming water to the quench ring 22 to flow in a swirling
motion about the axis 88, as indicated by arrows 142,
through an annular interior 144 of the quench ring 22.
Such a rotational path of the water within the annular
interior 144 of the quench ring 22 may help to cool the
surfaces of the quench ring 22 evenly. In addition, the
swirling water may help to cool other components of the
quench ring protection system 11. Further, the swirling
motion 142 of the water through the annular interior 144
of the quench ring 22 may continue after the water exits
the quench ring 22, for example, along a surface of the
dip tube 26. In other embodiments, the nozzles 140 are
not arranged tangentially. For example, the nozzles 140
may be arranged radially and the water flowing through
the annular interior 144 may follow a radial path from an
outer edge of the quench ring 22 toward the inner annular
surface 86. Other configurations of the nozzles 140 are
possible. For example, the nozzles 140 may be located
below the quench ring 22 and direct the water in an up-
ward manner. Because the nozzles 140 may help to pro-
tect the quench ring 22, the nozzles 140 may constitute
part of the quench ring protection system 11.
[0021] Further, the quench ring 22 is divided into arcu-
ate ring segments 145 along connections 146, which may
be coupled together via welds, flanges, bolts, interfer-
ence fits, or other couplings, as illustrated in FIG. 6. The
arcuate ring segments 145 are spaced circumferentially
about the axis 88 of the quench ring 22. Moreover, the
connections 146 may be spaced evenly or irregularly
apart from one another. In addition, the connections 146
may facilitate installation or removal of the quench ring
22 from the gasifier 10. For example, the assembled
quench ring 22 may be too large to pass through a main-
tenance opening of the gasifier 10. Using the connections
146, individual segments of the quench ring 22 may be
passed through the maintenance opening of the gasifier
10 and assembled or disassembled inside the gasifier
10. In addition, the connections 146 enable select por-
tions of the quench ring 22 to be removed for mainte-
nance, while other portions of the quench ring 22 may
remain in place. Finally, the number of connections 146
provided in the quench ring 22 may be based in part on
the size of the maintenance opening of the gasifier 10.
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[0022] FIG. 7 is a top view of an embodiment of the
quench ring 22. Elements in FIG. 7 in common with those
shown in FIG. 2 are labeled with the same reference nu-
merals. In the illustrated embodiment, the quench ring
22 includes one or more radial slots 160 disposed along
the inner circumferential surface 86. The radial slots 160
may be spaced evenly or irregularly apart from one an-
other, circumferentially about the axis 88 along the sur-
face 86. In addition, in various embodiments, the radial
slots 160 may be provided on an axial upper surface, an
axial lower surface, or both the axial upper and lower
surfaces of the quench ring 22. In further embodiments,
the radials slots 160 may overlap with one another. Thus,
the radial slots 160 may extend partially or completely
through the quench ring 22 in the axial direction along
the axis 88. The radial slots 160 may help the quench
ring 22 to respond to thermal stress and/or strain caused
by temperature fluctuations within the gasifier 10. In other
words, the radial slots 160 may enable the quench ring
22 to expand or contract in response to temperature fluc-
tuations without creating excessive thermal stress and/or
strain. Without the radial slots 160, the lifespan of the
quench ring 22 may be affected by the unrelieved thermal
stress and/or strain, which may lead to the formation of
low cycle fatigue cracks. Because the radial slots 160
may help to protect the quench ring 22, the radial slots
160 may constitute part of the quench ring protection
system 11. In the illustrated embodiment, the radial slots
160 do not extend all the way through the quench ring
22 in the radial direction relative to the axis 88. Instead,
the radial slots 160 may extend only as far as a circle
162 indicated by a dashed line in FIG. 7. Thus, the radial
slots 160 may be provided where the thermal stress
and/or strain may be the greatest, namely near the inner
circumferential surface 86.
[0023] FIG. 8 is a radial cross-sectional view of the
gasifier 10 along the line labeled 8-8 in FIG. 3. Corre-
spondingly, the axial cross-section of FIG. 3 is indicted
along the line labeled 3-3 in FIG. 8. Elements in FIG. 8
in common with those shown in FIG. 2 are labeled with
the same reference numerals. In the illustrated embodi-
ment, the radial cross-section passes through the hori-
zontal floor portion 62, the floor plate 64, the quench ring
refractory material 84, and the opening 58. The opening
58 may be defined by a diameter 172. In certain embod-
iments, the diameter 172 may be adjusted by varying a
thickness 173 of the quench ring refractory material 84.
Adjusting the diameter 172 may facilitate increasing the
operating range of the gasifier 10. For example, the di-
ameter 172 may be increased to enable the gasifier 10
to operate at higher flow rates.
[0024] In certain embodiments, the floor plate 64, or
removable floor section, shown in FIG. 8 may be divided
into one or more arcuate floor segments 174 along seams
176, which may be spaced evenly or irregularly apart
from one another. The arcuate floor segments 174 may
be coupled to one another at the seams 176, or the seg-
ments 174 may be placed adjacent to one another without

any connections. Further, the seams 176 may facilitate
installation or removal of the arcuate floor segments 174
from the gasifier 10. For example, the entire floor plate
64 may be too large to pass through the maintenance
opening of the gasifier 10. Using the seams 176 individual
arcuate floor segments 174 may be passed through the
maintenance opening of the gasifier 10. In addition, the
seams 176 enable only select arcuate floor segments
174 to be removed for maintenance, while other seg-
ments 174 remain in place. In certain embodiments, the
arcuate floor segments 174 may be sized and spaced to
match with the segments of the quench ring 22. Thus,
the arcuate floor segments 174 and the quench ring 22
segments may be installed or removed together. In other
embodiments, the arcuate floor segments 174 may be
sized and/or spaced differently from the quench ring 22
segments or from one another. Finally, the number of
seams 176 provided in the floor plate 64 may be based
in part on the size of the maintenance opening of the
gasifier 10.
[0025] FIG. 9 is a partial cross-sectional view of an
embodiment of the quench ring protection system 11.
Elements in FIG. 9 in common with those shown in earlier
figures are labeled with the same reference numerals. In
the illustrated embodiment, the top of the dip tube 26
extends from a middle portion 180 of the quench tube
22. Thus, water from the quench ring 22 flows over the
middle portion 180 and then down the surface of the dip
tube 26, as indicated by cooling path 182. The cooling
path 182 also brings the water in contact with the inner
circumferential surface 86, which helps to cool the inner
circumferential surface 86. In other words, the quench
ring 22 includes the cooling path 182 of the water flow
exiting the quench ring 22 and extending along the inner
circumferential surface 86. The cooling path 182 may
also include the swirling motion 142 of the embodiment
illustrated in FIG. 6. A castable refractory 184 may be
disposed between the inner circumferential surface 86
and the throat refractory 72. The castable refractory 184
may help further protect the inner circumferential surface
86 from the effects of the synthetic gas and/or molten
slag. In addition, the overhanging portion 118 of the throat
refractory 72 (e.g., annular protective barrier) and the
castable refractory 184 completely overlap the quench
ring 22 in the axial direction along the axis 88. Thus, the
throat refractory 72 and the castable refractory 184 define
the protective barrier for the quench ring 22 in the radial
direction relative to the axis 88. In other embodiments,
the throat refractory 72 and/or the castable refractory 184
may only substantially overlap the inner circumferential
surface 86. In other words, the throat refractory 72 and/or
the castable refractory 184 may overlap greater than ap-
proximately 50 percent, 60 percent, 70 percent, 80 per-
cent, or 90 percent of the inner circumferential surface
86. Thus, the combination of the inner circumferential
surface 86, the cooling path 182, the castable refractory
184, and the throat refractory 72 may constitute the
quench ring protection system 11. Other aspects of the
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quench ring protection system 11, shown in FIG. 9, are
similar to embodiments described in detail above.
[0026] This written description uses examples to dis-
close the invention, including the preferred mode, and
also to enable any person skilled in the art to practice the
invention, including making and using any devices or sys-
tems and performing any incorporated methods. The pat-
entable scope of the invention is defined by the claims,
and may include other examples that occur to those
skilled in the art. Such other examples are intended to
be within the scope of the claims if they have structural
elements that do not differ from the literal language of
the claims, or if they include equivalent structural ele-
ments with insubstantial differences from the literal lan-
guage of the claims.

Claims

1. A system, comprising:

a gasifier (10), comprising:

a reaction chamber (12) configured to con-
vert a feedstock (4) into a synthetic gas;
a quench chamber (14) configured to cool
the synthetic gas;
a quench ring (22) configured to provide a
water flow to the quench chamber (14), the
quench ring comprising an outer annular
segment (78) and an inner annual segment
(80) comprises the inner circumferential
surface (86); and
a quench ring protection system (11) con-
figured to protect the quench ring (22) from
the synthetic gas or a molten slag, wherein
the quench ring protection system (11) com-
prises a protective barrier comprising
quench ring refractory material (84) dis-
posed within the inner circumferential sur-
face (86) of the quench ring (22), and the
quench ring refractory material (84) sub-
stantially overlapping the inner circumfer-
ential surface (86) in an axial direction of
the quench ring (22);
characterized in that the quench ring (22)
comprises a plurality of arcuate ring seg-
ments (145) spaced circumferentially in the
axial direction of the quench ring (22).

2. The system of claim 1, wherein the quench ring re-
fractory material (84) completely overlaps the inner
circumferential surface (86) in the axial direction of
the quench ring (22).

3. The system of claim 1 or 2, wherein the quench ring
refractory material (84) directly contacts the inner
circumferential surface (86) of the inner annular seg-

ment.

4. The system of any preceding claim, wherein the
quench ring refractory material (84) is radially offset
from the inner circumferential surface (86) of the in-
ner annular segment (80) to define a recirculation
region (122) between the protective barrier (16) and
the quench ring (22).

5. The system of any preceding claim, wherein the
quench ring (22) comprises a rotational path or radial
path of the water flow within an annular interior (144)
of the quench ring (22).

6. The system of any preceding claim, wherein the
quench ring (22) comprises a surface cooling path
(182) of the water flow exiting the quench ring (22)
and extending along the inner circumferential sur-
face (86).

7. The system of any preceding claim, wherein the
quench ring (22) comprises a plurality of radial slots
(160) disposed along the inner circumferential sur-
face (86).

8. The system of any preceding claim, comprising a
transition section between the reaction chamber (12)
and the quench chamber (14), wherein the transition
section comprises a conical refractory section (60)
and a removable floor section (64), the removable
floor section (64) comprises a plurality of arcuate
floor segments (174), and the quench ring (22) is
coupled to the removable floor section (64).

9. The system of any preceding claim, wherein the
quench ring (22) comprises a protective coating
(120) disposed along the inner circumferential sur-
face (86).

Patentansprüche

1. System, umfassend:

eine Vergasungsvorrichtung (10), umfassend:

eine Reaktionskammer (12), die zum Kon-
vertieren eines Ausgangsbrennstoffs (4) in
ein Synthesegas ausgelegt ist;
eine Löschkammer (14), die zum Kühlen
des Synthesegases ausgelegt ist;
einen Löschring (22), der zum Bereitstellen
eines Wasserstroms zur Löschkammer
(14) ausgelegt ist, wobei der Löschring ein
äußeres ringförmiges Segment (78) um-
fasst, und ein inneres ringförmiges Seg-
ment (80) umfasst die innere Umfangsflä-
che (86); und
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ein Löschringschutzsystem (11), das zum
Schützen des Löschrings (22) vor dem Syn-
thesegas oder einer geschmolzenen Schla-
cke ausgelegt ist, wobei das Löschring-
schutzsystem (11) eine Schutzbarriere um-
fasst, die feuerfestes Löschringmaterial
(84) umfasst, welches innerhalb der inneren
Umfangsfläche (86) des Löschrings (22)
angeordnet ist, und wobei das feuerfeste
Löschringmaterial (84) im Wesentlichen die
innere Umfangsfläche (86) in axialer Rich-
tung des Löschrings (22) überlappt;
dadurch gekennzeichnet, dass der Lö-
schring (22) mehrere bogenförmige Ring-
segmente (145) umfasst, die um Umfang in
der axialen Richtung des Löschrings (22)
mit Abstand angeordnet sind.

2. System nach Anspruch 1, wobei das feuerfeste Lö-
schringmaterial (84) die innere Umfangsfläche (86)
in der axialen Richtung des Löschrings (22) vollstän-
dig überlappt.

3. System nach Anspruch 1 oder 2, wobei das feuer-
feste Löschringmaterial (84) die innere Umfangsflä-
che (86) des inneren Kreisringsegmentes direkt be-
rührt.

4. System nach einem der vorherigen Ansprüche, wo-
bei das feuerfeste Löschringmaterial (84) radial ge-
genüber der inneren Umfangsfläche (86) des inne-
ren Kreisringsegmentes (80) versetzt ist, um einen
Rückführungsbereich (122) zwischen der Schutz-
barriere (16) und dem Löschring (22) festzulegen.

5. System nach einem der vorherigen Ansprüche, wo-
bei der Löschring (22) einen Rotationsweg oder ra-
dialen Weg des Wasserstroms innerhalb des ring-
förmigen Inneren (144) des Löschrings (22) umfasst.

6. System nach einem der vorherigen Ansprüche, wo-
bei der Löschring (22) einen Oberflächenkühlweg
(182) des Wasserstroms umfasst, der den Löschring
(22) verlässt und sich entlang der inneren Umfangs-
fläche (86) erstreckt.

7. System nach einem der vorherigen Ansprüche, wo-
bei der Löschring (22) mehrere radiale Schlitze (160)
umfasst, die entlang der inneren Umfangsfläche (86)
angeordnet sind.

8. System nach einem der vorherigen Ansprüche, das
einen Übergangsabschnitt zwischen der Reaktions-
kammer (12) und der Löschkammer (14) umfasst,
wobei der Übergangsabschnitt einen konischen feu-
erfesten Abschnitt (60) und einen abnehmbaren Bo-
denabschnitt (64) umfasst, wobei der abnehmbare
Bodenabschnitt (64) mehrere bogenförmige Boden-

segmente (174) umfasst und der Löschring (22) mit
dem abnehmbaren Bodenabschnitt (64) verbunden
ist.

9. System nach einem der vorherigen Ansprüche, wo-
bei der Löschring (22) eine Schutzbeschichtung
(120) umfasst, die entlang der inneren Umfangsflä-
che (86) angeordnet ist.

Revendications

1. Système comprenant :

un gazogène (10) comprenant :

une chambre réactionnelle (12) configurée
pour convertir une charge d’alimentation (4)
en gaz synthétique ;
une chambre de trempe (14) configurée
pour refroidir le gaz synthétique ;
un anneau de trempe (22) configuré pour
fournir un écoulement d’eau à la chambre
de trempe (14), l’anneau de trempe com-
prenant un segment annulaire externe (78)
et un segment annulaire interne (80) qui
comprend la surface circonférentielle inter-
ne (86) ; et
un système de protection de l’anneau de
trempe (11) configuré pour protéger l’an-
neau de trempe (22) du gaz synthétique ou
de scories fondues, dans lequel le système
de protection de l’anneau de trempe (11)
comprend une barrière protectrice compre-
nant un matériau réfractaire (84) pour l’an-
neau de trempe et disposée dans la surface
circonférentielle interne (86) de l’anneau de
trempe (22), et le matériau réfractaire (84)
de l’anneau de trempe chevauchant sensi-
blement la surface circonférentielle interne
(86) dans la direction axiale de l’anneau de
trempe(22) ;
caractérisé en ce que l’anneau de trempe
(22) comprend une pluralité de segments
d’anneau arqués (145) espacés sur la cir-
conférence dans la direction axiale de l’an-
neau de trempe (22).

2. Système selon la revendication 1, dans lequel le ma-
tériau réfractaire (84) de l’anneau de trempe che-
vauche complètement la surface circonférentielle in-
terne (86) dans la direction axiale de l’anneau de
trempe (22).

3. Système selon la revendication 1 ou la revendication
2, dans lequel le matériau réfractaire (84) de l’an-
neau de trempe vient en contact direct avec la sur-
face circonférentielle interne (86) du segment annu-
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laire interne.

4. Système selon l’une quelconque des revendications
précédentes, dans lequel le matériau réfractaire (84)
de l’anneau de trempe est radialement décalé de la
surface circonférentielle interne (86) du segment an-
nulaire interne (80) pour définir une région de remise
en circulation (122) entre la barrière protectrice (16)
et l’anneau de trempe (22).

5. Système selon l’une quelconque des revendications
précédentes, dans lequel l’anneau de trempe (22)
comprend un trajet rotatif ou un trajet radial de l’écou-
lement d’eau dans l’intérieur annulaire (144) de l’an-
neau de trempe (22).

6. Système selon l’une quelconque des revendications
précédentes, dans lequel l’anneau de trempe (22)
comprend un trajet de refroidissement de surface
(182) de l’écoulement d’eau sortant de l’anneau de
trempe (22) et s’étendant le long de la surface cir-
conférentielle interne (86).

7. Système selon l’une quelconque des revendications
précédentes, dans lequel l’anneau de trempe (22)
comprend une pluralité de fentes radiales (160) dis-
posées le long de la surface circonférentielle interne
(86).

8. Système selon l’une quelconque des revendications
précédentes, comprenant une section de transition
entre la chambre réactionnelle (12) et la chambre de
trempe (14), dans lequel la section de transition com-
prend une section réfractaire conique (60) et une
section de plancher amovible (64), la section de
plancher amovible (64) comprend une pluralité de
segments de plancher arqués (174) et l’anneau de
trempe (22) est couplé à la section de plancher amo-
vible (64).

9. Système selon l’une quelconque des revendications
précédentes, dans lequel l’anneau de trempe (22)
comprend un revêtement protecteur (120) disposé
le long de la surface circonférentielle interne (86).
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