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(54) EXTERIOR AIRCRAFT IMAGE PROJECTOR

(57) An exterior aircraft image projector (2), which is
configured to be installed on an aircraft (100) for project-
ing an image onto at least one of a ground portion below
the aircraft (100) and an exterior surface portion of the
aircraft (100), comprises at least one light source (4),
providing a light output in operation; an optical system
(6) configured for transforming the light output of the at
least one light source (4) into a light beam (7) and pro-
jecting said light beam (7) onto said at least one of the
ground portion below the aircraft (100) and the exterior
surface portion of the aircraft (100); a photo detector (10)

arranged to detect a brightness level (lambient) of said at
least one of the ground portion below the aircraft (100)
and the exterior surface portion of the aircraft (100) and
configured to provide a corresponding brightness signal;
and a controller (12), coupled to the photo detector (10)
and the at least one light source (4), the controller (12)
being configured to control an intensity of the light output
of the at least one light source (4) as a function of the
brightness level (lambient), as provided by the photo de-
tector (10) via the brightness signal.
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Description

[0001] The present invention is in the field of exterior
aircraft lights. The present invention is in particular relat-
ed to exterior aircraft lights configured for illuminating por-
tions of the ground below the aircraft and/or an exterior
surface portion of the aircraft.
[0002] Almost all aircraft are equipped with exterior
lighting systems. For example, large commercial aircraft
have many different exterior lights. An exemplary group
of exterior aircraft lights are lights for passive visibility
and signalling, such as navigation lights and anti-collision
lights. Another exemplary group of exterior aircraft lights
are headlights that allow the pilots to view the area in
front of them, when they are seated in the cockpit, such
as taxi lights, take-off lights, landing lights, and runway
turn-off lights. Yet another example of exterior aircraft
lights are lights configured for illuminating portions of the
ground below the aircraft and/or an exterior surface por-
tion of the aircraft. While a large variety of exterior aircraft
lighting devices has been developed and is in use, not
all of those devices are considered satisfactory in terms
of their functionality and/or efficiency.
[0003] Accordingly, it would be beneficial to provide an
improved lighting device configured for illuminating at
least one of portions of the ground below the aircraft and
an exterior surface portion of the aircraft.
[0004] Exemplary embodiments of the invention in-
clude an exterior aircraft image projector, configured to
be installed on an aircraft for projecting an image onto at
least one of a ground portion below the aircraft and an
exterior surface portion of the aircraft, wherein the exte-
rior aircraft image projector comprises: at least one light
source, providing a light output in operation; an optical
system configured for transforming the light output of the
at least one light source into a light beam and projecting
said light beam onto said at least one of the ground por-
tion below the aircraft and the exterior surface portion of
the aircraft; a photo detector arranged to detect a bright-
ness level of said at least one of the ground portion below
the aircraft and the exterior surface portion of the aircraft
and configured to provide a corresponding brightness
signal; and a controller coupled to the photo detector and
the at least one light source. The controller is configured
to control an intensity of the light output of the at least
one light source as a function of the brightness level, as
it is provided by the photo detector via the brightness
signal.
[0005] Exemplary embodiments of the invention fur-
ther include a method of controlling an exterior aircraft
image projector, which is configured to be installed on
an aircraft for projecting an image onto at least one of a
ground portion below the aircraft and an exterior surface
portion of the aircraft, and which comprises: at least one
light source, providing a light output in operation; and an
optical system configured for transforming the light output
of the at least one light source into a light beam and pro-
jecting said light beam onto said at least one of the ground

portion below the aircraft and the exterior surface portion
of the aircraft. The method comprises detecting a bright-
ness level of said at least one of the ground portion below
the aircraft and the exterior surface portion of the aircraft
with a photo detector of the exterior aircraft image pro-
jector and controlling an intensity of the light output of
the at least one light source as a function of said bright-
ness level. The exterior aircraft image projector, control-
led by the method for controlling an exterior aircraft image
projector, may be any exterior aircraft image projector,
as described herein.
[0006] Exemplary embodiments of the invention also
include an aircraft, in particular an airplane, comprising
at least one exterior aircraft image projector according
to an exemplary embodiment of the invention. The at
least one exterior aircraft image projector may be any
exterior aircraft image projector, as described herein.
[0007] An exterior aircraft image projector and a meth-
od of controlling an exterior aircraft image projector ac-
cording to exemplary embodiments of the invention allow
for efficiently projecting a light output, in particular an
image, onto a target surface, which target surface may
be a ground portion below the aircraft or an exterior sur-
face portion of the aircraft or a combination of a ground
portion below the aircraft and an exterior surface portion
of the aircraft. An exterior aircraft image projector and a
method of controlling an exterior aircraft image projector
according to exemplary embodiments of the invention
may in particular allow for adjusting the intensity of the
light emission of the exterior aircraft image projector for
efficiently generating a well recognizable image on the
target surface at low energy consumption and/or with a
long lifetime of the at least one light source. Making the
intensity of the light output of the at least one light source
dependent on the brightness level of the target surface
may allow for providing a well recognizable image without
using excessive amounts of energy and/or unnecessarily
reducing the lifetime of the at least one light source due
to excessively intense light emission.
[0008] The provision of the image via the exterior air-
craft image projector, in particular when the aircraft is on
the ground, may convey signalling information to the pas-
sengers and/or ground personnel and/or crew members.
For example, the image may indicate the position of par-
ticular aircraft parts on the ground, such as the position
of a stairway, for helping passengers to locate the same.
Also, the projection of the image to a ground portion may
help in recognizing the extension of the aircraft on the
airfield, for example when provided on a ground portion
underneath the wing / wing tip of the aircraft, thus helping
drivers of ground vehicles to navigate around the aircraft.
Also, the image may contain information about the par-
ticular aircraft. For example, the projection of an airline
logo on a ground portion or on an exterior surface portion
of the aircraft may help passengers and/or ground per-
sonnel and/or crew members in identifying the aircraft,
thus helping in facilitating a smooth servicing and/or
boarding and/or de-boarding of the aircraft.
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[0009] In an embodiment, the exterior aircraft image
projector is installed on the aircraft outer structure. This
allows for an easy installation and maintenance of the
exterior aircraft image projector.
[0010] In an embodiment, the exterior aircraft image
projector is installed on an inside of an outer skin of the
aircraft, so that the outer skin of the aircraft protects the
exterior aircraft image projector from adverse ambient
conditions, such as water and/or dirt and/or aerodynamic
forces.
[0011] In an embodiment, the exterior aircraft image
projector, when operating, projects the light beam
through a lens cover, which is part of the aircraft outer
structure, in particular part of the outer skin of the aircraft.
Said lens cover helps to protect the exterior aircraft image
projector from adverse ambient conditions, such as water
and/or dirt and/or aerodynamic forces.
[0012] Projecting an image onto a target surface, which
may be a ground portion below the aircraft or an exterior
surface portion of the aircraft or a combination of a ground
portion below the aircraft and an exterior surface portion
of the aircraft, may include projecting simple geometric
shapes, such as light beams having defined outer con-
tours, onto the target surface.
[0013] The projected image may be of single color, in-
cluding white color. In alternative configurations, the pro-
jected image may comprise multiple colors.
[0014] Projecting an image onto at least one of a
ground portion below the aircraft and an exterior surface
portion of the aircraft may further include projecting
changing images, such as movies or image sequences,
onto at least one of a ground portion below the aircraft
and an exterior surface portion of the aircraft.
[0015] In an embodiment, the function of the brightness
level is a monotonically increasing function. The function
of the brightness level in particular may be an at least
piecewise proportional function of the brightness level,
also referred to as an at least piecewise linear function
of the brightness level. Such a function provides a suit-
able way of adjusting the intensity of the light output to
the brightness level of the target surface, while having
low implementation complexity.
[0016] In an embodiment, the controller is configured
for controlling the at least one light source to emit the
light output with such an intensity that the target surface
is illuminated with a brightness which is at least twice as
high, in particular substantially twice as high, as the
brightness of said target surface when the at least one
light source is switched off. This results in an illumination
of the target surface which is bright enough for generating
an image on the target surface which has a sufficiently
large contrast for being well visible by the human eye,
even under changing environmental illumination condi-
tions.
[0017] In an embodiment, the controller comprises a
memory for storing a distance parameter indicating a dis-
tance between the exterior aircraft image projector and
the target surface. Said distance parameter may be an

input to the function determining the intensity of the light
output of the at least one light source. Storing the distance
parameter in a memory of the controller allows the con-
troller to determine the necessary light output emitted by
the at least one light source without detecting the distance
between the exterior aircraft image projector and the tar-
get surface. Thus, in such a configuration, there is no
need for providing a distance sensor for detecting the
distance, and the costs for such a detector may be saved.
The distance parameter may also be used for deriving
the brightness level of said at least one of the ground
portion below the aircraft and the exterior surface portion
of the aircraft from the raw photo detector measurement.
[0018] In an embodiment, the function of the brightness
level provides a constant output value if the brightness
level of the target surface is below a minimum brightness
threshold. The minimum brightness threshold may be be-
tween 50 Ix and 200 Ix, in particular at 100 Ix. Such a
function of the brightness level results in a sufficient light
output for reliable recognition of the image, when the
brightness level caused by ambient light is relatively low.
[0019] In an embodiment, the controller is configured
to deactivate the at least one light source if the brightness
level of the target surface is above a maximum brightness
threshold. The maximum brightness threshold in partic-
ular may be between 400 Ix and 1000 Ix, further in par-
ticular at 500 Ix. Such a configuration saves electrical
energy and prolongs the lifetime of the at least one light
source in situations in which the brightness level of the
target surface is too high for projecting an image onto
said target surface which is well recognizable to the hu-
man eye.
[0020] In an embodiment, the function of the brightness
level is a linear function between the minimum brightness
threshold and the maximum brightness threshold. In this
way, an effective and conveniently implementable func-
tion is established for ambient brightness levels where
the adjustment of the light output on the basis of the
brightness level of the target surface has a large effect
on the human perception.
[0021] In an embodiment, the photo detector is orient-
ed towards the optical system and the optical system
directs ambient light reflected by the target surface onto
the photo detector. The photo detector may in particular
be arranged adjacent to the at least one light source.
Such a configuration avoids the need for providing an
additional optical system for the photo detector. As a re-
sult, the costs and the dimensions of the exterior aircraft
image projector may be kept low, as compared to a con-
figuration in which an additional optical system for the
photo detector is used.
[0022] In an embodiment, the controller is configured
to switch off the at least one light source and to determine
the brightness level of the target surface from the bright-
ness signal provided by the photo detector while the at
least one light source is switched off. This allows for de-
termining the brightness level of the target surface with-
out the additional light emitted by the at least one light
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source. As a result, the intensity of the light output of the
at least one light source may be adjusted particularly well
to the ambient light conditions, without being distorted
by the light output of the at least one light source.
[0023] In an embodiment, the at least one light source
is switched off for a short period of time, e.g. for a period
of time of less than 1 s, in particular for a period of time
which is shorter than 1/10 of a second, so that the switch-
ing off is not recognized by the human eye.
[0024] In an embodiment, the at least one light source
is switched off repeatedly, in particular periodically, e.g.
in a range from being switched off every 10 s to being
switched off every 100 s, in order to allow adjusting the
intensity of the light output emitted by the at least one
light source to changing ambient light conditions.
[0025] In an embodiment, the exterior aircraft image
projector further comprises a shutter and/or an at least
partially transparent image generating element within the
optical system. The at least partially transparent image
generating element in particular may be a slide. Providing
a shutter and/or an at least partially transparent image
generating element within the optical system allows for
modifying the light beam, in particular the contours of the
light beam, for projecting a desired image or light pattern
onto the target surface. The term shutter may refer to a
light blocking element that has a particular shape and
thus allows for a particular light pattern to pass there-
through / therearound.
[0026] The shutter and/or the at least partially trans-
parent image generating element may be changeable or
replaceable in order to allow changing the projected im-
age. The at least partially transparent image generating
element may in particular be a controllable LCD panel
with a plurality of controllable pixels. Such an LCD panel
allows for projecting a plurality of different images or even
movies / image sequences onto the target surface by
controlling the LCD panel accordingly. The at least par-
tially transparent image generating element panel may
be of single color ("black-and-white") or of multiple colors,
in order to allow projecting colored patterns and/or im-
ages.
[0027] In an embodiment, the at least one light source
is or comprises at least one LED. LEDs provide reliable
and efficient light sources, which may be provided at rea-
sonable costs.
[0028] In an embodiment, the at least one light source
is a single light source.
[0029] In an embodiment, the at least one light source
comprises a plurality of light sources, e.g. a plurality of
LEDs. The plurality of light sources may include light
sources emitting light of different colors. An exterior air-
craft image projector with a plurality of light sources emit-
ting light of different colors may allow for projecting light
patterns / images in different colors at different points in
time, without using colored transparent images within the
optical system. Projecting light patterns in different colors
may be possible, using a simple, robust and inexpensive
shutter within the optical system.

[0030] In an aircraft according to an exemplary embod-
iment of the invention, the at least one exterior aircraft
image projector may be arranged in a door, a flap, a wing,
a movable stairway or a ladder of the aircraft. The at least
one exterior aircraft image projector may be configured
for projecting the image onto a ground portion below the
aircraft, which is visible to passengers boarding and/or
exiting the aircraft.
[0031] The projected images may include aircraft iden-
tification information, such as a logo of the airline oper-
ating the aircraft, or additional information for the pas-
sengers. The projected images may for example indicate
that only passengers sitting in specific rows of the aircraft
cabin should use the respective door. Similarly, a red
projection may indicate that passengers are not yet al-
lowed to enter the aircraft, whereas a green projection
may indicate that the aircraft is ready for boarding.
[0032] In an embodiment, the at least one exterior air-
craft image projector is configured for projecting the im-
age onto an exterior surface portion of the aircraft, in
particular onto a portion of the fuselage of the aircraft. In
case of an airplane comprising wings, the at least one
exterior aircraft image projector may be configured for
projecting the image onto a portion of one of the wings
of the aircraft. The at least one exterior aircraft image
projector may in particular be configured for projecting
the image onto a wing tip, extending substantially verti-
cally from an end portion of one of the wings. Images
projected on wing tips are well recognizable to passen-
gers sitting within the aircraft and looking out of a window
as well as to ground personnel on the airfield / in the
tower. The exterior aircraft image projector may be ar-
ranged within a wing of the aircraft.
[0033] Further exemplary embodiments of the inven-
tion will be described with respect to the accompanying
drawings, wherein:

Figure 1 shows a schematic side view of an aircraft
according to an exemplary embodiment of the inven-
tion.

Figure 2 shows a schematic front view of the aircraft
depicted in Figure 1.

Figure 3 depicts a schematic cross-sectional view of
an exterior aircraft image projector according to an
exemplary embodiment of the invention.

Figure 4 shows a graph illustrating an example of
the relationship between the brightness level of the
target surface, illuminated by ambient light only, the
brightness of the additional illumination of the target
surface, provided by an exterior aircraft image pro-
jector according to an exemplary embodiment of the
invention, and the resulting brightness level of the
target surface.

[0034] Figure 1 shows a schematic side view of an air-

5 6 



EP 3 812 283 A1

5

5

10

15

20

25

30

35

40

45

50

55

craft 100, in particular of an airplane 100, comprising a
plurality of exterior aircraft image projectors 2 according
to exemplary embodiments of the invention.
[0035] Figure 2 shows a schematic front view of the
aircraft 100 depicted in Figure 1.
[0036] The aircraft 100 depicted in Figures 1 and 2 is
resting on a ground 200, such as a runway, a taxi way
or an airport ramp. The aircraft 100 has a fuselage 110,
two wings 120 extending laterally from the fuselage 110,
a front gear 130 and two main gears 140. Each wing 120
supports an engine 115. Only one of the wings 120, the
engines 115 and the main gears 140 is visible in the side
view shown Figure 1.
[0037] At least one door 150 is formed within the fuse-
lage 110. The aircraft 100 further comprises a foldable
and/or retractable stairway 160, including a plurality of
steps 170, allowing passengers and crew members to
transfer between the ground 200 and the at least one
door 150 for boarding and/or exiting the aircraft 100. Al-
though only one door 150 is depicted in Figure 1, the
aircraft 100 may have a plurality of doors 150, in particular
one or more doors 150 on each side of the aircraft 100.
A foldable and/or retractable stairway 160 may be pro-
vided at each of said doors 150.
[0038] An exterior aircraft image projector 2 according
to an exemplary embodiment of the invention is mounted
to the stairway 160, in particular to one of the lower steps
170 of the stairway 160.
[0039] In the embodiment shown in Figures 1 and 2,
the exterior aircraft image projector 2 is configured and
arranged for projecting a light beam, in particular a light
beam forming an image 180, onto the ground 200 below
the aircraft 100, in particular onto a portion of the ground
200 close to the stairway 160.
[0040] The projected image 180 does not necessarily
need to be projected onto a portion of the ground 200
located exactly underneath the aircraft 100. The image
180 may be projected onto a portion of the ground 200
extending between a tip 101 and a tail 102 of the aircraft
100 in the longitudinal direction and between the outer
ends of the wings 120 in the lateral direction of the aircraft
100.
[0041] Alternatively or additionally, an exterior aircraft
image projector 2 according to an exemplary embodi-
ment of the invention may be mounted to the fuselage
110 and/or to one of the wings 120 of the aircraft 100.
An exterior aircraft image projector 2, mounted to the
fuselage 110 of the aircraft 100 in a region between the
door 150 and the wing 120, is depicted in Figure 1. Two
exterior aircraft image projectors 2, mounted to the wings
120 of the aircraft 100, are depicted in Figure 2. The
positions of the exterior aircraft image projectors 2 de-
picted in Figure 2, however, are only exemplary, i.e. ex-
terior aircraft image projectors 2 may be located in other
areas of the fuselage 110 and the wings 120 of the aircraft
as well.
[0042] Each of the exterior aircraft image projectors 2
may be configured for projecting an image 180 onto the

ground 200, onto the outer skin of the fuselage 110 of
the aircraft 100 and/or onto a wing tip 125 extending in
a substantially vertical direction from an end of a wing
120.
[0043] Figure 3 depicts a schematic cross-sectional
view of an exterior aircraft image projector 2 according
to an exemplary embodiment of the invention.
[0044] The exterior aircraft image projector 2 compris-
es at least one light source 4, generating a light output
when operated. The at least one light source 4 may be
or include at least one LED. The exterior aircraft image
projector 2 may comprise only one light source 4 or a
plurality of light sources 4. If the exterior aircraft image
projector 2 comprises a plurality of light sources 4, these
light sources 4 may emit light having different wave-
lengths/colors, in order to allow the exterior aircraft image
projector 2 to selectively project images 180 having dif-
ferent colors by selectively activating one or more of the
light sources 4.
[0045] The exterior aircraft image projector 2 further
comprises an optical system 6, which is configured for
transforming the light output emitted by at least one light
source 4 into a light beam 7 and projecting said light
beam 7 onto a target surface 8. As explained with respect
to Figures 1 and 2, said target surface 8 may be a portion
of the ground 200 ("ground portion") below or in the vi-
cinity of the aircraft 100. Said target surface 8 also may
be an exterior surface portion of the aircraft 100 itself, in
particular an exterior surface portion of the fuselage 100
or one of the wings 120 of the aircraft 100.
[0046] The optical system 6 may comprise one or more
optical elements. In the exemplary embodiment of Figure
3, the optical system 6 comprises five optical elements
41, 42, 43, 44, 45, namely lenses 41, 43, a reflector 45,
optical diffusers 42, 44, etc.
[0047] In an exemplary embodiment, the exterior air-
craft image projector 2 may have a length L of 50 mm to
100 mm, in particular a length of 70 mm to 75 mm, and
a diameter D of 20 mm to 25 mm.
[0048] The optical system 6 may further comprise an
image generating element 5, which is configured for mod-
ifying the light beam 7, in order to project not only a gen-
eral illumination light beam 7, but an image 180 onto the
target surface 8.
[0049] In an exemplary embodiment, the image gen-
erating element 5 is a shutter 5, i.e. a piece of light block-
ing material in which at least one opening is formed for
allowing light to pass through. In such a configuration,
the image 180 projected onto the target surface 8 by the
exterior aircraft image projector 2 is defined by the con-
tour(s) of the at least one opening formed within the shut-
ter 5.
[0050] The image generating element 5 may also in-
clude a transparent material, such as a slide or film made
of glass or transparent plastic. Selected portions of the
said transparent material may be made non-transparent
or semi-transparent by coloring and/or coating said se-
lected portions with a non-transparent or semi-transpar-
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ent material. Coloring/coating different portion of the im-
age generating element 5 with different colors allows pro-
jecting colored images 180 onto the target surface 8.
[0051] The image generating element 5 in particular
may be a dynamic image generating element 5, such as
a semi-transparent LCD-element comprising a plurality
of individually controllable pixels. An exterior aircraft im-
age projector 2 comprising a dynamic image generating
element 5 allows for projecting different images or even
movies onto the target surface 8 by appropriately con-
trolling the dynamic image generating element 5, e.g. by
individually switching the pixels of a semi-transparent
LCD-element on and off.
[0052] The image generating element 5 may have a
size of 50 mm2 to 150 mm2, in particular a size of 100
mm2. The image generating element 5 may have a rec-
tangular shape with a side length of 5 mm to 15 mm, in
particular a quadratic shape with a side length of 10 mm.
[0053] It is pointed out that exemplary embodiments
of the invention also include an exterior aircraft image
projector 2 without an image generating element 5. In
particular, the exterior aircraft image projector 2 accord-
ing to an exemplary embodiment of the invention may
have a holding fixture for holding an image generating
element 5, with the actual image generating element 5
being inserted at the time of assembly into the aircraft.
For example, a particular image generating element 5
may be installed at the time of assembly, depending on
the intended specific use of the exterior aircraft image
projector 2 in operation. Simply by having holding means
for a shutter, a slide, or any other suitable image gener-
ating element, the exterior aircraft image projector 2 is
considered suitable for projecting an image onto a target
surface.
[0054] The exterior aircraft image projector 2 further
comprises a photo detector 10 for detecting a brightness
level of the target surface 8.
[0055] The photo detector 10 may in particular be ar-
ranged next to the at least one light source 4. When the
photo detector 10 is arranged in the vicinity of the at least
one light source 4, e.g. in a distance of less than 10 mm,
in particular in a distance of less than 5 mm, from the at
least one light source 4, ambient light reflected by the
target surface 8 is directed and/or focused by the optical
system 6 onto the at least one photo detector 10. In con-
sequence, no additional (second) optical system 6 is nec-
essary for directing ambient light from the target surface
8 onto the photo detector 10.
[0056] The photo detector 10 and the at least one light
source 4 are coupled, i.e. electrically connected, to a con-
troller 12. The controller 12 is configured for evaluating
a brightness signal, provided by the photo detector 10,
and driving the at least one light source 4, in order to
provide the image with sufficient brightness on the target
surface 8.
[0057] In operation, the controller 12 adjusts the inten-
sity of the light output, emitted by the at least one light
source 4, as a function of the brightness level of the target

surface 8, as it is detected by the photo detector 10. The
controller 12 in particular adjusts the intensity of the light
output, emitted by the at least one light source 4, for en-
suring a sufficiently large contrast between the portions
of the target surface 8 illuminated by the light beam 7
and adjacent portions, which are not illuminated by the
light beam 7 but only by ambient light. This results in a
good visibility of the image, projected by the exterior air-
craft image projector 2.
[0058] For appropriately adjusting the intensity of the
light output, emitted by the at least one light source 4,
the controller 12 takes into account information about the
distance d between the exterior aircraft image projector
2 and the target surface 8. As is apparent from Figures
1 and 2, said distance d depends on the location and
orientation of the exterior aircraft image projector 2 at the
aircraft 100. A distance parameter, indicating the dis-
tance d between the exterior aircraft image projector 2
and the target surface 8, is set within the controller 12,
when the exterior aircraft image projector 2 is produced
or when it is installed in the aircraft 100.
[0059] Since the distance d between the exterior air-
craft image projector 2 and the target surface 8 remains
constant after the exterior aircraft image projector 2 has
been installed in the aircraft 100, no distance sensor is
needed for determining said distance d. In consequence,
the extra costs and complexity for providing a distance
sensor may be saved.
[0060] In order to allow for determining the brightness
level of the target surface 8 caused by ambient light only,
i.e. without the additional illumination provided by the ex-
terior aircraft image projector 2, the at least one light
source 4 may be switched off by the controller 12 and
the brightness level of the target surface 8 may be de-
tected while the at least one light source 4 is switched
off. The at least one light source 4 may be switched off
for a short period of time, e.g. for a period of time of less
than 1 s, in particular for a period of time which is shorter
than 1/10 of a second, so that the human eye does not
recognize that the at least one light source 4 has been
switched off.
[0061] The at least one light source 4 may be switched
off repeatedly, in particular periodically, for example in a
range from every 10 s to every 100 s, in order to allow
for adjusting the intensity of the light output, emitted by
the at least one light source 4, to changing ambient light
conditions.
[0062] Figure 4 shows a diagram illustrating an exem-
plary relationship between the brightness level of the tar-
get surface 8, illuminated by ambient light only (dashed
line), the brightness of the additional illumination of the
target surface 8, provided by the light beam 7 of the ex-
terior aircraft image projector 2 (dotted line), and the re-
sulting brightness level of the target surface 8 (solid line).
In the diagram shown in Figure 4, the brightness level
lambient of the target surface 8, illuminated by ambient
light only, is plotted on the horizontal axis.
[0063] The resulting brightness level ltot of the target
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surface 8 is the sum of the brightness level lambient of the
target surface 8, stemming from ambient light only, and
the additional brightness lprojector, added by the light
beam 7 emitted by the exterior aircraft image projector
2, i.e. ltot = lambient + lprojector. In Figure 4, the brightness
levels are indicated as illuminance values, with the SI
unit being lux / Ix.
[0064] In a first operational range A, in which the bright-
ness level lambient of the target surface 8, as illuminated
by ambient light, is below a minimum brightness thresh-
old lmin of 100 Ix, the additional illumination of the target
surface 8, as provided by the light beam 7 of the exterior
aircraft image projector 2, is constant, with the light beam
7 creating an additional illuminance of 200 Ix at the target
surface. In consequence, the brightness ltot of the por-
tions of the target surface 8 illuminated by the exterior
aircraft image projector 2 starts at 200 Ix if there is no
ambient light (lambient = 0), and increases linearly with an
increasing brightness level lambient due to ambient light
(ltot = lambient + 200 Ix).
[0065] In a second operational range B, in which the
brightness level lambient of the target surface 8, as illumi-
nated by ambient light, is in the range between a mini-
mum brightness threshold Imin of 100 Ix and a maximum
brightness threshold lmax of 500 lx, the additional bright-
ness lprojector of the target surface 8, provided by the light
beam 7 of the exterior aircraft image projector 2, increas-
es with the increasing brightness level lambient of the tar-
get surface 8, as illuminated by ambient light.
[0066] For example, while the added brightness
lprojector on the target surface 8, provided by the light beam
7 of the exterior aircraft image projector 2, is 200 Ix, when
the brightness level lambient of the target surface 8 due to
ambient light is 100 Ix, the added brightness lprojector on
the target surface 8, provided by the light beam 7 of the
exterior aircraft image projector 2, is increased to 1000
Ix, when the brightness level lambient of the ambient light
increases to lmax = 500 Ix. As a result, the ratio between
the total brightness ltot, i.e. the sum of the brightness
lambient, provided by ambient light,and the additional
brightness lprojector, provided by the exterior aircraft
image projector 2 (hot = lambient + lprojector) and the
brightness lambient, provided by ambient light alone,
remains constant at ltot : lambient = 3:1, when the
brightness lambient provided by ambient light increases.
This ratio results in a good visibility of the image 180,
projected by the exterior aircraft image projector 2, over
a wide range of ambient light conditions.
[0067] When the brightness lambient of the target sur-
face 8 due to ambient light exceeds the maximum bright-
ness threshold lmax of 500 Ix, as in the third operational
range C shown in Figure 4, the at least one light source
4 is not strong enough for generating sufficient contrast
between the portions illuminated by the light beam 7 and
surrounding portions, which are illuminated by ambient
light only. Thus, for increasing the lifetime of the at least
one light source 4 and in order to avoid wasting electrical
energy for projecting an image which is barely visible or

not visible at all to the human eye, the exterior aircraft
image projector 2 is switched off.
[0068] The specific values for the brightness levels
lambient of the the target surface 8 due to ambient light
and the brightness levels lprojector on the target surface
8 due to additional illumination, provided by the exterior
aircraft image projector 2, as shown in Figure 4, are only
exemplary and may be adjusted according to the specific
circumstances of the desired illumination. These
circumstances include, but are not limited to the
maximum light intensity the at least one light source 4 is
capable to provide, the distance d between the exterior
aircraft image projector 2 and the target surface 8, and
the purpose of the projected light pattern.
[0069] While the invention has been described with ref-
erence to exemplary embodiments, it will be understood
by those skilled in the art that various changes may be
made and equivalents may be substituted for elements
thereof without departing from the scope of the invention.
In addition many modifications may be made to adopt a
particular situation or material to the teachings of the in-
vention without departing from the essential scope there-
of. Therefore, it is intended that the invention not be lim-
ited to the particular embodiment disclosed, but that the
invention include all embodiments falling within the scope
of the following claims.

Claims

1. Exterior aircraft image projector (2), configured to be
installed on an aircraft (100) for projecting an image
onto at least one of a ground portion below the air-
craft (100) and an exterior surface portion of the air-
craft (100), the exterior aircraft image projector (2)
comprising:

at least one light source (4), providing a light
output in operation;
an optical system (6) configured for transforming
the light output of the at least one light source
(4) into a light beam (7) and projecting said light
beam (7) onto said at least one of the ground
portion below the aircraft (100) and the exterior
surface portion of the aircraft (100);
a photo detector (10) arranged to detect a bright-
ness level (lambient) of said at least one of the
ground portion below the aircraft (100) and the
exterior surface portion of the aircraft (100) and
configured to provide a corresponding bright-
ness signal; and
a controller (12), coupled to the photo detector
(10) and the at least one light source (4), the
controller (12) being configured to control an in-
tensity of the light output of the at least one light
source (4) as a function of the brightness level
(lambient), as provided by the photo detector (10)
via the brightness signal.
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2. Exterior aircraft image projector (2) according to
claim 1, wherein the function of the brightness level
(lambient) is a monotonically increasing function, in
particular an at least piecewise proportional function
of the brightness level (lambient).

3. Exterior aircraft image projector (2) according to
claim 1 or 2, wherein the controller (12) is configured
to control the at least one light source (4) to emit the
light output with such an intensity that said at least
one of the ground portion below the aircraft (100)
and the exterior surface portion of the aircraft (100)
is illuminated with a brightness which is at least twice
as high, in particular substantially twice as high as
the brightness (lambient) of said at least one of the
ground portion below the aircraft (100) and the ex-
terior surface portion of the aircraft (100) when the
at least one light source (4) is switched off.

4. Exterior aircraft image projector (2) according to any
of the preceding claims, wherein the controller (12)
comprises a memory (13) for storing a distance pa-
rameter indicating the distance (d) between the ex-
terior aircraft image projector (2) and said at least
one of the ground portion below the aircraft (100) or
the exterior surface portion of the aircraft (100), and
wherein said distance is an input to said function of
the brightness level (lambient).

5. Exterior aircraft image projector (2) according to any
of the preceding claims, wherein the function of the
brightness level (lambient) has a constant output value
for the brightness level (lambient) of said at least one
of the ground portion below the aircraft (100) or the
exterior surface portion of the aircraft (100) being
below a minimum brightness threshold (lmin), where-
in the minimum brightness threshold (lmin) is in par-
ticular between 50 Ix and 200 Ix, further in particular
100 Ix.

6. Exterior aircraft image projector (2) according to any
of the preceding claims, wherein the controller (12)
is configured to deactivate the at least one light
source (4) if the brightness level of said at least one
of the ground portion below the aircraft (100) and the
exterior surface portion of the aircraft (100) is above
a maximum brightness threshold (lmax), wherein the
maximum brightness threshold (lmax) is in particular
between 400 Ix and 1000 Ix, further in particular 500
Ix.

7. Exterior aircraft image projector (2) according to any
of the preceding claims, wherein the photo detector
(10) is oriented towards the optical system (6), with
the optical system (6) directing ambient light reflect-
ed by said at least one of the ground portion below
the aircraft (100) and the exterior surface portion of
the aircraft (100) onto the photo detector (10), where-

in the photo detector (10) in particular is arranged
adjacent to the at least one light source (4).

8. Exterior aircraft image projector (2) according to any
of the preceding claims, wherein the controller (12)
is configured to repeatedly switch off the at least one
light source (4) and to determine the brightness level
of said at least one of the ground portion below the
aircraft (100) and the exterior surface portion of the
aircraft (100) from the brightness signal provided by
the photo detector (10) while the at least one light
source (4) is switched off.

9. Exterior aircraft image projector (2) according to any
of the preceding claims, further comprising a shutter
(5) and/or an at least partially transparent image gen-
erating element (5), in particular a slide or an LCD
panel, within the optical system (6).

10. Exterior aircraft image projector (2) according to any
of the preceding claims, wherein the at least one light
source (4) is a single light source (4), or wherein the
at least one light source (4) comprises a plurality of
light sources (4), in particular a plurality of light sourc-
es (4) of different colors.

11. Aircraft (100) comprising at least one exterior aircraft
image projector (2) according to any of the preceding
claims.

12. Aircraft (100) according to claims 11, wherein the at
least one exterior aircraft image projector (2) is ar-
ranged in a door (150), in a flap, in a wing, at a mov-
able stairway (160) or at a ladder of the aircraft (100)
and/or wherein the at least one exterior aircraft im-
age projector (2) is configured for projecting the im-
age onto a portion of the ground (200) below the
aircraft (100).

13. Aircraft (100) according to claim 11 or 12, wherein
the at least one exterior aircraft image projector (2)
is configured for projecting the image onto an exterior
surface portion of the aircraft (100), wherein the ex-
terior surface portion in particular is a portion of the
fuselage (110) of the aircraft (100).

14. Aircraft (100) according to claim 13, wherein the air-
craft (100) comprises at least one wing (120) and
the at least one exterior aircraft image projector (2)
is arranged within said at least one wing (120) and/or
wherein the at least one exterior aircraft image pro-
jector (2) is configured for projecting the image onto
an exterior surface portion of the aircraft (100) which
is a portion of the at least one wing (120), wherein
the exterior surface portion of the aircraft (100) more
particularly is a wing tip (125) formed at a distal end
of the at least one wing (120).
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15. Method of controlling an exterior aircraft image pro-
jector (2), which is configured to be installed on an
aircraft (100) for projecting an image onto at least
one of a ground portion below the aircraft (100) and
an exterior surface portion of the aircraft (100) and
which comprises at least one light source (4), pro-
viding a light output in operation and an optical sys-
tem (6) configured for transforming the light output
of the at least one light source (4) into a light beam
(7) and projecting said light beam (7) onto said at
least one of the ground portion below the aircraft
(100) and the exterior surface portion of the aircraft
(100); wherein the method comprises:

detecting a brightness level (lambient) of said at
least one of the ground portion below the aircraft
(100) and the exterior surface portion of the air-
craft (100) with a photo detector (10) of the ex-
terior aircraft image projector (2); and
controlling an intensity of the light output of the
at least one light source (4) as a function of said
brightness level (lambient).
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