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(54) METHOD FOR DETERMINING DEGREE OF SLUDGE GENERATION IN OIL

(57) This method for determining the degree of
sludge generation in oil includes: a deteriorated oil gen-
erating step ST1; a RPVOT testing step ST2; a sludge
amount measuring step ST2B; and a determining step
ST3. This deteriorated oil generating step ST1 generates
deteriorated oil in which the oil has been oxidized by im-
mersing and rotating a pressurized container in a ther-
mostatic bath having a predetermined temperature, the
pressurized container being pressurized until the oxygen
partial pressure reaches a predetermined pressure that
is higher than the value under atmospheric pressure by

adding oil and a copper catalyst, substituting with oxygen,
or injecting oxygen or air. This RPVOT testing step ST2A
measures an RPVOT residual ratio of a portion of gen-
erated deteriorated oil by the RPVOT test. This sludge
amount measuring step ST2B measures the amount of
sludge for a portion of generated deteriorated oil. This
deteriorated oil generating step ST3 determines the ease
of sludge generation, due to oil deterioration, from the
relationship between the measured RPVOT residual ra-
tio and the amount of sludge.
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Description

Technical Field

[0001] The present invention relates to a method for
determining the degree of sludge generation in oil.

Background Art

[0002] In the related art, techniques for determining
the performance of oil, which is used for various purpos-
es, have been known in order to increase the service life
of the oil. For example, since a lubricant used to lubricate
bearings of a turbine is used in large quantities and is
used while being partially changed in some units on a
regular basis, the long service life of the lubricant is re-
quired. The ease of generation of sludge associated with
degradation caused by oxidation is used as one of index-
es representing the long life of oil. In a case where sludge
is generated during degradation, sludge is deposited on,
for example, a bearing surface or a rise in the temperature
of a bearing is caused. As a result, there is a possibility
that the trip or check of the turbine may be required. For
this reason, it is important to grasp the tendency of the
amount of sludge generated during the degradation of oil.
[0003] PTL 1 discloses a determination method for de-
termining the ease of generation of sludge in a lubricant
according to an RBOT residual ratio by generating de-
graded oil using an oxidation degradation test for a lubri-
cant, obtaining the RBOT residual ratio, which is a deg-
radation index, of the generated degraded oil by an RBOT
test (a rotating bombe oxidation test, an RPVOT test),
and obtaining the weight of sludge (filtration residue).

Citation List

Patent Literature

[0004] [PTL 1] Japanese Patent No. 4209093

Summary of Invention

Technical Problem

[0005] In the determination method disclosed in PTL
1, a TOST test (turbine oil stability test) is applied as the
oxidation degradation test for generating degraded oil to
generate degraded oil. The TOST test is a test for oxi-
dizing a lubricant by putting water, the lubricant, and a
copper catalyst and an iron catalyst in a test tube and
blowing oxygen under the atmospheric pressure while
immersing the test tube in a thermostatic bath having a
temperature of 95°C. A Dry TOST test for accelerating
the oxidation of a lubricant by setting the temperature of
a thermostatic bath to 120°C without adding water is used
in the oxidation degradation test disclosed in PTL 1. How-
ever, even in the Dry TOST test, a time of about 500
hours to about 3000 hours is required to sufficiently de-

grade a lubricant. For this reason, there is a problem that
a test for determining the ease of generation of sludge
cannot be quickly executed.
[0006] The present invention has been made in con-
sideration of the above, and an object of the present in-
vention is to more quickly determine the ease of gener-
ation of sludge caused by the degradation of oil.

Solution to Problem

[0007] In order to solve the above-mentioned problem
and to achieve the object, a method for determining a
degree of sludge generation in oil according to an aspect
of the present invention includes: a step of generating
degraded oil, which is obtained from oxidation of oil, by
immersing and rotating a pressurized vessel, in which oil
and a copper catalyst are put and which is pressurized
by substitution of gas with oxygen or injection of oxygen
or air until oxygen partial pressure reaches a predeter-
mined pressure higher than a value thereof under an at-
mospheric pressure, in a thermostatic bath having a pre-
determined temperature; a step of measuring an RPVOT
residual ratio, which is an index value representing a de-
gree of degradation of the degraded oil caused by oxi-
dation, of a part of the generated degraded oil by an
RPVOT test and measuring a weight of sludge, which is
filtration residue, thereof; and a step of determining ease
of generation of the sludge caused by the degradation
of the oil from a relationship between the measured
RPVOT residual ratio and the measured weight of the
sludge.
[0008] According to this configuration, in the step of
generating the degraded oil, oil is oxidized through the
substitution of gas with oxygen or the injection of oxygen
or air in a state where oxygen partial pressure is lower
than the predetermined pressure higher than the value
thereof under the atmospheric pressure. Accordingly, de-
graded oil can be obtained quickly. Further, the RPVOT
residual ratio of a part of the generated degraded oil is
measured in an RPVOT testing step, and the amount of
sludge, which is filtration residue, thereof is measured.
Accordingly, the RPVOT residual ratio and the amount
of sludge of the degraded oil can be measured in parallel.
As a result, in a case where the obtained RPVOT residual
ratio and the obtained amount of sludge are caused to
be associated with each other, the ease of generation of
sludge caused by the degradation of the oil can be more
quickly determined.
[0009] Further, it is preferable that the predetermined
pressure is in a range of 0.3 (MPa) to 1.0 (MPa).
[0010] According to this configuration, the degraded
oil can be obtained quickly in the step of generating the
degraded oil.
[0011] Furthermore, it is preferable that the predeter-
mined temperature is in a range of 130 (°C) to 150 (°C).
[0012] According to this configuration, the degraded
oil can be obtained quickly in the step of generating the
degraded oil.
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[0013] Moreover, it is preferable that a first period in
which an estimated value of the RPVOT residual ratio is
substantially 0 (%) since pressure in the pressurized ves-
sel is reduced to the predetermined pressure from a max-
imum pressure is specified, the step of generating the
degraded oil is executed for a second period shorter than
the first period, and the second period is adjusted ac-
cording to a value of the RPVOT residual ratio of the
degraded oil to be generated.
[0014] According to this configuration, it is possible to
accurately generate degraded oil close to a desired
RPVOT residual ratio in the step of generating the de-
graded oil only by adjusting the second period.
[0015] It is preferable that the degraded oil is generated
in the step of generating the degraded oil using a test
device used in the RPVOT test.
[0016] According to this configuration, since both the
step of generating the degraded oil and the step of exe-
cuting the RPVOT test can be executed as long as there
is only the test device used in the RPVOT test, a plurality
of types of test devices do not need to be prepared. Ac-
cordingly, costs can be reduced.
[0017] Further, it is preferable that the RPVOT test is
a test defined in ASTM D2272.

Brief Description of Drawings

[0018]

Fig. 1 is a flowchart showing an example of a method
for determining the degree of sludge generation in
oil according to an embodiment.
Fig. 2 is a schematic diagram showing an RPVOT
test device used in an RPVOT test.
Fig. 3 is a diagram illustrating the respective test con-
ditions of the method for determining the degree of
sludge generation in oil according to the embodi-
ment.
Fig. 4 is a diagram illustrating an example of a
change in pressure in a pressurized vessel over the
execution time of a degraded oil generating step.
Fig. 5 is a diagram illustrating an example of a rela-
tionship between an estimated RPVOT residual ratio
and an actual RPVOT residual ratio.
Fig. 6 is a diagram illustrating an example of a rela-
tionship between an RPVOT residual ratio measured
in an RPVOT testing step and the amount of sludge
measured in a sludge amount measuring step.
Fig. 7 is a diagram illustrating examples of execution
times that are required until degraded oils having
different RPVOT residual ratios are generated in the
degraded oil generating step.

Description of Embodiments

[0019] A method for determining the degree of sludge
generation in oil according to an embodiment of the
present invention will be described in detail below with

reference to the drawings. The present invention is not
limited by the present embodiment.
[0020] Fig. 1 is a flowchart showing an example of a
method for determining the degree of sludge generation
in oil according to the embodiment. The method for de-
termining the degree of sludge generation in oil according
to the embodiment is, for example, a method that is used
to grasp the tendency of the weight of sludge (the weight
of filtration residue) generated during degradation in a
lubricant for lubricating bearings and the like of a turbine
and to determine the degree of sludge generation in the
lubricant according to the degree of degradation. The
method for determining the degree of sludge generation
in oil according to the embodiment may be executed
about oil other than the lubricant for lubricating bearings
and the like of a turbine.
[0021] As shown in Fig. 1, the method for determining
the degree of sludge generation in oil according to the
embodiment includes a degraded oil generating step
ST1, a Rotating Pressure Vessel Oxidation Test
(RPVOT) testing step ST2A, a sludge amount measuring
step ST2B, and a determining step ST3. Each treatment
shown in Fig. 1 is executed by a worker using various
devices.
[0022] First, a worker executes the degraded oil gen-
erating step ST1. The degraded oil generating step ST1
is a step of generating degraded oil, which is obtained
from the oxidation of oil, by immersing and rotating a
pressurized vessel, in which oil and a copper catalyst are
put and which is pressurized by the substitution of gas
with oxygen or the injection of oxygen or air until oxygen
partial pressure reaches a predetermined pressure Pref
(see Fig. 3) higher than the value thereof under the at-
mospheric pressure, in a thermostatic bath having a pre-
determined temperature. The degraded oil generating
step ST1 is executed by a worker using a test device
used in a rotating pressure vessel oxidation test (here-
inafter, referred to as an "RPVOT test") that is a type of
an oxidation degradation test for oil.
[0023] Fig. 2 is a schematic diagram showing an
RPVOT test device used in the RPVOT test. As shown
in Fig. 2, the RPVOT test device 10 includes a pressu-
rized vessel 11, a copper catalyst 12, and a thermostatic
bath 13. The pressurized vessel 11 is a bombe (pressure-
resistant vessel) which can be pressurized by the sub-
stitution of gas with oxygen or the injection of oxygen or
air so that oxygen partial pressure reaches the predeter-
mined pressure Pref. In the degraded oil generating step
ST1, a lubricant 1 as a sample and the copper catalyst
12 for promoting the oxidation of the lubricant 1 are dis-
posed in the pressurized vessel 11. The pressurized ves-
sel 11 is adapted to be capable of being rotated in the
thermostatic bath 13 by power supplied from a driving
source (for example, a motor) (not shown). Further, pres-
sure in the pressurized vessel 11 is detected by pressure
measurement equipment (not shown). The copper cata-
lyst 12 is a copper catalyst and is formed in a coil shape
in the present embodiment. The thermostatic bath 13 is
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maintained at a predetermined temperature and the pres-
surized vessel 11 is immersed in the thermostatic bath
13.
[0024] In the degraded oil generating step ST1, the
lubricant 1 and the copper catalyst 12 are put in the pres-
surized vessel 11. Next, oxygen is injected into the pres-
surized vessel 11 so that the oxygen partial pressure in
the pressurized vessel 11 is set to the predetermined
pressure Pref higher than the value thereof under the
atmospheric pressure, and the pressurized vessel 11 is
immersed in the thermostatic bath 13 having a predeter-
mined temperature Tref (see Fig. 3) and is rotated in the
thermostatic bath 13 by power supplied from the driving
source (not shown). The degraded oil generating step
ST1 is executed for an execution time t (see Fig. 4) from
a timing when the thermostatic bath 13 is immersed in
the pressurized vessel 11 as a starting point of time. Ac-
cordingly, degraded oil obtained from the oxidation of the
lubricant 1 present in the pressurized vessel 11 is gen-
erated.
[0025] In the present embodiment, the degraded oil
generating step ST1 is executed about the same type of
lubricant 1 multiple times with a change in an execution
time t to generate a plurality of degraded oils having dif-
ferent RPVOT residual ratios to be described later. Here,
an RPVOT residual ratio is an index value representing
the degree of degradation of degraded oil caused by ox-
idation, and the actual measured value of an RPVOT
residual ratio is measured in an RPVOT testing step
ST2A that is a subsequent step. An RPVOT residual ratio
is 100% in new oil, and has a smaller value as the deg-
radation of degraded oil caused by oxidation progresses.
In the present embodiment, two sets of degraded oils
having the same RPVOT residual ratio are generated in
a case where two sets of degraded oil generating steps
ST1 are executed for the same execution time t.
[0026] The execution conditions of the degraded oil
generating step ST1 will be described with reference to
Fig. 3. Fig. 3 is a diagram illustrating the respective test
conditions of the method for determining the degree of
sludge generation in oil according to the embodiment. A
middle column in Fig. 3 shows the test conditions of the
degraded oil generating step ST1. Further, for compari-
son, the test conditions of a Dry TOST test defined in
ASTM D7873 are added to the left column in Fig. 3. The
Dry TOST test is a test method for oxidizing a lubricant
by putting 360 ml of the lubricant and a copper catalyst
and an iron catalyst (each of which is a coil having a
diameter (φ) of 1.6 mm and a length of 3 m) in a test tube
without the addition of water and blowing oxygen under
the atmospheric pressure at a rate of 3 L/min while im-
mersing the test tube in a thermostatic bath having a
temperature of 120°C. There is a case where an execu-
tion time of about 500 hours to about 3000 hours is re-
quired to generate degraded oil of which the RPVOT re-
sidual ratio is sufficiently reduced depending on the type
of the lubricant 1 in this Dry TOST test.
[0027] In the degraded oil generating step ST1 accord-

ing to the embodiment, the amount of the lubricant 1 for
each set is set to 60 (g) as shown in Fig. 3. Since two
sets of degraded oil generating steps ST1 are executed
in the present embodiment, degraded oil is separately
generated two times using a total of 120 (g) of the lubri-
cant 1 as a sample. Accordingly, a sufficient amount of
degraded oil to be used in the RPVOT testing step ST2A
and the sludge amount measuring step ST2B to be de-
scribed later can be generated.
[0028] In the degraded oil generating step ST1, the
predetermined temperature Tref of the thermostatic bath
13 is set to 150°C. Since the predetermined temperature
of the thermostatic bath 13 is set to 150°C higher than
120°C of the Dry TOST test as described above, the ox-
idation of the lubricant 1 can be accelerated. The prede-
termined temperature Tref of the thermostatic bath 13
may be in the range of 130°C to 150°C. In a case where
the predetermined temperature Tref is set to 130°C or
more, a temperature can be increased from 120°C of the
Dry TOST test by 10°C. Accordingly, it is said that the
oxidation of the lubricant 1 can be suitably accelerated.
Further, in a case where the predetermined temperature
Tref is set to 150°C or less, thermal decomposition occurs
in the lubricant. Accordingly, it is possible to reduce a
concern that the lubricant may be degraded in a mode
different from the assumed degradation caused by oxi-
dation.
[0029] In the degraded oil generating step ST1, the
predetermined pressure Pref of the oxygen partial pres-
sure of the pressurized vessel 11 caused by the injection
of oxygen is set to 0.62 MPa higher than the value thereof
under the atmospheric pressure. Since the oxygen partial
pressure of the pressurized vessel 11 is increased to be
higher than the value thereof under the atmospheric pres-
sure that is the test condition of the Dry TOST test in this
way, the oxidation of the lubricant 1 can be accelerated.
The predetermined pressure Pref may be a value in the
range of 0.3 (MPa) to 1.0 (MPa). Not oxygen but air may
be injected to set the oxygen partial pressure of the pres-
surized vessel 11 to the predetermined pressure Pref.
Further, gas in the pressurized vessel 11 may be substi-
tuted with oxygen, that is, oxygen atmosphere may be
formed in the entire pressurized vessel 11.
[0030] A coiled copper wire having a diameter (φ) of
1.6 mm and a length of 3 m is used as the copper catalyst
12.
[0031] Next, execution times t required to generate de-
graded oil having different RPVOT residual ratios in the
degraded oil generating step ST1 will be described with
reference to Fig. 4. Fig. 4 is a diagram illustrating an
example of a change in pressure in the pressurized ves-
sel over the execution time of the degraded oil generating
step. As shown in Fig. 4, pressure in the pressurized
vessel 11 becomes the maximum pressure Pmax after
the start of the degraded oil generating step ST1 (after
the pressurized vessel 11 is immersed in the thermostatic
bath 13), and pressure starts to be reduced at a certain
point of time in a case where the degraded oil generating
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step ST1 is further continued. That is, since oxygen
present in the pressurized vessel 11 is consumed for the
oxidation of the lubricant 1, pressure in the pressurized
vessel 11 is reduced. Here, time, which has passed from
the starting point of time until pressure in the pressurized
vessel 11 reaches a predetermined pressure PA from the
maximum pressure Pmax, is referred to as an RPVOT
value tA of the degraded oil generating step ST1. In the
present embodiment, the predetermined pressure PA
has a value that is obtained in a case where a pressure
of 0.175 MPa is reduced from the maximum pressure
Pmax. The predetermined pressure PA may have, for ex-
ample, a value that is obtained in a case where a pressure
in the range of 0.170 MPa to 0.180 MPa is reduced from
the maximum pressure Pmax. The RPVOT value tA can
be measured in a case where the degraded oil generating
step ST1 is executed under the test conditions of the
degraded oil generating step ST1 shown in Fig. 3 until
pressure in the pressurized vessel 11 reaches the pres-
sure PA obtained in a case where a pressure of 0.175
MPa is reduced from the maximum pressure Pmax.
[0032] It is assumed that the degraded oil generating
step ST1 is executed for an execution time tAX corre-
sponding to a ratio of X% of the measured RPVOT value
tA. In this case, it can be estimated that only X% of de-
graded oil 2A, which is generated in a case where the
degraded oil generating step ST1 is continued until the
RPVOT value tA, is degraded in generated degraded oil
2x due to oxidation. As described above, an RPVOT re-
sidual ratio, which is the index of the degree of degrada-
tion of degraded oil, is 100% in new oil, and has a smaller
value as the oxidation of degraded oil progresses. Since
it is thought that the oxidation of the degraded oil 2A,
which is generated in a case where the degraded oil gen-
erating step ST1 is continued until the RPVOT value tA,
has completely progressed, it can be estimated that the
RPVOT residual ratio of the degraded oil is substantially
0% (for example, the range of 0% to 3%). That is, the
RPVOT value tA mentioned here is a first period in which
the estimated value of an RPVOT residual ratio is sub-
stantially 0% since pressure in the pressurized vessel 11
is reduced to the predetermined pressure PA from the
maximum pressure Pmax. Accordingly, it can be estimat-
ed that the degraded oil 2x in which only X% of the de-
graded oil 2A is degraded due to oxidation has an RPVOT
residual ratio of (100-X)%. The estimated value of the
RPVOT residual ratio of the degraded oil 2x is referred
to as an estimated RPVOT residual ratio (%). For exam-
ple, in Fig. 4, degraded oil 2x (X=75%), which is gener-
ated in a case where the degraded oil generating step
ST1 is executed for the time of X% (=75%) of the RPVOT
value tA, has an estimated RPVOT residual ratio of 25%.
As described above, the degraded oil 2x having a desired
estimated RPVOT residual ratio can be generated in a
case where the degraded oil generating step ST1 is ex-
ecuted for an execution time tAX corresponding to X% of
the RPVOT value tA, that is, a second period shorter than
the first period. In other words, the execution time tAX,

which is the second period, is adjusted according to the
value of the RPVOT residual ratio of the degraded oil 2x
to be generated.
[0033] Fig. 5 is a diagram illustrating an example of a
relationship between an estimated RPVOT residual ratio
and an actual RPVOT residual ratio. The actual RPVOT
residual ratio is a value that is measured about each de-
graded oil 2X generated in the degraded oil generating
step ST1 by an RPVOT test defined in ASTM D2272 to
be described later. As shown in Fig. 5, the estimated
RPVOT residual ratio and the actual RPVOT residual
ratio are not completely equal to each other but are values
close to each other. For this reason, it is possible to obtain
the degraded oil 2x relatively close to degraded oil having
an RPVOT residual ratio about which a worker wants to
acquire data in the RPVOT testing step ST2A and the
sludge amount measuring step ST2B that are subse-
quent steps.
[0034] Further, the estimated RPVOT residual ratio
and the actual RPVOT residual ratio are in a linear rela-
tionship as shown in Fig. 5. Accordingly, in a case where
at least two points among points shown in Fig. 5 are ac-
quired, it is possible to more accurately generate degrad-
ed oil, which is close to an RPVOT residual ratio about
which a worker wants to acquire data in the subsequent
steps, by adjusting the estimated RPVOT residual ratio
on the basis of the linear relationship. As a result, for
example, only a part of degraded oil is generated in the
degraded oil generating step ST1, and it is also possible
to more accurately generate remaining degraded oil by
executing the degraded oil generating step ST1 again
while adjusting the estimated RPVOT residual ratio on
the basis of the linear relationship after acquiring two
points among the points shown in Fig. 5 by executing the
RPVOT testing step ST2A to be described later on the
generated degraded oil.
[0035] Next, a worker executes the RPVOT testing
step ST2A and the sludge amount measuring step ST2B.
The RPVOT testing step ST2A and the sludge amount
measuring step ST2B may be executed in parallel, or
may be sequentially executed from any one of them. Fur-
ther, the RPVOT testing step ST2A and the sludge
amount measuring step ST2B are not steps that cannot
be executed until all the degraded oils are generated in
the degraded oil generating step ST1. The RPVOT test-
ing step ST2A and the sludge amount measuring step
ST2B may be executed at a timing when at least one
type of degraded oil is generated.
[0036] The RPVOT testing step ST2A is a step of
measuring an RPVOT residual ratio of a part of the gen-
erated degraded oil by the RPVOT test defined in ASTM
D2272. The RPVOT testing step ST2A is executed using
one set of the two sets of degraded oils that are generated
in the degraded oil generating step ST1 and have the
same RPVOT residual ratio. The RPVOT testing step
ST2A is executed using the RPVOT test device 10 shown
in Fig. 2. However, the degraded oil generating step ST1
and the RPVOT testing step ST2A do not need to be
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executed using a single RPVOT test device 10.
[0037] The RPVOT testing step ST2A is executed ac-
cording to the test conditions of the RPVOT test defined
in ASTM D2272 shown in the right column in Fig. 3. In
more detail, in the RPVOT testing step ST2A, 50 g of one
set of degraded oil generated in the degraded oil gener-
ating step ST1, 5 ml of water, and a coiled copper catalyst
12 having a diameter (φ) of 1.6 mm and a length of 3 m
are put in the pressurized vessel 11. Next, gas in the
pressurized vessel 11 is substituted with oxygen to form
oxygen atmosphere in the pressurized vessel 11, pres-
sure (that is, oxygen pressure) in the pressurized vessel
11 is set to 0.62 MPa higher than the value thereof under
the atmospheric pressure, and the pressurized vessel 11
is immersed in the thermostatic bath 13 having a tem-
perature of 150°C and is rotated in the thermostatic bath
13 by power supplied from the driving source (not shown).
Then, a RPVOT value, which is the time having passed
from a point of time when the pressurized vessel 11 is
immersed in the thermostatic bath 13 until pressure in
the pressurized vessel 11 is reduced to 0.175 MPa from
the maximum pressure, is measured. That is, since ox-
ygen present in the pressurized vessel 11 is consumed
for the further oxidation of the degraded oil, pressure in
the pressurized vessel 11 is reduced. Accordingly, since
time required for the RPVOT test is shortened as the
original degraded oil is oxidized, a RPVOT value is re-
duced.
[0038] In the RPVOT testing step ST2A, the RPVOT
test is executed about all types of degraded oils, which
are generated in the degraded oil generating step ST1
and have different RPVOT residual ratios, according to
the above-mentioned test conditions shown in Fig. 3 to
measure the RPVOT values of all types of degraded oils.
Further, in the RPVOT testing step ST2A, the RPVOT
test is executed about even new oil of the lubricant 1
according to the test conditions shown in Fig. 3 as in the
case of the degraded oil to measure the RPVOT value
of the new oil. Accordingly, the measured RPVOT value
of each degraded oil is divided by the RPVOT value of
the new oil to calculate the actual RPVOT residual ratio
(%) of each degraded oil. That is, an RPVOT residual
ratio is a ratio of the RPVOT value of the degraded oil to
the RPVOT value of the new oil. As described above, an
RPVOT residual ratio is 100% in the new oil and has a
smaller value as the degradation of the degraded oil
caused by oxidation progresses. The RPVOT testing
step ST2A may be executed with a standard other than
ASTM D2272 as long as the actual RPVOT residual ratio
(%) of the degraded oil can be measured.
[0039] The sludge amount measuring step ST2B is a
step of measuring the weight of sludge, which is filtration
residue, of a remaining part of the generated degraded
oil. The sludge amount measuring step ST2B is executed
using remaining one set of degraded oil, which is not
used in the RPVOT testing step ST2A, of the two sets of
degraded oils that are generated in the degraded oil gen-
erating step ST1 and have the same RPVOT residual

ratio. In the sludge amount measuring step ST2B, the
weight of sludge of each of all types of degraded oils,
which are generated in the degraded oil generating step
ST1 and have different RPVOT residual ratios, is meas-
ured. In more detail, in the sludge amount measuring
step ST2B, each degraded oil is filtered by a filtration
device (not shown), filtration residue, that is, sludge is
acquired, and the weight of the acquired sludge (herein-
after, referred to as the amount of sludge) is measured.
[0040] In a case where both the RPVOT testing step
ST2A and the sludge amount measuring step ST2B are
completed, a worker executes the determining step ST3.
The determining step ST3 is a step of associating the
measured RPVOT residual ratio with the amount of
sludge and determining the ease of generation of sludge
caused by the degradation of the lubricant 1. In the
present embodiment, the RPVOT residual ratio of each
degraded oil measured in the RPVOT testing step ST2A
and the amount of sludge of each degraded oil measured
in the sludge amount measuring step ST2B are caused
to be associated with each other, the amount of sludge
is plotted for every RPVOT residual ratio, and the ease
of generation of sludge according to the degree of deg-
radation of the lubricant 1 is determined.
[0041] Fig. 6 is a diagram illustrating an example of a
relationship between the RPVOT residual ratio meas-
ured in the RPVOT testing step and the amount of sludge
measured in the sludge amount measuring step. In Fig.
6, portions other than actual measured points are inter-
polated by a publicly-known interpolation method. Fur-
ther, a relationship between a RPVOT residual ratio and
the amount of sludge, which is obtained in a case where
degraded oil is generated by the Dry TOST test according
to the test conditions shown in the left column in Fig. 3
instead of the degraded oil generating step ST1, is also
plotted as Comparative example in Fig. 6. The amount
of sludge in Fig. 6 is the amount of sludge (mg) per 1 kg
of degraded oil.
[0042] As shown in Fig. 6, a relationship between the
RPVOT residual ratio and the amount of sludge meas-
ured in the method for determining the degree of sludge
generation in oil according to the present embodiment
shows a change tendency substantially close to that of
Comparative example. In the example shown in Fig. 6,
at an RPVOT residual ratio of 25% as an example of a
criterion to be described later, the amount of sludge is
75.8 mg/kg in the method for determining the degree of
sludge generation in oil according to the embodiment and
the amount of sludge is 68.0 mg/kg in Comparative ex-
ample. The values of the amount of sludge substantially
close to each other are obtained. Further, a deviation
between the embodiment and Comparative example is
11.5% in the example shown in Fig. 6. It is said that the
ease of generation of sludge according to the degree of
degradation of the lubricant 1 can be determined by the
method for determining the degree of sludge generation
in oil according to the present embodiment with an ac-
curacy close to that of Comparative example correspond-

9 10 
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ing to a case where degraded oil is generated by the Dry
TOST test.
[0043] Examples of a criterion for determining whether
or not the ease of generation of sludge according to the
degree of degradation of the lubricant 1 is good includes
a condition that the amount of sludge is smaller than a
predetermined value in a region where an RPVOT resid-
ual ratio is lower than a predetermined RPVOT residual
ratio. For example, 25% that is a criterion for a turbine
lubricant defined in ASTM D4378 can be employed as
the predetermined RPVOT residual ratio. Further, for ex-
ample, 100 mg/kg can be employed as the predeter-
mined value of the amount of sludge on the basis of re-
sults of the occurrence of troubles caused by sludge,
such as the clogging of a filter, in an actual turbine.
[0044] An effect of accelerating the generation of de-
graded oil by the method for determining the degree of
sludge generation in oil according to the embodiment will
be described with reference to Fig. 7. Fig. 7 is a diagram
illustrating examples of execution times that are required
until degraded oils having different RPVOT residual ra-
tios are generated in the degraded oil generating step.
The RPVOT residual ratio mentioned here is an actual
RPVOT residual ratio measured in the RPVOT testing
step ST2. In Fig. 7, portions other than actual measured
points are interpolated by a publicly-known interpolation
method. Further, values, which are obtained in a case
where degraded oil is generated by the Dry TOST test
according to the test conditions shown in the left column
in Fig. 3, are also plotted as Comparative example even
in Fig. 7 as in Fig. 6. As shown in Fig. 7, 467 hours is
required in Comparative example until the RPVOT resid-
ual ratio of degraded oil as an example of the above-
mentioned criterion reaches 25%. In contrast, only 19.7
hours is required in the method for determining the de-
gree of sludge generation in oil according to the embod-
iment until the RPVOT residual ratio of degraded oil
reaches 25%. Therefore, according to the degraded oil
generating step ST1 of the present embodiment, degra-
dation can be accelerated by 23.7 times that of Compar-
ative example.
[0045] As described above, in the degraded oil gener-
ating step ST1 of the method for determining the degree
of sludge generation in oil according to the embodiment,
the lubricant 1 is oxidized in a state where oxygen partial
pressure is lower than the predetermined pressure Pref
higher than the value thereof under the atmospheric pres-
sure, through the substitution of gas with oxygen or the
injection of oxygen or air. Accordingly, degraded oil can
be obtained quickly. Further, the RPVOT residual ratio
of a part (one set) of the generated degraded oils is meas-
ured in the RPVOT testing step ST2A, and the amount
of sludge of a remaining part (one set) thereof is meas-
ured in the sludge amount measuring step ST2B. Ac-
cordingly, the RPVOT residual ratio and the amount of
sludge of the degraded oil can be measured in parallel.
As a result, in a case where the obtained RPVOT residual
ratio and the obtained amount of sludge are caused to

be associated with each other, the ease of generation of
sludge caused by the degradation of the lubricant 1 can
be more quickly determined.
[0046] Further, it is preferable that the predetermined
pressure Pref is in the range of 0.3 (MPa) to 1.0 (MPa).
Furthermore, it is more preferable that the predetermined
pressure Pref is 0.62 (MPa).
[0047] According to this configuration, degraded oil
can be obtained quickly in the degraded oil generating
step ST1. However, the predetermined pressure Pref
may have a value that is higher than the atmospheric
pressure and allows the oxidation of the lubricant 1 to be
sufficiently accelerated.
[0048] Further, it is preferable that the predetermined
temperature Tref is in the range of 130 (°C) to 150 (°C).
Furthermore, it is more preferable that the predetermined
temperature Tref is 150 (°C).
[0049] According to this configuration, degraded oil
can be obtained quickly in the degraded oil generating
step ST1. However, the predetermined temperature Tref
may have a value lower than a temperature that allows
the oxidation of the lubricant 1 to be accelerated as com-
pared to the Dry TOST test in the related art and allows
the lubricant 1 to be degraded in a degradation mode
other than oxidation.
[0050] Further, the first period (RPVOT value tA) in
which the estimated value of an RPVOT residual ratio is
substantially 0 (%) since pressure in the pressurized ves-
sel 11 is reduced to the predetermined pressure PA from
the maximum pressure Pmax is specified, the degraded
oil generating step ST1 is executed for the second period
(execution time tAX) shorter than the first period, and the
second period is adjusted according to the value of the
RPVOT residual ratio of degraded oil to be generated.
[0051] According to this configuration, it is possible to
accurately generate degraded oil close to a desired
RPVOT residual ratio in the degraded oil generating step
ST1 only by adjusting the second period (execution time
tAX). However, a method of determining an execution
time t is not limited to the method described in the present
embodiment. For example, with regard to a specific type
of lubricant 1, a relationship between an execution time
t and the actual RPVOT residual ratio of generated de-
graded oil is accumulated as data by the past execution
results and experiments of the method for determining
the degree of sludge generation in oil according to the
embodiment, and an execution time t may be set on the
basis of the accumulated data so that a desired RPVOT
residual ratio is obtained. Further, with regard to a specific
type of lubricant 1, a pressure PA and an RPVOT value
tA, which to be are obtained in a case where the RPVOT
residual ratio is a predetermined residual ratio, for exam-
ple, substantially 0 (about 3% or less), may be specified
in advance on the basis of the accumulated data.
[0052] Furthermore, degraded oil is generated in the
degraded oil generating step ST1 using the RPVOT test
device 10 used in the RPVOT test.
[0053] According to this configuration, since both the
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degraded oil generating step ST1 and the RPVOT testing
step ST2A can be executed as long as there is only the
RPVOT test device 10 used in the RPVOT test, a plurality
of types of test devices do not need to be prepared. Ac-
cordingly, costs can be reduced. As described above, a
single RPVOT test device 10 does not need to be used
in the degraded oil generating step ST1 and the RPVOT
testing step ST2A. Further, as long as the contents of
treatment described in the present embodiment can be
executed, the degraded oil generating step ST1 may be
executed using a device different from a dedicated device
used in the RPVOT test.

Reference Signs List

[0054]

1: lubricant
10: RPVOT test device
11: pressurized vessel
12: copper catalyst
13: thermostatic bath

Claims

1. A method for determining a degree of sludge gener-
ation in oil, the method comprising:

a step of generating degraded oil, which is ob-
tained from oxidation of oil, by immersing and
rotating a pressurized vessel, in which oil and a
copper catalyst are put and which is pressurized
by substitution of gas with oxygen or injection of
oxygen or air until oxygen partial pressure
reaches a predetermined pressure higher than
a value thereof under an atmospheric pressure,
in a thermostatic bath having a predetermined
temperature;
a step of measuring an RPVOT residual ratio,
which is an index value representing a degree
of degradation of the degraded oil caused by
oxidation, of a part of the generated degraded
oil by an RPVOT test and measuring a weight
of sludge, which is filtration residue, thereof; and
a step of determining ease of generation of the
sludge caused by the degradation of the oil from
a relationship between the measured RPVOT
residual ratio and the measured weight of the
sludge.

2. The method for determining the degree of sludge
generation in oil according to claim 1,
wherein the predetermined pressure is in a range of
0.3 (MPa) to 1.0 (MPa).

3. The method for determining the degree of sludge
generation in oil according to claim 1 or 2,

wherein the predetermined temperature is in a range
of 130 (°C) to 150 (°C).

4. The method for determining the degree of sludge
generation in oil according to any one of claims 1 to 3,

wherein a first period in which an estimated val-
ue of the RPVOT residual ratio is substantially
0 (%) since pressure in the pressurized vessel
is reduced to the predetermined pressure from
a maximum pressure is specified,
the step of generating the degraded oil is exe-
cuted for a second period shorter than the first
period, and
the second period is adjusted according to a val-
ue of the RPVOT residual ratio of the degraded
oil to be generated.

5. The method for determining the degree of sludge
generation in oil according to any one of claims 1 to 4,
wherein the degraded oil is generated in the step of
generating the degraded oil using a test device used
in the RPVOT test.

6. The method for determining the degree of sludge
generation in oil according to any one of claims 1 to 5,
wherein the RPVOT test is a test defined in ASTM
D2272.
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