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(54)  Disk  player 

(57)  A  disk  player  (1  0)  has  a  cartridge  holder  (20) 
formed  with  an  opening  (21),  capable  of  loading  through 
the  opening  (21)  a  disk  cartridge  (40)  containing  an  opti- 
cal  disk  (41),  the  disk  cartridge  (40)  having  a  shutter 
(42)  adapted  to  be  slidingly  opened  to  expose  an  infor- 
mation  recording  surface  of  the  optical  disk  (41)  con- 
tained  in  the  cartridge  (40),  so  as  to  permit  information 
recording  or  reproducing.  The  disk  player  (10)  com- 
prises  a  disk  cartridge  loading  system  (50)  for  transport- 
ing  the  disk  cartridge  (40)  in  a  direction  which  is  the 
same  direction  for  the  shutter  (42)  to  move  on  the  disk 
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cartridge  (40);  a  guide  plate  (23)  provided  on  the  inner 
side  of  the  opening  (21)  within  the  disk  player  (10)  for 
guiding  the  disk  cartridge  (40)  when  the  disk  cartridge 
(40)  is  being  transported  into  or  from  the  disk  player  (1  0) 
through  the  opening  (21).  In  particular,  the  guide  plate 
(23)  has  an  inclined  edge  portion  (23a)  formed  with  a 
slope  gradually  inclined  from  an  insertion/removal  direc- 
tion  of  the  disk  cartridge  (40)  into/from  the  disk  player 
(10). 
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Description 

BACKGROUND  OF  THE  INVENTION 

[0001  ]  The  present  invention  relates  to  a  disc  player,  s 
in  particular  to  a  disc  player  capable  of  allowing  a 
smooth  insertion/removal  of  a  disc  cartridge  containing 
an  optical  disc  into/from  the  disc  player. 
[0002]  There  are  many  types  of  disc  players  for 
recording  information  into  and  reproducing  information  10 
from  an  optical  disc,  with  one  example  thereof  illustrated 
in  Fig.  15A.  Referring  to  Fig.  15A,  a  conventional  disc 
player  A  comprises  a  cartridge  transporting  means  D  for 
transporting  the  cartridge  B  to  a  predetermined  position 
in  a  cartridge  holder  C  located  within  the  disc  player  A,  15 
a  lift  means  F  for  moving  down  the  cartridge  holder  C 
and  clamping  the  same  onto  a  servo  mechanism  E  for 
recording  information  into  or  reproducing  information 
from  the  optical  disc. 
[0003]  Fig.  15B  shows  another  conventional  disc  20 
player  A\  As  shown  in  Fig.  15B,  this  conventional  disc 
player  A  comprises  a  cartridge  transporting  means  D 
for  moving  a  disc  cartridge  B  to  a  predetermined  posi- 
tion  in  a  cartridge  holder  C  located  within  the  disc  player 
A;,  a  pivoting  means  H  for  pivoting  a  servo  mechanism  25 
E  about  a  pivoting  axis  G  arranged  perpendicular  to  the 
transporting  direction  of  the  cartridge  &_  The  pivoting 
means  H  is  adapted  to  clamp  the  servo  mechanism  E 
to  the  cartridge  holder  C  for  recording  information  into 
or  reproducing  information  from  the  optical  disc.  In  fact,  30 
almost  all  disc  players  in  practical  use  at  present  time 
are  manufactured  in  a  manner  as  shown  in  Fig.  15B. 
[0004]  Each  of  the  conventional  disc  players  A  and  A' 
shown  in  Figs.  15A  and  15B  has  a  cartridge  holder  C 
formed  with  an  opening  CI  on  the  front  side  thereof,  as  35 
shown  in  Fig.  16.  In  this  way,  the  cartridge  B  is  allowed 
to  be  inserted  into  or  taken  out  from  the  cartridge  holder 
C  through  the  opening  C1. 
[0005]  Further,  as  shown  in  Fig.  16,  a  guide  plate  C2 
is  provided  on  the  lower  inner  side  of  the  opening  CjL  so  40 
as  to  serve  as  a  guide  means  for  ensuring  a  smooth 
insertion/removal  of  the  disc  cartridge  B  into/from  the 
cartridge  holder  G, 
[0006]  However,  with  the  disc  players  A  and  A;  shown 
in  Figs.  15A  and  15B,  there  may  be  listed  the  following  45 
problems. 
[0007]  Namely,  a  disc  cartridge  B  has  a  shutter  Bl 
(Fig.  17B)  capable  of  slidingly  opening/closing  the  car- 
tridge  B,  thereby  allowing  an  information  recording  sur- 
face  of  the  optical  disc  to  be  exposed  during  a  process  so 
of  information  recording/reproducing,  but  allowing  the 
same  to  be  completely  covered  within  the  cartridge  B 
when  not  in  a  process  of  information  recording/repro- 
ducing,  so  as  to  protect  the  information  recording  sur- 
face  of  the  optical  disc  from  an  ambient  outside  55 
environment. 
[0008]  However,  since  the  shutter  B_l  of  the  cartridge 
B  is  usually  formed  by  a  sheet  member  having  a  small 

thickness,  such  shutter  B_l  is  likely  to  be  twisted  or 
warped  on  one  or  both  of  its  surfaces.  Thus,  when  the 
cartridge  B  (with  its  shutter  Bl  deformed)  is  inserted 
into  the  disc  player  A  or  A;,  the  deformed  shutter  B_l  will 
bumper  into  the  edge  portions  of  the  opening  CjL  As  a 
result,  there  is  a  possibility  that  the  cartridge  B  will  fail  to 
be  inserted  into  the  cartridge  holder  Q 
[0009]  On  the  other  hand,  if  the  shutter  Bl  of  the  car- 
tridge  B  has  been  deformed  due  to  some  sort  of  acting 
force  occurring  within  the  cartridge  holder  C  and  such  a 
cartridge  B  is  to  be  removed  from  the  cartridge  holder 
C,  the  shutter  B_l  will  bump  against  an  edge  portion  C3 
of  the  guide  plate  C2  (Fig.  16).  As  a  result,  it  will  be  dif- 
ficult  or  even  impossible  for  the  disc  cartridge  B  to  be 
removed  from  the  cartridge  holder  G, 
[001  0]  In  order  to  solve  the  above  problem,  it  has  been 
suggested  that  a  part  (corresponding  to  a  passage  for 
the  shutter  B_l  of  the  disc  cartridge  B  to  pass  there- 
through)  of  the  opening  CI  be  made  larger  than  other 
portions  thereof,  so  as  to  ensure  a  necessary  clearance 
for  a  disc  cartridge  B  (with  its  shutter  B_l  deformed)  to 
be  inserted  into  or  removed  from  the  cartridge  holder  (1 
as  shown  in  Fig.  7A. 
[001  1  ]  However,  if  a  part  of  the  opening  CI  is  made 
larger  than  other  portions  thereof,  the  opening  CI  will 
have  an  increased  height  and  this  will  undesirably 
increase  the  size  of  an  entire  disc  player,  hence  increas- 
ing  the  manufacturing  cost. 

SUMMARY  OF  THE  INVENTION 

[001  2]  It  is  an  object  of  the  present  invention  to  pro- 
vide  an  improved  disc  player  capable  of  permitting  a 
disc  cartridge  (with  its  shutter  deformed)  to  be  inserted 
into  or  removed  from  a  cartridge  holder,  without  having 
to  increase  the  size  of  an  opening  of  the  cartridge 
holder,  thereby  ensuring  a  compact  size  for  an  entire 
disc  player,  so  as  to  solve  the  above-mentioned  prob- 
lems  peculiar  to  the  above-mentioned  prior  arts. 
[001  3]  According  to  the  present  invention,  there  is  pro- 
vided  an  improved  disc  player  which  has  a  cartridge 
holder  formed  with  an  opening,  capable  of  loading 
through  said  opening  a  disc  cartridge  containing  an 
optical  disc,  said  disc  cartridge  having  a  shutter 
adapted  to  be  slidingly  opened  to  expose  an  information 
recording  surface  of  the  optical  disc  contained  con- 
tained  in  the  cartridge,  so  as  to  permit  information 
recording  or  reproducing.  The  disc  player  comprises  a 
disc  cartridge  loading  system  for  transporting  the  disc 
cartridge  in  a  direction  which  is  the  same  direction  for 
the  shutter  to  move  on  the  disc  cartridge;  a  guide  plate 
provided  on  the  inner  side  of  said  opening  within  the 
disc  player  for  guiding  the  disc  cartridge  when  said  disc 
cartridge  is  being  transported  into  or  from  the  disc 
player  through  the  opening.  In  particular,  the  guide  plate 
has  an  inclined  edge  portion  formed  into  a  slope  gradu- 
ally  inclined  in  an  insertion/removal  direction  of  the  disc 
cartridge  into/from  the  disc  player. 
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[0014]  In  one  aspect  of  the  present  invention,  said 
inclined  edge  portion  is  a  linearly  inclined  portion  or  a 
curvically  inclined  portion. 
[001  5]  In  another  aspect  of  the  present  invention,  said 
inclined  edge  portion  includes  a  plurality  of  smaller 
inclined  portions  having  different  inclining  angles. 
[0016]  In  a  further  aspect  of  the  present  invention, 
said  inclined  edge  portion  extends  from  a  position  close 
to  an  outer  edge  of  the  disc  cartridge  (being  moved 
through  the  opening)  to  a  position  close  to  a  center  line 
in  an  insertion/removal  direction  of  the  disc  cartridge, 
and  has  been  formed  into  a  slope  gradually  inclined  in 
said  insertion/removal  direction. 
[001  7]  In  a  still  further  aspect  of  the  present  invention, 
said  inclined  edge  portion  is  provided  on  the  guide  plate 
close  to  the  opening's  center  line  in  said  inser- 
tion/removal  direction  of  the  disc  cartridge. 
[0018]  The  above  objects  and  features  of  the  present 
invention  will  become  better  understood  from  the  follow- 
ing  description  with  reference  to  the  accompanying 
drawings. 

BRIEF  DESCRIPTION  OF  DRAWINGS 

[0019] 

Fig.  1  is  a  front  view  schematically  indicating  a  disc 
player  made  according  to  a  preferred  embodiment 
of  the  present  invention. 
Fig.  2  is  a  perspective  view  schematically  indicating 
a  front  portion  of  the  disc  player  of  Fig.  1  . 
Fig.  3  is  a  front  view  schematically  indicating  a  piv- 
otable  chassis  used  in  the  disc  player  of  Fig.  1  . 
Fig.  4  is  a  side  view  schematically  indicating  the 
disc  player  of  Fig.  1. 
Fig.  5  is  a  side  view  schematically  indicating  a  car- 
tridge  loading  operation  of  the  disc  player  of  Fig.  1  . 
Fig.  6  is  a  side  view  schematically  indicating  a  rack 
change-over  operation  of  the  disc  play  of  Fig.  1  . 
Fig.  7  is  a  side  view  schematically  indicating  a 
clamp  starting  operation  of  the  disc  player  of  Fig.  1  . 
Fig.  8  is  a  side  view  schematically  indicating  a  con- 
dition  in  which  an  optical  disc  is  being  reproduced. 
Fig.  9  is  a  side  view  schematically  indicating  a  con- 
dition  in  which  sound  information  is  being  recorded 
on  an  optical  disc  mounted  within  the  disc  player  of 
Fig.  1. 
Fig.  10  is  an  explanatory  view  schematically  illus- 
trating  a  pivoting  movement  of  the  pivotable  chassis 
provided  in  the  disc  player  made  according  to  the 
present  invention. 
Fig.  11  is  an  explanatory  view  schematically  illus- 
trating  a  stopped  position  of  the  pivotable  chassis 
provided  in  the  disc  player  made  according  to  the 
present  invention. 
Fig.  12  is  an  explanatory  view  schematically  indi- 
cating  a  removal  process  of  a  disc  cartridge  from 
the  disc  player  made  according  to  the  present 

invention. 
Fig.  13  is  a  perspective  view  schematically  indicat- 
ing  a  carrier  blocking  means  used  in  the  disc  player 
of  Fig.  1  . 

5  Fig.  14  is  a  perspective  view  schematically  indicat- 
ing  a  disc  player  made  according  to  a  further 
embodiment  of  the  present  invention. 
Fig.  15A  is  an  explanatory  view  schematically  illus- 
trating  a  cartridge  loading  operation  of  a  disc  player 

10  made  according  to  a  prior  art. 
Fig.  15B  is  an  explanatory  view  schematically  illus- 
trating  a  cartridge  loading  operation  of  a  disc  player 
made  according  to  another  prior  art. 
Fig.  16  is  a  perspective  view  schematically  indicat- 

15  ing  a  front  portion  of  a  disc  player  made  according 
to  a  prior  art. 
Fig.  17A  is  a  front  view  schematically  indicating  an 
opening  of  a  disc  player  made  according  to  a  prior 
art. 

20  Fig.  1  7B  is  an  explanatory  view  schematically  indi- 
cating  an  operation  for  inserting/removing  a  disc 
cartridge  into/from  a  disc  player  made  according  to 
a  prior  art. 
Fig.  17C  is  a  side  view  schematically  indicating  an 

25  operation  for  inserting/removing  a  disc  cartridge 
into/from  a  disc  player  made  according  to  a  prior 
art. 

DETAILED  DESCRIPTION  OF  THE  PREFERRED 
30  EMBODIMENTS 

[0020]  Figs.  1  -  4  are  views  showing  a  disc  player 
made  according  to  a  preferred  embodiment  of  the 
present  invention. 

35  [0021]  In  Fig.  1,  reference  numeral  10  is  used  to  rep- 
resent  a  disc  player  which  has  a  cartridge  holder  20  for 
receiving  and  holding  a  cartridge  40.  A  pivotable  chas- 
sis  30  is  provided  within  the  cartridge  holder  40  in  a 
manner  such  that  it  is  pivotable  about  a  pseudo  pivoting 

40  axis  X  extending  along  one  side  of  the  cartridge  holder 
20,  as  shown  in  Fig.  1  .  On  the  other  side  of  the  cartridge 
holder  20,  there  are  provided  a  cartridge  transporting 
system  50  for  moving  the  cartridge  40,  a  driving  system 
60  for  pivotably  driving  the  pivoting  chassis  30,  a  motor 

45  70  for  driving  all  of  the  above  elements. 
[0022]  In  detail,  the  cartridge  holder  20  has  a  frame 
structure  formed  with  an  elongated  opening  21  on  the 
front  side  thereof  (on  the  right  side  in  Fig.  1  and  Fig.  4). 
The  cartridge  40  having  a  generally  rectangular  shape 

so  accommodating  an  optical  disc  41,  is  allowed  to  be 
inserted  into  or  taken  out  from  the  cartridge  holder  20 
through  the  elongated  opening  21  . 
[0023]  A  protection  shutter  42  is  provided  on  the  car- 
tridge  40  adjacent  to  one  side  thereof,  in  a  manner  such 

55  that  the  shutter  42  can  be  slidingly  driven  in  the  same 
direction  as  the  cartridge  is  inserted  into  or  removed 
from  the  cartridge  holder  20. 
[0024]  Moreover,  on  the  above  one  side  of  the  car- 
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tridge  holder  20  there  are  formed  a  plurality  of  retaining 
grooves  22,  so  that  a  plurality  of  hinge  members  31  of 
the  pivotable  chassis  30  may  be  engaged  in  these 
grooves  22  and  supported  thereon.  In  this  way,  the  piv- 
otable  chassis  30  is  allowed  to  pivot  about  the  pseudo 
pivoting  axis  X  by  virtue  the  hinge  members  31  . 
[0025]  Fig.  2  is  a  perspective  view  schematically  indi- 
cating  a  front  portion  of  the  disc  player  of  Fig.  1  .  As 
shown  in  Fig.  2,  a  guide  plate  23  is  provided  on  the 
lower  inner  side  of  the  opening  21  to  serve  as  a  guide 
means  for  ensuring  a  smooth  insertion/removal  of  the 
disc  cartridge  40  into/from  the  cartridge  holder  20. 
[0026]  In  detail,  the  guide  plate  23  has  an  inclined 
edge  portion  23a  which  is  formed  in  an  inclined  manner 
(inclined  in  the  cartridge  insertion/removal,  direction) 
such  that  its  surface  will  not  be  perpendicular  to  car- 
tridge  insertion/removal  direction.  Alternatively,  the 
guide  plate  23  as  whole  may  be  formed  into  a  slope  sur- 
face  so  as  to  serve  as  a  similar  or  more  effective  guide 
means.  Further,  it  is  also  possible  that  other  guide  por- 
tions  close  to  the  opening  21  of  the  disc  player  may  be 
similarly  formed  into  inclined  surfaces.  For  example,  as 
shown  in  Fig.  14,  an  opening  Gl  of  a  guide  section  G 
provided  on  a  panel  P  of  the  disc  player  1  0  may  be  so 
formed  that  its  entire  edge  portion  is  in  an  inclined  loop 
configuration. 
[0027]  Referring  again  to  Fig.  2,  the  inclined  edge  por- 
tion  23a  of  the  guide  plate  23  may  present  a  linearly 
inclined  surface  or  a  curvically  inclined  surface.  Further, 
the  inclined  edge  portion  23a  may  also  be  formed  to 
include  several  smaller  inclined  portions  having  different 
inclining  angles. 
[0028]  In  fact,  an  inclined  edge  portion  like  the  portion 
23a  does  not  always  have  to  be  positioned  on  the  guide 
plate  23  located  on  the  lower  side  of  the  opening  23. 
Practically,  it  is  possible  that  such  an  inclined  edge  por- 
tion  23a  may  also  be  located  on  other  guide  means 
located  on  other  (upper,  left  or  right)  sections  on  the 
inner  side  of  the  opening  21  ,  provided  that  it  can  guide 
the  upper  surface,  upper  and  lower  surfaces  or  right  and 
left  sides  of  the  disc  cartridge  40  when  it  is  being  moved 
through  the  opening  21  . 
[0029]  Referring  again  to  Fig.  1,  a  shutter  sliding 
mechanism  24  is  provided  on  one  side  of  the  cartridge 
holder  20  within  the  disc  player  10,  in  a  manner  such 
that  the  shutter  42  of  the  cartridge  40  may  be  slidingly 
opened  or  closed  in  the  insertion/removal  direction 
thereof. 
[0030]  In  more  detail,  the  shutter  sliding  mechanism 
24  includes  a  leaf  spring  formed  by  bending  a  flexible 
sheet  member.  In  this  way,  one  part  of  the  shutter  slid- 
ing  mechanism  24  is  allowed  to  insert  into  a  guide 
groove  formed  on  the  disc  cartridge  40,  so  that  a  spring 
(not  shown,  but  provided  to  normally  press  the  shutter 
42  to  have  it  in  a  closed  position)  of  the  cartridge  40  is 
pressed  into  the  cartridge  40,  thereby  slidingly  opening 
or  closing  the  shutter  42. 
[0031  ]  Further,  a  clamping  spring  25  is  provided  within 

the  cartridge  holder  20,  in  a  manner  such  that  it  can 
cooperate  with  a  projection  51c  of  a  carrier  51  (which 
will  be  described  later)  to  clamp  an  inserted  cartridge  40 
in  a  predetermined  position  within  the  cartridge  holder 

s  20. 
[0032]  Fig.  3  is  a  front  view  schematically  indicating 
the  pivotable  chassis  used  in  the  disc  player  of  Fig.  1  . 
[0033]  As  shown  in  Fig.  3,  the  pivotable  chassis  30  is 
also  formed  into  a  frame  structure,  a  plurality  of  the 

10  hinge  members  31  are  outwardly  protruding  members 
integrally  formed  on  one  side  of  the  pivotable  chassis 
30.  With  the  hinge  members  31  engaged  in  the  retaining 
grooves  22  of  the  cartridge  holder  20,  the  pivorable 
chassis  30  can  pivot  about  the  pseudo  pivoting  shaft  X 

15  within  the  cartridge  holder  20.  On  the  other  side  of  the 
pivotable  chassis  30,  there  is  provided  an  engaging  pin 
32  protruding  outwardly  in  the  same  plane  as  defined  by 
the  chassis  main  body. 
[0034]  A  turntable  33  for  turning  an  optical  disc  41  is 

20  provided  on  the  center  of  the  pivotable  chassis  30.  A 
supporting  shaft  35  and  a  worm  gear  36  are  mutually 
parallelly  arranged  on  the  rear  portion  of  the  pivotable 
chassis  30  by  means  of  a  fixing  member  34,  extending 
from  one  side  of  the  chassis  30  to  the  other.  An  optical 

25  pickup  37  is  movably  engaged  through  one  side  thereof 
with  the  worm  gear  36  so  as  to  be  slidable  on  and  along 
the  supporting  shaft  35.  Further,  a  rotating  gear  38a  and 
an  engaging  gear  38b,  which  are  in  a  mutually  engaged 
condition,  are  provided  on  the  pivotable  chassis  30  near 

30  the  worm  gear  36  and  the  supporting  shaft  35.  A  micro- 
type  motor  (not  shown)  provided  on  the  chassis  30  is 
used  to  rotate  the  rotating  gear  38a.  With  the  rotation  of 
the  rotating  gear  38a,  the  engaging  gear  38b  which  is 
secured  on  one  end  of  the  worm  gear  36,  will  be  driven 

35  so  that  the  optical  pickup  37  may  be  moved  reciprocat- 
ingly  along  the  supporting  shaft  35.  In  Fig.  2,  a  refer- 
ence  numeral  39  is  used  to  represent  an  objective  lens. 
[0035]  Further  provided  on  the  pivotable  chassis  30  is 
a  magnet  head  (not  shown)  which  is  movable  up  and 

40  down  by  virtue  of  a  driving  plate  61  (Fig.  4),  as  will  be 
described  in  detail  later. 
[0036]  Referring  again  to  Figs.  1  and  4,  the  cartridge 
transporting  system  50  is  used  to  move  the  cartridge  40 
in  a  direction  substantially  parallel  to  the  sliding  direc- 

45  tion  of  the  shutter  42  on  the  cartridge  40.  A  carrier  51  is 
attached  on  the  cartridge  holder  20  so  that  it  can  move 
back  and  forth  in  the  cartridge  insertion/removal  direc- 
tion.  By  virtue  of  such  carrier  51  ,  the  cartridge  40  is 
allowed  to  smoothly  move  into  and  out  of  the  cartridge 

so  holder  20. 
[0037]  In  detail,  the  carrier  51  comprises  a  base  plate 
51a  (Fig.  1)  and  a  side  plate  51b  (Fig.  4),  forming  an  L- 
shaped  configuration  when  viewed  along  the  cartridge 
insertion  direction.  In  fact,  the  carrier  51  is  allowed  to 

55  slide  along  an  elongated  groove  26  (Fig.  1)  formed  on 
the  cartridge  holder  20  extending  in  the  cartridge  inser- 
tion  direction. 
[0038]  Fig.  4  is  a  side  view  of  the  disc  player  10.  As 
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shown  in  Fig.  4,  the  side  plate  51b  is  formed  extending 
along  one  side  face  of  the  cartridge  holder  20.  Further, 
on  the  upper  side  of  the  side  plate  51b  there  are  pro- 
vided  a  carrier  locking  means  54  and  a  carrier  hooking 
means  55  (Fig.  13). 
[0039]  In  Fig.  13,  one  end  of  the  carrier  locking  means 
54  is  pivotable  about  a  shaft  56  provided  on  the  carrier 
51  ,  the  other  end  thereof  is  normally  urged  in  the  clock- 
wise  direction  by  a  spring  (not  shown)  so  that  said  other 
end  can  engage  one  side  of  the  cartridge  holder  20  to 
lock  the  carrier  51  in  a  predetermined  position.  With  the 
use  of  such  a  structure,  once  the  cartridge  40  is 
inserted  into  the  cartridge  holder  20,  the  front  end  of  the 
cartridge  40  will  press  said  other  end  of  the  carrier  lock- 
ing  means  54  so  that  the  carrier  locking  means  54  is  piv- 
oted  about  the  shaft  56.  In  this  way,  a  locked  state 
between  the  carrier  51  and  the  cartridge  holder  20  may 
be  released  so  that  the  carrier  51  becomes  movable  in 
the  cartridge  insertion  direction. 
[0040]  During  the  movement  of  the  carrier  51  ,  the  car- 
rier  hooking  means  55  will  engage  one  side  of  the 
inserted  cartridge  40,  thereby  enabling  the  cartridge  40 
to  move  in  a  predetermined  manner. 
[0041  ]  As  shown  in  Fig.  1  3,  the  carrier  hooking  means 
55  is  provided  on  one  side  of  the  carrier  locking  means 
54  and  is  made  of  an  elastic  material. 
[0042]  As  show  in  Fig.  4,  the  side  plate  51  b  of  the  car- 
rier  51  is  further  formed  with  an  elongated  rack  portion 
52  in  its  longitudinal  direction.  Such  rack  portion  52  is 
allowed  to  engage  with  a  driving  gear  75  (Fig.  1)  which 
will  be  explained  in  detail  later. 
[0043]  Further,  a  guide  groove  53  is  formed  in  parallel 
with  the  elongated  rack  portion  52  on  the  side  plate  51  b, 
located  between  the  elongated  rack  portion  52  and  the 
above  carrier  locking  means  54.  As  shown  in  Fig.  4,  the 
guide  groove  53  has  a  downwardly  inclined  front  portion 
bending  toward  the  rack  portion  52.  In  detail,  the  guide 
groove  53  is  so  formed  that  it  permits  insertion  of  an 
upper  pin  76a  of  a  change-over  ring  76  (Figs.  1  and  4). 
[0044]  Referring  again  to  Figs.  1  and  4,  on  the  same 
side  of  the  cartridge  holder  20,  there  is  provided  a  driv- 
ing  plate  61  which  is  movable  back  and  forth  in  the  car- 
tridge  insertion  direction,  partially  serving  as  a  driving 
mechanism  60  for  driving  the  above  pivotable  chassis 
30. 
[0045]  In  detail,  the  driving  plate  61  includes  a  driving 
portion  61a  and  a  operating  portion  61b.  The  driving 
portion  61  a  is  formed  with  a  rack  portion  62  engageable 
with  a  driving  gear  75  which  will  be  described  in  detail 
later. 
[0046]  Further,  under  the  rack  portion  62  is  formed  a 
guide  groove  63  which  is  generally  in  parallel  with  the 
rack  portion  62.  The  guide  groove  63  also  has  a  down- 
wardly  inclined  front  portion.  Another  pin  76b  of  the 
change-over  ring  76  may  be  inserted  in  the  guide 
groove  63. 
[0047]  On  the  inner  surface  of  the  operating  portion 
61b  of  the  driving  plate  61  ,  there  is  formed  a  slightly  Z- 

shaped  guide  groove  64.  The  engaging  pin  32  of  the 
pivotable  chassis  30  is  allowed  to  engage  in  the  guide 
groove  64  so  that  said  pin  32  may  slide  therealong.  In 
this  way,  when  the  driving  plate  61  is  moving  in  its  longi- 

5  tudinal  direction,  the  pin  32  of  the  pivotable  chassis  30 
will  be  forced  to  move  up  and  down  in  Fig.  4,  thereby 
rendering  the  pivotable  chassis  30  to  pivot  about  the 
pseudo  pivoting  axis  X  (Fig.  1).  causing  the  chassis  30 
to  get  in  contact  with  or  move  away  from  a  predeter- 

10  mined  portion  (not  shown)  within  the  cartridge  holder 
20. 
[0048]  In  addition,  a  portion  (not  shown)  of  the  driving 
plate  61  is  so  formed  that  it  can  serve  to  move  the  mag- 
net  head  attached  on  the  pivotable  chassis  30. 

15  [0049]  Referring  to  Figs.  1  and  4,  a  driving  motor  70, 
which  serves  to  provide  a  driving  force  for  the  chassis 
driving  system  60  (for  driving  the  pivotable  chassis  30) 
and  for  the  cartridge  transporting  system  50,  is  provided 
on  the  rear  position  of  the  cartridge  holder  20. 

20  [0050]  Referring  again  to  Figs.  1  and  4,  the  motor  70 
has  a  driving  shaft  70a  on  which  is  secured  a  pulley  71  . 
Another  pulley  73  is  secured  on  the  side  wall  of  the  car- 
tridge  holder  20.  A  belt  72  is  attached  around  both  the 
pulley  71  and  the  pulley  73,  so  that  a  V-shaped  belt  con- 

25  tour  is  formed  therebetween.  Referring  to  Fig.  1  ,  a  small 
gear  73a  integrally  molded  with  the  pulley  73  is  engage- 
able  with  a  large  gear  74  supported  on  the  side  wall  of 
the  cartridge  holder  20. 
[0051]  Further,  on  the  inner  side  of  the  large  gear  74 

30  is  coaxially  attached  another  gear  75  which  is  engagea- 
ble  with  both  the  rack  portion  52  formed  on  the  side 
plate  51b  of  the  carrier  51  and  the  rack  portion  62 
formed  on  the  driving  portion  61  a  of  the  driving  plate  61  . 
As  shown  in  Figs.  1  and  4,  a  change-over  ring  76  having 

35  an  upper  pin  76a  and  a  lower  pin  76b  is  coaxially  pro- 
vided  on  the  inner  side  of  the  gear  75. 
[0052]  In  detail,  the  upper  pin  76a  of  the  change-over 
ring  76  is  positioned  such  that  it  can  be  inserted  in  the 
guide  groove  53  of  the  carrier  51  ,  the  lower  pin  76b  can 

40  be  inserted  in  the  guide  groove  63  of  the  driving  plate 
61. 
[0053]  Formed  on  an  inwardly  recessed  surface  of  the 
above  gear  74  are  two  half-circumference  grooves  (not 
shown).  The  driving  gear  75  is  formed  with  a  projection 

45  75a  which  may  movably  engage  in  the  half-circumfer- 
ence  grooves  and  may  be  stopped  by  end  walls  in  each 
of  such  grooves. 
[0054]  A  flexible  clamping  member  25  is  attached  on 
the  cartridge  holder  20,  such  that  a  cartridge  40 

so  inserted  in  the  cartridge  holder  20  may  be  fixedly  sup- 
ported  thereon. 
[0055]  The  operation  of  the  disc  player  1  0  having  the 
above-discussed  structure  made  according  to  the 
present  invention  will  be  described  in  detail  below  with 

55  reference  to  Figs.  4-11. 
[0056]  Referring  to  Fig.  4,  when  a  cartridge  40  is 
begun  to  be  loaded  into  the  cartridge  holder  20  of  the 
disc  player  10,  the  carrier  51  is  in  a  position  adjacent  to 

5 
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the  right  end  (as  viewed  in  Fig.  4)  of  the  cartridge  holder 
20,  while  the  driving  plate  61  is  in  a  position  close  to  the 
left  end  (as  viewed  in  Fig.  4)  of  the  cartridge  holder  20. 
At  this  time,  the  rack  portion  52  of  the  carrier  51  is 
engaged  with  the  driving  gear  75,  while  the  rack  portion 
62  of  the  driving  plate  61  is  not  engaged  with  the  driving 
gear  75. 
[0057]  At  this  moment,  the  upper  pin  76a  of  the 
change-over  ring  76  is  in  contact  with  the  left  end  of  the 
guide  groove  53  of  the  carrier  51  ,  while  the  lower  pin 
76b  thereof  is  in  contact  with  the  lower  end  of  the 
inclined  portion  of  the  guide  groove  63  of  the  driving 
plate  61  .  In  this  way,  the  upper  pin  76a  and  the  lower  pin 
76b  of  the  change-over  ring  76  are  contained  in  one 
pseudo  line  that  is  substantially  perpendicular  to  the 
insertion  direction  of  the  cartridge  40,  as  shown  in  Fig. 
4. 
[0058]  Once  the  cartridge  40  is  inserted  into  the  car- 
tridge  holder  20  through  the  elongated  opening  21 
formed  on  the  front  side  thereof,  the  cartridge  40  will 
press  a  portion  54a  (Fig.  13)  of  the  carrier  locking 
means  54,  causing  the  carrier  locking  means  54  to  pivot 
about  the  shaft  56.  In  this  way,  the  locked  state  of  the 
carrier  51  is  released  so  that  the  carrier  51  becomes 
movable.  Meanwhile,  the  hooking  means  55  of  the  car- 
rier  51  is  caused  to  engage  with  an  engaging  hole 
formed  on  one  side  of  the  cartridge  40,  so  that  the  car- 
tridge  40  and  the  carrier  51  become  integrally  movable. 
[0059]  At  this  time,  even  if  the  hooking  means  55  fails 
to  properly  engage  with  the  engaging  hole  formed  on 
the  cartridge  40,  the  hooking  means  55  (since  it  is  made 
of  an  elastic  material)  will  be  allowed  to  escape  from  the 
cartridge  40  so  as  to  avoid  a  possible  damage  to  the 
cartridge  40. 
[0060]  Referring  again  to  Fig.  1  ,  at  this  time,  the  car- 
rier  51  is  moved  along  the  guide  groove  26  to  the  rear 
(left)  of  the  cartridge  holder  20,  and  such  a  movement 
will  cause  a  switch  (not  shown)  to  be  turned  ON,  so  as 
to  cause  the  driving  motor  70  to  start  its  rotation. 
[0061  ]  Referring  once  more  to  Fig.  1  ,  with  the  rotation 
of  the  driving  motor  70,  a  driving  force  is  transmitted 
through  the  pulley  71  ,  the  belt  72,  the  gear  pulley  73,  the 
small  gear  73a,  the  large  gear  74,  thereby  rendering  the 
driving  gear  75  to  start  its  rotation. 
[0062]  At  this  moment,  referring  to  Fig.  5,  since  the 
upper  pin  76a  of  the  change-over  ring  76  is  still  inserted 
in  a  horizontal  portion  of  the  guide  groove  53  of  the  car- 
rier  51  ,  the  change-over  ring  76  does  not  rotate. 
[0063]  However,  when  the  carrier  51  moves  towards 
the  rear  side  of  cartridge  holder  20,  the  upper  pin  76a  of 
the  change-over  ring  76  begins  to  slid  from  the  horizon- 
tal  portion  of  the  guide  groove  53  to  the  inclined  front 
portion  thereof.  When  the  upper  pin  76a  moves  along 
the  inclined  portion  of  the  guide  grooves  53,  the  upper 
pin  76a  is  caused  to  move  in  a  circular  trace  in  the  coun- 
terclockwise  direction.  Meanwhile,  the  lower  pin  76b  of 
the  change-over  ring  76  is  also  caused  to  move  in  a  cir- 
cular  trace  in  the  counter  clockwise  direction,  thereby 

forming  a  circular  movement  of  the  change-over  ring  76 
in  the  counter  clockwise  direction.  In  this  way,  since  the 
lower  pin  76b  is  caused  to  press  against  the  inclined 
portion  of  the  guide  groove  63,  the  driving  plate  61  is 

5  forced  to  move  rightwardly  as  shown  in  Fig.  6.  In  this 
way,  the  rack  portion  62  of  the  driving  plate  61  becomes 
engaged  with  the  driving  gear  75,  thereby  rendering  the 
driving  plate  61  to  move  also  in  the  rightward  direction. 
[0064]  When  the  change-over  ring  76  is  caused  to 

10  rotate  further  in  the  counter  clockwise  direction,  with  the 
above  movement  of  the  upper  pin  76a,  the  rack  portion 
52  (of  the  carrier  51)  engaged  with  the  driving  gear  75 
will  be  disengaged  from  the  driving  gear  75,  thereby 
rendering  the  movement  of  the  carrier  51  to  stop.  At  this 

15  moment,  the  upper  pin  76a  is  in  contact  with  the  right- 
most  end  of  the  guide  groove  53,  and  the  cartridge  40 
has  thus  arrived  at  a  predetermined  position  within  the 
cartridge  holder  20. 
[0065]  Afterwards,  since  the  driving  plate  61  is  further 

20  moved  rightwardly,  the  engaging  pin  32  of  the  pivotable 
chassis  30  is  caused  to  move  upwardly  along  the 
inclined  groove  64  of  the  driving  portion  61a  of  the  driv- 
ing  plate  61  ,  as  shown  in  Figs.  7  -  9.  Accordingly,  the 
pivotable  chassis  30  is  caused  to  pivot  with  the  support- 

25  ing  grooves  22  of  the  cartridge  holder  20  as  pivoting  ful- 
crums.  In  this  manner,  the  pivotable  chassis  30  will  pivot 
to  an  operating  position  within  the  cartridge  holder  20  so 
as  to  catch  the  cartridge  40  which  has  already  been 
inserted  in  the  cartridge  holder  20,  as  shown  in  Figs.  10 

30  and  1  1  . 
[0066]  Then,  a  switch  (not  shown)  is  turned  OFF  so 
that  the  driving  motor  70  is  stopped,  thereby  stopping 
the  driving  plate  61  .  Afterwards,  the  optical  disc  41  con- 
tained  in  the  cartridge  40  may  be  reproduced.  At  this 

35  moment,  the  clamping  member  25  acts  to  press  against 
the  cartridge  40.  Meanwhile,  one  portion  (not  shown)  of 
the  cartridge  holder  20  will  be  pressingly  contacted  by  a 
part  of  the  cartridge  40,  so  that  the  disc  cartridge  40  will 
be  exactly  held  in  position  within  the  cartridge  holder  20. 

40  [0067]  When  a  sound  information  is  to  be  recorded  on 
the  optical  disc  41  contained  within  the  cartridge  40,  the 
driving  motor  70  is  again  operated  to  cause  the  driving 
plate  61  to  move  further  rightward.  In  this  way,  a  non- 
illustrated  portion  of  the  driving  plate  61  acts  to  move 

45  down  the  magnetic  head  on  the  pivotable  chassis  30. 
This  time,  the  shutter  42  of  the  cartridge  40  had  already 
been  slide  opened  (at  the  time  the  cartridge  40  was 
inserted  into  the  cartridge  holder  20)  by  means  of  a 
shutter  opening  means  (not  shown)  provided  on  the  car- 

50  tridge  holder  20,  so  that  the  magnetic  head  is  allowed  to 
be  mounted  on  the  disc  41  ,  thereby  effecting  a  predeter- 
mined  recording. 
[0068]  On  the  other  hand,  when  a  cartridge  40  con- 
taining  an  optical  disc  41  is  to  be  removed  from  the  car- 

55  tridge  holder  20,  a  cartridge  detaching  process  is 
required  to  be  carried  out  in  the  following  procedure  that 
is  not  an  exactly  reversed  course  of  the  above  cartridge 
insertion  process. 
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[0069]  At  first,  a  stop  button  (not  shown)  of  the  disc 
player  10  is  pushed  so  as  to  stop  the  reproducing  or 
recording  process  being  performed  on  the  optical  disc 
41  .  Then,  by  operating  an  eject  button,  the  driving  motor 
70  is  caused  to  rotate  in  a  reversed  direction,  so  that  the  5 
driving  plate  61  is  moved  leftwardly  in  the  drawings. 
Upon  such  operation,  the  pivotable  chassis  30  begins  to 
move  downwardly,  so  as  to  move  away  from  the  operat- 
ing  position  in  the  cartridge  holder  20. 
[0070]  In  this  way,  when  the  driving  plate  61  moves,  10 
the  lower  pin  76b  of  the  change-over  ring  76  will  be 
guided  to  slide  downwardly  along  a  groove  63  from  its 
horizontal  portion  to  its  inclined  portion.  Further,  while 
the  lower  pin  76b  is  being  guided  by  the  inclined  portion 
of  the  groove  63,  the  lower  pin  76b  will  begin  to  move  is 
along  a  circular  trace  in  a  clockwise  direction.  In  this 
manner,  since  the  lower  pin  76b  of  the  change-over  ring 
76  is  moved  a  along  a  circular  trace  in  the  clockwise 
direction,  the  change-over  ring  76  itself  will  also  be 
caused  to  rotate  somehow  in  the  clockwise  direction,  20 
thereby  enabling  the  driving  gear  75  to  engage  back 
with  the  rack  portion  52  of  the  carrier  51,  and  causing 
the  rack  portion  62  of  the  driving  plate  61  to  disengage 
from  the  driving  gear  75,  thus  causing  the  carrier  51  to 
move  toward  right  side  of  the  cartridge  holder  20.  After  25 
that,  the  cartridge  40  is  allowed  to  be  removed  from  the 
cartridge  holder  20  through  the  elongated  opening  21, 
while  the  carrier  51  is  stopped  by  the  carrier  locking 
means  54  so  as  to  be  retained  on  the  cartridge  holder 
20.  30 
[0071]  In  the  following,  an  operation  of  the  inclined 
edge  portion  23a  of  the  guide  plate  23  of  the  disc  player 
1  0  will  be  described  in  detail  with  reference  to  Figs.  1  2A 
-  12E. 
[0072]  Fig.  12A  is  a  plane  view  schematically  indicat-  35 
ing  an  operation  in  which  a  disc  cartridge  40  is  being 
removed  from  the  cartridge  holder  20  of  the  disc  player 
10  through  the  opening  21.  Fig.  12B  is  a  front  view 
schematically  indicating  such  an  operation. 
[0073]  Here,  the  inclined  edge  portion  23a  presents  a  40 
linearly  inclined  surface  which  is  provided  in  a  position 
on  the  guide  plate  23  close  to  a  center  line  (said  center 
line  is  arranged  in  the  cartridge  insertion/removal  direc- 
tion)  of  the  cartridge  40  when  being  moved  through  the 
opening  21  .  As  related  earlier  in  this  specification,  the  45 
inclined  edge  portion  23a  may  also  be  formed  into  a  cur- 
vically  inclined  surface,  or  alternatively,  it  may  be  formed 
by  several  smaller  inclined  edge  portions. 
[0074]  Fig.  1  2C  is  a  plane  view  schematically  indicat- 
ing  an  operation  in  which  the  cartridge  40  is  being  so 
removed  from  the  cartridge  holder  20  of  the  disc  player 
10  through  the  opening  21.  In  fact,  the  cartridge  40  is 
moved  in  the  same  direction  in  which  the  carrier  51 
moves,  as  indicated  by  an  arrow  shown  in  Fig.  12C. 
[0075]  Referring  again  to  Fig.  12C,  with  the  cartridge  55 
40  moving  further  from  the  cartridge  holder  20,  a  linear 
portion  42A  of  the  shutter  42  of  the  cartridge  40  tends  to 
get  closer  to  and  bump  against  the  guide  plate  23.  How- 

ever,  since  the  guide  plate  23  has  an  inclined  edge  por- 
tion  23a,  there  would  be  no  direct  contact  between  the 
linear  portion  42A  and  the  guide  plate  23,  what  occurs 
is  only  a  sliding  contact  between  the  two,  which  is 
caused  by  a  sliding  movement  extending  from  a  base 
end  42A2  of  the  linear  portion  42A  of  the  shutter  42  to  a 
free  end  42A1  of  the  linear  portion  42A.  In  this  way,  the 
shutter  42  (if  it  has  warped  due  to  an  external  force, 
such  as  a  hatched  portion  on  the  shutter  42,  particularly 
the  free  end  42A1  will  easily  warped)  may  be  corrected 
in  its  configuration  upon  passing  through  the  inclined 
edge  portion  23a. 
[0076]  Since  there  is  not  any  direct  contact  between 
the  linear  portion  42A  (of  the  shutter  42)  and  the  guide 
plate  23,  a  warped  portion  (such  as  the  free  end  42A1 
of  the  linear  portion  42A  of  the  shutter  42)  of  the  car- 
tridge  40  is  allowed  to  pass  through  the  inclined  edge 
portion  23a,  thereby  allowing  the  cartridge  40  to 
smoothly  move  through  the  opening  21  in  a  sliding  con- 
tact  with  the  guide  plate  23,  as  shown  in  Fig.  12D  and 
Fig.  12E. 
[0077]  Upon  removal  of  the  cartridge  40  from  the 
opening  21  of  the  cartridge  holder  20,  the  carrier  51  will 
be  caught  on  the  cartridge  holder  20  by  virtue  of  the  car- 
rier  locking  means  54,  thereby  finishing  a  series  of  oper- 
ations  for  removing  the  disc  cartridge  40  out  of  the  disc 
player  10. 
[0078]  As  understood  from  the  above  description,  with 
the  use  of  the  inclined  edge  portion  23a,  a  slightly 
deformed  shutter  42  of  the  disc  cartridge  40  may  be  cor- 
rected  in  its  configuration  when  passing  through  the 
inclined  edge  portion  23a  of  the  guide  plate  23,  thereby 
allowing  the  cartridge  40  to  smoothly  move  through  the 
opening  21  in  a  sliding  contact  with  the  guide  plate  23, 
thus  ensuring  a  smooth  movement  for  inserting/remov- 
ing  a  disc  cartridge  into/from  a  disc  player,  without  a 
necessity  of  providing  an  additional  space  near  the 
opening  21  in  the  disc  player  for  such  movement  of  the 
disc  cartridge. 
[0079]  Therefore,  with  the  use  of  the  present  inven- 
tion,  it  is  allowed  to  provide  an  improved  disc  player 
capable  of  permitting  a  disc  cartridge  (with  its  shutter 
deformed)  to  be  inserted  into  and  removed  from  a  car- 
tridge  holder,  without  having  to  increase  the  size  of  an 
opening  of  the  cartridge  holder,  thereby  ensuring  a 
compact  size  for  an  entire  disc  player. 
[0080]  While  the  presently  preferred  embodiments  of 
the  this  invention  have  been  shown  and  described 
above,  it  is  to  be  understood  that  these  disclosures  are 
for  the  purpose  of  illustration  and  that  various  changes 
and  modifications  may  be  made  without  departing  from 
the  scope  of  the  invention. 

Claims 

1  .  A  disk  player  (1  0)  having  a  cartridge  holder  (20) 
formed  with  an  opening  (21),  capable  of  loading 
through  the  opening  (21)  a  disk  cartridge  (40)  con- 
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taining  a  disk  (41),  the  disk  cartridge  (40)  having  a 
shutter  (42)  adapted  to  be  slidingly  opened  to 
expose  an  information  recording  surface  of  the  disk 
(41)  contained  in  the  cartridge  (40),  so  as  to  permit 
information  recording  or  reproducing,  the  disk  5 
player  (10)  comprising: 

a  disk  cartridge  loading  system  (50)  for  trans- 
porting  the  disk  cartridge  (40)  in  a  direction 
which  is  the  same  direction  for  the  shutter  (42)  10 
to  move  on  the  disk  cartridge  (40); 
a  guide  plate  (23)  provided  on  the  inner  side  of 
the  opening  (21)  within  the  disk  player  (10)  for 
guiding  the  disk  cartridge  (40)  when  the  disk 
cartridge  (40)  is  being  transported  into  or  from  15 
the  disk  player  (10)  through  the  opening  (21); 
wherein  the  guide  plate  (23)  has  an  inclined 
edge  portion  (23a)  formed  with  a  slope  gradu- 
ally  inclined  in  an  insertion/removal  direction  of 
the  disk  cartridge  (40)  into/from  the  disk  player  20 
(10). 

The  disk  player  according  to  claim  1  , 
wherein  the  inclined  edge  portion  (23a)  is  a  linearly 
inclined  portion.  25 

The  disk  player  according  to  claim  1  , 
wherein  the  inclined  edge  portion  (23a)  is  a  curved 
inclined  portion. 

30 
The  disk  player  according  to  claim  1  , 
wherein  the  inclined  edge  portion  (23a)  includes  a 
plurality  of  smaller  inclined  portions  having  different 
inclination  angles. 

35 
The  disk  player  according  to  any  of  claims  1  to  4, 
wherein  the  inclined  edge  portion  (23a)  extends 
from  a  position  close  to  an  outer  edge  of  the  disk 
cartridge  (40),  being  moved  through  the  opening 
(21),  to  a  position  close  to  a  center  line  in  an  inser-  40 
tion/removal  direction  of  the  disk  cartridge  (40),  and 
is  formed  with  a  slope  gradually  inclined  in  the 
insertion/removal  direction. 

The  disk  player  according  to  any  of  claims  1  to  5,  45 
wherein  the  inclined  edge  portion  (23a)  is  provided 
on  the  guide  plate  (23)  close  to  the  center  line  of  the 
opening  (21)  in  the  insertion/removal  direction  of 
the  disk  cartridge  (40). 

55 
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