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(54)  Method  and  devices  for  broadcasting  cellular  service  information 

(57)  The  present  invention  provides  a  digital  data 
transmitting/receiving  method,  a  base  station  unit,  and  a 
mobile  object  terminal  unit,  which  enable  to  collect  infor- 
mation  desired  by  the  mobile  object  terminal  among 
service  information  distributed  by  the  base  station  by 
using  a  broadcasting  channel.  The  base  station  10 
transmits  data  after  the  identification  information  32  and 
33  is  added  in  the  header  information  30  of  the  service 
information  provided  to  the  mobile  object  terminal  20, 
and  the  mobile  object  terminal  20  has  an  address  show- 
ing  the  identification  information  32  and  33  and  ana- 
lyzes  the  identification  information  32  and  33  by 
indicating  the  address  to  identifies  whether  the  service 
information  40  is  provided  to  the  terminal  itself. 
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Description 

FIELD  OF  THE  INVENTION 

[0001  ]  The  present  invention  relates  to  a  technology  s 
for  transmitting/receiving  digital  data  between  a  base 
station  and  a  mobile  object  terminal,  and  more  particu- 
larly,  to  a  digital  data  transmitting/receiving  method,  a 
base  station  unit  used  for  transmitting/receiving  digital 
data,  and  a  mobile  object  terminal  unit  used  for  trans-  10 
mitting/receiving  digital  data,  which  enable  to  collect 
information  desired  by  the  mobile  object  terminal 
among  service  information  distributed  from  the  base 
station. 

15 
BACKGROUND  OF  THE  INVENTION 

[0002]  As  a  digital  data  transmitting/receiving  technol- 
ogy  in  the  broadcasting  by  a  communication  satellite 
(CS)  or  a  broadcasting  satellite  (BS)  and  the  ground  20 
wave  digital  broadcasting,  service  information  is  distrib- 
uted  from  a  base  station  (broadcasting  station)  to 
mobile  object  terminals  existing  in  a  service  area 
thereof,  by  using  a  prescribed  broadcasting  channel. 
[0003]  In  addition,  Japanese  Published  Patent  Appli-  25 
cation  No.  Hei.  7-1  54350  discloses  a  multiplex  broad- 
casting  method  in  which  multiplex  data  is  broadcast 
after  area  codes  such  as  zip  codes  are  attached  to  the 
multiplex  data  on  the  broadcasting  station  side  to 
restrict  broadcasting  target  areas  of  area  information  30 
such  as  commercials  closely  related  to  areas,  an  area 
code  of  an  installation  area  of  a  multiplex  broadcasting 
receiver  is  registered  as  ID  of  the  receiver  in  a  memory 
on  the  receiver  side,  the  area  code  of  the  received  mul- 
tiplex  data  which  is  separated  by  a  data  extracting  cir-  35 
cuit  and  ID  in  the  memory  are  compared  with  each 
other,  and  only  when  they  are  judged  to  coincide  with 
each  other,  a  picture  image  corresponding  to  the  multi- 
plex  data  is  displayed  on  an  image  receiver. 
[0004]  However,  in  the  prior  art  digital  data  transmit-  40 
ting/receiving  method,  since  the  base  station  distributes 
various  kinds  of  service  information  by  using  a  pre- 
scribed  broadcasting  channel,  it  is  difficult  for  the  mobile 
object  terminal  which  is  provided  with  the  service  infor- 
mation  to  collect  only  information  which  the  mobile  45 
object  terminal  really  needs  among  the  various  kinds  of 
service  information. 
[0005]  In  the  multiplex  broadcasting  method  which 
restricts  the  areas,  as  disclosed  in  Japanese  Published 
Patent  Application  No.  Hei.  7-1  54350,  it  is  impossible  to  so 
collect  only  the  information  desired  by  a  user,  neither. 

SUMMARY  OF  THE  INVENTION 

[0006]  The  present  invention  is  made  to  solve  the  ss 
above-mentioned  problem,  and  an  object  of  the  present 
invention  is  to  provide  a  digital  data  transmitting/receiv- 
ing  method,  a  base  station  unit  used  for  transmit- 

ting/receiving  digital  data,  and  a  mobile  object  terminal 
unit  used  for  transmitting/receiving  digital  data,  which 
enable  to  collect  information  desired  by  the  mobile 
object  terminal  among  service  information  distributed 
by  the  base  station. 
[0007]  Other  objects  and  advantages  of  the  invention 
will  become  apparent  from  the  detailed  description  that 
follows.  The  detailed  description  and  specific  embodi- 
ments  described  are  provided  only  for  illustration  since 
various  additions  and  modifications  within  the  spirit  and 
the  scope  of  the  invention  will  be  apparent  to  those  skill 
in  the  art  from  the  detailed  description. 
[0008]  According  to  a  1  st  aspect  of  the  present  inven- 
tion,  there  is  provided  a  method  for  transmitting/receiv- 
ing  digital  data  between  a  base  station  established  on 
the  ground  and  a  mobile  object  terminal  installed  on  a 
mobile  object  existing  in  a  service  area,  wherein  the 
base  station  provides  service  information  to  the  mobile 
object  terminal  by  digital  communication  by  using  a 
broadcasting  channel;  the  base  station  transmits  the 
data  after  identification  information  is  added  in  header 
information  of  the  service  information  which  is  provided 
to  the  mobile  object  terminal;  and  the  mobile  object  ter- 
minal  has  an  address  showing  the  identification  infor- 
mation,  analyzes  the  identification  information  by 
indicating  the  address,  and  enables  to  identify  whether 
the  service  information  is  provided  to  the  mobile  object 
terminal  itself.  Therefore,  the  mobile  objet  terminal  as  a 
user  can  collect  only  desired  information  among  the 
service  information  which  is  provided  by  the  prescribed 
broadcasting  channel,  by  indicating  the  address  show- 
ing  the  identification  information. 
[0009]  According  to  a  2nd  aspect  of  the  present  inven- 
tion,  in  the  digital  data  transmitting/receiving  method 
according  to  the  1st  aspect,  the  identification  informa- 
tion  includes  an  area  identification  part  and  a  vehicle 
identification  part.  Therefore,  the  mobile  objet  terminal 
as  a  user  can  collect  only  desired  information  among 
the  service  information  which  is  provided  by  the  pre- 
scribed  broadcasting  channel,  by  indicating  the  address 
showing  the  identification  information. 
[001  0]  According  to  a  3rd  aspect  of  the  present  inven- 
tion,  in  the  digital  data  transmitting/receiving  method 
according  to  the  1st  aspect,  the  identification  informa- 
tion  includes  an  area  identification  part  and  a  user  iden- 
tification  part.  Therefore,  the  mobile  objet  terminal  as  a 
user  can  collect  only  desired  information  among  the 
service  information  which  is  provided  by  the  prescribed 
broadcasting  channel,  by  indicating  the  address  show- 
ing  the  identification  information. 
[001  1  ]  According  to  a  4th  aspect  of  the  present  inven- 
tion,  in  the  digital  data  transmitting/receiving  method 
according  to  the  1st  aspect,  the  identification  informa- 
tion  includes  a  vehicle  type  identification  part  and  a 
vehicle  identification  part.  Therefore,  the  mobile  objet 
terminal  as  a  user  can  collect  only  desired  information 
among  the  service  information  which  is  provided  by  the 
prescribed  broadcasting  channel,  by  indicating  the 
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address  showing  the  identification  information. 
[001  2]  According  to  a  5th  aspect  of  the  present  inven- 
tion,  in  the  digital  data  transmitting/receiving  method 
according  to  the  1st  aspect,  the  identification  informa- 
tion  includes  an  area  identification  part,  a  vehicle  type 
identification  part,  a  vehicle  identification  part,  and  a 
user  identification  part.  Therefore,  the  mobile  objet  ter- 
minal  as  a  user  can  collect  only  desired  information 
among  the  service  information  which  is  provided  by  the 
prescribed  broadcasting  channel,  by  indicating  the 
address  showing  the  identification  information. 
[001  3]  According  to  a  6th  aspect  of  the  present  inven- 
tion,  in  the  digital  data  transmitting/receiving  method 
according  to  any  of  the  2nd,  3rd,  and  5th  aspect,  the 
area  identification  part  includes  a  code  representing  a 
country,  a  prefecture,  or  a  municipality.  Therefore,  the 
mobile  objet  terminal  as  a  user  can  collect  only  desired 
information  among  the  service  information  which  is  pro- 
vided  by  the  prescribed  broadcasting  channel,  by  indi- 
cating  the  address  showing  the  identification 
information. 
[001  4]  According  to  a  7th  aspect  of  the  present  inven- 
tion,  in  the  digital  data  transmitting/receiving  method 
according  to  any  of  the  4th  and  5th  aspect,  the  vehicle 
type  identification  part  includes  a  code  representing  a 
vehicle  manufacturer,  a  vehicle  type,  or  a  vehicle  year 
model.  Therefore,  the  mobile  objet  terminal  as  a  user 
can  collect  only  desired  information  among  the  service 
information  which  is  provided  by  the  prescribed  broad- 
casting  channel,  by  indicating  the  address  showing  the 
identification  information. 
[001  5]  According  to  a  8th  aspect  of  the  present  inven- 
tion,  in  the  digital  data  transmitting/receiving  method 
according  to  any  of  the  2nd,  4th,  and  5th  aspect,  the 
vehicle  identification  part  includes  a  code  representing 
license  plate  information.  Therefore,  the  mobile  objet 
terminal  as  a  user  can  collect  only  desired  information 
among  the  service  information  which  is  provided  by  the 
prescribed  broadcasting  channel,  by  indicating  the 
address  showing  the  identification  information. 
[001  6]  According  to  a  9th  aspect  of  the  present  inven- 
tion,  in  the  digital  data  transmitting/receiving  method 
according  to  any  of  the  3rd  and  5th  aspect,  the  user 
identification  part  includes  a  code  representing  a  termi- 
nal  ID  or  a  user  ID.  Therefore,  the  mobile  objet  terminal 
as  a  user  can  collect  only  desired  information  among 
the  service  information  which  is  provided  by  the  pre- 
scribed  broadcasting  channel,  by  indicating  the  address 
showing  the  identification  information. 
[0017]  According  to  a  10th  aspect  of  the  present 
invention,  in  the  digital  data  transmitting/receiving 
method  according  to  the  1st  aspect,  the  base  station 
transmits  data  after  permission  information  is  further 
added  in  header  information  of  the  service  information 
which  is  provided  to  the  mobile  object  terminal;  and  the 
mobile  object  terminal  analyzes  the  permission  informa- 
tion  and  receives  the  service  information  in  accordance 
with  handling  level  of  the  service  information  provided  to 

the  terminal  itself.  Therefore,  the  mobile  object  terminal 
can  receive  the  service  information  in  accordance  with 
the  utilization  manner  such  that  only  using  of  the  service 
information  is  possible,  or  using  and  storing  of  the  serv- 

5  ice  information  is  possible. 
[0018]  According  to  a  11th  aspect  of  the  present 
invention,  in  the  digital  data  transmitting/receiving 
method  according  to  the  10th  aspect,  the  permission 
information  specifies  a  utilization  manner  of  the  service 

10  information  which  is  received  by  the  mobile  object  termi- 
nal.  Therefore,  the  mobile  object  terminal  can  receive 
the  service  information  in  accordance  with  the  utilization 
manner  such  that  only  using  of  the  service  information 
is  possible,  or  using  and  storing  of  the  service  informa- 

15  tion  is  possible. 
[0019]  According  to  a  12th  aspect  of  the  present 
invention,  in  the  digital  data  transmitting/receiving 
method  according  to  the  1st  aspect,  the  base  station 
transmits  the  data  after  masking  part  of  the  identifica- 

20  tion  information  and  gives  receiving  permission  of  the 
service  information  to  a  particular  mobile  object  termi- 
nal  group.  Therefore,  the  service  information  can  be 
provided  to  only  the  mobile  object  terminals  belonging 
to  the  same  category,  and  the  necessary  information 

25  such  as  area  information  limited  to  particular  areas, 
repair  information  limited  to  broken-down  cars,  recall 
information  limited  to  particular  car  types  can  be  pro- 
vided  only  to  requiring  users. 
[0020]  According  to  a  13th  aspect  of  the  present 

30  invention,  in  the  digital  data  transmitting/receiving 
method  according  to  the  1st  aspect,  the  base  station 
transmits  the  data  after  the  data  recognition  information 
related  to  the  service  information  is  further  added  in  the 
header  information  of  the  service  information  which  is 

35  provided  to  the  mobile  object  terminal;  and  the  mobile 
object  terminal  analyzes  the  data  recognition  informa- 
tion  and  enables  to  collect  necessary  information 
among  the  service  information  which  is  provided  to  the 
terminal  itself.  Therefore,  only  the  necessary  informa- 

40  tion  can  be  collected  by  grasping  the  contents  of  the 
data. 
[0021]  According  to  a  14th  aspect  of  the  present 
invention,  in  the  digital  data  transmitting/receiving 
method  according  to  the  13th  aspect,  the  data  recogni- 

45  tion  information  is  point  information;  and  the  mobile 
object  terminal  enables  to  collect  service  information 
related  to  an  arbitrary  point  or  area  by  using  the  point 
information.  Therefore,  the  mobile  object  terminal  can 
collect  the  service  information  related  to  an  arbitrary 

so  point  or  area. 
[0022]  According  to  a  15th  aspect  of  the  present 
invention,  in  the  digital  data  transmitting/receiving 
method  according  to  the  13th  aspect,  the  data  recogni- 
tion  information  is  division  information  of  the  service 

55  information;  and  the  mobile  object  terminal  analyzes  the 
division  information  and  stands  by  data  reproduction 
processing  until  all  data  gather.  Therefore,  only  the  nec- 
essary  information  can  be  collected  by  grasping  the 
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contents  of  the  data. 
[0023]  According  to  a  16th  aspect  of  the  present 
invention,  in  the  digital  data  transmitting/receiving 
method  according  to  the  1  3th  aspect,  the  data  recogni- 
tion  information  is  partly  available  information  of  the  5 
service  information;  and  the  mobile  object  terminal  ana- 
lyzes  the  partly  available  information  and  performs  data 
processing  even  when  part  of  the  service  information  is 
lacking.  Therefore,  only  the  necessary  information  can 
be  collected  by  grasping  the  contents  of  the  data.  10 
[0024]  According  to  a  17th  aspect  of  the  present 
invention,  in  the  digital  data  transmitting/receiving 
method  according  to  the  1  3th  aspect,  the  data  recogni- 
tion  information  is  information  indicating  a  plurality  of 
service  information  are  included;  and  the  mobile  object  is 
terminal  analyzes  the  data  recognition  information  and 
performs  data  processing  after  performing  separation 
processing  of  the  service  information.  Therefore,  only 
the  necessary  information  can  be  collected  by  grasping 
the  contents  of  the  data.  20 
[0025]  According  to  a  18th  aspect  of  the  present 
invention,  in  the  digital  data  transmitting/receiving 
method  according  to  the  1st  aspect,  the  identification 
information  is  an  address  of  a  particular  mobile  object 
terminal.  Therefore,  the  one-to-one  communication  via  25 
the  base  station  can  be  possible  and  it  is  possible  to 
exchange  personal  messages. 
[0026]  According  to  a  19th  aspect  of  the  present 
invention,  in  the  digital  data  transmitting/receiving 
method  according  to  the  1st  aspect,  the  identification  30 
information  is  a  transmission  source  address  and  a 
transmission  destination  address  in  the  mobile  object 
terminal.  Therefore,  the  one-to-one  communication  via 
the  base  station  can  be  possible  and  it  is  possible  to 
exchange  personal  messages.  35 
[0027]  According  to  a  20th  aspect  of  the  present 
invention,  in  the  digital  data  transmitting/receiving 
method  according  to  the  19th  aspect,  the  transmission 
source  address  is  an  address  of  a  mobile  object  termi- 
nal  which  transmits  information  to  the  base  station;  and  40 
the  transmission  destination  address  is  an  address  of 
other  mobile  object  terminal  specified  by  the  mobile 
object  terminal  which  transmits  information  to  the  base 
station.  Therefore,  the  one-to-one  communication  via 
the  base  station  can  be  possible  and  it  is  possible  to  45 
exchange  personal  messages. 
[0028]  According  to  a  21st  aspect  of  the  present 
invention,  in  the  digital  data  transmitting/receiving 
method  according  to  the  19th  aspect,  the  mobile  object 
terminal  can  set  receiving  refusal  of  the  service  informa-  so 
tion  which  is  provided  from  a  particular  transmission 
source  address  on  the  basis  of  the  transmission  source 
address.  Therefore,  each  mobile  object  terminal  can 
refuse  unnecessary  information  for  itself. 
[0029]  According  to  a  22nd  aspect  of  the  present  55 
invention,  in  the  digital  data  transmitting/receiving 
method  according  to  the  1st  aspect,  the  mobile  object 
terminal  transmits  request  information  including  an 
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address  assigned  to  itself,  to  the  base  station,  and  the 
base  station  transmits  service  information  correspond- 
ing  to  the  request  information.  Therefore,  it  is  possible  to 
receive  necessary  service  information  in  accordance 
with  the  request  of  the  mobile  object  terminal  at 
requested  time  and  in  a  requested  form. 
[0030]  According  to  a  23rd  aspect  of  the  present 
invention,  in  the  digital  data  transmitting/receiving 
method  according  to  the  22nd  aspect,  the  request  infor- 
mation  includes  confidential  information  instructing 
encipherment  of  service  information  to  be  provided. 
Therefore,  it  is  possible  to  receive  necessary  service 
information  in  accordance  with  the  request  of  the  mobile 
object  terminal  at  requested  time  and  in  a  requested 
form. 
[0031]  According  to  a  24th  aspect  of  the  present 
invention,  in  the  digital  data  transmitting/receiving 
method  according  to  the  22nd  aspect,  the  request  infor- 
mation  includes  information  indicating  information 
amount  of  voice  data  in  requesting  transmission  of  the 
voice  data.  Therefore,  it  is  possible  to  receive  necessary 
service  information  in  accordance  with  the  request  of 
the  mobile  object  terminal  at  requested  time  and  in  a 
requested  form. 
[0032]  According  to  a  25th  aspect  of  the  present 
invention,  in  the  digital  data  transmitting/receiving 
method  according  to  the  22nd  aspect,  the  request  infor- 
mation  includes  information  indicating  information 
amount  of  image  data  in  requesting  transmission  of  the 
image  data.  Therefore,  it  is  possible  to  receive  neces- 
sary  service  information  in  accordance  with  the  request 
of  the  mobile  object  terminal  at  requested  time  and  in  a 
requested  form. 
[0033]  According  to  a  26th  aspect  of  the  present 
invention,  in  the  digital  data  transmitting/receiving 
method  according  to  the  22nd  aspect,  the  request  infor- 
mation  includes  information  indicating  transmission 
time  and  a  transmission  frequency  of  the  service  infor- 
mation.  Therefore,  it  is  possible  to  receive  necessary 
service  information  in  accordance  with  the  request  of 
the  mobile  object  terminal  at  requested  time  and  in  a 
requested  form. 
[0034]  According  to  a  27th  aspect  of  the  present 
invention,  in  the  digital  data  transmitting/receiving 
method  according  to  the  22nd  aspect,  the  request  infor- 
mation  includes  information  instructing  to  transmit  as  a 
data  construction  for  a  mobile  object.  Therefore,  it  is 
possible  to  receive  necessary  service  information  in 
accordance  with  the  request  of  the  mobile  object  termi- 
nal  at  requested  time  and  in  a  requested  form. 
[0035]  According  to  a  28th  aspect  of  the  present 
invention,  there  is  provided  a  method  for  transmit- 
ting/receiving  digital  data  between  a  base  station  estab- 
lished  on  the  ground  and  a  mobile  object  terminal 
installed  on  a  mobile  object  existing  in  a  service  area, 
wherein  the  base  station  provides  service  information  to 
the  mobile  object  terminal  by  digital  communication 
using  a  broadcasting  channel;  the  base  station  divides 
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transmission  data  into  plural  division  files  after  adding 
header  information  to  service  information,  creates 
transmission  files  by  adding  error  correction  marks  to 
the  division  files,  creates  transmission  packets  by  fur- 
ther  dividing  the  transmission  files  into  plural  pieces, 
and  transmits  to  the  mobile  object  terminal  a  transmis- 
sion  packet  sequence  which  is  generated  by  connecting 
the  transmission  packets,  and  the  mobile  object  termi- 
nal  creates  reception  files  from  a  received  reception 
packet  sequence,  creates  division  files  after  correcting 
reception  errors  by  utilizing  the  error  correction  marks 
included  in  the  reception  files,  and  restores  data  before 
transmitted  which  is  constituted  by  a  header  part  and  a 
data  part  from  the  division  file  sequence.  Therefore,  it  is 
possible  to  restore  data  based  on  the  normal  division 
files  without  reception  errors  even  when  a  part  of  the 
division  files  cannot  be  restored  because  of  reception 
errors,  etc.,  and  to  securely  receive  the  service  informa- 
tion  even  when  receiving  environment  of  the  mobile 
object  terminal  is  comparatively  bad. 
[0036]  According  to  a  29th  aspect  of  the  present 
invention,  in  the  digital  data  transmitting/receiving 
method  according  to  the  1st  aspect,  the  base  station 
divides  transmission  data  into  plural  division  files  after 
adding  header  information  to  service  information,  cre- 
ates  transmission  files  by  adding  error  correction  marks 
to  the  division  files,  creates  transmission  packets  by  fur- 
ther  dividing  the  transmission  files  into  plural  pieces, 
and  transmits  to  the  mobile  object  terminal  a  transmis- 
sion  packet  sequence  which  is  generated  by  connecting 
the  transmission  packets,  and  the  mobile  object  termi- 
nal  creates  reception  files  from  a  received  reception 
packet  sequence,  creates  division  files  after  correcting  a 
reception  error  by  utilizing  error  correction  marks 
included  in  the  reception  files,  and  restores  data  before 
transmitted  which  is  constituted  by  a  header  part  and  a 
data  part  from  the  division  file  sequence.  Therefore,  it  is 
possible  to  restore  data  based  on  the  normal  division 
files  without  reception  errors  even  when  a  part  of  the 
division  files  cannot  be  restored  because  of  reception 
errors,  etc.,  and  to  securely  receive  the  service  informa- 
tion  even  when  receiving  environment  of  the  mobile 
object  terminal  is  comparatively  bad. 
[0037]  According  to  a  30th  aspect  of  the  present 
invention,  in  the  digital  data  transmitting/receiving 
method  according  to  the  28th  aspect,  highly  significant 
files  are  copied  and  the  copied  files  are  added  to  the 
division  files.  Therefore,  it  is  possible  to  restore  data 
avoiding  data  lacking  in  the  part  of  highly  significant 
information  such  as  header  information. 
[0038]  According  to  a  31st  aspect  of  the  present 
invention,  in  the  digital  data  transmitting/receiving 
method  according  to  the  28th  aspect,  the  division  files 
are  created  by  rearranging  the  order  of  divided  trans- 
mission  data  and  locating  the  same  at  random.  There- 
fore,  it  is  possible  to  reduce  an  error  occurring  rate  for 
data  such  as  moving  pictures  where  errors  are  apt  to 
continue  to  occur. 

[0039]  According  to  the  32nd  aspect  of  the  present 
invention,  in  the  digital  data  transmitting/receiving 
method  according  to  the  28th  aspect,  even  when  divi- 
sion  files  include  errors,  the  mobile  object  terminal 

5  restores  data  by  utilizing  the  other  division  files  includ- 
ing  no  error.  Therefore,  it  is  possible  to  restore  data 
based  on  the  normal  division  files  without  reception 
errors  even  when  a  part  of  the  division  files  cannot  be 
restored  because  of  reception  errors,  etc.,  and  to 

10  securely  receive  the  service  information  even  when 
receiving  environment  of  the  mobile  object  terminal  is 
comparatively  bad. 
[0040]  According  to  a  33rd  aspect  of  the  present 
invention,  there  is  provided  a  base  station  unit  used  for 

is  transmitting/receiving  digital  data  between  a  base  sta- 
tion  established  on  the  ground  and  a  mobile  object  ter- 
minal  installed  on  a  mobile  object  existing  in  a  service 
area,  wherein  the  base  station  provides  service  infor- 
mation  to  the  mobile  object  terminal  by  digital  communi- 

20  cation  by  using  a  broadcasting  channel,  comprising:  a 
data  transmitting  means  for  transmitting  service  infor- 
mation  to  the  mobile  object  terminal  by  the  digital  com- 
munication  by  using  the  broadcasting  channel;  a 
service  information  data  base  holding  various  kinds  of 

25  service  information  which  are  provided  to  the  mobile 
object  terminal;  and  a  data  generating  means  for  gener- 
ating  service  information  which  is  transmitted  by  the 
data  transmitting  means,  by  adding  header  information 
including  identification  information  to  data  which  is  read 

30  out  from  the  service  information  data  base.  Therefore, 
the  mobile  objet  terminal  as  a  user  can  collect  only 
desired  information  among  the  service  information 
which  is  provided  by  the  prescribed  broadcasting  chan- 
nel,  by  indicating  the  address  showing  the  identification 

35  information. 
[0041]  According  to  a  34th  aspect  of  the  present 
invention,  in  the  base  station  unit  used  for  transmit- 
ting/receiving  digital  data  according  to  the  33rd  aspect, 
the  identification  information  includes  an  area  identif  ica- 

40  tion  part  and  a  vehicle  identification  part.  Therefore,  the 
mobile  objet  terminal  as  a  user  can  collect  only  desired 
information  among  the  service  information  which  is  pro- 
vided  by  the  prescribed  broadcasting  channel,  by  indi- 
cating  the  address  showing  the  identification 

45  information. 
[0042]  According  to  a  35th  aspect  of  the  present 
invention,  in  the  base  station  unit  used  for  transmit- 
ting/receiving  digital  data  according  to  the  33rd  aspect, 
the  identification  information  includes  an  area  identif  ica- 

50  tion  part  and  a  user  identification  part.  Therefore,  the 
mobile  objet  terminal  as  a  user  can  collect  only  desired 
information  among  the  service  information  which  is  pro- 
vided  by  the  prescribed  broadcasting  channel,  by  indi- 
cating  the  address  showing  the  identification 

55  information. 
[0043]  According  to  a  36th  aspect  of  the  present 
invention,  in  the  base  station  unit  used  for  transmit- 
ting/receiving  digital  data  according  to  the  33rd  aspect, 

5 



9 EP  0  964  541  A2 10 

the  identification  information  includes  a  vehicle  type 
identification  part  and  a  vehicle  identification  part. 
Therefore,  the  mobile  objet  terminal  as  a  user  can  col- 
lect  only  desired  information  among  the  service  infor- 
mation  which  is  provided  by  the  prescribed  5 
broadcasting  channel,  by  indicating  the  address  show- 
ing  the  identification  information. 
[0044]  According  to  a  37th  aspect  of  the  present 
invention,  in  the  base  station  unit  used  for  transmit- 
ting/receiving  digital  data  according  to  the  33rd  aspect,  10 
the  identification  information  includes  an  area  identifica- 
tion  part,  a  vehicle  type  identification  part,  a  vehicle 
identification  part,  and  a  user  identification  part.  There- 
fore,  the  mobile  objet  terminal  as  a  user  can  collect  only 
desired  information  among  the  service  information  is 
which  is  provided  by  the  prescribed  broadcasting  chan- 
nel,  by  indicating  the  address  showing  the  identification 
information. 
[0045]  According  to  a  38th  aspect  of  the  present 
invention,  in  the  base  station  unit  used  for  transmit-  20 
ting/receiving  digital  data  according  to  the  33rd  aspect, 
the  data  generating  means  comprises  a  permission 
information  adding  means  for  adding  permission  infor- 
mation  which  indicates  handling  level  of  the  service 
information  in  the  mobile  object  terminal,  in  header  25 
information  of  the  service  information  provided  to  the 
mobile  object  terminal.  Therefore,  the  mobile  object  ter- 
minal  can  receive  the  service  information  in  accordance 
with  the  utilization  manner  such  that  only  using  of  the 
service  information  is  possible,  or  using  and  storing  of  30 
the  service  information  is  possible. 
[0046]  According  to  a  39th  aspect  of  the  present 
invention,  in  the  base  station  unit  used  for  transmit- 
ting/receiving  digital  data  according  to  the  33rd  aspect, 
the  data  generating  means  comprises  a  masking  35 
processing  means  for  masking  part  of  the  identification 
information  so  as  to  give  receiving  permission  of  the 
service  information  to  a  particular  mobile  object  termi- 
nal  group.  Therefore,  the  service  information  can  be 
provided  to  only  the  mobile  object  terminals  belonging  40 
to  the  same  category,  and  the  necessary  information 
such  as  area  information  limited  to  particular  areas, 
repair  information  limited  to  broken-down  cars,  recall 
information  limited  to  particular  car  types  can  be  pro- 
vided  to  requiring  users.  45 
[0047]  According  to  a  40th  aspect  of  the  present 
invention,  in  the  base  station  unit  used  for  transmit- 
ting/receiving  digital  data  according  to  the  33rd  aspect, 
the  data  generating  means  comprises  a  data  recogni- 
tion  information  adding  means  for  adding,  in  header  so 
information  of  the  service  information  provided  to  the 
mobile  object  terminal,  data  recognition  information 
which  allows  the  mobile  object  terminal  to  collect  neces- 
sary  information  among  the  provided  service  informa- 
tion.  Therefore,  only  the  necessary  information  can  be  ss 
collected  by  grasping  the  contents  of  the  data,  for  exam- 
ple,  when  the  data  recognition  information  is  supposed 
to  be  point  information,  the  mobile  object  terminal  can 

collect  the  service  information  related  to  an  arbitrary 
point  or  area. 
[0048]  According  to  a  41st  aspect  of  the  present 
invention,  in  the  base  station  unit  used  for  transmit- 
ting/receiving  digital  data  according  to  the  33rd  aspect, 
the  identification  information  is  an  address  of  a  particu- 
lar  mobile  object  terminal.  Therefore,  the  one-to-one 
communication  via  the  base  station  can  be  possible  and 
it  is  possible  to  exchange  personal  messages. 
[0049]  According  to  a  42nd  aspect  of  the  present 
invention,  in  the  base  station  unit  used  for  transmit- 
ting/receiving  digital  data  according  to  the  33rd  aspect, 
the  identification  information  is  a  transmission  source 
address  and  a  transmission  destination  address  in  the 
mobile  object  terminal.  Therefore,  the  one-to-one  com- 
munication  via  the  base  station  can  be  possible  and  it  is 
possible  to  exchange  personal  messages. 
[0050]  According  to  a  43rd  aspect  of  the  present 
invention,  the  base  station  unit  used  for  transmit- 
ting/receiving  digital  data  according  to  the  33rd  aspect 
comprises:  a  request  information  searching  means  for 
receiving  request  information  including  an  address 
assigned  to  the  mobile  object  terminal,  and  the  data 
generation  means  for  generating  service  information  by 
reading  out  data  in  accordance  with  the  request  infor- 
mation  from  service  information  data  base.  Therefore,  it 
is  possible  to  receive  necessary  service  information  in 
accordance  with  the  request  of  the  mobile  object  termi- 
nal  at  requested  time  and  in  a  requested  form. 
[0051]  According  to  a  44th  aspect  of  the  present 
invention,  there  is  provided  a  base  station  unit  used  for 
transmitting/receiving  digital  data  between  a  base  sta- 
tion  established  on  the  ground  and  a  mobile  object  ter- 
minal  installed  on  a  mobile  object  existing  in  a  service 
area,  wherein  the  base  station  provides  service  infor- 
mation  to  the  mobile  object  terminal  by  digital  communi- 
cation  using  a  broadcasting  channel,  comprising:  a  data 
transmitting  means  for  transmitting  service  information 
to  the  mobile  object  terminal  by  digital  communication 
using  a  broadcasting  channel,  a  service  information 
data  base  holding  various  kinds  of  service  information 
which  is  provided  to  the  mobile  object  terminal,  and  a 
data  generating  means  for  dividing  transmission  data 
into  plural  division  files  after  adding  header  information 
to  data  which  is  read  out  from  the  service  information 
data  base,  creating  transmission  files  by  adding  error 
correction  marks  to  the  division  files,  creating  transmis- 
sion  packets  by  further  dividing  the  transmission  files 
into  plural  pieces,  and  generating  a  transmission  packet 
sequence  by  connecting  the  transmission  packets. 
Therefore,  it  is  possible  to  restore  data  based  on  the 
normal  division  files  without  reception  errors  even  when 
a  part  of  the  division  files  cannot  be  restored  because  of 
reception  errors,  etc.,  and  to  securely  receive  the  serv- 
ice  information  even  when  receiving  environment  of  the 
mobile  object  terminal  is  comparatively  bad. 
[0052]  According  to  a  45th  aspect,  the  base  station 
unit  used  for  transmitting/receiving  digital  data  accord- 
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ing  to  the  33rd  aspect  comprises:  a  data  transmission 
means  for  transmitting  service  information  to  the  mobile 
object  terminal  by  digital  communication  using  a  broad- 
casting  channel,  a  service  information  data  base  hold- 
ing  various  kinds  of  service  information  which  is 
provided  to  the  mobile  object  terminal,  and  a  data  gen- 
erating  means  for  dividing  transmission  data  into  plural 
division  files  after  adding  header  information  to  data 
which  is  read  out  from  the  service  information  data 
base,  creating  transmission  files  by  adding  error  correc- 
tion  marks  to  the  division  files,  creating  transmission 
packets  by  further  dividing  the  transmission  files  into 
plural  pieces,  and  generating  a  transmission  packet 
sequence  by  connecting  the  transmission  packets. 
Therefore,  it  is  possible  to  restore  data  based  on  the 
normal  division  files  without  reception  errors  even  when 
a  part  of  the  division  files  cannot  be  restored  because  of 
reception  errors,  etc.,  and  to  securely  receive  the  serv- 
ice  information  even  when  receiving  environment  of  the 
mobile  object  terminal  is  comparatively  bad. 
[0053]  According  to  a  46th  aspect  of  the  present 
invention,  in  the  base  station  unit  used  for  transmit- 
ting/receiving  digital  data  according  to  the  44th  aspect, 
the  data  generating  means  copies  highly  significant  files 
and  adds  the  copied  files  to  the  division  files.  Therefore, 
it  is  possible  to  restore  data  avoiding  data  lacking  in  the 
part  of  highly  significant  information  such  as  header 
information. 
[0054]  According  to  a  47th  aspect  of  the  present 
invention,  in  the  base  station  unit  used  for  transmit- 
ting/receiving  digital  data  according  to  the  44th  aspect, 
the  data  generating  means  rearranges  the  order  of 
divided  transmission  files  and  locates  the  same  at  ran- 
dom  in  the  divided  files.  Therefore,  it  is  possible  to 
reduce  an  error  occurring  rate  for  data  such  as  moving 
pictures  where  errors  are  apt  to  continue  to  occur. 
[0055]  According  to  a  48th  aspect  of  the  present 
invention,  there  is  provided  a  mobile  object  terminal  unit 
used  for  transmitting/receiving  digital  data  between  a 
base  station  established  on  the  ground  and  a  mobile 
object  terminal  installed  on  a  mobile  object  existing  in  a 
service  area,  wherein  the  base  station  provides  service 
information  to  the  mobile  object  terminal  by  digital  com- 
munication  by  using  a  broadcasting  channel,  compris- 
ing:  a  data  receiving  means  for  receiving  the  service 
information  which  is  transmitted  by  the  base  station;  a 
data  output  means  for  performing  data  reproduction 
processing  of  the  service  information  which  is  received 
by  the  data  receiving  means;  and  a  data  recognition 
means  for  analyzing  identification  information  which  is 
added  to  header  information  of  service  information 
received  by  the  data  receiving  means  and  identifying 
whether  the  service  information  is  provided  to  the  termi- 
nal  itself.  Therefore,  the  mobile  objet  terminal  as  a  user 
can  collect  only  desired  information  among  the  service 
information  which  is  provided  by  the  prescribed  broad- 
casting  channel,  by  indicating  the  address  showing  the 
identification  information. 

[0056]  According  to  a  49th  aspect  of  the  present 
invention,  in  the  mobile  object  terminal  unit  used  for 
transmitting/receiving  digital  data  according  to  the  48th 
aspect,  the  identification  information  includes  an  area 

5  identification  part  and  a  vehicle  identification  part. 
Therefore,  the  mobile  objet  terminal  as  a  user  can  col- 
lect  only  desired  information  among  the  service  infor- 
mation  which  is  provided  by  the  prescribed 
broadcasting  channel,  by  indicating  the  address  show- 

10  ing  the  identification  information. 
[0057]  According  to  a  50th  aspect  of  the  present 
invention,  in  the  mobile  object  terminal  unit  used  for 
transmitting/receiving  digital  data  according  to  the  48th 
aspect,  the  identification  information  includes  an  area 

is  identification  part  and  a  user  identification  part.  There- 
fore,  the  mobile  objet  terminal  as  a  user  can  collect  only 
desired  information  among  the  service  information 
which  is  provided  by  the  prescribed  broadcasting  chan- 
nel,  by  indicating  the  address  showing  the  identification 

20  information. 
[0058]  According  to  a  51st  aspect  of  the  present 
invention,  in  the  mobile  object  terminal  unit  used  for 
transmitting/receiving  digital  data  according  to  the  48th 
aspect,  the  identification  information  includes  a  vehicle 

25  type  identification  part  and  a  vehicle  identification  part. 
Therefore,  the  mobile  objet  terminal  as  a  user  can  col- 
lect  only  desired  information  among  the  service  infor- 
mation  which  is  provided  by  the  prescribed 
broadcasting  channel,  by  indicating  the  address  show- 

30  ing  the  identification  information. 
[0059]  According  to  a  52nd  aspect  of  the  present 
invention,  in  the  mobile  object  terminal  unit  used  for 
transmitting/receiving  digital  data  according  to  the  48th 
aspect,  the  identification  information  includes  an  area 

35  identification  part,  a  vehicle  type  identification  part,  a 
vehicle  identification  part,  and  a  user  identification  part. 
Therefore,  the  mobile  objet  terminal  as  a  user  can  col- 
lect  only  desired  information  among  the  service  infor- 
mation  which  is  provided  by  the  prescribed 

40  broadcasting  channel,  by  indicating  the  address  show- 
ing  the  identification  information. 
[0060]  According  to  a  53rd  aspect  of  the  present 
invention,  in  the  mobile  object  terminal  unit  used  for 
transmitting/receiving  digital  data  according  to  the  48th 

45  aspect,  the  base  station  transmits  the  data  after  permis- 
sion  information  is  further  added  in  header  information 
of  the  service  information  which  is  provided  to  the 
mobile  object  terminal;  and  the  data  recognition  means 
analyzes  the  permission  information  which  is  added  in 

so  the  header  information  of  the  service  information  by  the 
base  station  and  enables  to  recognize  handling  level  of 
the  service  information  provided  to  the  terminal  itself. 
Therefore,  the  mobile  object  terminal  can  receive  the 
service  information  in  accordance  with  the  utilization 

55  manner  such  that  only  using  of  the  service  information 
is  possible,  or  using  and  storing  of  the  service  informa- 
tion  is  possible. 
[0061]  According  to  a  54th  aspect  of  the  present 
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invention,  in  the  mobile  object  terminal  unit  used  for 
transmitting/receiving  digital  data  according  to  the  48th 
aspect,  when  the  base  station  transmits  the  data  after 
masking  part  of  the  identification  information,  the  data 
recognition  means  does  not  analyze  the  masked  part  of 
the  identification  information  of  the  service  information. 
Therefore,  the  service  information  can  be  provided  to 
only  the  mobile  object  terminals  belonging  to  the  same 
category,  and  the  necessary  information  such  as  area 
information  limited  to  particular  areas,  repair  informa- 
tion  limited  to  broken-down  cars,  recall  information  lim- 
ited  to  particular  car  types  can  be  provided  to  requiring 
users. 
[0062]  According  to  a  55th  aspect  of  the  present 
invention,  in  the  mobile  object  terminal  unit  used  for 
transmitting/receiving  digital  data  according  to  the  48th 
aspect,  the  data  recognition  means  analyzes  data  rec- 
ognition  information  which  is  added  in  the  header  infor- 
mation  of  the  service  information  by  the  base  station 
and  enables  to  collect  necessary  information  among  the 
service  information  which  is  provided  to  the  terminal. 
Therefore,  only  the  necessary  information  can  be  col- 
lected  by  grasping  the  contents  of  the  data,  for  example, 
when  the  data  recognition  information  is  supposed  to  be 
point  information,  the  mobile  object  terminal  can  collect 
the  service  information  related  to  an  arbitrary  point  or 
area. 
[0063]  According  to  a  56th  aspect  of  the  present 
invention,  in  the  mobile  object  terminal  unit  used  for 
transmitting/receiving  digital  data  according  to  the  48th 
aspect,  the  identification  information  is  an  address  of  a 
particular  mobile  objet  terminal.  Therefore,  the  one-to- 
one  communication  via  the  base  station  can  be  possible 
and  it  is  possible  to  exchange  personal  messages. 
[0064]  According  to  a  57th  aspect  of  the  present 
invention,  in  the  mobile  object  terminal  unit  used  for 
transmitting/receiving  digital  data  according  to  the  48th 
aspect,  the  identification  information  is  a  transmission 
source  address  and  a  transmission  destination  address 
in  the  mobile  object  terminal.  Therefore,  the  one-to-one 
communication  via  the  base  station  can  be  possible  and 
it  is  possible  to  exchange  personal  messages. 
[0065]  According  to  a  58th  aspect  of  the  present 
invention,  in  the  mobile  object  terminal  unit  used  for 
transmitting/receiving  digital  data  according  to  the  57th 
aspect,  the  data  recognition  means  enables  to  set 
receiving  refusal  of  the  service  information  which  is  pro- 
vided  from  a  particular  transmission  source  address  on 
the  basis  of  the  transmission  source  address.  There- 
fore,  each  mobile  object  terminal  can  refuse  unneces- 
sary  information  for  itself. 
[0066]  According  to  a  59th  aspect  of  the  present 
invention,  the  a  mobile  object  terminal  used  for  transmit- 
ting/receiving  digital  data  according  to  the  48th  aspect, 
comprises:  a  communication  means  for  transmitting  to 
the  base  station  the  request  information  including  an 
address  assigned  to  the  mobile  object  terminal  itself. 
Therefore,  it  is  possible  to  receive  necessary  service 

information  in  accordance  with  the  request  of  the  mobile 
object  terminal  at  requested  time  and  in  a  requested 
form. 
[0067]  According  to  a  60th  aspect  of  the  present 

5  invention,  in  the  mobile  object  terminal  used  for  trans- 
mitting/receiving  digital  data  according  to  the  48th 
aspect,  the  request  information  includes  confidential 
information  instructing  encipherment  of  service  informa- 
tion  to  be  provided.  Therefore,  it  is  possible  to  receive 

10  necessary  service  information  in  accordance  with  the 
request  of  the  mobile  object  terminal  at  requested  time 
and  in  a  requested  form. 
[0068]  According  to  a  61st  aspect  of  the  present 
invention,  in  the  mobile  object  terminal  used  for  trans- 

15  mitting/receiving  digital  data  according  to  the  48th 
aspect,  the  request  information  includes  information 
instructing  information  amount  of  voice  data  in  request- 
ing  transmission  of  voice  data.  Therefore,  it  is  possible 
to  receive  necessary  service  information  in  accordance 

20  with  the  request  of  the  mobile  object  terminal  at 
requested  time  and  in  a  requested  form. 
[0069]  According  to  a  62nd  aspect  of  the  present 
invention,  in  the  mobile  object  terminal  used  for  trans- 
mitting/receiving  digital  data  according  to  the  48th 

25  aspect,  the  request  information  includes  information 
instructing  information  amount  of  image  data  in  request- 
ing  transmission  of  picture  data.  Therefore,  it  is  possible 
to  receive  necessary  service  information  in  accordance 
with  the  request  of  the  mobile  object  terminal  at 

30  requested  time  and  in  a  requested  form. 
[0070]  According  to  a  63rd  aspect  of  the  present 
invention,  in  the  mobile  object  terminal  used  for  trans- 
mitting/receiving  digital  data  according  to  the  48th 
aspect,  the  request  information  includes  information 

35  instructing  transmission  time  and  transmission  frequen- 
cies  of  service  information.  Therefore,  it  is  possible  to 
receive  necessary  service  information  in  accordance 
with  the  request  of  the  mobile  object  terminal  at 
requested  time  and  in  a  requested  form. 

40  [0071]  According  to  a  64th  aspect  of  the  present 
invention,  in  the  mobile  object  terminal  used  for  trans- 
mitting/receiving  digital  data  according  to  the  48th 
aspect,  the  request  information  includes  information 
instructing  to  transmit  as  a  data  structure  for  a  mobile 

45  object.  Therefore,  it  is  possible  to  receive  necessary 
service  information  in  accordance  with  the  request  of 
the  mobile  object  terminal  at  requested  time  and  in  a 
requested  form. 
[0072]  According  to  a  65th  aspect,  there  is  provided  a 

so  mobile  object  terminal  used  for  transmitting/receiving 
digital  data  between  a  base  station  established  on  the 
ground  and  a  mobile  object  terminal  installed  on  a 
mobile  object  existing  in  a  service  area,  wherein  the 
base  station  provides  service  information  to  the  mobile 

55  object  terminal  by  digital  communication  using  a  broad- 
casting  channel  comprising:  a  data  receiving  means  for 
receiving  service  information  transmitted  from  the  base 
station,  and  a  data  output  means  for  performing  data 
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reproduction  processing  of  service  information  received 
by  the  data  receiving  means,  wherein  the  service  infor- 
mation  transmitted  from  the  base  station  is  composed  of 
transmission  packets  created  by  dividing  transmission 
data  into  plural  division  files  after  adding  header  infor- 
mation  to  the  data  which  is  provided  to  the  mobile  object 
terminal,  and  further  dividing  the  transmission  files  into 
plural  pieces  packets  after  adding  error  correction 
marks  to  the  division  files,  and  comprising:  a  data  rec- 
ognition  means  for  creating  reception  files  from  plural 
pieces  packets  received  by  the  receiving  means,  creat- 
ing  the  division  files  after  correcting  reception  errors  of 
data  by  utilizing  error  correction  marks  included  in  the 
reception  files,  and  restoring  data  before  transmitted  by 
editing  a  header  part  and  a  data  part  from  the  division 
files.  Therefore,  it  is  possible  to  restore  data  based  on 
the  normal  division  files  without  reception  errors  even 
when  a  part  of  the  division  files  cannot  be  restored 
because  of  reception  errors,  etc.,  and  to  securely 
receive  the  service  information  even  when  receiving 
environment  of  the  mobile  object  terminal  is  compara- 
tively  bad. 
[0073]  According  to  a  66th  aspect  of  the  present 
invention,  the  mobile  object  terminal  used  for  transmit- 
ting/receiving  digital  data  according  to  the  48th  aspect 
comprises:  a  data  receiving  means  for  receiving  service 
information  transmitted  from  the  base  station,  and  a 
data  output  means  for  performing  data  reproduction 
processing  of  service  information  received  by  the  data 
receiving  means,  wherein  the  service  information  trans- 
mitted  from  the  base  station  is  composed  of  transmis- 
sion  packets  created  by  dividing  transmission  data  into 
plural  division  files  after  adding  header  information  to 
the  data  to  be  provided  to  the  mobile  object  terminal, 
and  further  dividing  the  transmission  files  into  plural 
pieces  packets  after  adding  error  correction  marks  to 
the  division  files,  and  comprising:  a  data  recognition 
means  for  creating  reception  files  from  plural  pieces 
packets  received  by  the  receiving  means,  creating  the 
division  files  after  correcting  reception  errors  of  data  by 
utilizing  the  error  correction  marks  included  in  the 
reception  files,  and  restoring  data  before  transmitted  by 
editing  a  header  part  and  a  data  part  from  the  division 
files.  Therefore,  it  is  possible  to  restore  data  based  on 
the  normal  division  files  without  reception  errors  even 
when  a  part  of  the  division  files  cannot  be  restored 
because  of  reception  errors,  etc.,  and  to  securely 
receive  the  service  information  even  when  receiving 
environment  of  the  mobile  object  terminal  is  compara- 
tively  bad. 
[0074]  According  to  a  67th  aspect  of  the  present 
invention,  in  the  mobile  object  terminal  used  for  trans- 
mitting/receiving  digital  data  according  to  the  56th 
aspect,  highly  significant  division  files  are  copied  and 
the  copied  files  are  added  to  the  division  files.  There- 
fore,  it  is  possible  to  restore  data  avoiding  data  lacking 
in  the  part  of  highly  significant  information  such  as 
header  information. 

[0075]  According  to  a  68th  aspect  of  the  present 
invention,  in  the  a  mobile  object  terminal  used  for  trans- 
mitting/receiving  digital  data  according  to  the  56th 
aspect,  the  division  files  are  generated  by  rearranging 

5  the  order  of  divided  transmission  data  and  locating  the 
same  at  random.  Therefore,  it  is  possible  to  reduce  an 
error  occurring  rate  for  data  such  as  moving  pictures 
where  errors  are  apt  to  continue  to  occur. 
[0076]  According  to  a  69th  aspect  of  the  present 

10  invention,  in  the  mobile  object  terminal  used  for  trans- 
mitting/receiving  digital  data  according  to  the  65th 
aspect,  even  when  division  files  include  errors,  the  data 
recognition  means  enables  to  restore  data  by  utilizing 
the  other  division  files  including  no  error.  Therefore,  it  is 

15  possible  to  restore  data  based  on  the  normal  division 
files  without  receiving  error  even  when  a  part  of  the  divi- 
sion  files  cannot  be  restored  because  of  receiving  error, 
etc.,  and  to  securely  receive  service  information  even 
when  receiving  environment  of  mobile  object  terminal  is 

20  comparatively  bad. 

BRIEF  DESCRIPTION  OF  THE  DRAWINGS 

[0077] 
25 

Figure  1  is  a  block  diagram  illustrating  structures  of 
a  base  station  unit  and  a  mobile  object  terminal  unit 
which  are  used  in  a  digital  data  transmitting/receiv- 
ing  method  according  to  a  first  embodiment  of  the 

30  present  invention. 
Figure  2  is  a  diagram  illustrating  a  data  structure 
used  between  the  base  station  and  the  mobile 
object  terminal  shown  in  figure  1  . 
Figure  3  is  a  diagram  illustrating  respective  identif  i- 

35  cation  units  of  identification  information  in  the  data 
structure  shown  in  figure  2. 
Figure  4  is  a  diagram  showing  contents  of  the 
respective  identification  units  shown  in  figure  3. 
Figure  5  is  a  diagram  showing  an  example  in  which 

40  masking  processing  is  performed  to  part  of  the 
identification  units  shown  in  figure  3. 
Figures  6  are  diagrams  showing  contents  of  per- 
mission  information  in  the  data  structure  shown  in 
figure  2. 

45  Figure  7  is  a  flow  chart  showing  a  data  processing 
procedure  in  a  data  recognition  means  in  the 
mobile  object  terminal  shown  in  figure  1  . 
Figure  8  is  a  block  diagram  illustrating  structures  of 
a  base  station  unit  and  a  mobile  object  terminal  unit 

so  which  are  used  in  a  digital  data  transmitting/receiv- 
ing  method  according  to  a  second  embodiment  of 
the  present  invention. 
Figure  9  is  a  diagram  showing  contents  of  request 
information  communicated  by  a  communication 

55  means  in  the  mobile  object  terminal  shown  in  figure 
8. 
Figure  10  is  a  diagram  showing  a  structure  of  trans- 
mitting  side  application  data  which  is  dealt  by  a 
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base  station  unit  used  in  a  digital  data  transmit- 
ting/receiving  method  according  to  a  third  embodi- 
ment  of  the  present  invention. 
Figure  11  is  a  diagram  showing  structures  of  a 
divided  file  and  a  transmission  file  shown  in  figure 
10. 
Figure  12  is  a  diagram  showing  a  structure  of  a 
receiving  side  application  data  which  is  dealt  by  a 
mobile  object  terminal  unit  used  in  the  digital  data 
transmitting/receiving  method  according  to  the  third 
embodiment. 
Figure  13  is  a  diagram  showing  structures  of  a 
received  file  and  a  divided  file  shown  in  figure  12. 
Figure  14  is  a  diagram  showing  anther  example  of 
a  transmitting  side  application  data  shown  in  figure 
3. 

DETAILED  DESCRIPTION  OF  THE  PREFERRED 
EMBODIMENTS 

[0078]  Hereinafter,  embodiments  including  a  digital 
data  transmitting/receiving  method,  a  base  station  unit, 
and  a  mobile  object  terminal  unit  according  to  the 
present  invention  will  be  described. 

Embodiment  1  . 

[0079]  In  a  digital  data  transmitting/receiving  system 
according  to  the  first  embodiment,  an  address  including 
identification  information  for  receiving  services  is  set  on 
a  receiving  terminal  side.  On  the  other  hand,  a  data 
base  (DB)  comprising  various  kinds  of  service  informa- 
tion  such  as  map  data,  traffic  information,  route  guide 
information,  area  information,  news,  weather  forecast, 
and  electronic  mails  is  held  on  a  base  station  side.  By 
adding  header  information  constituted  by  identification 
information  which  can  specify  service  target  users  and 
permission  information  which  sets  availability  level  of 
data  to  the  service  information,  data  services  can  be 
provided  to  the  particular  users. 
[0080]  Figure  1  is  a  block  diagram  illustrating  struc- 
tures  of  a  base  station  unit  and  a  mobile  object  terminal 
unit,  used  for  transmitting/receiving  digital  data  accord- 
ing  to  the  first  embodiment  of  the  present  invention. 
[0081  ]  In  the  figure,  reference  numeral  1  0  designates 
a  base  station  unit  (hereinafter  referred  to  simply  as  a 
base  station)  established  on  the  ground,  and  numeral 
20  designates  a  on-vehicle  terminal  as  a  mobile  object 
terminal  unit  which  is  installed  on  a  mobile  object.  The 
system  for  realizing  the  digital  data  transmitting/receiv- 
ing  method  according  to  the  first  embodiment  is  consti- 
tuted  by  the  base  station  10,  one  or  more  on-vehicle 
terminals  20,  and  one  or  more  fixed  terminals  compris- 
ing  terminals  established  on  the  ground  (not  shown).  In 
addition,  as  mobile  objects,  there  are  a  motorcar,  a 
train,  a  ship,  an  airplane,  etc.,  but  a  motorcar  is  taken  as 
an  example  in  this  first  embodiment. 
[0082]  The  base  station  10  is  constituted  by  a  service 

information  DB  1  ,  a  data  generating  means  2,  and  a 
data  transmitting  means  3. 
[0083]  The  service  information  DB  1  is  a  data  base 
holding  various  kinds  of  service  information  such  as 

5  map  information,  traffic  information,  area  information 
(such  as  parking  spaces,  gas  stations  (GS),  restau- 
rants,  neighborhood  facilities,  and  events),  general 
information  (such  as  news  and  weather  forecasts),  mes- 
sage  information  (voice,  text),  live  views  (still  pictures, 

10  moving  pictures),  internet  (electronic  mails,  news, 
WWW  (World  Wide  Web)),  advertisements,  and  soft- 
ware. 
[0084]  The  data  generating  means  2  extracts  the  serv- 
ice  information  having  contents  to  be  broadcast  from 

15  the  service  information  DB  1  and  generates  data  to  be 
transmitted  by  adding  identification  information  specify- 
ing  service  target  users  and  permission  information 
indicating  availability  level  as  header  information  to  the 
extracted  service  information.  Details  of  a  structure  of 

20  the  data  will  be  described  later  with  reference  to  figures 
2  to  6. 
[0085]  The  data  transmitting  means  3  digitally  trans- 
mits  the  data  to  be  transmitted  which  is  generated  by 
the  data  generating  means  2  from  a  transmitting 

25  antenna  31  to  the  on-vehicle  terminal  20.  Here,  a  broad- 
casting  unit  used  in  ground  wave  digital  broadcasting, 
satellite  digital  broadcasting  or  the  like  can  be  used  as  a 
communication  means  in  broadcasting. 
[0086]  On  the  other  hand,  the  on-vehicle  terminal  20 

30  is  constituted  by  a  data  receiving  means  4,  an  operation 
input  means  5,  a  data  recognition  means  6,  a  data  stor- 
ing  means  7,  and  a  data  output  means  8. 
[0087]  The  data  receiving  means  4  is  a  unit  for  receiv- 
ing  the  data  transmitted  from  the  base  station  10. 

35  [0088]  The  operation  input  means  5  is  an  input  unit 
which  is  used  for  operations  of  deciding  whether  a 
broadcasting  service  is  received  or  not,  or  selecting  a 
category  of  desired  data.  As  the  operation  input  means 
5,  input  units  such  as  voice  inputting  and  a  remote  con- 

40  troller  are  used. 
[0089]  The  data  recognition  means  6  is  constituted  by 
a  header  information  extracting  unit  66  and  a  service 
target  judging  unit  67,  as  shown  in  figure  1(b).  The 
header  information  extracting  unit  66  extracts  header 

45  information  from  the  received  data  which  is  received  by 
the  data  receiving  means  4.  The  service  target  judging 
unit  67  compares  an  address  assigned  to  the  on-vehicle 
terminal  20  with  the  identification  information  included 
in  the  header  information  which  is  extracted  by  the 

so  header  information  extracting  unit  66,  and  judges 
whether  it  is  the  service  target  data  or  not,  or  judges  the 
availability  level  of  the  data  by  checking  the  permission 
information,  or  further  judges  the  contents  of  the 
received  data  by  checking  the  data  identification 

55  header. 
[0090]  The  data  storing  means  7  is  a  unit  for  storing 
data  on  the  basis  of  the  judgement  by  the  data  recogni- 
tion  means  6.  The  data  storing  means  7  can  be  consti- 
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tuted  by  a  recording  medium  such  as  a  flash  memory,  a 
hard  disk,  and  an  optical  disk.  Or  it  may  be  constituted 
as  an  internal  memory  of  the  data  recognition  means  6. 
[0091  ]  The  data  output  means  8  outputs  data  on  the 
basis  of  the  judgement  by  the  data  recognition  means  6.  s 
The  data  output  means  8  is  constituted  by  a  display,  a 
speaker  or  the  like. 
[0092]  Next,  a  data  structure  used  in  transmit- 
ting/receiving  digital  data  according  to  the  first  embodi- 
ment  will  be  described.  Figures  2  to  6  are  diagrams  10 
illustrating  the  data  structure.  The  data  structure  used  in 
transmitting/receiving  digital  data  according  to  the  first 
embodiment  is  constituted  by  header  information  30 
and  service  information  40  as  shown  in  figure  2. 
[0093]  In  the  first  embodiment,  the  header  information  is 
30  is  constituted  by  address  header  information  32  and 
permission  header  information  33. 
[0094]  The  address  header  information  32  is  identifi- 
cation  information  for  specifying  the  on-vehicle  terminal 
20  as  a  service  target  user.  Here,  the  address  header  20 
information  32  as  the  identification  information  is  consti- 
tuted  by  a  transmission  source  terminal  address  34  and 
a  transmission  destination  terminal  address  35  on  a 
receiving  terminal.  The  transmission  source  terminal 
address  34  corresponds  to  an  address  of  a  terminal  25 
which  provides  information  to  the  base  station  10,  and 
the  transmission  destination  terminal  address  35  corre- 
sponds  to  an  address  of  other  terminal  specified  by  the 
terminal  which  provides  the  information  to  the  base  sta- 
tion  10,  for  example.  30 
[0095]  The  permission  header  information  33  is  infor- 
mation  which  sets  the  availability  level  of  the  provided 
service  information  in  the  on-vehicle  terminal  20  as  the 
service  target  user.  Here,  the  availability  level  means, 
for  example,  to  permit  only  to  use  the  provided  service  35 
information,  to  permit  to  store  the  same  in  a  storing 
means,  or  to  restrict  utilization  time  limit  of  the  service 
information. 
[0096]  In  addition,  in  the  first  embodiment,  the  service 
information  40  is  constituted  by  a  data  identification  40 
header  42  and  data  43. 
[0097]  The  data  identification  header  42  shows  data 
recognition  information  for  the  data  43.  The  data  recog- 
nition  information  is  constituted  by  such  as  point  infor- 
mation,  division  information,  and  partly  available  45 
information.  The  point  information  is  information  which 
allows  the  on-vehicle  terminal  20  receiving  the  services 
to  collect  data  which  is  related  to  an  arbitrary  point  or 
area  among  the  data  43.  More  specifically,  a  code 
number  showing  map  data,  traffic  information,  route  so 
guide  information,  area  information  (such  as  parking 
spaces,  gas  stations  (GS),  restaurants,  neighborhood 
facilities,  and  event  information)  can  be  used  as  the 
point  information.  The  division  information  is  information 
showing  that  the  data  43  of  the  service  information  40  ss 
comprises  a  plurality  of  divided  data.  Thereby,  on  the 
base  station  10,  it  is  possible  to  transmit  service  infor- 
mation  having  a  large  capacity  to  the  terminal  by  divid- 

ing  the  same  into  several  pieces.  On  the  terminal,  by 
analyzing  the  division  information,  it  is  possible  to  tem- 
porarily  hold  the  divided  data  in  the  storing  means  until 
all  the  data  gathers,  and  to  perform  data  reproducing 
processing  when  all  the  data  have  gathered.  Therefore, 
the  service  information  having  a  large  capacity  can  be 
provided.  The  partly  available  information  is  information 
which  indicates  that  the  reproducing  processing  can  be 
performed  with  respect  to  a  data  part  including  no  error, 
even  when  part  of  the  data  43  includes  errors  and  all  of 
the  data  43  cannot  be  reproduced.  Thereby,  the  termi- 
nal  can  confirm  the  contents  of  the  data  43  for  the  time 
being,  or  as  the  case  may  be,  the  terminal  can  obtain 
the  desired  information  only  from  the  data  part  including 
no  error.  In  addition,  by  using  the  division  information 
together  with  the  partly  available  information,  even 
when  the  provided  data  43  comprises  divided  data  and 
part  of  the  data  43  includes  errors  which  is  not  repro- 
ducible,  it  is  possible  for  the  terminal  to  grasp  at  least 
the  summary  of  the  all  data  by  using  the  data  part 
including  no  error.  In  this  case,  when  an  error  is  found  at 
the  time  all  the  data  gather,  the  data  is  corrected  and 
displayed.  Or,  the  data  may  be  successively  displayed 
in  order  of  receipt. 
[0098]  The  data  43  includes  data  which  is  really  pro- 
vided  to  the  terminal,  and  corresponds  to  various  kinds 
of  information  such  as  map  information,  traffic  informa- 
tion,  area  information  (such  as  parking  spaces,  gas  sta- 
tions  (GS),  restaurants,  neighborhood  facilities,  and 
events),  general  information  (such  as  news  and  weather 
forecasts),  message  information  (voice,  text),  live  views 
(still  pictures,  moving  pictures),  internet  (electronic 
mails,  news,  WWW  (World  Wide  Web)),  advertise- 
ments,  and  software. 
[0099]  While  as  the  identification  information  included 
in  the  address  header  information  32,  the  transmission 
source  terminal  address  34  and  the  transmission  desti- 
nation  terminal  address  35  are  shown  in  figure  2,  an 
example  of  the  identification  information  which  is  partic- 
ularly  important  for  the  on-vehicle  terminal  will  be 
described  next.  Figure  3  shows  an  example  of  a  file  con- 
struction  of  the  identification  information  included  in  the 
address  header  information  32.  As  shown  in  figure  3, 
the  file  construction  of  the  identification  information 
included  in  the  address  header  information  32  com- 
prises  an  area  identification  part,  a  car  type  identifica- 
tion  part,  a  car  identification  part,  and  a  user 
identification  part.  The  area  identification  part  is  consti- 
tuted  by  countries,  prefectures,  and  municipalities.  The 
car  type  identification  part  is  constituted  by  car  manu- 
facturers,  car  types,  and  year  models.  The  car  identifi- 
cation  part  is  constituted  by  license  plate  information.  In 
addition,  the  user  identification  part  is  constituted  by  ter- 
minal  IDs  and  user  IDs. 
[01  00]  Figure  4  is  a  diagram  illustrating  an  example  of 
a  file  construction  in  which  the  files  of  the  respective 
identification  parts  are  shown  in  detail.  As  shown  in  the 
figure,  as  country  codes  in  the  area  identification  part, 
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numeral  1  is  assigned  to  Japan,  numeral  2  is  to  Argen- 
tina,  numeral  3  is  to  Croatia,  ...  etc.  Similarly,  prefecture 
codes,  municipality  codes,  car  manufacturer  codes, 
user  IDs  and  the  like  are  subdivided  and  coded,  respec- 
tively. 
[0101]  Next,  an  example  in  which  part  of  the  identifi- 
cation  information  is  masked  to  give  receiving  permis- 
sion  of  the  service  information  to  a  particular  on-vehicle 
terminal  group  will  be  described.  Figure  5  is  a  diagram 
illustrating  a  file  construction  in  which  part  of  the  identi- 
fication  information  is  masked.  Figure  5(a)  shows  the 
situation  where  the  respective  identification  parts  of  the 
identification  information  are  not  masked.  The  area 
identification  part  is  assigned  a  code  number  of 
10110111,  the  car  type  identification  part  is  11100101, 
the  car  identification  part  is  1001101101,  and  the  user 
identification  part  is  11011011,  respectively.  In  a  mask- 
ing  example  1  for  transmitting  repair  information  to  bro- 
ken-down  cars,  the  code  numbers  of  the  area 
identification  part  and  the  user  identification  part  are  all 
cleared,  as  shown  in  figure  5(b).  Then,  the  effective 
identification  information  is  constituted  by  the  car  type 
identification  part  and  the  car  identification  part,  thereby 
providing  information  aiming  at  only  particular  car  types 
or  cars  to  the  on-vehicle  terminal  20,  resulting  in  provid- 
ing  the  repair  information  of  the  broken-down  cars  for 
the  particular  car  types  or  cars. 
[0102]  In  a  masking  example  2  for  transmitting  recall 
information  with  respect  to  particular  car  types,  the  area 
identification  part,  the  car  identification  part,  and  the 
user  identification  part  are  all  cleared,  as  shown  in  fig- 
ure  5(c).  Then,  the  effective  identification  information  is 
constituted  by  the  car  type  identification  part,  thereby 
providing  the  information  aiming  at  only  the  particular 
car  types  to  the  on-vehicle  terminal  20,  resulting  in  pro- 
viding  the  recall  information  for  the  particular  car  types. 
[0103]  Next,  a  concrete  example  of  the  permission 
header  information  33  in  the  data  structure  as  shown  in 
figure  2  will  be  described.  Figure  6  is  a  diagram  illustrat- 
ing  an  example  of  a  data  construction  of  the  permission 
header  information  33.  Here,  the  permission  header 
information  33  is  constituted  by  a  period  level  and  a  uti- 
lization  level,  as  shown  in  figure  6(a).  The  period  level 
indicates  an  available  period  of  the  service  information, 
and  it  can  be  set  as  the  level  0  indicates  the  service 
information  can  be  used  only  on  the  appointed  day,  the 
level  1  indicates  it  can  be  used  for  3  days,  the  level  2  for 
7  days,  the  level  3  for  a  month,  ...  etc.  In  addition,  the  uti- 
lization  level  indicates  the  permission  of  only  using,  per- 
mission  of  storing  or  the  like  as  the  utilization  manner  of 
the  service  information.  For  example,  the  utilization  level 
can  be  set  as  the  level  0  indicates  the  permission  of  uti- 
lization  without  limitation,  the  level  1  indicates  the  per- 
mission  of  storing,  the  level  2  indicates  that  the  data  can 
be  stored  and  is  permitted  to  be  used  with  the  limitation 
(when  the  utilization  period  expires,  data  cannot  be 
used  or  data  is  deleted  from  the  storing  unit),  the  level  3 
indicates  that  the  data  cannot  be  stored  (the  data  is  per- 

mitted  only  to  be  output  on  receiving),  ...  etc.  These 
period  level  and  utilization  level  can  be  set  by  setting 
code  numbers  as  shown  in  figure  6(b). 
[01  04]  Next,  operations  of  the  base  station  unit  1  0  and 

5  the  on-vehicle  terminal  20,  which  are  constructed  as 
above,  will  be  described. 
[0105]  First,  to  transmit  service  information  from  the 
base  station  10,  the  data  generating  means  2  in  the 
base  station  10  as  shown  in  figure  1  reads  out  pre- 

10  scribed  service  information  from  the  service  information 
DB  1  ,  and  adds  header  information  to  this  readout  serv- 
ice  data.  As  header  information,  the  address  header 
information  32,  the  permission  header  information  33, 
and  further  the  data  identification  header  42  as  data 

is  recognition  information  of  the  data  43  is  included  as 
shown  in  figure  2.  In  addition,  when  the  information 
should  be  provided  to  a  particular  on-vehicle  terminal 
group,  part  of  the  identification  information  is  masked  as 
shown  in  figure  5.  The  transmission  data  which  is  gen- 

20  erated  by  the  data  generating  means  2  is  transmitted  to 
the  data  transmitting  means  3,  and  the  received  trans- 
mission  data  is  coded/compressed,  as  well  as  per- 
formed  packetting  (multiplexed)  by  the  data  transmitting 
means  3  to  be  a  digital  communication  signal.  A  carrier 

25  wave  is  modulated  by  the  digital  communication  signal 
and  the  digital  communication  signal  is  superimposed  to 
the  carrier  wave  to  be  a  transmission  signal.  This  trans- 
mission  signal  is  transmitted  from  the  transmitting 
antenna  31  to  the  on-vehicle  terminal  20  by  using  a 

30  broadcasting  channel. 
[01  06]  The  data  transmitted  from  the  base  station  unit 
10  is  received  by  the  receiving  antenna  41  which  is 
mounted  on  the  on-vehicle  terminal  20  shown  in  figure 
1  .  Hereinafter,  the  data  processing  in  the  on-vehicle  ter- 

35  minal  20  will  be  described  with  reference  to  a  flowchart 
shown  in  figure  7.  With  reference  to  the  figure,  reception 
processing  of  the  data  which  is  received  by  the  receiv- 
ing  antenna  41  is  performed  in  step  S1  .  This  data  recep- 
tion  processing  is  performed  by  the  data  receiving 

40  means  4  and  the  received  transmission  signal  is 
demodulated  to  obtain  a  digital  signal,  as  well  as  the 
obtained  digital  signal  is  separated.  Then,  after  the 
header  information  is  extracted  by  the  header  informa- 
tion  extracting  unit  66  in  the  data  recognition  means  6, 

45  the  extracted  header  information  is  transmitted  to  the 
service  target  judging  unit  67.  In  the  service  target  judg- 
ing  unit  67,  the  data  processing  is  performed  according 
to  following  procedures. 
[01  07]  First,  the  analysis  processing  of  the  address 

so  header  information  is  performed  in  step  S2,  and  the 
received  data  is  judged  whether  it  is  addressed  to  itself 
in  step  S3.  In  judging,  the  terminal  address  which  is 
assigned  to  itself  in  the  on-vehicle  terminal  20  and  the 
transmission  destination  terminal  address  35  in  the 

55  address  header  information  32  are  compared  with  each 
other.  When  they  coincide  with  each  other,  the  received 
data  is  judged  to  be  the  data  addressed  to  the  on-vehi- 
cle  terminal  20  and  then  processing  proceeds  to  the 
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next  step.  On  the  other  hand,  the  terminal  address 
which  is  assigned  to  itself  and  the  transmission  destina- 
tion  terminal  address  35  in  the  address  header  informa- 
tion  32  do  not  coincide  with  each  other,  the  processing 
returns  before  step  S1  and  stands  by  until  the  next  data 
is  received. 
[0108]  In  step  S4,  the  received  data  is  judged  whether 
it  is  set  to  be  refused  or  not.  This  judgement  is  per- 
formed  so  as  not  to  perform  reproduction  processing  of 
data  for  the  information  provided  from  a  particular  termi- 
nal.  The  transmission  source  terminal  address  34  in  the 
address  header  information  32  and  the  address  of  the 
terminal  which  is  set  to  refuse  receiving  are  compared 
with  each  other.  When  they  do  not  coincide  with  each 
other,  the  information  is  judged  that  it  is  information 
which  is  not  set  to  be  refused  receiving,  then  the 
processing  proceeds  to  the  next  step  S5.  On  the  other 
hand,  when  the  transmission  source  terminal  address 
34  in  the  address  header  information  32  and  the 
address  of  the  terminal  which  is  set  to  refuse  receiving 
coincide  with  each  other,  the  processing  returns  before 
step  S1  and  stands  by  until  the  next  data  is  received. 
Here,  the  address  of  the  terminal  which  is  set  to  refuse 
receiving  can  be  input  each  time  from  the  operation 
input  means  5.  Or,  the  terminal  source  address  which  is 
input  by  the  operation  input  means  5  may  be  held  in  an 
integral  memory  of  the  data  recognition  means  6  in 
advance,  and  be  referred  to  the  integral  memory  in  judg- 
ing  refusal  setting  in  step  S4. 
[0109]  In  step  S5,  the  analysis  processing  of  the  per- 
mission  header  information  33  is  performed.  Then  in 
step  S6,  it  is  judged  whether  the  data  is  permitted  to  be 
used  or  not,  and  when  the  data  is  permitted  to  be  used, 
the  processing  goes  to  the  next  step  S7.  When  the  data 
is  not  permitted  to  be  used,  the  processing  returns 
before  step  S1  and  stands  by  until  the  next  data  is 
received.  Whether  the  data  is  permitted  to  be  used  or 
not  is  judged  on  the  basis  of  utilization  level  in  the  per- 
mission  header  information  33. 
[0110]  In  step  S7,  the  term  of  validity  of  the  data  is 
analyzed,  and  when  it  is  within  the  validity  term,  the 
processing  proceeds  to  the  next  step  S8.  When  the 
validity  terms  already  expires,  the  processing  returns 
before  step  S1  and  stands  by  until  the  next  data  is 
received.  The  validity  term  of  the  data  is  judged  on  the 
basis  of  the  period  level  in  the  permission  header  infor- 
mation  33. 
[01  1  1  ]  In  step  S8,  it  is  judged  whether  the  storage  of 
data  is  permitted  or  not.  When  the  data  storage  is  per- 
mitted,  a  data  storage  flag  is  set  to  1  in  step  S9.  On  the 
other  hand,  when  the  data  storage  is  not  permitted,  the 
data  storage  flag  is  set  to  0  in  step  S10.  The  judgement 
as  to  whether  the  data  storage  is  permitted  or  not  is  per- 
formed  on  the  basis  of  the  utilization  level  in  the  permis- 
sion  header  information  33. 
[01  1  2]  In  step  S1  1  ,  the  analysis  processing  of  the  data 
identification  header  42  in  the  service  information  40  is 
performed.  By  analyzing  the  data  recognition  informa- 

tion  of  the  data  identification  header  42,  kinds  or  con- 
tents  of  the  data  43  can  be  grasped. 
[01  1  3]  Then  in  step  S1  2,  by  analyzing  the  data  recog- 
nition  information  of  the  data  identification  header  42, 

5  the  data  43  is  judged  to  be  data  which  is  necessary  for 
a  user  or  not.  When  the  data  43  is  the  data  which  is  nec- 
essary  for  the  user,  the  processing  proceeds  to  the  next 
step  S1  3.  When  the  data  43  is  the  data  which  is  not  nec- 
essary  for  the  user,  the  processing  returns  before  step 

10  S1  and  stands  by  until  the  next  data  is  received. 
[0114]  In  step  S13,  the  data  recognition  information  of 
the  data  identification  header  42  is  analyzed,  and  it  is 
checked  whether  division  information  is  included  in  the 
data  recognition  information,  whereby  the  data  43  is 

15  judged  to  be  divided  data  or  not.  Here,  when  the  data  43 
is  judged  not  to  be  the  divided  data,  the  processing  pro- 
ceeds  to  the  next  step  S1  4.  When  the  data  43  is  judged 
to  be  the  divided  data,  the  processing  proceeds  to  step 
S19. 

20  [0115]  In  step  S1  9,  temporary  storage  processing  of 
the  data  43  is  performed  and  the  data  43  is  temporarily 
stored  in  the  data  storing  means  7. 
[0116]  Then  in  step  S20,  it  is  judged  whether  all  of 
divided  data  gather  or  not,  on  the  basis  of  the  division 

25  information  included  in  the  data  identification  header  42. 
When  all  the  data  gather,  the  processing  proceeds  to 
the  next  step  S14,  and  when  all  the  data  do  not  gather 
yet,  the  processing  returns  before  step  S1  and  stands 
by  until  the  next  data  is  received.  In  step  20,  when  the 

30  data  identification  header  42  includes  partly  use  permit- 
ting  information  of  the  divided  data,  even  if  all  the  data 
do  not  gather  yet,  the  processing  proceeds  to  step  S14. 
[0117]  In  step  S14,  the  data  43  is  judged  whether  it 
includes  a  plurality  of  contents  or  not  from  the  data  rec- 

35  ognition  information  in  the  data  identification  header  42. 
When  the  data  43  is  judged  to  be  the  data  including  a 
plurality  of  contents,  the  processing  proceeds  to  step 
S1  5  and  the  separation  processing  of  the  data  43  is  per- 
formed. 

40  [0118]  After  the  data  storage  flag  is  set  to  1  in  step 
S16,  the  data  43  is  stored  by  the  inner  memory  of  the 
data  recognition  means  6,  or  the  data  storing  means  7 
in  step  S17. 
[01  1  9]  Then  in  step  S1  8,  the  reproduction  processing 

45  of  the  data  43  which  is  stored  by  the  inner  memory  of 
the  data  recognition  means  6,  or  the  data  storing  means 
7  is  performed.  By  performing  the  data  reproduction 
processing,  reproduced  data  is  output  by  a  display  or  a 
speaker  in  the  data  output  means  8,  whereby  the  user 

so  of  the  on-vehicle  terminal  20  can  obtain  the  service 
information  as  a  picture  image  or  a  voice.  Here,  if  the 
data  has  a  utilization  time  limit,  when  the  data  is  within 
the  utilization  time  limit,  the  reproduction  processing  is 
performed. 

55  [0120]  According  to  the  first  embodiment  of  the 
present  invention,  transmitting/receiving  of  digital  data 
is  realized  as  described  above.  Service  information 
which  is  provided  from  the  base  station  1  0  is  transmitted 
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after  header  information  having  identification  informa- 
tion  is  added  to  the  service  information,  and  the  identifi- 
cation  information  is  analyzed  in  the  on-vehicle  terminal 
20  receiving  the  transmitted  data,  whereby  only  data 
required  by  the  terminal  itself  is  received  and  reproduc- 
tion  processing  is  realized.  Therefore,  even  if  the  base 
station  10  distributes  various  kinds  of  service  informa- 
tion  by  using  a  prescribed  broadcasting  channel,  it  is 
possible  for  a  mobile  object  terminal  which  receives 
service  information  to  collect  only  information  really 
required  by  the  terminal  among  these  various  kinds  of 
service  information. 
[0121]  While  in  the  first  embodiment,  the  example  in 
which  the  identification  information  comprises  an  area 
identification  part,  a  car  type  identification  part,  a  car 
identification  part,  and  a  user  identification  part  is 
shown,  other  identification  items  can  be  added.  Of 
course,  identification  information  may  be  generated  by  a 
single  or  combination  of  the  respective  identification 
parts.  Or,  data  service  may  be  provided  to  a  particular 
user  by  generating  various  patterns  of  the  identification 
information  by  masking  part  of  the  identification  infor- 
mation  as  shown  in  figure  5.  Embodiment  2. 
[0122]  Figure  8  is  a  block  diagram  illustrating  struc- 
tures  of  a  base  station  and  an  on-vehicle  terminal  used 
for  transmitting/receiving  digital  data  according  to  the 
second  embodiment  of  the  present  invention.  Referring 
to  the  figure,  an  on-vehicle  terminal  21  used  for  trans- 
mitting/receiving  digital  data  according  to  the  second 
embodiment  of  the  present  invention  comprises  a  com- 
munication  means  13  and  a  transmitting  antenna  14  to 
transmit  request  information  to  a  base  station  1  1  .  On 
the  other  hand,  the  base  station  1  1  comprises  a  receiv- 
ing  antenna  91  to  receive  the  request  information  trans- 
mitted  from  the  on-vehicle  terminal  21  and  a  request 
information  searching  means  9.  As  the  communication 
means  13  and  the  transmitting  antenna  14  in  the  on- 
vehicle  terminal  21,  for  example,  a  potable  phone  is 
available.  Here,  other  constructions  in  the  base  station 
1  1  and  the  on-vehicle  terminal  21  and  a  data  structure 
used  for  transmitting/receiving  digital  data  are  sup- 
posed  to  the  same  as  those  in  the  above  described  first 
embodiment. 
[0123]  Various  kinds  of  contents  can  be  included  in 
request  contents  of  the  request  information  from  the  on- 
vehicle  terminal  21.  Figure  9  is  a  table  illustrating  an 
example  of  request  contents  of  the  above  request  infor- 
mation.  For  the  request  information  which  the  on-vehi- 
cle  terminal  21  transmits  to  the  base  station  11,  for 
example,  a  transmission  destination,  addresser  infor- 
mation,  confidentiality,  redundancy,  transmission  fre- 
quencies/time,  access  frequencies,  communication 
quality,  an  accounting  method,  a  receiving  method,  and 
requests  are  included  as  indicated  in  figure  9. 
[0124]  A  transmission  target  terminal  address  (trans- 
mission  destination  terminal  address)  is  used  as  the 
transmission  destination,  and  the  transmission  destina- 
tion  designates  the  on-vehicle  terminal  21  to  which  the 

base  station  1  1  provides  service  information.  Therefore, 
it  is  possible  to  send  a  message  addressed  to  a  person 
through  the  base  station  1  1  ,  for  example. 
[0125]  An  address  of  an  addresser  (transmission 

5  source  terminal  address)  is  used  as  the  addresser  infor- 
mation,  which  designates  the  on-vehicle  terminal  21 
which  transmits  the  request  information  to  the  base  sta- 
tion  1  1  .  Therefore,  it  is  possible  to  set  the  on-vehicle  ter- 
minal  21  which  receives  service  information  from  base 

10  station  1  1  so  as  to  select  and  receive  information  trans- 
mitted  from  a  particular  addresser  or  to  refuse  receiving 
information  transmitted  from  a  particular  addresser  on 
the  basis  of  the  transmission  source  terminal  address, 
for  example,  by  giving  the  transmission  source  terminal 

15  address  in  address  header  information  of  service  infor- 
mation  transmitted  from  the  base  station  1  1  . 
[01  26]  For  the  confidentiality,  codes  for  showing  pres- 
ence  of  encipherment  or  designation  of  encipherment 
method  are  used,  and  they  indicate  encipherment  of 

20  service  information  provided  by  the  base  station  1  1  . 
Therefore,  only  the  on-vehicle  terminal  21  having  partic- 
ular  decoding  keys  for  decoding  cryptography  can 
decode  service  information,  whereby  it  is  possible  to 
secure  confidentiality  of  information. 

25  [0127]  For  the  redundancy,  codes  showing  designa- 
tion  of  redundancy  in  encoding  are  used,  therefore,  it  is 
possible  to  improve  error  correction  ability  of  data  when 
the  redundancy  of  service  information  provided  from 
base  station  1  1  is  set  to  be  increased. 

30  [01  28]  For  the  transmission  frequency/time,  codes  for 
designating  transmission  time  zone  or  transmission  fre- 
quency  are  used,  and  the  base  station  11  provides 
service  information  to  the  on-vehicle  terminal  21  in  the 
designated  time  zone  or  the  designated  transmission 

35  frequency,  when  the  base  station  11  receives  this 
request.  Therefore,  the  on-vehicle  terminal  21  can 
receive  service  information  at  a  convenient  time  zone, 
and  can  easily  know  that  a  receiving  error  occurs  when 
service  information  from  the  base  station  1  1  is  not  be 

40  received  during  the  designated  time  zone.  Further,  by 
designating  a  plurality  of  transmission  frequencies, 
user's  strong  demanded  information  can  be  obtained  in 
on-vehicle  terminal  21. 
[01  29]  For  the  access  frequency,  codes  showing  pres- 

45  ence  of  same  request  are  used,  and  they  indicate  if  the 
on-vehicle  terminal  21  has  ever  received  the  same  serv- 
ice  information  or  not. 
[01  30]  For  the  communication  quality,  codes  showing 
a  method  for  securing  data  quality  are  used,  and  the 

so  codes  designate  a  modulation  method  when  the  base 
station  1  1  distributes  service  information.  For  example, 
a  data  transmitting  means  3  in  the  base  station  1  1  com- 
prises  a  modulator  of  64QAM  modulation  method  and 
modulator  of  QPS  modulation  method,  and  data  is  mod- 

55  ulated  by  64  QAM  modulator  whose  transmission 
capacity  is  comparatively  large  when  data  quality  is  not 
so  required,  while  data  is  modulated  by  QPSK  modula- 
tor  when  data  quality  should  be  improved  even  if  trans- 
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mission  capacity  becomes  comparatively  small. 
Further,  the  data  quality  enables  to  designate  informa- 
tion  amount  of  requested  data.  For  example,  in  request- 
ing  transmission  of  voice  data,  as  voice  data  quality,  a 
sampling  rate  of  a  signal  (e.g.,  sampling  frequency),  the 
number  of  data  reproducing  channels  (e.g.,  the  number 
of  channels  of  analog  or  stereo,  etc.)  can  be  desig- 
nated.  In  case  of  requesting  to  transmit  image  data,  it  is 
possible  to  designate  the  number  of  display  colors  (e.g., 
two  colors  or  full  colors,  etc.),  picture  quality  in  display- 
ing  data,  and  the  number  of  moving  picture  flames  as 
image  data  quality. 
[01  31  ]  For  the  accounting  method,  codes  for  designat- 
ing  the  accounting  method  are  used.  For  example,  it  is 
possible  to  perform  accounting  in  accordance  with  an 
error  occurring  rate  of  service  information  provided  by 
the  base  station  11,  or  it  is  possible  to  designate 
account  settlement  method  (designate  payment 
method)  which  a  terminal  user  desires. 
[0132]  For  the  receiving  method,  codes  for  showing 
mobile  receiving  or  fixed  receiving  are  used,  and  they 
show  whether  a  terminal  which  receives  service  infor- 
mation  from  the  base  station  1  1  is  installed  on  a  mobile 
object  or  a  fixed  object.  When  the  terminal  which 
receives  the  information  is  a  mobile  object  terminal  such 
as  an  on-vehicle  terminal,  receiving  condition  is 
changed  by  that  position  environment  of  the  terminal. 
Therefore,  to  secure  data  quality  the  redundancy  of  dis- 
tributed  data,  data  is  transmitted  by  a  modulation 
method  which  has  a  resistance  to  errors  on  the  base 
station  1  1  side.  Also,  for  this  receiving  method,  in  addi- 
tion  to  showing  whether  it  is  mobile  receiving  or  fixed 
receiving,  it  is  possible  to  further  add  codes  for  showing 
also  receiving  position  of  the  terminal. 
[0133]  The  request  designates  desired  data,  and 
instructs  what  kind  of  information  is  to  be  provided,  for 
example,  map  data,  traffic  information,  route  guide  infor- 
mation  and  area  information  as  contents  of  service 
information,  as  described  above  in  the  first  embodi- 
ment.  When  a  terminal  user  transmits  information,  it  is 
also  possible  to  add  the  data  which  the  terminal  user 
(information  transmitter)  wants  to  transmit. 
[0134]  Next,  the  method  for  transmitting/receiving  dig- 
ital  data  according  to  the  second  embodiment  is  simply 
described.  At  first,  request  information  is  input  to  the 
operation  input  means  12,  next,  the  request  information 
is  coded/compressed  to  generate  a  digital  signal  by  the 
communication  means  13,  and  the  digital  signal  is 
transmitted  by  the  transmitting  antenna  1  4  to  the  base 
station  1  1  through  such  as  a  portable  phone  circuit,  to 
transmit  the  request  information  from  the  on-vehicle  ter- 
minal  21  to  the  base  station  1  1  .  This  digital  signal  of  the 
request  information  transmitted  from  the  on-vehicle  ter- 
minal  21  is  received  by  the  receiving  antenna  91  in  the 
base  station  11,  and  demodulated/decoded  by  the 
request  information  searching  means  9  to  extract  the 
request  information,  and  the  request  information  is  hold 
in  the  service  information  DB1  .  The  generation  of  trans- 

mission  data  is  performed  based  on  the  request  infor- 
mation  after  extracting  the  request  information  from  the 
service  information  DB1  by  the  data  generation  means 
2,  thereby  enabling  for  the  base  station  11  which 

5  receives  the  request  information  to  provide  the  on-vehi- 
cle  terminal  21  with  the  service  information.  For  the 
generation  of  transmission  data,  various  kinds  of  identi- 
fication  information  are  added  to  header  information  of 
service  information  in  the  same  way  as  the  above  first 

10  embodiment.  Next,  the  data  generated  by  the  data  gen- 
erating  means  2  is  modulated  to  a  digital  signal  by  data 
transmitting  means  3,  and  transmitted  to  the  on-vehicle 
terminal  21  through  the  transmitting  antenna  31.  Here, 
reproduction  processing  of  received  data  in  the  on-vehi- 

15  cle  terminal  21  is  performed  in  accordance  with  the  pro- 
cedure  shown  in  the  flow  chart  of  figure  7  as  described 
in  the  first  embodiment. 
[01  35]  As  described  above,  according  to  the  second 
embodiment,  in  the  on-vehicle  terminal  21,  the  request 

20  information  is  transmitted  to  the  base  station  1  1  through 
the  communication  means  13  and  the  transmitting 
antenna  14,  and  in  the  base  station  11,  the  request 
information  received  by  the  receiving  antenna  91  is  ana- 
lyzed  by  the  request  information  searching  means  9  and 

25  the  service  information  is  provided  based  on  the  result 
of  this  analysis.  Therefore  the  base  station  1  1  as  a  data 
provider  enables  to  provide  service  information  in  a 
form  which  meets  the  demand  of  the  on-vehicle  terminal 
21  as  a  request  addresser,  and  also  the  on-vehicle  ter- 

30  minal  21  as  a  request  addresser  enables  to  receive 
desired  service  information  in  a  desired  form. 

Embodiment  3 

35  [0136]  The  third  embodiment  is  related  to  a  method  for 
generating  and  decoding  application  data  dealt 
between  the  base  station  and  the  on-vehicle  terminal  in 
the  above  first  and  second  embodiments. 
[01  37]  Figure  1  0  is  a  drawing  illustrating  a  method  for 

40  generating  application  data  in  the  base  stations  10  and 
11,  and  figure  1  1  is  a  drawing  illustrating  file  structures 
of  division  files  and  transmission  files  in  figure  10.  Fig- 
ure  12  is  a  drawing  illustrating  a  method  for  decoding 
application  data  in  the  on-vehicle  terminals  20  and  21, 

45  and  figure  13  is  a  drawing  illustrating  file  structures  of 
reception  files  and  division  files  in  figure  12. 
[0138]  According  to  the  third  embodiment,  service 
information  provided  by  the  base  stations  10  and  1  1  is 
transmitted  as  a  transmission  packet,  and  this  transmis- 

50  sion  packet  is  generated  by  the  data  generating  means 
2  as  shown  in  figure  10  in  accordance  with  the  following 
order:  transmission  data(50)  division  files(60) 
transmission  files(70)  transmission  packets(80). 
[01  39]  The  transmission  data  (50)  is  composed  of  a 

55  header  A1  and  data  A2.  The  header  A1  includes  the 
above  described  identification  information,  which  is  cor- 
respondent  to  an  address  header,  a  permission  header 
and  a  data  identification  header  etc.  The  data  A2  is 
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information  such  as  a  picture  image  and  voice  stored  in 
the  service  information  DB1  ,  which  is  correspondent  to 
data  map,  traffic  information,  route  guide  information 
etc. 
[0140]  Next,  n  pieces  of  division  files(60)B1, 
B2,  •  •  •  Bn  are  created  by  dividing  this  transmission 
data(50)  without  discriminating  between  the  header  A1 
and  the  data  A2.  A  structure  of  each  of  division  files(61) 
is  composed  of  a  data  header  part  showing  a  transmis- 
sion  data  name  and  a  division  number  etc.,  and  a  data 
part  including  divided  transmission  data  (50),  as  shown 
in  figure  1  1  .  Here,  a  combination  order  of  division  files  is 
not  necessarily  the  same  order  as  the  order  in  dividing 
the  transmission  data  (50),  and  it  is  allowed  to  combine 
the  division  files  at  random.  In  case  of  the  random  com- 
bination,  since  errors  are  dispersed  in  image  data  such 
as  still  images  and  moving  images,  it  is  effective  to 
improve  error  correction  ability. 
[0141]  Next,  the  transmission  files(70)C1,  C2,  •  •  «Cn 
are  created  by  adding  an  error  correction  mark  to  each 
of  division  file  (61)  of  these  division  files(60)  B1, 
B2,  •  •  •  Bn.  A  structure  of  this  each  transmission  file  is 
composed  of  a  data  header  part,  a  data  part,  and  an 
error  correction  mark  as  shown  in  figure  1  1  .  Here,  while 
in  the  figure,  the  transmission  file  (71)  is  shown  so  as  to 
have  a  structure  in  which  the  data  header  part,  the  data 
part,  and  the  error  correction  mark  are  distinguished 
definitely  in  a  prescribed  area,  there  is  no  boundary 
between  each  part  in  reality. 
[0142]  Next,  the  transmission  packets(80)D11,  D12, 
•  •  'Dim*  •  •  Dnm  composed  of  totally  n  x  m  pieces  of 
packets  are  created  by  dividing  each  transmission  file  of 
these  transmission  f  iles(70)  C1  ,  C2,  •  •  •  Cn  by  m 
pieces. 
[0143]  And  the  base  stations  1  0  and  1  1  transmits  the 
files  in  the  form  of  transmission  packets  generated  in 
accordance  with  the  above  procedure  to  the  on-vehicle 
terminals  20  and  21  through  the  data  transmitting 
means  3  and  the  transmitting  antenna  31  . 
[0144]  On  the  other  hand,  on  the  on-vehicle  terminals 
20  and  21,  the  above  transmission  packets  (80)  are 
received  as  reception  packets  through  the  receiving 
antenna  41  and  the  data  receiving  means  4.  The  data 
restoration  of  these  reception  packets  is  performed  by 
the  data  recognition  means  6  in  accordance  with  the  fol- 
lowing  order:  reception  packets(52)^  reception 
files(62)  division  files(72)  reception  data(82)  as 
shown  in  figure  12.  That  is  to  say,  the  data  is  restored  in 
accordance  with  the  inverse  procedure  to  that  in  trans- 
mitting  in  the  base  stations  1  1  and  1  2. 
[0145]  In  the  data  recognition  means  6,  a  reception  file 
F1  is  created  from  the  reception  packets(52)  E1  1  ,  E12, 
•  •  •  E1  m  among  the  obtained  n  x  m  pieces  of  reception 
packets  E11,  E12,  •  •  'Elm*  •  •  Enm.  In  the  same 
way,  a  reception  packet  F2  is  created  from  the  reception 
packets(52)  E21,  E22,  •  •  «E2m,  and  the  following 
reception  f  iles(62)  F1  ,  F2,  •  •  •  Fn  are  created  in  the 
same  way.  A  structure  of  this  each  reception  file  (63)  is 

composed  of  a  data  header  part,  a  data  part,  and  an 
error  correction  mark  as  shown  in  figure  13.  Here,  while 
in  the  figure,  the  receiving  file  (63)  is  shown  so  as  to 
have  a  structure  in  which  the  data  header  part,  the  data 

5  part,  and  the  error  correction  mark  are  distinguished 
definitely  in  a  prescribed  area,  there  is  no  boundary 
between  each  part  in  reality. 
[0146]  Next,  data  errors  of  the  reception  files  are  cor- 
rected  by  utilizing  the  error  correction  marks  included  in 

10  the  reception  f  iles(62)  F1  ,  F2,  •  •  •  Fn.  After  correcting 
errors,  the  division  files(72)G1,  G2,  •  •  •  Gn  are  created 
by  extracting  the  error  correction  marks  which  are 
added  in  transmitting.  A  structure  of  this  each  division 
file  (73)  is  composed  of  a  data  header  part  showing  a 

15  transmission  data  name  and  a  division  number,  and  a 
data  part  as  shown  in  figure  1  3. 
[01  47]  Next,  data  restoration  of  these  division  f  iles(72) 
G1  ,  G2,  •  •  •  Gn  is  performed  in  accordance  with  the 
division  number  in  the  data  header  part,  and  the  recep- 

20  tion  file(82)  is  created.  This  reception  data  (82)  is  com- 
posed  of  a  header  H1  and  data  H2  correspondent  to  the 
header  A1  and  the  data  A2  of  the  transmission  data  (50) 
as  shown  in  figure  10.  Here,  in  the  division  files  (72), 
even  when  a  part  of  the  division  files,  G2,  cannot  be 

25  obtained  because  of  communication  troubles  etc.,  in 
case  that  the  other  division  files,  G1  ,  G3,  •  •  •  Gn  can  be 
received  normally,  it  is  possible  to  restore  data  included 
in  the  lacking  division  file  G2  by  utilizing  the  error  cor- 
rection  marks. 

30  [0148]  As  described  above,  according  to  this  third 
embodiment,  the  base  stations  10  and  11  divide  the 
transmission  data  (50)  after  adding  the  header  informa- 
tion  to  the  service  information  into  a  plurality  of  the  divi- 
sion  files  (60),  create  the  transmission  files  (70)  by 

35  adding  the  error  correction  marks  to  the  division  files 
(60),  create  transmission  packets  (80)  by  combining  the 
transmission  files  (70)  after  dividing  the  same  into  a  plu- 
rality  of  pieces,  and  transmit  the  transmission  packets 
(80)  to  the  on-vehicle  terminals  20  and  21,  on  the  other 

40  hand  the  on-vehicle  terminals  20  and  21  create  recep- 
tion  files(62)  from  received  reception  packets(52),  cre- 
ate  the  division  files(72)  after  correcting  the  reception 
errors  of  data  by  utilizing  the  error  correction  marks 
included  in  the  reception  files(62),  restore  the  data 

45  before  transmitted(82)  by  editing  the  header  part  and 
the  data  part  from  the  division  files(72).  Therefore,  even 
when  a  part  of  the  files  cannot  be  obtained  because  of 
communication  trouble  etc.,  in  case  that  the  division 
files  can  be  received  normally,  it  is  possible  to  restore 

so  the  data  included  in  the  lacking  files  by  utilizing  the  error 
correction  marks. 
[0149]  Further,  according  to  this  third  embodiment, 
while  the  division  files  (60)  generated  in  the  base  sta- 
tions  10  and  11  are  files  created  by  only  dividing  the 

55  transmission  data  (50)  into  a  plural  pieces,  a  part  includ- 
ing  highly  significant  data  such  as  header  information 
may  be  copied,  and  added  to  the  division  files.  For 
example,  as  shown  in  a  figure  14,  a  highly  significant 
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division  file  Bn  among  division  files(64)B1,  B2,  •  •  •  Bn 
which  are  created  by  dividing  transmission  data(54)  into 
plural  pieces  is  copied,  and  is  placed  and  added  in  a  dif- 
ferent  position,  whereby  division  files(65)  are  created. 
And,  transmission  files  (74)  are  created  from  these  divi- 
sion  files  (65)  and  transmission  packets  (84)  are  cre- 
ated.  Here,  while  in  the  on-vehicle  terminals  20  and  21  , 
reception  data  is  restored  from  reception  packets  in 
accordance  with  the  inverse  procedure  to  that  in  trans- 
mitting,  one  of  division  files  received  normally  without 
errors  from  the  division  files  which  are  copied  and 
added  in  transmitted  is  left,  and  the  rest  of  the  division 
files  having  the  same  contents  is  deleted. 
[0150]  As  described  above,  copying  and  adding  divi- 
sion  files  including  highly  significant  data  when  the  base 
stations  1  0  and  1  1  create  the  transmission  packets  ena- 
bles  to  reduce  lacking  of  highly  significant  data  when 
received  in  the  on-vehicle  terminals  20  and  21  . 

Claims 

1.  A  method  for  transmitting/receiving  digital  data 
between  a  base  station  established  on  the  ground 
and  a  mobile  object  terminal  installed  on  a  mobile 
object  existing  in  a  service  area,  wherein  the  base 
station  provides  service  information  to  the  mobile 
object  terminal  by  digital  communication  by  using  a 
broadcasting  channel; 

the  base  station  transmits  the  data  after  identi- 
fication  information  is  added  in  header  informa- 
tion  of  the  service  information  which  is  provided 
to  the  mobile  object  terminal;  and 
the  mobile  object  terminal  has  an  address 
showing  the  identification  information,  ana- 
lyzes  the  identification  information  by  indicating 
the  address,  and  enables  to  identify  whether 
the  service  information  is  provided  to  the 
mobile  object  terminal  itself. 

2.  The  digital  data  transmitting/receiving  method  as 
defined  in  claim  1  wherein  the  identification  infor- 
mation  includes  an  area  identification  part  and  a 
vehicle  identification  part. 

3.  The  digital  data  transmitting/receiving  method  as 
defined  in  claim  1  wherein  the  identification  infor- 
mation  includes  an  area  identification  part  and  a 
user  identification  part. 

4.  The  digital  data  transmitting/receiving  method  as 
defined  in  claim  1  wherein  the  identification  infor- 
mation  includes  a  vehicle  type  identification  part 
and  a  vehicle  identification  part. 

5.  The  digital  data  transmitting/receiving  method  as 
defined  in  claim  1  wherein  the  identification  infor- 
mation  includes  an  area  identification  part,  a  vehi- 

cle  type  identification  part,  a  vehicle  identification 
part,  and  a  user  identification  part. 

6.  The  digital  data  transmitting/receiving  method  as 
5  defined  in  any  of  claims  2,  3  and  5  wherein  the  area 

identification  part  includes  a  code  representing  a 
country,  a  prefecture,  or  a  municipality. 

7.  The  digital  data  transmitting/receiving  method  as 
10  defined  in  any  of  claims  4  and  5  wherein  the  vehicle 

type  identification  part  includes  a  code  representing 
a  vehicle  manufacturer,  a  vehicle  type,  or  a  vehicle 
year  model. 

15  8.  The  digital  data  transmitting/receiving  method  as 
defined  in  any  of  claims  2,  4,  and  5  wherein  the 
vehicle  identification  part  includes  a  code  repre- 
senting  license  plate  information. 

20  9.  The  digital  data  transmitting/receiving  method  as 
defined  in  any  of  claims  3  and  5  wherein  the  user 
identification  part  includes  a  code  representing  a 
terminal  ID  or  a  user  ID. 

25  10.  The  digital  data  transmitting/receiving  method  as 
defined  in  claim  1  wherein 

the  base  station  transmits  the  data  after  per- 
mission  information  is  further  added  in  header 

30  information  of  the  service  information  which  is 
provided  to  the  mobile  object  terminal;  and 
the  mobile  object  terminal  analyzes  the  permis- 
sion  information  and  receives  the  service  infor- 
mation  in  accordance  with  handling  level  of  the 

35  service  information  provided  to  the  mobile 
object  terminal  itself. 

11.  The  digital  data  transmitting/receiving  method  as 
defined  in  claim  10  wherein  the  permission  informa- 

40  tion  specifies  a  utilization  manner  of  the  service 
information  which  is  received  by  the  mobile  object 
terminal. 

12.  The  digital  data  transmitting/receiving  method  as 
45  defined  in  claim  1  wherein  the  base  station  trans- 

mits  the  data  after  masking  part  of  the  identification 
information  and  gives  receiving  permission  of  the 
service  information  to  a  particular  mobile  object  ter- 
minal  group. 

50 
13.  The  digital  data  transmitting/receiving  method  as 

defined  in  claim  1  wherein 

the  base  station  transmits  the  data  after  the 
55  data  recognition  information  related  to  the 

service  information  is  further  added  in  the 
header  information  of  the  service  information 
which  is  provided  to  the  mobile  object  terminal; 
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and 
the  mobile  object  terminal  analyzes  the  data 
recognition  information  and  enables  to  collect 
necessary  information  among  the  service  infor- 
mation  which  is  provided  to  the  terminal  itself.  5 

14.  The  digital  data  transmitting/receiving  method  as 
defined  in  claim  13,  wherein 

the  data  recognition  information  is  point  infor-  10 
mation;  and 
the  mobile  object  terminal  enables  to  collect 
service  information  related  to  an  arbitrary  point 
or  area  by  using  the  point  information. 

15 
15.  The  digital  data  transmitting/receiving  method  as 

defined  in  claim  13,  wherein 

the  data  recognition  information  is  division 
information  of  the  service  information;  and  20 
the  mobile  object  terminal  analyzes  the  division 
information  and  stands  by  data  reproduction 
processing  until  all  data  gather. 

16.  The  digital  data  transmitting/receiving  method  as  25 
defined  in  claim  13,  wherein 

the  data  recognition  information  is  partly  avail- 
able  information  of  the  service  information;  and 
the  mobile  object  terminal  analyzes  the  partly  30 
available  information  and  performs  data 
processing  even  when  part  of  the  service  infor- 
mation  is  lacking. 

17.  The  digital  data  transmitting/receiving  method  as  35 
defined  in  claim  13,  wherein 

the  data  recognition  information  is  information 
indicating  a  plurality  of  service  information  are 
included;  and  40 
the  mobile  object  terminal  analyzes  the  data 
recognition  information  and  performs  data 
processing  after  performing  separation 
processing  of  the  service  information. 

45 
18.  The  digital  data  transmitting/receiving  method  as 

defined  in  claim  1  wherein  the  identification  infor- 
mation  is  an  address  of  a  particular  mobile  object 
terminal. 

50 
19.  The  digital  data  transmitting/receiving  method  as 

defined  in  claim  1  wherein  the  identification  infor- 
mation  is  a  transmission  source  address  and  a 
transmission  destination  address  in  the  mobile 
object  terminal.  55 

20.  The  digital  data  transmitting/receiving  method  as 
defined  in  claim  19,  wherein 
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the  transmission  source  address  is  an  address 
of  a  mobile  object  terminal  which  transmits 
information  to  the  base  station;  and 
the  transmission  destination  address  is  an 
address  of  other  mobile  object  terminal  speci- 
fied  by  the  mobile  object  terminal  which  trans- 
mits  information  to  the  base  station. 

21.  The  digital  data  transmitting/receiving  method  as 
defined  in  claim  1  9  wherein  the  mobile  object  termi- 
nal  can  set  receiving  refusal  of  the  service  informa- 
tion  which  is  provided  from  a  particular 
transmission  source  address  on  the  basis  of  the 
transmission  source  address. 

22.  The  digital  data  transmitting/receiving  method  as 
defined  in  claim  1  wherein  the  mobile  object  termi- 
nal  transmits  request  information  including  an 
address  assigned  to  itself,  to  the  base  station,  and 
the  base  station  transmits  service  information  cor- 
responding  to  the  request  information. 

23.  The  digital  data  transmitting/receiving  method  as 
defined  in  claim  22  wherein  the  request  information 
includes  confidential  information  instructing  enci- 
pherment  of  service  information  to  be  provided. 

24.  The  digital  data  transmitting/receiving  method  as 
defined  in  claim  22  wherein  the  request  information 
includes  information  indicating  information  amount 
of  voice  data  in  requesting  transmission  of  the  voice 
data. 

25.  The  digital  data  transmitting/receiving  method  as 
defined  in  claim  22  wherein  the  request  information 
includes  information  indicating  information  amount 
of  image  data  in  requesting  transmission  of  the 
image  data. 

26.  The  digital  data  transmitting/receiving  method  as 
defined  in  claim  22  wherein  the  request  information 
includes  information  indicating  transmission  time 
and  a  transmission  frequency  of  the  service  infor- 
mation. 

27.  The  digital  data  transmitting/receiving  method  as 
defined  in  claim  22  wherein  the  request  information 
includes  information  which  indicates  the  service 
information  is  transmitted  as  a  data  construction  for 
a  mobile  object. 

28.  A  method  for  transmitting/receiving  digital  data 
between  a  base  station  established  on  the  ground 
and  a  mobile  object  terminal  installed  on  a  mobile 
object  existing  in  a  service  area,  wherein  the  base 
station  provides  service  information  to  the  mobile 
object  terminal  by  digital  communication  using  a 
broadcasting  channel; 

EP  0  964  541  A2 
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the  base  station  divides  transmission  data  into 
plural  division  files  after  adding  header  infor- 
mation  to  service  information,  creates  trans- 
mission  files  by  adding  error  correction  marks 
to  the  division  files,  creates  transmission  pack- 
ets  by  further  dividing  the  transmission  files  into 
plural  pieces,  and  transmits  to  the  mobile 
object  terminal  a  transmission  packet 
sequence  which  is  generated  by  connecting 
the  transmission  packets;  and 
the  mobile  object  terminal  creates  reception 
files  from  a  received  reception  packet 
sequence,  creates  division  files  after  correcting 
reception  errors  by  utilizing  the  error  correction 
marks  included  in  the  reception  files,  and 
restores  data  before  transmitted  which  is  con- 
stituted  by  a  header  part  and  a  data  part  from 
the  division  file  sequence. 

29.  The  digital  data  transmitting/receiving  method  as 
defined  in  claim  1  wherein 

the  base  station  divides  transmission  data  into 
plural  division  files  after  adding  header  infor- 
mation  to  service  information,  creates  trans- 
mission  files  by  adding  error  correction  marks 
to  the  division  files,  creates  transmission  pack- 
ets  by  further  dividing  the  transmission  files  into 
plural  pieces,  and  transmits  to  the  mobile 
object  terminal  a  transmission  packet 
sequence  which  is  generated  by  connecting 
the  transmission  packets;  and 
the  mobile  object  terminal  creates  reception 
files  from  a  received  reception  packet 
sequence,  creates  division  files  after  correcting 
a  reception  error  by  utilizing  the  error  correction 
marks  included  in  the  reception  files,  and 
restores  data  before  transmitted  which  is  con- 
stituted  by  a  header  part  and  a  data  part  from 
the  division  file  sequence. 

30.  The  digital  data  transmitting/receiving  method  as 
defined  in  claim  28,  wherein  highly  significant  files 
are  copied  and  the  copied  files  are  added  to  the 
division  files. 

31.  The  digital  data  transmitting/receiving  method  as 
defined  in  claim  28,  wherein  the  division  files  are 
created  by  rearranging  the  order  of  divided  trans- 
mission  data  and  locating  the  same  at  random. 

32.  The  digital  data  transmitting/receiving  method  as 
defined  in  claim  28,  wherein  the  mobile  object  ter- 
minal  restores  data  by  utilizing  the  other  division 
files  including  no  error  even  when  division  files 
include  errors. 

33.  A  base  station  unit  used  for  transmitting/receiving 

digital  data  between  a  base  station  established  on 
the  ground  and  a  mobile  object  terminal  installed  on 
a  mobile  object  existing  in  a  service  area,  wherein 
the  base  station  provides  service  information  to  the 

5  mobile  object  terminal  by  digital  communication  by 
using  a  broadcasting  channel,  comprising: 

a  data  transmitting  means  for  transmitting  serv- 
ice  information  to  the  mobile  object  terminal  by 

10  the  digital  communication  by  using  the  broad- 
casting  channel; 
a  service  information  data  base  holding  various 
kinds  of  service  information  which  are  provided 
to  the  mobile  object  terminal;  and 

15  a  data  generating  means  for  generating  service 
information  which  is  transmitted  by  the  data 
transmitting  means,  by  adding  header  informa- 
tion  including  identification  information  to  data 
which  is  read  out  from  the  service  information 

20  data  base. 

34.  The  base  station  unit  used  for  transmitting/receiv- 
ing  digital  data  as  defined  in  claim  33  wherein  the 
identification  information  includes  an  area  identifi- 

es  cation  part  and  a  vehicle  identification  part. 

35.  The  base  station  unit  used  for  transmitting/receiv- 
ing  digital  data  as  defined  in  claim  33  wherein  the 
identification  information  includes  an  area  identif  i- 

30  cation  part  and  a  user  identification  part. 

36.  The  base  station  unit  used  for  transmitting/receiv- 
ing  digital  data  as  defined  in  claim  33  wherein  the 
identification  information  includes  a  vehicle  type 

35  identification  part  and  a  vehicle  identification  part. 

37.  The  base  station  unit  used  for  transmitting/receiv- 
ing  digital  data  as  defined  in  claim  33  wherein  the 
identification  information  includes  an  area  identif  i- 

40  cation  part,  a  vehicle  type  identification  part,  a  vehi- 
cle  identification  part,  and  a  user  identification  part. 

38.  The  base  station  unit  used  for  transmitting/receiv- 
ing  digital  data  as  defined  in  claim  33  wherein  the 

45  data  generating  means  comprises  a  permission 
information  adding  means  for  adding  permission 
information  which  indicates  handling  level  of  the 
service  information  in  the  mobile  object  terminal,  in 
header  information  of  the  service  information  pro- 

50  vided  to  the  mobile  object  terminal. 

39.  The  base  station  unit  used  for  transmitting/receiv- 
ing  digital  data  as  defined  in  claim  33  wherein  the 
data  generating  means  comprises  a  masking 

55  processing  means  for  masking  part  of  the  identifica- 
tion  information  so  as  to  give  receiving  permission 
of  the  service  information  to  a  particular  mobile 
object  terminal  group. 

19 
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40.  The  base  station  unit  used  for  transmitting/receiv- 
ing  digital  data  as  defined  in  claim  33  wherein  the 
data  generating  means  comprises  a  data  recogni- 
tion  information  adding  means  for  adding,  in  header 
information  of  the  service  information  provided  to 
the  mobile  object  terminal,  data  recognition  infor- 
mation  which  allows  the  mobile  object  terminal  to 
collect  necessary  information  among  the  provided 
service  information. 

41  .  The  base  station  unit  used  for  transmitting/receiv- 
ing  digital  data  as  defined  in  claim  33  wherein  the 
identification  information  is  an  address  of  a  particu- 
lar  mobile  object  terminal. 

42.  The  base  station  unit  used  for  transmitting/receiv- 
ing  digital  data  as  defined  in  claim  33  wherein  the 
identification  information  is  a  transmission  source 
address  and  a  transmission  destination  address  in 
the  mobile  object  terminal. 

43.  The  base  station  unit  used  for  transmitting/receiv- 
ing  digital  data  as  defined  in  claim  33  comprising: 

a  request  information  searching  means  for 
receiving  request  information  including  an 
address  assigned  to  the  mobile  object  terminal; 
and 
the  data  generation  means  for  generating  serv- 
ice  information  by  reading  out  data  in  accord- 
ance  with  the  request  information  from  service 
information  data  base. 

44.  A  base  station  unit  used  for  transmitting/receiving 
digital  data  between  a  base  station  established  on 
the  ground  and  a  mobile  object  terminal  installed  on 
a  mobile  object  existing  in  a  service  area,  wherein 
the  base  station  provides  service  information  to  the 
mobile  object  terminal  by  digital  communication 
using  a  broadcasting  channel,  comprising: 

a  data  transmitting  means  for  transmitting  serv- 
ice  information  to  the  mobile  object  terminal  by 
digital  communication  using  a  broadcasting 
channel;  and 
a  service  information  data  base  holding  various 
kinds  of  service  information  which  is  provided 
to  the  mobile  object  terminal;  and 
a  data  generating  means  for  dividing  transmis- 
sion  data  into  plural  division  files  after  adding 
header  information  to  data  which  is  read  out 
from  the  service  information  data  base,  creat- 
ing  transmission  files  by  adding  error  correction 
marks  to  the  division  files,  creating  transmis- 
sion  packets  by  further  dividing  the  transmis- 
sion  files  into  plural  pieces,  and  generating  a 
transmission  packet  sequence  by  connecting 
the  transmission  packets. 

45.  The  base  station  unit  used  for  transmitting/receiv- 
ing  digital  data  as  defined  in  claim  33  comprising: 

a  data  transmission  means  for  transmitting 
5  service  information  to  the  mobile  object  termi- 

nal  by  digital  communication  using  a  broad- 
casting  channel; 
a  service  information  data  base  holding  various 
kinds  of  service  information  which  is  provided 

10  to  the  mobile  object  terminal;  and 
a  data  generating  means  for  dividing  transmis- 
sion  data  into  plural  division  files  after  adding 
header  information  to  data  which  is  read  out 
from  the  service  information  data  base,  creat- 

15  ing  transmission  files  by  adding  error  correction 
marks  to  the  division  files,  creating  transmis- 
sion  packets  by  further  dividing  the  transmis- 
sion  files  into  plural  pieces,  and  generating  a 
transmission  packet  sequence  by  connecting 

20  the  transmission  packets. 

46.  The  base  station  unit  used  for  transmitting/receiv- 
ing  digital  data  as  defined  in  claim  44,  wherein  the 
data  generating  means  copies  highly  significant 

25  files  and  adds  the  copied  files  to  the  division  files. 

47.  The  base  station  unit  used  for  transmitting/receiv- 
ing  digital  data  as  defined  in  claim  44,  wherein  the 
data  generating  means  rearranges  the  order  of 

30  divided  transmission  files  and  locates  the  same  at 
random  in  the  divided  files. 

48.  A  mobile  object  terminal  unit  used  for  transmitting/ 
receiving  digital  data  between  a  base  station  estab- 

35  lished  on  the  ground  and  a  mobile  object  terminal 
installed  on  a  mobile  object  existing  in  a  service 
area,  wherein  the  base  station  provides  service 
information  to  the  mobile  object  terminal  by  digital 
communication  by  using  a  broadcasting  channel, 

40  comprising: 

a  data  receiving  means  for  receiving  the  serv- 
ice  information  which  is  transmitted  by  the  base 
station; 

45  a  data  output  means  for  performing  data  repro- 
duction  processing  of  the  service  information 
which  is  received  by  the  data  receiving  means; 
and 
a  data  recognition  means  for  analyzing  identif  i- 

50  cation  information  which  is  added  to  header 
information  of  service  information  received  by 
the  data  receiving  means  and  identifying 
whether  the  service  information  is  provided  to 
the  terminal  itself. 

55 
49.  The  mobile  object  terminal  unit  used  for  transmit- 

ting/receiving  digital  data  as  defined  in  claim  48 
wherein  the  identification  information  includes  an 

20 
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area  identification  part  and  a  vehicle  identification 
part. 

50.  The  mobile  object  terminal  unit  used  for  transmit- 
ting/receiving  digital  data  as  defined  in  claim  48  s 
wherein  the  identification  information  includes  an 
area  identification  part  and  a  user  identification 
part. 

51.  The  mobile  object  terminal  unit  used  for  transmit-  to 
ting/receiving  digital  data  as  defined  in  claim  48 
wherein  the  identification  information  includes  a 
vehicle  type  identification  part  and  a  vehicle  identi- 
fication  part. 

15 
52.  The  mobile  object  terminal  unit  used  for  transmit- 

ting/receiving  digital  data  as  defined  in  claim  48 
wherein  the  identification  information  includes  an 
area  identification  part,  a  vehicle  type  identification 
part,  a  vehicle  identification  part,  and  a  user  identi-  20 
fication  part. 

53.  The  mobile  object  terminal  unit  used  for  transmit- 
ting/receiving  digital  data  as  defined  in  claim  48, 
wherein  25 

the  base  station  transmits  the  data  after  per- 
mission  information  is  further  added  in  header 
information  of  the  service  information  which  is 
provided  to  the  mobile  object  terminal;  and  30 
the  data  recognition  means  analyzes  the  per- 
mission  information  which  is  added  in  the 
header  information  of  the  service  information 
by  the  base  station  and  enables  to  recognize 
handling  level  of  the  service  information  pro-  35 
vided  to  the  terminal  itself. 

54.  The  mobile  object  terminal  unit  used  for  transmit- 
ting/receiving  digital  data  as  defined  in  claim  48 
wherein  when  the  base  station  transmits  the  data  40 
after  masking  part  of  the  identification  information, 
the  data  recognition  means  does  not  analyze  the 
masked  part  of  the  identification  information  of  the 
service  information. 

45 
55.  The  mobile  object  terminal  unit  used  for  transmit- 

ting/receiving  digital  data  as  defined  in  claim  48 
wherein  the  data  recognition  means  analyzes  data 
recognition  information  which  is  added  in  the 
header  information  of  the  service  information  by  the  so 
base  station  and  enables  to  collect  necessary  infor- 
mation  among  the  service  information  which  is  pro- 
vided  to  the  terminal. 

56.  The  mobile  object  terminal  unit  used  for  transmit-  ss 
ting/receiving  digital  data  as  defined  in  claim  48 
wherein  the  identification  information  is  an  address 
of  a  particular  mobile  objet  terminal. 

11  A2  40 

57.  The  mobile  object  terminal  unit  used  for  transmit- 
ting/receiving  digital  data  as  defined  in  claim  48 
wherein  the  identification  information  is  a  transmis- 
sion  source  address  and  a  transmission  destination 
address  in  the  mobile  object  terminal. 

58.  The  mobile  object  terminal  unit  used  for  transmit- 
ting/receiving  digital  data  as  defined  in  claim  57 
wherein  the  data  recognition  means  enables  to  set 
receiving  refusal  of  the  service  information  which  is 
provided  from  a  particular  transmission  source 
address  on  the  basis  of  the  transmission  source 
address. 

59.  The  mobile  object  terminal  used  for  transmit- 
ting/receiving  digital  data  as  defined  in  claim  48 
comprising: 

a  communication  means  for  transmitting  the 
request  information  including  an  address 
assigned  to  the  mobile  object  terminal  itself  to 
the  base  station. 

60.  The  mobile  object  terminal  used  for  transmit- 
ting/receiving  digital  data  as  defined  in  claim  59 
wherein  the  request  information  includes  confiden- 
tial  information  instructing  encipherment  of  pro- 
vided  service  information. 

61.  The  mobile  object  terminal  used  for  transmit- 
ting/receiving  digital  data  as  defined  in  claim  59 
wherein  the  request  information  includes  informa- 
tion  instructing  information  amount  of  voice  data  in 
requesting  transmission  of  voice  data. 

62.  The  mobile  object  terminal  used  for  transmit- 
ting/receiving  digital  data  as  defined  in  claim  59 
wherein  the  request  information  includes  informa- 
tion  instructing  information  amount  of  image  data  in 
requesting  transmission  of  image  data. 

63.  The  mobile  object  terminal  used  for  transmit- 
ting/receiving  digital  data  as  defined  in  claim  59 
wherein  the  request  information  includes  informa- 
tion  instructing  transmission  time  and  a  transmis- 
sion  frequency  of  service  information. 

64.  The  mobile  object  terminal  used  for  transmit- 
ting/receiving  digital  data  as  defined  in  claim  59 
wherein  the  request  information  includes  informa- 
tion  instructing  to  transmit  as  a  data  construction  for 
a  mobile  object. 

65.  A  mobile  object  terminal  used  for  transmit- 
ting/receiving  digital  data  between  the  base  station 
established  on  the  ground  and  a  mobile  object  ter- 
minal  installed  on  a  mobile  object  existing  in  a  serv- 
ice  area,  wherein  the  base  station  provides  service 
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information  to  the  mobile  object  terminal  by  digital 
communication  using  a  broadcasting  channel  com- 
prising: 

a  data  receiving  means  for  receiving  service 
information  transmitted  from  the  base  station; 
a  data  output  means  for  performing  data  repro- 
duction  processing  of  service  information 
received  by  the  data  receiving  means;  and 
wherein: 
the  service  information  transmitted  from  the 
base  station  is  composed  of  transmission 
packets  created  by  dividing  transmission  data 
into  plural  division  files  after  adding  header 
information  to  the  data  which  is  provided  to  the 
mobile  object  terminal,  and  further  dividing  the 
transmission  files  after  adding  error  correction 
marks  to  the  division  files  into  plural  pieces 
packets,  and  comprising: 
a  data  recognition  means  for  creating  reception 
files  from  plural  pieces  packets  received  by  the 
receiving  means,  creating  the  division  files 
after  correcting  reception  error  of  data  by  utiliz- 
ing  the  error  correction  marks  included  in  the 
reception  files,  and  restoring  data  before  trans- 
mitted  by  editing  a  header  part  and  a  data  part 
from  the  division  files. 

66.  The  mobile  object  terminal  used  for  transmit- 
ting/receiving  digital  data  as  defined  in  claim  48 
comprises: 

a  data  receiving  means  for  receiving  service 
information  transmitted  from  the  base  station; 
and 
a  data  output  means  for  performing  data  repro- 
duction  processing  of  service  information 
received  by  the  data  receiving  means;  and 
wherein: 
the  service  information  transmitted  from  the 
base  station  is  composed  of  transmission 
packets  created  by  dividing  transmission  data 
into  plural  division  files  after  adding  header 
information  to  the  data  to  be  provided  to  the 
mobile  object  terminal,  and  further  dividing  the 
transmission  files  after  adding  error  correction 
marks  to  the  division  files  into  plural  pieces 
packets,  and  comprising: 
a  data  recognition  means  for  creating  reception 
files  from  plural  pieces  packets  received  by  the 
receiving  means,  creating  the  division  files 
after  correcting  reception  error  of  data  by  utiliz- 
ing  the  error  correction  marks  included  in  the 
reception  files,  and  restoring  data  to  data 
before  transmitted  by  editing  a  header  part  and 
a  data  part  from  the  division  files. 

67.  The  mobile  object  terminal  used  for  transmit- 

ting/receiving  digital  data  as  defined  in  claim  65 
wherein  highly  significant  files  are  copied  and  the 
copied  files  are  added  to  the  division  files. 

5  68.  The  mobile  object  terminal  used  for  transmit- 
ting/receiving  digital  data  as  defined  in  claim  65, 
wherein  the  division  files  are  generated  by  rear- 
ranging  the  order  of  divided  transmission  data  and 
locating  the  same  at  random. 

10 
69.  The  mobile  object  terminal  used  for  transmit- 

ting/receiving  digital  data  as  defined  in  claim  65, 
wherein  even  when  division  files  include  errors,  the 
data  recognition  means  enables  to  restore  data  by 

15  utilizing  the  other  division  files  including  no  error. 
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