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(54) TOUCH PANEL CONTROL CIRCUIT AND TOUCH PANEL

(57) A touch panel control circuit (10) and a touch
panel. The touch panel control circuit includes a touch
transfer module (11), a main chip (13) and a signal source
interface (12). An input interface (A) of the touch transfer
module (11) is configured to be connected to an output
interface of a touch input device (20) to receive a first
touch coordinate signal form the output interface of the
touch input device (20). A first transmission interface (B1)
of the touch transfer module (11) is connected to a touch
information transmission interface (E) of the main chip
(13). A second transmission interface (B2) of the touch

transfer module (11) is connected to the signal source
interface (12). The touch transfer module (11) is config-
ured to receive, via the first transmission interface (B1),
a signal distribution instruction from the touch information
transmission interface (E) of the main chip (13), and to
send, based on the signal distribution instruction, a sec-
ond touch coordinate signal corresponding to the first
touch coordinate signal, from at least one of the first trans-
mission interface (B1) and the second transmission in-
terface (B2).
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Description

Cross-Reference to Related Applications

[0001] The present application claims the priority of ap-
plication No. 201810339498.2 filed with CNIPA, which is
incorporated herein by reference in its entirety.

Technical Field

[0002] The present application relates to the field of
touch input technology, in particular to a touch panel con-
trol circuit and a touch panel.

Background

[0003] The touch panel with large screen and human-
computer interaction has been widely used in multiplayer
interactive scenarios such as class teaching and confer-
ence. In order to meet the multi-functional requirements
in these scenarios, some touch panels are also equipped
with signal source interface which allows access to mul-
tiple signal sources, such as access to an external com-
puter equipment to display the display screen of external
computer equipment on the touch panel on which a user
can operate the display screen of external computer
equipment, or access to a computer module with inde-
pendent operating system to enable the touch panel to
have double system operation interface.
[0004] When the user switches the display channel of
the touch panel to an additional signal source channel,
the touch input device of the touch panel (such as infrared
touch box or electromagnetic screen) needs to transmit
a touch coordinate information to the main chip and signal
source respectively, so that the main chip can respond
to the touch coordinate information to realize main sys-
tem functions such as calling out the menu of switching
channel and configuring the display properties. The ad-
ditional signal source can also respond to the touch co-
ordinate information to realize the operation indicated by
the user’s touch action. In an instance, the touch input
device also needs to respond to the command of the
main chip to differentiate the transmissions of the touch
coordinate information on the two channels. For exam-
ple, when calling up the menu of switching channels, the
signal source should be prohibited to respond to the cor-
responding touch coordinate information corresponding
to the menu area.
[0005] However, the general touch input device often
has only one signal output interface. To develop a multi-
channel touch panel, the supplier of touch input device
should cooperate to add the amount of output interface
and customize the interface protocol to realize diversified
processing of touch coordinate information transmission,
and increase the development process of touch panel,
and thus cost is high.

Summary

[0006] The present application provides a touch panel
control circuit and a touch panel, which can use a general
touch input device and simplify the development process
of the touch panel and reduce the cost.
[0007] The present application provides a touch panel
control circuit which includes a touch diversion module,
a main chip and a signal source interface.
[0008] The touch diversion module includes an input
interface, a first transmission interface and a second
transmission interface; the main chip includes a touch
information transmission interface.
[0009] The input interface of the touch diversion mod-
ule is configured to connect the output interface of the
touch input device and receive a first touch coordinate
signal from the output interface of the touch input device.
[0010] The first transmission interface of the touch di-
version module is connected with the touch information
transmission interface of the main chip; the second trans-
mission interface of the touch diversion module is con-
nected with the signal source interface; the touch diver-
sion module is configured to receive, via the first trans-
mission interface, the signal distribution instruction from
the touch information transmission interface of the main
chip, and further responsive to the signal distribution in-
struction, transmit a second touch coordinate signal cor-
responding to the first touch coordinate signal through
the first transmission interface and / or the second trans-
mission interface.
[0011] The present application further provides a touch
panel, which comprises a touch input device and a touch
panel control circuit according to an embodiment of the
invention.
[0012] The touch input device includes an output inter-
face, which is connected with the input interface of the
touch diversion module in the touch panel control circuit.
[0013] According to the present application, a touch
diversion module which receives the first touch coordi-
nate signal from the touch input device and the signal
distribution instruction from the main chip is added to the
touch panel control circuit. The function of distributing
touch coordinate signal to the external signal source and
/ or the main chip responsive to the signal distribution
instruction is thus realized. That is, the touch diversion
module not only realizes the expansion of the interface
to complete the function of distributing touch coordinate
signal to two channels, but also customizes an interface
protocol on the touch diversion module to realize the dis-
tribution of touch coordinate signal responsive to the sig-
nal distribution instruction. Hence, the present applica-
tion addresses the problem of necessity for adding an
output interface to the touch input device, customizing
the interface protocol and increasing the development
process of touch panel, so as to achieve the effect of
enabling use of general touch input device, simplifying
the development process of touch panel and reducing
the cost.
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Description of Drawings

[0014]

Fig.1 is a schematic view of the touch panel control
circuit according to an embodiment of the present
application;
Fig.2 is a schematic view of the touch panel control
circuit according to another embodiment of the
present application;
Fig.3 is a schematic view of the touch diversion mod-
ule according to an embodiment of the present ap-
plication;
Fig.4 is a schematic view of the touch panel accord-
ing to an embodiment of the present application.

Detailed Description

[0015] The present application will be further described
in detail with reference to the attached drawings and em-
bodiments. The specific embodiments described herein
are only used to explain the disclosure and not intentional
to limit the disclosure. In addition, it should be noted that
for the convenience of description, only parts but not all
structures related to the invention are shown in the draw-
ings.

Example 1

[0016] Fig. 1 is the schematic view of the touch panel
control circuit according to an embodiment of the present
application. The touch panel control circuit 10 includes a
touch diversion module 11, a main chip 13 and a signal
source interface 12. The touch diversion module 11 in-
cludes an input interface A, a first transmission interface
B1 and a second transmission interface B2. The main
chip 13 includes a touch information transmission inter-
face E.
[0017] The input interface A of the touch diversion
module 11 is configured to connect the output interface
of the touch input device 20 and receive the first touch
coordinate signal from the output interface of the touch
input device 20. The first transmission interface B1 of the
touch diversion module 11 is connected with the touch
information transmission interface E of the main chip 13.
The second transmission interface B2 of the touch diver-
sion module 11 is connected with the signal source in-
terface 12. The touch diversion module 11 is configured
to receive, via the first transmission interface B1, the sig-
nal distribution instruction from the touch information
transmission interface E of the main chip 13, and further
responsive to the signal distribution instruction, transmit
the second touch coordinate signal corresponding to the
first touch coordinate signal, through the first transmis-
sion interface B1 and / or the second transmission inter-
face B2. In an embodiment, the signal source interface
12 is configured to connect the signal source 30. For
example, the signal source interface is configured for

pluggable connection of external computer module or
wireless connection of external computer terminal, that
is, the touch diversion module 11 transmits the second
touch coordinate signal to the main chip 13 and / or these
signal sources 30, so that the main chip 13 and / or the
signal source 30 can respond to an touch action, execut-
ed by the user, on the touch input device 20.
[0018] In an embodiment, responsive to the signal dis-
tribution instruction, the second touch coordinate signal
corresponding to the first touch coordinate signal is trans-
mitted through the first transmission interface B1 and /
or the second transmission interface B2, which may in-
clude one or more of the following operations:

(1) Responsive to the signal distribution instruction,
converting, according to the preset coordinate con-
version algorithm, the first touch coordinate signal
into the second touch coordinate signal, or setting
the first touch coordinate signal as the second touch
coordinate signal. Responsive to the signal distribu-
tion instruction, further transmitting the second touch
coordinate signal through the first transmission in-
terface B1 and / or the second transmission interface
B2.
(2) Responsive to the signal distribution instruction,
determining whether the second touch coordinate
signal needs to be outputted. For example, an area
on the touch panel is set as a specific functional area
through the operating system or signal source sys-
tem provided by the main chip 13. The functional
area does not receive a touch input, and the trans-
mission of the touch coordinate signal on the area
to the main chip 13 or signal source 30 needs to be
shielded, and the touch diversion module 11 deter-
mines whether to output the second touch coordinate
signal based on the region coordinate range indicat-
ed by the signal distribution instruction. In an in-
stance where the need of outputting the second
touch coordinate signal is determined, further re-
sponsive to the signal distribution instruction, trans-
mitting the second touch coordinate signal through
the first transmission interface B1 and / or the second
transmission interface B2.
(3) Responsive to the signal distribution instruction,
determining whether the second touch coordinate
signal is to be distributed to the main chip 13 or the
signal source interface 12. For example, if the signal
distribution instruction indicates that the display
channel of the current touch panel is a main chip
channel, that is, the current touch panel displays the
video picture outputted by the main operating sys-
tem, then the main chip 13 needs to respond to the
second touch coordinate signal, and distribution of
the second touch coordinate signal to the main chip
13 is needed. If the signal distribution instruction in-
dicates that the display channel of the current touch
panel is a signal source channel, that is, the current
touch panel displays the video picture outputted by
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the external signal source system, such as the video
picture of another operating system provided by the
computer module connected to the touch panel, or
the video picture provided by the external computer
wirelessly connected to the touch panel, then the
second touch coordinate signal needs to be distrib-
uted to the main chip 13 and the current signal source
channel, so that the main chip 13 can respond to the
second touch coordinate information to realize the
main system functions such as calling out the menu
of switching channels and configuring the display
properties, and the signal source 30 can further re-
spond to the touch coordinate information to realize
the operation indicated by the user’s touch action.
Or, if the signal distribution instruction indicates that
the display channel of the current touch panel is the
signal source channel, but OSD (on-screen display)
switch is open, in such a scenario, when the user
makes selection of the menu option on the OSD
switch called out by the main system, the operation
executed by the signal source 30 corresponding to
the display channel is triggered if the corresponding
touch coordinate signal corresponding to the corre-
sponding touch operation is transmitted to the cur-
rent display channel. For example, if the whiteboard
software is opened on the signal source system, the
selection of the menu option on the OSD switch will
cause the handwriting corresponding to the user’s
touch track on the whiteboard software. In order to
avoid this situation, it is necessary to shield the touch
operation of the signal source channel, and only
transmit the touch coordinate signal to the main chip
13. And, after the determination of object of distribu-
tion, transmitting the second touch coordinate signal
to the object of distribution through the interface cor-
responding to the object of distribution, and the ob-
ject of distribution is at least one of the main chip 13
and the signal source interface 12.

[0019] In order to enable the touch diversion module
11 to realize the above functions, one implementation is
that the touch diversion module 11 includes a first MCU
(Microcontroller Unit, not shown in the figure). Respon-
sive to the signal distribution instruction, the first MCU is
to determine which one of the first transmission interface
and the second transmission interface is the interface for
outputting the second touch coordinate signal.
[0020] In an embodiment, responsive to the signal dis-
tribution instruction, the first MCU is to determine whether
to output the second touch coordinate signal. In an em-
bodiment, when determination of outputting the second
touch coordinate signal is made, the first MCU is further
to determine which one of the first transmission interface
B1 and the second transmission interface B2 is the in-
terface for outputting the second touch coordinate signal,
responsive to the signal distribution instruction.
[0021] In an embodiment, responsive to the signal dis-
tribution instruction, the first MCU is also to convert, ac-

cording to the preset coordinate conversion algorithm,
the first touch coordinate signal into the second touch
coordinate signal, .
[0022] According to an embodiment of the present ap-
plication, a touch diversion module which receives the
first touch coordinate signal from the touch input device
and the signal distribution instruction from the main chip
is added to the touch panel control circuit. The function
of distributing touch coordinate signal to the external sig-
nal source and / or the main chip responsive to the signal
distribution instruction is thus realized. That is, the touch
diversion module not only realizes the expansion of the
interface to complete the function of distributing touch
coordinate signal to two channels, but also customizes
an interface protocol on the touch diversion module to
realize the distribution of touch coordinate signal respon-
sive to the signal distribution instruction. Hence, the
present application addresses the problem of necessity
for adding an output interface to the touch input device,
customizing the interface protocol and increasing the de-
velopment process of touch panel, so as to achieve the
effect of enabling use of general touch input device, sim-
plifying the development process of touch panel and re-
ducing the cost.

Example 2

[0023] Fig. 2 is a schematic view of the touch panel
control circuit according to another embodiment. The
touch panel control circuit includes a touch diversion
module 11, a main chip 13 and a signal source interface
12. The touch diversion module 11 includes an input in-
terface, a first transmission interface B1 and a second
transmission interface B2. The main chip 13 includes a
touch information transmission interface E. The input in-
terface of the touch diversion module 11 is configured to
connect the output interface of the touch input device 20,
to receive the first touch coordinate signal from the output
interface of the touch input device 20. The first transmis-
sion interface B1 of the touch diversion module 11 is con-
nected with the touch information transmission interface
E of the main chip 13. The second transmission interface
B2 of the touch diversion module 11 is connected with
the signal source interface 12. The touch diversion mod-
ule 11 is configured to receive, via the first transmission
interface B1, the signal distribution instruction from the
touch information transmission interface E of the main
chip 13, and further responsive to the signal distribution
instruction, transmit the second touch coordinate signal
corresponding to the first touch coordinate signal through
the first transmission interface B1 and / or the second
transmission interface B2.
[0024] In an embodiment, the touch panel control cir-
cuit includes a plurality of signal source interfaces 12. As
shown in Fig. 2, the plurality of signal source interfaces
12 may include an interface configured for acquiring
touch coordinate signals (Personal Computer, PC mod-
ule interface 121 or Android module interface 122) of
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computer modules independent of the main chip 13 in
the touch panel, an wireless transceiver module 123 con-
figured for wirelessly connecting the wireless projector
to obtain a video signal of the external computer con-
nected to the wireless projector and transmitting the
touch coordinate signal to the external computer, and an
additional signal source interface 124. The above plural-
ity of signal source interfaces 12 are only illustrative, and
those skilled in the art can customize the signal source
interfaces 12 as at least one of above signal source in-
terfaces, based on the user groups for which the touch
panel is sold. In order to connect the second transmission
interface B2 of the touch diversion module 11 with the
plurality of signal source interfaces 12, in this embodi-
ment, the touch panel control circuit also includes a sec-
ond switching switch 15, and the second switching switch
15 includes a second input terminal C2 and a plurality of
third output terminals D3. The second switching switch
15 is connected between the second transmission inter-
face B2 of the touch diversion module 11 and the plurality
of signal source interfaces 12. The second input terminal
C2 is connected with the second transmission interface
B2, and a plurality of third output terminals D3 are con-
nected with the plurality of signal source interfaces 12 in
a one to one correspondence. The changeover switch is
a switch element that selects an output terminal respon-
sive to the signal of the control terminal and connects the
output terminal and the input terminal. In this embodi-
ment, the second changeover switch 15 realizes the one-
to-many connection between the touch diversion module
11 and the signal source interface 12.
[0025] In an embodiment, the changeover switch con-
figured to select the touch coordinate signal transmission
is also the changeover switch configured to select the
current display channel. Therefore, the control terminal
of the second changeover switch 15 should receive the
channel switching instruction. Due to the limited number
of interfaces of the main chip 13, in this embodiment, the
touch panel control circuit also includes a second MCU
14. In an embodiment, the second MCU 14 includes a
first expansion terminal, a second expansion terminal
and a third expansion terminal, and the second MCU 14
is connected between the first transmission interface B1
of the touch diversion module 11 and the touch informa-
tion transmission interface E of the main chip 13. The
first expansion terminal is connected with the first trans-
mission interface B1, and the second expansion terminal
is connected with the touch information transmission in-
terface E. The second changeover switch 15 further in-
cludes a second control terminal G2. The third expansion
terminal is configured to output the channel switching
instruction, and the third expansion terminal is connected
with the second control terminal G2. Responsive to the
channel switching instruction received by the second
control terminal G2, the second changeover switch 15 is
to determine which one of third output terminals D3 is
connected with the second input terminal C2. In this em-
bodiment, the second MCU 14 is used as a connecting

part to realize the interface expansion of the interactive
data between the main chip 13, the touch diversion mod-
ule 11 and the second changeover switch 15, and mean-
while controls the third expansion terminal to output the
channel switching instruction to control the second
changeover switch 15 to realize the display channel
switching, responsive to the instruction outputted from
the main chip 13. In other embodiments, the second MCU
14 can also be connected with the channel switching but-
ton on the touch panel. A program is written in the second
MCU 14, and a channel switching instruction based on
the voltage level signal triggered by the channel switching
button is outputted. The program can be customized ac-
cording to the functional requirements of the touch panel.
[0026] In an embodiment, as shown in Fig. 2, the first
expansion terminal and the first transmission interface
B1 is a UART(Universal Asynchronous Receiver/Trans-
mitter) interface, and the second expansion terminal and
touch information transmission interface E are USB(Uni-
verse Serial Bus) interfaces, and the second input termi-
nal C2 and the second transmission interface B2 are USB
interfaces.
[0027] This embodiment also provides a specific ex-
ample of the touch diversion module 11, which enables
the touch diversion module 11 to fulfill the above func-
tional requirements without affecting the upgrading and
debugging of the touch input device. Referring to Fig. 3,
Fig. 3 is a schemtatic view of the touch diversion module
11 according to an embodiment of the present applica-
tion, which includes a first MCU 111, a first switch 112
and a hub 113. The first switch 112 includes a first control
terminal G1, a first input terminal C1, a first output termi-
nal D1 and a second output terminal D2. The hub 113
includes a first access terminal, a second access termi-
nal, and an exit terminal. The first MCU 111 includes an
input device connecting terminal, a changeover switch
connecting terminal, a main chip connecting terminal and
a signal source connecting terminal. The touch diversion
module 11 is also configured to receive, via the first trans-
mission interface B1, a branch switching instruction from
the touch information transmission interface E of the main
chip 13. The main chip connecting terminal of the first
MCU 111 is connected with the first transmission inter-
face B1 (realizing the connection of the main chip 13).
The first MCU 111 is further configured to output a setting
signal from the connecting terminal of the changeover
switch responsive to the branch switching instruction,
and the connecting terminal of the changeover switch is
connected with the first control terminal G1 of the first
changeover switch 112. The first changeover switch 112
is configured to determine, responsive to the setting sig-
nal received by the first control terminal G1, that the first
input terminal C1 is connected with which one of the first
output terminal D1 and the second output terminal D2.
The first input terminal C1 is connected with input inter-
face A of the touch diversion module 11. The first output
terminal D1 is connected with the first access end of the
hub 113. The second output terminal D2 is connected
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with the input device connecting terminal of the first MCU
111 (realizing the connection of the first MCU 111 with
the touch input device), and the signal source connecting
terminal of the first MCU 111 is connected with the sec-
ond access end of the hub 113. The exit terminal of the
hub 113 is connected with the second transmission in-
terface B2 of the touch diversion module 11.
[0028] With the above connection structure configura-
tion, after the first touch coordinate signal enters the
touch diversion module 11 through the input interface A,
one of the two branches can be selected for processing.
One branch is from the second output terminal D2 of the
first changeover switch 112 to the input device connect-
ing terminal of the first MCU 111. In this branch, the first
touch coordinate signal is processed by the first MCU
111, and then the second touch coordinate signal is out-
putted through the main chip connecting terminal (con-
necting the first transmission interface B1) and / or the
signal source connecting terminal (connecting the sec-
ond transmission interface B2 through the hub 113) of
the first MCU 111. In an embodiment, the processing of
the first touch coordinate signal by the first MCU 111 can
refer to the above embodiment, and this branch of signal
processing can meet the functional requirements of the
touch diversion module 11 in any embodiment of the dis-
closure. The other branch is from first output terminal D1
of the first changeover switch 112, through the hub 113,
and the signal is outputted via the second transmission
interface B2. That is, without any processing, it is equiv-
alent to that there is no touch diversion module 11. There-
fore, the debugging or upgrading of the general touch
input device can be completed, and when the diversified
processing of the touch coordinate signal input by the
touch input device is expanded, the device debugging or
upgrading function of general touch input is also guaran-
teed.
[0029] Other technical features of the touch panel con-
trol circuit of this embodiment can refer to the correspond-
ing configurations in the above embodiments, and will
not be repeated here.
[0030] In conclusion, according to an embodiment of
the present embodiment, a touch diversion module,
which receives the first touch coordinate signal from the
touch input device and the signal distribution instruction
from the main chip, is added to the touch panel control
circuit. The function of distributing touch coordinate sig-
nal to the external signal source and / or the main chip
is further realized, based on the signal distribution in-
struction. That is, the touch diversion module not only
realizes the expansion of the interface to complete the
function of distributing touch coordinate signal to two
channels, but also customizes an interface protocol on
the touch diversion module to realize the distribution of
touch coordinate signal based on the signal distribution
instruction. Hence, the present application addresses the
problem of necessity for adding an output interface to the
touch input device, customizing the interface protocol
and increasing the development process of touch panel,

so as to achieve the effect of enabling use of general
touch input device, simplifying the development process
of touch panel and reducing the cost.

Example 3

[0031] Fig. 4 is a structural diagram of the touch panel
in an embodiment. The touch panel includes a touch input
device 20, and a touch panel control circuit 10 provided
by any embodiment of the disclosure. The touch input
device 20 includes an output interface which is connected
with the input interface of the touch diversion module 11
in the touch panel control circuit 10.
[0032] In an embodiment, the touch panel also in-
cludes a signal source 30, and the signal source interface
of the touch diversion module 11 includes a PC module
interface 121 and an Android module interface 122. The
signal source 30 includes a PC module 31 pluggably con-
nected to the PC module interface 121 and an Android
module 32 pluggably connected to the Android module
interface 122.
[0033] In an embodiment, the touch input device 20 is
a capacitive screen touch box, an infrared touch box or
an electromagnetic screen.
[0034] The touch panel provided by this embodiment
includes the touch panel control circuit provided by ex-
ample 1 or example 2, so it has corresponding beneficial
effects.
[0035] The terms "first" and "second" are used only for
the purpose of description and cannot be understood as
indicating or implying relative importance or implicitly in-
dicating the number of technical features indicated. Thus,
the features defined as "first" and "second" may explicitly
or implicitly include at least one of the features.

Claims

1. A touch panel control circuit, comprising:

a touch diversion module having an input inter-
face, a first transmission interface and a second
transmission interface;
a main chip having a touch information trans-
mission interface connected with the first trans-
mission interface, the touch information trans-
mission interface being configured to connect
with an output interface of a touch input device
and receive a first touch coordinate signal trans-
mitted from the output interface of the touch in-
put device; and
a signal source interface connected with the sec-
ond transmission interface;
wherein the touch diversion module is config-
ured to receive, via the first transmission inter-
face, a signal distribution instruction from the
touch information transmission interface of the
main chip, and further responsive to the signal

9 10 
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distribution instruction, send a second touch co-
ordinate signal corresponding to the first touch
coordinate signal through at least one of the first
transmission interface and the second transmis-
sion interface.

2. The touch panel control circuit of claim 1, wherein
the touch diversion module further comprises a first
MCU configured to determine, responsive to the sig-
nal distribution instruction, whether the second co-
ordinate signal is to be outputted.

3. The touch panel control circuit of claim 2, wherein if
determining an output of the second touch coordi-
nate, the first MCU is further to determine, respon-
sive to the signal distribution instruction, which one
of the first transmission interface and the second
transmission interface is to send the second touch
coordinate signal.

4. The touch panel control circuit of claim 2 or 3, where-
in responsive to the signal distribution instruction,
the first MCU is further to convert, according to a
preset coordinate conversion algorithm, the first
touch coordinate signal into the second touch coor-
dinate signal.

5. The touch panel control circuit of claim 2, 3 or 4,
wherein the touch diversion module further compris-
es:

a first changeover switch having a first control
terminal, a first input terminal, a first output ter-
minal and a second output terminal; and
a hub having a first access terminal, a second
access terminal and an exit terminal;
wherein the first MCU includes an input device
connecting terminal, a changeover switch con-
necting terminal, a main chip connecting termi-
nal and a signal source connecting terminal;
wherein the touch diversion module is further
configured to receive, via the first transmission
interface, a branch switching instruction from the
touch information transmission interface of the
main chip; wherein the main chip connecting ter-
minal of the first MCU is connected with the first
transmission interface; the first MCU is further
configured to output, responsive to the branch
switching instruction, a setting signal through
the connecting terminal of the changeover
switch, and the connecting terminal of the
changeover switch is connected with the first
control terminal of the first changeover switch;
and
wherein the first changeover switch is config-
ured to determine, responsive to the setting sig-
nal received by the first control terminal, that the
first input terminal is connected with which one

of the first output terminal and the second output
terminal; the first input terminal is connected with
the input interface of the touch diversion module;
the first output terminal is connected with the
first access terminal of the hub; and the second
output terminal is connected with the input de-
vice connecting terminal of the first MCU, where-
in the signal source connecting terminal of the
first MCU is connected with the second access
terminal of the hub, and the exit terminal of the
hub is connected with the second transmission
interface of the touch diversion module.

6. The touch panel control circuit of any one of claims
1 to 5, wherein the touch panel control circuit further
comprises a plurality of signal source interfaces, and
a second changeover switch having a second input
terminal and a plurality of third output terminals;
wherein the second changeover switch is connected
between the second transmission interface of the
touch diversion module and the plurality of signal
source interfaces, wherein the second input terminal
is connected with the second transmission interface,
and the plurality of third output terminals are con-
nected with the plurality of signal source interfaces
in a one to one correspondence.

7. The touch panel control circuit of claim 6, wherein
the touch panel control circuit further comprises a
second MCU having a first expansion terminal con-
nected with the first transmission interface, a second
expansion terminal connected with the touch infor-
mation transmission interface, and a third expansion
terminal;
wherein the second MCU is connected between the
first transmission interface of the touch diversion
module and the touch information transmission in-
terface of the main chip; and
wherein the second changeover switch further com-
prises a second control terminal connected with the
third expansion terminal, wherein the third expan-
sion terminal is configured to output a channel
switching instruction, and the second changeover
switch is configured to determine, responsive to the
channel switching instruction received by the second
control terminal, which one of the third output termi-
nals is connected with the second input terminal.

8. The touch panel control circuit of claim 7, wherein
the first expansion terminal and the first transmission
interface are UART interfaces, and the second ex-
pansion terminal and the touch information transmis-
sion interface are USB interfaces, and the second
input terminal and the second transmission interface
are USB interfaces.

9. A touch panel, comprising:
a touch panel control circuit of any one of claims 1
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to 8, and a touch input device having an output in-
terface connected with the input interface of the
touch diversion module in the touch panel control
circuit.

10. The touch panel of claim 9, wherein the touch input
device is selected from a capacitive screen touch
box, an infrared touch box or an electromagnetic
screen.
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