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(54) Self-locking filter-screen feeding device

(57) A self-locking filter-screen feeding device (13)
for plastic material; the device comprises a carriage (18)
which may be reciprocated on guide rods (19) parallelly
extending to a filter band (14) movable across a flow-
path for the plastic material to be filtered in a filter appa-
ratus (10). The carriage (18) is provided with a resting
surface (23) for the filter band (14) and pressure mem-
bers (22), angularly rotatable operatively connected to
actuators (21) for selectively engaging and urging the fil-
ter band (14) against the resting surface (23) and for
reciprocating the carriage (18) along the guide rods
(19).
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Description

BACKGROUND OF THE INVENTION

[0001] The present invention relates to a screen feed-
ing device for a filter apparatus of the type comprising a
flow-path for a flowable plastic material to be filtered, in
which a continuous filter screen is transversally movable
to the flow-path of the plastic material and drawn for
periodically advancing the filter screen to substitute a
clogged area of the filter with a clean one in said flow-
path.

RELATED PRIOR ART

[0002] In recovery plants which involve the filtration of
a plastic material in a molten state, it is known to remove
unwanted particulate materials by the use of a filter
device capable of providing homogeneity and purity of
the processed plastic material outcoming from the filter
device.
[0003] Filter devices therefore have been suggested
which make use of a filter screen in the form of a strip or
band, usually formed by a continuous screen member
having very small mesh, which is periodically advanced
each time a filter area of the screen become soiled and
tend to clog, to be replaced with a clean one, reducing
to a minimum and possibly eliminating intervention by
any operator and the down time of the plant.
[0004] In order to do this, availability of a screen feed-
ing device is required which periodically and in combi-
nation with an appropriate screen clamping device, is
capable to step feeding the screen for a length corre-
sponding to or grater than the extension of the soiled
area. Filter devices of this type, are described for exam-
ple in US 3,971,721 and US 4,842,750.
[0005] More precisely US 3,971,721 describes a con-
tinuous filter device in which a screen or a continuous fil-
ter strip is advanced through a guide channel of a
predeterminate cross-sectional size, and carries a plu-
rality of seal members spaced apart along its length to
form moving seals. The filter strip is continuously or
periodically moved, across the flow-path of the molten
plastic material, by an endless draw device having pro-
truding arms to engage the sealing members at the out-
let side of the filter strip from the filter device.
[0006] Although this type of feeding device theoreti-
cally performs an advancement of the filter strip at a
constant step, practically the proposed solution suffers
of many disadvantages in that solidified plastic material
remain in the space between two adjacent seal mem-
bers, on the outlet side of the screen, preventing or
making difficult the engagement with the arms of the
endless draw device. Furthermore, a costly and special
net screen is required to seal the flow-path for the mol-
ten plastics.
[0007] Conversely, US 4,842,750 suggests the use of
a special filter device comprising axially movable tubular

portions defining a path for the molten plastic material,
to enlarge the volume upstream a strip-shaped screen,
to reduce pressure, avoiding synthetic material from
escaping when the filter screen is advanced to substi-
tute a clogged area with a clean one.

[0008] According to a first embodiment, the screen
strip is advanced by a drive connected to a drum from
which the screen is unwound or respectively is wound
up.
[0009] The proposed solution in US 4,842,750,
besides requiring a filter device of special design, does
not assure feeding of the screen at a constant step in
that the screen portion outcoming the filter device is
clogged by solidified plastic material which prevent or
make difficult the advancement of the strip or its winding
up on a drum. Furthermore, this solution is costly and of
complex design, requiring special signal generators or
encoders and an electrical circuit to control the feeding
step at each advancement of the screen. Lastly, the use
of pressure-jaws to immobilise the screen delay any
screen change.

OBJECTS OF THE INVENTION

[0010] An object of the present invention is therefore
to provide a feeding device for a continuous filter screen
in a filter apparatus for plastic material, which is of sim-
ple design and allows for an accurate advancement of
the filter screen, at each change.
[0011] Another object of the invention is to provide a
self-locking feeding device for a filter screen as stated
above, in which any reaction to the advancement by the
screen or filter member, will tend to increase the draw-
ing force exerted on the same screen by the feeding
device.
[0012] Another object of the present invention is to
provide a feeding device for the net screen of a filter
apparatus, in which the step feeding is simply controlled
mechanically during each change.

BRIEF DESCRIPTION OF THE INVENTION

[0013] In accordance with the invention, a screen
feeding device is provided for a filter apparatus of the
type comprising a flow-path for a flowable plastic mate-
rial to be filtered by a screen in the form of a filter band
transversely movable to the flow-path, and draw means
for periodically advancing the filter band to substitute a
clogged area with a clean one in said flow-path, charac-
terised by comprising:

- a carriage movable along guide members parallely
extending on a side of the filter band;

- surface means on the carriage for resting or sup-
porting the filter band;

- at least one rotatable pressure member fastened to
a shaft on the carriage, for engaging and pressing
the filter band against said surface means; and
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- drive means operatively connected to the pressure
member and to the carriage, to sequentially rotate
the same pressure member and to reciprocate the
carriage for selectively engaging and disengaging
the filter band, and move the carriage along the
guide members between a retracted and an
advanced position to draw the filter band across
said flow-path.

BRIEF DESCRIPTION OF THE DRAWINGS

[0014] These and further objects and advantages of
the invention, will appear from the description of some
preferred embodiments thereof, with reference to the
drawings in which:

- Figure 1 schematically shows a filter apparatus pro-
vided with a screen feeding device according to the
invention;

- Figure 2 is a side view of the screen feeding device
of figure 1;

- Figure 3 is a cross-sectional view according to line
3-3 of figure 2;

- Figure 4 is a view according to line 4-4 of figure 3 of
the screen feeding device, in the retracted inopera-
tive condition;

- Figure 5 is a view according to line 4-4 of figure 3 of
the feeding device, in the advanced operative con-
dition.

DETAILED DESCRIPTION OF THE INVENTION

[0015] In figure 1, reference 10 indicates the body of
a filter apparatus for flowable plastic material of any suit-
able type, comprising a flow-path extending between an
inlet 11 and an outlet 12 as shown; in the same figure,
reference number 13 indicates a screen feeding device
for drawing a filter screen 14 in the form of a continuous
filter band, to step advance the same in the sense of
arrow 15 inside a filter chamber and across the flow-
path 11, 12 for the molten plastic material, between an
inlet 16 and an outlet side 17 for the same filter band 14.
[0016] According to an embodiment of the present
invention, shown in figure 1 to 3, the feeding device 13
comprising a carriage 18 which may be reciprocated
along guide members, for example in the form of rails or
guide rods 19, which extend from a base plate 20 fas-
tened to the body 10 of the filter device, on one side and
parallely to the filter band 14.
[0017] Drive means 21 in the form of linear actuators,
for example two pressure actuated cylinders or any
other suitable actuator devices, are provided to selec-
tively reciprocate the carriage 18 along the guide rods
19, and angularly rotate one or more pressure members

22, to urge and lock the filter band 14 against surface
means 23 for supporting and drawing forwards the filter
band 14 during each reciprocation of the carriage 18,
from the retracted position of figures 1, 2 and 4, to the
advanced position of figure 5.

[0018] As shown in figures 3, 4 and 5, the pressure
member or each pressure member 22 is supported by a
shaft 24 to be angularly rotated to and from the resting
surface 23, operatively in a direction opposite to the
advancement direction 15 for the filter band 14; as will
be explained further with reference to the figures 4 and
5, the reverse rotation and slanted disposition of the
pressure member 22 will result in a self-locking action of
the same pressure member 22 which will be backwards
rotated at any reaction of the filter band 14, to press and
lock the filter band 14 against the resting surface 23,
preventing any slippage.
[0019] For the purpose of the present invention, the
carriage 18 and the resting surface 23 for the filter band
14, and the pressure member or members 22, may be
of any other constructional type, in respect to what
shown, comprising a slider movable on side rails; for
example the carriage 18 may be of a single piece or of
two or more pieces joined each other.
[0020] According to the embodiment of figures 2 to 5,
the carriage 18 comprises two carriage members 18A
and 18B, slidably supported by respective guide rods
19.
[0021] Each carriage member 18A and 18B is pro-
vided with a pressure member 22 running along a longi-
tudinal edge of the filter band 14, in correspondence of
a respective resting surface 23 provided by a shoulder
or wall member inwardly protruding; a plate 26 is bridg-
ing the shoulders 23 to better support the filter band 14,
and to connect both carriage members 18A and 18B.
[0022] The two carriage members 18A and 18B are
conjointly reciprocated by respective actuators 21 hav-
ing the piston rod 25 linked by a crank arm 26 to the
shaft 24 rotatably supported and transversely extending
between the two carriage members 18A and 18B.
[0023] From the figures, it will be noted that each actu-
ator 21 is supported at the end of the guide rods 19
which is opposite to the filter device 10; nevertheless
any other type and disposition of the actuator 21 in
respect to the filter device 10 and the carriage 18 may
be used or devised for the purpose of the present inven-
tion.
[0024] As shown in figures 4 and 5, each pressure
member 22 is in the form of an elongated self-locking
detent member, angularly oriented in the forward mov-
ing direction of the carriage 18; each pressure member
22, near the front end and on the side facing the resting
surface 23 is provided with a pressure edge 30 having a
rounded shape to provide a contact surface with the fil-
ter band 14 having a short width to increase the pres-
sure force against the filter band and the resting surface
23 to prevent slippage and assure a self-locking action
of the same pressure member 22 when the filter band
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14 reacts in the sense of arrow 15' in figure 1, to resist
to the drawing force due to some resistance inside the
filter device.

[0025] As shown in figures 4 and 5, each pressure
member 22 on the side opposite to the pressure edge
30, is provided with a pad member 31 of elastomeric
material, to contact a stop 32 on the respective carriage
18, as shown in figure 4.
[0026] The working of the screen feeding device
according to the invention, will be now explained with
reference to figures 1, 4 and 5.
[0027] Starting from figures 1 and 4, in which the car-
riage 18 is in its retracted position near the filter device
10, when a filtering area of the filter band 14 in the flow-
path of the filter device, is clogged and must be replaced
by a clean one, both cylinders 21 are actuated to move
the carriage 18 from the retracted position of figure 4 to
the advanced position of figure 5.
[0028] In the position of figure 4 both pressure mem-
bers 22 are in the backward position or disengaged
from the filter band 14; therefore as soon as the cylin-
ders 21 are actuated, firstly the forwards rotation of the
pressure members 22 occurs towards the filter band 14,
urging both edges of the same filter band 14 against the
resting or supporting surface 23.
[0029] During the actuation of the cylinders 21, the
locking action for the filter band 14 against the resting
surface 23 is maintained by the pressure members 22;
at the same time the carriage 18 is advanced towards
the position of figure 5, drawing a prefixed length of the
filter band 14 to remove the clogged area of the filter
band 14, from the filter device substituting the same
with a clean one.
[0030] As soon as the movement of the carriage 18 is
revised by the control cylinders 21, firstly the pressure
members 22 are backwards rotated to disengage the fil-
ter band 14, and to urge the pad member 31 against the
stop 32, allowing the carriage to be returned to the
retracted position of figure 4.
[0031] The operation of the feeding device may be
then repeated at any new change of clogged area of the
filter screen, as described above.

Claims

1. Screen feeding device for a filter apparatus of the
type comprising a flow-path (11, 12) for a flowable
plastic material to be filtered by a screen in the form
of a filter band (14) transversely movable to the
flow-path (11, 12), and draw means (18, 22, 24) for
periodically advancing the filter band (14) to substi-
tute a clogged area with a clean one in said flow-
path (11, 12) , characterised by comprising:

- a carriage (18) movable along guide members
(19) parallely extending on a side of the filter
band (14);

- surface means (23) on the carriage (18) for

resting or supporting the filter band (14);

- at least one rotatable pressure member (22)
fastened to a shaft (24) on the carriage (18), for
engaging and pressing the filter band (14)
against said surface means (23); and

- drive means (21) operatively connected to the
pressure member (22) and to the carriage (18)
to sequentially rotate the same pressure mem-
ber (22) and to reciprocate the carriage (18) for
selectively engaging and disengaging the filter
band (14) and move the carriage (18) along the
guide members (19) between a retracted and
an advanced position, to draw the filter band
(14) across said flow-path (11, 12).

2. Screen feeding device according to claim 1 charac-
terised in that the pressure member (22) is provided
with a rounded edge (30) to engage the filter band
(14) near the end facing said surface means (23).

3. Screen feeding device according to claim 1 charac-
terised in that the pressure member (22) is in the
form of self-locking detent member angularly ori-
ented in respect to said surface means (23).

4. Screen feeding device according to claim 3 charac-
terised in that said pressure member (22) is angu-
larly oriented in the feeding direction of the filter
band (14).

5. Screen feeding device according to claim 1 charac-
terised in that said pressure member (22), on the
side opposite to surface means (23), is provided
with a pad (31) to rest against a stop member (32)
on the carriage (18), to prevent the backwards rota-
tion of the pressure member (22) in a disengaged
condition from the filter band (14).

6. Screen feeding device according to claim 1 charac-
terised in that the carriage (18) comprises integrally
formed first and second side parts (18A, 18B) defin-
ing said surface means (23).

7. Screen feeding device according to claim 1 charac-
terised in that the carriage (18) comprises:

- first and second parts (18A, 18B) laterally
spaced apart, joined together to form a single
carriage frame, each part (18A, 18B) of the car-
riage (18) being slidably supported by respec-
tive guide rods (19) , each of said carriage
parts (18A, 18B) defining a filter-band resting
surface (23) on one side;

- a pressure member (22) rotatably supported by
each of said first and second parts (18A, 18B)
of the carriage (18) in correspondence of said
resting surface (23);

- a control shaft (24) mechanically connected to
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the pressure members (22), rotatably sup-
ported across said first and second carriage
parts (18A, 18B); and

- in that drive means are provided comprising
first and second pressure actuated cylinders
(21) operatively connected by a respective
crank lever (20) to the control shaft (24) of the
pressure members (22), and to said first and
second carriage parts (18A, 18B).
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