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(54) Method of transferring a liquid specimen in on container on a centrifugal rotor into another
container on the same rotor

(57) A method for safely, reliably and continuously
feeding a liquid specimen such as human blood in one
container on a centrifugal rotor into another container
on the same rotor without the need to touch the speci-
men as well as any part of the device while completely
preventing contamination due to mixing of microorgan-
isms. A liquid is injected into a pressurizing or a depres-

surizing container on a rotor from outside to pressurize
or depressurize a first container on the rotor, thereby
feeding under pressure a specimen in the first container
into a second container on the same rotor, or sucking a
specimen in the second container into the first con-
tainer.
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Description

BACKGROUND OF THE INVENTION

[0001] The present invention belongs to separation,
purification and analysis of liquid components, and
relates to a method of transferring a liquid specimen in
one container on a centrifugal rotor into another con-
tainer on the same rotor, and more particularly to a
method of injecting a liquid into a pressurizing or
depressurizing container on a rotor from outside and
pressurizing or depressurizing the interior of one con-
tainer to feed a liquid specimen in the container under
positive or negative pressure into another container.
[0002] In order to separate, purify or analyze a liquid
specimen by use of a centrifugal rotor, it is necessary to
stop the centrifugal rotor to manually aliquot the centri-
fuged components. But there are also known tech-
niques that permit automatic separation, purification,
and analysis of a liquid specimen without the need to
stop the rotor, such as a method of aliquoting and dis-
charging liquid components in a centrifugal rotor as dis-
closed in patent No. 1124173, a separating/mixing
device and a separating/mixing/discharge device as dis-
closed in patent No. 1135888, and a separating/purify-
ing/analyzing rotor as disclosed in Utility Model No.
2147917.
[0003] In automatic centrifugal separating arrange-
ments, specimens or reagents are injected into speci-
men containers on a rotating rotor from outside through
a distributor. In this case, it is difficult to completely pre-
vent mixing of microorganisms into specimens. If the
specimens are biological ones, mixing of microorgan-
isms can create especially serious problems.
[0004] If a volatile liquid such as alcohol is injected
from outside, it causes a problem. Noxious strong acids
or alkalis are not desirable either.
[0005] An object of the present invention is to provide
a method that makes it possible to separate, purify or
analyze specimens, reagent solutions, or poisonous
specimens/specimen solutions put in a container on a
rotor in a safe manner while completely preventing con-
tamination by microorganisms by transferring such
specimens into another container on the same rotor
while the rotor is rotating.

SUMMARY OF THE INVENTION

[0006] According to the present invention, there is pro-
vided a method of transferring a liquid specimen in one
container on a centrifugal rotor into another container
on the same rotor, the method comprising the step of
injecting a liquid into a pressurizing container communi-
cating with the one container while the rotor is rotating,
to increase the volumetric ratio of liquid in the pressuriz-
ing container, thereby increasing the gas pressure in the
pressurizing container and thus the gas pressure in the
one container, whereby transferring the liquid specimen

in the one container under pressure into the another
container.

[0007] First, the basic function of the pressurizing con-
tainer is briefly described. As shown in Fig. 2A, the top
of the pressurizing container 1 is connected to the top of
a specimen container 2 containing liquid E1 to be trans-
ferred (wherein the centrifugal force acts downward)
through a pipe P3. A liquid container 3 containing a liq-
uid E2 communicates with a liquid E1 in the container 2
through a pipe P4. When the pressure in the pressuriz-
ing container 1 rises, the pressure in the specimen con-
tainer 2 rises, so that the liquid E1 in the container 2 is
discharged under pressure into the container 3 and
mixes with liquid E2.
[0008] According to the present invention, there is
also provided a method of transferring a liquid specimen
in one container on a centrifugal rotor into another con-
tainer on the same rotor, the method comprising the
step of injecting a liquid into a depressurizing container
communicating with the another container while the
rotor is rotating, whereby discharging the liquid from the
depressurizing container by centrifugal force to
decrease the volumetric ratio of liquid in the depressu-
rizing container to reduce the gas pressure in the
depressuring container and thus the gas pressure in the
another container, whereby sucking the liquid specimen
in the one container into the another container.
[0009] The basic function of the depressurizing con-
tainer is briefly described. As shown in Fig. 2B, the top
of the depressurizing container 11 communicates with
the top of a specimen container 2 containing specimen
liquid E12 through a pipe P3. The container 2 containing
liquid E12 communicates with liquid E13 in another
specimen container 3. When the pressure in the
depressurizing container 11 lowers by centrifugal force,
the pressure in the specimen container 2 containing liq-
uid E12 drops, so that liquid E13 is sucked from the con-
tainer 3 into the specimen container 2 and mixes with
liquid E12.
[0010] According to the present invention, there is pro-
vided a method of transferring a liquid specimen in one
container on a centrifugal rotor into another container
on the same rotor, the method comprising the step of
injecting a liquid into a small depressurizing container
communicating with the another container while the
rotor is rotating, discharging the liquid quickly from the
small depressuring container through a discharge tube
by centrifugal force to reduce the gas pressure in the
small depressuring container and thus the gas pressure
in the another container, whereby sucking the liquid
specimen in the one container into the another con-
tainer.
[0011] The basic function of the small depressurizing
container is briefly described. As shown in Fig. 7, the
small depressurizing container 21 communicates with a
specimen container 2 containing specimen liquid E12
through a pipe P3. The specimen container 2 containing
liquid E12 communicates with liquid E13 in another con-
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tainer 3. When the pressure in the specimen container
2 decreases, liquid E13 in the container 3 is sucked into
the container 2, mixing with liquid E12.

[0012] Other features and objects of the present
invention will become apparent from the following
description made with reference to the accompanying
drawings, in which:

BRIEF DESCRIPTION OF THE DRAWINGS

[0013]

Fig. 1 is a schematic view of a device used to carry
out the method embodying the present invention;
Fig. 2A is a schematic view showing an arrange-
ment in which a pressurizing container is used as a
pressurizer;
Fig. 2B is a similar view showing an arrangement in
which a depressurizing container is used as a
depressurizer;
Fig. 3 is a view showing the first embodiment in
which a pressurizing container is used;
Fig. 4 is a view showing the second embodiment in
which a pressurizing container is used;
Fig. 5 is a view showing the third embodiment in
which a depressurizing container is used;
Fig. 6 is a view showing the fourth embodiment in
which a depressurizing container is used;
Fig. 7 is a view showing the fifth embodiment in
which a small depressurizing container is used; and
Fig. 8 is a view showing the sixth embodiment in
which a small depressurizing container is used.

DETAILED DESCRIPTION OF THE PREFERRED
EMBODIMENT

[0014] Several embodiments of the present invention
are now described with reference to the attached draw-
ings.
[0015] Fig. 1 schematically shows a device for inject-
ing a liquid into a designated container on a rotor R with-
out stopping the rotor. As shown, the device includes
external injection pumps PU1-PUn (only PU1-PU3
shown), a distributor DT on the rotor, and pressurizing
containers 1a-1n. The letter R designates the body of
the centrifugal rotor rotated by a motor M (its rotary
shaft is designated by A and its outer edge by RE). The
cylindrical liquid distributor DT comprises a plurality of
liquid injecting stages D1 to Dn arranged vertically at
the central part of the rotor R. The liquid injection pumps
PU1-PU3 have their tips communicating into the liquid
injecting stages D1-D3, respectively.
[0016] The liquid injection stages D1-Dn communicate
with the containers 1a-1n through injection pipes DP1-
DPn, liquid reservoirs 4a-4n and end pipes P1-Pn.
[0017] When liquid is injected from the external injec-
tion pumps while the rotor R is rotating, the liquid flows
into the liquid injection stages D1-Dn of the distributor

DT which is rotating. Under the influence of centrifugal
force of the rotor R, the liquid rotating together with the
distributor DT flows in the centrifugal direction, that is, it
flows through the pipe DP1, liquid reservoir 4a, end pipe
P1 into the container 1a. Similarly, liquid injected by the
injection pumps PU2 and PU3 flow into the containers
1b and 1c, respectively, in the same manner.

[0018] Fig. 2A shows a first arrangement of the
method according to the present invention of transfer-
ring a liquid specimen in a container on the rotor into
another container on the rotor by means of a pressuriz-
ing container. It shows the pressurizing container 1 as a
pressurizer provided on the centrifugal rotor R, a speci-
men container 2 containing liquid E1, and another con-
tainer 3 containing liquid E2, and pipes P3, P4 through
which the containers communicate.
[0019] When a liquid is injected into the distributor DT
on the rotor R which is rotating, the liquid flows through
the injection pipe DP, liquid reservoir 4, end pipes P1,
P2 into the pressurizing container 1, so that air in the
container 1 is compressed and the pressure in the con-
tainer 1 rises. When the pressure in the container rises,
the container 1 functions as a pressurizer.
[0020] Air in the pressurizing container 1 is dis-
charged under pressure through the pipe P3 into the
container 2. In this embodiment, the amount of liquid
injected into the pressurizing container 1, that is, the
amount of air discharged under pressure from the pres-
surizing container 1 is set to be sufficiently large, so that
the container 2 and the pressurizing container 1 com-
municate only through the pipe 3, and the containers 2
and 3 communicate only through the pipe P4. The liquid
above the level L of liquid E1 remaining in the container
2, flows into the container 3 only through the pipe P4.
Further, air is blown into the container 3, thus stirring the
mix of liquids E1 and E2 (if the pipe P4 protrudes into
the liquid mix).
[0021] Fig. 3 shows a first embodiment of the method
according to the present invention of transferring a liquid
specimen in one container on the rotor into another con-
tainer on the rotor, by means of a pressurizing con-
tainer. It shows a pressurizing container 1a as a first
pressurizer, a pressurizing container 1b as a second
pressurizer, and a pressurizing container 1c as a third
pressurizer that are arranged in series on the centrifu-
gal rotor R, and containers (2a, 3a), (2b, 3b, 4a), (2c, 3c,
4b, 5a) subordinate to the first, second and third pressu-
rizing containers 1a, 1b, 1c, respectively. It shows how
they communicate on the circumference of the rotor.
[0022] When liquid injected into the distributor DT
flows through one of the stages of the distributor DT,
injection pipe DP, liquid reservoir 4, pipe P1, pipe P2
into the pressurizing container 1a, air in the container
1a is compressed and the internal pressure rises.
[0023] Air in the pressurizing container 1a flows
through the pipe P3 and is discharged under pressure
into the container 2a. In this embodiment, the amount of
fluid injected into the pressurizing container 1a is set to
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be large enough, so that liquid in the container 2a is
entirely transferred into the container 3a because one
end of the pipe P4 is at the bottom of the container 2a.
Further, air is blown into and agitate the mixture of liq-
uids E3 and E4 in the container 3a (if the pipe P4 pro-
trudes into the liquid mix).

[0024] When the pressurizing container 1a is filled
with liquid injected by the pump, liquid overflows through
the pipes P5, P6 into the pressurizing container 1b. Air
in the container 1b is thus compressed, and the internal
pressure rises.
[0025] Air in the pressurizing container 1b flows
through the pipe P7 and is discharged under pressure
into the container 2b. In the same manner as above, the
amount of liquid injected into the pressurizing container
1b is set to be large enough, so that any liquid above the
level L2 of liquid E5 remaining in the container 2b flows
through the pipe P8 into the container 3b and mixes with
liquid E6. The liquid mix then flows through the pipe P9
into the container 4a and mix with liquid E7. Air is blown
into and agitates the mixture of liquids E5, E6 and E7 in
the container 4a (if the pipe P9 protrudes into the liquid
mix).
[0026] When the pressurizing containers 1a and 1b
are filled up with liquid injected by the pump, liquid over-
flows through the pipe P10, P11 into the pressurizing
container 1c. Air in the container 1c is thus compressed,
and the internal pressure rises.
[0027] Air in the pressurizing container 1c flows
through the pipe P12 and is discharged under pressure
into the container 2c. The amount of liquid injected into
the container 1c is set to be large enough, so that any
liquid above the level L3 of liquid E8 remaining in the
container 2c flows through the pipe P13 into the con-
tainer 3c and mixes with liquid E9. Any liquid above the
level L4 of liquid E10 remaining in the container 4b flows
through the pipe P15 into the container 5a and mixes
with liquid E11. Air is blown into the containers 3c and
5a and agitates the liquid mixtures (if the pipes P13,
P15 protrude into the respective liquid mixtures).
[0028] When the pressurizing containers 1a, 1b and
1c are filled up with injected liquid, liquid overflows and
is discharged into a liquid reservoir W.
[0029] In Fig. 3, the first to third pressurizing contain-
ers 1a, 1b, 1c are arranged in series. But more than
three pressurizers may be used. The number of con-
tainers subordinate to each pressurizer may also be
increased. The containers may be interconnected in dif-
ferent ways.
[0030] Fig. 4 shows a second embodiment which is a
variation of the arrangement of Fig. 2A in which a pres-
surizing container is used. It shows a pressurizing con-
tainer 1a as a first pressurizer, a pressurizing container
1b as a second pressurizer, a pressurizing container 1c
as a third pressurizer, and a fourth pressurizing con-
tainer 1d as a fourth pressurizer that are arranged on
the centrifugal rotor R, and containers (2a, 3a), (2b, 3b,
4a) and a plasma separating container 6. Fig. 4 shows

how they communicate on the circumference of the
rotor.

[0031] In the plasma separating container 6, 0.5 ml of
human blood (extracted from one of the inventors of the
present invention) to which was added a trace amount
of heparin was put. In the container 2a, 0.9 ml pyro-
phosphate buffer pln (pH8.3, 0.1M) containing reduced
nicotinamide adenine dinucleotide (10-3M) and pyruvate
(10-3M) as a reaction reagent was put. In the container
2b, 0.9 ml pyrophosphate buffer p1 (pH8.3, 0.1M) con-
taining pyruvate (10-3M) was put. In the container 3b,
0.66 mg of reduced nicotinamide adenine dinucleotide
powder n was put.
[0032] The rotating centrifugal rotor R was observed
visually while illuminating it with a lamp blinking syn-
chronously with the rotation of the rotor.
[0033] After the blood has been centrifuged by rotat-
ing the rotor at 2000 rpm (about three minutes), liquid
(water) was injected by a pump. When the water flows
through one of the stages of the distributor DT, pipe DP,
liquid reservoir 4, pipes P1, P2 into the pressurizing
container 1a, air in the container 1a was compressed
and the inner pressure rose.
[0034] Air in the pressurizing container 1a was pres-
surized and flowed through the pipe P3 into the con-
tainer 6. The plasma between the level L5-L6 in the
container (centrifuged supernatant of blood) flowed
through the pipe P19 into the container 3a. (Since level
L7 is lower than level L9, plasma flows out under pres-
sure only through the pipe P19, and not through the
pipe P25.) Further, gas fed under pressure into the con-
tainer 3a was exhausted through the pipe P18, con-
tainer 1c, pipe P11, pipe P10, pipe P28 (and partially
through the pipe P10, pipe P5, pipe P27).
[0035] When the pressurizing container 1a has been
filled up with liquid injected by the pump, liquid overflows
through the pipe P5, pipe P6 into the pressurizing con-
tainer 1b. Air in the container 1b was compressed and
the inner pressure rose.
[0036] Air in the pressurizing container 1b was fed
under pressure through the pipe P16 into the container
2a. Since the amount of liquid injected into the pressu-
rizing container 1b was set to be large enough, liquid pln
in the container 2a [0.9 ml pyrophosphate buffer (pH8.3,
0.1M) containing reduced nicotinamide adenine dinu-
cleotide (10 -3M) and pyruvate (10-3M)] flowed through
the pipe P17 into the container 3a and mixed with the
blood plasma in the container 3a. Further, air was blown
into the liquid mix in the container 3a and agitated it
(because the pipe P17 was open into the liquid). Air
blown into the container 3a was exhausted through the
pipe P18, pressurizing container 1c, pipe P11, pipe
P10, pipe P28.
[0037] When the pressuring containers 1a and 1b had
been filled up with liquid injected by the pump, liquid
overflowed through the pipes P10, P11 into the pressu-
rizing container 1c, so that the gas in the pressurizing
container 1c was compressed and the internal pressure
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rose. At the same time, the exhaust passages of the
pipes P11, P10, P28 were closed.

[0038] Gas in the pressuring container 1c was fed
under pressure through the pipe P18, container 3a, pipe
P19 into the container 6, so that plasma in the container
6 at the level between L6 and L8 was fed through the
pipe P25 into the container 4a. Gas discharged under
pressure into the container 4a was exhausted through
P26.
[0039] When the pressurizing containers 1a, 1b, 1c
had been filled up with liquid injected by the pump, liquid
overflowed and was fed through the pipes P20, P21 into
the container 1d, so that air in the pressurizing con-
tainer 1d was compressed and the internal pressure
rose.
[0040] Gas in the container 1d was discharged under
pressure through the pipe P22 into the container 2b.
Since the amount of liquid injected into the pressurizing
container 1d was set to be large enough, liquid in the
container 2b flowed through the pipe P23 into the con-
tainer 3b, dissolving the reduced nicotinamide adenine
dinucleotide powder n in the container 3b, and was fur-
ther fed through the pipe P24 into the container 4a, mix-
ing with blood plasma. Then, gas was blown into the
liquid mix and agitated it (because the pipe P24 was
open into the liquid).
[0041] When the pressuring chambers 1a, 1b, 1c, 1d
were filled up with injected liquid, liquid overflowed and
was discharged into the reservoir W.
[0042] How liquid moved and mixed and how gas was
blown into liquid on the centrifugal rotor was visually
observed using a device that permits visual observation
under synchronously blinking illumination as described
above, and the results of observation were duly
recorded.
[0043] The supernatant of liquid in the plasma sepa-
rating container 6 was fed 0.1 ml each into the contain-
ers 3a and 4a and mixed with reaction reagents. By the
action of lactate dehydrogenase contained in blood
(plasma), reduced nicotinamide adenine dinucleotide in
the pyrophosphate buffer was oxidized. By measuring
the oxidizing speed in terms of absorbance of light of
340 nm in wavelength with a photometer provided out-
side the rotor, it was possible to automatically determine
the lactate dehydrogenase activity in the blood
(plasma).
[0044] Fig. 2B shows a second arrangement of the
method according to the present invention of transfer-
ring a liquid specimen in a container on the rotor into
another container on the rotor, by means of a depressu-
rizing container. It shows the depressurizing container
11 as a depressurizer provided on the centrifugal rotor
R, a container 2 containing liquid E12, and another con-
tainer 3 containing liquid E13, and shows how they com-
municate with each other.
[0045] When a liquid is injected into the distributor DT
on the rotor R that is rotating, the liquid flows through
the injection pipe DP, liquid reservoir 4, end pipe P1, U-

pipe P30 into liquid reservoir tray 7 of the container 11.
Liquid overflowing the tray increases the liquid level in
the depressurizing container 11, so that gas in the
depressurizing container 11 is exhausted through the
exhaust pipe P31. When the liquid level further
increases and exceeds the inlet level L9 of pipe P31, liq-
uid now flows into the exhaust pipe P31, closing air
communication through the exhaust pipe P31. When
the level further increases and exceeds the siphon-acti-
vating level L10, liquid in the depressurizing container
11 is discharged through a siphon pipe P32. The pres-
sure in the depressurizing container thus decreases. (In
this case, the liquid discharging speed through the
siphon pipe P32 is set at a value sufficiently greater
than the liquid injection speed by the pump.) Since the
pressure in the depressurizing container 11 decreases,
the container 11 is a depressurizer.

[0046] Gas in the container 2 is sucked through the
pipe P3 into the depressurizing container 11. Since the
amount of liquid discharged from the container 11, i.e.
the amount of gas sucked in is set to be large enough,
liquid above the remaining liquid level L11 of the liquid
E13 in the container 3 flows through the pipe P4 into the
container 2 and mixes with liquid E12. Further, gas is
blown into the mixture of liquids E12, E13 in the con-
tainer 2, thus stirring the liquid mix (if the pipe P4 is
open into the liquid mix).
[0047] Fig. 5 shows a third embodiment of the method
according to the present invention of transferring a liquid
specimen in a container on the rotor into another con-
tainer on the rotor by means of a depressurizing con-
tainer. It is a variation of the arrangement of Fig. 2B. It
shows a depressurizing container 11a as a first depres-
surizer, a depressurizing container 11b as a second
depressurizer, and a depressurizing container 11c as a
third depressurizer that are arranged in series on the
centrifugal rotor R, and containers (2a, 3a), (2b, 3b, 4a),
(2c, 3c, 4b, 5a) subordinate to the respective first, sec-
ond and third depressurizing containers 11a, 11b, 11c,
respectively, and shows how they communicate on the
circumference of the rotor.
[0048] When liquid injected into the rotating rotor R
flows through one of the stages of the distributor DT,
injection pipe DP, liquid reservoir 4, end pipe P30a, U-
pipe P31a into a fluid reservoir tray 7a of the depressu-
rizing container 11a, overflowing liquid increases the liq-
uid level in the depressurizing container 11a,
exhausting gas in the container 11a through the exhaust
pipe P35a. When the liquid level further increases and
exceeds the inlet level L12a of the exhaust pipe P35a,
liquid now flows into the exhaust pipe P35a, closing air
communication therethrough. When the liquid level fur-
ther increases and exceeds the siphon-activating level
L11a, liquid in the depressurizing container 11a is dis-
charged through a siphon pipe P34a. The pressure in
the container 11a thus decreases. (In this case, the liq-
uid discharging speed through the siphon pipe P34a is
set at a value sufficiently greater than the liquid injection
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speed by the pump.)

[0049] Gas in the container 2a is sucked through the
pipe P32 into the depressurizing container 11a. Since
the amount of liquid discharged from the container 11a,
i.e. the amount of gas sucked in is set to be large
enough, liquid E13 in the container 3a is entirely fed into
the container 2a (because one end of the pipe P33
extends to the bottom of the container 3a), and mixes
with liquid E12. Further, gas is blown into the mixture of
liquids E12, E13 in the container 2a, thus stirring the liq-
uid mix (if the pipe P33 is open into the liquid mix).
[0050] When the liquid in the depressurizing container
11a has been discharged, gas communication through
the pipes P31a, P35a, P32 and P34a is closed (by the
liquid that has flown into the pipes).
[0051] Thus, when liquid is continuously injected from
the pump, the pressure in the depressurizing container
11a will turn positive, so that the flow of liquid into the
container 11a is limited. When the level of injected liquid
exceeds the level L1, it flows through the pipe P30b and
U-pipe P31b into a liquid reservoir tray 7b in the depres-
surizing container 11b. The liquid increases the liquid
level in the container 11b, thus exhausting gas in the
container 11b through the exhaust pipe P35b. When the
liquid level further increases and exceeds the inlet level
L12b of the exhaust pipe P35b, liquid now flows into the
exhaust pipe P35b, closing air communication there-
through. When the liquid level further increases and
exceeds the siphon-activating level L11b, liquid in the
depressurizing container 11b is discharged through a
siphon pipe P34b. The pressure in the container 11b
thus decreases. (The liquid discharging speed through
the siphon pipe P34b is set at a value sufficiently
greater than the liquid injection speed by the pump.)
[0052] Gas in the container 2b is sucked through the
pipe P36 into the depressurizing container 11b. Since
the amount of liquid discharged from the container 11b,
i.e. the amount of gas sucked in is large enough, liquid
E15 in the container 3b is entirely fed through the pipe
P37 into the container 2b (because one end of the pipe
P37 extends to the bottom of the container 3b). Also, liq-
uid E16 in the container 4a at a level higher than the
remaining liquid level L13 is discharged through the
pipe P38, container 3b, pipe P37 into the container 2b.
Liquids E14, E15, E16 are thus mixed together. Further,
gas is blown into the mixture of liquids E14, E15, E16 in
the container 2b, thus stirring the liquid mix (if the pipe
P37 is open into the liquid mix).
[0053] When the liquid in the depressurizing container
11b has been discharged, gas communication through
the pipes P31b, P35b, P36 and P34b is closed (by the
liquid that has flown into the pipes).
[0054] Thus, when liquid is continuously injected from
the pump in this state, the pressure in the depressuriz-
ing container 11b will turn positive, so that the flow of liq-
uid into the container 11b is limited. When the level of
injected liquid exceeds the level L1, it flows through the
pipe P30c and U-pipe P31c into a liquid reservoir tray 7c

in the depressurizing container 11c. The liquid
increases the liquid level in the container 11c, thus
exhausting gas in the container 11c through the exhaust
pipe P35c. When the liquid level further increases and
exceeds the inlet level L12c of the exhaust pipe P35c,
liquid now flows into the exhaust pipe P35c, closing air
communication therethrough. When the liquid level fur-
ther increases and exceeds the siphon-activating level
L11c, liquid in the container 11c is discharged through a
siphon pipe P34c. The pressure in the container 11c
thus decreases. (The liquid discharging speed through
the siphon pipe P34c is set at a value sufficiently greater
than the liquid injection speed by the pump.)

[0055] Gas in the container 2c is sucked through the
pipe P39 into the depressurizing container 11c. Since
the amount of liquid discharged from the container 11c,
i.e. the amount of gas sucked in is large enough, liquid
E18 in the container 3c at a level higher than the
remaining liquid level is fed through the pipe P40 into
the container 2c and mixes with liquid E17. Also, liquid
E20 in the container 5a at a level higher than the
remaining liquid level L15 is discharged through the
pipe P42 into the container 4b, and mixes with liquid
E19. Further, gas is blown into the mixture of liquids
E17 and E18 in the container 2c, and the mixture of liq-
uids E19 and E20 in the container 4b, thus stirring the
liquid mixes (if the pipes P40 and P42 are open into the
liquid mixes).
[0056] When the liquid in the depressurizing container
11c has been discharged, gas communication through
the pipes P31c, P35c, P39 and P34c is closed (by the
liquid that has flown into the pipes).
[0057] Thus, when liquid is continuously injected by
the pump in this state, the pressure in the depressuriz-
ing container 11c will turn positive, so that the flow of liq-
uid into the container 11c is limited. When the level of
injected liquid exceeds the level L11, it overflows and is
discharged into the liquid reservoir W.
[0058] In the arrangement of Fig. 5, three depressu-
rizing containers 11a, 11b, 11c are arranged in series.
But the number of depressurizing containers may be
increased if necessary. The number of containers sub-
ordinate to each of the depressurizing containers 11a,
11b, 11c may also be increased if necessary. Further,
the containers may be communicated in any other way.
[0059] Fig. 6 shows a fourth embodiment in which a
depressurizing container is used. It is another variation
of the arrangement of Fig. 2B. It shows a depressurizing
container 11a as a first depressurizer, a depressurizing
container 11b as a second depressurizer, containers
2a, 2b and 3b, and a plasma separating container 8, all
arranged on the centrifugal rotor R. It shows how they
communicate on the circumference of the rotor.
[0060] In the plasma separating container 8, 0.5 ml
human blood (extracted from one of the inventors of the
present invention) to which was added a trace amount
of heparin was put. In the container 2a, 0.9 ml pyro-
phosphate buffer pln (pH8.3, 0.1M) containing reduced
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nicotinamide adenine dinucleotide (10-3M) and pyruvate
(10-3M) as a reaction reagent was put. In the container
2b, 0.66 mg of reduced nicotinamide adenine dinucle-
otide powder n was put. In the container 3a, 0.9 ml pyro-
phosphate buffer pl (pH8.3, 0.1M) containing pyruvate
(10-3M) was put.

[0061] The rotating centrifugal rotor R was observed
visually while illuminating it with a lamp blinking syn-
chronously with the rotation of the rotor.
[0062] After the blood has been centrifuged by rotat-
ing the rotor at 2000 rpm (about three minutes), the
rotor R was decelerated to 800 rpm, and liquid (water)
was injected from a pump. Liquid was fed through one
of the stages of the distributor DT, injection pipe DP, liq-
uid reservoir 4, pipe P30a, U-pipe P31a into a liquid res-
ervoir tray 7a of the depressurizing container 11a.
Overflowing liquid increased the liquid level in the con-
tainer 11a, thus exhausting gas in the container 11a
through the exhaust pipe 35a. When the liquid level fur-
ther increases and exceeds the inlet level L12a of the
exhaust pipe P35a, liquid now flows into the exhaust
pipe P35a, closing air communication therethrough.
When the liquid level further increases and exceeds the
siphon-activating level L11a, liquid in the container 11a
is discharged through a siphon pipe P34a. The pressure
in the container 11a thus decreases. (In this case, the
liquid discharging speed through the siphon pipe P34a
is set at a value sufficiently greater than the liquid injec-
tion speed from the pump.)
[0063] Gas in the container 2a was sucked through
the pipe P32 into the container 11a. Since the amount of
liquid discharged from the container 11a, i.e. the
amount of gas sucked in was large enough, plasma in
the container 8 at the level between levels L13 and L14
was fed through the pipe P43 into the container 2a and
mixed with the liquid pln in the container 2a. Further,
gas was blown into the liquid mix in the container 2a to
agitate it (because the pipe P43 is open into the liquid).
[0064] When the liquid in the depressurizing container
11a has been discharged, gas communication through
the pipes P31a, P35a, P32 and P34a is closed (by the
liquid that has flown into the pipes).
[0065] Thus, when liquid is continuously injected by
the pump in this state, the pressure in the container 11a
will turn positive, so that the flow of liquid into the con-
tainer 11a is limited. When the level of injected liquid
exceeds the level L1, it is discharged through the pipe
P30b, U-pipe P31b into the liquid reservoir tray 7b of the
depressurizing container 11b. Overflowing liquid
increases the liquid level in the container 11b, thus
exhausting gas in the container 11b through the exhaust
pipe P35b. When the liquid level further increases and
exceeds the inlet level L12b of the exhaust pipe P35b,
liquid now flows into the exhaust pipe P35b, closing air
communication therethrough. When the liquid level fur-
ther increases and exceeds the siphon-activating level
L11b, liquid in the depressurizing container 11b is dis-
charged through a siphon pipe P34b. The pressure in

the container 11b thus decreases. (The liquid discharg-
ing speed through the siphon pipe P34b is set at a value
sufficiently greater than the liquid injection speed from
the pump.)

[0066] Gas in the container 2b was sucked through
the pipe P36 into the depressurizing container 11b.
Since the amount of liquid discharged from the con-
tainer 11b, i.e. the amount of gas sucked in was large
enough, plasma in the container 8 at the level between
levels L14 and L15 was fed through the pipe P44 into
the container 3a and mixed with the liquid [0.9 ml pyro-
phosphate buffer pl containing pyruvate] in the con-
tainer 3a, then fed through pipe P37 into the container
2b, thus dissolving reduced nicotinamide adenine dinu-
cleotide powder n. Further, gas was blown into the liquid
mix in the container 2b to agitate it (because the pipe
P37 is open into the liquid).
[0067] When the liquid in the container 11b has been
discharged, gas communication through the pipes
P31b, P35b, P36 and P34b is closed (by the liquid that
has flown into the pipes).
[0068] Thus, when liquid is continuously injected from
the pump in this state, the pressure in the container 11b
will turn positive, so that the flow of liquid into the con-
tainer 11b is limited. When the level of injected liquid
exceeds the level L1, it overflows and is discharged into
the liquid reservoir W.
[0069] How liquid moved and mixed and how gas was
blown into liquid was visually observed using a device
that permits visual observation under synchronously
blinking illumination as described above, and the results
of observation were duly recorded.
[0070] The supernatant of liquid in the plasma sepa-
rating container 8 was fed 0.1 ml each into the container
2a and through the container 3a into the container 2b
and mixed with reaction reagents. By the action of lac-
tate dehydrogenase contained in blood (plasma),
reduced nicotinamide adenine dinucleotide in the pyro-
phosphate buffer was oxidized. By measuring the oxi-
dizing speed in terms of absorbance of light of 340 nm
in wavelength with a phonometer provided outside the
rotor, it was possible to automatically determine the lac-
tate dehydrogenase activity in the blood (plasma).
[0071] Fig. 7 shows a fifth embodiment of the method
according to the present invention of transferring a liquid
specimen in one container on the rotor into another con-
tainer on the rotor by means of a small depressurizing
container. It shows a small depressurizing container 21
as a depressurizer, a container 2 containing liquid E12
and a container 3 containing liquid E13, all arranged on
the centrifugal rotor R, and shows how they communi-
cate with each other.
[0072] When a liquid is injected into the distributor DT
on the rotating rotor R, the liquid flows through the injec-
tion pipe DP, liquid reservoir 4, end pipe P1, U-pipe P30
into a small depressurizing container 21, and soon
quickly discharged through the discharge pipe P32 by
centrifugal force. The pressure in the small depressur-
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ing container 21 thus drops. Since the pressure in the
container 21 decreases, it functions as a depressurizer.

[0073] Gas in the container 2 is sucked through the
pipe P3 into the small depressurizing container 21.
Since the amount of gas discharged from the container
21 is large enough, liquid at a level higher than the
remaining liquid level L11 of the liquid E13 in the con-
tainer 3 flows through the pipe P4 into the container 2
and mixes with liquid E12. Further, gas is blown into the
mixture of liquids E12, E13 in the container 2, thus stir-
ring the liquid mix (if the pipe P4 is open into the liquid
mix).
[0074] Fig. 8 shows a sixth embodiment of the method
according to the present invention of transferring a liquid
specimen in a container on the rotor into another con-
tainer on the rotor by means of a small depressurizing
container. It shows a small depressurizing container
21a as a first depressurizer, a small depressurizing con-
tainer 21b as a second depressurizer, and a small
depressurizing container 21c as a third depressurizer
that are arranged in series on the centrifugal rotor R,
and containers (2a, 3a), (2b, 3b, 4a), (2c, 3c, 4b, 5a)
subordinate to the respective containers 21a, 21b, 21c.
It shows how they communicate on the circumference of
the rotor.
[0075] When liquid injected into the rotating rotor R
flows through one of the stages of the distributor DT,
injection pipe DP, liquid reservoir 4a, end pipe P30a, U-
pipe P31a into the small depressurizing container 21a,
it is instantly and quickly discharged through the dis-
charge pipe P34a into a fluid reservoir 8a (gas in the
reservoir 8a is discharged through the pipe P45a), so
that the pressure in the small depressurizing container
21a decreases.
[0076] Gas in the container 2a is sucked through the
pipe P32 into the small depressurizing container 21a.
Since the amount of gas sucked into the container 21a
and discharged through the discharge pipe P34a is
large enough, liquid E13 in the container 3a is entirely
fed through the pipe P33 into the container 2a (because
one end of the pipe P33 extends to the bottom of the
container 3a), and mixes with liquid E12. Further, gas is
blown into the mixture of liquids E12, E13 in the con-
tainer 2a, thus stirring the liquid mix (if the pipe P33 is
open into the liquid mix).
[0077] When liquid is continuously injected by the
pump in this state, the fluid reservoir 8a is filled up with
liquid, and the liquid enters the pipe P45a. When the liq-
uid level in the pipe reaches L1, the pressure in the
small depressurizing container 21a turns positive, so
that the flow of liquid into the container 21a is limited.
Overflowing liquid flows through the fluid reservoir 4b,
end pipe P30b, U-pipe P31b into the small depressuriz-
ing container 21b, and is instantly and quickly dis-
charged through the discharge pipe P34b into the fluid
reservoir 8b (gas in the reservoir 8b is discharged
through the pipe P45b), so that the pressure in the small
depressurizing container 21b decreases.

[0078] Gas in the container 2b is sucked through the
pipe P36 into the container 21b. Since the amount of
gas sucked into the small depressurizing container 21b
and discharged through the discharge pipe P34b is
large enough, liquid E15 in the container 3b is entirely
fed through the pipe P37 into the container 2b (because
one end of the pipe P37 extends to the bottom of the
container 3b). Also, liquid E16 in the container 4a at a
level higher than the remaining liquid level L13 is fed
through the pipe 38 into the container 3b and through
the pipe P37 into the container 2b. Liquids E14, E15,
E16 are thus mixed together in the container 2b. Fur-
ther, gas is blown into the mixture of liquids E14, E15
and E16, thus stirring the liquid mix (if the pipe P37 is
open into the liquid mix).

[0079] When liquid is continuously injected by the
pump in this state, the fluid reservoir 8b is filled up with
liquid, and the liquid enters the pipe P45b. When the liq-
uid level reaches L1, the pressure in the small depres-
surizing container 21b turns positive, so that the flow of
liquid into the container 21b is limited. Overflowing liquid
flows through the fluid reservoir 4c, end pipe P30c, U-
pipe P31c into the small depressurizing container 21c,
and is instantly and quickly discharged through the dis-
charge pipe P34c into the fluid reservoir 8c (gas in the
reservoir 8c is discharged through the pipe P45c), so
that the pressure in the container 21c decreases.
[0080] Gas in the container 2c is sucked through the
pipe P39 into the small depressurizing container 21c.
Since the amount of gas sucked into the container 21c
and discharged through the discharge pipe P34c is
large enough, liquid E18 in the container 3c above the
remaining liquid level L14 is fed through the pipe P40
into the container 2c and mixes with liquid E17. Liquid
E20 in the container 5a above the remaining liquid level
L15 is fed through the pipe P42 into the container 4b
and mixes with liquid E19. Further, gas is blown into the
mixture of liquids E17 and E18 in the container 2c and
the mixture of liquids E19 and E20 in the container 4b,
thus stirring the liquid mixes (if the pipes P40, P42 are
open into the liquid mixes).
[0081] When liquid is continuously injected by the
pump in this state, the fluid reservoir 8c is filled up with
liquid, and the liquid enters the pipe P45c. When the liq-
uid level reaches L1, the pressure in the small depres-
surizing container 21c turns positive, so that the flow of
liquid into the container 21c is limited. Overflowing liquid
is discharged into the reservoir W.
[0082] In the arrangement of Fig. 8, three depressu-
rizing containers 21a, 21b, 21c are arranged in series.
But the number of depressurizing containers may be
increased if necessary. The number of containers sub-
ordinate to each of the depressurizing containers 21a,
21b, 21c may also be increased if necessary. Further,
the containers may be communicated in any other way.
[0083] While main embodiments of the present inven-
tion have been described, the present invention is not
limited to these specific embodiments. These embodi-
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ments are susceptible to various modifications within
the scope of the invention.

[0084] According to the present method, it is possible
to not manually but automatically transfer a liquid spec-
imen in one container placed on a centrifugal rotor into
another container on the same rotor in a safe and relia-
ble manner without stopping the rotor while preventing
bacterial contamination. This permits separation, purifi-
cation, analysis, etc. of a liquid specimen. The present
method is thus usable in medical, pharmacological, bio-
logical and many other fields. The following are only
some of the many advantages of the present invention.

1) It is possible to automatically separate and purify
cultured cells while preventing contamination by
microorganisms.
2) It is possible to automatically separate or fraction
blood components while preventing contamination
by microorganisms.
3) It is possible to automatically separate and purify
e.g. DNA's using an organic solvent while prevent-
ing contamination by microorganisms.
4) It is possible to achieve an intended object by
adapting the combination of various conditions
such as  size, arrangement and positioning of
containers (pressurizers, depressurizers and sub-
ordinate containers (for specimen and reagent),
liquid injection speed and timing,  rotating speed
of centrifugal rotor, and setting an automatic pro-
gram for working steps (centrifuging of specimens,
discharge of supernatants, feeding of reagents, and
repetition thereof, etc.).

Claims

1. A method of transferring a liquid specimen in one
container on a centrifugal rotor into another con-
tainer on the same rotor, the method comprising the
step of injecting a liquid into a pressurizing con-
tainer communicating with said one container while
said rotor is rotating, to increase the volumetric ratio
of liquid in said pressurizing container, thereby
increasing the gas pressure in said pressurizing
container and thus the gas pressure in said one
container, whereby transferring said liquid speci-
men in said one container under pressure into said
another container.

2. A method of transferring a liquid specimen in one
container on a centrifugal rotor into another con-
tainer on the same rotor, the method comprising the
step of injecting a liquid into a depressurizing con-
tainer communicating with said another container
while said rotor is rotating, whereby discharging the
liquid from said depressurizing container by centrif-
ugal force to decrease the volumetric ratio of liquid
in said depressurizing container to reduce the gas
pressure in said depressuring container and thus

the gas pressure in said another container,
whereby sucking said liquid specimen in said one
container into said another container.

3. A method of transferring a liquid specimen in one
container on a centrifugal rotor into another con-
tainer on the same rotor, the method comprising the
step of injecting a liquid into a small depressurizing
container communicating with said another con-
tainer while said rotor is rotating, discharging the
liquid quickly from said small depressuring con-
tainer through a discharge tube by centrifugal force
to reduce the gas pressure in said small depressu-
ring container and thus the gas pressure in said
another container, whereby sucking said liquid
specimen in said one container into said another
container.

w1
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w3
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