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(54) A METHOD OF EXCHANGING DATA PACKAGES BETWEEN FIRST AND SECOND PORTABLE 
COMMUNICATION DEVICES

(57) The present invention relates in a first aspect to
a method of exchanging data packages between a first
portable communication device and a second portable
communication device over a bi-directional wireless
communication channel, where at least one of the first
and second portable communication devices comprises
a hearing instrument. The method comprises steps of
generating, by the first portable communication device,
a first data package belonging to a first packet category
comprising audio data or to a second packet category
without audio data and transmitting the first data package
from the first portable communication device to the sec-
ond portable communication device through the wireless
communication channel. The method comprises further
steps of monitoring the wireless communication channel
for a second data package transmitted by the second
portable communication device subsequent to receipt of
the first data package. If an acknowledgement indicator
of the second data package is unset or if the first hearing
instrument fails to receive the second data package, the
first portable communication device retransmits the first
data package from the first to the second portable com-
munication device for at the most N times if the first data
package belongs to the first packet category; N being a
positive integer between 1 and 4.
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Description

[0001] The present invention relates in a first aspect
to a method of exchanging data packages between a first
portable communication device and a second portable
communication device over a bi-directional wireless
communication channel, where at least one of the first
and second portable communication devices comprises
a hearing instrument. The method comprises steps of
generating, by the first portable communication device,
a first data package belonging to a first packet category
comprising audio data or to a second packet category
without audio data and transmitting the first data package
from the first portable communication device to the sec-
ond portable communication device through the wireless
communication channel. The method comprises further
steps of monitoring the wireless communication channel
for a second data package transmitted by the second
portable communication device subsequent to receipt of
the first data package. If an acknowledgement indicator
of the second data package is unset or if the first hearing
instrument fails to receive the second data package, the
first portable communication device retransmits the first
data package from the first to the second portable com-
munication device for at the most N times if the first data
package belongs to the first packet category; N being a
positive integer between 1 and 4.

BACKGROUND OF THE INVENTION

[0002] Wireless bi-directional or unidirectional stream-
ing of audio data between a pair of hearing instruments,
or a hearing instrument and another portable communi-
cation device, is highly desirable. There exists, however,
a number of technical problems in terms of power con-
sumption, reliability, transmission latency or delay, com-
ponent size etc. with prior art wireless data communica-
tion methodologies, protocols and devices that must be
addressed to deliver a feasible solution for a hearing in-
strument due to the small amount of power available from
typical batteries of hearing instruments.
[0003] Standardized wireless data communication
protocols such as Bluetooth LE as defined by the Blue-
tooth Core Specification 4.1, or earlier versions, does not
allow for real-time audio transport. There are a number
of limitations in the protocol as defined that means that
real-time audio transport is unfeasible without changing
certain protocol layers:

- The nature of the L2CAP channels as defined for LE
- where a best effort approach for data transport with
no timeouts or flushes on transmissions is defined -
also means that it is next to impossible to do a real-
time audio service over LE as defined.

- The lack of real-time transport means also means
that stereo synchronization between two paired au-
dio sinks (such as hearing aids) is next to impossible.

- The packet size means that the overhead data for
transmitting the required data rate for real-time audio
(typically 16-96 kbit/s) is very high.

[0004] It is an object of the present method of exchang-
ing data packages between the first and second portable
communication devices to overcome the above-men-
tioned problems and shortcomings of the prior art wire-
less data communication methodologies, protocols and
devices.

SUMMARY OF THE INVENTION

[0005] A first aspect of the invention relates to a method
of exchanging data packages between a first portable
communication device and a second portable communi-
cation device over a bi-directional wireless communica-
tion channel, where at least one of the first and second
portable communication devices comprises a hearing in-
strument; said method comprising steps of:

- generating, by the first portable communication de-
vice, a first data package belonging to a first packet
category comprising audio data or to a second pack-
et category without audio data, and adding an ac-
knowledgement indicator with a default setting to the
first data package,

- transmitting the first data package from the first port-
able communication device to the second portable
communication device through the wireless commu-
nication channel,

- monitoring the wireless communication channel for
a second data package transmitted by the second
portable communication device subsequent to re-
ceipt of the first data package,

- if the first portable communication device receives
the second data package and if an acknowledge-
ment indicator of the second data package is set:

- generating, at the first portable communication de-
vice, a third data package comprising an acknowl-
edgment indicator setting reflecting successful or
failed receipt of the second data package, and

transmitting the third data package to the second portable
communication device through the wireless communica-
tion channel; and
if the acknowledgement indicator of the second data
package is unset or if the first portable communication
device fails to receive the second data package:

- setting the acknowledgment indicator of the first data
package to reflect failed receipt of the second data
package and retransmitting the first data package
from the first to the second portable communication
device,

wherein the retransmission of the first data package is
carried out for at the most N times if the first data package

1 2 



EP 3 826 207 A1

3

5

10

15

20

25

30

35

40

45

50

55

belongs to the first packet category;
N being a positive integer between 1 and 4.
[0006] On the other hand, if the first data package be-
longs to the second packet category and if the second
data package is absent or the acknowledgement indica-
tor of the second data package is unset or data of the
second package are flagged as invalid, the first portable
communication device may be configured to flushing or
deleting the first data package as discussed below in
further detail.
[0007] At least some of the data packages generated
and transmitted by the first portable communication de-
vice comprise audio data or audio frames and these data
packages therefore belongs to the first packet category.
The first portable communication device may comprise
the hearing instrument discussed above. On the other
hand, the data packages generated and transmitted by
the second portable communication device such as the
second data package may lack audio data and solely
include various types of control data for the aligning or
synchronizing the operation of the first and second port-
able communication device as discussed in further detail
below. Alternatively, at least some of the data packages
generated and transmitted by the first portable commu-
nication device and at least some of the data packages
generated and transmitted by the second portable com-
munication device comprise audio data or audio frames.
[0008] Each of the first, second and third data packag-
es may comprise an error detection code, such as CRC
as discussed below in further detail, to allow the first and
second portable communication device to check the va-
lidity of the data of a received data package before uti-
lizing the data of the data package in question. If the error
detection code indicates that data of the received data
package are invalid, the data, in particular the acknowl-
edgment indicator, may be ignored and the acknowledg-
ment indicator of a subsequently transmitted data pack-
age set to reflect failed receipt of the received data pack-
age. Hence, the method of exchanging data packages
may comprise further steps of:

- checking an error-detection code of the second data
package subsequent to receipt of the second data
package at the first portable communication device,

- if the error-detection code indicates invalid data of
the second data package:
ignoring the setting of the acknowledgment indicator
of the second data package and unset the acknowl-
edgment indicator of the third data package to reflect
failed receipt of the second data package. The third
data package may belong to the second packet cat-
egory.

[0009] The audio data may comprise a plurality of sam-
ples or values of a digital audio signal, such as a se-
quence of discrete-time and discrete-amplitude digital
audio signal values that represent continuous-time and
continuous-amplitude values of an analogue audio signal

that can be converted into acoustic sound. In other words,
the audio data and frames contain encoded digital data
that are intended for conversion into sound at some point
in time as is well-known in the art of streaming audio.
[0010] In the first embodiment of the present method-
ology, both the first portable communication device and
the second portable communication device comprise a
hearing instrument or hearing aid for example jointly
forming a wireless binaural hearing aid system. In the
latter embodiment, each of the first and second hearing
aids may receive and deliver a binaurally processed
hearing loss compensated audio signal to a user or pa-
tient via respective loudspeakers or receivers as dis-
cussed in further detail below with reference to the ap-
pended drawings. Each of the first and second hearing
instruments or aids may comprise a BTE, RIE, ITE, ITC,
CIC, etc. type of hearing instrument. Typically, only a
severely limited amount of power is available from a pow-
er supply of a hearing instrument. For example, power
is typically supplied from a conventional ZnO2 battery in
a hearing aid. In the design of a hearing aid, the size and
the power consumption are important considerations.
[0011] In other embodiments of the present methodol-
ogy, one of the first and second portable communication
devices comprises a battery powered audio-enabled de-
vice such as an earphone, headset, smartphone, remote
microphone array, remote signal processor etc.
[0012] The present methodology of exchanging data
packages is based on a limited number of retransmission
of lost data packages of the first packet category. A data
package of the first packet category comprises audio da-
ta or frames which for example may be held or stored in
a payload section of the data package as discussed in
further detail below with reference to the appended draw-
ings. Other data packages generated and transmitted by
the first portable communication device, such as the third
data package, may belong to the second packet category
without audio data. Data packages belonging to the sec-
ond packet category are preferably not retransmitted if
the first transmission attempt by the first or second port-
able communication device fails because data of this
packet category typically lack urgency (e.g. not real-time
critical) or may be uncritical to the proper operation of
the first or second portable communication device.
Hence, the data packages belonging to the second pack-
et category may be discarded or flushed after a failed
first transmission attempt. In the alternative, a failed first
transmission attempt of a data package belonging to the
second packet category may lead to a retransmission
attempt of the data content, for example a payload sec-
tion, of the data package in question, at a later time in-
stant. This later time instant may be during a later so-
called connection event in embodiments of the invention
where the first and second portable communication de-
vices are physically connected during a plurality of suc-
cessive connection events as discussed in further detail
below. The default setting of the acknowledgement indi-
cator of the first data package is optional since there is
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no previous data package to the first data package, for
example the first data package of each connection event.
However, to keep a coherent layout of the first, second,
third data packages, it may be desirable to include the
acknowledgement indicator in the first data package and
just ignore its setting in the second portable communica-
tion device.
[0013] The maximum number of retransmission of a
data package of the first packet category is limited to
either the positive integer N or the positive integer M de-
pending on the communication device in question. Each
of M and N is preferably at least 1 and at the most 4.
Hence, the first data package may be retransmitted one,
two, three or four times and the second data package
may be retransmitted one, two, three or four times where
the second data package belongs to the first packet cat-
egory. In some embodiments of the present methodolo-
gy, N may be equal to M. A data package of the first
packet category is accordingly transmitted at the most
N+1 times or M+1 times, i.e. a failed first transmission
attempt followed by at the most N or M retransmission
attempts. In this manner after each retransmission at-
tempt of the first data package in response to a preceding
failed transmission or retransmission attempt, the first
portable communication device is monitoring the wire-
less communication channel for the second data pack-
age or a third data package transmitted by the second
portable communication device for the purpose of finding
express receipt acknowledgement of the first data pack-
age. The third data package may belong to the second
packet category for the reasons discussed below. The
first portable communication device therefore checks the
setting of the acknowledgement indicator of the received
second data package and if the acknowledgement indi-
cator is unset or if the second data package is absent at
an expected arrival time, the first portable communication
device concludes that the retransmission attempt in
question of the first data package was a failure and pro-
ceeds by making a further retransmission attempt of the
first data package unless the maximum number N of re-
transmissions has been reached. If N retransmissions
have been reached, the first portable communication de-
vice preferably proceeds to flush or abandon the first data
package since N failed retransmissions have now been
carried out. Alternatively, if the N retransmissions have
not been reached, the first portable communication de-
vice reverts to making a further retransmission attempt
of the first data package and thereafter proceeds to mon-
itoring the wireless communication channel as described
above awaiting an acknowledgment indicator of the sec-
ond or third data package. Finally, if the acknowledge-
ment indicator of the second or third data package is set,
the first portable communication device concludes that
the retransmission attempt in question of the first data
package was successful and interrupts any further re-
transmission attempts. In the latter situation, the first port-
able communication device may proceed by switching
certain wireless communication circuitry and functions to

a power down mode as discussed in further detail below
with reference to the appended drawings. The flushing
or deletion of data packages belonging to the first packet
category after N failed retransmissions is helpful to re-
duce latency or time delay of a received audio stream
compiled from multiple received data packages of the
first packet category either at the first or at second port-
able communication device. The flushing of the failed
data package allows the portable communication device
in question to add a more up-to-date or current audio
frame to the new data package transmitted after the
flushed data package. This flushing procedure in respect
of lost data packages with audio data avoids that audio
transmission through the wireless bi-directional commu-
nication channel is blocked or hung by a large number,
in principle an infinite number, of retransmission attempts
of a particular audio data package.
[0014] The present methodology may accordingly
comprise further steps of:

- if the transmission and N retransmissions of the first
data package failed:

- flush or discard the first data package and generate
a fourth data package of the first packet category,

- transmitting the fourth data package from the first to
the second portable communication device through
the wireless communication channel; and/or

- if the transmission and M retransmissions of a sec-
ond data package of the first packet category failed:

- flush the second data package and generate a fourth
data package of the first packet category,

- transmitting the fourth data package from the second
to the first portable communication device through
the wireless communication channel.

[0015] The skilled person will understand that the sec-
ond portable communication device involved in the
present methodologies of exchanging data packages be-
tween the first and second portable communication de-
vices may operate in a corresponding manner to the first
portable communication device with respect to receipt,
processing, transmission and retransmission of data
packages of the first packet category and data packages
of the second packet category. Hence, one embodiment
of the present methodology comprises further steps of:

- monitoring, at the second portable communication
device, the bi-directional wireless communication
channel for the first data package transmitted by the
first portable communication device,

- receiving the first data package at the second port-
able communication device, and

- generating, by the second portable communication
device, the second data package with the acknowl-
edgment indicator setting reflecting successful or
failed receipt of the first data package,

- transmitting the second data package from the sec-
ond to the first portable communication device
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through the bi-directional wireless communication
channel,

- monitoring, at the second portable communication
device, the bi-directional wireless communication
channel for the third data package or the retransmit-
ted first data package from the first portable commu-
nication device subsequently to receipt of the second
data package,

- receiving the first data package or the third data
package at the second portable communication de-
vice, and

if the acknowledgement indicator of the first or the third
data package is set:

- discard further transmission of the second data pack-
age; or

if the acknowledgement indicator of the first or the third
data package is unset or the first or the third data package
both absent:

- retransmitting the second data package from the
second to the first portable communication device
for at the most M times if the second data package
belongs to the first packet category; M being a pos-
itive integer number between 1 and 4.

[0016] One embodiment of the methodology of ex-
changing data packages may comprise further steps of:

- establishing a plurality of successive connection
events through the wireless communication channel,

- transmitting at least the first data package, the sec-
ond data package and the third data package during
a at least one connection event, or a subset of con-
nection events, of the plurality of successive connec-
tion events. The skilled person will understand that
a first data package, a second data package and a
third data package may be transmitted during each
of the successive connection events or at least dur-
ing a majority of the successive connection events.
If the transmission and N retransmissions of the first
data package fail in a current connection event as
discussed above, the fourth data package discussed
above may be the first data package of a subsequent
connection event. Likewise, if the second data pack-
age belongs to the first packet category and the first
transmission and M retransmissions of the second
data package fail in a current connection event as
discussed above, the fourth data package discussed
above may be the second data package of the sub-
sequent connection event. The first and second port-
able communication devices are physically connect-
ed during each of the plurality of successive connec-
tion events and may be physically disconnected dur-
ing intervening idle time periods. Hence, the plurality
of consecutive connection events may be separated

by intervening disconnect or idle time periods without
data package exchange between the first and sec-
ond portable communication devices. Hence, each
pair of successive connection events may be sepa-
rated by a disconnect period or idle time period. The
time separation, or transmission interval, between a
pair of adjacent connection events may lie between
2 ms and 20 ms such as between 5 ms and 10 ms.
The time separation, or transmission interval, may
be fixed as long as the first and second portable com-
munication devices are logically connected despite
the physical disconnection during the idle time peri-
ods. The durations of the successive connection
events will generally vary depending on the required
number of retransmissions of the first and/or second
data packages in any particular connection event,
the channel data rate and a size or length of the data
packages. The duration of each of the successive
connection events may for example lie between 0.5
ms and 5 ms such as between 0.9 ms and 2.5 ms
as discussed in further detail below with reference
to the appended drawings.

[0017] The method of exchanging data packages may
comprise further steps of:

- powering down respective transceiver circuits of the
first and second portable communication devices
during the disconnect time periods. This powering
down or idling of the respective transceiver circuits
may lead to considerable power consumption sav-
ings in each of the first and second portable commu-
nication devices as discussed in further detail below
with reference to the appended drawings.

[0018] If the methodology comprises the plurality of
successive connection events discussed above, the
methodology may further comprise retransmitting the
first data package for at the most N times during the at
least one connection event if the first data package be-
longs to the first packet category; and/or

- retransmitting the second data package for at the
most M times during the at least one connection
event if the second data package belongs to the first
packet category. Hence, if the first transmission and
the N retransmissions of the first data package failed
in a particular or current connection event, the first
data package is flushed and a new data package
holding audio data, i.e. belonging to the first packet
category, is generated and transmitted by the first
portable communication device in a subsequent con-
nection event. This subsequent connection event
may be a connection event following immediately
after the current connection event with the multiple
failed transmission attempts. The second portable
communication device may apply the same proce-
dure in respect of the first transmission and the M
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retransmissions of the second data package in a par-
ticular connection event. Hence, during some con-
nection events where the first transmission and the
N retransmissions of the first data package all failed,
the third data package may not be transmitted be-
cause the first portable communication device utiliz-
es all available package transmission attempts for
retransmission of the first data package as discussed
in further detail below with reference to FIG. 5 and
FIG. 7 of the appended drawings. However, the prob-
ability of each of the latter failed transmission out-
comes is generally small and may be brought down
to a small value such as below 1.0 %, or below 0.1
%, by an appropriate setting of the value of N, or M.
Thus, during multiple connection events, a third data
package will be transmitted because either the first
transmission of the first data package was success-
ful or one of the at the most N retransmissions of the
first data package was successful.

[0019] The present method may comprise terminating
a current connection event in response to a successful
transmission of the first, second and third data packages
in the current connection event. Hence, this termination
process allows the first portable communication device
to transmit a single audio frame to the second portable
communication device with the first data package and
vice versa in respect of the second data package in the
current connection event and receive express or positive
receipt acknowledgement in respect of each of the first
and second data packages. The first and second portable
communication devices may enter their previously dis-
cussed power down modes in connection with the termi-
nation of the current connection event to save power.
[0020] On the other hand, if the first data package be-
longs to the second category, i.e. lacks audio data, and
the second data package from the second portable com-
munication device is absent or the acknowledgement in-
dicator of the second data package unset, the method
may comprise steps of:

- flushing, deleting or abandoning the first data pack-
age where the first data package belongs to the sec-
ond packet category,

- adding a section of data, for example the control da-
ta, of the first data package to a subsequent data
package of the first or the second packet category
for transmission during a subsequent connection
event to the current connection event. The data of
the first data package may comprise or be limited to
the payload data of the first data package. Hence,
the first communication device, or a controller such
as a communication controller of the first communi-
cation device, may be configured strip the payload
data, such as the control data, from the first data
package and add these to the subsequent data pack-
age. In this manner, the payload data may reach the
second portable communication device albeit with a

delay.

[0021] According to one embodiment of the present
method of exchanging data packages, a data package
of the first packet category has a greater length or size
than a data package of the second packet category. The
size or length of data packages belonging to the first
packet category may for example be at least two times
the size or length of data packages belonging to the sec-
ond packet category. This feature has several advantag-
es for the reasons discussed in further detail below with
reference to the appended drawings. The size or length
of a data package belonging to the first packet category
may lie between 20 bytes and 100 bytes.
[0022] In one embodiment of the invention, a data
package of the first packet category comprises at least
a header section, a payload section holding the audio
data, and a data check section holding a package error-
detection or error-correction code; and a data package
of the second packet category comprises at least:

- a header section and a data check section holding
a package error-detection or error-correction code.
The package error-detection or error-correction
code may for example comprise a cyclic redundancy
check (CRC) code. The header section of a data
package may comprise a bit field or section holding
or storing the acknowledgement indicator. Hence,
the acknowledgement indicator may be represented
by a single bit of the header section.

[0023] The header section of each of the first, second
and third data packages may comprise a predetermined
code or value (L) indicating the category of the data pack-
age. This feature will allow a receipt circuitry of the port-
able communication device such as the communication
controller to rapidly and efficiently, i.e. using a low amount
of power/energy, to determine which packet category a
received data package belongs to by reading the prede-
termined code or value. Hence, the communication con-
troller may take appropriate action based on the read
predetermined code as discussed in further detail below
with reference to the appended drawings.
[0024] Hence, one embodiment of the present method
of exchanging data packages may comprise steps of:

- evaluating the predetermined code or value (L) of at
least the first or the second data package,

- retransmitting or discarding the first or the second
data package in accordance with the predetermined
code or value (L).

[0025] Some embodiments of the present method of
exchanging data packages may comprise a step of
checking the error-detection or error-correction code of
the first or the second data package before proceeding
to evaluating the predetermined code or value (L) as dis-
cussed above in connection with the evaluation of the
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acknowledgement indicator. If the error-detection or er-
ror-correction code indicates that the data of the first or
the second data package is invalid, the data package in
question may be flushed or discarded without evaluating
its predetermined code or value (L).
[0026] Furthermore, the predetermined code or value
may according to one embodiment of the invention point
to, or indicate, an address or position of a data package
of either packet category holding a particular type of pay-
load data such as audio data and/or control data. The
predetermined code may point to a start address of e.g.
the control data, audio data or other data content of the
data package. The presence of this pointer property of
the predetermined code leads to a compact format of the
data packages, i.e. small size. The compact format is
achieved because the data package structure may dis-
pense with ordinary overhead codes, fields or bits in front
of each of the individual data sections to identify a be-
ginning of each of these data sections. The pointer prop-
erty of the predetermined code therefore allows a com-
munication controller of the portable communication de-
vice to jump directly to respective start addresses of the
various data portions of the received data packages and
read the data content thereof. This direct access to the
relevant start addresses saves the communication con-
troller from parsing or decoding all data bytes of the re-
ceived data package to detect locations of the desired
data portions or fields of the data package as discussed
in further detail below with reference to the appended
drawings. Various structures of data packages of the first
category and structures of data packages of the second
category are discussed in further detail below with refer-
ence to the appended drawings.
[0027] According to yet another embodiment of the
present method of exchanging data packages, the wire-
less communication channel comprises a plurality of
spaced apart frequency bands, such as between 60 and
120 frequency bands or between 70 and 100 frequency
bands, spanning across a predetermined radio frequen-
cy range. A bandwidth of each of the frequency bands
may lie between 0.5 MHz and 3.0 MHz. The plurality of
spaced apart frequency bands may be located in the in-
dustrial scientific medical (ISM) radio frequency range or
frequency band such as the 2.40-2.50 GHz band or the
902-928 MHz band. The plurality of spaced apart fre-
quency bands may alternatively be located in another
suitable frequency band. In some embodiments of the
invention, the bi-directional wireless communication
channel may be based on near-field magnetic coupling
between inductive coils of the first and second portable
communication devices. In the latter embodiment, the
plurality of spaced apart frequency bands may be ar-
ranged in a radio frequency range below 2 GHz, for ex-
ample below 1 GHz, or below 500 MHz.
[0028] The first, second and any subsequent data
packages may be transmitted on different frequency
bands of the plurality of spaced apart frequency bands,
where the different frequency bands are selected in ac-

cordance with a predetermined frequency hopping key
or algorithm as discussed in further detail below with ref-
erence to the appended drawings.
[0029] Alternatively, rather than selecting frequency
bands following the predetermined frequency hopping
key, a favoured or golden frequency band with particu-
larly favourable data transmission qualities, e.g. low
packet error ratio, may be selected for the first attempt
to transmit the first data package and/or for the first at-
tempt to transmit the second package. According to the
latter embodiment, this first attempt to transmit the first
data package and/or first attempt to transmit the second
package may be the first attempt to transmit a first data
package of each connection event and/or a first attempt
to transmit a second data package of each connection
event of the previously discussed successive connection
events.
[0030] The skilled person will understand that different
criteria may be applied for characterizing the data trans-
mission qualities of the plurality of spaced apart frequen-
cy bands and selecting the favoured or golden frequency
band. One embodiment of the present methodology may
rely on packet error ratios for quality characterization and
comprise further steps of:

- detecting at the first or the second wireless commu-
nication device, respective transmission quality es-
timators, such as respective packet error ratios
(PERs), of the plurality of spaced apart frequency
bands,

- determining a favoured frequency band based on a
plurality of detected transmission quality estimators,

- transmitting at least the first and second data pack-
ages a first time on the favoured frequency band.

[0031] The methodology may comprise adding a band
identifier indicating the favoured frequency band to a pre-
determined header field of the header section of each of
the first and second data packages. This embodiment
allows the first and second portable communication de-
vices to track changes in the identity of the favoured or
golden frequency band as RF noise conditions changes
over time as discussed in further detail below with refer-
ence to the appended drawings.
[0032] If the first transmission attempt of the first data
package fails, this may indicate less favourable trans-
mission qualities through the golden frequency band than
expected and hence one embodiment of the present
methodology may comprise steps of:

- selecting, in accordance with a predetermined fre-
quency hopping key, a different frequency band of
the plurality of spaced apart frequency bands than
the favoured frequency band,

- retransmitting the first data package on the different
frequency band; and optionally:

- transmitting subsequent data packages on different
frequency bands selected in accordance with the
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predetermined frequency hopping key.

[0033] A second aspect of the present invention relates
to a wireless binaural hearing aid system configured to
exchange data packages over a bi-directional wireless
communication channel. The hearing aid system com-
prising:
a first hearing instrument comprising a first radio trans-
ceiver and a second hearing instrument comprising a
second radio transceiver where said first hearing instru-
ment comprising a first communication controller coupled
to the first radio frequency transceiver and said second
hearing instrument comprises a second communication
controller coupled to the second radio transceiver. The
first communication controller being configured to:

- generating a first data package belonging to a first
packet category comprising audio data or to a sec-
ond packet category without audio data, and adding
an acknowledgement indicator with a default setting
to the first data package,

- transmitting the first data package to the second port-
able communication device through the wireless
communication channel,

- monitoring the wireless communication channel for
a second data package transmitted by the second
portable communication device subsequent to re-
ceipt of the first data package,

- if the first portable communication device receives
the second data package and if an acknowledge-
ment indicator of the second data package is set:

- generating a third data package comprising an ac-
knowledgment indicator setting reflecting successful
or failed receipt of the second data package, and
transmitting the third data package to the second
portable communication device through the wireless
communication channel; and if the acknowledge-
ment indicator of the second data package is unset
or if the first portable communication device fails to
receive the second data package,

- setting the acknowledgment indicator of the first data
package to reflect a failed receipt of the second data
package and retransmitting the first data package to
the second portable communication device,

wherein the retransmission of the first data package is
carried out for at the most N times if the first data package
belongs to the first packet category; N being a positive
integer between 1 and 4.
[0034] The skilled person will understand that the sec-
ond communication controller of the second hearing in-
strument may operate in a corresponding manner to the
corresponding circuit of the first hearing instrument. The
exchange of data packages afforded by the present wire-
less binaural hearing aid system enables digital ex-
change of numerous types of useful data, such as real-
time digital audio signals or digital audio streams, signal
processing parameters, control data, such as volume

control settings, identification of signal processing pro-
grams, etc.
[0035] Each of the first and second hearing instru-
ments or hearing aids may comprise:
an input transducer, such as one or several microphones,
configured to output an audio signal based on a signal
applied to the input transducer and representing sound,
a hearing loss processor configured to compensate a
hearing loss of a user of the hearing aid and output a
hearing loss compensated audio signal. The hearing loss
compensated audio signal may be adapted to restore
loudness such that loudness of the applied signal as it
would have been perceived by a normal listener substan-
tially matches the loudness of the hearing loss compen-
sated signal as perceived by the user. Each of the first
and second hearing instruments or hearing aids may ad-
ditionally comprise an output transducer, such as a re-
ceiver or loudspeaker, an implanted transducer, etc.,
configured to output an auditory output signal based on
the hearing loss compensated audio signal that can be
received by the human auditory system, whereby the us-
er hears the sound. The input transducer may also com-
prise a telecoil that converts a time-varying magnetic field
at the telecoil into a corresponding varying analogue au-
dio signal in which the instantaneous voltage of the audio
signal varies continuously with the varying magnetic field
strength at the telecoil. Telecoils may be used to increase
the signal to noise ratio of speech from a speaker ad-
dressing a number of people in a public place, e.g. in a
church, an auditorium, a theatre, a cinema, etc., or
through a public address systems, such as in a railway
station, an airport, a shopping mall, etc. Speech from the
speaker is converted to a magnetic field with an induction
loop system (also called "hearing loop"), and the telecoil
is used to magnetically pick up the magnetically trans-
mitted speech signal. The input transducer may further
comprise at least two spaced apart microphones, and a
beamformer configured for combining microphone out-
put signals of the at least two spaced apart microphones
into a directional microphone signal. The input transducer
may comprise one or more microphones and a telecoil
and a switch, e.g. for selection of an omnidirectional mi-
crophone signal, or a directional microphone signal, or a
telecoil signal, either alone or in any combination, as the
audio signal. Typically, the analogue audio signal is made
suitable for digital signal processing by conversion into
a corresponding digital audio signal in an analogue-to-
digital converter whereby the amplitude of the analogue
audio signal is represented by a binary number. In this
way, a discrete-time and discrete-amplitude digital audio
signal in the form of a sequence of digital values repre-
sents the continuous-time and continuous-amplitude an-
alogue audio signal. Throughout the present disclosure,
the "audio signal" may be used to identify any analogue
or digital signal forming part of the signal path from the
output of the input transducer to an input of the hearing
loss processor. Throughout the present disclosure, the
"hearing loss compensated audio signal" may be used
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to identify any analogue or digital signal forming part of
the signal path from the output of the hearing loss proc-
essor to an input of the output transducer possibly via a
digital-to-analogue converter.
[0036] Each of the first and second radio transceivers
may comprise both a wireless transmitter and a wireless
receiver. The transmitter and receiver may share com-
mon circuitry and/or a single housing. Alternatively, the
transmitter and receiver may share no circuitry, and the
wireless communication unit may comprise separate de-
vices with the transmitter and the receiver, respectively.
Signal processing in each of the first and second portable
communication device may be performed by dedicated
hardware or may be performed in one or more signal
processors, or performed in a combination of dedicated
hardware and one or more signal processors. Likewise,
the operations performed by each of the first and second
communication controllers may be performed by dedi-
cated hardware or may be performed in one or more proc-
essors, or performed in a combination of dedicated hard-
ware and one or more processors. As used herein, the
terms "processor", "signal processor", "controller", "sys-
tem", etc., are intended to refer to microprocessor or
CPU-related entities, either hardware, a combination of
hardware and software, software, or software in execu-
tion. For example, a "processor", "signal processor",
"controller", "system", etc., may be, but is not limited to
being, a process running on a processor, a processor,
an object, an executable file, a thread of execution, and/or
a program. By way of illustration, the terms "processor",
"signal processor", "controller", "system", etc., designate
both an application running on a processor and a hard-
ware processor. One or more "processors", "signal proc-
essors", "controllers", "systems" and the like, or any com-
bination hereof, may reside within a process and/or
thread of execution, and one or more "processors", "sig-
nal processors", "controllers", "systems", etc., or any
combination hereof, may be localized on one hardware
processor, possibly in combination with other hardware
circuitry, and/or distributed between two or more hard-
ware processors, possibly in combination with other
hardware circuitry. Also, a processor (or similar terms)
may be any component or any combination of compo-
nents that is capable of performing signal processing.
For examples, the signal processor may be an ASIC proc-
essor, a FPGA processor, a general purpose processor,
a microprocessor, a circuit component, or an integrated
circuit.

BRIEF DESCRIPTION OF THE DRAWINGS

[0037] In the following, preferred embodiments of the
present invention are described in more detail with ref-
erence to the appended drawings, wherein:

FIG. 1 schematically illustrates a wireless binaural
hearing aid system in accordance with a first embod-
iment of the invention, where the system comprises

a first hearing instrument and a second hearing in-
strument connected via a bi-directional wireless
communication channel,
FIG. 1A) schematically illustrates a wireless hearing
aid system in accordance with a second embodiment
of the invention, where the system comprises a first
hearing instrument and a portable communication
device connected via a bi-directional wireless com-
munication channel,
FIG. 2 schematically illustrates exemplary data
package layouts for data packages transmitted be-
tween portable devices of the wireless hearing aid
system or the wireless binaural hearing aid system,
FIG. 3 shows a schematic time-frequency diagram
of a first exemplary transmission of data packages
between the first and second hearing instruments in
accordance with embodiments of the invention,
FIG. 4 shows a schematic time-frequency diagram
of a second exemplary transmission of data pack-
ages between the first and second hearing instru-
ments in accordance with embodiments of the inven-
tion,
FIG. 5 shows a schematic time-frequency diagram
of a third exemplary transmission of data packages
of different categories between the first and second
hearing instruments in accordance with embodi-
ments of the invention,
FIG. 6 shows a schematic time-frequency diagram
of a fourth exemplary transmission of data packages
of different categories between the first and second
hearing instruments in accordance with embodi-
ments of the invention; and
FIG. 7 shows a schematic time-frequency diagram
of a fifth exemplary transmission of data packages
of different between the first and second hearing in-
struments in accordance with embodiments of the
invention.

DETAILED DESCRIPTION OF EMBODIMENTS

[0038] In the following various exemplary embodi-
ments of the present methodology of exchanging data
packages between a first portable communication device
and a second portable communication device over a bi-
directional wireless communication channel are de-
scribed with reference to the appended drawings. At least
one of the first and second portable communication de-
vices comprises a hearing instrument as discussed in
additional detail below. The skilled person will under-
stand that the accompanying drawings are schematic
and simplified for clarity and therefore merely show de-
tails which are essential to the understanding of the in-
vention, while other details have been left out. Like ref-
erence numerals refer to like elements throughout. Like
elements will, thus, not necessarily be described in detail
with respect to each figure.
[0039] FIG. 1 schematically illustrates a wireless bin-
aural hearing aid system comprising a left ear hearing
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aid or instrument 10L and a right ear hearing aid or in-
strument 10R, each of which comprises a wireless com-
munication unit for connection to the other hearing in-
strument or alternatively another audio-enabled portable
communication device such as a smartphone or mobile
phone, an audio-enabled tablet, a cordless phone, a TV-
set, a portable microphone array etc. In the present em-
bodiment, the left ear and right ear hearing aids 10L, 10R
are connected to each other via a bi-directional wireless
communication channel or link 12. A unique ID may be
associated with each of the left ear and right ear hearing
aids 10L, 10R. The illustrated binaural hearing aid system
may be configured to operate in the 2.4 GHz industrial
scientific medical (ISM) band and may comprise between
60 and 120 spaced apart frequency bands or channels.
Each of the spaced apart frequency bands or channels
may possess a bandwidth between 0.5 - 2.0 MHz such
as about 1.0 MHz.
[0040] The left hearing aid 10L and the right hearing
aid 10R may be substantially identical in some embodi-
ments expect for the above-described unique ID such
that the following description of the features of the left
hearing aid 10L also applies to the right hearing aid 10R.
The left hearing aid 10L may comprise a ZnO2 battery
(not shown) that is connected for supplying power to the
hearing aid circuit 14. The left hearing aid 10L comprises
an input transducer in the form of a microphone 16. The
microphone 16 outputs an analogue or digital audio sig-
nal based on an acoustic sound signal arriving at the
microphone 16 when the left hearing aid 10L is operating.
If the microphone 16 outputs an analogue audio signal
the hearing aid circuit 14 may comprise an analogue-to-
digital converter (not shown) which converts the ana-
logue audio signal into a corresponding digital audio sig-
nal for digital signal processing in the hearing aid circuit
14. In particular in a hearing loss processor 24L that is
configured to compensate a hearing loss of a user of the
left hearing aid 10. Preferably, the hearing loss processor
24L comprises a dynamic range compressor well-known
in the art for compensation of frequency dependent loss
of dynamic range of the user often termed recruitment in
the art. Accordingly, the hearing loss processor 24L out-
puts a hearing loss compensated audio signal to a loud-
speaker or receiver 32L. The loudspeaker or receiver 32
converts the hearing loss compensated audio signal into
a corresponding acoustic signal for transmission towards
an eardrum of the user. Consequently, the user hears
the sound arriving at the microphone; however, compen-
sated for the user’s individual hearing loss. The hearing
aid may be configured to restore loudness, such that
loudness of the hearing loss compensated signal as per-
ceived by the user wearing the hearing aid 10 substan-
tially matches the loudness of the acoustic sound signal
arriving at the microphone 16 as it would have been per-
ceived by a listener with normal hearing.
[0041] The hearing aid circuit 14 further includes a
wireless communication unit which comprises a radio
portion or transceiver 34L that is configured to commu-

nicate wirelessly with the right or second hearing aid 10R.
The wireless communication unit comprises a first com-
munication controller 26L performing various communi-
cation protocol related tasks and possibly other tasks.
The hearing loss processor 24L may comprise a software
programmable microprocessor such as a Digital Signal
Processor. The operation of the left hearing aid 10L may
be controlled by a suitable operating system executed
on the software programmable microprocessor. The op-
erating system may be configured to manage hearing aid
hardware and software resources, e.g. including the
hearing loss processor 24L and possibly other proces-
sors and associated signal processing algorithms, the
wireless communication unit, certain memory resources
etc. The operating system may schedule tasks for effi-
cient use of the hearing aid resources and may further
include accounting software for cost allocation, including
power consumption, processor time, memory locations,
wireless transmissions, and other resources. The oper-
ating system controls in cooperation with the first com-
munication controller 26L the radio transceiver 34L to
perform the bi-directional wireless communication with
the right or second hearing aid 10R in accordance with
the present methodology or protocol for exchange of data
packages. The right or left hearing aid may operate as a
master device and the other hearing aid as a slave in
connection with bi-directional data communication be-
tween the hearing aids.
[0042] The data packages generated and transmitted
by the each of the left hearing aid 10L and right hearing
aid 10R may comprise audio data such that each hearing
aid may receive and deliver a binaurally processed hear-
ing loss compensated audio signal to the user or patient
via the respective loudspeakers or receivers 32L, 32R.
Alternatively, only data packages generated and trans-
mitted by single one of the left and right hearing aids 10L,
10R comprises the audio data, such as real time audio
data or audio samples, while the other hearing aid solely
transmits data packages with various kind of control in-
formation or data for example to synchronize operation
between the left and right hearing aids 10L, 10R. Hence,
according to this latter embodiment only one of the left
and right hearing aids performs binaural processing of
the hearing loss compensated audio signal. This
processing scheme is often utilized in so-called CROSS
hearing aid systems.
[0043] FIG. 2 schematically illustrates four exemplary
data packages 200a, 200b, 200c, 200d of different types
transmitted between the left and right hearing aids 10L,
10R of the wireless binaural hearing aid system 50. The
features and layout of each of these types of data pack-
ages 200a, 200b, 200c, 200d are discussed in detail be-
low.
[0044] FIG. 3 is a schematic time-frequency diagram
or plot of a first exemplary transmission of data packages
P1, P2, P3, P4, P5 of different categories between the
left and right hearing aids 10L, 10R in accordance with
various embodiments of the invention. The illustrated first
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exemplary transmission of data packages will typically
correspond to environmental conditions with low levels
of interfering electromagnetic noise in the utilized fre-
quency band or bands such that transmission of each
data package may be successful at the first transmission
attempt or first transmission. In the latter situation there
is no need for retransmission of the data packages. How-
ever, the present data package transmission methodol-
ogy and protocol for exchange of data packages are de-
signed to cope with a significant error rate in the trans-
mitted data packages. This feature is particularly helpful
for data package transmission in wireless binaural hear-
ing instrument systems where the shadowing effect of
the user’s head often leads to a relatively high packet
error rate (PER). The data package transmission meth-
odology may enable retransmission of lost data packag-
es of a first packet category with audio data. The number
of retransmission of a data package of the first packet
category may be limited to a certain maximum number
of times such as between 1 and 4 times e.g., 1 time, 2
times, 3 times, or 4 times. The loss of data packages may
occur for numerous reasons such as air collisions with
other radio frequency traffic in the utilized frequency
band. There are several noticeable advantages of apply-
ing this type of limitation to the number of retransmissions
of a particular data package of the first packet category
such as limiting consumed transmission energy per
transmitted audio frame and provide an upper bound on
package transmission latency. The package transmis-
sion latency is an important feature of the transmission
methodology or protocol if the respective audio data or
frames of the data packages represent real time audio
signals of the left and/or right hearing aids 10L, 10R. The
loss of audio frames from time to time when a particular
data package has been unsuccessfully retransmitted the
maximum number of times, e.g. 4 times, may be mitigated
by adding a suitable audio codec to the hearing aid circuit
14L, 14R. The audio codec may be able to handle a cer-
tain amount of audio frame loss of an incoming real time
audio data stream from the first or second communication
controller 26L, 26R. The audio codec may for example
be configured to execute a Packet Loss Concealment
algorithm to perceptually mask the lost audio frames of
incoming real time audio data stream.
[0045] A connection between the left and right hearing
aids 10L, 10R needs to be established prior to exchang-
ing the data packages. This connection may be perma-
nent or intermittent during the operation of the left and
right hearing aids 10L, 10R. To initialize or establish the
connection, the left hearing aid 10L may be configured
as Master (M) device and the right hearing aid 10R as a
Slave (S) device in accordance with the Bluetooth LE
protocol. Consequently, in accordance with the Bluetooth
LE protocol the slave hearing aid 10R may start to trans-
mit advertising messages at constant time intervals on
the three frequency bands in a random sequence, and
listen for connect requests from the master hearing aid
10L. Once the slave hearing aid 10R receives a connect

request from the master hearing aid 10L, the slave hear-
ing aid 10R may be adapted to configure itself with a
number of connection parameters provided by the master
hearing aid 10L. The slave hearing aid 10R may there-
after start listening, i.e. monitoring the bi-directional wire-
less communication channel, for the data packages
transmitted by the master hearing aid 10R at a time in-
terval determined by the provided connection parame-
ters. Similarly, during the connection phase, the master
hearing aid 10L may listen for the advertising messages
randomly on the three designated frequency channels
for a short time period. If no connection has been estab-
lished for the given time period, it may be assumed that
there is no remote hearing instrument available and the
connection initialization process or protocol may be ter-
minated. The connection parameters may include one or
more of: transmission interval, payload size, channel da-
ta rate, hopping key or scheme, maximum number of
package retransmissions N, etc.
[0046] As shown on the schematic time-frequency di-
agram 300 of FIG. 3, the first exemplary transmission of
data packages P1, P2, P3, P4 and P5 uses an intermittent
data exchange scheme comprising a plurality of succes-
sive connection events of a predetermined duration for
the exchange of the data packages. Consecutive con-
nection events on the bi-directional wireless communi-
cation channel 12 are indicated by Ci1, Ci2, Ci3, etc.
along time axis t. The skilled person will understand that
the illustrated adjacent connection events such as Ci1
and Ci2 may be separated in time by disconnect time
periods/idle time periods 320. The time separation, or
transmission interval, between a pair of adjacent connec-
tion events such as Ci1 and Ci2 or Ci2 and Ci3 etc. may
lie between 2 ms and 20 ms such as between 5 ms and
10 ms. The duration of the connection events Ci1, Ci2,
Ci3 etc. will generally vary over time depending on the
required number of retransmissions of the first and/or
second data packages P1, P2, the channel data rate and
the size of the data packages. The channel data rate may
be placed between 0.5 Mbit/s and 2 Mbit/s. The duration
of each of the successive connection events may for ex-
ample lie between 0.5 ms and 5 ms such as between 0.9
ms and 2.5 ms. In the latter case, this may correspond
to a first category data package size of 30 bytes with a
maximum number of retransmissions set to N=3. Fur-
thermore, the transmission protocol utilized in the present
embodiment of the invention attempts to, in each con-
nection event, successfully transmit a single data pack-
age with audio data from left to the right hearing aid and
vice versa. Hence, once each of the left and right hearing
aids 10L, 10R has successfully transmitted its data pack-
age during a particular connection event, the hearing aid
in question may switch to an idle or low-power mode as-
sociated with the idle time periods 320. During the idle
mode, the radio transceiver 34L of the left hearing aid
10L and the radio transceiver 34R of the left hearing aid
may be powered down to reduce power consumption of
the respective hearing aids. The skilled person will un-
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derstand that the bi-directional wireless communication
channel 12 may be permanently connected in other em-
bodiments of the invention, i.e. without the idle time pe-
riods 320 between successive connection events.
[0047] The y-axis of schematic time-frequency dia-
gram 300 indicates the frequency band number, n, of the
previously discussed plurality of spaced apart frequency
bands or channels of the bi-directional wireless commu-
nication channel. As illustrated by the schematic time-
frequency diagram 300, the present embodiment of the
methodology of exchanging data packages comprises
steps of adding an acknowledgement indicator to each
of the transmitted data packages P1, P2, P3, P4 and P5.
The acknowledgement indicator is preferably added to a
particular field or bit of a header section (refer to 203 of
FIG. 2) of each of the transmitted data packages. A
set/asserted acknowledgement indicator is illustrated by
a hatched field 303 of the data package while an unset
acknowledgement indicator is illustrated by a blank field
303. A set acknowledgement indicator of a particular data
package such as P2 indicates that a previously transmit-
ted data package to P2 by the same hearing aid was
correctly received at the left or right hearing instrument
as the case may be. Consequently, the asserted ac-
knowledgement indicator of P2 indicates that the previ-
ous data package P1, transmitted by the left hearing aid
10L, was correctly received at the right hearing aid 10R.
Likewise, the asserted acknowledgement indicator of a
data package P3, transmitted by the right hearing aid
10R through the wireless communication channel sub-
sequently to its receipt of P2, indicates that P2 was cor-
rectly received at the left hearing aid 10L. The settings
of the acknowledgement indicators of the transmitted da-
ta packages such as P1, P2, P3 etc. may be carried out
by the respective communication controllers 26L, 26R
(please refer to FIG. 1) of the left and right hearing aids.
Each of the communication controller 26L, 26R may be
configured to access and manipulate the relevant field
or bit (refer to item 203 of FIG. 2) of the header section
of each of the data packages as required before trans-
mission of the data package in question.
[0048] During the first connection event Ci1 through
the wireless communication channel 12 between the left
and right hearing instruments, the communication con-
troller 26L is generating the first data package P1 by iden-
tifying, retrieving and adding the necessary data bits or
bytes to the appropriate fields or positions of the selected
type or category of data package. Several types of data
packages 200a, 200b, 200c, 200d with differing data con-
tent may exist as illustrated on FIG. 2. The first and sec-
ond types of data packages 200a, 200b comprise audio
data and therefore belong to the first packet category.
The third and fourth types of data packages 200c, 200d
lack audio data and therefore belong to the second pack-
et category. The first type of data package 200a has typ-
ically a larger size than the second type data package
200b due to the lack of control data in the later type of
data package. However, the size of the second type of

data package 200b of the first packet category may be
at least two times larger than the largest one of the third
and fourth types of data packages 200c, 200d belonging
to the first packet category.
[0049] In the present embodiment, the first data pack-
age P1 belongs to the previously discussed first packet
category for example the data package type 200a or data
package type 200b, schematically illustrated on FIG. 2,
which are distinct from the second data packet category
by their content of audio data. The audio data is held in
a payload section or portion 211 of the data package
types 200a or 200b. The payload section of the data pack-
age type 200b contains exclusively audio data while the
payload section of the data package type 200a in contrast
contains at least audio data and control data. In both
types of data packages 200a and 200b, the audio data
typically comprises an audio frame which may have a
size corresponding to between 2 ms and 5 ms of a real-
time audio data stream. The audio data portion 211 of
the payload section may comprise between 10 and 40
bytes of audio data. The speed of the underlying real-
time audio stream may lie between 16 kbit/s and 96 kbit/s
such as between 32 kbit/s and 48 kbit/s.
[0050] In connection with the generation of the first da-
ta package P1, the acknowledgement indicator 303 of
P1 is unset by the communication controller 26L by de-
fault before transmission to the right hearing instrument
via the radio transceiver 34L and the RF antenna 44L.
Since, P1 is the first data package in the connection event
there exist no previous data package for which to ac-
knowledge receipt. In the right or slave hearing aid 10R,
the communication controller 26R is configured to mon-
itoring the wireless communication channel 12 for receipt
of the first data package P1. The first data package P1
is expected at a particular time window as discussed in
further detail below. If and once P1 is received at the right
hearing aid 10R (S), the associated communication con-
troller 26R checks the data content of P1 based on a
priori knowledge of the layout of the first and second cat-
egories of data packages 200a, 200b, 200c, 200d of the
communication protocol. This check includes a check of
an error-detecting code, such as CRC, in an error code
section 213 of P1. The error-detecting code indicates
whether or not the data content of P1 is corrupted or
invalid. Assuming the CRC check shows that the data
held in P1 is uncorrupted, the communication controller
26R generally evaluates the setting of the acknowledge-
ment indicator 303 of P1 by reading the relevant bit field
of the header section of P1. The communication control-
ler 26R may, however, ignore the setting of the acknowl-
edgement indicator 303 of P1 one time at the first attempt
to transmit a new data package P2. This is because this
is the first attempt to transmit this data package P2 during
the first connection event Ci1 such that the success or
failure of a previous transmission of P2 is irrelevant. The
communication controller 26R is preferably configured
to evaluate and respond to the setting of the acknowl-
edgement indicator of each data package received from
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the left hearing aid after the first attempt transmission of
P1 - for example the acknowledgement indicator of P3
in the present example. These later data packages may
be retransmitted versions of P1 in other examples. If the
acknowledgement indicator of a such as later data pack-
age is set or asserted, the communication controller 26R
is informed that the previously transmitted data package
by the right hearing aid 10R was correctly received at the
left or master hearing aid 10L. Consequently, no re-trans-
mission of this previous data package is needed or car-
ried out by the right hearing instrument 10R no matter of
the actual packet category of this previous data package.
The new data package P2 may comprise a new audio
frame relative to the audio data of a previous data pack-
age transmitted by right hearing aid 10R during the con-
nection event previous to Ci1. The skilled person will ap-
preciate that these audio frames of the previous data
package and the audio frame of P2 may be adjacent seg-
ments of a real-time audio stream derived from a micro-
phone signal of the right hearing aid.
[0051] If the above-mentioned CRC check of the re-
ceived data package P1 indicates valid or uncorrupted
data, the communication controller 26R proceeds to set
the acknowledgement indicator 303 of P2 in connection
with the generation of the data content of P2. Thereafter,
the communication controller 26R proceeds to transmit
P2 to the left hearing aid 10L via the radio transceiver
34R and the RF antenna 44R. There is a time gap or
separation 313 between the transmission of P1 and the
transmission of P2 which is designated an "inter-frame
spacing" which is the time from a last transmitted bit of
P1 to a first received bit in P2 or for any pair of successive
data packages in a particular connection event. This in-
ter-frame spacing may line between 25 ms and 300 ms
such as between 40 ms and 200 ms.
[0052] On the other hand in case the communication
controller 26R finds that P1 is absent at the expected
time window or the CRC check of P1 failed, the commu-
nication controller 26R concludes that the first attempt
transmission of P1 was a failure and proceeds to unset
the acknowledgement indicator 303 of P2 in connection
with the generation of the data content of P2. Thereafter,
the communication controller 26L proceeds to transmit
P2 to the left hearing aid 10L as outlined above.
[0053] The communication controller 26L of the left
hearing aid 10L is now monitoring the wireless commu-
nication channel 12 for receipt of the second data pack-
age P2 in a corresponding manner to the one discussed
above in respect of the communication controller 26R of
the right hearing aid 10R. Once P2 is received at the left
hearing aid 10L via its radio transceiver 34L and the RF
antenna 44L, the associated communication controller
26L checks the data of P2 in a similar manner as dis-
cussed above in respect of P1. If the CRC check shows
uncorrupted data package content of P2, the communi-
cation controller 26L evaluates the setting of the acknowl-
edgement indicator 303 as discussed above in respect
of P1. If the acknowledgement indicator 303 of P2 is set

or asserted, as indicated by the hatched bit field 303 of
P2, the communication controller 26L concludes the pre-
viously transmitted data package, P1, by the left hearing
aid 10L was correctly received at the right hearing aid
10R. Consequently, the communication controller 26L
finds or concludes that retransmission of P1 is unneces-
sary independent of the actual packet category of P1.
Hence, the communication controller 26L generates in
response to the latter finding (i.e. P1 was correctly re-
ceived), a new data package P3. The new data package
P3 is preferably transmitted on another frequency band
than P1 and P2 for example a particular predetermined
frequency band such as frequency band No. 1 as illus-
trated on the plot 300. This feature is discussed in further
detail below. Furthermore, since each of the communi-
cation controllers 26L, 26R of the left and right hearing
aids now has transmitted the intended single data pack-
age comprising associated audio data, the data package
P3 does not include audio data. The purpose of trans-
mitting P3 is to inform the communication controller
26R/microprocessor of the right hearing aid 10R that its
earlier transmitted data package P2 was actually suc-
cessfully received at the left hearing aid 10L. On the other
hand, if the first attempt to transmit P2 was unsuccessful
or failure because P2 was either not received at the left
hearing aid 10L or had corrupted data as indicated by a
failed CRC check, the communication controller 26L re-
sponds by un-setting the acknowledgement indicator of
P3. After receipt and evaluation of this P3 package, the
communication controller 26R responds by retransmit-
ting P2 for a limited number of times and discussed in
further detail below with reference to FIG. 4. In the
present embodiment of the invention, the new data pack-
age P3 belongs in either case to another packet category,
e.g. second category without audio data, than the first
and second data packages P1 and P2. The latter data
packages both belong to the first packet category with
audio data as illustrated by the exemplary data package
layouts 200a and 200b depicted on FIG. 2. Each of the
first and second data packages P1 and P2 may have a
greater length or size than P3. The layout of P3 may be
similar to either the exemplary data package 200c or the
exemplary data package 200d of FIG. 2 since both of
these data packages 200c, 200d belong to the second
packet category lacking audio data. Hence, the size of
P3 may be markedly smaller than the size of P1 and P2
such that the generation and transmission of P3 consume
significantly less power than the generation and trans-
mission of the first data package P1 or P2. The size or
length of each of data packages P1 and P2 may lie be-
tween 20 bytes and 50 bytes while the size of P3 may
less than half of that size. The content of P3 may be
limited to the header section only as illustrated by the
exemplary data package layout 200c of FIG. 2. This
header section includes the appropriate bit field for the
acknowledgement indicator 203 of P3 allowing P3 to
function as a power efficient acknowledgement indicator
confirming to the left hearing aid correct receipt at the
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right hearing aid of the previous data package P2. Hence,
the size of a data package of the first category may be
at least two times the size of a data package of the second
category in some embodiments of the present method-
ology. The present embodiment of the data package
transmission methodology involves the generation and
transmission of data packages of different sizes within
at least some of the successive connection events Ci1,
Ci2, Ci3 etc. These differently sized data packages may
belong to at least two distinct categories of which a first
category includes data packages which comprises audio
frames or audio data while a second category includes
data packages which lack audio frames or audio data.
The skilled person will understand that other embodi-
ments of the invention may use data packages of con-
stant size such that P3 has the same size as P1 and P2.
Once the communication controller 26L/microprocessor
of the left hearing aid 10L has successfully received P3
and found the acknowledgement indicator set, the com-
munication controller 26L/microprocessor can conclude
that the earlier transmitted data package P2 was suc-
cessfully received at the right hearing aid 10RL. Hence,
the communication controllers 26L, 26R of the left and
right hearing aids, respectively, can conclude that all
pending data packages with audio frames, i.e. P1 and
P2, have been successfully transmitted to the other hear-
ing aid in the current connection event Ci1. Hence, the
communication controllers 26L, 26R preferably switches
the respective the radio transceivers 34L, 34R, and pos-
sibly other circuitry involved in the bi-directional wireless
interface handling, to an idle or low-power mode to save
power. The communication controllers 26L, 26R may
maintain these idle modes until the next connection event
Ci2 is scheduled in accordance with the currently select-
ed time separation between pairs of successive connec-
tion events. During these intermittent idle or power down
periods 320, the bi-directional communication channel
12 may reside in a physically disconnected state, but
logically connected state. At the subsequent connection
event Ci2, the communication controllers 26L, 26R
switch the respective radio transceivers 34L, 34R back
to their operational states and the left and right hearing
aids initialize the previously described connecting proce-
dure to be ready for the generation and exchange of the
subsequent data packages P4, P5 and P6 in a similar
manner as described above in respect of P1, P2 and P3.
Consequently, data packages P4, P5 and P6 may be
viewed as a first data package, a second data package
and a third data package, respectively, of the subsequent
connection event Ci2 and so forth for each of the suc-
cessive connection events Ci3, CiN etc.
[0054] The bi-directional wireless communication
channel preferably comprises the previously discussed
plurality of spaced apart frequency bands or channels,
n, as discussed above. Different embodiments of the
present methodology of exchanging data packages uti-
lize different ways of distributing the transmitted data
packages over the plurality of spaced apart frequency

bands, i.e. different frequency hopping schemes. In some
embodiments the first, second, third and any further data
packages of each connection event are transmitted on
different frequency bands of the plurality of spaced apart
frequency bands. The different frequency bands may for
example be selected in accordance with a predetermined
frequency hopping key or algorithm. A relatively simple
frequency hopping scheme or key may be utilized where
a random hopping key is generated by the master device
of the left and right hearing aids, i.e. 10L. The master/left
hearing aid transmits the random hopping key to the right
hearing aid 10R which is configured as slave device in
the present embodiment. The random hopping key may
be transmitted to the slave/right hearing aid 10R as part
of the previously discussed transmission of connection
parameters during initialization of a connection event.
Each of the left and right hearing aids may thereafter use
this random hopping key to select the appropriate fre-
quency band to transmit and receive a particular data
package on. The next frequency band of the plurality of
spaced apart frequency bands may be selected as the
previously used frequency band plus the hopping key. If
the computed frequency band exceeds the number of
available frequency bands, a modulus operation is pref-
erably applied to the hopping key to determine or com-
pute a frequency band within the available number of
frequency bands. A new frequency band may for exam-
ple be selected for each data package transmission to
avoid a data package is retransmitted on a congested
frequency band. FIG. 7 shows a schematic time-frequen-
cy diagram or plot of the transmission of data packages
P1, P2, P3, P4 and P5 of different categories where the
hopping key is set to 1 and the maximum number of re-
transmissions, N, is set to 2. Please note how the start
frequency band for the next data package is synchro-
nized to a known value at the first transmission of a data
package in a new connection event such as Ci2. In this
case, the start frequency band for the data package P3
of Ci2 is equal to the frequency band of the previous
package, i.e. last transmission of P2 in the previous con-
nection event Ci1, plus the hopping key, which is one in
the present example as illustrated by dotted line 714.
Hence, the frequency band for transmission of the data
package P3 is band No. 6 where the last transmission of
P2 was performed plus one which gives frequency band
No. 7.
[0055] The frequency hopping key or scheme may be
given by the following equation: 

where

fn represents the frequency band at time instant n;
h represents the hopping key and n, h >= 0 and pos-
itive integers;
% represents the modulus operator;

25 26 



EP 3 826 207 A1

15

5

10

15

20

25

30

35

40

45

50

55

p is the number of spaced apart frequency bands.

[0056] The modulus value, %, may be selected to a
prime number closest to the number of utilized frequency
bands for example between 60 and 120. If the number
of frequency bands is set to 78 the modulus value may
accordingly be set to the closest prime number to 78
which is 79. The use of a prime number is preferable
because it provides a good distribution of the transmitted
data packages across the number of available frequency
bands.
[0057] In an alternative embodiment of the frequency
hopping scheme involves the determination of a favoured
or "golden" frequency band amongst the plurality of
spaced apart frequency bands. This embodiment of the
frequency hopping scheme is for example utilized in the
exemplary data package transmission sequence illus-
trated on FIG. 3 where frequency band or channel No. 5
is chosen as the favoured or "golden" frequency band.
According to the latter embodiment, the methodology of
exchanging data packages comprises steps of detecting,
at the right hearing aid and/or left hearing aid, respective
transmission quality estimators such as respective pack-
et error ratios (PERs) of the plurality of spaced apart fre-
quency bands and determining the favoured frequency
band based on a plurality of detected transmission quality
estimators. At least the first and second data packages,
i.e. P1 and P2 for connection event Ci1, are transmitted
a first time on the favoured frequency band within a par-
ticular connection event. There are numerous benefits
of using the favoured or "golden" frequency band in the
first attempt to send the first and second data packages
if the frequency band with the lowest PER is selected as
the favoured frequency band. The low PER of the fa-
voured frequency band maximizes the likelihood of a suc-
cessful first attempt transmission of one of both of the
first and second data packages thereby reducing audio
frame latency. This favoured frequency band scheme al-
so minimizes the required power consumption for a suc-
cessful transmission of the first and second data pack-
ages because the number of retransmissions of data
packages is minimized in a statistical sense. Further-
more, the likelihood of a data package of the first category
needs to be flushed or abandoned following N unsuc-
cessful retransmissions is reduced leading to a reduced
loss of audio frames at the receiving hearing aid. This
feature leads to better sound quality of the received audio
stream and lower power consumption of a possible pack-
age loss concealment algorithm running in the processor
of the left or right ear hear hearing instrument. As illus-
trated on FIG. 3, where frequency band No. 5 is the fa-
voured frequency band, the first and second data pack-
ages are transmitted a first time on that frequency band.
The third data package P3 may be transmitted a first time
on the favoured frequency band or another default fre-
quency band such as frequency band No. 1 as illustrated.
It may be advantageous to choose another frequency
band than the favoured frequency band as illustrated for

the first transmission of the data package P3 to get a
valid or good statistical estimate of the PER of each of
the plurality of frequency bands even when the favoured
frequency band possesses favourable transmission
quality. To compute a valid PER statistic for a particular
frequency band there obviously needs to be a certain
amount of data package traffic on the frequency band.
During the second connection event Ci2, the new data
packages P4 and P5 are likewise transmitted for a first
time on the favoured frequency band No. 5 and the same
scheme is preferably applied to the first attempt to trans-
mit the first and second data packages of each of the
further connection events. However, the sixth data pack-
age P6 is not transmitted on the favoured frequency band
No. 5 in the second connection event Ci2, but on fre-
quency band No. 4 in accordance with the chosen hop-
ping key of one and the fact that the last data package
of the previous connection event Ci1 was P3 on frequen-
cy band No. 3.
[0058] The communication controller 26L/microproc-
essor of the master hearing aid, i.e. the left hearing aid,
may be configured to compute the respective PERs of
the plurality of spaced apart frequency bands and deter-
mine the favoured frequency band based on a the com-
puted PERs. The skilled person will understand that the
communication controller 26L may compute a running
estimate over time of the plurality of detected transmis-
sion quality estimators such that the favoured frequency
band may change from time to time in accordance with
the smallest current value of the running estimates of the
PERs of the frequency bands. The communication con-
troller 26L of the master hearing aid may be configured
to adding a band identifier indicating the favoured or gold-
en frequency band to a predetermined header field of the
header section of the data packages generated and
transmitted by the master hearing aid. As illustrated on
FIG. 2, the section of the header holding or storing the
favoured band identifier 207 may comprise 7 bits if 78
frequency bands are utilized, but this header section may
naturally comprise fewer bits or more bits if less or more
frequency bands are utilized.
[0059] FIG. 2 illustrates several exemplary types of da-
ta packages 200a, 200b, 200c, 200d with differing data
content that are utilized in the present methodology as
discussed above. The data package types 200a and
200b belong to the previously discussed first packet cat-
egory which includes audio data for example audio
frames of a real-time digital audio stream as discussed
before. The audio data is held in the payload section 211
or portion of the data packages 200a, 200b as discussed
before. The data packages 200a, 200b further comprises
a header section in front of the payload section and a
package error-detecting code 213 (e.g. cyclic redundan-
cy check (CRC) code) after the payload section. These
header and CRC sections of the data packages 200a,
200b may be identical to the header and CRC sections
of each of the data packages 200c, 200d which both be-
long to the second packet category without audio data.
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The header sections of the data packages 200a, 200b,
200c, 200d may comprise an air interface header 201 in
a designated field of the data packages. The air interface
header may comprise a pre-ample and a unique access
address of the portable communication device in ques-
tion. The previously discussed acknowledgement indica-
tor 203 of the data packages is held in the "ACK" field
and may comprise a single bit or several bits. A prede-
termined code 205 is held in an "L" portion of the header
section. The predetermined code 205 is indicating the
category of the data package as discussed below in fur-
ther detail. The field "G-ch" of the header section holds
the previously discussed favoured or "golden" band iden-
tifier 207. The payload section 211 or portion of the data
package 200a holds in addition to the audio data a "Con-
trol data" field or section 209. The control data section
may hold various types of control data associated with
the operation or state of the hearing aid e.g. a command
to turn up the volume of the hearing aid, or a switch of
audio input channel from e.g. omnidirectional mode to
directional mode etc.
[0060] The data package type 200c belongs to the pre-
viously discussed second packet category. The data
structure and individual data fields of the data package
200c are overall identical to the structure of the data pack-
age 200a except for the lack of audio data in the payload
portion of the data package 200c. The payload section
of the data package 200c comprises control data 209 like
the payload section of the data package 200a. The data
structure and individual data fields of the third type of
data package 200d are overall identical to the structure
of the data packages 200a, 200b except for the lack of
a payload portion. Hence, the size of the third type of
data package 200d is smaller than the second type of
data package 200c.
[0061] The purpose of the predetermined code 205
held in the "L" portion of the header section of each of
the first, second, third and fourth data packages 200a,
200b, 200c, 200d is at least indicating a particular cate-
gory of the data package, e.g. indicating whether the data
package belongs to one of the previously discussed first
and second packet categories. This feature allows the
communication controllers of the left and right hearing
aids rapid and efficient processing of a received data
package. If the predetermined code L indicates that a
particular received data package belongs to the second
packet category, the communication controller in ques-
tion may, after evaluating the code L, for example know
that it can skip looking for audio data in the payload sec-
tion of the received data package. The predetermined
code L may indicate, or point to, an address or position
of the data package holding a particular type of payload
data.
[0062] Hence, the predetermined code L may for ex-
ample point to a start address of the control data section
209, or CRC section 213 or a start address of the audio
data section 211 of the data package 200a, 200b, 200c,
200d. Three different predetermined numerical values

may for example be assigned to the predetermined code
L of a particular data package in accordance with its type,
i.e. 200a, 200b or 200c, 200d. Hence, a first value X (e.g.
4) of L points to the start address of the CRC section 213.
A second value of L such as Y (e.g. 24) points to the start
address of the audio data section 211 if there are no
control data in the data package. A third value of L (e.g.
26) points to the start address of the control data section
209 provided the data package contains both audio data
and two bytes of control data. A fourth value of L such
as X+ 2 (e.g. 6) points to the start address of the control
data section 209 provided the data package lacks audio
data but includes the two bytes of control data. Hence,
the latter scheme for assignment of discrete values to
the predetermined code L allows the communication con-
troller to access and identify the type of data content and
its location in a particular received data package by read-
ing and evaluating the code L of the received data pack-
age. The communication controller may initially deter-
mine the packet category of the received data package
by reading the L value and notice that L values of Y and
X+Y indicates that the data package contains audio data.
Hence, if the L value of the received data package in
question equals Y or X+Y, the communication controller
can determine that the received data package belongs
to the first packet category while the residual two values
of L indicates the second packet category. The format of
the data package where the predetermined code L to
points the start address of the control data, audio data
or other data content of the data package leads to com-
pact format, i.e. small size of the data package. The com-
pact format is achieved because the data package struc-
ture is free from overhead codes or bits in front of each
of the individual payload data sections to identify a be-
ginning of each of these data sections. The presence of
the predetermined code L in the received data packages
also reduces the computation load, and therefore power
consumption, of the communication controller at the re-
ceiving hearing aid or device. The code L allows the com-
munication controller to jump directly to the start address-
es of the various data portions of the received data pack-
ages and read the data content thereof instead of parsing
or decoding all data bytes of the received data package
to find the locations of the desired data portions or fields.
The skilled person will understand that other embodi-
ments of the invention may lack this predetermined code
L and the relevant data content of the data package iden-
tified by parsing or evaluating the data package content.
[0063] FIG. 4 is a schematic time-frequency diagram
or plot 400 of a second exemplary transmission of data
packages P1, P2, P3, P4, P5 and P6 of different catego-
ries between the left and right hearing aids 10L, 10R in
accordance with the previously discussed embodiments
of the invention. Each of the data packages P1, P2, P4
and P5 belong to the first packet category as discussed
before. The data packages P3 and P6 may belong to the
second packet category with the features and benefits
discussed before. The illustrated second exemplary
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transmission of data packages will typically correspond
to environmental conditions with moderate levels of in-
terfering noise in the utilized frequency band or bands.
Hence, the first attempt to transmit P1 may be unsuc-
cessful and/or the first attempt to transmit P2 may be
unsuccessful. The utilized data package transmission
methodology provides retransmission of a lost data pack-
age of the first packet category for a certain maximum
number of times, N. The value of N may lie between 1
and 4 as discussed before, but may be larger in alterna-
tive embodiments of the data package transmission
methodology such as 6, 8 or 10. The illustrated second
exemplary transmission of data packages also utilizes
the previously discussed favoured frequency band em-
bodiment such that the first attempt to transmit P1 and
P2 in the first connection event Ci1 is made on the fa-
voured frequency band No. 5. Likewise, the first attempt
to transmit P4 and P5 in the second connection event
Ci2 is made on the favoured frequency band and so forth
for the first attempt to transmit a particular data package
in the following successive connection events Ci3, Ci4
etc.
[0064] The transmission of data packages illustrated
on the schematic time-frequency diagram 400 begins
once the left (M) and right (S) hearing aids 10L, 10R have
been connected following the previously discussed
methodology. The communication controller 26L gener-
ates the first data package P1 with an unset acknowl-
edgement indicator 403 for the reasons discussed above.
P1 is then transmitted to the right hearing aid as outlined
before. In the right or slave hearing aid 10R, the commu-
nication controller 26R is configured to monitoring the
wireless communication channel 12 (refer to FIG. 1) for
receipt of the first data package P1 at a particular time
window as discussed above. If and once P1 is received
at the right hearing aid 10R, the communication controller
26R checks whether the data content of P1 is corrupted
or not based on the error-detecting code held in the CRC
section of P1. In contrast to the previous first transmission
example, the communication controller 26R now finds a
failed CRC check or that P1 is absent at the expected
time window. Hence, the communication controller 26R
concludes that the first attempt to transmit P1 from the
right hearing aid was unsuccessful or a failure because
P1 was either not received at the left hearing aid 10L or
P1 had corrupted data. The communication controller
26R responds to this finding by generating the data con-
tent of the new P2 data package in accordance with the
data package layout 200a (refer to FIG. 2) for a data
package of the first category. The communication con-
troller 26R leaves the acknowledgement indicator 403 of
P2 unset and transmits P2 to the left hearing aid through
the bi-directional wireless communication channel on the
favoured frequency band No. 5 since it is the first attempt
to transmit P2. In left hearing aid, the communication
controller 26L monitors the favoured frequency band No.
5 awaiting receipt of P2. If and once P2 is received at the
left hearing aid 10L, the communication controller 26L

checks whether the data content of P2 is corrupted or
not based on the error-detecting code of the CRC section
of P2. In contrast to the previous first transmission ex-
ample, the communication controller 26L finds this time
that the CRC check of P2 is valid but the acknowledge-
ment indicator of P2 is unset. Consequently, the commu-
nication controller 26L concludes that the transmission
of the previous data package P1 failed. Since, P1 belongs
to the first packet category, and only a single transmission
attempt has so far been made, the communication con-
troller 26L responds by retransmitting P1 a first time, i.e.
performing a second transmission of P1.
[0065] In connection with making the decision as to
whether or not to retransmit P1, the communication con-
troller 26L may be configured to make an initial detection
of the category of P1 by inspection or evaluation of the
value of the previously discussed L code held in the pre-
determined header field 205 of P1. This is a very efficient
way to determine the packet category of P1. If P1 belongs
to the first packet category, the communication controller
26L is configured to retransmit P1 a limited number of
times during the current connection event, e.g. Ci1, until
either a valid data package with a set acknowledgement
indicator is received from the right hearing aid or the pre-
viously discussed maximum number N of retransmis-
sions P1 is reached. P1 is skipped or flushed once the
maximum number of retransmissions N of P1 is reached
by the communication controller 26L. Hence, P1 is
flushed after N failed retransmissions of P1 or in other
words a total of N+ 1 unsuccessful attempts to transmit
P1. If P1 on the other hands belongs to the second packet
category, the communication controller 26L may discard
or skip any further attempts to retransmit P1 in the current
connection event immediately after a failed first attempt
because the data content of P1 is can be assumed to
lack urgency, i.e. not real-time critical as the case for
category 1 data packages with real-time audio data. The
communication controller 26L may detect the category
of P1 by inspection of the predetermined value of the
code L as discussed above. To ensure the data content
of P1 is not lost if P1 belongs to the second packet cat-
egory P1 is preferably retransmitted in the subsequent
connection event to Ci1, e.g. Ci2, in the present example.
This process will lower the power consumption of the left
and right hearing aids because the skipped retransmis-
sion of P1 under these circumstances allows quick pow-
ering down of the radio transceiver 34L and the radio
transceiver 34R and entry into the idle time period 420.
The non-time critical data content of P1 may instead be
added to the control data section of the first data packet
transmitted in the second connection event, i.e. P4 in this
transmission example.
[0066] Reverting to the situation or example where P1
belongs to the first packet category, the communication
controller 26L is preferably configured to retransmit P1
a first time on a default frequency band that is different
from the favoured frequency band (No. 5 in this example)
since the latter may be corrupted by interfering noise as
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indicated by the failure to transmit P1 at the first attempt
on the favour frequency band. The communication con-
troller 26L has in the present example selected frequency
band No. 1 as the new and different frequency band e.g.
as set by the previously discussed connection parame-
ters to ensure synchronization between left and right
hearing aids. The skilled person will understand that oth-
er frequency bands of the n spaced apart frequency
bands could be selected as the default frequency band
for the first retransmission. Data packages transmitted
subsequent to the first retransmission of P1 on the new
default frequency band No. 1 may be transmitted on fre-
quency bands selected in accordance with the previously
discussed predetermined frequency hopping key or
scheme as illustrated by selection of frequency band No.
2 for the first retransmission of P2 and frequency band
No. 3 for the first transmission of P3. In other words, if
the first transmission attempt of the first and/or second
data package on the favoured frequency band fails, the
transmission scheme for transmission of any further data
packages during a current connection event may revert
to a traditional frequency hopping scheme based on the
current hopping key, e.g. the scheme discussed above.
In the right hearing aid 10R, the communication controller
26R is now configured to monitoring the bi-directional
wireless communication channel for receipt of the re-
transmitted P1 package at a particular time window as
discussed above. If and once the retransmitted P1 is re-
ceived at the right hearing aid 10R, the communication
controller 26R checks, as outlined above, the data con-
tent of the retransmitted P1 inclusive the setting of the
acknowledgement indicator. In this example the retrans-
mission of P1 is successful and the communication con-
troller 26R detects the unset state of the acknowledge-
ment indicator of P1. The unset state of the acknowl-
edgement indicator of P1 indicates a failure of the first
attempt to transmit P2 from the right hearing aid to the
left hearing aid. Furthermore, P2 must be retransmitted
because it belongs to the first packet category for the
reasons discussed above with respect to P1. Hence, the
communication controller 26R retrieves or regenerates
P2, sets the acknowledgment indicator of the header of
P2 and retransmits P2 for a first time to the left hearing
aid. The communication controller 26R also selects a
new frequency band, band No. 2, for the retransmission
of P2 by applying the current hopping key, one, to the
previous frequency band. On other hand, had the first
retransmission of P1 been a failure, communication con-
troller 26R of the right hearing aid would had retrieved or
regenerated P2 with an unset acknowledgment indicator
and then retransmitted P2 to the left hearing aid.
[0067] If and once the first retransmission of P2 is re-
ceived at the left hearing aid 10L, the communication
controller 26L checks once again the data content of the
received P2 package. In contrast to the first attempt to
transmit P2, the communication controller 26L finds this
time that the CRC of P2 is valid and the acknowledge-
ment indicator of P2 is set. Consequently, the communi-

cation controller 26L concludes that the first retransmis-
sion of P1 was successful. Hence, no further retransmis-
sions of P1 are required as the audio data of P1 has now
been safely received at the left hearing aid. Furthermore,
since P2 was correctly received at the left hearing aid,
the communication controller 26L of the left hearing aid
generates and transmits a new, short, data package P3
with a set acknowledgement indicator. P3 belongs to the
second packet category as discussed before. The com-
munication controller 26L may in response switch the
radio transceiver 34L into the previously discussed idle
mode for the residual duration of Ci1 to lower the power
consumption of the left hearing aid.
[0068] On the other hand, had the CRC check of the
retransmitted P2 been invalid or had P2 been absent at
the expected time, the communication controller 26L had
concluded that the first retransmission of P1 was a failure
too and carried out the earlier outlined steps to retransmit
P1 for a second time provided the maximum number of
retransmissions, N, had not been exceeded. Hence, if
the value of N had been set to 1, then the communication
controller 26L would not attempt to retransmit P1 for the
second time, but instead flush or abandon P1 for the rea-
sons discussed before in view of the potential latency
problems involved with too many retransmission of the
same data package with real-time audio data. In the latter
scenario, the first data package P4 transmitted by the left
hearing aid in the second connection event Ci2 would
accordingly hold new and updated audio data in the pay-
load section relative to the flushed audio data of P1.
[0069] The skilled person will appreciate that the data
of first data package P1 in the first transmission attempt
and the data of the first data package in the one or more
possible retransmissions of P1 need not be exactly iden-
tical, since the setting of the acknowledgement indicator
and/or CRC value may have changed between the first
transmission of P1 and a subsequent retransmission of
P1. The acknowledgement indicator of the retransmitted
P1 package may reflect the actual receipt failure or re-
ceipt success of the second data package P2 while the
acknowledgement indicator of P1 in the first transmission
attempt may have the previously discussed default set-
ting or value. However, at least the payload section of
the first data package P1 is preferably identical between
the first transmission attempt and the one or more re-
transmissions. The same applies for the second and third
data packages P2 and P3 and so on.
[0070] Once the communication controller 26R of the
right hearing aid receives the earlier transmitted package
P3 and detects a set acknowledgement indicator therein,
the communication controller 26R concludes that the first
retransmission of P2 was successful. The communica-
tion controller 26R may in response put the radio trans-
ceiver 34R into the previously discussed idle mode to
lower the power consumption of the right hearing aid. On
the hand, had the CRC check of P3 been invalid, or had
P3 been absent at the expected time, the communication
controller 26R had concluded that the first retransmission
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of P2 was a failure too (i.e. like the first transmission
attempt of P2). The communication controller 26R would
then start to retransmit P2 until a data package with ac-
knowledgement is received or until the maximum number
of retransmissions N had been reached. However, as the
radio transceiver 34L of the left hearing aid has already
entered the idle mode, the left hearing aid will not transmit
any further data packages which in response leads the
communication controller 26R of the right hearing aid to
retransmit P2 until the maximum number of retransmis-
sions N is reached. Hence, the lack of an express ac-
knowledgement of receipt indicator from the left hearing
aid in respect of P2 may lead the right hearing aid to
believe the transmission of P2 was a failure even though
P2 was actually correctly received at the left hearing aid
at the first retransmission. However, this situation is un-
problematic for the operation of the present transmission
methodology or protocol, because the communication
controller 26R of the right hearing aid simply proceeds
to flush P2 after the N failed retransmissions of P2. In
the next connection event Ci2, the communication con-
troller 26R generates new data package P5 with a pay-
load section that comprises updated audio data relative
to the audio data of P2 for the right hearing aid as dis-
cussed before.
[0071] FIG. 5 is a schematic time-frequency diagram
or plot 500 of a third exemplary transmission of data pack-
ages P1, P2, P3, P4 and P5 of different categories be-
tween the left and right hearing aids 10L, 10R in accord-
ance with the previously discussed embodiments of the
invention. Each of the data packages P1, P2, P3 and P4
belong to the first packet category as discussed before.
The data package P5 may belong to the second packet
category with the accompanying features and benefits
discussed above. The illustrated third exemplary trans-
mission of data packages will typically correspond to en-
vironmental conditions dominated by high levels of inter-
fering noise in the utilized frequency band or bands during
the first connection event Ci1. The environmental condi-
tions may have improved during the second connection
event Ci2. Hence, the first attempt to transmit P1 may be
unsuccessful and/or the first attempt to transmit P2 may
be unsuccessful. The subsequent attempts to retransmit
P1 and to retransmit P2 during the first connection event
Ci1 may all fail as well. The maximum number of retrans-
missions N of a lost data package of the first packet cat-
egory, i.e. P1 or P2 in the present example, has been set
to two, i.e. N=2 for both of the left and right hearing aids
10L, 10R in this example but may differ in other embod-
iments of the invention. The illustrated third exemplary
transmission of data packages also utilizes the previously
discussed favoured frequency band methodology for the
first attempt to transmit a data package in each connec-
tion event. The transmission of data packages illustrated
on the schematic time-frequency diagram 500 begins
once the left (M) and right (S) hearing aids 10L, 10R have
been connected following the previously discussed
methodology. The communication controller 26L gener-

ates the first data package P1 with an unset acknowl-
edgement indicator 503 as discussed before and trans-
mits P1 to the right hearing aid as outlined before. In the
right and left hearing aids, the respective communication
controllers 26R, 26L are configured to monitoring the
wireless communication channel 12 (refer to FIG. 1) for
receipt of the first data and second packages P1, P2 at
particular time windows as discussed above. In the
present example, both the first attempt to transmit P1 on
the favoured frequency band No. 5 fails and the first at-
tempt to transmit P2 on the favoured frequency band No.
5 fails, as indicated by package exchange session 505a,
for one of the reasons discussed above. The communi-
cation controller 26R of the right hearing aid 10R in re-
sponse retransmits P1, still with the unset acknowledge-
ment indicator 503, a first time on the default frequency
band No. 1 as discussed in connection with the second
exemplary data package transmission. The communica-
tion controller 26L of the left hearing aid retransmits P2,
with an unset acknowledgement indicator 503, a first time
on the frequency band No. 1 as indicated by the hopping
key as discussed in connection with the second exem-
plary data package transmission. However, both the first
retransmission of P1 fails and the first retransmission of
P2 fails as indicated inside package exchange session
505b despite the switching to new frequency bands com-
pared to the favoured frequency band. The communica-
tion controllers 26L, 26R of the left and right hearing aids
therefore proceed to make a second retransmission at-
tempt of their respective data packages, P1 and P2, as
indicated inside package exchange session 505c. When
the communication controller 26L of the left hearing aid
detects that the acknowledgement indicator 503 of P2 in
the package exchange session 505c is (still) unset, or
that P2 is absent, the communication controller 26L com-
pares the current number of retransmissions of P1 with
the maximum number of retransmissions N which is set
to two. The communication controller 26L therefore con-
cludes that the maximum number of retransmissions P1
has been reached and proceeds to flush or skip P1 rather
than attempting yet another retransmission of P1 for the
reasons discussed before. The communication controller
26L may therefore proceed by switching to the previously
discussed quick power-down mode of the radio trans-
ceiver 34L in expectation of the upcoming idle time period
520. Hence, the communication controller 26L may in
this situation interrupt the monitoring of the wireless com-
munication channel for incoming data packages, be-
cause P1 should not be retransmitted regardless of the
actual setting of the acknowledgement indicator 503 of
P2 in the package exchange session 505c. The commu-
nication controller 26R of the right hearing aid proceeds
in a corresponding manner once it detects that the ac-
knowledgement indicator of P1 in the package exchange
session 505c is unset, or that P2 is absent, the commu-
nication controller 26L.
[0072] FIG. 6 is a schematic time-frequency diagram
or plot 600 of a fourth exemplary transmission of data
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packages P1, P2, P3, P4, P5 and P6 of different catego-
ries between the left and right hearing aids 10L, 10R in
accordance another embodiment of the invention. In the
present embodiment, the second hearing aid generates
and transmits only data packages of the second packet
category while the first hearing aid generates and trans-
mits at least some audio data packages of the first packet
category. Hence, an audio stream may be transmitted
from first to the second hearing aid but not vice versa.
As illustrated, P1 and P4 belong to the first packet cate-
gory while the data packages P2 and P5 transmitted by
the second hearing aid belong to the second packet cat-
egory. The illustrated third exemplary transmission of da-
ta packages will typically correspond to environmental
conditions with low levels of interfering noise in the uti-
lized frequency band or bands during the first and second
connection events Ci1 and Ci2. Hence, the first attempt
to transmit P1 is successful and the first attempt to trans-
mit P2 is likewise successful. Hence, the first hearing aid
generates the third data package P3 with a set acknowl-
edgement indicator and transmits P3 to the second hear-
ing aid. The latter receives and checks the content of P3
and finds that the acknowledgement indicator of P3 is
set and the data of P3 are valid as for example indicated
by the CRC code of P3. Hence the first connection event
Ci1 is now terminated by the first and second hearing
aids. Since the present embodiment of the invention uti-
lises the golden frequency band procedure, the first at-
tempt to transmit the first data package P4 of the subse-
quent connection event Ci2 is carried out on frequency
band No. 5 and the second hearing aid responds to re-
ceipt successful receipt of P4 by generating and trans-
mitting P5 which in turn is responded to by the first hearing
aid by generating and transmitting the data package P6
of the second packet category since the P4, with its audio
data, has been successfully received at the second hear-
ing aid.
[0073] FIG. 7 shows the previously discussed sche-
matic time-frequency diagram or plot 700 of the trans-
mission of data packages P1, P2, P3, P4 and P5 where
the hopping key is set to 1 and no favoured/golden fre-
quency band scheme is utilized. The data packages P1
and P2, P3 and P4 all belong to the first packet category.
The maximum number of retransmissions of the first and
second data packages, N, M, respectively, is both set to
2. The illustrated exemplary transmission of data pack-
ages will typically correspond to environmental condi-
tions dominated by high levels of interfering noise in the
utilized frequency band or bands during the first connec-
tion event Ci1 and much smaller levels of interfering noise
in the utilized frequency band or bands during the second
connection event Ci2. As indicated by the unset acknowl-
edgement indicators of all transmitted P2 data packages,
both the first transmission attempt and the two subse-
quent retransmission attempts of the first data package
P1 failed. Likewise, both the first transmission attempt
and the two subsequent retransmission attempts of the
second data package P2 failed. Consequently, the com-

munication controller 26L of the left hearing aid proceeds
to flush P1 and the communication controller 26R of the
right hearing aid proceeds to flush P2. Hence, there is
not transmitted any third data package during Ci1. During
the second connection event Ci2, the communication
controller 26L generates the new data package P3 and
adds current audio data such as an audio frame to the
payload section of P3. The communication controller 26L
sets the previously discussed default value of the ac-
knowledgement indicator 703 of P3 and writes other data
package sections with appropriate data and finally trans-
mits P3 to the right hearing aid. The communication con-
troller 26R of the right hearing aid monitors frequency
band No. 7 of the wireless communication channel and
awaits arrival of P3. Upon receipt of P3, the communica-
tion controller 26R proceeds as discussed in detail before
with reference to FIG. 4 in case of a successful receipt
of a data package of the first category. Hence, data pack-
ages P3, P4 and P5 can be viewed as a first, second and
third data package, respectively, of the second connec-
tion event Ci2.

Claims

1. A method of exchanging data packets between a
first portable communication device (10L) and a sec-
ond portable communication device (10R) over a bi-
directional wireless communication channel (12),
where at least one of the first and second portable
communication devices comprises a hearing instru-
ment; said method comprising steps of:

- generating, by the first portable communication
device (10L), a first data packet (P1) belonging
to a first packet category (200a, 200b) compris-
ing audio data or to a second packet category
without audio data (200c, 200d), and adding an
acknowledgement indicator (203) with a default
setting to the first data packet (P1),
- transmitting the first data packet (P1) from the
first portable communication device (10L) to the
second portable communication device (10R)
through the wireless communication channel
(12),
- monitoring, at the first portable communication
device, the wireless communication channel
(12) for a second data packet (P2) transmitted
by the second portable communication device
(10L) subsequent to receipt of the first data
packet (P1),
- if the first portable communication device (10R)
receives the second data packet (P2) and if an
acknowledgement indicator (203) of the second
data packet (P2) is set:
- generating, at the first portable communication
device (10L), a third data packet (P3) comprising
a set acknowledgment indicator reflecting suc-
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cessful receipt of the second data packet (P2)
or an unset acknowledgment indicator reflecting
failed receipt of the second data packet (P2) due
to corrupted data content, and transmitting the
third data packet (P3) to the second portable
communication device (10R) through the wire-
less communication channel (12); and

if the acknowledgement indicator (203) of the second
data packet (P2) is unset or if the first portable com-
munication device (10L) fails to receive the second
data packet (P2):

- unset the acknowledgment indicator (203) of
the first data packet (P1) to reflect failed receipt
of the second data packet (P2) and retransmit-
ting the first data packet (P1) from the first to the
second portable communication device,

wherein the retransmission of the first data packet
(P1) is carried out for at the most N times if the first
data packet (P1) belongs to the first packet category
(200a, 200b);
N being a positive integer between 1 and 4.

2. A method of exchanging data packets according to
claim 1, comprising further steps of:

- checking an error-detection code of the second
data packet (P2) subsequent to receipt of the
second data packet (P2) at the first portable
communication device (10L),
- if the error-detection code indicates invalid data
of the second data packet (P2): ignoring the ac-
knowledgment indicator of the second data
packet (P2) and unset the acknowledgment in-
dicator of the third data packet (P3) to reflect
failed receipt of the second data packet (P2).

3. A method of exchanging data packets according to
claim 1, comprising further steps of:

- monitoring, at the second portable communi-
cation device (10R), the bi-directional wireless
communication channel for the first data packet
(P1) transmitted by the first portable communi-
cation device (10L),
- receiving the first data packet (P1) at the sec-
ond portable communication device, and
- generating, by the second portable communi-
cation device (10R), the second data packet
(P2) with the acknowledgment indicator setting
reflecting successful or failed receipt of the first
data packet (P1),
- transmitting the second data packet (P2) from
the second to the first portable communication
device through the bi-directional wireless com-
munication channel (12),

- monitoring, at the second portable communi-
cation device (10R), the bi-directional wireless
communication channel (12) for the third data
packet (P3) or for the retransmitted first data
packet (P1) from the first portable communica-
tion device (10R) subsequently to receipt of the
second data packet (P2),
- receiving the first data packet (P1) or the third
data packet (P3) at the second portable com-
munication device (10R), and

if the acknowledgement indicator of the first or third
data packet is set:

- discard further transmission of the second data
packet (P2); or

if the acknowledgement indicator of the first or the
third data packet is unset or if the first and third data
packets are both absent:

- retransmitting the second data packet (P2)
from the second to the first portable communi-
cation device for at the most M times if the sec-
ond data packet (P2) belongs to the first packet
category (200a, 200b);

M being a positive integer number between 1 and 4.

4. A method of exchanging data packets according to
any of claims 1-3, comprising further steps of:

- establishing a plurality of successive connec-
tion events (Ci1, Ci2, Ci3) through the wireless
communication channel (12),
- transmitting at least the first data packet (P1),
the second data packet (P2) and the third data
packet (P3) during at least one connection event
of the plurality of successive connection events
(Ci1, Ci2, Ci3).

5. A method of exchanging data packets according to
claim 4, comprising a further step of:

- retransmitting the first data packet (P1) for at
the most N times during the at least one con-
nection event if the first data packet (P1) belongs
to the first packet category (200a, 200b); and/or
- retransmitting the second data packet (P2) for
at the most M times during the at least one con-
nection event if the second data packet (P2) be-
longs to the first packet category (200a, 200b).

6. A method of exchanging data packets according to
any of claims 2-5, wherein the plurality of consecu-
tive connection events (Ci1, Ci2, Ci3) are separated
by disconnect or idle time periods (320) without data
packet exchange between the first and second port-
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able communication devices.

7. A method of exchanging data packets according to
claim 6, comprising further steps of:

- powering down respective transceiver circuits
(34L, 34R) of the first and second portable com-
munication devices (10L, 10R) during the dis-
connect time periods.

8. A method of exchanging data packets according to
any of the preceding claims, comprising, where the
second data packet (P2) is absent or the acknowl-
edgement indicator (203) of the second data packet
(P2) unset, a step of:

- flushing or abandoning the first data packet
(P1) if the first data packet (P1) belongs to the
second packet category (200c, 200d).

9. A method of exchanging data packets according to
any of claims 3-7, comprising, where the second data
packet is absent or the acknowledgement indicator
(203) of the second data packet (P2) unset, further
steps of:

- discard retransmission of the first data packet
(P1) in a current connection event where the first
data packet (P1) belongs to the second packet
category (200c, 200d),
- adding a section of data of the first data packet
(P1) to a subsequent data packet of the first or
the second packet category for transmission
during a subsequent connection event to the
current connection event.

10. A method of exchanging data packets according to
any of the preceding claims, comprising further steps
of:

- if the transmission and N retransmissions of
the first data packet (P1) fails:
- flush the first data packet (P1) and generate a
fourth data packet of the first packet category
(200a, 200b),
- transmitting the fourth data packet (P1) from
the first to the second portable communication
device through the wireless communication
channel (12); and/or
- if the transmission and M retransmissions of a
second data packet (P2) of the first packet cat-
egory (200a, 200b) failed:

- flush the second data packet (P2) and gen-
erate a fourth data packet (P4) of the first
packet category (200a, 200b),
- transmitting the fourth data packet (P4)
from the second to the first portable com-

munication device (10L) through the wire-
less communication channel.

11. A method of exchanging data packets according to
any of the preceding claims, wherein a data packet
of the first packet category (200a, 200b) has a great-
er size than a data packet of the second packet cat-
egory (200c, 200d).

12. A method of exchanging data packets according to
claim 11, wherein:

a data packet of the first packet category (200a,
200b) comprises at least a header section, a
payload section, holding the audio data, and a
data check section holding a packet error-de-
tection; and
a data packet of the second packet category
(200c, 200d) comprises at least:

- a header section and a data check section
holding a packet error-detection or error-
correction code.

13. A method of exchanging data packets according to
claim 11 or 12, wherein the third data packet belongs
to the second packet category (200c, 200d).

14. A method of exchanging data packets according to
claim 13, wherein the header section of each of the
first, second and third data packets comprises a pre-
determined code or value (L) indicating the category
of the data packet.

15. A wireless binaural hearing aid system (50) config-
ured to exchange data packets over a bi-directional
wireless communication channel (12), said hearing
aid system (50) comprising:

a first hearing instrument (10L) comprising a first
radio transceiver (34L) and a second hearing
instrument (10R) comprising a second radio
transceiver (34R);
said first hearing instrument (10L) comprising a
first communication controller (26L) coupled to
the first radio frequency transceiver (34L) and
said second hearing instrument (10R) compris-
ing a second communication controller (26R)
coupled to the second radio transceiver (34L),
the first communication controller (26L) being
configured to:

- generating a first data packet (P1) belong-
ing to a first packet category (200a, 200b)
comprising audio data or to a second packet
category (200c, 200d) without audio data,
and adding an acknowledgement indicator
(203) with a default setting to the first data
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packet (P1),
- transmitting the first data packet (P1) to
the second portable communication device
(10R) through the wireless communication
channel (12),
- monitoring, at the first portable communi-
cation device, the wireless communication
channel (12) for a second data packet (P2)
transmitted by the second portable commu-
nication device (10R) subsequent to receipt
of the first data packet (P1),
- if the first portable communication device
(10L) receives the second data packet (P2)
and if an acknowledgement indicator (203)
of the second data packet (P2) is set:
- generating a third data packet (P3) com-
prising a set acknowledgment indicator re-
flecting successful receipt of the second da-
ta packet (P2) or an unset acknowledgment
indicator reflecting failed receipt of the sec-
ond data packet (P2) due to corrupted data
content, and

transmitting the third data packet (P3) to the sec-
ond portable communication device (10R)
through the wireless communication channel
(12); and
if the acknowledgement indicator (203) of the
second data packet (P2) is unset or if the first
portable communication device (10R) fails to re-
ceive the second data packet (P2),

- unset the acknowledgment indicator (203)
of the first data packet (P1) to reflect a failed
receipt of the second data packet (P2) and
retransmitting the first data packet (P1) to
the second portable communication device
(10R),

wherein the retransmission of the first data pack-
et (P1) is carried out for at the most N times if
the first data packet (P1) belongs to the first
packet category (200a, 200b); N being a positive
integer between 1 and 4.
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