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(54) TRAIN CONTROL DEVICE

(57) This train control device is provided with a lead-
ing carriage position measuring means for measuring the
position of a leading carriage during travel, a final carriage
position measuring means for measuring the position of
a final carriage during travel, a train length calculating
means for calculating a train length from measurement
results obtained by the leading carriage position meas-
uring means and the final carriage position measuring
means, a leading carriage passing time measuring
means for measuring the time at which the leading car-
riage passed a specific location, a final carriage passing
time measuring means for measuring the time at which
the final carriage passed the specific location, a speed
measuring means for measuring the speed of the train,
a traveled distance calculating means for calculating a

traveled distance through which the train traveled from
the leading carriage passing time until the final carriage
passing time, on the basis of the measurement results
obtained by the speed measuring means, the leading
carriage passing time measuring means, and the final
carriage passing time measuring means, a train com-
pleteness determining means for determining whether a
difference between the train length and the traveled dis-
tance is equal to or less than a prescribed difference val-
ue, and a taillight means for indicating the final carriage,
wherein the taillight means is a portable train taillight, and
the final carriage position measuring means and the final
carriage passing time measuring means are arranged
integrally.
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Description

Technical Field

[0001] The present invention relates to a train control
device configured to monitor completeness of a train on
board.

Background Art

[0002] Operations for measuring a length of a train,
positioning the train, and monitoring train completeness
have been carried out for the purpose of assuring safety
of train operations. The train completeness refers to the
state in which all carriages composing the train are ap-
propriately coupled, and no unintended separation from
the train occurs while the train is stopped or traveling.
[0003] Japanese Unexamined Patent Publication No.
2016-186444 (Patent Literature 1) discloses measure-
ment of the train length. The literature describes that "the
train length measurement system calculates the train
length based on the traveled distance of the train traveling
from a time point t1 at which the leading carriage has
passed over a prescribed feature point Q of the track R
to a time point t2 at which the final carriage has passed
over the feature point Q. The passage of the carriage
over the feature point Q is determined based on a cur-
vature P of the track part over which the carriage passes
in reference to the yaw angular velocity ϕ detected by
the on-board inertial sensor, and the traveling speed V
of the train".
[0004] Japanese Unexamined Patent Application Pub-
lication No. Hei 09-295577 (Patent Literature 2) discloses
positioning of the train and the train completeness. The
literature describes that "provided are distance sensors
mounted at least on the leading carriage and the final
carriage of the train, respectively for detecting the
traveled distance of the train, the position detectors for
detecting current positions of the carriages, and a collator
for collation between the current positions of the carriag-
es. Those components are distributedly arranged. The
collator obtains a train length value from the difference
between the current positions of the carriages, which
have been detected by the position detectors mounted
at least on the leading carriage and the final carriage.
The obtained train length value is compared and collated
with a set value of train length. If those values coincide
or substantially coincide with each other in an allowable
range, the obtained train length value is detected as the
true train length. If those values of the train length do not
coincide with each other, or deviate from the allowable
range, and furthermore, the obtained train length value
exceeds a preset position recognition error range, the
state is detected as separation from the train".

Citation List

Patent Literature

[0005]

Patent Literature 1: Japanese Unexamined Patent
Publication No. 2016-186444
Patent Literature 2: Japanese Unexamined Patent
Application Publication No. Hei 09-295577

Summary of Invention

Technical Problem

[0006] In the generally employed art as described
above, the final carriage is required to mount the device
for calculating the train length. In consideration of change
in the train set of a freight train or the like, every carriage
expected to become the final carriage is required to
mount the device for calculating the train length.
[0007] It is an object of the present invention to monitor
the train completeness based on the function of position-
ing the final carriage and the time, which has been im-
parted to the portable taillight of train.

Solution to Problem

[0008] In order to solve the above-described problem,
the present invention provides a train control device
which includes a leading carriage positioning unit for
measuring a position of a leading carriage of a train in-
cluding a plurality of carriages at least in traveling, a final
carriage positioning unit for measuring a position of a
final carriage of the train at least in traveling, a train length
calculation unit for calculating a train length of the train
at least in traveling using a measurement result of the
leading carriage positioning unit and a measurement re-
sult of the final carriage positioning unit, a leading car-
riage passing time measuring unit for measuring a lead-
ing carriage passing time point at which the leading car-
riage has passed over a specific point, a final carriage
passing time measuring unit for measuring a final car-
riage passing time point at which the final carriage has
passed over the specific point, a speed measuring unit
for measuring speed of the train, a traveled distance cal-
culation unit for calculating a traveled distance of the train
traveling from the leading carriage passing time point to
the final carriage passing time point based on measure-
ment results of the speed measuring unit, the leading
carriage passing time measuring unit, and the final car-
riage passing time measuring unit, a train completeness
determination unit for calculating a difference between
the train length of the train, which has been calculated
by the train length calculation unit, and the traveled dis-
tance calculated by the traveled distance calculation unit,
and determining whether or not the calculated difference
is within a range of a prescribed difference value, and a
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taillight unit for indicating the final carriage of the train.
The taillight unit is a portable taillight of train, and provided
with the final carriage positioning unit and the final car-
riage passing time measuring unit in an integral arrange-
ment.

Advantageous Effects of Invention

[0009] The present invention ensures monitoring of the
train completeness based on the function of positioning
the final carriage and the time, which has been imparted
to the portable taillight of train. The problems, structures,
and effects other than those described above will be clar-
ified by explanations of the examples as described below.

Brief Description of Drawings

[0010]

Figure 1 illustrates a structure of a train complete-
ness monitoring system according to a first example
of the present invention.
Figure 2 illustrates a structure of a leading-carriage-
side device according to the first example.
Figure 3 illustrates a structure of a final-carriage-side
device according to the first example.
Figure 4 illustrates an example of information dis-
played on an information display terminal according
to the first example.
Figure 5 is a flowchart representing a procedure ex-
ecuted by the train completeness monitoring system
according to the first example.
Figure 6 is a flowchart representing a procedure for
measurement of a length of the train, and approval
of the train length by a train operator before starting
train operations according to the second example.

Description of Examples

[0011] Examples will be described with reference to
the drawings.

First Example

[0012] Figure 1 illustrates a structure of a train com-
pleteness monitoring system according to a first example
of the present invention. Referring to Figure 1, a train
completeness monitoring system 1 includes a leading-
carriage-side device 10, an on-board security device 11,
a final-carriage-side device 12, a satellite positioning sys-
tem 13, and an information display terminal 40. The lead-
ing-carriage-side device 10, the on-board security device
11, and the information display terminal 40 are mounted
on a leading carriage 15 of a train (for example, freight
train) 14 including a plurality of carriages. The final-car-
riage-side device 12 is mounted on a final carriage (rear-
most carriage) 16 of the train 14. The leading-carriage-
side device 10, the on-board security device 11, the final-

carriage-side device 12, and the information display ter-
minal 40 compose the train control device.
[0013] The satellite positioning system 13 includes a
plurality of communication satellites orbiting the earth,
and performs communication with a communication tar-
get such as the leading-carriage-side device 10 and the
final-carriage-side device 12 through transmission of
time information containing transmission time.
[0014] The on-board security device 11 configured to
manage security of the train 14 transmits and receives
information to and from a central control device (not
shown) for controlling operations of the train 14, and con-
trols operations for driving a brake unit (not shown) based
on the speed of the train 14. The on-board security device
11 includes a speed generator (speed sensor) as a speed
measurement unit for measuring the speed of the train
14 so that the speed of the train 14 is measured (detected)
based on the wheel rotation speed, for example. The on-
board security device 11 compares the speed measured
by the speed generator with a set speed, and controls
operations for driving the brake unit based on the com-
parison result. The on-board security device 11 serves
as a traveled distance calculation unit, which transmits
and receives information to and from the leading-car-
riage-side device 10, calculates the traveled distance of
the train 14 traveling from a time point at which the leading
carriage 15 has passed over a specific point (measure-
ment point) to a time point at which the final carriage 16
passes over the specific point based on the information
from the leading-carriage-side device 10 and the meas-
ured speed, and transmits the distance information indi-
cating the calculated result to the leading-carriage-side
device 10.
[0015] Figure 2 illustrates a structure of the leading-
carriage-side device according to the first example. Re-
ferring to Figure 2, the leading-carriage-side device 10
includes a positional information measuring unit 21, a
communication section 22 for security device, an arith-
metic control section 23, a communication section 24 for
final-carriage-side device, and an auxiliary storage unit
25. The positional information measuring unit 21 serves
as a leading carriage positioning unit which communi-
cates with the satellite positioning system 13 during
traveling of the train 14 to position (measure a position
Pfro of) the leading carriage 15 in traveling, and outputs
the positioning (measurement) result to the arithmetic
control section 23. The communication section 24 for fi-
nal-carriage-side device receives information of a posi-
tion Prea of the final carriage 16, and the information re-
lating to a time point TA2 at which the final carriage 16
has passed over a predetermined point (measurement
point) A so that the received information is outputted to
the arithmetic control section 23.
[0016] The arithmetic control section 23 including a
CPU (Central Processing Unit) with clock function, for
example, serves as a leading carriage passing time
measuring unit which manages the positioning result (po-
sition of the leading carriage 15) from the positional in-
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formation measuring unit 21, and the time at which the
leading carriage 15 has been positioned in association
with each other, and measures a time point TA1 as the
leading carriage passing time, at which the leading car-
riage 15 has passed over a specific point, for example,
point A among those positioned by the positional infor-
mation measuring unit 21. The arithmetic control section
23 stores the measurement information in the auxiliary
storage unit 25, and transmits such information to the on-
board security device 11 via the communication section
22 for security device. Upon reception of the information
of the position Prea of the final carriage 16, and the infor-
mation relating to the time TA2 at which the final carriage
16 has passed over the specific point A from the com-
munication section 24 for final-carriage-side device, the
arithmetic control section 23 stores the received informa-
tion in the auxiliary storage unit 25, and transmits the
information relating to the time point TA2 at which the final
carriage 16 has passed over the specific point A to the
on-board security device 11 via the communication sec-
tion 22 for security device.
[0017] The arithmetic control section 23 serves as a
train length calculation unit which calculates a value of
train length Lpos of the train 14 based on the information
of the position Pfro of the leading carriage 15, and the
position Prea of the final carriage 16, stores the calculation
result in the auxiliary storage unit 25, and transmits the
calculation result to the information display terminal 40
via the communication section 22 for security device. Up-
on reception of distance information representing a
traveled distance DA1-A2 of the train 14 traveling from the
time at which the leading carriage 15 has passed over
the specific point A to the time at which the final carriage
16 has passed over the specific point A from the on-board
security device 11 via the communication section 22 for
security device, the arithmetic control section 23 serving
as a train completeness determination unit stores the re-
ceived information in the auxiliary storage unit 25, and
determines adequacy of the monitored train complete-
ness of the train 14 based on the received information.
For example, the arithmetic control section 23 calculates
a difference (difference value) between the train length
and the traveled distance of the train 14, and determines
whether or not the calculated difference is within a range
of a prescribed difference value. The determination result
is then transmitted to the on-board security device 11 via
the communication section 22 for security device.
[0018] Upon calculation of the difference (difference
value) between the train length and the traveled distance
of the train 14, the arithmetic control section 23 is capable
of transmitting the calculation result to the information
display terminal 40 via the communication section 22 for
security device. The arithmetic control section 23 up-
dates the positioning result of the positional information
measuring unit 21 in accordance with movement of the
train 14, and further updates the specific point from A to
B, C, D, or the like, for example. In association with up-
dating of the specific point, the information relating to the

time at which the leading carriage 15 has passed over
the specific point is updated.
[0019] Figure 3 illustrates a structure of the final-car-
riage-side device according to the first example. Refer-
ring to Figure 3, the final-carriage-side device 12 includes
a positional information measuring unit 31, an arithmetic
control section 32, a communication section 33 for lead-
ing-carriage-side device, a taillight unit 34, and a battery
35. The final-carriage side device 12 is a main body
(case) of a portable taillight unit, and mounted on the final
carriage 16 by a worker upon setting of the train 14. Spe-
cifically, the final-carriage-side device 12 is configured
by incorporating the positional information measuring
unit 31, the arithmetic control section 32, the communi-
cation section 33 for leading-carriage-side device, and
the battery 35 into the taillight unit (taillight of the train)
34 as the portable taillight unit in an integral manner.
[0020] The positional information measuring unit 31
serves as a final carriage positioning unit for communi-
cating with the satellite positioning system 13 when the
train 14 is traveling, positioning (measuring the position
Prea of) the final carriage 16 in traveling, and outputting
the positioning (measurement) result to the arithmetic
control section 32. The arithmetic control section 32 in-
cluding a CPU with clock function serves as a final car-
riage passing time measuring unit for managing the po-
sitioning result (position of the final carriage 16) from the
positional information measuring unit 31 and the time at
which the final carriage 16 has been positioned (position
has been measured) in association with each other, and
measuring a time point TA2 as a final carriage passing
time, at which the final carriage 16 has passed over a
specific point, for example, point A among those posi-
tioned by the positional information measuring unit 31.
The arithmetic control section 32 then outputs the infor-
mation relating to the measured time TA2, and the position
Prea of the final carriage 16 to the communication section
33 for leading-carriage-side device. The communication
section 33 for leading-carriage-side device transmits the
information relating to the time TA2 at which the final car-
riage 16 has passed over the specific point A, and the
position Prea of the final carriage 16 to the leading-car-
riage-side device 10.
[0021] The taillight unit 34 is provided with a red lamp
for indicating the rearmost part of the train from the aspect
of safety. The battery 35 supplies power to the taillight
unit 34 and the arithmetic control section 32, and further
to the positional information measuring unit 31 and the
communication section 33 for leading-carriage-side de-
vice via the arithmetic control section 32. If the train com-
pleteness is not monitored for suppressing consumption
of the battery 35, in other words, except the timing for
positioning performed by the positional information
measuring unit 31, the arithmetic control section 32 ex-
ecutes the control for stopping power supply to the posi-
tional information measuring unit 31 and the communi-
cation section 33 for leading-carriage-side device. The
arithmetic control section 32 updates the measurement
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result of the positional information measuring unit 31, and
further the specific point from A to B, C, D, or the like, for
example, in association with movement of the train 14.
The information relating to the time at which the final car-
riage 16 has passed over the specific point is updated in
association with updating of the specific point.
[0022] Figure 4 illustrates an example of information
displayed on an information display terminal according
to the first example. Referring to Figure 4, the information
display terminal 40 configured as a display unit, for ex-
ample, a liquid crystal display device for displaying infor-
mation from the leading-carriage-side device 10. A win-
dow 41 on the display screen of the information display
terminal 40 displays "421 m" as the "train length obtained
by positioning", "420 m" as the "train length obtained from
the external device", and "1 m" as the "difference value".
A display region adjacent to the window 41 displays a
"prescribed difference value", that is, a threshold value
of "2 m". In the region below the window 41, an operation
button 43 to be operated for selecting "YES", and an op-
eration button 44 to be operated for selecting "NO" are
displayed for confirmation by the operator on appropri-
ateness of the train length. The "prescribed difference
value" is set to the value equal to or shorter than the
length equivalent to that of the shortest carriage (freight
vehicle) among those composing the train 14. If the dif-
ference (difference value) is larger than the prescribed
difference value, it can be confirmed that the number of
carriages composing the train 14 is smaller at least by
one carriage. If the difference (difference value) is larger
than the prescribed difference value, it can be confirmed
that the train completeness is inadequate, indicating that
the final carriage 16 has been separated from the train 14.
[0023] Figure 5 is a flowchart representing a procedure
executed by the train completeness monitoring system
according to the first example. Operations to be executed
based on the flowchart shown in Figure 5 will be de-
scribed.
[0024] Step 100: The train 14 as a target to be moni-
tored by the train completeness monitoring system 1
starts traveling.
[0025] Step 101: The leading-carriage-side device 10
communicates with the satellite positioning system 13,
positions (measures the position of) the leading carriage
15 in traveling, measures the passing time TA1 at which
the leading carriage 15 has passed over the specific point
A among those positioned, and stores the information
relating to the measured passing time TA1, and the infor-
mation relating to the position of the leading carriage 15
in association with each other in the auxiliary storage unit
25.
[0026] Step 102: The final-carriage-side device 12
communicates with the satellite positioning system 13,
positions (measures the position of) the final carriage 16
in traveling, measures the passing time TA2 at which the
final carriage 16 has passed over the specific point A
among those positioned, and transmits the information
relating to the measured passing time TA2 and the posi-

tional information relating to the position of the final car-
riage 16 to the leading-carriage-side device 10. The lead-
ing-carriage-side device 10 then transmits the informa-
tion of the passing time TA1 at which the leading carriage
15 has passed over the specific point A, and the infor-
mation of the passing time TA2 at which the final carriage
16 has passed over the specific point A to the on-board
security device 11.
[0027] Step 103: The on-board security device 11
measures the speed of the train 14. Upon reception of
the information of the passing time TA1 and TA2 from the
leading-carriage-side device 10, the on-board security
device 11 calculates the traveled distance DA1-A2 of the
train 14 traveling from the time TA1 to TA2 based on the
measured speed, and the information of the passing time
TA1 and TA2. The information relating to the calculated
traveled distance DA1-A2 is transmitted to the leading-
carriage-side device 10. The communication section 22
for security device, which is installed in the leading-car-
riage-side device 10 receives the information of the
traveled distance DA1-A2 of the train 14 traveling from the
time TA1 to TA2 from the on-board security device 11.
[0028] Step 104: The arithmetic control section 23 of
the leading-carriage-side device 10 calculates the train
length Lpos of the train 14 based on the information of the
position Pfro of the leading carriage 15, and the position
Prea of the final carriage 16. It is then determined whether
or not the difference (difference value) between the cal-
culated train length Lpos and the traveled distance DA1-A2
is within a range of the prescribed value, that is, the pre-
scribed difference value. If the difference is within the
range of the prescribed difference value (inclusive of the
prescribed difference value), the arithmetic control sec-
tion 23 of the leading-carriage-side device 10 allows the
process to proceed to step 105. If the difference deviates
from the prescribed difference value (exclusive of the pre-
scribed difference value), the process proceeds to step
106.
[0029] Step 105: The arithmetic control section 23 of
the leading-carriage-side device 10 determines that the
train completeness is adequate because of the difference
within the range of the prescribed difference value. The
process then proceeds to step 108.
[0030] Step 106: If the difference deviates from the pre-
scribed difference value, the arithmetic control section
23 of the leading-carriage-side device 10 determines
whether or not the "deviation from the prescribed differ-
ence value" has consecutively occurred N times. If it is
determined that the "deviation from the prescribed differ-
ence value" has consecutively occurred N times, for ex-
ample, three times, the process proceeds to step 107.
Meanwhile, if it is determined that the "deviation from the
prescribed difference value" has not consecutively oc-
curred N times, for example, three times, the arithmetic
control section 23 of the leading-carriage-side device 10
returns to step 101, and executes the process steps from
101 to 106 repeatedly. In other words, even if it is deter-
mined that the deviation of the difference from the pre-
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scribed difference value has occurred once, or twice con-
secutively, such error is regarded as being allowable.
The above-described determination is made on the as-
sumption that the leading-carriage-side device 10 and
the final-carriage-side device 12 of the train 14 traveling
in the tunnel cannot communicate with the satellite posi-
tioning system 13.
[0031] Step 107: If it is determined that the "deviation
from the prescribed difference value" has consecutively
occurred N times, the arithmetic control section 23 of the
leading-carriage-side device 10 determines that the train
completeness is inadequate (that is, separation of the
carriage from the train 14 has occurred), and the process
proceeds to step 108.
[0032] Step 108: The arithmetic control section 23 of
the leading-carriage-side device 10 sends (transmits) a
notification of determination results obtained in step 105,
or step 107 to the on-board security device 11 and the
information display terminal 40, or the central control de-
vice as the train completeness monitoring result. Then
the processing of the routine ends. If the train complete-
ness is inadequate, the on-board security device 11 out-
puts a command to apply emergency braking, or sends
the notification of the inadequacy to the central control
device, for example. As the information display terminal
40 displays the information of the received train com-
pleteness monitoring result, the train operator may be
notified of the train completeness monitoring result via
the information display terminal 40.
[0033] The example allows monitoring of the train com-
pleteness based on the function imparted to the portable
train taillight for measuring the position of the final car-
riage and the time. In other words, in response to change
in the train set, the final-carriage-side device 12 provided
with the taillight unit 34 may be simply moved to the final
carriage 16 to allow continuous monitoring of the train
completeness without providing an additional device.
The device for calculating the train length does not have
to be added to every carriage expected to become the
final carriage for the change in the train set. This makes
it possible to contribute to cost reduction of the train com-
pleteness monitoring system 1. The employment of the
train completeness monitoring system 1 according to the
example does not require modification of the method of
operation using the train taillight on the rearmost end of
the train.

Second Example

[0034] This example is configured by applying the train
length measuring function using the leading-carriage-
side device 10, the on-board security device 11, the final-
carriage-side device 12, and the satellite positioning sys-
tem 13 according to the first example to the procedure
for measurement of the train length, and approval of the
train length made by the train operator before starting
train operations. The hardware of the train completeness
monitoring system 1 of this example has the same struc-

ture as that of the hardware according to the first exam-
ple.
[0035] Figure 6 is a flowchart representing a procedure
for measurement of the train length, and approval of the
train length made by the train operator before starting
train operations. Operations to be executed based on the
flowchart shown in Figure 6 will be described.
[0036] Step 200: The operator (train operator) acti-
vates the train 14 before starting train operations (acti-
vates various devices mounted on the train 14).
[0037] Step 201: When the train 14 is stopped, the final-
carriage-side device 12 communicates with the satellite
positioning system 13, positions (measure the position
of) the final carriage 16 in the stopped state, and transmits
the positional information Prea relating to the position of
the final carriage 16 to the leading-carriage-side device
10.
[0038] Step 202: When the train 14 is stopped, the
leading-carriage-side device 10 communicates with the
satellite positioning system 13, positions (measure the
position of) the leading carriage 15 in the stopped state,
and generates positional information Pfro relating to the
position of the leading carriage 15. The train length Lpos
is then calculated using the generated positional infor-
mation Pfro and the received positional information Prea.
[0039] Step 203: The leading-carriage-side device 10
transmits the information relating to the calculated train
length Lpos to the information display terminal 40. The
information display terminal 40 displays the information
relating to the train length Lpos to notify the operator of
the information relating to the train length Lpos.
[0040] Step 204: Referring to the information displayed
on the information display terminal 40, the operator con-
firms whether or not the difference (difference value) be-
tween the "train length obtained by positioning" as the
train length Lpos calculated by the leading-carriage-side
device 10, and the "train length obtained from the external
device" as the recognized train length (actual train length)
Lten which has been recognized by the other device or
the operator is within a range of the prescribed value or
the prescribed difference value (inclusive of the pre-
scribed difference value). If the operator determines that
the difference is within the range of the prescribed differ-
ence value, and operates the operation button 43, the
process proceeds to step 205. If the operator determines
that the difference deviates from the prescribed differ-
ence value, and operates the operation button 44, the
process proceeds to step 206.
[0041] Step 205: When the leading-carriage-side de-
vice 10 determines that the calculated train length Lpos
is appropriate, that is, the position of the taillight unit 34
is appropriate, the processing of this routine ends. At the
above-described timing, from the aspect of safety, the
arithmetic control section 23 determines that the position
of the taillight unit 34 that should be disposed at the rear-
most end of the train is appropriate.
[0042] Step 206: If the difference deviates from the pre-
scribed difference value, the leading-carriage-side de-

9 10 



EP 3 812 238 A1

7

5

10

15

20

25

30

35

40

45

50

55

vice 10 determines whether or not the "deviation from
the prescribed difference value" has consecutively oc-
curred N times. If it is determined that the "deviation from
the prescribed difference value" has consecutively oc-
curred N times, for example, three times, the process
proceeds to step 207. If it is determined that the "deviation
from the prescribed difference value" has not consecu-
tively occurred N times, for example, three times, the
process returns to step 201, and executes the process
steps from 201 to 206 repeatedly.
[0043] Step 207: If the "deviation from the prescribed
difference value" has consecutively occurred N times,
the arithmetic control section 23 of the leading-carriage-
side device 10 determines that the calculated train length
Lpos is inappropriate, that is, the position of the taillight
unit 34 is inappropriate. Then the processing in this rou-
tine ends. At the above-described timing, from the aspect
of safety, the arithmetic control section 23 determines
that the position of the taillight unit 34 that should be
disposed at the rearmost end of the train is inappropriate.
Based on the operation of the train operator who has
confirmed that the train completeness is inadequate, it
is possible to execute the process so that the on-board
security device 11 does not permit traveling of the train
14.
[0044] The arithmetic control section 23 of the leading-
carriage-side device 10 sends (transmits) a notification
of determination results obtained in step 205, or step 207
to the on-board security device 11 and the information
display terminal 40, or the central control device as the
train completeness monitoring result.
[0045] The example allows determination to be made
whether or not the difference (difference value) between
the train length Lpos and the actual train length Lten is
within the range of the prescribed difference value before
starting operations of the train 14. The example further
allows the information display terminal 40 to display the
information of the difference (difference value) and the
prescribed difference value so that the operator confirms
whether or not the difference (difference value) is within
the range of the prescribed difference value. The deter-
mination may be made whether or not the difference (dif-
ference value) between the train length Lpos and the ac-
tual train length Lten is within the range of the prescribed
difference value under the condition that the operator
makes the confirmation. If it is determined that the differ-
ence (difference value) between the train length Lpos and
the actual train length Lten deviates from the prescribed
difference value, it can be detected that the final-carriage-
side device 12 is not mounted appropriately on the rear
end 16 of the train.
[0046] The present invention is not limited to the em-
bodiments as described above, but includes various
modifications. For example, the examples are described
in detail for readily understanding of the present invention
which is not necessarily limited to the one equipped with
all structures as described above. It is possible to replace
a part of the structure of one example with the structure

of another example. The one example may be provided
with an additional structure of another example. It is fur-
ther possible to add, remove, and replace the other struc-
ture to, from and with a part of the structure of the re-
spective examples.
[0047] The respective structures, functions, process-
ing sections, processing unit and the like may be realized
through hardware by designing those elements partially
or entirely using the integrated circuit. The respective
structures, functions, and the information such as the pro-
gram for the processer to implement the respective func-
tions, the table, and the file may be stored in a storage
unit such as the memory, hard disk, SSD (Solid State
Drive), or a recording medium such as the IC card, SD
card, and DVD.

Reference Signs List

[0048]

10 leading-carriage-side device,
11 on-board security device,
12 final-carriage-side device,
13 satellite positioning system,
14 train,
15 leading carriage,
16 final carriage,
21 positional information measuring unit,
22 communication section for security device,
23 arithmetic control section,
24 communication section for final-carriage-side de-

vice,
25 auxiliary storage unit,
31 positional information measuring unit,
32 arithmetic control section,
33 communication section for leading-carriage-side

device,
34 taillight unit,
35 battery,
40 information display terminal

Claims

1. A train control device, comprising:

a leading carriage positioning unit for measuring
a position of a leading carriage of a train includ-
ing a plurality of carriages at least in traveling;
a final carriage positioning unit for measuring a
position of a final carriage of the train at least in
traveling;
a train length calculation unit for calculating a
train length of the train at least in traveling using
a measurement result of the leading carriage
positioning unit and a measurement result of the
final carriage positioning unit;
a leading carriage passing time measuring unit
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for measuring a leading carriage passing time
point at which the leading carriage has passed
over a specific point;
a final carriage passing time measuring unit for
measuring a final carriage passing time point at
which the final carriage has passed over the spe-
cific point;
a speed measuring unit for measuring speed of
the train;
a traveled distance calculation unit for calculat-
ing a traveled distance of the train traveling from
the leading carriage passing time point to the
final carriage passing time point based on meas-
urement results of the speed measuring unit, the
leading carriage passing time measuring unit,
and the final carriage passing time measuring
unit;
a train completeness determination unit for cal-
culating a difference between the train length of
the train, which has been calculated by the train
length calculation unit, and the traveled distance
calculated by the traveled distance calculation
unit, and determining whether or not the calcu-
lated difference is within a range of a prescribed
difference value; and
a taillight unit for indicating the final carriage of
the train, wherein the taillight unit is a portable
taillight of train, and provided with the final car-
riage positioning unit and the final carriage pass-
ing time measuring unit in an integral arrange-
ment.

2. The train control device according to claim 1, wherein
the train completeness determination unit transmits
information representing a determination result indi-
cating whether or not the difference is within the
range of the prescribed difference value to at least
one of a central control device for controlling opera-
tions of the train, and an on-board security device
for managing security of the train.

3. The train control device according to claim 1, further
comprising a display unit for displaying information
at least from the train completeness determination
unit, wherein the display unit displays information
relating to a value of the difference calculated by the
train completeness determination unit, and the pre-
scribed difference value.

4. The train control device according to claim 1, where-
in:

if the leading carriage positioning unit measures
a position of the leading carriage in a stopped
state, and the final carriage positioning unit
measures a position of the final carriage in the
stopped state when the train is stopped, the train
length calculation unit calculates the train length

when the train is stopped using measurement
results of the leading carriage positioning unit,
and the final carriage positioning unit; and
the train completeness determination unit cal-
culates a difference between the train length cal-
culated by the train length calculation unit when
the train is stopped, and a set recognized train
length, and determines whether or not the cal-
culated difference is within the range of the pre-
scribed difference value.

5. The train control device according to claim 4, further
comprising a display unit for displaying information
at least from the train completeness determination
unit, wherein the display unit displays information
relating to the value of the difference calculated by
the train completeness determination unit, and the
prescribed difference value, and a plurality of oper-
ation buttons for confirmation whether or not the dif-
ference calculated by the train completeness deter-
mination unit is within the range of the prescribed
difference value.

6. The train control device according to claim 5, wherein
under a condition that one of the operation buttons
displayed on the display unit is operated, the train
completeness determination unit determines wheth-
er or not train completeness is adequate in accord-
ance with the operated operation button, and trans-
mits information of a result of the determination to at
least one of a central control device for controlling
operations of the train, and an on-board security de-
vice for managing security of the train.

7. The train control device according to any one of
claims 3 to 6, wherein the prescribed difference value
is set to a value equal to or smaller than a value
equivalent to a length of one carriage composing the
train.

8. The train control device according to claim 1, further
comprising an electrical storage device for supplying
power to the taillight unit and the final carriage pass-
ing time measuring unit, wherein the final carriage
passing time measuring unit supplies power from the
electrical storage device to the final carriage posi-
tioning unit for positioning, and otherwise stops pow-
er supply to the final carriage positioning unit.
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