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(57) Provided are an information transmission meth-
od and device, a storage medium and an electronic de-
vice. The method includes: receiving, by a third trans-
mission node, context information of a first transmission
node or a second transmission node transmitted by the

first transmission node; and storing, by the third trans-
mission node, the context information. By means of the
solution in the embodiments of the present disclosure,
the technical problem in the related art that a recovery
delay of a link interruption is too long is solved.
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Description

Technical Field

[0001] The present disclosure relates to the field of
communications, and in particular, to an information
transmission method and device, a storage medium, and
an electronic device.

Background

[0002] In order to improve network capacity and cov-
erage while satisfying the requirements for cell deploy-
ment flexibility, a relay link supporting wireless backhaul
transmission is proposed in the related art to achieve the
deployment of a dense network. A node supporting a
relay function is referred to as a Relay Node (RN). The
RN provides, for User Equipment (UE) accessing the cell
of the RN, functions and services similar to those provid-
ed by a normal base station (also referred to as evolved
Node B, eNB for short). A wireless interface between the
RN and the UE is referred to as an access link. The RN
accesses an eNB serving the RN via the wireless inter-
face in a manner similar to the manner in which a normal
UE access the eNB. The eNB serving the RN is referred
to as a donor base station (also referred to as donor eNB,
DeNB for short). The wireless interface between the RN
and the DeNB is referred to as a "backhaul link".
[0003] Future communication technologies support a
larger bandwidth and a larger scale multi-antenna or mul-
ti-beam transmission, which facilitates the implementa-
tion of a relay that shares air interface resources between
the backhaul link and the access link, such implementa-
tion being referred to as Integrated Access Backhaul
(IAB). In order to further improve the deployment flexibil-
ity, an ordinary IAB (also referred to as IAB node) does
not need to be directly connected to a core network, and
only a donor IAB (also referred to as IAB donor) is directly
connected to the core network. Therefore, all ordinary
lABs need to transmit data to the donor IAB to achieve
the communication with the core network. Referring to
Fig. 1, which is a schematic diagram of links related to
IAB in the related art of the present disclosure, the IAB
node A is connected to a core network via an optical fiber
and serves as an IAB donor, while the IAB node B and
the IAB node C are not connected to the core network
and serve as ordinary lABs.
[0004] In order to further improve the flexibility of de-
ployment, referring to Fig. 2, which is a schematic dia-
gram of links when an IAB node serves as a relay in the
related art of the present disclosure, an IAB may transmit
data to an IAB donor through the relay of a plurality of
lABs. In other words, the lABs are hierarchical, and the
level of an IAB represents the number of hops of relay
lABs which the data from the IAB pass before reaching
the IAB donor. Assuming that the level of the donor IAB
is 0 and the level of the IAB accessed by the UE is N,
then the transmission path between the UE and the core

network sequentially passes through the lABs of the lev-
els of 1,2,... N. Assuming that the procedure of connec-
tion establishment between lABs is similar to the proce-
dure of connection establishment between the UE and
the eNB, the IAB of the level n+1 is the UE from the
perspective of the IAB of the level n, and the IAB of the
level n is the serving cell from the perspective of the IAB
of the level n. If an IAB of the level n+1 is connected to
an IAB of the level n via a Uu interface as a UE, then the
IAB of the level n is referred to as a parent node of the
IAB of the level n+1, and the IAB of the level n+1 is re-
ferred to as a child node of the IAB of the level n. Each
IAB may choose to access one or more parent nodes.
When the connection between the IAB of the level n and
the parent node of the IAB of the level n is interrupted
due to causes such as congestion or poor link quality,
the solution in the existing mechanism is to re-establish
the connection through a re-establishment procedure,
but the introduced interruption delay is very long, and the
requirement of the service on the delay may not be sat-
isfied.
[0005] When the link communication between the relay
node and the serving node of the relay node is interrupted
due to causes such as poor link state or congestion, the
solution in the existing mechanism is to re-establish the
connection through a re-establishment procedure, but
the introduced interruption delay is very long, and the
requirement of the service on the delay may not be sat-
isfied.
[0006] Aiming at the above problems existing in the
related art, no effective solution has been proposed at
present.

Summary

[0007] Embodiments of the present disclosure provide
an information transmission method and device, a stor-
age medium, and an electronic device.
[0008] According to an embodiment of the present dis-
closure, an information transmission method is provided,
including the following operations: a third transmission
node receives context information of a first transmission
node or a second transmission node transmitted by the
first transmission node; and the third transmission node
stores the context information.
[0009] According to an embodiment of the present dis-
closure, another information transmission method is pro-
vided, including the following operations: a target serving
node of a transmission node receives handover prepa-
ration request information transmitted by a source serv-
ing node of the transmission node, wherein the handover
preparation request information includes at least one of
the followings: cause information, validity period informa-
tion, cycle information, and identifier information of a tar-
get transmission node. The target serving node transmits
handover preparation confirmation information to the
source serving node after receiving the handover prep-
aration request information, wherein the cause informa-
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tion is used for indicating that the handover preparation
request information is a request for advance preparation
for handover or a request for preparation for re-estab-
lishment; the validity period information is used for indi-
cating a validity period of the handover preparation re-
quest information; the cycle information is used for indi-
cating a cycle of transmitting the handover preparation
request information, and when a handover or re-estab-
lishment operation is still not executed after expiration of
the cycle, the handover preparation request information
becomes invalid.
[0010] According to an embodiment of the present dis-
closure, yet another information transmission method is
provided, including the following operations: a transmis-
sion node receives mobility control information transmit-
ted by a target serving node of the transmission node,
wherein the mobility control information is used for in-
structing the transmission node to execute handover; the
transmission node executes the handover after receiving
the mobility control information, wherein the transmission
node is a terminal or an IAB.
[0011] According to an embodiment of the present dis-
closure, yet another information transmission method is
provided, including the following operations: a transmis-
sion node receives a Radio Resource Control (RRC) con-
nection release message or an RRC connection rejection
message transmitted by a source serving node of the
transmission node, wherein the RRC connection release
message or the RRC connection rejection message in-
cludes an IAB list, the IAB list includes identifier informa-
tion of one or more IAB nodes, identifier information of
one or more donor lABs connected to the one or more
IAB nodes, and Public Land Mobile Network (PLMN) in-
formation; and when a link connection failure occurs in
the transmission node, an IAB node in the IAB list is pref-
erentially selected for re-establishment.
[0012] According to another embodiment of the
present disclosure, provided is an information transmis-
sion device, including: a receiving module, configured to
receive context information of a first transmission node
or a second transmission node transmitted by the first
transmission node; and a storing module, configured to
store the context information.
[0013] According to another embodiment of the
present disclosure, provided is another information trans-
mission device, applied to a target serving node of a
transmission node. The information transmission device
includes: a receiving module, configured to receive
handover preparation request information transmitted by
a source serving node of the transmission node, wherein
the handover preparation request information includes
at least one of the followings: cause information, validity
period information, cycle information, and identifier infor-
mation of a target transmission node; and a transmitting
module, configured to transmit handover preparation
confirmation information to the source serving node after
receiving the handover preparation request information,
wherein the cause information is used for indicating that

the handover preparation request information is a re-
quest for advance preparation for handover or a request
for preparation for re-establishment; the validity period
information is used for indicating a validity period of the
handover preparation request information; the cycle in-
formation is used for indicating a cycle of transmitting the
handover preparation request information, and when a
handover or re-establishment operation is still not exe-
cuted after expiration of the cycle, the handover prepa-
ration request information becomes invalid.
[0014] According to another embodiment of the
present disclosure, yet another information transmission
device is provided, which is applied to a target handover
serving node of a transmission node. The information
transmission device includes: a transmitting module,
configured to transmit mobility control information of the
transmission node, wherein the mobility control informa-
tion is used for instructing the transmission node to ex-
ecute handover, and the target handover serving node
of the transmission node is a source secondary serving
node of the transmission node; wherein the transmission
node is a terminal or an IAB.
[0015] According to another embodiment of the
present disclosure, provided is another information trans-
mission device, applied to a transmission node. The in-
formation transmission device includes: a receiving mod-
ule, configured to receive an RRC connection release
message or an RRC connection rejection message trans-
mitted by the source serving node of the transmission
node, wherein the RRC connection release message or
the RRC connection rejection message includes an IAB
list, the IAB list includes identifier information of one or
more IAB nodes, identifier information of one or more
donor lABs connected to the one or more IAB nodes, and
PLMN information; and a processing module, configured
to, when a link connection failure occurs, preferentially
select an IAB node in the IAB list for re-establishment.
[0016] According to another embodiment of the
present disclosure, a storage medium is also provided.
The storage medium stores a computer program, where-
in the computer program is configured to execute the
operations in any one of the method embodiments at
runtime.
[0017] According to another embodiment of the
present disclosure, also provided is an electronic device,
including a memory and a processor, wherein the mem-
ory stores a computer program, and the processor is con-
figured to run the computer program to execute the op-
erations in any one of the method embodiments.
[0018] According to the solution in the embodiments
of the present disclosure, by means of receiving and stor-
ing context information of a first transmission node or a
second transmission node, when there is a link interrup-
tion of the transmission node, link recovery can be exe-
cuted based on the context information, thereby avoiding
a re-establishment flow, solving the technical problem in
the related art that the recovery delay of the link interrup-
tion is too long, and satisfying the requirements of serv-
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ices on the interruption delay.

Brief Description of the Drawings

[0019] The accompanying drawings described herein
are used to provide a deeper understanding of the
present disclosure, and constitute a part of the present
application. The exemplary embodiments of the present
disclosure and the description thereof are used to explain
the present disclosure. The drawings and the exemplary
embodiment do not constitute limitations to the present
disclosure. In the drawings:

Fig. 1 is a schematic diagram of links related to IAB
in the related art of the present disclosure;
Fig. 2 is a schematic diagram of links when an IAB
node serves as a relay in the related art of the present
disclosure;
Fig. 3 is a flowchart of an information transmission
method according to an embodiment of the present
disclosure;
Fig. 4 is a flowchart of another information transmis-
sion method according to an embodiment of the
present disclosure;
Fig. 5 is a flowchart of still another information trans-
mission method according to an embodiment of the
present disclosure;
Fig. 6 is a structural block diagram of an information
transmission device according to an embodiment of
the present disclosure;
Fig. 7 is a structural block diagram of another infor-
mation transmission device according to an embod-
iment of the present disclosure;
Fig. 8 is a structural block diagram of still another
information transmission device according to an em-
bodiment of the present disclosure;
Fig. 9 is a first schematic flowchart of an implemen-
tation of the present disclosure;
Fig. 10 is a second flowchart of an implementation
of the present disclosure;
Fig. 11 is a third flowchart of an implementation of
the present disclosure;
Fig. 12 is a fourth flowchart of an implementation of
the present disclosure.

Detailed Description of the Emulsions

[0020] The present disclosure is described below with
reference to the drawings and in conjunction with the
embodiments in detail. It is to be noted that embodiments
in the present application and characteristics in the em-
bodiments may be combined to derive other embodi-
ments not explicitly
[0021] It is to be noted that the specification and claims
of the present disclosure and the terms "first", "second"
and the like in the drawings are used to distinguish similar
objects, and are not used to describe a specific sequence
or a precedence order.

Embodiment 1

[0022] The embodiment provides an information trans-
mission method. Fig. 3 is a flowchart of an information
transmission method according to an embodiment of the
present disclosure. As shown in Fig. 3, the method in-
cludes the following operations.
[0023] In operation S302, a third transmission node
receives context information of a first transmission node
or a second transmission node transmitted by the first
transmission node.
[0024] In operation S304, the third transmission node
stores the context information.
[0025] According to the described operations, by
means of receiving and storing context information of a
first transmission node or a second transmission node,
when there is a link interruption of the transmission node,
link recovery can be executed based on the context in-
formation, thereby avoiding a re-establishment flow,
solving the technical problem in the related art that the
recovery delay of the link interruption is too long, and
satisfying the requirements of services on the interruption
delay.
[0026] In one or more implementations of the embod-
iment, in a CU/DU split scenario, the first transmission
node is a centralized unit (CU), the second transmission
node is a distributed unit (DU), and when the third trans-
mission node includes one or more DUs, the first trans-
mission node transmits the context information via an F1
interface.
[0027] In one or more implementations of the embod-
iment, before the third transmission node receives the
context information of the first transmission node or the
second transmission node transmitted by the first trans-
mission node, the method further includes an operation
that the third transmission node transmits, via the F1 in-
terface, a request message for requesting to obtain the
context information.
[0028] In one or more implementations of the embod-
iment, the operation that the third transmission node
transmits, via the F1 interface, the request message for
obtaining the context information includes that: the third
transmission node transmits the request message via
the F1 interface upon reception of an RRC re-establish-
ment request.
[0029] In one or more implementations of the embod-
iment, the context information includes: a transmission
node identifier and context information of the transmis-
sion node.
[0030] In one or more implementations of the embod-
iment, the context information further includes at least
one of the followings: cause information, wherein the
cause information is used for indicating a cause for trans-
mitting the context information, and the cause includes
at least one of the followings: handover preparation and
re-establishment preparation; validity period information,
wherein the validity period information is used for indi-
cating a validity period of the context information; cycle
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information, wherein the cycle information is used for in-
dicating a cycle of transmitting the context information,
and when a handover or re-establishment operation is
still not executed after expiration of the cycle, and the
context information becomes invalid.
[0031] In one or more implementations of the embod-
iment, after the first transmission node transmits the con-
text information, the first transmission node transmits in-
dication information for releasing the context information
of the first transmission node or the second transmission
node.
[0032] When a link connection failure occurs in a fourth
transmission node, a target transmission node which has
the same donor node as a source serving node of the
fourth transmission node is preferentially selected to ex-
ecute an RRC re-establishment procedure, wherein the
fourth transmission node is a terminal or an IAB.
[0033] In one or more implementations of the embod-
iment, in the non-CU/DU split scenario, when the first
transmission node, the second transmission node and
the third transmission node are relay nodes, the context
information is transmitted via an Xn interface. In one or
more implementations of the embodiment, the relay node
includes at least one of the followings: a base station and
an IAB.
[0034] In one or more implementations of the embod-
iment, when a link connection failure occurs in a fourth
transmission node, a target transmission node having
context information of the fourth transmission node is
preferentially selected to execute an RRC re-establish-
ment procedure, wherein the fourth transmission node
is a terminal or an IAB.
[0035] Another information transmission method is
provided in this embodiment. Fig. 4 is a flowchart of an-
other information transmission method according to an
embodiment of the present disclosure. As shown in Fig.
4, the flow includes the following operations.
[0036] In operation S402, a target serving node of a
transmission node receives handover preparation re-
quest information transmitted by a source serving node
of the transmission node, wherein the handover prepa-
ration request information includes at least one of the
followings: cause information, validity period information,
cycle information and identifier information of a target
transmission node.
[0037] In operation S404, after receiving the handover
preparation request information, the target serving node
transmits handover preparation confirmation information
to the source serving node.
[0038] The cause information is used for indicating that
the handover preparation request information is a re-
quest for advance preparation for handover or a request
for preparation for re-establishment. The validity period
information is used for indicating a validity period of the
handover preparation request information. The cycle in-
formation is used for indicating a cycle of transmitting the
handover preparation request information, and when a
handover or re-establishment operation is still not exe-

cuted after expiration of the cycle, the handover prepa-
ration request information becomes invalid.
[0039] In one or more implementations of the embod-
iment, the source serving node transmits the handover
preparation request information to a plurality of target
serving nodes, wherein the handover preparation re-
quest information is used for requesting preparation of
handover resources, and identifier information of a plu-
rality of target transmission nodes corresponds to the
plurality of target serving nodes.
[0040] In one or more implementations of the embod-
iment, the source serving node is at least one of the fol-
lowings: a CU, a DU, an IAB node, a relay, and a base
station; and the target serving node is at least one of the
followings: a DU, an IAB node, a relay and a base station.
[0041] In one or more implementations of the embod-
iment, when the transmission node is an IAB node, the
source serving node is a parent node of the IAB node.
[0042] In one or more implementations of the embod-
iment, the target serving node transmits handover acti-
vation indication information to the source serving node
after receiving the handover preparation request infor-
mation.
[0043] In one or more implementations of the embod-
iment, after transmitting the handover activation indica-
tion information to the source serving node, the method
further includes an operation of receiving handover acti-
vation confirmation information transmitted by the source
serving node; or receiving serial number SN state infor-
mation transmitted by the source serving node.
[0044] In one or more implementations of the embod-
iment, after the source serving node detects that a link
connection failure occurs in the serving node, handover
activation indication information is transmitted to the tar-
get serving node.
[0045] In one or more implementations of the embod-
iment, after transmitting the handover preparation re-
quest information to the target serving node, the source
serving node transmits handover cancellation indication
information to the target serving node, wherein the
handover cancellation indication information includes a
cause value for handover cancellation. After receiving
the handover cancellation indication information, the tar-
get serving node releases context information and/or re-
served resources of the transmission node correspond-
ing to the handover cancellation indication information.
[0046] In one or more implementations of the embod-
iment, after transmitting the handover preparation re-
quest information to the target serving node, the source
serving node transmits mobility control information to a
transmission node, wherein the mobility control informa-
tion includes handover activation condition information,
and the handover activation condition information in-
cludes: time information for indicating a cycle of trans-
mitting the mobility control information or indicating a va-
lidity period of the mobility control information, or, infor-
mation for executing handover when a radio link failure
occurs.

7 8 



EP 3 813 425 A1

6

5

10

15

20

25

30

35

40

45

50

55

[0047] Another information transmission method is
provided in this embodiment. Fig. 5 is a flowchart of still
another information transmission method according to
an embodiment of the present disclosure. As shown in
Fig. 5, the flow includes the following operations.
[0048] In operation S502, a transmission node re-
ceives mobility control information transmitted by a target
serving node of the transmission node, wherein the mo-
bility control information is used for instructing the trans-
mission node to execute handover.
[0049] In operation S504, after receiving the mobility
control information, the transmission node executes the
handover.
[0050] The transmission node is a terminal or an IAB.
[0051] In one or more implementations of the embod-
iment, the target serving node is a source secondary
serving node of the transmission node.
[0052] Still another information transmission method
is provided in this embodiment. The information trans-
mission method includes the following operations.
[0053] In operation S11, a transmission node receives
an RRC connection release message or an RRC con-
nection rejection message transmitted by a source serv-
ing node of the transmission node, wherein the RRC con-
nection release message or the RRC connection rejec-
tion message includes an IAB list, the IAB list including:
identifier information of one or more IAB nodes, identifier
information of one or more donor lABs connected to the
one or more IAB nodes, and PLMN information;
[0054] In operation S11, when a link connection failure
occurs in the transmission node, an IAB node in the IAB
list is preferentially selected for re-establishment. The
transmission node may be an IAB or a terminal.
[0055] Through the description of the above implemen-
tations, those having ordinary skill in the art can under-
stand that the method according to the above embodi-
ment may be implemented by means of software plus a
necessary general hardware platform, and of course,
may also be implemented through hardware, but in many
cases, the former is a better implementation. Based on
such understanding, the essence of technical solution of
the embodiments of the present disclosure, or in other
words, the part of the technical solutions making contri-
butions to the conventional art, may be embodied in the
form of a software product stored in a storage medium
(such as a Read-Only Memory (ROM)/Random Access
Memory (RAM), a magnetic disk and an optical disc),
including a number of instructions for enabling a terminal
device (which may be a mobile phone, a computer, a
server, or a network device, etc.) to perform the methods
described in various embodiments of the present disclo-
sure.

Embodiment 2

[0056] The embodiment provides an information trans-
mission device. The information transmission apparatus
is used to implement the above embodiments and exem-

plary implementations, and the details having been de-
scribed will not be repeated. As used below, the term
"module" may implement a combination of software
and/or hardware of a predetermined function. Although
the apparatus described in the following embodiments is
preferably implemented in software, the implementation
in hardware or a combination of software and hardware
is also possible and contemplated.
[0057] Fig. 6 is a structural block diagram of an infor-
mation transmission device according to an embodiment
of the present disclosure. As shown in Fig. 6, the device
includes:

a receiving module 60, configured to receive context
information of a first transmission node or a second
transmission node transmitted by the first transmis-
sion node; and
a storing module 62, configured to store the context
information.

[0058] Fig. 7 is a structural block diagram of another
information transmission device according to an embod-
iment of the present disclosure, applied in a target serving
node of a transmission node. As shown in Fig. 7, the
device includes:

a receiving module 70, configured to receive hando-
ver preparation request information transmitted by a
source serving node of the transmission node,
wherein the handover preparation request informa-
tion includes at least one of the followings: cause
information, validity period information, cycle infor-
mation and identifier information of a target trans-
mission node; and
a transmitting module 72, configured to transmit
handover preparation confirmation information to the
source serving node after receiving the handover
preparation request information.

[0059] The cause information is used for indicating that
the handover preparation request information is a re-
quest for advance preparation for handover or a request
for preparation for re-establishment. The validity period
information is used for indicating a validity period of the
handover preparation request information. The cycle in-
formation is used for indicating a cycle of transmitting the
handover preparation request information, and when a
handover or re-establishment operation is still not exe-
cuted after expiration of the cycle, the handover prepa-
ration request information becomes invalid.
[0060] In one or more implementations of the embod-
iment, the transmitting module is further configured to
transmit handover activation indication information to the
source serving node of the transmission node, and the
receiving module is further configured to receive the
handover activation indication information transmitted by
the source serving node of the transmission node.
[0061] Fig. 8 is a structural block diagram of still an-
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other information transmission device according to an
embodiment of the present disclosure, applied in a target
handover serving node of a transmission node. As shown
in Fig. 8, the device includes:
a transmitting module 80, configured to transmit mobility
control information of a transmission node, wherein the
mobility control information is used for instructing the
transmission node to execute handover. In the embodi-
ment, the target handover serving node of the transmis-
sion node is a source secondary serving node of the
transmission node; and the transmission node is a ter-
minal or an IAB.
[0062] The present embodiment also provides an in-
formation transmission device, applied to a transmission
node. The information transmission device includes: a
receiving module, configured to receive an RRC connec-
tion release message or an RRC connection rejection
message transmitted by a source serving node of the
transmission node, wherein the RRC connection release
message or the RRC connection rejection message in-
cludes an IAB list, the IAB list including: identifier infor-
mation of one or more IAB nodes, identifier information
of one or more donor lABs connected to the one or more
IAB nodes, and PLMN information.
[0063] The information transmission device further in-
cludes a processing module configured to preferentially
select an IAB node in an IAB list for re-establishment
when a link connection failure occurs.
[0064] It is to be noted that each of the above modules
may be implemented by software or hardware. For the
latter, the modules may be implemented by, but not lim-
ited to, either of the following manners: the above mod-
ules are all located in the same processor; or, the above
modules are located in different processors in any com-
bination form respectively.

Embodiment 3

[0065] The present embodiment includes the following
implementations, which are used for describing the im-
plementations of the solution of the present application
in different scenarios in detail.

Implementation 1

[0066] Re-establishment optimization solution: in or-
der to ensure re-establishment success, a terminal or an
IAB node had better know in advance which cells possess
the context information of the terminal or the IAB node.
For a CU/DU split scenario, a donor CU may obtain con-
text information of an IAB, therefore, it is proposed that
all IAB DUs connected to the same donor CU obtain con-
text information of other IAB DUs through the donor CU.
If the selected IAB for re-establishment and the original
parent IAB are connected to the same donor CU, the re-
establishment is more likely to succeed. In this embodi-
ment, the DU and the CU exchange context information
via the F1AP.

[0067] When re-establishment occurs, lABs connect-
ed to the same donor CU are preferentially selected as
the re-establishment target lABs.
[0068] In addition, for the non CU/DU split scenario,
the IAB donor may also obtain and store context infor-
mation of all the child lABs connected directly or indirectly
to the IAB donor and notify other neighboring child lABs
of the context information. In this way, when detecting
an RLF, the IAB node may preferentially select other lABs
under the same IAB donor as a re-establishment target
IAB. In addition, different IAB nodes can directly ex-
change the context information of their respective child
lABs via an Xn interface, the parent IAB node can notify
the child lABs of which neighboring lABs have the context
information of the child lABs in advance, and these neigh-
boring lABs can be preferentially selected as the re-es-
tablishment target IAB. Alternatively, different IAB nodes
directly exchange their respective context information via
an Xn interface, so that the lABs know which lABs have
their context information, and the lABs having their con-
text information can be preferentially selected as the re-
establishment target IAB.
[0069] Implementations 1-1, 1-2, 1-3, 1-4, 1-5 and 1-6
are provided.

Implementation 1-1

[0070] For the CU/DU split scenario, the following op-
erations are included.
[0071] In operation 1, the CU transmits context infor-
mation of one or more lABs to the DU via the F1 interface.
[0072] The context information includes a transmission
node identifier (e.g., gNB-CU UE F1AP ID) and bearer
establishment information. Further, the context informa-
tion may also include cause information for indicating a
cause for transmitting the context information of the
transmission node, e.g., for executing RRC re-establish-
ment. Further, the context information may also include
validity period information for indicating a validity period
of the context information, and when the handover or
RRC re-establishment operation is still not executed after
expiration of the validity period, the context information
becomes invalid.
[0073] Further, the context information may include cy-
cle information for indicating a cycle of transmitting the
context information, and when the handover or re-estab-
lishment operation is still not executed after expiration of
the cycle, the context information becomes invalid.
[0074] In operation 2, after receiving the context infor-
mation of one or more DUs transmitted by the CU, the
DU stores the context information. In one or more imple-
mentations of the embodiment, the DU may transmit con-
firmation information to the CU.

Implementation 1-2

[0075] For the CU/DU split scenario, the difference be-
tween the current implementation 1-2 and the implemen-
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tation 1-1 lies in that, before the CU transmits context
information of one or more DUs to the DU via the F1
interface, the following operation 1 may further be exe-
cuted.
[0076] In operation 1, the DU transmits, via an F1 in-
terface, a message for requesting to obtain context in-
formation of a certain transmission node.
[0077] Further, after the DU receives the RRC re-es-
tablishment request transmitted by the transmission
node, the DU transmits, via the F1 interface, a message
for requesting to obtain context information of the trans-
mission node. The transmission node may be a terminal
or an IAB.
[0078] The context information of the transmission
node requested to be obtained includes: a transmission
node identifier (used for indicating an identifier of the
transmission node and being used for identification of
different transmission nodes at an F1 interface) and bear-
er establishment information, and may further include
cause information, wherein the cause information is used
for indicating a cause for transmitting the context infor-
mation of the transmission node, for example, the cause
value may be set for indicating that the context informa-
tion is used for executing re-establishment.

Implementation 1-3

[0079] For CU/DU split scenario, when the CU selects
a candidate serving node for the CU, the CU transmits
context information of the DU to the candidate serving
node. However, after the CU determines to replace the
candidate serving node for the DU according to the chan-
nel and service conditions, if the candidate serving node
selected previously is no longer used as the candidate
serving node, the CU may notify the candidate serving
node to release the context information of the DU.

Implementation 1-4

[0080] For a non CU/DU split scenario, the following
operations are included.
[0081] In operation 1, lABs directly exchange context
information of their respective child nodes via an Xn in-
terface. The context information includes an identifier of
the child node and bearer establishment information.
[0082] In operation 2, the IAB determines which lABs
have the context information of the child IAB of this IAB,
and transmits an IAB list indicating the lABs to the child
IAB. The IAB list includes the identifier information of the
lABs.
[0083] In operation 3, after a link connection failure oc-
curs in the child IAB, the IAB in the IAB list is preferentially
selected for re-establishment.

Implementation 1-5

[0084] For a non CU/DU split scenario, the following
operations are included.

[0085] In operation 1, lABs directly exchange their re-
spective context information via an Xn interface.
[0086] In operation 2, the IAB determines which lABs
have the context information of the IAB, and when a link
connection failure occurs, the IAB preferentially selects
an IAB node having its own context information to exe-
cute re-establishment.

Implementation 1-6

[0087] In operation 1, lABs directly exchange context
information of their respective child nodes via an Xn in-
terface. The context information includes the identifier of
a child node of the IAB and bearer establishment infor-
mation.
[0088] In operation 2, the IAB transmits an RRC con-
nection release or RRC connection rejection message
to the child node or terminal of the IAB. The RRC con-
nection release or RRC connection rejection message
includes an IAB list. The IAB list includes identifier infor-
mation of lABs, identifier information of the donor IAB
connected with the lABs, and PLMN information.
[0089] In operation 3, after a link connection failure oc-
curs in the child node or the terminal, the IAB in the IAB
list is preferentially selected for re-establishment.

Implementation 2

[0090] If the communication is interrupted due to a sud-
den blockage, the parent IAB has not yet initiated a
handover procedure, and thus a normal handover pro-
cedure cannot be executed. According to the results of
the IAB measurements, a topology management entity
(e.g., donor IAB or parent IAB) periodically selects one
or more candidate target parent lABs for each IAB node
or UE, and notifies the IAB node of the selection result.
If the topology management entity is the parent IAB, a
handover preparation request is transmitted to the can-
didate target parent IAB. The candidate target parent IAB
needs to allocate C-RNTI, a key id to be used in a security
algorithm, and dedicated RACH resources for the IAB in
advance, and notify the IAB of the allocation information
together with information such as RACH related SS block
information, UE-specific CSI-RS and SIB. Once the
source parent IAB detects a blockage in the IAB or the
UE, the source parent IAB initiates a handover activation
indication to the candidate target parent IAB, transmits
SN state information and executes data forwarding. The
IAB initiates a random access request to the candidate
target parent IAB on the allocated RACH resources, re-
ports a new C-RNTI, completes a handover operation
and establishes an RRC connection.
[0091] Alternatively, after detecting a link connection
failure, the UE/IAB transmits a random access request
to a candidate target parent IAB. After receiving the ran-
dom access request from the UE/IAB, the candidate tar-
get parent IAB determines that a handover procedure is
activated, and transmits a handover activation request
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to a source IAB. After receiving the handover activation
request, the source IAB transmits confirmation informa-
tion, or directly transmits SN state information and exe-
cutes data forwarding.
[0092] Further, in order to reduce the time delay
caused by the handover, the candidate target parent IAB
also needs to allocate resources for the IAB in advance
and notify the IAB of the allocated resources. Before the
handover is activated, these allocated resources may be
dynamically scheduled to be used by other terminals.
After receiving a handover activation confirmation from
the source parent IAB, the resources will no longer be
allocated for other terminals, and will be reserved for the
IAB.
[0093] Further, after the handover is completed, the
source parent IAB may also notify other candidate target
parent lABs to release the context information of the IAB
and the related resources reserved for the handover.
[0094] Specific operations will be described in the fol-
lowing implementations 2-1, 2-2 and 2-3.

Implementation 2-1

[0095] After a terminal or an IAB selects a serving node
that the terminal or the IAB needs to access, the terminal
or the IAB executes measurement and reports a meas-
urement result to a source serving node. The source serv-
ing node selects one or more candidate target serving
nodes for the terminal or the IAB according to the meas-
urement result. After that, a handover preparation oper-
ation is executed. Fig.9 is a first schematic flowchart of
an implementation of the present disclosure. As shown
in Fig. 9, the flow includes the following operations.
[0096] In operation 1, a source serving node transmits
handover preparation request information to a target
serving node, wherein the handover preparation request
information includes at least one of the followings: cause
information, validity period information, cycle informa-
tion, and identifier information of a target transmission
node. The handover preparation request information
may be a dedicated message, for example, a handover
preparation request message or a re-establishment
preparation request message. Alternatively, the hando-
ver preparation request information may be carried by a
handover request message.
[0097] The cause information is used for indicating that
the handover preparation request information is a re-
quest for advance preparation for handover or a re-es-
tablishment preparation request.
[0098] The validity period information is used for indi-
cating a validity period of the handover preparation re-
quest information, and when the handover operation is
still not executed after expiration of the validity period,
the handover preparation request information becomes
invalid.
[0099] The cycle information is used for indicating a
cycle of transmitting the handover preparation request
information, and when the handover operation is still not

executed after expiration of the cycle, the handover prep-
aration request information becomes invalid. (It should
be noted that the validity period and the cycle are used
in the same manner herein, but the cycle is used for in-
dicating that the handover preparation request informa-
tion is transmitted periodically.)
[0100] Further, the source transmission node may
transmit handover request information to a plurality of
target transmission nodes, wherein the handover request
information is used to request reservation of handover
resources. The identifier information of the target trans-
mission node is used for indicating the identifier informa-
tion of the target transmission node, and the identifier
information may be identifiers for one or more target
transmission nodes.
[0101] In operation 2, after receiving the handover
preparation request information, the target serving node
transmits handover preparation request confirmation in-
formation to the source serving node.
[0102] The confirmation information includes a C-RN-
TI, a key to be used in a security algorithm and dedicated
RACH resources allocated for a terminal, and may further
include information such as RACH-related SS block in-
formation, a UE specific CSI-RS and a system message.
Corresponding to the operation 1, the handover prepa-
ration request confirmation information may be a dedi-
cated message, for example, a handover preparation re-
quest confirmation message or a re-establishment prep-
aration request confirmation message. Alternatively, the
handover preparation request information may be carried
in a handover request confirmation message.
[0103] In operation 3, after receiving the handover
preparation request confirmation information, the source
serving node transmits mobility control information for
indicating handover to the terminal or the IAB node. The
mobility control information includes a C-RNTI, a key to
be used in a security algorithm, and dedicated RACH
resources allocated for a terminal or an IAB, and may
further include information such as RACH-related SS
block information, a UE specific CSI-RS, and a system
message. Further, the mobility control information may
include handover activation condition information, for ex-
ample, the handover is executed when a radio link failure
occurs. Further, the mobility control information includes
time information for indicating a cycle of transmitting the
information or indicating a validity period of the informa-
tion.
[0104] When a source serving node detects that a link
interruption occurs in a terminal, a handover procedure
is activated. The handover procedure includes the fol-
lowing operations.
[0105] In operation 4, the source serving node trans-
mits handover activation request information to a target
serving node, wherein the handover activation informa-
tion includes terminal identifier information and cause in-
formation. The cause information indicates handover ac-
tivation.
[0106] In operation 5, In one or more implementations
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of the embodiment, the target serving node may reject
the handover activation request based on a current load
condition, and therefore, if the activation of the handover
is agreed, the target serving node transmits handover
activation confirmation information to the source serving
node.
[0107] In operation 6, after receiving the handover ac-
tivation confirmation information from the target serving
node, the source serving node starts to execute SN state
transmission, and if there is data which fails to be suc-
cessfully reported, the source serving node forwards user
data to the target serving node.
[0108] On the other hand, after detecting that a radio
link failure occurs on a terminal, the terminal may activate
a handover procedure, and transmit a random access
request to a target serving node according to received
mobility control information.
[0109] In operation 7, after receiving the access re-
quest of the UE, the target serving node executes a sub-
sequent access operation, and completes a handover
flow.
[0110] The terminal includes a terminal node or a ter-
minal function part of the IAB node.
[0111] Further, if the source serving node selects a plu-
rality of candidate target serving nodes for the terminal,
after the terminal changes the serving node, the source
serving node notifies other candidate target serving
nodes to release the context information of the terminal.

Implementation 2-2

[0112] After a terminal or an IAB selects a serving node
which the IAB needs to access, the terminal or the IAB
executes measurement and reports a measurement re-
sult to a source serving node. The source serving node
selects one or more candidate target serving nodes for
the terminal or the IAB according to the measurement
result.
[0113] After the source serving node transmits the
handover preparation request information to the candi-
date target serving nodes, and before the handover ac-
tivation information is transmitted, if the source serving
node re-selects a new candidate target handover serving
node based on the measurement result reported by the
terminal, the source serving node may transmit the
handover cancellation indication information to the pre-
vious target handover serving node, wherein the hando-
ver cancellation indication information includes a cause
value for the handover cancellation. After receiving the
handover cancellation indication information, the target
transmission node releases the context information of
the terminal corresponding to the handover cancellation
indication information, and further releases reserved re-
sources if there are reserved resources. The process
specifically includes the following operations.
[0114] In operation 1, a source serving node transmits
handover request information to a candidate target serv-
ing node, wherein the handover request information in-

cludes at least one of the followings: cause information,
validity period information, cycle information and identi-
fier information of a target transmission node.
[0115] The cause information is used for indicating that
the handover request information is a request for ad-
vance preparation for handover or a request for prepa-
ration for re-establishment.
[0116] The validity period information is used for indi-
cating a validity period of the handover request, and when
the handover operation is still not executed after expira-
tion of the validity period, the handover request informa-
tion becomes invalid.
[0117] The cycle information is used for indicating a
cycle of transmitting the handover request message, and
when the handover operation is still not executed after
expiration of the cycle, the handover request message
becomes invalid. (It should be noted that the validity pe-
riod and the cycle are used in the same manner herein,
but the cycle is used for indicating that the handover re-
quest information is transmitted periodically.)
[0118] Further, the source transmission node may
transmit handover request information to a plurality of
candidate target transmission nodes, wherein the hando-
ver request information is used to request reservation of
handover resources. The identifier information of the tar-
get transmission node is used for indicating the identifier
information of the target transmission node, and the iden-
tifier information may be identifiers for one or more target
transmission nodes.
[0119] In operation 2, after receiving the handover re-
quest information, the candidate target serving node
transmits handover request confirmation information to
the source serving node.
[0120] The confirmation information includes a C-RN-
TI, a key to be used in a security algorithm and dedicated
RACH resources allocated for a terminal, and may further
include information such as RACH-related SS block in-
formation, a UE specific CSI-RS, and a system message.
[0121] In operation 3, after receiving the handover re-
quest confirmation information, the source serving node
transmits mobility control information for indicating
handover to the terminal node. The mobility control in-
formation includes a C-RNTI, a key to be used in a se-
curity algorithm, and dedicated RACH resources allocat-
ed for the terminal, and may further include information
such as RACH-related SS block information, a UE spe-
cific CSI-RS, and a system message. Further, the mo-
bility control information includes handover activation
condition information, for example, the handover is exe-
cuted when a radio link failure occurs. Further, the mo-
bility control information includes time information for in-
dicating a cycle of transmitting the information or indicat-
ing a validity period of the information.
[0122] In operation 4, the source serving node re-se-
lects a new candidate target handover serving node
based on the measurement result reported by the termi-
nal, and then may transmit handover cancellation indi-
cation information to the previous candidate target serv-
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ing node, wherein the indication information includes a
cause value for handover cancellation.
[0123] In operation 5, after receiving the handover can-
cellation indication information, the candidate target
transmission node releases context information of the
terminal corresponding to the handover cancellation in-
dication information, and releases reserved resources if
there are reserved resources.

Implementation 2-3

[0124] In the present implementation, after a terminal
or an IAB selects a serving node which the terminal or
the IAB needs to access, the terminal or the IAB executes
measurement and reports a measurement result to a
source serving node. The source serving node selects
one or more candidate target serving nodes for the ter-
minal or the IAB according to the measurement result.
Fig. 10 is a second schematic flowchart of an implemen-
tation of the present disclosure, as shown in Fig. 10, the
flow includes the following operations.
[0125] In operation 1, a source serving node transmits
handover preparation request information to a target
serving node, wherein the handover preparation request
information includes at least one of the followings: cause
information, validity period information, cycle informa-
tion, and identifier information of a target transmission
node. The handover preparation information may be a
dedicated message, for example, a handover prepara-
tion request message or a re-establishment preparation
request message. Alternatively, the handover prepara-
tion request information may be carried by a handover
request message.
[0126] The cause information is used for indicating that
the handover preparation request is a request for ad-
vance preparation for handover or a request for prepa-
ration for re-establishment.
[0127] The validity period information is used for indi-
cating a validity period of the handover preparation re-
quest information, and when the handover operation is
still not executed after expiration of the validity period,
the handover preparation request information becomes
invalid.
[0128] The cycle information is used for indicating a
cycle of transmitting the handover preparation request
information, and when the handover operation is still not
executed after expiration of the cycle, the handover prep-
aration request information becomes invalid. (It should
be noted that the validity period and the cycle are used
in the same manner herein, but the cycle is used for in-
dicating that the handover request information is trans-
mitted periodically.)
[0129] Further, the source transmission node may
transmit handover request information to a plurality of
target transmission nodes, wherein the handover request
information is used to request reservation of handover
resources. The identifier information of the target trans-
mission node is used for indicating the identifier informa-

tion of the target transmission node, and the identifier
information may be identifiers for one or more target
transmission nodes.
[0130] In operation 2, after receiving the handover
preparation request information, the target serving node
transmits handover preparation request confirmation in-
formation to the source serving node.
[0131] The confirmation information includes a C-RN-
TI, a key to be used in a security algorithm, and dedicated
RACH resources allocated for a terminal, and may further
include information such as RACH-related SS block in-
formation, a UE specific CSI-RS, and a system message.
Corresponding to operation 1, the handover preparation
request confirmation information may be a dedicated
message, for example, a handover preparation request
confirmation message or a re-establishment preparation
request confirmation message. Alternatively, the hando-
ver preparation request information may be carried in a
handover request confirmation message.
[0132] In operation 3, after receiving the handover
preparation request confirmation information, the source
serving node transmits mobility control information for
indicating handover to the terminal or the IAB node. The
mobility control information includes a C-RNTI, a key to
be used in a security algorithm, and dedicated RACH
resources allocated for a terminal or an IAB, and may
further include information such as RACH-related SS
block information, a UE specific CSI-RS, and a system
message. Further, the mobility control information in-
cludes handover activation condition information, for ex-
ample, the handover is executed when a radio link failure
occurs. Further, the mobility control information includes
time information for indicating a cycle of transmitting the
information or indicating a validity period of the informa-
tion.
[0133] After a terminal or an IAB detects that a radio
link failure occurs on the terminal or the IAB, a handover
procedure may be activated. The handover procedure
may include the following operations.
[0134] In operation 4, the terminal or the IAB transmits
a random access request to the target serving node ac-
cording to the received mobility control information.
[0135] In operation 4, after receiving the random ac-
cess information initiated by the terminal, the target serv-
ing node transmits handover activation indication infor-
mation to the source serving node of the terminal.
[0136] In operation 5, after receiving the handover ac-
tivation indication information transmitted by the target
serving node, the source serving node transmits hando-
ver activation confirmation information. Alternatively, af-
ter receiving the handover activation indication informa-
tion transmitted by the target transmission node, the
source transmission node directly transmits the SN (se-
quence number) state information to the target transmis-
sion node. If there is data not successfully reported, user
data is forwarded to the target serving node.
[0137] In operation 6, the target serving node executes
a subsequent access operation, and completes a hando-
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ver procedure.

Implementation 3

Implementation 3-1

[0138] The present implementation is similar to the im-
plementation 2, but differs in that the present implemen-
tation is applied to a CU/DU split scenario, and a CU
(centralized management unit) selects the specific sce-
nario for each DU (distributed unit).
[0139] After a terminal or an IAB selects to access a
serving node, the terminal or the IAB executes measure-
ment and reports a measurement result to the serving
node. The serving node transmits the measurement re-
sult to a donor CU. The donor CU selects a candidate
target serving node for the terminal or the IAB according
to the measurement result. Then, the execution of the
handover preparation operation is started. Fig. 11 is a
third schematic flowchart of an implementation of the
present disclosure, as shown in Fig. 11, the flow includes
the following operations.
[0140] In operation 1, a donor CU transmits, to a target
DU, context establishment request information of a ter-
minal or an IAB, wherein the context establishment re-
quest information includes at least one of the followings:
cause information, validity period information, cycle in-
formation and identifier information of the target DU.
[0141] The cause information is used for indicating that
the context establishment request is a request for ad-
vance preparation for handover or a request for prepa-
ration for re-establishment.
[0142] The validity period information is used for indi-
cating a validity period of the context establishment re-
quest, and when the handover or re-establishment op-
eration is still not executed after expiration of the validity
period, the context establishment request information be-
comes invalid.
[0143] The cycle information is used for indicating a
cycle of transmitting the context establishment request
message, and when the handover or re-establishment
operation is still not executed after expiration of the cycle,
the context establishment request message becomes
invalid.
[0144] Further, the CU may transmit context establish-
ment request information to a plurality of target DUs,
wherein the context establishment request information
is used for requesting preparation of handover resources
or preparation of re-establishment information.
[0145] In operation 2, after receiving the context es-
tablishment request information, the target DU transmits
context establishment request confirmation information
to the donor CU.
[0146] The confirmation information includes a C-RN-
TI, a key to be used in a security algorithm, and dedicated
RACH resources allocated for a terminal or an IAB, and
may further include information such as RACH-related
SS block information, a UE-specific or IAB-specific CSI-

RS, and a system message.
[0147] In operation 3, after receiving the context es-
tablishment request confirmation information, the donor
CU transmits context adjustment request information to
the source DU of the terminal or the IAB.
[0148] In operation 4, the source DU transmits RRC
reconfiguration information to the terminal or the IAB. The
RRC reconfiguration information includes a C-RNTI, a
key to be used in a security algorithm, and dedicated
RACH resources allocated for a terminal or an IAB, and
may further include information such as RACH-related
SS block information, a UE specific CSI-RS, and a sys-
tem message. Further, the RRC reconfiguration informa-
tion may further include handover activation condition
information, for example, the handover is executed when
a radio link failure occurs. Further, the RRC reconfigura-
tion information may further include time information for
indicating a cycle of transmitting the information or indi-
cating a validity period of the information.
[0149] When a source DU detects link interruption on
a terminal or an IAB, a handover procedure is activated.
The handover procedure includes the following opera-
tions.
[0150] In operation 5, the source DU transmits context
adjustment response information to the donor CU,
wherein the context adjustment response information in-
cludes identifier information of the terminal or the IAB,
and cause information. The cause information indicates
handover activation.
[0151] In operation 6, in parallel with operation 5, after
the terminal or the IAB detects that a radio link failure
occurs therein, the terminal or the IAB may activate a
handover procedure, and transmits a random access re-
quest to a target serving node according to received RRC
reconfiguration information.
[0152] In operation 7, after receiving the access re-
quest of the UE, the target DU transmits an RRC recon-
figuration completion message to the donor CU.
[0153] In operations 8-9, the donor CU requests the
source DU to release context information of the terminal
or the IAB.
[0154] The terminal includes a terminal node, or a ter-
minal function part of the terminal node.

Implementation 3-2

[0155] Based on the above implementation 3-1, if the
CU selects a plurality of candidate serving IAB nodes for
the terminal or the IAB, after the terminal or the IAB re-
places the serving node, or after the CU re-selects a new
serving IAB node for the terminal or the IAB, the CU no-
tifies the original serving IAB node and the candidate
serving IAB node to release the context information of
the terminal or the IAB.

Implementation 3-3

[0156] The present implementation differs from imple-

21 22 



EP 3 813 425 A1

13

5

10

15

20

25

30

35

40

45

50

55

mentation 3-1 in that the execution order of the operations
is changed. Specifically, the operation 1, operation 2 and
operation 3 are executed in sequence. When the radio
link failure is detected, the operation 6 is executed. After
receiving a random access request from a terminal or an
IAB, a target serving DU notifies a CU of the handover
activation. The CU transmits handover activation infor-
mation to the source serving DU. After the source serving
DU receives the handover activation information, the
source serving DU transmits downlink data state infor-
mation to the CU. The CU then forwards the downlink
data state information to the target serving DU. The target
serving DU executes the operation 7, and the CU exe-
cutes the operations 8 and 9. As such, the handover is
completed.

Implementation 4

[0157] For a multi-connection scenario, the following
handover optimization scheme is considered.
[0158] In the existing mechanism, if a main serving
node (MN) cannot communicate with a terminal due to a
sudden Radio Link Failure (RLF) of the MN, and the nor-
mal handover procedure cannot be executed. Therefore,
even if the multi-connection is adopted, the affection from
the RLF cannot be avoided. However, compared with a
single connection manner, when an RLF occurs in an
MN, a communication link of a secondary serving node
(SN) may be normal. Therefore, as an enhancement
manner for shortening a time delay, if it is determined to
make the SN become an MN, after a handover decision
has been made, the SN may transmit an RRC connection
reconfiguration message to notify a UE of the handover
decision. Fig. 12 is a fourth flowchart of an implementa-
tion of the present disclosure.

Embodiment 4

[0159] The embodiments of the present disclosure pro-
vide a storage medium. The storage medium stores a
computer program. The computer program is configured
to execute the operations in any one of the method em-
bodiments at runtime.
[0160] In one or more exemplary implementations of
the embodiment, the storage medium may be configured
to store a computer program for executing the following
operations:

S1, context information of a first transmission node
or a second transmission node transmitted by the
first transmission node is received; and
S2, the context information is stored.

[0161] In one or more implementations of the embod-
iment, the storage medium may include, but is not limited
to, any medium that can store a computer program, such
as a USB flash drive, a read-only memory (Read-Only
Memory, ROM for short), a random access memory

(Random Access Memory, RAM for short), a removable
hard disk, a magnetic disk, or an optical disc.
[0162] The embodiments of the present disclosure al-
so provide an electronic device, including a memory and
a processor. The memory stores a computer program.
The processor is configured to run the computer program
to execute operations in any one of the method embod-
iments.
[0163] In one or more implementations of the embod-
iment, the electronic device may further include a trans-
mission device and an input/output device, wherein the
transmission device is connected to the processor, and
the input/output device is connected to the processor.
[0164] In one or more implementations of the embod-
iment, the processor may be configured to execute the
following operations by means of a computer program:

S1, context information of a first transmission node
or a second transmission node transmitted by the
first transmission node is received; and
S2, the context information is stored.

[0165] Optionally, specific implementations for the
present embodiment may refer to the examples de-
scribed in the above embodiments and alternative imple-
mentations, and details are not repeated in the present
embodiment.
[0166] It is apparent that those having ordinary skill in
the art shall understand that all of the above-mentioned
modules or operations in the present disclosure may be
implemented by using a general computation apparatus,
may be centralized on a single computation apparatus
or may be distributed on a network composed of multiple
computation apparatuses. Optionally, they may be im-
plemented by using executable program codes of the
computation apparatuses. Thus, they may be stored in
a storage apparatus and executed by the computation
apparatuses, the shown or described operations may be
executed in a sequence different from this sequence un-
der certain conditions, or they are manufactured into
each integrated circuit module respectively, or multiple
modules or operations therein are manufactured into a
single integrated circuit module. Thus, the embodiments
of the present disclosure are not limited to any specific
hardware and software combination.
[0167] The above is only the exemplary embodiments
of the present disclosure, not intended to limit the present
disclosure. As will occur to those having ordinary skill in
the art, the present disclosure is susceptible to various
modifications and changes. Any modifications, equiva-
lent replacements, improvements and the like made with-
in the principle of the present disclosure shall fall within
the scope of protection of the present disclosure.

Industrial applicability

[0168] The solution provided in the embodiments of
the present disclosure is applicable to the field of com-
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munications. By receiving and storing context informa-
tion of a first transmission node or a second transmission
node, when a link of the transmission node is interrupted,
the context information can be used to recover the link,
thereby avoiding a re-establishment flow, solving the
technical problem in the related art that the recovery de-
lay of the link interruption is too long, and satisfying the
requirements of services on the interruption delay.

Claims

1. An information transmission method, comprising:

receiving, by a third transmission node, context
information of a first transmission node or a sec-
ond transmission node transmitted by the first
transmission node; and
storing, by the third transmission node, the con-
text information.

2. The method as claimed in claim 1, wherein the first
transmission node is a Centralized Unit, CU, the sec-
ond transmission node is a Distributed Unit, DU, and
in a case where the third transmission node com-
prises one or more DUs, the first transmission node
transmits the context information via an F1 interface.

3. The method as claimed in claim 2, wherein before
receiving, by the third transmission node, the context
information of the first transmission node or the sec-
ond transmission node transmitted by the first trans-
mission node, the method further comprises:
transmitting, by the third transmission node via an
F1 interface, a request message for obtaining the
context information.

4. The method as claimed in claim 3, wherein transmit-
ting, by the third transmission node via the F1 inter-
face, the request message for obtaining the context
information comprises:
transmitting, by the third transmission node via the
F1 interface, the request message upon reception
of a Radio Resource Control, RRC, re-establishment
request.

5. The method as claimed in claim 2 or 3, wherein the
context information comprises a transmission node
identifier and context information of a transmission
node.

6. The method as claimed in claim 5, wherein the con-
text information further comprises at least one of:

cause information, wherein the cause informa-
tion is used for indicating a cause for transmitting
the context information, and the cause compris-
es one of the followings: handover preparation

and re-establishment preparation;
validity period information, wherein the validity
period information is used for indicating a validity
period of the context information;
cycle information, wherein the cycle information
is used for indicating a cycle of transmitting the
context information, and when a handover or re-
establishment operation is still not executed af-
ter expiration of the cycle, the context informa-
tion becomes invalid.

7. The method as claimed in claim 1, wherein after the
first transmission node transmits the context infor-
mation, the first transmission node transmits indica-
tion information for releasing the context information
of the first transmission node or the second trans-
mission node.

8. The method as claimed in claim 1, wherein when the
first transmission node, the second transmission
node and the third transmission node are relay
nodes, the context information is transmitted via an
Xn interface.

9. The method as claimed in claim 8, wherein the relay
node comprises at least one of the followings: a base
station and an Integrated Access Backhaul, IAB,
node.

10. The method as claimed in claim 2, further compris-
ing:
when a link connection failure occurs in a fourth
transmission node, preferentially selecting a target
transmission node, which has a same donor node
as a source serving node of the fourth transmission
node, to execute a Radio Resource Control, RRC,
re-establishment procedure, wherein the fourth
transmission node is a terminal or an Integrated Ac-
cess Backhaul, IAB, node.

11. The method as claimed in claim 8, further compris-
ing:
when a link connection failure occurs in a fourth
transmission node, preferentially selecting a target
transmission node, which has context information of
the fourth transmission node, to execute a Radio Re-
source Control, RRC, re-establishment procedure,
wherein the fourth transmission node is a terminal
or an Integrated Access Backhaul, IAB, node.

12. An information transmission method, comprising:

receiving, by a target serving node of a trans-
mission node, handover preparation request in-
formation transmitted by a source serving node
of the transmission node, wherein the handover
preparation request information comprises at
least one of the followings: cause information,
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validity period information, cycle information and
identifier information of a target transmission
node; and
transmitting, by the target serving node, hando-
ver preparation confirmation information to the
source serving node after receiving the hando-
ver preparation request information;
wherein the cause information is used for indi-
cating that the handover preparation request in-
formation is a request for advance preparation
for handover or a request for preparation for re-
establishment; the validity period information is
used for indicating a validity period of the hando-
ver preparation request information; the cycle
information is used for indicating a cycle of trans-
mitting the handover preparation request infor-
mation, and when a handover or re-establish-
ment operation is still not executed after expira-
tion of the cycle, the handover preparation re-
quest information becomes invalid.

13. The method as claimed in claim 12, wherein the
source serving node transmits the handover prepa-
ration request information to a plurality of target serv-
ing nodes, wherein the handover preparation re-
quest information is used for requesting preparation
of handover resources, and identifier information of
a plurality of target transmission nodes corresponds
to the plurality of target serving nodes.

14. The method as claimed in claim 12, wherein the
source serving node is at least one of the followings:
a Centralized Unit, CU, a Distributed Unit, DU, an
Integrated Access Backhaul, IAB, node, a relay, and
a base station; the target serving node is at least one
of the followings: a DU, an IAB node, a relay and a
base station.

15. The method as claimed in claim 14, wherein when
the transmission node is an IAB node, the source
serving node is a parent node of the IAB node.

16. The method as claimed in claim 12, further compris-
ing:
transmitting, by the target serving node, handover
activation indication information to the source serv-
ing node after receiving the handover preparation
request information.

17. The method as claimed in claim 16, wherein after
transmitting the handover activation indication infor-
mation to the source serving node, the method fur-
ther comprises:

receiving handover activation confirmation in-
formation transmitted by the source serving
node; or,
receiving Serial Number, SN, state information

transmitted by the source serving node.

18. The method as claimed in claim 12, wherein after
detecting that a link connection failure occurs in the
serving node, the source serving node transmits
handover activation indication information to the tar-
get serving node.

19. The method as claimed in claim 12, wherein after
transmitting the handover preparation request infor-
mation to the target serving node, the source serving
node transmits handover cancellation indication in-
formation to the target serving node, wherein the
handover cancellation indication information com-
prises a cause value for handover cancellation, after
receiving the handover cancellation indication infor-
mation, the target serving node releases context in-
formation and/or reserved resources of the transmis-
sion node corresponding to the handover cancella-
tion indication information.

20. The method as claimed in claim 12, wherein after
transmitting the handover preparation request infor-
mation to the target serving node, the source serving
node transmits mobility control information to the
transmission node, wherein the mobility control in-
formation comprises handover activation condition
information, the handover activation condition infor-
mation comprises time information for indicating a
cycle of transmitting the mobility control information
or indicating a validity period of the mobility control
information, or, information for executing handover
when a radio link failure occurs.

21. An information transmission method, comprising:

receiving, by a transmission node, mobility con-
trol information transmitted by a target serving
node of the transmission node, wherein the mo-
bility control information is used for instructing
the transmission node to execute handover; and
executing, by the transmission node, the hando-
ver after receiving the mobility control informa-
tion;
wherein the transmission node is a terminal or
an Integrated Access Backhaul, IAB, node.

22. The method as claimed in claim 21, wherein the tar-
get serving node is a source secondary serving node
of the transmission node.

23. An information transmission method, comprising:

receiving, by a transmission node, a Radio Re-
source Control, RRC, connection release mes-
sage or an RRC connection rejection message
transmitted by a source serving node of the
transmission node, wherein the RRC connec-
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tion release message or the RRC connection
rejection message comprises an Integrated Ac-
cess Backhaul, IAB, list, and the IAB list com-
prises: identifier information of one or more IAB
nodes, identifier information of one or more do-
nor lABs connected to the one or more IAB
nodes, and Public Land Mobile Network, PLMN,
information; and
when a link connection failure occurs in the
transmission node, preferentially selecting an
IAB node in the IAB list for re-establishment.

24. An information transmission device, comprising:

a receiving module, configured to receive con-
text information of a first transmission node or a
second transmission node transmitted by the
first transmission node; and
a storing module, configured to store the context
information.

25. An information transmission device, applied to a tar-
get serving node of a transmission node, the device
comprising:

a receiving module, configured to receive
handover preparation request information trans-
mitted by a source serving node of the transmis-
sion node, wherein the handover preparation re-
quest information comprises at least one of the
followings: cause information, validity period in-
formation, cycle information and identifier infor-
mation of a target transmission node;
a transmitting module, configured to transmit
handover preparation confirmation information
to the source serving node after receiving the
handover preparation request information;
wherein the cause information is used for indi-
cating that the handover preparation request in-
formation is a request for advance preparation
for handover or a request for preparation for re-
establishment; the validity period information is
used for indicating a validity period of the hando-
ver preparation request information; wherein the
cycle information is used for indicating a cycle
of transmitting the handover preparation request
information, and when a handover or re-estab-
lishment operation is still not executed after ex-
piration of the cycle, the handover preparation
request information becomes invalid.

26. The device as claimed in claim 25, wherein the trans-
mitting module is further configured to transmit
handover activation indication information to the
source serving node of the transmission node, and
the receiving module is further configured to receive
the handover activation indication information trans-
mitted by the source serving node of the transmis-

sion node.

27. An information transmission device, applied to a tar-
get handover serving node of a transmission node,
comprising:

a transmitting module, configured to transmit
mobility control information of the transmission
node, wherein the mobility control information is
used for instructing the transmission node to ex-
ecute handover, and the target handover serv-
ing node of the transmission node is a source
secondary serving node of the transmission
node;
wherein the transmission node is a terminal or
an Integrated Access Backhaul, IAB, node.

28. An information transmission device, applied to a
transmission node, comprising:

a receiving module, configured to receive a Ra-
dio Resource Control, RRC, connection release
message or an RRC connection rejection mes-
sage transmitted by a source serving node of
the transmission node, wherein the RRC con-
nection release message or the RRC connec-
tion rejection message comprises an Integrated
Access Backhaul, IAB, list, and the IAB list com-
prises: identifier information of one or more IAB
nodes, identifier information of one or more do-
nor lABs connected to the one or more IAB
nodes, and Public Land Mobile Network, PLMN,
information;
a processing module, configured to, when a link
connection failure occurs, preferentially select
an IAB node in the IAB list for re-establishment.

29. A storage medium, wherein the storage medium
stores a computer program, wherein the computer
program is configured to execute the method as
claimed in any one of claims 1 to 23 at runtime.

30. An electronic device, comprising a memory and a
processor, wherein the memory stores a computer
program, and the processor is configured to run the
computer program to execute the method as claimed
in any one of claims 1 to 23.
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