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(54) Network interface unit

(57) The highly reliable distributed system is com-
posed of a communication protocol processing unit
which comprises a mailbox (2023) for storing a commu-
nication message, and executes communication proto-
col processing between data of an application program
(2006) and a network controller (2003) using the net-
work controller (2003) performing network communica-
tion of the message in the mailbox (2023); an error

detection coding unit (2075); an error detection decod-
ing unit (2076) which reconverts data converted from
communication data by the error detection coding unit
(2075) to the original data, and detects that the content
of the data is damaged if it is damaged; and a data com-
paring unit for checking whether or not two kinds of data
agree with each other.
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Description

BACKGROUND OF THE INVENTION

[0001] The present invention relates to a distributed
system connected to a network, and particularly to a
highly reliable distributed system suitable for ensuring
that message data is not damaged during send and
receive processing of a message.
[0002] When a message is sent and received
through a network, a network controller for implement-
ing network communication by hardware and communi-
cation software for performing the network
communication using the network controller are used.
When data stored in an application program is sent, the
data is written to the network controller through send
protocol processing. When data is received, a message
arrived at the network controller is written in the applica-
tion program through receive protocol processing. As
described above, the send and receive protocol
processing between the application program and the
network controller at sending and receiving data is proc-
essed using the communication software. When a bug
exists in the communication software, when a register or
a memory used by the communication software are
damaged even if temporary, or when the content of data
is changed by some reason, the content of data dam-
aged by the send and receive protocol is sent or
received. In order to ensure that the content of data is
not damaged by the send and receive protocol, there is
a method of using a plurality of versions of communica-
tion software implementing the same send and receive
protocol processing created by a plurality of different
persons. This method ensures that the content of data
is not damaged by checking whether or not a result
manipulated with send and receive protocol processing
by one version of communication software agrees with a
result manipulated with send and receive protocol
processing by another version of communication soft-
ware.
[0003] The above-mentioned prior art has a prob-
lem in that a plurality of versions of communication soft-
ware need to be created.

SUMMARY OF THE INVENTION

[0004] An object of the present invention is to pro-
vide a means capable of ensuring by manipulating send
and receive communication processing using one ver-
sion of communication software that the content of data
is not damaged.
[0005] In order to attain the above object, the
present invention provides the following systems.
[0006] That is, the present invention provides the
first highly reliable distributed system including a mem-
ory for storing an application program, a CPU for exe-
cuting the application program stored in the memory,
and a network controller for sending a sent message

onto a network and receiving a received message trans-
mitted on the network, the network controller being con-
nected to the network, the network controller sending
the sent message or receiving the received message
while the CPU is executing the application program
stored in the memory, the highly reliable distributed sys-
tem comprises: a sent data memory means for storing
sent data generated by the application program; a
received message memory means for storing a
received message transmitted on the network; a send
protocol processing means for receiving sent data
stored in the sent data memory means and executing
predetermined send protocol processing to compose a
sent message to be transferred to the network control-
ler, using the sent data; a receive protocol processing
means for receiving a sent message generated by the
send protocol processing means, and executing prede-
termined receive protocol processing to extract a data
part from the composed sent message; and a sent data
comparing means for comparing the sent data stored in
the sent data memory means with the data part
extracted from the composed sent message by the
receive protocol processing means.

[0007] In the second highly reliable distributed sys-
tem according to the first system, the network controller
is requested to send the sent message composed by
the send protocol processing means only when a result
of the comparing executed by the sent data comparing
means indicates agreement.
[0008] Also, in the third highly reliable distributed
system according to the first system, the network con-
troller is requested to send the sent message just after
the sent message is composed by the send protocol
processing means.
[0009] Next, the present invention provides the
fourth highly reliable distributed system including a
memory for storing an application program, a CPU for
executing the application program stored in the mem-
ory, and a network controller for sending a sent mes-
sage onto a network and receiving a received message
transmitted on the network, the network controller being
connected to the network, the network controller send-
ing the sent message or receiving the received mes-
sage while the CPU is executing the application
program stored in the memory, the highly reliable dis-
tributed system comprises: a sent data memory means
for storing sent data generated by the application pro-
gram; a received message memory means for storing a
received message transmitted on the network; a receive
protocol processing means for receiving the received
message stored in the received message memory
means, and executing predetermined receive protocol
processing to extract a data part, which is to be written
in the application program, from the received sent mes-
sage; a send protocol processing means for receiving
the data part extracted from the received sent message
by the receive protocol processing means, and execut-
ing predetermined send protocol processing to com-
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pose a received message, using the extracted data
part; and a received message comparing means for
comparing the received message stored in the received
message memory means with the received message
composed by the send protocol processing means.

[0010] In the fifth highly reliable distributed system
according to the fourth system, the data part extracted
from the received message stored in the received mes-
sage memory means is written in the application pro-
gram only when a result of the comparing executed by
the received message comparing means indicates
agreement.
[0011] Also, in the sixth highly reliable distributed
system according to the fourth system, the data part
extracted from the received message stored in the
received message memory means is written in the
application program just after the data part is extracted
by the receive protocol processing means.
[0012] Moreover, in the seventh highly reliable dis-
tributed system according to the fourth system, the send
protocol processing means executes predetermined
send protocol processing to composes a sent message,
using a sent data generated by the application program,
which is to be transmitted onto the network, and the
receive protocol processing means executes predeter-
mined receive protocol processing means to extracted a
data part from the sent message composed by the send
protocol processing means, using the sent data which is
generated by the application program, the distributed
system further including sent data comparing means for
comparing the sent data stored in the sent data memory
means with the data part which is extracted by the
receive protocol processing means from the sent mes-
sage composed by the send protocol processing
means.
[0013] Further, in the eighth highly reliable distrib-
uted system according to the seventh system, the net-
work controller is requested to send the sent message
composed by the send protocol processing means only
when a result of the comparing executed by the sent
data comparing means indicates agreement, and the
data part extracted from the received message stored in
the received message memory means is written in the
application program only when a result of the comparing
executed by the received message comparing means
indicates agreement.
[0014] Furthermore, in the ninth highly reliable dis-
tributed system according to the system seventh, the
network controller is requested to send the sent mes-
sage just after the sent message is composed by the
send protocol processing means, and the data part
extracted from the received message stored in the
received message memory means is written in the
application program only when a result of the comparing
executed by the received message comparing means
indicates agreement.
[0015] In addition, in the tenth highly reliable distrib-
uted system according to the seventh system, the net-

work controller is requested to send the sent message
composed by the send protocol processing means only
when a result of the comparing executed by the sent
data comparing means indicates agreement, and the
data part extracted from the received message stored in
the received message memory means is written in the
application program only when a result of the comparing
executed by the received message comparing means
indicates agreement.

[0016] Also, in the eleventh highly reliable distrib-
uted system according to the system seventh, wherein
the network controller is requested to send the sent
message just after the sent message is composed by
the send protocol processing means, and the data part
extracted from the received message stored in the
received message memory means is written in the
application program just after a result of the comparing
executed by the received message comparing means
indicates agreement.
[0017] Moreover, in the twelfth highly reliable dis-
tributed system according to any one of the first, sec-
ond, seventh, and tenth systems, the send protocol
processing means comprises: an error detection coding
means for receiving the sent data stored in the sent data
memory means, executing predetermined error detec-
tion coding processing, and generating error-detection-
coded sent data; and an error-detection-coded data
send protocol processing means for receiving the error-
detection-coded sent data generated by the error detec-
tion coding means, executing predetermined send pro-
tocol processing, and composing a sent message to be
transferred to the network controller, and

the receive protocol processing means com-
prises: an error detection coding receive protocol
means for receiving the sent message generated by the
send protocol processing means, executing predeter-
mined receive protocol processing, and extracting an
error-detection-coded sent data part from the error-
detection-coded sent message; and an error detection
decoding processing means for receiving the error-
detection-coded sent data part extracted by the error
detection coding receive protocol processing means,
executing predetermined error detection decoding
processing to extract a sent data part from the error-
detection-coded sent data part, and checking for that an
error exists in the error-detection-coded send data part
extracted from the error-detection-coded sent message.
[0018] Further, in the thirteenth highly reliable dis-
tributed system according to any one of the first, third,
ninth, and tenth, the send protocol processing means
comprises: an error detection coding means for receiv-
ing the sent data stored in the sent data memory
means, executing predetermined error detection coding
processing, and generating error-detection-coded sent
data, using the sent data; and an error-detection-coded
data send protocol processing means for receiving the
error-detection-coded sent data generated by the error
detection coding means, executing predetermined send
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protocol processing, composing a sent message to be
transferred to the network controller, using the error-
detection-coded sent data, and requesting the network
controller to send the sent message, and

the receive protocol processing means com-
prises: an error detection coding receive protocol
means for receiving the sent message composed by the
send protocol processing means, executing predeter-
mined receive protocol processing, and extracting an
error-detection-coded sent data part from the error-
detection-coded sent message; and an error detection
decoding processing means for receiving the error-
detection-coded sent data part extracted by the error
detection coding receive protocol processing means,
executing predetermined error detection decoding
processing, extracting a sent data part from the error-
detection-coded sent data part, and checking for that an
error exists in the error-detection-coded sent data part
in the error-detection-coded sent message.

[0019] Further still, in the fourteenth highly reliable
distributed system according to any one of the fifth, sev-
enth, and ninth systems, the receive protocol process-
ing means comprises: an error detection coding receive
protocol processing means for receiving the received
message stored in the received message memory
means, executing predetermined receive protocol
processing, and extracting an error-detection-coded
received data part from the received message; and an
error detection decoding processing means for receiv-
ing the error-detection-coded received data part
extracted by the error detection coding receive protocol
processing means, executing predetermined error
detection coding processing, extracting a received data
part from the error-detection-coded received data part,
which is transferred to the application program, and
checking for that an error exists in the error-detection-
coded received data part, and

the send protocol processing means comprises:
an error detection coding means for receiving the
received data part extracted by the receive protocol
processing means, executing predetermined error
detection coding processing, and generating error-
detection-coded received data; and an error-detection-
coded data send protocol processing means for receiv-
ing the error-detection-coded received data generated
by the error detection coding means, executing prede-
termined send protocol processing, and composing a
received message.
[0020] Furthermore, in the fifteenth highly reliable
distributed system according to any one of the sixth,
tenth, and eleventh systems, the receive protocol
processing means comprises: an error detection coding
receive protocol processing means for receiving the
received message stored in the received message
memory means, executing predetermined receive pro-
tocol processing, and extracting error-detection-coded
received data part from the received message; and an
error detection decoding processing means for receiv-

ing the error-detection-coded received data part
extracted by the error detection coding receive protocol
processing means, executing predetermined error
detection coding processing, extracting a received data
part to be transferred to the application program, check-
ing for that an error exists in the error-detection-coded
received data part, and transferring the received data
part to the application program only when it is not
detected that the error exists in the error-detection-
coded received data part, and

the send protocol processing means comprises:
an error detection coding means for receiving the
received data part extracted by the receive protocol
processing means, executing predetermined error
detection coding processing, and generating error-
detection-coded received data; and an error-detection-
coded data send protocol processing means for receiv-
ing the error-detection-coded received data generated
by the error detection coding means, executing prede-
termined send protocol processing, and composing a
received message.

[0021] On the top of that, in the sixth highly reliable
distributed system according to any one of the first to fif-
teenth systems, the high reliability distributed system is
a vehicle control system.

BRIEF DESCRIPTION OF THE DRAWINGS

[0022]

FIG. 1 is a block diagram showing the construction
of an embodiment of a highly reliable distributed
system in accordance with the present invention.
FIG. 2 is a view showing the detailed construction
of a mailbox a 2028 composing the CAN controller
in the embodiment of the highly reliable distributed
system in accordance with the present invention.
FIG. 3 is a view showing the detailed construction
of the control register 2022 of the embodiment of
the CAN controller in accordance with the present
invention.
FIG. 4 is a block diagram showing the detailed con-
struction of the message object a 2015 composing
the OSEK-COM in the control unit of the embodi-
ment of the highly reliable distributed system in
accordance with the present invention.
FIG. 5 is a flow chart showing the flow of the mes-
sage send processing 2010 of the embodiment of
the OSEK-COM in accordance with the present
invention.
FIG. 6 is a flow chart showing the flow of the mes-
sage object updating processing 2093 of the
embodiment of the OSEK-COM in accordance with
the present invention.
FIG. 7 is a flow chart showing the flow of the mes-
sage object read data updating processing 2096 of
the embodiment of the OSEK-COM in accordance
with the present invention.
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FIG. 8 is a flow chart showing the flow of the mes-
sage object QueuedMessage updating processing
2094 of the embodiment of the OSEK-COM in
accordance with the present invention.

FIG. 9 is a flow chart showing the flow of the
QueuedMessage send processing 2092 of the
embodiment of the OSEK-COM in accordance with
the present invention.
FIG. 10 is a flow chart showing the flow of the
UnqueuedMessage send processing 2091 of the
embodiment of the OSEK-COM in accordance with
the present invention.
FIG. 11 is a flow chart showing the flow of the mes-
sage receive processing 2011 of the embodiment
of the OSEK-COM in accordance with the present
invention.
FIG. 12 is a flow chart showing the flow of the mes-
sage data read processing 2095 of the embodiment
of the OSEK-COM in accordance with the present
invention.
FIG. 13 is a detailed view showing the construction
of the message attribute table 2021 composing the
CAN driver in the control unit of the embodiment of
the highly reliable distributed system in accordance
with the present invention.
FIG. 14 is a flow chart showing the flow of the mes-
sage send processing 2032 of the embodiment of
the CAN driver in accordance with the present
invention.
FIG. 15 is a flow chart showing the flow of the mes-
sage receive processing 2033 of the embodiment
of the CAN driver in accordance with the present
invention.
FIG. 16 is a flow chart showing the flow of the mes-
sage send/receive completion interrupt processing
2034 of the embodiment of the CAN driver in
accordance with the present invention.
FIG. 17 is a view showing the detailed construction
of the task priority management table 2051 com-
posing the OS in the control unit of the embodiment
of the highly reliable distributed system in accord-
ance with the present invention.
FIG. 18 is a flow chart showing the flow of the CAN
data read processing 2036 of the embodiment of
the CAN driver in accordance with the present
invention.
FIG. 19 is a flow chart showing the flow of the highly
reliable memory copy processing 2038 of the
embodiment of the CAN driver in accordance with
the present invention.
FIG. 20 is a flow chart showing the flow of the mes-
sage-send instruction processing 2037 of the
embodiment of the CAN driver in accordance with
the present invention.
FIG. 21 is a flow chart showing the flow of the in-
CAN-controller data read processing 2035 of the
embodiment of the CAN driver in accordance with
the present invention.

FIG. 22 is a flow chart showing the flow of the mes-
sage send processing 2070 of the embodiment of
the highly reliable software in accordance with the
present invention.

FIG. 23 is a flow chart showing the flow of the mes-
sage receive processing 2071 of the embodiment
of the highly reliable software in accordance with
the present invention.
FIG. 24 is a flow chart showing the flow of the
checksum processing 2076 of the embodiment of
the highly reliable software in accordance with the
present invention.
FIG. 25 is a flow chart showing the flow of the sum
processing 2075 of the embodiment of the highly
reliable software in accordance with the present
invention.
FIG. 26 is a flow chart showing the flow of the highly
reliable data read processing 2097 of the embodi-
ment of the OSEK-COM in accordance with the
present invention.
FIG. 27 is a detailed view showing the construction
of the message table 2072 of the embodiment of
the highly reliable software in accordance with the
present invention.
FIG. 28 is a detailed block diagram showing the
construction of the message communication
processing 2090 of the embodiment of the OSEK-
COM in accordance with the present invention.
FIG. 29 is a detailed block diagram showing the
construction of the message communication
processing 2074 of the embodiment of the highly
reliable software in accordance with the present
invention.
FIG. 30 is a detailed block diagram showing the
construction of the message communication
processing 2040 of the embodiment of the CAN
driver in accordance with the present invention.

DETAILED DESCRIPTION OF THE EMBODIMENT

Embodiment 1:

[0023] FIG. 1 is a block diagram showing the con-
struction of an embodiment of a highly reliable distrib-
uted system in accordance with the present invention.
In the high reliability distributed system, control units
2000 and 2060 are connected by a network 2005. The
network of the present invention used is a CAN (control-
ler area network) described in, for example, the Specifi-
cation of DeviceNet (Volume 1, Release 2.0, 1998),
section 2, 2.1-2.8, published by Open DeviceNet Ven-
dor Association Company. The control unit 2000 is com-
posed of a CPU 2002, a memory 2002 and a CAN
controller 2003 which are connected by bus 2004. The
control units are, for example, an engine control unit for
controlling an engine, a motor control unit for controlling
a motor, a reduction gear control unit for controlling a
reduction gear, a throttle control unit for controlling a
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throttle and a brake control unit for controlling a brake
which compose a hybrid electric vehicle control system.
Each of the control units is connected with the CAN of
the network 2005, and is operated by communicating
with other control units. The CAN controller 2003 is con-
nected to a CAN controller contained in another control
unit 2060 through the network 2005. The memory 2002
stores an application program 2006, highly reliable
communication software 2080, an OSEK-COM 2008, a
CAN driver 2009 and an OS 2050. Therein, the CSEK-
COM is a program for processing OSEK-COM protocol
which is described in the Specification of OSEK/VDX
Communication, Version 2.1, Revision 1, 1998, pub-
lished by OSEK. The OSEK-COM 2008 corresponds to
the send protocol processing and the receive protocol
processing described in Means to solve the Problems.
The CPU 2001 executes program processing by read-
ing the program stored in the memory 2002. The OS
2050 has a multi-task function capable of executing a
plurality of tasks in parallel. The CAN controller 2003 is
hardware executing message sending and message
receiving with the other control unit 2060. The CAN con-
troller 2003 corresponds to the network described in
Means to solve the Problems.

[0024] The highly reliable communication software
2080, the OSEK-COM 2008, the CAN driver 2009, the
CAN controller 2003, the application program 2006 and
the OS 2050 will be described below in detail in this
order.

(b) Highly reliable communication software

[0025] The highly reliable communication software
2080 will be described in detail. Initially, the software
construction of the highly reliable communication soft-
ware 2080 will be described. As shown in FIG. 1, the
highly reliable communication software 2080 is com-
posed of a message table 2072, communication error
processing 2073 and message communication
processing 2074.
[0026] The message table 2072 will be initially
described in detail. FIG. 27 is a detailed view showing
the construction of the message table 2072. The mes-
sage table 2072 is composed of Message Name 4051,
Message ID 4052 and Data Size 4053. The Message
Name 4051 an area for storing data for uniquely deter-
mining one out of a plurality of message objects pre-
pared in the OSEK-COM 2008, and is, for example, a
pointer indicating a message object a 2015. The Mes-
sage ID 4052 is an area for storing message IDs. The
Data Size 4053 is an area for storing data sizes.
[0027] Next, the message communication process-
ing 2074 will be described in detail. FIG. 29 is a detailed
block diagram showing the construction of the message
communication processing 2074. The message com-
munication processing 2074 is composed of message
send processing 2070, message receive processing
2071, sum processing 2075, checksum processing

2076, temporary receive data 2077 and temporary send
data 2078. The message send processing 2070 corre-
sponds to the error detection coding data send protocol
processing means described in Means to solve the
Problems. The message receive processing 2071 cor-
responds to the error detection coding receive protocol
processing means described in Means to solve the
Problems. The sum processing 2075 corresponds to
the error detection coding means described in Means to
solve the Problems. The checksum processing 2076
corresponds to the error detection decoding processing
means described in Means to solve the Problems. The
sum processing 2075 and the checksum processing
2076 will be described later in detail.

[0028] The temporary receive data 2077 and the
temporary send data 2078 will be firstly described. The
temporary receive data 2077 corresponds to the area
for storing the error detection coding sent data
described in Means to solve the Problems. The tempo-
rary send data 2078 corresponds to the area for storing
the error detection coding received data described in
Means to solve the Problems. The temporary receive
data 2077 and the temporary send data 2078 are areas
for storing message data, and the areas (2077, 2078)
are reserved when the message communication
processing 2074 is called, and the reserved areas
(2077, 2078) are eliminated when the message commu-
nication processing is completed.
[0029] Next, the message send processing 2070
will be described. FIG. 22 is a flow chart showing the
flow of the message send processing 2070. The mes-
sage send processing will be described, referring to
FIG. 22.
[0030] In Step 7501, sum processing of data to be
sent is executed using the sum processing 2075, and
the result of the generated data is written in the tempo-
rary send data 2078. The data generated in Step 7051
corresponds to the error detection coding sent data and
the error detection coding sending described in Means
to solve the Problems. An address storing the sent data
is passed as an argument when the message send
processing 2070 is called. The sum processing 2075
will be described later. The area storing data to be exe-
cuted with sum processing in Step 7501 corresponds to
the send data memory means described in Means to
solve the Problems.
[0031] In Step 7502, sending processing of the data
of the temporary send data 2078 is executed using
message sending processing 2010 shown in FIG. 5, of
the message communication processing 2090 of the
OSEK-COM 2008.
[0032] In Step 7503, the data send processed using
message receive processing 2011 shown in FIG. 11, of
the message communication processing 2090 of the
OSEK-COM 2008 is written to the temporary receive
data 2077.
[0033] In Step 7504, checksum processing of the
data of the temporary receive data 2077 is executed
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using the checksum processing 2076, and the result of
the generated data is written to the temporary receive
data 2077. The checksum 2076 will be described later.
The data generated in Step 7504 corresponds to the
sent message receive equivalently converted data
described in Means to solve the Problems.

[0034] In Step 7505, it is judged whether or not the
result checksum-processed in Step 7504 is normal.
[0035] If normal, in Step 7507, comparison is made
to check whether or not the sent data in the application
program 2006 agrees with the temporary receive data
2077. An address storing the sent data is passed as an
argument when the message send processing 2070 is
called.
[0036] If agrees, in Step 7508, the data is sent
using message-send instruction processing 2037 of the
message communication processing 2040 of the CAN
driver 2009.
[0037] If not agrees, in Step 7509, communication
error processing 2073 is started.
[0038] If not normal in Step 7505, communication
error processing 2073 is started in Step 7510.
[0039] The series of processing in Step 7505, in
Step 7507, in Step 7508 and in Step 7509 corresponds
to the send data comparing means described in Means
to solve the Problems.
[0040] The message receive processing 2071 will
be described below in detail. FIG. 23 is a flow chart
showing the flow of the message receive processing
2071. The message receive processing will be
described, referring to FIG. 23.
[0041] In Step 7601, the data receive processed
using message receive processing 2011 of the mes-
sage communication processing of the OSEK-COM
2003 is written to the temporary receive data 2077.
[0042] In Step 7602, checksum processing of the
data of the temporary receive data 2077 is executed
using the checksum processing 2076, and the result of
generated data is written to the write target address in
the application program 2006. The write target address
is passed as an argument when the message receive
processing 2071 is called.
[0043] In Step 7603, it is judged whether or not the
result checksum-processed in Step 7602 is normal.
[0044] If normal, sum processing of the data in the
application program 2006 written in Step 7602 is exe-
cuted, and the result of the generated data is written in
the temporary send data 2078. The data generated in
Step 7604 corresponds to the error detection coding
sent message receive data described in Means to solve
the Problems.
[0045] In Step 7606, comparison is made on
whether or not the temporary receive data 2077 agrees
with the temporary send data 2078.
[0046] If does not agree, the communication error
processing 2077 is started in Step 7607.
[0047] If not normal in Step 7603, the communica-
tion error processing 2077 is started in Step 7608.

[0048] The series of processing in Step 7603, in
Step 7604, in Step 7606 and in Step 7607 corresponds
to the received massage comparing means described in
Means to solve the Problems.

[0049] The sum processing 2075 will be described
below in detail. The sum processing corresponds to the
predetermined error detection coding processing
described in Means to solve the Problems. The sum
processing is processing of separating data by a byte
length, adding all the separated data in the byte unit,
and adding data having a byte length which makes the
total sum zero. The carry at addition is neglected. FIG.
25 is a flow chart showing the flow of the sum process-
ing 2075. The sum processing 2075 will be described,
referring to FIG. 25.
[0050] In Step 7701, data to be sum-processed is
copied to a write target address. The write target
address is passed as an argument when the sum
processing 2075 is called.
[0051] In Step 7702, the data to be sum-processed
is separated in the byte length, and the total sum of the
data in the byte unit is calculated.
[0052] In Step 7703, data in the byte size so as to
make the total sum obtained in Step 7702 zero by add-
ing is calculated.
[0053] In Step 7704, the data obtained in Step 7703
is written so as to add it to the last part of the data writ-
ten in Step 7701.
[0054] In the last, the checksum processing 2076
will be described in detail. The checksum processing
corresponds to the error detection decoding processing
described in Means to solve the Problems. The check-
sum processing is processing of separating data by a
byte length, adding all the separated data in the byte
unit, checking that the total sum becomes zero, and the
data added at the sum processing is deleted. The carry
at addition is neglected. FIG. 24 is a flow chart showing
the flow of the checksum processing 2076. The check-
sum processing 2076 will be described, referring to FIG.
24.
[0055] In Step 7801, data to be checksum-proc-
essed is copied to a write target address. The write tar-
get address is passed as an argument when the sum
processing 2075 is called.
[0056] In Step 7802, the data to be checksum-proc-
essed is separated in the byte length, and the total sum
of the data in the byte unit is calculated.
[0057] In Step 7803, it is judged whether or not the
total sum obtained in Step 7702 is zero.
[0058] If zero, a return parameter is set to zero in
Step 7804.
[0059] If not zero, the return parameter is set to 1 in
Step 7805.
[0060] In Step 7806, the return parameter is
returned, and the processing is completed.
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(c) OSEK-COM

[0061] The software construction of the OSEK-
COM will be described below in detail. The OSEK-COM
2008 is composed of a plurality of message objects
such as a message object a 2015, a message object b
2016, a message object c 2017 and so on, and the mes-
sage communication processing 2090. Messages used
in the present embodiment are two kinds of queued
messages and unqueued messages. The queued mes-
sage is a message requiring queuing, and is incapable
of overwriting. The unqueued message is a message
not requiring queuing, and is capable of overwriting.
[0062] FIG. 4 is a block diagram showing the
detailed construction of the message object a 2015.
The message object a 2015 is composed of sMsgObj
3001 for storing basic information of a message, Status
3007 for storing status information of the message,
Data 3008 for storing a message data value, Buffer
3009 of a memory area for reading the message data
value, sMsgParams 3013 for storing information when
the message communicates with outside of the unit,
sQueuedMsgInfo 3018 for storing information of the
queued message, a plurality of sQueuedMsgObjs for
storing FIFO information composing the queued mes-
sage such as sQueuedMsgObj A 3022,
sQueuedMsgObj B 3030 and so on, a plurality of Sta-
tuses for storing status information of the queued mes-
sages such as Status 3024, Status 3032 and so on, a
plurality of FIFOBuffers for storing a data value of the
queued message such as FIFOBuffer A 3029, FIF-
OBuffer B 3037 and so on, and a plurality of NULLs of
zero such as NULL 3011, NULL 3033 and so on.
[0063] The Status 3007 is an area for storing a sta-
tus of sMsgObj (any one of sending finished: E_OK,
sending not finished yet: E_COM_LOCKED, in a case
of a sent message; and a new message arriving: E_OK,
a new message not arriving yet: E_COM_NOMSG, in a
case of a received message). The Status 3024 is an
area for storing a status of sQueuedMsgObj A 3022
(any one of a new message arriving: E_OK, a new mes-
sage not arriving yet: E_COM_NOMSG, buffer overflow:
E_COM_LIMIT). The Status 3032 is an area for storing
a status of sQueuedMsgObj A 3030 (a new message
arriving: E_OK, a new message not arriving yet:
E_COM_NOMSG, buffer overflow: E_COM_LIMIT).
The Data 3008 is an area for storing data of a message.
The Buffer 3009 is a buffer of the Data 3008 when the
message is an unqueued message (3012). The FIF-
OBuffer A 3029 is a buffer of the Data 3008 when the
message is a queued message (3012). The FIFOBuffer
B 3037 is a buffer of the Data 3008 when the message
is a queued message (3012).
[0064] The sMsgObj 3001 is composed of Size
3002, StatusRef 3003, DataRef 3004, sQueuedMsgRef
3005, sMsgNetParmsRef 3006 and Check 3050. The
Size 3002 is an area for storing data size of a message.
The StatusRef 3003 is a pointer to the Status 3007. The

DataRef 3004 is a pointer to the Data 3008. The
sQueuedMsgInfoRef 3005 is a pointer to the
sQueuedMsgInfo 3018 when the message is a queued
message (3012). The sQueuedMsgInfoRef 3005 is a
pointer to the MULL 3011 when the message is an
unqueued message (3012). The sMsgNetParamsRef
3006 is a pointer to the sMsgNetParams 3013 when
message sending or message receiving is through the
network 2005 (3010). The sMsgNetParamsRef 3006 is
a pointer to the NULL 3011 when message sending or
message receiving is not through the network 2005
(3010). The Check 3050 is an area for storing presence
or absence of use of the highly reliable communication
function.

[0065] The sMsgNetParams 3013 is composed of
TransferDir 3014, TransferMode 3015, TimePeriod 3016
and Handle 3017. The TransferDir 3014 is an area for
storing whether the message is a sent message or the
message is a received message. The TransferMode
3015 is an area for storing periodical message sending
is used or periodical message sending is not used.
When the periodical message sending is used, the
application program can execute message sending ever
periodic time. When the periodical message sending is
used, the TimePeriod 3016 is an area for storing the
periodic time. The Handle 3017 is an area for storing a
message ID of the message.
[0066] The sQueuedMsgInfo 3018 is composed of
QueuedDepth 3019, Nrec 3020 and sQueuedMsgOb-
jRef 3021. The QueuedDepth 3019 is an area for stor-
ing a depth of queuing of the FIFOBuffer. The Nrec
3020 is an area for storing number of message object
users. For example, when two application programs of
AP a 2012 , AP b 2013 use one message object of the
message object a 2015, the NRc 3020 is 2. FIG. 4
shows a case where the NRc 3020 is 2, the message
object a 2015 has two sQueuedMsgObjs (3022, 3030),
two Statuses (3024, 3032) and two FIFOBuffers (3029,
3037). The sQueuedMsgObjRef 3021 is a pointer to the
sQueuedMsgObj.
[0067] The construction of the sQueuedMsgObj will
be described, taking the sQueuedMsgObj A 3022 as an
example. The sQueuedMsgObj A 3022 is composed of
StatusRef 3023, BoundaryDataRef 3025, WriteDataRef
3026, ReadDataRef 3027, sQueuedMsgObjRef 3028
and TaskID 3041.
[0068] The StatusRef 3023 is a pointer to the Status
3024. The BoundaryDataRef 3025 is a top address of
the FIFOBuffer A 3029. The WriteDataRef 3026 is a
write address of the FIFOBuffer A 3029. The ReadDa-
taRef 3027 is a read address of the FIFOBuffer A 3029.
The sQueuedMsgObjRef 3028 is a pointer to the
sQueuedMsgObj B 3030. The construction of the
sQueuedMsgObj B 3030 is the same as the construc-
tion of the sQueuedMsgObj A 3022. However,
sQueuedMsgObjRef 3036 is a pointer to NULL 3038.
The TaskID 3041 is an area for storing a task ID receiv-
ing the message.
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[0069] The message communication processing
2090 of the OSEK-COM will be described below. FIG.
28 shows the software construction of the message
communication processing 2090. The message com-
munication processing 2090 is composed of message
send processing 2010, message receive processing
2011, Unqueued message send processing 2091,
queued message send processing 2092, message
object updating processing 2093, message object
queued message updating processing 2094, message
data read processing 2095, message object read data
updating processing 2096, highly reliable CAN data
read processing 2097 and temporary receive data
2098. The temporary receive data 2098 is a message
data memory area which is reserved when the message
communication processing 2090 is called, and the tem-
porary receive data 2098 is deleted when the message
communication processing 2090 is completed.

[0070] Each processing of the message communi-
cation processing 2090 of the OSEK-COM will be
described below.
[0071] Firstly, the message send processing 2010
will be described in detail. The message send process-
ing 2010 is a program executed by the highly reliable
communication software 2080 to actually perform mes-
sage sending using the OSEK-COM 2008. In this
embodiment, it is assumed that the message send
processing of the OSEK-COM is executed by a task of
the highly reliable communication software 2080 which
calls the message send processing. FIG. 5 is a flow
chart showing the flow of the message send processing
2010. The message send processing 2010 will be
described, referring to FIG. 5.
[0072] Initially, in Step 100, a message object to be
used in massage sending is determined from a mes-
sage name. The message name is passed as an argu-
ment when the message send processing 2010 is
called. The message send processing will be explained
below, taking the message object a as an example.
[0073] In Step 101, referring to the sMsgNetParam-
sRef 3006 it is judged whether the massage sending is
communication within the unit or through the network
2005 (3010).
[0074] If communication within the unit, in Step 102
the sent data is written in the Data 3008 using the mes-
sage object updating processing 2093.Therein, the
address storing the sent data is passed as an argument
when the message send processing is called.
[0075] When the message to be sent is an
unqueued message (3012), the Data 3008 is written in
the Buffer 3009.
[0076] When the message to be sent is a queued
message (3012), the Data 3008 is written in the FIF-
OBuffers (3029, 3037).
[0077] If the message sending is not communica-
tion within the unit, that is, if the message sending is
communication through the network, in Step 103 it is
judged referring to the TransferDir 3014 whether or not

the massage to be sent is a sent message.

[0078] Next, in Step 104, it is judged whether or not
the message to be sent is a queued message (3012).
[0079] If the message to be sent is a queued mes-
sage (3012), in Step 105 the queued message sent
processing is executed using the queued message
send processing 2092.
[0080] If the message to be sent is an unqueued
message (3012), in Step 106 the unqueued message
sent processing is executed using the unqueued mes-
sage send processing 2091.
[0081] FIG. 6 is a flow chart showing the detailed
flow of the message object updating processing 2093.
[0082] Initially, in Step 200, the data of the message
to be sent is written in the Data 3008. The address stor-
ing the data of the message to be sent is passed as an
argument when the message object updating process-
ing 2093 is called.
[0083] If the message to be sent is an unqueued
message (3012), in Step 201 the Data 3008 is written in
the Buffer 3009 using the message object read data
updating processing 2096.
[0084] If the message to be sent is a queued mes-
sage (3012), the Data 3008 is written in the FIFOBuffers
(3029, 3037).
[0085] FIG. 7 is a flow chart showing the detailed
flow of the message object read data updating process-
ing 2096. Explanation will be made, taking the message
object a 2015 as an example.
[0086] Initially, in Step 300, it is judged whether or
not the message to be sent is a queued message
(3012).
[0087] If the message to be sent is a queued mes-
sage, in Step 301 the Data 3008 is written in the FIF-
OBuffers (3029, 3037) using the message object
queued message updating processing 2094.
[0088] If the message to be sent is an unqueued
message, in Step 302 a write address of the Buffer 3009
is determined referring to the DataRef 3004, the Size
3002.
[0089] Next, in Step 303, the Data 3008 is written in
the Buffer 3009.
[0090] FIG. 8 is a flow chart showing the detailed
flow of the message object QueuedMessage updating
processing 2094. Explanation will be made, taking the
message object a 2015 as an example.
[0091] In Step 400, a data size of the message to
be sent is determined by referring to the Size 3002.
[0092] In Step 401, an address of the Data 3008 is
determined by referring to the DataRef 3004.
[0093] In Step 402, an sQueuedMsgObje to be
updated first is determined. It is assumed that the
sQueuedMsgobje to be updated first is
sQueuedMsgObj A 3022 pointed by the
sQueuedMsgObjRef 3021.
[0094] Next, while the condition of Step 403 holds,
that is, while the above decided address is not NULL,
the procedure from Step 404 to Step 411 is repeated to
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write the Data 3008 to the FIFOBuffers (3029, 3037).
The processing from Step 404 to Step $11 will be
described, taking a procedure of writing from the Data
3008 to the FIFOBuffer A 3029 as an example.

[0095] In Step 404, it is judged whether or not the
FIFOBuffer overflows. That is, it is judged whether or not
the FIFOBuffer is fully filled.
[0096] If overflows, in Step 405 a value expressing
that the FIFOBuffer A 3029 overflows is written in the
Status 3024.
[0097] If not overflows, in Step 406 the Data 3008 is
written to the FIFOBuffer A 3029 by referring to the Wri-
teDataRef 3026.
[0098] Then, in Step 407, the WriteDataRef 3026 is
updated.
[0099] In Step 408, by referring to the LIMIT 4007 of
the message attribute table 2021 it is judged whether or
not the buffer a 2018 of the CAN driver 2009 overflows.
[0100] If overflows, in Step 409 a value expressing
that the buffer a 2018 overflows is written in the Status
3024.
[0101] If does not overflow, in Step 410 a value
expressing that the buffer a 2018 does not overflow is
written in the Status 3024.
[0102] In Step 411, an address of the
sQueuedMsgObj B 3030 is determined by referring to
the sQueuedMsgObjRef 3028.
[0103] FIG. 9 is a flow chart showing the detailed
flow of the QueuedMessage send processing 2092.
Explanation will be made, taking the message object a
2015 as an example.
[0104] In Step 500, it is judged by referring to the
TransferMode 3015 whether or not periodical message
sending is used.
[0105] If the periodical message sending is used, in
Step 501 the periodical message sending is executed
by referring to the TimePeriod 3016.
[0106] If the periodical message sending is not
used, in Step 502 a data size of the message to be sent
is determined by referring to the Size 3002.
[0107] Next, in Step 503, an address of the Data
3008 is determined by referring to the DataRef 3004.
[0108] In Step 504, a message ID of the message
to be sent is determined by referring to the Handle
3017.
[0109] In Step 505, the message send processing
2032 of the CAN driver 2009 is called, and the message
is sent to the network 2005 using the CAN controller
2003. The message send processing 2032 of the CAN
driver will be described later.
[0110] In Step 506, it is judged from a return param-
eter of Step 505 whether or not the message to be sent
is written in the Data 6003.
[0111] If written, initially in Step 507 the data of the
message to be sent is written in the Data 3008. An
address of the message data to be sent is passed as an
argument when the QueuedMessage send processing
2092 is called.

[0112] Next, in Step 508, the Data 3008 is written in
the FIFOBuffers (3029, 3037) using the message object
read data updating processing 2096.

[0113] FIG. 10 is a flow chart showing the detailed
flow of the UnqueuedMessage send processing 2091.
Explanation will be made, taking the message object a
2015 as an example.
[0114] Initally, in Step 700, it is judged by referring
to the TransferMode 3015 whether or not periodical
message sending is used.
[0115] If the periodical message sending is used, in
Step 701 the periodical message sending is executed
by referring to the TimePeriod 3016.
[0116] If the periodical message sending is not
used, in Step 702 a data size of the message to be sent
is determined by referring to the Size 3002.
[0117] Next, in Step 703, an address of the Data
3008 is determined by referring to the DataRef 3004.
[0118] In Step 704, a message ID of the message
to be sent is determined by referring to the Handle
3017.
[0119] In Step 705, the message is sent to the net-
work 2005 using the message send processing 2032 of
the CAN driver 2009.
[0120] In Step 706, it is judged from a return param-
eter of Step 705 whether or not the message to be sent
is written in the Data 6003.
[0121] If written, initially in Step 707 the data of the
message to be sent is written in the Data 3008. An
address of the message data to be sent is passed as an
argument when the QueuedMessage send processing
2092 is called.
[0122] Next, in Step 708, the Data 3008 is written in
the FIFOBuffer 3009 using the message object read
data updating processing 2096.
[0123] The message receive processing 2011 of
the OSEK-COM will be described below in detail. The
message receive processing 2011 is a program exe-
cuted by the highly reliable communication software
2080 to actually perform message receiving using the
OSEK-COM 2008. In this embodiment, it is assumed
that the message receive processing of the OSEK-COM
is executed by a task of the highly reliable communica-
tion software 2080 which calls the message receive
processing. FIG. 11 is a flow chart showing the flow of
the message receive processing 2011. The message
receive processing 2011 will be described, referring to
FIG. 11.
[0124] Initially, in Step 900, a message object to be
used in massage receiving is determined from a mes-
sage name. The message name is passed as an argu-
ment when the message receive processing 2011 is
called. The message receive processing will be
explained below, taking the message object a as an
example.
[0125] Next, in Step 901, it is judged by referring to
the TransferDri 3014 whether or not the message to be
received is a received message.
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[0126] If a received message, in Step 902 an
address of the Data 3008 is determined by referring the
DataRef 3004.

[0127] In Step 903, a message ID of the message
to be received is determined by referring to the Handle
3017.
[0128] In Step 908, it is judged by referring to the
Check 3050 whether or not highly reliable processing is
used.
[0129] If there is checking, in Step 909 the data to
be received is written in the Data 3008 using the highly
reliable CAN data read processing 2097.
[0130] If there is not checking, in Step 904 the data
of the message to be received is written in the Data
3008 using the message receive processing 2033 of the
CAN driver.
[0131] The message receive processing 2033 of
the CAN driver will be described later.
[0132] In Step 905, it is judged from a return param-
eter of Step 904 whether or not the data of the message
to be received is written from the buffer a 2018 to the
Data 3008.
[0133] If written, in Step 906 the Data 3008 is writ-
ten to the buffer 3009 using the message object read
data updating processing 2096 when the message to be
received is an unqueued message (3012). When the
message to be received is a queued message (3012),
the Data 3008 is written to the FIFOBuffers (3029,
3037).
[0134] In Step 907, the data in the message object
is written to the received data using the message data
read processing 2095. The address of the received data
is passed as an argument when the message receive
processing 2011 is called.
[0135] If the message to be received is not a
received message in Step 901, in Step 910 it is judged
by referring to the TransferDir 3014 whether or not the
message to be received is a sent message.
[0136] If a sent message, in Step 911 data existing
in the sending/receiving mailbox 2023 of the CAN con-
troller is written in the received data using data read
processing 2035 in the CAN controller. The address of
the received data is passed as an argument when the
message receive processing 2011 is called.
[0137] In Step 912, the return parameter is set to a
value expressing normal completion.
[0138] If not sent message, in Step 913 the data in
the message object is written to the received data using
the message data read processing 2095. The address
of the received data is passed as an argument when the
message receive processing 2011 is called.
[0139] FIG. 12 is a flow chart showing the detailed
flow of the message data read processing 2095. Expla-
nation will be made, taking the message object a 2015
as an example.
[0140] Initially, in Step 1100, a data size of the
received message is determined by referring to the Size
3002.

[0141] Next, in Step 1101, it is judged whether or
not the message to be received is a queued message
(3012).

[0142] If a queued message, in Step 1102 an
address of sQueuedMsgObj is determined so that the
task ID executing agrees with the TaskIDs (3041, 3042)
of the sQueuedMsgObjRefs (3022, 3030). In this exam-
ple, it is assumed that the address of sQueuedMsgObj
is the address of the sQueuedMsgObj A 3022.
[0143] Next, in Step 1103, it is judged by referring to
the Status 3024 whether or not there is a received mes-
sage in the FIFOBuffer A 3029.
[0144] If there is a received message in the FIF-
OBuffer A 3029, in Step 1104 the data is initially written
from the FIFOBuffer A 3029 to the received data storing
area by referring to the ReadDataRef 3027. An address
of the received data storing area is passed as an argu-
ment when the message data read processing 2095 is
called.
[0145] Next, in Step 1105, the ReadDataRef 3027
is updated.
[0146] Then, in Step 1106, it is judged whether or
not the FIFOBuffer A 3029 is vacant.
[0147] If vacant, in Step 1107 a value expressing
that the FIFOBuffer A 3029 is vacant is stored in the
Status 3024.
[0148] If not vacant, in Step 1108 a value express-
ing that the FIFOBuffer A 3029 is not vacant is stored in
the Status 3024.
[0149] If the judgment in Step 1101 shows that the
message to be received is not a queued message, in
Step 1109 a read address of the Buffer 3009 is initially
determined by referring to the DataRef 3004, the Size
3002.
[0150] Next, in Step 1110, the data is written from
the Buffer 3009 to the received data storing area. An
address of the received data storing area is passed as
an argument when the message data read processing
2095 is called.
[0151] Then, in Step 111, a value expressing that
the Buffer 3009 is vacant is stored in the Status 3007.
[0152] FIG. 26 is a flow chart showing the detailed
flow of the highly reliable data read processing 2097.
Explanation will be made, taking the message object a
2015 and the buffer a 2018 as an example.
[0153] Initially, in Step 950, data of the message to
be received is written from the buffer a 2018 to the Data
3008 of the message object a using the message send
processing 2032 of the CAN driver.
[0154] Next, in Step 951, the data of the message
to be received is written from the buffer a to the tempo-
rary receive data 2098 using the CAN data read
processing 2036.
[0155] In Step 953, it is judged by comparison
whether or not the data value of the Data 3008 agrees
with the data value of the temporary receive data 2098.
[0156] If agrees, in Step 954 it is judged from a
return parameter of Step 950 whether or not the data of
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the message to be received is written from the buffer a
to the Data 2008.

[0157] If written, in Step 955 the Data 3008 is writ-
ten to the Buffer 3009 using the message object read
data updating processing 2096 when the message to be
received is an unqueued message (3012).
[0158] The Data 3008 is written to the FIFOBuffers
(3029, 3037) when the message to be received is a
queued message (3012).
[0159] In Step 956, the data is written from the mes-
sage object a 2015 in the received data storing area
using the message object read processing 2095. An
address of the received data storing area is passed as
an argument when the high CAN data read processing
2097 is called.
[0160] In Step 958,it is judged by comparison
whether or not the data value of the received data writ-
ten in Step 956 agrees with the data value of the Data
3008.
[0161] If does not agree, in Step 959 the communi-
cation error processing 2073 is started.
[0162] In addition, if does not agree in Step 953, in
Step 960 the communication error processing 2073 is
also started.

(d) CAN driver

[0163] The CAN driver 2009 will be described
below in detail. The CAN driver 2009 is software for exe-
cuting sending and receiving a message using the CAN
controller 2003. As shown in FIG. 1, the CAN driver
2009 is composed of the buffer 2031, the message
attribute table 2010 and the message comminication
processing 2040.
[0164] The buffer 2031 is composed of a plurality of
buffers such as a buffer a 2018, a buffer b 2019, a buffer
c 2020 and so on. Number of the buffers prepared for
composing the buffer 2031 is equal to number of mail-
boxes composing the send/receive mailbox 2023, and
each of the buffers is used as a buffer dedicated to each
of the mailboxes. For example, in a case where the
buffer a 2018 is used as the dedicated buffer of the mail-
box a 2028, the buffer a 2018 is a data storing area of a
message similar to the Data 6003 of the mailbox a
2028.
[0165] FIG. 13 is a detailed view showing the con-
struction of the message attribute table 2021. The mes-
sage attribute table 2021 is composed of mailbox
number 4001, MessageID 4002, DataSize 4003,
QUEUED 4004, LOCKED 4005, NOMSG 4006, LIMIT
4007 and CHECK 4008. The mailbox number 4001 is
an area storing a mailbox number of each of the mail-
boxes. The MessageID 4002 is an area storing a mes-
sage ID registered in the mailbox on the mailbox
number basis. The DataSize 4003 is an area for storing
a data size of a message registered in the mailbox on
the mailbox number basis. The MessageID 4002 and
the DataSize 4003 are memory areas similar to, for

example, the MessageID 6001 and the DataSize 6002
composing the mailbox a 2028. The QUEUED 4004 is
an area for storing information on whether a message is
a queued message or an unqueued message on the
mailbox number basis. When a message is a queued
message, the bit is set. The LOCKED 4005 is an area
for storing information on whether the message stored
in the mailbox on the mailbox number basis is under
execution of message sending to the network 2005 by
receiving message sending request or is out of execu-
tion of message sending to the network 2005 by receiv-
ing no message sending request. The LOCKED 4005 is
bit-set when the message stored in the mailbox is under
execution of message sending to the network 2005 by
receiving message sending request. The NOMSG 4006
is an area for storing information on whether a received
message occupies the buffer 2031 on the mailbox
number basis or does not occupy. The NOMSG 4006 is
bit-set when no received message occupies the buffer
2031. The LIMIT 4007 is an area for storing information
on whether a received message occupies the buffer
2031 on the mailbox number basis up to a limit or does
not occupy up to a limit. The LIMIT 4007 is bit-set when
received message occupies each buffer of the buffer
2031 up to the limit. Since the present embodiment
deals with both of queued messages and unqueued
messages, the buffer 2031, for example, needs to be
provided with FIFO buffers queuing queued messages.
Unqueued messages are messages not requiring being
queued. In a case where the buffers of the buffer 2031
are implemented with FIFO buffers, the LIMIT 4007 is
bit-set when the FIFO buffers overflow. The CHECK
4008 is an area for storing information whether or not
the highly reliable function of communication is used.
For example, it is a memory area similar to the check
3050 of the message object a 2015.

[0166] The message communication processing
2040 of the CAN driver will be described below. The
message communication processing 2040 is composed
of message send processing 2032, message receive
processing 2033, message send and receive interrup-
tion processing 2034, in-CAN-controller data read
processing 2035, CAN data read processing 2036,
message-send instruction processing 2037 and highly
reliable memory copying processing 2038.
[0167] Initially, the message send processing 2032
of the CAN driver will be described in detail. The mes-
sage send processing 2032 is processing for sending a
sent data. FIG. 14 is a flow chart showing the flow of the
message send processing 2032 of the CAN driver. The
send processing of the CAN driver will be described,
referring to FIG. 14.
[0168] Initially, in Step 600, a mailbox number is
determined from a message ID of a message to be dent
using the message attrubute table 2021.
[0169] Next, in Step 601, it is judged whether or not
the LOCKED 40005 is bit-set. If bit-set, in Step 602 a
value expressing that the message to be sent can not

21 22

5

10

15

20

25

30

35

40

45

50

55



EP 1 014 643 A2

13

be written in the Data 6003 is stored in the return
parameter because the sent data stored in the Data
6003 of the mailbox 2023 is nor sent yet.

[0170] If not bit-set, initially in Step 603 the bit is set
in the LOCKED 4005.
[0171] Next, in Step 604, data in a write source is
written in the Data 6003. The address of the data in the
write source is passed as an argument when the send
processing 2032 of the CAN driver is called.
[0172] In Step 607, it is judged by the CHECK 4008
whether or not the highly reliable function of communi-
cation is used.
[0173] If the highly reliable function of communica-
tion is not used, in Step 605 TXPR 5002 is bit-set to
request the CAN controller 2003 to perform message
sending to the network 2005.
[0174] In Step 606, a value expressing that the
message to be sent is written to the Data 6003 is stored
in the return parameter.
[0175] The message receive processing 2033 of
the CAN driver will be described below in detail. FIG. 15
is a flow chart showing the flow of the message receive
processing 2033. The message receive processing of
the CAN driver will be described, referring to FIG. 15. As
an example, it is assumed that the received message
uses the buffer a 2018.
[0176] Initially, in Step 1000, a mailbox number is
determined from a message ID of the message to be
received using the message attribute table 2021.
[0177] In Step 1001, a bit is set to MBIMR 5005.
[0178] In Step 1002, it is judged whether or not a bit
is set to the NOMSG 4006.
[0179] If bit-set in the judgment in Step 1002, in
Step 1003 a value expressing that the message is not
written in the buffer a 2018 is stored in the return param-
eter.
[0180] If not bit-set in the judgment in Step 1002,
initially in Step 1004 it is judged whether or not the
LIMIT is bit-set.
[0181] If bit-set in the judgment in Step 1004, ini-
tially in Step 1005 a value expressing that the buffer a
2018 overflows is stored in the return parameter.
[0182] Next, in Step 1006, the LIMIT 4007 is
cleared.
[0183] If the bit is not set in the judgment in Step
1004, in Step 1007 a value expressing the buffer a 2018
does not overflow is stored in the return parameter.
[0184] In Step 1008, the message to be received is
written from the buffer a 2018 to the received data stor-
ing area. An address of the received data storing area is
passed as an argument when the message receive
processing 2033 is called.
[0185] In Step 1009, the NOMSG 4006 is bit-set.
[0186] In Step 1010, the MBIMR 5005 is cleared.
[0187] The message sending and receiving com-
pletion interrupt processing 2034 of the CAN driver will
be described below in detail. FIG. 16 is a flow chart
showing the flow of the message send/receive comple-

tion interrupt processing 2034. The message sending
and receiving completion interrupt processing of the
CAN driver will be described, referring to FIG. 16.

[0188] Initially, in Step 800, it is judged whether or
not the CAN controller 2003 is set to message sending
completion interrupt.
[0189] If in message sending completion interrupt,
while the condition of Step 801 holds, that is, until
number of repetitions becomes equal to number of the
mailboxes of the CAN controller 2003, the procedure
from Step 802 to Step 804 is repetitively executed in the
ascending numeric order of the mailbox number.
[0190] In Step 802, it is judged whether or not a bit
is set to TXACK 5003.
[0191] If a bit is set, in Step 803 the LOCKED 4005
is cleared.
[0192] Next, in Step 804, the TXACK 5003 is
cleared.
[0193] In Step 805, the message sending comple-
tion interrupt flag is cleared.
[0194] In Step 806, it is judged whether or not the
CAN controller 2003 is set to message receiving com-
pletion interrupt.
[0195] If in message receiving completion interrupt,
while the condition of Step 807 holds, that is, until
number of repetitions becomes equal to number of the
mailboxes of the CAN controller 2003, the procedure
from Step 808 to Step 815 is repetitively executed in the
ascending numeric order of the mailbox number.
[0196] In Step 808, it is judged whether or not a bit
is set to RXPR 5004.
[0197] If a bit is set, in Step 809 it is judged whether
or not a bit is set to the QUEUED 4004.
[0198] If a bit is set in the judgment in Step 809, in
Step 810 it is judged whether or not a bit is set to the
NOMSG 4006.
[0199] If a bit is set in the judgment in Step 810, in
Step 811 the received message is written from the mail-
box 2023 to the buffer 2031 and it is judged whether or
not the received message is correctly written. If the
received message is not correctly written, the communi-
cation error processing 2073 is started.
[0200] If a bit is not set in the judgment in Step 810,
in Step 812 a bit is set to the LIMIT 4007.
[0201] If a bit is set in the judgment in Step 809, in
Step 813 the received message is written from the mail-
box 2023 to the buffer 2031 using the highly reliable
memory copy processing 2038 and it is judged whether
or not the received message is correctly written. If the
received message is not correctly written, the communi-
cation error processing 2073 is started.
[0202] In Step 814, the NOMSG 4006 is cleared.
[0203] In Step 815, the PXPR 5004 is cleared.
[0204] The CAN data read processing 2036 will be
described below in detail. FIG. 18 is a flow chart show-
ing the flow of the CAN data read processing 2036. The
CAN data read processing will be described, referring to
FIG. 18. As an example, it is assumed that the received
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message uses the buffer a 2018.

[0205] Initially, in Step 7001, a mailbox number is
determined from the message ID of the received mes-
sage using the message attribute table 2021.
[0206] In Step 7002, a bit is set to MBIMR 5005.
[0207] In Step 7003, data of the message to be
received is written from the buffer a 2018 to a received
data storing area. An address of the received data stor-
ing area is passed as an argument when the CAN data
read processing 2036 is called.
[0208] In Step 7004, the MBIMR 5005 is cleared.
[0209] The highly reliable memory copy processing
2038 will be described below in detail. FIG. 19 is a flow
chart showing the flow of the highly reliable memory
copy processing 2038. The highly reliable memory copy
processing will be described, referring to FIG. 19.
[0210] Initially, in Step 7101, data in a write source
is copied to a data storing area in a write target.
[0211] In Step 7103, it is judged by comparison
whether or not the data in the write source agrees with
the data in the write target.
[0212] If does not agree, in Step 7104 the commu-
nication error processing 2073 is started.
[0213] The message-send instruction processing
2037 will be described below in detail. FIG. 20 is a flow
chart showing the flow of the message-send instruction
processing 2037. The message-send instruction
processing will be described, referring to FIG. 20.
[0214] In Step 7302, a mailbox number is deter-
mined from the message ID of the message to be sent
using the message attribute table 2021.
[0215] In Step 7303, a bit is set to the TxPR 5002 to
request the CAN controller 2003 to perform message
sending to the network 2005.
[0216] The in-CAN-controller data read processing
2035 will be described below in detail. FIG. 21 is a flow
chart showing the flow of the in-CAN-controller data
read processing 2035. The in-CAN-controller data read
processing will be described, referring to FIG. 21.
[0217] In Step 7401, a mailbox number is deter-
mined from the message ID of the message to be sent
using the message attribute table 2021.
[0218] In Step 7402, an address of the send/receive
mailbox 2023 of the CAN controller is specified from the
mailbox number obtained in Step 7401.
[0219] In Step 7403, message data stored in the
address of the send/receive mailbox 2023 specified in
Step 7402 is copied to a write target data. An address of
the write target data is passed as an argument when the
in-CAN-controller data read processing is called.

(e) CAN controller

[0220] The CAN controller will be described below.
A communication protocol used by the CAN controller is
a CAN protocol. In the CAN protocol, each message
has a specific message ID. Priority is assigned to the
message ID, and priority control (bus-arbitration) of the

network 2005 is performed based on the priority of the
message ID. The bus-arbitration by the message ID will
be described. For example, it is assumed that the con-
trol unit 2000 is connected to a plurality of control units
having a structure similar to that of the control unit 2000
though the network 2005. In a case where each of the
control units sends a message to the network 2005 at
the same time, only the single unit sending a message
having the highest priority message ID acquires the
right to use the network 2005 (wins the bus-arbitration)
and can preferentially send the message to the network
2005.

[0221] The structure of the CAN controller will be
described below in detail. The CAN controller 2003 is
composed of the control register 2022, the send/receive
mailbox 2023, the priority control part 2024, the send
buffer 2025, the receive filter 2027 and the receive
buffer 2026. The receive buffer 2026 corresponds to the
received message memory means described in Means
to solve the Problems. These components will be
described below in detail.
[0222] The send/receive mailbox 2023 is composed
of a plurality of mailboxes such as a mailbox a 2028, a
mailbox b 2029, a mailbox c 2030 and so on, and stores
sent messages and received messages. FIG. 2 is a
view showing the detailed construction of a mailbox a
2028. The mailbox a 2028 is composed of the mailbox
number 6004, the MessageID 6001, the DataSize 6002
and the Data 6003. The mailbox number 6004 is an
area for storing mailbox numbers specifically given to
the individual mailboxes of the send/receive mailbox
2023. The MessageID 6001 is an area for storing mes-
sage IDs of sent messages and received messages.
The mailbox a 2028 stores a sent message and a
received message having the MessageID 6001. The
DataSize 6002 is an area for storing data sizes of sent
messages and received messages. The Data 6003 is a
data storing area of sent messages and received mes-
sages. The detailed construction of the mailbox b 2029,
the mailbox c is the same as that of the mailbox a 2028.
[0223] FIG. 3 is a view showing the detailed con-
struction of the control register 2022. The control regis-
ter 2022 is composed of the mailbox number 5001, the
TXPR 5002, the TXACK 5003, the RXPR 5004 and the
MBIMR 5005. The mailbox number 5001 is an area for
storing mailbox number on the mailbox basis. The
TXOR 5002 is an area for storing message send
request on the mailbox basis, and is bit-set when mes-
sage sending is requested to the CAN controller 2003.
The TXACK 5003 is an are for storing completion of
message sending on the mailbox basis, and is bit-set
when message sending is completed by the CAN con-
troller 2003. The RXPR 5004 is an are for storing com-
pletion of message receiving on the mailbox basis, and
is bit-set when message receiving is completed by the
CAN controller 2003. The MBIMR 5005 is an area for
storing prohibition of interruption at completion of mes-
sage sending or at completion of message receiving,
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and is bit-set when interruption from the CAN controller
2003 to the CPU 2001 is prohibited at completion of
message sending or at completion of message receiv-
ing.

[0224] The priority control part 2024 transfers a
message of a corresponding mail box to the send buffer
2025 when a message sending request is made. Fur-
ther, when a plurality of massage sending requests are
made at a time, the priority control part 2024 compares
message IDs stored in the corresponding mailboxes
with one another, and transfers a message of a mailbox
storing the highest priority message ID to the send
buffer 2025.
[0225] The send buffer 2025 stores the message
transferred from the priority control part 2024. The
stored message participates bus-arbitration by the mes-
sage ID. If the message wins in the bus-arbitration by
the message ID, the message is sent to the network
2005. If the message loses the bus-arbitration by the
message ID, the message is not sent to the network
2005 and waits for the next chance of bus-arbitration.
When the control unit loses the bus-arbitration by a
massage ID and a message sending request is gener-
ated to a message having a higher priority message ID,
the priority control part 2024 transfers the message of a
mailbox storing the higher priority message ID to the
send buffer 2025.
[0226] The receive buffer 2026 stores a received
message from the network 2005.
[0227] The receive filter 2027 compares a message
ID of a message stored in the receive buffer 2026 with
message IDs registered to the mailboxes. If there is the
same message ID, the receive filter stores the message
in the corresponding mailbox.
[0228] Description will be made below in detail on
the application program 2006, the OSEK-COM 2008,
the CAN driver 2009, the highly reliable communication
software 2080 and the OS 2050 which are stored in the
memory 2002.

(f) Application program

[0229] The application program will be described.
The application program 2006 is composed of a plurality
of programs such as AP a 2012, AP b 2013, AP c 2014
and so on, as shown in FIG. 1. In this embodiment, each
of these application programs is executed as a different
task.

(g) OS

[0230] The OS 2050 will be described below in
detail. The OS 2050 comprises a task priority manage-
ment table 2051, a scheduler 2052 for executing sched-
uling of a task, and tasks to be started. A scheduling
method of the scheduler 2052 using the task priority
management table 2051 will be described.
[0231] FIG. 17 is a view showing the construction of

the task priority management table. The construction of
the task priority management table will be described,
referring to FIG. 17. The construction of the task priority
management table is composed of task IDs 1200 and
task priorities 1201. Assuming that the priorities of the
task IDs are task A, task B, task C in the descending
order, the task priority management table is preset so
that the task priorities of the tasks to be started are also
set to 1, 2, 3 in the descending order corresponding to
the priorities of the task ID. The scheduler 2052 prefer-
entially starts the higher priority task referring to the task
priority management table 2051.

[0232] According to the embodiment in accordance
with the present invention, when data in the application
program is sent, the data in the application program is
sum-processed, the sum-processed data is written in
the mailbox, the data written in the mailbox is recon-
verted to the original data by checksum processing to
check that no abnormality is detected. Thereby, it is pos-
sible to ensure the data is written in the mailbox without
damaging the sum processing and the content of the
sum-processed data. Further, by checking that the data
after checksum processing agrees with the data to be
sent in the application program, it can be ensured that
the data sum-processed and written in the mailbox is
the data to be sent in the application program. There-
fore, it can be ensured that the sent data is normally
sum-processed and the content of the data after sum-
processing is written in the mailbox without being dam-
aged.
[0233] When data is received, arrived data in the
mailbox is successively written in the CAN driver, in the
message object of the OSEK-COM and in the highly
reliable communication software, and it is checked
every writing that the arrived data agreeing with the data
in the write source agrees with the data written in the
CAN driver. Thereby, it can be ensured that the content
of the arrived data in the mailbox is written in the highly
reliable software without being damaged. By checksum
processing the arrived data in the highly reliable soft-
ware and by checking that no abnormality is detected, it
can be ensured that the content of the data written to
the mailbox is not damaged. By writing the checksum-
processed data in the application program, and further
sum processing the written data, and then checking that
the data after sum processing agrees with the data
delivered in the highly reliable communication software
from the mailbox, it can be ensured that the checksum
processing is normally processed and that the content
of the data is written in the application program without
being damaged. According to the present invention, it
can be ensured that the data content of the application
program of the sending source can be delivered to the
application program of the receiving target without
being damaged.
[0234] Further, according to the present invention,
none of the sum processing, the checksum processing,
the highly reliable communication software, the OSEK-
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COM and the CAN driver does not require plural ver-
sions, and accordingly the developing period can be
shortened.

[0235] In addition, according to the present inven-
tion, sending processing time is the sum of sum
processing time, checksum processing time, sending
processing time after the OSEK-COM and simple
receiving processing time after the OSEK-COM. If the
simple processing time of the sum processing, the
checksum processing and the receiving processing
after the OSEK-COM is sufficiently small compared to
the sending processing time after the OSEK-COM, the
sending processing time of the present invention
becomes the sending processing time after the OSEK-
COM. On the other hand, sending processing time of
the prior art is the sum of individual time periods execut-
ing a plurality of versions of sending processing after
the OSEK-COM. Therefore, the sending processing
time of the present invention can be made short com-
pared to the sending processing time of the prior art.
[0236] Furthermore, according to the present inven-
tion, receiving processing time is the sum of receiving
processing time after the OSEK-COM, checksum
processing time and sum processing time. If the
processing time of the sum processing and the check-
sum processing is sufficiently small compared to the
receiving processing time after the OSEK-COM, the
receiving processing time of the present invention
becomes the receiving processing time after the OSEK-
COM. On the other hand, receiving processing time of
the prior art is the sum of individual time periods execut-
ing a plurality of versions of receiving processing after
the OSEK-COM. Therefore, the receiving processing
time of the present invention can be made short com-
pared to the receiving processing time of the prior art.

Embodiment 2:

[0237] In the embodiment 1 of the present inven-
tion, in sending processing, the sum-processed data is
written in the mailbox by the sending protocol process-
ing of the OSEK-COM, the data in the mailbox is proc-
essed with the receiving protocol processing of the
OSEK-COM and further processed with the checksum
processing, and then a sending command is output
after checking that the content of the data written in the
mailbox is not damaged and further after checking by
comparison that the data after checksum processing
agrees with the sent data in the application program.
However, the sending command may be output to send
the sent data to the network just after writing it in the
mailbox by the sending protocol processing of the
OSEK-COM. By doing so, the sending processing time
can be shortened because the time executing the send-
ing protocol processing of the OSEK-COM and further
the checksum processing of the data written in the mail-
box can be reduced. The content of data written in the
mailbox can be detected by executing the checksum

processing even if it is damaged. Further, the highly reli-
able communication software needs not to use the
sending command processing of the CAN driver, but
uses only the sending and receiving protocol process-
ing of the OSEK-COM. Furthermore, the CAN driver
can be omit the processing to judge whether or not the
sending command is output just after writing the data in
the mailbox.

Embodiment 3

[0238] In the embodiment 2 in accordance with the
present invention, the sent data in the application pro-
gram is sum-processed, and the sending command is
output to send the data to the network just after writing
the data in the mailbox by the sending protocol process-
ing of the OSEK-COM. However, it is possible that after
that the data written in the mailbox is executed with the
receive protocol processing of the OSEK-COM, and fur-
ther executed with the checksum processing, and then
it is checked that the data after being checksum-proc-
essed agrees with the sent data in the application pro-
gram. By doing so, although it is after sending, it can be
ensured that the content of the data is not damaged.

Embodiment 4:

[0239] In the embodiment 1 of the present inven-
tion, in the receiving processing of the highly reliable
communication software, the received data in the highly
reliable communication software is checksum-proc-
essed, the checksum-processed data is written in the
application program, then the data written in the appli-
cation program is sum-processed, and it is checked that
the sum-processed data agrees with the received data
in the highly reliable communication software. However,
it is possible that the received data which has been
sum-processed is checksum-processed and temporar-
ily stored in the highly reliable communication software,
the stored checksum-processed data is again sum-
processed, the sum-processed data is compared with
the received data which has been sum-processed, and
if both the sum-processed data agree with each other,
the received and checksum-processed data stored in
the highly reliable communication software is written in
the application program. Also, it is possible that after the
received data which has been sum-processed is check-
sum-processed and written in the application program,
the checksum-processed data is further temporarily
stored in the highly reliable communication software,
and the agreement between the checksum-processed
data stored in the highly reliable communication soft-
ware and the date written in the application program is
confirmed. By doing so, after checking that the content
of the data after being checksum-processed is correct,
the data can be written in the application program.
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Embodiment 5:

[0240] In the embodiment 1 of the present inven-
tion, the received data in the highly reliable communica-
tion software is checksum-processed, the checksum-
processed received data is written in the application
program, the received data written in the application
program is sum-processed, and then it is checked that
the received data sum-processed agrees with the
received data in the highly reliable communication soft-
ware. However, it may be checked that the received
data sum-processed agrees with the received data in
the message object of the OSEK-COM. By doing so, in
the receive protocol processing of the OSEK-COM,
there is an effect to reduce the checking processing that
the received data written from the message object of the
OSEK-COM to the highly reliable communication soft-
ware agrees with the received data of the message
object in the write source. Further, instead of checking
that the sum-processed received data agrees with the
received data in the highly reliable communication soft-
ware, it may be checked by comparison that the sum-
processed received data agrees with the received data
of the buffer in the CAN driver. By doing so, it is possible
to reduce the processing in the CAN driver for checking
that the received data to be written from the buffer in the
CAN driver to the message object of the OSEK-COM
agrees with the received data in the CAN driver of write
source, and the processing in the receiving protocol
processing of the OSEK-COM for checking that the
received data to be written from the message object of
the OSEK-COM to the highly reliable communication
software agrees with the received data of the message
object of write source. Further, instead of checking that
the sum-processed received data agrees with the
received data in the highly reliable communication soft-
ware, it is possible to check that the sum-processed
received data agrees with the received data in the mail-
box. By doing so, it is possible to reduce the processing
in the CAN driver for checking that the received data to
be written from the mailbox to the buffer in the CAN
driver agrees with the received data in the mailbox of
write source, and the processing for checking that the
received data to be written from the buffer in the CAN
driver to the message object of the OSEK-COM agrees
with the received data in the CAN driver of write source,
and the processing in the receiving protocol processing
of the OSEK-COM for checking that the received data to
be written from the message object of the OSEK-COM
to the highly reliable communication software agrees
with the received data of the message object of write
source.

Embodiment 6:

[0241] In the embodiment of the present invention,
in a case of data sending, the sent data in the applica-
tion program is sum-processed by the highly reliable

communication software, the data sum-processed by
the send protocol processing of the OSEK-COM is writ-
ten in the CAN controller, the data written in the CAN
controller is received by the receive protocol processing
of the OSEK-COM, and the received data stored in a
message object of the OSEK-COM is checksum-proc-
essed to compare with the sent data in the application
program. However, it is possible that the sent data in the
application program is written in the CAN controller by
the sending processing of the OSEK-COM without exe-
cuting the sum processing, the data written to the CAN
controller is received by the receive processing of the
OSEK-COM, and the received data is compared with
the sent data in the application program. In this case,
there is an effect that the processing time can be short-
ened by the time periods of the sum processing and the
checksum processing and the memory area for storing
the contents of the sum processing and the checksum
processing can be reduced. In the case of eliminating
the sum processing and the checksum processing, in
receiving a message, the data extracted from the
received message delivered to the CAN network is writ-
ten in the application program, by the receive protocol
processing of the OSEK-COM, the extracted data writ-
ten in the application program is re-composed to a mes-
sage without being sum-processed by the send protocol
processing, and the re-composed message is com-
pared with the received message delivered to the CAN
network. By doing so, the receiving processing time can
be shortened.

[0242] According to the embodiment in accordance
with the present invention, when data in the application
program is sent, the data in the application program is
sum-processed, the sum-processed data is written in
the mailbox, the data written in the mailbox is recon-
verted to the original data by checksum processing to
check that no abnormality is detected. Thereby, it is pos-
sible to ensure the data is written in the mailbox without
damaging the sum processing and the content of the
sum-processed data. Further, by checking that the data
after checksum processing agrees with the data to be
sent in the application program, it can be ensured that
the data sum-processed and written in the mailbox is
the data to be sent in the application program. There-
fore, it can be ensured that the sent data is normally
sum-processed and the content of the data after sum-
processing is written in the mailbox without being dam-
aged.
[0243] When data is received, arrived data in the
mailbox is successively written in the CAN driver, in the
message object of the OSEK-COM and in the highly
reliable communication software, and it is checked
every writing that the arrived data agreeing with the data
in the write source agrees with the data written in the
CAN driver. Thereby, it can be ensured that the content
of the arrived data in the mailbox is written in the highly
reliable software without being damaged. By checksum
processing the arrived data in the highly reliable soft-

31 32

5

10

15

20

25

30

35

40

45

50

55



EP 1 014 643 A2

18

ware and by checking that no abnormality is detected, it
can be ensured that the content of the data written to
the mailbox is not damaged. By writing the checksum-
processed data in the application program, and further
sum processing the written data, and then checking that
the data after sum processing agrees with the data
delivered in the highly reliable communication software
from the mailbox, it can be ensured that the checksum
processing is normally processed and that the content
of the data is written in the application program without
being damaged. According to the present invention, it
can be ensured that the data content of the application
program of the sending source can be delivered to the
application program of the receiving target without
being damaged.

[0244] Further, according to the present invention,
none of the sum processing, the checksum processing,
the highly reliable communication software, the OSEK-
COM and the CAN driver does not require plural ver-
sions, and accordingly the developing period can be
shortened.
[0245] In addition, according to the present inven-
tion, sending processing time is the sum of sum
processing time, checksum processing time, sending
processing time after the OSEK-COM and simple
receiving processing time after the OSEK-COM. If the
simple processing time of the sum processing, the
checksum processing and the receiving processing
after the OSEK-COM is sufficiently small compared to
the sending processing time after the OSEK-COM, the
sending processing time of the present invention
becomes the sending processing time after the OSEK-
COM. On the other hand, sending processing time of
the prior art is the sum of individual time periods execut-
ing a plurality of versions of sending processing after
the OSEK-COM. Therefore, the sending processing
time of the present invention can be made short com-
pared to the sending processing time of the prior art.
[0246] Furthermore, according to the present inven-
tion, receiving processing time is the sum of receiving
processing time after the OSEK-COM, checksum
processing time and sum processing time. If the
processing time of the sum processing and the check-
sum processing is sufficiently small compared to the
receiving processing time after the OSEK-COM, the
receiving processing time of the present invention
becomes the receiving processing time after the OSEK-
COM. On the other hand, receiving processing time of
the prior art is the sum of individual time periods execut-
ing a plurality of versions of receiving processing after
the OSEK-COM. Therefore, the receiving processing
time of the present invention can be made short com-
pared to the receiving processing time of the prior art.
[0247] In the above-mentioned embodiment of the
present invention, in sending processing, the sum-proc-
essed data is written in the mailbox by the sending pro-
tocol processing of the OSEK-COM, the data in the
mailbox is processed with the receiving protocol

processing of the OSEK-COM and further processed
with the checksum processing, and then a sending
command is output after checking that the content of the
data written in the mailbox is not damaged and further
after checking by comparison that the data after check-
sum processing agrees with the sent data in the appli-
cation program. On the other hand, in another
embodiment (1) in accordance with the present inven-
tion, the sending command is output to send the sent
data to the network just after writing it in the mailbox by
the sending protocol processing of the OSEK-COM. By
doing so, the sending processing time can be shortened
because the time executing the sending protocol
processing of the OSEK-COM and further the check-
sum processing of the data written in the mailbox can be
reduced. The content of data written in the mailbox can
be detected by executing the checksum processing
even if it is damaged. Further, the highly reliable com-
munication software needs not to use the sending com-
mand processing of the CAN driver, but uses only the
sending and receiving protocol processing of the
OSEK-COM. Furthermore, the CAN driver can be omit
the processing to judge whether or not the sending
command is output just after writing the data in the mail-
box.

[0248] In the other embodiment (1) in accordance
with the present invention, the sent data in the applica-
tion program is sum-processed, and the sending com-
mand is output to send the data to the network just after
writing the data in the mailbox by the sending protocol
processing of the OSEK-COM. On the other hand, in
the other embodiment (2), after that, the data written in
the mailbox is executed with the receive protocol
processing of the OSEK-COM, and further executed
with the checksum processing, and then it is checked
that the data after being checksum-processed agrees
with the sent data in the application program. By doing
so, although it is after sending, it can be ensured that
the content of the data is not damaged.
[0249] In the embodiment of the present invention,
in the receiving processing of the highly reliable com-
munication software, the received data in the highly reli-
able communication software is checksum-processed,
the checksum-processed data is written in the applica-
tion program, then the data written in the application
program is sum-processed, and it is checked that the
sum-processed data agrees with the received data in
the highly reliable communication software. On the
other hand, in the other embodiment (3), the data writ-
ten in the application program is sum-processed, after
that the checksum-processed data is temporarily stored
in the highly reliable communication software, the data
is sum-processed, the checksum-processed data tem-
porarily stored in the highly reliable communication soft-
ware is written in the application program after checking
that the sum-processed data agrees with the received
data in the highly reliable communication software, and
then it is checked that the data temporarily stored in the

33 34

5

10

15

20

25

30

35

40

45

50

55



EP 1 014 643 A2

19

highly reliable communication software agrees with the
data written in the application program. By doing so,
after checking that the content of the data after being
checksum-processed is correct, the data can be written
in the application program.

[0250] In the embodiment of the present invention,
the received data in the highly reliable communication
software is checksum-processed, the checksum-proc-
essed received data is written in the application pro-
gram, the received data written in the application
program is sum-processed, and then it is checked that
the received data sum-processed agrees with the
received data in the highly reliable communication soft-
ware. On the other hand, in the other embodiment (4), it
is checked that the received data sum-processed
agrees with the received data in the message object of
the OSEK-COM. By doing so, in the receive protocol
processing of the OSEK-COM, there is an effect to
reduce the checking processing that the received data
written from the message object of the OSEK-COM to
the highly reliable communication software agrees with
the received data of the message object in the write
source. Further, instead of checking that the sum-proc-
essed received data agrees with the received data in
the highly reliable communication software, it is checked
by comparison that the sum-processed received data
agrees with the received data of the buffer in the CAN
driver. By doing so, it is possible to reduce the process-
ing in the CAN driver for checking that the received data
to be written from the buffer in the CAN driver to the
message object of the OSEK-COM agrees with the
received data in the CAN driver of write source, and the
processing in the receiving protocol processing of the
OSEK-COM for checking that the received data to be
written from the message object of the OSEK-COM to
the highly reliable communication software agrees with
the received data of the message object of write source.
Further, instead of checking that the sum-processed
received data agrees with the received data in the highly
reliable communication software, it is checked that the
sum-processed received data agrees with the received
data in the mailbox. By doing so, it is possible to reduce
the processing for checking that in the CAN driver, the
received data to be written from the mailbox to the buffer
in the CAN driver agrees with the received data in the
mailbox of write source, and the processing for checking
that the received data to be written from the buffer in the
CAN driver to the message object of the OSEK-COM
agrees with the received data in the CAN driver of write
source, and the processing in the receiving protocol
processing of the OSEK-COM for checking that the
received data to be written from the message object of
the OSEK-COM to the highly reliable communication
software agrees with the received data of the message
object of write source.
[0251] In the embodiment of the present invention,
in a case of data sending, the sent data in the applica-
tion program is sum-processed by the highly reliable

communication software, the data sum-processed by
the send protocol processing of the OSEK-COM is writ-
ten in the CAN controller, the data written in the CAN
controller is received by the receive protocol processing
of the OSEK-COM, and the received data is checksum-
processed to compare with the sent data in the applica-
tion program. On the other hand, in the other embodi-
ment (5), the sent data in the application program is
written in the CAN controller by the sending processing
of the OSEK-COM without executing the sum process-
ing, the data written to the CAN controller is received by
the receive processing of the OSEK-COM, and the
received data is compared with the sent data in the
application program. In this case, there is an effect that
the processing time can be shortened by the time peri-
ods of the sum processing and the checksum process-
ing and the memory area for storing the contents of the
sum processing and the checksum processing can be
reduced. In the case of eliminating the sum processing
and the checksum processing, in receiving data, the
data delivered to the CAN network is written in the appli-
cation program by the receive protocol processing of the
OSEK-COM, the received data written in the application
program is executed with the send protocol processing
without being sum-processed, and the obtained data is
compared with the data delivered to the CAN network.
By doing so, the receiving processing time can be short-
ened.

Claims

1. A highly reliable distributed system including a
memory (2002) for storing an application program
(2006), a CPU (2001) for executing said application
program (2006) stored in said memory (2002), and
a network controller (2003) for sending a sent mes-
sage onto a network (2005) and receiving a
received message transmitted on said network
(2005), said network controller (2003) being con-
nected to said network (2005), said network con-
troller (2003) sending said sent message or
receiving said received message while said CPU
(2001) is executing said application program (2006)
stored in said memory (2002), said highly reliable
distributed system comprises:

sent data memory means (2025) for storing
sent data generated by said application pro-
gram (2006);
received message memory means (2026) for
storing a received message transmitted on said
network (2005);
send protocol processing means for receiving
sent data stored in said sent data memory
means (2025) and executing predetermined
send protocol processing to compose a sent
message to be transferred to said network con-
troller (2003), using said sent data;
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receive protocol processing means for receiv-
ing a sent message generated by said send
protocol processing means, and executing pre-
determined receive protocol processing to
extract a data part from said composed sent
message; and

sent data comparing means for comparing said
sent data stored in said sent data memory
means (2025) with said data part extracted
from said composed sent message by said
receive protocol processing means.

2. A highly reliable distributed system according to
claim 1, wherein said network controller (2003) is
requested to send said sent message composed by
said send protocol processing means only when a
result of said comparing executed by said sent data
comparing means indicates agreement.

3. A highly reliable distributed system according to
claim 1, wherein said network controller (2003) is
requested to send said sent message just after said
sent message is composed by said send protocol
processing means.

4. A highly reliable distributed system including a
memory (2002) for storing an application program
(2006), a CPU (2001) for executing said application
program (2006) stored in said memory (2002), and
a network controller (2003) for sending a sent mes-
sage onto a network (2005), and receiving a
received message transmitted on said network
(2005), said network controller (2003) being con-
nected to said network (2005), said network con-
troller (2003) sending said sent message or
receiving said received message while said CPU
(2001) is executing said application program (2006)
stored in said memory (2002), said highly reliable
distributed system comprises:

sent data memory means (2025) for storing
sent data generated by said application pro-
gram (2006);
received message memory means (2026) for
storing a received message transmitted on said
network (2005);
receive protocol processing means for receiv-
ing said received message stored in said
received message memory means (2026), and
executing predetermined receive protocol
processing to extract a data part, which is to be
written in said application program (2006), from
said received sent message;
send protocol processing means for receiving
said data part extracted from said received
sent message by said receive protocol
processing means, and executing predeter-
mined send protocol processing to compose a

received message, using said extracted data
part; and

received message comparing means for com-
paring said received message stored in said
received message memory means (2026) with
said received message composed by said
send protocol processing means.

5. A highly reliable distributed system:according to
claim 4, wherein said data part extracted from said
received message stored in said received message
memory means (2026) is written in said application
program (2006) only when a result of said compar-
ing executed by said received message comparing
means indicates agreement.

6. A highly reliable distributed system according to
claim 4, wherein said data part extracted from said
received message stored in said received message
memory means (2026) is written in said application
program (2006) just after said data part is extracted
by said receive protocol processing means.

7. A highly reliable distributed system according to
claim 4, wherein said send protocol processing
means executes predetermined send protocol
processing to compose a sent message, using a
sent data generated by said application program
(2006), which is to be transmitted onto said network
(2005), and said receive protocol processing
means executes predetermined receive protocol
processing to extract a data part from said sent
message composed by said send protocol process-
ing means, using said sent data which is generated
by said application program (2006), said distributed
system further including sent data comparing
means for comparing said sent data stored in said
sent data memory means (2025) with said data part
which is extracted by said receive protocol process-
ing means from said sent message composed by
said send protocol processing means.

8. A highly reliable distributed system according to
claim 7, wherein said network controller (2003) is
requested to send said sent message composed by
said send protocol processing means only when a
result of said comparing executed by said sent data
comparing means indicates agreement, and said
data part extracted from said received message
stored in said received message memory means
(2026) is written in said application program (2006)
only when a result of said comparing executed by
said received message comparing means indicates
agreement.

9. A highly reliable distributed system according to
claim 7, wherein said network controller (2003) is
requested to send said sent message just after said
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sent message is composed by said send protocol
processing means, and said data part extracted
from said received message stored in said received
message memory means (2026) is written in said
application program (2006) only when a result of
said comparing executed by said received mes-
sage comparing means indicates agreement.

10. A highly reliable distributed system according to
claim 7, wherein said network controller (2003) is
requested to send said sent message composed by
said send protocol processing means only when a
result of said comparing executed by said sent data
comparing means indicates agreement, and said
data part extracted from said received message
stored in said received message memory means
(2026) is written in said application program (2006)
only when a result of said comparing executed by
said received message comparing means indicates
agreement.

11. A highly reliable distributed system according to
claim 7, wherein said network controller (2003) is
requested to send said sent message just after said
sent message is composed by said send protocol
processing means, and said data part extracted
from said received message stored in said received
message memory means (2026) is written in said
application program (2006) just after a result of said
comparing executed by said received message
comparing means indicates agreement.

12. A high reliability distributed system according to
any one of claims 1, 2, 7, and 10,

wherein said send protocol processing
means comprises:

error detection coding means (2075) for receiv-
ing said sent data stored in said sent data
memory means (2025), executing predeter-
mined error detection coding processing, and
generating error-detection-coded sent data;
and
error-detection-coded data send protocol
processing means (2070) for receiving said
error-detection-coded sent data generated by
said error detection coding means (2075), exe-
cuting predetermined send protocol process-
ing, and composing a sent message to be
transferred to said network controller (2003),
and
said receive protocol processing means com-
prises:
error detection coding receive protocol means
(2071) for receiving said sent message gener-
ated by said send protocol processing means,
executing predetermined receive protocol
processing, and extracting an error-detection-

coded sent data part from said error-detection-
coded sent message; and

error detection decoding processing means
(2076) for receiving said error-detection-coded
sent data part extracted by said error detection
coding receive protocol processing means
(2071), executing predetermined error detec-
tion decoding processing to extract a sent data
part from said error-detection-coded sent data
part, and checking for that an error exists in
said error-detection-coded send data part
extracted from said error-detection-coded sent
message.

13. A high reliability distributed system according to
any one of claims 1, 3, 9, and 10,

wherein said send protocol processing
means comprises:

error detection coding means (2075) for receiv-
ing said sent data stored in said sent data
memory means (2025), executing predeter-
mined error detection coding processing, and
generating error-detection-coded sent data,
using said sent data; and
error detection coding data send protocol
processing means (2070) for receiving said
error-detection-coded sent data generated by
said error detection coding means, executing
predetermined send protocol processing, com-
posing a sent message to be transferred to
said network controller (2003), using said error-
detection-coded sent data, and requesting said
network controller (2003) to send said sent
message, and
said receive protocol processing means com-
prises:
error detection coding receive protocol means
(2071) for receiving said sent message com-
posed by said send protocol processing
means, executing predetermined receive pro-
tocol processing, and extracting an error-
detection-coded sent data part from said error-
detection-coded sent message; and
error detection decoding processing means
(2076) for receiving said error-detection-coded
sent data part extracted by said error detection
coding receive protocol processing means
(2071), executing predetermined error detec-
tion decoding processing, extracting a sent
data part from said error-detection-coded sent
data part, and checking for that an error exists
in said error-detection-coded sent data part in
said error-detection-coded sent message.

14. A high reliability distributed system according to
any one of claims 1, 5, 7, and 9,

wherein said receive protocol processing
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means comprises:

error detection coding receive protocol
processing means (2071) for receiving said
received message stored in said received mes-
sage memory means (2026), executing prede-
termined receive protocol processing, and
extracting an error-detection-coded received
data part from said received message; and
error detection decoding processing means
(2076) for receiving said error-detection-coded
received data part extracted by said error
detection coding receive protocol processing
means (2071), executing predetermined error
detection coding processing, extracting a
received data part from said error-detection-
coded received data part, which is transferred
to said application program (2006), and check-
ing for that an error exists in said error-detec-
tion-coded received data part, and
said send protocol processing means com-
prises:
error detection coding means (2075) for receiv-
ing said received data part extracted by said
receive protocol processing means, executing
predetermined error detection coding process-
ing, and generating error-detection-coded
received data; and
error detection coding data send protocol
processing means (2070) for receiving said
error-detection-coded received data generated
by said error detection coding means (2075),
executing predetermined send protocol
processing, and composing a received mes-
sage.

15. A high reliability distributed system according to
any one of claims 1, 6, 10, and 11,

wherein said receive protocol processing
means comprises:

error detection coding receive protocol
processing means (2071) for receiving said
received message stored in said received mes-
sage memory means (2026), executing prede-
termined receive protocol processing, and
extracting error-detection-coded received data
part from said received message; and
error detection decoding processing means
(2076) for receiving said error-detection-coded
received data part extracted by said error
detection coding receive protocol processing
means (2071), executing predetermined error
detection coding processing, extracting a
received data part to be transferred to said
application program (2006), checking for that
an error exists in said error-detection-coded
received data part, and transferring said

received data part to said application program
(2006) only when it is not detected that the
error exists in said error-detection-coded
received data part, and

said send protocol processing means com-
prises:
error detection coding means (2075) for receiv-
ing said received data part extracted by said
receive protocol processing means, executing
predetermined error detection coding process-
ing, and generating error-detection-coded
received data; and
error detection coding data send protocol
processing means (2070) for receiving said
error-detection-coded received data generated
by said error detection coding means (2075),
executing predetermined send protocol
processing, and composing a received mes-
sage.

16. A high reliability distributed system according to
any one of claims 1 to 15, wherein said high reliabil-
ity distributed system is a vehicle control system.
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