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Description

FIELD OF THE INVENTION

[0001] The present invention relates to the use of an electrode apparatus suitable for treating of a solution containing
hazardous substances, harmful substances, and the like, which solution soaks into the soil. More particularly, the
present invention relates to a method of treating hazardous substances by using an electrode apparatus capable of
preventing a transfer or diffusion phenomenon of the hazardous substances, harmful substances, and the like, from
an environment containing a high concentration of the hazardous substances, harmful substances, and the like, such
as the soil around a general waste disposal landfill or an industrial waste disposal landfill, to an environment, such as
the soil, a river, an underground water vein, and the like, distant from the former environment.

BACKGROUND OF THE INVENTION

[0002] At present, general waste and industrial waste are treated mainly by dumping and burying them, with them
left as they are, in a general waste disposal landfill, industrial waste disposal landfill, and the like, or by incinerating
them, to produce ashes, which are thereafter dumped and buried in a general waste disposal landfill, industrial waste
disposal landfill, and the like. Since, however, heavy metals, such as mercury, lead, cadmium, and the like; dioxin,
chloroform, cyanogen (cyanide), and other harmful inorganic or organic chemical substances ooze out of these wastes,
as shown in, for example, "NEW EDITION DATA GUIDE EARTH ENVIRONMENT" AOKI SHOTEN, PP. 238-241, June
1995, countermeasures against them have been indispensable from the standpoint of environmental protection.
[0003] DE 2209917 discloses an electrode, especially an anode provided with vertical channels for throughput of
liquid electrolyte.
[0004] EP 0312174 discloses a process for electro-reclamation of soil material, an electric current system for appli-
cation of the process and an electrode housing for use in the electric current system.
[0005] US 5534124 discloses an On-Site electrochemical dehalogenation process and system.
[0006] As a conventional method to protect against leakage/diffusion of these substances into the environment, for
example, the aforementioned literature gave a method in which a shielding rubber sheet is spread on the bottom of a
landfill, the waste is dumped thereon, and the seepage water from the waste is treated by transferring from a water-
collecting tube mounted on the rubber sheet to seepage water-treating equipment; or a method in which the waste is
completely sealed in concrete-made containing equipment buried in the soil. These methods are explained below by
referring to Figs. 5 and 6.
[0007] Fig. 5 is a cross section of a waste disposal landfill based on the former leakage/diffusion protection method.
In this former method, a thin rubber-made shielding sheet 10, with a thickness of approximately 1-2 mm, is spread
over a surface of sloping soil 9, the lower part of the slope is closed with a dam 7, and a waste 8 is dumped on the
shielding sheet inside of the dam, which is then reclaimed. The seepage water containing the hazardous substances,
harmful substances, and the like, which oozes out of the waste, is shielded by the shielding sheet and does not leak
into the environment. The seepage water is collected from the surface of a water-collecting tube 11 and transferred to
seepage-water-treating equipment 12 in which it is treated and purged, and thereafter it is released into the environ-
ment.
[0008] On the other hand, Fig. 6 is a cross section of a waste disposal landfill based on the latter leakage/diffusion
protection method. The waste 8 is stored in exterior-walled equipment 16 having inside partition equipment 17. These
equipments are made from concrete having unconfined compression strength of 250 kg/cm2 or above, and a thickness
of 10 cm or above and 15 cm or above, respectively. The waste is then covered by a cover 14, and the waste disposal
landfill is provided with equipment to prevent the inflow of natural water, such as rainwater and the like, for example,
equipment for preventing the inflow of rainwater 13, an open channel 15, and the like. Thus, leakage and diffusion of
the hazardous substances, harmful substances, and the like into the soil 9 can be prevented by sealing off the waste
completely in such a manner as described above.
[0009] The aforementioned conventional method of treating the waste, in which a shielding rubber sheet is spread
on the bottom of a disposal landfill, and the waste is dumped thereon, and the seepage water from the waste is treated
by transferring from a water-collecting tube mounted on the rubber sheet to seepage water-treating equipment; or the
method, in which the waste is completely sealed in concrete-made containing equipment buried under the ground, can
prevent the leakage and diffusion of the hazardous substances, harmful substances, and the like, if the equipment
used therein is complete. Since, however, both of the conventional methods physically intercept the seepage water
and the hazardous substances, harmful substances, and the like, which are contained therein, they leak easily from a
place of breakage in the equipment used, even if the equipment used is slightly damaged.
[0010] For example, in the case of the former method, there has been a problem that, since the shielding rubber
sheet is damaged when waste having projections is dumped thereon, as the shielding rubber sheet is easily scratched,
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the seepage water leaks from a place of breakage, and consequently the hazardous substances, harmful substances,
and the like, which are contained therein, leak and diffuse. In the case of the latter method, there has been a problem
that leakage and diffusion of the hazardous substances, harmful substances, and the like cannot be prevented when
damage, such as cracks and the like, occurs in the concrete-made equipment by an earthquake, salt damage, and the
like.

SUMMARY OF THE INVENTION

[0011] An object of the present invention is to provide an electrode apparatus that has been developed in order to
prevent environmental pollution by aforementioned leakage and diffusion of hazardous substances, harmful substanc-
es, and the like. That is, the electrode apparatus is one that is set around equipment, such as an aforementioned waste
disposal landfill and the like, and that captures the hazardous substances, harmful substances, and the like, or renders
them harmless by their oxidation/reduction reaction, to prevent them from leaking and diffusing into the ambient envi-
ronment in the event of breakage of the equipment.
[0012] Other and further objects, features, and advantages of the invention will appear more fully from the following
description, taken in connection with the accompanying drawings.

BRIEF DESCRIPTION OF THE DRAWINGS

[0013] Fig. 1 is a schematic structural view showing an example of an embodiment of an electrode apparatus of the
present invention.
[0014] Fig. 2 is a graph in which the ratio of the material concentration at an outlet, to that at an inlet, of a cylindrical
electrode hole, is plotted versus the ratio of the length to the radius of the electrode hole.
[0015] Fig. 3 is a view showing an example in which an electrode apparatus of the present invention is applied to a
waste disposal landfill.
[0016] Fig. 4 is a view showing another example in which an electrode apparatus of the present invention is applied
to a waste disposal landfill.
[0017] Fig. 5 is a view explaining a conventional technique of waste disposal.
[0018] Fig. 6 is a view explaining another conventional technique of waste disposal.

DETAILED DESCRIPTION OF THE INVENTION

[0019] The present inventor, having made many investigations devotedly in order to solve the aforementioned prob-
lems, has consequently attained the present invention.
[0020] According to the present invention, there are provided:

(1) A method of treating harmful or hazardous substances to protect an environment against leakage of the harmful
or hazardous substances by using an electrode apparatus, comprising an electrode composed of a conductor
through which perforations are formed from one surface to a backing surface,

wherein a solution to be treated including the harmful or hazardous substances is passed through the per-
forations, and the conductor is maintained at an electric potential sufficient to cause an oxidation or reduction
reaction to occur in the harmful or hazardous substances inside the perforations, while passing the solution through
inside the perforations.

(2) The method as stated in the above (1), wherein the solution passes cylindrical perforations, of which the length
of the perforations between the two surfaces is approximately two times, or more, longer than the radius of the
perforations.

As a preferable embodiment of the present invention, the following electrode apparatuses can be mentioned:

(3) The method as stated above (1) or (2) wherein a plate conductor is used as the conductor,
the plate conductor being maintained at an electric potential, for a counter electrode provided under ground,

sufficient to cause an oxidation or reduction reaction to occur in substances to be treated.

(4) The method as stated in the above (3) wherein the environment to be protected is the soil around a general
waste disposal or an industrial waste disposal landfill, or an industrial treatment aqueous solution (for example,
industrial wastewater).

(5) Use of an electrode apparatus for treating hazardous or harmful substances, the electrode apparatus comprising
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an electrode (1) composed of a conductor through which perforations (2) are formed from one surface to backing
surface characterized in that the conductor is maintained at an electric potential sufficient to cause an oxidation
or reduction reaction to occur in the harmful or hazardous substances to be treated of a solution entered from an
inlet of the perforations (2) and passed through the perforations, in order to capture or render the substances
harmless by their oxidation or reduction reaction inside the perforations (2), wherein the solution whose concen-
tration is lowered is diffused from an outlet of the perforations (2).

[0021] According to the present invention, phenomenon of transfer or diffusion of hazardous or harmful substances,
from an environment containing the substances in high concentration can be prevented. Then the soil around a general
waste disposal landfill or industrial waste disposal landfill is prevented from transferring or diffusing the hazardous or
harmful substances to an environment, such as the soil, river, an underground water vein, distant from the former
environment.
[0022] The present invention resides in:

setting an electrode having perforations, which are maintained at an oxidation/reduction electric potential sufficient
to capture these hazardous or harmful substances, or to render them harmless, for the environment containing a
high concentration of hazardous or harmful substances,

thereby capturing the hazardous or harmful substances, or rendering them harmless, by an oxidation/reduc-
tion reaction when a solution containing a high concentration of them passes through the perforations.

[0023] An example of an embodiment of the electrode apparatus of the present invention is shown in Fig. 1. An
electrode (conductor) 1, preferably in a plate shape, is made from iron, aluminum, copper, steel materials, such as
carbon steel or stainless steel, or other metals; graphite, or organic substances, such as conductive polymers and the
like, and it has a structure through which perforations (electrode hole) 2 is bored. The preferable shape of the perforation
is cylindrical, but it is possible to use perforations having another crosswise profile, such as a polygon and the like.
The number of perforations is not restricted, and an appropriate number can be chosen depending on the material's
physical strength and the like. Preferably, the ratio of the total area of the cross section of the perforations occupied
in unit area of the cross section of the electrode; that is, the so-called opening ratio, is set at 20% or above. The hole
diameter of a perforation is not specifically restricted. The particularly preferable diameter of a perforation is within a
range of 0.5 to 2 mm (radius of 0.25 to 1 mm). However, a diameter exceeding the range may be used, as long as the
ratio of the length to the electrode hole diameter is set sufficiently (preferably 1 or above, more preferably 5 or above)
so as to capture the hazardous or harmful substances, or render them harmless on the inner surface of the perforations,
when the hazardous or harmful substances passes through the perforations.
[0024] The electrode 1 is set in a conductive environment, such as the soil, an aqueous solution, and the like. The
electrode 1 is connected through an electric source 4 to a reference electrode 5, used as standard for electric potential,
and a counter electrode 6, which is a counter party to which an oxidation-reduction electric current is caused. As the
reference electrode, may be used an electrode having a stable electric potential, such as a saturated copper sulfate
electrode (Cu | CuSO4), a silver chloride electrode (Ag | AgC1), and the like. Alternatively, an iron or steel plate having
a large surface area may be used in the soil and the like. The counter electrode used may be a conductive substance,
such as metal and the like.
[0025] As the electric source, it is sufficient to use a conventional system that can maintain the electrode at a constant
electric potential for proceeding an electrode reaction. This is shown in, for example, "New Edition Electrochemical
Measurement Method" Electro-Chemical Society of Japan, PP. 9,10 (September 1988). The electric source 4 has a
function of automatically controlling the electric potential between the electrode 1 and the counter electrode 6, and an
electric current flowing between them, so as to automatically keep the electric potential between the electrode 1 and
the reference electrode 5 constant cooperatively with that, while detecting the electric potential between the electrode
1 and the reference electrode 5. When the electrode is maintained at an appropriate oxidation-reduction electric po-
tential to the reference electrode, to capture the hazardous or harmful substances (substances to be treated) 3, or to
render them harmless, the hazardous or harmful substances, transferring in the direction of the arrow shown in Fig. 1
are oxidized or reduced on the inner surface of the perforations while diffusing in the perforations. At this time, an
oxidation-reduction electric current flows between the electrode and the counter electrode 6 according to the electrode
reaction. The electric potential of the electrode is set at a nobler (more positive) electric potential (higher electric po-
tential) than an equilibrium electric potential of the oxidation-reduction reaction of these substances, in the case of an
oxidation reaction, or at an ignobler (more negative) electric potential (lower electric potential) than the equilibrium
electric potential of the oxidation-reduction reaction of these substances, in the case of a reduction reaction, depending
on the kind of the hazardous or harmful substances. In this case, the electric potential of the electrode is set at an
electric potential apart from the equilibrium electric potential by preferably approximately 0.4,0.5 V or above, to in-
crease the rate of the oxidation-reduction reaction on the surface of the electrode up to a rate by which the reaction
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proceeds completely.
[0026] As the oxidation-reduction reaction on the surface of the electrode used in the present invention, in the case
of, for example, a metal ion, there is a reaction in which the metal ion is deposited as metal in the perforations and
captured by using primarily the following reduction reaction:

wherein Mm+ is a metal ion, and M is a metal. Further, in the case of an organic compound and the like, the
compound is decomposed primarily by the following oxidation or reduction reaction, to make it harmless:

wherein O is an organic compound and the like, and O', O", and the like are harmless compounds produced by
an oxidation-reduction reaction of the O. In these reactions, sometimes plural compounds are concerned with for re-
actants as well as products, and sometimes the reactants and products are compounds having an electric charge (ion)
or having no electric charge. Further, sometimes the harmless compounds are finally produced through plural reactions
of two steps or more. As an example of reaction (1) above described, a reaction in which lead is deposited in an
aqueous solution by a reduction reaction is shown in reaction (4). As an example of reaction (2) above described, a
reaction in which formalin (formaldehyde) converts to carbon dioxide by an oxidation reaction, also in an aqueous
solution, is shown in reactions (5) and (6) (two-step reaction).

[0027] In the aforementioned electrode, when the perforations of the conductor are cylindrical, and when the elec-
trode is maintained at an electrical potential so that the oxidation-reduction reaction proceeds at a sufficiently rapid
speed and the hazardous or harmful substances are completely reacted on the inner surface of the perforations, and
the concentration on the inner surface of the perforations becomes approximately zero, the concentration distribution
of the hazardous or harmful substances inside the perforations can be obtained by the following equation:

wherein C(r,z) represents the material concentration at a place that is radius r and length (depth) z distant from the
central portion of the inlet of the perforation; Co represents the material concentration at the central portion of the inlet
of the perforation, Jo represents the Bessel function of first kind, zero order, and Ro represents the radius of the per-
foration. Fig. 2 shows the change in the material concentration at the outlet of the perforation, with the change of the
perforation radius and the perforation length obtained by using equation (7). Fig. 2 shows the ratio of the change in
the material concentration at an outlet section and an inlet section of the perforation (C(r,Zo)/Co) versus the ratio Zo/
Ro, when the perforation radius is Ro and the perforation length is Zo. As shown in Fig. 2, when the perforation length
is twofold, or more, larger than the perforation radius, it is possible to lower the material concentration to approximately
1/100 or below. Accordingly, when carrying out the present invention, it is preferable for the perforation length to be
approximately two times or more of the perforation radius, and, more preferably, by setting it at four times or more,
thereby the diffusion of the hazardous or harmful substances can be almost completely prevented. In this case, plural
electrodes may be used, stacked or placed side by side, so that the sum of the length of the perforation of the electrodes
comes to the above-mentioned value.

Mm+ + me- → M (1)

O → O' + ne- (2)

O + ne- → O' ' (3)

Pb2+ + 2e- → Pb (4)

HCHO + H2O → HCOOH + 2H+ + 2e- (5)

HCOOH → CO2 + 2H+ + 2e- (6)

C(r,z) = Co · Jo(-2.4048r/Ro)exp(-2.4048z/Ro) (7)
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[0028] Equation (7) can be applied equally to a substance having no electric charge, as well as to an electrically
charged substance, such as an ion. Further, since equation (7) does not depend on a physical constant inherent in a
substance, such as the diffusion coefficient of the substance, and the like, the above-mentioned result can be applied
equally to any kind of substance, and it is not necessary to change the perforation length and the like dependently on
the substance to be treated.
[0029] While it has been explained in the present invention that the reference electrode is one thing and the counter
electrode is another, it is possible to omit the counter electrode by connecting electric wires used for the reference
electrode and the counter electrode with the reference electrode, making the reference electrode have the function of
the counter electrode. Thus it is possible to use only two electrodes of the electrode and the reference electrode.
Further, since according to the present invention, the hazardous or harmful substances are captured and rendered
harmless, only inside the perforations, it is also effective to coat the electrode surface, except the inner surface of the
perforations, with an insulating resin and the like, in order to avoid excessive electrical-power consumption, suppressing
the oxidation-reduction reaction at the insulated portion.
[0030] The electrode apparatus of the present invention can prevent the transfer and/or diffusion of hazardous or
harmful substances into an environment having a low concentration of hazardous or harmful substances. This is at-
tained by setting the electrode, having perforations that are maintained at an oxidation-reduction electric potential
sufficient to capture the hazardous or harmful substances, or render them harmless, for an environment containing a
high concentration of the hazardous or harmful substances. Thus the electrode captures the hazardous or harmful
substances or renders them harmless by the redox reaction, when a solution containing a high concentration of the
hazardous or harmful substances passes through the.perforations. According to the present invention, the diffusion
and/or leakage of the hazardous or harmful substances into the ambient environment because of breakage of a shield-
ing sheet, exterior barrier equipment, and so on, which are set in a general waste disposal landfill or industrial waste
disposal landfill, can be efficiently prevented. Then the industrial significance of the present invention is of great im-
portant.
[0031] The present invention is explained in greater detail below based on the following examples, which is illustrative
and are not to be taken as limiting the invention.

EXAMPLE

Example 1

[0032] Two examples are shown by reference to Figs. 3 and 4. An electrode apparatus of the present invention is
applied for the purpose of preventing a lead ion, which is contained in high proportion in seepage water, from diffusing
into the ambient environment from the systems of a waste disposal landfill as shown in Figs. 5 and 6, when a shielding
sheet and exterior barrier equipment used in the system are damaged. Herein, the same symbol means the same
members in the present specification and drawings.
[0033] Fig. 3 shows an example in which the present invention is applied to the system of the waste disposal landfill
of Fig 5. An electrode 1 to be used in the present invention is set by burying it in the soil in the vicinity of a shielding
sheet 10. Alternatively, it may be set only in a water passageway, through which the seepage water flows into the
underground water. An electric source 4, a reference electrode 5, and a counter electrode 6 are connected to the
electrode 1, which is maintained at a constant electric potential in relation to the reference electrode 5. At this time, an
electric current forms a circuit, in which it flows through the electric source 4, the electrode 1, and the conductive
environment (soil) in which the electrode 1 is set, and it returns again to the electric source 4 via the counter electrode
6. While the reference electrode 5 is set in order to monitor the electric potential between the electrode 1 and the
reference electrode 5, an electric current scarcely flows from the reference electrode 5 to the electric source. A plate
of steel, copper, aluminum, and so on, 2 mm thick, is used for the electrode 1, a saturated copper sulfate electrode is
used for the reference electrode 5, and a plate of steel, 2 mm thick, is used for the counter electrode. The surface of
the steel plate used for the electrode 1 is coated with an insulating resin, such as enamel and the like, and through the
steel plate, a cylindrical perforation 2, of 1 mm diameter, is drilled, at a rate of 25 perforations per 1 cm2, so as to
expose the surface of the metal only to the inner surface of the perforations. The opening ratio at this time is approx-
imately 20%, and the ratio of the length to the perforation diameter is 4.
[0034] The lead ion is converted to metal lead by a reduction reaction of reaction (4). Since the equilibrium electric
potential of the reduction reaction is -0.4 to -0.5 V at room temperature, when a saturated copper sulfate electrode is
used for the reference electrode, it is possible to promote the reaction (4) at sufficient rate if the electric potential of
the electrode is maintained at the order of approximately -0.9 V. If the electrode is maintained at this electric potential,
the seepage water that leaks out of the waste 8, because of breakage of the shielding sheet 10, reaches the electrode,
and the lead ion in the seepage water is reduced to metal lead in the perforations, and it is deposited and captured on
the inner surface of the perforations, and it does not diffuse into the ambient soil or underground water downstream
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from the water passageway. For example, the concentration of lead ion in the seepage water of 100 ppm or above
could be lowered to approximately 0 ppm.
[0035] Fig. 4 is another example in which the present invention is applied to a system of the waste disposal landfill
as shown in Fig. 6. In this case, the electrode 1 is set in closely contact with the outside of the exterior-walled equipment
16, or it is set in the soil in the vicinity thereof, or it is set in a water passageway in the vicinity thereof. The electrode
1 is connected to the electric source 4, reference electrode 5, and counter electrode 6, and it is maintained at a constant
electric potential. The shape, material, surface treatment, and the like of the electrode and the perforations to be used
are the same as in the case of Fig. 3. Further, a reduction reaction of equation (4) is used, and the same reference
electrode and counter electrode are used, and the electric potential is maintained similarly at approximately - 0.9 V.
When the electrode is maintained at this electric potential, lead ion in the seepage water that leaks from the waste 8,
because of breakage of the exterior-walled equipment, is reduced to metal lead in the perforations, and it is deposited
and captured on the inner surface of the perforations, and it does not diffuse into the ambient soil or the underground
water downstream from the water passageway.
[0036] While the electrode was set outside the shielding sheet or the exterior-walled equipment in the above-de-
scribed examples, the electrode, having proper thickness and mechanical strength, can be used as the shielding sheet
or exterior-walled equipment itself. Further, the present invention can be used not only to prevent diffusion of hazardous
or harmful substances, it can also be used as a monitoring apparatus for leakage of hazardous or harmful substances,
not by forming the electrode in one-piece but by forming it into plural pieces, which are set around the waste disposal
landfill, to each of which a voltage is loaded, to detect an electric current caused by an oxidation-reduction reaction of
the hazardous or harmful substances, by means of an ammeter connected in series between the electrodes and the
electric source. Further, the present invention can be used not only in the soil, it can also be used in order to prevent
diffusion of the hazardous or harmful substances into an area that does not contain them by setting the electrode of
the invention in natural water, such as seawater, a river, and the like, or in an aqueous solution containing the hazardous
or harmful substances, such as industrial wastewater and the like.
[0037] Having described our invention as related to the present embodiments, it is our intention that the invention
not be limited by any of the details of the description, unless otherwise specified, but rather be construed broadly within
its spirit and scope as set out in the accompanying claims.

Claims

1. A method of treating harmful or hazardous substances to protect an environment against leakage of the harmful
or hazardous substances by using an electrode apparatus comprising an electrode (1) composed of a conductor
through which perforations (2) are formed from one surface to a backing surface,
characterized in
that a solution to be treated including the harmful or hazardous substances is passed through the perforations
(2), and
that the conductor is maintained at an electric potential sufficient to cause an oxidation or reduction reaction to
occur in the harmful or hazardous substances inside the perforations.

2. The method as claimed in claim 1,
wherein the solution passes cylindrical perforations, of which the length of the perforations (2) between the two
surfaces is approximately two times, or more, longer than the radius of the perforations (2).

3. The method as claimed in claim 1 or 2,
wherein a plate conductor is used as the conductor, the plate conductor being maintained at an electric potential,
for a counter electrode provided under ground sufficient to cause an oxidation or reduction reaction to occur in the
substances to be treated.

4. The method as claimed in any one of the preceding claims
wherein the environment to be protected is the soil around a general waste disposal or industrial waste disposal
landfill or an industrial treatment aqueous solution.

5. Use of an electrode apparatus for treating hazardous or harmful substances, the electrode apparatus comprising
an electrode (1) composed of a conductor through which perforations (2) are formed from one surface to a backing
surface
characterized in that
the conductor is maintained at an electric potential sufficient to cause an oxidation or reduction reaction to occur
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in the harmful or hazardous substances to be treated of a solution entered from an inlet of the perforations (2) and
passed through the perforations, in order to capture or render the substances harmless by their oxidation or re-
duction reaction inside the perforations (2), wherein the solution whose concentration is lowered is diffused from
an outlet of the perforations (2).

Patentansprüche

1. Verfahren zum Behandeln schädlicher oder gefährlicher Substanzen, um eine Umgebung gegen das Austreten
der schädlichen oder gefährlichen Substanzen durch Verwendung einer Elektrodenvorrichtung zu schützen, die
eine Elektrode (1) aufweist, die aus einem Leiter besteht, durch den Perforationen (2) von einer Oberfläche zu
einer Unterstützungsoberfläche ausgebildet sind,
dadurch gekennzeichnet, daß
eine zu behandelnde Lösung, die die schädlichen oder gefährlichen Substanzen enthält, durch die Perforationen
(2) geschickt wird, und
daß der Leiter auf einem elektrischen Potential gehalten wird, das ausreicht, um zu bewirken, daß eine Oxidations-
oder Reduktionsreaktion in den schädlichen oder gefährlichen Substanzen innerhalb der Perforationen stattfindet.

2. Verfahren nach Anspruch 1, wobei die Lösung durch zylindrische Perforationen geht, wobei die Länge der Perfo-
rationen (2) zwischen den beiden Oberflächen annähernd zweifach oder mehrfach länger als der Radius der Per-
forationen (2) ist.

3. Verfahren nach Anspruch 1 oder 2, wobei ein Plattenleiter als der Leiter verwendet wird, wobei der Plattenleiter
für eine Gegenelektrode, die unterirdisch vorgesehen ist, auf einem elektrischen Potential gehalten wird, das aus-
reicht, um zu bewirken, daß eine Oxidations- oder Reduktionsreaktion in den zu behandelnden Substanzen statt-
findet.

4. Verfahren nach einem der vorhergehenden Ansprüche, wobei die zu schützende Umgebung der Boden um eine
allgemeine Abfallbeseitigungs- oder industrielle Abfallbeseitigungsdeponie, oder eine wässrige Lösung aus indu-
strieller Behandlung ist.

5. Verwendung einer Elektrodenvorrichtung zum Behandeln gefährlicher oder schädlicher Substanzen, wobei die
Elektrodenvorrichtung eine Elektrode (1) aufweist, die aus einem Leiter besteht, durch den Perforationen (2) von
einer Oberfläche zu einer Unterstützungsoberfläche ausgebildet sind,
dadurch gekennzeichnet, daß
der Leiter auf einem elektrischen Potential gehalten wird, das ausreicht, um zu bewirken, daß eine Oxidations-
oder Reduktionsreaktion in den zu behandelnden schädlichen oder gefährlichen Substanzen einer Lösung statt-
findet, die von einem Einlaß der Perforationen (2) eintritt und durch die Perforationen geht, um die Substanzen
einzufangen oder sie durch ihre Oxidations- oder Reduktionsreaktion innerhalb der Perforationen (2) unschädlich
zu machen, wobei die Lösung, deren Konzentration gesenkt wird, aus einem Auslaß der Perforationen (2) diffun-
diert wird.

Revendications

1. Procédé de traitement de substances nocives ou dangereuses pour protéger un environnement contre toute fuite
des substances nocives ou dangereuses en utilisant un appareil à électrode comprenant une électrode (1) com-
posée d'un conducteur à travers laquelle des perforations (2) sont formées depuis une surface jusqu'à une surface
de support, caractérisé en ce qu'une solution à traiter comprenant les substances nocives ou dangereuses tra-
verse les perforations (2), et en ce que le conducteur est maintenu à un potentiel électrique suffisant pour provo-
quer une réaction d'oxydation ou de réduction dans les substances nocives ou dangereuses à l'intérieur des per-
forations.

2. Procédé selon la revendication 1, dans lequel la solution passe par des perforations cylindriques, dont la longueur
des perforations (2) entre les deux surfaces est approximativement deux fois, ou davantage, supérieure au rayon
des perforations (2).

3. Procédé selon la revendication 1 ou 2, dans lequel un conducteur à plaque est utilisé comme conducteur, le
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conducteur à plaque étant maintenu à un potentiel électrique, pour une contre-électrode prévue dans le sol, suf-
fisant pour provoquer une réaction d'oxydation ou de réduction dans les substances à traiter.

4. Procédé selon l'une quelconque des revendications précédentes, dans lequel l'environnement à protéger est le
sol autour d'une décharge générale ou d'une décharge industrielle ou une solution aqueuse de traitement industriel.

5. Utilisation d'un appareil à électrode pour traiter des substances nocives ou dangereuses, l'appareil à électrode
comprenant une électrode (1) composée d'un conducteur à travers laquelle des perforations (2) sont formées
depuis une surface jusqu'à une surface de support, caractérisée en ce que le conducteur est maintenu à un
potentiel électrique suffisant pour provoquer une réaction d'oxydation ou de réduction dans les substances nocives
ou dangereuses à traiter d'une solution admise à partir d'une entrée des perforations (2) et ayant traversé les
perforations, afin de piéger ou de rendre les substances sans danger par leur réaction d'oxydation ou de réduction
à l'intérieur des perforations (2), où la solution, dont la concentration est réduite, est diffusée à partir d'une sortie
des perforations (2).
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