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Description

BACKGROUND OF THE INVENTION

(Field of the Invention)

[0001] The present invention relates to an oxyfuel com-
bustion boiler plant and an operation method of the ox-
yfuel combustion boiler plant.

(Description of Related Art)

[0002] A boiler for burning pulverized coal can be di-
vided into two kinds of combustion systems depending
on the gas to be supplied to a burner. Air-fuel combustion
is of a system for burning fuel by supplying air to the
burner. Further, oxyfuel combustion is of a system for
burning fuel by a mixture of high purity oxygen and com-
bustion exhaust gas instead of air.
[0003] In the oxyfuel combustion, the exhaust gas
components are mostly carbon dioxide, so when captur-
ing carbon dioxide from exhaust gas, there is no need to
concentrate the carbon dioxide. Therefore, the oxyfuel
combustion can pressurize and cool the exhaust gas as
it is and liquefy and separate the carbon dioxide, so it is
one of the valid methods of reducing the discharge rate
of carbon dioxide.
[0004] In the oxyfuel combustion system, as a method
for accelerating ignition of pulverized coal flowing in the
vicinity of the burner, a method for injecting oxygen to-
ward a mixture flow of pulverized coal and combustion
exhaust gas is proposed (Patent Document 1),
[0005] Patent Document 1: Japanese Patent applica-
tion Laid-open No. Hei 7 (1995)-318016

SUMMARY OF THE INVENTION

[0006] However, when injecting oxygen toward the
mixture flow of pulverized coal and combustion exhaust
gas, there is the possibility that pulverized coal may enter
a mass of gas having a high oxygen concentration and
abnormal combustion such as a backfire may occur. Par-
ticularly, immediately after starting oxygen supply or
when changing the operation conditions, abnormal com-
bustion occurs easily.
[0007] Therefore, an object of the present invention is
to provide an oxyfuel combustion boiler plant or an op-
eration method of the oxyfuel combustion boiler plant that
prevents abnormal combustion from occurring in the
burner.
[0008] The present invention provides an oxyfuel com-
bustion boiler plant according to claim 1 and supply pipe
for supplying oxygen to the primary system pipe of the
burner from the oxygen buffer tank; and a nitrogen supply
pipe for supplying a part of nitrogen generated from the
air separation unit or an air supply pipe for supplying air
from outside which is connected to the oxygen supply
pipe on a downstream side of the oxygen buffer tank and

on
[0009] an operation method of the oxyfuel combustion
boiler plant according to claim 4.

BRIEF DESCRIPTION OF THE DRAWINGS

[0010]

Fig. 1 is a drawing for illustrating the constitution of
an oxyfuel combustion boiler plant of the first em-
bodiment,
Fig. 2 is a drawing for illustrating the relation between
the oxygen concentration in the oxidizing gas and
the flame propagation velocity of pulverized coal un-
der various atmospheric conditions,
Fig. 3 is a drawing for illustrating the situation of
changes of the fuel supply rate, air supply rate, ox-
ygen supply rate, and recirculation rate of combus-
tion exhaust gas until the plant starts in the air-fuel
combustion, then switches to the oxyfuel combus-
tion, and reaches the stationary operation of captur-
ing carbon dioxide,
Fig. 4 is a comparison example, when the plant is
operated according to the plan shown in Fig. 3, show-
ing the situation of changes of the oxygen concen-
tration in the oxidizing gas,
Fig. 5 is a drawing showing an example of the situ-
ation of changes of the oxygen concentration in the
oxidizing gas, when the plant is operated in the first
embodiment,
Fig. 6 is a drawing showing an example of the shifts
between the planed supply rate and the actual supply
rate when oxygen is supplied of the first embodiment,
Fig. 7 is a drawing showing changes of the maximum
values of the local instantaneous oxygen concentra-
tion in the oxidizing gas when the plant is operated
according to Fig. 6 in the first embodiment,
Fig. 8 is a drawing showing an example of the shifts
between the planed supply rate and the actual supply
rate when oxygen and nitrogen or air are supplied in
the first embodiment,
Fig. 9 is a drawing showing changes of the maximum
values of the local instantaneous oxygen concentra-
tion in the oxidizing gas when the plant is operated
according to Fig. 8 in the first embodiment,
Fig. 10 is a drawing for illustrating the constitution of
an oxyfuel combustion boiler plant of the second em-
bodiment,
Fig. 11 is a drawing showing the mixing state of gas
and pulverized coal in the second embodiment,
Fig. 12 is a drawing showing the mixing state of gas
and pulverized coal when the oxygen gas is supplied
like stepwise in the second embodiment,
Fig. 13 is a drawing for illustrating the constitution of
the vicinity of the burner relating to the third embod-
iment,
Fig. 14 is a drawing for illustrating a modification of
the constitution of the vicinity of the burner relating
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to the fourth embodiment,
Fig. 15 is a drawing for illustrating another modifica-
tion of the constitution of the vicinity of the burner
relating to the fourth embodiment,
Fig. 16 is a drawing for illustrating still another mod-
ification of the constitution of the vicinity of the burner
relating to the fourth embodiment, and
Fig. 17 is a drawing for illustrating in the direction A
of the constitution of the burner shown in the Fig. 16.

DETAILED DESCRIPTION OF THE INVENTION

[0011] Hereinafter a preferred embodiments of oxyfuel
combustion boiler plant will be explained with reference
to the accompanying drawings.

[Embodiment 1]

[0012] Fig. 1 shows an oxyfuel combustion boiler plant
using coal as fuel. This embodiment is a thermal power
plant for generating steam using a boiler 200.
[0013] The boiler 200 includes a burner 210 and a gas
port 225. The burner 210 supplies and burns pulverized
coal to the furnace in the boiler. The gas port 225 is in-
stalled on the downstream side of the burner 210 and
supplies second stage combustion gas to the furnace.
[0014] The system pipes through which combustion
exhaust gas discharged from the boiler 200 flows will be
explained below. Combustion exhaust gas 380 indicates
the system pipe through which the exhaust gas dis-
charged from the boiler 200 flows. An air quality control
unit 340 is an apparatus for purifying exhaust gas. A fan
381 is a unit for letting exhaust gas flow. A dryer 341
cools exhaust gas and simultaneously removes hygro-
scopic moisture. A CO2 capture unit 350 compresses
exhaust gas after drying and captures carbon dioxide
from the exhaust gas. Uncaptured gas 351 indicates a
system line showing gas remaining after carbon dioxide
is captured by the CO2 capture unit 350. Circulation ex-
haust gas 390 indicates a system pipe through which a
part of the combustion exhaust gas 380 discharged from
the boiler is re-circulated to the boiler 200. A circulation
exhaust gas flow rate regulating valve 391 has a function
for adjusting the flow rate of circulation exhaust gas. A
fan 382 is a unit for pressurizing the circulation exhaust
gas so as to re-circulate it to the boiler. A gas preheater
330 permits the combustion exhaust gas 380 and circu-
lation exhaust gas 390 to exchange heat, thereby heating
the circulation exhaust gas 390. Low-temperature circu-
lation exhaust gas 393 indicates a system line for by-
passing the gas preheater 330. A bypass flow rate control
valve 394 has a function for adjusting the flow rate of the
circulation exhaust gas 393. Flow rate regulating valves
213 and 214 have functions for adjusting the flow rates
of the circulation exhaust gas 390 at which it is supplied
respectively to the burner 210 and air port 225. Further,
an air pipe 363b for air-fuel combustion supplies external
air to the boiler 200 at the time of air-fuel combustion. On

the air pipe 363b for air-fuel combustion, a stop valve
135c and an air flow rate regulating valve 364 are in-
stalled.
[0015] Next, the oxygen supply system will be ex-
plained. An air separation unit 360 is an apparatus for
separating nitrogen from air 363a and manufacturing ox-
ygen. Liquefied gas 131 is manufactured by the air sep-
aration unit 360. An oxygen buffer tank 132 is a tank for
storing the liquefied gas 131. A carburetor 133 vaporizes
the liquefied gas 131 and generates oxygen gas 362. A
first oxygen supply pipe 219 is a pipe for letting the oxygen
gas 362 pass through. On the first oxygen supply pipe
219, a flow rate regulating valve 218 for adjusting the
flow rate of oxygen supplied to a primary system pipe
216 is provided. Further, a flow rate regulating valve 211
is a valve for adjusting the flow rate of oxygen supplied
to the circulation exhaust gas. And, a second oxygen
supply pipe 397 is a pipe for supplying oxygen to the
circulation exhaust gas on the upstream side of a coal
mill 130. Also on the second oxygen supply pipe 397, a
flow rate regulating valve 396 is installed.
[0016] Next, the nitrogen supply system will be ex-
plained. Nitrogen gas 361 is discharged to a chimney
370. A nitrogen supply pipe 137 is a pipe for supplying a
part of nitrogen gas separated by the air separation unit
360 to the first oxygen supply pipe 219. On the nitrogen
supply pipe 137, a flow rate regulating valve 134 and a
stop valve 135a are installed.
[0017] Further, to the first oxygen supply pipe 219, an
air supply pipe 138 is connected. The air supply pipe 138
includes a gas supply unit 136 for pressurizing and sup-
plying air 363, a stop valve 135b, and the flow rate reg-
ulating valve 134.
[0018] Also, the coal mill 130 pulverizes coal and gen-
erates pulverized coal. A primary system pipe 216 of the
burner 210 supplies the pulverized coal from the coal mill
130 to the burner 210 together with circulation exhaust
gas. The system for supplying the circulation exhaust
gas 390 to the coal mill 130 includes a flow rate regulating
valve 215. Further, the pipe for supplying the circulation
exhaust gas 390 directly to the burner 210 is assumed
as a secondary system pipe 217.
[0019] The system of the combustion exhaust gas 380
discharged from the boiler includes the gas preheater
330, the air quality control unit for purifying exhaust gas
340, the fan 381 for letting gas flow, the carbon dioxide
capture unit 350 for cooling, liquefying, and capturing car-
bon dioxide in the exhaust gas, and the chimney 370 for
discharging the uncaptured gas 351 composed of mainly
nitrogen and oxygen remaining after capture of carbon
dioxide.
[0020] As shown in Fig. 1, the boiler plant of this em-
bodiment includes the air separation unit 360 for dividing
air into gas mainly composed of nitrogen and gas mainly
composed of oxygen and manufacturing high purity ox-
ygen. The air separation unit 360 is a system for sepa-
rating oxygen and nitrogen using a difference in the boil-
ing points between them and cools air, thereby manu-
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facturing oxygen. This embodiment does not depend up-
on the air separation method but other methods such as
a film separation system for separating air using a differ-
ence in the size between nitrogen molecules and oxygen
molecules.
[0021] The air separation unit 360 separates the air
363a to the high purity liquefied oxygen 131 and nitrogen
gas 361 mainly composed of nitrogen. The separated
nitrogen gas 361 is discharged into the air from the chim-
ney 370.
[0022] If fuel is burnt using high purity oxygen instead
of air, the flame temperature becomes excessively high,
thus there is the possibility that the burner for burning
fuel and the wall surface of the boiler may be damaged.
Therefore, high purity oxygen gas manufactured by the
air separation unit 360 is mixed with the circulation ex-
haust gas 390 which is a part of exhaust gas discharged
from the boiler and is supplied to the burner 210 and two-
stage combustion gas port 225. The circulation exhaust
gas 390 is raised in temperature by the gas preheater
330. A part of the circulation exhaust gas 390 is permitted
to bypass without passing through the gas preheater 330
and the low-temperature circulation exhaust gas 393 is
mixed with the circulation exhaust gas, thus adjusting the
temperature. The flow rate of the low-temperature circu-
lation exhaust gas 393 is adjusted by the bypass flow
rate control valve 394.
[0023] The circulation exhaust gas 390 is a part of the
gas after being purified by the air quality control unit 340
and is raised in temperature by the gas preheater 330.
The flow rate of the circulation exhaust gas 390 can be
adjusted by the opening of the circulation exhaust gas
flow rate regulating valve 391.
[0024] The flow rate of the oxygen gas 362 supplied
to the burner 210 and gas port 225 can be adjusted by
adjusting the openings of the flow rate regulating valves
211, 213, and 214. Further, the flow rate of the circulation
exhaust gas 390 can be similarly adjusted by controlling
the openings of the flow rate regulating valves 213 and
214.
[0025] Coal which is fuel is pulverized to pulverized
coal by the coal mill 130, passes through the primary
system pipe 216 together with a part of the circulation
exhaust gas 390 passing through the flow rate regulating
valve 215, and then is conveyed to the burner 210. The
burner 210 mixes and burns secondary system gas hav-
ing a high oxygen concentration flowing through the sec-
ondary system pipe 217 and primary system gas com-
posed of pulverized coal and circulation exhaust gas
which flow through the primary system pipe 216, thereby
generating high-temperature combustion gas in the fur-
nace of the boiler 200.
[0026] Here, the oxygen concentration in the primary
system gas is several %, so a problem arises that pul-
verized coal hardly ignites in the vicinity of the burner.
Therefore, if the oxygen gas 362 is supplied to the primary
system pipe 216, the oxygen concentration of the primary
system gas increases and the ignition property of pulver-

ized coal is improved. However, immediately after oxy-
gen is supplied to the primary system pipe 216, a mass
of gas having a high oxygen concentration close to pure
oxygen is formed inside the primary system pipe 216. If
pulverized coal particles enter the mass of gas, the pul-
verized coal is oxidized under the condition of an ex-
tremely high oxygen concentration and there is the pos-
sibility that abnormal combustion such as a backfire may
occur. If abnormal combustion occurs, an extremely high-
temperature flame is formed and the burner and the pipe
connected to the burner may be molten. Therefore, to
improve the reliability of the oxyfuel combustion boiler
plant, a countermeasure for preventing the occurrence
of abnormal combustion is necessary.
[0027] Furthermore, the second oxygen supply pipe
397 supplies the oxygen gas 362 to the upstream side
pipe for supplying circulation exhaust gas to the coal mill
130. The oxygen concentration of circulation exhaust gas
flowing into the coal mill 130 is slightly increased before-
hand, thus the pulverized coal ignition property in the
vicinity of the burner can be improved more.
[0028] The constitution of the vicinity of the air sepa-
ration unit 360 will be explained below in more detail.
[0029] The air separation unit 360 separates the air
363a to high purity oxygen and a component mainly com-
posed of nitrogen and the separated component mainly
composed of nitrogen is discharged into the air from the
chimney 370 as the nitrogen gas 361. The oxygen con-
centration of the high purity oxygen is a volume concen-
tration of about 97%. The remaining gas component of
3% is mostly nitrogen. If the nitrogen concentration is
excessively high, the carbon dioxide capture efficiency
after combustion is lowered. If the purity of oxygen is
made excessively high, the cost of the plant is increased.
Generally, high purity oxygen is generated in a form of
the liquefied oxygen 131. The liquefied oxygen 131 is
stored once in the oxygen buffer tank 132. By doing this,
the start of the plant and the switching from the air-fuel
combustion to the oxyfuel combustion can be executed
easily. The oxygen buffer tank 132 supplies the oxygen
stored once to the carburetor 133 and the carburetor 133
vaporizes the liquefied oxygen 131 to the oxygen gas
362 and then supplies it to the boiler 200. A part of the
nitrogen gas 361 flows through the nitrogen supply pipe
137. The flow rate regulating valve 134 controls the flow
rate of the nitrogen gas 361 and then the nitrogen gas
361 joins the oxygen gas 362. By doing this, the oxygen
purity in the oxygen gas 362 is lowered (the oxygen con-
centration is lowered). If this operation is executed, in the
burner inside the boiler, abnormal combustion such as a
backfire hardly occurs.
[0030] Further, the operation of supplying the nitrogen
gas 361 to the first oxygen supply pipe 219 is executed
only when changing the operation state of the plant such
as switching from the air-fuel combustion to the oxyfuel
combustion. In the other cases, the nitrogen gas 361 is
not supplied to the first oxygen supply pipe 219. If nitro-
gen is always supplied, the nitrogen concentration in the
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oxygen gas 362 is increased excessively and the carbon
dioxide capture efficiency after combustion is lowered.
Further, to stop the supply of nitrogen, the stop valve
135a is installed on the nitrogen supply pipe 137. The
device for controlling the flow rate cannot completely stop
the supply of gas. Therefore, a stop valve 135 for taking
charge of only opening and closing the flow path is nec-
essary.
[0031] In Fig. 1, the vaporized nitrogen joins the va-
porized oxygen, though liquefied nitrogen may be joined
with liquefied oxygen. In this case, the liquefied nitrogen
is joined with the liquefied oxygen on the downstream
side of the oxygen buffer tank 132. If the liquefied nitrogen
is joined to the liquefied oxygen in the oxygen buffer tank
132 or on the upstream side thereof, the purity of oxygen
is always lowered, so the carbon dioxide capture efficien-
cy after combustion is lowered.
[0032] The aforementioned operation of supplying the
nitrogen gas 361 to the first oxygen supply pipe 219,
when changing the operation state of the plant, is exe-
cuted to lower the oxygen concentration in the oxygen
gas 362. Further, to lower the oxygen concentration in
the oxygen gas 362, another method may be used. In
Fig. 1, the method for supplying air to the first oxygen
supply pipe 219 is also shown. The gas supply unit 136
leads air to the air supply pipe 138 and the flow rate reg-
ulating valve 134 controls the air flow rate and supplies
air to the first oxygen supply pipe 219. After completely
shifting to the oxyfuel combustion, the air supply from the
air supply pipe 138 must be stopped, For that purpose,
the stop valve 135 is installed on the air supply pipe 138.
[0033] As mentioned above, to the oxygen supply pipe
219 on the downstream side of the oxygen buffer tank
132 and on the upstream side of the junction of the pri-
mary system pipe 216 to the oxygen supply pipe 219,
the nitrogen supply pipe for supplying a part of nitrogen
137 generated from the air separation unit 360 or the air
supply pipe for supplying air 138 from the outside is con-
nected, thus an operation of lowering the oxygen con-
centration of oxygen gas flowing through the oxygen sup-
ply pipe 219 can be performed. Therefore, an oxyfuel
combustion boiler plant that prevents abnormal combus-
tion from occurring in the burner can be provided.
[0034] Next, the operation method of the oxyfuel com-
bustion boiler plant will be explained.
[0035] The possibility of an occurrence of abnormal
combustion such as a backfire is strongly related to the
flame propagation velocity. Fig. 2 shows the experimen-
tal data indicating the relation between the oxygen con-
centration in the oxidizing gas and the flame propagation
velocity of pulverized coal under various combustion con-
ditions. The oxidizing gas is gas to be supplied to the
primary system pipe and secondary system pipe of the
burner. The flame propagation velocity strongly depends
upon the oxygen concentration in the oxidizing gas. Fur-
ther, the flame propagation velocity varies with various
conditions in addition to the oxygen concentration. For
example, the flame propagation velocity varies with the

factors of the atmospheric temperature, specific heat of
the oxidizing gas, property of coal, and particle diameter
and concentration of pulverized coal.
[0036] Also, if the flame propagation velocity is ex-
tremely high, abnormal combustion such as a backfire
occurs easily. The maximum flame propagation velocity
depends upon the design conditions of the plant. There-
fore, so as to control the flame propagation velocity to
the design conditions or lower, the combustion conditions
must be adjusted. However, if the flame propagation ve-
locity is extremely low, the flame disappears. Therefore,
the flame propagation velocity has an optimum value.
[0037] The burner at the time of oxyfuel combustion
can change the oxygen concentration. Therefore, a
method for adjusting to an optimum flame propagation
velocity is to adjust the oxygen concentration. At the time
of the stationary operation of oxyfuel combustion, the at-
mospheric temperature, specific heat of the oxidizing
gas, property of coal, and particle diameter and concen-
tration of pulverized coal are decided to a certain extent,
so an optimum oxygen concentration is easily decided.
Under the control of the oxygen supply rate, the combus-
tion state is easily controlled.
[0038] However, when the operation condition is
changed such as switching from the air-fuel combustion
to the oxyfuel combustion, the atmospheric temperature,
specific heat of the oxidizing gas, property of coal, and
particle diameter and concentration of pulverized coal
are changed variously. In this case, it is difficult to decide
an optimum oxygen concentration condition. And, the ab-
normal combustion phenomenon occurs if there is a time
zone that the flame propagation velocity exceeds its up-
per limit even in a moment and burnout of the combustor
may be caused. Therefore, a countermeasure for remov-
ing the possibility that the flame propagation velocity may
exceed the upper limit value is necessary.
[0039] The countermeasure is to reduce the oxygen
concentration under any atmospheric condition. The
countermeasure is effective in the reduction in the flame
propagation velocity. For example, from the beginning of
switching the operation state from the air-fuel combustion
to the oxyfuel combustion, the oxygen concentration of
the oxygen gas flowing through the first oxygen supply
pipe 219 is reduced, If the oxygen separation unit 360
supplies oxygen gas with an oxygen purity of 97%, there
is a case that pulverized coal is burnt under the atmos-
pheric condition of oxygen 97% and the flame propaga-
tion velocity at this time is very high. On the other hand,
when the oxygen concentration of oxygen gas flowing
through the first oxygen supply pipe 219 is reduced to,
for example, 70 to 80%, there are no possibilities that
pulverized coal may burn. From the results shown in Fig.
2, if the oxygen concentration of the oxidizing gas is re-
duced from 97% of oxygen to about 70 to 80% of oxygen,
the flame propagation velocity is reduced to close to 1/2.
Therefore, even by a small reduction in the oxygen con-
centration, the suppression efficiency of abnormal com-
bustion is large.
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[0040] Next, Fig. 3 shows the situation of changes of
the fuel supply rate, air supply rate, oxygen supply rate,
and exhaust gas circulation rate until the plant starts in
the air-fuel combustion, then is switched to the oxyfuel
combustion, and reaches the stationary operation state
of the oxyfuel combustion.
[0041] At the start time, air is supplied from the air pipe
for air-fuel combustion 363b. At the point in time when
the air flow rate reaches a predetermined value, fuel is
supplied and ignited. Thereafter, the air supply rate and
fuel supply rate are increased gradually and the load is
increased. At the point in time when the load of switching
from the air-fuel combustion to the oxyfuel combustion
is obtained, the air supply rate from the air pipe for air-
fuel combustion 363b is reduced gradually. At the same
time, the recirculation of exhaust gas is started and the
exhaust gas supply rate to be recirculated is increased
gradually. In correspondence with the start of the exhaust
gas recirculation, the oxygen supply is started. In corre-
spondence with the increase in the exhaust gas circula-
tion rate and the reduction in the air supply rate, the ox-
ygen supply rate is increased. At the point in time when
the air supply is stopped, the oxyfuel combustion is
switched to. At this point in time, the carbon dioxide cap-
ture operation is started. Thereafter, the exhaust gas cir-
culation rate, oxygen supply rate, and fuel supply rate
are increased and the necessary conditions are realized.
[0042] The air supply rate, fuel supply rate, exhaust
gas circulation rate, and oxygen supply rate at the time
of operation are decided beforehand as an operation
plan, though the actual supply rates are slightly shifted
from the plan. The shifts are caused by errors in the meas-
uring instruments for measuring the.supply rates of gas
and fuel and the controller. When there are large shifts
between the actual supply rates and the planned values,
abnormal combustion occurs easily. And, the shifts are
caused when the operation state is changed such as
switching from the air-fuel combustion to the oxyfuel com-
bustion. For example, when switching from the air-fuel
combustion to the oxyfuel combustion, the oxygen supply
is started. To supply oxygen as planned and accurately,
the flow rate controller must be operated accurately,
though the controller always has an error. From the na-
ture of the controller, the controller easily causes an error
when the flow rate is low. Therefore, when the oxygen
supply rate immediately after start of the oxygen supply
is low, an error is easily caused. Further, it is desirable
that oxygen is supplied as slowly as possible, though
immediately after supply start, a fixed quantity is easily
supplied instantaneously. Further, the flow rate controller
is always subject to a response delay. Therefore, when
changing the oxygen supply rate, it is difficult to always
adjust the supply rate accurately. Therefore, even when
the operation state is changed and the oxygen supply
rate is shifted from the plan to a certain extent, a plan for
the controller to prevent abnormal combustion from oc-
curring is necessary.
[0043] Fig. 4 shows an example (a comparison exam-

ple), when the plant is operated according to the plan
shown in Fig. 3, indicating the situation of changes of the
oxygen concentration in the oxidizing gas. This compar-
ison example shows the case that from the nitrogen sup-
ply pipe 137 or the air supply pipe 138 connected to the
primary system pipe 216, nitrogen or air is not supplied.
Here, with respect to the oxygen concentration in the
oxidizing gas, the average concentration and local and
instantaneous concentration must be considered. If the
average oxygen concentration is extremely low, non-ig-
nition may be caused. A curve 603 shown in Fig. 4 shows
an average oxygen concentration. If the main component
of the oxidizing gas is changed from nitrogen to carbon
dioxide, at the same oxygen concentration, the flame
propagation velocity is decreased. Therefore, when it is
switched to the oxyfuel combustion, it is desirable to in-
crease the average oxygen concentration to a certain
extent.
[0044] If the local and instantaneous oxygen concen-
tration is extremely high, abnormal combustion such as
a backfire is caused. When oxygen is supplied to the
primary system pipe 216 through which a mixture of com-
bustion exhaust gas and pulverized coal flows, concen-
tration irregularities are caused in the inner space of the
primary system pipe 216 and a region of a locally high
oxygen concentration and a region of a locally low oxygen
concentration are formed. A curve 604, in consideration
of the concentration irregularities, shows the situation of
changes of the oxygen concentration in the region of a
locally highest oxygen concentration. Inside the primary
system pipe 216, the mixing property of oxygen gas and
combustion exhaust gas varies with the conditions such
as the gas flow rate. Therefore, when changing the gas
flow rate, it is difficult to always keep a good mixing prop-
erty and when changing the flow rate, there is a case that
a local oxygen concentration is increased temporarily.
[0045] A curve 606 shows the upper limit value of the
oxygen concentration allowable to prevent abnormal
combustion. The oxygen concentration of the oxidizing
gas must always be lower than the upper limit value of
the oxygen concentration. The oxygen concentration of
the curve 604 is lower than the upper limit value. How-
ever, when switching from the air-fuel combustion to the
oxyfuel combustion, the allowance up to the upper limit
value is reduced. And, when there is a change with time
in the gas flow rate, the oxygen concentration may be
increased more instantaneously. A curve 605 shows an
instantaneous highest oxygen concentration in consid-
eration of the change of the gas flow rate. As shown in
Fig. 4, when the instantaneous highest oxygen concen-
tration 605 exceeds the allowable value 606, abnormal
combustion occurs easily. When the comparison exam-
ple is used, there are possibilities that the instantaneous
highest oxygen concentration may reach about 97%. The
occurrence condition of abnormal combustion is that in
addition to a high oxygen concentration, a condition that
a large volume of pulverized coal enters the region of
high oxygen concentration is complete. In this embodi-
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ment, the advice for preventing the oxygen concentration
from exceeding the allowable value is made.
[0046] Fig. 5, when the plant is operated by applying
this embodiment according to the plan shown in Fig. 3,
shows the situation of changes of the oxygen concentra-
tion. If nitrogen gas or air is mixed beforehand in the
oxygen gas 362 and the oxygen concentration in the ox-
ygen gas 362 is reduced, the instantaneous highest ox-
ygen concentration can be reduced. For example, if the
oxygen concentration in the oxygen gas 362 is reduced
by 20%, it can be expected that the instantaneous highest
oxygen concentration is also reduced by 20%. Under the
condition that the control for the gas flow rate is most
difficult, the oxygen concentration in the oxygen gas 362
may be reduced to the allowable value or smaller. By this
operation, the possibility that the instantaneous highest
oxygen concentration may exceed the allowable value
is eliminated.
[0047] Fig. 6 shows a change with time of the oxygen
supply rate. It is an example showing shifts between the
planned value and the actual supply rate. Immediately
after start of the oxygen supply, the planned value and
actual flow rate are easily shifted from each other. In-
versely to Fig. 6, the actual supply rate may be lower
than the planned value. However, it is difficult to artificially
control whether to make the supply rate higher or lower
than the planned value. As shown in Fig. 6, when the
actual supply rate is higher than the planned value, ab-
normal combustion occurs easily. In the reverse case,
non-ignition occurs easily. Further, if the oxygen concen-
tration of the oxidizing gas is measured and the oxygen
supply rate is corrected on the basis of the measurement
results, the error in the oxygen supply rate can be re-
duced. However, the measuring instrument is accompa-
nied with a response delay. Therefore, before a given
period of time elapses after the oxygen supply is started,
the control method using this measuring instrument can-
not be used. If a certain period of time elapses and the
oxygen supply rate is increased, the error of the oxygen
supply rate is reduced and the control method using the
measuring instrument can be used.
[0048] Fig. 7, when the plant is operated as shown in
Fig. 6, shows the situation of changes of the instantane-
ous maximum value of the oxygen concentration. At the
initial stage before a given period of time elapses after
the oxygen supply is started, the oxygen concentration
increases easily. Further, at this initial stage, the concen-
tration is difficult to confirm by measurement.
[0049] Fig. 8 shows the situation of changes of the sup-
ply rate of the oxygen gas 362 and nitrogen gas (or air)
when this embodiment is applied. The nitrogen gas or air
is supplied slightly earlier than the oxygen supply. There-
fore, at the point in time when the oxygen supply is start-
ed, the possibility that high purity oxygen may make con-
tact with a mixture of pulverized coal and combustion
exhaust gas which flow through the primary system pipe
216 is eliminated. Immediately after start of the oxygen
supply, an error is caused easily in the oxygen supply

rate, so the supply rate of nitrogen or air is increased. By
doing this, the oxygen concentration of the oxygen gas
362 is reduced, so even if a large supply rate change or
large concentration irregularities are caused, the instan-
taneous maximum value of the oxygen concentration is
hardly increased. According to the increase in the oxygen
supply rate, the supply rate of nitrogen or air is reduced.
If the supply rate of nitrogen or air is reduced, the errors
in the nitrogen and oxygen supply rates are increased.
However, at this point in time, the error in the oxygen
supply rate is reduced, so the instantaneous maximum
value of the oxygen concentration is hardly increased.
Further, on the basis of the measured value of the oxygen
concentration, the supply rate can be corrected. At the
point in time when it is completely switched to the oxyfuel
combustion, the supply of nitrogen or air is stopped. By
doing this, at the time of oxyfuel combustion, high purity
oxygen is supplied, so the carbon dioxide capture effi-
ciency in exhaust gas is not reduced.
[0050] In the operation state shown in Fig. 8, the situ-
ation of changes of the instantaneous maximum value
of oxygen concentration is shown in Fig. 9. At the initial
stage of start of the oxygen supply, the oxygen concen-
tration is reduced. At the initial stage, in the instantaneous
maximum value of oxygen concentration, there exists a
principal maximum concentration. Therefore, at the initial
stage that the adjustment of the supply rate is difficult,
the oxygen concentration can be prevented from increas-
ing.
[0051] Here, "the principal maximum value of oxygen
concentration" will be explained. For example, when mix-
ing circulation exhaust gas of an oxygen concentration
of 10% with oxygen gas of an oxygen concentration of
70%, the oxygen concentration of the mixed gas be-
comes smaller than 70%. At this time, "an oxygen con-
centration of 70%" is a principal maximum value. As men-
tioned above, in this embodiment, a principal maximum
value is provided in the oxygen concentration, thus even
if the operation condition is changed, abnormal combus-
tion can be prevented.
[0052] As mentioned above, supplying air from the air
pipe for air-fuel combustion 363b to the exhaust gas re-
circulation system pipe 390 in an operation state of air-
fuel combustion,
stopping the air supply from the air pipe for air-fuel com-
bustion 363b and supplying and burning the oxygen and
the combustion exhaust gas to the boiler 200 when shift-
ing from the operation state of air-fuel combustion to the
operation state of oxyfuel combustion, and
supplying nitrogen or air to the oxygen supply pipe 219
from the nitrogen supply pipe 137 or the air supply pipe
138 which is connected to the oxygen supply pipe 219,
thus an operation method of an oxyfuel combustion boiler
plant to prevent abnormal combustion from occurring in
the burner
[0053] can be provided.
[0054] Further, as a method for preventing abnormal
combustion, when starting the oxygen supply, a method
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for making the particle diameter of pulverized coal larger
for supplying may be considered. As shown in Fig. 2, if
the particle diameter is made larger, the flame propaga-
tion velocity is decreased. Further, if the particle diameter
is made larger, the maximum oxygen concentration al-
lowable value 606 shown in Fig. 5 is increased, so the
allowance up to the allowable value is increased and ab-
normal combustion can be prevented. To make the par-
ticle diameter larger, the operation state of the coal mill
130 shown in Fig. 1 may be changed. Generally, the coal
mill 130 is equipped with a classifier in the vicinity of the
exit thereof. The classifier captures particles larger than
a certain fixed diameter and returns them to the coal mill
to repulverize. Therefore, to make the particle diameter
larger for supplying, a method for making the separation
particle diameter of the classifier larger may be consid-
ered.

[Embodiment 2]

[0055] Fig. 10 shows a modification of the supply meth-
od of the oxygen gas 362. The difference from Fig. 1 is
that the oxygen gas 362 is supplied to the primary system
pipe 216 in two stages instead of one. By doing this, the
occurrence of abnormal combustion can be suppressed
furthermore.
[0056] An example of the mixing state of gas and pul-
verized coal when the oxygen gas 362 is supplied to a
flow 31 of the primary system gas is shown in Fig. 11.
Fig. 11 shows the mixing state when the oxygen gas 362
is supplied at one time.
[0057] The oxygen gas 362 is injected from the oxygen
supply nozzle 52 toward the flow 31 of the primary system
gas. On the boundary between the oxygen gas 362 and
the flow 31 of the primary system gas, a mixing region
32 is formed. However, the injected gas is not all mixed
instantaneously. Therefore, inside the mixing region 32,
a mass of gas of a high oxygen concentration 33 is formed
temporarily. The flow 31 of the primary system gas is
accompanied with pulverized coal particles 34. The pul-
verized coal particles 34 will not move in complete cor-
respondence with the flow 31 of the primary system gas.
A part of the pulverized coal particles 34 is shifted from
the flow 31 of the primary system gas and moves inde-
pendently. As a result, for example, via a locus 36 of
pulverized coal particles as shown in Fig. 11, the pulver-
ized coal particles 34 may enter the mass of gas of a high
oxygen concentration 33. The pulverized coal particles
35 entered in the mass of gas of a high oxygen concen-
tration burn easily. If the pulverized coal particles 35 en-
tered in the mass of gas of a high oxygen concentration
are burnt and raised in temperature, the surrounding gas
and pulverized coal are heated. And, the fire spreads
easily to pulverized coal existing in the mixing region 32
or the flow 31 of the primary system gas.
[0058] To prevent the spreading of the fire, there are
two valid countermeasures. The first one is to reduce the
oxygen concentration in the mass of gas of a high oxygen

concentration 33 and make the pulverized coal particles
35 entering the mass of gas of a high oxygen concentra-
tion hard to burn. This is the countermeasure indicated
in Embodiment 1. The second one, even if the pulverized
coal particles 35 entering the mass of gas of a high ox-
ygen concentration are burnt, is to immediately lower the
combustion temperature, thereby making the surround-
ing gas and pulverized coal difficult to heat. To make the
surrounding gas and pulverized coal difficult to heat, the
volume of the mass of gas of a high oxygen concentration
33 is made as small as possible and the quantity of pul-
verized coal particles entering the mass of gas 33 are
reduced. For example, even if pulverized coal enters a
mass of gas of pure oxygen and burns, if the number of
entering particles is one, there are few possibilities of
spreading of the fire to the surroundings. If the volume
of the mass of gas of a high oxygen concentration 33 is
small like this, the number of particles entering the mass
of gas 33 is reduced and even if the pulverized coal is
burnt, the amount of heat due to the combustion can be
reduced.
[0059] When the volume of the mass of gas 33 is small,
the generated combustion heat is soon lost to the sur-
roundings in the direction of an arrow 91, so the temper-
ature does not raise so much. In this case, even if pul-
verized coal is burnt once, the fire hardly spreads to the
surroundings. On the other hand, when the volume of
the mass of gas 33 is large, the fire easily spreads to the
surroundings. The combustion heat of the pulverized coal
entering the mass of gas 33 is high, so the heat is hardly
lost to the surroundings and the temperature rises easily.
As a result, the surrounding gas and pulverized coal are
easily overheated and the fire spreads easily.
[0060] A method for making the volume of the mass of
gas of a high oxygen concentration 33 smaller is prefer-
ably a method for dividing and installing the exit of the
first oxygen supply pipe 219 in the gas flow direction of
the primary system pipe 216, thereby dividing and sup-
plying oxygen stepwise in the flow direction of the primary
system gas. Fig. 12 shows an example of the constitution
of supplying the oxygen gas 362 stepwise. The flow rate
of the oxygen gas 362 supplied from the oxygen supply
nozzle 52 (one) is reduced, thus the volume of the mass
of gas of a high oxygen concentration 33 is made smaller.
Since the volume of the mass of gas 33 is made smaller,
even if pulverized coal in the mass of gas is burnt, the
fire is hardly spread to the surroundings. Further, in Fig.
12, two masses of gas of a high oxygen concentration
33 are formed. Further, the oxygen supply nozzles 52
are installed away from each other to a certain extent,
thus the mutual action of the masses of gas must be
prevented. For that purpose, after the oxygen gas 362
supplied on the upstream side is mixed with primary sys-
tem gas 10 and the mass of gas of a high oxygen con-
centration 33 disappears, so as to newly supply the ox-
ygen gas 362 on the downstream side, the exits of the
oxygen supply pipes are desirably installed away from
each other.
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[Embodiment 3]

[0061] Fig. 13 shows the burner structure and an ex-
ample of the supply method of the oxygen gas 362. The
primary gas 10 is injected from the central part of the
burner into the boiler furnace. A flame stabilizer 89 ac-
celerates the ignition of pulverized coal. Secondary sys-
tem gas 217 is supplied from the circumference of the
primary system gas 10. The burner divides the secondary
system gas 217 into two flow paths.
[0062] The oxygen supply nozzle 52 is installed inside
the primary system pipe 216 on the upstream side of the
burner. The oxygen supply nozzle 52 is divided into two
parts in the flow direction of the primary system gas 10.
This method has an advantage in that the primary system
gas in the boiler furnace or in the primary system gas
immediately after oxygen gas is injected, oxygen con-
centration irregularities are hardly produced. If the oxy-
gen concentration irregularities are small, there is an ad-
vantage that the combustion properties such as the NOx
discharge characteristic and lowest load property can be
easily predicted.

[Embodiment 4]

[0063] Fig. 14 shows a modification of the burner struc-
ture and the supply method of the oxygen gas 362. In
this constitution, the oxygen supply nozzle on the down-
stream side is installed in the vicinity of the burner.
[0064] Fig. 15 shows another modification of the burner
structure and the supply method of the oxygen gas 362.
In this constitution, the oxygen supply nozzle 52 on the
downstream side is installed at the burner exit. At the
central part of the burner, a starting oil burner 22 is in-
stalled and around the oil burner 22, the oxygen supply
nozzle 52 is installed. Around the oxygen supply nozzle
52, a primary nozzle 25 is installed and the primary gas
10 that is a mixture of pulverized coal and combustion
exhaust gas is injected into a boiler furnace 1. Oxygen
gas 24 is supplied from the inside of the primary gas 10
injected circularly. From the surrounding of the primary
nozzle 25, the secondary system gas 217 is supplied into
the boiler furnace 1. The secondary system gas is
branched to two flow paths via a wind box 2, then is given
the swirl component of the flow by a swirl vane 17, and
is supplied into the boiler furnace 1. The oxygen supply
nozzle 52 supplies the oxygen gas 362.
[0065] In the constitution shown in Fig. 15, the oxygen
supply nozzle is installed on the downstream side of the
burner, so there is a defect that in the primary system
gas 10 in the burner portion, oxygen concentration irreg-
ularities are easily produced. On the other hand, when
abnormal combustion such as a backfire occurs, there
is an advantage that the influence is hardly exerted upon
the upstream side in the primary nozzle 25,
[0066] Fig. 16 shows a modification of Fig. 14. A sec-
ondary gas lead-in pipe 51 is installed in the vicinity of
the burner injection portion. Fig. 17 is a drawing when

the burner is viewed in the direction A. On the outer pe-
riphery side of a primary nozzle 401, flame stabilizers
400 are installed in a comb teeth shape. Around the pri-
mary nozzle, a secondary nozzle 402 and a tertiary noz-
zle 403 are arranged concentrically. The oxygen supply
nozzles 52 are arranged between the flame stabilizers
400.

Claims

1. An oxyfuel combustion boiler plant comprising:

an air separation unit (360) for manufacturing
oxygen by separating nitrogen from air (363a),
a boiler (200) having a burner (210) for burning
the oxygen supplied from the air separation unit
(360) and pulverized coal a primary system pipe
(216) for supplying the pulverized coal to the
burner (210), and a coal mill (130),
an exhaust gas recirculation system pipe (390)
for supplying combustion exhaust gas (380) dis-
charged from the boiler (200) to the coal mill
(130), and a carbon dioxide capture unit (350)
for capturing carbon dioxide in the exhaust gas
discharged from the boiler (200),
characterized in that:

the oxyfuel combustion boiler plant is further
comprising:
an oxygen buffer tank (132) disposed on a
downstream side of the air separation unit
(360);
an oxygen supply pipe (219) for supplying
oxygen to the primary system pipe (216) of
the burner from the oxygen buffer tank
(132); and
a nitrogen supply pipe (1.37) for supplying
a part of nitrogen generated from the air
separation unit (360) or an air supply pipe
(138) for supplying air from outside, which
supply pipe (137,138) is connected to the
oxygen supply pipe (219) on a downstream
side of the oxygen buffer tank (132) and on
an upstream side of a junction with the pri-
mary system pipe (216).

2. The oxyfuel combustion boiler plant according to
Claim 1, wherein
the nitrogen supply pipe (137) is provided with a stop
valve (135a) capable of interrupting a flow of nitro-
gen.

3. The oxyfuel combustion boiler plant according to
Claim 1 or 2, wherein
an exit of the oxygen supply pipe is divided and dis-
posed in a gas flow direction of the primary system
pipe (216).
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4. An operation method of an oxyfuel combustion boiler
plant comprising: an air separation unit (360) for
manufacturing oxygen by separating nitrogen from
air;
a boiler (200) having a burner (210) for burning the
oxygen supplied from the air separation unit (360)
and pulverized coal, a primary system pipe (216) for
supplying the pulverized coal to the burner (210),
and a coal mill (130);
an exhaust gas recirculation system pipe (390) for
supplying combustion exhaust gas (380) discharged
from the boiler to the coal mill (130);
an air pipe (363b) for air-fuel combustion for supply-
ing external air to the exhaust gas recirculation sys-
tem pipe at time of air-fuel combustion;
a carbon dioxide capture unit (350) for capturing car-
bon dioxide in the exhaust gas discharged from the
boiler (200);
an oxygen buffer tank (132) disposed on a down-
stream side of the air separation unit (360):
an oxygen supply pipe (219) for supplying oxygen
to the primary system pipe (216) of the burner (210)
from the oxygen buffer tank (132); and
a nitrogen supply pipe (137) for supplying a part of
nitrogen generated from the air separation unit (360)
or an air supply pipe (138) for supplying air from out-
side, which supply pipe (137,138) is connected to
the oxygen supply pipe (219) on a downstream side
of the oxygen buffer tank (132) and on an upstream
side of a junction with the primary system pipe (216);
the operation method of the oxyfuel combustion boil-
er plant is comprising the steps of:

supplying air from the air pipe (363b) for air-fuel
combustion to the exhaust gas recirculation sys-
tem pipe in an operation state of air-fuel com-
bustion,
stopping the air supply from the air pipe for air-
fuel combustion and supplying and burning the
oxygen and the combustion exhaust gas to the
boiler (200) when shifting from the operation
state of air-fuel combustion to an operation state
of oxyfuel combustion, and
supplying nitrogen or air to the oxygen supply
pipe (219) from the nitrogen supply pipe (137)
or the air supply pipe (138) which is connected
to the oxygen supply pipe.

5. The operation method of an oxyfuel combustion boil-
er plant according to Claim 4, wherein
increasing a particle diameter of the pulverized coal
for supplying, when the shifting from the air-fuel com-
bustion operation state to the oxyfuel combustion
operation state.

6. The operation method of an oxyfuel combustion boil-
er plant according to Claim 4 or 5, wherein
supplying the nitrogen or the air from the nitrogen

supply pipe (137) or the air supply pipe is started,
prior to start of supply of the oxygen from the oxygen
supply pipe (219) to the primary system pipe (216),
when shifting from the air-fuel combustion operation
state to the oxyfuel combustion operation state.

Patentansprüche

1. Oxyfuel-Brennkesselanlage, die aufweist:

eine Luftzerlegungseinheit (360) zum Herstel-
len von Sauerstoff durch Abtrennen des Stick-
stoffs aus Luft (363a), einen Kessel (200) mit
einem Brenner (210) zum Verbrennen von pul-
verisierter Kohle mit dem von der Luftzerle-
gungseinheit (360) zugeführten Sauerstoff, eine
Primärsystemleitung (216) für die Zuführung der
pulverisierten Kohle zum Brenner (210) und ei-
ne Kohlenmahlanlage (130),
eine Abgasrückführungssystemleitung (390),
um der Kohlenmahlanlage (130) aus dem Kes-
sel (200) abgeführtes Verbrennungsabgas
(380) zuzuführen, und eine Kohlendioxidab-
scheideeinheit (350) zum Abscheiden von in
dem aus dem Kessel (200) abgeführten Abgas
enthaltenem Kohlendioxid,
dadurch gekennzeichnet, dass
die Oxyfuel-Brennkesselanlage ferner aufweist:

einen der Luftzerlegungseinheit (360)
nachgeschaltet angeordneten Sauerstoff-
puffertank (132),
eine Sauerstoffzufuhrleitung (219), zum
Leiten von Sauerstoff aus dem Sauerstoff-
puffertank (132) zur Primärsystemleitung
(216) des Brenners, und
eine Stickstoffzufuhrleitung (137) zum Zu-
führen eines Teil des von der Luftzerle-
gungseinheit (360) erzeugten Stickstoffs,
oder
eine Luftzufuhrleitung (138) zum Zuführen
von Außenluft, wobei die Zufuhrleitung
(137, 138) mit der Sauerstoffzufuhrleitung
(219) an einer Stelle verbunden ist, die dem
Sauerstoffpuffertank (132) nachgeschaltet
und einer Anbindung an die Primärsystem-
leitung (216) vorgeschaltet ist.

2. Oxyfuel-Brennkesselanlage nach Anspruch 1, worin
die Stickstoffzufuhrleitung (137) ein zum Unterbre-
chen eines Stickflusses ausgebildetes Sperrventil
(135a) aufweist.

3. Oxyfuel-Brennkesselanlage nach Anspruch 1 oder
2, worin ein Auslass der Sauerstoffzufuhrleitung auf-
geteilt und in der Primärsystemleitung (216) in Rich-
tung des Gasflusses angeordnet ist.
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4. Verfahren zum Betreiben einer Oxyfuel-Brennkes-
selanlage, die aufweist:

eine Luftzerlegungseinheit (360) zum Herstel-
len von Sauerstoff durch Abtrennen des Stick-
stoffs aus Luft (363a),
einen Kessel (200) mit einem Brenner (210) zum
Verbrennen von pulverisierter Kohle mit dem
von der Luftzerlegungseinheit (360) zugeführ-
ten Sauerstoff, eine Primärsystemleitung (216)
für die Zuführung der pulverisierten Kohle zum
Brenner (210) und eine Kohlenmahlanlage
(130),
eine Abgasrückführungssystemleitung (390),
um der Kohlenmahlanlage (130) aus dem Kes-
sel abgeführtes Verbrennungsabgas (380) zu-
zuführen,
eine Luftleitung (363b) für eine Luftfuel-Verbren-
nung, um der Abgasrückführungssystemleitung
(390) bei einer Luftfuel-Verbrennung Außenluft
zuzuführen,
eine Kohlendioxidabscheideeinheit (350) zum
Abscheiden von in dem aus dem Kessel (200)
abgeführten Abgas enthaltenem Kohlendioxid,
einen der Luftzerlegungseinheit (360) nachge-
schaltet angeordneten Sauerstoffpuffertank
(132),
eine Sauerstoffzufuhrleitung (219), zum Leiten
von Sauerstoff aus dem Sauerstoffpuffertank
(132) zur Primärsystemleitung (216) des Bren-
ners (210), und
eine Stickstoffzufuhrleitung (137) zum Zuführen
eines Teil des von der Luftzerlegungseinheit
(360) erzeugten Stickstoffs, oder
eine Luftzufuhrleitung (138) zum Zuführen von
Außenluft, wobei die Zufuhrleitung (137, 138)
mit der Sauerstoffzufuhrleitung (219) an einer
Stelle verbunden ist, die dem Sauerstoffpuffer-
tank (132) nachgeschaltet und einer Anbindung
an die Primärsystemleitung (216) vorgeschaltet
ist,
wobei das Verfahren zum Betreiben der Oxyfu-
el-Brennkesselanlage Schritte aufweist zum:

Zuführen von Luft aus der Luftleitung (363b)
für eine Luftfuel-Verbrennung zu der Ab-
gasrückführungssystemleitung, wenn ein
Luftfuel-Verbrennungsbetrieb vorliegt,
Unterbrechen der Luftzufuhr aus der Luft-
leitung für eine Luftfuel-Verbrennung und
Zuführen des Sauerstoffs und des Abgases
zum Kessel (200) sowie Verbrennen des
Sauerstoffs und des Abgases im Kessel
(200), wenn von einem Luftfuel-Verbren-
nungsbetrieb zu einem Oxyfuel-Verbren-
nungsbetrieb gewechselt wird, und
Leiten von Stickstoff oder Luft von der Stick-
stoffzufuhrleitung (137) oder der mit der

Sauerstoffzufuhrleitung verbundenen Luft-
zufuhrleitung (138) zu der Sauerstoffzu-
fuhrleitung (219).

5. Verfahren zum Betreiben einer Oxyfuel-Brennkes-
selanlage nach Anspruch 4, worin
der Partikeldurchmesser der zuzuführenden pulve-
risierten Kohle bei einem Wechsel vom Luftfuel-Ver-
brennungsbetrieb zum Oxyfuel-Verbrennungsbe-
trieb vergrößert wird.

6. Verfahren zum Betreiben einer Oxyfuel-Brennkes-
selanlage nach Anspruch 4 oder 5, worin
der Beginn der Zufuhr von Stickstoff aus der Stick-
stoffzufuhrleitung (137) oder von Luft aus der Luft-
zufuhrleitung bei einem Wechsel vom Luftfuel-Ver-
brennungsbetrieb zum Oxyfuel-Verbrennungsbe-
trieb vor einem Beginn der Sauerstoffzufuhr aus der
Sauerstoffzufuhrleitung zur Primärsystemleitung
(216) erfolgt.

Revendications

1. Installation de chauffage à oxycombustion
comprenant :

une unité de séparation d’air (360) destinée à
fabriquer de l’oxygène en séparant l’azote de
l’air (363a), une chaudière (200) comprenant un
brûleur (210) destiné à brûler l’oxygène fourni
par l’unité de séparation d’air (360) et du char-
bon pulvérisé, un tuyau de système primaire
(216) destiné à fournir le charbon pulvérisé au
brûleur (210), et un broyeur de charbon (130),
un tuyau de système de recirculation de gaz
d’échappement (390) destiné à fournir du gaz
d’échappement de combustion (380) évacué de
la chaudière (200) au broyeur de charbon (130),
et une unité de capture de dioxyde de carbone
(350) destinée à capturer le dioxyde de carbone
dans le gaz d’échappement évacué de la chau-
dière (200),
caractérisée en ce que :

l’installation de chauffage à oxycombustion
comprend en outre :
un réservoir tampon d’oxygène (132) dis-
posé sur un côté aval de l’unité de sépara-
tion d’air (360) ;
un tuyau d’alimentation en oxygène (219)
destiné à fournir de l’oxygène au tuyau de
système primaire (216) du brûleur à partir
du réservoir tampon d’oxygène (132) ; et
un tuyau d’alimentation en azote (137) des-
tiné à fournir une partie de l’azote généré
par l’unité de séparation d’air (360) ou un
tuyau d’alimentation en air (138) destiné à
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fournir de l’air de l’extérieur, lequel tuyau
d’alimentation (137, 138) est raccordé au
tuyau d’alimentation en oxygène (219) sur
un côté aval du réservoir tampon d’oxygène
(132) et sur un côté amont d’une jonction
avec le tuyau de système primaire (216).

2. Installation de chauffage à oxycombustion selon la
revendication 1, dans laquelle
le tuyau d’alimentation en azote (137) est doté d’une
soupape d’arrêt (135a) pouvant interrompre un
écoulement d’azote.

3. Installation de chauffage à oxycombustion selon la
revendication 1 ou 2, dans laquelle
une sortie du tuyau d’alimentation en oxygène est
divisée et disposée dans une direction d’écoulement
de gaz du tuyau de système primaire (216).

4. Procédé d’exploitation d’une installation de chauffa-
ge à oxycombustion comprenant : une unité de sé-
paration d’air (360) destinée à fabriquer de l’oxygène
en séparant l’azote de l’air ;
une chaudière (200) comprenant un brûleur (210)
destiné à brûler l’oxygène fourni par l’unité de sépa-
ration d’air (360) et du charbon pulvérisé, un tuyau
de système primaire (216) destiné à fournir le char-
bon pulvérisé au brûleur (210), et un broyeur de char-
bon (130) ;
un tuyau de système de recirculation de gaz
d’échappement (390) destiné à fournir du gaz
d’échappement de combustion (380) évacué de la
chaudière au broyeur de charbon (130) ; un tuyau
d’air (363b) pour une combustion air-combustible
afin de fournir de l’air externe au tuyau de système
de recirculation de gaz d’échappement au moment
de la combustion air-combustible ; une unité de cap-
ture de dioxyde de carbone (350) destinée à capturer
le dioxyde de carbone dans le gaz d’échappement
évacué de la chaudière (200) ;
un réservoir tampon d’oxygène (132) disposé sur un
côté aval de l’unité de séparation d’air (360) ;
un tuyau d’alimentation en oxygène (219) destiné à
fournir de l’oxygène au tuyau de système primaire
(216) du brûleur (210) à partir du réservoir tampon
d’oxygène (132) ; et
un tuyau d’alimentation en azote (137) destiné à
fournir une partie de l’azote généré par l’unité de
séparation d’air (360) ou un tuyau d’alimentation en
air (138) destiné à fournir de l’air de l’extérieur, lequel
tuyau d’alimentation (137, 138) est raccordé au
tuyau d’alimentation en oxygène (219) sur un côté
aval du réservoir tampon d’oxygène (132) et sur un
côté amont d’une jonction avec le tuyau de système
primaire (216) ;
le procédé d’exploitation de l’installation de chauffa-
ge à oxycombustion comprend les étapes de :

fourniture d’air en provenance du tuyau d’air
(363b) pour une combustion air-combustible au
tuyau de système de recirculation de gaz
d’échappement dans un état d’exploitation de
combustion air-combustible,
arrêt de la fourniture d’air en provenance du
tuyau d’air pour une combustion air-combustible
et fourniture et brûlage de l’oxygène et du gaz
d’échappement de combustion vers la chaudiè-
re (200) lors du passage de l’état d’exploitation
de combustion air-combustible à un état d’ex-
ploitation d’oxycombustion, et
fourniture d’azote ou d’air au tuyau d’alimenta-
tion en oxygène (219) en provenance du tuyau
d’alimentation en azote (137) ou du tuyau d’ali-
mentation en air (138) qui est raccordé au tuyau
d’alimentation en oxygène.

5. Procédé d’exploitation d’une installation de chauffa-
ge à oxycombustion selon la revendication 4, dans
lequel
l’augmentation d’un diamètre de particule du char-
bon pulvérisé à fournir, lors du passage de l’état d’ex-
ploitation de combustion air-combustible à l’état
d’exploitation d’oxycombustion.

6. Procédé d’exploitation d’une installation de chauffa-
ge à oxycombustion selon la revendication 4 ou 5,
dans lequel
la fourniture de l’azote ou de l’air en provenance du
tuyau d’alimentation en azote (137) ou du tuyau d’ali-
mentation en air démarre avant le démarrage de la
fourniture de l’oxygène en provenance du tuyau d’ali-
mentation en oxygène (219) au tuyau de système
primaire (216), lors du passage de l’état d’exploita-
tion de combustion air-combustible à l’état d’exploi-
tation d’oxycombustion.

21 22 



EP 2 309 181 B1

13



EP 2 309 181 B1

14



EP 2 309 181 B1

15



EP 2 309 181 B1

16



EP 2 309 181 B1

17



EP 2 309 181 B1

18



EP 2 309 181 B1

19



EP 2 309 181 B1

20



EP 2 309 181 B1

21



EP 2 309 181 B1

22



EP 2 309 181 B1

23



EP 2 309 181 B1

24



EP 2 309 181 B1

25



EP 2 309 181 B1

26

REFERENCES CITED IN THE DESCRIPTION

This list of references cited by the applicant is for the reader’s convenience only. It does not form part of the European
patent document. Even though great care has been taken in compiling the references, errors or omissions cannot be
excluded and the EPO disclaims all liability in this regard.

Patent documents cited in the description

• JP HEI71995318016 B [0005]


	bibliography
	description
	claims
	drawings
	cited references

