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Description

Technical Field

[0001] The present invention relates to a heat exchanger and an air-conditioning apparatus including the heat ex-
changer.

Background Art

[0002] A finned tube heat exchanger is presented as a heat exchanger for use in an air-conditioning apparatus or
another related apparatus. In the finned tube heat exchanger, tubes through which refrigerant flows are inserted into
plate-shaped fins spaced apart from one another. In the finned tube heat exchanger, air flows through a space between
the plate-shaped fins, and heat is exchanged between the air and the refrigerant flowing through the tubes.
[0003] As such a finned tube heat exchanger, Patent Literature 1 discloses a heat exchanger in which a first header
collecting pipe is connected to one end of each of flat pipes, a second header collecting pipe is connected to the other
end of each of the flat pipes, and fins are provided between the first header collecting pipe and the second header
collecting pipe. The heat exchanger in Patent Literature 1 is separated into an upper heat exchange region and a lower
heat exchange region, and the upper heat exchange region and the lower heat exchange region are separated in the
direction of gravity. When the heat exchanger acts as a condenser, refrigerant flowing through the upper portion of the
upper heat exchange region flows into the lower portion of the lower heat exchange region, and refrigerant flowing
through the lower portion of the upper heat exchange region flows into the upper portion of the lower heat exchange
region. Thus, the conventional technique aims to improve heat exchange efficiency by reducing heat loss due to heat
exchange between gas state refrigerant and saturated liquid state refrigerant.
[0004] In addition to Patent Literature 1, Patent Literature 2 discloses a heat exchanger separated into an upper heat
exchange region (main heat exchange portion) and a lower heat exchange region (auxiliary heat exchange portion).
Patent Literature 2 aims to improve the condensing capacity and evaporating capacity of the heat exchanger by optimizing
the degree of subcooling of refrigerant and the heating surface area of a flat pipe.

Citation List

Patent Literature

[0005]

Patent Literature 1: Japanese Unexamined Patent Application Publication No. 2012-163328 (Page 2)
Patent Literature 2: Japanese Unexamined Patent Application Publication No. 2013-83419 (Pages 2 to 4)

[0006] EP 1 031 801 A2 discloses a heat exchanger comprising a primary and a secondary heat exchange portion
for evaporating or condensing refrigerant in a reversible heat pump cycle. Both portions of this heat exchanger comprise
fins, which are adapted to be provided parallel to the direction of an air stream.

Summary of Invention

Technical Problem

[0007] However, in the heat exchangers disclosed in Patent Literatures 1 and 2, a direction in which air flows through
a space between fins is perpendicular to a direction in which refrigerant flows through a flat pipe. Thus, the heat exchangers
disclosed in Patent Literatures 1 and 2 are not able to sufficiently demonstrate their heat exchange performance.
[0008] In view of the problems, the present invention provides a heat exchange system in which heat exchange
performance can be improved and an air-conditioning apparatus including the heat exchange system.

Solution to Problem

[0009] A heat exchange system according to an embodiment of the present invention is set forth in claim 1.

Advantageous Effects of Invention

[0010] According to an embodiment of the present invention, the primary-pipe connecting component and the sec-
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ondary-pipe connecting component extend in the directions parallel to the direction in which air is sent. Thus, when the
heat exchanger acts as either a condenser or an evaporator, a direction in which the refrigerant flows through the primary-
pipe connecting component or the secondary-pipe connecting component is opposite to the direction in which air is sent.
Consequently, heat exchange performance can be improved.

Brief Description of Drawings

[0011]

[Fig. 1] Fig. 1 is a front view of a heat exchanger 1 according to Embodiment 1.
[Fig. 2] Fig. 2 is a side view of the heat exchanger 1 according to Embodiment 1.
[Fig. 3] Fig. 3 is a cross-sectional view of the side of the heat exchanger 1 according to Embodiment 1.
[Fig. 4] Fig. 4 is another side view of the heat exchanger 1 according to Embodiment 1.
[Fig. 5] Fig. 5 is a circuit diagram of an air-conditioning apparatus 2 according to Embodiment 1.
[Fig. 6] Fig. 6 is a side view of a heat exchanger 100 according to Embodiment 2.
[Fig. 7] Fig. 7 is a top view of a secondary heat exchange portion 13 according to Embodiment 1.
[Fig. 8] Fig. 8 is a side view of the secondary heat exchange portion 13 according to Embodiment 1.
[Fig. 9] Fig. 9 is a cross-sectional view of the side of the secondary heat exchange portion 13 according to Embodiment
1.

Description of Embodiments

[0012] The following describes embodiments of a heat exchanger and an air-conditioning apparatus according to the
present invention with reference to the drawings. Note that the present invention is not limited to the embodiments
described below. Moreover, in the following drawings including Fig. 1, the size ratios of structural components may be
different from the actual size ratios.

Embodiment 1

[0013] Fig. 1 is a front view of a heat exchanger 1 according to Embodiment 1. The following describes the heat
exchanger 1 with reference to Fig. 1. As Fig. 1 illustrates, the heat exchanger 1 includes a fin portion 10, primary pipes
20, hairpin pipes 23, a header 30, secondary pipes 40, and connecting components (secondary-pipe connecting com-
ponents) 50.
[0014] In the fin portion 10 having one end and the other end, plate-shaped fins 11 are spaced apart from one another
in a direction (arrow X direction) perpendicular to a direction in which a heat medium such as air sent from a fan flows.
The upper portion in the direction of gravity (arrow Z direction) of the fin portion 10 is a primary heat exchange portion
12 that exchanges heat between air and refrigerant. The lower portion in the direction of gravity (arrow Z direction) of
the fin portion 10 is a secondary heat exchange portion 13. A part of the fin portion 10 occupied by the secondary heat
exchange portion 13 is smaller than a part of the fin portion 10 occupied by the primary heat exchange portion 12. That
is, the heat exchange area of the secondary heat exchange portion 13 is smaller than that of the primary heat exchange
portion 12. Thus, the fin portion 10 includes the primary heat exchange portion 12 and the secondary heat exchange
portion 13. The plate-shaped fins 11 are shared between the primary heat exchange portion 12 and the secondary heat
exchange portion 13. However, the flow paths of installed heat transfer pipes, that is, the flow path of the primary pipes
20 and the flow path of the secondary pipes 40 are different.
[0015] Note that the plate-shaped fins 11 may include primary fins that are provided at the primary heat exchange
portion 12 and into which the primary pipes 20 are inserted and secondary fins that are provided at the secondary heat
exchange portion 13 and into which the secondary pipes 40 are inserted. The primary fins are arranged in two rows and
parallel to the direction in which air flows. Likewise, the secondary fins are arranged in two rows and parallel to the
direction in which air flows. The primary fin provided on the leeward side is a first primary fin, and the primary fin provided
on the windward side is a second primary fin. The secondary fin provided on the leeward side is a first secondary fin,
and the secondary fin provided on the windward side is a second secondary fin. Moreover, the primary fins and the
secondary fins may be arranged in more than two rows.
[0016] The primary pipes 20, through which refrigerant flows, penetrate the plate-shaped fins 11 at the primary heat
exchange portion 12 in an arrangement direction (arrow X direction). The primary pipes 20 include first primary pipes
21 each having one end and the other end inserted into the first primary fins and second primary pipes 22 each having
one end and the other end inserted into the second primary fins. The first primary pipes 21 and the second primary pipes
22 are spaced apart from one another in the direction (arrow Z direction) parallel to the direction of gravity. In Embodiment
1, the number of the first primary pipes 21 is 16, and the number of the second primary pipes 22 is 16. Note that, in the
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direction in which the fan sends air, the first primary fins and the first primary pipes 21 are provided on the leeward side,
and the second primary fins and the second primary pipes 22 are provided on the windward side. Moreover, the hairpin
pipes 23 are provided at the other end of the fin portion 10 (on the X1 side of the arrow X direction). The hairpin pipes
23 connect the other end of each of adjacent ones of the first primary pipes 21, and connect the other end of each of
adjacent ones of the second primary pipes 22. Note that the first primary pipes 21, the second primary pipes 22, and
the hairpin pipes 23 are flat pipes having flattened cross sections, for example.
[0017] Fig. 2 is a side view of the heat exchanger 1 according to Embodiment 1. As Fig. 2 illustrates, the header 30
includes a liquid-side header 31 and a gas-side header 32. When the heat exchanger 1 acts as a condenser, refrigerant
flows from the gas-side header 32 toward the liquid-side header 31. When the heat exchanger 1 acts as an evaporator,
the refrigerant flows from the liquid-side header 31 toward the gas-side header 32. The liquid-side header 31 is provided
at the one end of the fin portion 10 (on the X2 side of the arrow X direction in Fig. 1), and connects the one end of each
of the first primary pipes 21 and the other end of a liquid pipe 60 having one end and the other end. Refrigerant in a
substantially saturated liquid state flows through the liquid-side header 31.
[0018] Moreover, the liquid-side header 31 is divided at the center of the liquid-side header 31 in the direction of gravity
(arrow Z direction). The liquid-side header 31 includes an upper header 31a serving as the upper portion of the liquid-
side header 31 and a lower header 31b serving as the lower portion of the liquid-side header 31. Eight pipes of the first
primary pipes 21 are connected to the upper header 31a, and the other eight pipes of the first primary pipes 21 are
connected to the lower header 31b. That is, the refrigerant does not flow between the upper header 31a and the lower
header 31b.
[0019] The one end of the liquid pipe 60 is connected to the secondary heat exchange portion 13. The liquid pipe 60
includes an upper capillary pipe 61, a lower capillary pipe 62, a distributor 63, and a junction pipe 64. The upper capillary
pipe 61 extends from the upper header 31a, and the lower capillary pipe 62 extends from the lower header 31b. The
upper capillary pipe 61 and the lower capillary pipe 62 join at the distributor 63. The junction pipe 64 connects the
distributor 63 and the secondary heat exchange portion 13.
[0020] Moreover, the gas-side header 32 is connected to the one end of each of the second primary pipes 22, and is
provided at the one end of the fin portion 10 (on the X2 side of the arrow X direction in Fig. 1). That is, the gas-side
header 32 and the liquid-side header 31 are adjacent in the direction (arrow Y direction) parallel to the direction in which
air flows. Refrigerant in a substantially gas state flows through the gas-side header 32.
[0021] Fig. 3 is a cross-sectional view of the side of the heat exchanger 1 according to Embodiment 1. As Fig. 3
illustrates, in the primary heat exchange portion 12, the second primary pipe 22 extends from the gas-side header 32,
curves upward in the direction of gravity (in the Zi direction) at the hairpin pipe 23 at the other end of the fin portion 10,
is connected to a U bend pipe 24 provided in a direction (arrow Y direction) parallel to the direction in which air flows,
via a joint 44, is again connected to the hairpin pipe 23, and is connected to the first primary pipe 21 extending up to the
liquid-side header 31. That is, the U bend pipe 24 extends in a direction parallel to the direction in which the heat medium
flows, and connects the other end of the first primary pipe 21 to the other end of the second primary pipe 22 at the other
end of the fin portion 10. Note that the U bend pipe 24 corresponds to the primary-pipe connecting component of the
present invention. However, the primary-pipe connecting component is not limited to the U bend pipe 24 having a U
shape, but may be a curved rectangular pipe.
[0022] Moreover, the second primary pipe 22 adjacent to the second primary pipe 22 described above extends from
the gas-side header 32, curves downward in the direction of gravity (in the arrow Z2 direction) at the hairpin pipe 23 at
the other end of the fin portion 10, is connected to the U bend pipe 24 provided in the direction (arrow Y direction) parallel
to the direction in which air flows, is again connected to the hairpin pipe 23, and is connected to the first primary pipe
21 extending up to the liquid-side header 31. Thus, in the primary heat exchange portion 12, the second primary pipes
22 are adjacent to each other in the vicinity of the gas-side header 32, that is, at a portion in which the refrigerant is in
a superheated state. Moreover, the first primary pipes 21 are adjacent to each other in the vicinity of the liquid-side
header 31, that is, at a portion in which the refrigerant is in a saturated liquid state.
[0023] The secondary pipes 40, through which the refrigerant flows, penetrate the plate-shaped fins 11 at the secondary
heat exchange portion 13 in the arrangement direction (arrow X direction). The secondary pipes 40 include first secondary
pipes 41 inserted into the first secondary fins and second secondary pipes 42 inserted into the second secondary fins.
Note that, in the direction in which the fan sends air, the first secondary fins and the first secondary pipes 41 are provided
on the leeward side, and the second secondary fins and the second secondary pipes 42 are provided on the windward side.
[0024] As Fig. 2 illustrates, one end of the first secondary pipe 41 is connected to the one end of the liquid pipe 60,
and four first secondary pipes 41 are spaced apart from one another in the direction (arrow Z direction) parallel to the
direction of gravity. The upper two pipes of the four first secondary pipes 41 are connected to two ends of a branch pipe
such as a three-way pipe 43. One end of the junction pipe 64 of the liquid pipe 60 is connected to the other end of the
three-way pipe 43. Moreover, the lower two pipes of the four first secondary pipes 41 are connected to two ends of a
branch pipe such as the three-way pipe 43. Another end of the junction pipe 64 of the liquid pipe 60 is connected to the
other end of the three-way pipe 43.
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[0025] Note that, as described above, the junction pipe 64 connects the distributor 63 and the secondary heat exchange
portion 13 to one another, and is divided into two paths on the side where the secondary heat exchange portion 13 is
provided. The divided paths are each connected to one end of a different one of the three-way pipes 43. Note that the
one end of each of the first secondary pipes 41 is below the liquid-side header 31. Moreover, the first secondary pipes
41 are, for example, flat pipes having flattened cross sections. The three-way pipes 43 are circular pipes having circular
cross sections. Thus, the first secondary pipe 41 and the three-way pipe 43 are joined by the joint 44 whose one end is
flat and whose other end is circular.
[0026] One end of the second secondary pipe 42 serves as the inlet or outlet of the refrigerant, and four second
secondary pipes 42 are spaced apart from one another in the direction (arrow Z direction) parallel to the direction of
gravity. The upper two pipes of the four second secondary pipes 42 are connected to two ends of a branch pipe such
as the three-way pipe 43. One end of a liquid inlet-outlet pipe 70 serving as the inlet or outlet of the refrigerant is connected
to the other end of the three-way pipe 43. Moreover, the lower two pipes of the four second secondary pipes 42 are
connected to two ends of a branch pipe such as the three-way pipe 43. Another end of the liquid inlet-outlet pipe 70 is
connected to the other end of the three-way pipe 43.
[0027] Note that the liquid inlet-outlet pipe 70 is divided into two paths at the other ends of the three-way pipes 43 and
the two paths join later. Note that the one end of each of the second secondary pipes 42 is below the gas-side header
32. Moreover, the second secondary pipes 42 are, for example, flat pipes having flattened cross sections. The three-
way pipes 43 are circular pipes having circular cross sections. Thus, the second secondary pipe 42 and the three-way
pipe 43 are joined by the joint 44 whose one end is flat and whose other end is circular.
[0028] Note that, in the direction in which the fan sends air, the first secondary pipes 41 are provided on the leeward
side, and the second secondary pipes 42 are provided on the windward side. Moreover, the first secondary pipe 41 and
the second secondary pipe 42 adjacent to each other are not horizontal in the direction in which air flows (arrow Y
direction) and are at different positions in the direction of gravity (arrow Z direction).
[0029] Fig. 4 is another side view of the heat exchanger 1 according to Embodiment 1. As Fig. 4 illustrates, the
connecting component 50 extends in the direction (arrow Y direction) parallel to the direction in which air flows, and
connects the other end of the first secondary pipe 41 and the other end of the second secondary pipe 42 at the other
end of the fin portion 10. Fig. 7 is a top view of the secondary heat exchange portion 13 according to Embodiment 1. As
Fig. 7 illustrates, the connecting component 50 connects the first secondary pipe 41 and the second secondary pipe 42
in top view. Note that, as described above, the first secondary pipe 41 and the second secondary pipe 42 adjacent to
each other are not horizontal in the direction in which air flows (arrow Y direction) and are at different positions in the
direction of gravity (arrow Z direction). Thus, the connecting component 50 is inclined by an amount corresponding to
a difference in the positions of the first secondary pipe 41 and the second secondary pipe 42 in the direction of gravity
(arrow Z direction).
[0030] Fig. 8 is a side view of the secondary heat exchange portion 13 according to Embodiment 1. As Fig. 8 illustrates,
as described above, in the secondary heat exchange portion 13, a pipe connecting adjacent pipes such as the connecting
component 50 is not used in a longitudinal direction that is the direction of gravity (arrow Z direction). A pipe extending
from one column to another column such as the connecting component 50 is used only in a row direction that is a
direction (arrow Y direction) parallel to the direction in which air flows. Thus, the direction in which refrigerant flows is
the same in the first secondary pipes 41 adjacent to each other in the longitudinal direction and in the second secondary
pipes 42 adjacent to each other in the longitudinal direction.
[0031] The following describes operations of the heat exchanger 1 according to Embodiment 1.
[0032] The following describes a case in which the heat exchanger 1 acts as a condenser. Refrigerant flows into the
gas-side header 32, and flows through the 16 second primary pipes 22. Heat is exchanged between air and the refrigerant
flowing through the second primary pipes 22 at the fin portion 10, and the refrigerant is condensed. The refrigerant turns
around at the hairpin pipes 23 at the other end of the fin portion 10 (on the X1 side of the arrow X direction in Fig. 1),
and heat is again exchanged between the refrigerant and air at the fin portion 10. The refrigerant is further condensed
and enters a saturated liquid state. The saturated liquefied refrigerant flows into the U bend pipes 24, and flows from
the second primary pipes 22 to the first primary pipes 21. A portion of the saturated liquefied refrigerant flows into the
upper eight pipes of the first primary pipes 21 in the direction of gravity (arrow Z direction), and then flows into the upper
header 31a of the liquid-side header 31. The other portion of the saturated liquefied refrigerant flows into the lower eight
pipes of the first primary pipes 21 in the direction of gravity (arrow Z direction), and then flows into the lower header 31b
of the liquid-side header 31.
[0033] The refrigerant flowing through the upper header 31a flows into the upper capillary pipe 61. The refrigerant
flowing through the lower header 31b flows into the lower capillary pipe 62. The divided refrigerant joins at the distributor
63, flows through the junction pipe 64, is again divided into two, flows through the three-way pipes 43, and then flows
into the four first secondary pipes 41. Heat is exchanged between air and the refrigerant flowing through the first secondary
pipes 41 at the fin portion 10. Thus, the refrigerant is further condensed and enters a subcooled state. The refrigerant
flows into the connecting components 50 at the other end of the fin portion 10 (on the X1 side of the arrow X direction
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in Fig. 1), and flows from the first secondary pipes 41 to the second secondary pipes 42. Note that, in Embodiment 1,
when the heat exchanger 1 acts as the condenser, the refrigerant flowing through the connecting components 50 flows
in a direction opposite to the direction in which air flows. The refrigerant then flows into the second secondary pipes 42.
Heat is exchanged between air and the refrigerant at the fin portion 10, further condensing the refrigerant. The refrigerant
flows into the three-way pipes 43, and the subcooled refrigerant is discharged from the liquid inlet-outlet pipe 70.
[0034] The following describes a case in which the heat exchanger 1 acts as an evaporator. Two-phase state refrigerant
flows into the three-way pipes 43 from the liquid inlet-outlet pipe 70, and flows through the second secondary pipes 42.
Then, heat is exchanged between the refrigerant and air at the fin portion 10. The refrigerant is evaporated and flows
into the connecting components 50 at the other end of the fin portion 10 (on the X1 side of the arrow X direction in Fig.
1). The refrigerant flows from the second secondary pipes 42 to the first secondary pipes 41. Heat is exchanged between
air and the refrigerant flowing through the first secondary pipes 41 at the fin portion 10. The refrigerant enters a saturated
liquid state, flows into the three-way pipes 43, and then flows into the junction pipe 64. The saturated liquid state refrigerant
is divided into two at the distributor 63. A portion of the refrigerant flows into the upper capillary pipe 61, and then flows
into the upper header 31a of the liquid-side header 31. The other portion of the refrigerant flows into the lower capillary
pipe 62, and then flows into the lower header 31b of the liquid-side header 31.
[0035] The refrigerant flowing into the upper header 31a flows into eight pipes of the first primary pipes 21 on the
upper side in the direction of gravity (arrow Z direction). The other refrigerant flowing into the lower header 31b flows
into eight pipes of the first primary pipes 21 on the lower side in the direction of gravity (arrow Z direction). Heat is further
exchanged between the refrigerant and air at the fin portion 10, and the refrigerant is evaporated. The refrigerant turns
around at the hairpin pipes 23 at the other end of the fin portion 10 (on the X1 side of the arrow X direction in Fig. 1),
and heat is again exchanged between the refrigerant and air at the fin portion 10. The refrigerant is further evaporated
and enters a gas state. The gasified refrigerant flows into the U bend pipes 24, and flows from the first primary pipes 21
to the second primary pipes 22. The gas state refrigerant flows into the gas-side header 32, and is then discharged from
the heat exchanger 1 to the outside.
[0036] The following describes effects of the heat exchanger 1 according to Embodiment 1. As described above, the
connecting components 50 of the heat exchanger 1 extend in the direction parallel to the direction in which a heat medium
such as air flows. Thus, when the heat exchanger 1 acts as a condenser, a direction in which refrigerant flows through
the connecting components 50 is opposite to the direction in which air flows. Consequently, the heat exchange perform-
ance of the heat exchanger 1 improves.
[0037] Fig. 9 is a cross-sectional view of the side of the secondary heat exchange portion 13 according to Embodiment
1. As Fig. 9 illustrates, in Embodiment 1, when the secondary heat exchange portion 13 of the heat exchanger 1 acts
as a condenser, the refrigerant flows through the connecting components 50 in a direction opposite to the direction in
which air flows. Consequently, the subcooling performance of the secondary heat exchange portion 13 improves. Note
that the connecting components 50 may be U bend pipes that are U-shaped or curved rectangular pipes. Thus, when
the heat exchanger 1 acts as the condenser, at the outlet of the secondary heat exchange portion 13 or the outlet of the
heat exchanger 1, a direction in which the refrigerant flows is opposite to the direction in which air flows.
[0038] When the primary heat exchange portion 12 of the heat exchanger 1 acts as an evaporator, refrigerant flows
through the U bend pipes 24 (primary-pipe connecting components) in a direction opposite to the direction in which air
flows. Thus, when the heat exchanger 1 acts as the evaporator, at the outlet of the primary heat exchange portion 12
or the outlet of the heat exchanger 1, a direction in which the refrigerant flows is opposite to the direction in which air
flows. A temperature difference between superheated gas and air can be sufficiently obtained at the outlet of the primary
heat exchange portion 12. Consequently, the heat exchange performance of the heat exchanger 1 improves.
[0039] In Embodiment 1, when the heat exchanger 1 acts as either the condenser or evaporator, at the outlet of the
heat exchanger 1, refrigerant flows in the direction opposite to the direction in which air flows. Thus, when the heat
exchanger 1 acts as either the condenser or evaporator, the heat exchange performance of the heat exchanger 1
improves.
[0040] Note that heat exchange performance is more effectively demonstrated in a case where the subcooling per-
formance is improved by the heat exchanger 1 acting as the condenser than in a case where the heat exchange
performance is improved by the heat exchanger 1 acting as the evaporator. In a conventional heat exchanger, a direction
in which refrigerant flows through the primary-pipe connecting components of a primary heat exchange portion is the
same as a direction in which refrigerant flows through the secondary-pipe connecting components of a secondary heat
exchange portion. By the heat exchanger acting as a condenser, the direction in which the refrigerant flows through the
secondary-pipe connecting components of the secondary heat exchange portion is opposite to a direction in which air
flows. This configuration can improve heat exchange performance (subcooling performance). However, when the heat
exchanger acts as an evaporator, the direction in which the refrigerant flows through the primary-pipe connecting com-
ponents of the primary heat exchange portion is parallel to the direction in which air flows. Thus, a temperature difference
between superheated gas and air at the outlet of the primary heat exchange portion cannot be sufficiently obtained.
Consequently, the heat exchange performance of the heat exchanger cannot be improved.
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[0041] At the secondary heat exchange portion 13, a pipe connecting adjacent pipes such as the connecting component
50 is not used in a longitudinal direction that is the direction of gravity (arrow Z direction). A pipe extending from one
column to another column such as the connecting component 50 is used only in a row direction (arrow Y direction)
parallel to the direction in which air flows. Thus, when the secondary heat exchange portion 13 of the heat exchanger
1 acts as the condenser, a direction in which refrigerant flows is the same in the first secondary pipes 41 adjacent to
each other in the longitudinal direction and in the second secondary pipes 42 adjacent to each other in the longitudinal
direction. Thus, the temperature of the refrigerant is substantially the same in the first secondary pipes 41 adjacent to
each other in the longitudinal direction and in the second secondary pipes 42 adjacent to each other in the longitudinal
direction. This configuration reduces heat loss caused in the plate-shaped fins 11 between the first secondary pipes 41
and in the plate-shaped fins 11 between the second secondary pipes 42. Consequently, the heat exchange performance
of the heat exchanger 1 improves.
[0042] Moreover, in the primary heat exchange portion 12 of the heat exchanger 1, the second primary pipes 22 are
adjacent at a portion in which the refrigerant is in a superheated state, and the first primary pipes 21 are adjacent at a
portion in which the refrigerant is in a saturated liquid state. This configuration can reduce heat loss between a superheated
region and a saturation region. Consequently, the heat exchange performance of the heat exchanger 1 improves.
[0043] Moreover, unlike the primary heat exchange portion 12, the secondary heat exchange portion 13 of the heat
exchanger 1 does not include the header 30. Thus, when the heat exchanger 1 acts as a condenser, no heat is lost
during transition from the saturation region to a subcooled region. Furthermore, in the secondary heat exchange portion
13, the first secondary pipes 41 and the second secondary pipes 42 are connected to the three-way pipes 43, which
are branch pipes. Thus, the number of branches increases to decrease pressure loss in the pipes.
[0044] The following describes an air-conditioning apparatus 2 according to Embodiment 1. Fig. 5 is a circuit diagram
of the air-conditioning apparatus 2 according to Embodiment 1. The air-conditioning apparatus 2 includes a refrigerant
circuit 3 in which a compressor 80, a first heat exchanger 81, an expansion unit 82, and a second heat exchanger 83
are connected by pipes. The compressor 80 compresses refrigerant. The first heat exchanger 81 exchanges heat
between the refrigerant and air, and acts as a condenser. A first fan 84 and a first motor 84a provided in the refrigerant
circuit 3 are to send air toward the first heat exchanger 81.
[0045] The expansion unit 82 expands the refrigerant. The second heat exchanger 83 exchanges heat between the
refrigerant and air, and acts as an evaporator. A second fan 85 and a second motor 85a provided in the refrigerant circuit
3 are to send air toward the second heat exchanger 83. Note that, although not illustrated in Fig. 5, a four-way valve is
included in the refrigerant circuit 3 to change a direction in which the refrigerant flows through the refrigerant circuit 3.
Thus, the first heat exchanger 81 can act as the evaporator and the second heat exchanger 83 can act as the condenser.
[0046] The heat exchanger 1 according to Embodiment 1 is used as at least one of the first heat exchanger 81 and
the second heat exchanger 83 of the air-conditioning apparatus 2 according to Embodiment 1. Moreover, as the refrigerant
flowing through the refrigerant circuit 3 of the air-conditioning apparatus 2, for example, an R410A refrigerant, an R32
refrigerant, an HFO1234yf refrigerant, or an HFO1123 refrigerant is used.
[0047] The following describes operations of the air-conditioning apparatus 2 according to Embodiment 1. The com-
pressor 80 suctions and compresses refrigerant, and discharges the refrigerant in a high-temperature and high-pressure
gas state. The discharged refrigerant flows into the first heat exchanger 81. The first heat exchanger 81 exchanges heat
between the refrigerant and air supplied from the first fan 84, thereby condensing the refrigerant. The condensed refrig-
erant flows into the expansion unit 82, and the expansion unit 82 decompresses the condensed refrigerant. The decom-
pressed refrigerant flows into the second heat exchanger 83. The second heat exchanger 83 exchanges heat between
the refrigerant and air supplied from the second fan 85, thereby evaporating the refrigerant. The evaporated refrigerant
is suctioned by the compressor 80.
[0048] The following describes effects of the air-conditioning apparatus 2 according to Embodiment 1. The heat ex-
changer 1 according to Embodiment 1 is used as at least one of the first heat exchanger 81 and the second heat
exchanger 83 of the air-conditioning apparatus 2. Thus, the heat exchange performance of the first heat exchanger 81
or the second heat exchanger 83 in which the heat exchanger 1 according to Embodiment 1 is used improves. The
following describes cooling energy efficiency in cooling operation and heating energy efficiency in heating operation.
The cooling energy efficiency is calculated by the following expression (1).

[0049] Moreover, the heating energy efficiency is calculated by the following expression (2).
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[0050] The heat exchanger 1 according to Embodiment 1 is used as at least one of the first heat exchanger 81 and
the second heat exchanger 83 of the air-conditioning apparatus 2. Thus, the cooling energy efficiency and the heating
energy efficiency of the air-conditioning apparatus 2 are high according to the above expressions (1) and (2). Conse-
quently, in Embodiment 1, the air-conditioning apparatus 2 having high energy efficiency can be achieved.
[0051] Moreover, when a refrigerant including the HFO1123 refrigerant, which has a low critical temperature, is used
as the refrigerant flowing through the refrigerant circuit 3 of the air-conditioning apparatus 2, an enthalpy difference
needs to be ensured on a high-pressure side. The subcooling performance or total heat exchange performance of the
heat exchanger 1 according to Embodiment 1 improves, thereby increasing a difference between a superheated region
and a subcooled region. This configuration can sufficiently ensure the enthalpy difference on the high-pressure side.
Thus, even when the refrigerant including the HFO1123 refrigerant is used, the air-conditioning apparatus 2 can suffi-
ciently demonstrate its performance.
[0052] Note that, in Embodiment 1, air and refrigerant are used as examples of a heat medium. However, a gas, a
liquid, and a gas-liquid mixed fluid other than these examples may be used. Moreover, the heat exchanger 1 according
to Embodiment 1 may be used in an indoor unit or an outdoor unit of the air-conditioning apparatus 2. Furthermore, as
a refrigerating machine oil flowing through the air-conditioning apparatus 2, for example, a mineral oil, an alkylbenzene
oil, an ester oil, an ether oil, or a fluorine oil can be used irrespective of whether or not such a refrigerating machine oil
is dissolved in the refrigerant.

Embodiment 2

[0053] The following describes a heat exchanger 100 according to Embodiment 2. Fig. 6 is a side view of the heat
exchanger 100 according to Embodiment 2. Embodiment 2 is different from Embodiment 1 in that a liquid pipe 160
includes a first liquid pipe 161 and a second liquid pipe 162. In Embodiment 2, identical reference signs are used to
designate common components in Embodiments 1 and 2, and explanations for these components are omitted. Differ-
ences from Embodiment 1 are mainly described below.
[0054] As Fig. 6 illustrates, one end of the liquid pipe 160, which includes the first liquid pipe 161 and the second liquid
pipe 162, is connected to a secondary heat exchange portion 13. The first liquid pipe 161 connects one end of a first
secondary pipe 41 on the lower side of the secondary heat exchange portion 13 and the upper portion of a liquid-side
header 31, that is, an upper header 31a. Moreover, the second liquid pipe 162 connects one end of the first secondary
pipe 41 on the upper side of the secondary heat exchange portion 13 and the lower portion of the liquid-side header 31,
that is, a lower header 31b.
[0055] Liquid state refrigerant concentrates at the first secondary pipe 41 on the lower side of the secondary heat
exchange portion 13 by gravity. Thus, the first secondary pipe 41 on the lower side of the secondary heat exchange
portion 13 and the upper header 31a that is far from the first secondary pipe 41 are connected. Moreover, the first
secondary pipe 41 on the upper side of the secondary heat exchange portion 13 and the lower header 31b that is close
to the first secondary pipe 41 are connected. This configuration reduces the concentration of the refrigerant and balances
distribution of the refrigerant. This configuration enables efficient heat exchange by the heat exchanger 100 according
to Embodiment 2. Note that the heat exchanger 100 according to Embodiment 2 can be also used in the air-conditioning
apparatus 2 according to Embodiment 1.
[0056] Note that the present invention is applicable to a power saving heat pump apparatus that can be easily man-
ufactured and has excellent heat exchange performance.

Reference Signs List

[0057] 1 heat exchanger 2 air-conditioning apparatus 3 refrigerant circuit 10 fin portion 11 plate-shaped fin 12 primary
heat exchange portion 13 secondary heat exchange portion 20 primary pipe 21 first primary pipe 22 second primary
pipe 23 hairpin pipe 24 U bend pipe (primary-pipe connecting component) 30 header 31 liquid-side header 31a upper
header 31b lower header 32 gas-side header 40 secondary pipe 41 first secondary pipe 42 second secondary pipe 43
three-way pipe 44 joint 50 connecting component (secondary-pipe connecting component) 60 liquid pipe 61 upper
capillary pipe 62 lower capillary pipe 63 distributor 64 junction pipe70 liquid inlet-outlet pipe 80 compressor 81 first heat
exchanger 82 expansion unit 83 second heat exchanger 84 first fan 84a first motor 85 second fan 85a second motor
100 heat exchanger 160 liquid pipe 161 first liquid pipe 162 second liquid pipe
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Claims

1. A heat exchange system comprising a heat exchanger (1) and a fan (84, 85), the fan (84, 85) being configured to
send air,
the heat exchanger (1) comprising a primary heat exchange portion (12), a secondary heat exchange portion (13),
and a liquid pipe (60),
the primary heat exchange portion (12) including
first primary fins provided parallel to a direction in which the fan sends air,
first primary pipes (21) that are inserted into the first primary fins and through which refrigerant flows,
second primary fins positioned windward of the first primary fins and provided parallel to the direction in which the
fan (84, 85) sends air,
second primary pipes (22) that are inserted into the second primary fins and through which the refrigerant flows, and
a primary-pipe connecting component (24) extending in a direction parallel to the direction in which the fan sends
air, and connecting one of the first primary pipes (21) and one of the second primary pipes (22),
the secondary heat exchange portion (13) including
first secondary fins provided parallel to the direction in which the fan sends air, first secondary pipes (41) that are
inserted into the first secondary fins and through which the refrigerant flows,
second secondary fins positioned windward of the first secondary fins and provided in parallel to the direction in
which the fan sends air,
second secondary pipes (42) that are inserted into the second secondary fins and through which the refrigerant
flows, and
a secondary-pipe connecting component (50) extending in the direction parallel to the direction in which the fan
sends air, and connecting one of the first secondary pipes (41) and one of the second secondary pipes (42),
the liquid pipe (60) connecting the primary heat exchange portion (12) and the secondary heat exchange portion (13),
when the heat exchanger (1) acts as an evaporator, the refrigerant flowing through the secondary heat exchange
portion (13) from the second secondary pipes (42) toward the first secondary pipes (41), flowing into the primary
heat exchange portion (12) via the first secondary pipes (41) and the liquid pipe (60), and flowing through the primary
heat exchange portion (12) from the first primary pipes (21) toward the second primary pipes (22),
when the heat exchanger (1) acts as a condenser, the refrigerant flowing through the primary heat exchange portion
(12) from the second primary pipes (22) toward the first primary pipes (21), flowing into the secondary heat exchange
portion (13) from the first primary pipes (21) via the liquid pipe (60), and flowing through the secondary heat exchange
portion (13) from the first secondary pipes (41) toward the second secondary pipes (42).

2. The heat exchange system of claim 1, wherein, when the secondary heat exchange portion (13) acts as a condenser,
the refrigerant flowing through the secondary-pipe connecting component (50) flows in a direction opposite to the
direction in which the fan sends air.

3. The heat exchange system of claim 1 or claim 2, wherein, when the primary heat exchange portion (12) acts as an
evaporator, the refrigerant flowing through the primary-pipe connecting component (24) flows in a direction opposite
to the direction in which the fan sends air.

4. The heat exchange system of any one of claims 1 to 3, wherein
the secondary heat exchange portion (13) is below the primary heat exchange portion (12) in a direction of gravity, and
the liquid pipe (60) includes
a first liquid pipe (161) connecting an upper portion of a liquid-side header (31) connected to one end of one of the
first primary pipes (21) and one end of one of the first secondary pipes (41) positioned on a lower side of the
secondary heat exchange portion (13) in the direction of gravity, and
a second liquid pipe (162) connecting a lower portion of the liquid-side header (31) and one end of one of the first
secondary pipes (41) positioned on an upper side of the secondary heat exchange portion (13) in the direction of
gravity.

5. The heat exchange system of any one of claims 1 to 4, wherein the first primary pipes (21) and the second primary
pipes (22) are spaced apart from one another in a direction parallel to a direction of gravity.

6. The heat exchange system of any one of claims 1 to 5, wherein
the first secondary pipes (41) are spaced apart from one another in a direction parallel to a direction of gravity, and
the heat exchanger (1) further comprises a branch pipe (43) connecting one end of the liquid pipe (60) and the first
secondary pipes (41).
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7. The heat exchange system of any one of claims 1 to 6, wherein the refrigerant includes an HFO1123 refrigerant.

8. An air-conditioning apparatus (2) comprising:

a compressor (80) for compressing the refrigerant; and
the heat exchange system of any one of claims 1 to 7.

Patentansprüche

1. Wärmeaustauschsystem, das einen Wärmetauscher (1) und ein Gebläse (84, 85) umfasst,
wobei das Gebläse (84, 85) konfiguriert ist, um Luft abzugeben,
wobei der Wärmetauscher (1) einen primären Wärmeaustauschabschnitt (12), einen sekundären Wärmeaustau-
schabschnitt (13) und ein Flüssigkeitsrohr (60) umfasst,
wobei der primäre Wärmeaustauschabschnitt (12) Folgendes umfasst:

erste primäre Lamellen, die parallel zu einer Richtung bereitgestellt sind, in die das Gebläse Luft abgibt,
erste primäre Rohre (21), die in die ersten primären Lamellen eingeführt sind und durch die Kühlmittel strömt,
zweite primäre Lamellen, die windseitig von den ersten primären Lamellen positioniert sind und parallel zur
Richtung bereitgestellt sind, in die das Gebläse (84, 85) Luft abgibt,
zweite primäre Rohre (22), die in die zweiten primären Lamellen eingeführt sind und durch die das Kühlmittel
strömt, und
eine Verbindungskomponente für primäre Rohre (24), die sich in einer Richtung parallel zu der Richtung er-
streckt, in die das Gebläse Luft abgibt, und die eines der ersten primären Rohre (21) und eines der zweiten
primären Rohre (22) verbindet,
wobei der zweite Wärmeaustauschabschnitt (13) Folgendes umfasst:

erste sekundäre Lamellen, die parallel zu der Richtung bereitgestellt sind, in die das Gebläse Luft abgibt,
erste sekundäre Rohre (41), die in die ersten sekundären Lamellen eingeführt sind und durch die das
Kühlmittel strömt,
zweite sekundäre Lamellen, die windseitig von den ersten sekundären Lamellen positioniert sind und parallel
zu der Richtung bereitgestellt sind, in die das Gebläse Luft abgibt,
zweite sekundäre Rohre (42), die in die zweiten sekundären Lamellen eingeführt sind und durch die das
Kühlmittel strömt, und
eine Verbindungskomponente für sekundäre Rohre (50), die sich in einer Richtung parallel zu der Richtung
erstreckt, in die das Gebläse Luft abgibt, und die eines der ersten sekundären Rohre (41) und eines der
zweiten sekundären Rohre (42) verbindet,
wobei das Flüssigkeitsrohr (60) den primären Wärmeaustauschabschnitt (12) und den sekundären Wär-
meaustauschabschnitt (13) verbindet,
wobei, wenn der Wärmetauscher (1) als Verdampfer arbeitet, das Kühlmittel durch den sekundären Wär-
meaustauschabschnitt (13) von den zweiten sekundären Rohren (42) zu den ersten sekundären Rohren
(41) strömt, in den primären Wärmeaustauschabschnitt (12) über die ersten sekundären Rohre (41) und
das Flüssigkeitsrohr (60) strömt und durch den primären Wärmeaustauschabschnitt (12) von den ersten
primären Rohren (21) zu den zweiten primären Rohren (22) strömt,
wobei, wenn der Wärmetauscher (1) als Kondensator arbeitet, das Kühlmittel durch den primären Wärme-
austauschabschnitt (12) von den zweiten primären Rohren (22) zu den ersten primären Rohren (21) strömt,
in den sekundären Wärmeaustauschabschnitt (13) von den ersten primären Rohren (21) über das Flüs-
sigkeitsrohr (60) strömt und durch den sekundären Wärmeaustauschabschnitt (13) von den ersten sekun-
dären Rohren (41) zu den zweiten sekundären Rohren (42) strömt.

2. Wärmeaustauschsystem nach Anspruch 1, wobei, wenn der sekundäre Wärmeaustauschabschnitt (13) als Kon-
densator arbeitet, das Kühlmittel durch die Verbindungskomponente für sekundäre Rohre (50) in eine zu der Rich-
tung, in die das Gebläse Luft abgibt, entgegengesetzte Richtung strömt.

3. Wärmeaustauschsystem nach Anspruch 1 oder Anspruch 2, wobei, wenn der primäre Wärmeaustauschabschnitt
(12) als Verdampfer arbeitet, das Kühlmittel, das durch die Verbindungskomponente für primäre Rohre (24) strömt,
in eine zu der Richtung, in die das Gebläse Luft abgibt, entgegengesetzte Richtung strömt.
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4. Wärmeaustauschsystem nach einem der Ansprüche 1 bis 3, wobei
der sekundäre Wärmeaustauschabschnitt (13) in Schwerkraftrichtung unter dem primären Wärmeaustauschab-
schnitt (12) liegt und
das Flüssigkeitsrohr (60) Folgendes umfasst:

ein erstes Flüssigkeitsrohr (161), das einen oberen Abschnitt eines Flüssigkeitsseitenkopfs (31), der mit einem
Ende eines der ersten primären Rohre (21) verbunden ist, und ein Ende eines der ersten sekundären Rohre
(41) verbindet, das in Schwerkraftrichtung auf einer Unterseite des sekundären Wärmeaustauschabschnitts
(13) positioniert ist, und
ein zweites Flüssigkeitsrohr (162), das einen unteren Abschnitt des Flüssigkeitsseitenkopfs (31) und ein Ende
eines der ersten sekundären Rohrs (41) verbindet, das in Schwerkraftrichtung auf einer Oberseite des sekun-
dären Wärmeaustauschabschnitts (13) positioniert ist.

5. Wärmeaustauschsystem nach einem der Ansprüche 1 bis 4, wobei die ersten primären Rohre (21) und die zweiten
primären Rohre (22) in eine Richtung parallel zur Schwerkraftrichtung voneinander beabstandet sind.

6. Wärmeaustauschsystem nach einem der Ansprüche 1 bis 5, wobei
die ersten sekundären Rohre (41) in eine Richtung parallel zur Schwerkraftrichtung voneinander beabstandet sind
und
der Wärmetauscher (1) weiters ein Verzweigungsrohr (43) umfasst, das ein Ende des Flüssigkeitsrohrs (60) und
die ersten sekundären Rohre (41) verbindet.

7. Wärmeaustauschsystem nach einem der Ansprüche 1 bis 6, wobei das Kühlmittel ein HFO1123-Kühlmittel umfasst.

8. Klimaanlage (2), die Folgendes umfasst:

einen Kompressor (80) zum Komprimieren des Kühlmittels, und
ein Wärmeaustauschsystem nach einem der Ansprüche 1 bis 7.

Revendications

1. Système d’échange de chaleur comprenant un échangeur de chaleur (1) et un ventilateur (84, 85),
le ventilateur (84, 85) étant configuré pour envoyer de l’air,
l’échangeur de chaleur (1) comprenant une partie d’échange de chaleur primaire (12), une partie d’échange de
chaleur secondaire (13) et un conduit de liquide (60),
la partie d’échange de chaleur primaire (12) comprenant des premières ailettes primaires prévues parallèlement à
une direction dans laquelle le ventilateur envoie de l’air,
des premiers conduits primaires (21) qui sont insérés dans les premières ailettes primaires et à travers lesquels
s’écoule du frigorigène,
des secondes ailettes primaires positionnées au vent des premières ailettes primaires et prévues parallèlement à
la direction dans laquelle le ventilateur (84, 85) envoie de l’air,
des seconds conduits primaires (22) qui sont insérés dans les secondes ailettes primaires et à travers lesquels
s’écoule le frigorigène, et
un élément de raccordement de conduits primaires (24) s’étendant dans une direction parallèle à la direction dans
laquelle le ventilateur envoie de l’air, et raccordant l’un des premiers conduits primaires (21) et l’un des seconds
conduits primaires (22),
la partie d’échange de chaleur secondaire (13) comprenant
des premières ailettes secondaires prévues parallèlement à la direction dans laquelle le ventilateur envoie de l’air,
des premiers conduits secondaires (41) qui sont insérés dans les premières ailettes secondaires et à travers lesquels
s’écoule le frigorigène,
des secondes ailettes secondaires positionnées au vent des premières ailettes secondaires et prévues parallèlement
à la direction dans laquelle le ventilateur envoie de l’air,
des seconds conduits secondaires (42) qui sont insérés dans les secondes ailettes secondaires et à travers lesquels
le frigorigène s’écoule, et
un composant de raccordement de conduits secondaires (50) s’étendant dans la direction parallèle à la direction
dans laquelle le ventilateur envoie de l’air, et raccordant l’un des premiers conduits secondaires (41) et l’un des
seconds conduits secondaires (42),
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le conduit de liquide (60) reliant la partie d’échange de chaleur primaire (12) et la partie d’échange de chaleur
secondaire (13),
lorsque l’échangeur de chaleur (1) agit comme un évaporateur, le frigorigène s’écoulant à travers la partie d’échange
de chaleur secondaire (13) depuis les seconds conduits secondaires (42) vers les premiers conduits secondaires
(41), s’écoulant dans la partie d’échange de chaleur primaire (12) via les premiers conduits secondaires (41) et le
conduit de liquide (60), et s’écoulant à travers la partie d’échange de chaleur primaire (12) depuis les premiers
conduits primaires (21) vers les seconds conduits primaires (22),
lorsque l’échangeur de chaleur (1) agit comme un condenseur, le frigorigène s’écoulant à travers la partie d’échange
de chaleur primaire (12) depuis les seconds conduits primaires (22) vers les premiers conduits primaires (21),
s’écoulant dans la partie d’échange de chaleur secondaire (13) depuis les premiers conduits primaires (21) via le
conduit de liquide (60), et s’écoulant à travers la partie d’échange de chaleur secondaire (13) depuis les premiers
conduits secondaires (41) vers les seconds conduits secondaires (42).

2. Système d’échange de chaleur selon la revendication 1, dans lequel, lorsque la partie d’échange de chaleur se-
condaire (13) agit comme un condenseur, le frigorigène s’écoulant à travers le composant de raccordement de
conduits secondaires (50) s’écoule dans une direction opposée à la direction dans laquelle le ventilateur envoie de
l’air.

3. Système d’échange de chaleur selon la revendication 1 ou la revendication 2, dans lequel, lorsque la partie d’échange
de chaleur primaire (12) agit comme un évaporateur, le frigorigène s’écoulant à travers le composant de raccordement
de conduits primaires (24) s’écoule dans une direction opposée à la direction dans laquelle le ventilateur envoie de
l’air.

4. Système d’échange de chaleur selon l’une quelconque des revendications 1 à 3, dans lequel
la partie d’échange de chaleur secondaire (13) est en dessous de la partie d’échange de chaleur primaire (12) dans
une direction de gravité, et
le conduit de liquide (60) comprend
un premier conduit de liquide (161) reliant une partie supérieure d’un collecteur côté liquide (31) connecté à une
extrémité de l’un des premiers conduits primaires (21) et à une extrémité de l’un des premiers conduits secondaires
(41) positionné sur un côté inférieur de la partie d’échange de chaleur secondaire (13) dans le sens de la gravité, et
un second conduit de liquide (162) reliant une partie inférieure du collecteur côté liquide (31) et une extrémité de
l’un des premiers conduits secondaires (41) positionné sur un côté supérieur de la partie d’échange de chaleur
secondaire (13) dans la direction de gravité.

5. Système d’échange de chaleur selon l’une quelconque des revendications 1 à 4, dans lequel les premiers conduits
primaires (21) et les seconds conduits primaires (22) sont espacés les uns des autres dans une direction parallèle
à une direction de gravité.

6. Système d’échange de chaleur selon l’une quelconque des revendications 1 à 5, dans lequel
les premiers conduits secondaires (41) sont espacés les uns des autres dans une direction parallèle à une direction
de gravité, et
l’échangeur de chaleur (1) comprend en outre un conduit de ramification (43) reliant une extrémité du conduit de
liquide (60) et les premiers conduits secondaires (41).

7. Système d’échange de chaleur selon l’une quelconque des revendications 1 à 6, dans lequel le frigorigène comprend
un frigorigène HFO1123.

8. Appareil de climatisation (2) comprenant :

un compresseur (80) pour comprimer le frigorigène ; et
le système d’échange de chaleur selon l’une quelconque des revendications 1 à 7.
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