
Note: Within nine months of the publication of the mention of the grant of the European patent in the European Patent
Bulletin, any person may give notice to the European Patent Office of opposition to that patent, in accordance with the
Implementing Regulations. Notice of opposition shall not be deemed to have been filed until the opposition fee has been
paid. (Art. 99(1) European Patent Convention).

Printed by Jouve, 75001 PARIS (FR)

(19)
E

P
2 

58
6 

71
4

B
1

TEPZZ 5867_4B_T
(11) EP 2 586 714 B1

(12) EUROPEAN PATENT SPECIFICATION

(45) Date of publication and mention 
of the grant of the patent: 
21.05.2014 Bulletin 2014/21

(21) Application number: 11187350.1

(22) Date of filing: 31.10.2011

(51) Int Cl.:
B65B 35/58 (2006.01) B65B 43/52 (2006.01)

B65G 47/244 (2006.01)

(54) Conveyor for an article handling unit, in particular for a folding unit for producing packages of 
pourable food products

Förderband für eine Artikelbehandlungseinheit, insbesondere für eine Falteinheit zur Herstellung von 
Verpackungen für gießbare Lebensmittelprodukte

Transporteur pour unité de manipulation d’ un article, en particulier pour une unité de pliage pour la 
fabrication de paquets de produits alimentaires versables

(84) Designated Contracting States: 
AL AT BE BG CH CY CZ DE DK EE ES FI FR GB 
GR HR HU IE IS IT LI LT LU LV MC MK MT NL NO 
PL PT RO RS SE SI SK SM TR

(43) Date of publication of application: 
01.05.2013 Bulletin 2013/18

(73) Proprietor: Tetra Laval Holdings & Finance S.A.
1009 Pully (CH)

(72) Inventors:  
• Pedretti, Richard

41043 Casinalbo di Formigine (IT)
• Michelini, Massimiliano

41121 Modena (IT)
• Pradelli, Massimo

42100 Reggio Emilia (IT)

• Catellani, Andrea
41124 Modena (IT)

• Santi, Franco
41122 Modena (IT)

• Rimondi, Fabrizio
40024 Castel San Pietro Terme (IT)

• Galata’, Alessandro
04100 Latina (IT)

(74) Representative: Leonelli, Pietro
Tetra Pak Packaging Solutions S.p.A. 
Legal Affairs Dept. 
Via Antonio Delfini 1
41123 Modena (IT) (IT)

(56) References cited:  
EP-B1- 1 697 214 WO-A1-2004/110905
US-A- 5 027 585 US-A- 6 109 420
US-B1- 6 435 332  



EP 2 586 714 B1

2

5

10

15

20

25

30

35

40

45

50

55

Description

[0001] The present invention relates to a conveyor for
an article handling unit, in particular for a folding unit for
producing folded packages of pourable food products
from relative sealed packs, to which the following de-
scription will explicitly refer without because of this loos-
ing in generality.
[0002] As is known, many food products, such as fruit
juice, pasteurized or UHT (ultra-high-temperature treat-
ed) milk, wine, tomato sauce, etc., are sold in packages
made of sterilized packaging material.
[0003] A typical example of this type of package is the
parallelepiped-shaped package for liquid or pourable
food products known as Tetra Brik Aseptic (registered
trademark), which is made by folding and sealing lami-
nated strip packaging material.
[0004] The packaging material has a multilayer struc-
ture substantially comprising a base layer for stiffness
and strength, which may comprise a layer of fibrous ma-
terial, e.g. paper, or of mineral-filled polypropylene ma-
terial; and a number of layers of heat-seal plastic material,
e.g. polyethylene film, covering both sides of the base
layer.
[0005] In the case of aseptic packages for long-storage
products, such as UHT milk, the packaging material may
also comprise a layer of gas- and light-barrier material,
e.g. an aluminium foil or an ethyl vinyl alcohol (EVOH)
foil, which is superimposed on a layer of heat-seal plastic
material, and is in turn covered with another layer of heat-
seal plastic material forming the inner face of the package
eventually contacting the food product.
[0006] As is known, packages of this sort are produced
on fully automatic packaging machines, on which a con-
tinuous tube is formed from the web-fed packaging ma-
terial. The web of packaging material is sterilized on the
packaging machine, e.g. by applying a chemical steriliz-
ing agent, such as a hydrogen peroxide solution, which,
once sterilization is completed, is removed from the sur-
faces of the packaging material, e.g. evaporated by heat-
ing. The web of packaging material so sterilized is main-
tained in a closed, sterile environment, and is folded and
sealed longitudinally to form a vertical tube.
[0007] The tube is filled continuously downwards with
the sterilized or sterile-processed food product, and is
sealed and then cut along equally spaced cross sections
to form pillow packs, which may be fed to a folding unit
to form the finished packages.
[0008] More specifically, the pillow packs substantially
comprise a main portion, and opposite top and bottom
end portions tapering from the main portions towards re-
spective top and bottom sealing bands which extend sub-
stantially orthogonal to the axis of the pack. In detail,
each end portion is defined by a pair of respective trap-
ezoidal walls which extend between main portion of the
pack and the relative sealing band.
[0009] Each pillow pack also comprises, for each top
and bottom end portion, an elongated substantially rec-

tangular fin projecting from respective sealing bands; and
a pair of substantially triangular flaps projecting from op-
posite sides of relative end portion and defined by re-
spective trapezoidal walls.
[0010] The end portions are pressed towards each oth-
er by the folding unit to form flat opposite end walls of
the pack, while at the same time folding the flaps of the
top portion onto respective lateral walls of the main por-
tion and the flaps of the bottom portion onto the bottom
sealing band.
[0011] Packaging machines for producing packages
of the above type are known, substantially comprising:

- an in-feed conveyor;
- a folding unit receiving the pillow packs from the in-

feed conveyor and adapted to fold these pillow packs
to form relative parallelepiped-shaped packages;
and

- an out-feed conveyor which receives folded packag-
es from the folding unit and moves them away from
the packaging machine.

[0012] Folding units are known, for example from EP-
B-0887261 in the name of the same Applicant, which
typically comprise:

- an endless conveyor for feeding packs continuously
along a forming path from a supply station to an out-
put station;

- a number of folding devices arranged in fixed posi-
tions relative to the forming path and cooperating
with packs to perform relative folding operations ther-
eon;

- a heat-sealing device acting on respective triangular
flaps of each pack to be folded, to melt the external
layer of the packaging material and seal the flaps
onto respective walls of the pack; and

- a pressing device cooperating with each pack to hold
the triangular portions on respective walls as these
portions cool.

[0013] In detail, the conveyor comprises an endless
chain looped about and meshing with a driving sprocket
and an idler wheel and formed by a plurality of links mu-
tually connected by hinge pins at respective hinge points;
the conveyor also comprises a tightener acting on the
chain to maintain it at a constant tension.
[0014] The chain comprises a top straight branch, a
bottom straight branch and two curved portions which
are opposite to each other, respectively cooperate with
the driving sprocket and the idler wheel and connect, on
respective opposite sides, the top and bottom branches.
[0015] In order to perform the various folding opera-
tions, it is therefore necessary to have the packages in
a given orientation while they move on the chain. How-
ever, this orientation is not suitable for the operations to
which the packages will be subjected in the following han-
dling unit located downstream of the folding unit.
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[0016] It is therefore necessary to provide, between
the folding unit and the following handling unit, a transfer
unit provided with actuator means for changing the ori-
entation of the packages during their transfer.
[0017] In practice, the packages have to be slowed
down before interacting with the actuator means perform-
ing the change of orientation, and, after this operation,
have to be speeded up so that the right pitch is achieved
between one package and the following at the next han-
dling unit.
[0018] In light of the above, the transfer unit represents
an additional station to be manufactured, requiring its
own motorizations to slow down and speed up the pack-
ages and its own synchronization means to arrange the
packages at the right pitches when they interact with the
actuator means for performing the change of orientation
and when they enter the following handling unit.
[0019] Moreover, the operations of slowing down and
speeding up the packages may have a negative impact
on the package forming.
[0020] Last but not least, the transfer unit negatively
affects the package production line performances and
layout.

< 6a >

[0021] It is an object of the present invention to provide
a conveyor for an article handling unit, designed to pro-
vide a straightforward, low-cost solution to the aforemen-
tioned drawbacks.
[0022] According to the present invention, there is pro-
vided a conveyor for an article handling unit, as claimed
in claim 1.
[0023] A preferred, non-limiting embodiment of the
present invention will be described by way of example
with reference to the accompanying drawings, in which:

Figure 1 shows a side view, with parts removed for
clarity, of a folding unit for producing packages of
pourable food products, provided with a conveyor in
accordance with the present invention;
Figure 2 is a larger-scale side view of the folding unit
of Figure 1, with parts removed for clarity;
Figure 3 shows a bottom perspective view, with parts
removed for clarity, of the folding unit of Figure 2;
Figure 4 shows a bottom view, with parts removed
for clarity, of the folding unit of Figure 2;
Figure 5 shows a top perspective views, with
EP 1 697 214 discloses a conveyor having a plurality
of carriers provided with pairs of fingers to support
respective packages in suspended positions and to
rotate them while they are in said suspended posi-
tions. parts removed for clarity, of the folding unit of
Figure 2;
Figure 6 shows a top perspective view, with parts
removed for clarity, of the folding unit of Figures 1 to
5;
Figures 7 to 13 show some components of the folding

unit of Figure 1 to 5 in different operative conditions;
Figures 14 to 18 are perspective views of further
components of the folding unit of Figure 1 to 5; and
Figure 19 shows a larger-scale perspective view of
a pack the folding unit of the previous Figures is fed
with.

[0024] Number 1 in Figure 1 indicates as a whole a
folding unit for a packaging machine (not shown) for con-
tinuously producing sealed packages 2 of a pourable
food product, such as pasteurized or UHT milk, fruit juice,
wine, etc., from a known tube of packaging material (not
shown).
[0025] The tube is formed in known manner upstream
from unit 1 by longitudinally folding and sealing a known
web (not shown) of heat-seal sheet material, which may
comprise a base layer for stiffness and strength, which
may be formed by a layer of fibrous material, e.g. paper,
or of mineral-filled polypropylene material, and a number
of layers of heat-seal plastic material, e.g. polyethylene
film, covering both sides of the base layer. In the case of
an aseptic package 2 for long-storage products, such as
UHT milk, the packaging material may also comprise a
layer of gas-and light-barrier material, e.g. an aluminium
foil or an ethyl vinyl alcohol (EVOH) foil, which is super-
imposed on a layer of heat-seal plastic material, and is
in turn covered with another layer of heat-seal plastic
material forming the inner face of the package 2 eventu-
ally contacting the food product.
[0026] The tube of packaging material is then filled with
the food product for packaging, and is sealed and cut
along equally spaced cross sections to form a number
of pillow packs 3 (Figure 19), which are then transferred
to unit 1 where they are folded mechanically to form re-
spective packages 2.
[0027] Alternatively, the packaging material may be cut
into blanks, which are formed into packages 2 on forming
spindles, and packages 2 are filled with the food product
and sealed. One example of this type of packages is the
so-called "gable-top" package known by the trade name
Tetra Rex (registered trademark).
[0028] In detail, pillow packs 3 are transferred to unit
1 by using an in-feed conveyor 41 (Figure 1), which is
described in more detail in the European application
"Feeding unit and method for feeding sealed pillow packs
of pourable food products to a folding unit", filed by the
Applicant concurrently with the present invention.
[0029] Unit 1 also feeds folded package 2 to out-feed
conveyor 42, shown in Figure 1.
[0030] With reference to Figure 19, an embodiment of
a package 2 is shown which has a longitudinal sealing
band 4, formed to produce the tube of packaging material
from the web folded into a cylinder, extends along one
side of each pack 3, which is closed at the opposite ends
by respective transverse sealing bands 5, 6 perpendic-
ular to and joined to longitudinal sealing band 4.
[0031] Each pack 3 has an axis A, and comprises a
main body 7 and opposite, respectively top and bottom,
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end portions 8, 9 tapering from main body 7 towards re-
spective transverse sealing bands 5, 6.
[0032] Main body 7 of each pack 3 is bounded laterally
by four lateral walls 10a, 10b and four corner walls 11
alternate to each other, in the embodiment shown in Fig-
ure 19.
[0033] Walls 10a (10b) are opposite to each other. In
the very same way, walls 11 are opposite, in pairs, to
each other.
[0034] Each wall 10a, 10b comprises a central rectan-
gular stretch 13 and a pair of opposite, respective top
and bottom, end stretches 14 which are interposed be-
tween stretch 13 and end portions 8, 9 of pack 3.
[0035] In detail, stretches 13 are substantially parallel
to axis A. Each end stretch 14 is substantially in the form
of an isosceles trapezium, and which slopes slightly rel-
ative to axis A, and has a major edge defined by respec-
tive end portions 8, 9.
[0036] Each wall 11 comprises a central rectangular
stretch 15 and a pair opposite, respective top and bottom,
end stretches 16 which are interposed between stretch
15 and end portions 8, 9 of pack 3.
[0037] In detail, stretches 15 are substantially parallel
to axis A. Each end stretch 16 is substantially in the form
of an isosceles triangle, which slopes slightly relative to
axis A and converges from relative stretch 15 towards
corresponding end portions 8, 9.
[0038] Each end portion 8, 9 is defined by two walls
12, each substantially in the form of an isosceles trape-
zium, which slope slightly towards each other with re-
spect to a plane perpendicular to axis A, and have minor
edges defined by respective end edges of portions 14 of
respective wall 10a, and major edges joined to each other
by respective sealing bands 5, 6.
[0039] Longitudinal sealing band 4 extends between
transverse sealing bands 5 and 6, and along the whole
of one wall 10a and the corresponding walls 12 on the
same side as wall 10a.
[0040] Each pack 3 also comprises, for each end por-
tion 8, 9, a respective substantially elongated rectangular
end fin 17, 18 projecting in the direction of axis A from
relative pack 3; and two substantially triangular flaps 19,
20 projecting laterally on opposite sides of main body 7
and defined by end portions of relative walls 12.
[0041] More precisely, each end fin 17, 18 extends
along a direction orthogonal to axis A.
[0042] To form a package 2, unit 1 presses end por-
tions 8, 9 of relative pack 3 down flat towards each other,
and at the same time folds respective fins 17, 18 onto
end portions 8, 9.
[0043] Furthermore, unit 1 folds flaps 20 onto top
stretches 14 of respective walls 10b and folds flaps 19
onto previously folded fin 17, on the opposite side of end
portion 9.
[0044] With reference to Figures 1 and 2, unit 1 sub-
stantially comprises:

- a frame 29;

- an endless conveyor 34 for feeding packs 3 contin-
uously along a forming path B from a supply station
21 to an output station 22 (both shown only sche-
matically);

- folding means 23 which cooperate cyclically with
each pack 3 to flatten end portion 8, fold relative fin
17 onto end portion 8, and fold flaps 19 onto previ-
ously flattened end portion 8 on the opposite side of
end portion 9;

- folding means 24 for flattening end portion 9, folding
relative fin 18 onto end portion 9 and bending flaps
20 towards axis A and end portion 9;

- a heating device 27 acting on bent flaps 19, 20 to
melt the external layer of the packaging material and
seal the flaps 19, 20 before they are pressed against
end portion 8 and relative walls 10b respectively; and

- a pressing device 28 cooperating with each pack 3
to hold flaps 19 onto flattened fin 17 as flaps 19 cool.

[0045] Heating device 27 is, in particular, arranged be-
tween folding means 23 and pressure device 28 along
forming path B.
[0046] With particular reference to Figures 2, 5, 6 and
7, conveyor 34 basically comprises an endless transport
element, in the example shown a chain 60, formed by a
plurality of mutually hinged rigid modules or links 35 and
looped about a pair of coaxial driving sprockets 26 and
a cam 25.
[0047] Chain 60 comprises a straight horizontal top
branch 30, a bottom branch 31 substantially parallel to
branch 30, and two curved C-shaped portions 32, 33,
which are positioned with their concavities facing each
other and connect branches 30 and 31; more specifically,
C-shaped portion 32 cooperates with driving sprockets
26, whilst C-shaped portion 33 cooperates with cam 25.
[0048] Each link 35 comprises a substantially flat plate
36 adapted to receive a relative pack 3, and a paddle 43,
which projects perpendicularly from plate 36 on the op-
posite side of driving sprockets 26 and cam 25 and which
cooperates with and pushes a corresponding wall 10 of
a relative pack 3 to feed it along path B.
[0049] Cam 25 is described in more detail in the Euro-
pean application "Folding unit for producing folded pack-
ages of pourable food products from relative sealed
packs", filed by the Applicant concurrently with the
present invention.
[0050] With reference to Figures 5 to 15, unit 1 further
comprises a plurality of pairs of shells 50 which are inte-
grally movable along path B and are movable along a
direction C transversal to path B; shells 50 of each pair
may be arranged in:

- a fully closed position in which they exert a pressure
onto a relative pack 3, so as to complete a folding
operation thereon; and

- an open position in which they are detached from
folded package 2 (Figures 6 and 7).
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[0051] Furthermore, shells 50 may be arranged also
in a closed position, in which they grip folded package 2
but substantially do not exert any pressure thereon.
[0052] In detail, station 21 is defined by C-shaped por-
tion 32 and station 22 is defined by bottom branch 31 in
a position closer to C-shaped portion 32 than to C-shaped
portion 33.
[0053] Path B comprises, proceeding from station 21
to station 22:

- a portion P starting from station 21, comprising a
curved stretch P1 and a curved stretch P2, and along
which packs 3 are folded into relative packages 2;

- a curved portion Q along which folded packages 2
are overturned of 180 degrees; and

- a straight portion R arranged downstream from
curved portion Q and upstream from station 22.

[0054] In detail, stretch P1 is defined by a part of C-
shaped portion 32 and stretch P2 is defined by top branch
30 of chain 60. Portion Q is defined by C-shaped portion
33, and portion R is defined by part of bottom branch 31
of chain 60.
[0055] Folding means 23 cooperate cyclically with
each pack 3 along portion P.
[0056] Folding means 24 are defined by links 35 and,
therefore, move together with chain 60 along path B.
[0057] In detail, folding means 24 flatten end portion
9, folds relative fin 18 onto portion 9 and bend flaps 20
towards axis A and end portion 8, as relative pack 3 is
carried along stretch P1 of path P (Figure 9).
[0058] Heating device 27 acts on bent flaps 19, 20 to
melt the external layer of the packaging material and seal
the flaps 19, 20 before they are pressed against end por-
tion 8 and relative walls 10b respectively, as pack 3 is
carried along stretch P2 of portion P (Figure 10).
[0059] In detail, shells 50 of each pair cyclically move
according to the following work cycle.
[0060] Shells 50 of each pair are arranged in the open
position at station 21, move from open to fully closed
position along stretch P1 and an initial part of stretch P2,
and reach the fully closed position along a remaining part
of stretch P2. In the embodiment shown, shells 50 reach
the fully closed position downstream from heating device
27 and upstream from pressing device 28, proceeding
according to the advancing direction of chain 60.
[0061] When shells 50 are arranged into the fully
closed position they exert a certain pressure on relative
walls 10b and 11 adjacent thereto.
[0062] More precisely, as moving between the open
and the fully closed position along stretch P2 of portion
P, shells 50 of each link 35 perform two functions:

- firstly, they complete the bending of flaps 20 onto
top stretches 14 of relative walls 10b; and

- then, they press flaps 20, which have been previous-
ly bent and heated, onto stretches 14 of relative walls
10b.

[0063] Furthermore, shells 50 of each pair move from
the fully closed position into the closed position at the
beginning of portion Q.
[0064] Along portion Q, shells 50 integrally move par-
allel to direction C and relative to respective paddle 43
(Figure 7).
[0065] In the embodiment shown, shells 50 move away
relative to each other for a distance for example of 2-4
mm, when they move from the fully closed position to the
closed position.
[0066] In the following of the present description, only
one link 35 will be described in detail, being clear that all
links 35 are identical to each other.
[0067] Link 35 comprises (Figures 11 to 18):

- plate 36;
- paddle 43;
- a pair of shells 50 which may move relative to paddle

43 along direction C;
- a pair of arms 51 connected to relative shells 50,

elongated parallel to direction C and comprising
each a relative slide 53; and

- a pair of guides 54 which extend on opposite sides
of relative paddle 43 along direction C, and relative
to which slides 53 move parallel to direction C.

[0068] Referring again to Figures 1 and 2, plate 36 is
arranged below, and then supports, pack 3 (or package
2) along portion P and a starting stretch of portion Q of
forming path B.
[0069] Conversely, plate 36 is arranged above pack-
age 2 along portion R of forming path B. Accordingly,
folded package 2 is released, under the gravity action at
station 22, to conveyor 42.
[0070] Shells 50 define, on their sides opposite to arm
51, relative surfaces 52 which are adapted to cooperate
with pack 3 and which face each other.
[0071] Surfaces 52 mirror the lateral surface of pack-
ages 2 to be folded, so as to control the final shape of
packages 2.
[0072] In the embodiment shown, each surface 52 mir-
rors a relative walls 10b and parts of relative walls 11.
[0073] Each arm 51 comprises, on its end opposite to
relative shell 50, a roller 55.
[0074] Each slide 53 is arranged between relative
shells 50 and rollers 55 of relative arm 51. Furthermore,
each slide 53 may slide parallel to direction C relative to
guide 54.
[0075] In the embodiment shown, each arm 51 is inte-
gral with relative shell 50.
[0076] Paddles 43 mirror the shape of walls 10 and of
the part of relative walls 11 they cooperate with.
[0077] Plate 36 of link 35 comprises (Figure 15 and
16) :

- a rectangular portion 37 from which paddle 43 pro-
trudes; and

- a contoured portion 38 which surrounds portion 37.
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[0078] Plate 36 of link 35 also defines:

- a pair of through slots 39 which are arranged on op-
posite lateral sides of paddle 43 and elongated along
a direction D tangent to forming path B and orthog-
onal to direction C;

- a through slot 40 which is in communication with slots
39, is arranged downstream from slots 39 and por-
tion 37 proceeding according to the advancing direc-
tion of chain 60, and which extends parallel to direc-
tion C.

[0079] Slots 39 are arranged on lateral sides of portion
37 and slots 39, 40 are defined between portions 37, 38.
[0080] Slots 39 extend, along direction D, between slot
40 and relative bridges 47 which integrally connect por-
tions 36, 37.
[0081] Slot 40 extends parallel to direction C.
[0082] Folding means 24 comprises, for each link 35,:

- plate 36 which is integrally movable with paddle 43
along forming path B; and

- a C-shaped movable plate 72 which may move along
direction D relative to paddle 43 and plate 36 be-
tween a first position (Figure 15) in which it engages
slot 40, so as to fold end fin 18 housed therein and
a second position (Figure 16) in which it leaves free
slot 40.

[0083] In particular, slot 40 remains open when plate
72 is in the second position.
[0084] Link 35 also comprises a pair of toothed sectors
73 staggered along relative direction C and which pro-
trude from link 35 downstream from plate 36, proceeding
according to the advancing direction of chain 60.
[0085] Plate 72 integrally comprises two arms 90 ar-
ranged on lateral sides of paddle 43, and a central ele-
ment 91 interposed between arms 90.
[0086] Each arm 90 comprises a wedge 75 arranged
on the side of paddle 43 and a rack 76 (Figure 14) ar-
ranged on the side of driving sprockets 26 and cam 25.
[0087] Element 91 is housed within slot 40 when plate
72 is in the first position, and is arranged upstream from
slot when plate 72 is in the second position.
[0088] In the embodiment shown, wedges 75 are tri-
angular in cross section and converge towards a mid-
direction of link 35.
[0089] Wedges 75 are arranged downstream from
racks 76, proceeding according to an advancing direction
of chain 60.
[0090] Toothed sectors 73 of each link 35 mesh with
racks 76 of the following link 35 proceeding along the
advancing direction of chain 60 (Figure 14).
[0091] Plate 72 is arranged in the second position at
station 21, moves from the second to the first position
along stretch P1 of path B, remains in the first position
along stretch P2 of path B, moves from the first to the
second position along portion Q of path B, and remains

in the second position along portion R of path B and from
station 22 to station 21.
[0092] More precisely, fin 18 of pack 3 is arranged with-
in open slot 40 of link 35 at station 21. When plate 72 of
link 35 moves in the first position and engages slot 40,
fin 18 is folded onto end portion 8. At the same time,
wedges 75 raise flaps 20 towards end portion 8 and bend
flaps 20 relative to axis A, up to when they reach the
position shown in Figure 9.
[0093] The corresponding shells 50, as moving from
the open to the fully closed position, press flaps 20
against top stretches 14 of relative walls 12, downstream
from folding means 23 and heating device 17, proceeding
according to the advancing direction of chain 60.
[0094] Unit 1 also comprises a pair of cams 61 (Figures
3 to 5) adapted to control the movement of each pair of
shells 50 between relative fully closed position, closed
position and open position, as each pair of shells 50 ad-
vances along path B.
[0095] Furthermore, cams 61 also control the move-
ment of each pair of shells 50 integrally to each other
along direction C and relative to paddle 43 of correspond-
ing link 35.
[0096] In detail, cams 61 are arranged on opposite lat-
eral sides of chain 60.
[0097] One cam 61 comprises a groove 62 which is
engaged by rollers 55 of first shells 50.
[0098] The other cam 61 comprises a further groove
62 which is engaged by rollers 55 of second shells 50.
[0099] With reference to Figures 3 to 5, grooves 62
comprise, proceeding from station 21 to station 22,:

- relative straight portions 63 which are adapted to
keep shells 50 of each pair in the open position;

- relative converging portions 64 which are adapted
to move shells 50 from relative open to relative fully
closed portion along stretch P2 of path P;

- relative straight portions 65 which are adapted to
keep shells 50 of each pair in respective fully closed
position;

- relative curved portions 66 which are adapted to in-
tegrally move shells 50 with respect to paddle 43 and
parallel to respective directions C; relative curved
portions 66 also move shells 50 from respective fully
closed to respective closed positions; and

- relative curved portions 67 which are adapted to
move shells 50 from respective closed to respective
open positions.

[0100] Folding means 23 comprise a guide member
45 fitted in a fixed position between station 21 and heating
device 27 (Figure 1).
[0101] Guide member 45 defines a contrast surface 46
(Figure 1) converging towards chain 60 and cooperating
in a sliding manner with end portion 9 of each pack 3 to
compress and flatten end portion 9 towards chain 60.
[0102] Frame 29 also comprises a pair of fixed sides
68 (only one shown in Figure 1) for laterally containing
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packs 3 along path B, located on opposite sides of chain
60, and extending between station 21 and heating device
27.
[0103] Heating device 27 comprises (Figures 1, 8, 9
and 10) :

- an assembly air device 69 fitted to frame 29;
- a pair of first nozzles 70 connected to assembly 69

and adapted to direct hot air onto flaps 20 of each
pack 3 before each pack 3 reaches final pressing
device 28; and

- a pair of second nozzles 71 connected to assembly
69 and adapted to direct hot air onto flaps 19 of each
pack 3 before a relative pair of shells 50 reaches the
fully closed position.

[0104] Pressure device 28 comprises (Figure 1) a belt
80 wound onto a drive wheel 81 and a driven wheel 82.
Belt 80 comprises, on its outer surface opposite to wheels
81, 82, a plurality of projections 83 which are adapted to
press flaps 19 of each pack 3 onto relative fin 17.
[0105] The volume of each package 2 in formation is
controlled, downstream from heating device 27, within a
compartment bounded by:

- paddles 43 of relative link 35 and of the link 35 ar-
ranged immediately downstream proceeding ac-
cording to the advancing direction of chain 60;

- shells 50 of relative link 35 which are arranged in the
fully closed position; and

- plate 72 of relative link 35 arranged in the second
position; and

- belt 80.

[0106] Advantageously, with particular reference to
Figures 11, 12, 13 and 18, each link 35 further comprises
a rotating element 100 mounted in a rotatable manner
onto the relative plate 36 to produce a change of orien-
tation of the relative package 2 about its axis A before
releasing such package 2 at the station 22.
[0107] In particular, the rotating element 100 of each
link 35 comprises a disk-shaped portion 101 arranged
into a seat 102 formed in the relative plate 36, and a pair
of protruding flaps 103 extending from diametrically op-
posite edge portions of the disk-shaped portion 101 and
adapted to cooperate with the relative package 2 to pro-
duce rotation thereof.
[0108] More specifically, plate 36 and disk-shaped por-
tion 101 of rotating element 100 of each link 35 have
respective receiving surfaces 104, 105, which are flush
with one another, extend parallel to the advancing direc-
tion of packs 3 and packages 2 and are adapted to co-
operate, in use, with packs 3 and packages 2, respec-
tively. The angular movement of each rotating element
100, preferably equal to 90°, with respect to the relative
plate 36 occurs about an axis E orthogonal to surfaces
104, 105 and coaxial with the axis of the relative disk-
shaped portion 101 and with axis A of the relative pack-

age 2 when centered on the rotating element 100.
[0109] As clearly visible in Figures 7, 15, 16, 17 and
18, in the embodiment shown, each rotating element 100
is arranged on a lateral zone 106 of the contoured portion
38 of the relative plate 36, so that the relative package 2
engages the rotating element 100 only at the end of por-
tion Q and along portion R of path B, wherein the corre-
sponding pair of shells 50 is maintained in the closed
position and staggered from the relative paddle 43 along
direction C.
[0110] More specifically, along portion Q of path B, the
shells 50 of each link 35 move to the closed position and
parallel to direction C with respect to the relative paddle
43 as a result of interaction of the corresponding rollers
55 with curved portions 66 of grooves 62. At the end of
portion Q of path B, the shells 50 of each link 35 are set
in the closed position and at the opposite sides of the
relative rotating element 100 so as to maintain the relative
package 2 centered on such rotating element 100.
[0111] In the condition in which each package 2 is re-
ceived on a relative rotating element 100, the corre-
sponding protruding flaps 103 are positioned down-
stream and upstream of the relative link 35 so as to not
interfere with the lateral motion of the corresponding
shells 50 parallel to direction C (see Figure 11); each
package 2 is engaged between the protruding flaps 103
of the relative rotating element 100 with a given play so
as to avoid any interference with the lateral insertion mo-
tion of the package 2 parallel to direction C.
[0112] As clearly visible in Figures 13 to 17, flaps 103
of each link 35 diverge from one another starting from
the relative disk-shaped portion 101.
[0113] With particular reference to Figures 11, 12, 13
and 18, the angular movement of each rotating element
100 is produced by actuating means 108 carried by the
relative link 35 and which can be selectively activated at
a given stretch of portion R of path B.
[0114] In particular, actuating means 108 of each link
35 are carried by a supporting body 109 projecting from
a side of the relative plate 36 and rotating element 100
opposite to the surfaces 104, 105. Actuating means 108
of each link 35 comprise a crankshaft 110 carried by sup-
porting body 109 in a rotatable manner about axis E,
angularly coupled to the relative rotating element 100
and provided with a cam follower roller 111 cooperating
with a fixed cam profile 112 (Figure 4) formed on the
bottom portion of frame 29 of unit 1.
[0115] More specifically, each crankshaft 110 compris-
es a shaft 113 of axis E, engaging a through hole 114 of
the relative supporting body 109 in an axially fixed posi-
tion and in a rotatable manner about its axis E, and a
crank 115 radially projecting from shaft 113 and provided
with cam follower roller 111. In greater detail, shaft 113
of each link 35 has one end portion 117 secured to the
disk-shaped portion 101 of the relative rotating element
100 and an opposite end portion 116, projecting exter-
nally from the relative supporting body 109 and connect-
ed to crank 115.
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[0116] With reference to Figure 4 and proceeding
along portion R of path B, cam profile 112 comprises:

- a straight portion 118 parallel to portion R and adapt-
ed to keep each rotating element 100 with its flaps
103 positioned downstream and upstream of the rel-
ative link 35;

- a sloping portion 119 adapted to produce rotation of
each rotating element 100 about axis E so as to
change orientation of the relative package 2 and to
set the relative flaps 103 at the opposite sides of
such package 2;

- a substantially straight portion 120 parallel to, and
spaced from, straight portion 118; and

- a sloping portion 121 having an inclination opposite
to the one of sloping portion 119 and adapted to re-
store each rotating element 100 in the initial position.

[0117] As visible in Figure 4, straight portion 120 of
cam profile 112 is farther than straight portion 118 from
the centre line of unit 1 parallel to portion R of path B.
[0118] Operation of unit 1 will be described with refer-
ence to one pack 3 and to relative link 35 as of an initial
instant, in which pack 3 is fed from the in-feed conveyor
to chain 60 at station 21 of path B.
[0119] In this condition, link 35 is moving at the begin-
ning of stretch P1 and therefore slot 40 is open. Further-
more, shells 50 are arranged into the open position.
[0120] In detail, pack 3 is positioned with end fin 18
facing plate 72 of link 35, and slides on one wall 10a
along relative paddle 43, so that fin 18 is parallel to paddle
43, until when fin 18 enters open slot 40.
[0121] In this condition, pack 3 is arranged above and,
therefore, supported by plate 36 of link 35.
[0122] As link 35 moves along stretch P1 and a portion
of stretch P2, contrast surface 46 cooperates in a sliding
manner with end portion 8 of pack 3. In this way, portions
8 and 9 are flattened towards each other, fin 17 is folded
onto portion 8 and flaps 20 are bent relative to portion 8
towards axis A and on the opposite side of portion 8, as
shown in Figure 10.
[0123] At the same time, each pair of consecutive links
35 moves towards each other along stretch P1. In this
way, racks 76 of the subsequent link 35 are thrust by
toothed sectors 73 of the precedent link 35, proceeding
according to the advancing direction of chain 60 along
stretch P1 of forming path B.
[0124] Accordingly, plate 72 of the subsequent link 35
moves from the second to the first position, in which it
engages slot 40.
[0125] As plate 72 engages slot 40, fin 18 is folded
onto end portion 9. Simultaneously, wedges 75 raise
flaps 20 towards end portion 8 and bend flaps 20 relative
to axis A, as shown in Figures 9 and 10.
[0126] As link 35 moves along stretch P2, shells 50
move from the open position to the fully closed position
and plates 72 are arranged in the second position.
[0127] Before shells 50 reach pack 3, nozzles 70, 71

direct air onto flaps 19, 20 of pack 3, to partly and locally
melt the packaging material of flaps 19, 20 (Figure 10).
[0128] Immediately after, shells 50 contact walls 10b,
11 of packs 3, and press flaps 20 onto relative top stretch-
es 14 of walls 11 as flaps 20 cool. In this condition, shells
50 are arranged in the fully closed position.
[0129] Subsequently, pack 3 is arranged below belt 80
and projections 83 press flaps 20 onto portion 9, as flaps
20 cool.
[0130] In this condition, the volume of folded package
2 is controlled by two paddles 43 of respective consec-
utive links 35, by shells 50 arranged in the fully closed
position, and by projections 83 of belt 80.
[0131] Folded package 2 then move along portion Q
of path P.
[0132] Along portion Q, shells 50 move relative to each
other from the fully closed position to the closed position,
in which they grip package 2 but substantially do not exert
any pressure thereon.
[0133] Furthermore, along portion Q, shells 50 move
together with package 2 relative to paddle 43 parallel to
direction C and towards the relative rotating element 100.
[0134] In this way, at the end of portion Q, shells 50
together with folded package 2 are staggered from pad-
dle 43 and are arranged at the opposite sides of the ro-
tating element 100 so as to maintain the package 2 cen-
tered on the rotating element 100 (Figure 11); in this con-
dition, the protruding flaps 103 are positioned down-
stream and upstream of the package 2.
[0135] Along portion Q, each pair of consecutive links
35 move away from each other. In this way, racks 76 of
the subsequent link 35 move away from toothed sectors
73 of the precedent link 35.
[0136] Accordingly, plate 72 of the subsequent link 35
moves back from the second to the first position, in which
it leaves free slot 40.
[0137] Finally, folded package 2 and shells 50 ar-
ranged in the closed position are conveyed along portion
R.
[0138] It is important to mention that during the de-
scending stretch of portion Q and along portion R of path
B, folded package 2 is arranged below plate 36 and is
supported by the shells 50 arranged in the closed posi-
tion.
[0139] At a certain point of portion R of path B, shells
50 move back to the open position and package 2 falls,
under the gravity action, onto the out-feed conveyor 42,
located below unit 1 and moving at the same speed as
conveyor 34. It is worth to note that the fall is of some
millimeters only.
[0140] In this condition, the cam follower roller 111 co-
operates with straight portion 118 of cam profile 112; as
the cam follower roller 111 starts to contact sloping por-
tion 119 of cam profile 112, the crankshaft 110 begins to
rotate about axis E so producing a corresponding angular
movement of rotating element 100.
[0141] Due to the polygonal profile of the package 2,
the turning movement of the rotating element 100 about
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axis E produces impact of the flaps 103 on the package
2 so rotating the latter about its axis A while it rests on
the out-feed conveyor 42.
[0142] Rotation of package 2 ends when cam follower
roller 111 leaves sloping portion 119 of cam profile 112
and prosecutes along straight portion 120.
[0143] In this condition, the flaps 103 are placed at the
opposite sides of package 2 and at a little distance from
it; in this way, package 2 is completely released from unit
1 and can prosecute its travel on out-feed conveyor 42.
[0144] It should be noted that, being staggered relative
to shells 50 and package 2, paddle 43 does not interfere
with the release of package 2.
[0145] Subsequently, the cam follower roller 111 co-
operates with sloping portion 121 of cam profile 112 so
as to move back the rotating element 100 to the initial
position.
[0146] The advantages of the present invention will be
clear from the foregoing description.
[0147] In particular, thanks to the fact that each link 35
of the conveyor 34 is provided with a rotating element
100 adapted to produce rotation of the relative package
2 about its axis A, the packages 2 can be released to the
following handling unit (in the present case the out-feed
conveyor 42) in the desired orientation and step between
one another.
[0148] In this way, there is no need of a transfer unit
between folding unit 1 and the following handling unit,
with consequent improvement of the production line per-
formances and of the package forming.
[0149] In addition, the package rotation is obtained
without any motor but simply through a cam system (cam
profile 112 and cam follower rollers 111).
[0150] Clearly, changes may be made to unit 1 and to
conveyor 34 without, however, departing from the pro-
tective scope defined in the accompanying Claims.

Claims

1. A conveyor (34) for an article handling unit (1), said
conveyor (34) comprising an endless transport ele-
ment (60) fed with a plurality of articles (3, 2) at an
input station (21) and advancing said articles (3, 2)
along a handling path (B) to an output station (22);
wherein said transport element (60) is formed by a
plurality of modules (35), each comprising a support-
ing plate (36) adapted to receive in use a relative
article (3, 2) to be handled;
characterized in that each module (35) further com-
prises a rotating element (100) mounted in a rotata-
ble manner onto the supporting plate (36) to produce
a change of orientation of the relative article (3, 2)
before releasing the article (3, 2) at said output sta-
tion (22).

2. The conveyor as claimed in claim 1, wherein it further
comprises at least one driving wheel (26) and at least

one idler element (25); and wherein said transport
element (60) is looped about said driving wheel (26)
and said idler element (25).

3. The conveyor as claimed in claim 1 or 2, wherein
said modules (35) are linked to one another.

4. The conveyor as claimed in any one of the foregoing
claims, wherein said modules (35) are hinged to one
another.

5. The conveyor as claimed in any one of the foregoing
claims, wherein the supporting plate (36) and the
rotating element (100) of each module (35) have re-
spective article receiving surfaces (104, 105) which
are flush with one another.

6. The conveyor as claimed in claim 5, wherein the ro-
tating element (100) of each module (35) can rotate
with respect to the relative supporting plate (36)
about an axis (E) orthogonal to the relative article
receiving surfaces (104, 105).

7. The conveyor as claimed in any one of the foregoing
claims, wherein the rotating element (100) of each
module (35) comprises at least a pair of protruding
flaps (103) adapted to cooperate with the relative
article (2) to produce rotation thereof.

8. The conveyor as claimed in any one of the foregoing
claims, wherein each module (35) further comprises
actuating means (108) which can be selectively ac-
tivated to rotate the relative rotating element (100)
with respect to the relative supporting plate (36).

9. The conveyor as claimed in claim 8, wherein the ac-
tuating means (108) of each module (35) comprise
a cam follower (111) cooperating with fixed cam
means (112) as said module (35) advances along
said handling path (B).

10. The conveyor as claimed in claim 9, wherein the ac-
tuating means (108) of each module (35) comprise
a crankshaft (110) angularly coupled to the relative
rotating element (100), mounted in a rotatable man-
ner with respect to the relative supporting plate (36)
and carrying the relative cam follower (111).

11. The conveyor as claimed in any one of the foregoing
claims, wherein the rotating element (100) of each
module (35) is arranged on a lateral portion (106) of
the relative supporting plate (36), and wherein mov-
ing means (50) are provided to displace each article
(2) onto the relative rotating element (100) as the
relative module (35) advances along said handling
path (B).

12. The conveyor as claimed in any one of the foregoing
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claims, wherein it comprises, for each module (35),
one pair of shells (50) which are integrally movable
along said handling path (B) and are movable rela-
tive to each other along a direction (C) transversal
to said handling path (B);
said shells (50) of each pair being settable along said
direction (C) at least in:

- a closed position, in which they grip the relative
said article (3); and
- an open position, in which they are detached
from the corresponding said article (2).

13. The conveyor as claimed in any one of the foregoing
claims, wherein said transport element (60) compris-
es:

- a top branch (30) along which said supporting
plates (36) are arranged below the relative arti-
cles (3); and
- a bottom branch (31) defining said output sta-
tion (22) and along which said articles (2) are
overturned and arranged below the respective
supporting plates (36).

14. The conveyor as claimed in claim 12 or 13, wherein
the actuating means (108) of each module (35) are
activated when the relative said shells (50) are in the
open position.

15. The conveyor as claimed in any one of claims 11 to
14, wherein, for each module (35), said moving
means are defined by the relative pair of shells (50)
movable together in said closed position along said
direction (C) towards the relative rotating element
(100).

16. A unit (1) for handling articles (3, 2), comprising:

- a conveyor (34) as claimed in any one of the
foregoing claims and which is fed with a plurality
of packages (3, 2); and
- folding means (23, 24) for performing at least
one folding operation on said packages (3, 2).

Patentansprüche

1. Förderband (34) für eine Artikelbehandlungseinheit
(1), wobei das Förderband (34) ein endloses Trans-
portelement (60) umfasst, das mit mehreren Artikeln
(3, 2) an einer Eingabestation (21) bestückt wird und
die Artikel (3, 2) entlang des Behandlungswegs (B)
zu einer Ausgabestation (22) befördert;
wobei das Transportelement (60) von mehreren Mo-
dulen (35) gebildet wird, die jeweils eine Tragplatte
(36) umfassen, die während der Verwendung zum
Aufnehmen eines zugehörigen zu behandelnden Ar-

tikels (3, 2) ausgelegt sind,
dadurch gekennzeichnet, dass jedes Modul (35)
ferner eine Drehelement (100) umfasst, das drehbar
auf der Tragplatte (36) zum Erzeugen eines Ausrich-
tungswechsels des zugehörigen Artikels (3, 2) vor
Freigabe des Artikels (3, 2) an der Ausgabestation
(22) befestigt ist.

2. Förderband nach Anspruch 1, wobei dieses ferner
mindestens ein Antriebsrad (26) und mindestens ein
Tragrollenelement (25) umfasst; und wobei das
Transportelement (60) über das Antriebsrad (26)
und das Tragrollenelement (25) gezogen wird.

3. Förderband nach Anspruch 1 oder 2, wobei die Mo-
dule (35) miteinander verbunden sind.

4. Förderband nach einem der vorherigen Ansprüche,
wobei die Module (35) per Scharnier miteinander
verbunden sind.

5. Förderband nach einem der vorherigen Ansprüche,
wobei die Tragplatte (36) und das Drehelement (100)
jedes Moduls (35) zugehörige Artikelaufnahmeober-
flächen (104, 105) aufweisen, die bündig miteinan-
der abschließen.

6. Förderband nach Anspruch 5, wobei sich das Dre-
helement (100) jedes Moduls (35) in Bezug auf die
zugehörige Tragplatte (36) um eine Achse (E) ge-
dreht werden kann, die orthogonal in Bezug auf die
zugehörige Artikelaufnahmeoberflächen (104, 105)
verläuft.

7. Förderband nach einem der vorherigen Ansprüche,
wobei das Drehelement (100) jedes Moduls (35)
mindestens ein Paar hervorstehender Klappen (103)
umfasst, die zum Zusammenwirken mit dem zuge-
hörigen Artikel (2) zum Erzeugen der Drehung davon
ausgelegt sind.

8. Förderband nach einem der vorherigen Ansprüche,
wobei jedes Modul (35) ferner Betätigungsmittel
(108) umfasst, die wahlweise aktiviert werden kön-
nen, um das zugehörige Drehelement (100) in Bezug
auf die zugehörige Tragplatte (36) zu drehen.

9. Förderband nach Anspruch 8, wobei das Betäti-
gungsmittel (108) jedes Moduls (35) einen Nocken-
stößel (111) umfasst, der mit festen Nockenmitteln
(112) zusammenwirkt, wenn das Modul (35) entlang
des Behandlungswegs (B) befördert wird.

10. Förderband nach Anspruch 9, wobei das Betäti-
gungsmittel (108) jedes Moduls (35) eine Kurbelwel-
le (110) umfasst, die winkelförmig mit dem zugehö-
rigen Drehelement (100) gekoppelt ist und drehbar
in Bezug auf die zugehörige Tragplatte (36) befestigt
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ist und den zugehörigen Nockenstößel (111) trägt.

11. Förderband nach einem der vorherigen Ansprüche,
wobei das Drehelement (100) jedes Moduls (35) an
einem lateralen Abschnitt (106) der zugehörigen
Tragplatte (36) angeordnet ist und wobei die Bewe-
gungsmittel (50) bereitgestellt sind, um jeden Artikel
(2) auf dem zugehörigen Drehelement (100) zu ver-
schieben, wenn sich das zugehörige Modul (35) ent-
lang des Behandlungswegs (B) befördert wird.

12. Förderband nach einem der vorherigen Ansprüche,
wobei dieses für jedes Modul (35) ein Paar Schalen
(50) umfasst, die einstückig entlang des Behand-
lungswegs (B) beweglich sind und in Bezug aufein-
ander entlang einer Richtung (C) bewegt werden
können, die quer zu dem Behandlungsweg (B) ver-
läuft;
wobei die Schalen (50) jedes Paars entlang der Rich-
tung (C) mindestens zu Folgendem einstellbar sind:

- - einer geschlossenen Position, in der diese
den zugehörigen Artikel (3) ergreifen; und
- - einer offenen Position, in der sie von dem
zugehörigen Artikel (2) freigegeben werden.

13. Förderband nach einem der vorherigen Ansprüche,
wobei das Transportelement (60) Folgendes um-
fasst:

- eine obere Abzweigung (30), an der entlang
die Tragplatten (36) unter den zugehörigen Ar-
tikeln (3) angeordnet sind; und
- ein untere Abzweigung (31), welche die Aus-
gabestation (22) definiert und an der entlang die
Artikel (2) umgekippt und unter der zugehörigen
Tragplatte (36) angeordnet werden.

14. Förderband nach Anspruch 12 oder 13, wobei die
Betätigungsmittel (108) jedes Moduls (35) aktiviert
werden, wenn die zugehörigen Schalen (50) in der
offenen Position sind.

15. Förderband nach einem der Ansprüche 11 bis 14,
wobei für jedes Modul (35) die Bewegungsmittel von
dem zugehörigen Schalenpaar (50) definiert wer-
den, die zusammen in der geschlossenen Position
entlang der Richtung (C) des zugehörigen Drehele-
ments (100) beweglich sind.

16. Einheit (1) zum Behandeln von Artikeln (3, 2), um-
fassend:

- ein Förderband (34) nach einem der vorherigen
Ansprüche, das mit mehreren Verpackungen (3,
2) bestückt wird; und
- Faltmittel (23, 24) zum Durchführen mindes-
tens eines Faltvorgangs der Verpackungen (3,

2).

Revendications

1. Transporteur (34) pour une unité de manipulation
d’articles (1), ledit transporteur (34) comprenant un
élément de transport sans fin (60) alimenté en une
pluralité d’articles (3, 2) au niveau d’un poste d’en-
trée (21) et faisant avancer lesdits articles (3, 2) le
long d’une voie de manipulation (B) jusqu’à un poste
de sortie (22) ;
ledit élément de transport (60) étant formé par une
pluralité de modules (35), chacun comprenant une
plaque de support (36) conçue pour recevoir, lors de
l’utilisation, un article relatif (3, 2) destiné à être
manipulé ;
caractérisé en ce que chaque module (35) com-
prend en outre un élément rotatif (100) monté de
manière rotative sur la plaque de support (36) pour
produire un changement d’orientation de l’article re-
latif (3, 2) avant de libérer l’article (3, 2) au niveau
dudit poste de sortie (22).

2. Transporteur selon la revendication 1, celui-ci com-
prenant en outre au moins une roue d’entraînement
(26) et au moins un élément libre (25) ; et ledit élé-
ment de transport (60) étant enroulé autour de ladite
roue d’entraînement (26) et dudit élément libre (25).

3. Transporteur selon la revendication 1 ou 2, dans le-
quel lesdits modules (35) sont reliés les uns aux
autres.

4. Transporteur selon l’une quelconque des revendica-
tions précédentes, dans lequel lesdits modules (35)
sont articulés les uns sur les autres.

5. Transporteur selon l’une quelconque des revendica-
tions précédentes, dans lequel la plaque de support
(36) et l’élément rotatif (100) de chaque module (35)
ont des surfaces de réception d’articles (104, 105)
respectives qui sont de niveau l’une avec l’autre.

6. Transporteur selon la revendication 5, dans lequel
l’élément rotatif (100) de chaque module (35) peut
tourner par rapport à la plaque de support relative
(36) autour d’un axe (E) orthogonal aux surfaces de
réception d’article relatif (104, 105).

7. Transporteur selon l’une quelconque des revendica-
tions précédentes, dans lequel l’élément rotatif (100)
de chaque module (35) comprend au moins une pai-
re de rabats saillants (103) conçus pour coopérer
avec l’article relatif (2) pour produire la rotation de
celui-ci.

8. Transporteur selon l’une quelconque des revendica-
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tions précédentes, dans lequel chaque module (35)
comprend en outre des moyens d’actionnement
(108) qui peut être activés de manière sélective pour
faire tourner l’élément rotatif relatif (100) par rapport
à la plaque de support relative (36).

9. Transporteur selon la revendication 8, dans lequel
les moyens d’actionnement (108) de chaque module
(35) comprennent un suiveur de came (111) coopé-
rant avec des moyens de came fixes (112) lorsque
ledit module (35) avance le long de ladite voie de
manipulation (B).

10. Transporteur selon la revendication 9, dans lequel
les moyens d’actionnement (108) de chaque module
(35) comprennent un arbre à manivelle (110) accou-
plé angulairement à l’élément rotatif relatif (100),
monté de manière rotative par rapport à la plaque
de support relative (36) et portant le suiveur de came
relatif (111).

11. Transporteur selon l’une quelconque des revendica-
tions précédentes, dans lequel l’élément rotatif (100)
de chaque module (35) est agencé sur une portion
latérale (106) de la plaque de support relative (36),
et dans lequel des moyens de déplacement (50) sont
prévus pour déplacer chaque article (2) sur l’élément
rotatif relatif (100) lorsque le module relatif (35) avan-
ce le long de ladite voie de manipulation (B).

12. Transporteur selon l’une quelconque des revendica-
tions précédentes, celui-ci comprenant, pour chaque
module (35), une paire de coques (50) qui sont dé-
plaçables intégralement le long de ladite voie de ma-
nipulation (B) et sont déplaçables l’une par rapport
à l’autre le long d’une direction (C) transversale à
ladite voie de manipulation (B) ;
lesdites coques (50) de chaque paire pouvant être
ajustées le long de ladite direction (C) au moins
dans :

- une position fermée dans laquelle elles sont
en prise avec ledit article (3) relatif ; et
- une position ouverte dans laquelle elles sont
détachées dudit article (2) correspondant.

13. Transporteur selon l’une quelconque des revendica-
tions précédentes, dans lequel ledit élément de
transport (60) comprend :

- une branche supérieure (30) le long de laquelle
lesdites plaques de support (36) sont agencées
en dessous des articles relatifs (3) ; et
- une branche inférieure (31) définissant ledit
poste de sortie (22) et le long de laquelle lesdits
articles (2) sont retournés et agencés en des-
sous des plaques de support respectives (36).

14. Transporteur selon la revendication 12 ou 13, dans
lequel les moyens d’actionnement (108) de chaque
module (35) sont activés lorsque lesdites coques re-
latives (50) sont dans la position ouverte.

15. Transporteur selon l’une quelconque des revendica-
tions 11 à 14, dans lequel, pour chaque module (35),
lesdits moyens de déplacement sont définis par la
paire relative de coques (50) déplaçables ensemble
dans ladite position fermée le long de ladite direction
(C) en direction de l’élément rotatif relatif (100).

16. Unité (1) de manipulation d’articles (3, 2),
comprenant :

- un transporteur (34) selon l’une quelconque
des revendications précédentes, lequel est ali-
menté en une pluralité d’emballages (3, 2) ; et
- des moyens de pliage (23, 24) pour effectuer
au moins une opération de pliage sur lesdits em-
ballages (3, 2).

21 22 



EP 2 586 714 B1

13



EP 2 586 714 B1

14



EP 2 586 714 B1

15



EP 2 586 714 B1

16



EP 2 586 714 B1

17



EP 2 586 714 B1

18



EP 2 586 714 B1

19



EP 2 586 714 B1

20



EP 2 586 714 B1

21



EP 2 586 714 B1

22



EP 2 586 714 B1

23



EP 2 586 714 B1

24



EP 2 586 714 B1

25



EP 2 586 714 B1

26



EP 2 586 714 B1

27



EP 2 586 714 B1

28



EP 2 586 714 B1

29



EP 2 586 714 B1

30



EP 2 586 714 B1

31



EP 2 586 714 B1

32

REFERENCES CITED IN THE DESCRIPTION

This list of references cited by the applicant is for the reader’s convenience only. It does not form part of the European
patent document. Even though great care has been taken in compiling the references, errors or omissions cannot be
excluded and the EPO disclaims all liability in this regard.

Patent documents cited in the description

• EP 0887261 B [0012] • EP 1697214 A [0023]


	bibliography
	description
	claims
	drawings

