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(54) SYSTEM AND METHOD FOR MONITORING AN APPLICATOR ROD

(57) A sensor signal is generated from a plurality of
sensors located on a sensing roll, wherein each signal
is generated when each sensor enters a first nip between
the sensing roll and a rotating component during each
rotation of the sensing roll. A rotating applicator rod forms
forming a second nip with the sensing roll such that each
sensor enters the second nip during each rotation of the
sensing roil. A periodically occurring starting reference

is generated associated with each rotation of the appli-
cator rod and the signal generated by each sensor is
received so that a particular one of the sensors which
generated the signal is determined and one of a plurality
of tracking segments is identified. The signal is stored to
associate the sensor signal with the identified one track-
ing segment.
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Description

RELATED APPLICATIONS

[0001] The present application is related to U.S. Patent
Application Serial No. ____entitled MONITORING AP-
PLICATOR RODS (Attorney Docket No. TEC-064888)
filed concurrently herewith, U.S. Patent Application Se-
rial No. ____entitled MONITORING MACHINE WIRES
AND FELTS (Attorney Docket No. TEC-064269) filed
concurrently herewith, U.S. Patent Application Serial No.
____entitled MONITORING UPSTREAM MACHINE
WIRES AND FELTS (Attorney Docket No. TEC-064731)
filed concurrently herewith, U.S. Patent Application Se-
rial No. ___entitled COUNT-BASED MONITORING MA-
CHINE. WIRES AND FELTS (Attorney Docket No. TEC-
064732) filed concurrently herewith, and U.S. Patent Ap-
plication Serial No. ___entitled MONITORING OSCIL-
LATING COMPONENTS (Attorney Docket No. TEC-
064271) filed concurrently herewith, the disclosures of
which are incorporated by reference herein in their en-
tirety.

FIELD

[0002] The present invention relates generally to pa-
permaking and, more particularly to monitoring one or
more components in the papermaking process.

BACKGROUND

[0003] Nipped rolls are used in a vast number of con-
tinuous process industries including, for example, paper-
making, steel making, plastics calendaring and printing.
In the process of papermaking, many stages are required
to transform headbox stock into paper. The initial stage
is the deposition of the headbox stock, commonly re-
ferred to as "white water," onto a paper machine forming
fabric, commonly referred to as a "wire." Upon deposition,
a portion of the white water flows through the interstices
of the forming fabric wire leaving a mixture of liquid and
fiber thereon. This mixture, referred to in the industry as
a "web," can be treated by equipment which further re-
duce the amount of moisture content of the finished prod-
uct. The fabric wire continuously supports the fibrous web
and transfers it to another fabric called a felt which ad-
vances it through the various dewatering equipment that
effectively removes the desired amount of liquid from the
web. Water from the web is pressed into the wet felt and
then can be removed as the wet felt passes a suction
box. Dry felts can also be used to support the fibrous web
through steam dryers.
[0004] One of the stages of dewatering is effected by
passing the web through a pair or more of rotating rolls
which form a nip press or series thereof, during which
liquid is expelled from the web via the pressure being
applied by the rotating rolls. The rolls, in exerting force
on the web and felt, will cause some liquid to be pressed

from the fibrous web into the felt. The web can then be
advanced to other presses or dry equipment which fur-
ther reduce the amount of moisture in the web. The "nip
region" is the contact region between two adjacent rolls
through which the paper web passes.
[0005] The condition of the various wires and felts can
cause variations in the amount of liquid and other mate-
rials that are removed from the web which can, in turn,
alter an amount of nip pressure applied to the web in a
nip region. Other components in the papermaking proc-
ess such as size application stations, coating stations,
doctor blades, and oscillating showers can also affect
the characteristics of the web. Even nip pressure axially
along the roll is beneficial in papermaking and contributes
to moisture content, caliper, sheet strength and surface
appearance. For example, a lack of uniformity in the nip
pressure can often result in paper of poor quality. Thus,
there remains a need to monitor various components of
the papermaking process and account for their potential
effect on nip pressure at one or more nip regions.

SUMMARY

[0006] In accordance with one aspect of the present
invention a system associated with a sensing roll for col-
lecting roll data includes a plurality of sensors located at
axially spaced-apart locations of the sensing roll, wherein
each sensor enters a region of a first nip between the
sensing roll and a rotating component during each rota-
tion of the sensing roll. The system also includes an ap-
plication station, comprising a rotating applicator rod with
an axis of rotation substantially parallel to that of the sens-
ing roll and forming a second nip with the sensing roll,
wherein each sensor enters a region of the second nip
between the sensing roll and the applicator rod during
each rotation of the sensing roll Further, each sensor
generates a respective sensor signal upon entering a
region of the second nip and the system includes struc-
ture for generating a periodically occurring starting ref-
erence associated with each rotation of the applicator
rod. A processor receives the periodically occurring start-
ing reference and the respective sensor signal generated
by each sensor as it moves through the second nip and,
upon receiving the respective sensor signal, the proces-
sor operates to a) determine a particular one of the plu-
rality of sensors which generated the respective sensor
signal, b) based upon a value occurring between when
the respective sensor signal was generated and a most
recent starting reference, identify one of a plurality of
tracking segments, wherein each of the plurality of track-
ing segments is, respectively, associated with a different
value, and c) store the respective sensor signal to asso-
ciate the respective sensor signal with the identified one
tracking segment.
[0007] The purpose of the applicator rod is to provide
an even coating in the cross direction to an applicator
roll, which may comprise the sensing roll, for transfer to
a web when pressed in the first nip. Both grooved and
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smooth rods are at times used depending upon the vis-
cosity of the coating and the end product. Grooved rods
have alternating ridges and valleys in which an outer sur-
face of each ridge comes in contact with the applicator
roll in order to meter the correct amount of coating
through open areas, or valleys, between the applicator
roll and the applicator rod. The pressure of a grooved rod
therefore may be directly measured by the sensing roll,
when defining the applicator roll, from this contact. In
some instance there may be a thin film, or coating, that
is present between one or more of the ridges and the
applicator roll; however the sensed pressure may be con-
sidered as a directly measured pressure of the applicator
rod. The smooth rod may also have a pressure applied
in a direction toward the sensing roll; however, there
should always be a layer of coating between a smooth
rod and the applicator roll. Hence, the sensing roll can
only detect the hydraulic force transmitting through the
coating from the smooth rod. The rods are held along
their cross-direction (CD) axis by a number of holders
which are adjusted to keep pressure across the CD for
both the grooved rods and the smooth rods.
[0008] Typically grooved rods are used with starch ap-
plications and the equipment is referred to as a Size
Press, or press rod. Smooth rods are commonly used for
coating and the equipment is referred to as a rod coater
or coating rod. Both types of rods may rotate with a sur-
face velocity different than that of the applicator roll.
[0009] In accordance with one aspect of the present
invention the rotating component comprises a mating roll,
a web of material travels through the first nip from an
upstream direction to a downstream direction, and each
sensor generates a respective sensor signal upon enter-
ing a region of the first nip. In accordance with a different
aspect, each sensor generates a respective sensor sig-
nal upon entering a region of the second nip.
[0010] In accordance with related aspects of the inven-
tion each of the respective sensor signals comprises a
pressure value. In accordance with other aspects of the
invention the applicator rod comprises a size press rod
or a coating rod.
[0011] In a related aspect of the present invention the
processor receives the respective sensor signal for each
of the plurality of sensors during each rotation of the sens-
ing roll, and a plurality of the respective sensor signals
occur during a plurality of rotations of the sensing roll.
For each one of the plurality of the respective sensor
signals, the processor identifies an associated applicator
rod axial segment and its determined one tracking seg-
ment.
[0012] In yet another related aspect, the applicator rod
comprises n axial segments, having respective index val-
ues: 1, 2, .., n; the applicator rod period comprises m
tracking segments, having respective index values: 1,
2, .., m, such that there are (n times m) unique permuta-
tions that are identifiable by a two-element set comprising
a respective axial segment index value and a respective
tracking segment index value. A respective average

pressure value can be associated with each of the (n
times m) unique permutations, each of the respective
average pressure values based on previously collected
pressure readings related to the second nip.
[0013] In another related aspect of the present inven-
tion, the plurality of tracking segments associated with
the applicator rod comprise one of a) a plurality of cir-
cumferential segments on the applicator rod or b) a plu-
rality of time segments of a period of the applicator rod.
[0014] In accordance with another aspect of the inven-
tion, a method associated with a sensing roll for collecting
roll data includes providing a plurality of sensors located
at axially spaced-apart locations of the sensing roll,
wherein each sensor enters a region of a first nip between
the sensing roll and a rotating component during each
rotation of the sensing roll. The method also includes
providing an application station, having a rotating appli-
cator rod with an axis of rotation substantially parallel to
that of the sensing roll and forming a second nip with the
sensing roll such that each sensor enters a region of the
second nip during each rotation of the sensing roll, where-
in each sensor generates a respective sensor signal up-
on entering a region of the second nip. The method also
includes generating a periodically occurring starting ref-
erence associated with each rotation of the applicator
rod; and receiving the periodically occurring starting ref-
erence and the respective sensor signal generated by
each sensor. Upon receiving the respective sensor sig-
nal: a) a particular one of the plurality of sensors which
generated the respective sensor signal is determined, b)
based upon a value occurring between when the respec-
tive sensor signal was generated and a most recent start-
ing reference, one of a plurality of tracking segments is
identified, wherein each of the plurality of tracking seg-
ments is, respectively, associated with a different value,
and c) the respective sensor signal is stored to associate
the respective sensor signal with the identified one track-
ing segment.

BRIEF DESCRIPTION OF THE DRAWINGS

[0015] While the specification concludes with claims
particularly pointing out and distinctly claiming the
present invention, it is believed that the present invention
will be better understood from the following description
in conjunction with the accompanying Drawing Figures,
in which like reference numerals identify like elements.

Fig. 1 is an end, schematic view of a nip press, in
accordance with the principles of the present inven-
tion, showing the formation of a web nipped between
the nip rolls, the nip width of the nip press being des-
ignated by the letters "NW."
Fig. 2 is a side elevation view of a sensing roll show-
ing the placement of a line of sensors in accordance
with the principles of the present invention.
Fig. 3 illustrates how a rotation of the sensing roll
and the mating roll can change a circumferential seg-
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ment of the mating roll that enters a nip region coin-
cidentally with a sensor on each rotation of the sens-
ing roll, in accordance with the principles of the
present invention.
Figs. 4A and 4B are a table of how collecting x sensor
readings from a sensor would be associated with the
different circumferential segments of the mating roll,
in accordance with the principles of the present in-
vention.
Fig. 5 is a schematic drawing showing the basic ar-
chitecture of a particular monitoring system and pa-
per processing line in accordance with the principles
of the present invention.
Figs. 6, 7, and 8 depict matrices of different values
that can be calculated for various axial segments
and circumferential segments of a mating roll in ac-
cordance with the principles of the present invention.
Fig. 9A illustrates an exemplary paper-making proc-
ess or system configuration in accordance with the
principles of the present invention in which each of
the various circles represents a rotating component
(e.g. a roll, felt, etc.) that help propels a web of ma-
terial through the system or process.
Fig. 9B illustrates an application station in accord-
ance with the principles of the present invention.
Fig 9C and Fig. 10 illustrate details about the appli-
cation station of Fig. 9B.
Figs. 11A1 - 12B illustrate a simulated data set rep-
resenting collecting and averaging pressure read-
ings at different nips at a plurality of distinct axial
locations in a manner that is time-synchronized with
a period of rotation of an applicator rod in accordance
with the principles of the present invention.
Fig. 13 is a flowchart of an exemplary method of time-
synchronizing data in accordance with the principles
of the present invention

DETAILED DESCRIPTION

[0016] In the following detailed description of the pre-
ferred embodiments, reference is made to the accompa-
nying drawings that form a part hereof, and in which is
shown by way of illustration, and not by way of limitation,
specific preferred embodiments in which the invention
may be practiced. It is to be understood that other em-
bodiments may be utilized and that changes may be
made without departing from the spirit and scope of the
present invention.
[0017] The present application is related to each of the
following: U.S. Patent Application Serial No. 14/268,672
entitled METHOD AND SYSTEM ASSOCIATED WITH
A SENSING ROLL AND A MATING ROLL FOR COL-
LECTING ROLL DATA, filed May 2, 2014; U.S. Patent
Application Serial No. 14/268,706 entitled METHOD
AND SYSTEM ASSOCIATED WITH A SENSING ROLL
AND A MATING ROLL FOR COLLECTING DATA IN-
CLUDING FIRST AND SECOND SENSOR ARRAYS,
filed May 2, 2014; and U.S. Patent Application Serial No.

14/268,737 entitled METHOD AND SYSTEM ASSOCI-
ATED WITH A SENSING ROLL INCLUDING PLURAL-
ITIES OF SENSORS AND A MATING ROLL FOR COL-
LECTING ROLL DATA, filed May 2, 2014, the disclo-
sures of which are incorporated by reference herein in
their entirety.
[0018] As illustrated in Fig. 1, a sensing roll 10 and a
mating roll 11 define a nip 12 receiving a fibrous web 16,
such as a paper web, to apply pressure to the web 16. It
is contemplated that, in some cases, a continuous band
felt may support the web such that the felt and the web
enter the nip 12. The sensing roll 10 comprises an inner
base roll 20 and an outer roll cover 22. As shown in Fig.
2, a set 24 of sensors 26 is disposed at least partially in
the roll cover 22. The set 24 of sensors 26 may be dis-
posed along a line that spirals around the entire length
of the roll 10 in a single revolution to define a helical
pattern, which is a common sensor geometry arrange-
ment for roll covers. However, the helical pattern is mere-
ly an example and any arrangement is contemplated in
which at least one sensor is placed at each axial position,
anywhere along the circumference, at which data is to
be collected. Each sensor 26 can, for example, measure
the pressure that is being exerted on the sensor when it
enters a region of the nip 12 between the rolls 10 and
11. In particular, the set 24 of sensors 26 may be posi-
tioned in the sensing roll 10, for example, at different axial
locations or segments along the sensing roll 10, wherein
the axial segments are preferably equally sized. In the
illustrated embodiment, there are fourteen axial seg-
ments, labelled 1-14 in Fig. 2, each having one sensor
26 located therein. It is also contemplated that the set 24
of sensors 26 may be linearly arranged so as to define
a line of sensors, i.e., all sensors reside at the same cir-
cumferential location. One of ordinary skill will readily rec-
ognize that more than fourteen, or less than fourteen,
axial segments may be provided as well along with a
corresponding equal number of axially-spaced sensors
located on the sensing roll. Also, in the description below,
each sensor 26 may be referred to as a pressure sensor,
for example, but other types of sensors can also be con-
templated such as, for example, temperature sensors.
[0019] Because having even nip pressure is beneficial
during paper manufacturing, correctly calculating and
displaying the nip pressure profile are also beneficial
since any corrections or adjustments to be made to the
rotating rolls based on an inaccurate calculated nip pres-
sure profile could certainly exacerbate any operational
problems. There are three primary measurements of var-
iability. The nip pressure profile has variability that can
be termed cross-directional variability as it is the varia-
bility of average pressure per cross-direction position
across the nip. Another type of variability represents the
variability of the high speed measurements at each po-
sition in the single line of sensors. This variability repre-
sents the variability of other equipment in the paper mak-
ing process including the rotational variability of the mat-
ing roll, i,e., the roll nipped to the sensing roll. The third
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variability in the nip profile includes the variability of mul-
tiple sensors, discussed below, at each cross-directional
position of the roll. This variability represents the "rota-
tional variability" of the sensing roll as it rotates through
its plurality of sensing positions and cannot be detected
unless a plurality of sensor are used per position.
[0020] One benefit of embedding a single set of sen-
sors in covered rolls is to measure the real-time pressure
profile and adjust loading pressures and roll crowns or
roll curvature (using, for example, internal hydraulic cyl-
inders) to achieve a flat pressure profile. As an alternative
to a single set of sensors, two pluralities or arrays of sen-
sors can be included on a sensing roll as described more
fully in the earlier referenced U.S. Patent Application Se-
rial No. 14/268,706, which is incorporated herein by ref-
erence in its entirety. The sensing roll can, for example,
be separated into 14 axial segments. First and second
pluralities of sensors, respectfully, are disposed at least
partially in the roll cover. Each of the first plurality of sen-
sors is located in one of the 14 axial segments of the
sensing roll. Likewise, each of the second plurality of sen-
sors is located in one of the 14 axial segments of the
sensing roll. Each sensor of the first plurality has a cor-
responding sensor from the second plurality located in a
same axial segment of the sensing roll. The first plurality
of sensors can be disposed along a line that spirals
around the entire length of the roll in a single revolution
to define a helical pattern. In a similar manner, the second
plurality of sensors can be disposed along a line that
spirals around the entire length of the roll in a single rev-
olution to define a helical pattern. The first and second
pluralities of sensors can be separated from one another
by 180 degrees. Each sensor measures the pressure
that is being exerted on the sensor when it enters a region
of a nip. It is contemplated that the first and second plu-
ralities of sensors may be linearly arranged so as to de-
fine first and second lines of sensors, which are spaced
approximately 180 degrees apart. Various alternative
configurations of a plurality of sensors are also contem-
plated. For example, a plurality of sensors could be hel-
ically arranged in a line that spirals, in two revolutions,
around the entire length of roll.
[0021] Typically, the sensing roll 10 and the mating roll
11 are sized differently, i.e., they have a different size
radially and circumferentially. Each roll may have varia-
tions in its size circumferentially across the axial dimen-
sion. Further, as the roll rotates, the distance from the
central axis (radial dimension) to the outer surface may
vary for each axial position at the same angle of rotation
even were the circumferential dimensions to be the same
for each axial position.
[0022] For example, rolls are periodically ground which
results is small arbitrary changes in diameter from the
manufacture’s specification. There may also be slippage
with one or more of the rolls resulting in the sensing roll
surface traveling at a speed that is different than the mat-
ing roll surface. Consequently, it is rare that two rolls
would have exactly the same period of rotation or have

periods that are exact harmonics.
[0023] Thus, as the sensing roll 10 and mating roll 11
travel through multiple rotations relative to one another,
a particular sensor 26 may not always enter the region
of the nip 12 with the same circumferential portion of the
mating roll 11 as it did in a previous rotation. This behavior
can be utilized to create data maps corresponding to the
surface of the mating roll 11. Different average pressure
matrices, each collected and built during different periods
of time can be compared with one another to investigate
how they vary from one another. Variability between the
different data maps can indicate possible problems with
the mating roll 11, such as roll surface irregularities, bear-
ing wear, and roll flexing. Variability analysis of the sensor
data may also indicate possible problems with upstream
or downstream processing equipment, e.g., upstream
rolls, an upstream forming wire, an upstream felt, an up-
stream coating station or downstream rolls.
[0024] The sensing and mating rolls 10 and 11 may be
each separated into 14 axial segments All of the axial
segments on the sensing roll 10 may or may not be of
the same length, and all of the axial segments on the
mating roll 11 also may or may not be of the same length.
In the illustrated embodiment, it is presumed that all of
the axial segments on the sensing roll 10 are of the same
length and all of the axial segments on the mating roll 11
are of the same length. The axial segments on the sens-
ing roll 10 may be aligned with the axial segments on the
mating roll 11. Furthermore, the mating roll 11 may be
separated into individual circumferential segments such
as, for example, 22 circumferential segments, all of sub-
stantially the same dimension.
[0025] Fig. 3 illustrates how rotation of the sensing roll
10 and the mating roll 11 can change a circumferential
segment of the mating roll 11 that enters a nip region
coincidentally with a sensor on each rotation of the sens-
ing roll 10. Fig. 3 is presented as series of position snap-
shots from 1 to 23 of the sensing roll 10 which also cor-
respond to 22 rotations of the sensing roll 10 and 23
rotations of the mating roll 11. The left-most portion of
Fig. 3 shows a starting position (i.e., where a first sensor
reading is collected) and the right-most portion repre-
sents a position of the two rolls 10 and 11 after 22 rota-
tions of the sensing roll 10 after the first sensor reading
was collected. At the starting position, circumferential
segment #1 of the mating roll 11 is positioned in the region
of the nip 12 along with the sensor 26A. The mating roll
11, in this example, is rotating slightly faster than the
sensing roll 10 such that at a second position snapshot
following a complete rotation from the starting position,
the sensor 26A is once again positioned in the region of
the nip 12 but the mating roll 11 has rotated so that cir-
cumferential segment #2 is in the region of the nip 12.
The values of Fig. 3 are selected just as examples to
illustrate with concrete numbers operating principles of
the present invention. In accordance with the example
values of Fig. 3, when the sensing roll had completed 22
rotations, the mating roll 11 has completed 23 rotations.
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Thus, after 21 rotations from the starting position (i.e.,
position #22 in Fig. 3), the sensor 26A of the sensing roll
10 has been able to collect 22 sensor readings, presum-
ing it collected a reading at the starting position and has
"seen" all portions of the circumference of the mating roll.
Therefore, 22 circumferential segments can be selected
as an example number of circumferential segments. One
of ordinary skill will recognize that the mating roll 11 could
be broken into more circumferential segments but that it
would take more than 22 rotations of the sensing roll 10
to collect data from sensor 26A that corresponds to each
of the different circumferential segments.
[0026] It would be rare that the period of the mating roll
would be an integer ratio of the period of the sensing roll.
Hence, it is very unlikely a stationary pattern would be
maintained between these rolls and this would tend to
even out the sampling of the tracking segments.
[0027] Because the one sensor 26A enters the region
of the nip 12 concurrently with different circumferential
segments of the mating roll 11 in the illustrated embod-
iment, the nip pressure measured by the one sensor 26A
may vary during sequential roll rotations due to the
change in pressure caused by the mating roll 11. Aspects
of the present invention contemplate mapping readings,
or signals, from each sensor 26 of the set 24 over time
to see how the pressure readings, or signals, vary for
each sensor due to each sensor entering the region of
the nip 12 concurrently with different circumferential seg-
ments of the mating roll 11. As noted above, the mapped
data may be used to determine possible problems with
the mating roll 11 and, as more fully described below,
data collection can be performed involving possible prob-
lems related to upstream or downstream processing
equipment other than the sensing roll 10 and the mating
roll 11.
[0028] Hence, the present invention contemplates us-
ing sensors 26 to measure for rotational variability that
is generated by the high speed rotation of the mating roll
11 when pressure signals, or readings, from the sensors
26 are time synchronized to the mating roll position. In
order to measure for rotational variability, the mating roll
11 must have some impact on the pressure in the nip 12
to be measured. The dominant impact on the sensed nip
pressure will likely be that of the mating roll 11 which
directly presses against the sensing roll 10. However, it
may be possible to synchronize sensor measurements
with upstream rolls which form another nip and impact
the water content and thickness of the web which affect
the nip pressure seen by the sensing roll 10. Furthermore,
as rolls (not shown) in a downstream nip may pull the
web and cause changes in web tension, it may be pos-
sible to also synchronize sensor measurements with
these rolls. The sensing and mating rolls 10 and 11 will
be used to illustrate the principles of this invention; how-
ever all principles are applicable to upstream and down-
stream processing equipment, such as upstream and
downstream rolls, an upstream coating station, an up-
stream forming wire or an upstream felt

[0029] Continuing the example of Fig. 3, the mating roll
11 may have rotational characteristics that generate, for
example, a sinusoidal pressure pattern which is about 8
pounds per square inch (psi) peak-to-peak. In the illus-
trated example of Figs. 4A and 4B, to start, the pressure
pattern is "0" when circumferential segment #1 is in the
region of the nip 12. Figs. 4A and 4B are a table of how
collecting 51 sensor readings from sensor 26A would be
associated with the different circumferential segments of
the mating roll 11. The left column 402 is the sequential
number assigned to the sensor reading and the middle
column 404 represents a pressure reading value from
sensor 26A according to the sinusoidal pattern described
above. Each pressure reading value is time-synchro-
nized with the period of rotation of the mating roll 11 by
associating that value with one of the circumferential seg-
ments of the mating roll 11 that was in the region of the
nip 12 when the pressure reading was sensed.
[0030] One convenient way to characterize the differ-
ence in periodicity is using units-of-measure that meas-
ure that difference in terms of time segments, e.g., 22
time segments in the illustrated embodiment. The length
of each time segment is the mating roll period divided by
the number of predefined time segments. As discussed
below, the predefined number of time segments may cor-
respond to a predefined number of mating roll circumfer-
ential segments. A period of the sensing roll 10 can be
described as being x time segments smaller/larger than
a period of the mating roll 11. For example, according to
Fig. 3, the sensing roll 10 may have a period that is 1.0
mating roll time segment more than the period of the mat-
ing roll 11 (equivalently, the mating roll 11 can have a
period that is 1.0 mating roll time segment smaller than
the period of the sensing roll). In such an example, as
the sensing roll 10 makes one complete revolution, the
mating roll 11 will make more than a complete revolution
by an amount equal to 1.0 mating roll time segment due
to it having a smaller period than the sensing roll 10.
[0031] As noted above, the 22 time segments of the
mating roll period can correspond to 22 circumferential
segments around the mating roll 11. Thus, even though,
at a conceptual level, it is the period of the mating roll 11
that is being separated into a plurality of time segments,
that concept can correspond to a physical circumference
of the mating roll 11, wherein each individual time seg-
ment of the mating roll period also corresponds to a cir-
cumferential segment around the mating roll 11. Accord-
ingly, differences in rotational periods between the sens-
ing roll 10 and the mating roll 11 measured in units of
"time segments" can just as easily be considered in units
of "circumferential segments." In the description of at
least some embodiments of the present invention below,
reference to "circumferential segments" is provided as
an aid in understanding aspects of an example embod-
iment of the present invention. However, one of ordinary
skill will recognize that "time segments" and mating roll
periodicity could be utilized as well without departing from
the scope of the present invention. The "circumferential
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segments" and "time segments" can also be referred to
generically as "tracking segments"; this latter term en-
compassing both types of segments associated with the
mating roll 1 1 and other periodic components as de-
scribed below.
[0032] As mentioned above, data similar to that of Figs.
4A and 4B is captured for each sensor 26 of the set 24.
Thus, as each sensor 26 arrives at the region of the nip
12 and senses a pressure reading, a particular mating
roll outer surface portion at an axial location correspond-
ing to that sensor and at one of the 22 circumferential
segments of the mating roll 11 will also be in the nip 12.
Determining the mating roll segment that is in the nip 12
can be accomplished in a variety of different ways. One
way involves indexing a particular one of the 22 mating
roll segments with a trigger signal that is fired each time
the mating roll 11 completes one revolution; a time period
since the last trigger signal can be used to determine
which of the 22 segments (measured relative to the in-
dexed segment) is in the nip 12. For example, if the time
between each firing of the trigger signal is 220 ms, then
each time segment is 10.0 ms, which corresponds to one
of the 22 mating roll circumferential segments. A pres-
sure signal generated by a sensor 26 in the nip region
occurring at 30 ms after the trigger signal would be as-
signed to time segment 3 as three 10.0 ms segments will
have passed, e.g., the nip region, from when the trigger
signal is made to when the pressure signal is generated.
[0033] In Fig. 5, a processor 903 can be present that
can generate a real-time nip profile. In addition, the proc-
essor 903 can also receive a trigger signal 901 related
to the rotation of the mating roll 11. As just described,
some circumferential segment or position 907 of the mat-
ing roll 11 can be indexed or encoded such that a signal
generator 900 detects the encoded segment 907 and
generates the trigger signal 901 each time the signal gen-
erator 900 determines that the segment 907 of the mating
roll 11 completes another full rotation. When the mating
roll 11 is rotated such that the circumferential position or
segment 907 is aligned with a detector portion of the sig-
nal generator 900, then the one of the 22 circumferential
segments that happens to be positioned in the nip region
can arbitrarily be labeled as the first circumferential seg-
ment such that the other circumferential segments can
be numbered relative to this first segment. This particular
rotational position of the mating roll 11 can be considered
a reference position. As the mating roll 11 rotates, its
rotational position will vary relative to that reference po-
sition and the amount of this variance determines which
of the 22 circumferential segments will be positioned in
the nip region. Accordingly, based on the rotational po-
sition of the mating roll 11 relative to that reference po-
sition a determination can be made as to which of the 22
circumferential segments is in the nip region when a par-
ticular sensor 26 generates a pressure signal. Fig. 5 il-
lustrates the overall architecture of one particular system
for monitoring paper production product quality. The sys-
tem of Fig. 5 includes the processor 903, noted above,

which defines a measurement and control system that
evaluates and analyzes operation of the roll 11. The proc-
essor 903 comprises any device which receives input
data, processes that data through computer instructions,
and generates output data. Such a processor can be a
hand-held device, laptop or notebook computer, desktop
computer, microcomputer, digital signal processor
(DSP), mainframe, server, other programmable compu-
ter devices, or any combination thereof. The processor
903 may also be implemented using programmable logic
devices such as field programmable gate arrays (FPGAs)
or, alternatively, realized as application specific integrat-
ed circuits (ASICs) or similar devices. The processor 903
may calculate and display the real-time average pressure
profile calculated at the end of the prior collection session.
For example, the pressure measurements from the sen-
sors 26 can be sent to a wireless receiver 905 from trans-
mitter(s) 40 located on the sensing roll 10. The signals
can then be communicated to the processor 903. It is
contemplated that the processor 903, in addition to cal-
culating a real-time average pressure profile, may use
the real-time average pressure profile to automatically
adjust crown and loading mechanisms to achieve a flat
pressure profile. Crown and loading mechanisms may
also be adjusted manually by an operator using informa-
tion provided by the real-time average pressure profile.
[0034] There are other ways to determine the position
of the mating roll 11. One way is to use a high precision
tachometer that divides the rotation of the roll 11 into a
number of divisions, perhaps 440. In this example, each
time segment would be 20 positions on the high precision
tachometer. All methods of determining the position of
the mating roll are included in this invention.
[0035] In an example environment in which there are
14 axially arranged sensors 26, each of which can be
uniquely referred to using an axial segment index value
that ranges from "1" to "14", and there are 22 circumfer-
ential segments on the mating roll 11 (or time segments),
each of which can be uniquely referred to using a tracking
segment index value ranging from "1" to "22", there are
308 (i.e., 22 x 14 = 308) unique permutations of pairs
consisting of a sensor number and a circumferential seg-
ment number (or time segment number), wherein each
permutation is identifiable by a two-element set compris-
ing a respective axial segment index value and a respec-
tive tracking segment index value. In the illustrated em-
bodiment, the sensor numbers also correspond to the
mating roll axial segments. Therefore the data collected
can be considered a 22 x 14 matrix as depicted in Fig.
6. Each row of Fig. 6 represents one of the 22 mating roll
circumferential segments (or time segments) and each
column represents one of the 14 axially arranged sensors
26 and, thus, each cell represents one of the possible
308 permutations. Each column also corresponds to a
mating roll outer surface portion at an axial location
aligned with and corresponding to the sensor 26 as-
signed that column. Each cell represents a combination
of a sensor number (or axial segment number) and a
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particular mating roll circumferential segment (or time
segment). For example, cell 100 represents a value that
will relate to a pressure reading that occurred when sen-
sor number 14 (number 14 of the 1-14 sensors defining
the set 24) entered the region of the nip 12 concurrently
with a mating roll outer surface portion at an axial location
corresponding to sensor number 14 and mating roll cir-
cumferential segment number 1 (or time segment
number 1). Thus, each cell of the matrix represents a
unique permutation from among all the possible permu-
tations of different axial segment numbers (e.g., 1-14)
and circumferential segment numbers (e.g., 1-22) (or
time segments 1-22). A value stored in a particular matrix
element is thereby associated with one particular permu-
tation of possible axial segment numbers and circumfer-
ential segment numbers (or time segments).
[0036] The matrix of Fig. 6 can, for example, be a
"counts" matrix wherein each cell represents the number
of times a particular sensor and a particular mating roll
outer surface portion at an axial location corresponding
to that sensor and a particular mating roll circumferential
segment were concurrently in the region of the nip 12 to
acquire a pressure reading value. Fig. 7 illustrates a sim-
ilarly sized matrix (i.e., 22 x 14) but the values within the
matrix cells are different from those of Fig. 6. The cell
200 still represents a value that is related to sensor
number 14 (or axial segment 14, out of 1-14 axial seg-
ments, of the mating roll 11) and circumferential segment
1 but, in this example, the value is a cumulative total of
pressure readings, e.g., in pounds/inch2, acquired by the
sensor for that circumferential segment during a plurality
of rotations of the sensing roll 10. Thus, each time sensor
number 14 happens to enter the region of the nip 12 along
with the mating roll circumferential segment number 1,
the acquired pressure reading value is summed with the
contents already in the cell 200. Each of the 308 cells in
this matrix of Fig. 7 is calculated in an analogous manner
for their respective, associated sensors and segments.
[0037] From the matrices of Fig. 6 and Fig 7, an aver-
age pressure matrix depicted in Fig. 8 can be calculated.
For example, cell 100 includes the number of pressure
readings associated with sensor number 14 (or axial seg-
ment 14 of the mating roll 11) and circumferential seg-
ment number 1 while cell 200 includes the total or sum-
mation of all those pressure readings. Thus, dividing cell
200 by cell 100 provides an average pressure value for
that particular permutation of sensor number and mating
roll circumferential segment number which entered the
region of the nip 12 concurrently.
[0038] As a result, the matrix of Fig. 8 represents an
average pressure value that is sensed for each particular
sensor number and mating roll circumferential segment
number. The length of time such data is collected deter-
mines how many different pressure readings are used in
such calculations.
[0039] The data set out in Figs. 4A and 4B is simulated
data.
[0040] The raw pressure readings, or pressure signals,

from the sensors 26 can be affected by a variety of com-
ponents in the system that move the web of material. In
particular, the average values in the average pressure
matrix of Fig. 8 are related to variability synchronized to
the mating roll 11. However, there may be other variability
components that are not synchronized with the mating
roll 11 such as variability in a cross direction (CD), shown
in Fig 2. One measure of this CD variability is captured
by calculating an average for each column of the average
pressure matrix. Thus, the average pressure matrix of
Fig. 8 can also include a row 302 that represents a column
average value. Each of the 14 columns may have 22 cells
that can be averaged together to calculate an average
value for that column. For example, cell 304 would be
the average value in the 22 cells of the second column
of the average pressure matrix.
[0041] Individual collection sessions of pressure read-
ings to fill the matrices of Figs. 6, 7, and 8 may be too
short to build robust and complete matrices due to data
buffer and battery life limitations of data acquisition sys-
tems in communication with the sensing roll 10. In such
cases, consecutive collection sessions can be combined
by not zeroing the matrices (i.e., counts and summation
matrices) upon starting a new collection session or com-
bining the separate matrices collected in a post hoc fash-
ion. Consequently, collections may be stopped and re-
started without loss of data fidelity as long as the syn-
chronization of the mating roll is maintained. In particular,
combining multiple collection sessions that are separat-
ed by gaps in time can be beneficial to help populate the
matrices. For example, if the period difference between
the two rolls were closer to 2.001 instead of 1.0 time or
circumferential segments, the collection would have a
tendency to collect only evenly numbered time/circum-
ferential segments in the short term (i.e., evenly num-
bered segments are those that are offset an even number
of segments from a starting segment) until sufficient time
has passed to move the collection into the odd numbered
time/circumferential segments. Combining collection
sessions separated by a long time delay may help to shift
the collection so that data is more uniformly captured for
all the different time/circumferential segments because
there is no expectation that the period of the mating roll
will be related to arbitrary time gaps between collection
sessions.
[0042] The press of Fig. 1 can be located at a number
of different positions within the chain or serial sequence
of different components that are part of a modern paper
processing operation. Fig. 9A illustrates an exemplary
process and system configuration in accordance with the
principles of the present invention in which each of the
various circles represents a rotating component (e.g. a
roll) that helps propel a web of material 904 through the
process/system. The process starts at a headbox 902
where a fiber slurry is distributed over a wire mesh 906
which allows liquid to readily drain from the slurry. From
the wire mesh 906, the web of material 904 travels to a
first wet felt station 908 having a felt 909 that helps dry
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the web of material 904. The felt 909 is a continuous band
arranged to travel in a loop pattern around a plurality of
rolls 940. In the example of Fig. 9A, there are four rolls
940. The felt 909 enters a press area 916 between one
of the rolls 940 and a sensing roll 918. The sensing roll
918 may operate similar to the sensing roll 10 of Fig. 1.
Downstream from the wet felt station 908 is another wet
felt station 910 having its own felt 91 1 traveling in a loop
pattern around another set of four rolls 941. There is also
a second press region 920 having a press roll 922, which,
in the illustrated embodiment, is not a sensing roll. The
last wet felt station 912 has a felt 913 traveling in a loop
pattern around another set of four rolls 942. The felt 913
is pressed by one of the rolls 942 and a second sensing
roll 926 in a third press region 924. The felts 909, 911,
913 are pressed into the web of material in their respec-
tive press regions 916, 920, 924 to absorb liquid from the
web of material 904. In this manner, the web of material
904 is drier after passing through the wet felt stations
908, 910, 912. By "drier" it is meant that the fibers in the
web of material 904 have a higher percentage by weight
of fibers after the wet felt stations than before. Additional
drying can be performed, however, by separate dryers
914 before the web of material 904 progresses further
downstream in the process of Fig. 9A.
[0043] The process or system of Fig. 9A includes an
application or coating station 950 where application ma-
terial can be applied to one or both sides of the web of
material 904. In the illustrated example of Fig. 9A, the
application station 950 affects both sides of the web of
material 904. On the left side, a first applicator roll 952
travels through a trough 954 which holds a first applica-
tion material that adheres to a cover of the applicator roll
952. The first applicator roll 952 and a first applicator rod
956 form a nip 958 that changes a thickness of the first
application material that is on the cover of the applicator
roll 952. The first applicator roll 952 defines a nip 970
with a second applicator roll 962. On the right side, the
second applicator roll 962 travels through a trough 964
which holds a second application material (which may or
may not be different than the first material in the trough
954) that adheres to a cover of the second applicator roll
962. The second roll 962 and a second applicator rod
966 form a nip 968 that changes a thickness of the second
application material that is on the cover of the roll 962.
When the first and second application materials on the
first and second rolls 952 and 962 enter the nip 970, the
first and second applicator rolls 952 and 962 press the
first and second application materials into the web of ma-
terial 904. The first and second application materials may
comprise a conventional liquid paper surface sizing com-
position. Also, one or both of the first and second appli-
cation materials can comprise conventional coating com-
positions. Example application materials are disclosed
in U.S. Patent Nos. 7,018,708; 7,745,525; 8,361,573;
7,815,770; 7,608,166; 7,736,466; 7,967,953; 8,372,243;
8,758,565; 7,828,935; 7,608,338; 8,007,920; 8,586,279;
8,586,280; 8,574,690; 8,758,886; 8,382,946; 7,582,188;

8,123,907; 8,652,593; 8,697,203; 8,652,594; 8,012,551;
8,440,053; 8,608,908; 8,795,796; and 8,586,156, the dis-
closures of which are incorporated herein by reference.
[0044] The applicator rods 956, 966 may be either size
press rods or coating rods. A size press rod typically has
spaced apart grooves with ridges between the grooves
that touch the cover of the applicator roll into which the
size press rod is pressed, with possibly a thin lubricating
film between the ridges and the applicator roll. The
grooves help distribute the application material (e.g., siz-
ing composition) in a uniform manner across the cover
of the roll. A coating rod typically will not contact the cover
of the roll against which it is opposed; rather, the coating
rod indirectly presses into the opposing roll by pressing
onto the coating of application material that is on the cov-
er of the roll. The coating rod helps to create a coating
of application material on the roll that is of uniform thick-
ness. As an example, a sizing composition can be applied
to reduce the rate at which liquid will penetrate the ulti-
mately produced paper product, see previously noted
U.S. Patent No. 8,382,946. A coating, for example, can
include material that will produce a change in the texture
and/or color of a product on the side to which it is applied.
One of ordinary skill will recognize that various sizing and
coating materials can be applied to one or both sides of
the web of material 904 without departing from the scope
of the present invention. Furthermore, one of ordinary
skill will recognize that there are a variety of different
specific ways to adhere a sizing composition or a coating
material to a cover of a roll before being metered by a
press rod or coating rod. Embodiments of the present
invention contemplate utilizing any of these techniques
without departing from the scope of the present invention.
[0045] Fig. 9B illustrates details of an application sta-
tion in accordance with the principles of the present in-
vention. The left-side first applicator roll 952 is described
by way of example but the same features can be attrib-
uted to the right-side second applicator roll 962 as well.
In the discussion below of many of the various aspects
of the present invention, only a single side of the appli-
cation station 950 may be described but it is intended
that the description be applicable to both sides of the
station 950.
[0046] The roll 952 rotates in a clockwise direction
through a trough 954 of a first application material 980
that becomes a portion of first application material 982
that adheres to the first applicator roll 952 before encoun-
tering the first applicator rod 956. The first applicator rod
956 (e.g., coating rod or sizing rod) in this example rotates
in a clockwise direction and forms the nip 958 with the
first applicator roll 952. The first applicator rod 956 could
also be configured to rotate in a counter-clockwise direc-
tion as well. As mentioned earlier, if the first applicator
rod 956 is a size press rod, then it will have a grooved
outer surface and have ridges that typically contact the
outer surface of the first applicator roll 952. If the first
applicator rod 956 is a coating rod with a smooth surface,
then it is typically rides on top of the coating material 982
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a small distance from the outside surface of the first ap-
plicator roll 952 such that it does not directly contact the
outside surface of the first applicator roll 952. In the em-
bodiment illustrated in Fig. 9B, the first applicator rod 956
is a coating rod In this embodiment, the first applicator
rod 956 helps to evenly distribute the material 982 in an
axial direction and define with the first applicator roll 952
the nip 958 such that the first application material 984,
after passing through the nip 958, has a substantially
uniform thickness The first applicator roll 952 continues
to rotate so that the relatively uniform application material
984 enters the nip 970 defined between the first and sec-
ond rolls 952 and 962. The rolls 952 and 962 are config-
ured as a press station such that the material 984 that
enters the nip 970 is pressed into the web of material
904. In Fig. 9B, the example application station 950 also
includes a second applicator roll 962 that forms a nip 968
with a second applicator rod 966. Thus, a portion 985 of
a second application material 981 can adhere to the sec-
ond applicator roll 962 and be uniformly distributed by
the second applicator rod 966 into a uniform coating 986
of the second application material that enters a region of
the nip 970 to be pressed into the web of material 904.
[0047] The first applicator roll 952 can be a sensing roll
similar to the sensing roll 10 described above. The ap-
plicator roll 952, see Fig. 9C, may have 100 axially-
spaced sensors 26B, for example, which correspond to
100 different axial segments 951 of the first applicator
rod 956. As such, a plurality of sensors 26B can be ar-
ranged around the outside surface of the sensing roll 952
as shown in Fig. 9C. Fig. 9C and Fig. 10 illustrate details
about the application station 950 of Fig. 9B. In particular,
Fig. 9C depicts the rolls 952 and 962 along with the first
applicator rod 956 from an overhead perspective. A hy-
pothetical cross-sectional view of the nip 970 is also in-
cluded in Fig. 9C to show the presence of the first appli-
cation material 984, the web of material 904, and the
second application material 986. In Figs. 9B and 9C, the
first applicator rod 956 is, by way of example, illustrated
as a coating rod because it has a smooth, continuous
outer surface 994 and defines with the first applicator roll
952 the nip 958 extending along or substantially along
the entire length of the sensing roll 952. Because of the
angle of view in Fig. 9C, it appears that the first applicator
rod 956 and the first applicator roll 952 are in contact at
the nip 958, however, as is shown in Fig. 9B, there is a
layer of first application material 984 between the rod 956
and roll 952. In operation, pressure is applied (e.g., by a
rod holder (not shown)) substantially uniformly along the
length of the first applicator rod 956. If the first applicator
rod 956 were, for example, a size press rod, or metering
rod, then the ridges of that press rod would be substan-
tially in contact with the sensing roll 952 along the entire
length of the nip 958 and each of the grooves would define
a distance between the press rod and the sensing roll
952. In either case, a surface of the first applicator rod
956 is beneficially a uniform distance from the outer sur-
face of the first applicator (or sensing) roll 952 at the nip

958. In the illustrated embodiment, the first applicator roll
952 may comprise 100 sensors 26B spaced an equal
distance apart axially.
[0048] In the earlier description of the mating roll 11, it
was segmented into 14 axial segments to correspond to
each of the sensors 26A of the sensing roll 10. Similarly,
as mentioned above, the first applicator rod 956 can be
segmented into 100 axial segments 951 that each cor-
respond to one of the sensors 26B on the first applicator
roll 952.
[0049] The first applicator rod 956, which, in an illus-
trated embodiment, may have a diameter 953 of about
5/8 inches as compared to a diameter of about 30 inches
for the applicator roll 952, is typically driven by a first drive
motor 990 on one end and a second drive motor 992 on
another end that are synchronized to cause the first ap-
plicator rod 956 to uniformly rotate about its central axis
and at a constant rotational speed. An application roll
may typically rotate at about 3 rotations per second while
an application rod may typically rotate at between about
60-90 rotations per minute. However, it is believed that
unequal rotational forces imparted on the first applicator
rod 956 by the drive motors may cause flexing and tor-
sional responses that cause the distance from the sur-
face of the first applicator rod 956 (e.g., the valleys, or
grooves, of a press rod, or an outer surface of a coating
rod) to be non-uniform along the length of the nip 958.
[0050] Additionally, as sections of the first applicator
rod 956 wear, some circumferential segments of the first
applicator rod 956 can have different radial dimensions,
as measured from the rod’s central axis, when compared
to other circumferential segments. As a result of these
occurrences, the uniformity of the coating of material 984
may be imperfect and cause different amounts of material
to be pressed into the web of material 904 thereby af-
fecting the uniformity and quality of the ultimately pro-
duced paper product. Detecting operating conditions that
may indicate that non-uniformity of the coating of material
984 is occurring may be beneficial in improving the op-
eration of application stations such as station 950.
[0051] For example, in axial locations of the nip 958
where the first applicator rod 956 may "lift" away from the
first applicator roll 952, resulting in more application ma-
terial being present at corresponding axial locations or
regions of the nip 958 than at other locations of the nip
958, a lower pressure reading may result at those axial
locations where the rod lifted away than if no "lifting" had
occurred. Conversely, in axial locations of the nip 970
where more application material is present than at other
nip locations, the extra material will result in a higher pres-
sure reading than if no extra material had been present.
If the presence of application material at an axial location
of the nip 970 is considered to be indicative of the mois-
ture content of the web of material at a corresponding
region or portion of the web of material having a corre-
sponding axial location, then a pressure reading sensed
at the axial location of the nip 970 is correlated with the
moisture content of the corresponding web of material
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portion having a corresponding axial and circumferential
location. In other words, portions of the web of material
904 that have a higher moisture content will cause a high-
er pressure reading. However, with respect to pressure
readings sensed at different locations of the nip 958,
pressure readings and the presence of more application
material are inversely correlated such that lower pressure
readings occur at an axial location where more applica-
tion material is present.
[0052] This variation in pressure readings can be used
to identify that a problem may exist with the interaction
of the first applicator rod 956 and the first applicator roll
952. As a result, an operator may replace the first appli-
cator rod 956 with a larger size rod or may change the
rotational speed of the first applicator rod 956. Other pos-
sible corrective actions could include analyzing the syn-
chronization between the drive motors 990, 992 or ad-
justing the holder (not shown) which presses the first ap-
plicator rod 956 against the first applicator roll 952.
[0053] As will be discussed further below, pressure
readings taken at the region of the nip 958 at which the
coating of material 984 is applied to the first applicator
roll 952 or in the region of the nip 970 defined by the first
and second applicator rolls 952 and 962 through which
the coating of material 984 is applied to a web of material
904, for example, may be used to determine the uniform-
ity of the coating of material 984 on the surface of the roll
952. The coating of material 984 is pressed into the web
of material 904 at an area 1006 of the nip 970, see Fig. 10.
[0054] It is also noted that pressure readings taken by
pressure sensors associated with the second applicator
roll 962 taken at the region of the nip 968 defined by the
second roll 962 and the second applicator rod 966 can
be used to determine the uniformity of the second coating
material 981 on the surface of the second roll 962
[0055] Fig 10 illustrates the first applicator rod 956 and
the first applicator/sensing roll 952 arranged in alignment
similar to the sensing roll 10 and the mating roll 11 of Fig.
1. The sensing roll 952 and the first applicator rod 956
form the nip 958 and each of the sensors 26B, 100 in the
illustrated embodiment, at a corresponding axial section
of the sensing roll 952 passes through a region of the nip
958 once each rotation of the sensing roll 952. On the
first applicator rod 956, an indexed or encoded location
1 004 is positioned such that each time it is adjacent a
signal generator 900A it produces a time reference signal
that is communicated to a processor 903A. Accordingly,
upon each rotation of the first applicator rod 956, a new
time reference signal will be generated. Also, a wireless
transceiver 40A can be included on the first applica-
tor/sensing roll 952 to communicate sensor reading in-
formation to the processor 903A. The first applicator rod
956 has a circumference that can be broken into 50 cir-
cumferential segments 1002A-1002AX (in Fig. 10 only 4
such segments are explicitly labeled 1002A, 1002V,
1002Y, 1002AX).
[0056] Thus, as shown in Fig. 10, the processor 903A
can be present that can generate a real-time nip profile.

In addition, the processor 903A can also receive a trigger
signal defined by the time reference signal related to the
rotation of the first applicator rod 956. As just described,
some circumferential segment or position 1004 of the
first applicator rod 956 can be indexed or encoded such
that the signal generator 900A detects the encoded seg-
ment 1004 and generates the trigger or time reference
signal each time the signal generator 900A determines
that the segment 1004 of the first applicator rod 956 com-
pletes another full rotation. When the first applicator rod
956 is rotated such that the circumferential position or
segment 1004 is aligned with a detector portion of the
signal generator 900A, then the one of the 50 circumfer-
ential segments 1002A-1002AX that happens to be po-
sitioned in the region of the nip 958 can arbitrarily be
labeled as the first circumferential segment such that the
other circumferential segments can be numbered relative
to this first segment. This particular rotational position of
the first applicator rod 956 can be considered a reference
position. As the first applicator rod 956 rotates, its rota-
tional position will vary relative to that reference position
and the amount of this variance determines which of the
50 circumferential segments 1002A - 1002AX will be po-
sitioned in the nip region. Accordingly, based on the ro-
tational position of the first applicator rod 956 relative to
that reference position a determination can be made as
to which of the 50 circumferential segments 1002A - 1
002AX is in the nip region when a particular sensor 26B
generates a pressure signal.
[0057] As described with respect to the mating roll 11
and sensing roll 10, each sensor reading value from each
of the sensors 26B on the first applicator/sensing roll 952
as it is in the region of the nip 958 can be associated with
one of the plurality of circumferential segments 1 002A -
1002AX that is also concurrently in the region of the nip
958. These pressure reading values for all sensors at all
of the axial segments of the first applicator/sensing roll
952 can be collected over a period of time to build a nip
profile for the nip 958.
[0058] In an example environment in which there are
100 axially arranged sensors 26B on the first applica-
tor/sensing roll 952, each of which can be uniquely re-
ferred to using an axial segment index value that ranges
from "1" to "100", and there are 50 circumferential seg-
ments on the first applicator rod 956 (or time segments),
each of which can be uniquely referred to using a tracking
segment index value ranging from " 1 " to "50", there are
5,000 (i.e., 50 x 100= 5,000) unique permutations of pairs
consisting of a sensor number and a circumferential seg-
ment number (or time segment number), wherein each
permutation is identifiable by a two-element set compris-
ing a respective axial segment index value and a respec-
tive tracking segment index value. In the illustrated em-
bodiment, the sensor numbers also correspond to the
press rod axial segments 951. Therefore, the data col-
lected can be considered a 50 x 100 matrix similar to that
depicted in Fig. 6. Each row of the 50 x 100 matrix rep-
resents one of the 50 applicator rod circumferential seg-
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ments (or time segments) and each column represents
one of the 100 axially arranged sensors 26B and, thus,
each cell represents one of the possible 5,000 permuta-
tions. Since the sensor numbers correspond to the ap-
plicator rod axial segments 951, each column also cor-
responds to an applicator rod axial segment, i.e., an outer
surface portion of the applicator rod at an axial location
aligned with and corresponding to the sensor 26B as-
signed that column. Each cell represents a combination
of a sensor number (or axial segment number) and a
particular applicator rod circumferential segment (or time
segment). Thus, each cell of a matrix similar to that of
Fig. 6 represents a unique permutation from among all
the possible permutations of different axial segment num-
bers (e.g., 1-100) and circumferential segment numbers
(e.g., 1-50) (or time segments 1-50). A value stored in a
particular matrix element is thereby associated with one
particular permutation of possible axial segment num-
bers and circumferential segment numbers (or time seg-
ments). The matrix similar to the one of Fig. 6 can, for
example, be a "counts" matrix wherein each cell repre-
sents the number of times a particular sensor and a par-
ticular applicator rod outer surface portion at an axial lo-
cation corresponding to that sensor and a particular rod
circumferential segment were concurrently in the region
of the nip 958 to acquire a pressure reading value.
[0059] Thus, similar to how a "sums" matrix of Fig. 7
and an "average" matrix of Fig. 8 were calculated, similar
matrices could be calculated using the data collected
from the first applicator/sensing roll 952 and the applica-
tor rod 956 regarding the nip 958. The "average" matrix
provides data that could reveal a periodically occurring
pressure increase or decrease at one or more of the rod
tracking segments for a rod axial segment as compared
to other axial segments or as compared to other rod track-
ing segments for that particular rod axial segment. The
occurrence of such a pressure variance could be indic-
ative of an operational issue with the first applicator rod
956.
[0060] Similarly, a "counts" matrix, "sums" matrix and
"average" matrix could be calculated using data collected
from the first applicator/sensing roll 952 and the second
applicator roll 962 regarding the nip 970, with such data
being time synchronized to a period of rotation of the first
applicator rod 956. Again, this "average" matrix also pro-
vides data that could reveal a periodically occurring pres-
sure increase or decrease at one or more of the rod track-
ing segments for a rod axial segment as compared to
other rod axial segments or as compared to other rod
tracking segments for that particular rod axial segment.
The occurrence of such a pressure variance could be
indicative of an operational issue with the first applicator
rod 956.
[0061] As a result, one matrix can be generated that
represents an average pressure value, at the nip 958,
that is sensed for each particular sensor number and
press rod circumferential segment number or press rod
time-based tracking segment. Alternatively, or in addi-

tion, a second matrix can be generated that represents
an average pressure value, at the nip 970, that is sensed
for each particular sensor number and tracking segment
number of the press rod. The length of time such data is
collected determines how many different pressure read-
ings are used in such calculations.
[0062] Thus, pressure readings at the nip 970 can be
time synchronized with one or more of the second appli-
cator/sensing roll 962, the first applicator rod 956, or the
second applicator rod 966. Pressure readings at the nip
958 can be time synchronized with the first applicator rod
956 and pressure readings at the nip 968 can be time
synchronized with the second applicator rod 966. For ex-
ample, the embodiment described with respect to Fig. 10
happens to have the first applicator/sensing roll 952 and
the first applicator rod 956 define the nip 958. However,
referring back to Fig. 9B, there is also a second applicator
rod 966 which does not form a nip with the first applica-
tor/sensing roll 952. Instead, the second applicator rod
966 forms a nip 968 with the second applicator roll 962.
This second applicator roll 962 may also be a sensing
roll or it may be a mating roll instead without pressure
sensors. Pressure readings at various axial regions of
the nip 970 are still influenced by the second applicator
rod 966 that is involved with applying the second appli-
cation material portion 986 to the second applicator roll
962. Thus, even though the second applicator rod 966
and the first applicator/sensing roll 952 do not form a nip
with one another, pressure readings at the nip 970
sensed by the first applicator/sensing roll 952 can still be
time-synchronized with a rotational period of the second
applicator rod 966 using the techniques described above.
Hence, variations in pressure readings taken at the nip
970 by the sensors of the first sensing roll 952 can be
used to identify a problem that may exist with the inter-
action of the second applicator rod 966 and the second
applicator roll 962.
[0063] Figs. 11A1 - 12B illustrate a simulated data set
representing collecting and averaging pressure readings
at the nips 958, 970 at a plurality of distinct axial locations
in a manner that is time-synchronized with a period of
rotation of the first applicator rod 956. Continuing with
the example embodiments described above, the first ap-
plicator rod 956 can have its period of rotation segmented
into 50 tracking segments (see Fig. 10, 1002A ---
1002AX). These tracking segments could be either phys-
ical circumferential segments of the first applicator rod
956, as noted above, or correspond to time-based seg-
ments of a period or rotation ion of the first applicator rod
956, Additionally, the first applicator/sensing roll 952 can
include 100 axially spaced-apart sensors 26B (as shown
in Fig. 9C) that correspond to 100 axial segments of the
first applicator rod 956. Each of the 100 axial segments
951 of the first applicator rod 956 also corresponds to a
respective axial segment of the first applicator/sensing
roll 952.
[0064] Accordingly, a 5,000 cell matrix can be con-
structed that has a cell for each permutation of a tracking
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segment number (e.g., 1 - 50) and an axial segment
number (e.g., 1- 100). Pressure reading values are
sensed by each of the 100 sensors 26B in a region of
the nip 958. For each pressure reading, one of the 50
tracking segments is identified based on the reference
signal from signal generator 900A and the pressure read-
ing value is associated with an appropriate cell of the
5,000 cell matrix. As explained above, data is collected
for a period of time to capture a number of pressure read-
ings for each cell so that an average pressure reading
can be calculated for each cell
[0065] As described above, these tracking segments
could be either physical circumferential segments of the
first applicator rod 956 or correspond to time-based seg-
ments of a period of rotation of the first applicator rod
956. When using time-based segments, some circum-
ferential segment or position 1004 of the first applicator
rod 956 can be indexed or encoded such that a signal
generator 900A detects the encoded segment 1004 and
generates a starting reference signal each time the signal
generator 900A determines that the segment 1004 of the
first applicator rod 956 completes another full rotation.
When the first applicator rod 956 is rotated such that the
circumferential position or segment 1004 is aligned with
a detector portion of the signal generator 900A, the start-
ing reference signal can be generated from which to
measure, or index, the 50 sequentially occurring time
segments into which the period of rotation of the first ap-
plicator rod 956 has been segmented. Thus, a first time
segment starting concurrently with the generation of the
starting reference signal can be considered a reference
time-segment. As the first applicator rod 956 rotates, the
number of time segments that have transpired since the
occurrence of the reference time segment will depend
on the amount of time that has transpired since genera-
tion of the reference starting signal. Accordingly, based
on the number of time segments that have occurred be-
tween a pressure reading being sensed at a region of
the nip 970 and the most recent starting reference signal,
a determination can be made as to which of the 50 time-
based tracking segment is to be associated with that
pressure reading.
[0066] Figs. 11A1-11A2 depict a simulated matrix of
average pressure values for each cell of the 5,000 cell
matrix collected at the nip 958 and time synchronized
with the rotation of the first applicator rod 956. Each row
1102 corresponds to one of the tracking segments of the
first applicator rod 956 and each column 1104 corre-
sponds to one of the 100 sensors 26B (or equivalently,
one of the 100 axial segments 951). Thus, each cell 1106
corresponds to a unique permutation of axial segment
number and tracking segment number with the value of
that cell providing an average pressure reading value at
the nip 958 for that particular permutation of numbers. In
Figs. 11A1-11A2, the cell values happen to be measured
in pounds per square inch (PSI) and for brevity, only the
first 5 and last 5 of the 100 sensor locations are depicted.
[0067] The sensors 26B also rotate through the nip 970

and, thus, pressure readings can be collected that rep-
resent a pressure profile at the nip 970. These pressure
readings are collected in a substantially similar manner
as just described but are sensed at the nip 970 instead
of (or in addition to) the nip 958.
[0068] Accordingly, an alternative, or additional, 5,000
cell matrix can be constructed that has a cell for each
permutation of a tracking segment number (e.g., 1 - 50)
and an axial segment number (e.g., 1-100). Pressure
reading values are sensed by each of the 100 sensors
26B in a region of the nip 970. For each pressure reading,
one of the 50 tracking segments is identified based on
the reference signal from signal generator 900A and the
pressure reading value is associated with an appropriate
cell of the additional 5,000 cell matrix. As explained
above, data is collected for a period of time to capture a
number of pressure readings for each cell so that an av-
erage pressure reading can be calculated for each cell.
[0069] Unlike the behavior described above with re-
spect to the mating roll and sensing roll of Fig. 3, the
various pressures sensed at regions of the nip 970 are
being collected such that they are synchronized with a
rotating element that does not form or define the nip 970.
In other words, the sensed pressure readings for each
axial segment are synchronized with the period of rota-
tion of the first applicator rod 956 which does not define
the nip 970. More specifically, the period of rotation of
the first applicator rod 956 can be segmented into a
number of sequentially-occurring time segments that, for
example, can be indexed based on generation of a ref-
erence signal such that the "first" time segment corre-
sponds to when the reference signal is generated and
the sequentially indexed time segments correspond to
sequentially occurring time segments from when the ref-
erence signal was generated Thus, at an axial location,
as each particular pressure reading is sensed as a sensor
at that axial segment enters a region of a nip, that pres-
sure reading can be associated with one of the indexed
time segments and, more particularly, the pressure read-
ing can be associated with the specific time segment that
is indexed by an amount of time that transpired from when
the reference signal was generated and the sensor en-
tered the region of the nip.
[0070] As a result, at an axial segment, there may be
one particular circumferential segment of the first appli-
cator rod 956 that is in a region of the nip 958 when a
sensor, on the first applicator roll 952, at that same axial
segment enters a region of the nip 970 and senses a
pressure reading. Thus, when the sensor reading at a
region of the nip 970 is sensed there happens to be a
first portion of the first application material that is in the
region of the nip 970 that affects the pressure reading
and there also happens to be a second portion of the first
application material 984 that is in contact with some phys-
ical circumferential segment of the first applicator rod
956. Even though the sensor reading at the region of the
nip 970 will be associated with a particular one of the
tracking segments that is a fraction of the period of rota-
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tion of the first applicator rod 956, that does not mean
that the pressure reading is associated with the physical
circumferential segment of the first applicator rod 956
that was previously in the region of the nip 958 and pre-
viously in contact with the first portion of the first appli-
cation material 984.
[0071] Figs. 11B1-11B2 depict a simulated matrix of
average pressure values for each cell of the additional
5,000 cell matrix collected at the nip 970 and time syn-
chronized with the rotation of the first applicator rod 956.
Each row 1112 corresponds to one of the tracking seg-
ments of the first applicator rod 956 and each column
1114 corresponds to one of the 100 sensors 26B (or
equivalently, one of the 100 axial segments 951). Thus,
each cell 1116 corresponds to a unique permutation of
an axial segment number and tracking segment number
with the value of that cell providing an average pressure
reading value at the nip 970 for that particular permutation
of numbers. In Figs. 11B1-11B2, the cell values happen
to be measured in pounds per square inch (PSI) and for
brevity, only the first 5 and last 5 of the 100 sensor loca-
tions are depicted.
[0072] Fig. 12A depicts a portion of the simulated data
of the matrix of Figs. 11 A1-11 A2 but in a graphical man-
ner. Similarly, Fig. 12B depicts a portion of the simulated
data of the matrix of Fig. 11B1-11B2 but also in a graph-
ical manner.
[0073] In Fig 12A, 50 different average pressure values
for three different axial segments are depicted. Graph
1202 represents the 50 different values (i.e , the rows of
Figs. 11A1-11A2) for the 5th axial segment associated
with the first applicator rod 956 (i.e., the 5th column of
Figs. 11A1-11A2). Graph 1204 represents the 50 differ-
ent values (i.e., the rows of Figs. 11A1-11A2) for the 50th

axial segment associated with the first applicator rod 956
(not shown in Figs. 11A1-11A2). Graph 1206 represents
the 50 different values (i.e., the rows of Figs. 11A1-11A2)
for the 95th axial segment associated with the first appli-
cator rod 956 (i.e., the 95th column of Figs. 11A1-11A2).
For example, the graph 1202 reveals that at axial seg-
ment 5 the pressure readings for the 50 different tracking
segments tend to be between 7.5 PSI and 8.5 PSI but
that around tracking segment 10, the pressure reading
dips below 7.5 PSI. Such a dip may indicate that the first
applicator rod 956 is periodically lifting away from the first
applicator roll 956 in a region of the nip 958 corresponding
to axial segment 5.
[0074] In Fig. 12B, 50 different average pressure val-
ues for three different axial segments are depicted.
Graph 1212 represents the 50 different values (i.e., the
rows of Figs. 11B1-11B2) for the 5th axial segment as-
sociated with the first applicator rod 956 (i.e., the 5th col-
umn of Figs. 11B1-11B2). Graph 1214 represents the 50
different values (i.e., the rows of Figs. 11B1-11B2) for
the 50th axial segment associated with the first applicator
rod 956 (not shown in Figs. 11B1-11B2) Graph 1216 rep-
resents the 50 different values (i.e., the rows of Figs.
11B1-11B2) for the 95th axial segment associated with

the first applicator rod 956 (i.e., the 95th column of Figs.
11B1-11B2). The relative magnitude of the pressure PSI
readings in Fig. 12B as compared to Fig. 12A show that
a pressure sensed in regions of the nip 970 can be around
5 times greater than the pressure readings sensed at
regions of the nip 958. Also, as one example, the graph
1214 reveals that at axial segment 50 the pressure read-
ings for the 50 tracking segments tend to be in a range
of about 44 to 45 PSI. However, around tracking segment
12 or 13, the average pressure value extends upwards
to about 46 PSI. A higher pressure such as this can in-
dicate that periodically, more application material 984 is
passing through the nip 970 as a result of some periodic
phenomena occurring between the first applicator rod
956 and the first applicator roll 952 along the region of
the nip 958 corresponding to axial segment 50.
[0075] Fig. 13 is a flowchart of an exemplary method
of time-synchronizing data in accordance with the prin-
ciples of the present invention. The method begins in
step 1302 by generating a respective sensor signal from
each of a plurality of sensors located at axially spaced-
apart locations of a sensing roll More particularly, each
respective sensor signal is generated when each sensor
enters a region of a first nip between the sensing roll and
a press rod or a region of a second nip between the sens-
ing roll and a mating roll during each rotation of the sens-
ing roll. For the sensing roll and mating roll, they are lo-
cated relative to one another to create the second nip
therebetween through which a web of material passes
that travels through the second nip from an upstream
direction to a downstream direction. For the sensing roll
and the press rod, they form the first nip therebetween
and are part of an application station that applies either
a sizing composition or coating to the cover of the sensing
roll so that it is eventually pressed into the web of material.
The method continues in step 1304 by generating a pe-
riodically occurring time reference associated with each
rotation of the press rod. Next, in accordance with the
method, the respective sensor signal generated by each
sensor is received in step 1306 whether that sensor sig-
nal occurs based on the sensor being in the region of
one of the first or the second nips. In step 1308. upon
receiving the respective sensor signal, the method in-
volves three different actions: a) determining a particular
one of the plurality of sensors which generated the re-
spective sensor signal, b) identifying one of a plurality of
tracking segments associated with the press rod based
upon an amount of time that elapsed between when the
respective sensor signal was generated and a most re-
cent time reference, and c) storing the respective sensor
signal to associate the respective sensor signal with the
identified one tracking segment. Of particular note, each
of the plurality of tracking segments is, respectively, as-
sociated with a different amount of elapsed time. In ac-
cordance with the method of Fig. 13, the press rod can
comprise either a size press rod or a coating rod.
[0076] In addition to the time-based techniques de-
scribed above for identifying different tracking segments
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associated with an applicator rod, alternative techniques
are contemplated as well. For example, an applicator rod
could include multiple, evenly-spaced marks that could
be detected (e.g., optically) and counted as each such
mark passes a location of a sensor or detector. A refer-
ence mark could be provided and would be distinctive
from all the other marks such that when the sensor de-
tects the reference mark, the counter circuitry resets and
starts counting from an initial value (e.g., "0" or "1"). As
an example, each evenly-spaced mark could be a single
tick mark, a tick mark of a particular width, or a mark of
a particular color. The reference mark could be a double-
tick mark, a thicker (or thinner) tick mark, or a mark of a
unique color. The marks would function so as to separate
the applicator rod into different segments and a counter,
or similar circuitry, would increment a count each time a
mark was detected so that any collected data could be
associated with one of the segments of the applicator rod
Accordingly, there may be structure for generating a
starting reference that includes a detector proximate to
the surface of the applicator rod for detecting each of the
plurality of marks traveling by the detector; and a signal
generator in communication with the detector for gener-
ating the starting reference each time the distinctive ref-
erence mark is detected. Furthermore there may also be
a counter in communication with the detector for counting
a number of the plurality of marks that have been detect-
ed since the most recent starting reference, wherein a
value related to an amount the applicator rod has rotated
is equal to the number of the plurality of marks that have
been detected since the most recent starting reference.
Also, as an example, the generating of the starting ref-
erence can be accomplished by resetting the counter to
an initial value (e.g., "0" or "1" as mentioned above). If
the techniques of segmenting the applicator rod just de-
scribed were utilized, then it would be unnecessary to
explicitly measure an elapsed time since the most recent
generation of a reference timing signal that is generated
each revolution of the applicator rod; instead, detection
and counting of tick marks could be used to define a
plurality of count-based tracking segments. In addition
to being on a surface of the applicator rod, the tick marks,
or similar marks or openings, could be included on a shaft
or as part of a coupling between a drive motor and the
applicator rod, thereby providing a rotary encoder bene-
ficial in identifying respective tracking segments. Such a
"count-based" technique for synchronization of pressure
data is more fully described in related patent application,
Application Serial No._____________. entitled COUNT-
BASED MONITORING MACHINE WIRES AND FELTS,
filed __________, having attorney docket number TEC-
064732, the disclosure of which is incorporated herein
by reference in its entirety.
[0077] While particular embodiments of the present in-
vention have been illustrated and described, it would be
obvious to those skilled in the art that various other
changes and modifications can be made without depart-
ing from the spirit and scope of the invention. It is there-

fore intended to cover in the appended claims all such
changes and modifications that are within the scope of
this invention.
[0078] Although the present invention is defined in the
attached claims, it should be understood that the present
invention can also (alternatively) be defined in accord-
ance with the following embodiments:

EMBODIMENTS

[0079]

1. A system associated with a sensing roll for col-
lecting roll data comprising:

a plurality of sensors located at axially spaced-
apart locations of the sensing roll, wherein each
sensor enters a region of a first nip between the
sensing roll and a rotating component during
each rotation of the sensing roll;
an application station, comprising a rotatable
applicator rod forming a second nip with one of
the sensing roll and the rotating component;
each sensor generates a respective sensor sig-
nal upon entering a region of the first nip;
structure for generating a periodically occurring
starting reference associated with each rotation
of the applicator rod; and
a processor to receive the periodically occurring
starting reference and the respective sensor sig-
nal generated by each sensor as it moves
through the first nip and, after receiving the re-
spective sensor signal, the processor operates
to:

determine a particular one of the plurality of
sensors which generated the respective
sensor signal,
based upon a value occurring between
when the respective sensor signal was gen-
erated and a most recent starting reference,
identify one of a plurality of tracking seg-
ments, wherein each of the plurality of track-
ing segments is, respectively, associated
with a different value, and
store the respective sensor signal to asso-
ciate the respective sensor signal with the
identified one tracking segment.

2. The system of embodiment 1, wherein the appli-
cation station comprises the applicator rod forming
the second nip with the sensing roll, wherein each
sensor enters a region of the second nip between
the sensing roll and the applicator rod during each
rotation of the sensing roll.

3. The system of embodiment 1, wherein the rotating
component comprises a mating roll, a web of mate-
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rial travels through the first nip from an upstream
direction to a downstream direction.

4. The system of embodiment 3, wherein the appli-
cation station comprises the applicator rod forming
the second nip with the mating roll.

5. The system of embodiment 1, wherein:

the starting reference comprises a time refer-
ence;
the value occurring between when the respec-
tive sensor signal was generated and the most
recent starting reference is calculated from an
amount of time that has elapsed between when
the respective sensor signal was generated and
a most recent time reference; and
each of the plurality of tracking segments is, re-
spectively, associated with a different amount
of elapsed time.

6. The system of embodiment 1, wherein the respec-
tive sensor signal comprises a pressure value.

7. The system of embodiment 1, wherein the plurality
of tracking segments comprise
one of: a plurality of circumferential segments on the
applicator rod, and
a plurality of time segments of a period of rotation of
the applicator rod.

8. The system of embodiment 1, wherein
the applicator rod comprises a plurality of optically
detectable marks along at least a portion of a surface
of the applicator rod, wherein one distinctive mark
of the plurality of optically detectable marks is differ-
ent than all of the other marks.

9. The system of embodiment 8, wherein the struc-
ture for generating the starting reference comprises:

a detector proximate to the surface of the appli-
cator rod for detecting each of the plurality of
optically detectable marks traveling by the de-
tector; and
a signal generator m communication with the
detector for generating the starting reference
each time the one distinctive mark is detected.

10. The system of embodiment 9, further comprising:

a counter in communication with the detector for
counting a number of the plurality of marks that
have been detected since the most recent start-
ing reference,
wherein the value occurring between when the
respective sensor signal was generated and the
most recent starting reference is equal to the

number of the plurality of marks that have been
detected since the most recent starting refer-
ence.

11. The system of embodiment 9, wherein generat-
ing the starting reference comprises resetting the
counter to an initial value.

12. The system of embodiment 7, wherein the proc-
essor receives:

the respective sensor signal for each of the plu-
rality of sensors during each rotation of the sens-
ing roll, and
a plurality of the respective sensor signals oc-
curring during a plurality of rotations of the sens-
ing roll.

13. The system of embodiment 12, wherein, for each
one of the plurality of the respective sensor signals,
the processor identifies its identified one tracking
segment and an associated applicator rod axial seg-
ment.

14. The system of embodiment 13, wherein:

the applicator rod comprises n axial segments,
having respective index values: 1,2, .., n;
an applicator rod rotational period comprises m
tracking segments, having respective index val-
ues: 1, 2, .., m, and
wherein there are (n times m) unique permuta-
tions that are identifiable by a two-element set
comprising a respective axial segment index
value and a respective tracking segment index
value.

15. The system of embodiment 14, wherein, for the
plurality of respective sensor signals and for one or
more of the possible (n times m) permutations, the
processor determines an average of all the plurality
of respective sensor signals associated with an axial
segment and tracking segment matching each of the
one or more permutations.

16. The system of embodiment 1, wherein the appli-
cator rod comprises one of a size press rod and a
coating rod.

17. A method associated with a sensing roll for col-
lecting roll data comprising:

generating a respective sensor signal from each
of a plurality of sensors located at axially
spaced-apart locations of the sensing roll,
wherein each sensor enters a region of a first
nip between the sensing roll and a rotating com-
ponent during each rotation of the sensing roll;
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providing an application station, having a rotat-
ing applicator rod with an axis of rotation sub-
stantially parallel to that of the sensing roll and
forming a second nip with one of the sensing roll
and the rotating component;
each sensor generates a respective sensor sig-
nal upon entering a region of the first nip;
generating a periodically occurring starting ref-
erence associated with each rotation of the ap-
plicator rod; and
receiving the periodically occurring starting ref-
erence and the respective sensor signal gener-
ated by each sensor and, after receiving the re-
spective sensor signal:

determining a particular one of the plurality
of sensors which generated the respective
sensor s1gnal,
based upon a value occurring between
when the respective sensor signal was gen-
erated and a most recent starting reference,
identifying one of a plurality of tracking seg-
ments, wherein each of the plurality of track-
ing segments is, respectively, associated
with a different value, and
storing the respective sensor signal to as-
sociate the respective sensor signal with the
identified one tracking segment.

18. The method of embodiment 17, wherein:

the application station comprises the applicator
rod forming the second nip with the sensing roll,
and
each sensor enters a region of the second nip
between the sensing roll and the applicator rod
during each rotation of the sensing roll.

19. The method of embodiment 17, wherein:

the rotating component comprises a mating roll,
and
a web of material travels through the first nip
from an upstream direction to a downstream di-
rection.

20. The method of embodiment 19, wherein the ap-
plication station comprises the applicator rod forming
the second nip with the mating roll.

21. The method of embodiment 17, wherein the re-
spective sensor signal comprises a pressure value.

22. The method of embodiment 17, wherein the plu-
rality of tracking segments comprise
one of: a plurality of circumferential segments on the
applicator rod, and
a plurality of time segments of a period of rotation of

the applicator rod.

23. The method of embodiment 17, wherein:

the starting reference comprises a time refer-
ence;
the value occurring between when the respec-
tive sensor signal was generated and the most
recent starting reference Is calculated form an
amount of time that has elapsed between when
the respective sensor signal was generated and
a most recent time reference; and
each of the plurality of tracking segments is, re-
spectively, associated with a different amount
of elapsed time.

24. The method of embodiment 17, wherein
the applicator rod comprises a plurality of optically
detectable marks along at least a portion of a surface
of the applicator rod, wherein one distinctive mark
of the plurality of optically detectable marks is differ-
ent than all of the other marks.

25. The method of embodiment 24, comprising:

detecting, with a detector proximate to the sur-
face of the applicator rod, each of the plurality
of optically detectable marks traveling by the de-
tector; and
generating the starting reference each time the
one distinctive mark is detected.

26. The method of embodiment 25, further compris-
ing:
a counter in communication with the detector for
counting a number of the plurality of marks that have
been detected since the most recent starting refer-
ence,
wherein the value occurring between when the re-
spective sensor signal was generated and the most
recent starting reference is equal to the number of
the plurality of marks that have been detected since
the most recent starting reference.

27. The method of embodiment 26, wherein gener-
ating the starting reference comprises resetting the
counter to an initial value.

28. The method of embodiment 22, comprising:

receiving the respective sensor signal for each
of the plurality of sensors during each rotation
of the sensing roll, and
receiving a plurality of the respective sensor sig-
nals occurring during a plurality of rotations of
the sensing roll.

29. The method of embodiment 28, comprising:
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for each one of the plurality of the respective sensor
signals, identifying its identified one tracking seg-
ment and an associated applicator rod axial seg-
ment.

30. The method of embodiment 29, wherein:

the applicator rod comprises n axial segments,
having respective index values: 1, 2, .., n;
an applicator rod rotational period comprises m
tracking segments, having respective index val-
ues: 1, 2, .., m, and
wherein there are (n times m) unique permuta-
tions that are identifiable by a two-element set
comprising a respective axial segment index
value and a respective tracking segment index
value.

31. The method of embodiment 30, comprising:
for the plurality of respective sensor signals and for
one or more of the possible (n times m) permutations,
determining an average of all the plurality of respec-
tive sensor signals associated with an axial segment
and tracking segment matching each of the one or
more permutations.

32. The method of embodiment 17, wherein the ap-
plicator rod comprises one of a size press rod and a
coating rod.

[0080] The following aspects are also forming part of
the invention:

ASPECTS

[0081]

1. A system associated with a sensing roll for col-
lecting roll data comprising:

a plurality of sensors located at axially spaced-
apart locations of the sensing roll, wherein
each sensor enters a region of a first nip between
the sensing roll and a rotating component during
each rotation of the sensing roll;
an application station, comprising a rotatable
applicator rod forming a second nip with one of
the sensing roll and the rotating component;
each sensor generates a respective sensor sig-
nal upon entering a region of the first nip;
structure for generating a periodically occurring
starting reference associated with each rotation
of the applicator rod; and
a processor to receive the periodically occurring
starting reference and the respective sensor sig-
nal generated by each sensor as it moves
through the first nip and, after receiving the re-
spective sensor signal, the processor operates

to:

determine a particular one of the plurality of
sensors which generated the respective
sensor signal,
based upon a value occurring between
when the respective sensor signal was gen-
erated and a most recent starting reference,
identify one of a plurality of tracking seg-
ments, wherein each of the plurality of track-
ing segments is, respectively, associated
with a different value, and
store the respective sensor signal to asso-
ciate the respective sensor signal with the
identified one tracking segment.

2. The system of aspect 1, wherein the application
station comprises the applicator rod forming the sec-
ond nip with the sensing roll, wherein each sensor
enters a region of the second nip between the sens-
ing roll and the applicator rod during each rotation
of the sensing roll.

3. The system of aspect 1 or 2, wherein the rotating
component comprises a mating roll, a web of mate-
rial travels through the first nip from an upstream
direction to a downstream direction; and/or prefera-
bly wherein the application station comprises the ap-
plicator rod forming the second nip with the mating
roll.

4. The system of aspect 1 to 3, wherein:

the starting reference comprises a time refer-
ence;
the value occurring between when the respec-
tive sensor signal was generated and the most
recent starting reference is calculated from an
amount of time that has elapsed between when
the respective sensor signal was generated and
a most recent time reference; and
each of the plurality of tracking segments is, re-
spectively, associated with a different amount
of elapsed time.

5. The system of aspect 1 to 4, wherein the respec-
tive sensor signal comprises at least one of a pres-
sure value or a temperature value.

6. The system of any one of the preceding aspects,
wherein the plurality of tracking segments comprise
one of:

a plurality of circumferential segments on the
applicator rod, and
a plurality of time segments of a period of rotation
of the applicator rod; and/or preferably wherein
the processor receives:
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the respective sensor signal for each of the
plurality of sensors during each rotation of
the sensing roll, and
a plurality of the respective sensor signals
occurring during a plurality of rotations of
the sensing roll; and/or more preferably
wherein, for each one of the plurality of the
respective sensor signals, the processor
identifies its identified one tracking segment
and an associated applicator rod axial seg-
ment; and/or even more preferably wherein:

the applicator rod comprises n axial segments,
having respective index values: 1, 2, ... , n; an
applicator rod rotational period comprises m
tracking segments, having respective index val-
ues: 1, 2, ... , m, and
wherein there are (n times m) unique permuta-
tions that are identifiable by a two-element set
comprising a respective axial segment index
value and a respective tracking segment index
value; and/or most preferably wherein, for the
plurality of respective sensor signals and for one
or more of the possible (n times m) permuta-
tions, the processor determines an average of
all the plurality of respective sensor signals as-
sociated with an axial segment and tracking seg-
ment matching each of the one or more permu-
tations.

7. The system of any one of the preceding aspects,
wherein:

the applicator rod comprises a plurality of opti-
cally detectable marks along at least a portion
of a surface of the applicator rod, wherein one
distinctive mark of the plurality of optically de-
tectable marks is different than all of the other
marks; and/or preferably wherein the structure
for generating the starting reference comprises:

a detector proximate to the surface of the
applicator rod for detecting each of the plu-
rality of optically detectable marks traveling
by the detector; and
a signal generator in communication with
the detector for generating the starting ref-
erence each time the one distinctive mark
is detected; and/or more preferably further
comprising:

a counter in communication with the de-
tector for counting a number of the plu-
rality of marks that have been detected
since the most recent starting refer-
ence,
wherein the value occurring between
when the respective sensor signal was

generated and
the most recent starting reference is
equal to the number of the plurality of
marks that have been detected since
the most recent starting reference;
and/or even more preferably wherein
generating the starting reference com-
prises resetting the counter to an initial
value;

and/or preferably wherein the applicator rod
comprises one of a size press rod and a coating
rod.

8. The system of any one of the preceding aspects,
wherein the structure for generating a periodically
occurring starting reference associated with each ro-
tation of the applicator rod is a reference signal gen-
erating circuit.

9. A method associated with a sensing roll for col-
lecting roll data comprising:

generating a respective sensor signal from each
of a plurality of sensors located at axially
spaced-apart locations of the sensing roll,
wherein each sensor enters a region of a first
nip between the sensing roll and a rotating com-
ponent during each rotation of the sensing roll;
providing an application station, having a rotat-
ing applicator rod with an axis of rotation sub-
stantially parallel to that of the sensing roll and
forming a second nip with one of the sensing roll
and the rotating component;
each sensor generates a respective sensor sig-
nal upon entering a region of the first nip; gen-
erating a periodically occurring starting refer-
ence associated with each rotation of the appli-
cator rod; and receiving the periodically occur-
ring starting reference and the respective sensor
signal generated by each sensor and, after re-
ceiving the respective sensor signal:

determining a particular one of the plurality
of sensors which generated the respective
sensor signal,
based upon a value occurring between
when the respective sensor signal was gen-
erated and
a most recent starting reference, identifying
one of a plurality of tracking segments,
wherein each of the plurality of tracking seg-
ments is, respectively, associated with a dif-
ferent value, and
storing the respective sensor signal to as-
sociate the respective sensor signal with the
identified one tracking segment.
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10. The method of aspect 9, wherein:

the application station comprises the applicator
rod forming the second nip with the sensing roll,
and
each sensor enters a region of the second nip
between the sensing roll and the applicator rod
during each rotation of the sensing roll; and/or
preferably wherein:

the rotating component comprises a mating
roll, and
a web of material travels through the first
nip from an upstream direction to a down-
stream direction; and/or preferably wherein
the application station comprises the appli-
cator rod forming the second nip with the
mating roll.

11. The method of aspect 9 or 10, wherein the re-
spective sensor signal comprises at least one of a
pressure value or a temperature value.

12. The method of aspect 9 to 11, wherein the plu-
rality of tracking segments comprise one of:

a plurality of circumferential segments on the
applicator rod, and
a plurality of time segments of a period of rotation
of the applicator rod; and/or preferably compris-
ing:

receiving the respective sensor signal for
each of the plurality of sensors during each
rotation of the sensing roll, and
receiving a plurality of the respective sensor
signals occurring during a plurality of rota-
tions of the sensing roll; and/or more pref-
erably comprising:
for each one of the plurality of the respective
sensor signals, identifying its identified one
tracking segment and an associated appli-
cator rod axial segment; and/or even more
preferably wherein:

the applicator rod comprises n axial
segments, having respective index val-
ues: 1, 2, ... , n;
an applicator rod rotational period com-
prises m tracking segments, having re-
spective index values: 1, 2, ... , m, and
wherein there are (n times m) unique
permutations that are identifiable by a
two-element set comprising a respec-
tive axial segment index value and a
respective tracking segment index val-
ue; and/or most preferably comprising:
for the plurality of respective sensor sig-

nals and for one or more of the possible
(n times m) permutations determining
an average of all the plurality of respec-
tive sensor signals associated with an
axial segment and tracking segment
matching each of the one or more per-
mutations.

13. The method of any one of the preceding aspects,
wherein:

the starting reference comprises a time refer-
ence;
the value occurring between when the respec-
tive sensor signal was generated and the most
recent starting reference is calculated from an
amount of time that has elapsed between when
the respective sensor signal was generated and
a most recent time reference; and each of the
plurality of tracking segments is, respectively,
associated with a different amount of elapsed
time.

14. The method of any one of the preceding aspects,
wherein
the applicator rod comprises a plurality of optically
detectable marks along at least a portion of a surface
of the applicator rod, wherein one distinctive mark
of the plurality of optically detectable marks is differ-
ent than all of the other marks; and/or preferably
comprising:

detecting, with a detector proximate to the sur-
face of the applicator rod, each of the plurality
of optically detectable marks traveling by the de-
tector; and
generating the starting reference each time the
one distinctive mark is detected; and/or more
preferably further comprising:

a counter in communication with the detec-
tor for counting a number of the plurality of
marks that have been detected since the
most recent starting reference,
wherein the value occurring between when
the respective sensor signal was generated
and the most recent starting reference is
equal to the number of the plurality of marks
that have been detected since the most re-
cent starting reference; and/or even more
preferably wherein generating the starting
reference comprises resetting the counter
to an initial value.

15. The method of any one of the preceding aspects,
wherein the applicator rod comprises one of a size
press rod and a coating rod.
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Claims

1. A system associated with a sensing roll for collecting
roll data comprising:

a plurality of sensors located at axially spaced-
apart locations of the sensing roll, wherein each
sensor enters a region of a first nip between the
sensing roll and a rotating component during
each rotation of the sensing roll;
an application station, comprising a rotatable
applicator rod forming a second nip with one of
the sensing roll and the rotating component;
each sensor generates a respective sensor sig-
nal upon entering a region of the first nip;
structure for generating a periodically occurring
starting reference associated with each rotation
of the applicator rod; and
a processor to receive the periodically occurring
starting reference and the respective sensor sig-
nal generated by each sensor as it moves
through the first nip and, after receiving the re-
spective sensor signal, the processor operates
to:

determine a particular one of the plurality of
sensors which generated the respective
sensor signal,
based upon a value occurring between
when the respective sensor signal was gen-
erated and a most recent starting reference,
identify one of a plurality of tracking seg-
ments, wherein each of the plurality of track-
ing segments is, respectively, associated
with a different value, and
store the respective sensor signal to asso-
ciate the respective sensor signal with the
identified one tracking segment.

2. The system of claim 1, wherein the application sta-
tion comprises the applicator rod forming the second
nip with the sensing roll, wherein each sensor enters
a region of the second nip between the sensing roll
and the applicator rod during each rotation of the
sensing roll.

3. The system of claim 1 or 2, wherein the rotating com-
ponent comprises a mating roll, a web of material
travels through the first nip from an upstream direc-
tion to a downstream direction; and/or preferably
wherein the application station comprises the appli-
cator rod forming the second nip with the mating roll.

4. The system of claim 1 to 3, wherein:

the starting reference comprises a time refer-
ence;
the value occurring between when the respec-

tive sensor signal was generated and the most
recent starting reference is calculated from an
amount of time that has elapsed between when
the respective sensor signal was generated and
a most recent time reference; and
each of the plurality of tracking segments is, re-
spectively, associated with a different amount
of elapsed time.

5. The system of claim 1 to 4, wherein the respective
sensor signal comprises at least one of a pressure
value or a temperature value.

6. The system of any one of the preceding claims,
wherein the plurality of tracking segments comprise
one of:

a plurality of circumferential segments on the
applicator rod, and
a plurality of time segments of a period of rotation
of the applicator rod; and/or preferably wherein
the processor receives:

the respective sensor signal for each of the
plurality of sensors during each rotation of
the sensing roll, and
a plurality of the respective sensor signals
occurring during a plurality of rotations of
the sensing roll; and/or

wherein, for each one of the plurality of the respective
sensor signals, the processor identifies its identified
one tracking segment and an associated applicator
rod axial segment; and/or
wherein:

the applicator rod comprises n axial segments,
having respective index values: 1, 2, ... , n; an
applicator rod rotational period comprises m
tracking segments, having respective index val-
ues: 1, 2, ... , m, and
wherein there are (n times m) unique permuta-
tions that are identifiable by a two-element set
comprising a respective axial segment index
value and a respective tracking segment index
value; and/or most preferably wherein, for the
plurality of respective sensor signals and for one
or more of the possible (n times m) permuta-
tions, the processor determines an average of
all the plurality of respective sensor signals as-
sociated with an axial segment and tracking seg-
ment matching each of the one or more permu-
tations.

7. The system of any one of the preceding claims,
wherein:

the applicator rod comprises a plurality of opti-
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cally detectable marks along at least a portion
of a surface of the applicator rod, wherein one
distinctive mark of the plurality of optically de-
tectable marks is different than all of the other
marks; and/or preferably wherein the structure
for generating the starting reference comprises:

a detector proximate to the surface of the
applicator rod for detecting each of the plu-
rality of optically detectable marks traveling
by the detector; and
a signal generator in communication with
the detector for generating the starting ref-
erence each time the one distinctive mark
is detected; and/or more preferably further
comprising:

a counter in communication with the detector for
counting a number of the plurality of marks that
have been detected since the most recent start-
ing reference, wherein the value occurring be-
tween when the respective sensor signal was
generated and the most recent starting refer-
ence is equal to the number of the plurality of
marks that have been detected since the most
recent starting reference; and/or even more
preferably wherein generating the starting ref-
erence comprises resetting the counter to an in-
itial value; and/or preferably wherein the appli-
cator rod comprises one of a size press rod and
a coating rod.

8. The system of any one of the preceding claims,
wherein the structure for generating a periodically
occurring starting reference associated with each ro-
tation of the applicator rod is a reference signal gen-
erating circuit.

9. A method associated with a sensing roll for collecting
roll data comprising:

generating a respective sensor signal from each
of a plurality of sensors located at axially
spaced-apart locations of the sensing roll,
wherein each sensor enters a region of a first
nip between the sensing roll and a rotating com-
ponent during each rotation of the sensing roll;
providing an application station, having a rotat-
ing applicator rod with an axis of rotation sub-
stantially parallel to that of the sensing roll and
forming a second nip with one of the sensing roll
and the rotating component;
each sensor generates a respective sensor sig-
nal upon entering a region of the first nip;
generating a periodically occurring starting ref-
erence associated with each rotation of the ap-
plicator rod; and
receiving the periodically occurring starting ref-

erence and the respective sensor signal gener-
ated by each sensor and, after receiving the re-
spective sensor signal:

determining a particular one of the plurality
of sensors which generated the respective
sensor signal,
based upon a value occurring between
when the respective sensor signal was gen-
erated and a most recent starting reference,
identifying one of a plurality of tracking seg-
ments, wherein each of the plurality of track-
ing segments is, respectively, associated
with a different value, and
storing the respective sensor signal to as-
sociate the respective sensor signal with the
identified one tracking segment.

10. The method of claim 9, wherein:

the application station comprises the applicator
rod forming the second nip with the sensing roll,
and
each sensor enters a region of the second nip
between the sensing roll and the applicator rod
during each rotation of the sensing roll; and/or
preferably wherein:

the rotating component comprises a mating
roll, and
a web of material travels through the first
nip from an upstream direction to a down-
stream direction; and/or preferably wherein
the application station comprises the appli-
cator rod forming the second nip with the
mating roll.

11. The method of claim 9 or 10, wherein the respective
sensor signal comprises at least one of a pressure
value or a temperature value.

12. The method of claim 9 to 11, wherein the plurality of
tracking segments comprise one of:

a plurality of circumferential segments on the
applicator rod, and
a plurality of time segments of a period of rotation
of the applicator rod; and/or preferably compris-
ing:

receiving the respective sensor signal for
each of the plurality of sensors during each
rotation of the sensing roll, and
receiving a plurality of the respective sensor
signals occurring during a plurality of rota-
tions of the sensing roll; and/or more pref-
erably comprising:
for each one of the plurality of the respective
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sensor signals, identifying its identified one
tracking segment and an associated appli-
cator rod axial segment; and/or even more
preferably wherein:

the applicator rod comprises n axial
segments, having respective index val-
ues: 1, 2, ... , n; an applicator rod rota-
tional period comprises m tracking seg-
ments, having respective index values:
1, 2, ... , m, and
wherein there are (n times m) unique
permutations that are identifiable by a
two-element set comprising a respec-
tive axial segment index value and a
respective tracking segment index val-
ue; and/or most preferably comprising:
for the plurality of respective sensor sig-
nals and for one or more of the possible
(n times m) permutations determining
an average of all the plurality of respec-
tive sensor signals associated with an
axial segment and tracking segment
matching each of the one or more per-
mutations.

13. The method of any one of the preceding claims,
wherein:

the starting reference comprises a time refer-
ence;
the value occurring between when the respec-
tive sensor signal was generated and the most
recent starting reference is calculated from an
amount of time that has elapsed between when
the respective sensor signal was generated and
a most recent time reference; and each of the
plurality of tracking segments is, respectively,
associated with a different amount of elapsed
time.

14. The method of any one of the preceding claims,
wherein
the applicator rod comprises a plurality of optically
detectable marks along at least a portion of a surface
of the applicator rod, wherein one distinctive mark
of the plurality of optically detectable marks is differ-
ent than all of the other marks; and/or preferably
comprising:

detecting, with a detector proximate to the sur-
face of the applicator rod, each of the plurality
of optically detectable marks traveling by the de-
tector; and
generating the starting reference each time the
one distinctive mark is detected; and/or more
preferably further comprising:
a counter in communication with the detector for

counting a number of the plurality of marks that
have been detected since the most recent start-
ing reference, wherein the value occurring be-
tween when the respective sensor signal was
generated and the most recent starting refer-
ence is equal to the number of the plurality of
marks that have been detected since the most
recent starting reference; and/or even more
preferably wherein generating the starting ref-
erence comprises resetting the counter to an in-
itial value.

15. The method of any one of the preceding claims,
wherein the applicator rod comprises one of a size
press rod and a coating rod.
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